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1.1 ARCHITECTURAL OVERVIEW 

The S3C6410X is a 16/32-bit RISC microprocessor, which is designed to provide a cost-effective, low-power 
capabilities, high performance Application Processor solution for mobile phones and general applications. To 
provide optimized H/W performance for the 2.5G & 3G communication services, the S3C6410X adopts 64/32-bit 
internal bus architecture. The 64/32-bit internal bus architecture is composed of AXI, AHB and APB buses. It also 
includes many powerful hardware accelerators for tasks such as motion video processing, audio processing, 2D 
graphics, display manipulation and scaling. An integrated Multi Format Codec (MFC) supports encoding and 
decoding of MPEG4/H.263/H.264 and decoding of VC1 . This H/W Encoder/Decoder supports real-time video 
conferencing and TV out for both NTSC and PAL mode. Graphic 3D (hereinafter 3D Engine) is a 3D Graphics 
Hardware Accelerator which can accelerate OpenGL ES 1 .1 & 2.0 rendering. This 3D Engine includes two 
programmable shaders: one vertex shader and one pixel shader. 

The S3C6410X has an optimized interface to external memory. This optimized interface to external memory is 
capable of sustaining the high memory bandwidths required in high-end communication services. The memory 
system has dual external memory ports, DRAM and Flash/ROM. The DRAM port can be configured to support 
mobile DDR, DDR, mobile SDRAM and SDRAM. The Flash/ROM port supports NOR-Flash, NAND-Flash, 
OneNAND, CF and ROM type external memory. 

To reduce total system cost and enhance overall functionality, the S3C6410X includes many hardware 
peripherals such as a Camera Interface, TFT 24-bit true color LCD controller. System Manager (power 
management & etc.), 4-channel UART, 32-channel DMA, 5-channel 32bit Timers with 2PWM output. General 
Purpose I/O Ports, l2S-Bus interface, I2C-BUS interface, USB Host, USB OTG Device operating at high speed 
(480Mbps), 3-channel SD/MMC Host Controller and PLLs for clock generation. 

The ARM subsystem is based on the ARM1176JZF-S core. It includes separate 16KB Instruction and 16KB data 
caches, 16KB Instruction and 16KB Data TCM. It also includes a full MMU to handle virtual memory management. 
The ARM1 176JZF-S is a single chip MCU, which includes support for JAVA acceleration. The ARM1 176JZF-S 
includes a dedicated vector floating point coprocessor allowing efficient implementation of various encryption 
schemes as well as high quality 3D graphics applications. The S3C6410X adopts the de-facto standard AMBA 
bus architecture. These powerful, industry standard features allow the S3C6410X to support many of the industry 
standard Operating Systems. 

By providing a complete set of common system peripherals, the S3C6410X minimizes overall system costs and 
eliminates the need to configure additional components. The S3C6410X is implemented using an advanced 65nm 
CMOS process. The low-power, simple, elegant and fully static-design scheme is particularly suitable for cost- 
sensitive and power-sensitive applications. 

We provide two kinds of POP product which is based on S3C6410X. 

The 641 OX PoP A TYPE is a POP(Package On Package) product stacked with S3C6410X and MCP Memory 
(2G OneNAND + 512Mb Mobile DDR x 2ea) 

The 641 OX PoP D TYPE is a POP(Package On Package) product stacked with S3C6410X and MCP Memory 
(2Gb NAND + 512Mb OneDRAM + 512Mb Mobile DDR) 
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1.2 FEATURES 

This section summarizes the features of the S3C6410X. Figure 1-1 is an overall block diagram of the S3C6410X. 



System Peripheral 

RTC 
PLLxS 
Timer w/ PWM 
Watch-Dog Timer 
DMA(32 ch) 
Keypad (8 x 8) 



Connectivity 

I2S / I2S 5-ch 
l2Cx2 
UART X 4 

GPIO 
IrDA vl.1 
SRI (Full Duplex) 
HIS (Modem l/F) 
USB OTG 2.0 
USB Host 1.1 
HS-MMC/SD 
AC97 / PCM Audio l/F 



ARM Core 



ARM1176JZF-S 

l/D-Cache 16KB 
l/D-TCM 16KB 
533/667MHZ 



X64 / 32 Multi - Layer AHB / AXI Bus 



Power 
Management 

Normal, Idle 
Stop, Sleep 



Multimedia Acceleration 

Camera l/F 

Multi Format CODEC 
(H.264/MPEG4/VC1) 



NTSC, PAL TV out 
(with Image Enhancement) 

JPEG 

2D Graphics 
3D Graphics 



Memory Subsystem 

SRAM/ROM/NOR/ 
OneNAND 



Mobile SDRAM 



Mobile DDR SDRAM 



NAND Flash 




TFT LCD 
Controller 

Resolution typically^ 
800x480 
Color-TFT LCD 



Figure 1-1 S3C6410X Block Diagram 
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1.2.1 S3C6410X RISC MICROPROCESSOR FEATURES SUMMARY 

The features of S3C6410X RISC Microprocessor include: 

The ARM1176JZF-S based GPU subsystem with Java acceleration engine and 16KB/16KB l/D Cache and 
16KB/16KB l/D TCM. 

533MHz at 1 .1V and 667MHz at 1 .2 V respectively. 

8-bit ITU 601/656 Camera interface up to 4M pixel for scaled and 16M pixel for unsealed resolution. 

Multi Format Codec provides encoding and decoding of MPEG-4/H.263/H.264 up to 30fps@SD and decoding 
of VC1 video up to 30fps@SD. 

2D graphics acceleration with BitBlit and rotation. 

3D graphics acceleration with 4M triangles/s @133Mhz (Transform only) 

AC-97 audio codec interface and PCM serial audio interface. 

1/2/4bpp Palletized or 1 6bpp/24bpp Non-Palletized Color-TFT 

I2S and I2C interface support. 

Dedicated IrDA port for FIR, MIR and SIR. 

Flexibly configurable GPIOs. 

Port USB 2.0 OTG supporting high speed as Device (480Mbps, on-chip transceiver). 
Port USB 1 .1 Host supporting full speed (12Mbps, on-chip transceiver). 
SD/MMC/SDIO/CE-ATA Host Controller 
Real time clock, PLL, timer with PWM and watch dog timer. 
32 channel DMA controller. 
Support 8x8 key matrix. 

Advanced power management for mobile applications. 
Memory Subsystem 

- SRAM/ROM/NOR Flash Interface with x8 or x1 6 data bus. 

- Muxed OneNAND Interface with x1 6 data bus. 

- NAND Flash Interface with x8 data bus. 

- SDRAM Interface with x32(Port1 ) data bus. 

- Mobile SDRAM Interface with x32(Port1 ) data bus 

- DDR Interface with x32(Port1 ) data bus 

- Mobile DDR Interface with x32(Port1 ) data bus 
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1.2.2 MICROPROCESSOR 

The ARM1176JZF-S processor incorporates an integer unit that implements the ARM1 1 ARM architecture v6. It 
supports the ARM, Thumb™ instruction sets and Jazelle technology to enable direct execution of Java bytecodes, 
and a range of SIMD DSP instructions that operate on 16-bit or 8-bit data values in 32-bit registers. 

The features of ARM1 1 76JZF-S processor include: 

• High-speed Advanced Microprocessor Bus Architecture (AMBA) Advanced Extensible Interface (AXI) level 
two interfaces supporting prioritized multiprocessor implementations. 

• Integer unit with integral EmbeddedlCE-RT logic. 

• Eight-stage pipeline. 

• Branch prediction with return stack. 

• Low interrupt latency configuration. 

• coprocessors CP1 4 and CP1 5. 

• Instruction and Data Memory Management Units (MMUs), managed using MicroTLB structures backed by a 
unified Main TLB. 

• Instruction and data caches, including a non-blocking data cache with Hit-Under-Miss (HUM). 

• Virtually indexed and physically addressed caches. 

• 64-bit interface to both caches. 

• Vector Floating-Point (VFP) coprocessor support. 
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1.2.3 MEMORY SUBSYSTEM 

The S3C6410X microprocessor provides the following Memory Subsystem features: 

• High bandwidth Memory Matrix subsystem 

• Two independent external memory ports (1 SROM port and 1 DRAM ports) 

• Matrix architecture increases overall bandwidth with the simultaneous access capability 

1.2.3.1 SROM Memory Port configurable to support the following memory types: 

• Support SRAM/ROM/NOR Flash Interface 

- x8 or x16 data bus 

- Address range support: max. 27-bit (128MB) 

• Muxed OneNAND Flash interface 

- x1 6 data bus 

- Support muxed type OneNAND. 

• NAND Flash 

- Supports both SLC and MLC NAND Flash memory 

• CF interface 

- Compatible with CF+ and CompactFlash Spec (Rev 3.0) 



^^^^^ 



ELECTRONICS 1-5 



PRODUCT OVERVIEW 



641 OX UM 



1.2.3.2 DRAM port configurable to support the following memory types: 

• SDRAM Interface 

- x1 6/x32 data bus 

- Density support: up to 2Gb per Bank 

• Mobile SDRAM Interface 

- Only x32 data bus with 1 33Mbps/pin data rate 

- 133MHz address and command bus speed 

- Density support: up to 2Gb per Bank 

- Mobile SDRAM feature support: 

* DS (Driver Strength Control) 

* TOSR (Temperature Compensated Self-Refresh Control) 

* PASR (Partial Array Self-Refresh Control) 

• DDR / Mobile DDR Interface 

- x1 6 or x32 data bus with 266Mbs/pin double data rate (DDR) 

- Density support: up to 2Gb per Bank 

1.2.4 MULTIMEDIA ACCELERATION 

The S3C6410X microprocessor provides the following Multimedia Acceleration features: 
1.2.4.1 Camera Interface 

• ITU-R 601/ITU-R 656 format input support. 8-bit input is supported 

• Both progressive and interlaced input are supported 

• Camera input resolution up to 4096x4096 in YCbCr 4:2:2 format. 

- 4096x4096 input resolution assumes the hardware down-scaling units will be bypass 

- Up to 2048x2048 input resolution can optionally be input to the hardware down-scaling unit 

• Resolution down-scaling hardware support for input resolutions up to 2048x2048 

• Codec/Preview output image generation (RGB 1 6/1 8/24-bit format and YCbCr 4:2:0/4:2:2 format) 

• Image windowing and digital zoom-in function 

• Test pattern generation 

• Image mirror and rotation supports Y-mirror, X-mirror, 90', 180' and 270' rotation 

• H/W Color Space Conversion 

• LCD controller direct path supported in MSDMA 

• Image effect supported. 
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1.2.4.2 Multi Format Codec (MFC) 

• Multi Format Codec 

- MPEG-4 part-ll simple profile encoding/decoding 

- H.264/AVG baseline encoding/decoding 

- H.263 profiles encoding/decoding 

- VG1 decoding 

- Multi-part cell and Multi Standard are supported 

• Encoding tools 

[-16, +16] 1/2 and 1/4 pel accuracy motion estimation using the full-search algorithm 

- Variable block sizes: 1 6x1 6, 1 6x8, 8x1 6 and 8x8 

- Unrestricted motion vector 

- MPEG-4 AG/DG prediction 

- H.264/AVG intra-prediction (hardwired mode decision) 

- In-loop deblocking filter for both H.264 and H.263 P3 

- Error resilience tools 

- MPEG-4 resync. Marker and data-partitioning with RVLG 

- MPEG-4/AVG FMO 

- Bit-rate control (GBR and VBR) 

• Decoding tools 

- Support all features of the standards 

• Pre/post rotation/mirroring 

- 8 mirroring/rotation modes 

1.2.4.3 JPEG Codec 

• Compression/decompression up to UXGA size 

• Encoding format: YGbGr 4:2:2 / RGB565 

• Decoding format: YGbGr 4:4:4/4:2:2/4:2:0 or gray 

1.2.5 2D GRAPHICS ACCELERATOR 

The S3G6410X microprocessor supports the following 2D Graphics Accelerator features: 

• Line/Point drawing, BitBLT and Color Expansion /Text Drawing 
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1.2.6 3D GRAPHICS ACCELERATOR 

• 4M triangles/s @1 33MHz (Transform Only) 

• 75.8M pixels/s fill-rates @1 33MHz (shaded pixels) 

• Programmable Shader Model 3.0 support 

• 1 28-bit (32-bit x 4) Floating-point Vertex Shader 

- Geometry-texture cache support 

• 128-bit (32-bit x 4) Floating-point two Fragment Shaders 

• Max. 4K X 4K frame-buffer (1 6/32-bpp) 

• 32-bit depth buffer (8-bit stencil/24-bit Z) 

• Texture format: 1 /2/4/8/1 6/32-bpp RGB, YUV 422, S3TG Compressed 

• Support max. 8 surfaces (max. 8 user-defined textures) 

• API Support: OpenGL ES 1 .1 & 2.0, D3D Mobile 

• Intelligent Host Interface 

- 15 input data-types. Vertex Buffer & Vertex Cache 

• H/W Clipping (Near & Far) 

• 8-stage five-threaded Shader architecture 

• Primitive assembly & hard-wired triangle setup engine 

• One pixels/cycle hard-wired rasterizer 

• One texturing engine (one bilinear-filtered texel/cycle each) 

- Nearest/bilinear/trilinear filtering 

- 8-layered multi-texturing support 

• Fragment processing: Alpha/Stencil/Z/Dither/Mask/ROP 

• Memory bandwidth optimization through hierarchical caching 

- L1/L2 Texture-caches, Z/Color caches 

• System bus interface 

- Host interface: 32-bit AHB (AMBA 2.0) 

- Memory Interface: two 64-bit AXI (AMBA 3.0) channels 



1.2.6 IMAGE ROTATOR 

The S3C6410X microprocessor supports the following Image Rotator features: 

• Image format: YCbCr 4:2:2 (interleave), YCbCr 4:2:0 (non-interleave), RGB565 and RGB888(unpacked) 

• Rotate degree: 90, 180, 270, flip vertical and flip horizontal 

• Image size: 2048x2048 
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1.2.7 DISPLAY CONTROL 

The S3C6410X microprocessor provides the following Display Control features: 

1.2.7.1 TFT LCD Interface 

• 1 /2/4/8bpp Palletized or 1 6/1 8/24-bpp Non-Palletized Golor-TFF supports 

• Typical actual screen size: 640 x 480, 320 x 240, 800 x 480 

• Maximum 1 6M virtual screen size 

• Support 5 Window Layer for PIP or OSD 

• Realtime overlay plane multiplexing 

• Programmable OSC window positioning 

• 1 6-level alpha blending 

1.2.7.2 Video Post Processor 

• Video input format conversion 

• Video/Graphic scaling up/down or zooming in/out 

• Color space conversion from YCbCr to RGB and from RGB to YCbCr 

• Dedicated local interface for display 

• Dedicated scaler for TV Encoder 

1.2.7.3 TV (NTSC/PAL) Video Encoder with Image Enhancer 

• Support NTSC-M,J / PAL-B,D,G,H,l,M,Nc compliant video format 

• Built in the MIE(Mobile Image Enhancer) Engine 

- Black & White Stretch 

- Blue Stretch & Flesh-Tone Correction 

- Dynamic Horizontal Peaking & LTI 

- Black and White Noise reduction 

- Full Size and Wide Size Video-Out 

1.2.8 AUDIO INTERFACE 

The S3C6410X microprocessor provides the following Audio Interface features: 

1.2.8.1 AC97 Controller 

• Variable sampling rate (48kHz and below) 

• Single Codec Controller 

• 1 port stereo inputs/1 port stereo outputs/mono MIC input 

• 1 6-bit stereo (2-channel) audio 

1.2.8.2 PCM serial Audio Interface 

• Master mode bi-directional serial audio interface 

• Accepts an external input clock to generate exact Audio timings 

• Optional DMA-based operation 
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1.2.8.3 IIS-Bus Interface 

• 2 ch llS-bus 2ea and 5.1 ch llS-bus 1 ea for the audio-codec interface 

• Optional DMA-based operation 

• Serial, 8/1 6/24-bit per channel data transfers 

• Supports IIS, MSB-justified and LSB-justified data format 

• Can operate in Master or Slave mode 

• Various bit clock frequency and codec clock frequency support 

- 1 6,24,32,48 fs of bit clock frequency and 256,384,51 2,768 fs of codec clock frequency 

• Supports 8kHz ~ 1 92kHz sampling frequency. 

1.2.9 USB SUPPORT 

The S3C6410X microprocessor provides the following USB Support features: 

1.2.9.1 USB OTG 2.0 High Speed 

• Complies with the On-The-Go Supplement to the USB 2.0 Specification (Revision 1 .Oa) 

• Supports high speed (480Mbps), full speed (12Mbps, Device only), low speed (1 .5Mbps, Host only) 

• Configures as USB 1 .1 full/low speed DRD(Dual-Role Device), Host-only or Device only controller 

1.2.9.2 USB Host 

• 2-port USB Host 

• Complies with OHCI Rev. 1 .0 

• Compatible with the USB Specification version 1 .1 

• Supports full speed up to 1 2Mbps 

1.2.10 IRDA V1.1 

The S3C6410X microprocessor provides the following IrDA v1 .1 features: 

• Dedicated IrDA for vl.1 (1 .152Mbps and 4 Mbps) 

• Supports FIR (4Mbps), 

• Internal 64-byte Tx/Rx FIFO 

1.2.11 SERIAL COMMUNICATION 

The S3C6410X microprocessor provides the following Serial Communication features: 
1.2.11.1 UART 

• 4-channel UART with DMA-based or interrupt-based operation 

• Supports 5-bit, 6-bit, 7-bit, or 8-bit serial data transmit/receive 

• Supports external clock for the UART operation (EXT_UCLKO, refer to UART chapter) 

• Programmable baud rate 

• Supports IrDA 1.0 SIR (115.2Kbps) mode 

• Loop back mode for testing 

• Each channel has internal 64-byte Tx FIFO and 64-byte Rx FIFO 

• Non-integer clock divides in Baud clock generation 
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1.2.11.2 IIC-Bus Interface 

• 2-ch Multi-Master IIC-Bus 

• Serial, 8-bit oriented and bi-directional data transfers can be made at up to 1 00 Kbps in the standard mode 

• up to 400 Kbps in the fast mode 

1.2.11.3 SPI Interface 

• 2ch Serial Peripheral Interface 

• 64byte buffers for receive/transmit 

• DMA-based or interrupt-based operation 

• 50Mbps Master Tx/Rx, 50Mbps Slave Rx, 20Mbps Slave Tx 

1.2.11.4 MIPI HSI 

• A uni-direction high speed serial interface 

• Supports Tx and Rx 

• 1 28 Byte (32-bit x 32) Tx FIFO 

• 256 Byte (32-bit x 64) Rx FIFO 

• TX : PCLK bps, RX : up to 1 00Mbps 

1.2.12 MODEM & HOST INTERFACE 

The S3C6410X microprocessor provides the following Modem Interface features: 

1.2.12.1 Parallel Modem Chip Interface 

• Asynchronous direct SRAM interface style interface 

• 1 6-bit parallel bus for data transfer 

• On-chip 8K bytes internal dual-port SRAM buffer 

• Interrupt request for data exchange 

• Programmable interrupt port address 

• Support from 1 .8V to 3.3V I/O voltage range 

• AP Booting for Modem procedure provides a dual-port memory as a Modem boot memory. 
1.2.12.1 Host Interface 

• Asynchronous indirect SRAM interface style interface (iSO interface) 

• 1 6-bit protocol register 

• On-chip Write FIFO and Read FIFO (each 288-word) to support indirect burst transfer 

• Single R/W on the SFR/memory in the system memory map 

• Burst R/W on the SFR/memory in the system memory map 

• Repeated Burst Write on the SFR/memory in the system memory map 

• Supports Modem Booting that enables HOST to control AP boot. 
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1.2.13 GPIO (GENERAL PURPOSE I/O) 

The S3C6410X microprocessor provides the following GPIO features: 

• 1 87 Flexibly configurable GPIO 

1.2.14 INPUT DEVICES 

The S3C6410X microprocessor provides the following Input Devices features: 

1.2.14.1 Keypad Interface 

• Support 8x8 Key Matrix 

• Provides internal debounce filter 

1.2.14.2 A/D Converter and Touch Screen Interface 

• 8-ch multiplexed ADC 

• Max. 1 M samples/sec and 1 0-bit/1 2-bit resolution 

1.2.15 STORAGE DEVICES 

The S3C6410X microprocessor provides the following Storage Devices features: 

1.2.15.1 SD/MMC Host Controller 

• Multimedia Card Protocol version 4.0 compatible 

• SD Memory Card Protocol version 2.0 compatible 

• SDIO Card Protocol version 1 .0 compatible 

• 1 28 words FIFO for Tx/Rx 

• DMA based or Interrupt based operation 

• 3 channel SD/MMC Host Controller 

• Support CE-ATA interface 
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1.2.16 SYSTEM PERIPHERALS 

The S3C6410X microprocessor provides the following System Peripherals features: 

1.2.16.1 DMA controller 

• 4 General DMAs embedded. 

• 8-channel supported per each DMA; totally 32 channel is supported. 

• Supports memory to memory, peripheral to memory, memory to peripheral, and peripheral to peripheral 

• Burst transfer mode to enhance the transfer rate. 

1.2.16.2 Vectored Interrupt Controller 

• Supports for 64 vectored IRQ interrupts 

• Fixed hardware interrupt priority levels 

• Programmable interrupt priority levels 

• Hardware interrupt priority level masking 

• IRQ and FIQ generation 

• Raw interrupt status 

• Interrupt request status 

• Privileged mode support for restricted access 

• Support for ARM v6 processor VIC port, enabling faster interrupt servicing 

1.2.16.3 TrustZone Protection Controller 

• Provides a software interface to the protection bits in a secure system in a TrustZone design 

• Protection bits to enable programming of up to 24 areas of memory as secure or non-secure 

• AMBA APB interface 

1.2.16.4 Timer with PWM (Pulse Width Modulation) 

• 5-channel 32bit Timers with 2 PWM output 

• Programmable duty cycle, frequency, and polarity 

• Dead-zone generation 

• Support external clock source 

1.2.16.5 16-bit Watchdog Timer 

• Interrupt request or system reset at time-out 

1.2.16.6 RTC (Real Time Clock) 

• Full clock features: msec, sec, min, hour, day, week, month, year 

• 32.768kHz operation 

• Alarm interrupts 

• Time-tick interrupts 
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1.2.17 SECURITY SUB-SYSTEM 

• AES accelerator : ECB, CBC, CTR mode support 

• DES/3DES accelerator : ECB, CBC mode support 

• SHA-1 Hash engine 

• H/W HMAC support 

• Random Number Generator : PRNG 320-bit generation per 1 60 cycles 

• FIFO-Rx/Tx : (two 32-word) for input and output streaming. 

• DMA l/F to SDMA1 (Security DMA 1 ) 

1.2.18 SYSTEM MANAGEMENT 

The S3C6410X microprocessor provides the following System Management features: 

• Little Endian format support 

1.2.19 SYSTEM OPERATING FREQUENCIES 

The S3C6410X microprocessor provides the following System Operation Frequencies features: 

• ARM1 1 76JZF-S core clock rate maximum is 533MHz@1 .1 V, 667MHz@1.2V (VDDarm) 

• System operating clock generation 

- Three on-chip PLLs, APLL, MPLL & EPLL 

- APLL generates an independent ARM operating clock 

- MPLL generates the system reference clock 

- EPLL generates clocks for peripheral IPs 
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1.3 POWER MANAGEMENT 

• Clock-off control for individual components 

• Various power-down modes are available such as Idle, Stop and Sleep mode 

• Wake-up by one of external interrupts or by various interrupt sources. Refer system controller manual. 



1.4 ELECTRICAL CHARACTERISTICS 

• Operating Conditions 

- Supply Voltage for Logic Core: VDDJNT 1 .2V, VDD_ARM depends on Operation Frequency 

- Memory Port O(VDDMO) : 1 .8/2.5V/3.3V 

- Memory Port1 (VDDM1 ) : 1 .8/2.5V 

- External I/O Interface: 1 .8/2.5/3.3V 

• Operational Frequency(VDDarm) 

- 533MHz@1.1V 

- 667Mhz@1.2V 



1.5 PACKAGE 

• 424-Pin FBGA (1 3mm x 1 3mm) 
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1.6 PIN ASSIGNMENTS 
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Table 1-1. 424-Pin FBGA Pin Assignments - Pin Number Order 



Pin 
Number 


Pin Name 


Pin 
Number 


Pin Name 


Pin 
Number 


Pin Name 


A2 


NC_C 


B3 


XPCMEXTCLK1/GPE1 


C3 


XPCMS0UT1/GPE4 


A3 


XPCMSOUT0/GPD4 


B4 


XPCMSIN0/GPD3 


C4 


XPCMFSYNC1/GPE2 


A4 


VDDPCM 


B5 


XPCMEXTCLK0/GPD1 


C5 


XPCMDCLK1/GPE0 


A5 


XM1DQM0 


B6 


XM1DATA0 


C6 


XM1DATA4 


A6 


XM1DATA1 


B7 


XM1DATA3 


C7 


XM1DATA2 


A7 


VDDINT 


B8 


VDDM1 


C8 


XM1DATA5 


A8 


VDDARM 


B9 


VDDM1 


C9 


XM1DATA7 


A9 


XM1DATA6 


B10 


XM1DATA13 


C10 


VDDARM 


A10 


XM1DATA9 


B11 


VDDARM 


C11 


XM1DATA14 


A11 


XM1DATA12 


B12 


XM1DATA16 


C12 


XM1DATA10 


A12 


XM1DATA18 


B13 


XM1DATA17 


C13 


XM1DATA19 


A13 


XM1SCLK 


B14 


XM1DQS2 


C14 


VDDM1 


A14 


XM1SCLKN 


B15 


XM1DATA22 


C15 


XM1DATA20 


A15 


XMMCDATA1_4/GHP6 


B16 


XMMCDATA1_2/GPH4 


C16 


XMMCDATA1_6/GPH8 


A16 


XMMCCMD1/GPH1 


B17 


VDDMMC 


C17 


XMMCDATA1_1/GPH3 


A17 


XMMCCDN0/GPG6 


B18 


XMMCDATA0_0/GPG2 


C18 


XMMCDATA0_2/GPG4 


A18 


XMMCCLKO/GPGO 


B19 


XSPIMIS01/GPC4 


C19 


XSPIM0SI1/GPC6 


A19 


XSPIMOSI0/GPC2 


B20 


XSPIMISOO/GPCO 


C20 


XSPICS0/GPC3 


A20 


XI2CSCL/GPB5 


B21 


XUTXD3/GPB3 


C21 


VDDEXT 


A21 


XUTXD2/GPB1 


B22 


XUTXD1/GPA5 


C22 


XURTSN1/GPA7 


A22 


XURTSN0/GPA3 


B23 


XCIYDATA7/GPF12 


C23 


XPWMECLK/GPF13 


A23 


XUTXD0/GPA1 


B24 


XCIYDATA5/GPF10 


C24 


XCIYDATA2/GPF7 


A24 


NC_D 


B25 


NC_F 


C25 


XCIYDATA0/GPF5 


B1 


NC_B 


C1 


XMOADDRO 


D1 


XM0ADDR2 


B2 


XPCMSIN1/GPE3 


C2 


VDDARM 


D2 


XM0ADDR3 
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Table 1-1. 424-Pin FBGA Pin Assignments - Pin Number Order (Continued) 



Pin 
Number 


Pin Name 


Pin 
Number 


Pin Name 


Pin 
Number 


Pin Name 


D3 


VDDARM 


F1 


XM0ADDR8/GPO8 


G24 


XM1DATA27 


D6 


XPCMFSYNC0/GPD2 


F2 


XM0ADDR6/GPO6 


G25 


XM1DATA30 


D7 


XPCMDCLKO/GPDO 


F3 


VDDARM 


H1 


VDDINT 


D8 


VDDARM 


F4 


VDDMO 


H2 


XM0ADDR13/GPO13 


D9 


XM1DQS0 


F22 


XCIPCLK/GPF2 


H3 


XM0ADDR15/GPO15 


D10 


XM1DATA15 


F23 


XM1DATA24 


H4 


XM0ADDR12/GPO12 


D11 


XM1DATA11 


F24 


XM1DATA25 


H7 


XM0ADDR4 


D12 


XM1DATA8 


F25 


XM1DATA26 


H8 


VSSIP 


D13 


VDDINT 


G1 


XM0ADDR11/GPO11 


H9 


XMMCDATA1_7/GPH9 


D14 


XM1DQM2 


G2 


XM0ADDR10/GPO10 


H10 


XMMCDATA1_3/GPH5 


D15 


XM1DATA21 


G3 


VDDMO 


H11 


XMMCDATA1_0/GPH2 


D16 


XM1DATA23 


G4 


XM0ADDR7/GPO7 


H12 


XSPICLK1/GPC5 


D17 


XSPICS1/GPC7 


G8 


XM1DQM1 


H13 


XMMCDATA0_1/GPG3 


D18 


VDDINT 


G9 


XM1DQS1 


H14 


XSPICLK0/GPC1 


D19 


XURXD2/GPB0 


G10 


VDDM1 


H15 


XUCTSN1/GPA6 


D20 


XURXDO/GPAO 


G11 


XMMCDATA1_5/GPH7 


H16 


XPWMTOUT0/GPF14 


D23 


XPWMT0UT1/GPF15 


G12 


XMMCDATA0_3/GPG5 


H17 


XCIYDATA4/GPF9 


D24 


XCIVSYNC/GPF4 


G13 


XMMCCMD0/GPG1 


H18 


VSSPERI 


D25 


XCIHREF/GPF1 


G14 


XI2CSDA/GPB6 


H19 


XCIRSTN/GPF3 


E1 


XM0ADDR5 


G15 


XIRSDBW/GPB4 


H22 


XM1DQM3 


E2 


VDDARM 


G16 


XUCTSN0/GPA2 


H23 


XM1DATA31 


E3 


XM0ADDR1 


G17 


XCIYDATA6/GPF11 


H24 


XM1ADDR0 


E23 


XCIYDATA1/GPF6 


G18 


XCIYDATA3/GPF8 


H25 


XM1ADDR3 


E24 


XM1DATA28 


G22 


XCICLK/GPFO 


J1 


XM0ADDR16/GPQ8 


E25 


XM1DQS3 


G23 


XM1DATA29 


J2 


XMOWEN 



1-18 



ELECTRONICS 



641 ox UM 



PRODUCT OVERVIEW 



Table 1-1. 424-Pin FBGA Pin Assignments - Pin Number Order (Continued) 



Pin 
Number 


Pin Name 


Pin 
Number 


Pin Name 


Pin 
Number 


Pin Name 


J3 


VDDARM 


K24 


XM1ADDR12 


M19 


XM1WEN 


J4 


XM0ADDR14/GPO14 


K25 


XM1ADDR5 


M22 


VDDINT 


J7 


VSSMEM 


L1 


XMOBENO 


M23 


XM1ADDR10 


J8 


XM0ADDR9/GPO9 


L2 


XM0DATA13 


M24 


XM1CKE1 


J11 


XMMCCLK1/GPH0 


L3 


XM0SMCLK/GPp1 


M25 


XHIDATA17/GPL14 


J12 


VSSIP 


L4 


XMOOEN 


N1 


XM0DATA1 


J13 


VSSPERI 


L7 


XM0DATA10 


N2 


XMODATAO 


J14 


XURXD3/GPB2 


L8 


XM0DATA12 


N3 


XM0DATA3 


J15 


XURXD1/GPA4 


L9 


VSSIP 


N4 


XM0DATA6 


J18 


VDDINT 


L17 


VDDINT 


N7 


XMOCSNO 


J19 


VDDM1 


L18 


XM1CSN1 


N8 


XM0CSN5/GPO3 


J22 


XM1ADDR9 


L19 


XM1ADDR4 


N9 


VSSIP 


J23 


XM1ADDR2 


L22 


XM1RASN 


N17 


XHIDATA16/GPL13 


J24 


XM1ADDR1 


L23 


XM1CSN0 


N18 


XHIDATA14/GPK14 


J25 


XM1ADDR6 


L24 


XM1CASN 


N19 


VDDUH 


K1 


XM0DATA15 


L25 


XM1ADDR15 


N22 


XUHDP 


K2 


VDDMO 


M1 


VDDMO 


N23 


XHIDATA15/GPK15 


K3 


VDDARM 


M2 


XM0DATA8 


N24 


XHIDATA13/GPK13 


K4 


XM0DATA14 


M3 


XM0DATA1 1 


N25 


XHIDATA12/GPK12 


K7 


XM0BEN1 


M4 


XM0DATA9 


P1 


VDDINT 


K8 


VSSIP 


M7 


XM0DATA2 


P2 


XM0DATA5 


K18 


XM1ADDR7 


M8 


XM0DATA4 


P3 


XM0DATA7 


K19 


XM1ADDR11 


M9 


VSSMEM 


P4 


XM0CSN2/GPO0 


K22 


XM1ADDR13 


M17 


XM1ADDR14 


P7 


GP05 


K23 


XM1ADDR8 


M18 


XM1CKE0 


P8 


XM0ADDR19/GPQ1 
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Table 1-1. 424-Pin FBGA Pin Assignments - Pin Number Order (Continued) 



Pin 
Number 


Pin Name 


Pin 
Number 


Pin Name 


Pin 
Number 


Pin Name 


P9 


vssss 


T4 


GPQ5 


U25 


XHIADR8/GPL8 


P17 


VSSIP 


T7 


XEFFVDD 


V1 


VDDSS 


P18 


XHIDATA11/GPK11 


T8 


VSSMPLL 


V2 


GPQ6 


P19 


XHIDATA9/GPK9 


T18 


XHIADR7/GPL7 


V3 


GPQ4 


P22 


XUHDN 


T19 


XHIADR9/GPL9 


V4 


XM0WEATA/GPP12 


P23 


XHIDATA10/GPK10 


T22 


XHIDATA1/GPK1 


V7 


VSSEPLL 


P24 


VDDHI 


T23 


XHIDATA3/GPK3 


V8 


X0M3 


P25 


XHIDATA8/GPK8 


T24 


XHIDATA2/GPK2 


V9 


XNRESET 


R1 


VDDMO 


T25 


XHIDATAO/GPKO 


V10 


XEINT1/GPN1 


R2 


XM0CSN3/GPO1 


U1 


GPQ3 


V11 


XEINT6/GPN6 


R3 


XM0CSN1 


U2 


XM0ADDR18/GPQ0 


V12 


XEINT12/GPN12 


R4 


XM0WAITN/GPP2 


U3 


XM0ADDR17/GPQ7 


V13 


XVVD3/GPI3 


R7 


XM0INTATA/GPP8 


U4 


XM0INTSM1_FREN/GPP6 


V14 


XVVD8/GPI8 


R8 


XM0RDY0_ALE/GPP3 


U7 


XM0CDATA/GPP14 


V15 


XVVD12/GPI12 


R9 


VSSIP 


U8 


VSSMEM 


V16 


XVVD16/GPJ0 


R17 


VSSPERI 


U11 


VSSPERI 


V17 


VSSPERI 


R18 


VDDALIVE 


U12 


VSSPERI 


V18 


XHICSN_MAIN/GPM1 


R19 


XHIADR12/GPL12 


U13 


VSSIP 


V19 


XVVCLK/GPJ11 


R22 


XHIDATA5/GPK5 


U14 


VSSPERI 


V22 


XHI0EN/GPM4 


R23 


XHIDATA4/GPK4 


U15 


VDDALIVE 


V23 


XHIADR6/GPL6 


R24 


XHIDATA6/GPK6 


U18 


XHIADR2/GPL2 


V24 


VDDHI 


R25 


XHIDATA7/GPK7 


U19 


XHIADRO/GPLO 


V25 


XHIADR5/GPL5 


T1 


GPQ2 


U22 


XHIADR4/GPL4 


W1 


VDDINT 


12 


GP04 


U23 


XHIADR11/GPL11 


W2 


XM0RDY1_CLE/GPP4 


13 


XM0CSN4/GPO2 


U24 


XHIADR10/GPL10 


W3 


XM0RESETATA/GPP9 
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Table 1-1. 424-Pin FBGA Pin Assignments - Pin Number Order (Continued) 



Pin 
Number 


Pin Name 


Pin 
Number 


Pin Name 


Pin 
Number 


Pin Name 


W4 


VSSAPLL 


AA2 


X M 0 1 N P AC K AT A/G P P 1 
0 


AB25 


XVVD20/GPJ4 


W8 


VSSMEM 


AA3 


XM0REGATA/GPP11 


AC1 


XADCAINO 


W9 


X0M1 


AA23 


XHICSN/GPMO 


AC2 


XADCAIN1 


W10 


VDDALIVE 


AA24 


XVDEN/GPJ10 


AC3 


XADCAIN7 


W11 


XEXTCLK 


AA25 


XVHSYNC/GPJ8 


AC4 


VDDADC 


W12 


XEINT8/GPN8 


AB1 


VDDEPLL 


ACS 


VSSDAC 


W13 


XEINT14/GPN14 


AB2 


VDDMPLL 


AC6 


XDACOUTO 


W14 


XVVD1/GPI1 


AB3 


XM0OEATA/GPP13 


AC7 


XDACCOMP 


W15 


XVVD6/GPI6 


AB6 


VSSMEM 


AC8 


XUSBREXT 


W16 


XVVD11/GPI11 


AB7 


VSSOTG 


AC9 


VDDOTG 


W17 


XVVD14/GPI14 


AB8 


VSSOTGI 


AC10 


VDDOTGI 


W18 


XVVD22/GPJ6 


AB9 


XRTCXTI 


AC11 


VDDRTC 


W22 


XVVSYNC/GPJ9 


AB10 


XJTRSTN 


AC12 


XJTDO 


W23 


XHIADR3/GPL3 


AB11 


XJTCK 


AC13 


X0M2 


W24 


XHIADR1/GPL1 


AB12 


XJTDI 


ACM 


VSSPERI 


W25 


XHIIRQN/GPM5 


AB13 


XJDBGSEL 


AC15 


VDDSYS 


Y1 


XM0RPN_RNB/GPP7 


ABM 


XXT027 


AC16 


XXTI 


Y2 


XMOADRVALID/GPPO 


AB15 


XXTI27 


AC17 


XXTO 


Y3 


XM0INTSM0_FWEN/GPP5 


AB16 


XSELNAND 


AC18 


XEINT5/GPN5 


Y4 


XPLLEFILTER 


AB17 


XEINT3/GPN3 


AC19 


XEINT7/GPN7 


Y22 


XVVD18/GPJ2 


AB18 


XEINT10/GPN10 


AC20 


VDDINT 


Y23 


XHIWEN/GPM3 


AB19 


VDDALIVE 


AC21 


XVVD9/GPI9 


Y24 


XHICSN_SUB/GPM2 


AB20 


XVVD5/GPI5 


AC22 


XVVD10/GPI10 


Y25 


VDDINT 


AB23 


XVVD23/GPJ7 


AC23 


VDDLCD 


AA1 


VDDAPLL 


AB24 


XVVD21/GPJ5 


AC24 


XVVD15/GPI15 
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Table 1-1. 424-Pin FBGA Pin Assignments - Pin Number Order (Continued) 



Pin 
Number 


Pin Name 


Pin 
Number 


Pin Name 


Pin 
Number 


Pin Name 


AC25 


XVVD19/GPJS 


AD25 


NC_I 






AD1 


NC_G 


AE2 


NC_H 






AD2 


XADCAIN2 


AES 


XADCAIN4 






ADS 


XADCAINS 


AE4 


XADCAIN6 






AD4 


XADCAIN5 


AE5 


XDAC0UT1 






ADS 


VSSADC 


AE6 


XDACIREF 






AD6 


VDDDAC 


AE7 


XDACVREF 






AD7 


XUSBXTI 


AES 


VSSOTG 






ADS 


XUSBXTO 


AE9 


XUSBDM 






AD9 


XUSBVBUS 


AE10 


XUSBDP 






AD10 


XUSBID 


AE11 


XUSBDRVVBUS 






AD11 


VDDOTG 


AE12 


XJTMS 






AD12 


XRTCXTO 


AE13 


XJRTCK 






AD1S 


XOMO 


AE14 


X0M4 






ADM 


XPWRRGTON 


AE15 


XNBATF 






AD15 


WR_TEST 


AE16 


VDDINT 






AD16 


XNRSTOUT 


AE17 


XEINTO/GPNO 






AD17 


XEINT2/GPN2 


AE1S 


XEINT4/GPN4 






AD1S 


VDDSYS 


AE19 


XEINT9/GPN9 






AD19 


XEINT11/GPN11 


AE20 


XEINT13/GPN13 






AD20 


XEINT15/GPN15 


AE21 


XVVDO/GPIO 






AD21 


XVVD4/GPI4 


AE22 


XVVD2/GPI2 






AD22 


VDDLCD 


AE23 


XVVD7/GPI7 






AD2S 


XVVD1S/GPI1S 


AE24 


NC_J 






AD24 


XVVD17/GPJ1 
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Pin Name 


Default 
Function 


I/O state @Sleep 


I/O state @Reset 


I/O 
Type 


XOMO 




- 


1 


hag 


X0M1 




- 


1 


hag 


X0M2 




- 


1 


hag 


X0M3 




- 


1 


hag 


X0M4 




- 


1 


hag 


XEXTCLK 


EXTCLK 


- 


1 


hag 


XXTI 


XTI 


- 


1 


scb 


XXTI27 


XTI27 


- 


1 


scb 


XXTO 


XTO 


- 


0 


scb 


XXT027 


XT027 


- 


0 


scb 


XRTCXTI 


RTCXTI 


- 


1 


sea 


XRTCXTO 


RTCXTO 


- 


0 


sea 


XNRESET 


NRESET 


- 


1 


hag 


WR_TEST 


WR_TEST 


- 


1 


hag 


XNRSTOUT 


NRSTOUT 


- 


0(L) 


hag_a 


XJDBGSEL 


JDBGSEL 


- 


1 


hag 


XJRTCK 


J RICK 


0 


0(L) 


hag 


XJTCK 


JTCK 


- 


1 


hag 


XJTDI 


JTDI 


- 


1 


hag 


XJTDO 


JTDO 


0 


1 


hag 


XJTMS 


JIMS 


- 


1 


hag 


XJTRSTN 


JTRSTN 


- 


1 


hag 


XSELNAND 




- 


1 


hag 


XNBATF 




- 


1 


hag 


XPWRRGTON 




0(L) 


0(L) 


hag 


XMOCSNO 


XMOCSNO 


- 


0(H) 


hbg 


XM0CSN1 


XM0CSN1 


- 


0(H) 


hbg 


XM0CSN2/GPO0 


XM0CSN2 


- 


0(H) 


hbg 


XM0CSN3/GPO1 


XM0CSN3 




0(H) 


hbg 


XM0GSN4/GPO2 


XM0CSN4 




0(H) 


hbg 


XM0GSN5/GPO3 


XM0CSN5 




0(H) 


hbg 


GP04 


Reserved 




0(H) 


hbg 


GP05 


Reserved 




0(H) 


hbg 


XMOADRVALID/GPPO 


XMOADRVALID 




0(L) 


hbg 


XM0SMCLK/GPP1 


XMOSMCLK 




0(H) 


hbg 
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XM0WAITN/GPP2 


XMOWAITN 




1 


hbg 


XM0RDY0_ALE/GPP3 


XMORDYO_ALE 




l/0(L) 


hbg 


XM0RDY1_CLE/GPP4 


XM0RDY1_CLE 




l/0(L) 


hbg 


XM0INTSM0_FWEN/GPP5 


XMOINTSMO_FWEN 


_ 


l/0(H) 


hbg 


XM0INTSM1_FREN/GPP6 


XM0INTSM1_FREN 




l/0(H) 


hbg 


XM0RPN_RNB/GPP7 


XMORPN_RNB 


_ 


0(L)/l 


hbg 


XM0INTATA/GPP8 


XMOINTATA 




1 


hbg 


XM0RESETATA/GPP9 


XMORESETATA 


_ 


0(H) 


hbg 


XM0INPACKATA/GPP10 


XMOINPACKATA 




1 


hb_c 


XM0REGATA/GPP11 


XMOREGATA 




0(H) 


hbg 


XM0WEATA/GPP12 


XMOWEATA 




0(H) 


hbg 


XM0OEATA/GPP13 


XMOOEATA 




0(H) 


hbg 


XM0CDATA/GPP14 


XMOCDATA 




1 


hbg 


XM0ADDR18/GPQ0 


XM0ADDR18 




0(H) 


hbg 


XM0ADDR19/GPQ1 


XM0ADDR19 




0(H) 


hbg 


GPQ2 


Reserved 


_ 


0(L) 


hbg 


GPQ3 


Reserved 




0(H) 


hbg 


GPQ4 


Reserved 


_ 


0(H) 


hbg 


GPQ5 


Reserved 




1 


hbg 


GPQ6 


Reserved 


_ 


1 


hbg 


XM0ADDR17/GPQ7 


XM0ADDR17 




0(H) 


hbg 


XM0ADDR16/GPQ8 


XM0ADDR16 




0(L) 


hbg 


XMOOEN 


XMOOEN 




0(H) 


hbg 


XMOWEN 


XMOWEN 




0(H) 


hbg 


XMOBENO 


XMOBENO 




0(L) 


hbg 


XM0BEN1 


XM0BEN1 


_ 


0(L) 


hbg 


XMOADDRO 


XMOADDRO 




0(L) 


hbg 


XM0ADDR1 


XM0ADDR1 




0(L) 


hbg 


XM0ADDR2 


XM0ADDR2 




0(L) 


hbg 


XM0ADDR3 


XM0ADDR3 




0(L) 


hbg 


XM0ADDR4 


XM0ADDR4 


_ 


0(L) 


hbg 


XM0ADDR5 


XM0ADDR5 




0(L) 


hbg 


XM0ADDR6/GPO6 


XM0ADDR6 




0(L) 


hbg 


XM0ADDR7/GPO7 


XM0ADDR7 




0(L) 


hbg 


XM0ADDR8/GPO8 


XM0ADDR8 




0(L) 


hbg 


XM0ADDR9/GPO9 


XM0ADDR9 




0(L) 


hbg 


XM0ADDR10/GPO10 


XM0ADDR10 




0(L) 


hbg 
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XM0ADDR11/GPO11 


XM0ADDR11 




0(L) 


hbg 


XM0ADDR12/GPO12 


XM0ADDR12 




0(L) 


hbg 


XM0ADDR13/GPO13 


XM0ADDR13 




0(L) 


hbg 


XM0ADDR14/GPO14 


XM0ADDR14 


_ 


0(L) 


hbg 


XM0ADDR15/GPO15 


XM0ADDR15 




0(L) 


hbg 


XMODATAO 


XMODATAO 


_ 




hbg 


XM0DATA1 


XM0DATA1 




1 


hbg 


XM0DATA2 


XM0DATA2 


_ 


1 


hbg 


XM0DATA3 


XM0DATA3 




1 


hbg 


XM0DATA5 


XM0DATA5 




1 


hbg 


XM0DATA6 


XM0DATA6 




1 


hbg 


XM0DATA7 


XM0DATA7 




1 


hbg 


XM0DATA8 


XM0DATA8 




1 


hbg 


XM0DATA4 


XM0DATA8 




1 


hbg 


XM0DATA9 


XM0DATA9 




1 


hbg 


XM0DATA10 


XM0DATA10 


_ 


1 


hbg 


XM0DATA1 1 


XM0DATA1 1 




1 


hbg 


XM0DATA12 


XM0DATA12 


_ 


1 


hbg 


XM0DATA13 


XM0DATA13 




1 


hbg 


XM0DATA14 


XM0DATA14 


_ 


1 


hbg 


XM0DATA15 


XM0DATA15 




1 


hbg 


XM1GKE0 


XM1CKE0 




0(H) 


mbg 


XM1GKE1 


XM1CKE1 




0(H) 


mbg 


XM1CSN0 


XM1CSN0 




0(H) 


mbg 


XM1CSN1 


XM1CSN1 




0(H) 


mbg 


XM1DQM0 


XM1DQM0 


_ 


0(L) 


mbg 


XM1DQM1 


XM1DQM1 




0(L) 


mbg 


XM1DQM2 


XM1DQM2 




0(L) 


mbg 


XM1DQM3 


XM1DQM3 




0(L) 


mbg 


XM1 DQSO 


XM1DQS0 




1 


mbg 


XM1DQS1 


XM1DQS1 




1 


mbg 


XM1 DQS2 


XM1DQS2 


_ 


1 


mbg 


XM1 DQS3 


XM1DQS3 




1 


mbg 


XM1RASN 


XM1RASN 




0(H) 


mbg 


XM1CASN 


XM1CASN 




0(H) 


mbg 


XM1WEN 


XM1WEN 




0(H) 


mbg 


XM1SCLK 


XM1SCLK 




0(L) 


mbg 


XM1SCLKN 


XM1SCLKN 




0(H) 


mbg 
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XM1ADDR0 


XM1ADDR0 




0(L) 


mbg 


XM1ADDR1 


XM1ADDR1 




0(L) 


mbg 


XM1ADDR10 


XM1ADDR10 




0(L) 


mbg 


XM1ADDR2 


XM1ADDR2 


_ 


0(L) 


mbg 


XM1ADDR3 


XM1ADDR3 




0(L) 


mbg 


XM1ADDR4 


XM1ADDR4 


_ 


0(L) 


mbg 


XM1ADDR5 


XM1ADDR5 




0(L) 


mbg 


XM1ADDR6 


XM1ADDR6 


_ 


0(L) 


mbg 


XM1ADDR7 


XM1ADDR7 




0(L) 


mbg 


XM1ADDR8 


XM1ADDR8 




0(L) 


mbg 


XM1ADDR9 


XM1ADDR9 




0(L) 


mbg 


XM1ADDR11 


XM1ADDR11 




0(L) 


mbg 


XM1ADDR12 


XM1ADDR12 




0(L) 


mbg 


XM1ADDR13 


XM1ADDR13 




0(L) 


mbg 


XM1ADDR14 


XM1ADDR14 




0(L) 


mbg 


XM1ADDR15 


XM1ADDR15 


_ 


0(L) 


mbg 


XM1 DATAO 


XM1 DATAO 






mbg 


XM1 DATA1 


XM1 DATA1 


_ 


1 


mbg 


XM1 DATA2 


XM1 DATA2 




1 


mbg 


XM1 DATA3 


XM1 DATA3 


_ 


1 


mbg 


XM1 DATA4 


XM1 DATA4 




1 


mbg 


XM1 DATA5 


XM1 DATA5 




1 


mbg 


XM1 DATA6 


XM1 DATA6 




1 


mbg 


XM1 DATA? 


XM1 DATA7 




1 


mbg 


XM1 DATA8 


XM1 DATA8 




1 


mbg 


XM1 DATA9 


XM1 DATA9 


_ 


1 


mbg 


XM1DATA10 


XM1DATA10 




1 


mbg 


XM1 DATA1 1 


XM1 DATA1 1 




1 


mbg 


XM1DATA12 


XM1DATA12 




1 


mbg 


XM1DATA13 


XM1DATA13 




1 


mbg 


XM1DATA14 


XM1DATA14 


_ 


1 


mbg 


XM1DATA15 


XM1DATA15 






mbg 


XM1DATA16 


XM0ADDR16 




0(L) 


mbg 


XM1DATA17 


XM0ADDR17 




0(L) 


mbg 


XM1DATA18 


XM0ADDR18 




0(L) 


mbg 


XM1DATA19 


XM0ADDR19 




0(L) 


mbg 


XM1 DATA20 


XM0ADDR20 




0(L) 


mbg 
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XM1 DATA21 


XM0ADDR21 




0(L) 


mbg 


XM1 DATA22 


XM0ADDR22 




0(L) 


mbg 


XM1 DATA23 


XM0ADDR23 




0(L) 


mbg 


XM1 DATA24 


XM0ADDR24 


_ 


0(L) 


mbg 


XM1 DATA25 


XM0ADDR25 




0(L) 


mbg 


XM1 DATA26 


XM0ADDR26 


_ 


0(L) 


mbg 


XM1 DATA27 


XM1DATA27 




0(L) 


mbg 


XM1 DATA28 


XM1DATA28 


_ 


0(L) 


mbg 


XM1 DATA29 


XM1DATA29 




0(L) 


mbg 


XM1 DATA30 


XM1DATA30 




0(L) 


mbg 


XM1 DATA31 


XM1DATA31 




0(L) 


mbg 


XURXDO/GPAO 


GPAO 






hag 


XUTXD0/GPA1 


GPA1 




1 


hag 


XUCTSN0/GPA2 


GPA2 




1 


hag 


XURTSN0/GPA3 


GPA3 




1 


hag 


XURXD1/GPA4 


GPA4 


_ 


1 


hag 


XUTXD1/GPA5 


GPA5 




1 


hag 


XUGTSN1/GPA6 


GPA6 


_ 


1 


hag 


XURTSN1/GPA7 


GPA7 




1 


hag 


XURXD2/GPB0 


GPBO 


_ 


1 


hag 


XUTXD2/GPB1 


GPB1 




1 


hag 


XURXD3/GPB2 


GPB2 




1 


hag 


XUTXD3/GPB3 


GPB3 




1 


hag 


XIRSDBW/GPB4 


CF DATA DIR 




0(L) 


hag 


XI2CSCL/GPB5 


GPB5 






hag 


XI2CSDA/GPB6 


GPB6 


_ 


1 


hag 


XSPIMISOO/GPCO 


GPCO 


_ 


1 


hag 


XSPIGLK0/GPC1 


GPC1 


_ 


1 


hag 


XSPIMOSI0/GPC2 


GPC2 


_ 


1 


hag 


XSPIGS0/GPG3 


GPC3 


_ 


1 


hag 


XSPIMIS01/GPC4 


GPC4 


_ 


1 


hag 


XSPIGLK1/GPC5 


GPC5 


_ 


1 


hag 


XSPIM0SI1/GPC6 


GPC6 






hag 


XSPIGS1/GPG7 


GPC7 






hag 


XPCMDCLKO/GPDO 


GPDO 






hag 


XPCMEXTGLK0/GPD1 


GPD1 






hag 


XPCMFSYNC0/GPD2 


GPD2 






hag 


XPCMSIN0/GPD3 


GPD3 






hag 
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XPCMSOUT0/GPD4 


GPD4 




1 


hag 


XPCMDCLK1/GPE0 


GPEO 




1 


hag 


XPCMEXTCLK1/GPE1 


GPE1 




1 


hag 


XPCMFSYNC1/GPE2 


GPE2 


_ 


1 


hag 


XPGMSIN1/GPE3 


GPE3 




1 


hag 


XPGMS0UT1/GPE4 


GPE4 


_ 


1 


hag 


XCICLK/GPFO 


GPFO 




1 


hag 


XCIHREF/GPF1 


GPF1 


_ 


1 


hag 


XCIPCLK/GPF2 


GPF2 




1 


hag 


XCIRSTN/GPF3 


GPF3 




1 


hag 


XCIVSYNC/GPF4 


GPF4 




1 


hag 


XCIYDATA0/GPF5 


GPF5 




1 


hag 


XCIYDATA1/GPF6 


GPF6 




1 


hag 


XCIYDATA2/GPF7 


GPF7 




1 


hag 


XCIYDATA3/GPF8 


GPF8 




1 


hag 


XCIYDATA4/GPF9 


GPF9 


_ 


1 


hag 


XCIYDATA5/GPF10 


GPF10 




1 


hag 


XCIYDATA6/GPF1 1 


GPF11 


_ 


1 


hag 


XCIYDATA7/GPF12 


GPF12 




1 


hag 


XPWMECLK/GPF13 


GPF13 


_ 


1 


hag 


XPWMTOUT0/GPF14 


GPF14 




1 


hag 


XPWMT0UT1/GPF15 


GPF15 




1 


hag 


XMMCCLKO/GPGO 


GPGO 




1 


hag 


XMMCCMD0/GPG1 


GPG1 




1 


hag 


XMMCDATA0_0/GPG2 


GPG2 




1 


hag 


XMMCDATA0_1/GPG3 


GPG3 


_ 


1 


hag 


XMMCDATA0_2/GPG4 


GPG4 




1 


hag 


XMMCDATA0_3/GPG5 


GPG5 




1 


hag 


XMMCCDN0/GPG6 


GPG6 




1 


hag 


XMMCCLK1/GPH0 


GPHO 




1 


hag 


XMMCCMD1/GPH1 


GPH1 


_ 


1 


hag 


XMMCDATA1_0/GPH2 


GPH2 






hag 


XMMCDATA1_1/GPH3 


GPH3 






hag 


XMMCDATA1_2/GPH4 


GPH4 






hag 


XMMCDATA1_3/GPH5 


GPH5 






hag 


XMMCDATA1_4/GHP6 


GPH6 






hag 


XMMCDATA1_5/GPH7 


GPH7 






hag 
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XMMCDATA1_6/GPH8 


GPH8 




1 


hag 


XMMCDATA1_7/GPH9 


GPH9 




1 


hag 


XVVDO/GPIO 


GPIO 




1 


hag_a 


XVVD1/GPI1 


GPI1 


_ 


1 


hag_a 


XVVD2/GPI2 


GPI2 




1 


hag_a 


XVVD3/GPI3 


GPI3 


_ 


1 


hag_a 


XVVD4/GPI4 


GPI4 




1 


hag_a 


XVVD5/GPI5 


GPI5 


_ 


1 


hag_a 


XVVD6/GPI6 


GPI6 




1 


hag_a 


XVVD7/GPI7 


GPI7 




1 


hag_a 


XVVD8/GPI8 


GPI8 




1 


hag_a 


XVVD9/GPI9 


GPI9 




1 


hag_a 


XVVD10/GPI10 


GPI10 




1 


hag_a 


XVVD11/GPI11 


GPI11 




1 


hag_a 


XVVD12/GPI12 


GPI12 




1 


hag_a 


XVVD13/GPI13 


GPI13 


_ 


1 


hag_a 


XVVD14/GPI14 


GPI14 




1 


hag_a 


XVVD15/GPI15 


GPI15 


_ 


1 


hag_a 


XVVD16/GPJ0 


GPJO 




1 


hag_a 


XVVD17/GPJ1 


GPJ1 


_ 


1 


hag_a 


XVVD18/GPJ2 


GPJ2 




1 


hag_a 


XVVD19/GPJ3 


GPJ3 




1 


hag_a 


XVVD20/GPJ4 


GPJ4 




1 


hag_a 


XVVD21/GPJ5 


GPJ5 




1 


hag_a 


XVVD22/GPJ6 


GPJ6 




1 


hag_a 


XVVD23/GPJ7 


GPJ7 


_ 


1 


hag_a 


XVHSYNC/GPJ8 


GPJ8 




1 


hag_a 


XVVSYNG/GPJ9 


GPJ9 




1 


hag_a 


XVDEN/GPJ10 


GPJ10 




1 


hag_a 


XVVCLK/GPJ11 


GPJ11 




1 


hag_a 


XHIDATAO/GPKO 


XHIDATAO 




1 


hag_a 


XHIDATA1/GPK1 


XHIDATA1 




1 


hag_a 


XHIDATA2/GPK2 


XHIDATA2 






hag_a 


XHIDATA3/GPK3 


XHIDATA3 






hag_a 


XHIDATA4/GPK4 


XHIDATA4 






hag_a 


XHIDATA5/GPK5 


XHIDATA5 






hag_a 


XHIDATA6/GPK6 


XHIDATA6 






hag_a 


XHIDATA7/GPK7 


XHIDATA7 






hag_a 
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XHIDATA8/GPK8 


XHIDATA8 




1 


hag_a 


XHIDATA9/GPK9 


XHIDATA9 




1 


hag_a 


XHIDATA10/GPK10 


XHIDATA10 




1 


hag_a 


XHIDATA11/GPK11 


XHIDATA11 


_ 


1 


hag_a 


XHIDATA12/GPK12 


XHIDATA12 




1 


hag_a 


XHIDATA13/GPK13 


XHIDATA13 


_ 


1 


hag_a 


XHIDATA14/GPK14 


XHIDATA14 




1 


hag_a 


XHIDATA15/GPK15 


XHIDATA15 


_ 


1 


hag_a 


XHIDATA16/GPL13 


XHIDATA16 




1 


hag_a 


XHIDATA17/GPL14 


XHIDATA17 




1 


hag_a 


XHIADRO/GPLO 


XHIADRO 




1 


hag_a 


XHIADR1/GPL1 


XHIADR1 




1 


hag_a 


XHIADR2/GPL2 


XHIADR2 




1 


hag_a 


XHIADR3/GPL3 


XHIADR3 




1 


hag_a 


XHIADR4/GPL4 


XHIADR4 




1 


hag_a 


XHIADR5/GPL5 


XHIADR5 


_ 


1 


hag_a 


XHIADR6/GPL6 


XHIADR6 




1 


hag_a 


XHIADR7/GPL7 


XHIADR7 


_ 


1 


hag_a 


XHIADR8/GPL8 


XHIADR8 




1 


hag_a 


XHIADR9/GPL9 


XHIADR9 


_ 


1 


hag_a 


XHIADR10/GPL10 


XHIADR10 




1 


hag_a 


XHIADR11/GPL11 


XHIADR11 




1 


hag_a 


XHIADR12/GPL12 


XHIADR12 




1 


hag_a 


XHIGSN/GPMO 


XHICSN 




1 


hag_a 


XHIGSN_MAIN/GPM1 


XHICSN_MAIN 




1 


hag_a 


XHICSNUB/GPM2 


XHICSNUB 


_ 


1 


hag_a 


XHIIRQN/GPM5 


XHIIRQN 




0(H) 


hag_a 


XHI0EN/GPM4 


XHIOEN 






hag_a 


XHIWEN/GPM3 


XHIWEN 




1 


hag_a 


XEINTO/GPNO 


GPNO 




1 


hag_a 


XEINT1/GPN1 


GPN1 


_ 


1 


hag_a 


XEINT2/GPN2 


GPN2 






hag_a 


XEINT3/GPN3 


GPN3 






hag_a 


XEINT4/GPN4 


GPN4 






hag_a 


XEINT5/GPN5 


GPN5 






hag_a 


XEINT6/GPN6 


GPN6 






hag_a 


XEINT7/GPN7 


GPN7 






hag_a 



1-30 



ELECTRONICS 



641 ox UM 



PRODUCT OVERVIEW 



XEINT8/GPN8 


GPN8 




1 


hag_a 


XEINT9/GPN9 


GPN9 




1 


hag_a 


XEINT10/GPN10 


GPN10 




1 


hag_a 


XEINT11/GPN11 


GPN11 


_ 


1 


hag_a 


XEINT12/GPN12 


GPN12 




1 


hag_a 


XEINT13/GPN13 


GPN13 


_ 


1 


hag_a 


XEINT14/GPN14 


GPN14 




1 


hag_a 


XEINT15/GPN15 


GPN15 


_ 


1 


hag_a 


XEFFVDD 






Al 


htrOO 


XPLLEFILTER 






Al 


r_h 


XUHDN 


UHDN 




Al 


usb1 


XUHDP 


UHDP 




Al 


usb1 


XUSBDM 


USBDM 




Al 


htr 


XUSBDP 


USBDP 




Al 


htr 


XUSBDRVVBUS 


USBDRVVBUS 




0(L) 


hag 


XUSBID 


USBID 


_ 


Al 


hr 


XUSBREXT 


USBREXT 




Al 


hr 


XUSBVBUS 


USBVBUS 


_ 


Al 


htr 


XUSBXTI 


USBXTI 




Al 


scb 


XUSBXTO 


USBXTO 


_ 


AO 


scb 


XADCAINO 


ADCAINO 




Al 


hr 


XADGAIN1 


ADCAIN1 




Al 


hr 


XADGAIN2 


ADCAIN2 




Al 


hr 


XADCAIN3 


ADCAIN3 




Al 


hr 


XADCAIN4 


ADCAIN4 




Al 


hr 


XADCAIN5 


ADCAIN5 


_ 


Al 


hr 


XADCAIN6 


ADCAIN6 




Al 


hr 


XADCAIN7 


ADCAIN7 




Al 


hr 


XDACCOMP 


DACCOMP 




AO 


hr 


XDACIREF 


DACIREF 




Al 


hr 


XDACOUTO 


DACOUTO 




AO 


hr 


XDAC0UT1 


DAC0UT1 


_ 


AO 


hr 


XDACVREF 


DACVREF 




Al 


hr 


VDDADC 


VDDADC 


P 


P 


dth 


VDDDAC 


VDDDAC 


P 


P 


dth 


VDDAPLL 


VDDAPLL 


P 


P 


dtlh 


VDDEPLL 


VDDEPLL 


P 


P 


dtlh 


VDDMPLL 


VDDMPLL 


P 


P 


dtlh 
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VDDRTC 


VDDRTC 


P 


P 


drtc 


VDDALIVE 


VDDALIVE 


P 


P 


dih 


VDDARM 


VDDARM 


P 


P 


dich 


VDDINT 


VDDINT 


P 


P 


dih 


VDDMO 


VDDMO 


P 


P 


dth 


VDDSS 


VDDSS 


P 


P 


dth 


VDDM1 


VDDM1 


P 


P 


dtm 


VDDM1 


VDDM1 


P 


P 


dtm 


VDDHI 


VDDHI 


P 


P 


dth 


VDDLCD 


VDDLCD 


P 


P 


dth 


VDDSYS 


VDDSYS 


P 


P 


dth 


VDDEXT 


VDDEXT 


P 


P 


dth 


VDDMMC 


VDDMMC 


P 


P 


dth 


VDDPCM 


VDDPCM 


P 


P 


dth 


VDDUH 


VDDUH 


P 


P 


dth 


VDDOTG 


VDDOTG 


P 


P 


dth 


VDDOTGI 


VDDOTGI 


P 


P 


dih_u 


VSSADC 


VSSADC 


P 


P 


sth 


VSSDAC 


VSSDAC 


P 


P 


sth 


VSSAPLL 


VSSAPLL 


P 


P 


stih 


VSSEPLL 


VSSEPLL 


P 


P 


stih 


VSSMPLL 


VSSMPLL 


P 


P 


stIh 


VSSIP 


VSSIP 


P 


P 


si 


VSSMEM 


VSSMEM 


P 


P 


sth 


VSSSS 


VSSMEM 


P 


P 


sth 


VSSPERI 


VSSPERI 


P 


P 


sth 


VSSOTG 


VSSOTG 


P 


P 


sth 


VSSOTGI 


VSSOTGI 


P 


P 


si_u 
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The table below shows I/O types and descriptions. 



Input (lyoutput (O) Type 


Descriptions 


dih(vddivh), si(vssipvh) 


Vdd/Vss for internal logic with internal pad power ring 


dich(vddicvh) 


Vdd for only internal logic 


dth(vddtvh), sth(vsstvh) 


1 .S-S.SV Vdd/Vss for external logic 


dtm(vddtvm) 


1 .8~2.5V Vdd for external logic 


dtlh(vddtvlh), 
stlh(vsstvlh) 


1 .2V Vdd/Vss for external and internal logic 


drtc(vddrtcvh) 


1 .8~3.0V Vdd for RTC power 


dih_u(vddivh_usb) 


Vdd for usb phy core 


si_u(vssipvh_usb) 


Vss for usb phy core 


hag(pvhbsudtartg) 


1 .8V~3.3V Wide Range Bi-directional Buffer with Schmitt Trigger Input, Controllable 
Pull-up/down Resistor and A type Output driver 


hag_a (pvhbsudtag_alv) 


1 .8V~3.3V Wide Range Bi-directional Alive Buffer with Schmitt Trigger Input, 

_■_ II 1 1 II / 1 i~\ ■ _■_ 1 A _■_ _■_ _■_ 1 ■ 

Controllable Pull-up/down Resistor and A type Output dnver 


hbg(pvhbsudtbrtg) 


1 .8V~3.3V Wide Range Bi-directional Buffer with Schmitt Trigger Input, Controllable 
Pull-up/down Resistor and B type Output driver 


hb c(pvhbsudtbrt ckds) 


1 .8V'-3.3V Wide Range Bi-directional Buffer with clock driver input for pulse clock 
or small amplitude clock, Schmitt Trigger Input, Controllable Pull-up/down Resistor 
and B type Output driver 


mbg(pvmbsudtbrtg) 


1 .8V~2.5V Wide Range Bi-directional Buffer with Schmitt Trigger Input, Controllable 
Pull-up/down Resistor and B type Output driver 


sca(pvhsosca) 


1.8V~3.3V wide range oscillator for RTC Interface 


scb(pvhsoscbrt) 


1 .8V~3.3V wide range oscillator for Wide Frequency 


LISDl (USDd002x1 ) 


UoB 1 .1 pad 


hr(pvhbr) 


1 .8V'-3.3V wide range analog bi-direction path-through PAD with 3 different 
paths which have no resistor, 50ohm or lOOohm resistor 


htr(pvhtbr) 


1 .8V'-3.3V wide range analog tolerant bi-direction path-through PAD with 3 
different paths which have no resistor, 50ohm or lOOohm resistor 


htrOO(pvhtbrOO_efuse) 


1 .SV-S.SV wide range analog bi-direction path-through PAD without resistor 
for efuse memory 


r_h(pvbr_h) 


1 .2V bi-direction path-through PAD with 3 different paths which have no 
resistor, 50ohm or lOOohm resistor 
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1.7 PIN DESCRIPTION 

1.7.1 EXTERNAL MEMORY INTERFACE 

• Shared Memory Port (SROMC / OneNAND / NAND / ATA ) 



Signal 


I/O 


Function 


0 


1 


2 


3 


4 


5 


0 


1 


2 


3 


4 


5 


XmOBEn[1:0] 


0 


0 


0 


0 






nBE[1:0] 


2'b11 


2'b11 


2'b11 






XmOCSn[1:0] 


0 












nCS 












XmOCSn[3:2] 


0 


0 


0 




10 


1 


nCS 


nCS 


nCS 




GPO[1:0] 


EINT7[1:0] 


XmOCSn[5:4] 


0 






0 


10 


1 


nCS 






nCS 


GPO[3:2] 


EINT7[3:2] 


GPO[5:4] 


0 








10 


1 


Reserved 








GPO[5:4] 


EINT7[5:4] 


XmOADDR[5:0] 


0 


0 


0 


0 






ADDR 


6'hO 


6'hO 


ADDR 






XmOADDR[10:6] 


0 


0 


0 


0 






ADDR 


5'hO 


5'hO 


ADDR 


GPO[10:6] 


EINT7[10:6] 


XmOADDR[15:11] 


0 


0 


0 


0 






ADDR 


5'hO 


5'hO 


5'hO 


GP0[15:11] 


EINT7[15:11] 


XmOOEn 


0 


0 


0 


0 






nOE 


nOE 


1'b1 


nlORD_CF 






XmOWEn 


0 


0 


0 


0 






nWE 


nWE 


1'b1 


nlOWR_CF 






XmOADRVALID 




0 






10 


1 




nADV 






GPP[0] 


EINT8[0] 


XmOSMCLK 




0 






10 


1 




SMCLK 






GPP[1] 


EINT8[1] 


XmODATA[15:0] 


10 


10 


10 


10 






DATA 


DATA 


DATA 


DATA 






XmOWAITn 


1 






1 


10 


1 


nWAIT 






lORDY 


GPP[2] 


EINT8[2] 


XmORDYO_ALE 




1 


0 




10 


1 




RDYO 


ALE 




GPP[3] 


EINT8[3] 


XmORDY1_CLE 




1 


0 




10 


1 




RDY1 


CLE 




GPP[4] 


EINT8[4] 


XmOINTsmO_FWEn 




1 


0 




10 


1 




INTO 


FWEn 




GPP[5] 


EINT8[5] 


XmOINTsm1_FREn 




1 


0 




10 






INT1 


FREn 




GPP[6] 


EINT8[6] 


XmORPn_RnB 




0 


1 




10 






nRP 


RnB 




GPP[7] 


EINT8[7] 


XmOADDR[18] 


0 








10 




ADDR18 








GPQ[0] 


EINT9[0] 


XmOADDR[19] 


0 








10 




ADDR19 








GPQ[1] 


EINT9[1] 


GPQ2 


0 








10 




Reserved 








GPQ[2] 


EINT9[2] 


GPQ3 


0 








10 




Reserved 








GPQ[3] 


EINT9[3] 


GPQ4 


0 








10 




Reserved 








GPQ[4] 


EINT9[4] 


GPQ5 


10 








10 




Reserved 








GPQ[5] 


EINT9[5] 


GPQ6 


10 








10 




Reserved 








GPQ[6] 


EINT9[6] 


XmOADDR[17] 


0 








10 




ADDR17 








GPQ[7] 


EINT9[7] 


XmOADDR[16] 


0 








10 




ADDR16 








GPQ[8] 


EINT9[8] 
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I/O 


Function 


0 


1 


2 


3 


4 


5 


0 


1 


2 


3 


4 


5 


XmOINTata 








1 


10 










INTata 


GPP[8] 


EINT8[8] 


XmORESETata 








0 


10 










RESETata 


GPP[9] 


EINT8[9] 


XmOINPACKata 








1 


10 










INPACKata 


GPP[10] 


EINT8[10] 


XmOREGata 








0 


10 










REGata 


GPP[11] 


EINT8[11] 


XmOWEata 








0 


10 










WEnata 


GPP[12] 


EINT8[12] 


XmOOEata 








0 


10 










OEnata 


GPP[13] 


EINT8[13] 


XmOCData 








1 


10 










CDnata 


GPP[14] 


EINT8[14] 



Signal 


I/O 


10 Power 


Description 


ADDR[19:0] 


0 


VDDMO 


Memory port 0 common address bus 


DATA[15:0] 


0 


VDDMO 


Memory port 0 common data bus 


nGS[5:4] 


0 


VDDMO 


Memory port 0 SROM/CF Chip Select support up to 2 memory bank. 


nCS[3:2] 


0 


VDDMO 


Memory port 0 SROM / OneNAND / NAND Flash Chip Select support up 
to 2 memory bank. 


noo[i .uj 


U 


VUUMU 


MGinory port u oriuivi unip oGiecT support up to ^ mGinory uariK. 


nBE[1:0] 


0 


VDDMO 


Memory port 0 SROM Byte Enable 


nWAIT 


1 


VDDMO 


Memory port 0 SROM Wait 


nOE 


0 


VDDMO 


Memory port 0 SROM / OneNAND Output Enable 


nWE 


0 


VDDMO 


Memory port 0 SROM / OneNAND Write Enable 


nADV 


0 


VDDMO 


Memory port 0 OneNAND Address Valid 


SMCLK 


0 


VDDMO 


Memory port 0 OneNAND Clock 


RDY[1 :0] 


1 


VDDMO 


Memory port 0 OneNAND Bank 0,1 Ready 


INT[1 :0] 


1 


VDDMO 


Memory port 0 OneNAND Bank 0,1 Interrupt 


nRP 


0 


VDDMO 


Memory port 0 OneNAND Reset 


ALE 


0 


VDDMO 


Memory port 0 NAND Flash Address Latch Enable 


CLE 


0 


VDDMO 


Memory port 0 NAND Flash Command Latch Enable 


FWEn 


0 


VDDMO 


Memory port 0 NAND Flash Write Enable 


FREn 


0 


VDDMO 


Memory port 0 NAND Flash Read Enable 


RnB 


1 


VDDMO 


Memory port 0 NAND Flash Ready/Busy 


nlORD_CF 


0 


VDDMO 


Memory port 0 CF Read strobe for I/O mode 


nlOWR_CF 


0 


VDDMO 


Memory port 0 CF Write strobe for I/O mode 
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Signal 


I/O 


10 Power 


Description 


lORDY 


1 


VDDMO 


Memory port 0 CF Wait signal form CF card 


INTata 


1 


VDDSS 


Memory port 0 CF Interrupt request from ATA controller 


RESETata 


0 


VDDSS 


Memory port 0 CF CARD Reset 


INPACKata 


1 


VDDSS 


Memory port 0 CF Input acknowledge in I/O mode 


REGata 


0 


VDDSS 


Memory port 0 CF Interrupt request from CF card 


WEnata 


0 


VDDSS 


Memory port 0 CF Write enable strobe 


OEnata 


0 


VDDSS 


Memory port 0 CF Output enable strobe 


CDnata 


1 


VDDSS 


Memory port 0 CF Card detection 


GPO[5:4] 


10 


VDDMO 


GPIO 


GPQ[6:2] 


10 


VDDMO 


GPIO 



• DRAM(mDDR and mSDRAM) Memory Port 

• Shared Memory Port (DRAM1 / SROMC) 



Signal 


I/O 


Function 


0 


1 


0 


1 


XmlCKE 


0 




XmlCKE 




XmlSCLK 


0 




XmlSCLK 




XmlSCLKn 


0 




XmlSCLKn 




Xm1CSn[1:0] 


0 




Xm1CSN[1:0] 




Xm1ADDR[15:0] 


0 




Xm1ADDR[15:0] 




XmlRASn 


0 




XmlRAS 




XmlCASn 


0 




XmlCAS 




XmlWEn 


0 




XmlWEN 




Xm1DATA[15:0] 


10 




Xm1DATA[15:0] 




Xm1DATA[31:16] 


10 


0 


Xm1DATA[31:16] 


XmOADDR[26:16] 


Xm1DQM[3:0] 


0 




Xm1DQM[3:0] 




Xm1DQS[3:0] 


10 




Xm1DQS[3:0] 
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Signal 


I/O 


10 Power 


Description 


Xm1CKE[1:0] 


0 


VDDM1 


Memory port 1 DRAM Clock Enable 


XmlSCLK 


0 


VDDM1 


Memory port 1 DRAM Clock 


XmlSCLKn 


0 


VDDM1 


Memory port 1 DRAM Inverted Clock of XmlSCLK 


Xm1CSn[1:0] 


0 


VDDM1 


Memory port 1 DRAM Chip Select support up to 2 memory bank. 


Xm1ADDR[15:0] 


0 


VDDM1 


Memory port 1 DRAM Address bus 


XmlRASn 


0 


VDDM1 


Memory port 1 DRAM Row Address Strobe 


XmlCASn 


0 


VDDM1 


Memory port 1 DRAM Column Address Strobe 


XmlWEn 


0 


VDDM1 


Memory port 1 DRAM Write Enable 


Xm1DATA[15:0] 


10 


VDDM1 


Memory port 1 DRAM Lower Half Data bus. 


Xm1DATA[31:16] 


10 


VDDM1 


XmOADDR[26:16] of SROMC. 

Xm1 DATA[31 :1 6] can be used as Memory port 1 DRAM Upper Half 
Data bus by System Controller setting. 


Xm1DQM[3:0] 


0 


VDDM1 


Memory port 1 DRAM Data Mask 


Xm1DQS[3:0] 


10 


VDDM1 


Memory port 1 DRAM Data Strobe 



1.7.2 SERIAL COMMUNICATION 

• UART /lrDA/CF/l2C (Channel 1) 



Signal 


I/O 


Function 


0 


1 


2 


3 


4 


5 


6 


0 


1 


2 


3 


4 


5 


6 


XuRXD[0] 


10 


1 












GPA[0] 


XuRXD[0] 










EINT1[0] 


XuTXD[0] 


10 


0 












GPA[1] 


XuTXD[0] 










EINT1[1] 


XuCTSn[0] 


10 


1 












GPA[2] 


XuCTSn[0] 










EINT1[2] 


XuRTSn[0] 


10 


0 












GPA[3] 


XuRTSn[0] 










EINT1[3] 


XuRXD[1] 


10 


1 












GPA[4] 


XuRXD[1] 










EINT1[4] 


XuTXD[1] 


10 


0 












GPA[5] 


XuTXD[1] 










EINT1[5] 


XuCTSn[1] 


10 


1 












GPA[6] 


XuCTSn[1] 










EINT1[6] 


XuRTSn[1] 


10 


0 












GPA[7] 


XuRTSn[1] 










EINT1[7] 


XuRXD[2] 


10 


1 




1 








GPB[0] 


XuRXD[2] 




XirRXD 


ADDR_CF[0] 




EINT1[8] 


XuTXD[2] 


10 


0 




0 


0 






GPB[1] 


XuTXD[2] 




XirTXD 


ADDR_CF[1] 




EINT1[9] 


XuRXD[3] 


10 


1 


1 




0 


10 




GPB[2] 


XuRXD[3] 


XirRXD 




ADDR_CF[2] 


Xi2cSCL[1] 


EINT1[10] 


XuTXD[3] 


10 


0 


0 




0 


10 




GPB[3] 


XuTXD[3] 


XirTXD 






Xi2cSDA[1] 


EINT1[11] 


XirSDBW 


10 


1 


1 


0 








GPB[4] 


XirSDBW 


XcamFI 
ELD 


XcfDIR 






EINT1[12] 
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Signal 


I/O 


10 Power 


Description 


XuRXD[0] 


1 


VDDEXT 


DART 0 receives data input 


XuTXD[0] 


0 


VDDEXT 


DART 0 transmits data output 


XuCTSn[0] 


1 


VDDEXT 


DART 0 clear to send input signal 


XuRTSn[0] 


0 


VDDEXT 


DART 0 request to send output signal 


XuRXD[1] 


1 


VDDEXT 


DART 1 receives data input 


XuTXD[1] 


0 


VDDEXT 


DART 1 transmits data output 


XuCTSn[1] 


1 


VDDEXT 


DART 1 clear to send input signal 


XuRTSn[1] 


0 


VDDEXT 


DART 1 request to send output signal 


XuRXD[2] 


1 


VDDEXT 


DART 2 receive data input 


XuTXD[2] 


0 


VDDEXT 


DART 2 transmits data output 


XuRXD[3] 


1 


VDDEXT 


DART 3 receive data input 


XuTXD[3] 


0 


VDDEXT 


DART 3 transmits data output 


XirSDBW 


0 


VDDEXT 


IrDA transiver control signal (Shutdown and bandwidth control) 


XirRXD 


1 


VDDEXT 


IrDA Rx data 


XirTXD 


0 


VDDEXT 


IrDA Tx data 


XcamFIELD 


1 


VDDEXT 


601 FIELD signal for External Camera Interface 


XcfDir 


0 


VDDEXT 


CF Data transfer direction 


ADDR_CF[2:0] 


0 


VDDEXT 


CF card address 


Xi2cSCL[1] 


10 


VDDEXT 


llC-bus clock (Channel 1) 


Xi2cSDA[1] 


10 


VDDEXT 


llC-bus data (Channel 1) 


EINT1[12:0] 


1 


VDDEXT 


External Interrupt 1 



• lie Bus (Channel 0) 



Signal 


I/O 


Function 


0 


1 


2 


0 


1 


2 


Xi2cSCL[0] 


10 


10 


1 


GPB[5] 


Xi2cSCL[0] 


EINT1[13] 


Xi2cSDA[0] 


10 


10 


1 


GPB[6] 


Xi2cSDA[0] 


EINT1[14] 



Signal 


I/O 


10 Power 


Description 


Xi2cSCL[0] 


10 


VDDEXT 


llC-bus clock (Channel 0) 


Xi2cSDA[0] 


10 


VDDEXT 


llC-bus data (Channel 0) 


EINT1[14:13] 


1 


VDDEXT 


External Interrupt 1 
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• SPI(2-Ch) / I2S Multi Channel Port(Data Out) 



Signal 


I/O 


Function 


0 


1 


2 


3 


4 


0 


1 


2 


3 


4 


XspiMISO[0] 


10 


10 








GPC[0] 


XspiMISO[0] 






EINT2[0] 


XspiCLK[0] 


10 


10 








GPC[1] 


XspiCLK[0] 






EINT2[1] 


XspiMOSI[0] 


10 


10 








GPC[2] 


XspiMOSI[0] 






EINT2[2] 


XspiCS[0] 


10 


10 








GPC[3] 


XspiCS[0] 






EINT2[3] 


XspiMIS0[1] 


10 


10 


10 


0 




GPC[4] 


XspiMIS0[1] 


XmmcCMD2 


I2SMULTI_DO[0] 


EINT2[4] 


XspiCLK[1] 


10 


10 


0 


0 




GPC[5] 


XspiCLK[1] 


XmmcCLK2 


I2SMULTI_D0[1] 


EINT2[5] 


XspiM0SI[1] 


10 


10 








GPC[6] 


XspiM0SI[1] 






EINT2[6] 


XspiCS[1] 


10 


10 




0 




GPC[7] 


XspiCS[1] 




I2SMULTI_D0[2] 


EINT2[7] 



Signal 


I/O 


10 Power 


Description 


XspiMISO[0] 


10 


VDDEXT 


SPI MISO[0]. SPI master data input line 


XspiCLK[0] 


10 


VDDEXT 


SPI CLK[0]. SPI clock for channel 0 


XspiMOSI[0] 


10 


VDDEXT 


SPI MOSI[0]. SPI master data output line 


XspiCS[0] 


10 


VDDEXT 


SPI chip select(only for slave mode) 


XspiMIS0[1] 


10 


VDDMMC 


SPI MIS0[1]. SPI master data input line 


XspiCLK[1] 


10 


VDDMMC 


SPI CLK[1]. SPI clock for channel 1 


XspiM0SI[1] 


10 


VDDMMC 


SPI M0SI[1]. SPI master data output line 


XspiCS[1] 


10 


VDDMMC 


SPI chip select(only for slave mode) 


EINT2[3:0] 


1 


VDDEXT 


External Interrupt 2 


EINT2[7:4] 


1 


VDDMMC 


External Interrupt 2 


XmmcCMD2 


10 


VDDMMC 


COMMAND/RESPONSE (SD/SDIO/MMC card interface channel 2) 


XmmcCLK2 


0 


VDDMMC 


CLOCK (SD/SDIO/MMC card interface channel 2) 


I2SMULTIDO[2:0] 


0 


VDDMMC 


IIS Multi channel-bus serial data output 
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. PCM(2-Ch)/IIS/AC97 



oiy 1 ICll 


I/O 


Function 


0 


1 


2 


3 


4 


0 


1 


2 


3 


4 


XpcmDCLK[0] 


10 


0 


10 


1 


1 


GPD[0] 


XpcmDCLK[0] 


Xi2sCLK[0] 


X97BITCLK 


EINT3[0] 


XpcmEXTCLK[0] 


10 


1 


0 


0 


1 


GPD[1] 


XpcmEXTCLK[0] 


Xi2sCDCLK[0] 


X97RESETn 


EINT3[1] 


XpcmFSYNC[0] 


10 


0 


10 


0 




GPD[2] 


XpcmFSYNC[0] 


Xi2sLRCK[0] 


X97SYNC 


EINT3[2] 


XpcmSIN[0] 


10 


1 


1 


1 




GPD[3] 


XpcmSIN[0] 


Xi2sDI[0] 


X97SDI 


EINT3[3] 


XpcmSOUT[0] 


10 


0 


0 


0 




GPD[4] 


XpcmSOUT[0] 


Xi2sDO[0] 


X97SDO 


EINT3[4] 


XpcmDCLK[1] 


10 


0 


10 


1 




GPE[0] 


XpcmDCLK[1] 


Xi2sCLK[1] 


X97BITCLK 




XpcmEXTCLK[1] 


10 


1 


0 


0 




GPE[1] 


XpcmEXTCLK[1] 


Xi2sCDCLK[1] 


X97RESETn 




XpcmFSYNC[1] 


10 


0 


10 


0 




GPE[2] 


XpcmFSYNC[1] 


Xi2sLRCK[1] 


X97SYNC 




XpcmSIN[1] 


10 


1 


1 


1 




GPE[3] 


XpcmSIN[1] 


Xi2sDI[1] 


X97SDI 




XpcmS0UT[1] 


10 


0 


0 


0 




GPE[4] 


XpcmS0UT[1] 


Xi2sD0[1] 


X97SDO 





Signal 


I/O 


10 Power 


Description 


XpcmDGLK[0] 


0 


VDDPCM 


PCM Serial Shift Clock 


XpcmEXTGLK[0] 


1 


VDDPCM 


Optional reference clock (divided internally to generate PCM timing and 


XpcmFSYNC[0] 


0 


VDDPCM 


PCM Sync indicating start of word 


XpcmSIN[0] 


1 


VDDPCM 


PCM Serial Data Input 


XpcmSOUT[0] 


0 


VDDPCM 


PCM Serial Data Output 


XpcmDCLK[1] 


0 


VDDPCM 


PCM Serial Shift Clock 


XpcmEXTCLK[1] 


1 


VDDPCM 


Optional reference clock(divided internally to generate PCM timing and 
XpcmDCLK) 


XpcmFSYNC[1] 


0 


VDDPCM 


PCM Sync indicating start of word 


XpcmSIN[1] 


1 


VDDPCM 


PCM Serial Data Input 


XpcmS0UT[1] 


0 


VDDPCM 


PCM Serial Data Output 


Xi2sLRCK[1 :0] 


10 


VDDPCM 


llS-bus channel select clock 


Xi2sCDCLK[1 :0] 


0 


VDDPCM 


IIS CODEC system clock 


Xi2sCLK[1 :0] 


10 


VDDPCM 


llS-bus serial clock 


Xi2sDI[1:0] 


1 


VDDPCM 


llS-bus serial data input 


Xi2sD0[1 :0] 


0 


VDDPCM 


llS-bus serial data output 


X97BITCLK 


1 


VDDPCM 


AG-Link bit clock(12.288MHz) from AC97 Codec to AC97 Controller 


X97RESETn 


0 


VDDPCM 


AG-link Reset to Codec 


X97SYNC 


0 


VDDPCM 


AG-link Frame Synchronization (Sampling Frequency 48kHz) from AC97 
Controller to AC97 Codec 


X97SDI 


1 


VDDPCM 


AG-link Serial Data input from AC97 Codec 


X97SDO 


0 


VDDPCM 


AG-link Serial Data output to AG97 Codec 


EINT3[4:0] 


1 


VDDPCM 


External Interrupt 3 
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• USB Host 



Signal 


I/O 


10 Power 


Description 


XuhDN 


10 


VDDUH 


USB Data pin DATA(-) for USB 1.1 Host 


XuhDP 


10 


VDDUH 


USB Data pin DATA(+) for USB 1 .1 Host 



• USB OTG 



Signal 


I/O 


10 Power 


Description 


XusbDP 


10 


VDDOTG 


USB Data pin DATA(+) 


XusbDM 


10 


VDDOTG 


USB Data pin DATA(-) 


XusbXTI 


1 


VDDOTG 


Crystal Oscillator XI signal 


XusbXTO 


1 


VDDOTG 


Crystal Oscillator XO signal 


XusbREXT 


10 


VDDOTG 


External 44.2-ohm (+/- 1 %) resistor connection 


XusbVBUS 


10 


VDDOTG 


USB Mini-Receptacle Vbus 


XusbID 


1 


VDDOTG 


USB Mini-Receptacle Identifier 


XusbDRVVBUS 


0 


VDDOTG 


Drive Vbus for Off-Chip Charge Pump 



1.7.3 PARALLEL COMMUNICATION 

• External Interrupts 



Signal 


I/O 


Function 


0 


1 


2 


0 


1 


2 


XEINT[0] 


10 






GPN[0] 


XEINT[0] 


XkpROW[0] 


XEINT[1] 


10 






GPN[1] 


XEINT[1] 


XkpR0W[1] 


XEINT[2] 


10 






GPN[2] 


XEINT[2] 


XkpR0W[2] 


XEINT[3] 


10 






GPN[3] 


XEINT[3] 


XkpR0W[3] 


XEINT[4] 


10 






GPN[4] 


XEINT[4] 


XkpR0W[4] 


XEINT[5] 


10 






GPN[5] 


XEINT[5] 


XkpR0W[5] 


XEINT[6] 


10 






GPN[6] 


XEINT[6] 


XkpR0W[6] 


XEINT[7] 


10 






GPN[7] 


XEINT[7] 


XkpR0W[7] 


XEINT[15:8] 


10 






GPN[15:8] 


XEINT[15:8] 






Signal 


I/O 


10 Power 


Description 


XEINT[15:0] 


1 


VDDSYS 


External interrupts 


XkpROW[7:0] 


1 


VDDSYS 


Keypad l/F Row 
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1.7.4 MODEM INTERFACE 

• Host l/F/HIS(MIPI)/ Key l/F/ ATA 



Signal 


I/O 


Function 


0 


1 


2 


3 


4 


5 


0 


1 


2 


3 


4 


5 


XhiCSn 


10 


1 


1 




10 


0 


GPM[0] 


XhiCSn 


XEINT[23] 




DATA_CF[10] 


CE_CF[0] 


XhiCSn_main 


10 


1 


1 




10 


0 


GPM[1] 


XhiCSn_nnain 


XEINT[24] 




DATA_CF[11] 


CE_CF[1] 


XhiCSn_sub 


10 


1 


1 


1 

0 


10 


0 


GPM[2] 


XhiCSn_sub 


XEINT[25] 


Xhi 
IVIDP 
SYN 
p 


DATA_CF[12] 


IORD_CF 


XhiWEn 

/\l M V V 1 1 1 


10 


1 


1 




10 


0 


GPM[3] 


XhiWEn 


XEINT[26] 




DATA_CF[13] 


IOWR_CF 


XhiOEn 


10 


1 


1 




10 


1 


GPM[4] 


XhiOEn 


XEINT[27] 




DATA_CF[14] 


IORDY_CF 


XhilNTR 


10 


0 






10 




GPM[5] 


XhilNTR 






DATA_CF[15] 




XhiADDR[2:0] 


10 


1 


0 






0 


GPL[2:0] 


XhiADDR[2:0] 


XkpCOL[2:0] 






ADDR_CF[ 
p-ni 


XhiADDRF?! 




1 

1 








1 

1 


\J r i-[OJ 




/\ r\|J O W 1- [O J 






/\i 1 lui 1 N 1 did 


XhiADDR[4] 


10 


1 


0 






0 


GPL[4] 


XhiADDR[4] 


XkpC0L[4] 






XmnRFSF 

/\l 1 IVJ It ^ 

Tata 


AniAUIJH[Oj 


ID 


1 

1 


u 






1 

1 


vjirL[oJ 


AniAIJIJH[Oj 


AKpUULpJ 






XmOINPAC 
Kata 


XhiADDR[6] 


10 


1 


0 






0 


GPL[6] 


XhiADDR[6] 


XkpC0L[6] 






XmOREGat 
a 


XhiADDR[7] 


10 


1 


0 






1 


GPL[7] 


XhiADDR[7] 


XkpC0L[7] 






XmOCdata 


XhiADDR[8] 


10 


1 






0 




GPL[8] 


XhiADDR[8] 


XEINT[16] 




CE_CF[0] 




XhiADDR[9] 


10 


1 






0 




GPL[9] 


XhiADDR[9] 


XEINT[17] 




CE_CF[1] 




XhiADDR[10] 


10 


1 






0 




GPL[10] 


XhiADDR[10] 


XEINT[18] 




IORD_CF 




XhiADDR[11] 


10 


1 






0 




GPL[11] 


XhiADDR[11] 


XEINT[19] 




IOWR_CF 




XhiADDR[12] 


10 


1 






1 




GPL[12] 


XhiADDR[12] 


XEINT[20] 




IORDY_CF 




XhiDATA[0] 


10 


10 


0 




10 




GPK[0] 


XhiDATA[0] 


XhrxREADY 




DATA_CF[0] 




XhiDATA[1] 


lO 


lO 






lO 




GPK[1] 


XhiDATA[1] 


XhrxWAKE 




DATA_CF[1] 




vuiPv ATA roi 

XniDA 1 A[2J 


10 


10 






10 




GPK[2] 


XhiDATA[2] 


XhrxFLAG 




DATA_CF[2] 




XhiDATA[3] 


10 


10 






10 




GPK[3] 


XhiDATA[3] 


XhrxDATA 




DATA_CF[3] 




XhiDATA[4] 


10 


10 






10 




GPK[4] 


XhiDATA[4] 


XhtxREADY 




DATA_CF[4] 




XhiDATA[5] 


10 


10 


0 




10 




GPK[5] 


XhiDATA[5] 


XhtxWAKE 




DATA_CF[5] 




XhiDATA[6] 


10 


10 


0 




10 




GPK[6] 


XhiDATA[6] 


XhtxFLAG 




DATA_CF[6] 




XhiDATA[7] 


10 


10 


0 




10 




GPK[7] 


XhiDATA[7] 


XhtxDATA 




DATA_CF[7] 




XhiDATA[15:8] 


10 


10 


1 




10 




GPK[15:8] 


XhiDATA[15:8] 


XkpROW[7:0] 




DATA_CF[15:8] 




XhiDATA[16] 


10 


10 


1 




10 




GPL[13] 


XhiDATA[16] 


XEINT[21] 




DATA_CF[8] 




XhiDATA[17] 


10 


10 


1 




10 




GPL[14] 


XhiDATA[17] 


XEINT[22] 




DATA_CF[9] 
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Signal 


I/O 


10 Power 


Description 


XhiCSn 


1 


VDDHI 


Chip select, driven by the Modem chip 


XhiCSn_main 


1 


VDDHI 


Chip select for LCD bypass main, driven by the Modem chip 


XhiCSn_sub 


1 


VDDHI 


Chip select for LCD bypass sub, driven by the Modem chip 


XhiWEn 


1 


VDDHI 


Write enable, driven by the Modem chip 


XhiOFn 


1 

1 




RpoH pn^HlA Hrivpn h\/ thA ^^^HAm ohin 
ricciu CI iciL/ic, \jiivdi uy ii ic iviuudii ui ii^ 


XhilNTR 


0 


VDDHI 


Interrupt request to the Modem chip 


XhiADDR[12:0] 


1 


VDDHI 


Address bus, driven by the Modem chip 


XhiDATA[17:0] 


10 


VDDHI 


Data bus, driven by the Modem chip 


XEINT[27:16] 


1 


VDDHI 


External interrupts 


XkpCOL[7:0] 


0 


VDDHI 


Keypad interface column outputs 


XhrxREADY 


0 


VDDHI 


The READY-signal indicates that the transmission of a new physical 
layer frame can begin. (Modem to Application Processor) 


XhrxWAKE 


1 


VDDHI 


The WAKE-signal is used to indicate to the receiver that the transmitter 
is willing to start a transmission. (Modem to Application Processor) 


XhrxFLAG 


1 


VDDHI 


(Modem to Application Processor) 


XhrxDATA 


1 


VDDHI 


Bit transmission in both directions occurs over a two-wire 
(DATA+FLAG) serial interface. The bits are transmitted sequentially, 

ctcirtinn \A/ith tho moct cinnifir'cint hit of tho rvhx/cir'cil lci\/or frcimo Tho 
oLdl Lilly vvllll 11 lU IIIUoL oiy 1 III lUdl IL Ull Ul lilt; [JliyolUcll IdyUI lldlllU. 1 1 lU 

DATA line always reflects the value being transmitted and the FLAG 
only toggles when the bit value transmitted remains constant. (Modem 
to Application Processor) 


XhtxREADY 


1 


VDDHI 


The READY-signal indicates that the transmission of a new physical 
layer frame can begin. (Application to Modem) 


XhtxWAKE 


0 


VDDHI 


The WAKE-signal is used to indicate to the receiver that the transmitter 

lb Wiiiiliy lU oLalL d lldl Ibl l IlbblUl I.\^MppilUdllUl I lU IVIUUollIj 






\/nni-ii 
V uun 1 


\^MppML/dtiori to ivioaerii^ 


XhtxDATA 


0 


vuuni 


DiT transmission in uotn airections occurs over a two-wire 
(DATA+FLAG) serial interface. The bits are transmitted sequentially, 
starting with the most significant bit of the physical layer frame. The 
DATA line always reflects the value being transmitted and the FLAG 

onlv tonnlpQ whpn thp hit x/pIiip trpn^mittpH rpmpiriQ pon^tpnt 
vji iiy Lwyyioo vviidi ii ic uii vciiuc li cii loi i loiiiciiiio ovji iolcii il. 

(Application to Modem) 


XkpROW[7:0] 


1 


VDDHI 


Keypad interface row inputs 


DATA_CF[15:0] 


10 


VDDHI 


OF card data 


CE_CF[1 :0] 


0 


VDDHI 


OF card enable strobe 


IORD_CF 


0 


VDDHI 


OF Read strobe for I/O mode 


IOWR_CF 


0 


VDDHI 


OF Write strobe for I/O mode 


IORDY_CF 


1 


VDDHI 


CF Wait signal form CF card 


ADDR_CF[2:0] 


0 


VDDHI 


CF card address 
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. PWM 



Signal 


I/O 


Function 


0 


1 


2 


0 


1 


2 


XpwmECLK 


10 


1 


1 


GPF[13] 


XpwmECLK 


EINT4[13] 


XpwmTOUT[0] 


10 


0 


0 


GPF[14] 


XpwmTOUT[0] 


XCLKOUT 


XpwmT0UT[1] 


10 


0 




GPF[15] 


XpwmT0UT[1] 





Signal 


I/O 


10 Power 


Description 


XpwmECLK 


1 


VDDEXT 


PWM Timer External Clock 


XpwmT0UT[1 :0] 


0 


VDDEXT 


PWM Timer Output 


XCLKOUT 


0 


VDDEXT 


Clock output signal. 


EINT4[13] 


1 


VDDEXT 


External Interrupt 4 



1.7.5 IMAGE/VIDEO PROCESSING 

• Camera Interface 



Signal 


I/O 


Function 


0 


1 


2 


0 


1 


2 


XclCLK 


10 


0 




GPF[0] 


XclCLK 


EINT4[0] 


XclHREF 


10 


1 




GPF[1] 


XclHREF 


EINT4[1] 


XciPOLK 


10 


1 




GPF[2] 


XclPCLK 


EINT4[2] 


XclRSTn 


10 


0 




GPF[3] 


XclRSTn 


EINT4[3] 


XciVSYNC 


10 


1 




GPF[4] 


XciVSYNC 


EINT4[4] 


XciYDATA[7:0] 


10 


1 




GPF[12:5] 


XclYDATA[7:0] 


EINT4[12:5] 



Signal 


I/O 


10 Power 


Description 


XclCLK 


0 


VDDEXT 


Master Clock to the Camera processor 


XciHREF 


1 


VDDEXT 


Horizontal Sync, driven by the Camera processor 


XciPCLK 


1 


VDDEXT 


Pixel Clock, driven by the Camera processor 


XciVSYNC 


1 


VDDEXT 


Vertical Sync, driven by the Camera processor 


XciRSTn 


0 


VDDEXT 


Software Reset to the Camera processor 


XciYDATA[7:0] 


1 


VDDEXT 


Pixel Data for YCbCr in 8-bit mode or for Y in 1 6-bit mode, driven by the 
Camera processor 


EINT4[12:0] 


1 


VDDEXT 


External Interrupt 4 


XcamFIELD 


1 


VDDEXT 


601 FIELD signal for External Camera Interface 
(refer to the XIrSDBW signal muxing Information) 
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1.7.6 DISPLAY CONTROL 

• TFT LCD Display Interface 



Signal 


I/O 


Function 


n 


1 


n 


1 












1 pn QFi - 9'hnn 


1 pn QFI - 9'hni 

LOL^ OCL — ^ UU 1 


1 pn QFI - 9'hin 

LOU OCLi — ^ U lU 


y\/\/nr7-ni 


in 


0 


10 


0 


vjr l[/ .UJ 


XvVD[7:0] 


XvSYS_VD[7:0] 


VEN_DATA[7:0] 


/\V V Ly[ 1 vJ.UJ 


10 


0 


10 




GPI[15:8] 


XvVD[15:8] 


XvSYS_VD[15:8] 




XvVD[17:16] 


10 


0 


10 




GPJ[1:0] 


XvVD[17:16] 


XvSYS_VD[17:16] 




XvVD[21:18] 


10 


0 






GPJ[5:2] 


XvVD[21:18] 






XvVD[22] 


10 


0 


0 




GPJ[6] 


XvVD[22] 


XvSYS_VSYNC_LDI 




XvVD[23] 


10 


0 


0 


0 


GPJ[7] 


XvVD[23] 


XvSYS_OEn 


VEN_FIELD 


XvVCLK 


10 


0 


0 


0 


GPJ[11] 


XvVCLK 


XvSYS_Wen 


V601_CLK 


XvVSYNC 


10 


0 


0 


0 


GPJ[9] 


XvVSYNC 


XvSYS_CSn_sub 


VEN_VSYNC 


XvHSYNC 


10 


0 


0 


0 


GPJ[8] 


XvHSYNC 


XvSYS_CSn_main 


VEN_HSYNC 


XvVDEN 


10 


0 


0 


0 


GPJ[10] 


XvVDEN 


XvSYS_RS 


VEN_HREF 



Signal 


I/O 


10 Power 


Description 


XvVD[23:0] 


0 


VDDLCD 


LCD pixel data output for RGB interface 


XvVCLK 


0 


VDDLCD 


Pixel clock signal for RGB interface 


XvVSYNC 


0 


VDDLCD 


Vertical synchronous signal for RGB interface 


XvHSYNC 


0 


VDDLCD 


Horizontal synchronous signal for RGB interface 


XvVDEN 


0 


VDDLCD 


Data enable signal for RGB interface 


XvSYS_VD[17:0] 


10 


VDDLCD 


LCD pixel data output for 180 system interface 


XvSYS_VSYNC_LDI 


0 


VDDLCD 


180 VSYNC interface control 


XvSYS_OEn 


0 


VDDLCD 


180 Output Enable control 


XvSYS_Wen 


0 


VDDLCD 


180 Write Enable control 


XvSYS_CSn_sub 


0 


VDDLCD 


180 Sub LCD Chip select control 


XvSYS_CSn_main 


0 


VDDLCD 


180 Main LCD Chip select control 


XvSYS_RS 


0 


VDDLCD 


180 Register/Status Signal control 


VEN_DATA[7:0] 


0 


VDDLCD 


LCD pixel data output for 601 interface 


VEN_FIELD 


0 


VDDLCD 


FIELD signal for 601 interface 


V601_CLK 


0 


VDDLCD 


601 data clock 


VEN_VSYNC 


0 


VDDLCD 


601 Vertical Sync signal 


VEN_HSYNC 


0 


VDDLCD 


601 Horizontal Sync signal 


VEN_HREF 


0 


VDDLCD 


601 Data Enable Signal 



ELECTRONICS 



1-47 



PRODUCT OVERVIEW 



641 OX UM 



2-ch DAC 



Signal 


I/O 


10 Power 


Description 


XdacVREF 


A! 


VDDDAC 


Reference voltage input (1.26V). External lOOnF capacitor connection 


XdaclREF 


A! 


VDDDAC 


External 6.49kohm(+/- 1%) resistor connection 


XdacCOMP 


A! 


VDDDAC 


External lOOnF capacitor connection 


XdacOUT_0 


AO 


VDDDAC 


Analog output of DAC 


XdacOUT_1 


AO 


VDDDAC 


Analog output of DAC 


• ADC 


Signal 


I/O 


10 Power 


Description 


Xadc_AIN[7:0] 


A! 


VDDADC 


ADC Analog Input. 

If you don't use AIN[7], you must tie AIN[7] to VDDA_ADC or ADCTSC 
register must be setting to 0xd3. 



PLL 



Signal 


I/O 


10 Power 


Description 


XpllEFILTER 




VDDEPLL 


Loop filter capacitor for PLL 



^^^^^ 
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1.7.7 STORAGE DEVICES 

• MMC 2 channel / I2S Multi Channel Port 



Signal 


I/O 


Function 


0 


1 


2 


3 


4 


5 


6 


0 


1 


2 


3 


4 


5 


6 


XmmcCLKO 


10 


0 






0 






GPG[0] 


XmmcCLKO 










EINT5[0] 


XmmcCMDO 


10 


10 






0 






GPG[1] 


XmmcCMDO 










EINT5[1] 


XmmcDATO[0] 


10 


10 






0 






GPG[2] 


XmmcDATO[0] 










EINT5[2] 


XmmcDAT0[1] 


10 


10 












GPG[3] 


XmmcDAT0[1] 










EINT5[3] 


XmmcDAT0[2] 


10 


10 












GPG[4] 


XmmcDAT0[2] 










EINT5[4] 


XmmcDAT0[3] 


10 


10 












GPG[5] 


XmmcDAT0[3] 










EINT5[5] 


V i-> r\ M n 

AmmcuuiMU 


10 


1 


1 










GPG[6] 


XmmcCDNO 


XmmcC 
DN1 








EINT5[6] 


XmmcCLKI 


10 


10 




0 


0 






GPH[0] 


XmmcCLKI 




XkpCOL[0] 






EINT6[0] 


XmmcCMDI 


ID 

IV^ 


ID 




n 


n 






GPH[1] 


/\\ 1 II 1 lUwIVI U \ 




Ar\pwWl_[ 1 J 






EINT6[1] 


XmmrnATI FDl 

/\l 1 II 1 lUL^AA 1 1 1 VJI 


10 


10 




0 


0 






GPH[2] 


XmmcDAT1[0] 




XkpC0L[2] 






EINT6[2] 


XmmcDAT1[1] 


10 


10 




0 








GPH[3] 


XmmcDAT1[1] 




XkpC0L[3] 






EINT6[3] 


XmmcDAT1[2] 


10 


10 




0 








GPH[4] 


XmmcDAT1[2] 




XkpC0L[4] 






EINT6[4] 


XmmcDAT1[3] 


10 


10 




0 








GPH[5] 


XmmcDAT1[3] 




XkpC0L[5] 






EINT6[5] 


XmmcDAT1[4] 


10 


10 


1 

0 


0 


1 

0 


0 




GPH[6] 


XmmcDAT1[4] 


XmmcD 
AT2[0] 


XkpC0L[6] 


I2SMULTI 
_BCLK 


ADDR 
_CF[0] 


EINT6[6] 


XmmcDAT1[5] 


10 


10 


1 

0 


0 


1 

0 


0 




GPH[7] 


XmmcDAT1[5] 


XmmcD 
AT2[1] 


XkpC0L[7] 


I2SMULTI 
_CDCLK 


ADDR 
_CF[1] 


EINT6[7] 


XmmcDAT1[6] 


10 


10 


1 

0 




1 

0 


0 




GPH[8] 


XmmcDAT1[6] 


XmmcD 
AT2[2] 




I2SMULTI 
_LRCLK 


ADDR 
_CF[2] 


EINT6[8] 


XmmcDAT1[7] 


10 


10 


1 

0 




1 






GPH[9] 


XmmcDAT1[7] 


XmmcD 
AT2[3] 




I2SMULTI 
_DI 




EINT6[9] 
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Signal 


I/O 


10 Power 


Description 


XmmcCLKO 


0 


VDDMMC 


CLOCK (SD/SDIO/MMC card interface channel 0) 


XmmcCMDO 


10 


VDDMMC 


COMMAND/RESPONSE (SD/SDIO/MMC card interface channel 0) 


XmmcDAT0[3:0] 


10 


VDDMMC 


DATA (SD/SDIO/MMC card interface channel 0) 


XmmcCDNO 


1 


VDDMMC 


CARD DETECT (SD/SDIO/MMC card interface channel 0) 


XmmcCLKI 


0 


VDDMMC 


CLOCK (SD/SDIO/MMC card interface channel 1) 


XmmcCMDI 


10 


VDDMMC 


COMMAND/RESPONSE (SD/SDIO/MMC card interface channel 1) 


XmmcDAT1[7:0] 


10 


VDDMMC 


DATA (SD/SDIO/MMC card interface channel 1) 


XmmcCLK2 


0 


VDDMMC 


CLOCK (SD/SDIO/MMC card interface channel 2) 


XmmcCMD2 


10 


VDDMMC 


COMMAND/RESPONSE (SD/SDIO/MMC card interface channel 2) 


XmmcDAT2[3:0] 


10 


VDDMMC 


DATA (SD/SDIO/MMC card interface channel 2) 


ADDR_CF[2:0] 


0 


VDDMMC 


CF card address 


Xkp_COL[7:0] 


0 


VDDMMC 


Key interface Column Output 


EINT5[6:0] 


1 


VDDMMC 


External Interrupt 5 


EINT6[9:0] 


1 


VDDMMC 


External Interrupt 6 


I2SMULT1_SCLK 


I/O 


VDDMMC 


IIS Multi channel bus Serial clock 


I2SMULT1_CDCLK 


I/O 


VDDMMC 


IIS Multi channel system CODEC clock 


I2SMULTI_LRCIJ< 


I/O 


VDDMMC 


IIS Multi channel bus channel selection clock 


I2SMULTI_DI 


1 


VDDMMC 


IIS Multi channel bus serial data input 
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1.7.8 SYSTEM MANAGEMENT 
• Reset 



Signal 


I/O 


10 Power 


Description 


XnRESET 


1 


VDDSYS 


XnRESET suspends any operation in progress and places S3C6410X into 
a l<nown reset state. For a reset, XnRESET must be held to L level for at 
least 4 FCLK after the processor power has been stabilized. 


XnRSTOUT 


0 


VDDSYS 


For external device reset control (nRSTOUT = nRESET & nWDTRST) 



• Clock 



Signal 


I/O 


10 Power 


Description 


XrtcXTI 


1 


VDDRTC 


32kHz crystal input for RTC. 


XrtcXTO 


0 


VDDRTC 


32kHz crystal output for RTC. 


XXTI27 


1 


VDDSYS 


27MHz Crytal Input for display modules 


XXT027 


0 


VDDSYS 


27MHz Crystal output for display modules 


XXTI 


1 


VDDSYS 


Crystal Input for internal osc circuit. 


XXTO 


0 


VDDSYS 


Crystal output for internal osc circuit. 


XEXTCLK 


1 


VDDSYS 


External clock source. 



. JTAG 



Signal 


I/O 


10 Power 


Description 


XjTRSTn 


1 


VDDSYS 


XjTRSTn (TAP Controller Reset) resets the TAP controller at start. 

If debugger is used, A 10K pull-up resistor has to be connected. 

If debugger is not used, XjTRSTn pin must be at L or low active pulse. 


XjTMS 


1 


VDDSYS 


XjTMS (TAP Controller Mode Select) controls the sequence of the TAP 
controller's states. A 10K pull-up resistor has to be connected to TMS pin. 


XjTCK 


1 


VDDSYS 


XjTCK (TAP Controller Clock) provides the clock input for the JTAG logic. 
. A 10K pull-dn resistor has to be connected to TMS pin 


XjRTCK 


0 


VDDSYS 


XjRTCK (TAP Controller Returned Clock) provides the clock output for the 
JTAG logic. 


XjTDI 


1 


VDDSYS 


XjTDI (TAP Controller Data Input) is the serial input for test instructions 
and data. 

A 10K pull-up resistor must be connected to TDI pin. 


XjTDO 


0 


VDDSYS 


XjTDO (TAP Controller Data Output) is the serial output for test 
instructions and data. It is possible to control pull-down by GPIO register. 
Refer GPIO manual. 


XjDBGSEL 


1 


VDDSYS 


JTAG selection. 1 : Peripherals JTAG, 0: ARM1176JZF-S Core JTAG 
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MISC 



Signal 


I/O 


10 Power 


Description 


XOM[4:0] 


1 


VDDSYS 


Operation mode selection. Refer System controller 


XPWRRGTON 


0 


VDDSYS 


Power Regulator enable 


XSELNAND 


1 


VDDSYS 


Select Flash Memory. 0: OneNAND, 1 : NAND. 


XnBATF 


1 


VDDSYS 


Battery fault indication 


WR_TEST 


1 


VDDSYS 


Test Pin, It should be tied-up with VDDSYS. 



^^^^^ 
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1.8 POWER-SUPPLY GROUPS 



• VDD 



Signal 


I/O 


Description 


Voltage 


VDDALIVE 


P 


Internal power for alive block 


1.2 


VDDARM 


P 


Internal power for ARM1 1 76 core and cache 


1.1/1.2 


VDDINT 


P 


Internal power for logic 


1.2 


VDDMPLL 


P 


Power for MPLL core 


1.2 


VDDAPLL 


P 


Power for APLL core 


1.2 


VDDEPLL 


P 


Power for EPLL core 


1.2 


VDDOTG 


P 


Power for USB OTG PHY 


3.3 


VDDOTGI 


P 


Internal power for USB OTG PHY 


1.2 


VDDMMC 


P 


10 power for SDMMC 


1.8-3.3 


VDDHI 


P 


10 power for Host l/F 


1.8-3.3 


VDDLCD 


P 


10 power for LCD 


1.8-3.3 


VDDPCM 


P 


10 power for PCM (Audio l/F - I2S, AC97) 


1.8-3.3 


VDDEXT 


P 


10 power for external l/F (UART, I2C, Camera l/F, etc.) 


1.8-3.3 


VDDSYS 


P 


10 power for system control. (Clock, reset, operation mode, JTAG, etc) 


1.8-3.3 


VDDUH 


P 


Power for USB Host 


3.3 


VDDADC 


P 


Power for ADC core and 10 


3.3 


VDDDAC 


P 


Power for DAC core and 10 


3.3 


VDDRTC 


P 


Power for RTC logic and 10 


1.8-3.0 


VDDMO 


P 


10 power for Memory Port 0 


1.8-3.3 


VDDSS 


P 


10 power for ATA 10 muxed in MEMO port 


1.8-3.3 


VDDM1 


P 


10 power for Memory Port 1 


1 .8/2.5 
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vss 



Qjrinai 


I/O 


Dp^crintion 


VSSIP 


p 


Intprnal Ground for Lnnir^ ARM1 17fi rnrp and rarhp 


VSSMFM 

V OO 1 VI ^ 1 VI 


p 


lO nroiind for mpmnrv nort D and 1 

^iwuii\j iwi iiic^iiiwiy ihjwiL \J ciii\j 1 


VSSOTG 


p 


Ground for USB OTG PHY 

\^ 1 1 1 1 \J \J LJ \^ 1 \^ 1 III. 


VSSOTG 1 


p 


Internal Ground for USB OTG PHY 

1 1 1 LOI 1 1 Cll \^ 1 1 1 Wi \J \J LJ \^ 1 \^ 1 III 


VSSPERI 


p 


10 ground for USB HOST, SDMMC, Host l/F, LCD, PCM, External l/F and 
System Controller 


VSSAPLL 


p 


Ground for APLL core 


VSSMPLL 


p 


Ground for MPLL core 


VSSEPLL 


p 


Ground for EPLL core 


VSSADC 


p 


Ground for ADC core 


VSSDAC 


p 


Ground for DAC core 


VSSSS 


p 


Ground for SS 



NOTES: 

1 . 10 stands for input/output. 

2. AI/AO stands for analog input/output. 

3. ST stands for Schmitt-trigger. 

4. P stands for power. 



^^^^^ 
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2.1 MEMORY SYSTEM BLOCK DIAGRAM 



Table 2-1 Address map. 



Start 


End 


Int. 


stepping 


SROM 


One 


One 


DRAM 


Address 


Address 


ROM 


Stone 


Ctrl. 


NAND 


NAND 


Ctrl 1 








(NAND Ctrl.) 




Ctrl. 0 


Ctrl. 1 




0x00000000 


0X07FFFFFF 


0^ 




0^ 


0^ 






0x08000000 


OxOBFFFFFF 


0 












OxOCOOOOOO 


OxOFFFFFFF 




0 










0x10000000 


0X17FFFFFF 






0 








0x18000000 


OxIFFFFFFF 






0 








0x20000000 


0X27FFFFFF 






0^ 


0^ 






0x28000000 


0X2FFFFFFF 






0^ 




0^ 




0x30000000 


0X37FFFFFF 






0 








0x38000000 


0X3FFFFFFF 






0 








0x40000000 


0X47FFFFFF 














0x48000000 


0X4FFFFFFF 














0x50000000 


OxSFFFFFFF 












0 


0x60000000 


0X6FFFFFFF 












0 



Boxes in thick borders show that the address ranges shown on the first two columns are directed to the 
corresponding memory controllers. Refer to the footnote at the bottom of this table for cases where single address 
range can be directed to multiple memory controllers. 



Note) 641 OX PoP A type doesn't support NAND Flash. Don't care the description regarding NAND Flash. 
641 OX PoP D type doesn't support OneNAND Flash. Don't care the description regarding OneNAND Flash. 



^ Refer to Memory sub-system chapter for details. 



2 



This address range can be assigned to both SROM controller and OneNAND controller. The decision is made 
by System Controller. Refer to Memory sub-system chapter for details. 



^^^^^ 
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S3C6410X supports 32-bit physical address field and that address field can be seperated into two parts, one part 
is for memory, the other part is for pheriperal. 

Main memory is accessed via SPINE bus, and its address range is from OxOOOO_0000 to 0x6FFF_FFFF. This 
main memory part is seperated into four areas, boot image area, internal memory area, static memory area, and 
dynamic memory area. 

Address range of boot image area is from OxOOOO_0000 to 0x07FF_FFFF, but there is no real mapped-memory. 
Boot image area has mirrored image which points a partial region of internal memory area or static memory area. 
Start address of boot image is fixed to OxOOOO_0000. 

Internal memory area is used to access internal ROM and internal SRAM for boot loader, which is also called 
Steppingstone. Start address for each internal memory is fixed. Address range of internal ROM is from 
0x0800_0000 to OxOBFF_FFFF, but real storage is only 32KB. This region is read-only, and can be mapped to 
boot image area when internal ROM booting is selected. Address range of internal SRAM is from OxOCOO_0000 to 
OxOFFF_FFFF, but real storage is only 4KB. 

Address range of static memory area is from Ox1000_0000 to 0x3FFF_FFFF. SROM, SRAM, NOR Flash, 
asyncronous NOR interface device, OneNAND Flash, and Steppingstone can be accessed by this address area. 
Each area stands for a chip select, for example, address range from 0x1 000_0000 to 0x1 7FF_FFFF stands for 
XmOCSn[0]. Start address for each chip select is fixed. NAND Flash and CF/ATA cannot be accessed via static 
memory area, so if any of XmOCSn[5:2] is mapped to NFCON or CFCON, related address region should not be 
accessed. One exception is that if XmOCSn[2] is used for NAND Flash, Steppingstone is mirrored to address 
region from 0x2000_0000 to 27FF_FFFF. 

Address range of dynamic memory area is from Ox4000_0000 to 0x6FFF_FFFF. DMC1 has right to use address 
range from 0x5000_0000 to 0x6FFF_FFFF. Start address for each chip select is configurable. 

Pheripheral is accessed via PERI bus, and its address range is from 0x7000_0000 to 0x7FFF_FFFF. All SFRs 
can be accessed in this address range. Also, if data is needed to transfer from NFCON or CFCON, those data 
should be transferred via PERI bus. 
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2.2 DEVICE SPECIFIC ADDRESS SPACE 



Table 2-2. Device Specific Address Space 



Address 


Size(MB) 


Description 


Note 


OxOOOO_0000 


0x07FF_FFFF 


128MB 


Booting Device Region by XOM Setting 


Mirrored 
Region 


0x0800_0000 


OxOBFF_FFFF 


d4I\/Id 


Internal HUM 




UXUUUU_UUUU 


UXUrrr_rrrr 


d4IVId 


Stepping Stone (Boot Loader) 




0x1 000_0000 


0x17FF_FFFF 


1 ^OlVlD 


oiiwIVIU DaHKU 




0x1800_0000 


Ox1FFF_FFFF 


128MB 


SROMC Banl< 1 




0x2000_0000 


Ox27FF_FFFF 


128MB 


SROMC Banl< 2 




0x2800_0000 


Ox2FFF_FFFF 


128MB 


SROMC Banl< 3 




0x3000_0000 


0x37FF_FFFF 


128MB 


SROMC Banl< 4 




0x3800_0000 


0x3FFF_FFFF 


128MB 


SROMC Banl< 5 




0x4000_0000 


Ox47FF_FFFF 


128MB 


Reserved 




0x4800_0000 


Ox4FFF_FFFF 


128MB 




0x5000_0000 


0x5FFF_FFFF 


256MB 


DRAM Controller of the Memory Porti 




0x6000_0000 


0x6FFF_FFFF 


256MB 





^^^^^ 
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Table 2-3. AHB Bus Memory Map 



Address 


Dp^crintion 


Note 


nx7nnn nnnn 


nx7nf)F FFFF 

vy A 1 \J\J\ 1 1 1 1 


SROM SFR 




0x701 n 0000 


0x701 F FFFF 

vy A 1 \J \ \ 1 1 1 1 


OneNAND SFR 




0x7020 0000 


0x702F FFFF 

Vy A / vy ^ 1 1 1 1 1 


MFPON ^FR 




0x70'^0 0000 

WA / WOW W W W W 


0x70'^F FFFF 

vy A 1 \J\J\ 1 1 1 1 


CFCON SFR 




UX / UH-U uuuu 


UX / u r r r r r r 














0x7100 0000 


0x71 OF FFFF 

Vy A 1 \ \J\ 1 1 1 1 


T7ipn 




nvTim nnnn 
UX / 1 1 u uuuu 


nvTI 1 F FFFF 
UX/ 1 1 r rrrr 


T7IP1 




nY7i9n nnnn 
UX/ 1 ^lU uuuu 


nY719F FFFF 
UX/ \ c.\ rrrr 


Vim 




0x71 ?0 0000 

V/A / 1 OVJ V/VJVJV/ 


0x71 ?F FFFF 

Vy A / 1 0 1 1 1 1 1 






0x7140 0000 


nyy-ipp FFFF 

Vy A /III 1 1 1 1 














0x7200 0000 

WA / ^ W W W W W W 


0x72FF FFFF 

Vy A 1^11 1 1 1 1 


FIMH-'^n^F ^FR 




0x7'^00 0000 

WA / O W W W W W W 


0x7'^0F OFFF 

VyA / OVyl VyI 1 1 


FTB Mpmnrv 

1 1 V 1 ^ 1 1 1 1 y 




0x7310 0000 


0x731 F FFFF 

\j /\ i \j II 1 1 1 1 


FTB Rpni<^tpr9 




0x7'^20 0000 


Qyyopp FFFF 

VyA /Oil 1 1 1 1 


Rpcpr\/prl 












0x7400 0000 


0x740F FFFF 

V/xV # ^T\J I 1 1 1 1 


Indirect Host l/F 




0x7410 0000 

\JA.I T- 1 \J \J\J\J\J 


0x741 F FFFF 

VyA / "-r 1 1 1 1 1 1 


Dirprt Host l/F 

l-/II^VyL 1 IV^OL 1/ 1 




0x7420 0000 


0x742F FFFF 


Rpoprx/pH 

1 l^O^I V^\J 




0x7430 0000 


0x743F FFFF 


USB Host 




0x7440 0000 


0x744F FFFF 

VyA / '-r'-rl 1 1 1 1 


MDP l/F 

1 Vl 1 1/ 1 




0x7450 0000 


0x74FF FFFF 

\j /\ 1 r II 1 1 1 1 


Rpoprx/pH 

1 l^O^I VO\J 












0x7500 0000 


0x750F FFFF 


DMAO 

■_/ 1 V i#\vy 




0x751 0_0000 


0x751 F_FFFF 


DMA1 




0x7520 0000 


0x752F FFFF 

\J /\ i kJ^^I I I I I 


Reserved 




0x7530_0000 


0x753F_FFFF 


Reserved 




0x7540_0000 


0x75FF_FFFF 


Reserved 












0x7600_0000 


0x760F_FFFF 


Reserved 




0x761 0_0000 


0x761 F_FFFF 


2D Graphics 




0x7620_0000 


0x762F_FFFF 


TV Encoder 




0x7630_0000 


0x763F_FFFF 


TV Scaler 




0x7640_0000 


0x76FF_FFFF 


Reserved 
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0x7700_0000 


0x770F_FFFF 


Post Processor 




0x771 0_0000 


0x771 F_FFFF 


LCD Controller 




0x7720 0000 


0x772F FFFF 


Rotator 




0x7730_0000 


0x77FF_FFFF 


Reserved 












0x7800 0000 


0x783F FFFF 


Camera l/F 

x^LAI 1 Iwl wi 1/ 1 




0x7840_0000 


0x787F_FFFF 


Reserved 




0x7880 0000 


0x78BF FFFF 


JPEG 




0x78C0_0000 


0x78FF_FFFF 


Reserved 












0x7900 0000 


0x79FF FFFF 

# \j II 1 1 1 1 


Reserved 




0x7A00_0000 


0x7AFF_FFFF 


Reserved 




0x7B00_0000 


0x7BFF_FFFF 


Reserved 












0x7C00_0000 


0x7C0F_FFFF 


USB OTG 




0x7C10 0000 


0x7C1F FFFF 


USB OTG SFR 




0x7C20_0000 


0x7C2F_ FFFF 


SD-MMC Controller 0 (High-Speed/CE-ATA) 




0x7C30_0000 


0x7C3F_ FFFF 


SD-MMC Controller 1 (High-Speed/CE-ATA) 




0x7C40 0000 


0x7C4F FFFF 

\j /\ t \^ ri 1 1 1 1 


SD-MMC Controller 2 (Hiah-Soeed/CE-ATA) 

\^ Li>/ 1 V 1 1 V 1 \^\^ 1 1 L 1 1 1 w 1 \ 1 11 1 1 Vm/ ky w \^ #1 1 #1 f 




0x7C50_0000 


0x7C5F_ FFFF 


Reserved 












0x7D00_0000 


0x7D0F_FFFF 


D&l (Security Subsystem Config) SFR 




0x7D10_0000 


0x7D1F_FFFF 


AES_RX 




0x7D20 0000 


0x7D2F FFFF 


DES RX 




0x7D30_0000 


0x7D3F_FFFF 


HASH (SHA/PRNG)_RX 




0x7D40_0000 


0x7D4F_ FFFF 


RX FIFO SFR 




0x7D50_0000 


0x7D5F_ FFFF 


AES_TX 




0x7D60_0000 


0x7D6F_ FFFF 


DES_TX 




0x7D70_0000 


0x7D7F_ FFFF 


HASH(SHA/PRNG)_TX 




0x7D80_0000 


0x7D8F_ FFFF 


TX FIFO SFR 




0x7D90_0000 


0x7D9F_ FFFF 


RX_FIFO 




0x7DA0_0000 


0x7DAF_ FFFF 


TX_FIFO 




0x7DB0_0000 


0x7DBF_ FFFF 


SDMAO 




0x7DC0_0000 


0x7DCF_ FFFF 


SDMA1 
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Table 2-4. APB Bus Memory Map 



Address 


Dp^crintion 


Note 


nx7Enn nnnn 


nx7Enf) nFFF 

vy A / ^vyvy vyi 1 1 


RESERVED 




0x7E00 1000 


0x7E00 1FFF 


DMC1 SFR 

1 V 1 1 1 I 




nx7Enn 2nnn 


nx7Fnn 2FFF 

VyA/ ^vyvy ^1 1 1 


MFC SFR 

1 V 1 1 \J \J 1 1 I 




nx7Enn '^nnn 

WA / 1 — \J\J \J\J\J\J 


nx7Fnn '^fff 

VyA/ ^VyVy Ol 1 1 


AXI SYS 




0x7E00 4000 


0x7E00 4FFF 


Watrh-Dnn Timpr 

V V dLVyl 1 Vy VJ 1 1 1 1 1^ 1 




\JA.I l—\J\J \J\J\J\J 


nx7Fnn ^fff 

VyA/ 1 \J\J \Jl 1 1 


RTC 




0x7E00 6000 


0x7E00 6FFF 


HSI TX 




ny7Fnn 7nnn 

V/A / l_V/VJ / V/V/VJ 


nx7Fnn 7FFF 

VyA / 1 \J\J /III 


HIS RX 




V/A / l_V/VJ KJ\J\J\J 


nx7Fnn rfff 

VyA/ 1 \J\J KJl 1 1 


AXI PERI 

r\/\ 1 1 ^ 1 1 1 




0x7E00 9000 


0x7E00 9FFF 

vy/x # ^.vyvy vy 1 1 1 


AXI SFR 

r\/\ 1 vj 1 1 I 




0x7E00 AOOO 


0x7E00 AFFF 


Kpvnad l/F 




0x7E00 BOOO 


0x7E00 BFFF 


ADC/Touch Screen 




0x7E00 COOO 

\j y\ i vy vy >-/ vy vy vy 


0x7E00 CFFF 


ETM 




0x7E00 DOOO 

\J /\ i vy vy Lm/ vy vy vy 


0x7E00 DFFF 


E-Fu<5ed reaister of the SECURE KEY 

I— 1 LJOwV>l IwVJIOLwl VyI Lllw \J I— \^ \J 1 1 1— 1 \^ 1 




0x7E00 EOOO 

vy y\ 1 1— vy vy i— vy vy vy 


0x7E00 EFFF 


CHIP ID 




0x7E00 FOOO 

vy /\ / 1— vy vy i vy vy vy 


0x7E00 FFFF 


5^\/<^tpm Cnntrnllpr 

oyoLOiii wvyi III vyiiwi 




0x7E01 0000 

vy/x # I— vy 1 v/v/vyvy 


0x7EFF FFFF 

vy /\ # II 1 1 1 1 


Reserved 

1 LVywvyi V Vy\.^ 












0x7F00 0000 

vy y\ / 1 vy vy v/vyv/vy 


0x7F00 OFFF 

vy xx # 1 vy vy vy 1 1 1 


TZPC 




vyA / 1 w vy 1 vy vy vy 


nx7Fnn 1 fff 

VyA / 1 Vy Vy 1 1 1 1 


AC97 




0x7F00 2000 

\j /\ i 1 vy vy vy vy vy 


0x7F00 2FFF 


I2S ChO 

1 \j \j 1 1 Vy 




0x7F00 3000 

vy /\ / 1 vy vy v^vyvyvy 


0x7F00 3FFF 

vy/\ # 1 vyvy \J t 1 1 


I2S Ch1 




nx7Fnn 4nnn 

vy A / 1 \J \J T^vy vy vy 


nx7Fnn 4FFF 

VyA/ 1 Vyvy ^1 1 1 


I2C 




0x7F00 5000 

vy /\ / 1 vy vy w vy vy vy 


0x7F00 5FFF 

vy/\ # 1 vyvy vy 1 1 1 


DART 




\JA.I 1 VyVy UvyVyVJ 


nx7Fnn rfff 

VyA / 1 \J\J \Jl 1 1 


PWM Timpr 

1 VVIVI 1 llll^l 




0x7F00_7000 


0x7F00_7FFF 


IrDA 




0x7F00_8000 


0x7F00_8FFF 


GPIO 




0x7F00_9000 


0x7F00_9FFF 


PCM ChO 




0x7F00_A000 


0x7F00_AFFF 


PCM Ch1 




0x7F00_B000 


0x7F00_BFFF 


SPIO 




0x7F00_C000 


0x7F00_CFFF 


SPI1 




0x7F00_D000 


0x7F00_DFFF 


I2S V40 












0x7F00_F000 


0x7F00_FFFF 


I2C1 
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This chapter describes the functions and usage of system controller in S3C6410X RISC microprocessor. 
3.1 OVERVIEW 

The System Controller consists of two parts; System Clock Control and System Power-management Control. The 
System Clock Control logic in S3C6410X generates the required system clock signals, ARMCLK for CPU, HCLK 
for AXI/AHB-bus peripherals, and PCLK for the APB bus peripherals. There are three PLLs in S3C6410X. One is 
for ARMCLK only. Second is for HCLK and PCLK. The third thing is for peripheral, especially for audio related 
clocks. The clock control logic generates slow-rate clock-signals for ARMCLK, HCLK and PCLK by bypassing 
externally supplied clock sources. The clock signal to each peripheral block can be enabled or disabled by 
software control to reduce the power consumption. 

In the power control logic, S3C6410X has various power management schemes to keep optimal power 
consumption for a given task. The power management in S3C6410X consists of four modes: General Clock 
gating mode, IDLE mode, STOP mode, and SLEEP mode. 

General Clock Gating mode is used to control the ON/OFF of clocks for internal peripherals in S3C6410X. You 
can optimize the power consumption of S3C6410X using this General Clock Gating mode by supplying clocks for 
peripherals that are required for a certain application. For example, if a timer is not required, then you can 
disconnect the clock to the timer to reduce power. 

IDLE mode disconnects the ARMCLK only to CPU core while it supplies the clock to all peripherals. By using 
IDLE mode, the power consumed by the CPU core is reduced. 

STOP mode freezes all clocks to the CPU as well as peripherals by disabling PLLs. The power consumption is 
only due to the leakage current in S3C641 OX. 

SLEEP mode disconnects the internal power. Therefore, the power consumption due to CPU and the internal 
logic except the wakeup logic will be zero. In order to use the SLEEP mode two independent power sources are 
required. One of the two power sources supplies the power for the wake-up logic. The other one supplies the 
other internal logic including CPU, and must be controlled in order to be turned ON/OFF. In SLEEP mode, the 
second power supply source for the CPU and internal logic will be turned off. 

A detailed description of the power-saving modes such as the entering sequence to the specific power-down 
mode or the wake-up sequence from a power-down mode is explained in the following Power Management 
section. 
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3-2 FEATURES 

The System Controller includes the following features: 

Three PLLs: ARM PLL, main PLL, extra PLL (for the modules those use special frequency) 
Five power-saving mode: NORMAL, IDLE, STOP, DEEP-STOP, and SLEEP 
Six controllable power domain: domain-G, domain-V, domain-!, domain-P, domain-F, domain-S 
Control operating clocks of internal sub-blocks 
Control bus priority 



3-3 FUNCTIONAL DESCRIPTION 

This section describes the functionality of S3C6410X system controller. It covers the clock architecture, reset 
scheme, and power management modes. 

3.3.1 HARDWARE ARCHITECTURE 

Figure 3-1 illustrates S3C6410X block diagram. S3C6410X consists of ARM1 176 processor, several media and 
graphic co-processors and various peripheral IPs. ARM1 176 processor is connected to several memory 
controllers through 64-bit AXI-bus. This is done to meet bandwidth requirements. Media and graphic co- 
processors, which include MFC (Multi-Format Codec), JPEG, Camera interface, TV encoder, 3D accelerator and 
etc, are divided into six power domains. The six power domain can be controlled independently to reduce 
unwanted power consumption when the IPs is not required for an application program. 



DOMAIN-G DOMAIN-V DOMAIN-I 



DOMAIN-P 
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Figure 3-1. S3C6410X block diagram 
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3.3.2 CLOCK ARCHITECTURE 

Figure 3-2 illustrates the block diagram of the clock generation module. The clock source selects between an 
external crystal (XXTIpll) and external clock (XEXTCLK). The clock generator consists of three PLLs (Phase 
Locked Loop) which generate high frequency clock signals up to 1 .6GHz. 



MUXapll 



DIVapll 



DIVIDER 




(1-16) 






1 CLKMMC 
CL-KMMC 
CLKMMC 





DIVIDER 




(1-16) 


MUXuHOST 




DIVIDER 


y 


(1-16) 



Figure 3-2. The block diagram of clock generator 
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3.3.3 CLOCK SOURCE SELECTION 

Internal clocks will be generated using external clock source as illustrated in Table 3-1 . The OM[4:0] pins 
determines the operating mode of S3C6410X when the external reset signal is asserted. As described in the 
table, the OM[0] selects the external clock source, i.e., if the OM[0] is 0, the XXTIpll (external crystal) is selected. 
Otherwise, XEXTCLK is selected. 



Table 3-1. Device operating mode selection at boot-up 



XSELNAN 
D 


OM[4:0] 


GPN[15:13 
] 


Boot Device 


Function 


Ciock Source 


1 


oooox 






RESERVED 




1 


0001 X 




11 [_0 [— 11 V [_ LJ 


RESERVED 




1 


001 ox 




RESERVED 




1 


001 IX 






RESERVED 




X 


0100X 


XXX 


SR0M(8bit) 






X 


0101X 




SR0M(16bit) 






0 


oil ox 




OneNAND^' 


Don't use NAND Device 




X 


0111X 




MODEM 


Don't use XmOCSn2 for 
SROMC 


XXTIpll if OM[0] is 0. 
XEXTCLK if OM[0] is 


X 




000 




SD/MMC(CHO) 


1. 


0 




001 




OneNAND 








010 




NAND(512Byte, 3-Cycle) 






mix 


oil 


IROM^' 


NAND(512Byte, 4-Cycle) 






100 


NAND(2048Byte, 4-Cycle) 








101 




NAND(2048Byte, 5-Cycle) 








110 




NAND(4096Byte, 5-Cycle) 




X 




111 




SD/MMC(CH1) 





Note 1) Only 641 OX PoP D type doesn't support OneNAND booting. 



Note 2) 641 OX PoP A type doesn't support IROM booting based on NAND Flash. 641 OX PoP D type doesn't 
support IROM booting based on OneNAND Flash. 

The operating mode is mainly classified into six categories according to the boot device. The boot device can be 
among SROM, NOR, OneNAND, MODEM and Internal ROM. When NAND Flash device is used, XSELNAND pin 
must be 1 , even if it is used as boot device or storage device. When OneNAND Flash device is used, XSELNAND 
must be 0, even if it is used as boot device or storage device. When NAND/OneNAND device is not used, 
XSELNAND can beOorl. 

3.3.4 PHASE LOCKED LOOP (PLL) 

Three PLLs within S3C6410X, APLL, MPLL, and EPLL, synchronizes an output signal with a reference input clock 
in operating frequency and phase. In this application, it includes the following basic blocks as illustrated in Figure 
3-3. The Voltage Controlled Oscillator (VCO) generates the output frequency proportional to input DC voltage. 
The pre-divider divides the input frequency (FIN) by P. The main divider divides the VCO output frequency by M, 
which is input to Phase Frequency Detector (PFD). The post scaler divides the VCO output frequency by S. The 
phase difference detector calculates the phase difference and the charge pump increases / decreases the output 
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voltage. The output clock frequencies of each PLL can be calculated 



AVDD12D AVSS12D AVBBD 



DVSS12D 



FIN 



Pre-Divider 



P[5 
M[9:0] 
P[5:0] 
S[2:0] 



RESETB 
► 

BYPASS 
► 
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Frequency 
Detector 



UP 






UPB 




DN 




DNB 







Charge 
Pump 



Vctrl 

IT 



XT 

AVSS12A 



Voltage 
Controlled 
Oscillator 



Main-Divider 



M[9:0r|, 



Fvco 



Scaler 



S[2:0] 



FREF. 



FFB 



FOUT, 



BYPASS 



AVDD12A AVSS12A 



AVBBA 



Figure 3-3. PLL block diagram (APLL, MPLL only) 
3.3.4.1 Clock selection between PLLs and input reference clock 

Figure 3-4 illustrates the clock generation logic. S3C6410X has three PLLs which are APLL for ARM operating 
clock, MPLL for main operating clock, and EPLL for special purpose. The operating clocks are divided into three 
groups. The first thing is ARM clock, which is generated from APLL. MPLL generates the main system clocks, 
which are used for operating AXI, AHB, and APB bus operation. The last group is generated from EPLL. Mainly, 
the generated clocks are used for peripheral IPs, i.e., UART, IIS, IIC, and etc. 
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SYNC667 

0 
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DOUTapll 
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-MOUTmpll- 



tj 
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oh 
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0 


V 
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All IPs connected to 
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special clocks 
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Figure 3-4. Clock generation from PLL outputs 
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The lowest three bits of CLK_SRC register control the source clocks of three groups. When the bit has 0, then the 
input clock is bypassed to the group. Otherwise, the PLL output will be applied to the group. 

3.3.4.2 ARM and AXI/AHB/APB bus clock generation 

ARM1176 processor of S3C6410X runs up to maximum 667MHz. The operating frequency can be controlled by 
the internal clock divider, DIVarm, without changing PLL frequency. The divider ratio varies from 1 to 16. ARM 
processor decreases the operating speed to reduce power dissipation. 

S3C6410X consists of AX! bus, AHB bus, and ARB bus to optimize the performance requirements. Internal IRs 
are connected to appropriate bus systems to meet their I/O bandwidth and operating performance. When they are 
attached to AXI bus or AHB bus, the operating speed can be up to maximum 133MHz. While they are attached to 
ARB bus, the maximum operating speed can be up to 66MHz. Moreover, the bus speed between AHB and ARB 
has high dependency to synchronize data transmission. Figure 3-5 illustrates the part of bus clock generation to 
meet the requirements of bus system clocks. 
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I > 
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DIVp, 



DIVc, 
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Figure 3-5. ARM and Bus clock generation 



HCLKX2 clocks are supplied to two DDR controllers, DDRO and DDR1 , of S3C6410X. The operating speed can 
be up to maximum 266MHz to send and to receive data through DDR controllers. Each HCLKX2 clock can be 
masked independently to reduce redundant power dissipation on clock distribution network when the operation is 
not required. All AHB bus clocks are generated from DIVhclk clock divider. The generated clocks can be masked 
independently to reduce redundant power dissipation. HCLK_GATE register controls the mask operation of 
HCLKX2 and HCLK. 

Low-speed interconnection IPs transfer data through ARB bus system. ARB clocks of them are running at up to 
66MHz as described in the above section and generated from DIVrclk clock divider. They are also masked using 
PCLK_GATE register. As described, the frequency ratio between AHB clock and ARB clock must be an even 
integer value. For example, if DIVhclk has 1 of CLK_DIV0[8], then DIVrclk must be 1 , 3, ... of CLK_DIV0[1 5:1 2]. 
Otherwise, the IRs on ARB bus system cannot transfer data correctly. 
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JPEG and security sub-system on AHB bus system cannot be running at 133MHz.AHB clocks are independently 
generated with DIVclkjpeg and DIVclksecur- Therefore, they have same constraints as APB clock, i.e., the 
operating frequency ratio must be even number (DIVclkjpeg and DIVclksecur must be 1 , 3, ... of CLK_DIV0[27:24] 
and CLK_DIV0[19:18], respectively). 

Table 3-2 illustrates the recommended clock divider ratio. 



Table 3-2. Typical value setting for clock dividers (SFR setting value / output frequency) 



APLL 


MPLL 


DIVarm 


DIVhclKX2 


DIVhclk 


DIVpcLK 


DIVclkjpeg 


DIVclksecur 


266MHz 


266MHz 


0 / 266MHz 


0 / 266MHz 


1 / 
133MHz 


3 / 66MHz 


3 /66MHz 


3 / 66MHz 


400MHz 


266MHz 


0/ 400MHz 


0 / 266MHz 


1 / 
133MHz 


3 / 66MHz 


3/66MHZ 


3 / 66MHz 


533MHz 


266MHz 


0 / 533MHz 


0 / 266MHz 


1 / 
133MHz 


3 / 66MHz 


3 /66MHz 


3 / 66MHz 


667MHz 


266MHz 


0 / 667MHz 


0 / 266MHz 


1 / 
133MHz 


3 / 66MHz 


3/66MHZ 


3 / 66MHz 



The divider for ARM independently uses the output clock of APLL and there is no constraint for clock divider value 
as described in the above table. 



3.3.4.3 MFC clock generation 

The MFC block requires a special clock in addition to HCLK and PCLK. The additional clock is generated as 
shown in Figure 3-6. 
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Figure 3-6. MFC clock generation 

The source clock is selected between HCLKX2 and MOUTepll- The operating clock is divided using HCLKX2. The 
operating frequency of HCLKX2 is fixed as 266MHz by default. Thus, CLK_DIV0[31 :28] must be 4'b0001 to 
generate 133MHz. When MFC is not required full-performance, there are two way to decrease the operating 
frequency. The first way is to use output clock of EPLL when CLK_SRC[4] is set 1 . Generally, EPLL is used for 
audio clocks and the output clock will be lower than output frequency of MPLL. Another way is to adjust clock 
divider ratio of CLK_DIV0[31 :28]. Using this value, the lower frequency can be applied to MFC block using 
CLK_SRC[4] field to reduce redundant power dissipation. Since the output frequency of EPLL is independent of 
HCLKX2 or HCLK. 
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3.3.4.4 Camera l/F clock generation 

Figure 3-7 illustrates the clock generator for the camera interface. All data for camera interface is 
transferred/received based on this clock. The maximum operating clock is up to 133MHz. 
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Figure 3-7. Camera l/F clock generation 
3.3.4.5 Clock generation for display (POST, LCD, and scaler) 

Figure 3-8 illustrates the clock generator for display blocks. Usually LCD controller requires image post-processor 
and scaler logic. The operating clocks can be independently controlled with this clock generator. CLKLCD and 
CLKPOST are connected to LCD controller and post-processor, respectively, within domain-F. CLKSCALER is 
connected to scaler block within domain-P. 
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Figure 3-8. Display clock generation 
3.3.4.6 Clock generation for audio (IIS and PCM) 

Figure 3-9 generates special clocks for audio interface logics, which include IIS and PCM. S3C6410X has two IIS 
channels and two PCM channels. It supports only two channels at any time. Generally, EPLL generates one 
special clock for an audio interface. If S3C6410X requires two independent clock frequency, i.e., there is no 
integer relationship between two audio interfaces, the remaining clock can be supplied directly through external 
oscillators or using MPLL. 
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Figure 3-9. Audio clock generation 
3.3.4.7 Clock generation for UART, SPI, and MMC 

Figure 3-10 illustrates the clock generator for UART, SPI and MMC. There is one additional clock source, 
CLK27M, to give more flexibility. 
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Figure 3-10. UART/SPI/MMC clock generation 
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3.3.4.8 Clock generation for IrDA, USB host 

Figure 3-1 1 illustrates the clock generator for IrDA and USB host. Usually USB interface requires 48MHz 
operating clock and the direct 48MHz path from USB-OTG is inserted for this purpose as illustrated in Figure 3- 
11. 
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Figure 3-11. IrDA/USB host clock generation 



3.3.4.9 Clock ON/OFF control 

As illustrated in the above figures, HCLK_GATE, PCLK_GATE, and SCLK_GATE control the clock operation. If a 
bit is set, the corresponding clock will be supplied through each clock divider. Otherwise, it will be masked. 

HGLK_GATE controls HOLK for each IPs. The AHB interface logic of each IP is masked independently to reduce 
dynamic power consumption. PGLK_GATE controls PCLK for each IPs. Certain IPs requires special clocks to 
operate correctly. The clocks are controlled by SCLK_GATE. 

3.3.4.10 Clock output 

S3C6410X has clock output port, which generate internal clock. This clock is used for regular interrupt or 
debugging purpose. For more information, please refer to CLK_OUT register. 



3.3.5 SYNCHRONOUS 667MHZ OPERATING MODE 

The clock ratio between ARMCLK and HCLK must be integer to use synchronous interface between ARM core 
and AXI bus interface. S3C6410X does not have any limitation up to 533MHz synchronous interface, i.e., 
ARMCLK = 533MHz, HCLKX2= 266MHz, HCLK = 133MHz. However, there is some constraints over 533MHz, 
typically 667MHz interface. The supported clock ratio is only 1 :2.5:5 (ARMCLK = 667MHz, HCLKX2=266MHz, 
HCLK = 133MHz). 

3.3.5.1 Clock divider structure 

Figure 3- 12 shows the clock structure to generate ARMCLK, HCLKX2, and HCLK. As shown in Figure 3- 12, 
clock divider consists of two parts, pre-dividers and post divers. There are two pre-dividers to divide by 2 and 5, 
which are fixed and not software configurable. The post-dividers can be configured by software using CLK_DIVO 
register. When SYNC667MHz of MISC_CON is set, two pre-dividers are running and generated divided clocks 
from APLL output. If FOUT of APLL is 1 .33MHz, then the pre-divider output of ARMCLK side is 667MHz, and that 
of HCLK side is 266MHz. In this way, the input clock frequency of post-dividers can be lowered. The input clocks 
of post-dividers are divided by configuration of CLK_DIVO register. 



3-10 



ELECTRONICS 



6410X_UM 



SYSTEM CONTROLLER 



EXTCL 



F0UT=1. 33GHz 



APLL 



I- MPLL 



iZ I T I 1 1 ^ I DIVIDE^V1J\ 

1 L- l 1/2 M J I (116) [— 



MISC_CON[19] 



ARMCLK 
(6MHz) 



\ (1~16) I (1 



HCLKX2 
(2.4MHz) 



HCLK 
2MHz) 



Figure 3-12 Clock divider structure 



3.3.5.2 Transition to synchronous 667MHz operating mode 

S3C6410X can be use synchronous 667MHz operating mode through the following 5 steps. 

1 . STEP1 -Normal operating mode: SYNC667 field is cleared and there is no limitation for clock dividers. 
Typical clock divider ratio will be 1 :2:4. (ARMCLK = 533MHz, HCLKX2 = 266MHz, HCLK = 133MHz) 
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2. STEP2-0SC mode: before set SYNC_667MHZ field, the operating clock of S3C641 OX must be external 
oscillator, (set APLL_SEL of CLK_SRC as '0') Clock divider ratio is unchanged, but the operating 
frequencies are 12MHz, 6MHz, and 3MHz. 
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3. STEP3-DIV112 mode: in this step, clock divider ratio must be set as 1 :1 :2 from 1 :2:4. 
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4. STEP4-SYNC667 low frequency mode: set SYNC_667MHZ field. Now, overall clock divider ratio will be 
2:5:1 0. If input oscillator is 1 2MHz, then ARMCLK, HCLKX2, and HCLK will be 6MHz, 2.4MHz, and 
1.2MHz (2:5:10), respectively. 
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5. STEP5-SYNC667 mode: if FOUT of APLL is 1 .33GHz, then the output will be 667MHz, 266MHz, and 
133MHz. S3C6410X runs at 667MHz synchronous interface mode. 



PHASES: F0UT=1. 33GHz, 2:5:10 

HCLK 



— CD 

DIVIDER S^ I — . 
(1-16) I 




HCLK 
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When exiting from SYNC667 mode, the sequence is reverse order (from STEPS to STEP1). 

3.3.5.3 Limitation of synchronous 667MHz operating mode 

There are some limitations as follows when S3C6410X runs at SYNC667 mode. 

• Cannot use other clock divider ratio at SYNC667 mode. The fields, ARM_RATIO, HCLKX2_RATI0, and 
HCLK_RATIO of CLK_DIVO must be 0x0, 0x0, and 0x1 , respectively. 

• Use asynchronous interface mode at SYNC667 mode if ARM_RATIO, HCLKX2_RATI0, and HCLK_RATIO of 
CLK_DIVO are different values from 0x0, 0x0, and 0x1 . 

• Cannot use DVFS(Dynamic Voltage Frequency Scale) at synchronous interface mode. As described the 
above, SYNC667 mode does not support dynamic clock ratio change. Interface mode must be asynchronous 
interface mode before changing clock divider ratio. 

• Cannot enter into STOP/D-STOP/SLEEP mode. The SYNC667 mode must be cleared before entering into 
STOP/D-STOP/SLEEP mode. 

3.3.6 LOW POWER MODE OPERATION 

S3C6410X supports low power application through low power mode operation as illustrated in Table 3-3. There 
are four power states, which are normal state, retention state, power gating state, and power off state. All internal 
logics including F/Fs and memory are running at normal state. Retention state reduces unwanted power 
consumption during STOP/DEEP-STOP mode, however, retains previous states and supports fast wake-up time 
from STOP/DEEP-STOP mode. Some blocks, which are DOMAIN-G, DOMAIN-V, DOMAIN-!, DOMAIN-P, 
DOMAIN-F, and DOMAIN-S, have no state retention feature. They can be power gating to reduce power 
consumption through an internal power switch circuitry. The response time of the internal circuitry, about several 
usee, is faster than that of an external power regulator. In SLEEP mode, an external regulator will be OFF to 
reduce power consumption and S3C6410X minimizes power consumption and lose all information except ALIVE 
and RTC block. Table 3-3 summarizes four power states for S3C641 OX. 



Table 3-3. Four power states for S3C6410X 



State 


External regulator 


Internal F/F 


Internal Memory 


Normal 


ON 


Normal operation 


Normal operation 


Retention 


ON 


Retain previous state 


Retain previous state 


Power gating 


ON 


Lost previous state 


Lost previous state 


Power off 


OFF 


Lost previous state 


Lost previous state 
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3.3.6.1 Power domain in S3C6410X 

S3C6410X consists of several power domains as illustrated in Figure 3-12. Sub-power domains, DOMAIN-G, 
DOMAIN-V, DOMAIN-!, DOMAIN-P, DOMAIN-F, and DOMAIN-S, are controlled by NORMAL_CFG and 
STOP_CFG. When S3G6410X runs at NORMAL or IDLE mode, NORMAL_CFG controls them. If the controlled 
bit is clear, corresponding block changes power-gating mode and lost previous state. Therefore, user software 
must store internal state before clearing the corresponding bit. When S3C6410x changes to STOP or DEEP- 
STOP mode, sub-power domains automatically change to power-gating mode. 

STOP_CFG only controls ARM1176 and top module. If user software requires fast response time, the memory 
and logic of ARM1 1 76 must be set and retained during STOP mode. In this case, the logic power of top block 
must be set and the memory power of top block can be configured. Otherwise, S3C641 OX may not return to the 
previous state. ARM1 1 76 leakage current can be minimized when ARM1 1 76 power is OFF (bit 29 and 1 7 of 
STOP_CFG are '0'.) This configuration is called as DEEP-STOP mode. The software must store program status 
information including internal registers, CPSR, SPSR and etc, before going to DEEP-STOP mode. 

3.3.6.2 NORMAL/IDLE mode 

In NORMAL mode, ARM1176 core, media co-processors, and all peripherals can operate fully. Typical system- 
bus operating frequency is up to 133MHz. The clock to each media co-processors and peripherals can be 
stopped selectively by software to reduce power consumption. The ON/OFF clock gating of the individual clock 
source of each IP block is performed by controlling of each corresponding clock enable bit, which is specified by 
HCLK_GATE, PCLK_GATE, and SCLK_GATE configuration registers. 

In IDLE mode, ARM1176 is stopped without any change of other IPs. Typically, ARM1176 waits a wake-up event 
to return to NORMAL mode. 

All IPs can run at maximum operating frequency at NORMAL/IDLE mode. When some IPs is not required to run, 
S3C6410X can cut supply power using internal power-gating circuitry. As illustrated in Figure 3-12, five power 
domains can be independently controlled with NORMAL_CFG configuration register. When all functional IPs are 
not required to run, software can cut supply power of the corresponding power domain, which is highlighted in 
grey color in Figure 3-12. All internal status of the corresponding domain will be lost after the corresponding power 
domain is OFF. Therefore, user software must store all information, which is required to restore internal state. 
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Figure 3-13. Power domains at NORMAL/IDLE mode (grey colored domain can be ON/OFF by 

NORMAL_CFG configuration register) 
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3.3.6.3 STOP mode 

In STOP mode, sub-power domains, which are denoted as black boxes, are OFF with internal power-gating 
circuitry as illustrated in Figure 3-13. Other blocks which are denoted by gray boxes and ARM1 176, are retaining 
the previous state (Retention state). Thus, when external wake-up events occur, internal states are recovered 
without software assistance. STOP mode gives fast response time, but requires a little leakage current. (Please 
refer to the electrical specification for the detailed information.) 
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Figure 3-14. Power domains at STOP mode (grey domains represent state-retained domain and black 

domains represent power-gating domain) 



STOP mode entering sequence is as follows: 

1 . User software sets PWR_CFG[6:5] as STOP mode 

2. User software generates STANDBYWFI signal by MCR instruction (MCR pi 5, 0, Rd, c7, cO, 4) 

3. SYSCON requests bus controller to finish current AHB bus transaction. 

4. AHB bus controller sends acknowledge to SYSCON after current bus transaction is completed. 

5. SYSCON requests DOMAIN-V to finish current AXI-bus transaction. 

6. AXI bus controller sends acknowledge to SYSCON after current bus transaction is completed. 

7. SYSCON requests external memory controllers to enter into self-refresh mode, since the contents in the 
external memory must be preserved during STOP mode. 

8. The memory controllers send acknowledges when they are self-refresh mode. 

9. SYSCON changes clock source from PLL output to external oscillator if PLL is used. 

10. SYSCON disables power-gating circuitries to eliminate leakage current, (only applied for DEEP-STOP mode) 

1 1 . SYSCON disables PLL operations and crystal oscillator. 



To exit from STOP mode, all wake-up sources except normal interrupts are available. The wake-up sequence 
from STOP mode is as follows: 

1 . SYSCON asserts reset signal of ARM1 1 76 during transition period to NORMAL mode (only applied for DEEP- 
STOP mode) 

2. SYSCON enables crystal oscillator and wait for oscillator stable period, which is configured by OSC_STABLE. 

3. SYSCON enables clock-gating circuitries to supply operating power and wait for stable time, which is 
configured by MTC_STABLE. (only applied for DEEP-STOP mode) 
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4. SYSCON enables PLL logics and wait for PLL locking period, which is configured by A/M/EPLL_LOCK. 

5. SYSCON changes clock source from external oscillator to PLL output if PLL is used. 

6. SYSCON releases self-refresh mode requests to memory controllers. 

7. The memory controllers send acknowledges when they are ready. 

8. SYSCON releases AXI/AHB bus down request. 

9. SYSCON releases reset signal of ARM1 1 76 (only applied for DEEP-STOP mode) 
3.3.6.4 DEEP-STOP mode 

Most mobile applications require longer standby period and reasonable response time from low power state. 
DEEP-STOP mode is focused for the requirements. External power ON/OFF control generally requires long 
transition time (~3ms). 

Figure 3-14 illustrates the status at DEEP-STOP mode. The black boxes denote power-gating blocks and 
eliminate leakage current during DEEP-STOP mode while top module retains the previous states as STOP mode. 
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Figure 3-15. Power domains at DEEP-STOP mode (ARM11 is OFF and lost internal state) 

Since the entering and exiting sequence is similar to STOP mode, refer to STOP mode sequence for entering and 
exiting sequence of DEEP-STOP mode. 

3.3.6.5 SLEEP mode 

In SLEEP mode, all hardware logics except ALIVE and RTC blocks, are power-OFF using external power- 
regulator. SLEEP mode supports the longest standby period, while user software must store all internal status to 
external storage devices. ALIVE block waits an external wake-up event and RTC stores time information. User 
software can configure wake-up source and the status of I/O pins with GPIO configuration. 



^^^^^^ 



ELECTRONICS 



3-15 



SYSTEM CONTROLLER 



641 OX UM 



DOMAIN I DOMAIN I DOMAIN I DOMAIN I DOMAIN 



AXI (64b) 



MEMSYS 




DOMAIN 
X 



DOMAIN 
T 



AXI (32b) 
APB (32b) 



PERIPHERAL 



DOMAIN 
M 



DOMAIN 
S 



Figure 3-16. Power domains at SLEEP mode (only ALIVE and RTC keep internal state) 

SLEEP mode entering sequence is as follows: 

1 . User software sets PWR_CFG[6:5] as SLEEP mode 

2. User software generates STANDBYWFI signal by MCR instruction (MCR p15, 0, Rd, c7, cO, 4) 

3. SYSCON requests bus controller to finish current AHB bus transaction 

4. AHB bus controller sends acknowledge to SYSCON after current bus transaction is completed. 

5. SYSCON requests DOMAIN-V to finish current AXI-bus transaction. 

6. AXI bus controller sends acknowledge to SYSCON after current bus transaction is completed. 

7. SYSCON requests external memory controllers to enter into self-refresh mode, since the contents in the 
external memory must be preserved during SLEEP mode. 

8. The memory controllers send acknowledges when they are self-refresh mode. 

9. SYSCON changes clock source from PLL output to external oscillator if PLL is used. 

10. SYSCON disables PLL operations and crystal oscillator. 

1 1 . Finally, SYSCON disables an external power source for internal logic by asserting XPWRRGTON pin to low 
state. XPWRRGTON signal controls an external regulator. 

The exiting sequence is as follows: 

1 . SYSCON enables an external power source by asserting XPWRRGTON pin to high state and waits for the 
stable time, which is configured by PWR_STABLE. 

2. SYSCON generates system clocks including HCLK, PCLK, and ARMCLK. 

3. SYSCON releases system reset signals including HRESETn and PRESETn. 

4. SYSCON releases ARM reset signals. 
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3.3.6.6 Wakeup 

Table 3-4 illustrates various wake-up sources from low power state, IDLE, (DEEP) STOP, and SLEEP. According 
to the low power state, different wake-up sources are available. 



Table 3-4. Power mode wake-up sources 



Power mode 


Wakeup sources 






All interrupt sources 






MMCO, MMC1, MMC2 






TS ADC 








External interrupt sources 


IDLE 






RTC Alarm 


STOP 




TICK 






SLEEP 


Keypad interrupt 








MSM (MODEM) 








Battery Fault 








HSI 



3.3.6.7 reset 

S3G6410X has three types of reset signals and SYSGON can place the system into one of three resets. 

• Hardware reset: It is generated by asserting XnRESET. It is an uncompromised, ungated, total and complete 
reset that is used when you do not require information in system any more. It fully initializes all system. 

• Watchdog reset: It is generated by a special hardware block, i.e., watchdog timer. When the system is hanged 
due to an unpredictable software error, the hardware block monitors internal hardware status and generates 
reset signal to escape from this status. 

• Wakeup reset: It is generated when S3G6410X wake up from SLEEP mode. Since internal hardware states 
are not available any more after SLEEP mode, they must be initialized. 

3.3.6.8 Hardware reset 

The hardware reset is invoked when XnRESET pin is asserted and all units in the system (except RTG) are reset 
to pre-defined states. During this period, the following actions occur. 

• All internal registers and ARM1 1 76 core go to the pre-defined reset states. 

• All pins get their reset state. 

• XnRSTOUT pin is asserted when XnRESET is asserted. 

XnRESET is un-maskable and is always enabled. Upon assertion of XnRESET, S3G6410X enters into reset state 
regardless of the previous mode. XnRSET must be held long enough to allow internal stabilization and 
propagation of the reset state to enter proper reset state. 

Power regulator for S3G6410X must be stable prior to the deassertion of XnRESET. Otherwise, it may damage 
S3G6410X and the operation is unpredictable. Figure 3-17 is the timing diagram of power-on reset and pll turn-on 
sequence. 
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Figure 3-17. Power-on reset sequence 



3.3.6.9 Watchdog reset 

Watchdog reset is invoked when a software hang-up. Then, the software cannot initialize a register within WDT 
and WDT makes time-out signals for watchdog reset. As the occurrence of watchdog reset means that system 
has fatal problem, it behaves like external reset except reset status register. During the watchdog reset, the 
following actions occur: 

• All blocks except reset status register in ALIVE block go to their pre-defined reset state. 

• All pins get their reset state. 

• The nRSTOUT pin is asserted during watchdog reset. 

Watchdog reset can be activated in NORMAL and IDLE mode, since WDT can generate time-out signal. It is 
invoked when watchdog timer and reset are enabled. Then, the following sequence occurs: 

1 . WDT generate time-out signal. 

2. SYSCON invokes reset signals and initialize internal IPs. 

3. The reset including nRSTOUT will be asserted until the reset counter, RST_STABLE, is expired. 
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3.3.6.10 Wakeup reset 

Wakeup reset is invoked when S3C6410 is woken-up from SLEEP by a wakeup event. The details are described 
in SLEEP mode section. 



Table 3-5. Register initialization due to various resets 



XnRESET 



Watchdog 



Wakeup from SLEEP 




Block 


Registers 








SYSCON 


PWR_CFG, EINT_MASK, NORMAL_CFG, STOP_CFG, SLEEP_CFG, 
OSC_FREQ, OSC_STABLE, PWR_STABLE, FPC_STABLE, 
MTC_STABLE, OTHERS, WAKEUP_STAT, BLK_PWR_STAT, 
INFORMO, INF0RM1, INF0RM2, INFORMS 


X 


0 


0 


RTC 


RTCCON, TICCNT, RTCALM, ALMSEC, ALMMIN, ALMHOUR, 
ALMDAY, ALMMON, ALMYEAR, RTCRST 


X 


0 


0 


GPIO 


GPICONSLP, GPIPUDSLP, GPJCONSLP, GPJPUDSLP, GPKCONO, 
GPKC0N1, GPKDAT, GPKPUD, GPLCONO, GPLC0N1 , GPLDAT, 
GPLPUD, GPMCON, GPMDAT, GPMPUD, GPNCON, 
GPNDAT,GPNPUD, GPOCON, GPOPUD, GPPCON, GPPPUD, 
GPQCON, GPOPUD, EINTOCONO, EINT0CON1, EINTOFLTCONO, 
EINT0FLTCON1, EINT0FLTCON2, EINT0FLTCON3, EINTOMASK, 
EINTOPEND, SPCONSLP, SLPEN 


X 


0 


0 


Others 




0 


0 


0 



3.3.7 MISCELENEOUS. 

There are several registers to control S3G6410X. S3G6410X consists of several AHB buses and one-AXI 
components. Several master-IPs are connected in AHB buses. Generally, bus utilization is the most important 
performance parameter in a bus system. Since the arbitration scheme and priority heavily affect on it, most bus 
system can configure the scheme and priority. S3C6410X also supports two bus arbitration schemes and several 
priority configurations. AHB_CONx registers control AHB bus arbitration scheme and priority. 

S3C6410X supports TrustZone feature of ARM1176. If DMA operation is not protected properly, the contents of 
external memory will be broken by unprivileged software's. Unprivileged access can be protected by SDMA_SEL. 
The registers within SYSCON have protection scheme using security scheme. Therefore, the access having a 
proper security level can change SDMA_SEL values and protects the access of unprivileged software. 



^^^^^^ 
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3.4 REGISTER DESCRIPTION 

System controller controls PLL, clock generator, the power management part, and other system dependent part. 
This section describe how to control these part using SFR(Special Functional Register) within the system 
controller. 

3.4.1 MEMORY MAP 

The followings highlight the 34 registers within system controller. 



Register 


Address 


R/W 


Description 


Reset Value 


APLL_LOCK 


0x7E00_F000 


R/W 


Control PLL locking period for APLL 


OxOOOO_FFFF 


MPLL_LOCK 


0x7E00_F004 


R/W 


Control PLL locking period for MPLL 


OxOOOO_FFFF 


EPLL_LOCK 


0x7E00_F008 


R/W 


Control PLL locking period for EPLL 


OxOOOO_FFFF 


APLL_CON 


0x7E00_F00C 


R/W 


Control PLL output frequency for APLL 


0x0190_0302 


^/lPl 1 POM 


UX/ tuu_ru 1 U 


ri/ VV 


uoniroi r LL ouipuT Trecjuency lor ivir ll 


UXU^ 1 4_UDUO 




UX/ tuu_ru 14 


ri/ VV 


uoniroi r LL ouipuT Trequency lor tzr ll 


UXUU^U_U 1 u^ 


PPI 1 POM1 


UX / cuu_ru 1 o 


ri/ VV 


uoniroi r LL ouipui Trequency lor tr ll 


uxuuuu_y 1 1 1 


PI IC QRP 


UX / cuu_ru 1 u 


P/\A/ 
ri/ VV 


oeieci ciocK source 


uxuuuu_uuuu 


PI ic ni\/n 

ULI\_UI VU 


UX / tuu_ru^u 


P/\A/ 
ri/ VV 


oei ciocK aiviaer ratio 


UXU 1 UO_ 1 uuu 


PI ic ni\/i 

ULI\_UIV 1 


UX / tuu_ru^4 


P/\A/ 
ri/ VV 


oei ciocK aiviaer ratio 


uxuuuu_uuuu 


PI w ni\/9 


UX / cuu_ru^o 


P/\A/ 
ri/ VV 


oet CIOCK aiviaer ratio 


nvnnnn nnnn 
uxuuuu_uuuu 


PI W Pi! IT 


UX/ cuu_ru^u 


P/\A/ 
ri/ VV 


oeiect CIOCK output 


nvnnnn nnnn 
uxuuuu_uuuu 


|_IPI PATP 


UX / tuu_rUoU 


P/\A/ 
ri/VV 


uontroi riuLrx ciock gating 


nvPPPP pppp 
uxr r r r_r r r r 


PPI IC PATP 


UX / tuu_rUo4 


P/\A/ 
ri/VV 


uontroi r ULrx ciock gating 


nvPPPP pppp 
uxr r r r_r r r r 


QPI IC OATP 


UX / tuu_ruoo 


P/\A/ 
ri/VV 


uontroi oULrx ciock gating 


nvPPPP PPPP 
uxr r r r_r r r r 


^y|p^y|^ pi w oatp 


UX/ tuu_ruou 


P/\A/ 
ri/VV 


uontroi ivipiviu ciock gating 


nvPPPP PPPP 
uxr r r r_r r r r 


RESERVED 


nx7Enn Fn4n~ 

0x7E0dlF0FC 




RESERVED 




AHB_CON0 


0x7E00_F100 


R/W 


Configure AHB l/P/X/F bus 


Ox0400_0000 


AHB_C0N1 


0x7E00_F104 


R/W 


Configure AHB M1/M0/T1/T0 bus 


OxOOOO_0000 


AHB_C0N2 


0x7E00_F1 08 


R/W 


Configure AHB R/S1/S0 bus 


OxOOOO_0000 


CLK_SRC2 


0x7E00_F10C 


R/W 


Select Audio2 clock source 


OxOOOO_0000 


SDMA_SEL 


0x7E00_F110 


R/W 


Select secure DMA input 


OxOOOO_0000 


RESERVED 


0x7E00_F114 


R/W 


RESERVED 


OxOOOO_0000 


SYS_ID 


0x7E00_F118 


R 


System ID for revision and pass 


0x3641 _01 01 


SYS_OTHERS 


0x7E00_F11C 


R/W 


SYSCON others control register 


OxOOOO_0000 


MEM_SYS_CFG 


0x7E00_F120 


R/W 


Configure memory subsystem 


0x0000_0080 


RESERVED 


0x7E00_F124 


R/W 


RESERVED 


OxOOOO_0000 


Q0S_0VERRIDE1 


0x7E00_F128 


R/W 


Override DMC1 QOS 


OxOOOO_0000 


MEM_CFG_STAT 


0x7E00_F12C 


R 


Memory subsystem setup status 


OxOOOO_0000 
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RESERVED 


0x7E00_F130 


R/W 


Should be 0x0 


OxOOOO_0000 


1 — \ 1 — o 1 — n\ / 1 — 

RESERVED 


0x7E00_F130~ 
0x7E00_F1 FC 




1 — \ 1 — o 1 — 1 — > \ / 1 — r-N 

RESERVED 




RESERVED 


0x7E00_F200 
0x7E00 F23C 


R/W 


Should be 0x0 


OxOOOO_0000 
0x0000 0000 


RESERVED 


0x7E00 F240~ 
0x7E061F800 


- 


RESERVED 


- 


PWR_CFG 


0x7E00_F804 


R/W 


Configure power manager 


OxOOOO_0001 


EINT_MASK 


0x7E00_F808 


R/W 


Configure EINT(external interrupt) mask 


0x0000_0000 


RESERVED 


0x7E00_F80C 


- 


RESERVED 


- 


NORMAL_CFG 


0x7E00_F810 


R/W 


Configure power manager at NORMAL mode 


OxFFFF_FFOO 


STOP_CFG 


0x7E00_F814 


R/W 


Configure power manager at STOP mode 


0x201 2_0 100 


SLEEP_CFG 


0x7E00_F818 


R/W 


Configure power manager at SLEEP mode 


0x0000_0000 


STOP_MEM_CFG 


0x7E00_F81 C 


R/W 


Configure memory power at STOP mode 


0x0000_007f 


OSC_FREQ 


0x7E00_F820 


R/W 


Oscillator frequency scale counter 


OxOOOO_OOOF 


OSC STABLE 


0x7E00 F824 


R/W 


0<5cillator oad stable counter 


0x0000 0001 

vy y\ vy vy vy vy vy vy vy i 


PWR STABLE 


0x7E00 F828 


R/W 


Power stable counter 


0x0000 0001 

\jy\\j\j\j\j vy vy vy i 


RESERVED 


0x7E00 F82C 




RESERVED 




MTC STABLE 


0x7E00 F830 


R/W 


MTC stable counter 

IVI 1 OLUk^lw VyVyi^l ILwl 


OxFFFF FFFF 

Vy /\ 1 1 1 1 1 1 1 1 


MISC CON 


0x7E00 F838 

vy /\ / 1— vy vy i v^v^v^ 


R/W 


Bus control/SYNC667 control 

\A w Vy 1 1 L 1 1/ 1 1 N Vi/ Vy Vy ' Vy Vy 1 1 L 1 Vy 1 


0x0000 0000 

vy y\ vy vy vy vy vyvyvyvy 


RESERVED 


0x7E00 F838'- 
0x7E00_F8FC 


- 


RESERVED 


- 


OTHERS 


0x7E00_F900 


R/W 


Others control register 


0x0000_801 E 


RST_STAT 


0x7E00_F904 


R 


Reset status register 


OxOOOO_0001 


WAKEUP_STAT 


0x7E00_F908 


R/W 


Wakeup status register 


OxOOOO_0000 


BLK_PWR_STAT 


0x7E00_F90C 


R 


Block power status register 


OxOOOO_OOFF 


INFORMO 


0x7E00_FA00 


R/W 


Information registerO 


OxOOOO_0000 


INF0RM1 


0x7E00_FA04 


R/W 


Information registerl 


OxOOOO_0000 


INF0RM2 


0x7E00_FA08 


R/W 


Information register2 


OxOOOO_0000 


INFORMS 


0x7E00_FA0C 


R/W 


Information registers 


OxOOOO_0000 



SFRs consist of five parts. The SFRs, whose address are 0x7E00_F0XX, controls PLL and the clock generators. 
They control the output frequency of three PLLs, clock source selection, and clock divider ratio. The SFRs, whose 
address is 0x7E00_F1XX, control the bus system, the memory system. The SFRs, whose address is 
0x7E00_F8XX, control the power management block. The SFRs, whose address is 0x7E00_F9XX, show the 
internal status. The information registers, whose address is 0x7E00_FA0X, save user information until the 
hardware reset signal (XnRESET) is asserted. 
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3.4.2 INDIVIDUAL REGISTER DESCRIPTIONS 
3.4.2.1 PLL Control Registers 

S3C6410 has three internal PLLs, which are APLL, MPLL, and EPLL. They are controlled by the following seven 
special registers. 



REGISTER 


ADDRSS 


R/W 


DESCRIPTION 


RESET VALUE 


APLL_LOCK 


0x7E00_F000 


R/W 


Control PLL locking period for APLL 


OxOOOO_FFFF 


MPLL_LOCK 


Ox7EOO_F004 


R/W 


Control PLL locking period for MPLL 


OxOOOO_FFFF 


EPLL_LOCK 


0x7E00_F008 


R/W 


Control PLL locking period for EPLL 


OxOOOO_FFFF 


APLL_CON 


0x7E00_F00C 


R/W 


Control PLL output frequency for APLL 


0x0190_0302 


MPLL_CON 


0x7E00_F010 


R/W 


Control PLL output frequency for MPLL 


0x021 4_0603 


EPLL_CON0 


0x7E00_F014 


R/W 


Control PLL output frequency for EPLL 


0x0020_0102 


EPLL_C0N1 


0x7E00_F018 


R/W 


Control PLL output frequency for EPLL 


0x0000_91 1 1 



A PLL requires locking period when input frequency is changed or frequency division (multiplication) values are 
changed. PLL_LOCK register specifies this locking period, which is based on PLL's source clock. During this 
period, output will be masked '0'. 



APLL LOCK/ 
MPLL LOCK/ 
EPLL_LOCK 


BIT 


DESCRIPTION 


RESET VALUE 


RESERVED 


[31:16] 


RESERVED 


0x0000 


PLL_LOCKTIME 


[15:0] 


Required period to generate a stable clock output 


OxFFFF 



PLL 


Max. LockTime(us) 


PLL_L0CK(FIN:12MHz) 


APLL 


300 


OxEII 


MPLL 


300 


OxEII 


EPLL 


300 


OxEII 


PLL_CON register controls the operation of each PLL. If ENABLE 


bit is set, the corresponding PLL generates 



output after PLL locking period. The output frequency of PLL is controlled by the MDIV, PDIV, SDIV, and KDIV 
values. APLL_LOCK, MPLL_LOCK, and EPLL_LOCK fields denote the number of external clock. User can adjust 
this fields, which must be larger than maximum lock time (A/MPLL is 300us, EPLL is 300us). 



APLL_CON / MPLL_CON 


BIT 


DESCRIPTION 


RESET VALUE 


ENABLE 


[31] 


PLL enable control (0: disable, 1 : enable) 


0 


RESERVED 


[30:26] 


RESERVED 


0x00 


MDIV 


[25:16] 


PLL M divide value 


0x190/0x214 


RESERVED 


[15:14] 


RESERVED 


0x0 


PDIV 


[13:8] 


PLL P divide value 


0x3 / 0x6 


RESERVED 


[7:3] 


RESERVED 


0x00 


SDIV 


[2:0] 


PLL S divide value 


0x2 / 0x3 
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The reset value of APLL_CON / MPLL_CON generate 400MHz and 133MHz output clock respectively, if the input 
clock frequency is 12MHz. 

N0TE1 : 

The output frequency is calculated using the following equation: 

Four = MDIV X Fin / (PDIV X 2^°'^) 
where, MDIV, PDIV, SDIV for APLL and MPLL must meet the following conditions : 

MDIV: 64 < MDIV < 1023 

PDIV: 1 < PDIV < 63 

SDIV: 0< SDIV < 5 

Fvco (=MDIV X Fin / PDIV): BOOMHz < Fyco < 1600MHz 

Four: 40MHz < Fyco < 1600MHz 

Fin : 10MHz < Fin < 20MHz 

Don't set the value P and M to all zeros. 



N0TE2: 

Although there is the equation for choosing PLL value, we recommend only the values in the PLL value 
recommendation table. If you have to use another value, please contact us. 



FIN (MHz) 


Target FOUT (MHz) 


MDIV 


PDIV 


SDIV 


12 


100 


400 


3 


4 


12 


200 


400 


3 


3 


12 


266 


266 


3 


2 


12 


400 


400 


3 


2 


12 


533 


266 


3 


1 


12 


667 


333 


3 


1 
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EPLL_CON0 


BIT 


DESCRIPTION 


RESET VALUE 


ENABLE 


[31] 


PLL enable control (0: disable, 1 : enable) 


0 


RESERVED 


[30:24] 


RESERVED 


0x00 


MDIV 


[23:16] 


PLL M divide value 


0x20 


RESERVED 


[15:14] 


RESERVED 


0x0 


PDIV 


[13:8] 


PLL P divide value 


0x1 


RESERVED 


[7:3] 


RESERVED 


0x00 


SDIV 


[2:0] 


PLL S divide value 


0x2 



EPLL_C0N1 


BIT 


DESCRIPTION 


RESET VALUE 


RESERVED 


[30:18] 


RESERVED 


0x0 


RESERVED 


[17:16] 


Should be 0x0 


0x0 


KDIV 


[15:0] 


PLL K divide value 


0x91 1 1 



The reset value of EPLL_CON0 / EPLL_C0N1 generate 97.70MHz output clock respectively, if the input clock 
frequency is 12MHz. 

N0TE1 : 

The output frequency is calculated by the following equation: 

Four = (MDIV + KDIV / 2^^) X Fin / (PDIV X 2^^^'^) 
where, MDIV, PDIV, SDIV for APLL and MPLL must meet the following conditions : 
MDIV: 16 < MDIV < 255 
PDIV: 1 < PDIV < 63 
KDIV: 0 < KDIV < 65535 
SDIV: 0< SDIV < 4 

Fvco (= (MDIV + KDIV / 2^®) X F,n / PDIV) : 300MHz < Fvco < 600MHz 

Four : 20MHz < Fqut < 600MHz 
Fin : 10MHz < F|n < 20MHz 
Don't set the value P and M to all zeros. 
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N0TE2: 

Although there is the equation for choosing PLL value, we recommend only the values in the PLL value 
recommendation table. If you have to use another value, please contact us. 



FIN (MHz) 


FOUT (MHz) 


MDIV 


PDIV 


SDIV 


KDIV 


12 


36 


48 




4 


0 


1 d. 




62. 




o 
o 


0 


12 


60 


40 




3 


0 


12 


72 


48 




3 


0 


12 


84 


28 




2 


0 


12 


96 


32 




2 


0 


12 


32.768 


43 




4 


45264 


12 


45.158 


30 




3 


6903 


12 


49.152 


32 




3 


50332 


12 


67.738 


45 




3 


10398 


12 


73.728 


49 




3 


9961 



During the operation of S3C6410 in NORMAL mode, if the user wants to change the frequency by writing the 
PMS value, the PLL lock time is automatically inserted. During the lock time, the clock is not supplied to the 
internal blocks in S3C6410. The timing diagram is as follow. 



MPLL-C- ^^^^^^^^^^^^^^^^ 

PMS setting 




-T^ PLL Lock-time ^ 




sYscLK j-LrLrLrm 









Figure 3-18. The case that changes Slow clock by setting PMS value 



NOTE : Changing PMS value can cause a problem in LCD display. In the S3C6410, the LCD screen-refresh 
timing is dependent on the HCLK (HCLK clock is also dependent on the A(M)PLL clock output). 
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3.4.2.2 Clock source control register 

S3C6410 has many clock sources, which include three PLL outputs, the external oscillator, the external clock, and 
other clock sources from GPIO configuration. CLK_SRC register controls the source clock of each clock divider. 



REGISTER 


ADDRESS 


R/W 


DESCRIPTION 


RESET VALUE 


CLK_SRC 


0x7E00_F01C 


R/W 


Select clock source 


OxOOOO_0000 


CLK_SRC2 


0x7E00_F10C 


R/W 


Select Audio2 clock source 


OxOOOO_0000 



CLK_SRC 


BIT 


DESCRIPTION 


RESET VALUE 


TV27_SEL 


[31] 


Control MUXTV27, which is the source clock of TV27MHz 
(0:27MHz, 1: FINepll) 


0 


DAC27_SEL 


[30] 


Control MUXdac27, which is the source clock of DAC27MHz 
(0:27MHz, 1: FINepll) 


0 


SCALER_SEL 


[29:28] 


Control MUXscALER, which is the source clock of TVSCALER 
(00:MOUTepll, 01: DOUTmpll, 10: FINepll) 


0x0 


LCD_SEL 


[27:26] 


Control MUXlcd. which is the source clock of LCD 
(00:MOUTepll, 01: DOUTmpll, 10: FINepll) 


0x0 


IRDA_SEL 


[25:24] 


Control MUXiRDA, which is the source clock of IRDA 
(00:MOUTepll, 01 : DOUTmpll, 10: FINepll, 1 1 : 48MHz) 


0x0 


MMC2_SEL 


[23:22] 


Control MUXmmc2, which is the source clock of MMC2 

^UU.IVIUU 1 EPLL, " 1 MPLL, 1". rllNEPLL, 1 1 ■ ^1/ IvIrlZJ 


0x0 


MMC1_SEL 


[21 ■20] 


Control MUXmmci, which is the source clock of MMC1 
(00:MOUTepll, 01 : DOUTmpll, 1 0: FINepll ,11: 27MHz) 


0x0 


IVIML>U_obL 


[1 y.i oj 


Control MUXmmco, which is the source clock of MMCO 
(00:MOUTepll, 01 : DOUTmpll, 1 0: FINepll ,11: 27MHz) 


UXU 


SPI1_SEL 


[17:16] 


Control MUXspn, which is the source clock of SPI1 
(00:MOUTepll, 01 : DOUTmpll, 1 0: FINepll ,11: 27MHz) 


0x0 


SPIO_SEL 


[15:14] 


Control MUXspio, which is the source clock of SPIO 
(00:MOUTepll, 01 : DOUTmpll, 1 0: FINepll ,11: 27MHz) 


0x0 


UART_SEL 


[13] 


Control MUXuARTo, which is the source clock of UART 
(0:MOUTepll, 1: DOUTmpll) 


0 


AUDI01_SEL 


[12:10] 


Control MUXaudioi, which is the source clock of IIS1 , PCM1 , 
and AC97 1 

(000:MOUTepll,0 01: DOUTmpll, 010:FINepll, Oil: 
IISCDCLK1, 100: PCMCDCLK) 


0x0 


AUDIO0_SEL 


[9:7] 


Control MUXaudioo, which is the source clock of IISO, PCMO, 
and AC97 0 

(000:MOUTepll, 001 : DOUTmpll, 010:FINepll, Oil: 
IISCDCLKO, 10x: PCMCDCLK) 


0x0 


UHOST_SEL 


[6:5] 


Control MUXuHosT, which is the source clock of USB Host 


0x0 
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(00:48MHz, 01:MOUTepll, 10: DOUTmpll, 11:FINepll) 




MFCCLK_SEL 


[4] 


Control MUXMFC, which is the source clock of MFC 


0 


RESERVED 


[3] 


RESERVED 


0 


EPLL_SEL 


[2] 


Control MUXepll (0:FINepll, 1 :FOUTepll) 


0 


MPLL_SEL 


[1] 


Control MUXmpll (0:FINmpll, 1 :FOUTmpll) 


0 


APLL_SEL 


[0] 


Control MUXapll (0:FINapll, 1 :FOUTapll) 


0 




CLK_SRC2 


BIT 


DESCRIPTION 


RESET VALUE 


RESERVED 


[31:3] 


RESERVED 


0x0 


AUDI02_SEL 


[2:0] 


Control MUXaudio2, which is the source clock of AUDI02 

(000:MOUTepll, 001: DOUTmpll, 010:FINepll, Oil: 
l2SMultiCDCLK, lOx: PCMCDCLK[1]) 


0x0 



^^^^^^ 
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3.4.2.3 Clock divider control register 

S3C6410 has several clock dividers to support various operating clock frequency. The clock divider ratio can be 
controlled by CLK_DIVO, CLK_DIV1, and CLK_DIV2. 



REGISTER 


ADDRESS 


R/W 


DESCRIPTION 


RESET VALUE 


CLK_DIVO 


0x7E00_F020 


R/W 


Set clock divider ratio 


0x01 05_1 000 


CLK_DIV1 


0x7E00_F024 


R/W 


Set clocl< divider ratio 


OxOOOO_0000 


CLK_DIV2 


0x7E00_F028 


R/W 


Set clocl< divider ratio 


0x0000_0000 



CLK_DIVO mainly controls the system clocks and special clocks of multimedia IPs. The output frequencies of 
APLL and MPLL are divided by ARM_RATIO and MPLL_RATIO. HCLKX2 clock is the base clock of other 
operating system clocks and divided by HCLKX2_RATI0. There is operating frequency limitation. The maximum 
operating frequency of HCLKX2, HCLK, and PCLK are 266MHz, 133MHz, and 66MHz, respectively. NAND, 
SECUR, JPEG operating clock cannot exceed 66MHz. MFC and CAM operating clock cannot exceed 133MHz. 
This operating clock condition must be met through CLK_DIVO configuration. 



User software must be responsible for the clock divider controlled by CLK_DIVO. Since the output frequency will 
be varying during the clock ratio-changing period as shown in 



PLK Divn 


RIT 


nF^PRIPTION 


RF^FT VAI 1 IF 


IV!FC_RATIO 


[31:28] 


MFC clock divider ratio 

CLKMFC = CLKMFCin/(MFC_RATIO + 1) 


0x0 


JPEG_RATIO 


[27:24] 


JPEG clock divider ratio, which must be odd value. In other 
words, S3C6410 supports only even divider ratio. 

CLKJPEG = HCLKX2 / (JPEG_RATIO + 1) 


0x1 


CAM_RATIO 


[23:20] 


CAM clock divider ratio 

CLKCAM = HCLKX2 / (CAM_RA TIO+1) 


0x0 


SECUR_RATIO 


[19:18] 


Security clock divider ratio, which must be 0x1 or 0x3. 
CLKSECUR = HCLKX2 / (SECUR_RA TIO+1) 


0x1 


RESERVED 


[17:16] 


RESERVED 


0x1 


PCLK_RATIO 


[15:12] 


PCLK clock divider ratio, which must be odd value. In other 
words, S3C6410 supports only even divider ratio. 

PCLK = HCLKX2 / (PCLK_RA TIO+1) 


0x1 


HCLKX2_RATI0 


[11:9] 


HCLKX2 clock divider ratio 

HCLKX2 = HCLKX2iN / (HCLKX2_RA TIO+1) 


0x0 


HCLK_RATIO 


[8] 


HCLK clock divider ratio 

HCLK = HCLKX2 / (HCLK_RA TIO+1) 


0 


RESERVED 


[7:5] 


RESERVED 


0x0 


IV!PLL_RATIO 


[4] 


DIVmpll clock divider ratio 

DOUTmpll = MOUTmpll / (MPLL_RATIO + 1) 


0 


ARM_RATIO 


[3:0] 


DIVarm clock divider ratio 

ARMCLK= DOUTapll/ (ARM_RATIO + 1) 


0x0 
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CLK_DIV1 controls MMC, LCD, TV scaler, and UHOST clocks. 



ULI\_UIV1 


dI I 


UtoUKIK 1 lUN 


DCCCT \/AI lie 

Ktot 1 VALUt 


RESERVED 


[31 :28] 


RESERVED 


0x0 


FIMC_RATIO 


[27:24] 


FIMC clock divider ratio 

CLKFIMC = HCLK/ (FIMC_RATIO + 1) 


0x0 


UHOST_RATIO 


[23:20] 


1 1 1 J. 1 1 1 • ■ 1 J.' 

USB host clock divider ratio 

CLKUHOST= CLKUHOSTiN / (UHOST_RATIO + 1) 


0x0 


SCALE R_RATIO 


[19:16] 


"TK 1 1 1 1 1 ■ ■ 1 J.' 

TV Scaler clock divider ratio 

CLKSCALER = CLKSCALERin / (SCALER_RATIO + 1) 


0x0 


LCD_RATIO 


[15:12] 


LCD clock dividor ratio 

CLKLCD = CLKLCDiM / (LCD_RATIO + 1) 


0x0 


MMC2_RATI0 


[11:8] 


MMC2 clock divider ratio 

CLKMMC2 = CLKMMC2iN / (MMC2_RA TIO+1) 


0x0 


MMC1_RATI0 


[7:4] 


MMC1 clock divider ratio 

CLKMMC1 =CLKMMC1in/(MMC1_RATIO+ 1) 


0x0 


MMC0_RATIO 


[3:0] 


MMCO clock divider ratio 

CLKMMCO = CLKMMCOiN / (MMC0_RATIO + 1) 


0x0 



CLK_DIV2 controls SPI, AUDIO, UART, and IrDA clocks. 



CLK_DIV2 


BIT 


DESCRIPTION 


RESET VALUE 


RESERVED 


[31:28] 


RESERVED 


0x0 


AUDI02_RATI0 


[27:24] 


AUDI02 clock divider ratio 

CLKAUDI02 = CLKAUDI02iN / (AUDI02_RATI0 + 1) 


0x0 


IRDA_RATIO 


[23:20] 


IRDA clock divider ratio 

CLKIRDA = CLKIRDAiN / (IRDA_RATIO + 1) 


0x0 


UART_RATIO 


[19:16] 


UART clock divider ratio 

CLKUART= CLKUARTiN / (UART_RATIO + 1) 


0x0 


AUDI01_RATI0 


[15:12] 


AUDI01 clock divider ratio 

CLKAUDI01 = CLKAUDI01in/(AUDI01_RATI0 + 1) 


0x0 


AUDIO0_RATIO 


[11:8] 


AUDIOO clock divider ratio 

CLKAUDIOO = CLKAUDIOOiN / (AUDIO0_RATIO + 1) 


0x0 


SPI1_RATI0 


[7:4] 


SPI1 clock divider ratio 

CLKSPI1 = CLKSPI1in/(SPI1_RATIO + 1) 


0x0 


SPI0_RATIO 


[3:0] 


SPIO clock divider ratio 

CLKSPIO = CLKSPIOiN / (SPI0_RATIO + 1) 


0x0 
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3.4.2.4 Clock output configuration register 

Internal clocks can be monitored through GPIO port, which is GPIO port-F. CLK_OUT register selects an internal 
clock among PLL output, HCLK, 48MHz, 27MHz, RIG, and TICK. It also divides the selected clock. 



REGISTER 


ADDRESS 


R/W 


DESCRIPTION 


RESET VALUE 


CLK_OUT 


0x7E00_F02C 


R/W 


Select clock output 


OxOOOO_0000 



CLK OUT 



BIT 



DESCRIPTION 



RESET VALUE 



RESERVED 



[31 :20] 



RESERVED 



0x000 



DIVVAL 



[19:16] 



Divide ratio (Divide ratio = DIVVAL + 1 



0x0 



CLKSEL 



[15:12] 



0000 


= FOUTapll/4 


0001 


= FOUTepll 


0010 


= HCLK 


0011 


= CLK48M 


0100 


= CLK27M 


0101 


= RTC 


0110 


=TICK 


0111 


= DOUT 


1000 


= FIN (EXTCLK or OSCCLK) 


1001 


= FrefAPLL 


1010 


= FfbAPLL/2 


1011 


= FrefMPLL 


1100 


= FfbMPLL/2 


1101 


= FrefEPLL 


1110 


= FfbEPLL/2 



0x0 



DCLKCMP 



[11:8] 



This field changes the clock duty of DCLK. Thus, it must be 
smaller than DCLKDIV. It is valid only when CLKSEL is 0x7 

If the DCLKCMP is n, low level duration is (n+1 ). 

High level duration is ((DCLKDIV + 1) - (n+1)) 



0x0 



DCLKDIV 



[7:4] 



DCLK divide value 

DCLK frequency = source clock / (DCLKDIV + 1 ] 



0x0 



RESERVED 



[3:2] 



RESERVED 



0x0 



DCLKSEL 



[1] 



Select DCLK source clock (0: PCLK, 1 : 48MHz) 



DCLKEN 



[0] 



Enable DCLK (0:disable, 1 :enable) 



PCLK or 

48mci:k— ' 



DCLK 

















DCLKCMP + 1 





7/- 



DCLKDIV + 1 
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3.4.2.5 Clock gating control register 

S3C6410 can disable the clock operation of each IP when it does not require running. The following three 
registers control clock disable/enable operation. 



REGISTER 


ADDRESS 


R/W 


DESCRIPTION 


RESET VALUE 


HCLK_GATE 


0x7E00_F030 


R/W 


HCLK clock gating control 


OxFFFF_FFFF 


PCLK_GATE 


0x7E00_F034 


R/W 


PCLK clock gating control 


OxFFFF_FFFF 


SCLK_GATE 


0x7E00_F038 


R/W 


Special clock gating control 


OxFFFF_FFFF 


MEMO_CLK_GATE 


0x7E00_F03C 


R/W 


MEMO clock gating control 


OxFFFF_FFFF 


HCLK_GATE controls HCLK of all IPs. 


f a field has '1', then HCLK is supplied. Otherwise, HCL 


< is masked. 



When S3C6410X changes to a power down mode, system controller checks the status of some block, IROM, 
MEMO, MEM1, and MFC block. 



HCLK_GATE 


BIT 


DESCRIPTION 


RESET VALUE 


HCLK 3DSE 


[311 

l\J 1 J 


Gating HCLK for 3D (0: mask, 1 : pass) 




RESERVED 


[30] 


RESERVED 




HCLK_UHOST 


[291 


Gating HCLK for UHOST (0: mask, 1 : pass) 




HCLK SECUR 


[281 


Gating HCLK for security sub-system (0: mask, 1 : pass) 




HCLK SDMA1 


[271 


Gating HCLK for SDMA1 (0: mask, 1 : pass) 




HCLK_SDMAO 


[261 


Gating HCLK for SDMAO (0: mask, 1 : pass) 




HCLK J ROM 


[251 


Gating HCLK for IROM (0: mask, 1 : pass) 




HCLK DDR1 


[241 


Gating HCLK for DDR1 (0: mask, 1 : pass) 




RESERVED 


[231 


RESERVED 




HCLK_MEM1 


[22] 


Gating HCLK for DMC1 (0: mask, 1 : pass) 




HCLK_MEMO 


[21] 


Gating HCLK for SROM, OneNAND, NFCON, CFCON (0: mask, 
1 : pass) 




HCLK_USB 


[20] 


Gating HCLK for USB OTG (0: mask, 1 : pass) 




HCLK_HSMMC2 


[19] 


Gating HCLK for HSMMC2 (0: mask, 1 : pass) 




HCLK_HSMMC1 


[18] 


Gating HCLK for HSMMC1 (0: mask, 1 : pass) 




HCLK_HSMMCO 


[17] 


Gating HCLK for HSMMCO (0: mask, 1 : pass) 




HCLK_MDP 


[16] 


Gating HCLK for MDP (0: mask, 1 : pass) 




HCLK_DHOST 


[15] 


Gating HCLK for direct HOST interface (0: mask, 1 : pass) 




HCLKJHOST 


[14] 


Gating HCLK for indirect HOST interface (0: mask, 1 : pass) 




HCLK_DMA1 


[13] 


Gating HCLK for DMA1 (0: mask, 1 : pass) 




HCLK_DMAO 


[12] 


Gating HCLK for DMAO (0: mask, 1 : pass) 




HCLK_JPEG 


[11] 


Gating HCLK for JPEG (0: mask, 1 : pass) 




HCLK_CAMIF 


[10] 


Gating HCLK for camera interface (0: mask, 1 : pass) 




HCLK_SCALER 


[9] 


Gating HCLK for scaler (0: mask, 1 : pass) 




HCLK_2D 


[8] 


Gating HCLK for 2D (0: mask, 1 : pass) 




HCLK_TV 


[7] 


Gating HCLK for TV encoder (0: mask, 1 : pass) 
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RESERVED 


[6] 


RESERVED 


1 


HCLK_POST0 


[5] 


Gating HCLK for POSTO (0: mask, 1 : pass) 




HCLK_ROT 


[4] 


Gating HCLK for rotator (0: masl<, 1 : pass) 




HCLK_LCD 


[3] 


Gating HCLK for LCD controller (0: mask, 1 : pass) 




HCLK_TZIC 


[2] 


Gating HCLK for trust interrupt controller (0: mask, 1 : pass) 




HCLKJNTC 


[1] 


Gating HCLK for vectored interrupt controller (0: mask, 1 : pass) 




HCLK_MFC 


[0] 


Gating HCLK for MFC (0: mask, 1 : pass) 





PCLK_GATE controls PCLK of all IPs. 



PCLK_GATE 


BIT 


DESCRIPTION 


RESET VALUE 


RESERVED 


[31:28] 


RESERVED 


0x1 F 


PCLKJIC1 


[27] 


Gating PCLK for IIC1 (0: mask, 1 : pass) 


1 


PCLK_IIS2 


[26] 


Gating PCLK for IIS2 (0: mask, 1 : pass) 


1 


RESERVED 


[25] 


RESERVED 


1 


PCLK_SKEY 


[24] 


Gating PCLK for security key (0: mask, 1 : pass) 


1 


PCLK_CHIPID 


[23] 


Gating PCLK for chip ID (0: mask, 1 : pass) 


1 


PCLK_SPI1 


[22] 


Gating PCLK for SPI1 (0: mask, 1 : pass) 


1 


PCLK_SPIO 


[21] 


Gating PCLK for SPIO (0: mask, 1 : pass) 


1 


PCLK_HSIRX 


[20] 


Gating PCLK for HSI receiver (0: mask, 1 : pass) 


1 


PCLK_HSITX 


[19] 


Gating PCLK for HSI transmitter (0: mask, 1 : pass) 


1 


PCLK_GPIO 


[18] 


Gating PCLK for GPIO (0: mask, 1 : pass) 


1 


PCLKJICO 


[17] 


Gating PCLK for lICO (0: mask, 1 : pass) 




PCLKJIS1 


[16] 


Gating PCLK for IIS1 (0: mask, 1: pass) 




PCLKJISO 


[15] 


Gating PCLK for IISO (0: mask, 1 : pass) 




PCLK_AC97 


[14] 


Gating PCLK for AC97 (0: mask, 1 : pass) 




PCLK_TZPC 


[13] 


Gating PCLK for TZPC (0: mask, 1 : pass) 




PCLK_TSADC 


[12] 


Gating PCLK for touch screen ADC (0: mask, 1 : pass) 




PCLK_KEYPAD 


[11] 


Gating PCLK for Key PAD (0: mask, 1 : pass) 




PCLKJRDA 


[10] 


Gating PCLK for IRDA (0: mask, 1 : pass) 




PCLK_PCM1 


[9] 


Gating PCLK for PCM1 (0: mask, 1 : pass) 




PCLK_PCMO 


[8] 


Gating PCLK for PCMO (0: mask, 1 : pass) 




PCLK_PWM 


m 


Gating PCLK for PWM (0: mask, 1 : pass) 




PCLK_RTC 


[6] 


Gating PCLK for RTC (0: mask, 1 : pass) 




PCLK_WDT 


[5] 


Gating PCLK for watch dog timer (0: mask, 1 : pass) 




PCLK_UART3 


[4] 


Gating PCLK for UART3 (0: mask, 1 : pass) 




PCLK_UART2 


[3] 


Gating PCLK for UART2 (0: mask, 1 : pass) 




PCLK_UART1 


[2] 


Gating PCLK for UART1 (0: mask, 1 : pass) 
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PCLK_UARTO 


[1] 


Gating PCLK for UARTO (0: mask, 1 : pass) 


1 


PCLK_MFC 


[0] 


Gating POLK for MFC (0: mask, 1 : pass) 


1 


SCLK_GATE controls special clocks of IPs. 


SCLKGATE 


0 IT 

BIT 


DESCRIPTION 


RESET VALUE 


1 — 1 1 — (-\ 1 — 1 — t \ / 1 — r>v 

RESERVED 


[31] 


1 — 1 1 — f-\ 1 — 1 — t \ / 1 — r>v 

RESERVED 




IX 1 II l/^OT 

SCLK_UHOST 


[30] 


Gating special clock for USB-HOST (0: mask, 1 : pass) 




o^i IX ^>l^>l^o An 

SC LK_M MC2_48 


[29] 


Gating special clock for MMG2 (0: mask, 1 : pass) 




SCLK_MMC1_48 


[28] 


Gating special clock for MMC1 (0: mask, 1 : pass) 




O^l IX fcilfcil^/^ A C\ 

SC LK_M MC0_48 


[27] 


Gating special clock for MMOO (0: mask, 1 : pass) 




O^l IX fcilfcil^/^ 

SCLK_MMC2 


[26] 


Gating special clock for MMG2 (0: mask, 1 : pass) 




o^i IX ^>l^>l^■4 

SCLK_MMC1 


[25] 


Gating special clock for MMC1 (0: mask, 1 : pass) 




SCLK_MMCO 


[24] 


X^ J." ' 1 1 1 f K Ji K ii/^r\ / r\ 1 ^ \ 

Gating special clock for MMOO (0: mask, 1 : pass) 




O^l IX O l~» 1 .4 A C\ 

SCLK_SPI1_48 


[23] 


Gating special clock for SPI (0: mask, 1 : pass) 




o^i IX o i~» 1 A 

SCLK_SPI0_48 


[22] 


Gating special clock for SPI (0: mask, 1 : pass) 




o^i IX o ni -4 

SCLK_SPI1 


[21] 


Gating special clock for SPI (0: mask, 1 : pass) 




SCLK_SPIO 


[20] 


Gating special clock for SPI (0: mask, 1 : pass) 




O^l IX |~S A /~\ ~7 

SCLK_DAC27 


[19] 


Gating special clock for DAG (0: mask, 1 : pass) 




O^l IX T\ //^^ 

SCLK_TV27 


[18] 


Gating special clock for TV encoder (0: mask, 1 : pass) 




o ^ 1 IX o A 1 ^ n 

SCLK_SCALER27 


[17] 


Gating special clock for scaler27 (0: mask, 1 : pass) 




SCLK_SCALER 


[16] 


J." • 1 1 1 X 1 / r\ 1 ^ \ 

Gating special clock for scaler (0: mask, 1 : pass) 




o^i IX 1 /-\ —7 

SCLK_LCD27 


[15] 


Gating special clock for LCD controller (0: mask, 1 : pass) 




0^1 IX 1 /^r\ 

SCLK_LCD 


[14] 


Gating special clock for LCD controller (0: mask, 1 : pass) 




0^1 IX ^l^>l^ 

SCLK_FIMC 


[13] 


Gating special clock for camera & LCD (0: mask, 1 : pass) 




SCLK_POST0_27 


[12] 


Gating special clock for POSTO (0: mask, 1 : pass) 




0^ 1 IX All l~\ 1 /^r\ 

SCLK_AUDI02 


[11] 


Gating special clock for IIS2 (0: mask, 1 : pass) 




SCLK_POST0 


[10] 


Gating special clock for POSTO (0: mask, 1 : pass) 




oULI\_AUUIU1 




Gating special clock for PGM1 , IIS1 (0: mask, 1 : pass) 




SCLK_AUDIO0 


[8] 


Gating special clock for PCMO, IISO (0: mask, 1 : pass) 




SCLK_SECUR 


[7] 


Gating special clock for security block (0: mask, 1 : pass) 




SCLKJRDA 


[6] 


Gating special clock for IRDA (0: mask, 1 : pass) 




SCLK_UART 


[5] 


Gating special clock for UART0-'3 (0: mask, 1 : pass) 




RESERVED 


[4] 


RESERVED 




SCLK_MFC 


[3] 


Gating special clock for MFC (0: mask, 1 : pass) 




SCLK_CAM 


[2] 


Gating special clock for camera interface (0: mask, 1 : pass) 




SCLK_JPEG 


[1] 


Gating special clock for JPEG (0: mask, 1 : pass) 




RESERVED 


[0] 


RESERVED 
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MEMO_CLK_GATE 


BIT 


DESCRIPTION 


RESET VALUE 


RESERVED 


[31:6] 


RESERVED 


OxSffJfff 


HCLK_CFCON 


[5] 


Gating special clock for GFCON (0: mask, 1 : pass) 


1 


HCLK_0neNAND1 


[4] 


Gating special clock for OneNANDI (0: mask, 1 : pass) 




HCLK_OneNAND0 


[3] 


Gating special clock for OneNANDO (0: mask, 1 : pass) 




HCLK_NFCON 


[2] 


Gating special clock for NFCON (0: mask, 1 : pass) 




HCLK_SROM 


[1] 


Gating special clock for SROM (0: mask, 1 : pass) 




RESERVED 


[0] 


RESERVED 




Note) Set HCLK_NFCON to '0' in case of 641 OX PoP A type. Set HCLK_0neNAND1 and H 


CLK_OneNAND0 



to '0' in case of 641 OX PoP D type. 
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3.4.2.6 AHB bus control register 

Most multimedia IPs are connected through AHB 2.0 bus system. The bus priority can be controlled using the 
following three registers. 



REGISTER 


ADDRESS 


R/W 


DESCRIPTION 


RESET VALUE 


AHB_CON0 


0x7E00_F100 


R/W 


Configure AHB l/P/X/F bus 


Ox0400_0000 


AHB_C0N1 


0x7E00_F104 


R/W 


Configure AHB M1/M0/T1/T0 bus 


OxOOOO_0000 


AHB_C0N2 


0x7E00_F108 


R/W 


Configure AHB R/S1/S0 bus 


OxOOOO_0000 



The arbitration method for each AHB bus can be configured using "PRIOR_TYPE_/7aA77e" field as follows 

• 00: Fixed priority type. Its priority is defined using "FIX_PRIOR_/7aA77e" field. 

• 01 : Last grant lowest. Last granted master has lowest arbitration value. 

• 10: Rotation. 

When the priority type filed selects the fixed priority(OO), the priority order is defined as follows, 



FIX_PRIOR_naine 


Highest 


000 


0-1 -2-3-4-5-6-7 


001 


1 -2-3-4-5-6-0-7 


010 


2-3-4-5-6-0-1 -7 


oil 


3-4-5-6-0-1 -2-7 


100 


4-5-6-0-1 -2-3-7 


101 


5-6-0-1 -2-3-4-7 


110 


6-0-1 -2-3-4-5-7 



DISABLE_HLOCK field controls the locked operation of AHB bus system. When a master request locked 
operation, a bus arbiter gives a grant when the field is '0'. If the field is '1 ', the master cannot get a locked grant. 
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AHB_CON0 controls AHB-F, AHB-X, AHB-P, AHB-I bus systems. 



AHB CONO 


BIT 


DESCRIPTION 


RESET VALUE 


DISARI F HI DCK 1 


[O 1 J 


Onntrnl HI OCK fnr l-hlnrk (0- di^ahlp 1 -pnahlp^ 

WVJIILIVJI 1 ll—WWiX IVJI 1 kJHJL/i\ \\J • ^JioClkJIC, 1 .v7l IClkJIOy 


n 
\j 


RESERVED 

1 I ^ 1 I V ^ 




RESERVED 

1 I ^ 1 I V ^ 


n 


PRIOR TYPE 1 

1 riivyri 1 I n 1 i 




Arhitrptinn t\/np fnr AHR-I 

rAI kJI LI CILIVJI 1 LyL/v? IVJI rAI 1 LJ 1 


n 


1 1 1 0 1 1 I V 1 LJ 




Dpcpowpr) 

III 0 1 1 I V 1 l_/ 


0 


FIX PRIOR 1 

1 i/\ r niv^ri i 




FiypH nrioritv orHpr for AHR-I 

1 IAv7\J lo/llWlliy VJI \JOI i\Ji #AI 1 LJ 1 


0x4 

VJA'-r 


DISABLE HI OCK P 


[231 


Onntrnl HI OOK fnr P-hlnrk (()• Hi^ahlp 1 ■pnahlp'i 

WVJIILIVJI 1 ll_\^Wl\ IVJI 1 UIVJOiX \VJ- >JIOCllJlv7j 1 .v^iiciuiv^y 


n 


III 0 1 1 I V 1 LJ 


rppi 


DpcpRVpn 

III vJI 1 I V 1 LJ 


n 


PRIOR TYPE P 

I niv^ri 1 I n 1 i 




Arhitratinn tvnp fnr AHR-P 

r^i kji LI ciLi wi 1 Lyjjc ivji r^i ilj i 


0 


Dpcpowpr) 

1 1 1 0 1 1 I V 1 LJ 




Dpcpowpr) 

III vJI 1 I V 1 l_/ 


0 


FIX PRIOR P 
1 1 /\ 1 III \^ 1 1 1 


ri8-ifii 


FiypH nrinritv nrHpr fnr AHR-P 

1 iAv7v>l kJIIWllLV VJIvJwl Iwl i\l ILJ 1 


Dxn 


DISARI F HI OOK X 




Onntrnl HI OOK fnr X-hlnrk ^D- Hiqphip 1 -pnphlp^ 

wvjiiLivji 1 ii_wwr\ ivji /\ kjiL/L/ix \\J • vjiocLkjiv:?, 1 .oiidkjioy 


0 


Dpcpowpr) 

1 1 1 0 1 1 I V 1 LJ 


ri4i 


Dpcpowpr) 

III 0 1 1 I V 1 l_/ 


n 


PRIOR_TYPE_X 


[13-121 


Arbitration type for AHB-X 


0 


RESERVED 


[11] 


RESERVED 


0 


FIX_PRIOR_X 


[10:8] 


Fixed priority order for AHB-X 


0x0 


DISABLE_HLOCK_F 


[7] 


Control HLOCK for F-block (0: disable, 1 :enable) 


0 


RESERVED 


[6] 


RESERVED 


0 


PRIOR_TYPE_F 


[5:4] 


Arbitration type for AHB-F 


0 


RESERVED 


[3] 


RESERVED 


0 


FIX_PRIOR_F 


[2:0] 


Fixed priority order for AHB-F 


0x0 



The arbitration numbers of the above bus system are as follows: 



Arbitration Number 


AHB-F 


AHB-X 


AHB-P 


AHB-I 


0 


Display controller 0 


USB OTG 


TV Scaler 


Camera l/F 


1 


Display controller 1 


HS-MMCO 




Camera l/F 


2 


Display controller 2 


HS-MMC1 




Camera l/F 


3 


Display controller 3 


HS-MMC2 




Camera l/F 


4 


Display controller 4 






JPEG 


5 


POST 








6 


Rotator 








7 


Default bus master 
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AHB_C0N1 controls AHB-TO, AHB-T1 , AHB-MO, AHB-M1 bus systems. 



AHB CON1 


BIT 


DESCRIPTION 


RESET VALUE 

1 1 Imh^^ mmm 1 V mam \^ Ih 


DISARI F HI DCK M 


[O 1 J 


Cnntrnl HI OCK fnr M-hlnrk (0- di^ahlp 1 -pnahlp^ 

WVJIILIVJI 1 ll_v^Wi\ IVJI IVI kJiVJOiX \vy- >JiOClkJiv7j 1 iClkJIOy 


n 


RFSFRVFD 

1 I ^ 1 I V ^ 




RESERVED 

1 I ^ 1 I V ^ ■_/ 


n 

VJ 


PRIOR TYPF M1 

1 riivyri 1 I n 1 ivi i 




Arhitratinn tx/np for AHR-M1 

rAi kji LI ciLi wi 1 Lykjo \\J\ rAi ilj ivi i 


n 

VJ 


1 1 1 0 1 1 I V 1 LJ 




Dpcpowpr) 

1 1 1 0 1 1 I V 1 l_/ 


n 

VJ 


FIX PRIOR M1 

1 i/\ I riivyri IVI 1 




FiypH nrioritv orHpr for AHR-M1 

1 IAv7\J |kJllWllLy VJI \Jv7l i\Ji #AI ILJ IVI 1 


VJAVJ 


RESERVED 

1 I ^ 1 I V ^ 


roo.OQl 


RESERVED 

1 I ^ 1 I V ^ ■_/ 


0x0 

VJAVJ 


PRIOR TYPF MD 

1 riivyri 1 I n 1 ivivj 




Arhitratinn tx/np for AHR-MD 

rAi kyi LI ciLi wi 1 Lykjo \\J\ rAi ilj ivivj 


0 

VJ 


1 1 1 0 1 1 I V 1 LJ 




Dpcpowpn 

III 0 1 1 I V 1 l_/ 


n 

VJ 


FIX PRIOR MD 

1 1 /\ 1 1 1 1 1 I 1 V 1 Vj 


[ 1 O. 1 \JJ 


FiypH nrioritw orHpr for AHR-MD 

1 IAO\J jo/IIWllLy VJI \JOI i\Ji #AI ILJ IVIVJ 


0x0 

VJAVJ 


DISABLE HLOCK T 


ri5i 


Control HLOCK for T-hlork (()• di<^ahlp 1 "pnablp^ 

WVJIILIVJI 1 ll_\^wi\ IVJI 1 UIWOix \yJ • dlOClkJIv^j 1 .v7l ICLkJIv^y 


n 

VJ 


RESERVED 


[141 


RESERVED 


0 


PRI0R_TYPE_T1 


[13:12] 


Arbitration type for AHB-T1 


0 


RESERVED 


[11] 


RESERVED 


0 


FIX_PRI0R_T1 


[10:8] 


Fixed priority order for AHB-T1 


0x0 


RESERVED 


[7:6] 


RESERVED 


0x0 


PRIOR_TYPE_T0 


[5:4] 


Arbitration type for AHB-TO 


0 


RESERVED 


[3] 


RESERVED 


0 


FIX_PRIOR_T0 


[2:0] 


Fixed priority order for AHB-TO 


0x0 



The arbitration numbers of the above bus system are as follows: 



Arbitration Number 


AHB-TO 


AHB-T1 


AHB-MO 


AHB-M1 


0 


HOST l/F 


HOST l/F 


DMAO 


DMAO 


1 


USB Host 




DMA1 


DMA1 


2 


MDP l/F 








3 










4 










5 










6 










7 


Default bus master 
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AHB_C0N2 controls AHB-SO, AHB-S1 , AHB-R bus systems. 



AHB CON2 


BIT 


DESCRIPTION 


RESET VALUE 


1 1 1 0 1 1 I V 1 LJ 




Dpcpowpr) 

1 1 1 0 1 1 I V 1 l_/ 


0x00 

\JA.\J\J 


DISABLE HI OCK R 


[231 


Hnntrnl HI DDK fnr R-hlnrk (()• Hiqphip 1 ■ pnahlp^i 

1 LI 1 1 1— W 1 \ l\Jl 11 k^lwOiXyvy. \J lOdky Iv7 J 1 . v7l ICLUly^ j 


n 


III 0 1 1 1 V 1 LJ 


rpp-1 fil 


DpcpRVpn 

III 0 1 1 1 V 1 l_/ 


n 


DISARI F HI DHK S 


n SI 


Cnntrnl HI OCK fnr S-hlnrk (d- di^ahlp 1 -pnahlp^ 

WVJIILIVJI 1 ll—WOiX IVJI O kJIVJL/ix yJ • *JloClkJlv?5 1 .\^\ \CXVJ\\^ f 


n 


RESERVED 


[141 


RESERVED 


0 


PRI0R_TYPE_S1 


[13:12] 


Arbitration type for AHB-S1 


0 


RESERVED 


[11] 


RESERVED 


0 


FIX_PRI0R_S1 


[10:8] 


Fixed priority order for AHB-S1 


0x0 


RESERVED 


[7:6] 


RESERVED 


0x0 


PRIOR_TYPE_S0 


[5:4] 


Arbitration type for AHB-SO 


0 


RESERVED 


[3] 


RESERVED 


0 


FIX_PRIOR_S0 


[2:0] 


Fixed priority order for AHB-SO 


0x0 



The arbitration numbers of the above bus system are as follows: 



Arbitration Number 


AHB-SO 


AHB-S1 


AHB-R 


0 


Secure DMAO 


Secure DMAO 


CFCON 


1 


Secure DMA1 


Secure DMA1 




2 








3 








4 








5 








6 








7 


Default bus master 
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3.4.2.7 Secure DMA control register 



REGISTER 


ADDRESS 


R/W 


DESCRIPTION 


RESET VALUE 


SDMA_SEL 


0x7E00_F110 


R/W 


Secure DMA input selection 


OxOOOO_0000 



SDMA_SEL 


BIT 


DESCRIPTION 


RESET VALUE 


SECURITY_TX 


[31] 


DMA selection for security Tx (always selects SDMA1 
reyaruiess ot otL'Urii i y_ i a Tieiuj 


0 


SECURITY_RX 


[30] 


uiviM sei6CTion lor securiiy nx (^aiways selects ouivim i 
regardless of SECURITY_TX field) 


0 


RESERVED 


[29] 


RESERVED 


0 


RESERVED 


[28] 


RESERVED 


0 


EXTERNAL 


[27] 


DMA selection for external (0: SDMA1 , 1 : DMA1) 


0 


IRDA 


[26] 


DMA selection for IrDA (0: SDMA1 , 1 : DMA1 ) 


0 


PWIVI 


[25] 


DMA selection for IrDA (0: SDMA1 , 1 : DMA1) 


0 


AC_IVIICIN 


[24] 


DMA selection for IrDA (0: SDMA1 , 1 : DMA1 ) 


0 


AC_PCMIN 


[23] 


DMA selection for PCM input (0: SDMA1, 1 : DMA1) 


0 


AC_PCMOUT 


[22] 


DMA selection for PCM output (0: SDMA1 , 1 : DMA1 ) 


0 


SPI1_RX 


[21] 


DMA selection for SPI1 Rx (0: SDMA1 , 1 : DMA1 ) 


0 


SPI1_TX 


[20] 


DMA selection for SPI1 Tx (0: SDMA1 , 1 : DMA1 ) 


0 


I2S1_RX 


[19] 


DMA selection for I2S1 Rx (0: SDMA1 , 1 : DMA1 ) 


0 


I2S1_TX 


[18] 


DMA selection for I2S1 Tx (0: SDMA1 , 1 : DMA1) 


0 


PCM1_RX 


[17] 


DMA selection for PCM1 Rx (0: SDMA1 , 1 : DMA1 ) 


0 


PCM1_TX 


[16] 


DMA selection for PCM1 Tx (0: SDMA1 , 1 : DMA1 ) 


0 


HSLRX 


[15] 


DMA selection for HSI Rx (0: SDMAO, 1 : DMAO) 


0 


HSLTX 


[14] 


DMA selection for HSI Tx (0: SDMAO, 1 : DMAO) 


0 


SPIO_RX 


[13] 


DMA selection for SPIO Rx (0: SDMAO, 1 : DMAO) 


0 


SPIO_TX 


[12] 


DMA selection for SPIO Tx (0: SDMAO, 1 : DMAO) 


0 


I2S0_RX 


[11] 


DMA selection for I2S0 Rx (0: SDMAO, 1 : DMAO) 


0 


I2S0_TX 


[10] 


DMA selection for I2S0 Tx (0: SDMAO, 1 : DMAO) 


0 


PCMO_RX 


[9] 


DMA selection for PCMO Rx (0: SDMAO, 1 : DMAO) 


0 


PCMO_TX 


[8] 


DMA selection for PCMO Tx (0: SDMAO, 1 : DMAO) 


0 


UART3[1] 


[7] 


DMA selection for UART3 (0: SDMAO, 1 : DMAO) 


0 


UART3[0] 


[6] 


DMA selection for UART3 (0: SDMAO, 1 : DMAO) 


0 


UART2[1] 


[5] 


DMA selection for UART2 (0: SDMAO, 1 : DMAO) 


0 


UART2[0] 


[4] 


DMA selection for UART2 (0: SDMAO, 1 : DMAO) 


0 


UART1[1] 


[3] 


DMA selection for UART1 (0: SDMAO, 1 : DMAO) 


0 


UART1[0] 


[2] 


DMA selection for UART1 (0: SDMAO, 1 : DMAO) 


0 


UART0[1] 


[1] 


DMA selection for UARTO (0: SDMAO, 1 : DMAO) 


0 


UARTO[0] 


[0] 


DMA selection for UARTO (0: SDMAO, 1 : DMAO) 


0 
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3.4.2.8 System ID register 



REGISTER 


ADDRESS 


R/W 


DESCRIPTION 


RESET VALUE 


SYS_ID 


0x7E00_F118 


R 


System ID for revision and pass 


0x3641 _01 01 



SYSJD 


BIT 


DESCRIPTION 


RESET VALUE 


ID 


[31:8] 


ID 


0x364 1_01 


Revision 


[7:4] 


Specification revision 


0x0 


Pass 


[3:0] 


Layout revision 


0x1 



3.4.2.9 System Others register 



REGISTER 


ADDRESS 


R/W 


DESCRIPTION 


RESET VALUE 


SYS_OTHERS 


0x7E00_F11C 


R/W 


System ID for revision and pass 


0x0 



SYS_OTHERS 


BIT 


DESCRIPTION 


RESET VALUE 


RESERVED 


[31:6] 


RESERVED 


0 


PMUJRQ_ENABLE 


[5] 


Enable ARM nPMUIRQ (Performance Monitor Unit IRQ) 
interrupt (0: disable, 1 : enable) 


0 


RESERVED 


[4] 


RESERVED 


0 


MODEM RX1 SDM 
A_SEL 


[3] 


DMA selection for MODEM RX1 (0: SDMAO, 1 : DMAO) 


0 


MODEM RXO SDM 
A_SEL 


[2] 


DMA selection for MODEM RXO (0: SDMAO, 1 : DMAO) 


0 


MODEM TX1 SDM 
A_SEL 


[1] 


DMA selection for MODEM TX1 (0: SDMAO, 1 : DMAO) 


0 


MODEM TXO SDM 
A_SEL 


[0] 


DMA selection for MODEM TXO (0: SDMAO, 1 : DMAO) 


0 
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3.4.2.10 Memory controller status register 

Memory controller status registers must be initialized by software except MEM_CFG_STAT. 



REGISTER 


ADDRESS 


R/W 


DESCRIPTION 


RESET VALUE 


MEM_SYS_CFG 


0x7E00_F120 


R/W 


Memory Subsystem configuration register 


0x0000_0080 


RESERVED 


0x7E00_F124 


R/W 


RESERVED 


OxOOOO_0000 


Q0S_0VERRIDE1 


0x7E00_F128 


R/W 


DIVIC1 QOS Override register 


OxOOOO_0000 


MEM_CFG_STAT 


0x7E00_F12C 


R 


Memory Subsystem setup status register 


OxOOOO_0000 



MEM_SYS_CFG 


BIT 


DESCRIPTION 


RESET VALUE 


RESERVED 


[31:15] 


RESERVED 


OxOOOO_0 


INDEP_CF 


[14] 


Use OF interface independently. 

0 = Use memory port 0 sliared by EBI. 

1 = Use independent OF interface. 


0 


RESERVED 


[13] 


Sliould be '0' 


0 


BUS_WIDTH 


[12] 


Select initial state of SROMC CSO memory bus width. 

0 = 8-bit data width. 

1 = 1 6-bit data width. 

If NOR booting (0M[4:1] = 0101) is selected, this setting is 
ignored and 16-bit data width is selected. 
Even this bit is set to 0 or 1 , this selects only reset value of 
DataWidthO of SROM_BW SFR in SROMC. Bus width of CSO 
for SROMC follows DataWidthO setting. 


0 


EBI_PRI 


[11] 


Set EBI priority scheme. 

0 = Fixed priority scheme. 

1 = Circular priority scheme. 


0 


EBI_FIX_PRI 


[10:8] 


Set EBI fixed priority setting. 




000 




Highest <-> Lowest 




0,6,7 


SROMC - OneNANDC CSO - OneNANDC CS1 - NFCON 
- CFCON 


1 


OneNANDC CSO - OneNANDC CS1 - SROMC - NFCON 
- CFCON 


2 


OneNANDC CS1 - NFCON - SROMC - OneNANDC CSO 
- CFCON 


3 


NFCON - SROMC - OneNANDC CSO - OneNANDC CS1 
- CFCON 


4 


CFCON - SROMC - OneNANDC CSO - OneNANDC CS1 
- NFCON 


5 


SROMC - OneNANDC CSO - OneNANDC CS1 - NFCON 
- CFCON 


ADDR EXPAND 
(CFG SROM AD 
DR EXPAND To 


[7] 


Set usage of Xml DATA[31 :1 6] pins. 

0 = Xml DATA[26:16] pins are used for DMC1 upper halfword 


1 
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DRAM1 



data field, data[26:16]. 

1 = Xm1 DATA[26:1 6] pins are used for SROMC upper 1 1 -bit 
address field, address[26:16]. 



RESERVED 



[6] 



RESERVED 



MPO CS CFG 



[5:0] 



Set static memory chip selection multiplexing of memory port 
0. 

Setting for MPO_CS_CFG[0] and MP0_GS_GFG[2] are 
ignored. Distinguishing OneNANDG and NFGON is done by 
XSELNAND pin value instead of MPO_GS_GFG[0] and 
MP0_GS_GFG[2]. When XSELNAND is 0, OneNANDG is 
selected. When XSELNAND is 1, NFGON is selected. 

When OneNAND booting (0M[4:1] = 0110) is selected, the 
setting values of MP0_GS_GFG[1] and MP0_GS_GFG[3] are 
ignored and XmOGSn[2] and XmOGSn[3] are used as 
OneNANDG GSO and OneNANDG GS1 . In this case, 
XSELNAND should be set to 0. 





MPO_CS_CFG 




[5] 


[4] 


[3] 


[2] 


[1] 


[0] 


XmOCSn[0] 














SROMC CSO 


XmOCSn[1] 














SROMC CS1 


XmOCSn[2] 










1 




SROMC CS2 










0 




OneNANDG CSO 










0 




NFCON CSO 


XmOCSn[3] 






1 








SROMC CSS 






0 








OneNANDC CS1 






0 








NFCON CS1 


XmOCSn[4] 




0 










SROMC CS4 




1 










CFCON CSO 


XmOCSn[5] 


0 












SROMC CSS 


1 












CFCON CS1 



0x00 



Note) 641 OX PoP A type doesn't support NAND Flash. Don't care the description regarding NAND Flash. 
641 OX PoP D type doesn't support OneNAND Flash. Don't care the description regarding OneNAND Flash. 
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QOS 0VERRID1 



BIT 



DESCRIPTION 



RESET VALUE 



RESERVED 



[31:16] 



RESERVED 



0x0000 0000 



QOS OV ID 



[15:0] 



Override Ouality of Service for DMC1 . 

When one or more bits are high, and when the arid match 
bits in DMC1 are equivalent to the QOS_OV_ID bits, then 
the quality of service of the read access is forced to 
minimum latency. 
AXI master IDs are as follows: 



Mbbiy 1 lt?U 

AXI ID 


IVIdblt?! lldlllc 


Qolatorl IPc 


0x00 


LBLOCK 


Camera and JPEG 


0x01 


F_BLOCK 


Display 


0x02 


P_BLOCK 


POST 


0x03 


V_BLOCK 


MFC 


0x04 


X_BLOCK 


HSMMC and OTG 


0x05 


T_BLOCK 


Host l/F 


0x06 


M_BLOCK 


DMA 


0x07 


S_BLOCK 


Security 


0x08 


ARMI 


ARM Core Instruction 


0x09 


ARMRW 


ARM Core Data 


OxOA 


ARMD 


ARM Core DMA 


OxOB 


CF 


CFCON 


OxOC 


G_BLOCK 


3D 


OxOD 


G_BLOCK 


3D 


OxOE 


G2D 


G2D 



0000 



MEM_CFG_STAT 


BIT 


DESCRIPTION 


RESET VALUE 


RESERVED 


[31:17] 


RESERVED 


OxOOOO_00 


RESERVED 


[16] 


RESERVED 


0 


CFG_PRLTYPE 


[15] 


Current EBI priority scheme. See the EBI_PRI field of 
MEM_SYS_CFG register 


0 


CFG_FIX_PRI_TYPE 


[14:12] 


Current EBI fixed priority setting. See the EBI_FiX_PRI 
field of MEM_SYS_CFG register. 


0 


RESERVED 


[11] 


RESERVED 


0 


CFGJNDEP_CF 


[10] 


Show CF interface independently. 


0 


CFG_MUX_FLASH 


[9] 


Show NAND Flash type setting. 
0 = Use OneNAND Controller. 


0 
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1 = RESERVED 




CFG_NOR_BOOT 


[8] 


0 = 1 6-bit width NOR booting is not selected. 

1 = 1 6-bit width NOR booting is selected. 


XOM dependent 


REbERVED 


U] 


REbERVED 




CFG_BOOT_LOC 


[6:5] 


Show with which area 0x00000000 address area is 
aliased. 

00 = RESERVED 

01 = SROMC CSO 

10 = OneNANDC CSO 
11= internal hum 


XOM dependent 


CFG ADDR EXPAND 
(CFG_SROM_ADDR_E 
XP AN D_To_D RAM 1 ) 


[4] 


onow wneiner Aim ua i a[oi .\ o\ pins are useu Tor 
SROMC address field or not. 

0 = Xm1 DATA[26:1 6] pins are used for DMC1 upper 
halfword data field, data[26:16]. 

1 = Xm1 DATA[26:1 6] pins are used for SROMC upper 
10-bit address field, address[26:16]. 


0 


RESERVED 


[3] 


RESERVED 


0 


RESERVED 


[2] 


RESERVED 


0 


CFG_BUS_WIDTH 


[1] 


Show SROMC CSO memory bus width initial setting. 

0 = 8-bit 

1 = 1 6-bit 


0 


RESERVED 


[0] 


RESERVED 


0 


Note) 641 OX PoP D type d 


oesn't support OneNAND Flash. Don't care the description regarding OneNAND 



Flash. 
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3.4.2.11 Power mode control register 



REGISTER 


ADDRESS 


R/W 


DESCRIPTION 


RESET VALUE 


PWR_CFG 


0x7E00_F804 


R/W 


Configure power manager 


OxOOOO_0001 


EINT_MASK 


0x7E00_F808 


R/W 


Configure EINT masl< 


OxOOOO_0000 


NORMAL_CFG 


0x7E00_F810 


R/W 


Configure power manager at NORMAL mode 


OxFFFF_FFOO 


STOP_CFG 


0x7E00_F814 


R/W 


Configure power manager at STOP mode 


0x201 2_0 100 


SLEEP_CFG 


0x7E00_F818 


R/W 


Configure power manager at SLEEP mode 


OxOOOO_0000 


STOP_MEM_CFG 


0x7E00_F81C 


R/W 


Configure memory power at STOP mode 


0x0000_007F 



PWRCFG 


BIT 


DESCRIPTION 


RESET VALUE 


RESERVED 


[31:18] 


RESERVED 


0x0000 


OSCoTG_DISABLE 


[17] 


Control OSCoTG clock pad 

(0: clock enable, 1 : clock disable) 


0 


IV!MC2_WAKEUP_MASK 


[16] 


MMC2 wake-up source (0: use as a wakeup source, 1 : 
disable) 


0 


IV!MC1_WAKEUP_MASK 


[15] 


MMC1 wake-up source (0: use as a wakeup source, 1 : 
disable) 


0 


MMCO_WAKEUP_MASK 


[14] 


MMCO wake-up source (0: use as a wakeup source, 1 : 
disable) 


0 


HSI_WAKEUP_MASK 


[13] 


HSI wake-up source (0: use as a wakeup source, 1 : 
aisaoiej 


0 


TS_WAKEUP_IV!ASK 


[12] 


Touch screen wake-up source (0: use as a wakeup 
source, 1 : disable) 


0 


TICK_WAKEUP_IV!ASK 


[11] 


RTC TICK wake-up source (0: use as a wakeup 
source, 1 : disable) 


0 


ALARM_WAKEUP_MASK 


[10] 


RTC alarm wake-up source (0: use as a wakeup 
source, 1 : disable) 


0 


MSM_WAKEUP_MASK 


[9] 


MSM modem wake-up source (0: use as a wakeup 
source, 1 : disable) 


0 


KEY_WAKEUP_IV!ASK 


[8] 


Key pad wake-up source (0: use as a wakeup source, 
1 : disable) 


0 


BATF_WAKEU P_IV! ASK 


[7] 


BATE wake-up source (0: disable, 1 : use as a wakeup 
source and only use when CFG_BATFLT field has 01) 


0 


CFG_STANDBYWFI 


[6:5] 


Configure ARM1176 STADNBYWFI 
00: ignore 

01: Enter IDLE mode 

10 : Enter STOP mode 

11 : Enter SLEEP mode 


0x0 


CFG_BATFLT 


[4:3] 


Configure nBAT_FLT 
00 : ignore 


0x0 
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01 : generate interrupt (only use when 
BATF_WAKEUP_MASK field has 1) 

1 1 ■ pntpr SLEEP morip or E-SLEEP modp 




CFG_BATF_WKUP 


[2] 


Configure wakeup source after XnBATF is cleared 

This bit should be 1 to use all SLEEP wakeup sources 
as BATF_WKUP sources 


0 


RESERVED 


[1] 


RESERVED (DO NOT SET THIS BIT) 


0 


OSC27_EN 


[0] 


Control 27MHz X-tal oscillator pad 
(0: clock disable, 1 : clock enable) 


1 



EINT_MASK 


BIT 


DESCRIPTION 


RESET VALUE 


RESERVED 


[31 :28] 


RESERVED 


0x0 


EINT_WAKEUP_MASK 


[27:0] 


External interrupt wake-up mask EINT[27:0] (0: use as a 
wakeup source, 1 : disable) This field affects on 
NORMAL mode. Therefore, this field must clear when 
EINT is used as a normal external interrupt source. 


OxOO_0000 




NORMAL_CFG 


BIT 


DESCRIPTION 


RESET VALUE 


RESERVED 


[31] 


RESERVED 


1 


IROM 


[30] 


0: LP mode(OFF), 1: active mode(ON) 


1 


RESERVED 


[29] 


RESERVED 


1 


RESERVED 


[28:21] 


DO NOT CHANGE 


OxFF 


RESERVED 


[20:17] 


RESERVED 


OxF 


DOMAIN_ETM 


[16] 


0: LP mode(OFF), 1: active mode(ON) 


1 


DOMAIN_S 


[15] 


0: LP mode(OFF), 1: active mode(ON) 


1 


DOMAIN_F 


[14] 


0: LP mode(OFF), 1 : active mode(ON) 


1 


DOMAIN_P 


[13] 


0: LP mode(OFF), 1: active mode(ON) 


1 


DOMAINJ 


[12] 


0: LP mode(OFF), 1: active mode(ON) 


1 


RESERVED 


[11] 


RESERVED 


0x1 


DOMAIN_G 


[10] 


0: LP mode(OFF), 1 : active mode(ON) 


0x1 


DOMAIN_V 


[9] 


0: LP mode(OFF), 1: active mode(ON) 


1 


RESERVED 


[8] 


DO NOT CHANGE 


1 


RESERVED 


[7:0] 


RESERVED 


0x0 
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STOP CFG 


BIT 


DESCRIPTION 


RESET VALUE 

1 1 Imh^^ mmm 1 V mam \^ Ih 


1 1 1 0 1 1 I V 1 LJ 


[O 1 J 


DO NOT HHANGF 


n 
\j 


RESERVED 


[30] 


RESERVED 


0 


MEMORY_ARM 


[29] 


0: LP mode(OFF), 1 : active mode(ON) 


1 


RESERVED 


[28:21] 


RESERVED 


0x00 


TOP_MEMORY 


[20] 


0: LP mode(OFF), 1 : active mode(Retention) 


1 


RESERVED 


[19:18] 


RESERVED 


0x0 


ARM_LOGIC 


[17] 


0: LP mode(OFF), 1 : active mode(ON) 


1 


RESERVED 


[16:9] 


DO NOT CHANGE 


0x00 


TOP_LOGIC 


[8] 


0: LP mode(Retention), 1 : active mode(ON), This field 
must be '0' before entering STOP mode. 


1 


RESERVED 


[7:1] 


RESERVED 


0x00 


OSC_EN 


[0] 


Control X-tal oscillator pad in STOP mode 
(0: disable, 1 : enable) 


0 




SLEEP_CFG 


BIT 


DESCRIPTION 


RESET VALUE 


RESERVED 


[31:1] 


RESERVED 


0x0000_0000 


OSC_EN 


[0] 


Control X-tal oscillator pad in SLEEP mode 
(0: disable, 1 : enable) 


0 



STOP_MEM_CFG 


BIT 


DESCRIPTION 


RESET VALUE 


RESERVED 


[31:7] 


RESERVED 


0x0 


MODEMIF_CFG 


[6] 


MODEM IF Block Memory control (0: Off, 1 : Retention) 




HOSTIF_CFG 


[5] 


HOST IF Block Memory control (0: Off, 1 : Retention) 




OTG_CFG 


[4] 


OTG Memory control (0: Off, 1 : Retention) 




HSMMC_CFG 


[3] 


HSMMC Memory control (0: Off, 1 : Retention) 




IROM_CFG 


[2] 


IROM control (0: Off, 1 : Retention) 




lrDA_CFG 


[1] 


IrDA memory control (0: Off, 1 : Retention) 




NFCON_CFG 


[0] 


NFCON Memory control (0: Off, 1 : Retention) 





Note) 641 OX PoP A type doesn't support NAND Flash. Set NFCON_CFG to '0' when stepping stone 
memory is not used. 
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3.4.2.12 System stabilization counter 



REGISTER 


ADDRESS 


R/W 


DESCRIPTION 


RESET VALUE 


OSC_FREQ 


0x7E00_F820 


R/W 


Oscillator frequency scale counter 


OxOOOO_OOOF 


OSC_STABLE 


0x7E00_F824 


R/W 


Oscillation pad stable counter 


OxOOOO_0001 


PWR_STABLE 


0x7E00_F828 


R/W 


Power stable counter 


OxOOOO_0001 


MTC_STABLE 


0x7E00_F830 


R/W 


MTC stable counter 


OxFFFF_FFFF 



OSC_FREQ 


BIT 


DESCRIPTION 


RESET VALUE 


RESERVED 


[31:4] 


RESERVED 


0x0000 


OSC_FREQ_VALUE 


[3:0] 


Oscillator frequency scale counter 
(OSC_FREO_VALUE / oscillatorjrequency > 200ns) 


OxF 




OSC_STABLE 


BIT 


DESCRIPTION 


RESET VALUE 


RESERVED 


[31 ■20] 


RESERVED 


OxOOOO_000 


OSC_CNT_VALUE 


[19:4] 


Mapping to counter value 19 to 4 when STABLE 
COUNTER Type is '1' (OSC_CNT_VALUE[3:0] should 
stay at reset values, OSC CNT VALUE[19:4] must be 
smaller than PWR_CNT_VALUE[19:4]) 




OSC_CNT_VALUE 


[3:0] 


Oscillation pad stable counter value (Exponential Scale) 


0x1 


Value 


Cycles 


Value 


Cycles 




0x0 




0x1 


29 


0x2 




0x3 


2I1 


0x4 


212 


0x5 




0x6 


214 


0x7 


2I5 


0x8 


216 


Others 


2' 




PWR_STABLE 


BIT 


DESCRIPTION 


RESET VALUE 


RESERVED 


[31 :20] 


RESERVED 


0x0000_000 


PWR_CNT_VALUE 


[19:4] 


Mapping to counter value 19 to 4 when STABLE 
COUNTER Type is '1' (PWR_CNT_VALUE[3:0] should 
stay at reset values, OSC CNT VALUE[19:4] must be 
smaller than PWR CNT VALUE[19:4]) 




PWR_CNT_VALUE 


[3:0] 


Power stable counter value (Exponential Scale) 




0x1 


Value 


Cycles 


Value 


Cycles 




0x0 




0x1 


212 


0x2 




0x3 


214 


0x4 




0x5 


2I6 


0x6 


217 


0x7 


2I8 


0x8 


219 


Others 


2' 
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MTC STABLE 


BIT 


DESCRIPTION 


RESET VALUE 


DOMAIN_G 


[31 :28] 


Mernory power stabilization counter for domain G 


OxF 


DOMAIN_ETM 


[27:24] 


Memory power stabilization counter for domain ETM 


OxF 


DOMAIN_S 


[23:20] 


Memory power stabilization counter for domain S 


OxF 


DOMAIN_F 


[19:16] 


Memory power stabilization counter for domain F 


OxF 


DOMAIN_P 


[15:12] 


Memory power stabilization counter for domain P 


OxF 


DOMAINJ 


[11:8] 


Memory power stabilization counter for domain 1 


OxF 


DOMAIN_V 


[7:4] 


Memory power stabilization counter for domain V 


OxF 


DOMAIN_TOP 


[3:0] 


Memory power stabilization counter for domain TOP 


OxF 



MTC_STABLE represents the number of external oscillator (or clock) cycles. When a sub-block returns from MTC 
mode to normal operation mode, the internal power stabilization time is required. This period must be larger than 
200nsec and it can be estimated using MTC_STABLE value and OSC_FREQ registers. 

3.4.2.13 Cacheable bus transaction selection register 



REGISTER 


ADDRESS 


R/W 


DESCRIPTION 


RESET VALUE 


MISC_CON 


0x7E00_F838 


R/W 


BUS/SYNC667 control 


0x0000_0000 



MISC_CON 


BIT 


DESCRIPTION 


RESET VALUE 


RESERVED 


[31 ■20] 


RESERVED 


0x0000 


SYNC667 


[19] 


0 : Normal Moe, 1 : Sync 667MHz Mode 


0 


STOP_EXIT_CKE_L 


[18] 


0 : Normal, 1 : CKE Keep L until Stop Exit 


0 


RESERVED 


[17:12] 


RESERVED 


0 


CACHEABLE_AHB_CF 


[11] 


Sets whether master transaction from OF controller is 

cacheable or not. 

0: non-cacheable ,1 : cacheable 


0 


RESERVED 


[10:8] 


RESERVED 


0 


CACHEABLE_AHB_S 


[7] 


Sets whether master transaction from AHB_S sub-block 

is cacheable or not. 

0: non-cacheable ,1 : cacheable 


0 


CACHEABLE_AHB_M 


[6] 


Sets whether master transaction from AHB_M sub-block 

is cacheable or not. 

0: non-cacheable ,1 : cacheable 


0 


CACHEABLE_AHB_T 


[5] 


Sets whether master transaction from AHB_T sub-block 

is cacheable or not. 

0: non-cacheable ,1 : cacheable 


0 
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CACHEABLE_AHB_X 


[4] 


Sets whether master transaction from AHB_X sub-block 

is cacheable or not. 

0: non-cacheable ,1 : cacheable 


0 


WRITE CACHEABLE 
AXI_V 


[3] 


Sets whether master write transaction from AXLV sub- 
block is cacheable or not. 
0: non-cacheable ,1 : cacheable 


0 


CACHEABLE_AHB_P 


[2] 


Sets whether master transaction from AHB_P sub-block 

is cacheable or not. 

0: non-cacheable ,1 : cacheable 


0 


CACHEABLE_AHB_F 


[1] 


Sets whether master transaction from AHB_F sub-block 

is cacheable or not. 

0: non-cacheable ,1 : cacheable 


0 


CACHEABLE_AHB_I 


[0] 


Sets whether master transaction from AHB_I sub-block 

is cacheable or not. 

0: non-cacheable ,1 : cacheable 


0 



3.4.2.14 Others control register 



REGISTER 


ADDRESS 


R/W 


DESCRIPTION 


RESET VALUE 


OTHERS 


0x7E00_F900 


R/W 


Others control register 


0x0000_801 E 



OTHERS 


BIT 


DESCRIPTION 


RESET VALUE 


RESERVED 


[31 :24] 


RESERVED 


0x0000 


STABLE COUNTER 
TYPE 


[23] 


Indicate OSC_STABLE, PWR_STABLE counter type 
0 : Exponential Scale, 1 : Set by SFR 


0 


RESERVED 


[22:17] 


DO NOT CHANGE 


0x0000 


USB_SIG_MASK 


[16] 


USB signal mask to prevent unwanted leakage. 
(This bit must set before USB PHY is used.) 


0 


RESERVED 


[15:14] 


RESERVED 


0x2 


CLEAR_DBGACK 


[13] 


Clear DBGACK signal when this field has 1 . ARM1 1 76 
asserts DBGACK signal to indicate the system has 
entered Debug state. If DBGACK is asserted, this state 
is store in SYSCON until software clear it using this 
field. 


0 


CLEAR_BATF_INT 


[12] 


Clear interrupt caused by battery fault when this bit is 
set. 


0 


SYNCACK 


[11:8] 


SYNC mode acknowledge (Read Only) 


0x0 


SYNCMODE 


[7] 


SYNCMODEREQ to ARM 

0: Asynchronous mode, 1 : Synchronous mode 


0 


SYNCMUXSEL 


[6] 


SYS CLOCK SELECT IN CMU 


0 
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0: MOUTmpll, 1 : DOUTapll 




RESEVED 


[5:3] 


DO NOT CHANGE 


0x3 


RESERVED 


[2] 


Should be'1' 


1 


RESERVED 


[1] 


Should be'1' 


1 


CP15DISABLE 


[0] 


Disables write asses to some system control processor 
registers of ARM1176. (0: enable, 1 : disable) 


0 



^^^^^^ 
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3.4.2.15 Status register 



REGISTER 


ADDRESS 


R/W 


DESCRIPTION 


RESET VALUE 


RST_STAT 


0x7E00_F904 


R 


Reset status register 


OxOOOO_0001 


WAKEUP_STAT 


0x7E00_F908 


R/W 


Wake-up status register 


OxOOOO_0000 


BLK_PWR_STAT 


0x7E00_F90C 


R 


Blocl< power status register 


0x0000_007F 



RST_STAT 


BIT 


DESCRIPTION 


RESET VALUE 


RESERVED 


[31:7] 


RESERVED 


OxOOOO_000 


DEEP_STOP_WAKEUP 


[6] 


Reset by DEEP_STOP mode wal<e-up 


0 


RESERVED 


[5] 


RESERVED 


0 


E-SLEEP WAKEUP 


[4] 


Reset by E-SLEEP mode wal<e-up 


0 


SLEEP_WAKEUP 


[3] 


Reset by SLEEP mode wal<e-up 


0 


WDT_RESET 


[2] 


Watch dog timer reset by WDTRST 


0 


RESERVED 


[1] 


RESERVED 


0 


HW_RESET 


[0] 


External reset by XnRESET 


1 



WAKEUP_STAT 


BIT 


DESCRIPTION 


RESET VALUE 


RESERVED 


[31:12] 


RESERVED 


OxOOOO_0 


MMC2_WAKEUP 


[11] 


Wal<e-up by MMC2. This is cleared by writing 1 . 


0 


IVIMC1_WAKEUP 


[10] 


Wake-up by MMC1 . This is cleared by writing 1 . 


0 


IVIMCO_WAKEUP 


[9] 


Wake-up by MMCO. This is cleared by writing 1 . 


0 


HSLWAKEUP 


[8] 


Wake-up by HSI. This is cleared by writing 1 . 


0 


RESERVED 


[7] 


RESERVED 


0 


BATFLT_WAKEUP 


[6] 


Wake-up by battery fault. This is cleared by writing 1 . 


0 


IVISM_WAKEUP 


[5] 


Wake-up by MSM modem. This is cleared by writing 1 . 


0 


KEY_WAKEUP 


[4] 


Wake-up by Key PAD. This is cleared by writing 1 . 


0 


TS_WAKEUP 


[3] 


Wake-up by touch screen. This is cleared by writing 1 . 


0 


RTC_TICK_WAKEUP 


[2] 


Wake-up by tick interrupt. This is cleared by writing 1 . 


0 


RTC_ALARIVI_WAKEU P 


[1] 


Wake-up by RTC alarm. This is cleared by writing 1 . 


0 


EINT_WAKEUP 


[0] 


Wake-up by external interrupts. This is cleared by writing 
1. 


0 
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BLK PWR STAT 


BIT 


DESCRIPTION 


RESET VALUE 


1 1 1 0 1 1 I V 1 LJ 


ni -Qi 


1 1 1 0 1 1 I V 1 LJ 




RFSFRVFD 

1 I ^ 1 I V ^ 


L°J 


RFSFRVFD 

1 1 1 \J 1 1 I V 1 ■_/ 


n 


BLK_G 


[71 

L' J 


Block G power ready 




BLK_ETM 


[6] 


Block ETM power ready 




BLK_S 


[5] 


Block S power ready 




BLK_F 


[4] 


Block F power ready 




BLK_P 


[3] 


Block P power ready 




BLKJ 


[2] 


Block 1 power ready 




BLK_V 


[1] 


Block V power ready 




BLK_TOP 


[0] 


Block TOP power ready 





3.4.2.16 Information register 



REGISTER 


ADDRESS 


R/W 


DESCRIPTION 


RESET VALUE 


INFORMO 


0x7E00_FA00 


R/W 


Information register 0 


OxOOOO_0000 


INF0RM1 


0x7E00_FA04 


R/W 


Information register 1 


OxOOOO_0000 


INF0RM2 


0x7E00_FA08 


R/W 


Information register 2 


OxOOOO_0000 


INFORMS 


0x7E00_FA0C 


R/W 


Information register 3 


OxOOOO_0000 



INFORMn 


BIT 


DESCRIPTION 


RESET VALUE 


INFORM 


[31:0] 


User defined information. INFORM0~3 registers are cleared 
by asserting XnRESET pin. 


OxOOOO_0000 
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4.1. OVERVIEW 



The S3C6410X Memory Subsystem includes seven memory controllers, one SROM controller, two OneNAND 
controllers, one NAND Flash controller, one CF controller, and one DRAM controllers. Static memory controllers , 
OneNAND Controller, NAND Controller and CF Controller share memory port 0 by using EBI. 

Note) 641 OX PoP A type doesn't support NAND Flash. Don't care the description regarding NAND Flash. 
641 OX PoP D type doesn't support OneNAND Flash. Don't care the description regarding OneNAND Flash. 

4.2. INTRODUCTION 

S3C6410X Memory Sub-system features are as follows: 

• Memory Subsystem has one 64-bit AX! slave interface, one 32-bit AX! slave interface, one 32-bit AHB Master 
interface, two 32-bit AHB slave interfaces, one for data transfer and the other for SFR setting, and one ARB 
interface for DMC SFR setting. 

• Memory Subsystem gets booting method and CS selection information from the System Controller. 

• Internal AHB data bus connects 32-bit AHB slave data bus with SROMC, two OneNANDC and NFCON. 

• Internal AHB SFR bus connects 32-bit AHB slave SFR bus with SROMC, two OneNANDC, CFCON and 
NFCON. 

• Internal AHB master bus is used for CFCON. 

• DMC1 uses 64-bit AXI slave interface and ARB interface. 

• Memory port 0 is shared by using EBI (External Bus Interface). 

• Memory port 1 is used only by DMC1 . 

• Selection of using NAND Flash or OneNAND is supported. 

• EBI module supports AMBA AXI 3.0 low power interface (CSYSREQ, CACTIVE, CSYSACK) to prevent 
memory controllers from accessing memories. 

• Data pin [26:1 6] of memory port 1 can be used as Address pin [26:1 6] of memory port 0 by configuration from 
system controller. 

• EBI module supports the share of pad interface used by 5 memory controllers (SROMC, two OneNANDCs, 
CFCON, and NFCON). 

• Pad interface ownership is determined by the priority which can be changed. 

• The handshaking between the EBI and the memory controller consists of s a three-wire interface, EBIREQ, 
EBIGNT, and EBIBACKOFF, all active HIGH. 
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4.3. STRUCTURE 

Figure 4-1 shows the structure of Memory sub-system. It holds eight memory controllers, which are shown in grey 
boxes. Interface ports of Memory sub-system includes two AHB slave ports, each of which is for accessing SFRs 
and memory contents, two ARB slave ports , two AXI slave ports, single AHB master ports, and two memory 
interface ports. Configuration signal ports, which changes the operation options of Memory Sub-system, are not 
shown in Figure 4-1 for clarity. Description of these configuration signal ports are detailed in later section. For 
memory port 0, EBI is used to multiplex output signals coming from each memory controller to generate a unified 
control signals for memory devices. Figure 4-1 also shows "reverse data" block, which reverses the order of bit 
assignments of data port of DRAM controller #1 . This is useful when OneDRAM is attached to DRAM controller 
#1 as OneDRAM has reverse data port order compared to mobile DRAM. 



4.4. AHB SLAVE INTERFACE (SFR) 

ARM can access SFR area of all memory controllers through AHB slave interface port (SFR) of Memory Sub- 
system. Table 4-1 shows the assignment of slave ID to each memory controller. 



Table 4-1 Slave ID for AHB slave interface (SFR) 



Slave ID 


Memory Controller ID 


0 


SROM Controller 


1 


OneNAND Controller #0 


2 


NAND Flash Controller 


3 


CF Controller 


4 


OneNAND Controller #1 


5-14 


none 


15 


Default slave 



Note) 641 OX PoP A type doesn't support NAND Flash. Don't care the description regarding NAND Flash. 
641 OX PoP D type doesn't support OneNAND Flash. Don't care the description regarding OneNAND Flash. 
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4-5.AHB SLAVE INTERFACE (SPINE) 

ARM can access memory area of all memory controllers through AHB slave interface port (SPINE) of Memory 
Sub-system. Table 4-2 shows the assignment of slave ID to each memory controller. 

Table 4-2 Slave ID for AHB slave interface (SPINE) 



Slave ID 


Memory Controller ID 


0 


NAND Flash Controller 


1 


SROM Controller 


2 


OneNAND Controller #0 


3 


Internal ROM 


4 


OneNAND Controller #1 


5-14 


none 


15 


Default slave 



Note) 641 OX PoP A type doesn't support NAND Flash. Don't care the description regarding NAND Flash. 
641 OX PoP D type doesn't support OneNAND Flash. Don't care the description regarding OneNAND Flash. 



^^^^^^ 
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AXI Slave 

l/F (DRAM1) 

APB Slave 

l/F (DRAM1 



DRAM 




Input 


Controller 


1 


DATA 


#1 




Reverse for 


(32bit) 






OneDRAM 












Output 






DATA 






Reverse for 






OneDRAM 



Memory 
Port 1 



Figure 4-1 Structure of Memory Sub-system 
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4.6. EBI MULTIPLEXING 

EBI is used to multiplex output signals coming from each memory controller to generate a unified control signals 
for memory devices. Table 4-3 shows which of memory controller participates in to generate each memory control 
signals. 



Table 4-3 EBI Multiplexing Table. 



ID 


Memory 


Port name 




Controller 


Address 


Output 


Write 


Output 


Byte 


Reset 


Advance 


Data 






(ADDR) 


Data 


Enable 


Enable 


Enable 


Output 


(ADV) 


OE 








(DO) 


(WE) 


(OE) 


(BE) 


(RP) 




(DOEN) 


1 


SROM 


0 


0 


0 


0 


0 


X 


X 


0 




Controller 


(ADDR) 


(WDATA) 


(nWE) 


(nOE) 


(nWBE) 






(DIR) 


2 


OneNAND 


X 


0 


0 


0 


X 


0 


0 


0 




Controller#0 




(DO) 


(nWE) 


(nOE) 




(nRP) 


(nADV) 


(nDOEN) 


3 


NAND 
Flash 
Controller 


X 


0 
(DO) 


X 


X 


X 


X 


X 


0 

(nDOEN) 


4 


CF 


0 


0 


0 


0 


X 


X 


X 


0 




Controller 


(ADDR) 


(DO) 


(nWE_IOWR) 


(nOEJORD) 








(nDOEN) 


5 


OneNAND 


X 


0 


0 


0 


X 


0 


0 


0 




Controller#1 




(DO) 


(nWE) 


(nOE) 




(nRP) 


(nADV) 


(nDOEN) 



Each row stands for each memory controller while each column shows whether each memory controller 
participates in to become an output memory control signal. The ID in the first column represents the identification 
number for EBI muxing and it is not related to AHB slave IDs. 

Note) 641 OX PoP A type doesn't support NAND Flash. Don't care the description regarding NAND Flash. 
641 OX PoP D type doesn't support OneNAND Flash. Don't care the description regarding OneNAND Flash. 



As many different memory controllers compete to get the ownership of memory interface port 0, EBI uses priority 
table shown in Table 4-4 to decide which memory controller to have the ownership. 
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Table 4-4 EBI Priority. CfgFixPriority is a SFR in System Controller memory region. 



CfgFixPriority 
[2:0] 


1st 
(Highest) 


2nd 


3rd 


4th 


5th 


6th 
(Lowest) 


0 


- 


SROM 


OneNAND 


OneNAND 


NAND Flash 


CF 






Controller 


Controller 0 


Controller 1 


Controller 


Controller 


1 


- 


OneNAND 


OneNAND 


SROM 


NAND Flash 


CF 






Controller 0 


Controller 1 


Controller 


Controller 


Controller 


2 


- 


OneNAND 


NAND Flash 


SROM 


OneNAND 


CF 






Controller 1 


Controller 


Controller 


Controller 0 


Controller 


3 


- 


NAND Flash 


SROM 


OneNAND 


OneNAND 


CF 






Controller 


Controller 


Controller 0 


Controller 1 


Controller 


4 




CF 


SROM 


OneNAND 


OneNAND 


NAND Flash 






Controller 


Controller 


Controller 0 


Controller 1 


Controller 


5 






OneNAND 


OneNAND 


NAND Flash 


CF 








Controller 0 


Controller 1 


Controller 


Controller 


6 




SROM 


OneNAND 


OneNAND 


NAND Flash 


CF 






Controller 


Controller 0 


Controller 1 


Controller 


Controller 


7 




SROM 


OneNAND 


OneNAND 


NAND Flash 


CF 






Controller 


Controller 0 


Controller 1 


Controller 


Controller 



We can also set whether to use fixed priority as shown in Table 4-4 or to rotate them so that all the memory 
controllers can have a fair amount of opportunity to use the memory port 0. This is controlled by CfgPriType 
configuration register. 

Note) 641 OX PoP A type doesn't support NAND Flash. Don't care the description regarding NAND Flash. 
641 OX PoP D type doesn't support OneNAND Flash. Don't care the description regarding OneNAND Flash. 
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4.7. CONFIGURATION OPTIONS 

There are several configuration options available to Memory Sub-system as summarized in Table 4-5. All of these 
configuration options are generated by system controller. Refer to system controller chapter for details. 



Table 4-5 Summary of configuration options for Memory Sub-system 



Name 


Default Values 


Description 


CfgAddrExpandToDMCI 


0 


Decides whether to use upper data ports of memory port 1 
lu iiulu iiiyii duurt^bb uuipui pun ui onvjivi ouiuruiitjr. 

0: Data port of memory port 1 is used by DRAM controller, 

1: Part of data port of memory port 1 is used by SROM 
Controller to hold higher address bits. 


CfgBootLoc 




Decides booting device 
00: RESERVED 
01 : SROM Controller 
10: OneNAND Controller 
11: Internal ROM 


CfgPriTyp 




Decides whether fixed priority type or rotating priority type is 
used for EBI. 

0: fixed priority 

1 : rotating priority 


CfgFixPriTyp 




Decides fixed priority of each memory controller for using 
EBI MUX. 


CfgSelECC 




Decides whether to use ECC logic in NAND Flash 
Controller. 



Note) 641 OX PoP A type doesn't support NAND Flash. Don't care the description regarding NAND Flash. 
641 OX PoP D type doesn't support OneNAND Flash. Don't care the description regarding OneNAND Flash. 
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Table 4-6 Sharing of XM1DATA between DRAM Controller 1 and SROM Controller 





XM1DATA]31:16] 


CfgAddr 


31 


30 


29 


28 


27 


26 


25 


24 


23 


22 


21 


20 


19 


18 


17 


16 


Expand- 
T0DMCI 


































0 


DRAM 1 Data Port 




31 


30 


29 


28 


27 


26 


25 


24 


23 


22 


21 


20 


19 


18 


17 


16 


1 


SROM Controller Address port 














26 


25 


24 


23 


22 


21 


20 


19 


18 


17 


16 



4.8. USE OF WIDE ADDRESS SPACES FOR SROM CONTROLLER (USING DRAM 1 PORT) 

SROM Controller has 27bit of address output ports, which allows it to access up to 128MBytes of memory space. 
But the default configuration only allows to use only lower 20bits of address ports of SROM Controller with limited 
address range of 1 MBytes. When more than 1 MBytes of SROM/RAM is necessary, we can you use upper 1 1 bits 
of SROM address ports, which shares output ports with upper data ports of DRAM Controller 1 (XM1 DATA). 
CfgAddrExpandToDMCI in Table 4-6 decides which of SROM Controller or DRAM Controller 1 uses XM1 DATA 
ports. 
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4.9. SHARING CHIP SELECT FOR MEMORY PORT 0 

Like memory control output signals, multiple chip select (CS) output is also shared between multiple memory 
controllers. But, unlike memory control output signals who is dynamically assigned to one memory controller at 
one time and another controller at other times, the use of chip select is fixed and cannot be changed during 
operation. The decision of which memory controller owns specific memory bank is decided both by following three 
factors. 

• Booting mode 

• MPO_CS_CFG regsiter residing in System Controller 

• XSELNAND input port value 

Following sections shows Chip Select Mux table for each booting mode. 



^^^^^^ 
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Table 4-7 Chip Select Mux table for NOR booting mode 





SROM 
Controller 


OneNAND 
Controller 0 


OneNAND 
Controller 1 


NAND Flash 
Controller 


CF 
Controller 


XmOCSn[0] 


nCS[0] 










XmOCSn[1] 


o riv^i vi w 

nCS[1] 










XmOCSn[2] 


SROMC_ 
nCS[2] 


OneNANDCO 
_nCS 


- 


NFCON_ 
nCS[0] 


- 


1 Vl 1 \J W O 

CFG[1] = H 


1 vl 1 \J w O 

GFG[1] = L 
& 

XSEUMAND=L 




1 vl 1 \J w O 

CFG[1] = L 
& 

XSELNAND=H 




XmOCSn[3] 


oriuivio_ 
nCS[3] 




_nCS 


nCS[1] 




MrO_L.o_ 
CFG[3] = H 




Mr0_L'O_ 
GFG[3] = L 
& 

XSELNAND=L 


Mr0_L'O_ 
CFG[3] = L 
& 

XSEUMAND=H 




XmOCSn[4] 


SROMC_ 
nCS[4] 








CFCON_ 
nCS[0] 


MPO_CS_CFG 
[4] = L 








MPO_CS_CFG 
[4] = H 


XmOCSn[5] 


SROMC_ 
nCS[5] 








CFCON_ 
nCS[1] 


MPO_CS_CFG 
[5] = L 








MPO_CS_CFG 
[5] = H 



Note) 641 OX PoP A type doesn't support NAND Flash. Don't care the description regarding NAND Flash. 
641 OX PoP D type doesn't support OneNAND Flash. Don't care the description regarding OneNAND Flash. 
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A. ONENAND BOOTING MODE 



Table 4-8 Chip Select Mux table for NAND booting mode 





SROM 
Controller 


OneNAND 
Controller 0 


OneNAND 
Controller 1 


NAND Flash 
Controller 


CF 
Controller 


XmOCSn[0] 


SROMC 
nCS[0] 










XmOCSn[1] 


nCS[1] 










XmOCSn[2] 




_nCS 








XmOCSn[3] 






UneNANUOi 
_nCS 






XmOCSn[4] 


SROMC_ 
nCS[4] 








CFCON_ 
nCS[0] 


MPO_CS_CFG 
[4] = L 








MPO_CS_CFG 
[4] = H 


XmOCSn[5] 


SROMC_ 
nCS[5] 








CFCON_ 
nCS[1] 


MPO_CS_CFG 
[5] = L 








MPO_CS_CFG 
[5] = H 


Note) 641 OX Po 


P A type doesn't support NAND Flash. Don't care the description regard 


ng NAND Flash. 



641 OX PoP D type doesn't support OneNAND Flash. Don't care the description regarding OneNAND Flash. 
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B. MODEM BOOTING MODE 



Table 4-9 Chip Select Mux table for Modem booting mode 





SROM 
Controller 


OneNAND 
Controller 0 


OneNAND 
Controller 1 


NAND Flash 
Controller 


CF 
Controller 


XmOCSn[0] 


nCS[0] 










XmOCSn[1] 


o riv^i vi w 

nCS[1] 










XmOCSn[2] 




OneNANDCO 
_nCS 


- 


NFCON_ 
nCS[0] 


- 




1 Vl 1 \J W O 

CFG[1] = L 
& 

XSEUMAND=L 




MPO nc; 

1 vl 1 \J w O 

CFG[1] = L 
& 

XSELNAND=H 




XmOCSn[3] 






UneiNAINUL/l 

_nCS 


NrOUN_ 

nCS[1] 








Mrt)_L'0_ 
CFG[3] = L 
& 

XSELNAND=L 


Mrt)_Oo_ 
CFG[3] = L 
& 

XSEUMAND=H 




XmOCSn[4] 


SROMC_ 
nCS[4] 








CFGON_ 
nCS[0] 


MPO_CS_CFG 
[4] = L 








MPO_GS_GFG 
[4] = H 


XmOCSn[5] 


SROMC_ 
nCS[5] 








GFGON_ 
nCS[1] 


MPO_CS_CFG 
[5] = L 








MPO_GS_GFG 
[5] = H 


Note) 641 OX Po 


P A type doesn't support NAND Flash. Don't care the description regard 


ng NAND Flash. 



641 OX PoP D type doesn't support OneNAND Flash. Don't care the description regarding OneNAND Flash. 



4-12 



ELECTRONICS 



641 ox UM 



MEMORY SUBSYSTEM 



C. IROM MOVINAND BOOTING MODE 



Table 4-10 Chip Select Mux table for IROM MovlNAND booting mode 





SROM 
Controller 


OneNAND 
Controller 0 


OneNAND 
Controller 1 


NAND Flash 
Controller 


CF 
Controller 


XmOCSn[0] 


nCS[0] 










XmOCSn[1] 


nCS[1] 










XmOCSn[2] 


SROMC_ 
nCS[2] 


OneNANDCO 
_nGS 


- 


NFCON_ 
nGS[0] 


- 


1 VI 1 \J W o 

CFG[1] = H 


1 Vl 1 \J W O 

GFG[1] = L 
& 

XSELMMMD=L 




1 vl 1 \J w O 

GFG[1] = L 
& 

XSELNAND=H 




XmOCSn[3] 


orivjlVIO_ 
nCS[3] 




(jneiNAiNUL'i 
_nCS 


nGS[1] 




Mrt)_Oo_ 
CFG[3] = H 




MrO_Go_ 
GFG[3] = L 
& 

XSELNAND=L 


MrO_Go_ 
GFG[3] = L 
& 

XSELNAND=H 




XmOCSn[4] 


SROMC_ 
nCS[4] 








CFCON_ 
nGS[0] 


MPO_CS_CFG 
[4] = L 








MPO_GS_CFG 
[4] = H 


XmOCSn[5] 


SROMG_ 
nCS[5] 








CFCON_ 
nGS[1] 


MPO_CS_CFG 
[5] = L 








MPO_CS_CFG 
[5] = H 


Note) 641 OX Po 


P A type doesn't support NAND Flash. Don't care the description regard 


ng NAND Flash. 



641 OX PoP D type doesn't support OneNAND Flash. Don't care the description regarding OneNAND Flash. 
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D. INTERNAL ROM BOOTING (SECURE ROM BOOTING) MODE 



Table 4-11 Chip Select Mux table for internal ROM booting mode 





SROM 
Controller 


OneNAND 
Controller 0 


OneNAND 
Controller 1 


NAND Flash 
Controller 


CF 
Controller 


XmOCSn[0] 


onwivio 

nCS[0] 










XmOCSn[1] 


o riv^i vi w 

nCS[1] 










XmOCSn[2] 


SROMC_ 
nCS[2] 


OneNANDCO 
_nCS 


- 


NFCON_ 
nCS[0] 


- 


1 Vl 1 \J W O 

CFG[1] = H 


1 vl 1 \J w O 

GFG[1] = L 
& 

XSEUMAND=L 




MPO nc; 

1 vl 1 \J w O 

CFG[1] = L 
& 

XSELNAND=H 




XmOCSn[3] 


QDO^/l^' 
oriuivio_ 

nCS[3] 




UneiNAINUL/l 

_nGS 


NrOUN_ 

nCS[1] 




MrO_L.o_ 
CFG[3] = H 




Mrt)_L'0_ 
CFG[3] = L 
& 

XSELNAND=L 


Mrt)_Oo_ 
CFG[3] = L 
& 

XSEUMAND=H 




XmOCSn[4] 


SROMC_ 
nCS[4] 








CFGON_ 
nCS[0] 


MPO_CS_CFG 
[4] = L 








MPO_CS_GFG 
[4] = H 


XmOCSn[5] 


SROMC_ 
nCS[5] 








CFCON_ 
nCS[1] 


MPO_CS_CFG 
[5] = L 








MPO_CS_GFG 
[5] = H 


Note) 641 OX Po 


P A type doesn't support NAND Flash. Don't care the description regard 


ng NAND Flash. 



641 OX PoP D type doesn't support OneNAND Flash. Don't care the description regarding OneNAND Flash. 
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4.10. REMAPPING 

Address ranges from 0x00000000 to 0x07FFFFFF are shared by bootable devices. According to configurations, 
this address ranges can be assigned to SROM Controller, internal ROM, NAND Flash controller, or OneNAND 
controller. 



Table 4-12 Remapping Condition 



Booting Device 
(Device remapped to 
address 0) 


Conditions 


REMAP 


CfgBootLoc 


iVIP0_CS_CFG[1] 


Internal ROM 


1'b1 


2'b11 


doesn't care 


SROM 
(External ROM) 


1'bO 


2'b01 


H 


OneNAND 


1'bO 


2'b10 


L 



Note) 641 OX PoP A type doesn't support NAND Flash. Don't care the description regarding NAND Flash. 
641 OX PoP D type doesn't support OneNAND Flash. Don't care the description regarding OneNAND Flash. 



^^^^^^ 
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4.11. ADDRESS DECODING 

Address ranges are described in Table 4- 



Table 4-13 Address map. 



start 


End 


Int. 


stepping 


SROM 


One 


One 


DRAM 


A/<l/<lpAOO 

MUUrcoo 


MUUrcao 


ROM 


OlUlIc 


Ptrl 


MAKin 


M AKin 


Ptrl 1 








TNAND Ctrl ) 




Ctrl. 0 


Ctrl. 1 




0x00000000 


0x07FFFFFF 








o' 






OyOROOOOOO 


OyOBFFFFFF 


0 












OxOCOOOOOO 


OxOFFFFFFF 




0 










0x10000000 


0X17FFFFFF 






0 








0x18000000 


OxIFFFFFFF 






0 








0x20000000 


0X27FFFFFF 






0^ 


0^ 






0x28000000 


0X2FFFFFFF 






0^ 




0^ 




0x30000000 


0X37FFFFFF 






0 








0x38000000 


OxSFFFFFFF 






0 








0x40000000 


0X47FFFFFF 














0x48000000 


0X4FFFFFFF 














0x50000000 


OxSFFFFFFF 












0 


0x60000000 


0X6FFFFFFF 












0 



Boxes in thick borders show that the address ranges shown on the first two columns are directed to the 
corresponding memory controllers. Refer to the footnote at the bottom of this table for cases where single address 
range can be directed to multiple memory controllers. 

Note) 641 OX PoP A type doesn't support NAND Flash. Don't care the description regarding NAND Flash. 
641 OX PoP D type doesn't support OneNAND Flash. Don't care the description regarding OneNAND Flash. 



^ Refer to Table 4-1 2 for details. 
^ Refer to Table 4-9-4-13. 
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DRAM CONTROLLER 



5.1 OVERVIEW 



DRAM Controller is from ARM PrimeCell CP003 AX! Dynamic Memory Controller (PL340). Original AMBA ARB 
3.0 port for programming configuration registers is covered by using AxiToApb bridge component, which 
implements an AX! slave port connected to an ARB master port. 

DRAM Controller has AMBA AX! compatible bus for programming its configuration registers and for access to 
SDRAM. DRAM Controller can be programmed by writing chip configuration, ID configuration, and memory timing 
parameters in PL340 configuration registers. 

DRAM Controller can receive a direct command for SDRAM or DRAM Controller itself. By writing command to 
direct_cmd register, DRAM Controller can send commands like Prechargeall', 'Autorefresh', 'NOP', and 'MRS' 
('EMRS') to SDRAM. By writing command to memc_cmd register, DRAM Controller can enter into states like 
'Config', 'Ready', and 'Low_power'. 

DRAM Controller supports power-down in two ways. The DRAM Controller can automatically place the SDRAM 
into either the pre-charge power-down or active power-down state, by de-asserting DMC1_CKE when the 
SDRAM has been inactive for a number of clock cycles set in memory_cfg. The DRAM controller can place the 
SDRAM into the self-refresh state when enter the power down mode such as STOP, Deep Stop, Sleep Mode. 

The auto-refresh command is issued to SDRAM periodically when refresh counter reaches the value of the 
refresh period in auto-refresh period register. 
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5.2 FEATURES 

• Supports SDR SDRAM, mobile SDR SDRAM, DDR SDRAM, and mobile DDR SDRAM 

• Supports 2 external memory chips. 

• Supports 64-bit AMBA AX! bus. 

• Supports 1 6/32-bit memory bus. 

Memory Port 1 : Support 16bit DDR SDRAM and mobile DDR SDRAM. 

Support 32bit DDR SDRAM ,mobile DDR SDRAM, mobile SDR SDRAM and SDR SDRAM 

• Address space: Memory Port1 can support up to 2Gbit per chip select. 

• Provides active and pre-charge power down. 

• Quality of Service features for low latency transfers. 

• Optimized utilization of external memory bus. 

• Support to select external memory types by setting SFR. 

• Supports 2 outstanding exclusive access transfers. 

• Configurable memory access timing by using SFRs. 

• Support extended MRS (EMRS) set. 

• For Memory Port 1 , not supports 1 6bit SDR SDRAM, mobile SDR SDRAM 

• Operation voltage 

Memory Port 1 : 1 .8V, 2.5V (typical) 

Note) 641 OX PoP A type and PoP D type don't support SDR SDRAM, mobile SDR SDRAM, and DDR 
SDRAM because those types contain mobile DDR SDRAM only. 
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5.3 SDRAM MEMORY INTERFACE 

DRAM Controller supports up to two chips of same type and can assign a maximum of 256 Mbytes(Memory 
Port1 )address space per chip. All chips in the same port share all pins, except clock enable signals and chip 
select signals. External Memory Pin configuration is as shown in Table 5-1 

Reset value of CKE is controlled by SPC0NSLP[5]. If the value is zero XmlCKE are zero when reset. If the 
value is one, XmlCKE are one when reset. But Reset value of CKE must be changed during without DRAM 
access. 



Table 5-1. Memory Port 1 Pin Description 



Signal 


Type 


Description 


XmlSCLK 


Output 


Memory clock 


XmlSCLKn 


Output 


Memory clock (negative) 


Xm1CKE[1:0] 


Output 


Clock enable per chip 


Xm1CSN[1:0] 


Output 


Chip select per chip (active low) 


XmlRAS 


Output 


Row address strobe (active low) 


XmlCAS 


Output 


Column address strobe (active low) 


XmlWEN 


Output 


Write enable (active low) 


Xm1ADDR[13:0] 


Output 


Address bus 


Xm1ADDR[15:14] 


Output 


Bank select 


Xm1DATA[31:0] 


Inout 


Data bus 


Xm1DQM[3:0] 


Output 


Data bus mask bits 


Xm1DQS[3:0] 


Inout 


Data strobe inout, DDR and mDDR only 
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5.4 SDRAM INITIALIZATION SEQUENCE 

On power-on reset, software must initialize the DRAM controller and each of the SDRAM connected to the DRAM 
controller. Refer to the SDRAM data sheet for the start up procedure. Example sequences are given below. 

5.4.1 DRAM CONTROLLER INITIALIZATION SEQUENCE 

• Program memc_cmd to '3'b100', which makes DRAM Controller enter 'Config' state. 

• Write memory timing parameter, chip configuration, and id configuration registers. 

• Wait 200us to allow SDRAM power and clock to stabilize. However, when CPU starts working, power and 
clock would already be stabilized. 

• Execute memory initialization sequence. 

• Program memc_cmd to '3'bOOO', which makes DRAM Controller enter 'Ready' state. 

• Check memory status field in memc_stat until memory status becomes '2'b01', which means 'Ready'. 

5.4.2 SDR/MOBILE SDR SDRAM INITIALIZATION SEQUENCE 

• Program mem_cmd in direct_cmd to '2'b10', which makes DRAM Controller issue 'NOP' memory command. 

• Program mem_cmd in direct_cmd to '2'bOO', which makes DRAM Controller issue 'Prechargeall' memory 
command. 

• Program mem_cmd in direct_cmd to '2'b11', which makes DRAM Controller issue 'Autorefresh' memory 
command. 

• Program mem_cmd in direct_cmd to '2'b11', which makes DRAM Controller issue 'Autorefresh' memory 
command. 

• If memory type is mobile SDR SDRAM, 

- Program mem_cmd to '2'b10' in direct_cmd, which makes DRAM Controller issue 'MRS' memory 
command 

- Bank address for EMRS must be set. 

• Program mem_cmd to '2'b10' in direct_cmd, which makes DRAM 

- Bank address for MRS must be set. 

5.4.3 DDR/MOBILE DDR SDRAM INITIALIZATION SEQUENCE 

• Program mem_cmd in direct_cmd to '2'b10', which makes DRAM 

• Program mem_cmd in direct_cmd to '2'bOO', which makes DRAM 
command. 

• Program mem_cmd in direct_cmd to '2'b1 1 ', which makes DRAM 
command. 

• Program mem_cmd in direct_cmd to '2'b1 1 ', which makes DRAM 
command. 

• Program mem_cmd to '2'b10' in direct_cmd, which makes DRAM 

- Bank address for EMRS must be set. 

• Program mem_cmd to '2'b10' in direct_cmd, which makes DRAM 

- Bank address for MRS must be set. 



Controller issue 'MRS' memory command. 

Controller issue 'NOP' memory command. 
Controller issue 'Prechargeall' memory 

Controller issue 'Autorefresh' memory 

Controller issue 'Autorefresh' memory 

Controller issue 'MRS' memory command 

Controller issue 'MRS' memory command. 
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5.5 REGISTER DESCRIPTION 

5.5.1 DRAM CONTROLLER STATUS REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


P1MEMSTAT 


0X7E001000 


R 


32-bit DRAM controller status register 


0x8C4 



PnMEMSTAT 


Bit 


Description 


Initial State 


Reserved 


[31:14] 


Read undefined. 




Reserved 


[13:12] 


Read always 0 


00 


Reserved 


[11:10] 


Read always "10" 


10 


Reserved 


[9] 


Read always zero. 


0 


Memory chips 


[8:7] 


The maximum number of different chip selects that DRAM 
controller can supports: 
01=2 chips 

641 OX only supports 2 chips, and "Memory chips" reads only as 
01. 


01 


Memory type 


[6:4] 


The type of SDRAM that DRAM controller supports: 

1 00 = Any of the followings: MSDR, SDR, MDDR, or DDR 


100 


Memory width 


[3:2] 


The width of the external memory 

00 = 1 6-bit 01 = 32-bit 1 0 = reserved 1 1 = reserved 


01 


Controller status 


[1:0] 


The status of the DRAM controller 

00 = Config. 01 = Ready 1 0 = Paused 1 1 = Low-Power 


00 



5.5.2 DRAM CONTROLLER COMMAND REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


P1MEMCCMD 


0X7E001004 


W 


32-bit DRAM controller command register 





PnMEMCCMD 


Bit 


Description 


Initial State 




[31:3] 


Undefined. Write as Zero 




Memc_cmd 


[2:0] 


Changes the state of the DRAM controller 

000 = Go 001 = Sleep 010 = Wakeup 01 1 = Pause 
1 00 = Configurel 01 -111= Reserved 
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5.5.3 DIRECT COMMAND REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


P1 DIRECTCMD 


0X7E001008 


W 


32-bit DRAM controller direct command 
register 





PnDIRECTCMD 


Bit 


Description 


Initial State 


Reserved 


[31:23] 


Undefined. Write as Zero 




Extended 

Memory 

command 


[22] 


Extended memory command, see note after the table 




Chip number 


[21 :20] 


Bits mapped to external memory chip address bits. 




Memory 
command 


[19:18] 


Determines the command required, see note after the table. 




Bank address 


[17:16] 


Bits mapped to external memory bank address bits when 
command is MRS or EMRS access. 






[15:14] 


Undefined. Write as Zero 




Address 13 to 
0 


[13:0] 


Bits mapped to external memory address bits [13:0] when 
command is MRS or EMRS access. 





Note: Memory command encoding. This encoding uses the "Extended Memory command" bits concatenated to 
"Memory command", therefore providing 3 bits. 

3'bOOO = Prechargeall 

3'b001 = Autorefresh 

3'b010 = Modereg or Extended modereg access 
3'b011 = NOP 

3'b100 = DPD (Deep Power Down) 

All other combinations are illegal and might cause undefined behavior. A NOP command asserts all chip selects 
that are set as active_chips when the chip_nmbr is set to 0. 



5-6 



ELECTRONICS 



641 ox UM 



DRAM CONTROLLER 



5.5.4 MEMORY CONFIGURATION REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


P1MEMCFG 


0X7E00100C 


R/W 


32-bit DRAM controller memory config register 


0x01_0020 



PnMEMCFG 


Bit 


Description 


Initial State 


Reserved 


[31] 


Reserved. It should be write as Zero. 


0 


Reserved 


[30:23] 


Read undefined. Write as zero. 




Active chips 


[22:21] 


Enables the refresh command generation for the number of 
memory chips. It is only possible to generate commands up to 
and inrludinn thp numhpr of rhin<^ in thp rnnfinuratinn dpfinpd in 

dl l\J IIIVylL>l\>>llll^ Lllw IIL>llllk^wl \Jl vylllk^O III Lllw vyvyllll^L>ll CI LI W II \^^IIIIV^\>>I III 

the DRAM controller status register: 

00 = 1 chip 

01 = 2 chips 

1 0 = Reserved 

1 1 = Reserved 


00 


QoS master bits 


[20:18] 


Encodes the four bits of the 8-bit AXI ARID that are used to 
select one of the 1 6 QoS values: 

000 = ARID[3:0] 

001 = ARID[4:1] 

010 = ARID[5:2] 

011 = ARID[6:3] 
100 = ARID[7:4] 
101-111 = Reserved 


000 


Memory burst 


[17:15] 


Encodes the number of data accesses that are performed to the 
SDRAM for each Read and Write command: 

000 = Burst 1 

001 = Burst 2 

010 = Burst 4 

01 1 = Burst 8 
100 = Burst 16 
101-111 = Reserved 

This value must also be programmed into SDRAM mode register 
using the DIRECTCMD register and must match it. 


010 


Stop_mem_clock 


[14] 


When enabled the memory clock is dynamically stopped when 
not performing an access to the SDRAM. 


0 


Auto power down 


[13] 


When Auto power down is set, the memory interface 
automatically places the SDRAM into power-down state by de- 
asserting CKE when the command FIFO has been empty for 
Power_down_prd memory clock cycles. 


0 


Power_down_prd 


[12:7] 


Number of memory clock cycles for auto power-down of SDRAM. 


000000 


AP bit 


[6] 


Encodes the position of the auto-precharge bit in the memory 
address: 

0 = address bit 10. 

1 = address bit 8. 


0 


Row bits 


[5:3] 


Encodes the number of bits of the AXI address that comprise the 


100 
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row address: 

000 = 11 bits 

001 = 12 bits 

010 = 13 bits 

011 = 14 bits 

100 = 15 bits 

101 = 16 bits 




Column bits 


[2:0] 


Encodes tlie number of bits of tlie AXI address tliat comprise tlie 
column address: 

000 = 8 bits 

001 = 9 bits 
010 = 10 bits 
011=11 bits 
100 = 12 bits 


000 



5.5.5 REFRESH PERIOD REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


PI REFRESH 


0X7E001010 


R/W 


32-bit DRAM controller refresh period register 


0xA60 



PnREFRESH 


Bit 


Description 


Initial State 




[31:15] 


Read undefined. Write as Zero 




Refresh period 


[14:0] 


Memory refresh period in memory clock cycles. 


0xA60 



5.5.6 CAS LATENCY REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


P1CASLAT 


0X7E001014 


R/W 


32-bit DRAM controller CAS latency register 


0x6 



PnCASLAT 


Bit 


Description 


Initial State 




[31:4] 


Read undefined. Write as Zero 




CAS Latency 


[3:1] 


CAS latency in memory clock cycles. 


Oil 


CAS Half cycle 


[0] 


Encodes whether the CAS latency is half a memory clock cycle 
more than the value given in bits[3:1] 

0 = Zero cycle offset to value in [3:1]. [0] is forced to 0 in MDDR 
and SDR mode. 

1 = Half cycle offset to the value in [3:1]. 


0 
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5.5.7 TDQSS REGISTER 



Register 


Address 


R/W 


Description 


Reset Vaiue 


P1T_DQSS 


0X7E001018 


R/W 


32-bit DRAM controller t_DQSS register 


0x1 



PnT_DQSS 


Bit 


Description 


Initiai State 




[31:2] 


Read undefined. Write as Zero 




t_DQSS 


[1:0] 


Write to DQS in memory clock cycles. 


1 



5.5.8 T MRD REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


P1T_MRD 


0x7E00101C 


R/W 


32-bit DRAM controller t_MRD register 


0x02 



PnT_MRD 


Bit 


Description 


Initial State 




[31:7] 


Read undefined. Write as Zero 




t_MRD 


[6:0] 


Set mode register command time in memory clock cycles. 


0x02 



5.5.9 T RAS REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


P1T_RAS 


0X7E001020 


R/W 


32-bit DRAM controller t_RAS register 


0x7 



PnT_RAS 


Bit 


Description 


Initial State 




[31:4] 


Read undefined. Write as Zero 




t_RAS 


[3:0] 


Set RAS to precharge delay in memory clock cycles. 


0x7 
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5.5.10 T RC REGISTER 



Register 


Address 


R/W 


Description 


Reset Vaiue 


P1T_RC 


0X7E001024 


R/W 


32-bit DRAM controller t_RC register 


OxB 



PnT_RC 


Bit 


Description 


Initiai State 




[31:4] 


Read undefined. Write as Zero 




t_RC 


[3:0] 


Set Active bank x to Active bank x delay in memory clock cycles. 


OxB 



5.5.11 T RCD REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


P1T_RCD 


0x7E001028 


R/W 


32-bit DRAM controller t_RCD register 


0x1 D 



PnT_RCD 


Bit 


Description 


Initial State 




[31:6] 


Read undefined. Write as Zero 




scheduled_RCD 


[5:3] 


Set t_RCD-3 


Oil 


t_RCD 


[2:0] 


Set the RAS to CAS minimum delay in memory clock cycles 


101 



5.5.12 T RFC REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


P1T_RFC 


0x7E00102C 


R/W 


32-bit DRAM controller t_RFC register 


0x212 



PnT_RFC 


Bit 


Description 


Initial State 




[31:10] 


Read undefined. Write as Zero 




scheduled_RFC 


[9:5] 


Set t_RFC -3. 


0x10 


t_RFC 


[4:0] 


Set the autorefresh command time in memory clock cycles 


0x12 



5.5.13 T RP REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


P1T_RP 


0X7E001030 


R/W 


32-bit DRAM controller t_RP register 


0x1 D 
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PnT_RP 


Bit 


Description 


Initial State 




[31:6] 


Read undefined. Write as Zero 




scheduled_RP 


[5:3] 


Set t_RP -3. 


011 


t_RP 


[2:0] 


Set the precharge to RAS delay in memory clocl< cycles 


101 



5.5.14 T RRD REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


P1T_RRD 


0x7E001034 


R/W 


32-bit DRAM controller t_RRD register 


0x2 



PnT_RRD 


Bit 


Description 


Initial State 




[31:4] 


Read undefined. Write as Zero 




t_RRD 


[3:0] 


Set Active bank x to Active bank y delay in memory clock cycles. 


0x2 



5.5.15 T WR REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


P1T_WR 


0X7E001038 


R/W 


32-bit DRAM controller t_WR register 


0x3 



PnT_WR 


Bit 


Description 


Initial State 




[31:3] 


Read undefined. Write as Zero 




t_WR 


[2:0] 


Set the write to precharge delay in memory clock cycles. 


Oil 



5.5.16 T WTR REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


P1T_WTR 


0X7E00103C 


R/W 


32-bit DRAM controller t_WTR register 


0x2 



PnT_WTR 


Bit 


Description 


Initial State 




[31:3] 


Read undefined. Write as Zero 




t_WTR 


[2:0] 


Set the write to read delay in memory clock cycles. 


010 
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5.5.17 T XP REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


P1T_XP 


0X7E001040 


R/W 


32-bit DRAM controller t_XP register 


0x01 




PnT_XP 


Bit 


Description 


Initial State 




[31:8] 


Read undefined. Write as Zero 




t_XP 


[7:0] 


Set the exit power down command time in memory clocl< cycles. 


0x01 


5.5.18 T_XSR REGISTER 


Register 


Address 


R/W 


Description 


Reset Value 


P1T_XSR 


0x7E001044 


R/W 


32-bit DRAM controller t_XSR register 


OxOA 



PnT_XSR 


Bit 


Description 


Initial State 




[31:8] 


Read undefined. Write as Zero 




t_XSR 


[7:0] 


Set the exit self refresh command time in memory clock cycles. 


OxOA 



5.5.19 T ESR REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


P1T_ESR 


0X7E001048 


R/W 


32-bit DRAM controller t_ESR register 


0x14 



PnT_ESR 


Bit 


Description 


Initial State 




[31:8] 


Read undefined. Write as Zero 




t_ESR 


[7:0] 


Set the self refresh command time in memory clock cycles. 


0x14 
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5.5.20 MEMORY CONFIGURATION 2 REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


P1MEMCFG2 


0X7E00104C 


R/W 


32-bit DRAM controller configuration register 


0x0B45 



PnMEMCFG2 


Bit 


Description 


Initial State 


Reserved 


[31:13] 


Read undefined. Write as Zero. 








Encodes the delay used when reading from the pad interface to 
allow for de-skew of incoming read data 




Read delay 


[12:11] 


00 = Read delay 0 cycle (usually for SDR SDRAM. The SDR 
configuration requires read_dealy set to zero.) 

01 = Read delay 1 cycle (usually for DDR SDRAM and mobile 
DDR SDRAM) 

10, 11 = Read delay 2 cycle 


01 






The type of SDRAM that is attached to DRAM controller: 








000 = oUH bUHAM 








nni nnp Q^PA^yl 
UU 1 = UUn oUriMIVI 




Memory type 


[10:8] 


U 1 1 — IVIUUIIt; UUlx OL/liMlVl 

Note 

It is only legal to program the memory type between SDR and 

(\ P^DDR for p mpmnrx/ rnntrnllpr ronfiniiratinn that <^iinnnrt<^ it 

yi— 1 yL./L^lllwl Cllll^lllWiy \j\Ji III 1^1 \j\J 1 III^UIClLIWll LIICIL OUI^Io/Vy 1 lO 1 L 


Oil 






The width of the external memory 








00 = 1 6-bit 01 = 32-bit 1 0 = Reserved 1 1 = Reserved 




Memory width 


[7:6] 


Note 

Only a memory width that is legal for the memory controller can be 
programmed. 


00/01 


Reserved 


[5:4] 


Read undefined. Write as Zero.^ 


00 


ckejnit 


[3] 


Sets the level for the eke outputs after reset. 


1/0 


DQM init 


[2] 


Sets the level for the dqm outputs after reset. 


1 


a_gt_m_sync 


[1] 


Requires to be set HIGH when running the aclk and mclk 
synchronously but with aclk 

running faster than mclk. 


0 


sync 


[0] 


Set high when aclk and mclk are synchronous. 


1 



^ bank_bits is not programmable in 641 OX. 
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5.5.21 MEMORY CONFIGURATION 3 REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


P1MEMCFG3 


0X7E001050 


R/W 


32-bit DRAM controller configuration register 


0 



PnMEMCFGS 


Bit 


Description 


Initial State 


Reserved 


[31:12] 


Read undefined. Write as Zero. 




Prescale 


[11:3] 


Prescalar counter value 


0 


max_outs_refs 


[2:0] 


Maximum number of outstanding refresh commands. 


111 



5.5.22 ID N CFG REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


PlJd_0_cfg 
~P1_id_15_cfg 


0x7E001100 
~0x7E00113C 


R/W 


32-bit DRAM controller id_<n>_cfg register 


0x000 



Pn_id_<n>_cfg 


Bit 


Description 


Initial State 




[31:10] 


Read undefined. Write as Zero 




QoS_MAX 


[9:2] 


Set a maximum quality of service. 


0x00 


QoS_MIN 


[1] 


Set a minimum quality of service. 


0 


QoS_Enable 


[0] 


Enables a quality of service value to be applied to memory reads 
from address ID <n>. 


0 
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Table of the AXI bus master IDs 



AVI fr\ 
AaI IU 


Master bus name 


Heiateci irs 


r\r\r\r\ r\r\r\r\ 
UUUL)_UUUU 


1 blOCK 


uamera, JrbC::i 


UUUU_UUU1 


r blOCK 


Display Controller 


r\r\r\r\ r\r\-i r\ 
L)UL)U_L)U1 U 


r blOCK 


1 V bncoder, I v bcaler 


WW nn-i -i^ 


V blOCK 


MrU 


r\r\r\r\ r\ h r\r\ 
L)L)UU_U1 UU 


A blOCK 


HoMMU, Uob (J 1 Kji 


UUUU_U1 Ul 


1 blOCK 


Host l/r 


r\r\r\r\ r\-i h r\ 
L)L)L)L)_L)1 1 U 


M blOCK 


r\iv /I An ^^^ /I A H 
UMAU, UMAl 


UUUU_U1 1 1 


o blOCK 


oecurity oUD biocK, oumau, oUMAI 


OOOOJOOO 


ARM Instruction 


ARM Gore Instruction 


0000_1001 


ARM Data 


ARM Core Data 


0000_1010 


ARM DMA 


ARM Core DMA 


0000_1011 


CF 


CFCON 


000X_1100^ 


G block 


G3D 


000X_1101^ 


G block 


G3D 


0000_1110 


G2D 


G2D 



5.5.23 CHIP N CFG REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


P1_chip_0_cfg 
P1_chip_1_cfg 


0X7E001200 
0X7E001204 


R/W 


32-bit DRAM controller chip_<n>_cfg register 


OxOFFOO 



P n_c h i p_< n >_cf g 


Bit 


Description 


Initial State 




[31:17] 


Read undefined. Write as Zero 




BRC_RBC 


[16] 


Selects the memory organization as decoded from the AXI 
address: 

0 = Row-Bank-Column organization. 

1 = Bank-Row-Column organization. 


0 


Address match 


[15:8] 


Comparison value for AXI address bits [31 :24] to determine 
which chip is selected. 


OxFF 


Address mask 


[7:0] 


The mask for AXI address bits [31 :24] to determine which chip 
is selected: 

1 = corresponding address bit is to be used for comparison 


0x00 



^ X refers to ID that can be dynamically changed by bus master. 



^^^^^^ 
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5.5.24 USER STATUS REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


P1_user_stat 


0X7E001300 


R 


32-bit DRAM controller user_stat register 


0x00 


Details are same as L 
5.5.25 USER_CONFI 


)SER_CONFIG register, refer to 5.5.25. 
G REGISTER 


Register 


Address 


R/W 


Description 


Reset Value 


P1_user_cfg 


0X7E001304 


W 


32-bit DRAM controller user_cfg register 


0x00 



1 1 uooi oiy 


Rit 

Dll 




Initial Qtato 


Reserved 


[31:16] 


Read undefined. Write as Zero 


0 


Reserved 


[15] 




0 


DQS3 input chain 
delay selection 


[14:12] 


Sets DQS[3] input chain delay value. 

When it is set to 3'bOOO, minimum delay chain is used. 


0 


Reserved 


[11] 




0 


DQS2 input chain 
delay selection 


[10:8] 


Sets DQS[2] input chain delay value. 

When it is set to 3'bOOO, minimum delay chain is used. 


0 


Reserved 


[7] 




0 


DQS1 input chain 
delay selection 


[6:4] 


Sets DQS[1] input chain delay value. 

When it is set to 3'bOOO, minimum delay chain is used. 


0 


Reserved 


[3] 




0 


DQSO input chain 
delay selection 


[2:0] 


Sets DQS[0] input chain delay value. 

When it is set to 3'bOOO, minimum delay chain is used. 


0 
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6.1 OVERVIEW 

The S3C6410 SROM Controller (SROMC) supports external 8, 16-bit NOR Flash, PROM, SRAM memory. 
S3C6410 SROM Controller supports 6-bank memory of maximum 128 MB size only. 

6.2 FEATURE 

S3C6410 SROM Controller features include: 

• Supports SRAM, various ROMs and NOR flash memory 

• Supports only 8 or 1 6-bit data bus 

• Address space: Up to 128MB per Bank 

• Supports 6 banks. 

• Fixed memory bank start address 

• External wait to extend the bus cycle 

• Support byte and half-word access for external memory 
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6.3 BLOCK DIAGRAM 



AHB l/F for SROM SFR 



SROM 
DECODER 



AHB l/F for SROM MEM 



SFR 



CONTROL & 
STATE MACHINE 



DATA PATH 



SROM l/F 
SINGAL 
GENERATER 



SROM MEM l/F 



Figure 6-1. SROM Controller Block Diagram 
6.4 SROM CONTROLLER FUNCTION DESCRIPTION 

SROM Controller support SROM interface for BankO to BankS. In case of OneNAND boot, SROM controller 
cannot control Bank2 and Banks because its mastership is on OneNAND Controller. In case of NAND boot, 
SROM controller cannot control Bank2 and BankS because its mastership is on NAND Flash Controller. 

6.4.1 nWAIT PIN OPERATION 

If the WAIT operation corresponding to each memory bank is enabled, the nOE duration will be prolonged by the 
external nWAIT pin while the memory bank is active. nWAIT is checked from tacc-1 . nOE will be deasserted at 
the next clock after sampling nWAIT is high. The nWE signal have the same relation with nOE. 



HOLK 



ADDR 



XmOCSn[x; 



nOE 



nWAIT 



DATA(R) 




Figure 6-2. SROM Controller nWAIT Timing Block Diagram 



6-2 
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6.5 PROGRAMMABLE ACCESS CYCLE 



u 



XmOCSn[x] 



DATA(R) ■ 



X 



Tacp 



Tacs = 2-cycle 
Tcos = 2-cycle 
Tacc = 3-cycle 



Tacp = 2-cycle 
Tcoh = 2-cycle 
Tcah = 2-cycle 



Figure 6-3. SROM Controller Read Timing Block Diagram 



XmOCSn[x] 



DATA(W) - 



ADDRESS 



Tcos 



Tcah 



Tacs = 2-cycle 
Tcos = 2-cycle 
Tacc = 3-cycle 



Tacp = don't care 
Tcoh = 2-cycle 
Tcah = 2-cycle 



Figure 6-4. SROM Controller Write Timing Block Diagram 



NOTE: Page mode is only supported on read cycle. 



^^^^^^ 
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6.6 SPECIAL FUNCTION REGISTERS 

6.6.1 SROM BUS WIDTH & WAIT CONTRL REGISTER(SROM_BW) 



Register 


Address 


R/W 


Description 


Reset Value 


SROM_BW 


0x70000000 


R/W 


SROM Bus width & wait control 


OxOOOO_OOOx 



SROM_BW 


Bit 


Description 


Initial State 


Reserved 


[S1:24] 


Reserved 


0 


ByteEnableS 


[2S] 


nWBE / nBE(for UB/LB) control for Memory BankS 

0 = Not using UB/LB (XrnWBE[1 :0] is dedicated nWBE[1 :0]) 

1 = Using UB/LB (XrnWBE[1 :0] is dedicated nBE[1 :0] 


0 


WaitEnableS 


[22] 


Wait enable control for Memory BankS 

0 = WAIT disable 1 = WAIT enable 


0 


Reserved 


[21] 


Reserved 


0 


DataWidtliS 


[20] 


Data bus width control for Memory BankS 
0 = 8-bit 1= 16-bit 


0 


ByteEnable4 


[19] 


nWBE / nBE(for UB/LB) control for Memory Bank4 

0 = Not using UB/LB (XrnWBE[1 :0] is dedicated nWBE[1 :0]) 

1 = Using UB/LB (XrnWBE[1 :0] is dedicated nBE[1 :0] 


0 


WaitEnable4 


[18] 


Wait enable control for Memory Bank4 

0 = WAIT disable 1 = WAIT enable 


0 


Reserved 


[17] 


Reserved 


0 


DataWidth4 


[16] 


Data bus width control for Memory Bank4 
0 = 8-bit 1= 16-bit 


0 


ByteEnableS 


[15] 


nWBE / nBE(for UB/LB) control for Memory BankS 

0 = Not using UB/LB (XrnWBE[1 :0] is dedicated nWBE[1 :0]) 

1 = Using UB/LB (XrnWBE[1 :0] is dedicated nBE[1 :0] 


0 


WaitEnableS 


[14] 


Wait enable control for Memory BankS 

0 = WAIT disable 1 = WAIT enable 


0 


Reserved 


[13] 


Reserved 


0 


DataWidthS 


[12] 


Data bus width control for Memory BankS 
0 = 8-bit 1= 16-bit 


0 


ByteEnable2 


[11] 


nWBE / nBE(for UB/LB) control for Memory Bank2 

0 = Not using UB/LB (XrnWBE[1 :0] is dedicated nWBE[1 :0]) 

1 = Using UB/LB (XrnWBE[1 :0] is dedicated nBE[1 :0] 


0 


WaitEnable2 


[10] 


Wait enable control for Memory Bank2 

0 = WAIT disable 1 = WAIT enable 


0 
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SROM_BW 


Bit 


Description 


Initial State 


ResGrved 


[91 


Reserved 


0 


DataWidth2 


[81 


Data bus width control for Memory Bank2 
0 = 8-bit 1 = 16-bit 


0 


ByteEnablel 


[71 

L ' J 


nWBE / nBE(for UB/LB) control for Memory Bank1 

0 = Not using UB/LB (XrnWBE[1 :0] is dedicated nWBE[1 :0]) 

1 = Using UB/LB (XrnWBE[1 :0] is dedicated nBE[1 :0] 


0 


WaitEnablel 


[61 


Wait enable control for Memory Bank1 

0 = WAIT disable 1 = WAIT enable 


0 


Reserved 


[51 

L^J 


Reserved 


0 


DataWidthI 


[41 

L^J 


Data bus width control for Memory Bank1 
0 = 8-bit 1 = 16-bit 


0 


ByteEnableO 


[3] 


nWBE / nBE(for UB/LB) control for Memory BankO 

0 = Not using UB/LB (XrnWBE[1 :0] is dedicated nWBE[1 :0]) 

1 = Using UB/LB (XrnWBE[1 :0] is dedicated nBE[1 :0] 


0 


WaitEnableO 


[2] 


Wait enable control for Memory BankO 

0 = WAIT disable 1 = WAIT enable 


0 


Reserved 


[1] 


Reserved 


0 


DataWidthO 


[0] 


Data bus width control for Memory BankO. 
Reset value is configured by OM setting. 
0 = 8-bit 1 = 16-bit 


H/W Set 
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6.6.2 SROM BANK CONTROL REGISTER (SROM_BC : XRCSNO ~ XRCSN2) 



Register 


Address 


R/W 


Description 


Reset Value 


SROM_BC0 


0x70000004 


R/W 


SROM BankO control register 


0x000 F_0000 


SR0M_BC1 


0x70000008 


R/W 


SROM Banki control register 


0x000 F_0000 


SR0M_BC2 


0x7000000c 


R/W 


SROM Bank2 control register 


0x000 F_0000 


SR0M_BC3 


0x70000010 


R/W 


SROM Banks control register 


0x000 F_0000 


SR0M_BC4 


0x70000014 


R/W 


SROM Bank4 control register 


0x000 F_0000 


SR0M_BC5 


0x70000018 


R/W 


SROM Banks control register 


0x000 F_0000 



SROM_BCn 


Bit 


Description 


Initial State 


Tacs 


[31 :28] 


Adress set-up before XmOCSn[x] 
0000 = 0 clock 0001 = 1 clocks 
001 0 = 2 clocks 001 1=3 clocks 

1100 = 12 clocks 1101 = 13 clocks 
1110 = 14 clocks 1111 = 15 clocks 


0000 


Tcos 


[27:24] 


Chip selection set-up before nOE 
0000 = 0 clock 0001 = 1 clocks 
001 0 = 2 clocks 001 1=3 clocks 

1100 = 12 clocks 1101 = 13 clocks 
1110 = 14 clocks 1111 = 15 clocks 


0000 


Reserved 


[23:21] 


Reserved 


000 


Tacc 


[20:16] 


Access cycle 

00000 = 1 clock 00001 = 2 clocks 
0001 0 = 3 clocks 0001 1 =4 clocks 

1 1 1 00 = 29 clocks 11101 =30 clocks 
11110 = 31 clocks 11111 =32 clocks 


01111 


Tcoh 


[15:12] 


Chip selection hold on nOE 

0000 = 0 clock 0001 = 1 clocks 

001 0 = 2 clocks 001 1 =3 clocks 

1100 = 12 clocks 1101 = 13 clocks 
1110 = 14 clocks 1111 = 15 clocks 


0000 
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SROM_BCn 


Bit 


Description 


Initial State 


Tcah 


[11:8] 


Address holding time after XmOCSn[x] 
0000 = 0 clock 0001 = 1 clocks 

001 0 = 2 clocks 001 1 =3 clocks 

1 1 on - 1 2 riorkq 1101 -IS riorkq 
1110 = 14 clocks 1111 =15 clocks 


0000 


Tacp 


[7:4] 


Page mode access cycle @ Page mode 
0000 = 0 clock 0001 = 1 clocks 
001 0 = 2 clocks 001 1 =3 clocks 

1100 = 12 clocks 1101 = 13 clocks 
1110 = 14clocks 1111 = ISclocks 


0000 


Reserved 


[3:2] 


Reserved 




PMC 


[1:0] 


Page mode configuration 

00 = normal (1 data) 01=4 data 

1 0 = Reserved 1 1 = Reserved 


00 



^^^^^^ 
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This chapter describes the functions and usage of OneNAND controller in S3C6410X RISC microprocessor. 
7,1 OVERVIEW 

S3C6410X supports external 16-bit bus for both asynchronous and synchronous OneNAND external memory via 
shared memory port 0. It supports maximum 2 banks by using two controllers. The OneNAND Controller is an 
Advanced Microcontroller Bus Architecture (AMBA 2) compliant System-on-Chip peripheral. The OneNAND 
Controller provides simultaneous support for maximum two memory banks. Each memory bank supports only 
Muxed OneNAND. To use OneNAND Flash instead of NAND Flash, 'XSELNAND' pin must be connected to zero 



The OneNAND controller includes the following: 

• Supports maximum 2 banks by using two OneNAND Controllers 

• Supports asynchronous/synchronous muxed OneNAND memory 

• Supports 1 6-bit wide external memory data paths 

• Data buffering in order to achieve maximum performance 

• Asynchronous FIFOs between the flash controller core and the bus system interface for speed matching 

• Supports Erase commands through address mapping 

• Supports write-synchronous mode if OneNAND device ID is 0x0040, 0x0048, and 0x0058. 

• Supports write-synchronous mode if OneNAND device ID is 0x0030, 0x0034 and OneNAND version ID bit 
[9:8] is not 2'bOO. 

• Map1 1 command is used primarily for testing and debug of errors. (Except the special case) 

• Supports eight AHB burst transfer with map01/10 command. This corresponds to 16 half-word burst transfer 
for OneNAND device. 



(Low level). 



7.2 FEATURE 
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7.3 BLOCK DIAGRAM 



OneNar^d Flash Memori' Comroller 



Conunands 
and Data 
^ 1 



Intemipr 

Signal 




Registei" 

Information 



Ot^eNand Flash Coiin oHer Core 



AHB 
Port 
(?nid'" 
Dara 
Inteifaoe 



32-biT 



Asynch 
BiifFer 



Vatiabls 



3 2 -bit 

bu3 



AHB Port Register 
Interface 




Cmd Decode 
I f 



MAP 0 0 

Buffer Accsas. 



MAP 01 

ArrcT}' Accss:; 



MAP 11 

Direct Aces:;. 



MAP 10 

Cof2 fi la Her Access 



V 


Sequencer/ 




Status , 




Module 






1*- 





Internal Register 
Space 



Intemipt 



Pads to 
Fladi 
Memoiy 
Devices 



Figure 7-1. OneNAND Controller Block Diagram 
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7.4 SIGNAL DESCRIPTION 



7.4.1 EXTERNAL MEMORY INTERFACE 



Signal 


I/O 


Description 


XmODATA 
[15:0] 


10 


XmODATA[15:0] (Data Bus) outputs address during memory read/write address 
phase, inputs data during memory read data phase and outputs data during 
memory write data phase. 


XmOCSn[3:2] 


0 


XmOCSn[3:2] (Chip Select) are activated when the address of a memory is within 
the address region of each bank. XmOCSn[3:2] can be assigned to either SROMC 
or OneNAND controller by System Controller SFR setting. 

Antivp 1 nW 


XmOWEn 


0 


XmOWEn (Write Enable) indicates that the current bus cycle is a write cycle. 
Active LOW. 


XmOOEn 


0 


XmOOEn (Output Enable) indicates that the current bus cycle is a read cycle. 
Active LOW. 


XmOINTsmO FWEn 
XmOINTsm1_FREn 


1 
1 


Interrupt inputs from OneNAND memory Bank 0, 1 . 

If OneNAND memory is not used, these signals must be tied to zero. 


XmOADDRVALID 


0 


Address valid output. In the POP products, address and data are multiplexed. 
XmOADDRVALID indicate when the bus is used for address. 

Active LOW. 


XmORPn_RnB 


0 


System reset output for OneNAND memory. 
Active LOW. 


XmORDYO ALE 
XmORDY1_CLE 


1 


XmORDY is a synchronous burst wait input that the external device uses to delay a 
synchronous burst transfer. XmORDY indicates data valid in synchronous read 
modes and is activated while XmOCSn is low. 


XmOSMCLK 


0 


Static memory clock for synchronous static memory devices. 
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7.5 INPUT CLOCKS 

The OneNAND controller has three clock source inputs. Bus system interface gets AHB bus clock, HCLK. Flash 
controller core gets two flash clocks, mclk and mclk_flash. Frequency of mclk must be double of mclk_flash, which 
is supplied to OneNAND flash memory. 

NOTE: mclk : controller core clock (using HCLK) 

mclkjiash : onenand interface clock(XmOSMCLK) 



^ EXTCL^ 



XTIpIL 



APLL 



MPLL 



MUXapll 



CLK_SRC[0] 
MUXmpll 



to ARMCLK 



SYNCMUX 



DIVh 



0THERS[6] 
CLK_SRC[1] CLK_DIV0[11:9] 



to HCLKX2. 



DIVh 



CLK_DIV0[8] 



HCLK> 



SCLK_GATE[4] 



^K0neNA] StD2 



Figure 7-2. OneNAND Clock Generaion (Refer to System Controller Chapter) 
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7.6 MEMORY ADDRESS MAPPING 

The OneNAND Controller reads the memory device's devJd size field to determine the address map and 
automatically configures the MEM_ADDR field of the address map to support the device. Table 7-1 "MEM_ADDR 
Fields" defines the field sizes for several OneNAND memory devices. 



Table 7-1. MEM ADDR Fields 



dev_id 
size 
fieid 


Density 


#of 
Blocit 
s 


Page 
Size 


MAP 
locatio 
n 


MEM_ADDR Fieid 


Reserved 


DFS DB 

S 


FBA 


FPA 


FS 
A 


Reserved 


0000 


128Mb 


256 


1KB 


[25:24] 


[23:20] 


N/A 


[19:12] 


[1 1 :6] 


[4]^ 


[3:0] 


0001 


256Mb 


512 


1KB 


[25:24] 


[23:21] 


N/A 


[20:12] 


[1 1 :6] 


[4]^ 


[3:0] 


0010 


512Mb 


512 


2KB 


[25:24] 


[23:21] 


N/A 


[20:12] 


[1 1 :6] 


[5:4] 


[3:0] 


0011 


1Gb 
Dual Die 


1024 


2KB 


[25:24] 


[23:22] 


[21] 


[20:12] 


[1 1 :6] 


[5:4] 


[3:0] 


0011 


1Gb 


1024 


2KB 


[25:24] 


[23] 


N/A 


[21:12] 


[1 1 :6] 


[5:4] 


[3:0] 


0100 


2Gb 
Dual Die 


2048 


2KB 


[25:24] 


[23] 


[22] 


[21:12] 


[1 1 :6] 


[5:4] 


[3:0] 


0100 


2Gb 


2048 


2KB 


[25:24] 


N/A 


N/A 


[22:12] 


[1 1 :6] 


[5:4] 


[3:0] 


0101 


4Gb 
Dual Die 


4096 


2KB 


[25:24] 


N/A 


[23] 


[22:12] 


[1 1 :6] 


[5:4] 


[3:0] 


0101 


4Gb 


4096 


2KB 


[25:24] 


N/A 


N/A 


[23:12] 


[1 1 :6] 


[5:4] 


[3:0] 



7.7 COMMAND MAPPING 

There are four kinds of commands supported by the OneNand flash memory controller. These commands are 
selected through the value of bits 23 and 22 of the incoming address. The command mapping determines the way 
in which the lower 22 bits of the address will be used. 

7.7.1 "00" = MAP 00 COMMANDS 

MAP 00 commands are used to access a controller-selected buffer in the flash memory device including boot, 
DataRAM 0 and DataRAM 1 . The addressing will always begin at 0x0 and the memory controller will map that 
address to the appropriate buffer. The user will know the maximum address of the buffer through the 
BOOT_BUF_SIZE and DATA_BUF_SIZE registers. 



^ In case of devJd of 0000, MEM_ADDR[5] is not used. 
^ In case of devJd of 0001 , MEM_ADDR[6] is not used. 



^^^^^^ 
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In most cases, the buffer used will be the boot buffer, and the user will use this command to read data from this 
buffer. However, MAP 00 commands are also used in read/modify/write operations. When the read/modify/write 
command sequence is followed, map 00 commands may be used to read or write any word in the buffer. The 
memory controller will select DataRAM 0 or DataRAM 1 automatically. The selection is invisible to the command 
requestor. 



Table 7-2. MAP 00 Address Mapping 



Address Bits 


Name 


Description 


31:26 


AHBJnt_add 


AHB Port Address 


25:24 


CMD_MAP 


00 = Read or Write of XI P buffer 


23:17 


RESV 


Reserved space 


16:1 


MEM_ADDR 


Buffer Address on the Memory Device 


0 


BYTE 


Must be set to zero 



7.7.2 "01" = MAP 01 COMMANDS. 

MAP 01 commands are used for normal high-speed accesses to the memory array. The user can read and write 
data to a particular page of the array by specifying the FBA and FPA for the command. Since the OneNAND flash 
controller only supports page addresses (FSA must be set to 0), an entire page must be read or written at a time. 
The actual number of commands used depends on the size of the data transfer. Even if multiple commands are 
required, the same address must be used until the entire block has been transferred. 

Each read or write data word will be 32-bit in size. The asynchronous buffers will separate the write data into two 
16-bit words or concatenate the read data into one 32-bit word. 



Table 7-3. MAP 01 Address Mapping 



Address Bits 


Name 


Description 


31:26 


AHB_int_add 


AHB Port Address 


25:24 


CMD_MAP 


01 = Read or Write to the Memory Device 


23:0 


MEM_ADDR 


Refer Table 7-1. 
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7.7.3 "10" = MAP 10 COMMANDS. 

MAP 10 commands are used to control the special functions of the memory device. This is a command pathway 
in which the data passed is aimed at the memory controller and not the memory device. Unlike the other 
command types, the data (input or output) related to these transactions does not affect the contents of the 
memory, but is used to specify and perform the exact commands for the memory controller. The input and output 
data streams will always be 32 bits. However, only the lower 16 bits of the data path contain relevant information. 



Table 7-4. MAP 10 Address Mapping 



Address Bits 


Name 


Description 


31:26 


AHB_int_add 


AHB Port Address 


25:24 


CMD_MAP 


1 0 = Initiate a special function of the flash device or read the status of the 
memory controller 


23:0 


MEM_ADDR 


Refer Table 7-1. 



7.7.3.1 Erase Operation 

The OneNand flash controller supports single block and multi-block erases. Multi-block erases are performed in 
parallel if the memory device supports this action. If memory device does not support this action, then the erases 
will happen in sequential order. When using the multi-block erase option, the user will specify the address of each 
block and then issue a single block erase command for the final block which initiates the entire erase. 



The actual erase command used is determined by the type of transaction on the AHB bus (read or write) and the 
low byte of the data bus. 



Address 


Cmd Type 


Data 


Function 


[25:24] = 
10 

DFS_DBS 
and FBA 
are used. 

FPA and 
FSA are 
unused for 
Erase 
Operations 
and must 
be cleared. 


Write 


0x00 


Save the status of the current erase operation to the memory controller. 


Read 




If the previous command was a MAP 10 Write 0x00, then this command 
returns the status of the erase. If the previous command was NOT a MAP 
1 0 Write 0x00, then return a 0 if the erase has been completed. 

0 = No Erase is in progress, or erase has been completed. 

1 = Erase is in progress. 


Write 


0x01 


Save the block address for a multi-block erase. This does NOT initiate the 
erase. 


Write 


0x03 


Save the block address for a single-block erase and initiate the erase. Also 
used to specify the final block of a multi-block erase and initiate the multi- 
block erase. 



ELECTRONICS 



7-7 



ONENAND CONTROLLER 



641 OX UM 



7.7.3.2 Lock, Unlock and Lock-Tight Operations 

The OneNAND flash controller supports all flash locking operations. However, the memory device may have 
limited support for these functions. If locking functions are not supported, all of these commands will be ignored. If 
the "unlock all" function is not supported, an interrupt will be triggered. 

A memory area that has been locked can also be "locked-tight". Once an area is "locked tight", it requires a reset 
in order to be unlocked. 



The actual lock/unlock/lock-tight command used is determined by the type of transaction on the AHB bus (read or 
write) and the low byte of the data bus. 



Address 


Cmd Type 


Data 


Function 


[25:24] = 


Write 


0x08 


Save this address as the start address for the unlock. 


10 


Write 


0x09 


Save this address as the end address for unlock and initiate unlock. 


DFS_DBS 
and FBA 
are used. 


Write 


OxOA 


Save this address as the start address for the lock. 


Write 


OxOB 


Save this address as the end address for the lock and initiate the lock. 


FPA and 


Write 


OxOC 


Save this address as the start address for the lock-tight. 


FSA are 
unused for 
Lock 

Operations 
and must 
be cleared. 






Note that the memory controller will not verify that the specified block is 
locked before issuing the lock-tight command, but the lock-tight will only be 
successful on locked blocks. 


Write 


OxOD 


Save this address as the end address for the lock-tight and initiate the 
lock-tight. 

Note that the memory controller will not verify that the specified block is 
locked before issuing the lock-tight command, but the lock-tight will only be 
successful on locked blocks. 




Write 


OxOE 


Unlock the entire memory array. If this function is not supported, a 
command error interrupt will be generated. 
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7.7.3.3 Copy Back Operations 

The OneNand flash controller supports copy operations. However, the memory device may have limited support 
for this function. If the copy back function is not supported, an interrupt will be triggered. An interrupt will also be 
triggered if the source block is not set before the destination block is specified, or if the destination block is not 
specified in the next command following a source block specification. 

The parameter PP is used to set the number of pages for copy back. This is used to copy multiple consecutive 
pages in one command. 



The actual copy back command used is determined by the type of transaction on the AHB bus (read or write) and 
the lower two bytes of the data bus. 



Address 


Cmd Type 


Data 


Function 


[25:24] = 10 

DPS DBS, FBA, 
PPA, and PSA 
are used. 


Write 


0x1000 


Save this address as the source address for the copy. 


Write 


0x20PP 


Save this address as the destination address for the copy. 
Initiate a copy of PP pages from the source to destination 
addresses. 



7.7.3.4 OTP and Spare Area Access Operations 

There are three major sections of the flash array and the OneNAND flash controller supports access to all 
sections. However, the memory device may have limited support for these areas. If access to the OTP or spare 
areas is not supported, an interrupt will be triggered. Commands that are conflicting or that can not be executed in 
parallel will be held off until the conflicting command completes. 



The actual access command used is determined by the type of transaction on the AHB bus (read or write) and the 
low byte of the data bus. 



Address 


Cmd Type 


Data 


Function 


[25:24] = 10 

DPS DBS, PBA, 
PPA, and PSA 
are used. 


Write 


0x12 


Configure the controller to access the OTP area of the flash. 


Write 


0x14 


Configure the controller to access the main data areas of the flash. 

This is the default area, you must reset after accessing OTP and 
spare areas. 
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7.7.3.5 Verify Read Operations 

Multi-block erases must be verified through a verify read command. This command operates serially and verifies 
one block at a time. Each block of the multi-block erase must be verified. An interrupt (Ers_Fail) will be triggered if 
the block does not verify. 



The verify read command used is determined by the type of transaction on the AHB bus (read or write) and the 
low byte of the data bus. 



Address 


Cmd Type 


Data 


Function 


[25:24] = 10 

DFS_DBS and FBA are used. 

FPA and FSA are unused for Erase Verify 
Operations and must be cleared. 


Write 


0x15 


Save the block address for an erase 
verification and initiate the verify 
command. 



7.7.3.6 Pipeline Read-Ahead or Write-Ahead Operations 

The OneNAND flash controller supports pipeline read-ahead and write-ahead operations. However, the memory 
device may have limited support for this function. If pipelined read-ahead or write-ahead is not supported, these 
commands will be ignored. 

The pipeline read-ahead function allows for a continuous reading of the memory, even when the read request has 
not been issued to the controller. The pipeline read-ahead function utilizes a set of registers in the controller to 
hold the specified pages of data starting at a given address. The group of reads is accessed as a continuous 
series of pages. By pulling this data into the memory controller prior to the actual read request being issued, the 
memory controller is able to reduce latency on returning read data to the AHB interface. 

The pipeline write-ahead function allows for the AHB interface to accept write data, even when the write request 
has not been issued to the controller. The pipeline write-ahead function utilizes a set of registers in the controller 
to hold the specified pages of data starting at a given address. The data is accepted as a continuous series of 
pages. By pulling this data into the memory controller prior to the actual write request being issued, the memory 
controller is able to reduce latency on writing the data to the flash. 



Note that the buffers used for pipelined read-ahead and write-ahead commands are the same. Data that is pre- 
read must be read out to the AHB interface before proceeding. Data that is pre-written must be written to flash 
before proceeding. 



Address 


Cmd Type 


Data 


Function 


[25:24] = 10 

DFS DBS, FBA, 
FPA, and FSA 
are used. 


Write 


Ox4WP 
P 


Save this address as the initial address for the read/write. For 
reads, "W"=0 and this will initiate a copy of PP pages from the 
memory to memory controller. 

For writes, "W"=1 and this will initiate acceptance of PP pages 
from the AHB interface to the memory controller. 



NOTE: The Pipelined Read-Ahead or Write-Ahead for a single area must request at least 2 pages. 
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7.7.3.7 Read/Modify/Write Operations 

The user may need to read a specific page or modify a few words, bytes or bits in a page. The read/modify/write 
operations are used for this purpose. A read command pulls the desired data from memory to a buffer. The user 
will then modify the information in the buffer and then issue another command to write that information back to 
memory. 



The read/modify/write command used is determined by the type of transaction on the AHB bus (read or write) and 
the low byte of the data bus. 



Address 


Cmd Type 


Data 


Function 


[25:24] = 10 

DFS DBS, FBA, 
FPA, and PSA 
are used. 


Write 


0x10 


Load the page specified by the FBA, FPA and FSA to the map 
00 XI P buffer. 


Write 


0x11 


Write the data in the map 00 XI P buffer to the page specified by 
the FBA, FPA and FSA. 



7.7.4 "11" = MAP 11 COMMANDS. 

MAP 1 1 commands are used for direct memory accesses to the memory device. This command type is used 
primarily for testing and debug of errors by allowing the user to communicate directly with the part to read or write 
data to a particular address or register. While this access type allows direct contact with all areas of the memory 
(BootRAM, DataRAM 0, DataRAM 1, spare, command address space, registers and OTP), it is slow and 
cumbersome and must only be used when required. Only lower half-word is used for data transfer with MAP 1 1 
command. 



Table 7-5. MAP 11 Address Mapping 



Address Bits 


Name 


Description 


31:26 


AHB_int_add 


AHB Port Address 


25:24 


CMD_MAP 


1 1 = Read or Write of OneNAND 


23:18 


RESV 


Reserved space 


17:2 


Address 


Memory device address 


1:0 


RESV 


Must be set to zero 
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7.8 PIPELINE READ/WRITE AHEAD COMMAND 

When a pipeline read-ahead or write-ahead command is received, and the controller is idle, this command will 
initiate a load operation immediately into one of the DataRAM buffers of the memory device. Note that the read- 
ahead command does NOT return the data to the AHB interface, and the write-ahead command does NOT write 
data to the flash address. The read data is loaded and read data will be returned to the AHB port only when map 
01 commands are issued to read this data. Similarly, the write data is loaded and will be written to the flash only 
when map 01 commands are issued to write this data. 

On read-ahead commands, the controller internally manages the read operations required. The controller will 
issue cache reads to the Flash memory device for each page requested. If the TRANS_SPARE register is set, 
then the main data area and the spare area will both be transferred to the memory controller during a pipeline 
read-ahead request. 

Pipeline read-ahead commands may be entered sequentially, and pipeline write-ahead commands may be 
entered sequentially. If all of the data has been read/written for the existing read-ahead/write-ahead command, a 
pipelined read-ahead command may be followed by a pipelined write-ahead command, and vice versa. 

If a current group of reads or writes is in process, the memory controller will hold off the new command until that 
set of operations is completed. The OneNAND flash memory controller may have up to three read-ahead or write- 
ahead commands pending in addition to the one being executed. The controller will not return to the idle state 
until all read-ahead pipelined data has been read from the buffer or all write-ahead data has been written to 
memory though map 01 commands. 

Pipelined read-ahead or write-ahead takes precedence over register programming operations. 



7.8.1 SET UP A SINGLE AREA FOR PIPELINED READ-AHEAD 

The procedure to set up an area for pipelined read-ahead is as follows: 

1 . The user must set the CMD_MAP to "MAP 1 0" and set the starting address of the block to pre-read in the 
FBA, FPA and FSA of the address. 

2. The command type must be set to "Write" and the data bus must be driven with a value of Ox40PP, where the 
"0" sets this command as a read-ahead and PP is the number of pages to pre-read. 

3. To read the data, you must issue MAP 01 commands to the memory controller with the same starting address 
and the desired page(s). If the read command received following a pipeline read-ahead request is not to a 
page pre-read, then an interrupt bit will be set and the pipeline read/write-ahead registers will be cleared. A 
new pipeline read-ahead request must be issued to re-load the same data. 

4. All of the data that was pre-read must be read through MAP 01 commands before the controller will return to 
the idle state. 

NOTE: A pipelined read-ahead or write-ahead for a single area must request at least 2 pages. 
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7.8.2 SET UP MULTIPLE AREAS FOR PIPELINED READ-AHEAD 

The procedure to set up multiple areas for pipelined read-ahead is as follows: 

1 . You must set the CMD_MAP to "MAP 1 0" and set the starting address of the first block to pre-read in the 
FBA, FPA and FSA of the address. 

2. The command type must be set to "Write" and the data bus must be driven with a value of Ox40PP, where the 
"0" sets this command as a read-ahead and PP is the number of pages to pre-read. 

3. If the user wishes to have any data returned on the AHB interface, MAP 01 commands must be issued to the 
memory controller with the same starting address and the desired page(s). These read commands must be to 
an address within the pre-read pages. The user is NOT required to read all of the data, or even any of the 
data, before issuing another pipelined read-ahead. 

4. The user must set the CMD_MAP to "MAP 1 0" and set the starting address of the second block to pre-read in 
the FBA, FPA and FSA of the address. 

5. The command type must be set to "Write" and the data bus must be driven with a value of Ox40PP, where the 
"0" sets this command as a read-ahead and PP is the number of pages to pre-read. 

6. To read any data from the first or the second pre-read page, you must issue MAP 01 commands to any 
addresses pre-read. 

7. To pre-read additional blocks, follow steps 4 to 6. The MAP 01 reads can be interleaved with pipelined read- 
ahead or pipelined write-ahead commands with a maximum of three pending requests (of either type) other 
than the one being processed. However, the OneNAND flash memory controller will not return to idle until all 
of the pre-read data has been read through the AHB interface. 
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7.9 CONTROLLER USAGE EXCEPTION 

The OneNAND controller is designed with following exceptions: 

1 . The OneNAND Flash Memory Controller does not enforce any timing restrictions around the use of the reset 
register. 

2. The burst length value of OneNAND controller must be programmed with the same to or less than the burst 
length value of the OneNAND flash device. 

3. AMBA transactions must be of the same burst type throughout a page. During page transfers, the entire page 
must be transferred to memory or to the AMBA bus before the DataRAM buffer is released for another 
transaction. 

4. Data access must use a transfer size of a WORD. 

5. Main & Spare areas must be accessed using the same burst length. 

6. When OneNAND controller is used, lOBE field should be enabled. 

7. The MAPOO command must not be issued while 1-page data is transferred using the MAP01 commands. 
After OneNAND booting, it is recommended that Stepping-Stone area is remapped to 0x00 through MMU 
virtual address setting or use the high vectors configuration mode. 

7.10 BOOT WITH ONENAND CONTROLLER 

The OneNAND controller supports OneNAND boot with following steps: 

1 . External reset is de-asserted. 

2. System controller generates global reset. 

3. OneNAND controller starts counting "FLASH_COLD_RST_DELAY" with core clock. 

4. After ARM Core reset is de-asserted. Instruction fetch is started, but this fetch is suspended by OneNAND 
controller. 

5. When the count value reaches to predefined FLASH_COLD_RST_DELAY value (= 534*ACCESS_CLK 
cycles), OneNAND controller start reading memory-dependent information. 

A. Memory-dependent information consists of Manufacturer ID, Device ID, Version ID, Data Buffer Size, 
Boot 

Buffer Size, Number of Buffer, and Technology. 

B. While sending first information-read request, OneNAND controller de-asserts XmORPn. 

6. After reading memory-dependent information, OneNAND controller starts servicing data transaction requests. 

CAUTION: To read the OneNAND array using the MAP01 commands on booting, the code must not be run in the 
BootRAM of the OneNAND Device. After the basic system setting, it is recommended that 1 K Bytes of the 
BootRAM are copied to Stepping-Stone area. Then, jump to stepping stone area and proceed transferring the 
data of the OneNAND array to SDRAM. 
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7.11 REGISTER DESCRIPTION 



7.11.1 MEMORY MAP 



Register 


Address 


R/W 


Description 


Reset Value 


MEM_CFGO 


0x70100000 


R/W 


BankO Memory Device Gonfiguration Register 


0x0000 


BURST_LENO 


0x70100010 


R/W 


BankO Burst Length Register 


0x0000 


MEM_RESETO 


0x70100020 


R/W 


BankO Memory Reset Register 


0x0000 


INT_ERR_STATO 


0x70100030 


R/W 


BankO Interrupt Error Status Register 


0x0000 


INT_ERR_MASKO 


0x70100040 


R/W 


BankO Interrupt Error Mask Register 


0x0000 


INT_ERR_ACKO 


0x70100050 


W 


BankO Interrupt Error Acknowledge Register 


0x0000 


ECC_ERR_STATO 


0x70100060 


R/W 


BankO EGG Error Status Register 


0x0000 


MANUFACTJDO 


0x70100070 


R 


BankO Manufacturer ID Register 


Mem.dep. 


DEVICEJDO 


0x70100080 


R 


BankO Device ID Register 


Mem.dep. 


DATA_BUF_SIZEO 


0x70100090 


R 


BankO Data Buffer Size Register 


Mem.dep. 


BOOT_BUF_SIZE0 


0x701 OOOAO 


R 


BankO Boot Buffer Size Register 


Mem.dep. 


BUF_AMOUNT0 


0x701 OOOBO 


R 


BankO Amount of Buffer Register 


Mem.dep. 


TECHO 


0x701 OOOGO 


R 


BankO Technology Register 


Mem.dep. 


FBA_WIDTHO 


0x701 OOODO 


R/W 


BankO FBA Width Register 


OxOOOA 


FPA_WIDTHO 


0x701 OOOEO 


R/W 


BankO FPA Width Register 


0x0006 


FSA_WIDTHO 


0x701 OOOFO 


R/W 


BankO FSA Width Register 


0x0002 


REVISIONO 


0x70100100 


R 


BankO Revision Register 


0x0002 


DATARAMOO 


0x70100110 


R/W 


BankO DataRAMO Gode Register 


0x0002 


DATARAM10 


0x70100120 


R/W 


BankO DataRAMI Gode Register 


0x0003 


SYNC_MODE0 


0x70100130 


R 


BankO Synchronous Mode Register 


0x0000 


TRANS_SPAREO 


0x70100140 


R/W 


BankO Transfer Size Register 


0x0000 


Reserved 


0x70100150 




Reserved 




DBS_DFS_WIDTHO 


0x70100160 


R/W 


BankO DBS_DFS width Register 


0x0000 


PAGE_CNTO 


0x70100170 


R 


BankO Page Gount Register 


0x0000 


ERR_PAGE_ADDRO 


0x70100180 


R 


BankO Error Page Address Register 


0x0000 


BURST_RD_LATO 


0x70100190 


R 


BankO Burst Read Latency Register 


0x0006 


INT_PIN_ENABLEO 


0x701 001 AO 


R/W 


BankO Interrupt Pin Enable Register 


0x0000 


INT_MON_GYG0 


0x701 001 BO 


R/W 


BankO Interrupt Monitor Gycle Gount Register 


0x01 F4 


AGG_GLOGK0 


0x701 001 GO 


R/W 


BankO Access Glock Register 


0x0003 


SLOW_RD_PATH0 


0x701 001 DO 


R/W 


BankO Slow Read Path Register 


0x0000 


ERR_BLK_ADDRO 


0x701 001 EO 


R 


BankO Error Block Address Register 


0x0000 


FLASH_VER_IDO 


0x701 001 FO 


R 


BankO Flash Version ID Register 


Mem.dep. 


FLASH AUX GNTRL 
0 


0x70100300 


RW 


BankO Flash Auxiliary control register 


0x0000 
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FLASH AFIFO CNT 


0x70100310 


R 


Number of data in asynchronous FIFO in flash 


0x0000 


0 






controller 0. 





Register 


Address 


R/W 


Description 


Reset Value 


MEM_CFG1 


0x70180000 


R/W 


Bank1 Memory Device Configuration Register 


0x0000 


BURST_LEN1 


0x70180010 


R/W 


Bank1 Burst Length Register 


0x0000 


MEM_RESET1 


0x70180020 


R/W 


Bank1 Memory Reset Register 


0x0000 


INT_ERR_STAT1 


0x70180030 


R/W 


Bank1 Interrupt Error Status Register 


0x0000 


INT_ERR_MASK1 


0x70180040 


R/W 


Bank1 Interrupt Error Mask Register 


0x0000 


INT_ERR_ACK1 


0x70180050 


R/W 


Bank1 Interrupt Error Acknowledge Register 


0x0000 


ECC_ERR_STAT1 


0x70180060 


W 


Bank1 ECC Error Status Register 


0x0000 


MANUFACTJDI 


0x70180070 


R 


Bank1 Manufacturer ID Register 


Mem.dep. 


DEVICEJDI 


0x70180080 


R 


Bank1 Device ID Register 


Mem.dep. 


DATA_BUF_SIZE1 


0x70180090 


R 


Bank1 Data Buffer Size Register 


Mem.dep. 


B00T_BUF_SIZE1 


0x70 1800 AO 


R 


Bank1 Boot Buffer Size Register 


Mem.dep. 


BUF_AM0UNT1 


0x701 800B0 


R 


Bank1 Amount of Buffer Register 


Mem.dep. 


TECH1 


0x701 800G0 


R 


Bank1 Technology Register 


Mem.dep. 


FBA_WIDTH1 


0x701 800D0 


R/W 


Bank1 FBA Width Register 


OxOOOA 


FPA_WIDTH1 


0x701 800E0 


R/W 


Bank1 FPA Width Register 


0x0006 


FSA_WIDTH1 


0x701 800F0 


R/W 


Bank1 FSA Width Register 


0x0002 


REVISI0N1 


0x70180100 


R 


Bank1 Revision Register 


0x0002 


DATARAM01 


0x70180110 


R/W 


Bank1 DataRAMO Code Register 


0x0002 


DATARAM1 1 


0x70180120 


R/W 


Bank1 DataRAMI Code Register 


0x0003 


SYNC_M0DE1 


0x70180130 


R 


Bank1 Synchronous Mode Register 


0x0000 


TRANS_SPARE1 


0x70180140 


R/W 


Bank1 Transfer Size Register 


0x0000 


Reserved 


0x70180150 


_ 


Reserved 


_ 


DBS_DFS_WIDTH1 


0x70180160 


R/W 


Bank1 DBS_DFS width Register 


0x0000 


PAGE_CNT1 


0x70180170 


R 


Bank1 Page Count Register 


0x0000 


ERR_PAGE_ADDR1 


0x70180180 


R 


Bank1 Error Page Address Register 


0x0000 


BURST_RD_LAT1 


0x70180190 


R 


Bank1 Burst Read Latency Register 


0x0006 


INT_PIN_ENABLE1 


0x701 801 AO 


R/W 


Bank1 Interrupt Pin Enable Register 


0x0000 


INT_M0N_GYG1 


0x701801 BO 


R/W 


Bank1 Interrupt Monitor Cycle Count Register 


0x01 F4 


AGG_CL0CK1 


0x701 801 GO 


R/W 


Bank1 Access Clock Register 


0x0003 


SL0W_RD_PATH1 


0x701 801 DO 


R/W 


Bank1 Slow Read Path Register 


0x0000 


ERR_BLK_ADDR1 


0x701 801 EO 


R 


Bank1 Error Block Address Register 


0x0000 


FLASH_VER_ID1 


0x701 801 FO 


R 


Bank1 Flash Version ID Register 


Mem.dep. 


FLASH_AUX_GNTRLO 


0x70100300 


RW 


Bank1 Flash Auxiliary control register 


0x0000 
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FLASH_AFIFO_CNT0 


0x70100310 


R 


Number of data in asynchronous FIFO in flash 


0x0000 








controller 1 . 





NOTE: Mem. dep. : Memory dependent 



^^^^^^ 
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7.12 INDIVIDUAL REGISTER DESCRIPTIONS 

7.12.1 MEMORY DEVICE CONFIGURATION REGISTER 

The value programmed will depend on the actual memory device being used. This value is related with system 
configuration register 1 (0xF221) of OneNAND Flash. This data is used to configure the flash for the hardware and 
software environment and may include burst length, read latency, transfer mode, ECC configuration, polarity 
levels, etc. This register is set by software during initialization, and when there is no OneNAND memory access. 
Please refer to appropriate model manual. 



Register 


Address 


R/W 


Description 


Reset Value 


MEM_CFGO 
MEM_CFG1 


0x70100000 
0x70180000 


R/W 


Memory Device Configuration Register 


0x00000000 



MEM_CFGn 


Bit 


Description 


Initial State 


Reserved 


[31:16] 






RIV! 


[15] 


Sets tlie transfer mode for read operations as synclironous or 
asynclironous. Default value is 0x0. Set by software during 

initio li^oti/^n 

• 0 = Asynchronous Mode. 

• 1 = Activate Synchronous Mode. 


0 


Rl IRc;T Rn 1 AT 




OtJlo lilt? UUloL IcdU ld.lt;l luy III LfyLfloo. 

• 000-010 = Reserved 

• 011 =3 (up to 40MHz) 

• 100 = 4 

• 101 =5 

• 110 = 6 

• 111=7 


nnn 


BURST_LENGTH 


[11:9] 


Sets the burst length. 

• 000 = Continuous 

• 001 = 4 half-words 

• 010 = 8 half-words 

• 01 1 = 16 half-words (Recommended) 

• 1 00 = 32 half-words 

• 1 01 = 1 K half-words (Block Read Only) 

• 110-111 = Reserved 


0 


ECO 


[8] 


Error Correction Operation. 

• 0 = With correction. 

• 1 = without correction (by-passed). 


0 


RDYPOL 


[7] 


RDY signal polarity. 

• 0 = Low for ready. 

• 1 = High for ready. 


0 
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MEM_CFGn 


Bit 


Description 


Initial State 


INTPOL 


[6] 


INT signal polarity. 

• 0 = Low for interrupt pending. 

• 1 = High for interrupt pending. 


0 


lOBE 


[5] 


I/O Buffer enable for INT and RDY signals, INT and RDY 
outputs are hi-Z at start up, bit 7 and 6 become valid after 
lOBE is set to 1 . lOBE can be reset only by Cold reset. 

• QhrM ilH h£i 1 


0 


RDYCONF 


[4] 


RDY configuration. 

• 0 = Active with valid data. 

• 1 = Active one clock before valid data. 


0 


Reserved 


[3] 






HF 


[2] 


High frequency enable. 

• 0 = High frequency disable. (66MHz and under) 

• 1 =High frequency enable, (over 66MHz) 


0 


WM 


[1] 


Sets the transfer mode for write operations as synchronous or 
asynchronous. Default value is 0x0. Set by software during 
initialization. 

• 0 = Asynchronous Mode. 

• 1 = Activate Synchronous Mode. 


0 


BWPS 


[0] 


Boot buffer write protected status 

• 0 = Locked. 

• 1 = Unlocked. 


0 



NOTE: While OneNAND Controller does not obtain memory bus, updating MEM_CFG is stalled, and if another write access 
to MEM_CFG, it is possible to be lost. After writing MEM_CFG register, read system configuration register (0xF221) 
on OneNAND by using MAP1 1 command to check that register updated. 
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7.12.2 BURST LENGTH REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


BURST_LENO 
BURST_LEN1 


0x70100010 
0x70180010 


R/W 


Burst Length Register 


0x0000 



BURST_LENn 


Bit 


Description 


Initial State 


Reserved 


[31:16] 




0 


BURST_LENGTH 


[5:0] 


Sets the burst length (half-word count) of the controller. This 
register has no default value. The value should be the same to 
or less than the value of OneNAND 0xF221 burst length field 
is recommended. Set by software during initialization. 

4: 4 half-words. 

8: 8 half-words 

16: 1 6 half-words. 

Others: Reserved 


0 



7.12.3 MEMORY RESET REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


MEM_RESETO 
MEM_RESET1 


0x70100020 
0x70180020 


R/W 


Memory Reset Register 


0x0000 



MEM_RESETn 


Bit 


Description 


Initial State 


Reserved 


[31:3] 




0 


RESET_CODE 


[2:0] 


Sets the reset code. This register will reset to 0x0 after the 
reset sequence has been completed. This register is 
controlled through software. 

• 001 = Warm Reset. 

• 010 = Core Reset. 

• 01 1 = Hot Reset. 

• All other settings Reserved. 


0 
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7.12.4 INTERRUPT ERROR STATUS REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


INT_ERR_STATO 
INT_ERR_STAT1 


0x70100030 
0x70180030 


R/W 


Interrupt Error Status Register 


0x0000 



INT_ERR_STATn 


Bit 


Description 


Initial State 


Reserved 


[31:14] 




0 


CACHE_OP_ERR 


[13] 


An error occurred during a cache read or write setup or 
operation. 


0 


RST_CMP 


[12] 


The controller has completed its reset and initialization 
process. Be sure to check whether this bit is one before 
OneNAND access is executed. 


0 


RDY_ACT 


[11] 


The memory device's RDY pin is actively transitioning. 


0 


1 K i~r A r^~r 

INT_AUT 


[10] 


The memory device's INT pin is actively transitioning. 


0 


UNSUr_CMD 


[9] 


An unsupported command was received. This interrupt is set 
when an invalid command is received, or when a command 
sequence is broken. 


0 


LOCKED_BLK 


[8] 


The address to program or erase is in a protected block. 


0 


BLK_RW_CMP 


[7] 


The block read or writes transfer has been completed. This 
interrupt relates to "verify read" and "pipeline read-ahead" 
commands. 


0 


ERS_CMP 


[6] 


The erase operation has been completed. This interrupt is 
automatically reset at the beginning of an erase operation. 


0 


PGM_CMP 


[5] 


The program operation has been completed. This interrupt is 
automatically reset at the beginning of a program operation. 


0 


LOAD_CMP 


[4] 


The load operation has been completed. 


0 


ERS_FAIL 


[3] 


The erase operation was unsuccessful. 


0 


PGM_FAIL 


[2] 


The program operation was unsuccessful. 


0 


INT_TO 


[1] 


Interrupt time-out. 


0 


LD_FAIL_ECC_ERR 


[0] 


Dual purpose interrupt bit. The load operation was 
unsuccessful or there was an ECC error. 


0 



NOTE: When OneNAND Controller receives cold reset, it waits until the predefined time as COLD reset wait time passes. 

After COLD reset wait cycles, it automatically generates read transactions to obtain memory dependent information 
from OneNAND memory. After read transactions are done, RST_CMP bit becomes one. 
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7.12.5 INTERRUPT ERROR MASK REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


INT_ERR_MASKO 
INT_ERR_MASK1 


0x70100040 
0x70180040 


R/W 


Interrupt Error Mask Register 


0x0000 



INT_ERR_MASKn 


Bit 


Description 


Initial State 


Reserved 


[31:14] 




0 


CACHE_OP_ERR 


[13] 


When a bit is set to zero, masl< the interrupt correspond to the 
bit in the INT_ERR_STAT register. When a bit is set to one, 
allow the interrupt correspond to the bit in the 
INT_ERR_STAT register. 

Setting this bit to one allows the controller to issue this type of 
interrupt. Set through software. 


0 


RST_CMP 


[12] 


RDY_ACT 


[11] 


INT_ACT 


[10] 


UNSUP_CMD 


[9] 


LOCKED_BLK 


[8] 


BLK_RW_CMP 


m 


ERS_CMP 


[6] 


PGM_CMP 


[5] 


LOAD_CMP 


[4] 


ERS_FAIL 


[3] 


PGM_FAIL 


[2] 


INT_TO 


[1] 


LD_FAIL_ECC_ERR 


[0] 
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7.12.6 INTERRUPT ERROR ACKNOWLEDGE REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


INT_ERR_ACKO 
INT_ERR_ACK1 


0x70100050 
0x70180050 


W 


Interrupt Error Acknowledge Register 


0x0000 



INT_ERR_ACKn 


Bit 


Description 


Initial State 


Reserved 


[31:14] 




0 


CACHE_OP_ERR 


[13] 


Al II l"iili liil l*i"il 

Acknowledge bits that correspond to the bits in the 


0 


RST_CMP 


[12] 


INT ERR STAT register. Setting this bit resets or 
acknowledges the associated interrupt. Set by software. 




RDY_ACT 


[11] 




INT_ACT 


[10] 






UNSUP_CMD 


[9] 






LOCKED_BLK 


[8] 






BLK_RW_CMP 


m 






ERS_CMP 


[6] 






PGM_CMP 


[5] 






LOAD_CMP 


[4] 






ERS_FAIL 


[3] 






PGM_FAIL 


[2] 






INT_TO 


[1] 






LD_FAIL_ECC_ERR 


[0] 







7.12.7 ECC ERROR STATUS REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


ECC_ERR_STATO 
ECC_ERR_STAT1 


0x70100060 
0x70180060 


R/W 


ECC Error Status Register 


0x0000 



ECC_ERR_STATn 


Bit 


Description 


Initial State 


Reserved 


[31:16] 




0 


ECC_ERR_STAT 


[15:0] 


The value programmed will depend on the actual memory 
device being used. This data is used to report ecc error 
information. 


0 
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7.12.8 MANUFACTURER ID REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


MANUFACTJDO 
MANUFACTJDI 


0x70100070 
0x70180070 


R 


Manufacturer ID Register 


Memory 
dependent 



MANUFACTJDn 


Bit 


Description 


Initial State 


Reserved 


[31:16] 






MANUFACTJD 


[15:0] 


The value programmed will depend on the actual memory 
device being used. This register is set by the flash controller 
after reset. Read-Only. 





7.12.8 DEVICE ID REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


DEVICEJDO 
DEVICEJD1 


0x70100080 
0x70180080 


R 


Device ID Register 


IVIemory 
dependent 



DEVICEJDn 


Bit 


Description 


Initial State 


Reserved 


[31:16] 






DEVICEJD 


[15:9] 


The value programmed will depend on the actual memory 
device being used. This register is set by the flash controller 
after reset. Read-Only. 




BOOTJNFO 


[8] 


Boot information. Read-Only. 








0 = Bottom Boot 










1 = reserved. 






DENSITY 


[7:4] 


Density of OneNAND. Read-Only. 








0000 = 128 Mb. 


0001 = 256 Mb. 








0010 = 512 Mb. 


0011 = 1 Gb. 








01 00 = 2 Gb. 


0101 =4Gb. 




DDP 


[3] 


Data Path. Read-Only. 

0 = Single Data Path. 

1 = Dual Data Path 






IVIUXED 


[2] 


Read-Only. 
0 = Muxed. 


1 = Demuxed. 




VCC 


[1:0] 


Read-Only. 
00 = 1 .8V 

01/10/11 = reserved. 
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7.12.10 DATA BUFFER SIZE REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


DATA_BUF_SIZEO 
DATA_BUF_SIZE1 


0x70100090 
0x70180090 


R 


Data Buffer Size Register 


Memory 
dependent 



DATA_BUF_SIZEn 


Bit 


Description 


Initial State 


Reserved 


[31:16] 






DATA_BUF 


[15:0] 


The value programmed will depend on the actual memory 
device being used. This register is set by the flash controller 
after reset. Read-Only. 





7.12.11 BOOT BUFFER SIZE REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


BOOT_BUF_SIZE0 
B00T_BUF_SIZE1 


0x701 OOOAO 
0x701 800A0 


R 


Boot Buffer Size Register 


Memory 
dependent 



BOOT_BUF_SIZEn 


Bit 


Description 


Initial State 


Reserved 


[31:16] 






BOOT_BUF 


[15:0] 


The value programmed will depend on the actual memory 
device being used. This register is set by the flash controller 
after reset. Read-Only. 





7.12.12 AMOUNT OF BUFFER REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


BUF_AMOUNT0 
BUF_AM0UNT1 


0x701 OOOBO 
0x701 800B0 


R 


Amount of Buffer Register 


Memory 
dependent 



BUF_AMOUNTn 


Bit 


Description 


Initial State 


Reserved 


[31:16] 






AMOUNT 


[15:0] 


The value programmed will depend on the actual memory 
device being used. This register is set by the flash controller 
after reset. Read-Only. 
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7.12.13 TECHNOLOGY REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


TECHO 


0x701 OOOCO 


R 


Technology Register 


Memory 


TECH1 


0x701 800C0 






dependent 



TECHn 


Bit 


Description 


Initial State 


Reserved 


[31:16] 






TECHNOLOGY 


[15:0] 


The value programmed will depend on the actual memory 
device being used. This register is set by the flash controller 
after reset. Read-Only. 





7.12.14 FBA WIDTH REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


FBA_WIDTHO 
FBA_WIDTH1 


0x701 OOODO 
0x701 800D0 


R/W 


FBA Width Register 


OxOOOA 



FBA_WIDTHn 


Bit 


Description 


Initial State 


Reserved 


[31:5] 




0 


FBA 


[4:0] 


Sets the number of bits that will be used to represent the 
number of blocks. The default value is OxOA. Set by software 
during initialization. 


OxOA 



7.12.15 FPA WIDTH REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


FPA_WIDTHO 
FPA_WIDTH1 


0x701 OOOEO 
0x701 800E0 


R/W 


FPA Width Register 


0x0006 



FPA_WIDTHn 


Bit 


Description 


Initial State 


Reserved 


[31:5] 




0 


FPA 


[4:0] 


Sets the number of bits that will be used to represent the 
number of pages. The default value is 6. Set by software 
during initialization. 


0x06 
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7.12.16 FSA WIDTH REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


FSA_WIDTHO 
FSA_WIDTH1 


0x701 OOOFO 
0x701 800F0 


R/W 


FSA Width Register 


0x0002 



FSA_WIDTHn 


Bit 


Description 


Initial State 


Reserved 


[31:3] 




0 


FSA 


[2:0] 


Sets the number of bits that will be used to represent the 
number of sectors. The default value is 0x2. Set by software 
during initialization. 


0x2 



7.12.17 REVISION REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


REVISIONO 
REVISI0N1 


0x70100100 
0x70180100 


R 


Revision Register 


0x00000002 



REVISIONn 


Bit 


Description 


Initial State 


Reserved 


[31:16] 




0x0000 


REVISION 


[15:0] 


Holds the controller revision number. Default value is 0x1 . 
Read-Only. 


0x0002 



7.12.18 DATARAMO CODE REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


DATARAMOO 
DATARAM01 


0x70100110 
0x70180110 


R/W 


DataRAMO Code Register 


0x0002 



DATARAMOn 


Bit 


Description 


Initial State 


Reserved 


[31:16] 




0 


DATARAMO 


[3:0] 


Sets the non-sector part of the data for ramO. Default value is 
0x2. Set by software during initialization. 


2 
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7.12.19 DATARAM1 CODE REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


DATARAM10 
DATARAM1 1 


0x70100120 
0x70180120 


R/W 


DataRAMI Code Register 


0x0003 




DATARAMIn 


Bit 


Description 


Initial State 


Reserved 


[31:4] 




0 


DATARAM1 


[3:0] 


Sets the non-sector part of the data for rami . Default value is 
0x3. Set by software during initialization. 


3 


7.12.20 SYNCHRONOUS MODE REGISTER 


Register 


Address 


R/W 


Description 


Reset Value 


SYNC_MODE0 
SYNC_M0DE1 


0x70100130 
0x70180130 


R 


Synchronous Mode Register 


0x0000 



SYNC_MODEn 


Bit 


Description 


Initial State 


Reserved 


[31:1] 




0 


RM 


[1] 


Sets the transfer mode for read operations as synchronous or 
asynchronous. Default value is 0x0. Set by software during 
initialization. This value is copied from the MEM_CFG 
register[15]. Read-Only. 

• 0 = Asynchronous Mode. 

• 1 = Activate Synchronous Mode. 


0 


WM 


[0] 


Sets the transfer mode for write operations as synchronous or 
asynchronous. Default value is 0x0. Set by software during 
initialization. This value is copied from the MEM_CFG 
register[1]. Read-Only. 

• 0 = Asynchronous Mode. 

• 1 = Activate Synchronous Mode. 


0 
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7.12.21 TRANSFER SPARE REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


TRANS_SPAREO 
TRANS_SPARE1 


0x70100140 
0x70180140 


R/W 


Transfer Size Register 


0x0000 



TRANS_SPAREn 


Bit 


Description 


Initial State 


Reserved 


[31:1] 




0 


TSRF 


[0] 


On all read or write commands through map 01 , if this bit is 
set, the data in the spare area of memory will be transferred to 
the asynchronous FIFO of the memory controller along with 
the main data. Size of the spare area is part dependent 
depending on the # of sectors. 

• 0 =Transfer data only. 

• 1 = Increase sector size. The main data area for the page 
will be transferred first and then the spare area. 


0 



7.12.22 DBS-DFS WIDTH REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


DBS_DFS_WIDTHO 
DBS_DFS_WIDTH1 


0x70100160 
0x70180160 


R/W 


DBS_DFS width Register 


0x0000 



DBS_DFS_WIDTHn 


Bit 


Description 


Initial State 


Reserved 


[31:2] 




0 


WIDTH 


[1:0] 


Sets tlie DBS and DPS widtli. Tlie default value is 0. Set by 
software during initialization. Ignored if not relevant. 


0 



7.12.23 PAGE COUNT REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


PAGE_CNTO 
PAGE_CNT1 


0x70100170 
0x70180170 


R 


Page Count Register 


0x0000 



PAGE_CNTn 


Bit 


Description 


Initial State 


Reserved 


[31:8] 




0 


PAGE_GOUNT 


[7:0] 


Holds the copy-backed page count by multi-page copy-back 
command currently being executed. Read-Only. 


0 
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7.12.24 ERROR PAGE ADDRESS REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


ERR_PAGE_ADDRO 
ERR_PAGE_ADDR1 


0x70100180 
0x70180180 


R 


Error Page Address Register 


0x0000 




ERR_PAGE_ADDRn 


Bit 


Description 


Initial State 


Reserved 


[31:6] 




0 


FAIL_PAGE_ADDR 


[5:0] 


After a program, load or erase error interrupt, this register will 
hold the page address of the failing operation. Read-Only. 


0 


7.12.25 BURST READ LATENCY REGISTER 


Register 


Address 


R/W 


Description 


Reset Value 


BURST_RD_LATO 
BURST_RD_LAT1 


0x70100190 
0x70180190 


R 


Burst Read Latency Register 


0x0006 



BURST_RD_LATn 


Bit 


Description 


Initial State 


Reserved 


[31:3] 




0 


BURST_RD_LAT 


[2:0] 


Sets the burst read latency in cycles. The default value is 0x6. 
This value is copied from the MEM_CFG register[14:12]. 
Read-Only. 


6 



7.12.26 INTERRUPT PIN ENABLE REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


INT_ENABLEO 
INT_ENABLE1 


0x701 001 AO 
0x701 801 AO 


R/W 


Interrupt Enable Register 


0x0000 



INT_PIN_ENABLEn 


Bit 


Description 


Initial State 


Reserved 


[31:1] 




0 


INT_EN 


[0] 


Interrupt Enable. Enables generating interrupt signal to CPU 
with the information from INT_ERR_STAT and 
INT_ERR_MASK. Set by software during initialization. 

• 0 = Interrupt Disable. 

• 1 = Interrupt Enable. 


0 
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7.12.27 INTERRUPT MONITOR CYCLE REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


INT_MON_CYC0 
INT_M0N_CYC1 


0x70100160 
0x70180160 


R/W 


Interrupt Monitor Cycle Count Register 


0x01 F4 



INT_MON_CYCn 


Bit 


Description 


Initial State 


Reserved 


[31:12] 




0 


INT_MON_CYC 


[11:0] 


Sets the number of cycles in between checks of the 
INT_ERR_STAT register and the memory device's status 
register. This register is only used if the Flash configuration 
register bit I06E is clear. 


500 



7.12.28 ACCESS CLOCK REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


ACC_CLOCK0 
ACC_CL0CK1 


0x701 001 CO 
0x701 801 CO 


R/W 


Access Clock Register 


0x0003 



ACC_CLOCKn 


Bit 


Description 


Initial State 


Reserved 


[31:3] 




0 


ACCESS_CLK 


[2:0] 


Sets the number of cycles required to cover the access time 
of the Flash memory device. 

6efore using Pipeline Read Ahead function, this value should 
be set to 7. 

Otherwise, Follows the formula 
(35ns/(XmOSMCLK Period)+1). 


3 






Flash Core 
Clock (MHz) 


Interface Clock (MHz) 


ACCESS CL 
K 








133 


66.5 


3 








100 


50 


2 








60 


30 


2 
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7.12.29 SLOW READ PATH REGISTER 



Register 


Address 


R/W 


Description 


Reset Vaiue 


SLOW_RD_PATH0 
SL0W_RD_PATH1 


0x701 001 DO 
0x701 801 DO 


R/W 


Slow Read Path Register 


0x0000 



SLOW_RD_PATHn 


Bit 


Description 


Initiai State 


Reserved 


[31:1] 




0 


SRP 


[0] 


Delays the read data capture by 1/2 cycle to accommodate 
the board delay. Default is 0x0. 


0 



7.12.30 ERROR BLOCK ADDRESS REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


ERR_BLK_ADDRO 
ERR_BLK_ADDR1 


0x701 001 EO 
0x701 801 EO 


R 


Error Block Address Register 


0x0000 




ERR_BLK_ADDRn 


Bit 


Description 


Initial State 


Reserved 


[31:12] 




0 


FAIL_BLK_ADDR 


[11:0] 


After a program, load or erase error interrupt, this register will 
hold the block address of the failing operation. Read-Only. 


0 


7.12.31 FLASH VERSION ID REGISTER 


Register 


Address 


R/W 


Description 


Reset Value 


FLASH_VER_IDO 
FLASH_VER_ID1 


0x701 001 FO 
0x701 801 FO 


R 


Flash Version ID Register 


Memory 
dependent 



FLASH_VER_IDn 


Bit 


Description 


Initial State 


Reserved 


[31:16] 






FLASH_VER 


[15:0] 


The value programmed will depend on the actual memory 
device being used. The register is set by the flash controller 
after reset. Read-Only. 
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7.12.32 FLASH AUXILIARY CONTROL REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


FLASH AUX CNTRL 
0 


0x70100300 


R/W 


BankO Flash Auxiliary control register 


0x0000 


FLASH AUX CNTRL 
1 


0x70180300 


R/W 


Banki Flash Auxiliary control register 


0x0000 




FLASH_AUX_ 
CNTRLO/1 


Bit 


Description 


Initial State 


Reserved 


[31:1] 




0 


Disable_Watchdog_r 
eset 


[0] 


Watchdog timer reset disable. 

0 = Enable watchdog timer reset logic in OneNAND controller. 
When enabled, watchdog state machine monitors various 
state machines of the flash controller and resets them if an 
operation appears to have hung. OneNAND controller is taken 
as hung if 663,900 memory clock counts are passed after the 
last valid command is given. 

1 = Disable watchdog timer reset logic in OneNAND controller. 


0 



7.12.33 FLASH ASYNCHRONOUS FIFO COUNT REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


FLASH AFIFO CNT 
0 


0x70100310 


R 


Number of data in asynchronous FIFO in flash 
controller 0. 


0x0000 


FLASH_AFIFO_CNT 
1 


0x70180310 


R 


Number of data in asynchronous FIFO in flash 
controller 1. 


0x0000 



FLASH_AFIFO_ 
CNTO/1 


Bit 


Description 


Initial State 


Reserved 


[31:13] 




0 


Datacount_wr_fifo 


[12:8] 


Number of data in the write FIFO of OneNAND controller 


0 


Reserved 


[7:6./] 




0 


Datacount_rd_fifo 


[5:0] 


Number of data in the read FIFO of OneNAND controller 


0 
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8.1 OVERVIEW 

Recently NOR flash memory price has increased and price for SDRAM and a NAND flash memory is moderatly 



The S3C6410X is equipped with an internal SRAM buffer called 'Steppingstone'. 

Generally, the boot code will copy NAND flash content to SDRAM. Using hardware ECC, the NAND flash data 
validity will be checked. After the NAND flash content is copied to SDRAM, main program will be executed on 



To use NAND Flash, 'XSELNAND' pin must be connected to High Level. 
8.2 FEATURES 

NAND flash controller features include: 

1 . NAND Flash memory l/F: Support 512Bytes and 2KB Page . 

2. Software mode: User can directly access NAND flash memory, for example this feature can be used in 
read/erase/program NAND flash memory. 

3. Interface: 8-bit NAND flash memory interface bus. 

4. Hardware ECC generation, detection and indication (Software correction). 

5. Support both SLC and MLC NAND flash memory : 1-bit ECC, 4-bit and 8-bit ECC for NAND flash. 
(Recommend: 1bit ECC for SLC, 4bit and 8bit ECC for MLC NAND Flash) 

6. SFR l/F: Support Byte/half word/word access to Data and ECC Data register, and Word access to other 
registers 

7. SteppingStone l/F: Support Byte/half word/word access. 

8. The Steppingstone 8-KB internal SRAM buffer can be used for another purpose . 



placed. 



SDRAM. 
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8.3 BLOCK DIAGRAM 




AHB 
Slave l/F 



SFR 



ECC Gen. 



Control & 
State Machine 



NAND FLASH 
Interface 



Stepping Stone 
Controller 



Stepping Stone 
(8KB SRAM) 



nCS[3:2] 

CLE 

ALE 

FREn 

FWEn 

RnB 

l/OO - 1/07 



Figure 8-1. NAND Flash Controller Block Diagram 
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8.4 NAND FLASH MEMORY TIMING 



TACLS ^ TWRPHO ^ TWRPH1 
►i^ >\< ►! 



HCLK 



CLE / ALE 



nWE 



DATA 



COMMAND /ADDRESS 



Figure 8-2. CLE & ALE Timing (TACLS=1, TWRPHO=0, TWRPH1=0) Block Diagram 



TWRPHO . TWRPH1 



HCLK 



nWE/nRE 



DATA 



DATA 



Figure 8-3. nWE & nRE Timing (TWRPHO=0, TWRPH1=0) Block Diagram 
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8.5 NAND FLASH ACCESS 

S3C6410X does not support NAND flash access mechanism directly. It only supports signal control mechanism 
for NAND flash access. Therefore software is responsible for accessing NAND flash memory correctly. 

1 . Writing to the command register (NFCMMD) = the NAND Flash Memory command cycle 

2. Writing to the address register (NFADDR) = the NAND Flash Memory address cycle 

3. Writing to the data register (NFDATA) = write data to the NAND Flash Memory (write cycle) 

4. Reading from the data register (NFDATA) = read data from the NAND Flash Memory (read cycle) 

5. Reading main ECC registers and Spare ECC registers (NFMECCDO/1 , NFSECCD) = read data from the 
NAND Flash Memory 

NOTE: 

In NAND flash access, you must check the RnB status input pin by polling the signal or using interrupt. 

8.6 DATA REGISTER CONFIGURATION 

1 . 8-bit NAND Flash Memory Interface 
A. Word Access 



Register 


Bit [31 :24] 


Bit [23:16] 


Bit [15:8] 


Bit [7:0] 


NFDATA 


4* l/0[ 7:0] 


3''' l/0[ 7:0] 


2"'' l/0[ 7:0] 


1''|/0[7:0] 



B. Half-word Access 



Register 


Bit [31 :24] 


Bit [23:16] 


Bit [15:8] 


Bit [7:0] 


NFDATA 


Invalid value 


Invalid value 


2"^^ l/0[ 7:0] 


1"|/0[7:0] 



C. Byte Access 



Register 


Bit [31 :24] 


Bit [23:16] 


Bit [15:8] 


Bit [7:0] 


NFDATA 


Invalid value 


Invalid value 


Invalid value 


1''|/0[7:0] 



8-7 STEPPINGSTONE (8KB SRAM) 

You can use this area(Stemppingstone) for various other purpose. 
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8.8 1-BIT / 4-BIT / 8-BIT ECC (ERROR CORRECTION CODE) 

NAND flash controller has four ECC (Error Correction Code) modules for 1 bit ECC , one for 4bit ECC and one for 
8bit ECC. 

The 1 bit ECC modules for main data area can be used for (up to) 2048 bytes ECC parity code generation, and 1 
bit ECC module for spare area can be used for (up to) 4 bytes ECC Parity code generation. 

Both 4bit and Bbit ECC modules can be used for only 512 bytes ECC parity code generation. 

4 bit and 8bit ECC modules generate the parity codes for each 512 byte. However, 1 bit ECC modules generate 
parity code per byte lane separately. 

4bit ECC modules generate max 7byte parity codes and 8 bit ECC modules generate ISbyte parity codes at each 
512/24 bytes. 
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8.8.1 ECC MODULE FEATURES 

ECC generation is controlled by the ECC Lock (MainECCLock, SpareECCLock) bit of the Control register. When 
ECCLock is Low, ECC codes are generated by the H/W ECC modules. 

1-BIT ECC Register Configuration 

Following tables shows the configuration of 1-bit ECC value read from spare area of external NAND flash 
memory. For comparing to ECC parity code generated by the H/W modules, each ECC data read from memory 
must be written to NFMECCDn for main area and NFSECCD for spare area. 

NOTE: 

4-bit ECC decoding scheme is different to 1-bit ECC. 



1 . NAND Flash Memory Interface 



Register 


Bit [31 :24] 


Bit [23:16] 


Bit [15:8] 


Bit [7:0] 


NFMECCDO 


Not used 


2"'^ ECC for l/O[7:0] 


Not used 


1''ECC for l/O[7:0] 


NFMECCD1 


Not used 


4* ECC for l/O[7:0] 


Not used 


3''' ECC for l/O[7:0] 




Register 


Bit [31 :24] 


Bit [23:16] 


Bit [15:8] 


Bit [7:0] 


NFSECCD 


Not used 


2"'^ ECC for l/O[7:0] 


Not used 


1''ECC for l/O[7:0] 
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8.8.2 1-BIT ECC PROGRAMMING ENCODING AND DECODING 

1 . To use 1-bit ECC in software mode, reset the ECCType to '0' (enable 1-bit ECC)'. ECC module generates 
ECC parity code for all read / write data when MainECCLock (NFC0NT[7]) and SpareECCLock (NFC0NT[6]) 
are unlockedCO'). You must reset ECC value by writing the InitMECC (NFC0NT[5]) and InitSECC 
(NFC0NT[4]) bit as '1' and have to clear the MainECCLock (NFC0NT[7]) bit to 'O'(Unlock) before read or 
write data. 

MainECCLock (NFC0NT[7]) and SpareECCLock(NFCONT[6]) bit controls whether ECC Parity code is 
generated or not. 

2. Whenever data is read or written, the ECC module generates ECC parity code on register NFMECCO/1 . 

3. After you complete read or write one page (does not include spare area data). Set the MainECCLock bit to '1 ' 
(Lock). ECC Parity code is locked and the value of the ECC status register will not be changed. 

4. To generate spare area ECC parity code. Clear SpareECCLock (NFC0NT[6]) bit to '0' (unlock). 

5. Whenever data is read or written, the spare area ECC module generates ECC parity code on register 
NFSECC. 

6. After you complete read or write spare area, set the SpareECCLock bit to '1 ' (Lock). ECC Parity code is 
locked and the value of the ECC status register will not be changed. 

7. From now on, you can use these values to record to the spare area or check the bit error. 

8. For example, to check the bit error of main data area on page read operation, after generating of ECC codes 
for main data area, you have to move the ECC parity codes (is stored to spare area) to NFMECCDO and 
NFMECCD1 . From this time, the NFECCERRO have the valid error status values. 

NOTE: 

NFSECCD is for the ECC value in spare area. Usually, the user will write the ECC value generated from 
main data area to Spare area, which value will be the same as NFMECCO/1 . 

8.8.3 4-BIT ECC PROGRAMMING GUIDE (ENCODING) 

1 . To use 4-bit ECC in software mode, set the MsgLength to 0(512-byte message length) and set the ECCType 
to "10"(enable 4-bit ECC). ECC module generates ECC parity code for 512-byte write data. So, you have to 
reset ECC value by writing the InitMECC (NFC0NT[5]) bit as '1 ' and have to clear the MainECCLock 
(NFC0NT[7]) bit to 'O'(Unlock) before write data. 

MainECCLock (NFC0NT[7]) bit controls whether ECC Parity code is generated or not. 

2. Whenever data is written, the 4-bit ECC module generates ECC parity code internally. 

3. After you finish writing 512-byte data (not include spare area data), the parity codes are automatically updated 
to NFMECCO, NFMECC1 register. If you use 512-byte NAND flash memory, you can program these values to 
spare area. However, if you use NAND flash memory more than 512-byte page, you can't program 
immediately. In this case, you have to copy these parity codes to other memory like DRAM. After writing all 
main data, you can write the copied ECC values to spare area. 

The parity codes have self-correctable information include parity code itself. 

4. To generate spare area ECC parity code, set the MsgLength to 1 (24-byte message length), and set the 
ECCType to '10'(enable 4-bit ECC). ECC module generates ECC parity code for 24-byte write data. So you 
have to reset ECC value by writing the InitMECC (NFC0NT[5]) bit as 'V and have to clear the MainECCLock 
(NFC0NT[7]) bit to 'O'(Unlock) before write data. 

MainECCLock (NFC0NT[7]) bit controls whether ECC Parity code is generated or not. 

5. Whenever data is written, the 4-bit ECC module generates ECC parity code internally. 

6. When you finish writing 24-byte meta or extra data, the parity codes are automatically updated to NFMECCO, 
NFMECC1 register.You can program these parity codes to spare area.The parity codes have self-correctable 
information include parity code itself. 
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8.8.4 4-BIT ECC PROGRAMMING GUIDE (DECODING) 

1 . To use 4-bit ECC, set the MsgLength to 0(51 2-byte message length) and set the ECCType to "1 0"(enable 4- 
bit ECC). ECC module generates ECC parity code for 51 2-byte read data. So, you have to reset ECC value 
by writing the InitMECC (NFC0NT[5]) bit as '1 ' and have to clear the MainECCLock (NFC0NT[7]) bit to 
'O'(Unlock) before read data. 

MainECCLock (NFC0NT[7]) bit controls whether ECC Parity code is generated or not. 

2. Whenever data is read, the 4-bit ECC module generates ECC parity code internally. 

3. After you complete read 51 2-byte (does not include spare area data), you have to read parity codes. 4-bit 
ECC module needs parity codes to detect whether error bits are or not. So you have to read ECC parity code 
right after read 51 2-byte. Once ECC parity code is read, 4-bit ECC engine start to search any error internally. 
4-bit ECC error searching engine need minimum 155 cycles to find any error. 

4. When ECCDecDone (NFSTAT[6]) is set ('1 '), NFECCERRO indicates whether error bit exist or not. If any 
error exists, you can fix it by referencing NFECCERRO/1 and NFMLCBITPT register. 

5. If you have more main data to read, continue to step 2. 

6. For meta data error check, set the MsgLength to 1 (24-byte message length) and set the ECCType to 
'10'(enable 4-bit ECC). ECC module generates ECC parity code for 24-byte read data. So you have to reset 
ECC value by writing the InitMECC (NFC0NT[5]) bit as '1 ' and have to clear the MainECCLock (NFC0NT[7]) 
bit to 'O'(Unlock) before read data. 

MainECCLock (NFC0NT[7]) bit controls whether ECC Parity code is generated or not. 

7. Whenever data is read, the 4-bit ECC module generates ECC parity code internally. 

8. After you complete read 24-byte, you have to read parity codes. 4-bit ECC module needs parity codes to 
detect whether error bits are or not. So you have to read ECC parity codes right after read 24-byte. Once ECC 
parity code is read, 4-bit ECC engine start to search any error internally. 4-bit ECC error searching engine 
need minimum 155 cycles to find any error. 

9. When ECCDecDone (NFSTAT[6]) is set ('1 '), NFECCERRO indicates whether error bit exist or not. If any 
error exists, you can fix it by referencing NFECCERRO/1 and NFMLCBITPT register. 

8.8.5 8-BIT ECC PROGRAMMING GUIDE (ENCODING) 

1 . To use 8-bit ECC in software mode, set the MsgLength to 0(51 2-byte message length) and set the ECCType 
to "01 "(enable 8-bit ECC). ECC module generates ECC parity code for 51 2-byte write data. In order to start 
the ECC module, you have to write '1' on the InitMECC (NFC0NT[5]) bit after cleaning the MainECCLock 
(NFC0NT[7]) bit to '0' (Unlock). MainECCLock (NFC0NT[7]) bit controls whether ECC Parity code is 
generated or not. 

Note. In 8bit ECC, MainECCLock should be cleared before initiating InitMECC. 

2. Whenever data is written, the 8bit ECC module generates ECC parity code internally. 

3. After you finish writing 51 2-byte data (not include spare area data), the parity codes are automatically updated 
to NF8MECC0, NFMECC1 , NF8MECC2, NF8MECC3 register. You have to check encoding done at NFSTAT 
register. And set the MainECCLock bit to '1 '(lock). If you use 51 2-byte page size NAND flash memory, you 
can program these values directly to spare area. However, if you use NAND flash memory more than 512- 
byte page, you can't program immediately. In this case, you have to copy these parity codes to other memory 
like DRAM. After writing all main data, you can write the copied ECC values to spare area. 

The parity codes have self-correctable information include parity code itself. 

4. To generate spare area ECC parity code, set the MsgLength to 1 (24-byte message length), and set the 
ECCType to "01 "(enable 8bit ECC). 8bit ECC module generates the ECC parity code for 24-byte data. In 
order to initiating the module, you have to write '1 ' on the InitMECC (NFC0NT[5]) bit after clearing the 
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MainECCLock (NFC0NT[7]) bit to 'O'(Unlock). 

MainECCLock (NFC0NT[7]) bit controls whether ECC Parity code is generated or not. 
Note. In 8bit ECC, MainECCLock should be cleared before initiating InitMECC. 

5. Whenever data is written, the 8bit ECC module generates ECC parity code internally. 

6. When you finish writing 24-byte meta or extra data, the parity codes are automatically updated to 
NF8MECC0, NFMECC1 , NF8MECC2, NF8MECC3 register, you have to check encoding done at NFSTAT 
register. And set the MainECCLock bit to '1 '(lock) . You can program these parity codes to spare area. The 
parity codes have self-correctable information include parity code itself. 

8.8.6 8-BIT ECC PROGRAMMING GUIDE (DECODING) 

1 . To use 8bit ECC in software mode, set the MsgLength to 0(512-byte message length) and set the ECCType 
to "01 "(enable 8bit ECC). 8bit ECC module generates ECC parity code for 512-byte read data. In order to 
initiating 8bit ECC module, you have to write '1' on the InitMECC (NFC0NT[5]) bit after clearing the 
MainECCLock (NFC0NT[7]) bit to 'O'(Unlock). 

MainECCLock (NFC0NT[7]) bit controls whether ECC Parity code is generated or not. 
Note. In 8bit ECC, MainECCLock should be cleared before InitMECC 

2. Whenever data is read, the MLC ECC module generates ECC parity code internally. 

3. After you complete reading 512-byte data (not including spare area data), you must set the MainECCLock 
(NFC0NT[7]) bit to '1 '(Lock) after reading parity codes. 8bit ECC module needs parity codes to detect 
whether error bits exists or not. So you have to read the ECC parity code of 512-byte main data right after 
reading the 512-byte data. Once the ECC parity code is read, 8bit ECC engine starts searching any error 
internally. 8bit ECC error searching engine needs minimum 372 cycles to find any error. And set the 
MainECCLock bit to '1 '(lock). ECCDecDone(NFSTAT[6]) can be used to check whether ECC decoding is 
completed or not. 

4. When ECCDecDone (NFSTAT[6]) is set ('1 '), NF8ECCERR0 indicates whether error bit exists or not. If any 
error exists, you can fix it by referencing NF8ECCERR0/1/2 and NFMLC8BITPT0/1 register. 

5. If you have more main data to read, continue doing from step 1 . 

6. For meta data error check, set the MsgLength to 1 (24-byte message length) and set the ECCType to 

"01 "(enable 8bit ECC). ECC module generates the ECC parity code for 24-byte data. In order to initiating the 
8bit ECC module, you have to write '1' on the InitMECC (NFC0NT[5]) bit after clearing the MainECCLock 
(NFC0NT[7]) bit to 'O'(Unlock). 

MainECCLock (NFC0NT[7]) bit controls whether ECC Parity code is generated or not. 
Note. In 8bit ECC, MainECCLock should be cleared before InitMECC 

7. Whenever data is read, the 8bit ECC module generates ECC parity code internally. 

8. After you complete reading 24-byte, you must set the MainECCLock (NFC0NT[7]) bit to '1 '(Lock) after read 
ing the parity code for 24-byte data. MLC ECC module needs parity codes to detect whether error bits exists 
or not. So you have to read ECC parity codes right after reading 24-byte data. Once ECC parity code is read, 
8bit ECC engine starts searching any error internally. 8bit ECC error searching engine needs minimum 372 
cycles to find any error. And set the MainECCLock bit to 'l'(lock). ECCDecDone(NFSTAT[6]) can be used to 
check whether ECC decoding is completed or not. 

9. When ECCDecDone (NFSTAT[6]) is set ('1 '), NF8ECCERR0 indicates whether error bit exist or not. If any 
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error exists, you can fix it by referencing NF8ECCERR0/1/2 and NF8MLCBITPT register. 



^^^^^^ 
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8.9 Memory mapping(NOR-flash boot) 



0x40000 0000_^ 


OM[4:3] =01/10/11 




SROIWCF 
(XmOCSn[5]) 




0x3800 0000 _^ 






SROIWCF 
(XmOCSn[4]) 




0x3000 0000 _^ 






SROIWOneNAND/NAND 
(XmOCSn[3]) 




0x2800 0000 






SROIWOneNAND/NAND 
(XmOCSn[2]) 




0x2000 0000 _^ 






SROM 
(XmOCSnni) 




0x1800 0000 






SROM 
(XmOCSn[0]) 




0x1000 0000 _^ 










OxOCOO_0000 _^ 
0x0800 0000 


Stepping Stone 




Internal ROM 




Boot area 




0x0000 0000 _► 










[ Not using NAND flash for boot ROM ] 



Figure 8-4. NAND Flash Memory Mapping Block Diagram 
NOTE: SROM means ROM or SRAM or NOR type memory 
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8.10 NAND FLASH MEMORY CONFIGURATION 



RnB — 
FREn - 
XmOCSn[2] - 
XmOCSn[3] - 
CLE - 
ALE - 
FWEn ■ 



R/B[2] 


I/07 


R/B[1] 


I/06 


RE 


I/05 


CE1 


I/04 


CE2 
CLE 


I/03 
I/02 


ALE 


I/01 


WE 


l/OO 



RnB — 

FREn - 
XmOCSn[3] or 
XmOCSn[2] " 

CLE - 
ALE - 
FWEn ■ 





I/07 


R/B 


I/06 


RE 
CE 


I/05 
I/04 
I/03 


CLE 


I/02 


ALE 


I/01 


WE 


l/OO 



- XmODATA[7] 

- XmODATA[6] 

- XmODATA[5] 

- XmODATA[4] 

- XmODATA[3] 

■ XmODATA[2] 

- XmODATA[1] 

■ XmODATA[0] 

XmODATA[7] 
XmODATA[6] 

■ XmODATA[5] 
XmODATA[4] 
XmODATA[3] 
XmODATA[2] 
XmODATA[1] 
XmODATA[0] 



Figure 8-5. A 8-bit NAND Flash Memory Interface Block Diagram 



NOTE: NAND CONTROLLER can support to control two nand flash memories 





Other BOOT 


XmOGSn[2] 


Configurable 


XniOGSn[3] 


Configurable 
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8.11 NAND FLASH CONTROLLER SPECIAL REGISTERS 



8.11.1 NAND FLASH CONTROLLER REGISTER MAP 



Address 


R/W 


Reset value 


Name 


Description 


Base + 0x00 


R/W 


OxXOOO_100X 


NFCONF 


Configuration register 


Base + 0x04 


R/W 


0x000 1_00C6 


NFCONT 


Control register 


Base + 0x08 


R/W 


OxOOOO_0000 


NFCMMD 


Command register 


Base + OxOc 


R/W 


OxOOOO_0000 


NFADDR 


Address register 


Base + 0x10 


R/W 


OxXXXX_XXXX 


NFDATA 


Data register 


Base + 0x14 


R/W 


OxOOOO_0000 


NFMECCDO 


1^^ and 2"^ main ECC data register 


Base + 0x18 


R/W 


OxOOOO_0000 


NFMECCD1 


3'"^ and 4^^ main ECC data register 


Base + 0x1 c 


R/W 


OxOOOO_0000 


NFSECCD 


Spare ECC read register 


Base + 0x20 


R/W 


OxOOOO_0000 


NFSBLK 


Programmable start block address register 


Base + 0x24 


R/W 


OxOOOO_0000 


NFEBLK 


Programmable end block address register 


Base + 0x28 


R/W 


0x0080_001 D 


NFSTAT 


NAND status registet 


Base + 0x2C 


R 


OxXXXX_XXXX 


NFECCERRO 


ECC error statusO register 


Base + 0x30 


R 


OxOOOO_0000 


NFECCERR1 


ECC error statusi register 


Base + 0x34 


R 


OxXXXX_XXXX 


NFIVIECCO 


Generated ECC statusO register 


Base + 0x38 


R 


OxXXXX_XXXX 


NFIVIECC1 


Generated ECC statusi register 


Base + 0x3C 


R 


OxXXXX_XXXX 


NFSECC 


Generated Spare area ECC status register 


Base + UX4U 


D 

H 


uxuuuu_uuuu 


NrlVILUbl 1 r 1 


4-bit ECC error bit pattern register 


Base + 0x44 


R 


0x4000_0000 


NF8ECCERR0 


8bit ECC error statusO register 


Base + 0x48 


R 


OxOOOO_0000 


NF8ECCERR1 


8bit ECC error statusi register 


Base + Ox4C 


R 


OxOOOO_0000 


NF8ECCERR2 


8bit ECC error status2 register 


Base + 0x50 


R 


OxXXXX_XXXX 


NFM8ECC0 


Generated 8-bit ECC statusO register 


Base + 0x54 


R 


OxXXXX_XXXX 


NFM8ECC1 


C^f^nc^rciff^r] ft-hlt ^OO <5tptiiQl rpni<5tpr 


Base + 0x58 


R 


OxXXXX_XXXX 


NFM8ECC2 


Generated 8-bit ECC status2 register 


Base + 0x5C 


R 


OxXXXX_XXXX 


NFM8ECC3 


Generated 8-bit ECC status3 register 


Base + 0x60 


R 


OxOOOO_0000 


NFMLC8BITPT 
0 


8-bit ECC error bit pattern 0 register 


Base + 0x64 


R 


OxOOOO_0000 


NFMLC8BITPT 
1 


8-bit ECC error bit pattern 1 register 


Base = 0x7020_0000 

Stepping STON : OxOCOO_0000 ~ 0x0C00_1 FFF (8K) 






OxOOOO_0000 ~OxOOOO_1FFF (8K)* 




*ln 6410 memory map, stepping stone memory is in tlie area between OxOCOO_0000 and OxOCOO_1FFF. 
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8.11.2 NAND FLASH CONFIGURATION REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


NFCONF 


0x70200000 


R/W 


NAND Flash Configuration register 


OxXOOOIOOX 



NFCONF 


Bit 


Description 


Initial State 


Reserved 








Ml nn ikntri 


[v3UJ 


ninrk rnntml fr>r 4-hit FCC. R, fi-hit FCC pnninp ^HiHHpn Clnpr 
v^iuuiv oui III ui lui *T uii ^wvy ot o uii t?i lyii itJ.^niuutJi 1 optju.y 

0' Recommended when svstem clock is more than 66MHz 

\J m 1 Ix^ 1 1 1 1 1 1 \^ 1 1 N.^ V V 1 1 \^ II O y O 1 1 1 wl wlx 1 O III \^ 1 \^ L 1 1 K,Ji 1 1 \J \J 1 V 1 1 

1 : Recommended when system clock is less than 66MHz 


n 


Rpqpr\/Prl 




Rpcpr\/Prl 


nnnn 


MsgLength 


[25] 


Message (Data) length for 4/8 bit EGG 
0: 512-byte 1: 24-byte 


0 


EGGTvDe 


[24:23] 


This bit indicates what kind of EGG should be used. 
00: 1-bit EGG 
10: 4-bit EGG 
01 : 8-bit EGG 

Note. Don t contuse tne value ot 4-Dit buu and o-Dit buu. 


H/W Set 
(GfgBootEcc) 


nebervea 




nebervea 


uuuuuuuuu 


TAOLS 


ri4-12l 

[ 1 H-. 1 


ni F Al F rliiratinn <^pttinn vpIiip i0^7\ 
Duration = HGLKxTAGLS 


DDI 


Reserved 


[11] 


Reserved 


0 


TWRPHO 


[10:8] 


TWRPHO duration setting value (0-7) 
Duration = HGLK x ( TWRPHO + 1 ) 


000 


Reserved 


[7] 


Reserved 


0 


TWRPH1 


[6:4] 


TWRPH1 duration setting value (0-7) 
Duration = HGLK x ( TWRPH1 + 1 ) 


000 


Reserved 








Reserved 


[2] 


Reserved. Must be written 1 


1 


Reserved 








Reserved 


[0] 


Reserved. Must be written 0. 


0 
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8.11.3 CONTROL REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


NFCONT 


0x70200004 


R/W 


NAND Flash control register 


0x0001 00C6 



NFCONT 


Bit 


Description 


Initial State 


Reserved 


[31:19] 


Reserved 


0 


ECC Direction 


[18] 


4-bit, 8-bitECC encoding / decoding control 

0: Decoding 4-bit, 8bit ECC, It is used for page read 

1 : Encoding 4-bit, 8-bit ECC, It is be used for page program 


0 


Lock-tight 


[17] 


Lock-tight configuration 

0: Disable lock-tight 1 : Enable lock-tight. 

Once this bit is set to 1 , you cannot clear. Only reset or wake up 
from sleep mode can make this bit disable (cannot cleared by 
software). 

When it is set to 1 , the area setting in NFSBLK (0x70200020) to 
NFEBLK (0x70200024) is unlocked, and except this area, write or 
erase command will be invalid and only read command is valid. 

When you try to write or erase locked area, the illegal access will 
be occurred (NFSTAT [5] bit will be set). 

If the value of NFSBLK is bigger than that of NFEBLK, entire area 
will be locked. 


0 


bott Lock 


[16] 


Soft Lock configuration 

0: Disable lock 1 : Enable lock 

Soft lock area can be modified at any time by software. 

When it is set to 1 , the area setting in NFSBLK (0x70200020) to 
NFEBLK (0x70200024) is unlocked, and except this area, write or 
erase command will be invalid and only read command is valid. 

When you try to write or erase locked area, the illegal access will 
be occurred (NFSTAT [5] bit will be set). 

If the NFSBLK and NFEBLK are same, entire area will be locked. 


1 


Reserved 


[15:13] 


Reserved. Should be written to 0. 


000 


EnbECCDecINT 


[12] 


4-bit, 8-bit ECC decoding completion interrupt control 
0: Disable interrupt 1 : Enable interrupt 


0 


SbitStop 


[11] 


8-bit ECC encoding/decoding operation initialization. 
8bit ECC module generates parity code for 512/24 byte data. If 
you want to stop generating ECC parity before completing current 
work, you must set this value to "1 " for initializing 8bit ECC 
module. This bit will be cleared automatically. 


0 
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NFCONT 


Bit 


Description 


Initial State 


EnblllegalAccINT 


[10] 


Illegal access interrupt control 

0: Disable interrupt 1 : Enable interrupt 

Illegal access interrupt will occurs when CPU tries to program or 
erase locking area (the area setting in NFSBLK (0x70200020) to 
NFEBLK (0x70200024). 


0 


EnbRnBINT 


[9] 


RnB status input signal transition interrupt control 
0: Disable RnB interrupt 1 : Enable RnB interrupt 


0 


RnB_TransMode 


[8] 


RnB transition detection configuration 

0: Detect rising edge 1 : Detect falling edge 


0 


MainECCLock 


[7] 


Lock Main area ECC generation 

0: Unlock Main area ECC 1 : Lock Main area ECC 

Main area ECC status register is NFMECCO/1 (0x70200034/38), 


1 


SpareECCLock 


[6] 


Lock Spare area ECC generation. 

0: Unlock Spare ECC 1 : Lock Spare ECC 

Spare area ECC status register is NFSECC(0x7020003C), 


1 


InitMECC 


[5] 


1 : Initialize main area ECC decoder/encoder (write-only) 

Caution : In case of 8bit ECC, you must set this bit carefully. If you 
set this bit before completing current encoding/decoding, it cause 
some trouble to 8bit ECC module. If you want to stop current work 
and start encoding/decoding for new data, you must set 
8bitStop(NFCONT[11]) before this bit. 


0 


InitSECC 


[4] 


1 : Initialize spare area ECC decoder/encoder (write-only) 


0 


Reserved 


[3] 


Reserved 


0 


Reg_nCE1 


[2] 


NAND Flash Memory XmOCSn3 signal control 

0: Force XmOCSn3 to low(Enable chip select) 

1 : Force XmOCSn3 to High(Disable chip select) 

Note: Even Reg_nCE1 and Reg_nCEO are set to zero 
simultaneously, only one of them is asserted. 


1 


Reg_nCEO 


[1] 


NAND Flash Memory XmOCSn2 signal control 
0: Force XmOCSn2 to low(Enable chip select) 
1 : Force XmOCSn2 to High(Disable chip select) 
Note: This value is only valid while MODE bit is 1 


1 


MODE 


[0] 


NAND Flash controller operating mode 

0: NAND Flash Controller Disable (Don't work) 

1 : NAND Flash Controller Enable 


0 
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8.11.4 COMMAND REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


NFCMMD 


0x70200008 


R/W 


NAND Flash command set register 


0x00 




NFCMMD 


Bit 


Description 


Initial State 


Reserved 


[31:8] 


Reserved 


0x00 


NFCMMD 


[7:0] 


NAND Flash memory command value 


0x00 


8.11.5 ADDRESS REGISTER 


Register 


Address 


R/W 


Description 


Reset Value 


NFADDR 


0X7020000C 


R/W 


NAND Flash address set register 


OxOOOOXXOO 




REG_ADDR 


Bit 


Description 


Initial State 


Reserved 


[31:8] 


Reserved 


0x00 


NFADDR 


[7:0] 


NAND Flash memory address value 


0x00 


8.11.6 DATA REGISTER 


Register 


Address 


R/W 


Description 


Reset Value 


NFDATA 


0x70200010 


R/W 


NAND Flash data register 


OxXXXX 




NFDATA 


Bit 


Description 


Initial State 


NFDATA 


[31:0] 


NAND Flash read/program data value for I/O 

(Note) Refer to DATA REGISTER CONFIGURATION. 


OxXXXX 
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8.11.7 MAIN DATA AREA ECC REGISTER 



Register 


Address 


R/W 


Description 


Reset Vaiue 


NFMECCDO 


0x70200014 


R/W 


NAND Flash ECC 1^' 2"^^ register for main area data read 
(Note) Refer to ECC IWODULE FEATURES. 


0x00000000 


NFMECCD1 


0x70200018 


R/W 


NAND Flasli ECC 3'" 4* register for main area data read 
(Note) Refer to ECC MODULE FEATURES. 


0x00000000 



NFMECCDO 


Bit 


Description 


Initial State 


Reserved 


[31 :24] 


Not used 


0x00 


ECCDatal 


[23:16] 


EGC1 for l/O[7:0] 


0x00 


Reserved 


[15:8] 


Not used 


0x00 


ECCDataO 


[7:0] 


ECCO for l/O[7:0] 


0x00 



NOTE: Only word access is valid. 



NFMECCD1 


Bit 


Description 


Initial State 


Reserved 


[31 :24] 


Not used 


0x00 


ECCData3 


[23:16] 


ECC3 for l/O[7:0] 


0x00 


Reserved 


[15:8] 


Not used 


0x00 


ECCData2 


[7:0] 


ECC2 for l/O[7:0] 


0x00 



8.11.8 SPARE AREA ECC REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


NFSECCD 


0x7020001 C 


R/W 


NAND Flasli ECC(Error Correction Code) register for spare 
area data read 


0x00000000 



NFSECCD 


Bit 


Description 


Initial State 


Reserved 


[31 :24] 


Not used 


0x00 


SECCDatal 


[23:16] 


2"" Spare area ECC for l/O[7:0] 


0x00 


Reserved 


[15:8] 


Not used 


0x00 


SECCDataO 


[7:0] 


l" Spare area ECC for l/0[ 7:0] 


0x00 



NOTE: Only word or half word access is valid. 
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8.11.9 PROGRMMABLE BLOCK ADDRESS REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


NFSBLK 


0x70200020 


R/W 


NAND Flash programmable start block address 


0x000000 


NFEBLK 


0x70200024 


R/W 


NAND Flash programmable end block address 

Nand Flash can be programmed between start and end 
address. 

When the Soft lock or Lock-tight is enabled and the Start 
and End address has same value, Entire area of NAND 
flash will be locked. 


0x000000 



NFSBLK 


Bit 


Description 


Initial State 


Reserved 


[31 ■24] 


Reserved 


0x00 


SBLK_ADDR2 


[23:16] 


The 3'^^ block address of the block erase operation 


0x00 


SBLK_ADDR1 


[15:8] 


The 2"^^ block address of the block erase operation 


0x00 


SBLK_ADDRO 


[7:0] 


The 1^' block address of the block erase operation 
(Only bit [7:5] are valid) 


0x00 



NFEBLK 


Bit 


Description 


Initial State 


Reserved 


[31 ■24] 


Reserved 


0x00 


EBLK_ADDR2 


[23:16] 


The 3'^^ block address of the block erase operation 


0x00 


EBLK_ADDR1 


[15:8] 


The 2"^^ block address of the block erase operation 


0x00 


EBLK_ADDRO 


[7:0] 


The 1^' block address of the block erase operation 
(Only bit [7:5] are valid) 


0x00 
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The NFSLK and NFEBLK can be changed while Soft lock bit(NFC0NT[16]) is enabled. But cannot be changed 
when Lock-tight bit(NFC0NT[17]) is set. 



NFEBLK+1^ 
NFEBLK ► 



NFSBLK 



NAND flash memory 



When NFSBLK > NFEBLK 



Locked area 
(Read only) 



Prorammable/ 
Readable 
Area 



Locked area 
(Read only) 



Address 



High 



NFSBLK ► 

NFEBLK ► 



Low 



when Lock-tight =1 
or SoftLock=1 



Locked Area 
(Read only) 



Figure 8-6. Softlock and Lock-tight 
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8.11.10 NFCON STATUS REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


NFSTAT 


0x70200028 


R/W 


NAND Flash operation status register 


0x0080001 D 



NFSTAT 


Bit 


Description 


Initial State 


Reserved 


[31:24] 


Read undefined 


0x00 


Reserved 








Reserved 


[22:7] 


Reserved 


0x00 


ECCDecDone 


[61 


When 4-bit ECC or 8-bit ECC decoding is finished, this value set 
and issue interrupt if enabled. The NFMLCBITPT, NFMLCLO and 
NFMLCEL1 have valid values. To clear this, write '1'. 

1 : 4-bit ECC or 8-bit ECC decoding is completed 


0 


lllegalAccess 


[5] 


Once Soft Lock or Lock-tight is enabled. The illegal access 
(program, erase) to the memory makes this bit set. 

u. Illegal access is not aeieciea 
1 : illegal access is detected 


0 


RnB_TransDetect 


[4] 


When RnB low to high transition is occurred, this value set and 
issue interrupt if enabled. To clear this write '1 '. 

0: RnB transition is not detected 
1 : RnB transition is detected 

Transition configuration is set in RnB_TransMode(NFCONT[8]). 


1 


NCE[1] 


[3] 


The status of XmOCSnS output pin 


1 


(Read-only) 








NCE[0] 


[2] 


The status of XmOCSn2 output pin 


1 


(Read-only) 








Reserved 


[1] 


Reserved 


0 


RnB 


[0] 


The status of RnB input pin. 


1 


(Read-only) 




0: NAND Flash memory busy 

1 : NAND Flash memory ready to operate 





ELECTRONICS 



8-21 



NAND FLASH CONTROLLER 



6410X_UM 



8.11.11 ECCO/1 ERROR STATUS REGISTER 



Register 


Address 


R/W 


Description 


Reset Vaiue 


NFECCERR 
0 


0X7020002C 


R 


NAND Flash ECC Error Status register for I/O [7:0] 


0xX0XX_XXXX 


NFECCERR 
1 


0x70200030 


R 


NAND Flash ECC Error Status register for I/O [7:0] 


OxOOOO_0000 



Wlien ECCType is 1-bit ECC. 



NFECCERRO 


Bit 


Description 


Initial State 


Reserved 


[31:25] 


Reserved 


0x00 


SErrorDataNo 


[24:21] 


In spare area, Indicates which number data is error 


0011 


SErrorBitNo 


[20:18] 


In spare area, Indicates which bit is error 


111 


MErrorDataNo 


[17:7] 


In main data area. Indicates which number data is error 


0x7FF 


MErrorBitNo 


[6:4] 


In main data area. Indicates which bit is error 


111 


SpareError 


[3:2] 


Indicates whether spare area bit fail error occurred 
00: No Error 01 : 1 -bit error(correctable) 
10: Uncorrectable 1 1 : ECC area error 


10 


MainError 


[1:0] 


Indicates whether main data area bit fail error occurred 
00: No Error 01 : 1 -bit error(correctable) 
10: Uncorrectable 1 1 : ECC area error 


10 



NFECCERR1 


Bit 


Description 


Initial State 


Reserved 


[31:0] 


Reserved 


0x00 



NOTE: The above values are only valid when both ECC register and ECC status register have valid value. 
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When ECCType is 4-bit ECC. 



NFECCERRO 


Bit 


Description 


Initial State 


ECC Busy 


[31] 


Indicates the 4-bit ECC decoding engine is searching 
whether a error exists or not 

0: Idle 1:Busy 


0 


ECC Ready 


[30] 


ECC Ready bit 


1 


Free Page 


[29] 


Inidicates the page data red from NAND flash has all 'FF' 
value. 


0 


4-bit MECC Error 


[28:26] 


4-bit ECC decoding result 
000. No error 001 . 1 -bit error 
\j\ u. ^-DiT error ui \ . o-dit error 
1 00: 4-bit error 1 01 : Uncorrectable 
1 1x: reserved 

Note : If it happens that there are more errors than 4 bits, 4- 
bit ECC module does not ensure right detection. 


000 


2"^ Bit Error Location 


[25:16] 


Error byte location of 2"^ bit error 


0x00 


Reserved 


[15:10] 


Reserved 




1 ^' Bit Error Location 


[9:0] 


Error byte location of 1^^ bit error 


0x00 



NOTE: These values are updated when ECCDecDone (NFSTAT[6]) is set ('1 '). 



NFECCERR1 


Bit 


Description 


Initial State 


Reserved 


[31 :26] 


Reserved 


0x00 


4^^ Bit Error Location 


[25:16] 


Error byte location of 4^^ bit error 


0x00 


Reserved 


[15:10] 


Reserved 




3'"^ Bit Error Location 


[9:0] 


Error byte location of 3'^ bit error 


0x00 



NOTE: These values are updated when ECCDecDone (NFSTAT[6]) is set ('1 '). 
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8.11.12 MAIN DATA AREA ECCO STATUS REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


NFMECCO 


0x70200034 


R 


NAND Flash ECC status register 


OxXXXXXX 


NFMECC1 


0x70200038 


R 


NAND Flash ECC status register 


OxXXXXXX 



When ECCType is 1-bit ECC 



NFMECCO 


Bit 


Description 


Initial State 


MECC0_3 


[31 :24] 


ECC3 for data[7:0] 


OxXX 


MEGC0_2 


[23:16] 


ECC2 for data[7:0] 


OxXX 


MECC0_1 


[15:8] 


ECC1 for data[7:0] 


OxXX 


MEGCO_0 


[7:0] 


ECCO for data[7:0] 


OxXX 




NFMECC1 


Bit 


Description 


Initial State 


Reserved 


[31:0] 


Reserved 


0x00000000 



NOTE: The NAND flash controller generate NFMECC when read or write main area data while the MainECCLock 
(NFC0NT[7]) bit is 'O'(Unlock). 



When ECCType is 4-bit ECC. 



NFMECCO 


Bit 


Description 


Initial State 


4* Parity 


[31 :24] 


4* Check Parity generated from main area 


0x00 


3"^ Parity 


[23:16] 


3'^^ Check Parity generated from main area 


0x00 


2"" Parity 


[15:8] 


2"^^ Check Parity generated from main area 


0x00 


Imparity 


[7:0] 


1^' Check Parity generated from main area 


0x00 



NFMECC1 


Bit 


Description 


Initial State 


Reserved 


[31 :24] 


Reserved 


0x00 


7* Parity 


[23:16] 


7* Check Parity generated from main area 


0x00 


6* Parity 


[15:8] 


6'^ Check Parity generated from main area 


0x00 


5* Parity 


[7:0] 


5'"^ Check Parity generated from main area 


0x00 



NOTE: The NAND flash controller generate these ECC parity codes when write main area data while the MainECCLock 
(NFC0NT[7]) bit is '0' (unlock). 
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8.11.13 SPARE AREA ECC STATUS REGISTER 



Register 


Address 


R/W 


Description 


Reset Vaiue 


NFSECC 


0X7020003C 


R 


NAND Flash ECC register for I/O [7:0] 


OxXXXXXX 



NFSECC 


Bit 


Description 


Initial State 


Reserved 


[31:16] 


Reserved 


OxXXXX 


SEGC0_1 


[15:8] 


Spare area ECC1 Status for l/O[7:0] 


OxXX 


SECCO_0 


[7:0] 


Spare area ECCO Status for l/O[7:0] 


OxXX 



NOTE: The NAND flash controller generate NFSECC when read or write spare area data while the SpareECCLock 
(NFC0NT[6]) bit is '0' (Unlock). 



8.11.14 4-BIT ECC ERROR PATTEN REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


NFMLGBITPT 


0x70200040 


R 


NAND Flash 4-bit EGG Error Pattern register for data[7:0] 


0x00000000 



NFMLCBITPT 


Bit 


Description 


Initial State 


4* Error bit pattern 


[31 :24] 


4* Error bit pattern 


0x00 


S^'' Error bit pattern 


[23:16] 


3^'' Error bit pattern 


0x00 


j^j^ pattern 


[15:8] 


j^j^ pattern 


0x00 


1 ^' Error bit pattern 


[7:0] 


1 ^' Error bit pattern 


0x00 
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8.11.15 ECC 0/1/2 FOR 8BIT EGG STATUS REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


NF8ECCERR0 


0x7020_0044 


R 


NAND Flash ECC Error Status register 0 


Ox4000_0000 


NF8ECCERR1 


0x7020_0048 


R 


NAND Flash ECC Error Status register 1 


OxOOOO_0000 


NF8ECCERR2 


0x7020_004C 


R 


NAND Flash ECC Error Status register 2 


OxOOOO_0000 



NFECCERRO 



Bit 



Description 



Initial State 



MLCBECCBusy 



[31] 



Indicates the 8-bit ECC decoding engine is searching 
whether a error exists or not 



0: Idle 



1 : Busy 



b'O 



MLCSECCReady 



[30] 



ECC Ready bit 



b'1 



Reserved 



[29] 



MLC8ECCError 



[28:25] 



8-bit ECC decoding result 



0000: 


No error 


0001 


1 -bit error 


0010: 


2-bit error 


0011 


3-bit error 


0100: 


4-bit error 


0101 


5-bit error 


0110: 


6-bit error 


0111 


7-bit error 


1000: 


8-bit error 


1001 


Uncorrectable 



1010-1111: reserved 



b'OOOO 



MLC8ErrLocation2 



[24:15] 



Error byte location of 2"^ bit error 



0x000 



Reserved 



[14:10] 



Reserved 



0x00 



MLCSErrLocationI 



[9:0] 



Error byte location of 1 bit error 



0x000 



Note : These values are updated when ECCDecodeDone (NFSTAT[6]) is set ('1' 



NFECCERR1 


Bit 


Description 


Initial State 


MLCErrLocation5 


[31:22] 


Error byte location of 5* bit error 


0x000 


Reserved 


[21] 


Reserved 


b'O 


MLCErrLocation4 


[20:11] 


Error byte location of 4'^ bit error 


0x000 


Reserved 


[10] 


Reserved 


b'O 


MLCErrLocationS 


[9:0] 


Error byte location of 3^*^ bit error 


0x000 



Note : These values are updated when ECCDecodeDone (NFSTAT[6]) is set ('1'). 
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NFECCERR1 


Bit 


Description 


Initial State 


MLCErrLocationS 


[31:22] 


Error byte location of 8* bit error 


0x000 


Reserved 


[21] 


Reserved 


b'O 


MLCErrLocation/ 


[20:11] 


Error byte location of 7* bit error 


0x000 


Reserved 


[10] 


Reserved 


b'O 


MLCErrLocationS 


[9:0] 


Error byte location of 6* bit error 


0x000 



Note : These values are updated when ECCDecodeDone (NFSTAT[6]) is set ('1'). 
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8.11.16 8BIT ECC MAIN DATA ECC 0/1/2/3 STATUS REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


NFM8ECC0 


0x7020_0050 


R 


8bit ECC status register 


OxXXXX_XXXX 


NFM8ECC1 


0x7020_0054 


R 


8bit ECC status register 


OxXXXX_XXXX 


NFM8ECC2 


0x7020_0058 


R 


8bit ECC status register 


OxXXXX_XXXX 


NFM8ECC3 


0x7020_005C 


R 


8bit ECC status register 


OxXXXX_XXXX 



NFM8ECC0 


Bit 


Description 


Initial State 


4* Parity 


[31 :24] 


4* Checl< Parity generated from main area (512-byte) 


OxXX 


3'" Parity 


[23:16] 


3'^'^ Cliecl< Parity generated from main area (512-byte) 


OxXX 


2""^ Parity 


[15:8] 


2"'^ Checl< Parity generated from main area (512-byte) 


OxXX 


1" Parity 


[7:0] 


1^' Cliecl< Parity generated from main area (512-byte) 


OxXX 



NFM8ECC1 


Bit 


Description 


Initial State 


8* Parity 


[31 :24] 


8* Checl< Parity generated from main area (512-byte) 


OxXX 


7* Parity 


[23:16] 


7* Cliecl< Parity generated from main area (512-byte) 


OxXX 


6"" Parity 


[15:8] 


6* Checl< Parity generated from main area (512-byte) 


OxXX 


5* Parity 


[7:0] 


5* Cliecl< Parity generated from main area (512-byte) 


OxXX 



NFM8ECC2 


Bit 


Description 


Initial State 


12* Parity 


[31 :24] 


12* Checl< Parity generated from main area (512-byte) 


OxXX 


11* Parity 


[23:16] 


11* Cliecl< Parity generated from main area (512-byte) 


OxXX 


10* Parity 


[15:8] 


1 0* Checl< Parity generated from main area (51 2-byte) 


OxXX 


9* Parity 


[7:0] 


9* Cliecl< Parity generated from main area (512-byte) 


OxXX 



NFM8ECC3 



Bit 



Description 



Initial State 



Reserved 



[31:8] 



Reserved 



0x000000 



13^' Parity 



[7:0] 



13^ Check Parity generated from main area (512-byte) 



0x00 



Note: The NAND flash controller generate these ECC parity codes when write main area data while the 
MainECCLock (NFC0NT[7]) bit is 'O'(unlock). 
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8.11.17 8bit ECC ERROR PATTERN REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


NFMLC8BITPT0 


0x7020_0060 


R 


NAND Flash 8-bit ECC Error Pattern registerO for data[7:0] 


OxOOOO_0000 


NFMLC8BITPT1 


0x7020_0064 


R 


NAND Flash 8-bit ECC Error Pattern registerl for data[7:0] 


OxOOOO_0000 



NFMLC8BITPT0 


Bit 


Description 


Initial State 


4* Error bit pattern 


[31 :24] 


4* Error bit pattern 


0x00 


3'^'' Error bit pattern 


[23:16] 


3'^'^ Error bit pattern 


0x00 


2nci pattern 


[15:8] 


2"^^ Error bit pattern 


0x00 


1^' Error bit pattern 


[7:0] 


1 ^' Error bit pattern 


0x00 



NFMLC8BITPT1 


Bit 


Description 


Initial State 


8* Error bit pattern 


[31 :24] 


8* Error bit pattern 


0x00 


7* Error bit pattern 


[23:16] 


7* Error bit pattern 


0x00 


6* Error bit pattern 


[15:8] 


6* Error bit pattern 


0x00 


5* Error bit pattern 


[7:0] 


5* Error bit pattern 


0x00 
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This chapter describes the functions and usage of CF Controller in S3C6410X RISC microprocessor. 

9.1 OVERVIEW 

CF controller supports both PC card memory/10 mode & True-IDE mode. 
CF controller is compatible with CF standard specification R3.0. 

9.2 FEATURES 

9.2.1 THE CF CONTROLLER FEATURES: 

The CF controller supports only 1 slot. 

The CF controller consists of 2 parts - PC card controller & ATA controller. They are multiplexing from or to PAD 
signals. You must use only 1 mode, PC card or True-IDE mode. Default mode is PC card mode. The CF controller 
has a top level SFR that includes card power enable bit, output port enable bit & mode select (True-IDE or PC 
card) bit. 

9.2.2 THE PC CARD CONTROLLER FEATURES: 

The PC card controller has 2 half-word (16bits) write buffers & 4 half-word (16bits) read buffers. 
The PC card controller has 5 word-sized (32bits) Special Function Registers: 

- 3 timing configuration registers. (Attribute memory. Common memory, I/O interface) 

- 1 status & control configuration register 

- 1 interrupt source & mask register 

Timing configuration register consists of 3 parts - Setup, Command & Hold. 

- PC card interface includes 4 states (IDLE, SETUP, COMMAND & HOLD) 

- Each part of register indicates the operation timing of each state. 
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9.2.3 THE ATA CONTROLLER FEATURES: 

The ATA controller is compatible with the ATA standard. 
The ATA controller has 1 FIFO that is 16 x 32-bit. 

The ATA controller has internal DMA controller (from ATA device to memory or from memory to ATA device). 
AHB master (DMA controller) support 8 burst & word size transfer. 
Direct mode and Indirect mode support 

Direct mode: support UDMA mode only. 

Indirect mode: support I/O mode, memory mode, and True-IDE mode(except UDMA mode). 



^^^^^^ 
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9-3 I/O DESCRIPTION 



Table 9-1. I/O signal description 



Indirect mode 


Direct mode 
(UDMA mode only) 


I/O 


Description 




XhiCSn 




Card enable strobe 


XmOCSn[4] 


XhiADR[8] 


0 


PC card mode : lower byte enable strobe 
True-IDE mode : chip selection (nCSO) 




XhiCSn_main 




Card enable strobe 


AmuUon[oj 


XhiADR[9] 


U 


PC card mode : higher byte enable strobe 
True-IDE mode : chip selection (nCS1) 


XmOREGata 


XmOREGata 


0 


Register in CF card strobe 

1 O L/Cll U 1 1 lUUU . IL lo UoUU lUI CiL/UUooll ly lUyioLUI III Ol L/ClIU 

True-IDE mode : DMA Acknowledge 


XhiADDR[6] 


XmOOEata 


XmOOEata 


0 


Output enable strobe 

PC card mode : output enable strobe for memory 
True-IDE mode : GND. 


XmORESETata 


XmORESETata 


0 


CF card reset 

PC card mode : active high 

True-IDE mode : active low 


XniADDR[4] 








Write enable strobe 


XmOWEata 


XmOWEata 


0 


PC card mode : output enable strobe for memory 
True-IDE mode: VCC. 


XmOOEn 


XhiCSn sub 


0 


RpaH otrnhp fnr I/O mnrlp 

ritJclU oLIUUc^ lUI l/\J 1 1 lUUo 


XhiADR[10] 


UDMA mode : host strobe 


XmOWEn 


XhiWEn 

/\l 1 1 V V 1— 1 1 


0 


Write strobe for I/O mode 


XhiADRnn 




XhiADDRFOl 






XmOADDR[0] 


XuRXD[2], 
XmmcDAT A1 [4] 


0 




XmOADDR[1] 


XhiADDR[1], 
XuTXD[2], 
XmmcDATAI [5] 


0 


CF card address 

PC card mode : full address use 

True-IDE mode : only ADDR[2:0] use, 

1 ne otner aooress line is connecieo lo oinu. 




XhiADDR[2], 




XmOADDR[2] 


XmmcDATAI [6], 
XuRXD[3] 


0 




XmOADDR[10:3] 




0 




XmODATA[15:0] 


XhiDATA[0] 


B 


CF data bus 




XhiDATA[1] 


B 






XhiDATA[2] 


B 






XhiDATA[3] 


B 






XhiDATA[4] 


B 






XhiDATA[5] 


B 






XhiDATA[6] 


B 






XhiDATA[7] 


B 






XhiDATA[8] 
(XhiDATA[16]) 


B 
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XhiDATA[9] 
(XniDATA[17]) 


B 




XhiDATA[1 0](XhiCSn) 


B 


XniDATA[11] 

^/xillOOll lllclllly 


B 


XhiDATA[12] 

/yhiPQn Qiih^ 


B 


XhiDATA[13] (XhiWE) 


B 


XhiDATA[14] (XhiOEn) 


B 


XhiDATA[15](XhilRQn) 


B 


XmOCData 


XmOCData 


1 


Card detect signals 


XhiADDR[7] 


XmOINTata 


XmOINTata 


1 


Interrupt request from CF card. 

PC card mode : active low (memory mode : level triggering, 
I/O mode : edge triggering) 
True-IDE mode : active high 


XhiADDR[3] 


XmOWAITn 


XhiADR[12] 


1 


Wait signal from CF card 
UDMA mode : device strobe 


XhiOEnI 


XmOINPACKata 


XmOINPACKata 


1 


Input acknowledge in I/O mode 
PC card mode : not used 
True-IDE mode : DMA request 


XhiADDR[5] 
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9.4 BLOCK DIAGRAM 

9.4.1 CF CONTROLLER BLOCK DIAGRAM 

The CF Controller block diagram is shown below in Figure 9-1 . 



CF controller 



CF card 



Card power € nable 



LT 



ATA controller 



AHB master IF 



ri 



PC card controller 



IDE mode 



Output pad enble 



SFR 



AHBs 



Address 
decoder 



ave IF 



A 
H 
B 

B 

a 
c 
k 
b 

0 

r 
n 



HADDR 



Figure 9-1. CF Controller Block Diagram 
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9.5 TIMING DIAGRAM 
9.5.1 PC CARD MODE 



XmOCSn[41^ 
XmOCSn[5] 



XmOOEn_ 
XmOWEn 



IDLE 



SET UP 



COMMAND 



I 



HOLD 



IDLE 



Figure 9-2. PC Card State Definition 
Table 9-2. Timing Parameter Each PC Card Mode 



Area 


Attribute memory 


I/O interface 


Common memory 


(min, Max) nS 


Set up 


(30, --) 


(70, --) 


(30, --) 


Command 


(150, -) 


(165, -) 


(150, -) 


Hold 


(30, --) 


(20, --) 


(20, --) 


S + C + H 


(300, -) 


(290, -) 


(--■ --) 
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9.5.2 TRUE-IDE MODE 
PIO Mode 

PIO Mode Waveform 



XmOCSn[4] 
XmOCSn[5] 
ADDR[2:0] 



XmOOEn 
XmOWEn 



WR Data[15:0] 
or 

Data[7:0] 

RD Data[15:0] 
or 

Data[7:0] 



t1 



t2 



teoc 



ti 



Figure 9-3. PIO Mode Waveform 



Timing Parameter In PIO Mode 



Table 9-3. Timing Parameter Each PIO Mode 



PIO mode 


PlOO 


PIO 1 


PIO 2 


PIO 3 


PIO 4 


T1 


(70, -) 


(50, -) 


(30, -) 


(30, -) 


(25, -) 


T2 (16-bit) 


(165, -) 


(125, -) 


(100, -) 


(80, -) 


(70, -) 


T2 Register 
(8-bit) 


(290, -) 


(290, -) 


(290, -) 


(80, -) 


(70, -) 


TEOC 


(20, -) 


(15, -) 


(10, -) 


(10,-) 


(10,-) 


11 + 12 + TEOC 


(600, -) 


(383, -) 


(240, -) 


(180, -) 


(120, -) 



ATA_PIO_TIME (Tpara) = PIO mode(min, max) / system clock - 1 



^^^^^^ 
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9.5.3 UDMA MODE 

Direct mode and Indirect mode 

Host can control device through EBI in indirect mode. If the 10 voltage of external memory is not 3.3V, level shifter 
is required for interface signals of external devices. Level shifter requires a direction control bit for data bus 
because data is bidirectional signals. Two pins, XhilRQn or XirSDBW, can be selected for a direction control bit. 
(These two pins are used as a control bit not only in UDMA mode but also in PC-CARD mode and PIO mode.) CF 
card or micro-drive can be connected directly to S3C6410X chip without being through memory port 0 in direct 
mode. There are multiplexed signals which refer to Table 9-1 direct mode column for direct mode. 

UDMA-ln Transfer (termination by device) 




tACKENV 



Figure 9-4. UDMA - In operation (terminated by device) 
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UDMA-ln Transfer (termination by host) 



DMARQ 



DMACK 



DlOW 


tRP 




DIOR 


/ 



CS0,CS1, 
DA[2:0] 



lORDY 
RD 

DD[15:0] or 
DD[7:0] 



tACKENV 



tDVS 



tDVH 



tACKENV 



Figure 9-5. UDMA - In Operation (terminated by host) 
UDMA-Out Transfer (termination by device) 



DMARQ 



DMACK 



tACKENV 



DlOW 



DIOR 



CS0,CS1, 
DA[2:0] 



lORDY 

DD[15:0] or 
DD[7:0] 




tACKENV 




tDVS 



tss 



tDVH 



tDVS 



tDVH 



tACKENV 



tACKENV 



Figure 9-6. UDMA - Out Operation (terminated by device) 
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UDMA-Out Transfer (termination by host) 



DMARQ 



DMACK 



DlOW 



DIOR 



CS0,CS1, 
DA[2:0] 



lORDY 



DD[15:0] or 
DD[7:0] 



tDVS 



tDVH 



tACKENV 



Figure 9-7. UDMA - Out Operation (terminated by host) 
Table 9-4. Timing Parameter Each UDMA Mode 



UDMA mode 


UDMAO 


UDMA1 


UDMA 2 


UDMA 3 


UDMA 4 


tACKENV 


(20, 70) 


(20, 70) 


(20, 70) 


(20, 55) 


(20, 55) 


tRP 


(160, -) 


(125, -) 


(100,-) 


(100, -) 


(100, -) 


tss 


(50, --) 


(50, --) 


(50, --) 


(50, --) 


(50, --) 


tDVS 


(70, --) 


(48, --) 


(31,--) 


(20, -) 


(6.7, -) 


tDVH 


(6.2, -) 


(6.2, -) 


(6.2, -) 


(6.2, -) 


(6.2, -) 


tDVS+tDVH 


(120, -) 


(80, -) 


(60, -) 


(45, -) 


(30, -) 



ATA_UDMA_TIME (Tpara) = UDMA mode(min, max) / HCLK - 1 
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9.6 SPECIAL FUNCTION REGISTERS 
9.6.1 MEMORY MAP 

Memory Map Diagram (CFCON_Base = 0x7030_0000) 



SFR Area 



Common Memory Area 



I/O Area 



Attribute Memory Area 



Reserved Area 



ATA controlller 
SFRs 



Reserved Area 



PC card controller 
SFRs 



Reserved Area 



MUX REG 



SFR Base = CFCON Base + 0x1800 



CFCON_Base + 0x1000 

CFCON_Base + 0x0800 

CFCON_Base + 0x0000 

SFR_Base + 0x0188 

SFR_Base + 0x0100 

SFR_Base + 0x0034 
SFR_Base + 0x0020 

SFR_Base + 0x0004 
SFR Base + 0x0000 



Figure 9-8. Memory Map Diagram 
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9.6.2 REGISTER ADDRESS TABLE 



Table 9-5. Register Address Table 



Kegisier 


Aaaress 


uescripiion 


Keset value 


SFR_BASE 


0x70301800 


CF card host controller base address 




MUX_REG 


0x70301800 


Top level control & configuration register 


0x00000006 


Reserved 


~ 0x001 C 


Reserved area 




PCCARD_BASE 


0x70301820 


PC card controller base address 




PCCARD 


0x70301820 


PC card confiauration & status reaister 


OxOOOOOFO? 


CNFG&STATUS 








PCCARD_ 


0x70301 824 


PC card interrupt mask & source regiseter 


0x00000700 


INTMSK&SRC 








PCCARD_ATTR 


0x70301828 


PC card attribute memory area operation timing 
config regiseter 


0x00031909 


PCCARDJ/O 


0x70301 82C 


PC card I/O area operation timing configuration 
regiseter 


0x00031909 


PCCARD_COMM 


0x70301830 


PC card common memory area operation timing 
config regiseter 


0x00031909 


Reserved 


~ OxOOFC 


Reserved area 




ATA_BASE 


0x70301900 


ATA controller base address 




ATA_CONTROL 


0x70301900 


ATA enable and clock down status 


0x00000002 


ATA_STATUS 


0x70301904 


ATA status 


0x00000000 


ATA_COMMAND 


0x70301908 


ATA command 


0x00000000 


ATA_SWRST 


0x70301 90C 


ATA software reset 


0x00000000 


ATA_IRQ 


0x70301910 


ATA interrupt sources 


0x00000000 


ATA_IRQ_MASK 


0x70301914 


ATA interrut mask 


0x0000001 F 


ATA_CFG 


0x70301918 


ATA configuration for ATA interface 


0x00000000 


Reserved 


0x70301 91 C ~ 


Reserved 




ATA PIO TIME 

# \ 1 #\ 1 1 \^ 1 1 1 V 1 I— 


0x70301 92C 


ATA PIO timina 

1 \ \ 1 \ \ \ \^ LI 1 1 III 1^ 


0x0001 C238 


ATA_UDMA_TIME 


0x70301930 


ATA UDMA timing 


0x020b1362 


ATA_XFR_NUM 


0x70301934 


ATA transfer number 


0x00000000 


ATA_XFR_CNT 


0x70301938 


ATA current transfer count 


0x00000000 


ATA_TBUF_START 


0x7030193c 


ATA start address of track buffer 


0x00000000 


ATA_TBUF_SIZE 


0x70301940 


ATA size of track buffer 


0x00000000 


ATA_SBUF_START 


0x70301944 


ATA start address of source buffer 


0x00000000 


ATA_SBUF_SIZE 


0x70301948 


ATA size of source buffer 


0x00000000 


ATA_CADR_TBUF 


0x7030194c 


ATA current write address of track buffer 


0x00000000 
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Register 


Address 


Description 


Reset Value 


ATA_CADR_SBUF 


0x70301950 


ATA current read address of source buffer 


0x00000000 


ATA_PIO_DTR 


0x70301954 


ATA PIO device data register 


0x00000000 


ATA_PIO_FED 


0x70301958 


ATA PIO device Feature/Error register 


0x00000000 


ATA_PIO_SCR 


0x7030195c 


ATA PIO sector count register 


0x00000000 


ATA_PIO_LLR 


0x70301960 


ATA PIO device LBA low register 


0x00000000 


ATA_PIO_LMR 


0x70301964 


ATA PIO device LBA middle register 


0x00000000 


ATA_PIO_LHR 


0x70301968 


ATA PIO device LBA high register 


0x00000000 


ATA_PIO_DVR 


0x7030196c 


ATA PIO device register 


0x00000000 


ATA_PIO_CSD 


0x70301970 


ATA PIO device command/status register 


0x00000000 


ATA_PIO_DAD 


0x70301974 


ATA PIO device control/alternate status register 


0x00000000 


ATA_PIO_RDATA 


0x7030197c 


ATA PIO read data from device data register 


0x00000000 


ATA_FIFO_STATUS 


0x70301994 


ATA internal ATA FIFO status 


0x00000000 



9.6.3 INDIVIDUAL REGISTER DESCRIPTIONS 



9.6.3.1 MUX_REG 



Register 


Address 


Description 


Reset Value 


MUX_REG 


0x70301800 


MUX_REG is used to set the internal mode, output 
port enable & card power enable. 


0x0000_0006 



MUX_REG 


Bit 


Description 


R/W 


Reset Value 


Reserved 


[31:1] 


Reserved bits 




0x3 


IDE_MODE 


[0] 


Internal operation mode select 
0 : PC card mode 1 : True-IDE mode 


R/W 


0x0 
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9.6.3.2 PCCARD CNFG&STATUS 



Register 


Address 


Description 


Reset Value 


PCCARD_CNFG& 
STATUS 


0x70301820 


PCCARD_CNFG&STATUS is used to set the 
configuration & read the status of card. 


0x0000_0F07 



PCCARD_CNFG&ST 
ATUS 


Bits 


Description 


R/W 


Reset Value 


Reserved 


[31:14] 


Reserved bits 


R 


0x0 


CARDRESET 


[13] 


CF card reset in PC card mode 
0 : no reset 1 : reset 


R/W 


0x0 


INT_SEL 


[12] 


Card interrupt request type(Device) select 

0 : edge triggering 1 : level triggering 

User should use edge triggering except CF card which 

refers to use Level trigger for interrupt 


R/W 


0x0 


nWAIT_EN 


[11] 


nWAIT(from CF card) enable 

0 : disable(always ready) 1 : enable 


R/W 


0x1 


DEVICE_ATT 


[10] 


Device type is 1 6bits or 8bits (Attribute memory area) 
0 : 8-bit device 1 : 1 6-bit device 


R/W 


0x1 


DEVICE_COMM 


[9] 


Device type is 16bits or 8bits (Common memory area) 
0 : 8-bit device 1 : 1 6-bit device 


R/W 


0x1 


DEVICEJO 


[8] 


Device type is 16bits or 8bits (I/O area) 

0 : 8-bit device 1 : 1 6-bit device 


R/W 


0x1 


Reserved 


[7:4] 


Reserved bits 


R 


0x0 


nWAIT 


[2] 


nWAIT from CF card 

0 : wait 1 : ready 


R 


0x1 


nIREQ 


[1] 


Interrupt request from CF card 

0 : interrupt request 1 : no interrupt request 


R 


0x1 


nCD 


[0] 


Card detect 

0 : card detect 1 : card not detect 


R 


0x1 
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9.6.3.3 PCCARD INTMSK&SRC 



Register 


Address 


Description 


Reset Value 


PCCARD INTMSK 
&SRC 


0x70301824 


PCCARDJNTMSK&SRC is interrupt source & 
interrupt mask register. 


0x0000_0700 



PCCARD INTMSK 
&SRC 


Bits 


Description 


R/W 


Reset Value 


Rpcpr\/pH 


ni -1 11 

[O 1 . 1 1 J 


Rpcprx/prl hitQ 


p 
1 1 


f)yn 


INTMSK_ERR_N 


[10] 


Interrupt mask bit of no card error 
D ■ ijnma<^k 1 ■ ma<^k 

\J m 1 1 1 1 IdOix 1 ill IdOlx 


R/W 


0x1 


INTMSKJREQ 


[9] 


Interrupt mask bit of CF card interrupt request 
0 : unmask 1 : mask 


R/W 


0x1 


INTMSK_CD 


[8] 


Interrupt mask bit of CF card detect 
0 : unmask 1 : mask 


R/W 


0x1 


Reserved 


[7:3] 


Reserved bits 


R 


0x0 


INTSRC_ERR_N 


[2] 


When host access no card in slot. 

CPU can clear this interrupt by writing "1 ". 


R/W 


0x0 


INTSRCJREQ 


[1] 


When CF card interrupt request 

CPU can clear this interrupt by writing "1 ". 


R/W 


0x0 


INTSRC_CD 


[0] 


When CF card is detected in slot 

CPU can clear this interrupt by writing "1 ". 


R/W 


0x0 
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9.6.3.4 PCCARD ATTR 



Register 


Address 


Description 


Reset Value 


PCCARD_ATTR 


0x70301828 


PCCARD_ATTR is used to set the card access 
timing. 


0x0003_1909 



PCCARD_ATTR 


Bits 


Description 


R/W 


Reset Vaiue 


Reserved 


[31 :23] 


Reserved bits 


R 


0x0 


HOLD_ATTR 


[22:16] 


Hold state timing of attribute memory area 
Hold time = HCLK period * (HOLD_ATTR + 1) 


R/W 


0x03 


Reserved 


[15] 


Reserved bits 


R 


0x0 


CIV!ND_ATTR 


[14:8] 


Command state timing of attribute memory area 
Command time = HCLK period * (CMND_ATTR + 1 ) 


R/W 


0x19 


Reserved 


[7] 


Reserved bits 


R 


0x0 


SETUP_ATTR 


[6:0] 


Setup state timing of attribute memory area 
Setup time = HCLK period * (SETUP_ATTR + 1) 


R/W 


0x09 



9.6.3.5 PCCARD I/O 



Register 


Address 


Description 


Reset Value 


PCCARD_l/0 


0x7030182c 


PCCARD_l/0 is used to set the card access timing. 


0x0003_1909 



PCCARDJ/0 


Bits 


Description 


R/W 


Reset Value 


Reserved 


[31 :23] 


Reserved bits 


R 


0x0 


HOLDJO 


[22:16] 


Hold state timing of I/O area 

Hold time = HCLK period * (HOLDJO + 1) 


R/W 


0x03 


Reserved 


[15] 


Reserved bits 


R 


0x0 


CMNDJO 


[14:8] 


Command state timing of I/O area 

Command time = HCLK period * (CMNDJO + 1) 


R/W 


0x19 


Reserved 


m 


Reserved bits 


R 


0x0 


SETUPJO 


[6:0] 


Setup state timing of I/O area 

Setup time = HCLK period * (SETUPJO + 1) 


R/W 


0x09 
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9.6.3.6 PCCARD COMM 



Register 


Address 


Description 


Reset Value 


PCCARD_COMM 


0x70301830 


PCCARD_COMM is used to set the card access timing. 


0x0003_1909 



PCCARD_COIVIIVI 


Bits 


Description 


R/W 


Reset Value 


Reserved 


[31 ■23] 


Reserved bits 


R 


0x0 


HOLD_COMM 


[22:16] 


Hold state timing of common memory area 
Hold time = HCLK period * (HOLD_COMM + 1) 


R/W 


0x03 


Reserved 


[15] 


Reserved bits 


R 


0x0 


CIV!ND_COIV!M 


[14:8] 


Command state timing of common memory area 
Command time = HCLK period * (CMND_COMM + 1) 


R/W 


0x19 


Reserved 


[7] 


Reserved bits 


R 


0x0 


SETUP_COMM 


[6:0] 


Setup state timing of common memory area 
Setup time = HCLK period * (SETUP_COMM + 1) 


R/W 


0x09 



^^^^^^ 
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9.6.3.7 ATA CONTROL 



Register 


Address 


Description 


Reset Value 


ATA_CONTROL 


0x70301900 


ATA enable and clock down status 


0x0000_0002 



ATA_CONTROL 


Bits 


Description 


R/W 


Reset Value 


Reserved 


[31.2] 


Reserved bits 


R 


0x0 


CLK_DOWN_READY 


[1] 


Status for clock down 

This bit is asserted in idle state when 
ATA_CONTROL bit [0] is zero. 

0 : not ready for clock down 

1 : ready for clock down 


R 


0x1 


ATA_ENABLE 


[0] 


ATA enable 

0 : ATA is disabled and preparation for clock down 
maybe in progress 

1 : ATA is enabled. 

When this value is set to 1 , delay of 200ms will be 
required. 


R/W 


0x0 



9.6.3.8 ATA STATUS 



Register 


Address 


Description 


Reset Value 


ATA_STATUS 


0x70301904 


ATA controller status 


OxOOOO_0000 



ATA_STATUS 


Bits 


Description 


R/W 


Reset Value 


Reserved 


[31:5] 


Reserved bits 


R 


0x0 


ATADEV_IRQ 


[4] 


ATA interrupt signal line 


R 


0x0 


ATADEVJORDY 


[3] 


ATA iordy signal line 


R 


0x0 


ATADEV_DMAREQ 


[2] 


ATA dmareq signal line 


R 


0x0 


XFR_STATE 


[1:0] 


Transfer state 

2'bOO : idle state 

2'b01 : transfer state 

2'b1 1 : wait for completion state 


R 


0x0 
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9.6.3.9 ATA COMMAND 



Register 


Address 


Description 


Reset Value 


ATA_COMMAND 


0x70301908 


ATA command 


OxOOOO_0000 



ATA_COMMAND 


Bits 


Description 


R/W 


Reset Value 


Reserved 


[31:2] 


Reserved bits 


R 


0x0 


XFR_COMMAND 


[1:0] 


ATA transfer command 

Four command types (START, STOP, ABORT and 
CONTINUE) are supported for data transfer control. The 
"START" command is used to start data transfer. The 
"STOP" command can pause transfer temporarily. The 
"CONTINUE" command shall be used after "STOP" 
command or internal state of "pause" when track buffer is 
full or UDMA hold state. The "ABORT" command 
terminates current data transfer sequences and make ATA 
host controller move to idle state. 

00 : command stop 

01 : command start (Only available in idle state) 

10 : command abort 

1 1 : command continue (Only available in transfer pause) 

** After issuing the ABORT command, make software 
reset by setting ATA_SWRST [0] to clear the leftover 
values of internal registers. 


R/W 


0x0 



The STOP command is used when CPU wants to pause data transfer. The CPU uses STOP command to judge 
the transmission data is valid or not while transfer transmits. 



To resume the data transfer use CONTINUE command. 

The STOP command does control ATA Device side signal but does not control DMA side. Namely, if the FIFO 
has data after STOP command, DMA operation progresses until the FIFO is empty at read operation. In case of 
write operation, the DMA acts the same way until the FIFO is full. 

The ABORT command is used when the transmitting data has proved useless data. Also, this command 
discontinues absurd state by error interrupt from device. 

At that time, all data in ATA Host controller (register, FIFO) cleared and the transmission state machine switches 
to IDLE. 

The Software Reset's meaning become clear all registers irrespective of the ABORT command being executed 
before do configuration register set for next transmission. It is not mandatory. 
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9.6.3.10 ATA SWRST 



Register 


Address 


Description 


Reset Value 


ATA_SWRST 


0x70301 90C 


ATA software reset 


OxOOOO_0000 



ATA_SWRST 


Bits 


Description 


R/W 


Reset Value 


Reserved 


[31:1] 


Reserved bits 


R 


0x0 


ATA_SWRSTN 


[0] 


Software reset for the ATA host 
0: No reset 

1 : Software reset for all ATA host module. 

After software reset, to continue transfer, you must 
configure all registers of host controller and device 
registers. 


R/W 


0x0 



9.6.3.11 ATAIRQ 



Register 


Address 


Description 


Reset Value 


ATA_IRQ 


0x70301910 


ATA interrupt source 


OxOOOO_0000 



ATAJRQ 


Bits 


Description 


R/W 


Reset Vaiue 


Reserved 


[31:5] 


Reserved bits 


R 


0x0 


SBUF_EMPTYJNT 


[4] 


Wlien source buffer is empty. 

CPU can clear this interrupt by writing "1". 


R/W 


0x0 


TBUF_FULL_INT 


[3] 


When tracl< buffer is half full. 

CPU can clear this interrupt by writing "1". 


R/W 


0x0 


ATADEV_IRQ_INT 


[2] 


When ATA device generates interrupt. 
CPU can clear this interrupt by writing "1". 


R/W 


0x0 


UDMA_HOLDJNT 


[1] 


When ATA device makes early termination in UDMA 
class. CPU can clear this interrupt by writing "1". 


R/W 


0x0 


XFR_DONE_INT 


[0] 


When all data transfers are finished. 
CPU can clear this interrupt by writing "1". 


R/W 


0x0 



NOTES: 

1 . All interrupts from ATA interface are level-triggered. Therefore, IRQ clear operation is necessary when driver is 
implemented. 

2. In DMA mode, XFR_DONE_INT must be used to check the DMA transfer done. When XFR_DONE_INT occurs, 
ATA_STATUS[1 :0] must be idle state(2'b00). Otherwise, delay will be required until ATA_STATUS[1 :0] is set to idle 
state(2'b00) by hardware. 
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9.6.3.12 ATA IRQ MASK 



Register 


Address 


Description 


Reset Value 


ATA_IRQ_MASK 


0x70301914 


ATA interrupt mask 


OxOOOO_001 F 



ATA_IRQ_IVIASK 


Bits 


Description 


R/W 


Reset Value 


Reserved 


[31:2] 


Reserved bits 


R 


0x0 


MASK_SBUT_EMPTY_INT 


[4] 


Interrupt masl< bit of source buffer empty 
0 : unmasl< 1 : masl< 


R/W 


0x1 


MASK_TBUF_FULLJNT 


[3] 


Interrupt mask bit of target buffer full 
0 : unmask 1 : mask 


R/W 


0x1 


MASK_ATADEV_IRQ_INT 


[2] 


Interrupt mask bit of ATA device interrupt request 
0 : unmask 1 : mask 


R/W 


0x1 


MASK_UDMA_HOLD_INT 


[1] 


Interrupt mask bit of UDMA hold 
0 : unmask 1 : mask 


R/W 


0x1 


MASK_XFR_DONE_INT 


[0] 


Interrupt mask bit of xfr done 

0 : unmask 1 : mask 


R/W 


0x1 



^^^^^^ 
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9.6.3.13 ATA CFG 



Register 


Address 


Description 


Reset Value 


ATA_CFG 


0x70301918 


ATA configuration for ATA interface 


OxOOOO_0000 



ATA_CFG 


Bits 


Description 


R/W 


Reset Value 


Reserved 


[31:10] 


Reserved bits 


R 


0x0 


UDIVIA AUTO 
_l\/!ODE 


[9] 


Determines wlietlier to continue automatically in case of early 
termination in UDMA mode by Device. This bit must not be 
changed during runtime operation. 

0: stay in pause state and wait for CPU's action. 

1 : continue automatically 


R/W 


0x0 


SBUF ElVIPTY 
_l\/!ODE 


[8] 


Determines whether to continue automatically when source 
buffer is empty. This bit must not be changed during runtime 

rvrvorcition 
UyjKii dLIUI 1. 

0: continue automatically with new source buffer address. 

1 : stay in pause state and wait for CPU's action. 

** With the SBUF_EMPTY_MODE is "0" and the transmission 
data size is bigger than the source buffer size, the source 
buffer empty interrupt (SBUF_EMPTY_INT) happens before 
setting of the second source buffer base address and size. 
Then ATA host controller brings data from the first source 
buffer repeatedly. To avoid this, after 1st source buffer is 
empty, the "SBUF_EMPTY_MODE" bit automatically 
changes to HIGH even though the default is "0". Therefore 
you must issue "CONTINUE" command. If you don't want 
CPU to interfere, change the next source buffer address to 
"0" at the bit 8 before/after the next base address and size. 


R/W 


0x0 


TBUF_FULL 
_IV!ODE 


[7] 


Determines whether to continue automatically when track 
buffer is full. This bit must not be changed during runtime 

onprption 

0: continue automatically with new track buffer address. 

1 : stay in pause state and wait for CPU's action. 

** With the TBUF_FULL_MODE is "0" and the transmission 
data size is bigger than the target buffer size, the target buffer 
full interrupt(TBUF_FULLJNT) happens before setting of the 
second target buffer base address and size. Then ATA host 
controller sends data to the first target buffer repeatedly. To 
avoid this, after 1st target buffer is full, the 
"TBUF_FULL_MODE" bit automatically changes to HIGH 
even though the default is "0". Therefore you must issue 
"CONTINUE" command. If you don't want CPU to interfere, 
change the next source buffer address to "0" at the bit 8 
before/after the next base address and size. 


R/W 


0x0 
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ATA_CFG 


Bits 


Description 


R/W 


Reset Value 


BYTE_SWAP 


[6] 


Determines whether data endian is little or big in 1 6-bit data. 

0 : little endian ( data[15:8], data[7:0] ) 

1 : big endian ( data[7:0], data[15:8] ) 


R/W 


0x0 


ATADEV IRQ 
_AL 


[5] 


Device interrupt signal level 

0: active high 1 : active low 


R/W 


0x0 


DMA_DIR 


[41 

L^J 


DMA transfer direction 

0 : Host read data from device 

1 : Host write data to device 


R/W 


0x0 


ATA_CLASS 


[3:21 


ATA transfer class select 
2'bOO : transfer class is PIO 
2'b01 : transfer class is PIO DMA 
2'b1x : transfer class is UDMA 


R/W 


0x0 


ATA lORDY E 
N 


[1] 


Determines whether lORDY input can extend data transfer. 

0 : lORDY disable( ignored ) 

1 : lORDY enable ( can extend ) 


R/W 


0x0 


ATA_RST 


[0] 


ATA device reset by this host. 
0 : no reset 1 : reset 


R/W 


0x0 



9.6.3.14 ATA PIO TIME 



Register 


Address 


Description 


Reset Value 


ATA_PIO_TIME 


0x7030192c 


ATA PIO timing 


0x000 1_C238 



ATA_PIO_TIME 


Bits 


Description 


R/W 


Reset Value 


Reserved 


[31 :20] 


Reserved bits 


R 


0x0 


PIO_TEOC 


[19:12] 


PIO timing parameter, teoc, end of cycle time 

It cannot have zero value. 

teoc = HCLK period * (piojeoc + 1 ) 


R/W 


0x1 C 


PI0_T2 


[11:4] 


PIO timing parameter, t2, DIOR/Wn pulse width 

It cannot have zero value. 

t2 = HCLK period * (pio_t2 + 1) 


R/W 


0x23 


PI0_T1 


[3:0] 


PIO timing parameter, t1 , address valid to DIOR/Wn 
t1 = HCLK period * (piojl + 1) 


R/W 


0x8 
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9.6.3.15 ATA UDMA TIME 



Register 


Address 


Description 


Reset Value 


ATA_UDMA_TIME 


0x70301930 


ATA UDMA timing 


0x020b_1362 



ATA_UDMA_TIME 


Bits 


Description 


R/W 


Reset Value 


Reserved 


[31 ■28] 


Reserved bits 


R 


0x0 


UDI\/IA_TDVH 


[27:24] 


UDIVIA timing parameter tDVH 

tDVH = HCLK period* (UDMA_TDVH + 1) 


R/W 


0x2 


UDIVIA_TDVS 


[23:16] 


UDIVIA timing parameter tDVS 

It shall not have zero value. 

tDVS = HCLK period * (UDMA_TDVS + 1) 


R/W 


OxOB 


UDIVIA_TRP 


[15:8] 


UDMA timing parameter tRP 

tRP = HCLK period * (UDMA_TRP + 1) 


R/W 


0x13 


UDIVIA_TSS 


[7:4] 


UDMA timing parameter, tSS 

tSS = HCLK period * (UDMA_TSS + 1 ) 


R/W 


0x6 


UDMA_TACKENV 


[3:0] 


UDMA timing parameter tENV(envelope time) (from 
DMACKn to STOP and HDMARDYn), tACK(setup 
and hold time for DMACKn) 

tENV = HCLK period * (UDMA_TACKENV + 1) 


R/W 


0x2 
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9.6.3.16 ATA XFR NUM 



Register 


Address 


Description 


Reset Value 


ATA_XFR_NUM 


0x70301934 


ATA transfer number 


OxOOOO_0000 



ATA_XFR_NUIVI 


Bits 


Description 


R/W 


Reset Value 


XFR_NUM 


[31:1] 


Data transfer number. 


R/W 


0x0000_0000 


Reserved 


[0] 


Reserved bits 


R 


0x0 



9.6.3.17 ATA XFR CNT 



Register 


Address 


Description 


Reset Value 


ATA_XFR_CNT 


0x70301938 


ATA current transfer count 


OxOOOO_0000 



ATA_XFR_CNT 


Bits 


Description 


R/W 


Reset Value 


XFR_CNT 


[31:1] 


Current remaining transfer counter. This value counts 
down from ATA_XFR_NUM. It goes to zero when pre- 
defined all data has been transferred. 


R 


OxOOOO_0000 


Reserved 


[0] 


Reserved bits 


R 


0x0 



9.6.3.18 ATA TBUF START 



Register 


Address 


Description 


Reset Value 


ATA_TBUF_START 


0x70301 93C 


ATA start address of track buffer 


0x0000_0000 



ATA_TBUF_START 


Bits 


Description 


R/W 


Reset Value 


TRACK_BUFFER_START 


[31:0] 


Start address of track buffer 
(4byte unit address) 


R/W 


0x00000000 
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9.6.3.19 ATA TBUF SIZE 



Register 


Address 


Description 


Reset Value 


ATA_TBUF_SIZE 


0x70301940 


ATA size of track buffer 


OxOOOO_0000 



ATA_TBUF_SIZE 


Bits 


Description 


R/W 


Reset Value 


TRACK_BUFFER_SIZE 


[31:0] 


Size of track buffer (32byte unit size). 
This must be set to "size_of_data_in_bytes - 1". For 
example, to transfer 1 -sector (512-byte, 32'h200), you 
must set 32'h1 FF (= 32'h200 - 1 ). 


R/W 


0x0000000 



9.6.3.20 ATA_SBUF_START 



Register 


Address 


Description 


Reset Value 


ATA_SBUF_START 


0x70301944 


ATA start address of source buffer 


OxOOOO_0000 



Name 


Bits 


Description 


R/W 


Reset Value 


SRC_BUFFER_START 


[31:0] 


Start address of source buffer 
(4byte unit address) 


R/W 


OxOOOO_0000 



9.6.3.21 ATA SBUF SIZE 



Register 


Address 


Description 


Reset Value 


ATA_SBUF_SIZE 


0x70301948 


ATA size of source buffer 


OxOOOO_0000 



ATA_SBUF_SIZE 


Bits 


Description 


R/W 


Reset Value 


SRC_BUFFER_SIZE 


[31:0] 


Size of source buffer (32byte unit size). 
Tiiis must be set to "size_of_dataJn_bytes - 1". For 
example, to transfer 1 -sector (512-byte, 32'li200), you 
must set 32'li1 FF ( = 32'li200 - 1 ). 


R/W 


0x0000000 
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9.6.3.22 ATA CADDR TBUR 



Register 


Address 


Description 


Reset Value 


ATA_CADDR_TBUF 


0x7030194c 


ATA current write address of track buffer 


OxOOOO_0000 



ATA_CADDR_TBUF 


Bits 


Description 


R/W 


Reset Value 


track_buf_cur_adr 


[31:0] 


Current address of track buffer 
(4byte unit address) 


R 


0x00000000 



9.6.3.23 ATA CADDR SBUF 



Register 


Address 


Description 


Reset Value 


ATA_CADDR_SBUF 


0x70301950 


ATA current read address of source buffer 


OxOOOO_0000 



ATA_CADDR_SBUF 


Bits 


Description 


R/W 


Reset Value 


src_buf_cur_adr 


[31:0] 


Current address of source buffer 
(4byte unit address) 


R 


0x00000000 



9.6.3.24 ATA PIO DTR 



Register 


Address 


Description 


Reset Value 


ATA_PIO_DTR 


0x70301954 


ATA PIO device data register 


OxOOOO_0000 



ATA_PIO_DTR 


Bits 


Description 


R/W 


Reset Value 


Reserved 


[31:16] 


Reserved bits 


R 


0x0 


PIO_DEV_DTR* 


[15:0] 


1 6-bit PIO data register 


W 


0x0000 



NOTE: PIO_DEV_DTR can be read by accessing register ATA_PIO_RDATA 
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9.6.3.25 ATA PIO FED 



Register 


Address 


Description 


Reset Value 


ATA_PIO_FED 


0x70301958 


ATA PIO device Feature/Error register 


OxOOOO_0000 



ATA_PIO_FED 


Bits 


Description 


R/W 


Reset Value 


Reserved 


[31:8] 


Reserved bits 


R 


0x0 


PIO_DEV_FED 


[7:0] 


8-bit PIO device feature/error (command blocl<) register 


W 


0x00 



NOTE: PIO_DEV_FED can be read by accessing register ATA_PIO_RDATA 



9.6.3.26 ATA PIO SCR 



Register 


Address 


Description 


Reset Value 


ATA_PIO_SCR 


0x70301 95C 


ATA PIO sector count register 


OxOOOO_0000 



ATA_PIO_SCR 


Bits 


Description 


R/W 


Reset Value 


Reserved 


[31:8] 


Reserved bits 


R 


0x0 


PIO_DEV_SCR 


[7:0] 


8-bit PIO device sector count (command block) 
register 


W 


0x00 



NOTE: PIO_DEV_SCR can be read by accessing register ATA_PIO_RDATA. 



9.6.3.27 ATA PIO LLR 



Register 


Address 


Description 


Reset Value 


ATA_PIO_LLR 


0x70301960 


ATA PIO device LBA low register 


OxOOOO_0000 



ATA_PIO_LLR 


Bits 


Description 


R/W 


Reset Value 


Reserved 


[31:8] 


Reserved bits 


R 


0x0 


PIO_DEV_LLR 


[7:0] 


8-bit PIO device LBA low (command block) register 


W 


0x00 



NOTE: PIO_DEV_LLR can be read by accessing register ATA_PIO_RDATA. 
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9.6.3.28 ATA_PIO_LMR 

Address = 0x70301964 



Register 


Address 


Description 


Reset Value 


ATA_PIO_LMR 


0x70301964 


ATA PIO device LBA middle register 


OxOOOO_0000 



ATA_PIO_LMR 


Bits 


Description 


R/W 


Reset Value 


Reserved 


[31:8] 


Reserved bits 


R 


0x0 


PIO_DEV_LIVIR 


[7:0] 


8-bit PIO device LBA middle (command block) register 


W 


0x00 



NOTE: PIO_DEV_LMR can be read by accessing register ATA_PIO_RDATA. 



9.6.3.29 ATA_PIO_LHR 



Register 


Address 


Description 


Reset Value 


ATA_PIO_LHR 


0x70301968 


ATA PIO device LBA high register 


OxOOOO_0000 



ATA_PIO_LHR 


Bits 


Description 


R/W 


Reset Value 


Reserved 


[31:8] 


Reserved bits 


R 


0x0 


PIO_DEV_LHR 


[7:0] 


8-bit PIO LBA high (command block) register 


W 


0x00 



NOTE: PIO_DEV_LHR can be read by accessing register ATA_PIO_RDATA 



9.6.3.30 ATA PIO DVR 



Register 


Address 


Description 


Reset Value 


ATA_PIO_DVR 


0x7030196c 


ATA PIO device register 


OxOOOO_0000 



ATA_PIO_DVR 


Bits 


Description 


R/W 


Reset Value 


Reserved 


[31:8] 


Reserved bits 


R 


0x0 


PIO_DEV_DVR 


[7:0] 


8-bit PIO device (command block) register 


W 


0x00 



NOTE: PIO_DEV_DVR can be read by accessing register ATA_PIO_RDATA. 



ELECTRONICS 



9-29 



CF CONTROLLER 



6410X_UM 



9.6.3.31 ATA PIO CSD 



Register 


Address 


Description 


Reset Value 


ATA_PIO_CSD 


0x70301970 


ATA PIO device command/status register 


OxOOOO_0000 



ATA_PIO_CSD 


Bits 


Description 


R/W 


Reset Value 


Reserved 


[31:8] 


Reserved bits 


R 


0x0 


PIO_DEV_CSD 


[7:0] 


8-bit PIO device command/status (command block) register 


W 


0x00 



NOTE: PIO_DEV_CSD can be read by accessing register ATA_PIO_RDATA. 



9.6.3.32 ATA_PIO_DAD 



Register 


Address 


Description 


Reset Value 


ATA_PIO_DAD 


0x70301974 


ATA PIO device control/alternate status register 


OxOOOO_0000 



ATA_PIO_DAD 


Bits 


Description 


R/W 


Reset Value 


Reserved 


[31:8] 


Reserved bits 


R 


0x0 


PIO_DEV_DAD 


[7:0] 


8-bit PIO device control/alternate status (control block) 
register 


W 


0x00 



NOTE: PIO_DEV_DAD can be read by accessing register ATA_PIO_RDATA. 



9.6.3.33 ATA_PIO_RDATA 



Register 


Address 


Description 


Reset Value 


ATA_PIO_RDATA 


0x70301970 


ATA PIO read data from device data register 


OxOOOO_0000 



ATA_PIO_RDATA 


Bits 


Description 


R/W 


Reset Value 


Reserved 


[31:16] 


Reserved bits 


R 


0x0 


PIO_RDATA 


[15:0] 


PIO read data register while HOST read from ATA 
device register 


R 


0x0000 



NOTE. When you want to read ATA_PIO_XXX (such as ATA_PIO_DTR, ATA_PIO_FED and so on), you may 
access ATA_PIO_XXX directly. However you may only get garbage data. If you want to get correct data, check 
the ATA_STATE at ATA_FIFO_STATUS register after accessing ATA_PIO_XXX until you get the value as IDLE 
state. Since then you can get the correct value of ATA_PIO_XXX by reading ATA_PIO_RDATA. 
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9.6.3.34 BUS_FIFO_STATUS 



Register 


Address 


Description 


Reset Value 


BUS_FIFO_STATUS 


0x70301990 


ATA internal AHB FIFO status 


OxOOOO_0000 



BUS_FIFO_STATUS 


Bits 


Description 


R/W 


Reset Vaiue 


Reserved 


[31:19] 


Reserved bits 


R 


0x0 


BUS_STATE[2:0] 


[18:16] 


3'bOOO : IDLE 
3'b001 : BUSYW 
3'b010 : PREP 
3'b01 1 : BUSYR 
3'b100 : PAUSER 
3'b101 : PAUSEW 


R 


0x00 


Reserved 


[15:14] 


Reserved bits 


R 


0x0 


BUS_FIFO_RDPNT 


[13:8] 


bus fifo read pointer 


R 


0x00 


Reserved 


[7:6] 


Reserved bits 


R 


0x0 


BUS_FIFO_WRPNT 


[5:0] 


bus fifo write pointer 


R 


0x00 



9.6.3.35 ATA_FIFO_STATUS 



Register 


Address 


Description 


Reset Vaiue 


ATA_FIFO_STATUS 


0x70301994 


ATA internal ATA FIFO status 


OxOOOO_0000 



ATA_FIFO_STATUS 


Bits 


Description 


R/W 


Reset Vaiue 


Reserved 


[31] 


Reserved bit 


R 


0x0 


ATA_STATE 


[30:28] 


3'bOOO : IDLE 
Others : reserved 

Refer following NOTE. 


R 


0x0000 


PIO_STATE 


[27:26] 


2'bOO : IDLE 2'b01 : T1 
2'b10 :T2 2'b11 : TEOC 


R 


0x0 


PDMA_STATE 


[25:24] 


2'bOO : IDLE 2'b01 : T1 
2'b10 :T2 2'b11 : TEOC 


R 


0x0 


Reserved 


[23:21] 


Reserved bits 


R 


0x0 


UDMA_STATE 


[20:16] 


5'bOOOOO : IDLE 
5'b00100 : END 

Another value is in UDMA operation. 


R 


0x00 


Reserved 


[15:0] 


Reserved bits 


R 


0x0 
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GPIO 

10.1 OVERVIEW 



S3C6410 includes 187multi-functional input/output port pins. There are 17 ports as listed below: 



PortName 


Number of Pins. 


Muxed pins 


Power Inform. 


GPA port 


8 


UART/EINT 


1.8~3.3V 


GPB port 


7 


UART/lrDA/l2C/CF/Ext.DMA/EINT 


1.8~3.3V 


GPC port 


8 


SPI/SDMMG/I2S_V40/EINT 


1.8~3.3V 


GPD port 


5 


PGM/I2S/AG97/EINT 


1.8~3.3V 


GPE port 


5 


PCM/I2S/AC97 


1.8~3.3V 


GPF port 


16 


CAMIF/PWM/EINT 


1.8~3.3V 


GPG port 


7 


SDMMC/EINT 


1.8~3.3V 


GPH port 


10 


SDMMC/KEYPAD/CF/I2S_V40/EINT 


1.8~3.3V 


GPI port 


16 


LCD 


1.8~3.3V 


GPJ port 


12 


LCD 


1.8~3.3V 


GPK port 


16 


HostlF/HIS/KEYPAD/CF 


1.8~3.3V 


GPL port 


15 


Host 1 F/KE YP AD/C F/OTG/E 1 NT 


1.8~3.3V 


GPM port 


6 


HostlF/CF/EINT 


1.8~3.3V 


GPN port 


16 


EINT/KEYPAD 


1.8~3.3V 


GPO port 


16 


MemoryPortO/EINT 


1.8~3.3V 


GPP port 


15 


MemoryPortO/EINT 


1.8~3.3V 


GPQ port 


9 


MemoryPortO/EINT 


1.8~3.3V 



10.2 FEATURES 

The GPIO provides the following features: 

• Controls 127 External Interrupts 

• 187 multi-functional input/output ports 

• Controls pin states in Sleep Mode except GPK, GPL, GPM, and GPN 
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10-3 DESCRIPTION 

GPIO consists of two part, alive-part and off-part. In Alive-part power is supplied on sleep mode, but in off-part it is 
not the same. Therefore, the registers in alive-part can keep their values during sleep mode. 



APB Bus 



ARB Bus 



Register File 



< I > 



ARB Interface 



Mux control 



External Interrupt 
Control 



Off-Rart 



Async Interface 



Register File 



Mux control 



External Interrupt 
Control 



Alive Rart 



Rad control 



Interrupt 
Controller 



Rad control 



Interrupt 
Controllers 
Wake- up 
controller 



Figure 10-1. GPIO block diagram 
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10.4 REGISTER DESCRIPTION 



10.4.1 MEMORY MAP 



Register 


Address 


R/W 


Description 


Reset Value 


GPACON 


0X7F008000 


R/W 


Port A Gonfiguration Register 


0x0 


G PAD AT 


0x7F008004 


R/W 


Port A Data Register 


Undefined 


GPAPUD 


0X7F008008 


R/W 


Port A Pull-up/down Register 


0x00005555 


GPACONSLP 


0X7F00800G 


R/W 


Port A Sleep mode Gonfiguration Register 


0x0 


GPAPUDSLP 


0X7F008010 


R/W 


Port A Sleep mode Pull-up/down Register 


0x0 


GPBCON 


0X7F008020 


R/W 


Port B Gonfiguration Register 


0x40000 


GPBDAT 


0x7F008024 


R/W 


Port B Data Register 


Undefined 


GPBPUD 


0x7F008028 


R/W 


Port B Pull-up/down Register 


0x00001555 


GPBCONSLP 


0X7F00802G 


R/W 


Port B Sleep mode Gonfiguration Register 


0x0 


GPBPUDSLP 


0X7F008030 


R/W 


Port B Sleep mode Pull-up/down Register 


0x0 


GPCCON 


0X7F008040 


R/W 


Port G Configuration Register 


0x0 


GPGDAT 


0x7F008044 


R/W 


Port G Data Register 


Undefined 


GPCPUD 


0x7F008048 


R/W 


Port G Pull-up/down Register 


0x00005555 


GPGGONSLP 


0X7F00804G 


R/W 


Port G Sleep mode Gonfiguration Register 


0x0 


GPGPUDSLP 


0X7F008050 


R/W 


Port G Sleep mode Pull-up/down Register 


0x0 


GPDGON 


0X7F008060 


R/W 


Port D Gonfiguration Register 


0x0 


GPDDAT 


0x7F008064 


R/W 


Port D Data Register 


Undefined 


GPDPUD 


0X7F008068 


R/W 


Port D Pull-up/down Register 


0x00000155 


GPDGONSLP 


0X7F00806G 


R/W 


Port D Sleep mode Gonfiguration Register 


0x0 


GPDPUDSLP 


0X7F008070 


R/W 


Port D Sleep mode Pull-up/down Register 


0x0 


GPEGON 


0X7F008080 


R/W 


Port E Gonfiguration Register 


0x0 


GPEDAT 


0x7F008084 


R/W 


Port E Data Register 


Undefined 


GPEPUD 


0X7F008088 


R/W 


Port E Pull-up/down Register 


0x00000155 


GPEGONSLP 


0X7F00808G 


R/W 


Port E Sleep mode Gonfiguration Register 


0x0 


GPEPUDSLP 


0X7F008090 


R/W 


Port E Sleep mode Pull-up/down Register 


0x0 


GPFGON 


0x7F0080A0 


R/W 


Port F Gonfiguration Register 


0x0 


GPFDAT 


Ox7F0080A4 


R/W 


Port F Data Register 


Undefined 


GPFPUD 


0X7F0080A8 


R/W 


Port F Pull-up/down Register 


0x55555555 


GPFGONSLP 


0X7F0080AG 


R/W 


Port F Sleep mode Gonfiguration Register 


0x0 


GPFPUDSLP 


0X7F0080B0 


R/W 


Port F Sleep mode Pull-up/down Register 


0x0 
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Register 


Address 


R/W 


Description 


Reset Value 


GPGCON 


0X7F0080C0 


R/W 


Port G Configuration Register 


0x0 


GPGDAT 


0X7F0080C4 


R/W 


Port G Data Register 


Undefined 


GPGPUD 


0X7F0080C8 


R/W 


Port G Pull-up/down Register 


0x00001555 


GPGCONSLP 


0X7F0080CC 


R/W 


Port G Sleep mode Configuration Register 


0x0 


GPGPUDSLP 


0x7F0080D0 


R/W 


Port G Sleep mode Pull-up/down Register 


0x0 


GPHCONO 


0X7F0080E0 


R/W 


Port H Configuration Register 


0x0 


GPHC0N1 


Ox7F0080E4 


R/W 


Port H Configuration Register 


0x0 


GPHDAT 


0X7F0080E8 


R/W 


Port H Data Register 


Undefined 


GPHPUD 


0X7F0080EC 


R/W 


Port H Pull-up/down Register 


0x00055555 


GPHCONSLP 


0X7F0080F0 


R/W 


Port H Sleep mode Configuration Register 


0x0 


GPHPUDSLP 


0x7F0080F4 


R/W 


Port H Sleep mode Pull-up/down Register 


0x0 


GPICON 


0X7F008100 


R/W 


Port 1 Configuration Register 


0x0 


GPIDAT 


0X7F008104 


R/W 


Port 1 Data Register 


Undefined 


GPIPUD 


0X7F008108 


R/W 


Port 1 Pull-up/down Register 


0x55555555 


GPICONSLP 


0X7F00810C 


R/W 


Port 1 Sleep mode Configuration Register 


0x0 


GPIPUDSLP 


0x7F008110 


R/W 


Port 1 Sleep mode Pull-up/down Register 


0x0 


GPJCON 


0X7F008120 


R/W 


Port J Configuration Register 


0x0 


GPJDAT 


0X7F008124 


R/W 


Port J Data Register 


Undefined 


GPJPUD 


0X7F008128 


R/W 


Port J Pull-up/down Register 


0x00555555 


GPJCONSLP 


Ox7F00812C 


R/W 


Port J Sleep mode Configuration Register 


0x0 


GPJPUDSLP 


0X7F008130 


R/W 


Port J Sleep mode Pull-up/down Register 


0x0 


GPKCONO 


0X7F008800 


R/W 


Port K Configuration Register 0 


0x22222222 


GPKC0N1 


0X7F008804 


R/W 


Port K Configuration Register 1 


0x22222222 


GPKDAT 


0X7F008808 


R/W 


Port K Data Register 


Undefined 


GPKPUD 


0X7F00880C 


R/W 


Port K Pull-up/down Register 


0x55555555 


GPLCONO 


0X7F008810 


R/W 


Port L Configuration Register 


0x22222222 


GPLC0N1 


0X7F008814 


R/W 


Port L Configuration Register 


0x02222222 


GPLDAT 


0X7F008818 


R/W 


Port L Data Register 


Undefined 


GPLPUD 


0X7F00881C 


R/W 


Port L Pull-up/down Register 


0x15555555 


GPMCON 


0x7F008820 


R/W 


Port M Configuration Register 


0x00222222 


GPMDAT 


0x7F008824 


R/W 


Port M Data Register 


Undefined 


GPMPUD 


0X7F008828 


R/W 


Port M Pull-up/down Register 


0X000002AA 


GPNCON 


0X7F008830 


R/W 


Port N Configuration Register 


0x0 


GPNDAT 


0x7F008834 


R/W 


Port N Data Register 


Undefined 


GPNPUD 


0X7F008838 


R/W 


Port N Pull-up/down Register 


0x55555555 
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Register 


Address 


R/W 


Description 


Reset Value 


GPOCON 


Ox7F008140 


R/W 


Port 0 Configuration Register 


OxAAAAAAAA 


GPODAT 


0x7F008144 


R/W 


Port 0 Data Register 


Undefined 


GPOPUD 


0X7F008148 


R/W 


Port 0 Pull-up/down Register 


0x0 


GPOCONSLP 


0X7F00814C 


R/W 


Port 0 Sleep mode Configuration Register 


0x0 


GPOPUDSLP 


0X7F008150 


R/W 


Port 0 Sleep mode Pull-up/down Register 


0x0 


GPPGON 


0X7F008160 


R/W 


Port P Configuration Register 


0x2AAAAAAA 


GPPDAT 


0x7F008164 


R/W 


Port P Data Register 


Undefined 


GPPPUD 


0X7F008168 


R/W 


Port P Pull-up/down Register 


0X1011AAA0 


GPPGONSLP 


0X7F00816C 


R/W 


Port P Sleep mode Configuration Register 


0x0 


GPPPUDSLP 


0x7F008170 


R/W 


Port P Sleep mode Pull-up/down Register 


0x0 


GPQCON 


0X7F008180 


R/W 


Port 0 Configuration Register 


0x0002AAAA 


GPQDAT 


0X7F008184 


R/W 


Port 0 Data Register 


Undefined 


GPQPUD 


0X7F008188 


R/W 


Port 0 Pull-up/down Register 


0x0 


GPQCONSLP 


0X7F00818C 


R/W 


Port 0 Sleep mode Configuration Register 


0x0 


GPOPUDSLP 


0X7F008190 


R/W 


Port 0 Sleep mode Pull-up/down Register 


0x0 


SPOON 


0x7F0081A0 


R/W 


Special Port Configuration Register 


0xBFC11500 


MEMOCONSLPO 


0X7F0081C0 


R/W 


Memory Port 0 Sleep mode configure 0 


0x0 


MEM0CONSLP1 


0X7F0081C4 


R/W 


Memory Port 0 Sleep mode configure 1 


0x0 


MEM1C0NSLP 


0X7F0081C8 


R/W 


Memory Port 1 Sleep mode configure 


0x0 


MEMODRVCON 


0x7F0081D0 


R/W 


Memory Port 0 Drive strength Control Register 


0x10555551 


MEM1DRVC0N 


Ox7F0081D4 


R/W 


Memory Port 0 Drive strength Control Register 


0x555555 


EINTOCONO 


0X7F008900 


R/W 


External Interrupt configuration Register 0 


0x0 


EINT0CON1 


0X7F008904 


R/W 


External Interrupt configuration Register 1 


0x0 


EINTOFLTCONO 


0X7F008910 


R/W 


External Interrupt Filter Control Register 0 


0x0 


EINT0FLTCON1 


0x7F008914 


R/W 


External Interrupt Filter Control Register 1 


0x0 


EINT0FLTCON2 


0X7F008918 


R/W 


External Interrupt Filter Control Register 2 


0x0 


EINTF0LTCON3 


0X7F00891C 


R/W 


External Interrupt Filter Control Register 3 


0x0 


EINTOMASK 


0X7F008920 


R/W 


External Interrupt Mask Register 


OxOFFFFFFF 


EINTOPEND 


0x7F008924 


R/W 


External Interrupt Pending Register 


0x0 


SPCONSLP 


0X7F008880 


R/W 


Special Port Sleep mode configure Register 


0x00000010 


SLPEN 


0X7F008930 


R/W 


Sleep Mode Pad Configure Register 


0x0 
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Register 


Address 


R/W 


Description 


Reset Value 


EINT12C0N 


0X7F008200 


R/W 


External Interrupt 1,2 Configuration Register 


0x0 


EINT34CON 


0X7F008204 


R/W 


External Interrupt 3,4 Configuration Register 


0x0 


EINT56CON 


0X7F008208 


R/W 


External Interrupt 5,6 Configuration Register 


0x0 


EINT78CON 


0X7F00820C 


R/W 


External Interrupt 7,8 Configuration Register 


0x0 


EINT9C0N 


0x7F008210 


R/W 


External Interrupt 9 Configuration Register 


0x0 


EINT12FLTC0N 


0X7F008220 


R/W 


External Interrupt 1,2 Filter Control Register 


0x0 


EINT34FLTCON 


0X7F008224 


R/W 


External Interrupt 3,4 Filter Control Register 


0x0 


EINT56FLTCON 


0x7F008228 


R/W 


External Interrupt 5,6 Filter Control Register 


0x0 


EINT78FLTCON 


0x7F00822C 


R/W 


External Interrupt 7,8 Filter Control Register 


0x0 


EINT9FLTC0N 


0x7F008230 


R/W 


External Interrupt 9 Filter Control Register 


0x0 


EINT12MASK 


0X7F008240 


R/W 


External Interrupt 1 ,2 Mask Register 


0X00FF7FFF 


EINT34MASK 


0X7F008244 


R/W 


External Interrupt 3,4 Mask Register 


0X3FFF03FF 


EINT56MASK 


0x7F008248 


R/W 


External Interrupt 5,6 Mask Register 


0x03FF007F 


EINT78MASK 


0x7F00824C 


R/W 


External Interrupt 7,8 Mask Register 


0X7FFFFFFF 


EINT9MASK 


0X7F008250 


R/W 


External Interrupt 9 Mask Register 


0x000001 FF 


EINT12PEND 


0X7F008260 


R/W 


External Interrupt 1,2 Pending Register 


0x0 


EINT34PEND 


0X7F008264 


R/W 


External Interrupt 3,4 Pending Register 


0x0 


EINT56PEND 


0X7F008268 


R/W 


External Interrupt 5,6 Pending Register 


0x0 


EINT78PEND 


0X7F00826C 


R/W 


External Interrupt 7,8 Pending Register 


0x0 


EINT9PEND 


0X7F008270 


R/W 


External Interrupt 9 Pending Register 


0x0 


PRIORITY 


0X7F008280 


R/W 


Priority Control Register 


0X000003FF 


SERVICE 


0X7F008284 


R 


Current Service Register 


0x0 


SERVICEPEND 


0x7F008288 


R 


Current Service Pending Register 


0x0 



NOTE: Please do not access the address area, which is not defined in the above table. 
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10.5 INDIVIDUAL REGISTER DESCRIPTIONS 



10.5.1 PORT A CONTROL REGISTER 

There are five control registers including GPACON, GPADAT, GPAPUD, GPAGONSLP and GPAPUDSLP in the 
Port A Control Registers. 



Register 


Address 


R/W 


Description 


Reset Value 


GPACON 


0X7F008000 


R/W 


Port A Configuration Register 


0x0000 


GPADAT 


Ox7F008004 


R/W 


Port A Data Register 


Undefined 


GPAPUD 


0X7F008008 


R/W 


Port A Pull-up Register 


0x0005555 


GPAGONSLP 


0X7F00800G 


R/W 


Port A Sleep mode Configuration Register 


0x0 


GPAPUDSLP 


0X7F008010 


R/W 


Port A Sleep mode Pull-up/down Register 


0x0 



GPACON 


Bit 


Description 


Initial State 


GPAO 


[3:0] 


0000 = Input 0001 = Output 

001 0 = UART RXD[0] 001 1 = Reserved 

0100 = Reserved 0101 = Reserved 

0110 = Reserved 0111= External Interrupt Group 1 [0] 


0000 


GPA1 


[7:4] 


0000 = Input 0001 = Output 
001 0 = UART TXD[0] 001 1 = Reserved 

ninn — Rp^prvprl 01 ni — Rp<;pr\/pH 

0110 = Reserved 0111= External Interrupt Group 1 [1 ] 


0000 


GPA2 


[11:8] 


0000 = Input 0001 = Output 

001 0 = UART CTSn[0] 001 1 = Rreserved 

01 00 = Reserved 0101= Reserved 

0110 = Reserved 0111= External Interrupt Group 1 [2] 


0000 


GPA3 


[15:12] 


0000 = Input 0001 = Output 

001 0 = UART RTSn[0] 001 1 = Reserved 

01 00 = Reserved 0101= Reserved 

0110 = Reserved 0111= External Interrupt Group 1 [3] 


0000 


GPA4 


[19:16] 


00 = Input 01 = Output 

1 0 = UART RXD[1 ] 11= Reserved 

01 00 = Reserved 0101= Reserved 

0110 = Reserved 0111= External Interrupt Group 1 [4] 


0000 


GPA5 


[23:20] 


0000 = Input 0001 = Output 

001 0 = UART TXD[1 ] 001 1 = Reserved 

01 00 = Reserved 0101= Reserved 

0110 = Reserved 0111= External Interrupt Group 1 [5] 


0000 


GPA6 


[27:24] 


0000 = Input 0001 = Output 

001 0 = UART CTSn[1 ] 001 1 = Reserved 

01 00 = Reserved 0101= Reserved 

0110 = Reserved 0111= External Interrupt Group 1 [6] 


0000 


GPA7 


[31 :28] 


0000 = Input 0001 = Output 

001 0 = UART RTSn[1 ] 001 1 = Reserved 

01 00 = Reserved 0101= Reserved 

0110 = Reserved 0111= External Interrupt Group 1 [7] 


0000 
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GPADAT 


Bit 


Description 


GPA[7:0] 


[7:0] 


When the port is configured as input port, the corresponding bit is the pin state. 
When the port is configured as output port, the pin state is the same as the 
corresponding bit. When the port is configured as functional pin, the undefined 
value will be read. 



GPAPUD 


Bit 


Description 


GPA[n] 


[2n+1 :2n] 


00 = pull-up/down disabled 




n = 0-7 


01 = pull-down enabled 






10 = pull-up enabled 






1 1 = Reserved. 



GPACONSLP 


Bit 


Description 


Initial State 


GPA[n] 


[2n+1 :2n] 
n = 0-7 


00 = output 0 

01 = output 1 

10 = input 

1 1 = Previous state 


00 




GPAPUDSLP 


Bit 


Description 


GPA[n] 


[2n+1 :2n] 
n = 0-7 


00 = pull-up/down disabled 

01 = pull-down enabled 

10 = pull-up enabled 

1 1 = Reserved. 
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10.5.2 PORT B CONTROL REGISTER 



There are five control registers including GPBCON, GPBDAT, GPBPUD, GPBCONSLP and GPBPUDSLP in the 
Port B Control Registers. 



Register 


Address 


R/W 


Description 


Reset Value 


GPBCON 


0x7F008020 


R/W 


Port B Configuration Register 


0x40000 


GPBDAT 


0x7F008024 


R/W 


Port B Data Register 


Undefined 


GPBPUD 


0X7F008028 


R/W 


Port B Pull-up Register 


0x00001555 


GPBCONSLP 


0X7F00802C 


R/W 


Port B Sleep mode Configuration Register 


0x0 


GPBPUDSLP 


0X7F008030 


R/W 


Port B Sleep mode Pull-up/down Register 


0x0 



GPBCON 


Bit 


Description 


Initial State 


GPBO 


[3:0] 


0000 = Input 0001 = Output 

001 0 = UART RXD[2] 001 1 = Ext. DMA Request 

01 00 = IrDA RXD 0101= ADDR_CF[0] 

0110 = Reserved 0111= External Interrupt Group 1 [8] 


0000 


GPB1 


[7:4] 


0000 = Input 0001 = Output 

001 0 = UART TXD[2] 001 1 = Ext. DMA Ack 

0100 = lrDATXD 0101 = ADDR_CF[1] 

0110 = Reserved 0111= External Interrupt Group 1 [9] 


0000 


GPB2 


[11:8] 


0000 = Input 0001 = Output 

001 0 = UART RXD[3] 001 1 = IrDA RXD 

01 00 = Ext. DMA Req 01 01 = ADDR CF[2] 

01 1 0 = I2C SCL[1 ] 0111= External Interrupt Group 1 [1 0] 


0000 


GPB3 


[15:12] 


0000 = Input 0001 = Output 

001 0 = UART TXD[3] 001 1 = Irda TXD 

01 00 = Ext. DMA Ack 0101= Reserved 

01 1 0 = I2C SDA[1 ] 0111= External Interrupt Group 1 [1 1 ] 


0000 


GPB4 


[19:16] 


0000 = Input 0001 = Output 

001 0 = IrDA SDBW 001 1 = CAM FIELD 

01 00 = CF Data DIR 01 01 = Reserved 

0110 = Reserved 0111= External Interrupt Group 1 [1 2] 


0100 


GPB5 


[23:20] 


0000 = Input 0001 = Output 

001 0 = I2C SCL[0] 001 1 = reserved 

0100 = Reseved 0101 = Reserved 

0110 = Reserved 0111= External Interrupt Group 1 [1 3] 


0000 


GPB6 


[27:24] 


0000 = Input 0001 = Output 

001 0 = I2C SDA[0] 001 1 = reserved 

0100 = Reseved 0101 = Reserved 

0110 = Reserved 0111= External Interrupt Group 1 [1 4] 


0000 
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GPBDAT 


Bit 


Description 


GPB[6:0] 


[6:0] 


When the port is configured as input port, the corresponding bit is the pin state. 
When the port is configured as output port, the pin state is the same as the 
corresponding bit. When the port is configured as functional pin, the undefined 
value will be read. 



GPBPUD 


Bit 


Description 


GPB[n] 


[2n+1 :2n] 


00 = pull-up/down disabled 




n = 0-6 


01 = pull-down enabled 






10 = pull-up enabled 






1 1 = Reserved. 



GPBSLPCON 


Bit 


Description 


Initial State 


GPB[n] 


[2n+1 :2n] 


00 = output 0 


00 




n = 0-6 


01 = output 1 








10 = input 








1 1 = Previous state 





GPBPUDSLP 


Bit 


Description 


GPB[n] 


[2n+1 :2n] 


00 = pull-up/down disabled 




n = 0-6 


01 = pull-down enabled 






10 = pull-up enabled 






1 1 = Reserved. 
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10.5.3 PORT C CONTROL REGISTER 

There are five control registers including GPCCON, GPGDAT, GPOPUD, GPGGONSLP and GPGPUDSLP in the 
Port G Gontrol Registers. 



Register 


Address 


R/W 


Description 


Reset Vaiue 


GPCCON 


0X7F008040 


R/W 


Port C Configuration Register 


0x00 


GPCDAT 


0x7F008044 


R/W 


Port C Data Register 


Undefined 


GPCPUD 


0x7F008048 


R/W 


Port C Pull-up/down Register 


0x00005555 


GPCCONSLP 


0X7F00804C 


R/W 


Port C Sleep mode Configuration Register 


0x0 


GPCPUDSLP 


0X7F008050 


R/W 


Port C Sleep mode Pull-up/down Register 


0x0 



GPCCON 


Bit 


Description 


Initiai State 


GPCO 


[3:0] 


0000 = Input 0001 = Output 

001 0 = SPI MISO[0] 001 1 = Reserved 

0100 = Reserved 0101 = Reserved 

0110 = Reserved 0111= External Interrupt Group 2[0] 


0000 


GPC1 


[7:4] 


0000 = Input 0001 = Output 

001 0 = SPI CLK[0] 001 1 = Reserved 

0100 = Reserved 0101 = Reserved 

0110 = Reserved 0111= External Interrupt Group 2[1 ] 


0000 


GPC2 


[11:8] 


0000 = Input 0001 = Output 

001 0 = SPI MOSI[0] 001 1 = Reserved 

0100 = Reserved 0101 = Reserved 

0110 = Reserved 0111= External Interrupt Group 2[2] 


0000 


GPC3 


[15:12] 


0000 = Input 0001 = Output 

001 0 = SPI CSn[0] 001 1 = Reserved 

0100 = Reserved 0101 = Reserved 

0110 = Reserved 0111= External Interrupt Group 2[3] 


0000 


GPC4 


[19:16] 


0000 = Input 0001 = Output 

0010 = SPI MIS0[1] 0011=MMCCMD2 

01 00 = Reserved 0101= I2S_V40 DO[0] 

0110 = Reserved 0111= External Interrupt Group 2[4] 


0000 


GPC5 


[23:20] 


0000 = Input 0001 = Output 

0010 = SPI CLK[1] 0011=MMCCLK2 

0100 = Reserved 0101 = I2S_V40 D0[1] 

0110 = Reserved 0111= External Interrupt Group 2[5] 


0000 


GPC6 


[27:24] 


0000 = Input 0001 = Output 

001 0 = SPI M0SI[1 ] 001 1 = Reserved 

0100 = Reserved 0101 = Reserved 

0110 = Reserved 0111= External Interrupt Group 2[6] 


0000 


GPC7 


[31 :28] 


0000 = Input 0001 = Output 

001 0 = SPI CSn[1 ] 001 1 = Reserved 

01 00 = Reserved 0101= I2S_V40 D0[2] 

0110 = Reserved 0111= External Interrupt Group 2[7] 


0000 
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GPCDAT 


Bit 


Description 


GPC[7:0] 


[7:0] 


When the port is configured as input port, the corresponding bit is the pin state. 
When the port is configured as output port, the pin state is the same as the 
corresponding bit. When the port is configured as functional pin, the undefined 
value will be read. 



GPCPUD 


Bit 


Description 


GPC[n] 


[2n+1 :2n] 


00 = pull-up/down disabled 




n = 0-7 


01 = pull-down enabled 






10 = pull-up enabled 






1 1 = Reserved. 



GPCSLPCON 


Bit 


Description 


Initial State 


GPC[n] 


[2n+1 :2n] 


00 = output 0 


00 




n = 0-7 


01 = output 1 








10 = input 








1 1 = Previous state 





GPCPUDSLP 


Bit 


Description 


GPG[n] 


[2n+1:2n] 


00 = pull-up/down disabled 




n = 0-7 


01 = pull-down enabled 






10 = pull-up enabled 






1 1 = Reserved. 
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10.5.4 PORT D CONTROL REGISTER 



There are five control registers including GPDCON, GPDDAT, GPDPUD, GPDCONSLP and GPDPUDSLP in the 
Port D Control Registers. 



Register 


Address 


R/W 


Description 


Reset Value 


GPDCON 


0X7F008060 


R/W 


Port D Configuration Register 


0x00 


GPDDAT 


0x7F008064 


R/W 


Port D Data Register 


Undefined 


GPDPUD 


0X7F008068 


R/W 


Port D Pull-up/down Register 


0x00000155 


GPDCONSLP 


0X7F00806C 


R/W 


Port D Sleep mode Configuration Register 


0x0 


GPDPUDSLP 


0X7F008070 


R/W 


Port D Sleep mode Pull-up/down Register 


0x0 



GPDCON 


Bit 


Description 


Initial State 


GPDO 


[3:0] 


0000 = Input 0001 = Output 

001 0 = PCM SCLK[0] 001 1 = I2S CLK[0] 

01 00 = AC97 BITCLK 0101= Reserved 

0110 = Reserved 0111= External Interrupt Group 3[0] 


0000 


GPD1 


[7:4] 


0000 = Input 0001 = Output 

001 0 = PCM EXTCLK[0] 001 1 = I2S CDCLK[0] 

01 00 = AC97 RESETn 01 01 = Reserved 

0110 = Reserved 0111= External Interrupt Group 3[1 ] 


0000 


GPD2 


[11:8] 


0000 = Input 0001 = Output 

0010 = PCM FSYNC[0] 001 1 = I2S LRCLK[0] 

01 00 = AC97 SYNC 01 01 = Reserved 

0110 = Reserved 0111= External Interrupt Group 3[2] 


0000 


GPD3 


[15:12] 


0000 = Input 0001 = Output 

001 0 = PCM SIN[0] 001 1 = I2S Dl[0] 

01 00 = AC97 SDI 01 01 = Reserved 

0110 = Reserved 0111= External Interrupt Group 3[3] 


0000 


GPD4 


[19:16] 


0000 = Input 0001 = Output 

001 0 = PCM SOUT[0] 001 1 = I2S DO[0] 

01 00 = AC97 SDO 01 01 = Reserved 

0110 = Reserved 0111= External Interrupt Group 3[4] 


0000 
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GPDDAT 


Bit 


Description 


GPD[4:0] 


[4:0] 


When the port is configured as input port, the corresponding bit is the pin state. 
When the port is configured as output port, the pin state is the same as the 
corresponding bit. When the port is configured as functional pin, the undefined 
value will be read. 



GPDPUD 


Bit 


Description 


GPD[n] 


[2n+1 :2n] 


00 = pull-up/down disabled 




n = 0-4 


01 = pull-down enabled 






10 = pull-up enabled 






1 1 = Reserved 



GPDSLPCON 


Bit 


Description 


Initial State 


GPD[n] 


[2n+1 :2n] 


00 = output 0 


00 




n = 0-4 


01 = output 1 








10 = input 








1 1 = Previous state 





GPDPUDSLP 


Bit 


Description 


GPD[n] 


[2n+1 :2n] 


00 = pull-up/down disabled 




n = 0-4 


01 = pull-down enabled 






10 = pull-up enabled 






1 1 = Reserved. 
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10.5.5 PORT E CONTROL REGISTERS 



There are five control registers including GPECON, GPEDAT, GPEPUD GPECONSLP and GPEPUDSLP in the 
Port E Control Registers. 



Register 


Address 


R/W 


Description 


Reset Value 


GPECON 


0X7F008080 


R/W 


Port E Configuration Register 


0x00 


GPEDAT 


0x7F008084 


R/W 


Port E Data Register 


Undefined 


GPEPUD 


0X7F008088 


R/W 


Port E Pull-up/down Register 


0x00000155 


GPECONSLP 


0X7F00808C 


R/W 


Port E Sleep mode Configuration Register 


0x0 


GPEPUDSLP 


0X7F008090 


R/W 


Port E Sleep mode Pull-up/down Register 


0x0 



fiPDOON 

1 Ly w 1 >i 


Bit 




Initial ^t^tp 


GPEO 


[3:0] 


0000 = Input 0001 = Output 
001 0 = PCM SCLK[1 ] 001 1 = I2S CLK[1 ] 
01 00 = AC97 BITCLK 01 01 = Reserved 
0110 = Reserved 0111= Reserved 


0000 


GPE1 


[7:4] 


0000 = Input 0001 = Output 
001 0 = PCM EXTCLK[1 ] 001 1 = I2S CDCLK[1 ] 
01 00 = AC97 RESETn 01 01 = Reserved 
0110 = Reserved 0111= Reserved 


0000 


GPE2 


[11:8] 


0000 = Input 0001 = Output 
001 0 = PCM FSYNC[1 ] 001 1 = I2S LRCLK[1 ] 
01 00 = AC97 SYNC 01 01 = Reserved 
0110 = Reserved 0111= Reserved 


0000 


GPE3 


[15:12] 


0000 = Input 0001 = Output 
0010 = PCM SIN[1] 0011 =I2SDI[1] 
01 00 = AC97 SDI 01 01 = Reserved 
0110 = Reserved 0111= Reserved 


0000 


GPE4 


[19:16] 


0000 = Input 0001 = Output 
001 0 = PCM S0UT[1 ] 001 1 = I2S D0[1 ] 
01 00 = AC97 SDO 01 01 = Reserved 
0110 = Reserved 0111= Reserved 


0000 
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GPEDAT 


Bit 


Description 


GPE[4:0] 


[4:0] 


When the port is configured as input port, the corresponding bit is the pin state. 
When the port is configured as output port, the pin state is the same as the 
corresponding bit. When the port is configured as functional pin, the undefined 
value will be read. 



GPEPUD 


Bit 


Description 


GPE[n] 


[2n+1 :2n] 


00 = pull-up/down disabled 




n = 0-4 


01 = pull-down enabled 






10 = pull-up enabled 






1 1 = Reserved 



GPESLPCON 


Bit 


Description 


Initial State 


GPE[n] 


[2n+1 :2n] 


00 = output 0 


00 




n = 0'-4 


01 = output 1 








10 = input 








1 1 = Previous State 





GPEPUDSLP 


Bit 


Description 


GPE[n] 


[2n+1 :2n] 


00 = pull-up/down disabled 




n = 0-4 


01 = pull-down enabled 






10 = pull-up enabled 






1 1 = Reserved. 
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10.5.6 PORT F CONTROL REGISTERS 



There are five control registers including GPFCON, GPFDAT, GPFPUD, GPFEGONSLP and GPFPUDSLP in the 
Port F Control Registers. 



Register 


Address 


R/W 


Description 


Reset Value 


GPFCON 


0x7F0080A0 


R/W 


Port F Configuration Register 


0x00 


GPFDAT 


Ox7F0080A4 


R/W 


Port F Data Register 


Undefined 


GPFPUD 


0X7F0080A8 


R/W 


Port F Pull-up/down Register 


0x55555555 


GPFEGONSLP 


0x7F0080AC 


R/W 


Port F Sleep mode Configuration Register 


0x0 


GPFPUDSLP 


0X7F0080B0 


R/W 


Port F Sleep mode Pull-up/down Register 


0x0 



GPFCON 


Bit 


Description 


Initial State 


GPFO 


[1:0] 


00 = Input 01 = Output 

1 0 = CAMIF GLK 1 1 = External Interrupt Group 4[0] 


00 


GPF1 


[3:2] 


00 = Input 01 = Output 

10 = CAMIF HREF 1 1 = External Interrupt Group 4[1] 


00 


GPF2 


[5:4] 


00 = Input 01 = Output 

1 0 = CAMIF PCLK 1 1 = External Interrupt Group 4[2] 


00 


GPF3 


[7:6] 


00 = Input 01 = Output 

1 0 = CAMIF RSTn 1 1 = External Interrupt Group 4[3] 


00 


GPF4 


[9:8] 


00 = Input 01 = Output 

1 0 = CAMIF VSYNC 1 1 = External Interrupt Group 4[4] 


00 


GPF5 


[11:10] 


00 = Input 01 = Output 

1 0 = CAMIF YDATA[0] 1 1 = External Interrupt Group 4[5] 


00 


GPF6 


[13:12] 


00 = Input 01 = Output 

10 = CAMIF YDATA[1] 1 1 = External Interrupt Group 4[6] 


00 


GPF7 


[15:14] 


00 = Input 01 = Output 

1 0 = CAMIF YDATA[2] 1 1 = External Interrupt Group 4[7] 


00 


GPF8 


[17:16] 


00 = Input 01 = Output 

1 0 = CAMIF YDATA[3] 1 1 = External Interrupt Group 4[8] 


00 


GPF9 


[19:18] 


00 = Input 01 = Output 

1 0 = CAMIF YDATA[4] 1 1 = External Interrupt Group 4[9] 


00 


GPF10 


[21 :20] 


00 = Input 01 = Output 

1 0 = CAMIF YDATA[5] 1 1 = External Interrupt Group 4[1 0] 


00 


GPF11 


[23:22] 


00 = Input 01 = Output 

10 = CAMIF YDATA[6] 1 1 = External Interrupt Group 4[1 1] 


00 


GPF12 


[25:24] 


00 = Input 01 = Output 

1 0 = CAMIF YDATA[7] 1 1 = External Interrupt Group 4[1 2] 


00 


GPF13 


[27:26] 


00 = Input 01 = Output 

1 0 = PWM ECLK 1 1 = External Interrupt Group 4[1 3] 


00 


GPF14 


[29:28] 


00 = Input 01 = Output 
1 0 = PWM TOUT[0] 1 1 = CLKOUT[0] 


00 


GPF15 


[31 :30] 


00 = Input 01 = Output 
1 0 = PWM T0UT[1 ] 1 1 = Reserved 


00 
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GPFDAT 


Bit 


Description 


GPF[15:0] 


[15:0] 


When the port is configured as input port, the corresponding bit is the pin state. 
When the port is configured as output port, the pin state is the same as the 
corresponding bit. When the port is configured as functional pin, the undefined 
value will be read. 



GPFPUD 


Bit 


Description 


GPF[n] 


[2n+1 :2n] 


00 = pull-up/down disabled 




n = 0-15 


01 = pull-down enabled 






10 = pull-up enabled 






1 1 = Reserved. 



GPFSLPCON 


Bit 


Description 


Initial State 


GPF[n] 


[2n+1 :2n] 


00 = output 0 


00 




n = 0-15 


01 = output 1 








10 = input 








1 1 = Previous state 





GPFPUDSLP 


Bit 


Description 


GPF[n] 


[2n+1 :2n] 


00 = pull-up/down disabled 




n = 0-15 


01 = pull-down enabled 






10 = pull-up enabled 






1 1 = Reserved. 
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10.5.7 PORT G CONTROL REGISTERS 



There are five control registers including GPGCON, GPGDAT, GPGPU, GPGECONSLP and GPGPUDSLP in the 
Port G Control Registers. 



Register 


Address 


R/W 


Description 


Reset Value 


GPGCON 


0X7F0080C0 


R/W 


Port G Configuration Register 


0x00 


GPGDAT 


0X7F0080C4 


R/W 


Port G Data Register 


Undefined 


GPGPUD 


0X7F0080C8 


R/W 


Port G Pull-up/down Register 


0x00001555 


GPGECONSLP 


0X7F0080CC 


R/W 


Port G Sleep mode Configuration Register 


0x0 


GPGPUDSLP 


0x7F0080D0 


R/W 


Port G Sleep mode Pull-up/down Register 


0x0 



GPGCON 


Bit 


Description 


Initial State 


GPGO 


[3:0] 


0000 = Input 0001 = Output 

001 0 = MMC CLKO 001 1 = Reserved 

0100 = Reserved 0101 = Reserved 

0110 = Reserved 0111= External Interrupt Group 5[0] 


0000 


GPG1 


[7:4] 


0000 = Input 0001 = Output 

001 0 = MMC CMDO 001 1 = Reserved 

0100 = Reserved 0101 = Reserved 

0110 = Reserved 0111= External Interrupt Group 5[1 ] 


0000 


GPG2 


[11:8] 


0000 = Input 0001 = Output 

0010 = MMC DATAO[0] 001 1 = Reserved 

0100 = Reserved 0101 = Reserved 

0110 = Reserved 0111= External Interrupt Group 5[2] 


0000 


GPG3 


[15:12] 


0000 = Input 0001 = Output 

0010 = MMC DATA0[1] 001 1 = Reserved 

0100 = Reserved 0101 = Reserved 

0110 = Reserved 0111= External Interrupt Group 5[3] 


0000 


GPG4 


[19:16] 


0000 = Input 0001 = Output 

0010 = MMC DATA0[2] 001 1 = Reserved 

0100 = Reserved 0101 = Reserved 

0110 = Reserved 0111= External Interrupt Group 5[4] 


0000 


GPG5 


[23:20] 


0000 = Input 0001 = Output 

0010 = MMC DATA0[3] 001 1 = Reserved 

0100 = Reserved 0101 = Reserved 

0110 = Reserved 0111= External Interrupt Group 5[5] 


0000 


GPG6 


[27:24] 


0000 = Input 0001 = Output 

001 0 = MMC CDnO 001 1 = MMC CDnl 

0100 = Reserved 0101 = Reserved 

0110 = Reserved 0111= External Interrupt Group 5[6] 


0000 
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GPGDAT 


Bit 


Description 


GPG[6:0] 


[6:0] 


When the port is configured as input port, the corresponding bit is the pin state. 
When the port is configured as output port, the pin state is the same as the 
corresponding bit. When the port is configured as functional pin, the undefined 
value will be read. 



GPGPUD 


Bit 


Description 


GPG[n] 


[2n+1 :2n] 


00 = pull-up/down disabled 




n = 0-6 


01 = pull-down enabled 






10 = pull-up enabled 






1 1 = Reserved 



GPGSLPCON 


Bit 


Description 


Initial State 


GPG[n] 


[2n+1:2n] 


00 = output 0 


00 




n = 0-6 


01 = output 1 








10 = input 








1 1 = Previous state 





GPGPUDSLP 


Bit 


Description 


GPG[n] 


[2n+1 :2n] 


00 = pull-up/down disabled 




n = 0-6 


01 = pull-down enabled 






10 = pull-up enabled 






1 1 = Reserved 
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10.5.8 PORT H CONTROL REGISTERS 



There are six control registers including GPHCONO, GPHC0N1, GPHDAT, GPHPUD, GPHGONSLP and 
GPHPUDSLP in the Port H Control Registers. 



Register 


Address 


R/W 


Description 


Reset Value 


GPHCONO 


0X7F0080E0 


R/W 


Port H Configuration Register 


0x00 


GPHC0N1 


Ox7F0080E4 


R/W 


Port H Configuration Register 


0x00 


GPHDAT 


0X7F0080E8 


R/W 


Port H Data Register 


Undefined 


GPHPUD 


0X7F0080EC 


R/W 


Port H Pull-up/down Register 


0x00055555 


GPHCONSLP 


0X7F0080F0 


R/W 


Port H Sleep mode Configuration Register 


0x0 


GPHPUDSLP 


0X7F0080F4 


R/W 


Port H Sleep mode Pull-up/down Register 


0x0 



GPHCONO 


Bit 


Description 


Initial State 


GPHO 


[3:0] 


0000 = Input 0001 = Output 

001 0 = MMC CLK1 001 1 = Reserved 

0100 = Key pad COL[0] 0101 = Reserved 

0110 = Reserved 0111= External Interrupt Group 6[0] 


0000 


GPH1 


[7:4] 


0000 = Input 0001 = Output 

001 0 = MMC CMD1 001 1 = Reserved 

0100 = Key pad C0L[1] 0101 = Reserved 

0110 = Reserved 0111= External Interrupt Group 6[1 ] 


0000 


GPH2 


[11:8] 


0000 = Input 0001 = Output 

0010 = MMC DATA1[0] 001 1 = Reserved 

0100 = Key pad C0L[2] 0101 = Reserved 

0110 = Reserved 0111= External Interrupt Group 6[2] 


0000 


GPH3 


[15:12] 


0000 = Input 0001 = Output 

0010 = MMC DATA1[1] 0011 = Reserved 

0100 = Key pad C0L[3] 0101 = Reserved 

0110 = Reserved 0111= External Interrupt Group 6[3] 


0000 


GPH4 


[19:16] 


0000 = Input 0001 = Output 

0010 = MMC DATA1[2] 001 1 = Reserved 

0100 = Key pad C0L[4] 0101 = Reserved 

0110 = Reserved 0111= External Interrupt Group 6[4] 


0000 


GPH5 


[23:20] 


0000 = Input 0001 = Output 

0010 = MMC DATA1[3] 001 1 = Reserved 

0100 = Key pad C0L[5] 0101 = Reserved 

0110 = Reserved 0111= External Interrupt Group 6[5] 


0000 


GPH6 


[27:24] 


0000 = Input 0001 = Output 

0010 = MMC DATA1[4] 001 1 = MMC DATA2[0] 

0100 = Key pad C0L[6] 0101 = I2S_V40 BCLK 

0110 = ADDR_CF[0] 0111= External Interrupt Group 6[6] 


0000 


GPH7 


[31 :28] 


0000 = Input 0001 = Output 

0010 = MMC DATA1[5] 0011 = MMC DATA2[1] 

0100 = Key pad C0L[7] 0101 = I2S_V40 CDCLK 

0110 = ADDR_CF[1 ] 0111= External Interrupt Group 6[7] 


0000 
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GPHC0N1 


Bit 


Description 


Initiai State 


GPH8 


[3:0] 


0000 = Input 0001 = Output 

0010 = MMC DATA1[6] 001 1 = MMC DATA2[2] 

01 00 = Reserved 0101= I2S_V40 LRCLK 

0110 = ADDR_CF[2] 0111= External Interrupt Group 6[8] 


0000 


GPH9 


[7:4] 


0000 = Input 0001 = Output 

0010 = MMC DATA1[7] 0011 = MMC DATA2[3] 

0100 = Reserved 0101 = I2S_V40 Dl 

0110 = Reserved 0111= External Interrupt Group 6[9] 


0000 




GPHDAT 


Bit 


Description 


GPH[9:0] 


[9:0] 


When the port is configured as input port, the corresponding bit is the pin state. 
When the port is configured as output port, the pin state is the same as the 
corresponding bit. When the port is configured as functional pin, the undefined 
value will be read. 



GPHPUD 


Bit 


Description 


GPH[n] 


[2n+1 :2n] 


00 = pull-up/down disabled 




n = 0~9 


01 = pull-down enabled 






10 = pull-up enabled 






1 1 = Reserved. 



GPHSLPCON 


Bit 


Description 


Initial State 


GPH[n] 


[2n+1 :2n] 


00 = output 0 


00 




n = 0~9 


01 = output 1 








10 = input 








1 1 = Previous state 





GPHPUDSLP 


Bit 


Description 


GPH[n] 


[2n+1 :2n] 


00 = pull-up/down disabled 




n = 0~9 


01 = pull-down enabled 






10 = pull-up enabled 






1 1 = Reserved. 
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10.5.9 PORT I CONTROL REGISTERS 



There are five control registers including GPICON, GPIDAT, GPIPUD, GPICONSLP, and GPIPUDSLP in the Port 
I Control Registers. 



Register 


Address 


R/W 


Description 


Reset Value 


GPICON 


0X7F008100 


R/W 


Port 1 Configuration Register 


0x00 


GPIDAT 


Ox7F008104 


R/W 


Port 1 Data Register 


Undefined 


GPIPUD 


0X7F008108 


R/W 


Port 1 Pull-up/down Register 


0x55555555 


GPICONSLP 


0X7F00810C 


R/W 


Port 1 Sleep mode Configuration Register 


0x0 


GPIPUDSLP 


0X7F008110 


R/W 


Port 1 Sleep mode Pull-up/down Register 


0x0 



GPICON 


Bit 


Description 


Initial State 




n -ni 


nn — Inniit ni — Ontnnt 

1 0 = LCD VD[0] 1 1 = reserved 


nn 

UU 


Or 1 1 




nn — Inniit ni — Oiitniit 
UU — liipUL U 1 — wUipUl 

10 = LCDVD[1] 11= reserved 


nn 

UU 


RPI? 

vJI 1 1^ 


r'=i-4i 


nn — Inniit ni — Ontmit 

UU — lll|JUL U 1 — WULIJUL 

1 0 = LCD VD[2] 1 1 = reserved 


nn 

UU 


Olio 


ry-Ri 


nn — Inniit ni — Ontmit 

UU — llipUL U 1 — wUL|JUL 

1 0 = LCD VD[3] 1 1 = reserved 


nn 

UU 


O r IH- 


FQ-ftl 

[y.oj 


nn — Inniit ni — Oiitmit 
UU — liipUL U 1 — wUipUL 

1 0 = LCD VD[4] 1 1 = reserved 


nn 

UU 




[1 1 . 1 UJ 


nn — Inniit ni — Ontmit 
UU — iiipuL U 1 — wUljJUl 

1 0 = LCD VD[5] 1 1 = reserved 


nn 

UU 




[ 1 0 . 1 


nn — Inniit ni — Oiitnut 

UU — II ipUL U 1 — WULIJUL 

10 = LCDVD[6] 11 = reserved 


nn 

UU 


GPI7 


[15:14] 


00 = Input 01 = Output 
10 = LCDVD[7] 11 = reserved 


00 


GPI8 


[17:16] 


00 = Input 01 = Output 
10 = LCDVD[8] 11 = reserved 


00 


GPI9 


[19:18] 


00 = Input 01 = Output 
10 = LCDVD[9] 11 = reserved 


00 


GPI10 


[21 :20] 


00 = Input 01 = Output 
1 0 = LCD VD[1 0] 11= reserved 


00 


GPI11 


[23:22] 


00 = Input 01 = Output 
10 = LCDVD[11] 11 = reserved 


00 


GPI12 


[25:24] 


00 = Input 01 = Output 
1 0 = LCD VD[1 2] 11= reserved 


00 


GPI13 


[27:26] 


00 = Input 01 = Output 
1 0 = LCD VD[1 3] 11= reserved 


00 


GPI14 


[29:28] 


00 = Input 01 = Output 
1 0 = LCD VD[1 4] 11= reserved 


00 


GPI15 


[31 :30] 


00 = Input 01 = Output 
1 0 = LCD VD[1 5] 11= reserved 


00 



ELECTRONICS 



10-23 



GPIO 



6410X_UM 



GPIDAT 


Bit 


Description 


GPI[15:0] 


[15:0] 


When the port is configured as input port, the corresponding bit is the pin state. 
When the port is configured as output port, the pin state is the same as the 
corresponding bit. When the port is configured as functional pin, the undefined 
value will be read. 



GPIPUD 


Bit 


Description 


GPI[n] 


[2n+1 :2n] 


00 = pull-up/down disabled 




n = 0~15 


01 = pull-down enabled 






10 = pull-up enabled 






1 1 = Reserved. 



GPISLPCON 


Bit 


Description 


Initial State 


GPI[n] 


[2n+1 :2n] 
n = 0~15 


00 = output 0 

01 = output 1 
1* = input 


GO 



GPIPUDSLP 


Bit 


Description 


GPI[n] 


[2n+1 :2n] 


00 = pull-up/down disabled 




n = 0~15 


01 = pull-down enabled 






10 = pull-up enabled 






1 1 = Reserved. 



NOTE 

1. 



When LCD Bypass mode is set (l\/IIFPC0N[3]=1) in sleep mode, GPISLPCON and GPIPUDSLP cannot control I port. 
Because in this case I port 10 cells are controlled by Host l/F block(Modem l/F block) and signals from K, L, M port 10 
cells. For more information, please refer to figure 10-3. 



^^^^^ 
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10.5.10 PORT J CONTROL REGISTERS 



There are five control registers including GPJCON, GPJDAT, and GPJPUD, GPJCONSLP and GPJPUDSLP in 
the Port J Control Registers. 



Register 


Address 


R/W 


Description 


Reset Value 


GPJCON 


0x7F008120 


R/W 


Port J Configuration Register 


0x00 


GPJDAT 


0x7F008124 


R/W 


Port J Data Register 


Undefined 


GPJPUD 


0X7F008128 


R/W 


Port J Pull-up/down Register 


0x00555555 


GPJCONSLP 


0X7F00812C 


R/W 


Port J Sleep mode Configuration Register 


0x0 


GPJPUDSLP 


0X7F008130 


R/W 


Port J Sleep mode Pull-up/down Register 


0x0 



GPJCON 


Bit 


Description 


Initial State 


GPJO 


[1:0] 


00 = Input 01 = Output 
1 0 = LCD VD[1 6] 11= reserved 


00 


GPJ1 


[3:2] 


00 = Input 01 = Output 
1 0 = LCD VD[1 7] 11= reserved 


00 


GPJ2 


[5:4] 


00 = Input 01 = Output 
1 0 = LCD VD[1 8] 11= reserved 


00 


GPJ3 


[7:6] 


00 = Input 01 = Output 
1 0 = LCD VD[1 9] 11= reserved 


00 


GPJ4 


[9:8] 


00 = Input 01 = Output 
1 0 = LCD VD[20] 1 1 = reserved 


00 


GPJ5 


[11:10] 


00 = Input 01 = Output 
1 0 = LCD VD[21 ] 1 1 = reserved 


00 


GPJ6 


[13:12] 


00 = Input 01 = Output 
1 0 = LCD VD[22] 1 1 = reserved 


00 


GPJ7 


[15:14] 


00 = Input 01 = Output 
1 0 = LCD VD[23] 1 1 = reserved 


00 


GPJ8 


[17:16] 


00 = Input 01 = Output 
1 0 = LCD HSYNC 1 1 = Reserved 


00 


GPJ9 


[19:18] 


00 = Input 01 = Output 
1 0 = LCD VSYNC 1 1 = Reserved 


00 


GPJ10 


[21 :20] 


00 = Input 01 = Output 
1 0 = LCD VDEN 1 1 = Reserved 


00 


GPJ11 


[23:22] 


00 = Input 01 = Output 
1 0 = LCD VCLK 1 1 = Reserved 


00 
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GPJDAT 


Bit 


Description 


GPJ[15:0] 


[11:0] 


When the port is configured as input port, the corresponding bit is the pin state. 
When the port is configured as output port, the pin state is the same as the 
corresponding bit. When the port is configured as functional pin, the undefined 
value will be read. 



GPJPUD 


Bit 


Description 


GPJ[n] 


[2n+1 :2n] 


00 = pull-up/down disabled 




n = 0~11 


01 = pull-down enabled 






10 = pull-up enabled 






1 1 = Reserved. 



GPJSLPCON 


Bit 


Description 


Initial State 


GPJ[n] 


[2n+1 :2n] 
n = 0~11 


00 = output 0 

01 = output 1 
1* = input 


00 



GPJPUDSLP 


Bit 


Description 


GPJ[n] 


[2n+1 :2n] 


00 = pull-up/down disabled 




n = 0~11 


01 = pull-down enabled 






10 = pull-up enabled 






1 1 = Reserved. 



NOTE: 

1. When LCD Bypass mode is set (l\/IIFPC0N[3]=1) in sleep mode, GPJSLPCON and GPJPUDSLP cannot control J port. 
Because in this case J port 10 cells are controlled by Host l/F block(Modem l/F block) and signals from K, L, M port 10 
cells. For more information, please refer to figure 10-3. 



^^^^^ 
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10.5.11 PORT K CONTROL REGISTERS 



There are four control registers including GPKCONO, GPKC0N1 , GPKDAT, and GPKPUD in the Port K Control 
Registers. GPKCONO, GPKC0N1 , GPKDAT and GPKPUD are alive part. 



Register 


Address 


R/W 


Description 


Reset Value 


GPKCONO 


0X7F008800 


R/W 


Port K Configuration Register 0 


0x22222222 


GPKG0N1 


0x7F008804 


R/W 


Port K Configuration Register 1 


0x22222222 


GPKDAT 


0X7F008808 


R/W 


Port K Data Register 


Undefined 


GPKPUD 


0X7F00880G 


R/W 


Port K Pull-up/down Register 


0x55555555 



GPKCONO 


Bit 


Description 


Initial State 


GPKO 


[3:0] 


0000 = Input 0001 = Output 
001 0 = Host l/F DATA[0] 001 1 = HSI RX READY 
01 00 = Reserved 01 01 = DATA_CF[0] 
0110 = Reserved 0111= Reserved 


0010 


GPK1 


[7:4] 


0000 = Input 0001 = Output 
001 0 = Host l/F DATA[1 ] 001 1 = HSI RX WAKE 
01 00 = Reserved 01 01 = DATA_CF[1 ] 
0110 = Reserved 0111= Reserved 


0010 


GPK2 


[11:8] 


0000 = Input 0001 = Output 
001 0 = Host l/F DATA[2] 001 1 = HSI RX FLAG 
01 00 = Reserved 01 01 = DATA_CF[2] 
0110 = Reserved 0111= Reserved 


0010 


GPK3 


[15:12] 


0000 = Input 0001 = Output 
001 0 = Host l/F DATA[3] 001 1 = HSI RX DATA 
01 00 = Reserved 01 01 = DATA_CF[3] 
0110 = Reserved 0111= Reserved 


0010 


GPK4 


[19:16] 


0000 = Input 0001 = Output 
001 0 = Host l/F DATA[4] 001 1 = HSI TX READY 
01 00 = Reserved 01 01 = DATA_CF[4] 
0110 = Reserved 0111= Reserved 


0010 


GPK5 


[23:20] 


0000 = Input 0001 = Output 
001 0 = Host l/F DATA[5] 001 1 = HSI TX WAKE 
01 00 = Reserved 01 01 = DATA_CF[5] 
0110 = Reserved 0111= Reserved 


0010 


GPK6 


[27:24] 


0000 = Input 0001 = Output 
001 0 = Host l/F DATA[6] 001 1 = HSI TX FLAG 
01 00 = Reserved 01 01 = DATA_CF[6] 
0110 = Reserved 0111= Reserved 


0010 


GPK7 


[31:28] 


0000 = Input 0001 = Output 
001 0 = Host l/F DATA[7] 001 1 = HSI TX DATA 
01 00 = Reserved 01 01 = DATA_CF[7] 
0110 = Reserved 0111= Reserved 


0010 
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GPKC0N1 


Bit 


Description 


Initial State 


GPK8 


[3:0] 


0000 = Input 0001 = Output 
001 0 = Host l/F DATA[8] 001 1 = Key pad ROW[0] 
01 00 = Reserved 01 01 = DATA_CF[8] 
0110 = Reserved 0111= Reserved 


0010 


GPK9 


[7:4] 


0000 = Input 0001 = Output 
0010 = Host l/F DATA[9] 001 1 = Key pad R0W[1] 
01 00 = Reserved 01 01 = DATA_CF[9] 
0110 = Reserved 0111= Reserved 


0010 


GPK10 


[11:8] 


0000 = Input 0001 = Output 
001 0 = Host l/F DATA[1 0] 001 1 = Key pad R0W[2] 
01 00 = Reserved 0101= DATA_CF[1 0] 
0110 = Reserved 0111= Reserved 


0010 


GPK11 


[15:12] 


0000 = Input 0001 = Output 
001 0 = Host l/F DATA[1 1 ] 001 1 = Key pad R0W[3] 
0100 = Reserved 0101 = DATA_CF[1 1] 
0110 = Reserved 0111= Reserved 


0010 


GPK12 


[19:16] 


0000 = Input 0001 = Output 
001 0 = Host l/F DATA[1 2] 001 1 = Key pad R0W[4] 
01 00 = Reserved 0101= DATA_CF[1 2] 
0110 = Reserved 0111= Reserved 


0010 


GPK13 


[23:20] 


0000 = Input 0001 = Output 
001 0 = Host l/F DATA[1 3] 001 1 = Key pad R0W[5] 
01 00 = Reserved 0101= DATA_CF[1 3] 
0110 = Reserved 0111= Reserved 


0010 


GPK14 


[27:24] 


0000 = Input 0001 = Output 
001 0 = Host l/F DATA[1 4] 001 1 = Key pad R0W[6] 
0100 = Reserved 0101 = DATA_CF[14] 
0110 = Reserved 0111= Reserved 


0010 


GPK15 


[31 :28] 


0000 = Input 0001 = Output 
001 0 = Host l/F DATA[1 5] 001 1 = Key pad R0W[7] 
01 00 = Reserved 0101= DATA_CF[1 5] 
0110 = Reserved 0111= Reserved 


0010 
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GPKDAT 


Bit 


Description 


GPK[15:0] 


[15:0] 


When the port is configured as input port, the corresponding bit is the pin state. 
When the port is configured as output port, the pin state is the same as the 
corresponding bit. When the port is configured as functional pin, the undefined 
value will be read. 



GPKPUD 


Bit 


Description 


GPK[n] 


[2n+1 :2n] 


00 = pull-up/down disabled 




n = 0-15 


01 = pull-down enabled 






10 = pull-up enabled 






1 1 = Reserved. 



^^^^^ 
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10.5.12 PORT L CONTROL REGISTERS 



There are four control registers including GPLCONO, GPLC0N1 , GPLDAT and GPLPUD, in the Port L Control 
Registers. GPLCONO, GPLC0N1 , GPLDAT and GPLPUD are alive part. 



Register 


Address 


R/W 


Description 


Reset Value 


GPLCONO 


0X7F008810 


R/W 


Port L Configuration Register 0 


0x22222222 


GPLC0N1 


0x7F008814 


R/W 


Port L Configuration Register 1 


0x02222222 


GPLDAT 


0X7F008818 


R/W 


Port L Data Register 


Undefined 


GPLPUD 


0X7F00881C 


R/W 


Port L Pull-up/down Register 


0x15555555 



GPLCONO 


Bit 


Description 


Initial State 


GPLO 


[3:0] 


0000 = Input 0001 = Output 
001 0 = Host l/F ADDR[0] 001 1 = Key pad COL[0] 
0100 = Reserved 0101 = Reserved 
0110 = ADDR_CF[0] 0111= Reserved 


0010 


GPL1 


[7:4] 


0000 = Input 0001 = Output 
001 0 = Host l/F ADDR[1 ] 001 1 = Key pad C0L[1 ] 
0100 = Reserved 0101 = Reserved 
0110 = ADDR_GF[1 ] 0111= Reserved 


0010 


GPL2 


[11:8] 


0000 = Input 0001 = Output 
001 0 = Host l/F ADDR[2] 001 1 = Key pad C0L[2] 
0100 = Reserved 0101 = Reserved 
0110 = ADDR_GF[2] 0111= Reserved 


0010 


GPL3 


[15:612 


0000 = Input 0001 = Output 
001 0 = Host l/F ADDR[3] 001 1 = Key pad C0L[3] 
0100 = Reserved 0101 = Reserved 
0110 = MEMOJNTata 0111= Reserved 


0010 


GPL4 


[19:16] 


0000 = Input 0001 = Output 
001 0 = Host l/F ADDR[4] 001 1 = Key pad C0L[4] 
0100 = Reserved 0101 = Reserved 
0110 = MEMO_RESETata 0111= Reserved 


0010 


GPL5 


[23:20] 


0000 = Input 0001 = Output 
001 0 = Host l/F ADDR[5] 001 1 = Key pad C0L[5] 
0100 = Reserved 0101 = Reserved 
0110 = MEMOJNPACKata 0111= Reserved 


0010 


GPL6 


[27:24] 


0000 = Input 0001 = Output 
001 0 = Host l/F ADDR[6] 001 1 = Key pad C0L[6] 
0100 = Reserved 0101 = Reserved 
0110 = MEMO_REGata 0111= Reserved 


0010 


GPL7 


[31 :28] 


0000 = Input 0001 = Output 
001 0 = Host l/F ADDR[7] 001 1 = Key pad C0L[7] 
0100 = Reserved 0101 = Reserved 
0110 = MEMO_CData 0111= Reserved 


0010 
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GPLC0N1 


Bit 


Description 


Initial State 


GPL8 


[3:0] 


0000 = Input 0001 = Output 
001 0 = Host l/F ADDR[8] 001 1 = Ext. Interrupt[1 6] 
0100 - Reserved 0101 - CE CFfOl 
0110 = Reserved 0111= Reserved 


0010 


GPL9 


[7:4] 


0000 = Input 0001 = Output 
001 0 = Host l/F ADDR[9] 001 1 = Ext. Interrupt [1 7] 
0100 = Reserved 0101 =CE CFfll 
0110 = Reserved 0111= Reserved 


0010 


GPL10 


[11:8] 


0000 = Input 0001 = Output 
001 0 = Host l/F ADDR[1 0] 001 1 = Ext. Interrupt [1 8] 
0100 = Reserved 0101 = lORD CF 
0110 = Reserved 0111= Reserved 


0010 


GPL11 


[15:12] 


0000 = Input 0001 = Output 
001 0 = Host l/F ADDR[1 1 ] 001 1 = Ext. Interrupt [1 9] 
0100 = Reserved 0101 = lOWR CF 
0110 = Reserved 0111= Reserved 


0010 


GPL12 


[19:16] 


0000 = Input 0001 = Output 
001 0 = Host l/F ADDR[1 2] 001 1 = Ext. Interrupt [20] 
0100 = Reserved 0101 = lORDY CF 
0110 = Reserved 0111= Reserved 


0010 


GPL13 


[23:20] 


0000 = Input 0001 = Output 
001 0 = Host l/F DATA[1 6] 001 1 = Ext. Interrupt [21 ] 
01 00 = Reserved 0101= Reserved 
0110 = Reserved 0111= Reserved 


0010 


GPL14 


[27:24] 


0000 = Input 0001 = Output 
001 0 = Host l/F DATA[1 7] 001 1 = Ext. Interrupt [22] 
01 00 = Reserved 0101= Reserved 
0110 = Reserved 0111= Reserved 


0010 
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GPLDAT 


Bit 


Description 


GPL[14:0] 


[14:0] 


When the port is configured as input port, the corresponding bit is the pin state. 
When the port is configured as output port, the pin state is the same as the 
corresponding bit. When the port is configured as functional pin, the undefined 
value will be read. 



GPLPUD 


Bit 


Description 


GPL[n] 


[2n+1 :2n] 


00 = pull-up/down disabled 




n = 0-14 


01 = pull-down enabled 






10 = pull-up enabled 






1 1 = Reserved. 



^^^^^ 
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10.5.13 PORT M CONTROL REGISTERS 



There are three control registers including GPMCON, GPMDAT and GPMPUD in the Port M Control Registers. 
GPMCON, GPMDAT and GPMPUD are alive part. 



Register 


Address 


R/W 


Description 


Reset Value 


GPMCON 


0x7F008820 


R/W 


Port M Configuration Register 


0x00222222 


GPMDAT 


0X7F008824 


R/W 


Port M Data Register 


Undefined 


GPMPUD 


0X7F008828 


R/W 


Port M Pull-up/down Register 


0X000002AA 



GPMCON 


Bit 


Description 


Initial State 


GPMO 


[3:0] 


0000 = Input 0001 = Output 

nnin - Hnqt I/F n^n nni 1 - Fyt IntprmntrP'^l 

\J\J \ \J — 1 IWOL 1/ 1 wO 1 1 \J\J \ \ — l_AL. II lid 1 U|JL[^OJ 

0100 = Reserved 0101 = Reserved 
0110 = CE_CF[0] 0111= Reserved 


0010 


GPM1 


[7:4] 


0000 = Input 0001 = Output 

nni n - HoQt l/F P.9n main 0011 - Fyt Intprriint rP41 
uu 1 u — nuol 1/ 1 ooi 1 1 1 iciii 1 uu i i — i^al. ii iici i u|jl [^"J 

0100 = Reserved 0101 = Reserved 
0110 = CE_CF[1] 0111 = Reserved 


0010 


GPM2 


[11:8] 


0000 = Input 0001 = Output 
0010 = Host l/F CSn sub 001 1 = Ext. Interrupt [25] 
0100 = Host l/F MDP VSYNC 0101 = Reserved 
0110 = IORD_CF 0111= Reserved 


0010 


GPM3 


[15:12] 


0000 = Input 0001 = Output 
001 0 = Host l/F WEn 001 1 = Ext. Interrupt [26] 
0100 = Reserved 0101 = Reserved 
0110 = IOWR_CF 0111= Reserved 


0010 


GPM4 


[19:16] 


0000 = Input 0001 = Output 
001 0 = Host l/F OEn 001 1 = Ext. Interrupt [27] 
0100 = Reserved 0101 = Reserved 
0110 = IORDY_CF 0111= Reserved 


0010 


GPM5 


[23:20] 


0000 = Input 0001 = Output 
001 0 = Host l/F INTRn 001 1 = CF Data Dir. 
0100 = Reserved 0101 = Reserved 
0110 = Reserved 0111= Reserved 


0010 




GPMDAT 


Bit 


Description 


GPM[5:0] 


[5:0] 


When the port is configured as input port, the corresponding bit is the pin state. When 
the port is configured as output port, the pin state is the same as the corresponding bit. 
When the port is configured as functional pin, the undefined value will be read. 



GPLPUD 


Bit 


Description 


GPM[n] 


[2n+1 :2n] 
n = 0-5 


00 = pull-up/down disabled 

01 = pull-down enabled 

10 = pull-up enabled 

1 1 = Reserved. 
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10.5.14 PORT N CONTROL REGISTERS 



There are three control registers including GPNCON, GPNDAT and GPNPUD in the Port N Control Registers. 
GPNCON, GPNDAT and GPNPUD are alive part. 



Register 


Address 


R/W 


Description 


Reset Vaiue 


GPNCON 


0X7F008830 


R/W 


Port N Configuration Register 


0x00 


GPNDAT 


0X7F008834 


R/W 


Port N Data Register 


Undefined 


GPNPUD 


0X7F008838 


R/W 


Port N Pull-up/down Register 


0x55555555 



GPNCON 


Bit 


Description 


Initial State 


GPNn 


n -ni 


nn — Inniit ni — Ontnnt 

1 0 = Ext. lnterrupt[0] 1 1 = Key pad ROW[0] 


nn 

UU 


nPM1 




nn — Inniit ni — Ontmit 

UU — lll|JUL U 1 — wUljJUl 

1 0 = Ext. Interrupt[1 ] 1 1 = Key pad R0W[1 ] 


nn 

UU 


nPNP 

vJI 1 1 




nn — Inniit ni — Ontmit 

UU — lll|JUL U 1 — WUL|JUL 

1 0 = Ext. Interrupt[2] 11 = Key pad R0W[2] 


nn 

UU 




[/ .DJ 


nn — Inniit ni — nntmit 

UU — lll|JUL U 1 — WUL|JUL 

1 0 = Ext. Interrupt[3] 1 1 = Key pad R0W[3] 


nn 

UU 


\J 1 1 NH- 




nn — Inniit ni — Ontmit 

UU — lll|JUL U 1 — WULIJUL 

1 0 = Ext. Interrupt[4] 1 1 = Key pad R0W[4] 


nn 

UU 


nPNS 

yjl \\\J 


n 1 -1 ni 

[1 1 . 1 UJ 


nn — Inniit ni — Ontmit 

UU — lll|JUL U 1 — WULIJUL 

1 0 = Ext. Interrupt[5] 1 1 = Key pad R0W[5] 


nn 

UU 




[ IvD. I^J 


nn — Inniit ni — nntmit 

UU — lll|JUL U 1 — WUL|JUL 

1 0 = Ext. Interrupt[6] 1 1 = Key pad R0W[6] 


nn 

UU 


GPN7 


ri^-i4i 

[ 1 O. 1 H-J 


on — Inniit 01 — Diitniit 

1 0 = Ext. Interrupt[7] 1 1 = Key pad R0W[7] 


nn 


GPN8 


[17:16] 


00 = Input 01 = Output 
1 0 = Ext. Interrupt[8] 1 1 = Reserved 


00 


GPN9 


[19:18] 


00 = Input 01 = Output 
10 = Ext. Interrupt[9] 1 1 = Reserved 


00 


GPN10 


[21 :20] 


00 = Input 01 = Output 
1 0 = Ext. Interrupt[1 0] 11= Reserved 


00 


GPN11 


[23:22] 


00 = Input 01 = Output 
10 = Ext. Interrupt[1 1] 1 1 = Reserved 


00 


GPN12 


[25:24] 


00 = Input 01 = Output 
10 = Ext. Interrupt[12] 1 1 = Reserved] 


00 


GPN13 


[27:26] 


00 = Input 01 = Output 
10 = Ext. Interrupt[13] 1 1 = Reserved 


00 


GPN14 


[29:28] 


00 = Input 01 = Output 
10 = Ext. Interrupt[14] 1 1 = Reserved 


00 


GPN15 


[31 :30] 


00 = Input 01 = Output 
10 = Ext. Interrupt[15] 1 1 = Reserved 


00 
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GPNDAT 


Bit 


Description 


GPN[15:0] 


[15:0] 


When the port is configured as input port, the corresponding bit is the pin state. 
When the port is configured as output port, the pin state is the same as the 
corresponding bit. When the port is configured as functional pin, the undefined 
value will be read. 



GPNPUD 


Bit 


Description 


GPN[n] 


[2n+1 :2n] 


00 = pull-up/down disabled 




n = 0-15 


01 = pull-down enabled 






10 = pull-up enabled 






1 1 = Reserved. 



^^^^^ 
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10.5.15 PORT O CONTROL REGISTERS 



There are five control registers including GPOCON, GPODAT, GPOPUD, POCONSLP and GPOPUDSLP in the 
Port O Control Registers. 



Register 


Address 


R/W 


Description 


Reset Value 


GPOCON 


0X7F008140 


R/W 


Port 0 Configuration Register 


OxAAAAAAAA 


GPODAT 


0X7F008144 


R/W 


Port 0 Data Register 


Undefined 


GPOPUD 


0X7F008148 


R/W 


Port 0 Pull-up/down Register 


0x0 


GPOCONSLP 


0X7F00814C 


R/W 


Port 0 Sleep mode Configuration Register 


0x0 


GPOPUDSLP 


0X7F008150 


R/W 


Port 0 Sleep mode Pull-up/down Register 


0x0 



GPOCON 


Bit 


Description 


Initial State 


npon 


n -ni 


nn — Inniit ni — Ontnnt 

1 0 = MEM0_nCS[2] 1 1 = Ext. Interrupt Group7[0] 


1 n 

1 u 


Or 1 




nn — Inniit ni — Oiitmit 
UU — liipUL U 1 — wUipUl 

1 0 = MEM0_nCS[3] 1 1 = Ext. Interrupt Group7 [1 ] 


1 n 

1 u 




r'=i-4i 


nn — Inniit ni — Ontmit 

UU — lll|JUL U 1 — WUL|JUL 

1 0 = MEM0_nCS[4] 1 1 = Ext. Interrupt Group7 [2] 


1 n 

1 u 


\Jr\JO 


ry-Ri 


nn — Inniit ni — Ontmit 

UU — llipUL U 1 — wUL|JUL 

1 0 = MEM0_nCS[5] 1 1 = Ext. Interrupt Group7 [3] 


1 n 

1 u 


Or wH- 


FQ-ftl 

[y.oj 


nn — Inniit ni — Oiitmit 
UU — liipUL U 1 — wUipUl 

10 = Reserved 1 1 = Ext. Interrupt Group7 [4] 


1 n 

1 u 


\Jr\J\j 


[1 1 . 1 UJ 


nn — Inniit ni — Ontmit 
UU — iiipuL U 1 — wUljJUl 

10 = Reserved 1 1 = Ext. Interrupt Group7 [5] 


1 n 

1 u 


O r K^yJ 


[ lO. I^J 


nn — Inniit ni — Outnut 

UU — II ipUL U 1 — WULIJUL 

1 0 = MEM0_ADDR[6] 1 1 = Ext. Interrupt Group7 [6] 


1 n 

1 u 


GP07 


[15:14] 


00 = Input 01 = Output 

1 0 = MEM0_ADDR[7] 1 1 = Ext. Interrupt Group7 [7] 


10 


GP08 


[17:16] 


00 = Input 01 = Output 

1 0 = MEM0_ADDR[8] 1 1 = Ext. Interrupt Group7 [8] 


10 


GP09 


[19:18] 


00 = Input 01 = Output 

1 0 = MEM0_ADDR[9] 1 1 = Ext. Interrupt Group7 [9] 


10 


GPO10 


[21 :20] 


00 = Input 01 = Output 

1 0 = MEM0_ADDR[1 0] 1 1 = Ext. Interrupt Group7 [1 0] 


10 


GP011 


[23:22] 


00 = Input 01 = Output 

10 = MEM0_ADDR[11] 11 = Ext. Interrupt Group7 [1 1] 


10 


GP012 


[25:24] 


00 = Input 01 = Output 

1 0 = MEM0_ADDR[1 2] 1 1 = Ext. Interrupt Group7 [1 2] 


10 


GP013 


[27:26] 


00 = Input 01 = Output 

1 0 = MEM0_ADDR[1 3] 1 1 = Ext. Interrupt Group7 [1 3] 


10 


GP014 


[29:28] 


00 = Input 01 = Output 

10 = MEM0_ADDR[14] 11 = Ext. Interrupt Group7 [14] 


10 


GP015 


[31 :30] 


00 = Input 01 = Output 

1 0 = MEM0_ADDR[1 5] 1 1 = Ext. Interrupt Group7 [1 5] 


10 
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GPODAT 


Bit 


Description 


GPO[15:0] 


[15:0] 


When the port is configured as input port, the corresponding bit is the pin state. 
When the port is configured as output port, the pin state is the same as the 
corresponding bit. When the port is configured as functional pin, the undefined 
value will be read. 



GPOPUD 


Bit 


Description 


GPO[n] 


[2n+1 :2n] 


00 = pull-up/down disabled 




n = 0-15 


01 = pull-down enabled 






10 = pull-up enabled 






1 1 = Reserved. 



GPOCONSLP 


Bit 


Description 


Initial State 


GPO[n] 


[2n+1 :2n] 
n^O-IS 


00 = output 0 

01 = output 1 

10 = input 

1 1 = Previous state 


00 




GPOPUDSLP 


Bit 


Description 


GPO[n] 


[2n+1 :2n] 
n = 0-15 


00 = pull-up/down disabled 

01 = pull-down enabled 

10 = pull-up enabled 

1 1 = Reserved. 



NOTES: 

1 . When the ports are set to memory interface signals, the pull-up/down are disabled 

2. When the ports are set to memory interface signals, their states are controlled by MEMOCONSTOP in stop mode and 
MEMOCONSLPO in sleep mode 



^^^^^ 
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10.5.16 PORT P CONTROL REGISTERS 



There are five control registers including GPPCON, GPPDAT, GPPPUD, GPPCONSLP and GPPPUDSLP in the 
Port P Control Registers. 



Register 


Address 


R/W 


Description 


Reset Vaiue 


GPPCON 


0X7F008160 


R/W 


Port P Configuration Register 


0X2AAAAAAA 


GPPDAT 


0x7F008164 


R/W 


Port P Data Register 


Undefined 


GPPPUD 


0X7F008168 


R/W 


Port P Pull-up/down Register 


0X1011AAA0 


GPPCONSLP 


0X7F00816C 


R/W 


Port P Sleep mode Configuration Register 


0x0 


GPPPUDSLP 


0X7F008170 


R/W 


Port P Sleep mode Pull-up/down Register 


0x0 



GPPCON 


Bit 


Description 


Initial State 




n -ni 


nn — Inniit ni — Ontnnt 

1 0 = MEMO_ADDRV 1 1 = Ext. Interrupt Group8[0] 


1 n 

1 u 


On n 1 




nn — Inniit ni — Oiitmit 
UU — liipUL U 1 — wUipUl 

1 0 = MEMO_SMCLK 1 1 = Ext. Interrupt Group8[1 ] 


1 n 

1 u 


RPP? 


r'=i-4i 


nn — Inniit ni — Ontmit 

UU — lll|JUL U 1 — WUL|JUL 

1 0 = MEMO_nWAIT 1 1 = Ext. Interrupt GroupS [2] 


1 n 

1 u 


yji 1 O 


ry-Ri 


nn — Inniit ni — Ontmit 

UU — llipUL U 1 — wUL|JUL 

1 0 = MEMO_RDYO_ALE 1 1 = Ext. Interrupt Group8 [3] 


1 n 

1 u 


\J r r H- 


FQ-ftl 

[y.oj 


nn — Inniit ni — Oiitmit 
UU — liipUL U 1 — wUipUL 

10 = MEM0_RDY1_CLE 1 1 = Ext. Interrupt GroupS [4] 


1 n 

1 u 


GPRS 


n 1 -101 


nn — Inniit 01 — Diitniit 

UU — II ipUL U 1 — wUL|o'UL 

1 0 = MEMO_INTsmO_FWE 1 1 = Ext. Interrupt GroupS [5] 


1 n 

1 u 


GPP6 


[13:12] 


00 = Input 01 = Output 

10 = MEM0JNTsm1_FRE 1 1 = Ext. Interrupt GroupS [6] 


10 


GPP7 


[15:14] 


00 = Input 01 = Output 

10 = MEMO_RPn_RnB 1 1 = Ext. Interrupt GroupS [7] 


10 


GPP8 


[17:16] 


00 = Input 01 = Output 

1 0 = MEMOJNTata 1 1 = Ext. Interrupt GroupS [S] 


10 


GPP9 


[19:18] 


00 = Input 01 = Output 

10 = MEMO_RESETata 1 1 = Ext. Interrupt GroupS [9] 


10 


GPP10 


[21 :20] 


00 = Input 01 = Output 

10 = MEMOJNPACKatal 1 = Ext. Interrupt GroupS [10] 


10 


GPP11 


[23:22] 


00 = Input 01 = Output 

1 0 = MEMO_REGata 1 1 = Ext. Interrupt GroupS [1 1 ] 


10 


GPP12 


[25:24] 


00 = Input 01 = Output 

1 0 = MEMO_WEata 1 1 = Ext. Interrupt GroupS [1 2] 


10 


GPP13 


[27:26] 


00 = Input 01 = Output 

1 0 = MEM0_OEata 1 1 = Ext. Interrupt GroupS [1 3] 


10 


GPP14 


[29:28] 


00 = Input 01 = Output 

10 = MEMO_CData 1 1 = Ext. Interrupt GroupS [14] 


10 
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GPPDAT 


Bit 


Description 


GPP[14:0] 


[14:0] 


When the port is configured as input port, the corresponding bit is the pin state. 
When the port is configured as output port, the pin state is the same as the 
corresponding bit. When the port is configured as functional pin, the undefined 
value will be read. 



GPPPUD 


Bit 


Description 


GPP[n] 


[2n+1 :2n] 


00 = pull-up/down disabled 




n = 0-14 


01 = pull-down enabled 






10 = pull-up enabled 






1 1 = Reserved. 



GPPCONSLP 


Bit 


Description 


Initial State 


GPP[n] 


[2n+1 :2n] 
n = 0'-14 


00 = output 0 

01 = output 1 

10 = input 

1 1 = Previuos state 


00 




GPPPUDSLP 


Bit 


Description 


GPP[n] 


[2n+1 :2n] 
n = 0-14 


00 = pull-up/down disabled 

01 = pull-down enabled 

10 = pull-up enabled 

1 1 = Reserved. 



NOTE: 

1 . When the ports are set to memory interface signals, their states are controlled by MEMOCONSTOP in stop mode, 
MEM0CONSLP1 in sleep mode 



^^^^^ 
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10.5.17 PORT Q CONTROL REGISTERS 



There are five control registers including GPQCON, GPQDAT, GPQPUD, GPQCONSLP and GPQPUDSLP in the 
Port Q Control Registers. 



Register 


Address 


R/W 


Description 


Reset Value 


GPQCON 


0X7F008180 


R/W 


Port 0 Configuration Register 


0x0002AAAA 


GPQDAT 


0x7F008184 


R/W 


Port 0 Data Register 


Undefined 


GPQPUD 


0X7F008188 


R/W 


Port 0 Pull-up/down Register 


0x0 


GPQCONSLP 


0X7F00818C 


R/W 


Port 0 Sleep mode Configuration Register 


0x0 


GPQPUDSLP 


0X7F008190 


R/W 


Port Q Sleep mode Pull-up/down Register 


0x0 



GPQCON 


Bit 


Description 


Initial State 


GPQO 


[1:0] 


00 = Input 01 = Output 

10 = MEM0_ADDR18 

1 1 = Ext. Interrupt Group9[0] 


10 


GPQ1 


[3:2] 


00 = Input 01 = Output 

10 = MEM0_ADDR19 

11 = Ext. Interrupt Group9[1] 


10 


GPQ2 


[5:4] 


00 = Input 01 = Output 

1 0 = Reserved 1 1 = Ext. Interrupt Group9 [2] 


10 


GPQ3 


[7:6] 


00 = Input 01 = Output 

1 0 = Reserved 1 1 = Ext. Interrupt Group9 [3] 


10 


GPQ4 


[9:8] 


00 = Input 01 = Output 

10 = Reserved 1 1 = Ext. Interrupt Group9 [4] 


10 


GPQ5 


[11:10] 


00 = Input 01 = Output 

10 = Reserved 1 1 = Ext. Interrupt Group9 [5] 


10 


GPQ6 


[13:12] 


00 = Input 01 = Output 

1 0 = Reserved 1 1 = Ext. Interrupt Group9 [6] 


10 


GPQ7 


[15:14] 


00 = Input 01 = Output 

10 = MEM0_ADDR17 

1 1 = Ext. Interrupt Group9 [7] 


10 


GPQ8 


[17:16] 


00 = Input 01 = Output 

10 = MEM0_ADDR16 

1 1 = Ext. Interrupt Group9 [8] 


10 




GPQDAT 


Bit 


Description 


GPQ[8:0] 


[8:0] 


When the port is configured as input port, the corresponding bit is the pin state. 
When the port is configured as output port, the pin state is the same as the 
corresponding bit. When the port is configured as functional pin, the undefined 
value will be read. 
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GPQPUD 


Bit 


Description 


GPQ[n] 


[2n+1 :2n] 


00 = pull-up/down disabled 




n = 0~8 


01 = pull-down enabled 






10 = pull-up enabled 






1 1 = Reserved. 



GPQCONSLP 


Bit 


Description 


Initial State 


GPQ[n] 


[2n+1 :2n] 
n = 0-8 


00 = output 0 

01 = output 1 

10 = input 

1 1 = Previous state 


00 




GPQPUDSLP 


Bit 


Description 


GPQ[n] 


[2n+1 :2n] 
n = 0~8 


00 = pull-up/down disabled 

01 = pull-down enabled 

10 = pull-up enabled 

1 1 = Reserved. 



NOTES: 

1 . When the ports are set to memory interface signals, their states are controlled by MEMOCONSTOP in stop mode, 
MEMOCONSLPO in sleep mode 

2. When When the ports GPQCON[3:0] and GPQCON[17:14] are set to memory interface signals, the pull-up/down are 
disabled 



^^^^^ 
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10.5.18 SPECIAL PORT CONTROL REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


SPCON 


0x7F0081A0 


R/W 


Special Port Control Register 


0xBFC11500 



SPCON 


Bit 


Description 


Initial State 


DRVCON_CAM 


[31 :30] 


CAMERA Port Drive strength 

00 = 2mA 01= 4mA 10 = 7mA 11= 9mA 


10 


DRVCON_HSSPI 


[29:28] 


HSSPI Port Drive strength 

00 = 2mA 01= 4mA 10 = 7mA 11= 9mA 


11 


DRVCON_HSMMC 


[27:26] 


HSMMC Port Drive strength 

00 = 2mA 01= 4mA 10 = 7mA 11= 9mA 


11 


DRVCON_LCD 


[25:24] 


LCD Port Drive strength 

00 = 2mA 01= 4mA 10 = 7mA 11= 9mA 


11 


DRVCON_MODEM 


[23:22] 


MODEM Port Drive strength 

00 = 2mA 01= 4mA 10 = 7mA 11= 9mA 


11 


Reserved 


[21] 


Reserved 


0 


nRSTOUT_OEN 


[20] 


Reset Out pin(XnRSTOUT) output enable 
0 = enable 1 = disable (hi-Z) 


0 


DRVC0N_SPICLK1 


[19:18] 


SPICLK[1] Port Drive strength 

00 = 2mA 01= 4mA 10 = 7mA 11= 9mA 


11 


MEM1_DQS_PUD 


[17:16] 


Memory Port 1 DOS pin pull-up/down control 
00 = disabled 01 = pull-down 
1 0 = pull-up 1 1 = Reserved 


01 


MEM1_D_PUD1 


[15:14] 


Memory Port 1 Data pin [31 :16] pull-up/down control 
00 = disabled 01 = pull-down 
1 0 = pull-up 1 1 = Reserved. 


00 


MEM1_D_PUD0 


[13:12] 


Should be set 1 


01 


Reserved 


[11:10] 


Reserved 




MEMO_D_PUD 


[9:8] 


Memory Port 0(ROM bank) Data pin pull-up/down control 
00 = disabled 01 = pull-down 
1 0 = pull-up 1 1 = Reserved. 


01 


USBH_DMPD 


[7] 


USB_Host DM Pull-down^' control 
0 = disable 1 = enable 


0 


USBH_DPPD 


[6] 


USB_Host DP Pull-down^' control 
0 = disable 1 = enable 


0 


USBH_PUSW2 


[5] 


USB_Host Pull-up^' switch2 is controlable when USB_PUSW1 
is on. 

0 = off 1 = on 


0 


USBH_PUSW1 


[4] 


USB_Host Pull-up^' switchi control 
0 = off 1 = on 


0 


USBH_SUSPND 


[3] 


Make USB Tranceiver PAD to enter suspend mode. 

0 = Normal mode 

1 = Suspend mode 


0 


Reserved 


[2] 


Reserved 


0 


LCD_SEL 


[1:0] 


Select LCD l/F pin configure 


00 
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00 = Host l/F style 01 = RGB l/F style 
1 0 = 601/656 sytle 1 1 = reserved. 





NOTES: 

1 . Pull-up resistance is 1 .2kohm. Refer to figure 1 0-2. 

2. Pull-up resistance is 0.5kohm. Refer to figure 1 0-2. 

3. Pull-down resistance is 20kohm. Refer to figure 1 0-2. 
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Pin 


LCD_SEL[1:0] 


00 


01 


10 


11 


XvVD[6:0] 


XvSYS_VD[6:0] 


XvRGBVD[6:0] 


VEN_DATA[6:0] 




XvVD[7] 


XvSYS_VD[7] 


XvRGBVD[7] 


VEN_DATA[7] 




XvVD[13:8] 


XvSYS_VD[13:8] 


XvRGBVD[13:8] 


V656_DATA[5:0] 




XvVD[15:14] 


XvSYS_VD[15:14] 


XvRGBVD[15:14] 


V656_DATA[7:6] 




XvVD[17:16] 


XvSYS_VD[17:16] 


XvRGBVD[17:16] 






XvVD[20:18] 




XvRGBVD[20:18] 






XvVD[21] 




XvRGBVD[21] 




Reserved 


XvVD[22] 


XvSYS_VSYNC_ldi 


XvRGBVD[22] 


V656_CLK 




XvVD[23] 


XvSYS_OEn 


XvRGBVD[23] 


VEN_FIELD 




XvHSYNC 


XvSYS_CSn_main 


XvHSYNC 


VEN_HSYNC 




XvVSYNC 


XvSYS_CSn_sub 


XvVSYNC 


VEN_VSYNC 




XvVDEN 


XvSYS_RS 


XvVDEN 


VEN_HREF 




XvVCLK 


XvSYS_WEn 


XvVCLK 


V601_CLK 





XuhDP 



XuhDM 



USB1.0 Tranceiver 




SW2 



SW1 



20K5 



-Q- 





20K5 



I- 



USBH PUSV\2 



USBH_PUSW1 
USBH DPPD 



USB host 
l/F 



USBH DMPD 



Figure 10-2. USB transceiver block diagram 
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Figure 10-3. Diagram of LCD bypass logic 
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10.5.19 MEMORY INTERFACE PIN CONFIGURATION REGISTER IN STOP MODE 



Register 


Address 


R/W 


Description 


Reset Value 


MEMOCONSTOP 


0X7F0081B0 


R/W 


Memory Port 0 Configuration Register 


0x0 


MEM1C0NST0P 


0x7F0081B4 


R/W 


Memory Port 1 Configuration Register 


0x0 





Rit 

Dll 




Initial Qtsito 


Reserved 


[31 :29] 


Reserved 


000 


MEMO_RESET 


[28] 


Memory port 0 RESET pin (XmORESET) Configure 
0 = Previous state 1 = Hi-Z 


0 


MEMO_RP 


[27] 


Memory port 0 RP pin (XmORP) Configure 

n Pro\/ir\i ic ctato 1 1— li-^ 

U — 1 icVIUUo oLd.Lt; 1 — m Z_ 


0 


MEMO_ADDRVLD 


[26] 


Memory port 0 ADDRVLD pin (XmOADDRVLD) Configure 

n Pro\/irM IC ctato 1 1— li-^ 

U — 1 loVIUUo oLclLt; 1 — m Z_ 


0 


MEMO_FREn 


[25] 


Memor port 0 FREn pin(XmOFREn) Configure 

U — 1 itJVIUUo oLclLt; 1 — m Z_ 


0 


MEMO_FWEn 


[24] 


Memor port 0 FWEn pin(XmOFWEn) Configure 
u — 1 itjviuub oLciLt? 1 — ni-z. 


0 


MEMO_CLE 


[23] 


Memor port 0 CLE pin(XmOCLE) Configure 
u — 1 itjviuub oLciLt? 1 — ni-z. 


0 


MEMO_ALE 


[22] 


Memor port 0 ALE pin(XmOALE) Configure 

n Pro\/irM IC ctato 1 1— li-^ 

U — r loVIUUo oLclLt; 1 — m Z_ 


0 


MEM0_OEn 


[21] 


Memory port 0 Output Enable pin (XmOOEn) Configure 

n Pro\/ir\i IC ctato "1 1— li-^ 

U — 1 itJVIUUo oLclLt; 1 — m Z_ 


0 




i^u. \ OJ 


IV/li ict k»Q ~7i^rr\ 
IVIUoL ZtJiU 


u 


MEMO_BEn 


[17] 


Memory port 0 BEn[1 :0] pin (XmOBEn[1 :0]) Configure 
u — 1 itjviuub bLd.Lt? 1 — ni-z. 


0 


MEMO_A 


[16] 


Memory portO Address pin (XmOADDR) Configure 
0 = Previous state 1 = Hi-Z 


0 


MEM0_ADDR19 


[15] 


Memory port 0 MEM0_ADDR19 pin (XmOADDR19) Configure 
0 = Previous state 1 = Hi-Z 


0 


MEM0_ADDR18 


[14] 


Memory port 0 MEM0_ADDR18 pin (XmOADDR18) Configure 
0 = Previous state 1 = Hi-Z 


0 


MEMO_WEn 


[13] 


Memory port 0 Write Enable pin (XmOWEn) Configure 
0 = Previous state 1 = Hi-Z 


0 


MEMO_CSn 


[12] 


Memory port 0 Chip Select pin (XmOCSn) Configure 
0 = Previous state 1 = Hi-Z 


0 


Reserved 


[11:7] 


Must be zero. 


00 


MEM0_ADDR17 


[6] 


Memory port 0 MEM0_ADDR17 pin (XmOADDR17) Configure 
0 = Previous state 1 = Hi-Z 


0 


MEM0_ADDR16 


[5] 


Memory port 0 MEM0_ADDR16 pin (XmOADDR16) Configure 
0 = Previous state 1 = Hi-Z 


0 
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MEMO_SMCLK 


[4] 


Memory port 0 SSMC Clock pin(XmOSMCLK) Configure 
0 = Previous state 1 = Hi-Z 


0 


Reserved 


[3:0] 


Reserved 


0000 




MEM1C0NST0P 


Bit 


Description 


Initial State 


Reserved 


[31:21] 


reserved 


0x0000 


MEM1_SCLKn 


[20] 


Memory port 1 SCLKn pin (XmlSCLKn) Configure 
0 = Previous state 1 = Hi-Z 


0 


MEM1_SCLK 


[19] 


Memory port 1 SCLK pin (XmlSCLK) Configure 
0 = Previous state 1 = Hi-Z 


0 


MEM1_CKE 


[18] 


Memory port 1 CKE pin (XmlCKE) Configure 
0 = Previous state 1 = Hi-Z 


0 


MEM1_DQM 


[17] 


Memory port 1 DQM pin (Xml DQM) Configure 
0 = Previous state 1 = Hi-Z 


0 


MEM1_A 


[16] 


Memory port 1 Address pin (Xml ADDR) Configure 
0 = Previous state 1 = Hi-Z 


0 


MEM1_CASn 


[15] 


Memory port 1 CAS pin (XmlCASn) Configure 
0 = Previous state 1 = Hi-Z 


0 


MEM1_RASn 


[14] 


Memory port 1 RAS pin (Xml RASn) Configure 
0 = Previous state 1 = Hi-Z 


0 


MEM1_WEn 


[13] 


Memory port 1 Write Enable pin (XmlWEn) Configure 
0 = Previous state 1 = Hi-Z 


0 


MEM1_CSn 


[12] 


Memory port 1 Chip Select pin (XmlCSn) Configure 
0 = Previous state 1 = Hi-Z 


0 


Reserved 


[11:0] 


Reserved 


00 
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10.5.20 MEMORY INTERFACE PIN CONFIGURATION REGISTER IN SLEEP MODE 



Register 


Address 


R/W 


Description 


Reset Value 


MEMOCONSLPO 


0X7F0081C0 


R/W 


Memory Port 0 pin Configuration Register 0 


0x0 


MEM0CONSLP1 


0X7F0081C4 


R/W 


Memory Port 0 pin Configuration Register 1 


0x0 


MEM1C0NSLP 


0X7F0081C8 


R/W 


Memory Port 1 pin Configuration Register 


0x0 



IVIEIUIOCONSLPO 


Bit 


Description 


Initial State 


Reserved 


[31 :30] 


Reserved 


00 


Reserved 


[29:28] 


Reserved 


00 


Reserved 


[27:26] 


Reserved 


00 


Reserved 


roc .o /1 1 

[25:24] 


Reserved 


00 


MEMO_BEn 


[23:22] 


Memory portO BEn[1 :0] pin (XmOBEn[1 :0]) Configure 
00 = output 0, 01 = output 1 
1x = output disable ( hi-Z ) 


00 


n\en\o_a 


[21 .20] 


Memory portO Address pin (XmOADDR) Configure 
00 = output 0, 01 = output 1 
1x = output disable ( hi-Z ) 


00 


l\/IEI\/IO_ADDR1 9 


[19.18J 


Memory portO Address pin (XmOADDRIQ) Configure 
00 = output 0, 01 = output 1 
1x = output disable ( hi-Z ) 


00 


MEM0_ADDR1 8 


[17.16] 


Memory portO Address pin (XmOADDRIS) Configure 
00 = output 0, 01 = output 1 
1x = output disable ( hi-Z ) 


00 


MEMO_WEn 


[15:14] 


Memory port 0 Write Enable pin (XmOWEn) Configure 
00 = output 0, 01 = output 1 
1x = output disable ( hi-Z ) 


00 


MEMO_CSn 


[13:12] 


Memory port 0 Chip Select pin (XmOCSn) Configure 
00 = output 0, 01 = output 1 
1x = output disable ( hi-Z ) 


00 


Reserved 


[11:8] 


Reserved 


0000 


MEM0_ADDR17 


[7:6] 


Memory portO Address pin (XmOADDR17)Configure 
00 = output 0, 01 = output 1 
1x = output disable ( hi-Z ) 


00 


MEM0_ADDR16 


[5:4] 


Memory portO Address pin (XmOADDR16)Configure 
00 = output 0, 01 = output 1 
1x = output disable ( hi-Z ) 


00 


MEMO_D 


[3:0] 


Memory Port 0 Data pin(XmODATA) Configure 

0000 = output 0 

0001 = output 1 

0100 = input (hi-Z) 

0101 = input pull-down enable 

0110 = inupt pull-up enable 

0111 = do not use 


0000 
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1 0xx = Previous state 





Note (1) GPQ[4:2] Should be use for GPIO. If not used, should be set 00 or 01 

(2) GPQ[6:5] Should be use for GPIO. If not used, should be set 0000 or 0001 



^^^^^ 
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MEM0CONSLP1 


Bit 


Description 


Initial State 


Reserved 


[31 :261 


Reserved 


0 


MEM0_nOEata 


[25:24] 


ATA l/F Output Enable pin(XmOOEata) Configure 
00 = output 0, 01 = output 1 
1x = input (pull-up) 


0 


MEMO_nWEata 


[23:22] 


ATA l/F Write enable pin(XmOWEata) Configure 
00 = output 0, 01 = output 1 
1x = input (pull-up) 


0 


MEMO_SMCLK 


[21 :20] 


ROM bank Clock pin(XmOSMCLK) Configure 
00 = output 0, 01 = output 1 
1x = input (pull-up) 


0 


MEMO_WAIT 


[19:18] 


ROM bank Wait pin(XmOWAITn) Configure 
00 = output 0, 01 = output 1 
1x = input (pull-up) 


0 


MEMO_REGata 


[17:16] 


Nand Flash RnB pin (XmOREGata) Configure 
00 = output 0, 01 = output 1 
1x = input (Hi-Z) 


0 


MEMO_RESETata 


[15:14] 


Memory port 0 RESET pin (XmORESETata) Configure 
00 = output 0, 01 = output 1 
1x = output disable ( hi-Z ) 


0 


MEMO_RP_RnB 


[13:12] 


Memory port 0 RP pin (XmORP) Configure 
00 = output 0, 01 = output 1 
1x = output disable ( hi-Z ) 


0 


MEMO_ADDRVLD 


[11:10] 


Memory port 0 ADDRVLD pin (XmOADDRVLD) Configure 
00 = output 0, 01 = output 1 
1x = output disable ( hi-Z ) 


0 


MEMO INTsmI F 
REn 


[9:8] 


Memor port 0 FREn pin(XmOINTsm1_FREn) Configure 
00 = output 0, 01 = output 1 
1x = output disable ( hi-Z ) 


0 


MEMO INTsmO F 
WEn 


[7:6] 


Memor port 0 FWEn pin(XmOINTsmO_FWEn) Configure 
00 = output 0, 01 = output 1 
1x = output disable ( hi-Z ) 


0 


MEMO_RDYO_CLE 


[5:4] 


Memor port 0 CLE pin(XmORDYO_CLE) Configure 
00 = output 0, 01 = output 1 
1x = output disable ( hi-Z ) 


0 


MEM0_RDY1_ALE 


[3:2] 


Memor port 0 ALE pin(XmORDY1_ALE) Configure 
00 = output 0, 01 = output 1 
1x = output disable ( hi-Z ) 


0 


MEM0_OEn 


[1:0] 


Memory port 0 Output Enable pin (XmOOEn) Configure 
00 = output 0, 01 = output 1 
1x = output disable ( hi-Z ) 


00 
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MEM1C0NSLP 


Bit 


Description 


Initial State 


neservea 


[o 1 .OUJ 


neservea 


uu 


MEM1_SCLKn 


[29:28] 


Memory port 1 SCLKn pin (XmlSCLKn) Configure 
00 = output 0, 01 = output 1 
IX = output aisaoie [ ni-z. ) 


00 


MEM1_SCLK 


[27:26] 


Memory port 1 SCLK pin (XmlSCLK) Configure 
00 = output 0, 01 = output 1 
IX = output QisaDie [ ni-z. ) 


00 


MEM1_CKE 


[25:24] 


Memory port 1 CKE pin (XmlCKE) Configure 
00 = output 0, 01 = output 1 
IX = output oisaDie ( ni-z. ) 


00 


MEM1_DQM 


[23:22] 


Memory port 1 DQM pin (Xml DQM) Configure 
00 = output 0, 01 = output 1 
IX = output oisaDie ( ni-z. ) 


00 


MEM1_A 


[21 ■20] 


Memory port 1 Address pin (Xml ADDR) Configure 
00 = output 0, 01 = output 1 
IX = output OisaDie \ ni-z. ) 


00 


MEM1_CASn 


[19:18] 


Memory port 1 CAS pin (XmlCASn) Configure 
00 = output 0, 01 = output 1 
IX = output aisauie \ ni-z. ) 


00 


MEM1_RASn 


[17:16] 


Memory port 1 RAS pin (Xml RASn) Configure 
00 = output 0, 01 = output 1 
1x = output disable ( hi-Z ) 


00 


MEM1_WEn 


[15:14] 


Memory port 1 Write Enable pin (Xml WEn) Configure 
00 = output 0, 01 = output 1 
1x = output disable ( hi-Z ) 


00 


MEM1_CSn 


[13:12] 


Memory port 1 Chip Select pin (XmlCSn) Configure 
00 = output 0, 01 = output 1 
1x = output disable ( hi-Z ) 


00 


MEM1_DQS 


[11:8] 


Memory port 1 DQS pin (Xml DQS) Configure 

0000 = output 0 0001 = output 1 

01 00 = input ( hi-Z ) 0101= input pull-down enable 

0110 = inupt pull-up enable 

0111 = do not use 

1 0xx = Previous state 


00 


MEM1_D1 


[7:4] 


Memory Port 1 Data pin[31 :1 6](Xm1 DATA[31 :1 6]) Configure 

0000 = output 0 0001 = output 1 

01 00 = input ( hi-Z ) 0101= input pull-down enable 

0110 = inupt pull-up enable 

0111 = do not use 

1 0xx = Previous state 


00 


MEM1_D0 


[3:0] 


Memory Port 1 Data pin[15:0](Xm1 DATA[15:0]) Configure 

0000 = output 0 0001 = output 1 

01 00 = input ( hi-Z ) 0101= input pull-down enable 

0110 = inupt pull-up enable 

0111 = do not use 

1 0xx = Previous state 


00 
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10.5.21 MEMORY INTERFACE DRIVE STRENGTH CONTROL REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


MEMODRVCON 


0X7F0081 DO 


R/W 


Memory Port 0 Drive strength Control Register 


0x10555551 


MEM1DRVC0N 


0x7F0081 D4 


R/W 


Memory Port 1 Drive strength Control Register 


0x555555 



IVIEIUIODRVCON 


Bit 


Description 


Initial State 


MEMO_CF 


[31 :30] 


Memory port 0 CF pin(XmOINTata, XmORESETata, 
XmOREGata, XmOWEata, XmOOEata, XmOCData) Configure 


00 


MEMO ADDRVLD 
RP 


[29:28] 


Memory port 0 ADDRVLD, RP pin (XmOADDRVLD, XmORP) 
Configure 


01 


MEMO_FWE_FRE 


[27:26] 


Memory port 0 FWEn, FREn pin (XmOFWEn, XmOFREn) 
Configure 


00 


— ti Ar\ All — ^11 — 

MEMO_ALE_CLE 


[25:24] 


Memory port 0 CLE, ALE pin (XmOCLE, XmOALE) Configure 


00 


Reserved 


[23:16] 


Reserved 




MEMO_A 


[15:14] 


Memory portO Address pin (XmOADDR) Configure 


01 


MEMO_BEn 


[13:12] 


Memory port 0 BEn pin (XmOBEn) Configure 


01 


MEM0_WEn_OEn 


[11:10] 


Memory port 0 Write Enable, Out Enable pin (XmOWEn, 
XmOOEn) Configure 


01 


MEM0_ADDR19_18 


[9:8] 


Memory portO Address pin (XmOADDR[19:18]) Configure 


01 


MEM0_CSn5_4 


[7:6] 


Memory port 0 Chip Select pin (XmOCSn[5:4]) Configure 


01 


MEM0_CSn3_0 


[5:4] 


Memory port 0 Chip Select pin (XmOCSn[3:0]) Configure 


01 


MEMO_NAND 


[3:2] 


Memory port 0 NAND pin(XmOSMCLK, XmORDYO ALE, 
XmORDY1_CLE, XmOINTsmO_FWEn, XmOINTsm1_FREn, 
XmORPn_RnB) Configure 


00 


MEM0_D15_0 


[1:0] 


Memory port 0 Data pin (XmODATA[15:0]) Configure 


01 



MEMODRVCON 


Bit 


Description 




[2n+1 :2n] 
n = 0-11 


In case of VDDmemO = 1 .8V 
00 = 3mA 01 = 7mA 
10 = 10mA 11 =13mA 

In case of VDDmemO = 2.5V 
00 = 4mA 01 = 9mA 
10 = 13mA 11 =18mA 
In case of VDDmemO = 3.3V 
00 = 5mA 01 =10mA 
10 = 16mA 11 =21mA 



10-52 



ELECTRONICS 



6410X_UM 



GPIO 



MEM1DRVCON 

IVI^IVI 1 ^/ll V ^^^^1^ 


Bit 


npQprintinn 


Initial ^tatp 


Rpqpr\/pr| 


R1 -241 


rpcpr\/prl 


0x00 


MEM1_SCLKn 


[23:22] 


Memory port 1 SCLKn pin (XmlSCLKn) Configure 


01 


MEM1_DQS 


[21 :20] 


Memory port 1 DQS pin (XmlDQS) Configure 


01 


MEM1_CKE 


[19:18] 


Memory port 1 CKE pin (XmlCKE) Configure 


01 


MEM1_SCLK 


[17:16] 


Memory port 1 SCLK pin (XmlSCLK) Configure 


01 


MEM1_A 


[15:14] 


Memory port 1 Address pin (Xm1 ADDR) Configure 


01 


MEM1_DQM 


[13:12] 


Memory port 1 DQM pin (Xm1 DQM) Configure 


01 


MEM1_WEn 


[11:10] 


Memory port 1 Write Enable pin (Xm1 WEn) Configure 


01 


MEM1_RASn_CAS 
n 


[9:8] 


Memory port 1 RAS, CAS pin (Xm1 RASn, XmlCASn) 
Configure 


01 


MEM1_CSn1 


[7:6] 


Memory port 1 Chip Select pin (Xm1CSn[1]) Configure 


01 


MEM1_CSnO 


[5:4] 


Memory port 1 Chip Select pin (Xm1CSn[0]) Configure 


01 


MEM1_D31_16 


[3:2] 


Memory port 1 Data pin (Xm1 DATA[31 :16]) Configure 


01 


MEM1_D15_0 


[1:0] 


Memory port 1 Data pin (Xm1 DATA[15:0]) Configure 


01 



MEM1DRVC0N 


Bit 


Description 




[2n+1 :2n] 


In case of VDDmemI = 1 .8V 




n = 0~11 


00 = 5mA 






01 = 10mA 






10 = 15mA 






1 1 = 20mA 






In case of VDDmemI = 2.5V 






00 = 7mA 






01 = 13mA 






10 = 20mA 






1 1 = 26mA 
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10.5.22 EXTERNAL INTERRUPT CONTROL REGISTERS 

External Interrupt is consists of 1 0 groups numbered from 0 to 9. Only external interrupt group 0 is used for wake- 
up source in Stop and Sleep mode. And, In idle mode, all interrupts can be wake-up source, the other groups of 
external interrupts also can be the sources. 

The following table is the list of external interrupt control registers. Group 0 has dedicated pins and each interrupt 
in this group can be controlled more detail than the other groups. For that, S3C6410 presents several registers for 
group 0 and they have bits for a pair of interrupt signals. In case of the other groups, there are several registers for 
these groups, but one register can control 2 or more groups. Digital filter count source of group 0 is 
FIN(Ext. Clock), and other group digital filter count is PCLK. 



Register 


Address 


R/W 


Description 


Reset Value 


EINTOCONO 


0x7F008900 

1 V-/ V-/ Km/ \m/ V-/ V-/ 


R/W 


ExtGrnal Interruot O^GrouoO^ Confiau ration Reaister 0 


0x0 


EINT0CON1 


0X7F008904 


R/W 


External Interrupt O(GroupO) Configuration Register 1 


0x0 


tIN 1 UrL 1 UUNU 


UX/rUUByi U 


H/VV 


External Interrupt O(GroupO) Filter Control Register 0 


UXU 


EINT0FLTCON1 


0X7F008914 


R/W 


External Interrupt O(GroupO) Filter Control Register 1 


0x0 


EINT0FLTCON2 


0X7F008918 


R/W 


External Interrupt O(GroupO) Filter Control Register 2 


0x0 


EINT0FLTCON3 


0X7F00891C 


R/W 


External Interrupt O(GroupO) Filter Control Register 3 


0x0 


EINTOMASK 


0x7F008920 


R/W 


External Interrupt O(GroupO) Mask Register 


OxOFFFFFFF 


EINTOPEND 


0X7F008924 


R/W 


External Interrupt O(GroupO) Pending Register 


0x0 


EINT12C0N 


Ox7F008200 


R/W 


External Interrupt 1 ,2(Group1 ,2) Configuration 
Register 


0x0 


EINT34CON 


0X7F008204 


R/W 


External Interrupt 3,4(Group3,4) Configuration 
Register 


0x0 


EINT56CON 


0x7F008208 


R/W 


External Interrupt 5,6(Group5,6) Configuration 
Register 


0x0 


tllN 1 /BOUN 


UX/ rUUOiiUO 


n/VV 


External Interrupt 7,8(Group7,8) Configuration 
Reaister 


UXU 


EINT9C0N 


Ox7F008210 


R/W 


External Interrupt 9(Group9) Configuration Register 


0x0 


EINT12FLTC0N 


0X7F008220 


R/W 


External Interrupt 1 ,2(Group1 ,2) Filter Control 
Register 


0x0 


EINT34FLTCON 


Ox7F008224 


R/W 


External Interrupt 3,4(Group3,4) Filter Control 
Register 


0x0 


EINT56FLTCON 


0X7F008228 


R/W 


External Interrupt 5,6(Group5,6) Filter Control 
Register 


0x0 


EINT78FLTCON 


0x7F00822C 


R/W 


External Interrupt 7,8(Group7,8) Filter Control 
Register 


0x0 


EINT9FLTC0N 


0x7F008230 


R/W 


External Interrupt 9(Group9) Filter Control Register 


0x0 


EINT12MASK 


0X7F008240 


R/W 


External Interrupt 1 ,2(Group1 ,2) Mask Register 


0X00FF7FFF 


EINT34MASK 


Ox7F008244 


R/W 


External Interrupt 3,4(Group3,4) Mask Register 


0x3FFF03FF 


EINT56MASK 


0X7F008248 


R/W 


External Interrupt 5,6(Group5,6) Mask Register 


0X03FF007F 


EINT78MASK 


0x7F00824C 


R/W 


External Interrupt 7,8(Group7,8) Mask Register 


0X7FFFFFFF 


EINT9MASK 


0X7F008250 


R/W 


External Interrupt 9(Group9) Mask Register 


0x000001 FF 


EINT12PEND 


0X7F008260 


R/W 


External Interrupt 1 ,2(Group1 ,2) Pending Register 


0x0 


EINT34PEND 


0X7F008264 


R/W 


External Interrupt 3,4(Group3,4) Pending Register 


0x0 


EINT56PEND 


0X7F008268 


R/W 


External Interrupt 5,6(Group5,6) Pending Register 


0x0 
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EINT78PEND 


0X7F00826C 


R/W 


External Interrupt 7,8(Group7,8) Pending Register 


0x0 


EINT9PEND 


0x7F008270 


R/W 


External Interrupt 9(Group9) Pending Register 


0x0 


PRIORITY 


0X7F008280 


R/W 


Priority Control Register 


OxSFF 


SERVICE 


0x7F008284 


R 


Current Service Register 


0x00 


SERVICEPEND 


0X7F008288 


R/W 


Current Service Pending Register 


0x00 



^^^^^ 
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EINTOCONO 


Bit 


Description 


Initial State 


Reserved 


[31] 


Reserved 


0 


EINT15, 14 


[30:28] 


Setting the signaling method of the EINT15 and EINT14. 
000 = Low level 001 = High level 
01 X = Falling edge triggered 1 0x = Rising edge triggered 
1 1x = Both edge triggered 


000 


Reserved 


[27] 


Reserved 


0 


EINT13, 12 


[26:24] 


Setting the signaling method of the EINT13 and EINT12. 
000 = Low level 001 = High level 
01 X = Falling edge triggered 1 0x = Rising edge triggered 
1 1x = Both edge triggered 


000 


Reserved 


[23] 


Reserved 


0 


EINT11, 10 


[22:20] 


Setting the signaling method of the EINT1 1 and EINT1 0. 
000 = Low level 001 = High level 
01 X = Falling edge triggered 1 0x = Rising edge triggered 
1 1x = Both edge triggered 


000 


Reserved 


[19] 


Reserved 


0 


EINT9, 8 


[18:16] 


Setting the signaling method of the EINT9 and EINT8. 
000 = Low level 001 = High level 
01 X = Falling edge triggered 1 0x = Rising edge triggered 
1 1x = Both edge triggered 


000 


Reserved 


[15] 


Reserved 


0 


EINT7, 6 


[14:12] 


Setting the signaling method of the EINT7 and EINT6. 
000 = Low level 001 = High level 
01 X = Falling edge triggered 1 0x = Rising edge triggered 
1 1x = Both edge triggered 


000 


Reserved 


[11] 


Reserved 


0 


EINT5, 4 


[10:8] 


Setting the signaling method of the EINT5 and EINT4. 
000 = Low level 001 = High level 
01 X = Falling edge triggered 1 0x = Rising edge triggered 
1 1x = Both edge triggered 


000 


Reserved 


[7] 


Reserved 


0 


EINT3, 2 


[6:4] 


Setting the signaling method of the EINT3 and EINT2 
000 = Low level 001 = High level 
01 X = Falling edge triggered 1 0x = Rising edge triggered 
1 1x = Both edge triggered 


000 


Reserved 


[3] 


Reserved 


0 


EINT1, 0 


[2:0] 


Setting the signaling method of the EINTO and EINT1 
000 = Low level 001 = High level 
01 X = Falling edge triggered 1 0x = Rising edge triggered 
1 1x = Both edge triggered 


000 
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EINT0CON1 


Bit 


Description 


Initial State 


Reserved 


[31:23] 


Reserved 


000000000 


EINT27, 26 


[22:20] 


Setting the signaling method of the EINT27 and EINT26. 
000 = Low level 001 = High level 
01 X = Falling edge triggered 1 0x = Rising edge triggered 
1 1x = Both edge triggered 


000 


Reserved 


[19] 


Reserved 


0 


EINT25, 24 


[18:16] 


Setting the signaling method of the EINT25 and EINT24. 
000 = Low level 001 = High level 
01 X = Falling edge triggered 1 0x = Rising edge triggered 
1 1x = Both edge triggered 


000 


Reserved 


[15] 


Reserved 


0 


EINT23, 22 


[14:12] 


Setting the signaling method of the EINT23 and EINT22. 
000 = Low level 001 = High level 
01 X = Falling edge triggered 1 0x = Rising edge triggered 
1 1x = Both edge triggered 


000 


Reserved 


[11] 


Reserved 


0 


EINT21, 20 


[10:8] 


Setting the signaling method of the EINT21 and EINT20. 
000 = Low level 001 = High level 
01 X = Falling edge triggered 1 0x = Rising edge triggered 
1 1x = Both edge triggered 


000 


Reserved 


[7] 


Reserved 


0 


EINT19, 18 


[6:4] 


Setting the signaling method of the EINT19 and EINT18. 
000 = Low level 001 = High level 
01 X = Falling edge triggered 1 0x = Rising edge triggered 
1 1x = Both edge triggered 


000 


Reserved 


[3] 


Reserved 


0 


EINT17, 16 


[2:0] 


Setting the signaling method of the EINT17 and EINT16. 
000 = Low level 001 = High level 
01 X = Falling edge triggered 1 0x = Rising edge triggered 
1 1x = Both edge triggered 


000 
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bIN 1 UrL 1 UUNU 


Dit 


Description 


Initial State 


FLTEN 


[31] 


Filter Enable for EINT6, 7 

0 = disables 1 = enabled 


0 


FLTSEL 


[30] 


Filter Selection for EINT6, 7 

0 = delay filter 1 = digital filter(clock count) 


0 


EINT6, 7 


[29:24] 


Filtering width of EINT6, 7 

This value is valid when FLTSEL is 1 . 


000 


FLTEN 


[23] 


Filter Enable for EINT4, 5 

0 = disables 1 = enabled 


0 


FLTSEL 


[22] 


Filter Selection for EINT4, 5 

0 = delay filter 1 = digital filter(clock count) 


0 


EINT4, 5 


[21:16] 


Filtering width of EINT4, 5 

This value is valid when FLTSEL is 1 . 


000 


FLTEN 


[15] 


Filter Enable for EINT2, 3 

0 = disables 1 = enabled 


0 


FLTSEL 


[14] 


Filter Selection for EINT2, 3 

u = aeiay Tiiter 1 = aigitai Tiiter^ciocK count; 


0 


EINT2, 3 


[13:8] 


Filtering width of EINT2, 3 

This value is valid when FLTSEL is 1 . 


000 


FLTEN 


[7] 


Filter Enable for EINTO, 1 

0 = disables 1 = enabled 


0 


FLTSEL 


[6] 


Filter Selection for EINTO, 1 

0 = delay filter 1 = digital filter(clock count) 


0 


EINTO, 1 


[5:0] 


Filtering width of EINTO, 1 

This value is valid when FLTSEL is 1 . 


000 
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^^^^^ 



ELECTRONICS 



6410X_UM 



GPIO 



bIN 1 UrL 1 


Dit 


Description 


Initial State 


FLTEN 


[31] 


Filter Enable EINT1 4, 15 

0 = disables 1 = enabled 


0 


FLTSEL 


[30] 


Filter Selection for EINT 14, 15 

0 = delay filter 1 = digital filter(clock count) 


0 


EINT14, 15 


[29:24] 


Filtering width of EINT14, 15 

This value is valid when FLTSEL is 1 . 


000 


FLTEN 


[23] 


Filter Enable for EINT 12, 13 

0 = disables 1 = enabled 


0 


FLTSEL 


[22] 


Filter Selection for EINT 12, 13 

0 = delay filter 1 = digital filter(clock count) 


0 


EINT12, 13 


[21:16] 


Filtering width of EINT12, 13 

This value is valid when FLTSEL is 1 . 


000 


FLTEN 


[15] 


Filter Enable for EINT 10, 11 

0 = disables 1 = enabled 


0 


FLTSEL 


[14] 


Filter Selection for EINT 1 0, 1 1 

u = aeiay Tiiter 1 = aigitai Tiiter^ciocK count; 


0 


EINT10, 11 


[13:8] 


Filtering width of EINT10, 11 

This value is valid when FLTSEL is 1 . 


000 


FLTEN 


[7] 


Filter Enable for EINT 8, 9 

0 = disables 1 = enabled 


0 


FLTSEL 


[6] 


Filter Selection for EINT 8, 9 

0 = delay filter 1 = digital filter(clock count) 


0 


EINT8, 9 


[5:0] 


Filtering width of EINT8, 9 

This value is valid when FLTSEL is 1 . 


000 



^^^^^ 
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GPIO 



6410X_UM 



bIN 1 UrL 1 UUNz 


Dit 


Description 


Initial State 


FLTEN 


[31] 


Filter Enable for EINT 22, 23 

0 = disables 1 = enabled 


0 


FLTSEL 


[30] 


Filter Selection for EINT 22, 23 

0 = delay filter 1 = digital filter(clock count) 


0 


EINT22, 23 


[29:24] 


Filtering width of EINT22, 23 

This value is valid when FLTSEL is 1 . 


000 


FLTEN 


[23] 


Filter Enable for EINT20, 21 

0 = disables 1 = enabled 


0 


FLTSEL 


[22] 


Filter Selection for EINT20, 21 

0 = delay filter 1 = digital filter(clock count) 


0 


EINT20, 21 


[21:16] 


Filtering width of EINT20, 21 

This value is valid when FLTSEL is 1 . 


000 


FLTEN 


[15] 


Filter Enable for EINT18, 19 

0 = disables 1 = enabled 


0 


FLTSEL 


[14] 


Filter Selection for EINT1 8, 1 9 

u = aeiay Tiiter 1 = aigitai Tiiter^ciocK count; 


0 


EINT18, 19 


[13:8] 


Filtering width of EINT18, 19 

This value is valid when FLTSEL is 1 . 


000 


FLTEN 


[7] 


Filter Enable for EINT16, 17 

0 = disables 1 = enabled 


0 


FLTSEL 


[6] 


Filter Selection for EINT1 6, 1 7 

0 = delay filter 1 = digital filter(clock count) 


0 


EINT16, 17 


[5:0] 


Filtering width of EINT16, 17 

This value is valid when FLTSEL is 1 . 


000 



EINT0FLTCON3 


Bit 


Description 


Initial State 


FLTEN 


[15] 


Filter Enable for EINT26, 27 

0 = disables 1 = enabled 


0 


FLTSEL 


[14] 


Filter Selection for EINT26, 27 

0 = delay filter 1 = digital filter(clock count) 


0 


EINT26, 27 


[13:8] 


Filtering width of EINT26, 27 

This value is valid when FLTSEL is 1 . 


000 


FLTEN 


[7] 


Filter Enable for EINT24, 25 

0 = disables 1 = enabled 


0 


FLTSEL 


[6] 


Filter Selection for EINT24, 25 

0 = delay filter 1 = digital filter(clock count) 


0 


EINT24, 25 


[5:0] 


Filtering width of EINT24, 25 

This value is valid when FLTSEL is 1 . 


000 
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ELECTRONICS 



6410X_UM 



GPIO 



EINTOMASK 


Bit 


npQprintinn 


Initial ^tatp 


EINT27 


[271 


n — Fnahlp Intprriint 1— M?i<^kprl 

\J — 1 — 1 IClk^l^ II ll^l 1 Ul^/L 1 — lvlClOi\0*J 




EINT26 


[261 


0 — Enahip Intprrunt 1— Ma^^kpd 

\j — ^1 icikyiw II ii^i 1 uk^L 1 — ivicior\^v<i 




EINT25 


[251 


0 — Enahip Intprrunt 1— Ma^^kpd 

\j — ^1 icikyiw II iiwi 1 mi^L 1 — ivicior\^v<i 




EINT24 


[241 


0 — Enablp Intprrunt 1— Ma^^kpd 

\J — ^1 Idkyl^ II ll^l 1 U|k^L 1 — IVIClOl\W*J 




EINT23 


[2S1 


n — Fnahip Intprrunt 1— Mp<^kprl 

\J — 1 — 1 Idk^l^ II ll^l 1 Ul^/L 1 — lvlClOi\0*J 




EINT22 


[221 


n — Fnahip Intprrunt 1— Mp<^kprl 

\J — 1 — 1 Idk^l^ II ll^l 1 Ul^/L 1 — lvlClOi\W*J 




EINT21 


[211 


0 — Enahip Intprrunt 1— Ma^kpd 

\j — ^1 icikyi^ II iiwi 1 mi^L 1 — ivicior\^v<i 




EINT20 


[201 


0 — Enahip Intprrunt 1— Ma<^kpd 

\j — ^1 icikyi^ II iiwi 1 mi^L 1 — ivicior\^v<i 




EINT19 


[191 


0 — Enablp Intprrunt 1— Ma^^kpd 

\J — ^1 IClkyl^ II ll^l 1 U|k^L 1 — IVIClOl\^V<l 




EINT18 


[181 


n — Fnahip Intprrunt 1— M?i<^kpd 

\J — 1 — 1 Idk^l^ II ll^l 1 Ul^/L 1 — lvldOi\0*J 




EINT17 


[171 
L ' ' J 


n — Fnahip Intprrunt 1— Mp<^kpd 

\J — 1 — 1 Idk^l^ II ll^l 1 Ul^/L 1 — lvldOi\W*J 




EINT16 


[161 
L ' "J 


0 — Enahip Intprrunt 1— Ma<^kpd 

\J — ^1 Idkyl^ II llWl 1 mi^L 1 — IVIdOlx^V*! 




EINT15 


[151 


0 — Enahip Intprrunt 1— Ma^kpd 

\J — ^1 IdkylW II llWl 1 mk^L 1 — IVIdOlx^V*! 




EINT14 


[141 


n — Fnahip Intprrunt 1— Mp<^kpd 

\J — 1 — 1 Idk^l^ II ll^l 1 Ul^/L 1 — lvldOi\^*J 




EINT13 


[131 


n — Fnahip Intprrunt 1— Mp<^kpd 

\J — 1 — 1 Idk^l^ II ll^l 1 Ul^/L 1 — lvldOi\^*J 




EINT12 


[121 


0 — Enahip Intprrunt 1— Ma<^kpd 

\j — ^1 idkyi^ II iiwi 1 mi^L 1 — ividor\^v<i 




EINT1 1 


[111 
L ' ' J 


0 — Enahip Intprrunt 1— Ma<^kpd 

\j — ^1 idkyi^ II iiwi 1 mi^L 1 — ividor\^v<i 




EINT10 


[101 


0 — Enahip Intprrunt 1— Ma^kpd 

\j — ^1 idkyi^ II iiwi 1 mi^L 1 — ividor\^v<i 




EINT9 


[91 
L^J 


n — Fnahip Intprrunt 1— Mp<^kpd 

\J — 1 — 1 Idk^l^ II ll^l 1 Ul^/L 1 — lvldOi\0*J 




EINT8 


[81 
L^J 


n — Fnahip Intprrunt 1— Mp<^kpd 

\J — 1 — 1 Idk^l^ II IIOI 1 Ul^/L 1 — lvldOi\^*J 




EINT7 


[71 
L' J 


0 = Enable Interrunt 1= Masked 




EINT6 


[6] 


0 = Enable Interrupt 1= Masked 




EINT5 


[5] 


0 = Enable Interrupt 1= Masked 




EINT4 


[4] 


0 = Enable Interrupt 1= Masked 




EINT3 


[3] 


0 = Enable Interrupt 1= Masked 




EINT2 


[2] 


0 = Enable Interrupt 1= Masked 




EINT1 


[1] 


0 = Enable Interrupt 1= Masked 




EINTO 


[0] 


0 = Enable Interrupt 1= Masked 
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GPIO 



6410X_UM 



EINTOPEND 


Bit 


Description 


Initial ^tatp 


EINT27 


[271 


U — INUl UL/L/UI 


1 — Oppi ir intprn int 

1— WL/L/UI llllC7llU|Jl 


n 


EINT26 


[261 


f) _ Mnt nppi ir 

\J — IN\JL wL/L/UI 


1 — Oppi ir intprri int 

1 — WL/L/Ul 11 lid 1 U|Jl 


0 


EINT25 


[251 


f) _ Mnt nppi ir 


1 — Oppi ir intprri int 
1 — WL/L/Ui 11 iici 1 upi 


0 


EINT24 


[241 


n _ Mnt nppi ir 

U — INUl UL/L/UI 


1 — Oppi ir intprri ir^t 

1— WUUUI llllC7llU|Jl 


0 


EINT23 


[2S1 


f) _ Mnt nrr*! ir 

U — INUl UL/L/UI 


1 — Oppi ir intprri int 

1— WL/L/UI llllC7llU|Jl 


n 


EINT22 


[221 


n _ Mnt nrr*! ir 

U — INUl UL/L/UI 


1 — Oppi ir intprri int 

1— WL/L/UI II 1 lUI 1 U|Jl 


n 


EINT21 


[211 


f) _ Mnt nppi ir 


1 — Oppi ir intprri int 

1 — WL/L/Ul 11 lid 1 U|Jl 


0 


EINT20 


[201 


f) _ Mnt nppi ir 

U — INUl ULrOUl 


1 — Oppi ir intprri int 

1 — WL/L/Ul 11 lid 1 U|Jl 


0 


EINT19 


[191 


n _ Mnt oppi ir 

U — INUl UL/L/UI 


1 — Oppi ir intprri int 

1— WL/L/UI llllC7llU|Jl 


0 


EINT18 


[181 


n _ Mnt nppi ir 

U — INUl UL/L/UI 


1 — Oppi ir intprri int 

1— WL/L/UI llllC7llU|Jl 


n 


EINT17 


[171 


n _ Mnt nppi ir 

U — INUl UL/L/UI 


1 — Oppi ir intprri int 

1— WL/L/UI llllC7llU|Jl 


n 


EINT16 


[161 


f) _ Mnt nppi ir 

\J — INUL UL/L/UI 


1 — Oppi ir intprri int 
1 — WL/L/Ui 11 lid 1 upi 


0 


EINT15 


[151 


n — Mnt nrr*! ir 

U — INUl UL/UUI 


1 — Oppi ir intprri int 
1— WL/L/UI iiiiuiiupi 


0 


EINT14 


[141 


n _ Mnt oppi ir 

U — INUl UL/L/UI 


1 — Oppi ir intprri int 

1— WL/L/UI llllC7llU|Jl 


n 


EINT13 


[131 


n _ Mnt oppi ir 

U — INUl UL/L/UI 


1 — Oppi ir intprri int 

1— WL/L/UI llllC7llU|Jl 


n 


EINT12 


[121 


f) _ Mnt nppi ir 

L/ — INUl UL/L/UI 


1 — Oppi ir intprri int 

1 — WL/L/Ul 11 lid 1 U|Jl 


0 


EINT1 1 


[111 
L ' ' J 


f) _ Mnt nppi ir 

\J — INUl UL/L/UI 


1 — Oppi ir intprri int 
1 — WL/L/Ui 11 lid 1 upi 


0 


EINT10 


[101 


n — Mnt nrr*! ir 

U — INUl UUUUI 


1 — Oppi ir intprri int 

1— WUUUI IIIIUIIU|JI 


0 


EINT9 


[91 
L^J 


n _ Mnt nppi ir 

U — INUl UL/L/UI 


1 — Oppi ir intprri int 

1— WL/L/UI IIIIUIIU|JI 


n 


El NTS 


[81 
L^J 


n — Not nm ir 


1— Oppiir intprriint 

1 — V^OOUI II IIOI 1 Ujo/L 


n 


EINT7 


[71 


0 = Not occur 


1= Occur interrupt 


0 


EINT6 


[6] 


0 = Not occur 


1= Occur interrupt 


0 


EINT5 


[5] 


0 = Not occur 


1= Occur interrupt 


0 


EINT4 


[4] 


0 = Not occur 


1= Occur interrupt 


0 


EINT3 


[3] 


0 = Not occur 


1= Occur interrupt 


0 


EINT2 


[2] 


0 = Not occur 


1= Occur interrupt 


0 


EINT1 


[1] 


0 = Not occur 


1= Occur interrupt 


0 


EINTO 


[0] 


0 = Not occur 


1= Occur interrupt 


0 



NOTES: 1 . Each bit is cleared by writing "1 " 

2. EINT0~27 of GroupO are wake-up source in stop and sleep mode. 

3. When EINT0~27 are used as wake-up sources, EINT_mask(System controller register) must be set un-mask 
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ELECTRONICS 



6410X_UM 



GPIO 



EINT12C0N 


Bit 


Description 


Initial State 


Reserved 


[31:23] 


Reserved 


0 


EINT2[7:4] 


[22:20] 


Setting the signaling method of the EINT2[7:4]. 

000 = Low level 001 = High level 

01 X = Falling edge triggered 1 0x = Rising edge triggered 

1 1x = Both edge triggered 


000 


Reserved 


[19] 


Reserved 


0 


EINT2[3:0] 


[18:16] 


Setting the signaling method of the EINT2[3:0]. 

000 = Low level 001 = High level 

01 X = Falling edge triggered 1 0x = Rising edge triggered 

1 1x = Both edge triggered 


000 


Reserved 


[15] 


Reserved 


0 


EINT1[14:12] 


[14:12] 


Setting the signaling method of the EINT1[14:12]. 

000 = Low level 001 = High level 

01 X = Falling edge triggered 1 0x = Rising edge triggered 

1 1x = Both edge triggered 


000 


Reserved 


[11] 


Reserved 


0 


EINT1[11:8] 


[10:8] 


Setting the signaling method of the EINT1 [1 1 :8]. 

000 = Low level 001 = High level 

01 X = Falling edge triggered 1 0x = Rising edge triggered 

1 1x = Both edge triggered 


000 


Reserved 


[7] 


Reserved 


0 


EINT1[7:4] 


[6:4] 


Setting the signaling method of the EINT1 [7:4]. 

000 = Low level 001 = High level 

01 X = Falling edge triggered 1 0x = Rising edge triggered 

1 1x = Both edge triggered 


000 


Reserved 


[3] 


Reserved 


0 


EINT1[3:0] 


[2:0] 


Setting the signaling method of the EINT1 [3:0]. 

000 = Low level 001 = High level 

01 X = Falling edge triggered 1 0x = Rising edge triggered 

1 1x = Both edge triggered 


000 
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GPIO 



6410X_UM 



EINT34CON 


Bit 


Description 


Initial State 


Reserved 


[31] 


Reserved 


0 


EINT4[13:12] 


[30:28] 


Setting the signaling method of the EINT4[13:12]. 

000 = Low level 001 = High level 

01 X = Falling edge triggered 1 0x = Rising edge triggered 

1 1x = Both edge triggered 


000 


Reserved 


[27] 


Reserved 


0 


EINT4[11:8] 


[26:24] 


Setting the signaling method of the EINT4[1 1 :8]. 

000 = Low level 001 = High level 

01 X = Falling edge triggered 1 0x = Rising edge triggered 

1 1x = Both edge triggered 


000 


Reserved 


[23] 


Reserved 


0 


EINT4[7:4] 


[22:20] 


Setting the signaling method of the EINT4[7:4]. 

000 = Low level 001 = High level 

01 X = Falling edge triggered lOx = Rising edge triggered 

1 1x = Both edge triggered 


000 


Reserved 


[19] 


Reserved 


0 


EINT4[3:0] 


[18:16] 


Setting the signaling method of the EINT4[3:0]. 

000 = Low level 001 = High level 

01 X = Falling edge triggered lOx = Rising edge triggered 

1 1x = Both edge triggered 


000 


Reserved 


[15:8] 


Reserved 


0x00 


Reserved 


[7] 


Reserved 


0 


EINT3[4] 


[6:4] 


Setting the signaling method of the EINT3[4]. 

000 = Low level 001 = High level 

01 X = Falling edge triggered 1 0x = Rising edge triggered 

1 1x = Both edge triggered 


000 


Reserved 


[3] 


Reserved 


0 


EINT3[3:0] 


[2:0] 


Setting the signaling method of the EINT3[3:0]. 

000 = Low level 001 = High level 

01 X = Falling edge triggered 1 0x = Rising edge triggered 

1 1x = Both edge triggered 


000 
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ELECTRONICS 



6410X_UM 



GPIO 



EINT56CON 


Bit 


Description 


Initial State 


Reserved 


[31 :27] 


Reserved 


0 


EINT6[9:8] 


[26:24] 


Setting the signaling method of the EINT6[9:8]. 

000 = Low level 001 = High level 

01 X = Falling edge triggered 1 0x = Rising edge triggered 

1 1x = Both edge triggered 


000 


Reserved 


[23] 


Reserved 


0 


EINT6[7:4] 


[22:20] 


Setting the signaling method of the EINT6[7:4]. 

000 = Low level 001 = High level 

01 X = Falling edge triggered 1 0x = Rising edge triggered 

1 1x = Both edge triggered 


000 


Reserved 


[19] 


Reserved 


0 


EINT6[3:0] 


[18:16] 


Setting the signaling method of the EINT6[3:0]. 

000 = Low level 001 = High level 

01 X = Falling edge triggered 1 0x = Rising edge triggered 

1 1x = Both edge triggered 


000 


Reserved 


[15:7] 


Reserved 


0 


EINT5[6:4] 


[6:4] 


Setting the signaling method of the EINT5[6:4]. 

000 = Low level 001 = High level 

01 X = Falling edge triggered 1 0x = Rising edge triggered 

1 1x = Both edge triggered 


000 


Reserved 


[3] 


Reserved 


0 


EINT5[3:0] 


[2:0] 


Setting the signaling method of the EINT5[3:0]. 

000 = Low level 001 = High level 

01 X = Falling edge triggered 1 0x = Rising edge triggered 

1 1x = Both edge triggered 


000 
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GPIO 



6410X_UM 



EINT78CON 


Bit 


Description 


Initial State 


Reserved 


[31] 


Reserved 


0 


EINT8[14:12] 


[30:28] 


Setting the signaling method of the EINT8[14:12]. 

000 = Low level 001 = High level 

01 X = Falling edge triggered 1 0x = Rising edge triggered 

1 1x = Both edge triggered 


000 


Reserved 


[27] 


Reserved 


0 


EINT8[11:8] 


[26:24] 


Setting the signaling method of the EINT8[1 1 :8]. 

000 = Low level 001 = High level 

01 X = Falling edge triggered 1 0x = Rising edge triggered 

1 1x = Both edge triggered 


000 


Reserved 


[23] 


Reserved 


0 


EINT8[7:4] 


[22:20] 


Setting the signaling method of the EINT8[7:4]. 

000 = Low level 001 = High level 

01 X = Falling edge triggered 1 0x = Rising edge triggered 

1 1x = Both edge triggered 


000 


Reserved 


[19] 


Reserved 


0 


EINT8[3:0] 


[18:16] 


Setting the signaling method of the EINT8[3:0]. 

000 = Low level 001 = High level 

01 X = Falling edge triggered 1 0x = Rising edge triggered 

1 1x = Both edge triggered 


000 


Reserved 


[15] 


Reserved 


0 


EINT7[15:12] 


[14:12] 


Setting the signaling method of the EINT7[15:12]. 

000 = Low level 001 = High level 

01 X = Falling edge triggered 1 0x = Rising edge triggered 

1 1x = Both edge triggered 


000 


Reserved 


[11] 


Reserved 


0 


EINT7[11:8] 


[10:8] 


Setting the signaling method of the EINT7[1 1 :8]. 

000 = Low level 001 = High level 

01 X = Falling edge triggered 1 0x = Rising edge triggered 

1 1x = Both edge triggered 


000 


Reserved 


[7] 


Reserved 


0 


EINT7[7:4] 


[6:4] 


Setting the signaling method of the EINT7[7:4]. 

000 = Low level 001 = High level 

01 X = Falling edge triggered 1 0x = Rising edge triggered 

1 1x = Both edge triggered 


000 


Reserved 


[3] 


Reserved 


0 


EINT7[3:0] 


[2:0] 


Setting the signaling method of the EINT7[3:0]. 

000 = Low level 001 = High level 

01 X = Falling edge triggered 1 0x = Rising edge triggered 

1 1x = Both edge triggered 


000 
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ELECTRONICS 



6410X_UM 



GPIO 



EINT9C0N 


Bit 


Description 


Initial State 


Reserved 


[31:7] 


Reserved 


0x000000 


EINT9[8:4] 


[6:4] 


Setting the signaling method of the EINT9[8:4]. 

000 = Low level 001 = High level 

01 X = Falling edge triggered 1 0x = Rising edge triggered 

1 1x = Both edge triggered 


000 


Reserved 


[3] 


Reserved 


0 


EINT9[3:0] 


[2:0] 


Setting the signaling method of the EINT9[3:0]. 

000 = Low level 001 = High level 

01 X = Falling edge triggered 1 0x = Rising edge triggered 

1 1x = Both edge triggered 


000 



^^^^^ 
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GPIO 



6410X_UM 



EINT12FLTC0N 


Bit 


Description 


Initial State 


Reserved 


[31 ■24] 


Preserved 


0x00 


FLTEN2[7:0] 


[23] 


Filter Enable for EINT2[7:0] 

0 = disables 1 = enabled 


0 


EINT2[7:0] 


[22:16] 


Filtering width of EINT2[7:0] 


000 


FLTEN1[14:8] 


[15] 


Filter Enable for EINT1 [14:8] 

0 = disables 1 = enabled 


0 


EINT1[14:8] 


[14:8] 


Filtering width of EINT1 [14:8] 


000 


FLTEN1[7:0] 


[7] 


Filter Enable for EINT1[7:0] 

0 = disables 1 = enabled 


0 


EINT1 [7:0] 


[6:0] 


Filtering width of EINT1 [7:0] 


000 



EINT34FLTCON 


Bit 


Description 


Initial State 


FLTEN4[13:8] 


[31] 


Filter Enable for EINT2[12:8] 

0 = disables 1 = enabled 


0 


EINT4[13:8] 


[30:24] 


Filtering width of EINT2[12:8] 


000 


FLTEN4[7:0] 


[23] 


Filter Enable for EINT2[7:0] 

0 = disables 1 = enabled 


0 


EINT4[7:0] 


[22:16] 


Filtering width of EINT2[7:0] 


000 


Reseved 


[15:8] 


Reserved 


0x00 


FLTEN3[4:0] 


[7] 


Filter Enable for EINT3[4:0] 

0 = disables 1 = enabled 


0 


EINT3[4:0] 


[6:0] 


Filtering width of EINT3[4:0] 


000 
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ELECTRONICS 



6410X_UM 



GPIO 



EINT56FLTCON 


Bit 


Description 


Initial State 


FLTEN6[9:8] 


[31] 


Filter Enable for EINT6[9:8] 

0 = disables 1 = enabled 


0 


EINT6[9:8] 


[30:24] 


Filtering width of EINT6[9:8] 


000 


FLTEN6[7:0] 


[23] 


Filter Enable for EINT6[7:0] 

0 = disables 1 = enabled 


0 


EINT6[7:0] 


[22:16] 


Filtering width of EINT6[7:0] 


000 


Reserved 


[15:8] 


Reserved 


0x00 


FLTEN5[6:0] 


[7] 


Filter Enable for EINT5[6:0] 

0 = disables 1 = enabled 


0 


EINT5[6:0] 


[6:0] 


Filtering width of EINT5[6:0] 


000 



EINT78FLTCON 


Bit 


Description 


Initial State 


FLTEN8[1 5:8] 


[31] 


Filter Enable for EINT8[15:8] 

0 = disables 1 = enabled 


0 


EINT8[15:8] 


[30:24] 


Filtering width of EINT8[15:8] 


000 


FLTEN8[7:0] 


[23] 


Filter Enable for EINT8[7:0] 

0 = disables 1 = enabled 


0 


EINT8[7:0] 


[22:16] 


Filtering width of EINT8[7:0] 


000 


FLTEN7[1 5:8] 


[15] 


Filter Enable for EINT7[15:8] 

0 = disables 1 = enabled 


0 


EINT7[15:8] 


[14:8] 


Filtering width of EINT7[15:8] 


000 


FLTEN7[7:0] 


[7] 


Filter Enable for EINT7[7:0] 

0 = disables 1 = enabled 


0 


EINT7[7:0] 


[6:0] 


Filtering width of EINT7[7:0] 


000 



EINT9FLTC0N 


Bit 


Description 


Initial State 


Reserved 


[15:8] 


Reserved 


0x00 


FLTEN9[8:0] 


[7] 


Filter Enable for EINT9[8:0] 

0 = disables 1 = enabled 


0 


EINT9[8:0] 


[6:0] 


Filtering width of EINT9[8:0] 


000 
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EINT12MASK 


Bit 


Description 


Initial State 


Reserved 


[31:24] 


Reserved 


0 


EINT2[m] 


[16+m] 
m = 0~7 


0 = Enable Interrupt 1= Masked 


1 


Reserved 


[15] 


Reserved 


0 


EINT1 [n] 


[n] 

n = 0~14 


0 = Enable Interrupt 1= Masked 


1 



EINT34MASK 


Bit 


Description 


Initial State 


Reserved 


[31 :30] 


Reserved 


0 


EINT4[m] 


[1 6+m] 
m = 0~ 13 


0 = Enable Interrupt 1= Masked 


1 


Reserved 


[15:5] 


Reserved 


0 


EINT3[n] 


[n] 
n = 0~4 


0 = Enable Interrupt 1= Masked 


1 



EINT56MASK 


Bit 


Description 


Initial State 


Reserved 


[31:26] 


Reserved 


0 


EINT6[m] 


[1 6+m] 
m = 0 ~ 9 


0 = Enable Interrupt 1= Masked 


1 


Reserved 


[15:7] 


Reserved 


0 


EINT5[n] 


[n] 

n = 0 ~ 6 


0 = Enable Interrupt 1= Masked 


1 



EINT78MASK 


Bit 


Description 


Initial State 


EINT8[m] 


[1 6+m] 
m = 0~ 14 


0 = Enable Interrupt 1= Masked 


1 


EINT7[n] 


[n] 

n = 0 ~ 15 


0 = Enable Interrupt 1= Masked 


1 




EINT9MASK 


Bit 


Description 


Initial State 


Reserved 


[31:9] 


Reserved 


0 


EINT9[n] 


[n] 
n = 0 ~ 8 


0 = Enable Interrupt 1= Masked 


1 
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EINT12PEND 


Bit 


Description 


Initial State 


Reserved 


[31:24] 


Reserved 


0 


EINT2[m] 


[16+m] 
m = 0~7 


0 = Not occur 1 = Occur interrupt 


0 


Reserved 


[15] 


Reserved 


0 


EINT1 [n] 


[n] 

n = 0~ 14 


0 = Not occur 1 = Occur interrupt 


0 



EINT34PEND 


Bit 


Description 


Initial State 


Reserved 


[31:30] 


Reserved 


0 


EINT4[m] 


[16+m] 
m = 0~ 13 


0 = Not occur 1 = Occur interrupt 


0 


Reserved 


[15:5] 


Reserved 


0 


EINT3[n] 


[n] 

n = 0~4 


0 = Not occur 1 = Occur interrupt 


0 



EINT56PEND 


Bit 


Description 


Initial State 


Reserved 


[31:26] 


Reserved 


0 


EINT6[m] 


[16+m] 
m = 0 ~ 9 


0 = Not occur 1 = Occur interrupt 


0 


Reserved 


[15:7] 


Reserved 


0 


EINT5[n] 


[n] 

n = 0 ~ 6 


0 = Not occur 1 = Occur interrupt 


0 



EINT78PEND 


Bit 


Description 


Initial State 


EINT8[m] 


[16+m] 
m = 0~ 14 


0 = Not occur 1 = Occur interrupt 


0 


EINT7[n] 


[n] 

n=0~15 


0 = Not occur 1 = Occur interrupt 


0 




EINT9PEND 


Bit 


Description 


Initial State 


Reserved 


[31:9] 


Reserved 


0 


EINT9[n] 


[n] 
n = 0 ~ 8 


0 = Not occur 1 = Occur interrupt 


0 
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PRIORITY REGISTER (PRIORITY) 



Register 


Address 


R/W 


Description 


Reset Value 


PRIORITY 


0X7F008280 


R/W 


External Interrupt priority control register 


OxOOOOOSFF 



PRIORITY 


Bit 


Description 


Initial State 


ARB9 


[9] 


External Interrupt Group 9 priority rotate enable 

0 = Priority does not rotate, 

1 = Priority rotate enable 


1 


ARBS 


[8] 


External Interrupt Group S priority rotate enable 

0 = Priority does not rotate, 

1 = Priority rotate enable 


1 


ARB7 


[7] 


External Interrupt Group 7 priority rotate enable 

0 = Priority does not rotate, 

1 = Priority rotate enable 


1 


ARB6 


[6] 


External Interrupt Group 6 priority rotate enable 

0 = Priority does not rotate, 

1 = Priority rotate enable 


1 


ARBS 


[5] 


External Interrupt Group 5 priority rotate enable 

0 = Priority does not rotate, 

1 = Priority rotate enable 


1 


ARB4 


[4] 


External Interrupt Group 4 priority rotate enable 

0 = Priority does not rotate, 

1 = Priority rotate enable 


1 


ARBS 


[3] 


External Interrupt Group S priority rotate enable 

0 = Priority does not rotate, 

1 = Priority rotate enable 


1 


ARB2 


[2] 


External Interrupt Group 2 priority rotate enable 

0 = Priority does not rotate, 

1 = Priority rotate enable 


1 


ARB1 


[1] 


External Interrupt Group 1 priority rotate enable 

0 = Priority does not rotate, 

1 = Priority rotate enable 


1 


ARBO 


[0] 


External Interrupt Groups priority rotate enable 

0 = Priority does not rotate, 

1 = Priority rotate enable 


1 
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Interrupt <- 



ARBITERO 



ARBITER1 



ij 



ARBITER2 



ARBITERS 



ARBITER4 



ARBITERS 



ARBITERS 



ARBITER? 



ARBITERS 



ARBITER9 



EINT1[14:0] 

EINT2[7:0] 

EINTS[4:0] 

EINT4[13:0] 

EINT5[6:0] 

EINT6[9:0] 

EINT7[15:0] 

EINT8[14:0] 

EINT9[8:0] 



Figure 10-4. Priority Generating Block 
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10.6 CURRENT SERVICE REGISTER (SERVICE) 

Current Service Register presents which interrupt should be serviced. The bit values describe the group number 
and interrupt number. This value is decided by the PRIORITY register and valid when nIRQ is generated. 

Current Service Pending Register presents which interrupt pending bit must be cleared. Only 1 bit is set 1 
corresponding to Current Service Register. After complete interrupt service routine, you can clear the interrupt 
pending bit in Interrupt Pending Registers by write the value contained in this register. 

For example, if the group field of Current Service Register is 4, you can clear the corresponding interrupt pending 
bit by writing the value of SERVICEPEND to EINT34PEND. 



Register 


Address 


R/W 


Description 


Reset Value 


SERVICE 


0x7F008284 


R 


Current Service Register 


0x00 


SERVICEPEND 


0x7F008288 


R 


Current Service Pending Register 


0x00 



SERVICE 


Bit 


Description 


Initial State 


Group 


[7:4] 


Group Number 


0000 


Interrupt No. 


[3:0] 


Interrupt number to be serviced. 

This is valid only when Group field is not 00. 


0000 
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10.6.1 EXTERN PIN CONFIGURATION REGISTER IN SLEEP MODE 



These registers keep their values during sleep mode. 



Register 


Address 


R/W 


Description 


Reset Value 


SPCONSLP 


0X7F008880 


R/W 


Special Port Sleep mode configure Register 


0x0000010 


SLPEN 


0X7F008930 


R/W 


Sleep mode Pad Configuer Register. 


0x00 



SPCONSLP 


Bit 


Description 


Initial State 


Reserved 


[31:15] 


Reserved 


0 


TDOPULLDOWN 


[14] 


XjTDO Pad Pull-Down Control at STOP mode 

0 = Disable 

1 = Pull-Down Enable 


0 


RSTOUT 


[13:12] 


Reset Out pin(XnRSTOUT) Configure 

00 = output 0 

01 = output 1 

1x = output disable ( hi-Z ) 


00 


Reserved 


[11:6] 


Reserved 


00 


CKEIJNIT 


[5] 


Initial value for Memory port 1 CKE 

This value is valid only when system is in reset state of power- 
on or sleep-wakeup.. 


0 


Reserved 


[4:2] 


Reserved 


00 


KP_COL 


[1:0] 


Key Pad Column bit Configure 

00 = output 0 

01 = output 1 
1x = input 


00 



SLPEN 


Bit 


Description 


Initial State 


Reserved 


[7:2] 


reserved 


0 


SLPEN_CFG 


[1] 


0 : Automatically by Sleep mode 1 : by SLPEN bit. 


0 


SLPEN 


[0] 


Sleep mode Pad state enable Register 
When this bit is set to '1 external pins are controlled by sleep 
mode control register such as ACONSLP, MEMOCONSLP, etc. 
This bit is set to '1 ' automatically when system enters into 
sleep mode and can be cleared by writing '0' to this bit or cold 
reset (by XnRESET pin). After waken up from sleep mode, this 
bit maintains the value '1 '. 


00 
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This chapter describes the DMA controller for the S3C6410 RISC microprocessor. 



11-1 OVERVIEW 

S3C6410 contains four DMA controllers. Each DMA controller consists of 8 transfer channels. Each channel of 
DMA controller can perform data movements between devices in the AX! SYSTEM bus and/or AX! PERIPHERAL 
bus through AHBtoAXI bridges without any restrictions. In other words, each channel can handle the following 
four cases: 

1 ) Both source and destination are in the SYSTEM bus. 

2) Source is available in the SYSTEM bus while destination is available in the PERIPHERAL bus. 

3) Source is available in the PERIPHERAL bus while destination is available in the SYSTEM bus. 

4) Both source and destination are available in the PERIPHERAL bus. 

ARM PrimeCell DMA controller PL080 is used as S3C6410 DMA controller. The DMAC is an Advanced 
Microcontroller Bus Architecture (AMBA) compliant System-on-Chip (SoC) peripheral that is developed, tested, 
and licensed by ARM Limited. The DMAC is an AMBA AHB module, and connects to the Advanced High- 
performance Bus (AHB). 

The main advantage of DMA is that it can transfer the data without CPU intervention. The operation of DMA can 
be initiated by S/W, or the request from internal peripherals, or the external request pins. 
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11.2 FEATURES 

The DMA controller provides the following features: 

• S3C6410 contains four DMA controllers. Each DMA controller consists of 8 transfer channels. Each channel 
can support a unidirectional transfer. 

• Each DMA controller provides 16 peripheral DMA request lines. 

• Each peripheral connected to the DMAC can assert either a burst DMA request or a single DMA request. The 
DMA burst size is set by programming the DMAC. 

• Supports Memory-to-memory, memory-to-peripheral, peripheral-to-memory, and peripheral-to-peripheral 
transfers. 

• Scatter or gather DMA is supported through the use of linked lists. 

• Hardware DMA channels priority. Each DMA channel has a specific hardware priority. DMA channel 0 has the 
highest priority down to channel 7 which has the lowest priority. If requests from two channels become active 
at the same time the channel with the highest priority is serviced first. 

• The DMAC is programmed by writing to the DMA control registers over the AHB slave interface. 

• Two AX! bus masters pass through AHB to AX! bridges for transferring data. These interfaces are used to 
transfer data when a DMA request goes active. 

• Incrementing or non-incrementing address for source and destination. 

• Programmable DMA burst size. The DMA burst size can be programmed to increase efficiency of transfer 
data. Usually the burst size is set to half the size of the FIFO in the peripheral. 

• Internal four word FIFO per channel. 

• Supports 8, 1 6 and 32-bit wide transactions. 

• Separate and combined DMA error and DMA count interrupt requests. An interrupt to the processor can be 
generated on a DMA error or when a DMA count has reached 0 (this is usually used to indicate that a transfer 
has finished). Three interrupt request signals are used to do this: 

- DMACINTTC signals when a transfer has completed. 

- DMACINTERR signals when an error has occurred. 

- DMACINTR combines both the DMACINTTC and DMACINTERR interrupt request signals. The 
DMACINTR interrupt request can be used in systems, which have few interrupt controller request inputs. 

• Interrupt masking. The DMA error and DMA terminal count interrupt requests can be masked. 

• Raw interrupt status. The DMA error and DMA count raw interrupt status can be read prior to masking. 
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11.3 BLOCK DIAGRAM 



DMA controller 



SFR 
AHB l/F 



AHB 
slave 
interface 



/DMA request\ 
response / 



DMAC 
INT 



DMA 
request 

and 
response 
interface 



Interrupt 
request 



Control logic 

and 
register bank 



Channel logic 
and channel 
register bank 



AHB 
master 
interface 1 



AHB l/F 



AHB 
to 
AXI 
bridge 



SPINE 
AXI l/F 



AHB 
master 
interface 2 



AHB l/F 



AHB 
to 
AXI 
bridge 



PERI 
AXI l/F 



Figure 11-1. DMAC block diagram 
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11.4 DMA SOURCES 

The S3C6410 supports 64 DMA sources as listed in the table below. 

Reset value of SDMA_SEL register in System Controller is 0x0 which means SDMA selection. So, the 
configuration should be set to 1 in order to use general DMA. For more information, please refer to System 
Controller part. 



Group 


DMA No. 


Sources 


Description 


DMAO, SDMAO 


0 


DMA_UARTO[0] 


UARTO DMA source 0 


DMAO, SDMAO 


1 


DMA_UART0[1] 


UARTO DMA source 1 


DMAO, SDMAO 


2 


DMA_UART1[0] 


UART1 DMA source 0 


DMAO, SDMAO 


3 


DMA_UART1[1] 


UART1 DMA source 1 


DMAO, SDMAO 


4 


DMA_UART2[0] 


UART2 DMA source 0 


DMAO, SDMAO 


5 


DMA_UART2[1] 


UART2 DMA source 1 


DMAO, SDMAO 


6 


DMA_UART3[0] 


UART3 DMA source 0 


DMAO, SDMAO 


7 


DMA_UART3[1] 


UART3 DMA source 1 


DMAO, SDMAO 


8 


DMA_PCMO_TX 


PCMO DMA TX source 


DMAO, SDMAO 


9 


DMA_PCMO_RX 


PCMO DMA RX source 


DMAO, SDMAO 


10 


DMA_I2S0_TX 


I2S0 TX DMA source 


DMAO, SDMAO 


11 


DMA_I2S0_RX 


I2S0 RX DMA source 


DMAO, SDMAO 


12 


DMA_SPIO_TX 


SPIO TX DMA source 


DMAO, SDMAO 


13 


DMA_SPIO_RX 


SPIO RX DMA source 


DMAO, SDMAO 


14 


DMA_HSI_I2SV40_TX 


I2S_V40 TX source or MIPI HSI DMA TX source 


DMAO, SDMAO 


15 


DMA_HSI_I2SV40_RX 


I2S_V40 RX source or MIPI HSI DMA RX source 


DMA1, SDMA1 


0 


DMA_PCM1_TX 


PCM1 DMA TX source 


DMA1, SDMA1 


1 


DMA_PCM1_RX 


PCM1 DMA RX source 


DMA1, SDMA1 


2 


DMA_I2S1_TX 


I2S1 TX DMA source 


DMA1, SDMA1 


3 


DMA_I2S1_RX 


I2S1 RX DMA source 


DMA1, SDMA1 


4 


DMA_SPI1_TX 


SPI1 TX DMA source 


DMA1, SDMA1 


5 


DMA_SPI1_RX 


SPI1 RX DMA source 


DMA1, SDMA1 


6 


DMA_AC_PCMout 


AC97 PCMout DMA source 


DMA1, SDMA1 


7 


DMA_AC_PCMin 


AC97 PCMIn DMA source 


DMA1, SDMA1 


8 


DMA_AC_MICin 


AC97 MICin DMA source 


DMA1, SDMA1 


9 


DMA_PWM 


PWM DMA source 


DMA1, SDMA1 


10 


DMAJrDA 


IrDA DMA source 


DMA1, SDMA1 


11 


DMA_EXTERNAL 


External DMA source 


DMA1, SDMA1 


12 


Reserved 




DMA1, SDMA1 


13 


Reserved 




SDMA1 


14 


DMA_SECU_RX 


Security RX DMA source 


SDMA1 


15 


DMA_SECU_TX 


Security TX DMA source 
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11.5 DMA INTERFACE 

11.5.1 DMA REQUEST SIGNALS 

The DMA request signals are used by peripherals to request a data transfer. The DMA request signals indicate: 

• Whether a single word or a burst (multi-word)transfer of data is required 

• Whether the transfer is the last in the data packet. 

The DMA request signals to the DMA controller for each peripheral are as follows: 

DMACxBREQ : Burst request signal. This executes a programmed burst number of words to be transferred. 
DMACxSREQx: Single transfer request signal. This executes a single word to be transferred. The DMA 
controller transfers a single word to, or from the peripheral. 

11.5.2 DMA RESPONSE SIGNALS 

The DMA response signals indicate whether the transfer initiated by the DMA request signal is complete. The 
response signals can also be used to indicate whether a complete packet has been transferred. 

The DMA response signals from the DMA controller for each peripheral are as follows: 

DMACxCLRx: DMA clear or acknowledge signal. 
DMACxTC: DMA terminal count signal. 

The DMACxCLRx signal is used by the DMA controller to acknowledge a DMA request from the peripheral. 

The DMACxTC signal is used by the DMA controller to indicate to the peripheral that the DMA transfer is 
complete. 

11.5.3 TRANSFER TYPES 

The DMA controller supports four types of transfer: 

• memory-to-peripheral 

• peripheral-to-memory 

• memory-to-memory 

• peripheral-to-peripheral. 

Each transfer type can have either the peripheral or the DMA controller as the flow controller. Therefore there are 
four possible control scenarios. 



^^^^^^ 
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11.5.3.1 Peripheral-to-memory transaction under DMA controller flow control 

For transactions that are not a multiple of the burst size, use both the burst and single request signals as shown in 
Figure 11-2. 







DMACBREQ 






Peripheral 




DMACSREQ 


► 


DMA 




DMACCLR 


► 


controller 









Figure 11-2. Peripheral-to-memory transaction comprising bursts and single requests 

The two request signals are not mutually exclusive. The DMA controller monitors DMACBREQ, while the amount 
of data left to transfer is greater than the burst size, and commences a burst transfer (from the peripheral) when 
requested. When the amount of data left is less than the burst size, the DMA controller monitors DMACSREQ and 
commences single transfers when requested. 

11.5.3.2 Memory-to- Peripheral transaction under DMA controller flow control 

For transactions that are not a multiple of the burst size, use only the burst request signal as shown in Figure 1 1 - 
3. The DMAC works out the amount of data to transfer based on the transfer size. 







DMACBREQ 






DMA 
controller 


< 


DMACCLR 




Peripheral 









Figure 11-3. Memory-to-Peripheral transaction comprising bursts that are not multiples of the burst size 

Only DMACBREQ is required. The DMA controller transfers full bursts of data while the amount of data left to 
transfer is greater than the burst size. When the amount of data left is less than the burst size, the DMAC again 
monitors DMACBREQ and transfers the rest of the data when requested. 

11.5.3.3 Memory-to-memory transaction under DMA controller flow control 

Software programs a DMA channel memory-to-memory transfer. When it is enabled, the DMA channel 
commences transfers without DMA request. It continues until one of the following occurs: 

• All the data is transferred. 

• The channel is disabled by software. 

NOTE: 

You must program memory-to-memory transfers with a low channel priority, otherwise the other DMA 
channels cannot access the bus until the memory-to-memory transfer has finished, or other AHB masters 
cannot perform any transaction. 
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Figure 11-4. Memory-to-memory transaction under DMA flow control 



11.5.3.4 Peripheral-to-peripheral transaction under DMA controller flow control 

When the transaction is not a multiple of the burst size, use the following signals: 

• The single and burst request signals (DMACBREQ and DMACSREQ )of the source peripheral 

• The burst request signal (DMACBREQ ) of the destination peripheral. 
This is shown in Figure 1 1 -4. 





Source 
peripheral 


DMACBREQ 
► 


DMA 
controller 


^ DMACBREQ 


Destination 
peripheral 




DMACSREQ ^ 
DMACCLR 


DMACCLR 
► 


< 






i 




i 

AMBA bus 






i 




— ^ 



Figure 11-5. Peripheral-to-peripheral transaction comprising bursts and single requests 



The next LLI is loaded when all read and write transfers are complete. You can use the DMACTC signal to 
indicate the last data has been transferred to the peripherals. 



Transfer Direction 


Request Generator 


Request Signals Used 


Peripheral-to-Memory 


Peripheral 


DMACBREQ, DMACSREQ 


Memory-to-Peripheral 


Peripheral 


DMACBREQ 


Memory-to-Memory 


DMA Controller 


None 


Peripheral-to-Peripheral 


Peripheral 


Src : DMACBREQ, DMACSREQ 
Des : DMACBREQ 



Note. DMACSREQ signal can be generated in SW Request only. 
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11.5.4 SIGNAL TIMING 

The timing behavior of the DMA signals is described below: 

DMA request signal DMAC{L}(B/S)REQx 

Notifies the DMA controller about the peripheral which is ready to proceed with a DMA transfer of 
the indicated size. 

Active HIGH. Sampled by the DMA controller on the positive edge of HCLK .The DMA request 
signals are used in conjunction with the DMACCLR signal to perform handshaking. 

DMA Acknowledge or Clear DMACCLRx 

Indicates to the slave that a DMA transfer is completed. 
Active HIGH. 



DMA Terminal Count DMACTCx 

Indicates to the slave that the end of packet has been reached. 
Active HIGH. 

NOTE: 

If the DMA request source does not use the same clock as the DMA controller, then the request must be 
synchronized by setting the relevant bit in the DMAGSync register. 



^^^^^^ 
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11.6 FUNCTIONAL TIMING DIAGRAM 

A peripheral asserts a DMA request and holds it active. The DMACCLR signal is asserted by the DMA controller 
when the last data item has been transferred. When the peripheral notice that the DMACCLR signal has gone 
active it makes the DMA request signal inactive. The DMAC controller deasserts the DMACLR signal when the 
DMA request signal goes inactive. 



HCLK/PCLK 



DMACREQ 



DMACCLR 
(ACK) 



DATA 



J 



X3 



XX3 



1 



XX3) 



Figure 11-6. DMA interface timing 

11.7 PROGRAMMER'S MODEL 

11.7.1 PROGRAMMING THE DMA CONTROLLER 

All transactions on the AHB Slave programming bus must be 32-bit wide. 

11.7.2 ENABLING THE DMA CONTROLLER 

To enable the DMA controller set the DMA Enable bit in the DMACConfiguration register. 

11.7.3 DISABLING THE DMA CONTROLLER 

To disable the DMA controller take the following steps: 

1 . Read the DMACEnbldChns register and ensure that all the DMA channels have been disabled. If any 
channels are active refer to Disabling a DMA channel. 

2. Disable the DMA controller by writing to the DMA Enable bit in the DMACConfiguration register. 

11.7.4 ENABLING A DMA CHANNEL 

To enable the DMA channel set the Channel Enable bit in the relevant DMA channel configuration register. 

NOTE: 

The channel must be fully initialized before it is enabled. Additionally, the Enable bit of the DMA controller 
must be set before any channels are enabled. 
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11.7.5 DISABLING A DMA CHANNEL 

A DMA channel can be disabled in following three ways: 

• Write directly to the Channel Enable bit. Any outstanding data in the FIFOs will be lost if this method is used. 

• Use the Active and Halt bits in conjunction with the Channel Enable bit. 

• Wait until the transfer completes. The channel is disabled automatically. 

11.7.5.1 Disabling a DMA channel and losing data in the FIFO: 

Clear the relevant Channel Enable bit in the relevant channel configuration register. The current AHB transfers (if 
one is in progress) complete and the channel is disabled. Any data in the FIFO is lost. 

11.7.5.2 Disabling a DMA channel without losing data in the FIFO: 

Steps to disable a DMA channel without losing data in the FIFO: 

1 . Set the Halt bit in the relevant channel configuration register. This ignores any further DMA requests. 

2. Poll the Active bit in the relevant channel configuration register until it reaches. This bit indicates whether there 

is any data in the channel which has to be transferred. 

3. Clear the Channel Enable bit in the relevant channel configuration register. 

1 1 .7.6 SET UP A NEW DMA TRANSFER 

Steps to set up a new DMA transfer: 

1 . If the channel is not set aside for the DMA transaction: 

a. Read the DMACEnbldChns controller register and find out which channels are inactive. 

b. Select an inactive channel which has the required priority. 

2. Program the DMA controller. 

1 1 .7.7 HALTING A DMA CHANNEL 

Set the Halt bit in the relevant DMA channel configuration register. The current source request is serviced. Any 
further source DMA requests are ignored until the Halt bit is cleared. 
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11.7.8 PROGRAMMING A DMA CHANNEL 

Steps to program a DMA channel: 

1 . Decide whether use secure DMAC(SDMAC) or general DMAC(DMAC). In order to use general DMAC, 
disable secure DMA control register(SDMA_SEL) of system controller. (Reset value is SDMAC) 

2. Select a free DMA channel with the priority needed. Where DMA channel 0 has the highest priority and DMA 
channel 7 the lowest priority. 

3. Clear any pending interrupts on the channel to be used by writing to the DMACIntTCCIr and DMACIntErrClr 
registers. The previous channel operation might have left interrupts active. 

4. Write the source address into the DMACCxSrcAddr register. 

5. Write the destination address into the DMACCxDestAddr register. 

6. Write the address of the next LLI into the DMACCxLLI register. If the transfer comprises of a single packet of 
data then must be written into this register. 



Offset 


Contents 


Next LLI address 


Source Address for next transfer 


Next LLI address + 0x04 


Destination Address for next transfer 


Next LLI address + 0x08 


Next LLI address for next transfer 


Next LLI address + OxOC 


DMAGGxGontrolO data for next transfer 


Next LLI address + 0x10 


DMAGGxGontroll data for next transfer 



7. Write the control information into the DMAGGxGontrol register. 

8. Write the channel configuration information into the DMAGGxGonfiguration register. If the Enable bit is set 
then the DMA channel is automatically enabled. 
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11.8 REGISTER DESCRIPTION 

There are four DMA Controller named as DMACO, DMAC1 , SDMACO, and SDMAC1 . 

The register base addresses of DMACO, DMAC1 , SDMACO, and SDMAC1 are 0x7500_0000, 0x751 0_0000, 

0x7DB0_0000, and 0x7DC0_0000 respectively. 

Page- access feature for OneNAND Controller is added to channel 3 of DMACO and SDAMCO. 
11.8.1 DMA REGISTER LOCATION 



Table 11-1. DMA register summary 



Name 


Type 


Width 


Description 


Offset 


Reset Value 


DMACIntStatus 


R 


8 


This register provides the interrupt status of the 
DIVIA controller. A HIGH bit indicates that a specific 
DMA channel interrupt is active. 


0x000 


0x00 


DMACintlCStatus 


R 


8 


This register is used to determine whether an 
interrupt was generated due to the transaction 
completing (terminal count). A HIGH bit indicates 
that the transaction is completed. 


0x004 


0x00 


DMACIntTCCIear 


W 


8 


When writing to this register, each data bit that is 
HIGH causes the corresponding bit in the 
DMACIntTCStatus and DMACRawlntTCStatus 
registers to be cleared. Data bits that are LOW 
have no effect on the corresponding bit in the 
register. 


0x008 




DMACIntErrorStatus 


R 


8 


This register is used to determine whether an 
interrupt was generated due to an error being 
generated. 


OxOOC 


0x00 


DMACIntErrClr 


W 


8 


When writing to this register, each data bit that is 
HIGH causes the corresponding bit in the 
DMACIntErrorStatus and DMACRawlntErrorStatus 
registers to be cleared. Data bits that are LOW 
have no effect on the corresponding bit in the 
register. 


0x010 




DMACRawlntTCStatus 


R 


8 


This register provides the raw status of DMA 
terminal count interrupts prior to masking. A HIGH 
bit indicates that the interrupt request is active prior 
to masking. 


0x014 




DMACRawlntErrorStatus 


R 


8 


This register provides the raw status of DMA error 
interrupts prior to masking. A HIGH bit indicates 
that the interrupt request is active prior to masking. 


0x018 




DMACEnbldChns 


R 


8 


This register shows which DMA channels are 
enabled. A HIGH bit indicates that a DMA channel 
is enabled. 


0x01 C 


0x00 
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Table 11-1 DMA register summary (continued) 



Name 


Type 


Width 


Description 


Offset 


Reset Value 


DMACSoftBReq 


R/W 


16 


This register allows DMA burst requests to be 
generated by software. 


0x020 


0x0000 


DMACSoftSReq 


R/W 


16 


This register allows DMA single requests to be 
generated by software. 


0x024 


0x0000 


Reserved 


- 


16 


- 


0x028 


0x0000 


Reserved 


- 


16 


- 


0x02C 


0x0000 


DMACConfiguration 


R/W 


3 


This register is used to configure the DMA 

pnntrnllfir 

LrUI 1 U Ul Iv^l . 


0x030 


0x000 




R/W 


1 u 


ThiQ rpniQtpr pnahlPQ nr HiQahlPQ Q\/nphrnni7atinn 
1 1 Mo loyioic?! iduioo ui uiociuioo oy 1 lui 11 ui iiz-diiui 1 

logic for the DMA request signals. 




Dynnnn 


DMACCOSrcAddr 


R/W 


32 


DMA channel 0 source address. 


0x100 


0x00000000 


DMACCODestAddr 


R/W 


32 


DMA channel 0 destination address. 


0x104 


0x00000000 


DMACCOLLI 


R/W 


32 


DMA channel 0 linked list address. 


0x108 


0x00000000 


DMACCOControlO 


R/W 


32 


DMA channel 0 controlO. 


0x1 OC 


0x00000000 


DMACCOControM 


R/W 


32 


DMA channel 0 controll . 


0x110 


0x00000000 


DMACCOConfiguration 


R/W 


19 


DMA channel 0 configuration register. 


0x114 


0x00000 


DMACCOConfigurationExp 


R/W 


3 


DMA channel 0 configuration expension reg. 


0x118 


0x0 


DMACCISrcAddr 


R/W 


32 


DMA channel 1 source address. 


0x120 


0x00000000 


DMACC1 DestAddr 


R/W 


32 


DMA channel 1 destination address. 


0x124 


0x00000000 


DMACC1LLI 


R/W 


32 


DMA channel 1 linked list address. 


0x128 


0x00000000 


DMACCIControlO 


R/W 


32 


DMA channel 1 controlO. 


0x1 2C 


0x00000000 


DMACCIControM 


R/W 


32 


DMA channel 1 controll. 


0x130 


0x00000000 


DMACC1 Configuration 


R/W 


19 


DMA channel 1 configuration register. 


0x134 


0x00000 


DIVIACCI ConfigurationExp 


R/W 


3 


DMA channel 1 configuration expension reg. 


0x138 


0x0 


DMACC2SrcAddr 


R/W 


32 


DMA channel 2 source address. 


0x140 


0x00000000 


DMACC2DestAddr 


R/W 


32 


DMA channel 2 destination address. 


0x144 


0x00000000 


DMACC2LLI 


R/W 


32 


DMA channel 2 linked list address. 


0x148 


0x00000000 


DMACC2ControlO 


R/W 


32 


DMA channel 2 control. 


0x1 4C 


0x00000000 


DMACC2Control1 


R/W 


32 


DMA channel 2 control. 


0x150 


0x00000000 


DI\/IACC2Configuration 


R/W 


19 


DMA channel 2 configuration register. 


0x154 


0x00000 


DI\/IACC2ConfigurationExp 


R/W 


3 


DMA channel 2 configuration expension reg. 


0x158 


0x0 


DMACCSSrcAddr 


R/W 


32 


DMA channel 3 source address. 


0x160 


0x00000000 


DMACCSDestAddr 


R/W 


32 


DMA channel 3 destination address. 


0x164 


0x00000000 


DMACC3LLI 


R/W 


32 


DMA channel 3 linked list address. 


0x168 


0x00000000 
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Table 11-1 DMA register summary (continued) 



Name 


Type 


Width 


Description 


Offset 


Reset Value 


DMACCSControlO 


R/W 


32 


DMA channel 3 controlO. 


0x1 6C 


0x00000000 


DMACCSControM 


R/W 


32 


DMA channel 3 controll . 


0x170 


0x00000000 


DMACCSConfiguration 


R/W 


19 


DMA channel 3 configuration register. 


0x174 


0x00000 


DMACCSConfigurationExp 


R/W 


3 


DMA channel 3 configuration expension reg. 


0x178 


0x0 


DMACC4SrcAddr 


R/W 


32 


DMA channel 4 source address. 


0x180 


0x00000000 


DMACC4DestAddr 


R/W 


32 


DMA channel 4 destination address. 


0x184 


0x00000000 


DMACC4LLI 


R/W 


32 


DMA channel 4 linked list address. 


0x188 


0x00000000 


DMACC4ControlO 


R/W 


32 


DMA channel 4 controlO. 


0x1 8C 


0x00000000 


DMACC4Control1 


R/W 


32 


DMA channel 4 controll . 


0x190 


0x00000000 


DMACC4Configuration 


R/W 


19 


DMA channel 4 configuration register. 


0x194 


0x00000 


DMACC4ConfigurationExp 


R/W 


3 


DMA channel 4 configuration expension reg. 


0x198 


0x0 


DMACC5SrcAddr 


R/W 


32 


DMA channel S source address. 


0x1 AO 


0x00000000 


DMACC5DestAddr 


R/W 


32 


DMA channel S destination address. 


0x1 A4 


0x00000000 


DMACC5LLI 


R/W 


32 


DMA channel S linked list address. 


0x1 A8 


0x00000000 


DMACC5ControlO 


R/W 


32 


DMA channel S controlO. 


0x1 AC 


0x00000000 


DMACCSControM 


R/W 


32 


DMA channel S controll . 


0x1 BO 


0x00000000 


DMACCSConfiguration 


R/W 


19 


DMA channel S configuration register. 


0x1 B4 


0x00000 


DMACCSConfigurationExp 


R/W 


3 


DMA channel S configuration expension reg. 


0x188 


0x0 


DMACCeSrcAddr 


R/W 


32 


DMA channel 6 source address. 


0x1 CO 


0x00000000 


DMACC6DestAddr 


R/W 


32 


DMA channel 6 destination address. 


0x1 C4 


0x00000000 


DMACC6LLI 


R/W 


32 


DMA channel 6 linked list address. 


0x1 C8 


0x00000000 


DMACCeControlO 


R/W 


32 


DMA channel 6 controlO. 


0x1 CC 


0x00000000 


DMACCeControU 


R/W 


32 


DMA channel 6 controll . 


0x1 DO 


0x00000000 


DMACCeConfiguration 


R/W 


19 


DMA channel 6 configuration register. 


0x1 D4 


0x00000 


DMACCeConfigurationExp 


R/W 


3 


DMA channel 6 configuration expension reg. 


0x1 D8 


0x0 


DMACC7SrcAddr 


R/W 


32 


DMA channel 7 source address. 


0x1 EO 


0x00000000 


DMACC7DestAddr 


R/W 


32 


DMA channel 7 destination address. 


0x1 E4 


0x00000000 


DMACC7LLI 


R/W 


32 


DMA channel 7 linked list address. 


0x1 E8 


0x00000000 


DMACC7ControlO 


R/W 


32 


DMA channel 7 controlO. 


0x1 EC 


0x00000000 


DMACC7Control1 


R/W 


32 


DMA channel 7 controll . 


0x1 FO 


0x00000000 


DMACC7Configuration 


R/W 


19 


DMA channel 7 configuration register. 


0x1 F4 


0x00000 


DMACC7ConfigurationExp 


R/W 


3 


DMA channel 7 configuration expension reg. 


0x1 F8 


0x0 
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11.8.2 INTERRUPT STATUS REGISTER, DMACINTSTATUS 

The DMACIntStatus register is read-only and indicates the status of the interrupts after masking. A HIGH bit 
indicates that a specific DMA channel interrupt request is active. The request can be generated from either the 
error or terminal count interrupt requests. 

Table 11-2 shows the bit assignment of the DMACIntStatus register. 



Table 11-2. Bit Assignment of DMACIntStatus register 



DMACIntStatus 


Bits 


Type 


Function 


IntStatus 


[7:0] 


R 


Status of the DMA interrupts after masking 



11.8.3 INTERRUPT TERMINAL COUNT STATUS REGISTER, DMACINTTCSTATUS 

The DMAGIntTGStatus register is read-only and indicates the status of the terminal count after masking. 
This register must be used in conjunction with the DMACIntStatus register if the combined interrupt request, 
DMACINTCOMBINE, is used to request interrupts. 

If the DMACINTTC interrupt request is used then you only have to read the DMACIntTCStatus register to 
ascertain the source of the interrupt request. 

Table 11-3 shows the bit assignment of the DMACIntTCStatus register. 



Table 11-3. Bit Assignment of DMACIntTCStatus register 



DMACIntTCStatus 


Bits 


Type 


Function 


IntTCStatus 


[7:0] 


R 


Interrupt terminal count request status 



11.8.4 INTERRUPT TERMINAL COUNT CLEAR REGISTER, DMACINTTCCLEAR 

The DMACIntTCCIear register is write-only and is used to clear a terminal count interrupt request. 

When writing to this register, each data bit that is set HIGH causes the corresponding bit in the status register to 
be cleared. Data bits that are LOW have no effect on the corresponding bit in the register. 

Table 11-4 shows the bit assignment of the DMACIntTCCIear register. 



Table 11-4. Bit Assignment of DMACIntTCCIear register 



DMACIntTCCIear 


Bits 


Type 


Function 


IntlCCIear 


[7:0] 


W 


Terminal count request clear 
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11.8.5 INTERRUPT ERROR STATUS REGISTER, DMACINTERRORSTATUS 

The DMACIntErrorStatus register is read-only register and indicates the status of the error request after masking. 

This register must be used in conjunction with the DMACIntStatus register if the combined interrupt request, 
DMACINTCOMBINE, is used to request interrupts. 

If the DMACINTERROR interrupt request is used only the DMACIntErrorStatus register needs to be read. 
Table 11-5 shows the bit assignment of the DMACIntErrorStatus register. 



Table 11-5. Bit Assignment of DMACIntErrorStatus register 



DMACIntErrorStatus 


Bits 


Type 


Function 


IntErrorStatus 


[7:0] 


R 


Interrupt error status 



11.8.6 INTERRUPT ERROR CLEAR REGISTER, DMACINTERRCLR 

The DMACIntErrClr register is a write-only register and is used to clear the error interrupt requests. When writing 
to this register, each data bit that is HIGH causes the corresponding bit in the status register to be cleared. Data 
bits that are LOW have no effect on the corresponding bit in the register. 

Table 11-6 shows the bit assignment of the DMACIntErrClr register. 



Table 11-6. Bit Assignment of DMACIntErrClr register 



DMACIntErrClr 


Bits 


Type 


Function 


IntErrClr 


[7:0] 


W 


Interrupt error clear 



11.8.7 RAW INTERRUPT TERMINAL COUNTER STATUS REGISTER, DMACRAWINTTCSTATUS 

The DMACRawlntTCStatus register is read-only. It indicates which DMA channels are requesting a transfer 
complete (terminal count interrupt) prior to masking. A HIGH bit indicates that the terminal count interrupt request 
is active prior to masking. 

Table 11-7 shows the bit assignment of the DMACRawlntTCStatus register. 



Table 11-7. Bit Assignment of DMACRawlntTCStatus register 



DMACRawlntTCStatus 


Bits 


Type 


Function 


RawlntTCStatus 


[7:0] 


R 


Status of the terminal count interrupt prior to masking 
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11.8.8 RAW ERROR INTERRUPT STATUS REGISTER, DMACRAWINTERRORSTATUS 

The DMACRawlntErrorStatus register is read-only. It indicates which DMA channels are requesting an error 
interrupt prior to masking. A HIGH bit indicates that the error interrupt request is active prior to masking. 

Table 11-8 shows the bit assignment of register of the DMACRawlntErrorStatus register. 



Table 11-8. Bit Assignment of DMACRawlntErrorStatus register 



DMACRawlntErrorStatus 


Bits 


Type 


Function 


RawlntErrorStatus 


[7:0] 


R 


Status of the error interrupt prior to masl<ing 



11.8.9 ENABLE CHANNEL REGISTER, DMACENBLDCHNS 

The DMACEnbldChns register is read-only and indicates which DMA channels are enabled, as indicated by the 
Enable bit in the DMACCxConfiguration register. A HIGH bit indicates that a DMA channel is enabled. A bit is 
cleared on completion of the DMA transfer. 

Table 11-9 shows the bit assignment of the DMACEnbldChns register. 



Table 11-9. Bit Assignment of DMACEnbldChns register 



DMACEnbldClins 


Bits 


Type 


Function 


EnabledChannels 


[7:0] 


R 


Channel enable status 



11.8.10 SOFTWARE BURST REQUEST REGISTER, DMACSOFTBREQ 

The DMACSoftBReq register is read/write and it allows DMA burst requests to be generated by software. A DMA 
request can be generated for each source by writing a 1 to the corresponding register bit. A register bit is cleared 
when the transaction is complete. Writing 0 to this register has no effect. 

Reading the register indicates which sources are requesting DMA burst transfers. A request can be generated 
from either a peripheral or the software request register. 

Table 11-10 shows the bit assignment of the DMACSoftBReq register. 



Table 11-10. Bit Assignment of DMACSoftBReq register 



DMACSoftBReq 


Bits 


Type 


Function 


SoftBReq 


[15:0] 


R/W 


Software burst request 



NOTE: It is recommended that software and hardware peripheral requests are not used at the same time. 
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11.8.11 SOFTWARE SINGLE REQUEST REGISTER, DMACSOFTSREQ 

The DMACSoftSReq read/write register allows DMA single requests to be generated by software. A DMA request 
can be generated for each source by writing a 1 to the corresponding register bit. A register bit is cleared when 
the transaction is complete. Writing to this register has no effect. 

Reading the register indicates which sources are requesting single DMA transfers. A request can be generated 
from either a peripheral or the software request register. 

Table 11-11 shows the bit assignment of the DMACSoftSReq register. 



Table 11-11. Bit Assignment of DMACSoftSReq register 



DMACSoftSReq 



Bits 



Type 



Function 



Softs Req 



[15:0] 



R/W Software single request 



NOTE: It is recommended that software and hardware peripheral requests are not used at the same time. 
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11.8.14 CONFIGURATION REGISTER, DMACCONFIGURATION 

The DMACConfiguration read/write register is used to configure the operation of the DMA controller. The AHB 
master interfaces are set to little-endian mode on reset. 

Table 11-12 shows the bit assignment of the DMACConfiguration register. 



Table 11-12. Bit Assignment of DMACConfiguration register 



DMACConfiguration 


Bits 


Type 


Function 


Reserved 


[2:1] 


R/W 


Should be 0 


E 


[0] 


R/W 


DMA controller enable: 

0 =disabled 

1 =enabled. 

This bit is reset to 0. Disabling the DMA controller reduces power 
consumption. 



11.8.15 SYNCHRONIZATION REGISTER, DMACSYNC 

The DMAGSync read/write register is used to enable or disable synchronization logic for the DMA request signals. 
A bit set to 0 enables the synchronization logic for a particular group of DMA requests. 
A bit set to 1 disables the synchronization logic for a particular group of DMA requests. 
This register is reset to 0, synchronization logic enabled. 

Table 11-13 shows the bit assignment of the DMAGSync register. 



Table 11-13. Bit Assignment of DMACSync register 



DMACSync 


Bits 


Type 


Function 


DMAGSync 


[15:0] 


R/W 


DMA synchronization logic for DMA request signals enabled or disabled. A LOW 
bit indicates that the synchronization logic for the DI\/IACBREQ[15:0], 
DIVIACSREQ[15:0], DIVIACLBREQ[15:0], and DIVIACLSREQ[15:0] request 
signals is enabled. A HIGH bit indicates that the synchronization logic is disabled. 



NOTE: Synchronization logic must be used when the peripheral generating the DMA request runs on a different clock to 
the DMA controller. For peripherals running on the same clock as the DMA controller disabling the synchronization 
logic improves the DMA request response time. If necessary, the DMA response signals, DIVIACCLR and DIVIACTC, 
must be synchronized in the peripheral. 
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11.8.16 CHANNEL SOURCE ADDRESS REGISTER, DMACCXSRCADDR 

The eight read/write DMACCxSrcAddr registers contain the current source address (byte-aligned) of the data to 
be transferred. 

Each register is programmed directly by software before the appropriate channel is enabled. When the DMA 
channel is enabled this register is updated: 

• As the source address is incremented 

• By following the linked list when a complete packet of data has been transferred. 

Reading the register when the channel is active does not provide useful information. This is because by the time 
that software has processed the value read, the channel might have progressed. It is intended to be read only 
when the channel has stopped, in which case it shows the source address of the last item read. 

NOTE: 

The source and destination addresses must be aligned to the source and destination widths. 
Table 11-14 shows the bit assignment of the DMACCxSrcAddr registers. 



Table 11-14. Bit Assignment of DMACCxSrcAddr register 



DMACCxSrcAddr 


Bits 


Type 


Function 


SrcAddr 


[31:0] 


R/W 


DMA Source address 



11.8.17 CHANNEL DESTINATION ADDRESS REGISTER, DMACCXDESTADDR 

The eight read/write DMACCxDestAddr registers contain the current destination address (byte-aligned) of the 
data to be transferred. 

Each register is programmed directly by software before the channel is enabled. When the DMA channel is 
enabled, the register is updated as the destination address is incremented and by following the linked list when a 
complete packet of data has been transferred. 

Reading the register when the channel is active does not provide useful information. This is because by the time 
that software has processed the value read, the channel might have progressed. It is intended to be read only 
when a channel has stopped, in which case it shows the destination address of the last item read. 

Table 11-15 shows the bit assignment of a DMACCxDestAddr register. 



Table 11-15. Bit Assignment of DMACCxDestAddr register 



DMACCxDestAddr 


Bits 


Type 


Function 


DestAddr 


[31:0] 


R/W 


DMA destination address 
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11.8.18 CHANNEL LINKED LIST ITEM REGISTER, DMACCXLLI 

The eight read/write DMACCxLLI registers contain a word aligned address of the next Linked List Item (LLI). If the 
LLI is, then the current LLI is the last in the chain, and the DMA channel is disabled once all DMA transfers 
associated with it are completed. 

NOTE: 

Programming this register when the DMA channel is enabled has unpredictable side effects. 

To make loading LLIs more efficient for some systems, the LLI data structures can be made 4-word 

aligned. 

Table 11-16 shows the bit assignment of a DMACCxLLI register. 



Table 11-16. Bit Assignment of DMACCxLLI register 



DMACCxLLI 


Bits 


Type 


Function 


LLI 


[31:2] 


R/W 


Linked list item. Bits [31 :2] of the address for the next LLI. Address 
bits [1 :0] are. 


R 


[1] 


R/W 


Reserved, and must be written as 0, masked on read. 


LM 


[0] 


R/W 


AHB master select for loading the next LLI: 
LM = 0 = AHB master 1 
LM = 1 = AHB master 2. 



11.8.19 CHANNEL CONTROL REGISTER, DMACCXCONTROLO 

The eight read/write DMAGGxGontrolO registers contain DMA channel control information such as the burst size, 
and transfer width. 

Each register is programmed directly by software before the DMA channel is enabled. When the channel is 
enabled the register is updated by following the linked list when a complete packet of data has been transferred. 
Reading the register whilst the channel is active does not give useful information. This is because by the time that 
software has processed the value read, the channel might have progressed. It is intended to be read only when a 
channel has stopped. 

Table 11-17 shows the bit assignment of a DMAGGxGontrolO register. 



Table 11-17. Bit Assignment of DMACCxControlO register 



DMACCxControl 


Bits 


Type 


Function 


1 


[31] 


R/W 


Terminal count interrupt enable bit. It controls whether the current LLI is 
expected to trigger the terminal count interrupt. 


Prot 


[30:28] 


R/W 


Protection. Refer to Table 1 1 -20 


Dl 


[27] 


R/W 


Destination increment. When set the destination address is incremented 
after each transfer. 


SI 


[26] 


R/W 


Source increment. When set the source address is incremented after 
each transfer. 


D 


[25] 


R/W 


Destination AHB master select: 

0 = AHB master 1 (AXI_SYSTEM) selected for the destination transfer. 

1 = AHB master 2 (AXI_PERI) selected for the destination transfer. 
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Table 11-17. Bit Assignment of DMACCxControl register (continued) 



DMACCxControl 


Bits 


Type 


Function 


S 


[24] 


R/W 


Source AHB master select: 

0 = AHB master 1 (AXI_SYSTEM) selected for the source transfer 

1 = AHB master 2 (AXI_PERI) selected for the source transfer. 


□width 


[23:21] 


R/W 


Destination transfer width. Transfers wider than the AHB master bus 
width are illegal. 

The source and destination widths can be different from each other. The 
hardware automatically packs and unpacks the data as required. 


SWidth 


[20:18] 


R/W 


Source transfer width. Transfers wider than the AHB master bus width 
are illeaal 

The source and destination widths can be different from each other. The 
hardware automatically packs and unpacks the data as required. 


DBSize 


[17:15] 


R/W 


Destination burst size. Indicates the number of transfers, which make up 
a destination burst transfer request. This value must be set to the burst 
size of the destination peripheral, or if the destination is memory, to the 
memorv boundarv size The burst size is the amount of data that is 
transferred when the DMACxBREQ signal goes active in the destination 
peripheral. 

The burst size is not related to the AHB HBURST signal. 


SBSize 


[14:12] 


R/W 


Source burst size. Indicates the number of transfers, which make up a 
source burst. This value must be set to the burst size of the source 
peripheral, or if the source is memory, to the memory boundary size. The 
burst size is the amount of data that is transferred when the 
DMACxBREQ signal goes active in the source peripheral. 
The burst size is not related to the AHB HBURST signal. 


Reserved 


[11:0] 


R 


Reserved 



Table 11-18. Source or destination burst size Table 11-19. Source or destination transfer width 



Bit value of SBSize or 


Source or destination 


Bit value of SWidth or 


Source or destination 


DBSize 


burst transfer request size 


DWidth 


width 


ObOOO 


1 


ObOOO 


Byte (8-bit) 


Ob001 


4 


Ob001 


Half word (1 6-bit) 


Ob010 


8 


Ob010 


Word (32-bit) 


Ob011 


16 


Ob011 


Reserved 


Ob100 


Reserved 


Ob100 


Reserved 


Ob101 


Reserved 


Ob101 


Reserved 


Ob110 


Reserved 


Ob110 


Reserved 


Ob111 


Reserved 


Ob111 


Reserved 


Mote. DMAC has internal 4 word FIFO per each channel. So, burst size and transfer width is limited by the FIFO 



size. For example, if data width is word, available burst size is under 4. If data width is byte, available burst size is 
under 16. 
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AHB access information is provided to the source and destination peripherals when a transfer occurs. The 
transfer information is provided by programming the DMA channel (the Prot bit of the DMACCxControl register, 
and the Lock bit of the DMACCxConfiguration register). These bits are programmed by software and peripherals 
can use this information if necessary. Three bits of information are provided, and Table 11 -20 shows the purpose 
of the three protection bits. 



Table 11-20. Protection bits 



Bits 


Description 


Purpose 


0 


Privileged or 
User 


Indicates that the access is in User, or privileged mode: 

0 = User mode 

1 = privileged mode. 

This bit controls the AHB HPR0T[1] signal. 


1 


Bufferable or 
not bufferable 


Indicates that the access is bufferable, or not bufferable: 

0 = not bufferable 

1 = bufferable. 

This bit indicates that the access is bufferable. This bit can, for example, be used to 
indicate to an AMBA bridge that the read can complete in zero wait states on the 
source bus without waiting for it to arbitrate for the destination bus and for the slave 
to accept the data. This bit controls the AHB HPR0T[2] signal. 


2 


Cacheable or 
not cacheable 


Indicates that the access is cacheable or not cacheable: 

0 = not cacheable 

1 = cacheable. 

This indicates that the access is cacheable. This bit can, for example, be used to 
indicate to an AMBA bridge that when it saw the first read of a burst of eight it can 
transfer the whole burst of eight reads on the destination bus, rather than pass the 
transactions through one at a time. This bit controls the AHB HPR0T[3] signal. 
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11.8.20 CHANNEL CONTROL REGISTER, DMACCXC0NTR0L1 

The eight read/write DMACCxControU registers contain DMA channel control information such as the transfer 
size. 

Each register is programmed directly by software before the DMA channel is enabled. When the channel is 
enabled the register is updated by following the linked list when a complete packet of data has been transferred. 

Reading the register whilst the channel is active does not give useful information. This is because by the time that 
software has processed the value read, the channel might have progressed. It is intended to be read only when a 
channel has stopped. 

Table 11 -21 shows the bit assignment of a DMACCxControU register. 



Table 11-21. Bit Assignment of DMACCxControU register 



DMACCxControl 


Bits 


Type 


Function 


TransferSize 


[24:0] 


R/W 


Transfer size. 

A write to this field indicates the size of transfer. 
A read from this field indicates the number of transfers completed on the 
destination bus. Reading the register when the channel is active does not 
give useful information, as by the time that the software has processed 
the value read, the channel might have progressed. It is intended to be 
used only when a channel is enabled and then disabled. 
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11.8.21 CHANNEL CONFIGURATION REGISTER, DMACCXCONFIGURATION 

The eight DMACCxConfiguration registers are read/write and are used to configure the DMA channel. The 
registers are not updated when a new LLI is requested. 

Table 11 -22 shows the bit assignment of a DMACCxConfiguration register. 



Table 11-22. Bit Assignment of DMACCxConfiguration register 



DMACCxConfiguration 


Bits 


Type 


Function 


H 


[18] 


R/W 


Halt: 

0 = allow DMA rpaup<5ts 

1 = ignore further source DMA requests. 

The contents of the channels FIFO are drained. This value can be 
used with the Active and Channel Enable bits to cleanly disable a 
DMA channel. 


A 


L ' ' J 


R 


Active" 

0 = there is no data in the FIFO of the channel 

1 = the FIFO of the channel has data. 

This value can be used with the Halt and Channel Enable bits to 
cleanly disable a DMA channel. 


L 


[16] 


R/W 


Lock. When set this bit enables locked transfers. 


ITC 


[15] 


R/W 


Terminal count interrupt mask. When cleared this bit masks out 
the terminal count interrupt of the relevant channel. 


IE 


[14] 


R/W 


Interrupt error mask. When cleared this bit masks out the error 
interrupt of the relevant channel. 


FlowCntrl 


[13:11] 


R/W 


Flow control and transfer type. This value is used to indicate the 
flow controller and transfer type. The supported flow controller is 
only the DMA controller. The transfer type can be memory-to- 
memory, memory-to-peripheral, peripheral-to-memory, or 
peripheral-to-peripheral. 


OneNandModeDst 


[10] 


R/W 


This bit is used to support page-write features for OneNAND 
Controller. If this bit is set to 1 and the destination address points 
the address field of OneNAND Controller, destination address 
increment setting can support 01 command of OneNAND 
Controller. 

To be sure, when this bit is set to one, D should be "AHB master 
1", Dl should be "increment", DWidth should be "word", and 
DBSize should be the multiple of four. 
Note that using DMACO does not guarantee correct operation. 


DestPeripheral 


[9:6] 


R/W 


Destination peripheral. This value selects the DMA destination 
request peripheral. 

This field is ignored if the destination of the transfer is to memory. 
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DMACCxConfiguration 


Bits 


TvDe 


Function 


OneNandModeSrc 


[5] 


R/W 


This bit is used to support page-read features for OneNAND 
Controller. If this bit is set to one and the source address points the 
address field of OneNAND Controller, source address increment 
setting can support 01 command of OneNAND Controller. 
To be sure, when this bit is set to one, S should be "AHB master 1", 
SI should be "increment", SWidth should be "word", and SBSize 
should be the multiple of four. 

Note that using DMACO does not guarantee correct operation. 


SrcPeripheral 


[4:1] 


R/W 


Source peripheral. This value selects the DMA source request 
peripheral. 

This field is ignored if the source of the transfer is from memory. 


E 


[0] 


R/W 


Channel enable. Reading this bit indicates whether a channel is 
currently enabled or disabled: 

0 = channel disabled 

1 = channel enabled. 

The Channel Enable bit status can also be found by reading the 
DMACEnbldChns register. 

A channel is enabled by setting this bit. 

A channel can be disabled by clearing the Enable bit. This causes 
the current AHB transfer (if one is in progress) to complete and the 
channel is then disabled. Any data in the channels FIFO is lost. 
Restarting the channel by simply setting the Channel Enable bit has 
unpredictable effects and the channel must be fully re-initialized. 

The channel is also disabled, and Channel Enable bit cleared, when 
the last LLI is reached or if a channel error is encountered. 

If a channel has to be disabled without losing data in a channels 
FIFO the Halt bit must be set so that further DMA requests are 
ignored. The Active bit must then be polled until it reaches 0, 
indicating that there is no data left in the channels FIFO. Finally the 
Channel Enable bit can be cleared. 



Table 1 1 -23 describes the bit values of the three flow control and transfer type bits. 

Table 11-23. Flow control and transfer type bits 



Bits value 


Transfer type 


000 


Memory to memory 


001 


Memory to peripheral 


010 


Peripheral to memory 


oil 


Source peripheral to destination peripheral 


100-111 


Reserved 
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11.8.22 CHANNEL CONFIGURATION EXPANSION REGISTER, DMACCXCONFIGURATIONEXP 



The eight DMACCxConfigurationExp registers are read/write and are used to configure the DMA channel 
additionally. 

Table 11 -24 shows the bit assignment of a DMACCxConfigurationExp register. 



Table 11-24. Bit Assignment of DMACCxConfigurationExp register 



DMACCxConfigurationExp 


Bits 


Type 


Function 


PeriReqSel 


[2:1] 


R/W 


Peripheral DMA Request for Mem-to-Mem Access Selection : 

00 = MODEMJF TX 0 Request 

01 = MODEMJF TX 1 Request 

10 = MODEMJF RX 0 Request 

11 = MODEMJF RX 1 Request 


EnPeriReq 


[0] 


R/W 


Enable for Peripheral DMA Request: 

0 = Disable 

1 = Enable 

This value can be used in Peripheral for Mem-to-Mem access 
not Peri-to-Mem access. 
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VECTORED INTERRUPT CONTROLLERS 



This chapter describes the functions and usage of Vectored Interrupt Controller in S3C6410X RISC 
microprocessor. 

12.1 OVERVIEW 

The interrupt controller in the S3C6410X is composed of 2 VIC's (Vectored Interrupt Controller, ARM PrimeCell 
PL192) and 2 TZIC's (TrustZone Interrupt Controller, SP890). 

Two TZIC's and VIC's are daisy-chained to support up to 64 interrupt sources. 

12.2 FEATURES 

The Vectored Interrupt Controller features in S3C6410 incudes the following: 

• Support for 32 vectored IRQ interrupts per VIC 

• Fixed hardware interrupt priority levels 

• Programmable interrupt priority levels 

• Hardware interrupt priority level masking 

• Programmable interrupt priority level masking 

• IRQ and FIQ generation 

• Software interrupt generation 

• Raw interrupt status 

• Interrupt request status 

• Privileged mode support for restricted access 
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INT SOURCE[63:32] 



INT SOURCE[31:0] 



TZIC1 



IRQOUT[63:32] 



VIC1 



nTZICSFIQ 



nNSFIQH 



TZICO 



nNSFIQIN 



IRQOUT[31:0] 



nIRQH 



I 



VectorAddrH 
VectorAddr 



VICO 



nIRQ 



nTZICFIQ 



ARM1176JZF- 
S 



Figure 12-1. Interrupt Controller In S3C6410X 



12.3 INTERRUPT SOURCES 

The S3C6410X supports 64 interrupt sources as shown in the table below. 

The S3C6410X can not support performance monitoring interrupt of the ARM1176JZF-S. 



Int. No. 


Sources 


Description 


Group 


63 


INT_ADC 


ADC EOC interrupt 


VIC1 


62 


INT_PENDNUP 


ADC Pen down/up interrupt 


VIC1 


61 


INT_SEC 


Security interrupt 


VIG1 


60 


INT_RTC_ALARM 


RTC alarm interrupt 


VIC1 


59 


INTJrDA 


IrDA interrupt 


VIC1 


58 


INT_OTG 


USB OTG interrupt 


VIC1 


57 


INT_HSMMC1 


HSMIVIC1 interrupt 


VIC1 


56 


INT_HSMMCO 


HSMI\/!CO interrupt 


VIC1 


55 


INT_HOSTIF 


Host Interface interrupt 


VIC1 


54 


INT_MSM 


MSM modem l/F interrupt 


VIC1 


53 


INT_EINT4 


External interrupt Group 1 ~ Group 9 


VIC1 


52 


INT_HSIrx 


HSI Rx interrupt 


VIC1 


51 


INT_HSItx 


HSI Tx interrupt 


VIC1 


50 


INTJ2C0 


120 0 interrupt 


VIC1 


49 


INT_SPI1/INT_HSMMC2 


SPI1 interrupt or HSMMC2 interrupt 


VIC1 


48 


INT_SPIO 


SPIO interrupt 


VIC1 


47 


INT_UHOST 


USB Host interrupt 


VIC1 


46 


INT_CFC 


CFCON interrupt 


VIC1 


45 


INT_NFC 


NFGON interrupt 


VIC1 


44 


INT_0NENAND1 


OneNAND interrupt from bank 1 


VIC1 


43 


INT_ONENAND0 


OneNAND interrupt from bank 0 


VIC1 


42 


INT_DMA1 


DMA1 interrupt 


VIC1 
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Int. No. 


Sources 


Description 


Group 


41 


INT_DMAO 


DMAO interrupt 


VIC1 


40 


INT_UART3 


UART3 interrupt 


VIC1 


39 


INT_UART2 


UART2 interrupt 


VIC1 


38 


INT_UART1 


UART1 interrupt 


VIC1 


37 


INT_UARTO 


UARTO interrupt 


VIC1 


36 


INT_AC97 


AC97 interrupt 


VIC1 


35 


INT_PCM1 


PCM1 interrupt 


VIC1 


34 


INT_PCMO 


PCMO interrupt 


VIC1 


33 


INT_EINT3 


External interrupt 20 ~ 27 


VIC1 


32 


INT_EINT2 


External interrupt 12-19 


VIC1 


31 


INT_LCD[2] 


LCD interrupt. System l/F done 


VICO 


30 


INT_LCD[1] 


LCD interrupt. VSYNC interrupt 


VICO 


29 


INT_LCD[0] 


LCD interrupt. FIFO underrun 


VICO 


28 


INT_TIMER4 


Timer 4 interrupt 


VICO 


27 


INT_TIMER3 


Timer 3 interrupt 


VICO 


26 


INT_WDT 


Watchdog timer interrupt 


VICO 


25 


INT_TIMER2 


Timer 2 interrupt 


VICO 


24 


INT_TIMER1 


Timer 1 interrupt 


VICO 


23 


INT_TIMERO 


Timer 0 interrupt 


VICO 


22 


INT_KEYPAD 


Keypad interrupt 


VICO 


21 


INT_ARM_DMAS 


ARM DMAS interrupt 


VICO 


20 


INT_ARM_DMA 


ARM DMA interrupt 


VICO 


19 


INT_ARM_DMAERR 


ARM DMA Error interrupt 


VICO 


18 


INT_SDMA1 


Secure DMA1 interrupt 


VICO 


17 


INT_SDMAO 


Secure DMAO interrupt 


VICO 


16 


INT_MFC 


MFC interrupt 


VICO 


15 


INT_JPEG 


JPEG interrupt 


VICO 


14 


INT_BATF 


Battery fault interrupt 


VICO 


13 


INT_SCALER 


TV Scaler interrupt 


VICO 


12 


INT_TVENC 


TV Encoder interrupt 


VICO 


11 


INT_2D 


2D interrupt 


VICO 


10 


INT_ROTATOR 


Rotator interrupt 


VICO 


9 


INT_POST0 


Post processor interrupt 


VICO 


8 


INT_3D 


3D Graphic Controller interrupt 


VICO 


7 


Reserved 


Reserved 


VICO 
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Int. No. 


Sources 


Description 


Group 


6 


INT I2S0 1 INT I2S1 | 
INT_I2SV40 


I2S 0 interrupt or I2S 1 interrupt or I2S V40 
interrupt 


VICO 


5 


INTJ2C1 


I2C 1 interrupt 


VICO 


4 


INT_CAMIF_P 


Camera interface interrupt 


VICO 


3 


INT_CAMIF_C 


Camera interface interrupt 


VICO 


2 


INT_RTC_TIC 


RTC TIC interrupt 


VICO 


1 


INT_EINT1 


External interrupt 4-11 


VICO 


0 


INT_EINTO 


External interrupt 0-3 


VICO 



Note: 1. 641 OX PoP A Type doesn't support "INT_NFC" 

2. 641 OX Pop D Type doesn't support "INT_ONENAND0" & "INT_0NENAND1" 
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12.4 FUNCTION 
12.4.1 BLOCK DIAGRAM 



VICINTSOURCE[31:0] 



Other VIC 



VICIRQACK 
nVICSYNCEN 
VICVECTADDRV 



SFR AHB l/F 



Interrupt 
request 
logic 



Daisy 
chain 
interface 



VIC port 
interface 



AHB 
slave 
interface 



FIQStatus[31:0] 



IRQStatus[31:0] 



Nonvectored FIQ 
interrupt logic 



Vectored interrupt 0 
Vectored interrupt 1 



Vectored interrupt 31 



IRQ 



IRQ & 
VectAddr 



VectAddrln[31:0] 



VectAddrOut[31:0] 



IRQ vector 
address and 
priority logic 



Control 



nVICFIQ . 



nVICIRQ 



Figure 12-2. Vectored Interrupt Controller block diagram 



^^^^^^ 



ELECTRONICS 



12-5 



VECTORED INTERRUPT CONTROLLER 



641 OX UM 



12.5 SUMMARY OF VIC REGISTERS 

• Base address of VICO is 0x71 20_0000 

• Base address of VIC1 is 0x71 30_0000 

• Address of control register = base address + offset 



Register 


Offset 


Type 


Description 


Reset Value 


VICxIRQSTATUS 


0x000 


R 


IRQ Status Register 


0x00000000 


VICxFIQSTATUS 


0x004 


R 


FIQ Status Register 


0x00000000 


VICxRAWINTR 


0x008 


R 


Raw Interrupt Status Register 


0x00000000 


VICxINTSELECT 


OxOOC 


RW 


Interrupt Select Register 


0x00000000 


VICxINTENABLE 


0x010 


RW 


Interrupt Enable Register 


0x00000000 


VICxINTENCLEAR 


0x014 


W 


Interrupt Enable Clear Register 


- 


VICxSOFTINT 


0x018 


RW 


Software Interrupt Register 


0x00000000 


VICxSOFTINTCLEAR 


0x01 C 


W 


Software Interrupt Clear Register 


- 


VICxPROTECTION 


0x020 


RW 


Protection Enable Register 


0x0 


VICxSWPRIORITYMASK 


0x024 


RW 


Software Priority Mask Register 


OxFFFF 


VICxPRIORITYDAISY 


0x028 


RW 


Vector Priority Register for Daisy Chain 


OxF 


VICxVECTADDRO 


0x100 


RW 


Vector Address 0 Register 


0x00000000 


VICxVECTADDRI 


0x104 


RW 


Vector Address 1 Register 


0x00000000 


VICxVECTADDR2 


0x108 


RW 


Vector Address 2 Register 


0x00000000 


VICxVECTADDRS 


0x1 OC 


RW 


Vector Address 3 Register 


0x00000000 


VICxVECTADDR4 


0x110 


RW 


Vector Address 4 Register 


0x00000000 


VICxVECTADDRS 


0x114 


RW 


Vector Address 5 Register 


0x00000000 


VICxVECTADDRS 


0x118 


RW 


Vector Address 6 Register 


0x00000000 


VICxVECTADDR7 


0x1 1C 


RW 


Vector Address 7 Register 


0x00000000 


VICxVECTADDRS 


0x120 


RW 


Vector Address 8 Register 


0x00000000 


VICxVECTADDRS 


0x124 


RW 


Vector Address 9 Register 


0x00000000 


VICxVECTADDRI 0 


0x128 


RW 


Vector Address 10 Register 


0x00000000 


VICxVECTADDRH 


0x1 2C 


RW 


Vector Address 1 1 Register 


0x00000000 


VICxVECTADDRI 2 


0x130 


RW 


Vector Address 12 Register 


0x00000000 


VICxVECTADDRI 3 


0x134 


RW 


Vector Address 13 Register 


0x00000000 


VICxVECTADDRI 4 


0x138 


RW 


Vector Address 14 Register 


0x00000000 


VICxVECTADDRI 5 


0x1 3C 


RW 


Vector Address 15 Register 


0x00000000 


VICxVECTADDRI 6 


0x140 


RW 


Vector Address 16 Register 


0x00000000 


VICxVECTADDRI/ 


0x144 


RW 


Vector Address 17 Register 


0x00000000 


VICxVECTADDRI 8 


0x148 


RW 


Vector Address 18 Register 


0x00000000 
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Register 


Offset 


Type 


Description 


Reset Value 


VICxVECTADDR19 


0x1 4C 


RW 


Vector Address 19 Register 


0x00000000 


VICxVECTADDR20 


0x150 


RW 


Vector Address 20 Register 


0x00000000 


VICxVECTADDR21 


0x154 


RW 


Vector Address 21 Register 


0x00000000 


VICxVECTADDR22 


0x158 


RW 


Vector Address 22 Register 


0x00000000 


VICxVECTADDR23 


0x1 5C 


RW 


Vector Address 23 Register 


0x00000000 


VICxVECTADDR24 


0x160 


RW 


Vector Address 24 Register 


0x00000000 


VICxVECTADDR25 


0x164 


RW 


Vector Address 25 Register 


0x00000000 


VICxVECTADDR26 


0x168 


RW 


Vector Address 26 Register 


0x00000000 


VICxVECTADDR27 


0x1 6C 


RW 


Vector Address 27 Register 


0x00000000 


VICxVECTADDR28 


0x170 


RW 


Vector Address 28 Register 


0x00000000 


VICxVECTADDR29 


0x174 


RW 


Vector Address 29 Register 


0x00000000 


VICxVECTADDRSO 


0x178 


RW 


Vector Address 30 Register 


0x00000000 


VICxVECTADDR31 


0x1 7C 


RW 


Vector Address 31 Register 


0x00000000 


VICxVECPRIORITYO 


0x200 


RW 


Vector Priority 0 Register 


OxF 


VICxVECTPRIORITYl 


0x204 


RW 


Vector Priority 1 Register 


OxF 


VICxVECTPRI0RITY2 


0x208 


RW 


Vector Priority 2 Register 


OxF 


VICxVECTPRIORITYS 


0x20C 


RW 


Vector Priority 3 Register 


OxF 


VICxVECTPRI0RITY4 


0x210 


RW 


Vector Priority 4 Register 


OxF 


VICxVECTPRIORITYS 


0x214 


RW 


Vector Priority 5 Register 


OxF 


VICxVECTPRIORITYS 


0x218 


RW 


Vector Priority 6 Register 


OxF 


VICxVECTPRI0RITY7 


0x21 C 


RW 


Vector Priority 7 Register 


OxF 


VICxVECTPRIORITYS 


0x220 


RW 


Vector Priority 8 Register 


OxF 


VICxVECTPRIORITYS 


0x224 


RW 


Vector Priority 9 Register 


OxF 


VICxVECTPRIORITYl 0 


0x228 


RW 


Vector Priority 1 0 Register 


OxF 


VICxVECTPRIORITYl 1 


0x22C 


RW 


Vector Priority 1 1 Register 


OxF 


VICxVECTPRIORITYl 2 


0x230 


RW 


Vector Priority 1 2 Register 


OxF 


VICxVECTPRIORITYl 3 


0x234 


RW 


Vector Priority 1 3 Register 


OxF 


VICxVECTPRIORITYl 4 


0x238 


RW 


Vector Priority 14 Register 


OxF 


VICxVECTPRIORITYl 5 


0x23C 


RW 


Vector Priority 1 5 Register 


OxF 


VICxVECTPRIORITYl 6 


0x240 


RW 


Vector Priority 16 Register 


OxF 


VICxVECTPRIORITYl/ 


0x244 


RW 


Vector Priority 17 Register 


OxF 


VICxVECTPRIORITYl 8 


0x248 


RW 


Vector Priority 1 8 Register 


OxF 


VICxVECTPRIORITYl 9 


0x24C 


RW 


Vector Priority 1 9 Register 


OxF 


VICxVECTPRIORITY20 


0x250 


RW 


Vector Priority 20 Register 


OxF 
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Rpni^tpr 


Offset 


Tvnp 


npQprintinn 


Rpopt VriliiP 


VICxVECTPRIORITY21 

V 1 A V ^ II III 1 1 1 1 1^1 


0x254 


RW 


Vprtor Prinritv P1 Rpni<^tpr 

V OOLWI 1 1 \\Ji 1 ly ^ 1 1 I^^IOL^I 


OxF 


VICxVECTPRIORITY22 


0x258 


RW 


Vprtor Prinritv 22 Rpni<^tpr 


OxF 


VICxVECTPRIORITY23 

V 1 \jy\ V 1— \j II III \^ 1 1 1 1 I 


0x25C 


RW 


Vprtor Prinritv 2r^ Rpni<^tpr 

V ^VyLWi 1 1 \\Ji 1 ly 1 I^MIOL^I 


OxF 


VICxVECTPRIORITY24 

V V 1 1 1 I 1 \^ 1 11 1 1 


0x260 


RW 


Vprtor Prioritv 24 Rpni<^tpr 


OxF 


VICxVECTPRIORITY25 


0x264 


RW 


Vector Prioritv 25 Rpnister 


OxF 


VICxVECTPRIORITY26 


0x268 


RW 


Vector Priority 26 Register 


OxF 


VICxVECTPRIORITY27 


0x26C 


RW 


Vector Priority 27 Register 


OxF 


VICxVECTPRIORITY28 


0x270 


RW 


Vector Priority 28 Register 


OxF 


VICxVECTPRIORITY29 


0x274 


RW 


Vector Priority 29 Register 


OxF 


VICxVECTPRIORITYSO 


0x278 


RW 


Vector Priority 30 Register 


OxF 


VICxVECTPRI0RITY31 


0x27C 


RW 


Vector Priority 31 Register 


OxF 


VICxADDRESS 


OxFOO 


RW 


Vector Address Register 


0x00000000 



12-8 



ELECTRONICS 



S3C6410XUM REV0.10 



VECTORED INTERRUPT CONTROLLER 



12.6 REGISTER DESCRIPTIONS 

12.6.1 IRQ STATUS REGISTER, VICIRQSTATUS 



REGISTER 


ADDRESS 


R/W 


DESCRIPTION 


RESET VALUE 


VICOIRQSTATUS 


0x7120_0000 


R 


IRQ Status Register (VICO) 


OxOOOO_0000 


VIC1IRQSTATUS 


0x7130_0000 


R 


IRQ Status Register (VIC1) 


OxOOOO_0000 



Name 


BIT 


DESCRIPTION 


RESET VALUE 


IRQStatus 


[31:0] 


Siiow tlie status of tlie interrupts after masl<ing by tlie 
VICxINTENABLE and VICxINTSELECT Registers: 

0 = interrupt is inactive (reset) 

1 = interrupt is active. 

There is one bit of the register for each interrupt source. 


0x0 



12.6.2 FIG STATUS REGISTER, VICFIQSTATUS 



REGISTER 


ADDRESS 


R/W 


DESCRIPTION 


RESET VALUE 


VICOFIQSTATUS 


0x7120_0004 


R 


FIQ Status Register (VICO) 


OxOOOO_0000 


VIC1 FIQSTATUS 


0x7130_0004 


R 


FIQ Status Register (VIC1) 


OxOOOO_0000 



Name 


BIT 


DESCRIPTION 


RESET VALUE 


FIQStatus 


[31:0] 


Show the status of the FIQ interrupts after masking by the 
VICINTENABLE and VICINTSELECT Registers: 

0 = interrupt is inactive (reset) 

1 = interrupt is active. 

There is one bit of the register for each interrupt source. 


0x0 
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12.6.3 RAW INTERRUPT STATUS REGISTER, VICRAWINTR 



REGISTER 


ADDRESS 


R/W 


DESCRIPTION 


RESET VALUE 


VICORAWINTR 


0x7120_0008 


R 


Raw Interrupt Status Register (VICO) 


OxOOOO_0000 


VIC1 RAWINTR 


0x7130_0008 


R 


Raw Interrupt Status Register (VIC1) 


OxOOOO_0000 



Name 


BIT 


DESCRIPTION 


RESET VALUE 


Rawlnterrupt 


[31:0] 


Show the status of the FIQ interrupts before masl<ing by the 
VICINTENABLE and VICINTSELECT Registers: 

0 = interrupt is inactive before masl<ing 

1 = interrupt is active before masl<ing 

Because this register provides a direct view of the raw interrupt 
inputs, the reset value is unknown. 

There is one bit of the register for each interrupt source.There is 
one bit of the register for each interrupt source. 


0x0 



12.6.4 INTERRUPT SELECT REGISTER, VICINTSELECT 



REGISTER 


ADDRESS 


R/W 


DESCRIPTION 


RESET VALUE 


VICOINTSELECT 


0x7120_000C 


R/W 


Interrupt Select Register (VICO) 


OxOOOO_0000 


VIC1INTSELECT 


0x7130_000C 


R/W 


Interrupt Select Register (VIC1) 


0x0000_0000 



Name 


BIT 


DESCRIPTION 


RESET VALUE 


IntSelect 


[31:0] 


Selects type of interrupt for interrupt request: 

0 = IRQ interrupt (reset) 

1 = FIQ interrupt 

There is one bit of the register for each interrupt source 


0x0 
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12.6.5 INTERRUPT ENABLE REGISTER, VICINTENABLE 



REGISTER 


ADDRESS 


R/W 


DESCRIPTION 


RESET VALUE 


VICOINTENABLE 


0x7120_0010 


R/W 


Interrupt Enable Register (VICO) 


OxOOOO_0000 


VIC1INTENABLE 


0x7130_0010 


R/W 


Interrupt Enable Register (VIC1) 


OxOOOO_0000 



Name 


BIT 


DESCRIPTION 


RESET VALUE 






Enables the interrupt request lines, which allow the interrupts to 
reach the processor. 








Read: 








0 = interrupt disabled (reset) 








1 = Interrupt enabled 




IntEnable 


[31:0] 


The interrupt enable can only be set using this register. The 
VICINTENCLEAR Register must be used to disable the interrupt 
enable. 

Write: 

0 = no effect 

1 = interrupt enabled. 

On reset, all interrupts are disabled. 
There is one bit of the register for each interrupt source 


0x0 



12.6.6 INTERRUPT ENABLE CLEAR, VICINTENCLEAR 



REGISTER 


ADDRESS 


R/W 


DESCRIPTION 


RESET VALUE 


VICOINTENCLEAR 


0x7120_0014 


W 


Interrupt Enable Clear Register (VICO) 




VIC1INTENCLEAR 


0x7130_0014 


w 


Interrupt Enable Clear Register (VIC1) 





Name 


BIT 


DESCRIPTION 


RESET VALUE 


IntEnable Clear 


[31:0] 


Clears corresponding bits in the VICINTENABLE Register: 

0 = no effect 

1 = interrupt disabled in VICINTENABLE Register. 
There is one bit of the register for each interrupt source. 
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12.6.7 SOFTWARE INTERRUPT REGISTER, VICSOFTINT 



REGISTER 


ADDRESS 


R/W 


DESCRIPTION 


RESET VALUE 


VICOSOFTINT 


0x7120_0018 


R/W 


Software Interrupt Register (VICO) 


OxOOOO_0000 


VIC1S0FTINT 


0x7130_0018 


R/W 


Software Interrupt Register (VIC1) 


OxOOOO_0000 



Name 


BIT 


DESCRIPTION 


RESET VALUE 


Softint 


[31:0] 


Setting a bit HIGH generates a software interrupt for the selected 
source before interrupt masking. 

Read: 

0 = software interrupt inactive (reset) 

1 = software interrupt active 
Write: 

0 = no effect 

1 = software interrupt enabled 

There is one bit of the register for each interrupt source 


0x0 



12.6.8 SOFTWARE INTERRUPT CLEAR REGISTER, VICSOFTINTCLEAR 



REGISTER 


ADDRESS 


R/W 


DESCRIPTION 


RESET VALUE 


VICOSOFTINTCLE 
AR 


0x7120_001C 


W 


Software Interrupt Clear Register (VICO) 




VIC1S0FTINTCLE 
AR 


0x7130_001C 


w 


Software Interrupt Clear Register (VIC1) 





Name 


BIT 


DESCRIPTION 


RESET VALUE 


SoftlntClear 


[31:0] 


Clears corresponding bits in the VICSOFTINT Register: 

0 = no effect 

1 = software interrupt disabled in the VICSOFTINT Register. 
There is one bit of the register for each interrupt source. 
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12.6.9 PROTECTION ENABLE REGISTER, VICPROTECTION 



REGISTER 


ADDRESS 


R/W 


DESCRIPTION 


RESET VALUE 


VICOPROTECTION 


0x7120_0020 


R/W 


Protection Enable Register (VICO) 


OxOOOO_0000 


VIC1 PROTECTION 


0x7130_0020 


R/W 


Protection Enable Register (VIC1) 


OxOOOO_0000 



Name 


BIT 


DESCRIPTION 


RESET VALUE 


Reserved 


[31:1] 


Reserved, read as zero, do not modify. 


0x0 


Protection 


[0] 


Enables or disables protected register access: 

0 = protection mode disabled (reset) 

1 = protection mode enabled. 

When enabled, only privileged mode accesses (reads and writes) 
can access the interrupt controller registers. 
When disabled, both user mode and privileged mode can access 
the registers. 

This register can only be accessed in privileged mode, even 
when protection mode is disabled. 


0 



12.6.10 SOFTWARE PRIORITY MASK REGISTER, VICSWPRIORITYMASK 



REGISTER 


ADDRESS 


R/W 


DESCRIPTION 


RESET VALUE 


VICOSWPRIORITY 
MASK 


0x7120_0024 


R/W 


Software Priority Mask Register (VICO) 


OxOOOO_FFFF 


VIC1SWPRI0RITY 
MASK 


0x7130_0024 


R/W 


Software Priority Mask Register (VIC1) 


OxOOOO_FFFF 



Name 


BIT 


DESCRIPTION 


RESET VALUE 


Reserved 


[31:16] 


Reserved, read as zero, do not modify. 


0x0 


SWPriorityMask 


[15:0] 


Controls software masking of the 16 interrupt priority levels: 

0 = interrupt priority level is masked 

1 = interrupt priority level is not masked (reset). 

Each bit of the register is applied to each of the 1 6 interrupt 
priority levels. 


OxFFFF 
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12.6.11 VECTOR PRIORITY REGISTER FOR DAISY CHAIN 



REGISTER 


ADDRESS 


R/W 


DESCRIPTION 


RESET VALUE 


VICOPRIORITYDAI 
SY 


0x7120_0028 


R/W 


Vector Priority Register for Daisy Cliain 
(VICO) 


OxOOOO_OOOF 


VIC1PRI0RITYDAI 
SY 


0x7130_0028 


R/W 


Vector Priority Register for Daisy Chain. 
(VIC1) 


OxOOOO_OOOF 



Name 


BIT 


DESCRIPTION 


RESET VALUE 


Reserved 


[31:4] 


Reserved, read as zero, do not modify. 


0x0 


PriorityDaisy 


[3:0] 


Selects vectored interrupt priority level. You can select any of 
the 16 vectored interrupt priority levels by programming the 
register with the hexadecimal value of the priority level required, 
from 0-15. 


OxF 
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12.6.12 VECTOR ADDRESS REGISGERS, VICVECTADDR[0-31] 



REGISTER 


ADDRESS 


R/W 


DESCRIPTION 


RESET VALUE 


VIC0VECTADDR[3 
1:0] 


0x7120_0100 
0x7120_017C 


R/W 


Vector Address [31 :0] Register (VICO) 


OxOOOO_0000 


VIC0VECTADDR[3 
1:0] 


0x7130_0100 
0x7130_017C 


R/W 


Vector Address [31 :0] Register. (VIC1) 


OxOOOO_0000 



Name 


BIT 


DESCRIPTION 


RESET VALUE 


VectorAddr 


[31:0] 


Contains ISR vector addresses. 


OxOOOO_0000 



12.6.13 VECTOR PRIORITY REGISTERS, VICVECTPRIORITY[0-31] 



REGISTER 


ADDRESS 


R/W 


DESCRIPTION 


RESET VALUE 


VICOVECTPRIORI 
TY[31 :0] 


0x7120_0200 
0x7120_027C 


R/W 


Vector Priority [31 :0] Register (VICO) 


OxOOOO_OOOF 


VIC1VECTPRI0RI 
TY[31 :0] 


0x7130_0200 
0x7130_027C 


R/W 


Vector Priority [31 :0] Register. (VIC1) 


OxOOOO_OOOF 



Name 


BIT 


DESCRIPTION 


RESET VALUE 


Reserved 


[31:4] 


Reserved, read as zero, do not modify. 


0x0 


VectPriority 


[3:0] 


Selects vectored interrupt priority level. You can select any of 
the 16 vectored interrupt priority levels by programming the 
register with the hexadecimal value of the priority level required, 
from 0-15. 


OxF 
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12.6.14 VECTOR ADDRESS REGISTER, VICADDRESS 



REGISTER 


ADDRESS 


R/W 


DESCRIPTION 


RESET VALUE 


VICOADDRESS 


0x7120_0F00 


R/W 


Vector Address Register (VICO) 


OxOOOO_0000 


VIC1 ADDRESS 


0x7130_0F00 


R/W 


Vector Address Register (VIC1) 


OxOOOO_0000 



Name 


BIT 


DESCRIPTION 


RESET VALUE 


VectAddr 


[31:0] 


Contains the address of the currently active ISR, with reset value 
0x00000000. 

A read of this register returns the address of the ISR and sets the 
current interrupt as being serviced. A read must only be performed 
while there is an active interrupt. 

A write of any value to this register clears the current interrupt. A 
write must only be performed at the end of an interrupt service 
routine. 


0x0 
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13.1 OVERVIEW 



SECURITY SUB-SYSTEMS 



Security sub-system (SsS) is a crypto function accelerator. The architecture of SsS also provides high-speed bulk 
data processing, by providing double-layer AHB bus and FIFOs. FIFO-Rx and FIFO-Tx can be programmed to 
monitor AES or DES/3DES or SHA-1 module, and automatically transfer input/output data from the target module. 
This scheme does not require CPU's intervention and can achieve high-speed bulk data processing. 

Figure 13-1 shows the block diagram of the SsS, and its main features are as follows. 



13.2 FEATURES 

• Symmetric key accelerator 

- AES : ECB, CBC, CTR mode support 

- DES/3DES : ECB, CBC mode support 

• Hash engine 

- SHA-1 

- H/W HMAC support 

• Random Number Generator 

- PRNG 320-bit generation per 1 60 cycles 

• FIFO-Rx/Tx: (two 32-word) for input and output streaming. 

- AES, DES/3DES, SHA-1 /HMAC mode support 

• DMA l/F to SDMA1 (Security DMA 1 ) 



^^^^^^ 
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SYSTEM BUS > SDMA1 

\a ^ 



DMA BUS y TX FIFO 



SYSTEM BUS 







DES 




SHA-1 / 


AES 




/ 




HMAC/ 






3DES 




PRNG 



DMA BUS > RXFIFO 



SYSTEM BUS 



Figure 13-1. Block Diagram of the Security Sub-System 
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13.3 PROGRAMMING GUIDE 

13.3.1 AES 

AES can be executed by either FiFo Operation or ARM Operation depending on the transfer method of Data and 
Meta Data (IV, Counter) for Cipher execution. This document describes the FiFo Operation which is the basis. 

1. Key and Meta Data(CBC Mode:IV(AES_Rx_IV_0#), CTR Mode: Counter Value(AES_Rx_CTR_0#), 
ECB Mode:Meta Data does not apply) are written in each register. Key is written to Key Register 
according to the Key Size(1 28/1 92/256-bit). (128-bit : AES_Rx_KEY_01 - AES_Rx_KEY_04, 192-bit : 
AES_Rx_KEY_01-AES_Rx_KEY_06, 256-bit : AES_Rx_KEY_01 - AES_Rx_KEY_08 ) 

2. Set AES Configure Key Length for AES operation, Direction(En/Decryption), Operation 
Mode(ECB/CBC/CTR), Counter Size(for Counter Mode) for AES operation into AES Control Register. 

3. Rx/Tx FiFo related registers are set up in the following order: 

(1) FiFo-Rx Message Length Register Setup : Total message length for AES Operation (32bit Unit) 

(2) FiFo-Rx Block Size Register Setup : AES Algorithm Specific Block Size (32bit Unit) 

(3) FiFo-Rx Destination Register Setup : AES Input Buffer(AES_Rx_DIN_01) Start Address 

(4) FiFo-Tx Message Setup : Total message length for AES Operation (32bit Unit) 

(5) FiFo-Tx Block Size Register Setup : AES Algorithm Specific Block Size (32bit Unit) 

(6) FiFo-Tx Source Register Setup : AES Output Buffer(AES_Tx_DOUT_01) Start Address 

(7) FiFo-Rx Control Register Setup : 1) 'FRx_Dest_Module'(FRx_Ctrl[7:6] : Algorithm Specific 
Destination Module Selection(AES:00)) 2) 'FRx_Host_Rd_En' (FRx_Ctrl[5] : Host FRx_Ctrl[31 :16] 
and FRx_MlenCnt field Read Enable) 3) 'FRx_Host_Wr_En'(FRx_Ctrl[4] : Host FiFo-Rx Write 
Enable) 4) 'FRx_Sync_Tx'(FRx_Ctrl[3] : FiFo-Rx Write Wait Enable for FiFo-Tx Read Done) 5) 
'FRx_Start' ( FRx_Ctrl[0] : FiFo-Rx Data Transfer to Destination Module Start) 

(8) FiFo-Tx Control Register Setup : 1) TTx_Src_Module'(FTx_Ctrl[7:6] : Algorithm Specific Source 
Module Selection(AES:00)) 2) TTx_Host_Rd_En'(FTx_Ctrl[5] : Host FTx_Ctrl[31 :16] and 
FTx_MlenCnt field Read Enable) 3)' FTx_Host_Wr_En'(FTx_Ctrl[4] : Host FiFo-Tx Read Enable) 4) 
TTx_Start' (FTx_Ctrl[0] : FiFo-Rx Data Transfer from Source Module Start) 

4. Write Data(Encryption:PlainText, Decryption :CipherText) for AES Operation into FiFo-Rx. FiFo-Rx and 
FiFo-Tx communicates data with AES by following procedures. 

(1) Write Data to AES_Rx_DIN_0# Register 

(2) AES Operation Start : Repeat following Step from Step® to Step® as needed 
® FiFo-Rx Polling AES Input Ready 

(2) FiFo-Rx Write Data to AES_Rx_DIN_0# Register 

(3) FiFo-Tx Polling AES Output Ready 

® FiFo-Tx Read Data from AES_Tx_DOUT_0# Register 
© AES Operation Start 

(3) FiFo-Tx Polling AES Output Ready 

(4) FiFo-Tx Read Data from AES_Tx_DOUT_0# Register 

5. Uses FiFo-Rx Empty CheckCFRx_Wd2Read'(checks if FRx_Ctrl[15:8]) is '0') to check and poll if AES 
Operation Data transmission from FiFo-Rx to AES is completed. 

6. Confirm AES Operation result's transmission to FiFo-Tx by checking FiFo-Tx Transfer Done Check 
(check if 'FTx_Done'(FTx_Ctrl[25]) is '1') and read AES Operation result from FiFo-Tx. 



^^^^^^ 
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13.3.2 TDES 

IDES can be executed by FiFo Operation or ARM Operation depending on transmission method of Data and 
Meta Data (IV) for Cipher. This document describes the FiFo Operation which is the basis. 



1. Write Key (TDES_Rx_KEY#_#) and Meta Data(CBC Mode:IV(TDES_Rx_IV_0#), ECB Mode:Meta Data 
does not apply) to each register. 

2. Configure either DES/TDES Selection, Direction(En/Decryption), or Operation Mode(ECB/CBC) into 
TDES Control Register (TDES_Rx_CTRL). 

3. Set up Rx/Tx FiFo related Registers in following order. 

A. FiFo-Rx Message Length Register Setup : Total message length for TDES Operation (32bit Unit) 

B. FiFo-Rx Block Size Register Setup : TDES Algorithm Specific Block Size (32bit Unit) 

C. FiFo-Rx Destination Register Setup : TDES Input Buffer(TDES_Rx_INPUT_01) Start Address 

D. FiFo-Tx Messgae Setup : Total message length for TDES Operation (32bit Unit) 

E. FiFo-Tx Block Size Register Setup : TDES Algorithm Specific Block Size (32bit Unit) 

F. FiFo-Tx Source Register Setup : TDES Output Buffer(TDES_Tx_OUTPUT_01) Start Address 

G. FiFo-Rx Control Register Setup : 1) 'FRx_Dest_Module'(FRx_Ctrl[7:6] : Algorithme Specific 
Destination Module Selection(TDES/DES:01)) 2) 'FRx_Host_Rd _En' (FRx_Ctrl[5] : Host 
FRx_Ctrl[31:16] and FRx_MlenCnt field Read Enable) 3) TRx_Host_Wr_En'(FRx_Ctrl[4] : Host 
FiFo-Rx Write Enable) 4) 'FRx_Sync_ Tx'(FRx_Ctrl[3] : FiFo-Rx Write Wait Enable for FiFo-Tx 
Read Done) 5) 'FRx_Start' ( FRx_Ctrl[0] : FiFo-Rx Data Transfer to Destnation Module Start) 

H. FiFo-Tx Control Register Setup : 1) 'FTx_Src_Module'(FTx_Ctrl[7:6] : Algorithm Specific Source 
Module Selection(TDES/DES:01)) 2) TTx_Host_Rd_En' (FTx_Ctrl[5] : Host FTx_Ctrl[31 :16] and 
FTx_MlenCnt field Read Enable) 3)' FTx_Host_Wr_En'(FTx_Ctrl[4] : Host FiFo-Tx Read Enable) 4) 
'FTx_Start' (FTx_Ctrl[0] : FiFo-Rx Data Transfer from Source Module Start) 



4. Host writes Data(Encryption:PlainText, Decryption :CipherText) for TDES Operation into FiFo-Rx. FiFo-Rx 
and FiFo-Tx uses following method to transfer data between TDES. 

A. Write Data to TDES_Rx_INPUT_0# Register 

B. TDES Operation Start : Repeat following Step from Step® to Step® as needed 

® FiFo-Rx Polling TDES Input Ready 

(2) FiFo-Rx Write Data to TDES_Rx_INPUT_0# Register 

(3) FiFo-Tx Polling TDES Output Ready 

® FiFo-Tx Read Data from TDES_Tx_OUTPUT_0# Register 
© TDES Operation Start 

C. FiFo-Tx Polling TDES Output Ready 

D. FiFo-Tx Read Data from TDES_Tx_OUTPUT_0# Register 



5. Polls if all the data for TDES Operation are transmitted from FiFo-Rx to TDES by checking FiFo-Rx 
Empty Check (checks if TRx_Wd2Read'(FRx_Ctrl[15:8]) is '0'). 



6. Confirms the transmission of TDES Operation result to FiFo-Tx by checking FiFo-Tx Transfer Done 
Check (check if 'FTx_Done' is '1') and read the result from FiFo-Tx. 
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13.3.3 SHA-1 

SHA-1 & PRNG is executed by either FiFo Operation or ARM Operation depending on transfer method of Data 
and Meta Data( IV) for hash execution. This document describes the FiFo Operation which is the basis. 

1. Configure HASH_CTRL Register.(Select engine(SHA-1, HMAC-SHA-1), Key or text, engine start, seed 
or not ) 

Note) Rx/Tx FiFo is not support PRNG engine. 

2. Rx/Tx FiFo related registers are set up in following order: 

A. FiFo-Rx Message Length Register Setup : Total message length of the operation (32bit Unit) 

B. FiFo-Rx Block Size Register Setup : Hash Algorithm Specific Block Size (32bit Unit) 

C. FiFo-Rx Destination Register Setup : Input Buffer Start Address 

D. FiFo-Tx Message Length Register Setup : Total message length of the operation (32bit Unit) 

E. FiFo-Tx Block Size Register Setup : Hash Algorithm Specific Block Size (32bit Unit) 

F. FiFo-Tx Source Register Setup : Output Buffer Start Address 

G. FiFo-Rx Control Register Setup : B1) 'FRx_Dest_Module'(FRx_Ctrl[7:6] : Algorithme Specific 
Destination Module Selection(SHA-1/PRNG:01)) 2) 'FRx_Host_Rd_En' (FRx_Ctrl[5] : Host 
FRx_Ctrl[31:16] and FRx_MlenCnt field Read Enable) 3) TRx_Host_Wr_En'(FRx_Ctrl[4] : Host 
FiFo-Rx Write Enable) 4) 'FRx_Sync_Tx'(FRx_Ctrl[3] : FiFo-Rx Write Wait Enable for FiFo-Tx Read 
Done) 5) 'FRx_Start' ( FRx_Ctrl[0] : FiFo-Rx Data Transfer to Destnation Module Start) 

H. FiFo-Tx Control Register Setup : 1) 'FTx_Src_Module'( FTx_Ctrl[7:6] : Algorithm Specific Source 
Module Selection(SHA-1/PRNG : 01))2) TTx_Host_Rd_En'(FTx_Ctrl[5] : Host FTx_Ctrl[31 :16] and 
FTx_MlenCnt field Read Enable) 3)' FTx_Host_Wr_En'(FTx_Ctrl[4] : Host FiFo-Tx Read Enable) 4) 
'FTx_Start' (FTx_Ctrl[0] : FiFo-Rx Data Transfer from Source Module Start) 



3. Write data for Hash Operation to FiFo-Rx. FiFo-Rx and FiFo-Tx transmits Hash and Data by following 
method: 

A. Write Data to Hash_Rx_DIN_0 ~ HASH_Rx_DIN_15 Registers 

B. Operation Start: Repeat following Step from Step© to Step(2) as needed 

® FiFo-Rx Polling Input Ready 

(2) FiFo-Rx Write Data to Hash_Rx_DIN_0 ~ Hash_Rx_DIN_15 Register 

C. FiFo-Tx Polling SHA-1 Output Ready 

D. FiFo-Tx Read Data from HASH_OUTPUT_0# Register 



4. Polls if data for operation is transmitted from FIFo-Rx to SHA-1 /PRNG by checking FiFo-Rx Empty Check 
(check if TRx_Wd2Read'(FRx_Ctrl[15:8]) is '0'). 



5. Check if SHA-1 /PRNG Opearation result is transmitted to FiFo-Tx by checking FiFo-Tx Transfer Done 
Check (check if TTx_Done'(FTx_Ctrl[25]) is '1') and read from FiFo-Tx. 
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13.4 SPECIAL FUNCTION REGISTERS 
13.4.1 SECURITY SUB-SYSTEM REGISTER MAP 



Table 13-1. DMA & Interrupt Control Register Map 



Address 


R/W 


Reset value 


Name 


Description 


Base + 0x00 


R/W 


OxOOOO_0000 


Dnl_CFG 


DMA and interrupt configuration register 


* Base = 0x7D00_0000 



Table 13-2. FIFO-Rx Register Map 



Address 


R/W 


Reset value 


Name 


Description 


Base + 0x00 


R/W 


0x0420_0000 


FRx_Ctrl 


FIFO-Rx Control & Status register 


Base + 0x04 


R/W 


OxOOOO_0000 


FRx_MLen 


FIFO-Rx Message Length register 


Base + 0x08 


R/W 


OxOOOO_0000 


FRx_BlkSz 


FIFO-Rx Crypto algorithm block size register 


Base + OxOC 


R/W 


OxOOOO_0000 


FRx_DestAddr 


FIFO-Rx Inout Buffer Address register 


Base + 0x10 


R/W 


OxOOOO_0000 


FRx_MLenCnt 


FIFO-Rx Message Count register 


Base + 0x40 


W 


OxOOOO_0000 


FRx_WrBuf 


FIFO-Rx write buffer 












Base + 0x7C 


W 


OxOOOO_0000 


FRx_WrBuf 


FIFO-Rx write buffer 


* Base = 0x7D40_0000 

* Base=0x7D90_0000 (Have to use this address to transfer using SDMA1 , SDMA1 only see this address. ) 



NOTE: Write access to FRx_WrBuf makes FIFO-Rx to write data to the FIFO memory regardless of the address given. That 
is, any address between 0x0040 and 0x007C will trigger the FIFO memory write. This feature lets the programmer 
use burst write to the FIFO-Rx. The FIFO Data path is not support PRNG module. 
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Table 13-3. FIFO-TX Register Map 



Address 


R/W 


Reset value 


Name 


Description 


Base + 0x00 


R/W 


0x0420_0000 


Fix _Ctrl 


FIFO-Tx Control & Status register 


Base + 0x04 


R/W 


OxOOOO_0000 


FTx_MLen 


FIFO-Tx Message Length register 


Base + 0x08 


R/W 


OxOOOO_0000 


Fix _BlkSz 


FIFO-Tx Crypto algorithm block size register 


Base + OxOC 


R/W 


OxOOOO_0000 


FTx_DestAddr 


FIFO-Tx Inout Buffer Address register 


Base + 0x10 


R/W 


OxOOOO_0000 


FTx_MLenCnt 


FIFO-Tx Message Count register 


Base + 0x40 


R 


OxOOOO_0000 


FTx_RdBuf 


FIFO-Tx read buffer 












Base + 0x7C 


R 


OxOOOO_0000 


FTx_RdBuf 


FIFO-Tx read buffer 


* Base = 0x7D80_0000 

* Base=0x7DA0_0000 (Have to use this address to transfer using SDMA1 , SDMA1 only see this address. ) 



NOTE: Read access to FTx_WrBuf makes FIFO-Tx to read data from the FIFO memory regardless of the address given. 
That is, any address between 0x0040 and 0x0080 will trigger the FIFO memory read. This feature makes the 
programmer use burst read to the FIFO-Tx. The FIFO Data path is not support PRNG module. 



Table 13-4. AES Register Map 



Address 


R/W 


Reset value 


Name 


Description 


Rx-AES Register Map (Rx side) 


Base + 0x00 


R/W 


0x0000_0200 


AES_Rx_CTRL 


AES Rx Contrl / Status Reg. 


Base + 0x10 


R/W 


OxOOOO_0000 


AES_Rx_DIN_01 


AES Rx Data Input Reg. 01 


Base + 0x1 4 


R/W 


0x0000_0000 


AES_Rx_DIN_02 


AES Rx Data Input Reg. 02 


Base + 0x1 8 


R/W 


OxOOOO_0000 


AES_Rx_DIN_03 


AES Rx Data Input Reg. 03 


Base + 0x1 C 


R/W 


0x0000_0000 


AES_Rx_DIN_04 


AES Rx Data Input Reg. 04 


Base + 0x20 


R 


OxOOOO_0000 


AES_Rx_DOUT_01 


AES Rx Data Output Reg. 01 


Base + 0x24 


R 


0x0000_0000 


AES_Rx_DOUT_02 


AES Rx Data Output Reg. 02 


Base + 0x28 


R 


OxOOOO_0000 


AES_Rx_DOUT_03 


AES Rx Data Output Reg. 03 


Base + 0x2C 


R 


0x0000_0000 


AES_Rx_DOUT_04 


AES Rx Data Output Reg. 04 


Base + 0x80 


R/W 


OxOOOO_0000 


AES_Rx_KEY_01 


AES Rx Key Input Reg. 01 


Base + 0x84 


R/W 


0x0000_0000 


AES_Rx_KEY_02 


AES Rx Key Input Reg. 02 


Base + 0x88 


R/W 


OxOOOO_0000 


AES_Rx_KEY_03 


AES Rx Key Input Reg. 03 


Base + 0x8C 


R/W 


0x0000_0000 


AES_Rx_KEY_04 


AES Rx Key Input Reg. 04 


Base + 0x90 


R/W 


OxOOOO_0000 


AES_Rx_KEY_05 


AES Rx Key Input Reg. 05 


Base + 0x94 


R/W 


0x0000_0000 


AES_Rx_KEY_06 


AES Rx Key Input Reg. 06 


Base + 0x98 


R/W 


OxOOOO_0000 


AES_Rx_KEY_07 


AES Rx Key Input Reg. 07 


Base + 0x9C 


R/W 


0x0000_0000 


AES_Rx_KEY_08 


AES Rx Key Input Reg. 08 


Base + OxAO 


R/W 


OxOOOO_0000 


AES_Rx_IV_01 


AES Rx IV Input Reg. 01 
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^^^^ 

Aaaress 


D/\A/ 

ri/VV 


nesei vaiue 


Name 


uesci ipiion 


Base + OxA4 


R/W 


OxOOOO_0000 


AES_Rx_IV_02 


AES Rx IV Input Reg. 02 


Base + 0xA8 


R/W 


OxOOOO_0000 


AES_Rx_IV_03 


AES Rx IV Input Reg. 03 


Base + OxAC 


R/W 


OxOOOO_0000 


AES_Rx_IV_04 


AES Rx IV Input Reg. 04 


Base + OxBO 


R/W 


OxOOOO_0000 


AES_Rx_CTR_01 


AES Rx Counter Preload Reg. 01 


Base + OxB4 


R/W 


OxOOOO_0000 


AES_Rx_CTR_02 


AES Rx Counter Preload Reg. 02 


Base + 0xB8 


R/W 


OxOOOO_0000 


AES_Rx_CTR_03 


AES Rx Counter Preload Reg. 03 


Base + OxBC 


R/W 


OxOOOO_0000 


AES_Rx_CTR_04 


AES Rx Counter Preload Reg. 04 


Tx-AES Register Map (Tx side) 


Base + 0x20 


R 


OxOOOO_0000 


AES_Tx_DOUT_01 


AES Rx Data Output Reg. 01 


Base + 0x24 


R 


OxOOOO_0000 


AES_Tx_DOUT_02 


AES Rx Data Output Reg. 02 


Base + 0x28 


R 


OxOOOO_0000 


AES_Tx_DOUT_03 


AES Rx Data Output Reg. 03 


Base + 0x2C 


R 


OxOOOO_0000 


AES_Tx_DOUT_04 


AES Rx Data Output Reg. 04 


* Rx Base = 0x7D10_0000 

* Tx Base = 0x7D50_0000 



Table 13-5. DES/TDES Register Map 



Address 


R/W 


Reset value 


Name 


Description 


Rx-DES/SDES Register Map (Rx side) 


Base + 0x00 


R/W 


0x0000_0040 


TDES_Rx_CTRL 


DES/3DES Rx Contrl / Status Reg. 


Base + 0x1 0 


R/W 


0x0000_0000 


TDES_Rx_KEY1_0 


DES/3DES Rx Key Input Reg. 1_0 


Base + 0x14 


R/W 


OxOOOO_0000 


TDES_Rx_KEY1_1 


DES/3DES Rx Key Input Reg. 1_1 


Base + 0x1 8 


R/W 


0x0000_0000 


TDES_Rx_KEY2_0 


DES/3DES Rx Key Input Reg. 2_0 


Base + 0x1 C 


R/W 


OxOOOO_0000 


TDES_Rx_KEY2_1 


DES/3DES Rx Key Input Reg. 2_1 


Base + 0x20 


R/W 


0x0000_0000 


TDES_Rx_KEY3_0 


DES/3DES Rx Key Input Reg. 3_0 


Base + 0x24 


R/W 


0x0000_0000 


TDES_Rx_KEY3_1 


DES/3DES Rx Key Input Reg. 3_1 


Base + 0x40 


R/W 


0x0000_0000 


TDES_Rx_INPUT_0 


DES/3DES Rx Data Input Reg. 0 


Base + 0x44 


R/W 


OxOOOO_0000 


TDES_Rx_INPUT_1 


DES/3DES Rx Data Input Reg. 1 


Base + 0x48 


R 


0x0000_0000 


TDES_Rx_OUTPUT_0 


DES/3DES Rx Output Data Reg. 0 


Base + Ox4C 


R 


OxOOOO_0000 


TDES_Rx_OUTOUT_ 
1 


DES/3DES Rx Output Data Reg. 1 


Base + 0x50 


R/W 


0x0000_0000 


TDES_Rx_IV_0 


TDES Rx IV Input Register 0 


Base + 0x54 


R/W 


OxOOOO_0000 


TDES_Rx_IV_1 


TDES Rx IV Input Register 1 


Tx-DES/SDES Register Map (Tx side) 


Base + 0x48 


R 


0x0000_0000 


TDES_Tx_OUTPUT_0 


DES/3DES Rx Output Data Reg. 0 


Base + Ox4C 


R 


0x0000_0000 


TDES_Tx_0UTPUT_1 


DES/3DES Rx Output Data Reg. 1 


* Rx Base = 0x7D20_0000 

* Tx Base = 0x7D60_0000 
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Table 13-6. SHA-1/PRNG Register Map 



Address 


R/W 


Reset value 


Name 


Description 


Rx-SHA-1/PRNG Register Map (Rx side) 


Base + 0x00 


R/W 


OxOOOO_0000 


HASH_CONTROL 


Hash engine control Reg. 


Base + 0x04 


R/W 


0x0000_0000 


HASH_DATA 


HASH data or HMAC Key Input Reg. 


Base + 0x08 


R/W 


OxOOOO_0000 


HASH_DATA 


HASH data or HMAC Key Input Reg. 












Base + 0x20 


R/W 


OxOOOO_0000 


HASH_DATA 


HASH data or HMAC Key Input Reg. 


Base + 0x08 


R/W 


0x0000_0000 


SEED_DATA_01 


PRNG Seed data[31 :0] 


Base + OxOC 


R/W 


OxOOOO_0000 


SEED_DATA_02 


PRNG Seed data[63:32] 


Base + 0x1 0 


R/W 


0x0000_0000 


SEED_DATA_03 


PRNG Seed data[95:64] 


Base + 0x14 


R/W 


OxOOOO_0000 


SEED_DATA_04 


PRNG Seed data[1 27:96] 


Base + 0x1 8 


R/W 


0x0000_0000 


SEED_DATA_05 


PRNG Seed data[159:128] 


Base + 0x1 C 


R/W 


OxOOOO_0000 


SEED_DATA_06 


PRNG Seed data[191 :160] 


Base + 0x20 


R/W 


0x0000_0000 


SEED_DATA_07 


PRNG Seed data[223:192] 


Base + 0x24 


R/W 


OxOOOO_0000 


SEED_DATA_08 


PRNG Seed data[255:224] 


Base + 0x28 


R/W 


0x0000_0000 


SEED_DATA_09 


PRNG Seed data[287:256] 


Base + 0x2C 


R/W 


0x0000 0000 


SEED DATA 10 


PRNG Seed datar319'2881 


Base + 0x30 


R 


0x0000_0010 


HASH_STATUS 


Status check 


Rqqp _i_ ny?4 


R 


Oxoonn oonn 


HASH OUTPUT 01 
PRNG OUTPUT 01 


HASH CPRNG^ outnut (hO) 


Base + 0x38 


R 


0x0000 0000 


HASH OUTPUT 02 
PRNG OUTPUT 02 


HASH (PRNG) outDut (hi) 

1 liWJ II 11 1 1 1 N >^ 1 V^l^Lk^l^L III 1 1 


Base + 0x3C 


R 


OxOOOO_0000 


HASH_OUTPUT_03 
PRNG_OUTPUT_03 


HASH (PRNG) output (h2) 


Base + 0x40 


R 


OxOOOO_0000 


HASH_OUTPUT_04 
PRNG_OUTPUT_04 


HASH (PRNG) output (h3) 


Base + 0x44 


R 


OxOOOO_0000 


HASH_OUTPUT_05 
PRNG_OUTPUT_05 


HASH (PRNG) output (h4) 


Base + 0x48 


R 


OxOOOO_0000 


HASH_OUTPUT_06 


PRNG output 


Base + 0x4C 


R 


0x0000_0000 


HASH_OUTPUT_07 


PRNG output 


Base + 0x50 


R 


OxOOOO_0000 


HASH_OUTPUT_08 


PRNG output 


Base + 0x54 


R 


0x0000_0000 


HASH_OUTPUT_09 


PRNG output 


Base + 0x58 


R 


OxOOOO_0000 


HASH_OUTPUT_10 


PRNG output 


Base + 0x5C 


R 


0x0000_0000 


HASH_MIDOUT_01 


HASH_MIDOUT[159:128] 


Base + 0x60 


R 


OxOOOO_0000 


HASH_MIDOUT_02 


HASH_MID0UT[1 27:96] 



ELECTRONICS 



13-9 



SECURITY SUB-SYSTEM 



6410X_UM 



Address 


R/W 


Reset value 


Name 


Description 


Base + 0x64 


R 


0x0000 000 
0 


HASH_MIDOUT_03 


HASH_MIDOUT[95:64] 


Base + 0x68 


R 


0x0000 000 
0 


HASH_MIDOUT_04 


HASH_MIDOUT[63:32] 


Base + 0x6C 


R 


0x0000 000 
0 


HASH_MIDOUT_05 


HASH_MIDOUT[31:0] 


Base + 0x70 


W 


0x0000 000 
0 


HASH_IV_01 


HASH initial value 01 


Base + 0x74 


W 


0x0000 000 
0 


HASH_IV_02 


HASH initial value 02 


Base + 0x78 


W 


0x0000 000 
0 


HASH_IV_03 


HASH initial value 03 


Base + 0x7C 


W 


0x0000 000 
0 


HASH_IV_04 


HASH initial value 04 


Base + 0x80 


W 


0x0000 000 
0 


HASH_IV_05 


HASH initial value 05 


Base + 0x84 


W 


0x0000 000 
0 


PRE_MSG_LENGT 1 


Pre HASH length [63:32] 


Base + 0x88 


W 


0x0000 000 
0 


PRE_MSG_LENGT 2 


Pre HASH length [31 : 0] 


Tx-SHA-1/PRNG Register Map (Tx side) 


Base + 0x34 


R 


0x0000 000 
0 


HASH_OUTPUT_01 
PRNG_OUTPUT_01 


HASH (PRNG) output (hO) 


Base + 0x38 


R 


0x0000 000 
0 


HASH_OUTPUT_02 
PRNG_OUTPUT_02 


HASH (PRNG) output (hi) 


Base + 0x3C 


R 


0x0000 000 
0 


HASH_OUTPUT_03 
PRNG_OUTPUT_03 


HASH (PRNG) output (h2) 


Base + 0x40 


R 


0x0000 000 
0 


HASH_OUTPUT_04 
PRNG_OUTPUT_04 


HASH (PRNG) output (h3) 


Base + 0x44 


R 


0x0000 000 
0 


HASH_OUTPUT_05 
PRNG_OUTPUT_05 


HASH (PRNG) output (h4) 


Base + 0x48 


R 


0x0000 000 
0 


HASH_OUTPUT_06 


PRNG output 


Base + Ox4C 


R 


0x0000 000 
0 


HASH_OUTPUT_07 


PRNG output 


Base + 0x50 


R 


0x0000 000 
0 


HASH_OUTPUT_08 


PRNG output 


Base + 0x54 


R 


0x0000 000 
0 


HASH_OUTPUT_09 


PRNG output 


Base + 0x58 


R 


OxOOOO_000 


HASH_OUTPUT_10 


PRNG output 
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0 






Base + 0x5C 


R 


0x0000 000 
0 


HASH_MIDOUT_01 


HASH_MIDOUT[159:128] 


Base + 0x60 


R 


0x0000 000 
0 


HASH_MIDOUT_02 


HASH_MID0UT[1 27:96] 


Base + 0x64 


R 


0x0000 000 
0 


HASH_MIDOUT_03 


HASH_MIDOUT[95:64] 


Base + 0x68 


R 


0x0000 000 
0 


HASH_MIDOUT_04 


HASH_MIDOUT[63:32] 


Base + 0x6C 


R 


0x0000 000 
0 


HASH_MIDOUT_05 


HASH_MID0UT[31 :0] 


* Rx Base = 0x7D30_0000 

* Tx Base = 0x7D70_0000 



^^^^^^ 
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13.5 DMA & INTERRUPT CONTROL MODULE 

13.5.1 SECURITY SUB-SYSTEM DMA & INTERRUPT REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


Dnl_Cfg 


0x7D00_0000 


R/W 


DMA and interrupt configuration Control & Status Reg. 


OxOOOO_0000 



Dnl_Cfg 


Bit 


Description 


Initial 
State 


WrPrivMismatch 


[31] 


SFR Write Access Privilege Mismatch Status bit. If set to 1 , SFR 
Write Access Privilege Mismatch is occurred. 


Ob 


RdPrivMismatch 


[30] 


SFR Read Access Privilege Mismatch Status bit. If set to '1', SFR 
Read Access Privilege Mismatch is occurred. 


Ob 


Reserved 


[29:23] 


Reserved 


0x00 


SHA_intr_Status 


[22] 


SHA-1/PRNG interrupt status and pending bit. This is cleared when 
read. 


Ob 


DES_intr_Status 


[21] 


DES/3DES interrupt status and pending bit. This is cleared when 
read. 


Ob 


AES_intr_Status 


[20] 


AES interrupt status and pending bit. This is cleared when read. 


Ob 


Reserved 


[1 y.i oj 


Reserved 


UUD 


FTx_intr_Status 


TH "71 


FIFO-Tx interrupt status and pending bit. This is cleared when read. 


UD 


FRx_intr_Status 


[16] 


FIFO-Rx interrupt status and pending bit. This is cleared when read. 


Ob 


Reserved 


[15] 


Reserved 


Ob 


SHA_intr_En 


[14] 


SHA-1/PRNG interrupt enabled when finished. 


Ob 


DES_intr_En 


[13] 


DES/3DES interrupt enabled when finished. 


Ob 


AES_intr_En 


[12] 


AES interrupt enabled when finished. 


Ob 


Reserved 


[11:10] 


Reserved 


00b 


FTx_intr_En 


[9] 


FIFO-Tx interrupt enabled when finished. 


Ob 


FRx_intr_En 


[8] 


FIFO-Rx interrupt enabled when finished. 


Ob 


TxTrg Level 


[7:5] 


Tx side DMA trigger level setting. 

000 = 1 -word 001 = 4-word 010 = 8-word 011=1 2-word 
1 00 = 1 6-word 101= 20-word 110 = 24-word 111= 28-word 


000b 


TxDmaEnb 


[4] 


Tx side DMA enable bit (1 : enable) 


Ob 


RxTrg Level 


[3:1] 


Rx side DMA trigger level setting. 

000 = 1 -word 001 = 4-word 010 = 8-word 011=1 2-word 
1 00 = 1 6-word 101= 20-word 110 = 24-word 111= 28-word 


000b 


RxDmaEnb 


[0] 


Rx side DMA enable bit (1 : enable) 


Ob 
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13.6 SECURITY SUB-SYSTEM RX FIFO MODULE 



13.6.1 FIFO-RX CONTROL REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


FRx_Ctrl 


Ox7D40_0000 


R/W 


FIFO-Rx Control/Status Reg. (Only MSB 16-bit readable) 


Ox0420_0000 



PRv Ptrl 


Rit 




Initial Qtato 


1 riA Vvii ilvdiui 


[v3 1 J 


Sets to 1 if write access to FIFO-Rx has resulted in a privilege 

UiiUl ^t^.y. nUol Ul lilt; UUI 1 II 1 Idl lU die IIUl a.llUvvt;U lU a.UUUoo ilivy 

Rx). 


Ob 


FRx_RdPrivError 


[30] 


Qptc tn 1 if rppH ppppqq tn FIFO-Ry hpQ rpQiiltpH in p nrix/ilpnp 

error (e.g. Host or the command are not allowed to access FIFO- 
Rx). 


Oh 


Reserved 


[29] 


Reserved 


Ob 


FRx_Full 


[27] 


Sets to 1 if FIFO-Rx buffer (FRx_WrBuf) is full. 


Ob 


FRx_Empty 


[26] 


Sets to 1 if FIFO-Rx buffer (FRx_WrBuf) is empty. 


1b 


FRx_Done 


[25] 


Sets to 1 if FIFO-Rx has finished transferring FRx_MLen words of 
data to the destination. 


Ob 


FRx_Running 


[24] 


Sets to 1 if FIFO-Rx is transferring data to the destination or 
waiting for destination input buffer is ready. Sets to 1 when 
FRx_Start bit resets to 0. 


Ob 


PPv \Mr\0\MrHci 

r rix_ vva^i vv rue 


roQ.-i 
[^o. 1 DJ 


Number of words that can be written to FIFO memory 
(FRx_WrBuf) 


uxuu 




[10.0J 


Number of words that can be read from FIFO memory 
(FRx_WrBuf) 


uxuu 


FRx_Dest_Module 


[7:6] 


Destination module selection. 

(00:AES, 01:DES/3DES, 10: SHA-1/HMAC, 11: Reserved) 


Ob 


FRx_Host_Rd_En 


[5] 


Enables Host read from FRx_Ctrl[31 :16] and FRx_MLenCnt. 


Ob 


FRx_Host_Wr_En 


[4] 


Enables Host write to FRx_WrBuf 


Ob 


FRx_Sync_Tx 


[3] 


When enabled, FIFO-Rx waits for FIFO-Tx to retrieve output data 
from source module before transferring data to the destination 
module. 


Ob 


FRx_Reset 


[2] 


Stops current FIFO-Rx transfer and resets FSM and all the 
register. 


Ob 


FRx_ERROR_En 


[1] 


Enables ERROR response via HRESP port when host tries to 
access FIFO-Rx and access is not enabled by FRx_Ctrl[4] or [5]. 


Ob 


FRx_Start 


[0] 


FIFO-Rx transfer start bit. Resets to 0 when internal FSM starts 
transferring data to destination. 


Ob 
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13.6.2 FIFO-RX MESSAGE LENGTH REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


FRx_MLen 


0x7D40_0004 


R/W 


FIFO-Rx Message Length Reg. 


OxOOOO_0000 



FRx_MLen 


Bit 


Description 


Initial State 


FRx_MLen 


[31:0] 


Message Length in word (32-bit) unit. 

Resets to its reset value when FRx_Reset field of FRx_Ctrl 

register is set. 


OxOOOO_0000 



13.6.3 FIFO-RX BLOCK SIZE REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


FRx_BlkSz 


0x7D40_0008 


R/W 


FIFO-Rx Crypto Algorithm 
Block Size Reg. 


OxOOOO_0000 



FRx_BlkSz 


Bit 


Description 


Initial State 


Reserved 


[31:18] 


Reserved 


0x0000 






Last valid byte in the last word transferred to the SHA-1 module 
(Only valid when FRx_Dest_Module=2'b10(in FRx_Ctrl). 








End of the SHA text byte 




LastValidByte 


[17:16] 


00 : first byte (LSB in 32-bit) 01 : second byte 

1 0 : third byte 1 1 : fourth byte (full 32-bit) 

Resets to its reset value when FRx_Reset field of FRx_Ctrl 
register is set. 


00b 


BIkSz 


[15:0] 


Block size of destination module(in word(32-bit) unit). FIFO-Rx 
will transfer FRx_BlkSz word and then triggers the destination 
module to start processing. The destination module is selected by 
FRx_Dest_Module field in FRx_Ctrl. 
Resets to its reset value when FRx_Reset field of FRx_Ctrl 
register is set. 


0x0000 



13.6.4 FIFO-RX DESTINATION ADDRESS REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


FRx_DestAddr 


0x7D40_000C 


R/W 


FIFO-Rx Input Buffer Address Reg. 


OxOOOO_0000 



SKEYJDx 


Bit 


Description 


Initial State 


DestAddr 


[31:0] 


Internal memory address of destination input buffer. FIFO-Rx will 
transfer data to this address. Resets to its reset value when 
FRx_Reset field of FRx_Ctrl register is set. 


OxOOOO_0000 
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13.6.5 FIFO-RX MESSAGE LENGTH COUNTER 



Register 


Address 


R/W 


Description 


Reset Value 


FRx_MLenCnt 


0x7D40_0010 


R/W 


FIFO-Rx Message Count Reg. (Number of words left) 


OxOOOO_0000 



FRx_MLenCnt 


Bit 


Description 


Initial State 


FRx_MLenCnt 


[31:0] 


Number of words left for transfer. 


OxOOOO_0000 



13.6.6 FIFO-RX WRITE BUFFER 



Register 


Address 


R/W 


Description 


Reset Value 


FRx_WrBuf 


Ox7D40_0040 
0x7D40_007C 


W 


FIFO-Rx write buffer (32-word) 
Note: This address is for CPU access. 


OxOOOO_0000 




0x7D90_0040 
0x7D90_007C 




FIFO-Rx write buffer (32-word) 

Note: This address is for SDMA1 (Security DMA 1). 
You should use it to transfer from memory to 
FRx_WrBuf using SDMA1 . 






FRx_WrBuf 


Bit 


Description 


Initial State 


FRx_WrBuf 


[31:0] 


FIFO-Rx write buffer (32x32-bit) 


OxOOOO_0000 



NOTE: Write access to FRx_WrBuf makes FIFO-Rx to write data to the FIFO memory regardless of the address given. That 
is, any address between 0x0040 and 0x0070 will trigger the FIFO memory write. This feature lets the programmer 
use burst write to the FIFO-Rx. 
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13.7 SECURITY SUB-SYSTEM TX FIFO MODULE 
13.7.1 FIFO-TX CONTROL REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


FTx_Ctrl 


0x7D80_0000 


R/W 


FIFO-Tx Control/Status Reg. (Only MSB 16-bit readable) 


0x0400_2000 



FTy Ptrl 


Rit 




Initial ^t^tp 


VVIIIIV^IIUI 


[O 1 J 


Sets to 1 if write access to FIFO-Tx has resulted in a privilege 

ciiui ^cy. nuoi ui iiic L/Uimimciiiu ciit; iiui ciiiuvvcu lu dUL/tJoo 

FIFO-Tx). 


nh 


RdPrlvError 


[30] 


QptQ tn 1 if rpj^H ppppqq tn PIPO-Xy h^^Q rPQiiltpH in p nrix/ilpriP 

OtJlo lU 1 II 1 UdU ClL/L/Coo lU I II W lA lido lUoUILUU III d |JI 1 Vlicy t? 

error (e.g. Host or the command are not allowed to access 
FIFO-Tx). 


Ob 


Reserved 


[29:28] 


Reserved 


00b 


Full 


[27] 


Sets to 1 if FIFO-Tx buffer (FTx_RdBuf) is full. 


Ob 


Empty 


[26] 


Sets to 1 if FIFO-Tx buffer (FTx_RdBuf) is empty. 


lb 


Done 


[25] 


Sets to 1 if FIFO-Tx has finished transferring FTx_MLen 
words of data from the source. 


Ob 


Running 


[24] 


Sets to 1 if FIFO-Tx is transferring data from the source or 
waiting for source output buffer is ready. Sets to 1 when 
FTx_Start bit resets to 0. 


Ob 


Wd2Read 


[23:16] 


Number of words that can be read from FIFO memory 
(FTx_RdBuf) 


0x00 


Wd2Write 


[15:8] 


Number of words that can be written to FIFO memory 
(FTx_RdBuf) 


0x20 






Source module selection. 




Src_Module 


[7:6] 


00 : AES 01 :DES/3DES 
10: SHA-1/HMAC 1 1 : reserved 


Ob 


Host_Rd_En 


[5] 


Enables Host read from FTx_Ctrl[31 :16] and FTx_MLenCnt. 


Ob 


Host_Wr_En 


[4] 


Enables Host read from FTx_RdBuf 


Ob 


Reset 


[2] 


Stops current FIFO-Tx transfer and resets FSM and all the 
register. 


Ob 


ERROR_En 


[1] 


Enables ERROR response via HRESP port when host tries to 
access FIFO-Tx and access is not enabled by FTx Ctrl[4] or 
[5]. 


Ob 


Start 


[0] 


FIFO-Tx transfer start bit. Resets to 0 when internal FSM 
starts transferring data to destination. 


Ob 
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13.7.2 FIFO-TX MESSAGE LENGTH REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


FTx_MLen 


0x7D80_0004 


R/W 


FIFO-Tx Message Length Reg. 


OxOOOO_0000 



FTx_MLen 


Bit 


Description 


Initial State 


FTx_MLen 


[31:0] 


Message Length in word(32-bit) unit. 

Resets to its reset value when FTx_Reset field of FTx_Ctrl register is 
set. 


OxOOOO_0000 



13.7.3 FIFO-TX BLOCK SIZE REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


FTx_BlkSz 


0x7D80_0008 


R/W 


FIFO-Tx Crypto Algorithm Block Size Reg. 


OxOOOO_0000 



FTx_BlkSz 


Bit 


Description 


Initial State 


FTx_BlkSz 


[31:0] 


Block size of destination module(in word(32-bit) unit). FIFO-Tx will 
transfer FTx_BlkSz word and then triggers the destination module to 
start processing. The destination module is selected by 
FTx_Dest_Module field in FTx_Ctrl. 

Resets to its reset value when FTx_Reset field of FTx_Ctrl register is 
set. 


OxOOOO_0000 



13.7.4 FIFO-TX SOURCE ADDRESS REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


FTx_SrcAddr 


0x7D80_000C 


R/W 


FIFO-Tx output Buffer Address Reg. 


OxOOOO_0000 



FTx_SrcAdd 
r 


Bit 


Description 


Initial State 


SrcAddr 


[31:0] 


Internal memory address of source output buffer. FIFO-Tx will 
transfer data from this address. Resets to its reset value when 
FTx_Reset field of FTx_Ctrl register is set. 


OxOOOO_0000 



13.7.5 FIFO-TX MESSAGE LENGTH COUNTER 



Register 


Address 


R/W 


Description 


Reset Value 


FTx_MLenCnt 


0x7D80_0010 


R/W 


FIFO-Tx Message Count Reg. (Number of words left) 


OxOOOO_0000 



FTx_MLenCnt 


Bit 


Description 


Initial State 


MLenCnt 


[31:0] 


Number of words left for transfer. 


OxOOOO_0000 
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13.7.6 FIFO-TX READ BUFFER 



Register 


Address 


R/W 


Description 


Reset Value 




0x7D80_0040 
0x7D80_007C 


R/W 


FIFO-Tx read buffer (32-word ) 
Note: This address is for CPU access. 


OxOOOO_0000 


FTx_RdBuf 


0x7DA0_0040 
0x7DA0_007C 




FIFO-Tx read buffer (32-word ) 

Note: This address is for SDMA1 (Security DMA 1). You 
should use it to transfer from FTx RdBuf to memory using 
SDMA1. 





FTx_RdBuf 


Bit 


Description 


Initial State 


RdBuf 


[31:0] 


FIFO-Tx read buffer (32x32-bit) 


OxOOOO_0000 



NOTE: Read access to FTx_RdBuf makes FIFO-Tx to read data from the FIFO memory regardless of the address given. 
That is, any address between 0x0040 and 0x0080 will trigger the FIFO memory read. This feature lets the 
programmer use burst read from FIFO-Tx. 



13-18 
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13.8 SECURITY SUB-SYSTEM AES MODULE 
13.8.1 AES CTRL 



Register 


Address 


R/W 


Description 


Reset Value 


AES Rx CTR 
L 


0x7D10_0000 


R/W 


AES Control / Status Register 


0x0000_0200 



SKEYJDx 


Bit 


Description 


Initial State 


WrPrivMismatch 


[31] 


orri vvriie Access r riviiege iviismaicn oiaius dit. it set to i , 
SFR Write Access Privilege Mismatch is occurred. 


Ob 


RdPrivMismatch 


[30] 


SFR Read Access Privilege Mismatch Status bit. If set to '1 
SFR Read Access Privilege Mismatch is occurred. 


Ob 


Reserved 


[29:11] 


Reserved 


0x000000 


ApcOi itRppHv 




If set to '1 AES Output Buffer is Full, and ARM or Rx FiFo is 
permitted to Read current 128 bits result data 


Ob 


AeslnReady 


[9] 


If set to '1 AES Input Buffer is Empty, and ARM or Rx FiFo is 
permitted to write next 128bits data. 


1b 


AesContDecOn 


[8] 


Continuous Decryption Enable Bits 

0 : Decryption Key is changed 

1 : Decryption Key is not changed 


Ob 


CtrWidth 


[7:6] 


Counter Mode Counter Width Bits 

00 : 16Bits Counter 01 : 32Bits Counter 

1 0 : 64Bits Counter 1 1 = Reserved 


00b 


AesOpMode 


[5:4] 


AES Operation Mode Selection Bits 

00 = reserved 01 = ECB Mode 

1 0 = CBC Mode 1 1 = CTR Mode 


00b 


AesOpDirection 


[3] 


AES Operation Direction Selection Bit. 

0 : Encryption 1 : Decryption 


Ob 


AesKeyMode 


[2:1] 


AES Key Mode Selection Bits. 

00 : 128bits 01 : 192bits 

1 0 : 256bits 1 1 = reseved 


00b 


AesOpEnable 


[0] 


If set to '1 ', AES starts operation by ARM. If the aes_op_done 
is generated. It becomes '0'. 


Ob 
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13.8.2 AES RX DIN 01 ~ AES RX DIN 01 



Register 


Address 


R/W 


Description 


Reset Value 


AES_Rx_DIN_01 


0x7D10_0010 


R/W 


AES Data Input Register 01 


OxOOOO_0000 


AES_Rx_DIN_02 


0x7D10_0014 


R/W 


AES Data Input Register 02 


0x0000_0000 


AES_Rx_DIN_03 


0x7D10_0018 


R/W 


AES Data Input Register 02 


0x0000_0000 


AES_Rx_DIN_04 


0x7D10_001C 


R/W 


AES Data Input Register 03 


0x0000_0000 



AES_Rx_DIN 


Bit 


Description 


Initial State 


AesDin 


[31:0] 


AES 1st~ 4th 32-bit Data Input Register 


OxOOOO_0000 



13.8.3 AES_RX_DOUT_01 ~ AES_RX_DOUT_04 / AES_TX_DOUT_01 ~ AES_TX_DOUT_04 



Register 


Address 


R/W 


Description 


Reset Value 


AES_Rx_DOUT_01 


0x7D10_0020 


R/W 


AES Data Output Register 01 (Least Significant) 


OxOOOO_0000 


AES_Rx_DOUT_02 


0x7D10_0024 


R/W 


AES Data Output Register 02 (Least Significant) 


OxOOOO_0000 


AES_Rx_DOUT_03 


0x7D10_0028 


R/W 


AES Data Output Register 03 (Least Significant) 


OxOOOO_0000 


AES_Rx_DOUT_04 


0x7D1 0_002C 


R/W 


AES Data Output Register 04 (Least Significant) 


OxOOOO_0000 


AES_Tx_DOUT_01 


0x7D50_0020 


R/W 


AES Data Output Register 01 (Least Significant) 


OxOOOO_0000 


AES_Tx_DOUT_02 


0x7D50_0024 


R/W 


AES Data Output Register 02 (Least Significant) 


OxOOOO_0000 


AES_Tx_DOUT_03 


0x7D50_0028 


R/W 


AES Data Output Register 03 (Least Significant) 


OxOOOO_0000 


AES_Tx_DOUT_04 


0x7D50_002C 


R/W 


AES Data Output Register 04 (Least Significant) 


OxOOOO_0000 



AES_Tx_DOUT 


Bit 


Description 


Initial State 


AesDout 


[31:0] 


AES 1st ~ 4th 32-bit Data Output Register 


OxOOOO_0000 
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13.8.4 AES RX KEY 01 ~ AES RX KEY 08 



RpniQtpr 


#^vlvll Coo 


RAA/ 


npoprintinn 

Ly«7oOI 1 


RpQPt V^liiP 

riCo«7l VC1IU«7 


AES Rx KEY 01 


0x7D10 0080 


R/W 


AES Kev Innut Renister 01 

l\^\J l\^y II Ijk^UL 1 I^^IOL^I \J 1 


0x0000 0000 


AES_Rx_KEY_02 


0x7D10_0084 


R/W 


AES Key Input Register 02 


OxOOOO_0000 


AES_Rx_KEY_03 


0x7D10_0088 


R/W 


AES Key Input Register 03 


OxOOOO_0000 


AES_Rx_KEY_04 


0x7D10_008C 


R/W 


AES Key Input Register 04 


OxOOOO_0000 


AES_Rx_KEY_05 


0x7D1 0_0090 


R/W 


AES Key Input Register 05 


OxOOOO_0000 


AES_Rx_KEY_06 


0x7D10_0094 


R/W 


AES Key Input Register 06 


OxOOOO_0000 


AES_Rx_KEY_07 


0x7D10_0098 


R/W 


AES Key Input Register 07 


OxOOOO_0000 


AES_Rx_KEY_08 


0x7D10_009C 


R/W 


AES Key Input Register 08 


OxOOOO_0000 



AES_Rx_KEY 


Bit 


Description 


Initial State 


AesKey 


[31:0] 


AES 1st ~ 8th 32-bit Key Input Register 


OxOOOO_0000 



13.8.5 AES RX IV 01 - AES RX IV 04 



Register 


Address 


R/W 


Description 


Reset Value 


AES_Rx_IV_0 
1 


0x7D10_00A0 


R/W 


AES IV Input Register 01 


OxOOOO_0000 


AES_Rx_IV_0 
2 


0x7D10_00A4 


R/W 


AES IV Input Register 02 


0x0000_0000 


AES Rx IV 0 
3 


0x7D10_00A8 


R/W 


AES IV Input Register 03 


0x0000_0000 


AES Rx IV 0 
4 


0x7D10_00AC 


R/W 


AES IV Input Register 04 


0x0000_0000 



AES_Rx_IV 


Bit 


Description 


Initial State 


Aeslv 


[31:0] 


AES 1st 32-bit IV Input Register 


0x0000_0000 



13.8.6 AES RX CTR 01 - AES RX CTR 04 



Register 


Address 


R/W 


Description 


Reset Value 


AES_Rx_CTR_01 


0x7D10_00B0 


R/W 


AES Counter Preload Input Register 01 


OxOOOO_0000 


AES_Rx_CTR_02 


0x7D10_00B4 


R/W 


AES Counter Preload Input Register 02 


OxOOOO_0000 


AES_Rx_CTR_03 


0x7D10_00B8 


R/W 


AES Counter Preload Input Register 03 


OxOOOO_0000 


AES_Rx_CTR_04 


0x7D10_00BC 


R/W 


AES Counter Preload Input Register 04 


OxOOOO_0000 



AES_Rx_CTR 


Bit 


Description 


Initial State 



^^^^^^ 
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AesCtr 


[31:0] 


AES 1st ~ 8th 32-bit Counter Preload Input Register 


OxOOOO_0000 
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13.9 SECURITY SUB-SYSTEM DES/3DES MODULE 
13.9.1 TDES_RX_CTRL 



Register 


Address 


R/W 


Description 


Reset Value 


TDES_Rx_CTRL 


0x7D20_0000 


R/W 


TDES control / status register 


OxOOOO_0040 



TDES_Rx_CTRL 


Bit 


Description 


Initial State 


WrPrivMismatch 


[31] 


SFR Write Access Privilege Mismatch Status bit. If set to '1 

QPR \A/ritfi AppfiQQ Prix/ilf^rifi K/liQmj^tph iq nrr*! irr^^H 

Ol 11 VVIIlt? AaL/L/CoO I IIVMCyt? IVIIol 1 ICILL/I 1 lO UL/L/U 1 1 . 


Ob 


RdPrivMismatch 


[30] 


SFR Read Access Privilege Mismatch Status bit. If set to '1 
SFR Read Access Privilege Mismatch is occurred. 


Ob 


Reserved 


[29:8] 


Reserved 


OxOOOO_00 


TdesOutReady 


[7] 


If cfit tn '1 ' AFQ Ol it Ri iffi^r iq Fi ill anri ARM nr Ry FiFn iq 
II ot;l lU 1 5 MCO WUl DUIIt;! lo 1 UN, Cll lU Mrilvl Ul liA I li U lo 

permitted to Read current 128bits result data 


Ob 


Tdes In Ready 


[6] 


If set to '1', TDES Input Buffer is Empty, and ARM or Rx FiFo is 
permitted to write next 128bits data. 


lb 


DesOrTdes 


[5] 


DES or TDES Operation Selection Bit 

0 : DES Only Mode 1 : TDES Mode 


Ob 


TdesMode 


[4:3] 


TDES Mode Selection Bit 

01 : ECB Mode 10 : CBC Mode 


OOb 


TdesOpDirection 


[2] 


TDES Operation Direction Selection Bit. 

0 : Encryption 1 : Decryption 


Ob 


TdeslntMode 


[1] 


TDES Operation End Mode Selection Bit 

0 : Polling Mode 1 : Interrupt Mode 


Ob 


TdesOpEnable 


[0] 


If set to '1', TDES starts operation by ARM. If the 
des_or_tdes_op_done is generated, It becomes '0'. 


Ob 
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13.9.2 TDES RX KEY1 0 



Register 


Address 


R/W 


Description 


Reset Value 


TDES_Rx_KEY1_0 


0x7D20_0010 


R/W 


TDES Key Input Register 1_0 


OxOOOO_0000 


TDES_Rx_KEY1_1 


0x7D20_0014 


R/W 


TDES Key Input Register 1_1 


OxOOOO_0000 


TDES_Rx_KEY2_0 


0x7D20_0018 


R/W 


TDES Key Input Register 2_0 


OxOOOO_0000 


TDES_Rx_KEY2_1 


0x7D20_001 C 


R/W 


TDES Key Input Register 2_1 


OxOOOO_0000 


TDES_Rx_KEY3_0 


0x7D20_0020 


R/W 


TDES Key Input Register 3_0 


OxOOOO_0000 


TDES_Rx_KEY3_1 


0x7D20_0024 


R/W 


TDES Key Input Register 3_1 


OxOOOO_0000 



TDES_Rx_KEY 


Bit 


Description 


Initial State 


TdesKey 


[31:0] 


TDES 1st ~ 6th 32-bit Key Input Register 


OxOOOO_0000 



13.9.3 TDES_RX_INPUT_0 / TDES_RX_INPUT_1 



Register 


Address 


R/W 


Description 


Reset Value 


TDES_Rx_INPUT_0 


0x7D20_0040 


R/W 


TDES Data Input Register 0 (Least Significant) 


OxOOOO_0000 


TDES_Rx_INPUT_1 


Ox7D20_0044 


R/W 


TDES Data Input Register 1 (Least Significant) 


OxOOOO_0000 



TDES_RxJNPUT 


Bit 


Description 


Initial State 


TdesDinx 


[31:0] 


TDES l" and 2"^ 32-bit Data Input Register 


OxOOOO_0000 



TDES_Rx_OUTPUT_0 / TDES_Tx_OUTPUT_0 / TDES_Rx_0UTPUT_1 / TDES_Tx_0UTPUT_1 



Register 


Address 


R/W 


Description 


Reset Value 


TDES_Rx_OUTPUT_0 


0x7D20_0048 


R/W 


TDES Data Output Register 0 (Least Significant) 


OxOOOO_0000 


TDES_Rx_0UTPUT_1 


0x7D20_004C 


R/W 


TDES Data Output Register 1 (Least Significant) 


OxOOOO_0000 


TDES_Tx_OUTPUT_0 


0x7D60_0048 


R/W 


TDES Data Output Register 0(Least Significant) 


OxOOOO_0000 


TDES_Tx_0UTPUT_1 


0x7D60_004C 


R/W 


TDES Data Output Register 1 (Least Significant) 


OxOOOO_0000 



TDES_Tx_OUTPUT 


Bit 


Description 


Initial State 


TdesDout 


[31:0] 


TDES 1 St and 2nd 32-bit Data Output Register 


OxOOOO_0000 
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13.9.4 TDES RX IV 0/TDES RX IV 1 



Register 


Address 


R/W 


Description 


Reset Value 


TDES_Rx_IV_0 


0x7D20_0050 


R/W 


TDES IV Input Register 0 


OxOOOO_0000 


TDES_Rx_IV_1 


0x7D20_0054 


R/W 


TDES IV Input Register 1 


OxOOOO_0000 



TDES_Rx_IV 


Bit 


Description 


Initial State 


Tdeslv 


[31:0] 


TDES 1" and 2"" 32-bit IV Input Register 


OxOOOO_0000 
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13.10 SECURITY SUB-SYSTEM SHA-1/PRNG MODULE 
13.10.1 HASH CONTROL 



Register 


Address 


R/W 


Description 


Reset Value 


HASH_CONTROL 


0x7D30_0000 


R/W 


Hash engine control register 


OxOOOO_0000 



HASH_CONTROL 


Bit 


Description 


Initial State 


Reserved 


[31:9] 


Reserved 


OxOOOO_00 


USE_IV 


[8] 


Use arbitrary IV instead of SHA-1 constants 
0: constants 1 : arbitary IV, 


Ob 


E nd_of_H as li_by te 


[7:6] 


End of the SHA text byte 

00 : first byte (LSB in 32-bit) 01 : second byte 

1 0 : third byte 1 1 : fourth byte (full 32- 
bit) 


00b 


SEED SETTING ENAB 
LE 


[5] 


Seed setting enable (1'bl) 


Ob 


Hasli_input_finislied 


[4] 


Finished the hash input (will be cleared by hardware) 


Ob 


Hash_start 


[3] 


Start the hash (software reset) (will be automatically 
cleared by hardware) 


Ob 


Data_Selection 


[2] 


Indicates whether the next data of register values are keys 
or text 

0:text 1:key 


Ob 


Engine_Selection 


[1:0] 


To use as SHA-1 or HMAC or PRNG 
00:HMAC 01:SHA1 
10: PRNG 11 = reserved 


00b 



13.10.2 HASH DATA 



Register 


Address 


R/W 


Description 


Reset Value 


HASH_DATA 


0x7D30_0004 


R/W 


Hash data 


OxOOOO_0000 



HASH_DATA 


Bit 


Description 


Initial State 


HASH_DATA 


[31:0] 


Hash data input register (HASH_C0NTR0L[5] == 1'bO) 


OxOOOO_0000 
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13.10.3 SEED DATA 01 - SEED DATA 10 







R/W 


nPQPi'intinn 


RpQpt V^liiP 


cppn RATA ni 


\JA.I L^OvJ V/VJVJCJ 


R/W 

n/ V V 


PRNG qppd data 1 Cr?1 -01^ 


Dynnnn nnnn 

\JA.\J\J\J\J \J\J\J\J 


cppn RATA DP 




R/W 

n/ V V 


PRNG qppd data P Ffi^-'^Pl 


Dynnnn nnnn 


SEED DATA 03 


0x7D30 0010 


R/W 


PRNG seed data 3 [95-641 


0x0000 0000 

vy /\ vy vy vy vy vy vy vy vy 


SEED_DATA_04 


0x7D30_0014 


R/W 


PRNG seed data 4 [1 27:96] 


OxOOOO_0000 


SEED_DATA_05 


0x7D30_0018 


R/W 


PRNG seed data 5 [159:128] 


OxOOOO_0000 


SEED_DATA_06 


0x7D30_001C 


R/W 


PRNG seed data 6 [191:160] 


OxOOOO_0000 


SEED_DATA_07 


0x7D30_0020 


R/W 


PRNG seed data 7 [223:192] 


OxOOOO_0000 


SEED_DATA_08 


0x7D30_0024 


R/W 


PRNG seed data 8 [255:224] 


OxOOOO_0000 


SEED_DATA_09 


0x7D30_0028 


R/W 


PRNG seed data 9 [287:256] 


OxOOOO_0000 


SEED_DATA_10 


0x7D30_002C 


R/W 


PRNG seed data 10[31 9:288] 


OxOOOO_0000 



SEED_DATA 


Bit 


Description 


Initial State 


SEED_DATA 


[31:0] 


PRNG seed data (HASH_C0NTR0L[5] == 1'bl) 


OxOOOO_0000 



13.10.4 HASH STATUS 



Register 


Address 


R/W 


Description 


Reset Value 


HASH_STATUS 


0x7D30_0030 


R 


Hash status 


OxOOOO_0010 



HASH_STATUS 


Bit 


Description 


Initial State 


Reserved 


[31:5] 


Reserved 


OxOOOO_00 


BUFFER_IN_ENABLE 


[4] 


1 : Buffer Input Enable (Buffer is empty) 
0 : Buffer Input Not Enable (Buffer is full) 


lb 


HASH_engine_ready 


[3] 


Ready to receive next 64 bytes of input data (will be 
cleared by software after checking) 


Ob 


Random_Number_Ready 


[2] 


Random number ready (will be cleared by hardware 
after '1' is read) 


Ob 


32bit_ready 


[1] 


Used only in test 

Next 32-bit is ready to be processed (will be cleared by 
hardware after '1' is read) 


Ob 


HASH_output_ready 


[0] 


160 bits of the hash calculation is finished and ready to 
be used (will be cleared by hardware after '1 ' is read) 


Ob 
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13.10.5 HASH_OUTPUT_01 (PRNG_OUTPUT_01) ~ HASH_OUTPUT_10 (PRNG_OUTPUT_10) 



RpnictPi* 


#^vlvll 


R/W 


npQPi'intinn 


RpQpt VaIiip 


HASH OUTPUT 01 


0y7n?0 00?4 

\JA.i L^OvJ v/vJOt^ 


R 
1 I 


Haqh nutnut (OA) nr PRNG nutnut r?1 "1 1 

1 Idol 1 wuLio/UL yyj 1 J \ji I riiNVj vjuipuL [o i ■ i J 


0x0000 0000 


HASH OUTPUT DP 


0y7n?0 00?8 


R 
1 I 


Haqh nutnut (0?) nr PRNG nutnut rfi?-?Pl 

1 Idol 1 wuLio/UL yyj^j \ji rriiNVj vjuipuL [uo.o^j 


0x0000 0000 


HASH OUTPUT 03 


0x7D30 003C 


R 


Hash nutnut C03^ nr PRNG nutnut r95"641 


0x0000 0000 


HASH OUTPUT 04 


0x7D30 0040 


R 


Hash outDut (04) or PRNG outDut ri27'961 


0x0000 0000 


HASH OUTPUT 05 


0x7D30 0044 


R 


Hash outDut (05) or PRNG output ri59"1281 


0x0000 0000 

V-/ ^ X vy vy vy vy \,y\,y\,y\,y 


HASH OUTPUT 06 


0x7D30 0048 


R 


Hash outDut (06) or PRNG outout [191 "1601 


0x0000 0000 


HASH OUTPUT 07 


0x7D30 004C 


R 


Hash outDut (07) or PRNG outout r223'1921 


0x0000 0000 

vy y\ vy vy vy vy xyxyxyvy 


HASH OUTPUT 08 


0x7D30 0050 


R 


Hash outout (08) or PRNG outout r255'2241 


0x0000 0000 

vy y\ vy vy vy vy vyvyvyvy 


HASH OUTPUT 09 


0x7D30 0054 


R 


Hash outout (09) or PRNG outout r287'2561 


0x0000 0000 


HASH OUTPUT 10 


0x7D30 0058 


R 


Hash outout (10) or PRNG outout r319"2881 


0x0000 0000 


HASH OUTPUT 01 


0x7070 00?4 

V/A / i-J 1 \J \J\J\J'~T 


R 
1 I 


Haqh nutnut (01 ) nr PRNG nutnut F'^l "1 1 

1 Idol 1 ^ULiofUL yyj 1 J \ji I riiNVj vjuipuL [o i ■ i J 


0x0000 0000 


HASH OUTPUT OP 


0x7070 00?8 


R 
1 I 


Haqh nutnut (OP) nr PRNG nutnut Ffi^-'^Pl 

1 Idol 1 wuLio/UL yKj^j \ji rriiNVj vjuipuL [uo.o^j 


0x0000 0000 


HASH OUTPUT 03 


0x7D70 003C 


R 


Hash nutnut (03) nr PRNG nutnut r95"641 


0x0000 0000 


HASH_OUTPUT_04 


0x7D70_0040 


R 


Hash output (04) or PRNG output [127:96] 


OxOOOO_0000 


HASH_OUTPUT_05 


0x7D70_0044 


R 


Hash output (05) or PRNG output [159:128] 


OxOOOO_0000 


HASH_OUTPUT_06 


0x7D70_0048 


R 


Hash output (06) or PRNG output [191 :160] 


OxOOOO_0000 


HASH_OUTPUT_07 


0x7D70_004C 


R 


Hash output (07) or PRNG output [223:192] 


OxOOOO_0000 


HASH_OUTPUT_08 


0x7D70_0050 


R 


Hash output (08) or PRNG output [255:224] 


OxOOOO_0000 


HASH_OUTPUT_09 


0x7D70_0054 


R 


Hash output (09) or PRNG output [287:256] 


OxOOOO_0000 


HASH_0UTPUT_1 0 


0x7D70_0058 


R 


Hash output (10) or PRNG output [319:288] 


OxOOOO_0000 



HASH_OUTPUT 


Bit 


Description 


Initial State 


HASH_OUTPUT 


[31:0] 


PRNG_output when Engine_selection[1 :0] == 2'b10 
Else Hash_output[31 :0] for Rx/Tx 


OxOOOO_0000 
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13.10.6 HASH MIDGUT 01 - HASH MIDGUT 05 



Reaister 


Address 


R/W 


DescriDtion 


Reset Value 


HASH MIDGUT 01 


0x7D30 005G 


R 


HASH MIDGUT[159:128] 


0x0000 0000 


HASH MIDGUT 02 


0x7D30 0060 


R 


HASH MIDGUTFI 27-961 


0x0000 0000 


HASH_MIDOUT_03 


0x7D30_0064 


R 


H ASH_M 1 DOUT[95 :64] 


OxOOOO_0000 


HASH_MIDOUT_04 


0x7D30_0068 


R 


HASH_MIDOUT[63:32] 


OxOOOO_0000 


HASH_MIDOUT_05 


0x7D30_006C 


R 


HASH_MID0UT[31 :0] 


OxOOOO_0000 


HASH_MIDOUT_01 


0x7D70_005C 


R 


HASH_MIDOUT[159:128] 


OxOOOO_0000 


HASH_MIDOUT_02 


0x7D70_0060 


R 


HASH_MID0UT[1 27:96] 


OxOOOO_0000 


HASH_MIDOUT_03 


0x7D70_0064 


R 


HASH_MIDOUT[95:64] 


OxOOOO_0000 


HASH_MIDOUT_04 


0x7D70_0068 


R 


HASH_MIDOUT[63:32] 


OxOOOO_0000 


HASH_MIDOUT_05 


0x7D70_006C 


R 


HASH_MIDOUT[31:0] 


OxOOOO_0000 



HASH_MIDOUT 


Bit 


Description 


Initial State 


HASH_MIDOUT 


[31:0] 


HASH_MIDOUT 


OxOOOO_0000 



HASH IV 01 ~ HASH IV 05 



Register 


Address 


R/W 


Description 


Reset Value 


HASH_IV_01 


0x7D30_0070 


W 


HASHJV [159:128] 


OxOOOO_0000 


HASH_IV_02 


0x7D30_0074 


w 


HASHJV [127:96] 


OxOOOO_0000 


HASH_IV_03 


0x7D30_0078 


w 


HASH_IV [95:64] 


OxOOOO_0000 


HASH_IV_04 


0x7D30_007C 


w 


HASHJV [63:32] 


OxOOOO_0000 


HASH_IV_05 


0x7D30_0080 


w 


HASHJV [31 :0] 


OxOOOO_0000 


HASH_IV_01 


0x7D70_0070 


w 


HASHJV [159:1 28] 


OxOOOO_0000 


HASH_IV_02 


0x7D70_0074 


w 


HASHJV [127:96] 


OxOOOO_0000 


HASH_IV_03 


0x7D70_0078 


w 


HASHJV [95:64] 


OxOOOO_0000 


HASH_IV_04 


0x7D70_007C 


w 


HASHJV [63:32] 


OxOOOO_0000 


HASH_IV_05 


0x7D70_0080 


w 


HASHJV [31 :0] 


OxOOOO_0000 



HASHJV 


Bit 


Description 


Initial State 


HASH_IV 


[31:0] 


HASH_IV 


OxOOOO_0000 
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13.10.7 PRE MSG LENGTH 01 / PRE MSG LENGTH 02 



Register 


Address 


R/W 


Description 


Reset Value 


PRE_MSG_LENGTH_0 
1 


0x7D70_0084 


R/W 


PRE_MSG_LENGTH [63:32] 


OxOOOO_0000 


PRE_MSG_LENGTH_0 
2 


0x7D70_0088 


R/W 


PRE_MSG_LENGTH [31 :0] 


OxOOOO_0000 



PRE_MSG_LENGTH 


Bit 


Description 


Initial State 


PRE_MSG_LENGTH 


[31:0] 


PRE_MSG_LENGTH 


OxOOOO_0000 
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DISPLAY CONTROLLER 



14.1 OVERVIEW 

The Overlay/DISPLAY controller includes logic for transferring image data from a local bus of the POST 
Processor or a video buffer located in system memory to an external LCD driver interface. LCD driver interface 
has four kinds of interface, i.e. the conventional RGB-interface, 180 Interface and NTSC/PAL standard TV 
Encoder Interface and IT-R BT. 601 interface. The DISPLAY controller supports up to 5 overlay image windows. 
Overlay image windows support various color format, 16 level alpha blending, color key, x-y position control, soft 
scrolling, variable window size, and etc. 

The DISPLAY controller supports various color formats such as RGB (1 BPP to 24 BPP), and YCbCr 4:4:4(only 
local bus). 

The DISPLAY controller can be programmed to support the different requirements on the screen. Requirements 
related to the number of horizontal and vertical pixels, data line width for the data interface, interface timing, and 
refresh rate. 

The DISPLAY controller is used to transfer the video data and to generate the necessary control signals such as, 
RGB_VSYNC, RGB_HSYNC, RGB_VCLK, RGB_VDEN, and SYS_CSO(as well as the control signals). DISPLAY 
controller has the data ports for video data, which are RGB_VD[23:0], SYS_VD[17:0], and TV_OUT as shown in 
Figure 14-1 . 

14.2 BLOCK DIAGRAM 



FIFO l/F 
(8bit * 3) 



AHB 

Master ^ 
l/F 



AHB 
Slave l/F 



24/ 



FIMD 4.2 



I Local 
, I/F 
H (3-ch.) 



VTIME RGB TV 



VTIME i80 



DMA 
(3-ch.) 



J DMA 
(2-ch.) 



64x32 
FIFO 
(5-ch.) 



U V 



















CD 


CD 




> 




o 










U 











CD 

■S 



TVENC 
I/F 



► RGB I/F 



180 I/F 



SFRFILE 



-CTRL 



-► VEN_DATA 

-►TV_OUT 

"►tV_Y40UT 



FIFO l/F 



-►SYS_VD 



Figure 14-1. Top block diagram DISPLAY controller 
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14-3 FEATURES 



The FIMD supports the following: 

Video Output Interface RGB IF (Parallel) 



PIP (OSD) function 



Source format 



Configurable Burst Length 
Palette/Look-up table 



Soft Scrolling 

Virtual Screen 
Transparent Overlay 
Color Key (Chroma Key) 
Partial Display 



RGB IF (Serial) 
180 Interface 

TV Encoder Interface (NTSC, PAL standard) 
ITU-R BT.601 interface (YUV422 8bit) 
Supports 8-BPP (bit per pixel) palletized color 
Supports 16-BPP non-palletized color 
Supports unpacked 1 8-BPP non-palletized color 
Supports unpacked 24-BPP non-palletized color 
Supports X, Y indexed position 

Supports 4 bit Alpha blending: Plane / Pixel(only supports 24-bit 8:8:8 mode) 
Window 0 

Supports 1 , 2, 4 or 8-BPP (bit per pixel) palletized color 
Supports 16, 18 or 24-BPP non-palletized color 
Supports YCbCr (4:4:4) local input from Local Bus (Post Processor) 
Supports RGB (8:8:8) local input from Local Bus (Post Processor) 
Window 1 

Supports 1 , 2, 4 or 8-BPP (bit per pixel) palletized color 
Supports 16, 18 or 24-BPP non-palletized color 
Supports YCbCr (4:4:4) local input from Local Bus (TV Scaler) 
Supports RGB (8:8:8) local input from Local Bus (TV Scaler) 
Window 2 

Supports 1 , 2, or 4-BPP (bit per pixel) palletized color 
Supports 16, 18 or 24-BPP non-palletized color 
Supports YCbCr (4:4:4) local input from Local Bus (TV Scaler) 
Supports RGB (8:8:8) local input from Local Bus (TV Scaler) 
Window 3 

Supports 1 , 2 or 4-BPP (bit per pixel) palletized color 
Supports 16, 18 or 24-BPP non-palletized color 
Window 4 

Supports 1 or 2-BPP (bit per pixel) palletized color 
Supports 16, 18 or 24-BPP non-palletized color 
Programmable 4/8/16 Burst DMA 

256 X 25 bits palette (2ea: One for the Window 0, the other for the Windowl ) 

1 6(entry) x 1 6 bits Look-up table for Window 2 

1 6(entry) x 1 6 bits Look-up table for Window 3 

4(entry) x 1 6 bits Look-up table for Window 4 

Horizontal : 1 Byte resolution 

Vertical : 1 pixel resolution 

Virtual image can have up to 16 Mbyte image size. 

Supports Transparent Overlay 

Supports Color key function 

Supports LCD partial display function through 180 interface 
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14.4 FUNCTIONAL DESCRIPTION 

14.4.1 BRIEF OF THE SUB-BLOCK 

The DISPLAY controller consists of a VSFR, VDMA, VPRCS, VTIME, and video clock generator. The VSFR 
includes programmable register sets and two-256x 25 palette memories. These are used to configure the 
DISPLAY controller. The VDMA is a dedicated display DMA. It can transfer the video data in frame memory to 
VPRCS. By using this special DMA, the video data can be displayed on the screen without CPU intervention. The 
VPRCS receives the video data from VDMA and sends the video data through the data ports to the display device 
(LCD) after converting them into a suitable data format, for example 8-bit per pixel mode (8 BPP Mode) or 16-bit 
per pixel mode (16 BPP Mode). The VTIME consists of programmable logic to support the variable requirement of 
interface timing and rates commonly found in different LCD drivers. The VTIME block generates RGB_VSYNC, 
RGB_HSYNC, RGB_VCLK, RGB_VDEN, SYS_CS1 , SYS_CSO, etc. 

14.4.2 DATA FLOW 

FIFO is present in the VDMA. When FIFO is empty or partially empty, VDMA requests a data fetching from a 
frame memory with the burst memory transfer mode (Consecutive memory fetching of 4 / 8 / 1 6 words per one 
burst request without allowing the bus mastership to another bus master during the bus transfer). When bus 
arbitrator in the memory controller accepts this kind of transfer request, there will be 4/8/16 successive word data 
transfers from system memory to internal FIFO. The each size of FIFO is 64 words. The size of FIFO is 
determined by the data transfer rate. The DISPLAY controller has five FIFOs because it needs to support the 
overlay window display mode. In case of one screen display mode, the only one FIFO must be used. The data 
through FIFO is fetched by VPRCS, which has a blending, scheduling function for the final image data. VPRCS 
supports overlay function, which enables to overlay any image up to 5 window images. Irrespective of the size it 
can be blended with main window image with programmable alpha blending or color (chroma) key function. Figure 
14-2 shows the data flow from system bus to the output buffer. VDMA has 5 DMA channels and 3 Local Input l/F. 
CSC (Color Space Conversion) block changes YCbCr data to RGB data for the blending operation. Alpha values 
written in SFR determine the level of blending. Data from Output buffer will be appearing to the Video Data Port. 




Preliminary product information describe products tliat are in development, 
for which full characterization data and associated errata are not yet available. 
Soecifications and information herein are subiect to chanae without notice. 
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FIFO l/F 




WINO 
(Dual) 
WINl 
(Dual) 
WIN 2 

(Single) 
WINS 

(Single) 
WIN 4 

(Single) 



Figure 14-2. Block diagram of the Data Flow 



14.4.3 INTERFACE 



DISPLAY controller supports 4 types of display device. One type is the conventional RGB-interface, which uses 
RGB data, Vertical/horizontal sync, data valid signal and data sync clock. The Second type is 180 Interface which 
uses address, data, chip select, read/write control and register/status indicating signal. In this type of LCD driver it 
has a frame buffer and has the function of self-refresh, therefore DISPLAY controller updates one still image by 
writing only one time to the LCD. The Third type is ITU-R BT.601 interface. ITU-R BT.601 interface uses YUV 
data. Vertical/horizontal sync, optional Field signal, data valid signal and data sync clock. The fourth type is FIFO 
interface with TV Encoder. 
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14.4.4 OVERVIEW OF THE COLOR DATA 
14.4.4.1 RGB Data format 

The DISPLAY controller requests the specified memory format of frame buffer. The next table shows some 
examples of each display mode. 



28BPP display {A4+888) 

(BSWP = 0, HWSWP = 0) 





D[31 :24] 


D[23:0] 


OOOH 


Dummy Bit 


P1 


004H 


Dummy Bit 


P2 


008H 


Dummy Bit 


P3 









(BSWP = 0, HWSWP = 0, BID PIX = 1. ALPHA SEL= 1) 





D[31:28] 


D[27:24] 


D[23:0] 


OOOH 


Dummy Bit 


Alpha value 


P1 


004H 


Dummy Bit 


Alpha value 


P2 


008H 


Dummy Bit 


Alpha value 


P3 











P1 


P2 


P3 


P4 


P5 



LCD Panel 



NOTE: D[23:1 6] = Red data, D[1 5:8] = Green data, D[7:0] = Blue data 



In case of BLD_PIX and ALPHA_SEL are set, 

D[27:24] = Alpha value, D[23:16] = Red data, D[15:8] = Green data, D[7:0] = Blue data 



^^^^ffpty Preliminary product information describe products that are in development, 

^^^^^^ELECTRONics whlch full characterlzatlon data and associated errata are not yet available. ^^^^ 

Soecifications and information herein are subiect to chanae without notice. 
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25BPP display (A888) 

(BSWP = 0, HWSWP = 0) 





D[31:25] 


D[24] 


D[23:0] 


OOOH 


Dummy Bit 


AEN 


P1 


004H 


Dummy Bit 


AEN 


P2 


008H 


Dummy Bit 


AEN 


P3 











P1 


P2 


P3 


P4 


P5 



LCD Panel 



NOTES: 

1 . AEN : Transparency value selection bit 
AEN = 0 : ALPHAO_R/G/B values are applied 
AEN = 1 : ALPHA1_R/G/B values are applied 

If per-pixel blending is set, then this pixel would be blended with alpha value selected by AEN. Alpha value is selected by 
SFR value as ALPHAO_R, ALPHAO_G, ALPHAO_B, ALPHA1_R, ALPHA1_G, ALPHA1_B. For more information refer to 
description of SFR. 

2. D[23:1 6] = Red data, D[1 5:8] = Green data, D[7:0] = Blue data 



14-6 



^^^^^^ 



ELECTRONICS 



641 ox UM 



DISPLAY CONTROLLER 



24BPP display (A887) 

(BSWP = 0, HWSWP = 0) 





D[31 :24] 


D[23] 


D[22:0] 


OOOH 


Dummy Bit 


AEN 


P1 


004H 


Dummy Bit 


AEN 


P2 


008H 


Dummy Bit 


AEN 


P3 











PI 


P2 


P3 


P4 


P5 



LCD Panel 



NOTES: 

1 . AEN : Transparency value selection bit 
AEN = 0 : ALPHAO_R/G/B values are applied 
AEN = 1 : ALPHA1_R/G/B values are applied 

If per-pixel blending is set, then this pixel would be blended with alpha value selected by AEN. Alpha value is selected by 
SFR value as ALPHAO_R, ALPHAO_G, ALPHAO_B, ALPHA1_R, ALPHA1_G, ALPHA1_B . For more information refer to 
description of SFR. 

2. D[22:15] = Red data, D[14:7] = Green data, D[6:0] = Blue data 



24BPP display (888) 

(BSWP = 0, HWSWP = 0) 





D[31 :24] 


D[23:0] 


OOOH 


Dummy Bit 


P1 


004H 


Dummy Bit 


P2 


008H 


Dummy Bit 


P3 









P1 


P2 


P3 


P4 


P5 



LCD Panel 



NOTE: 1 . D[23:1 6] = Red data, D[1 5:8] = Green data, D[7:0] = Blue data 
19BPP display (A666) 



^^^^ffpty Preliminary product information describe products that are in development, 

^^^^^^ELECTRONics whlch full characterlzatlon data and associated errata are not yet available. ^ 

Soecifications and information herein are subiect to chanae without notice. 
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(BSWP = 0, HWSWP = 0) 





D[31:19] 


D[18] 


D[17:0] 


OOOH 


Dummy Bit 


AEN 


P1 


004H 


Dummy Bit 


AEN 


P2 


008H 


Dummy Bit 


AEN 


P3 











PI 


P2 


P3 


P4 


P5 



LCD Panel 



NOTES: 

1 . AEN : Transparency value selection bit 
AEN = 0 : ALPHAO_R/G/B values are applied 
AEN = 1 : ALPHA1_R/G/B values are applied 

If per-pixel blending is set, then this pixel would be blended with alpha value selected by AEN. 

Alpha value is selected by SFR value as ALPHAO_R, ALPHAO_G, ALPHAO_B, ALPHA1_R, ALPHA1_G, ALPHA1_B. For 
more information refer to description of SFR. 

2. D[1 7:12] = Red data, D[1 1 :6] = Green data, D[5:0] = Blue data 
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18BPP display (666) 



(BSWP = 0, HWSWP = 0) 





D[31:18] 


D[17:0] 


OOOH 


Dummy Bit 


P1 


004H 


Dummy Bit 


P2 


008H 


Dummy Bit 


P3 









PI 


P2 


P3 


P4 


P5 



LCD Panel 



P1 


P2 


P3 


P4 


P5 



LCD Panel 



NOTE: 1. D[17:12] = Red data, D[1 1 :6] = Green data, D[5:0] = Blue data 



^^^^ffpty Preliminary product information describe products that are in development, 

^^^^^^ELECTRONics whlch full characterlzatlon data and associated errata are not yet available. 

Soecifications and information herein are subiect to chanae without notice. 
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16BPP display (A555) 

(BSWP = 0, HWSWP = 0) 





D[31] 


D[30:16] 


D[15] 


D[14:0] 


OOOH 


AEN1 


P1 


AEN2 


P2 


004H 


AEN3 


P3 


AEN4 


P4 


008H 


AEN5 


P5 


AEN6 


P6 













(BSWP = 0, HWSWP = 1) 





[31] 


D[30:16] 


D[15] 


D[14:0] 


OOOH 


AEN2 


P2 


AEN1 


P1 


004H 


AEN4 


P4 


AEN3 


P3 


008H 


AEN6 


P6 


AEN5 


P5 













P1 


P2 


P3 


P4 


P5 



LCD Panel 



NOTES 

1 



AEN : Transparency value selection bit 
AEN = 0 : ALPHAO_R/G/B values are applied 
AEN = 1 : ALPHA1_R/G/B values are applied 

If per-pixel blending is set, then this pixel would be blended with alpha value selected by AEN. 

Alpha value is selected by SFR value as ALPHAO_R, ALPHAO_G, ALPHAO_B, ALPHA1_R, ALPHA1_G, ALPHA1_B. For 

more information refer to description of SFR. 

D[14:10] = Red data, D[9:5] = Green data, D[4:0] = Blue data 
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16BPP display (1+555) 

(BSWP = 0, HWSWP = 0) 





D[31:16] 


D[15:0] 


OOOH 


P1 


P2 


004H 


P3 


P4 


008H 


P5 


P6 









(BSWP = 0, HWSWP = 1) 





D[31:16] 


D[15:0] 


OOOH 


P2 


P1 


004H 


P4 


P3 


008H 


P6 


P5 









D[31] 


D[30] 


D[29] 


D[28] 


D[27] 


D[26] 


D[25] 


D[24] 


D[23] 


D[22] 


D[21] 


D[20] 


D[19] 


D[18] 


D[17] 


D[16] 


1 


R4 


R3 


R2 


R1 


RO 


G4 


G3 


G2 


G1 


GO 


B4 


B3 


B2 


B1 


BO 



P1 


P2 


P3 


P4 



LCD Panel 



1 


R4 


R3 


R2 


R1 


RO 


G4 


G3 


G2 


G1 


GO 


B4 


B3 


B2 


B1 


BO 


D[15] 


D[14] 


D[13] 


D[12] 


D[11] 


D[10] 


D[9] 


D[8] 


D[7] 


D[6] 


D[5] 


D[4] 


D[3] 


D[2] 


D[1] 


D[0] 



Figure 14-3. 16BPP(1 +5:5:5) Display Types 
NOTE: 1 . {D[1 4:10], D[1 5] } = Red data, {D[9:5], D[1 5] } = Green data, {D[4:0], D[1 5]}= Blue data 
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16BPP display (565) 

(BSWP = 0, HWSWP = 0) 





D[31:16] 


D[15:0] 


OOOH 


P1 


P2 


004H 


P3 


P4 


008H 


P5 


P6 









(BSWP = 0, HWSWP = 1) 





D[31:16] 


D[15:0] 


OOOH 


P2 


P1 


004H 


P4 


P3 


008H 


P6 


P5 









D[31] 


D[30] 


D[29] 


D[28] 


D[27] 


D[26] 


D[25] 


D[24] 


D[23] 


D[22] 


D[21] 


D[20] 


D[19] 


D[18] 


D[17] 


D[16] 


R4 


R3 


R2 


R1 


RO 


G5 


G4 


G3 


02 


G1 


GO 


B4 


B3 


B2 


B1 


BO 



P1 


P2 


P3 


P4 



LCD Panel 



R4 


R3 


R2 


R1 


RO 


G5 


G4 


G3 


G2 


G1 


GO 


B4 


B3 


B2 


B1 


BO 


D[15] 


D[14] 


D[13] 


D[12] 


D[11] 


D[10] 


D[9] 


D[8] 


D[7] 


D[6] 


D[5] 


D[4] 


D[3] 


D[2] 


D[1] 


D[0] 



Figure 14-4. 16BPP(5:6:5) Display Types 
NOTE: 1 . D[1 5:11 ] = Red data, D[1 0:5] = Green data, D[4:0] = Blue data 
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8BPP display (Palette) 



(BSWP = 0, HWSWP = 0) 





D[31 :24] 


D[23:16] 


D[15:8] 


D[7:0] 


OOOH 


P1 


P2 


P3 


P4 


004H 


P5 


P6 


P7 


P8 


008H 


P9 


P10 


P11 


P12 













(BSWP = 1 , HWSWP = 0) 





D[31 :24] 


D[23:16] 


D[15:8] 


D[7:0] 


OOOH 


P4 


P3 


P2 


P1 


004H 


PS 


P7 


P6 


P5 


008H 


P12 


P11 


P10 


P9 















P1 


P2 


P3 


P4 


P5 


P6 


P7 


PS 


P9 


P10 


P11 


P12 



LCD Panel 



NOTE: 

1 . The values of frame buffer are index of palette memory. 
The MSB value of Palette memory is AEN bit. 
AEN = 0 : ALPHAO_R/G/B values are applied 
AEN = 1 : ALPHA1_R/G/B values are applied 

If per-pixel blending is set, then this pixel would be blended with alpha value selected by AEN. 

Alpha value is selected by SFR value as ALPHAO_R, ALPHAO_G, ALPHAO_B, ALPHA1_R, ALPHA1_G, ALPHA1_B. For 
more information refer to description of SFR. 



^^^^ffpty Preliminary product information describe products that are in development, 
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4BPP display (Palette) 



(BSWP = 0, HWSWP = 0) 





D[31:28] 


D[27:24] 


D[23:20] 


D[19:16] 


D[15:12] 


D[11:8] 


D[7:4] 


D[3:0] 


OOOH 


P1 


P2 


P3 


P4 


P5 


P6 


P7 


P8 


004H 


P9 


P10 


P11 


P12 


P13 


P14 


P15 


P16 


008H 


P17 


P18 


P19 


P20 


P21 


P22 


P23 


P24 





















(BSWP = 1 , HWSWP = 0) 





D[31 :28] 


D[27:24] 


D[23:20] 


D[19:16] 


D[15:12] 


D[11:8] 


D[7:4] 


D[3:0] 


OOOH 


P7 


P8 


P5 


P6 


P3 


P4 


P1 


P2 


004H 


P15 


P16 


P13 


P14 


P11 


P12 


P9 


P10 


008H 


P23 


P24 


P21 


P22 


P19 


P20 


P17 


P18 





















NOTE: 

1 . The values of frame buffer are index of palette memory. 
The MSB value of Palette memory is AEN bit. 
AEN = 0 : ALPHAO_R/G/B values are applied 
AEN = 1 : ALPHA1_R/G/B values are applied 

If per-pixel blending is set, then this pixel would be blended with alpha value selected by AEN. 

Alpha value is selected by SFR value as ALPHAO_R, ALPHAO_G, ALPHAO_B, ALPHA1_R, ALPHA1_G, ALPHA1_B. For 
more information refer to description of SFR. 
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2BPP display(Palette) 

(BSWP = 0, HWSWP = 0) 



D 


[31 :30] 


[29:28] 


[27:26] 


[25:24] 


[23:22] 


[21 :20] 


[19:18] 


[17:16] 


OOOH 


P1 


P2 


P3 


P4 


P5 


P6 


P7 


PS 


004H 


P17 


P18 


P19 


P20 


P21 


P22 


P23 


P24 


008H 


P33 


P34 


P35 


P36 


P37 


P38 


P39 


P40 





















D 


[15:14] 


[13:12] 


[11:10] 


[9:8] 


[7:6] 


[5:4] 


[3:2] 


[1:0] 


OOOH 


P9 


P10 


P11 


P12 


P13 


P14 


P15 


P16 


004H 


P25 


P26 


P27 


P28 


P29 


P30 


P31 


P32 
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NOTE: 

1 . The values of frame buffer are index of palette memory. 
The MSB value of Palette memory is AEN bit. 
AEN = 0 : ALPHAO_R/G/B values are applied 
AEN = 1 : ALPHA1_R/G/B values are applied 

If per-pixel blending is set, then this pixel would be blended with alpha value selected by AEN. 

Alpha value is selected by SFR value as ALPHAO_R, ALPHAO_G, ALPHAO_B, ALPHA1_R, ALPHA1_G, ALPHA1_B. For 
more information refer to description of SFR. 



1 BPP display {Palette) 

(BSWP = 0, HWSWP = 0) 
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14.4.5 PALETTE USAGE 

14.4.5.1 Palette Configuration and Format Control 

The DISPLAY controller can support the 256 colors palette for various selection of color mapping. 
The user can select 256 colors from the 25-bit colors through these four formats. 

256 color palette consist of the 256(depth) x 25-bit DPSRAM. Palette supports 8:8:8, 6:6:6, 5:6:5(R:G:B), and etc 
formats. 

For example of A:5:5:5 format, write palette as specified in Table 14-2 and then connect VD pin to TFT LCD 
panel( R(5)=VD[23:1 9], G(5)=VD[1 5:1 1 ], and B(5)=VD[7:3] ). The AEN bit controls the blending function enable or 
disable. At the end. Set Window Palette Control (WOPAL, case windowO) register to O'blOl . 



Table 14-1. 25BPP(A:8:8:8) Palette Data Format 



INDEX\ 


2 


2 


2 


2 


2 


1 


1 
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Table 14-2. 16BPP(A:5:5:5) Palette Data Format 
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14.4.6 WINDOW BLENDING 
14.4.6.1 Overview 

The main function of the VPRCS module is window blending. DISPLAY controller has 5 window layers and the 
details are described below. For example, System can use windowO as an OS window, full TV screen window or 
etc., windowl as a small (next channel) TV screen with window2 as a menu, windows as a caption, window4 as a 
channel information. Window2, windows and window4 has the color limitation by using color index with Color 
LUT. This feature enhances the system performance by reducing the data rate of total system. 



Total 5 windows (example) 



Window 0 (base) 
Window 1 (Overlayl) 
Window 2 (Overlay2) 
Window S (Caption) 
Window 4 (Cursor) 



Local / (YCbCr ,RGB without palette) 
RGB with palette 
RGB with palette 

RGB (1/2/4) with 16 level Color LUT 
RGB (1/2) with 4 level Color LUT 



Overlay Priority 

Window 4 > Window S > Window 2 > Window 1 > Window 0 
Color Key 

:The register value to Color-Key reg must be set by 24bit RGB format 

Blending equation 

Window 01 (R) = Window 0(R) x Beta1 + Window 1 (R) x Alphal 
Window 01 (G) = Window 0(G) x Beta1 + Window 1 (G) x Alphal 
Window 01 (B) = Window 0(B) x BetaU Window 1 (B) x Alphal 
Window 01 2(R) = Window 01 (R) x Beta2 + Window 2(R) x Alpha2 
Window 01 2(G) = Window 01 (G) x Beta2 + Window 2(G) x Alpha2 
Window 01 2(B) = Window 01 (B) x Beta2 + Window 2(B) x Alpha2 
Window 01 2S(R) = Window 01 2(R) x Beta3 + Window S(R) x Alpha3 
Window 01 2S(G) = Window 01 2(G) x Beta3 + Window S(G) x AlphaS 
Window 01 2S(B) = Window 01 2(B) x Beta3 + Window S(B) x AlphaS 
WinOut(R) = Window 012S(R) x Beta4 + Window 4(R) x Alpha4 
WinOut(G) = Window 01 2S(G) x Beta4 + Window 4(G) x Alpha4 
WinOut(B) = Window 012S(B) x Beta4 + Window 4(B) x Alpha4 



^^^^^^ 
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Where, 

if A bit is set then 

AR1 = Window 1's Red blending factor (ALPHA1_R@VID0SD1C) 
AR2 = Window 2's Red blending factor (ALPHA1_R@VID0SD2C) 
AR3 = Window 3's Red blending factor (ALPHA1_R@VID0SD3C), 
AR4 = Window 4's Red blending factor (ALPHA1_R@VID0SD4C), 
AG1 = Window 1's Green blending factor (ALPHA1_G@VID0SD1C) 
AG2 = Window 2's Green blending factor (ALPHA1_G@VID0SD2C) 
AGS = Window 3's Green blending factor (ALPHA1_G@VID0SD3G), 
AG4 = Window 4's Green blending factor (ALPHA1_G@VID0SD4G), 
AB1 = Window 1's Blue blending factor (ALPHA1_B@VID0SD1G) 
AB2 = Window 2's Blue blending factor (ALPHA1_B@VID0SD2C) 
AB3 = Window 3's Blue blending factor (ALPHA1_B@VID0SD3C), 
AB4 = Window 4's Blue blending factor (ALPHA1_B@VID0SD4C), 



Else if A bit is cleared then 

AR1 = Window 1's Red blending factor (ALPHA0_R@VIDOSD1C) 
AR2 = Window 2's Red blending factor (ALPHA0_R@VIDOSD2C) 
AR3 = Window 3's Red blending factor (ALPHA0_R@VIDOSD3C), 
AR4 = Window 4's Red blending factor (ALPHA0_R@VIDOSD4C), 
AG1 = Window 1's Green blending factor (ALPHA0_G@VIDOSD1C) 
AG2 = Window 2's Green blending factor (ALPHA0_G@VIDOSD2C) 
AGS = Window 3's Green blending factor (ALPHA0_G@VIDOSD3G), 
AG4 = Window 4's Green blending factor (ALPHA0_G@VIDOSD4G), 
AB1 = Window 1's Blue blending factor (ALPHA0_B@VIDOSD1C) 
AB2 = Window 2's Blue blending factor (ALPHA0_B@VIDOSD2C) 
AB3 = Window 3's Blue blending factor (ALPHA0_B@VIDOSD3C), 
AB4 = Window 4's Blue blending factor (ALPHA0_B@VIDOSD4C), 



In case Window 01 (R), Alpha and Beta value is determined by 
Alphax = ARx/1 6, Betax = (1 5-ARx)/1 6 
if ARx == OxF then Alphax =1 and Betax =0 
if ARx == 0x0 then Alphax =0 and Betax =1 
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14.4.6.2 BLENDING DIAGRAM/DETAILS 

DISPLAY controller can blend 5 Layer for only one pixel at the same time. The Blending factor, alpha value is 
controlled by ALPHAO_R,ALPHAO_G,ALPHAO_B, ALPHA1_R,ALPHA1_G,ALPHA1_B register, which are 
implemented for each window layer and color(R,G,B). The illustration below is described as the example of the R 
(Red) output using ALPHA_R value of each window. All windows have two kinds of alpha blending value. One is 
alpha value for transparency enable (AEN value ==1), the other is alpha value for transparency disable (AEN 
value == 0). If WINEN_F is enabled and BLD_PIX is enabled then AR will be selected by applying the below 
equation. 

AR = ( Pixel(R)'s AEN value == 1'b1) ? Reg( ALPHA1_R ) : Reg( ALPHAO_R ); 
AG = ( Pixel(G)'s AEN value == 1'b1) ? Reg( ALPHA1_G ) : Reg( ALPHAO_G ); 
AB = ( Pixel(B)'s AEN value == 1'b1) ? Reg( ALPHA1_B ) : Reg( ALPHAO_B ); 
(where, BLD_PIX == 1) 



If WINEN_F is enabled and BLD_PIX is disabled then AR will be ALPHAO_R only. In this case blending factor AR 
is fixed by ALPHAO_R, the AEN bit information is not being used. 



WinO(R) X (1- ARl) 



Winl(R) X ARl 



X (1-AR2) 



Win2(R) X AR2 



X (1-AR3) 



Win3(R) X AR3 



X (1-AR4) 



Win4(R) X AR4 



OUTPUT(R) 



Figure 14-5. Blending diagram 
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Table 14-3. Blending User's Table 



ALPHA_SEL[1] value @ WINCON1/2/3/4 



BLD_PIX[6] value 
@WINCON1/2/3/4 



'0' 



Plane blending using ALPHAO 



Plane blending using ALPAH1 



Pixel blending selected by AEN 



AEN value @ Frame Buffer 


'0' 


'1' 


Using ALPHAO 


Using ALPHA1 



OR 

Color key blending enabled by 
KEYBLEN 



Pixel blending using DATA[27:24] in 
frame buffer, Only when 
BPPMODE_F[5:2] value @ 
WINCON1/2/3/4is 'b1101' 



KEYBLEN[26] value 
@W1/2/3/4KEYCON0 


'0' 


'1' 


Key blending 
disable 


Non-key area: 
using ALPHAO 

Key area: 
using ALPHA1 
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14.4.7 COLOR-KEY FUNCTION 

The DISPLAY controller supports color-key function for the various effect of image mapping. Color image of OSD 
layer, which is specified by COLOR-KEY register, will be substituted by background image for special 
functionality. It will be substituted as cursor image or pre-view image of the camera. 

The register value to ColorKey reg must be set by 24bit RGB format. 

DIRCON (in Win1 Color Key 0 register) bit selects the window to be compared with COLVAL (in Win1 Color Key 1 
Register). If this bit is set to '0', the comparison window is windowl (foreground window). 

COMPKEY (in Win1 Color Key 0 register) value decides whether to compare COLVAL and selected window color. 
In other words, the comparator only compares COLVAL and selected window color bits where the corresponding 
bit in COMPKEY is '0'. 



COMPKEY 



Mask bit of COLVAL to 
compare with Window color 



DIRCON 



WindowO 
(Background) 




► 






Windowl 
(Foreground) 




► 



COLVAL 



Frame Buffer 



Compare 





Selected 


► 


Window 



R'G'B' 



IVIach with COLVAL : 

Unselected window 
Unmatched with CONVAL : 

Selected window 



Figure 14-6. Color Key Operation 
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WindowO 
(Green) 




Figure 14-7. Color Key Operations 
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OSD Image 180x1 




Back-Ground 320x240 





Windowl 








- Windowl 

























Blended (Alpha = Oxf) Blended (Alpha = 0x9) 

and No Color key and No Color key 




Blended (Alpha = 0x9) 
and Color Key Enable 



Figure 14-8. Color Key Function Configurations 
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14.4.8 VTIME CONTROLLER OPERATION 

VTIME is mainly divided into two blocks. One is VTIME_RGB_TV for RGB interface, ITU-R601 interface and TV 
Encoder Interface timing control. The other is for 180 interface timing control. 

14.4.8.1 RGB Interface 

The VTIME generates the control signals such as, RGB_VSYNG, RGB_HSYNC, RGB_VDEN and RGB_VCLK 
signal for RGB interface. These control signals are highly related with the configuration on the VIDTGONO/1/2 
registers in the VSFR register. Based on these programmable configurations of the display control registers in 
VSFR, the VTIME module can generate the programmable control signals suitable for the support of many 
different types of display device. 

The RGB_VSYNC signal is asserted to cause the LCD's line pointer to start over at the top of the display. The 
RGB_VSYNC and RGB_HSYNC pulse generation is controlled by the configuration of both the HOZVAL field and 
the LINEVAL registers. The HOZVAL and LINEVAL can be determined by the size of the LCD panel according to 
the following equations: 

HOZVAL = (Horizontal display size) -1 

LINEVAL = (Vertical display size) -1 

The rate of RGB_VCLK signal can be controlled by the CLKVAL field in the VIDCONO register. The table below 
defines the relationship of RGB_VCLK and CLKVAL. The minimum value of CLKVAL is 1 . 

RGB_VCLK (Hz) =HCLK/ (CLKVAL+1) where CLKVAL >= 1 



Table 14-4. Relation between VCLK and CLKVAL (TFT, Freq. of Video Clock Source=60MHz) 



CLKVAL 


60MHZ/X 


VCLK 


1 


60 MHz/2 


30.0MHz 


2 


60 MHz/3 


20.0 MHz 


3 


60 MHz/4 


15.0 MHz 








63 


60 MHz/64 


937.5 kHz 
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The RGB_HSYNC and RGB_VSYNC signal is configured by VSYNC, VBPD, VFPD, HSYNC, HBPD, HFPD, 
HOZVAL and LINEVAL. For more information refer to the Figure 14-11. 

The frame rate is RGB_VSYNC signal frequency. The frame rate is related with the field of VSYNC, VBPD, VFPD, 
LINEVAL, HSYNC, HBPD, HFPD, HOZVAL, CLKVAL registers. Most LCD driver requires their own adequate 
frame rate. The frame rate is calculated as follows; 



Frame Rate = 1/ [ { (VSPW+1) + (VBPD+1) + (LIINEVAL + 1) + (VFPD+1) } x {(HSPW+1) + (HBPD +1) 
+ (HFPD+1 ) + (HOZVAL + 1 ) } x { ( CLKVAL+1 ) / ( Frequency of Clock source ) } ] 

14.4.8.2 180 Interface Controller 

VTIMEJSO controls DISPLAY Controller for cpu style LDI, and has the following functions. 

• Generation of 180 Interface Control Signals 

• CPU Style LDI Command Control 

• Timing Control for VDMA and VDPRCS 

14.4.8.2.1 Output Control Signal Generation 

SYS_CSO, SYS_CS1 , SYS_WE and SYS_RS control signals are generated by VTIME_I80. (For more information 
refer to Figure 14-12 for Timing Diagram). Their timing parameters, LCD_CS_SETUP, LCD_WR_SETUP, 
LCD_WR_ACT, LCD_WR_HOLD can be set through I80IFCONA0 and I80IFCONA1 SFRs. 

14.4.8.2.2 Partial Display Control 

Although partial display is a main feature of cpu-style LDI, VTIME_I80 does not support this function in H/W logic. 

However, this function can be implemented by SFR setting (LINEVAL, HOZVAL, OSD_LeftTopX_F, 
OSD_LeftTopY_F, OSD_RightBotX_F, OSD_RightBotY_F, PAGEWIDTH, OFFSIZE). 
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14.4.9 LDI Command Control 

LDI can receive command and data. Command refers to index for the selection of SFR in LDI. In control signal for 
command and data, only SYS_RS signal has different operation. Generally, SYS_RS is polarity of '1 ' for 
command issue and vice versa. 

DISPLAY Controller has two kinds of command control. One is auto command and the other is normal command. 

Auto command is issued automatically (i.e. without S/W control) at a predefined rate (rate = 2,4, 6 ..30. Rate = 4 
means auto command are send to LDI at the end of every 4-image-frames). Normal command is issued by S/W 
control. 



SETTING OF COMMANDS 
14.4.9.1 Auto Command 

For example, if 0x1 (index), 0x32, 0x2(index), 0x8f, Ox4(index), 0x99 required to sent to LDI at every 10 frames, 
the following steps are recommended 

LDLCMDO ^ 0x1 , LDLCMDI ^ 0x32, LDI_CMD2 ^ 0x2, 
LDI_CMD3 ^ 0x8f, LDI_CMD4 ^ 0x4, LDI_CMD5 ^ 0x99 
CMDO_EN ^ 0x2, CMD1_EN ^ 0x2, CMD2_EN ^ 0x2, 
CMD3_EN ^ 0x2, CMD4_EN ^ 0x2, CMD5_EN ^ 0x2 
CMDO_RS ^ 0x1 , CMD1_RS ^ 0x0, CMD2_RS ^ 0x1 , 
CMD3_RS ^ 0x0, CMD4_RS ^ 0x1 , CMD5_RS ^ 0x0 
AUTO_CMD_RATE ^ 0x5 

NOTE: 

1 ) . For RS polarity, refer to your LDI specification. 

2) LDI_CMD need not to be packed from LDI_CMDO to LDI_CMD1 1 contiguously. For example, only the 
use of LDLCMDO, LDI_CMD3 and LDI_CMD1 1 is possible. 

3) Maximum 1 2 auto commands are available. 



14.4.9.2 Normal Command 

1 ) Put commands into LDI_CMDO 1 1 (maximum 1 2 commands) 

2) Set CMDx_EN in LDI_CMDCON0 for enable normal command x. (For example, if you want to enable 
command 4, you have to set CMD4_EN to 0x01 .) 

3) Set NORMAL_CMD_STin I80IFCONB0/1 



DISPLAY Controller has the following miscellaneous traits for command operations. 

• Auto / Normal / Auto and Normal command mode is possible for each 1 2 commands 

• DISPLAY Controller can send 12 maximum commands between frames in its normal operation 
(Normal operation means ENVID=1 and video data are displayed in LCD panel) 

• Commands are issued in the order of CMDO CMD1 CMD2 CMD3 CMD10 ^ 
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CMD11 

• Disabled commands (CMDx_EN = 0x0) are skipped 

• Sending over 1 2 commands 

: It is only possible in normal command and suitable in system initialization. 

1 ) Setting 1 2 LDI_CMDx, CMDx_EN, CMDx_RS 

2) Set NORMAL_CMD_ST 

3) Read NORMAL_CMD_ST with polling. If 0, go to NORMAL_CMD_ST Setting 



^^^^^^ 
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Command Setting Example) 

** CMDO_EN = 2'b1 0, CMD1_EN = 2'b1 1 , CMD2_EN = 2'b01 , CMD3_EN = 2'b1 1 , CMD4_EN = 2'b01 
(Auto Command : CMDO, CMD1 , CMD3, Normal Command : CMD1 , CMD2, CMD3, CMD4) 
** AUTO_COMMAND_RATE = 4'b0010 (per 4 frames) 

** CMDO_RS = 1 , CMD1_RS = 1 , GMD2_RS = 0, CMD3_RS = 1 , CMD4_RS = 0 
** RSPOL = 0 



1 . Auto Command 



\/D[17:0] 
RS 



F(n) 


F(n+1) 


F(n+2) 


F(n+3) 


CO 


C1 


C3 


F(n+4) 


F(n+5) 


F(n+6) 


F(n+7) 


CO 


C1 


C3 


F(n+8) 


F(n+9) 



2. Normal Command 



VD[17:0] 
ENVIDS 
NOR^/^L_CMD_START (SFR) 

RS 



C1 


C2 


C3 


C4 



F(n) 



F(n+1) 



F(m) 


C1 


C2 


C3 


C4 



F(mf1) 



auto clear 



pending auto clear 





Figure 14-9. Sending Command 

14.4.10 180 CPU Interface Trigger 

VTIMEJSO starts its operation only when a S/W trigger occurs. There are two kinds of triggers. 
S/W trigger is generated by setting TRGCON SFR. 

14.4.11 Interrupt 

Frame Done Interrupt is generated at the completion of one frame. 

14.4.12 Virtual Display 

The DISPLAY controller supports the hardware horizontal or vertical scrolling. If the screen is scrolled, you must 
change the fields of LCDBASEU and LCDBASEL registers (For more information refer to Figure 14-10). You must 
not change the values of PAGEWIDTH and OFFSIZE. The size of video buffer in which the image is stored must 
be larger than the LCD panel screen size. 
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OFFSIZE 



PAGEWIDTH 



OFFSIZE 



LCDBASEU 



LCDBASEL 



This is the cjata of line 1 of virtual screen. This is the datfi of I 

iof I 
iof I 
iof I 
iof I 




LINEVAL + 1 



View Port 
(The same size 
of LCD panel) 



Figure 14-10. Example of Scrolling in Virtual Display 
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14.4.13 RGB INTERFACE 10 

Signals 

Table 14-5. RGB Interface Pin Description 



Name 


Type 


Source/Destination 


Description 


RGB_HSYNC 


Output 


Pad 


Horizontal Sync. Signal 


RGB_VSYNC 


Output 


Pad 


Vertical Sync. Signal 


RGB_VCLK 


Output 


Pad 


LCD Video Clock 


RGB_VDEN 


Output 


Pad 


Data Enable 


RGB_VD[23:0] 


Output 


Pad 


RGB data output. 

In 16bpp, pins match with following as 
RGB_VD[23:19] : R 
RGB_VD[15:10] :G 
RGB_VD[7:3] : B 

Please, refer to Table 14-7 for more information. 



NOTE: LCD_SEL[1 :0] value @ 0x7F0081 AO must be set as '01 ' to use RGB l/F Style. Please refer to GPIO Manual for more 
information. 



Timing 



INT_FrSyn 
(internal) 



RGB_VSYNC 



HOB_HsvNo_fi n n n n n 



.n n n ^ 



RGB VDEN 



RGB HSYNC 




RGB VD 



RGB VDEN 



T" 



T" 



HSPW+1 HBPD+1 HOZVAL+1 HFPD+1 

VSPW=0, VBPD=0, VFPD=0, HSPW=1, HBPD=1, HFPD=1 



Figure 14-11. LCD RGB interface Timing 
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14.4.14 LCD 180 INTERFACE 10 

Signals 



Table 14-6. 180 CPU Interface Pin Description 



Name 


Type 


Source/Destination 


Description 


SYS_VDIN[17:0] 


In 


Video Mux 


Video Data Input 


SYS_VDOUT[17:0] 


Out 


Video Mux 


Video Data Output 


SYS_CSO 


Output 


Video Mux 


Chip select for LCDO 


SYS_CS1 


Output 


Video Mux 


Chip select for LCD1 


SYS_WE 


Output 


Video Mux 


Write enable 


SYS_OE 


Output 


Video Mux 


Output Enable 


SYS_RS 


Output 


Video Mux 


Register/State Select 



NOTE: LCD_SEL[1 :0] value @ 0x7F0081 AO must be set as '00' to use Host l/F Style. Please, refer to GPIO Manual for more 
information. 

Tinning 



VCLK(intemal) 



SYS RS 



SYS CSn 



SYS WE 



SYS VD 



LCD_CS_SETUP+1 
\< ^, 



!LCD_WR_SETUP+1 ! 
\-< >\ 



LCD_WR_H0LD+1 
!^ ►! 




LCD_WR_ACT+1 
< ►! 



LCD CS SETUP=0, LCD WR SETUP=0, LCD WR ACT=0, LCD WR HOLD=0 



Figure 14-12. Write Cycle Timing 
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14.4.14 ITU-R BT.601 INTERFACE 10 

Signals 

Table 14-7. ITU-R BT.601 Interface Pin Description 



Name 


Type 


Source/Destination 


Description 


V601_CLK 


Output 


Pad 


ITU 601 data clock 


*VEN_HREF 


Output 


Pad 


DATA Enable 


**VEN_VSYNC 


Output 


Pad 


Vertical Sync Signal 


VEN_HSYNC 


Output 


Pad 


Horizontal Sync Signal 


**VEN_FIELD 


Output 


Pad 


FIELD Signal (option) 


VEN_DATA[7:0] 


Output 


Pad 


ITU601 YUV422 format data output 



NOTE: LCD_SEL[1 :0] value @ 0x7F0081 AO must be set as '10' to use 601 Style. Please, refer to GPIO Manual 
for more information 



VEN_HREF : DATA Blank (when 1601 HREF[0] = 1 ) 

DATA Enable (when I601HREF[0] = 0) 
* VEN_VSYNC, VEN_FIELD (field information in interlace mode) 

When SELVSYNC[0] = 1 , Delay Cycle = DLYVSYNC[7:0] + 1 

I Field 1 ■ ■ Field 2 

I I I 



^ SS—IUilJLJLJLJLJLJL-n-JLJL 



Delay cycle 



When SELVSYNC[0] = 0, 



Field 1 ^ Field 2 

>> 1 



vsv«c_p 

"^™=_h_Ji_Ji_Ji_Ji_Ji_n_n_n_n_n h_Ji_Ji_n_n_n_n_n_n_n_n_ 

I I 
I I 
I I 

Figure 14-13. ITU-R BT.601 Controllable Vsync 
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14.4.15 LCD DATA PIN MAP 



Table 14-8. Parallel/Serial RGB, 601 Data Pin Map ( - : Not Used) 





Parallel RGB 


Serial RGB 


DU 1 




24BPP 
(888) 


18BPP 
(666) 


16BPP 

(565) 


24BPP (888) 


18BPP (666) 




VD[23] 


R[7] 


R[5] 


R[4] 


D[7] 


D[5] 




VD[22] 


R[6] 


R[4] 


R[3] 


D[6] 


D[4] 




VD[21] 


R[5] 


R[3] 


R[2] 


D[5] 


D[3] 




VD[20] 


R[4] 


R[2] 


R[1] 


D[4] 


D[2] 




VD[19] 


R[3] 


R[1] 


R[0] 


D[3] 


D[1] 




VD[18] 


R[2] 


R[0] 


- 


D[2] 


D[0] 




\ ir^r-i "71 

VD[17] 


R[1] 


- 


- 


D[1] 


- 




VD[16] 


R[0] 


- 


- 


D[0] 


- 




VD[15] 


G[7] 


G[5] 


G[5] 


- 


- 




VD[14] 


G[6] 


G[4] 


G[4] 


- 


- 




VD[13] 


G[5] 


G[3] 


G[3] 


- 


- 




VD[12] 


G[4] 


G[2] 


G[2] 


- 


- 




VD[1 1] 


G[3] 


G[1] 


G[1] 


- 


- 




VD[10] 


G[2] 


G[0] 


G[0] 


- 


- 




VD[9] 


G[1] 












\/nrQi 
VU[oJ 


G[0] 












VD[7] 


B[7] 


B[5] 


B[4] 






VEN_DATA[7] 


VD[6] 


B[6] 


B[4] 


B[3] 






VEN_DATA[6] 


VD[5] 


B[5] 


B[3] 


B[2] 






VEN_DATA[5] 


VD[4] 


B[4] 


B[2] 


B[1] 






VEN_DATA[4] 


VD[3] 


B[3] 


B[1] 


B[0] 






VEN_DATA[3] 


VD[2] 


B[2] 


B[0] 








VEN_DATA[2] 


VD[1] 


B[1] 










VEN_DATA[1] 


VD[0] 


B[0] 










VEN_DATA[0] 
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Table 14-9. CPU l/F Data Pin Map ( - : Not Used) 





180 CPU l/F (Parallel) 




16BPP(565) 


18BPP(666) 


18BPP(666) 


24BPP 

(888) 


18BPP(666) 


16BPP(565) 


Lx_DATA1 
6 


nnn 


001 


010 


Oil 


•tnn 


101 






1st 


2nd 


1st 


2nd 


1st 


2nd 




1st 


2nd 


\/r\rooi 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


\/p\rooi 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


\/p\roH 1 
VU[^1 J 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


\/p\rom 
VU[^UJ 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


VU[1 yj 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


VU[1 oj 


- 


- 


- 


- 


- 


- 


- 


- 


- 


- 


\/p\rH "71 
VU[1 /J 


- 


- 


- 


- 


- 


- 


- 


R[5] 


- 


- 


VU[1 bj 


- 


- 


- 


- 


- 


- 


- 


R[4] 


- 


- 


VU[1 oJ 


R[4] 


R[5] 


- 


- 


- 


R[7] 


B[7] 


R[3] 


- 


- 


VU[1 4J 


R[3] 


R[4] 


- 


- 


- 


R[6] 


B[6] 


R[2] 


- 


- 


VU[1 oJ 


R[2] 


R[3] 


- 


- 


- 


R[5] 


B[5] 


R[1] 


- 


- 


VU[1 


R[1] 


R[2] 








R[4] 


B[4] 


R[0] 






VU[1 1 J 


R[0] 


R[1] 








R[3] 


B[3] 


G[5] 






VU[1 UJ 


G[5] 


R[0] 








R[2] 


B[2] 


G[4] 






\/r\rni 


G[4] 


G[5] 








R[1] 


B[1] 


G[3] 






VU[oJ 


G[3] 


G[4] 




R[5] 


G[2] 


R[0] 


B[0] 


G[2] 






\/nr7i 


G[2] 


G[3] 




R[4] 


G[1] 


G[7] 




G[1] 


R[4] 


G[2] 


VD[6] 


G[1] 


G[2] 




R[3] 


G[0] 


G[6] 




G[0] 


R[3] 


G[1] 


VD[5] 


G[0] 


G[1] 




R[2] 


B[5] 


G[5] 




B[5] 


R[2] 


G[0] 


VD[4] 


B[4] 


G[0] 




R[1] 


B[4] 


G[4] 




B[4] 


R[1] 


B[4] 


VD[3] 


B[3] 


B[5] 




R[0] 


B[3] 


G[3] 




B[3] 


R[0] 


B[3] 


VD[2] 


B[2] 


B[4] 




G[5] 


B[2] 


G[2] 




B[2] 


G[5] 


B[2] 


VD[1] 


B[1] 


B[3] 


B[1] 


G[4] 


B[1] 


G[1] 




B[1] 


G[4] 


B[1] 


VD[0] 


B[0] 


B[2] 


B[0] 


G[3] 


B[0] 


G[0] 




B[0] 


G[3] 


B[0] 
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14.4.16 LCD NORMAL/BY-PASS MODE SELECTION 

The external modem or MCU can access the system interface LCD Panel through the by-pass. After reset, the 
initial output path of LCD controller is by-pass like described in below Figure 14-14. In order to operate in the 
normal display mode (RGB or CPU l/F), SEL_BYPASS[3] value @ 0x741 0800C must be set as 'O'(normal mode) 
instead of '1 '(by-pass mode). 



Bus System 



4 ► 



4 ► 



Post Processor 



CAM IF 



Display 
Controller 



TV 

Scaler 



PAD 



TV 




DAC 






Encoder 


— ► 


2ch. 




S-Video 










or CVBS 



GPIO 



. -MODEM _If_ 



SEL_BYPASS 



J Interface 
System Interface 
(XvVD, 
XvVSYNC.) 



Figure 14-14. By-Pass Mode (Initial LCD Output Pass) 
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14.5 PROGRAMMER'S MODEL 
14.5.1 OVERVIEW 

The following registers are used to configure DISPLAY controller: 

1 . MOFPCON: SEL_BYPASS[3] value @ 0x741 0800C must be set as 'O'(normal mode) instead of '1 '(by-pass 
mode). 

2. SPCON: LCD_SEL[1 :0] value @ 0x7F0081A0 must be set as '00' to use Host l/F Style or as '01' to use RGB 
l/F Style 

3. VIDCONO: configure Video output format and display enable/disable. 

4. VIDC0N1 : RGB l/F control signal. 

5. ISOIFGONx: iSO-system l/F control signal. 

6. ITUIFCONO : ITU (BT.601) Interface Control 

7. VIDTCONx: configure Video output Timing and determine the size of display. 

8. WINCONx: each window format setting 

9. VIDOSDxA, VIDOSDxB: Window position setting 

10. VIDOSDxC: alpha value setting 

1 1 . VIDWxxADDx: source image address setting 

12. WxKEYCONx: Color key value register 

13. WINxMAP: window color control 

14. WPALCON: Palette controls register 

15. WxPDATAxx: Window Palette Data of the each Index. 



14.5.2 SFR MEMORY MAP 



Register 


Address 


R/W 


Description 


Reset Value 


VIDCONO 


0x77100000 


R/W 


Video control 0 register 


OxOOOO_0000 


VIDC0N1 


0x77100004 


R/W 


Video control 1 register 


OxOOOO_0000 


VIDC0N2 


0x77100008 


R/W 


Video control 2 register 


OxOOOO_0000 


VIDTCONO 


0x77100010 


R/W 


Video time control 0 register 


OxOOOO_0000 


VIDTC0N1 


0x77100014 


R/W 


Video time control 1 register 


OxOOOO_0000 


VIDTC0N2 


0x77100018 


R/W 


Video time control 2 register 


OxOOOO_0000 


WINCONO 


0x77100020 


R/W 


Window control 0 register 


OxOOOO_0000 


WINC0N1 


0x77100024 


R/W 


Window control 1 register 


OxOOOO_0000 


WINC0N2 


0x77100028 


R/W 


Window control 2 register 


OxOOOO_0000 


WINC0N3 


0x771 0002C 


R/W 


Window control 3 register 


OxOOOO_0000 


WINC0N4 


0x77100030 


R/W 


Window control 4 register 


OxOOOO_0000 


VIDOSDOA 


0x77100040 


R/W 


Video Window O's position control register 


OxOOOO_0000 


VIDOSDOB 


0x77100044 


R/W 


Video Window O's position control register 


OxOOOO_0000 


VIDOSDOC 


0x77100048 


R/W 


Video Window O's size control register 


OxOOOO_0000 


VID0SD1A 


0x77100050 


R/W 


Video Window 1 's position control register 


OxOOOO_0000 


VID0SD1B 


0x77100054 


R/W 


Video Window 1 's position control register 


OxOOOO_0000 


VID0SD1C 


0x77100058 


R/W 


Video Window 1 's alpha control register 


OxOOOO_0000 
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Register 


Address 


R/W 


Description 


Reset Value 


VID0SD1D 


0x771 0005C 


R/W 


Video Window 1's size control register 


OxOOOO_0000 


VID0SD2A 


0x77100060 


R/W 


Video Window 2's position control register 


OxOOOO_0000 


VID0SD2B 


0x77100064 


R/W 


Video Window 2's position control register 


OxOOOO_0000 


VID0SD2C 


0x77100068 


R/W 


Video Window 2's alpha control register 


OxOOOO_0000 


VIS0SD2D 


0x771 0006C 


R/W 


Video Window 2's size control register 


OxOOOO_0000 


VID0SD3A 


0x77100070 


R/W 


Video Window 3's position control register 


OxOOOO_0000 


VID0SD3B 


0x77100074 


R/W 


Video Window 3's position control register 


OxOOOO_0000 


VID0SD3C 


0x77100078 


R/W 


Video Window 3's alpha control register 


OxOOOO_0000 


VID0SD4A 


0x77100080 


R/W 


Video Window 4's position control register 


OxOOOO_0000 


VID0SD4B 


0x77100084 


R/W 


Video Window 4's position control register 


OxOOOO_0000 


VID0SD4C 


0x77100088 


R/W 


Video Window 4's alpha control register 


OxOOOO_0000 


VIDWOOADDOBO 


0x771 OOOAO 


R/W 


Window O's buffer start address register, buffer 0 


OxOOOO_0000 


VIDW00ADD0B1 


0x771 000A4 


R/W 


Window O's buffer start address register, buffer 1 


OxOOOO_0000 


VIDW01ADD0B0 


0x771 000A8 


R/W 


Window 1 's buffer start address register, buffer 0 


OxOOOO_0000 


VIDW01ADD0B1 


0x771 OOOAC 


R/W 


Window 1's buffer start address register, buffer 1 


OxOOOO_0000 


VIDW02ADD0 


0x771 OOOBO 


R/W 


Window 2's buffer start address register 


OxOOOO_0000 


VIDW03ADD0 


0x771 OOOBB 


R/W 


Window 3's buffer start address register 


OxOOOO_0000 


VIDW04ADD0 


0x771 OOOCO 


R/W 


Window 4's buffer start address register 


OxOOOO_0000 


VIDW00ADD1B0 


0x771 OOODO 


R/W 


Window O's buffer end address register, buffer 0 


OxOOOO_0000 


VIDW00ADD1B1 


0x771 000D4 


R/W 


Window O's buffer end address register, buffer 1 


OxOOOO_0000 


VIDW01ADD1B0 


0x771 000D8 


R/W 


Window 1 's buffer end address register, buffer 0 


OxOOOO_0000 


VIDW01ADD1B1 


0x771 OOODC 


R/W 


Window 1's buffer end address register, buffer 1 


OxOOOO_0000 


VIDW02ADD1 


0x771 OOOEO 


R/W 


Window 2's buffer end address register 


OxOOOO_0000 


VIDW03ADD1 


0x771 000E8 


R/W 


Window 3's buffer end address register 


OxOOOO_0000 


VIDW04ADD1 


0x771 OOOFO 


R/W 


Window 4's buffer end address register 


OxOOOO_0000 


VIDW00ADD2 


0x77100100 


R/W 


Window O's buffer size register 


OxOOOO_0000 


VIDW01ADD2 


0x77100104 


R/W 


Window 1 's buffer size register 


OxOOOO_0000 


VIDW02ADD2 


0x77100108 


R/W 


Window 2's buffer size register 


OxOOOO_0000 


VIDW03ADD2 


0x771 001 OC 


R/W 


Window 3's buffer size register 


OxOOOO_0000 


VIDW04ADD2 


0x77100110 


R/W 


Window 4's buffer size register 


OxOOOO_0000 


VIDINTCONO 


0x77100130 


R/W 


Indicate the Video interrupt control register 


0x03F0_0000 


VIDINTC0N1 


0x77100134 


R/W 


Video Interrupt Pending register 


OxOOOO_0000 


W1 KEYCONO 


0x77100140 


R/W 


Color key control register 


OxOOOO_0000 


W1 KEYC0N1 


0x77100144 


R/W 


Color key value (transparent value) register 


OxOOOO_0000 


W2KEYCON0 


0x77100148 


R/W 


Color key control register 


OxOOOO_0000 


W2KEYC0N1 


0x771 001 4C 


R/W 


Color key value (transparent value) register 


OxOOOO_0000 


W3KEYCON0 


0x77100150 


R/W 


Color key control register 


OxOOOO_0000 


W3KEYC0N1 


0x77100154 


R/W 


Color key value (transparent value) register 


OxOOOO_0000 


W4KEYCON0 


0x77100158 


R/W 


Color key control register 


OxOOOO_0000 


W4KEYC0N1 


0x771 001 5C 


R/W 


Color key value (transparent value) register 


OxOOOO_0000 
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Register 


Address 


R/W 


Description 


Reset Value 


DITHMODE 


0x77100170 


R/W 


Dithering mode register. 


OxOOOO_0000 


lAflK l/^K II A 

WINOMAP 


0x77100180 


R/W 


Window color control 


OxOOOO_0000 


WIN1MAP 


0x77100184 


R/W 


Window color control 


OxOOOO_0000 


WIN2MAP 


0x77100188 


R/W 


Window color control 


OxOOOO_0000 


lAflK II A 

WIN3MAP 


0x771 001 8C 


R/W 


Window color control 


OxOOOO_0000 


WIN4MAP 


0x77100190 


R/W 


Window color control 


r\^,r\r\r\r\ r\r\r\r\ 

OxOOOO_0000 


WrALUUN 


0x771 001 AO 


D AA/ 
H/W 


Window Palette control register 


OxOOOO_0000 


TRIGCON 


0x771 001 A4 


R/W 


180 / RGB Trigger Control register 


0x0000_0000 


ITUIFCONO 


0x771 001 A8 


R/W 


ITU (BT.601) Interface Control 


0x0000_0000 


I80IFCONA0 


0x771 001 BO 


R/W 


180 Interface control 0 for Main LDI 


0x0000_0000 


I80IFCONA1 


0x771 001 B4 


R/W 


180 Interface control 0 for Sub LDI 


0x0000_0000 


I80IFCONB0 


0x771 001 B8 


R/W 


180 Interface control 1 for Main LDI 


0x0000_0000 


I80IFCONB1 


0x771 001 BC 


R/W 


180 Interface control 1 for Sub LDI 


0x0000_0000 


LDLCMDCONO 


0x771 001 DO 


R/W 


180 Interface LDI Command Control 0 


0x0000_0000 


LDLCMDC0N1 


0x771 001 D4 


R/W 


180 Interface LDI Command Control 1 


0x0000_0000 


SIFCCONO 


0x771 001 EO 


R/W 


LCD 180 System Interface Manual Command 
Control 


0x0000_0000 


SIFCC0N1 


0x771 001 E4 


R/W 


LCD 180 System Interface Manual Command 
Data Write Control 


0x0000_0000 


SIFCC0N2 


0x771 001 E8 


R 


LCD 180 System Interface Manual Command 
Data Read Control 2 


undefined 


LDI_CMDO 


0x77100280 


R/W 


1 <^ 1 J. X 1 1 1 r\ 

180 Interface LDI Command 0 


OxOOOO_0000 


LDI_CMD1 


0x77100284 


R/W 


1 <^ 1 J. X 1 1 1 J 

180 Interface LDI Command 1 


OxOOOO_0000 


LDI_CMD2 


0x77100288 


R/W 


1 r\ 1 A. t. 1 l~\ 1 1 r\ 

180 Interface LDI Command 2 


OxOOOO_0000 


1 1 Ik ii i~\ <^ 

LDI_CMD3 


0x771 0028C 


R/W 


1 r\ r\ 1 1. t. 1 i i r\ 

180 Interface LDI Command 3 


OxOOOO_0000 


LDI_CMD4 


0x77100290 


R/W 


1 <^ 1 J. I. 1 1 1 A 

180 Interface LDI Command 4 


OxOOOO_0000 


LDI_CMD5 


0x77100294 


R/W 


1 <^ 1 J. I. 1 1 1 ^ 

180 Interface LDI Command 5 


OxOOOO_0000 


1 l~\ 1 ^\ Ik » l~\ r\ 

LDI_CMD6 


0x77100298 


R/W 


1 r\ r\ 1 1. t. 1 l~\ 1 1 r\ 

180 Interface LDI Command 6 


OxOOOO_0000 


1 i~\ 1 Ik * i~\ ^ 
LDI_CMD7 


0x771 0029C 


R/W 


1 r\ r\ 1 1. t. 1 i i ^ 

180 Interface LDI Command 7 


OxOOOO_0000 


LDI_CMD8 


0x771 002A0 


R/W 


180 Interface LDI Command 8 


0x0000_0000 


LDI_CMD9 


0x771 002A4 


R/W 


180 Interface LDI Command 9 


0x0000_0000 


LDI_CMD10 


0x771 002A8 


R/W 


180 Interface LDI Command 10 


0x0000_0000 


LDI_CMD11 


0x771 002 AC 


R/W 


180 Interface LDI Command 1 1 


0x0000_0000 


W2PDATA01 


0x77100300 


R/W 


Window 2 Palette Data of the Index 0,1 


0x0000_0000 


W2PDATA23 


0x77100304 


R/W 


Window 2 Palette Data of the Index 2,3 


0x0000_0000 


W2PDATA45 


0x77100308 


R/W 


Window 2 Palette Data of the Index 4,5 


0x0000_0000 


W2PDATA67 


0x7710030c 


R/W 


Window 2 Palette Data of the Index 6,7 


0x0000_0000 


W2PDATA89 


0x77100310 


R/W 


Window 2 Palette Data of the Index 8,9 


0x0000_0000 
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Register 


Address 


R/W 


Description 


Reset Value 


W2PDATAAB 


0x77100314 


R/W 


Window 2 Palette Data of the Index A, B 


OxOOOO_0000 


W2PDATACD 


0x77100318 


R/W 


Window 2 Palette Data of the Index C, D 


OxOOOO_0000 


W2PDATAEF 


0x771 0031 C 


R/W 


Window 2 Palette Data of the Index E, F 


OxOOOO_0000 


W3PDATA01 


0x77100320 


R/W 


Window 3 Palette Data of the Index 0,1 


OxOOOO_0000 


W3PDATA23 


0x77100324 


R/W 


Window 3 Palette Data of the Index 2,3 


OxOOOO_0000 


W3PDATA45 


0x77100328 


R/W 


Window 3 Palette Data of the Index 4,5 


OxOOOO_0000 


W3PDATA67 


0x771 0032C 


R/W 


Window 3 Palette Data of the Index 6,7 


OxOOOO_0000 


W3PDATA89 


0x77100330 


R/W 


Window 3 Palette Data of the Index 8,9 


OxOOOO_0000 


W3PDATAAB 


0x77100334 


R/W 


Window 3 Palette Data of the Index A, B 


OxOOOO_0000 


W3PDATACD 


0x77100338 


R/W 


Window 3 Palette Data of the Index C, D 


OxOOOO_0000 


W3PDATAEF 


0x771 0033C 


R/W 


Window 3 Palette Data of the Index E, F 


OxOOOO_0000 


W4PDATA01 


0x77100340 


R/W 


Window 4 Palette Data of the Index 0,1 


OxOOOO_0000 


W4PDATA23 


0x77100344 


R/W 


Window 4 Palette Data of the Index 2,3 


OxOOOO_0000 



14.6 INDIVIDUAL REGISTER DESCRIPTIONS 
14.6.1 VIDEO MAIN CONTROL 0 REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


VIDCONO 


0x77100000 


R/W 


Video control 0 register 


OxOOOO_0000 



VIDCONO 


Bit 


Description 


Initial State 


Reserved 


[31:30] 


Reserved 


0 


INTERLACE_F 


[29] 


Interlace or Progressive 

0 : Progressive 

1 : Interlace 


0 


Reserved 


[28] 


Reserved (Must be zero) 


0 


VIDOUT 


[27:26] 


It determines the output format of Display Controller 
00: RGB l/F 

01 : TV Interface (Encoder or ITU601 ) 
10:180 l/FforLDIO 
11:180 l/FforLDI1 


00 


L1_DATA16 


[25:23] 


Select the mode of output data format of 180 l/F (LDI1 .) 
(Only when, VID0UT[1 :0] == 2'b1 1 ) 

000 = 16-bit mode (16 BPP) 

001 = 16 + 2-bit mode (18 BPP) 
010 = 9 + 9-bit mode (18 BPP) 
011=16 + 8-bit mode (24 BPP) 

100 = 18-bit mode(18BPP) 

101 = 8 + 8-bit mode(16BPP) 


000 
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VIDCONO 


Bit 


DescriDtion 


Initial State 


LO DATA16 


[22-201 


Select the mode of output data format of 180 CPU l/F (LDIO ) 
(Only when, VID0UT[1 :0] == 2'b10) 

000 = 16-bit mode (16 BPP) 

001 = 16 + 2-bit mode (18 BPP) 
010 = 9 + 9-bit mode (18 BPP) 
011=16 + 8-bit mode (24 BPP) 

100 = 18-bit mode(18BPP) 

101 = 8 + 8-bit mode(16BPP) 


000 


Reserved 


[19] 


Reserved 


0 


PNRMODE 


[18:17] 


Select the display mode. (Where, VID0UT[1 :0] == 2'bOO) 

00 = RGB Parallel format (RGB) 

01 = RGB Parallel format (BGR) 

10 = Serial Format (R->G->B) 

1 1 = Serial Format (B->G->R) 

Select the display mode. (Where, VID0UT[1 :0] != 2'bOO) 
00 = RGB Parallel format (RGB) 


00 


CLKVALUP 


[16] 


Select GLKVAL_F update timing control 

0 = always 

1 = start of a frame (only once per frame) 


0 


Reserved 


[15:14] 


Reserved 




CLKVAL_F 


[13:6] 


Determine the rates of VOLK and GLKVAL[7:0] 

VCLK = Video Clock Source / (CLKVAL+1 ) where CLKVAL >= 1 

Note. 1 . The maximum frequency of VCLK is 66MHz. 

2. Video Clock Source is selected by CLKSEL_F register 


0 


VCLKFREE 


[5] 


VCLK Free run control ( Only valid at the RGB IF mode) 

0 = Normal mode ( control by ENVID) 

1 = Free-run mode 


0 


CLKDIR 


[4] 


Select the clock source as direct or divide using CLKVAL_F register 

0 = Direct clock (frequency of VCLK = frequency of Clock source) 

1 = Divided by CLKVAL_F 


0x0 


CLKSEL_F 


[3:2] 


Select the Video Clock source 

00 = HCLK 

01 = LCD video Clock (from SYSCON) 

1 0 = reserved 

11 =27MHz Ext Clock input 


0 


ENVID 


[1] 


Video output and the logic immediately enable/disable. 

0 = Disable the video output and the Display control signal. 

1 = Enable the video output and the Display control signal. 


0 


ENVID_F 


[0] 


Video output and the logic enable/disable at current frame end. 

0 = Disable the video output and the Display control signal. 

1 = Enable the video output and the Display control signal. 

* If set on and off this bit, then you will read "H" and video controller 
enable until the end of current frame. 


0 



NOTE: 1. Display On: ENVID & ENVID_F set to "1" 

Direct Off : ENVID & ENVID_F set to "0" simultaneously 
Per Frame Off: ENVID_F set "0" & ENVID set"1" 
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Caution 1: In normal display mode, SEL_BYPASS@ MIFPCON (0x741 0_800C) register must be set "0". 

Caution 2: When the VIDCONO is setting for Per Frame off in interlace mode, the value of INTERLACE_F should 
be set to "0" in the same time. 

Caution 3 : When display controller is off using direct-off, it is impossible to turn on the display controller without 
reset. 



14.6.2 VIDEO MAIN CONTROL 1 REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


VIDC0N1 


0x77100004 


R/W 


Video control 1 register 


OxOOOO_0000 



VIDC0N1 


Bit 


Description 


Initial state 


LINECNT 
(read only) 


[26:16] 


Provide the status of the line counter (read only) 
Up count from 0 to LINEVAL 


0 


FSTATUS 


[15] 


Field Status (read only). 

0 = ODD Field 1 = EVEN Field 


0 


VSTATUS 


[14:13] 


Vertical Status (read only). 

00 = VSYNC 01 = BACK Porch 

1 0 = ACTIVE 1 1 = FRONT Porch 


0 


Reserved 


[10:8] 


Reserved 




IVCLK 


[7] 


This bit controls the polarity of the VCLK active edge. 

0 = RGB type LCD driver gets the video data at VCLK falling edge 

1 = RGB type LCD driver gets the video data at VCLK rising edge 


0 


IHSYNC 


[6] 


This bit indicates the HSYNC pulse polarity. 
0 = normal 1 = inverted 


0 


IVSYNC 


[5] 


This bit indicates the VSYNC pulse polarity. 
0 = normal 1 = inverted 


0 


IVDEN 


[4] 


This bit indicates the VDEN signal polarity. 
0 = normal 1 = inverted 


0 


Reserved 


[3:0] 


Reserved 


0x0 



14-42 



ELECTRONICS 



641 ox UM 



DISPLAY CONTROLLER 



14.6.3 VIDEO MAIN CONTROL 2 REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


VIDC0N2 


0x77100008 


R/W 


Video control 2 register 


OxOOOO_0000 



VIDC0N1 


Bit 


Description 


Initial state 




[31 :24] 


Reserved 


0 


EN601 


[23] 


Control ITU601 output enable 
0 = Disable 1 = Enable 


0 


_ 


[22:15] 


Reserved 


0 


TVFORIVIATSELO 


[14] 


This bit indicates method of YUV data format selection. 

0 = Hardware 

1 = Software (use TVF0RMATSEL1 [1 :0] bits) 


0 


TVF0RIVIATSEL1 


[13:12] 


This bit indicates output format of YUV data. 
00 = RGB 01 = YUV422 

1x =YUV444 


0 




[11:9] 


Reserved 


0 


OrgYCbCr 


[8] 


This bit indicates order of YUV data. 
0 = Y - CbCr 1 = CbCr - Y 


0 


YUVOrd 


[7] 


This bit indicates order of Chroma data. 
0 = Cb-Cr 1=Cr-Cb 


0 




[6:0] 


Reserved 


0 



14.6.4 VIDEO TIME CONTROL 0 REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


VIDTCONO 


0x77100010 


R/W 


Video time control 0 register 


OxOOOO_0000 



VIDTCONO 


Bit 


Description 


Initial State 


VBPDE 


[31 :24] 


Vertical back porch is the number of inactive lines at the start of a 
frame, after vertical synchronization period. (Only for the even field 
of YVU interface) 


0x0 


VBPD 


[23:16] 


Vertical back porch is the number of inactive lines at the start of a 
frame, after vertical synchronization period. 


0x0 


VFPD 


[15:8] 


Vertical front porch is the number of inactive lines at the end of a 
frame, before vertical synchronization period. 


0x0 


VSPW 


[7:0] 


Vertical sync pulse width determines the VSYNC pulse's high level 
width by counting the number of inactive lines. 


0x0 
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14.6.5 VIDEO TIME CONTROL 1 REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


VIDTC0N1 


0x77100014 


R/W 


Video time control 1 register 


OxOOOO_0000 



VIDTC0N1 


Bit 


Description 


Initial state 


VFPDE 


[31 ■24] 


Vertical front porch is the number of inactive lines at the end of a 
frame, before vertical synchronization period. (Only for the even field 
of YVU interface) 


0x0 


HBPD 


[23:16] 


Horizontal back porch is the number of VCLK periods between the 
falling edge of HSYNC and the start of active data. 


0x0 


HFPD 


[15:8] 


Horizontal front porch is the number of VCLK periods between the 
end of active data and the rising edge of HSYNC. 


0x0 


HSPW 


[7:0] 


Horizontal sync pulse width determines the HSYNC pulse's high 
level width by counting the number of the VCLK. 


0x0 



14.6.6 VIDEO TIME CONTROL 2 REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


VIDTC0N2 


0x77100018 


R/W 


Video time control 2 register 


OxOOOO_0000 



VIDTC0N2 


Bit 


Description 


Initial state 


LINEVAL 


[21:11] 


These bits determine the vertical size of display 


0 


HOZVAL 


[10:0] 


These bits determine the horizontal size of display 


0 



NOTE: HOZVAL = (Horizontal display size) -1 , LINEVAL = (Vertical display size) -1 



14.6.7 WINDOW 0 CONTROL REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


WINCONO 


0x77100020 


R/W 


Window 0 control register 


OxOOOO_0000 



WINCONO 


Bit 


Description 


Initial State 


nWide/Narrow 


[27:26] 


Select color space conversion equation from YCbCr to RGB 
according to input value range. 2'00 for YCbCr Wide range and 
2'1 1 for YCbCr Narrow range 

- Wide Range : Y/Cb/Cr: 255-0 

- Narrow Range : Y: 235-1 6 , Cb/Cr: 240-1 6 


00 


Reserved 


[25:23] 


Reserved 


0 


ENLOCAL 


[22] 


Select Data access method. 
0: Dedicated DMA 

1 : Local Path from Postprocessor (POST Processor FIFO Out) 
Note. This register must be disabled at the ENWIN_F disable state. 


0 
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WINCONO 


Bit 


Description 


Initial State 


BUFSTATUS 


[21] 


Buffer Status (Read Only) 

0 = buffer set 0 1 = buffer set 1 


0 


BUFSEL 


[20] 


Select Buffer set (0/1) 

0 = buffer set 0 1 = buffer set 1 


0 


BUFAUTOEN 


[19] 


Double Buffer Auto control bit 

0 = Fixed by BUFSEL, 1 = Automatically changed by H/W control 
signal 


0 


BITSWP 


[18] 


Bit swap control bit. 

0 = Swap Disable 1 = Swap Enable 


0 


D\/XO\A/D 

dY I oWr 


rn "71 


Byte swaps control bit. 

0 = Swap Disable 1 = Swap Enable 


u 


HAWSWP 


[16] 


Half-Word swap control bit. 

0 = Swap Disable 1 = Swap Enable 


0 


reserved 


[15:14] 


Must be '0' 


0 


InRGB 


[13] 


It indicates the input color space of source image. 
(Only for 'ENLOCALI' enable) 
0: RGB 1: YCbCr 


0 


reserved 


[12:11] 


Should be '0' 


0 


BURSTLEN 


[10:9] 


DMA's Burst Maximum Length selection: 
00: 16 word -burst 
01 : 8 word - burst 
10: 4 word - burst 


0 


Reserved 


[8:6] 


Reserved 


0 


BPPMODE_F 


[5:2] 


Select the BPP (Bits Per Pixel) mode Window image. 

0000 = 1 BPP 

0001 =2 BPP 

0010 = 4 BPP 

0011 = 8 BPP (palletized) 

0100 = reserved 

0101 = 16 BPP (non-palletized, R: 5-G:6-B:5 ) 

01 10 = reserved 

0111 =16 BPP (non-palletized, 1 :1 -R:5-G:5-B:5 ) 

1000 = unpacked 18 BPP (non-palletized, R:6-G:6-B:6 ) 

1001 = reserved 

1010 = reserved 

1011 = unpacked 24 BPP (non-palletized R:8-G:8-B:8 ) 
1 1xx = reserved 


0 


Reserved 


[1] 


Reserved 


0 


ENWIN_F 


[0] 


Video output and the logic immediately enable/disable. 

0 = Disable the video output and the VIDEO control signal. 

1 = Enable the video output and the VIDEO control signal. 


0 
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14.6.8 WINDOW 1 CONTROL REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


WINC0N1 


0x77100024 


R/W 


Window control 1 register 


OxOOOO_0000 



WINC0N1 


Bit 


Description 


Initial State 


nWide/Narrow 


[27:26] 


Select color space conversion equation from YCbCr to RGB 
according to input value range. 2'00 for YCbCr Wide range and 
2'1 1 for YCbCr Narrow range 

- Wide Range : Y/Cb/Cr: 255-0 

- Narrow Ranae 'Y' 235-16 Cb/Cr' 240-16 


00 


Reserved 


[25:24] 


Reserved 


00 


LOCALSEL 


[23] 


Select Local Path Source 

0 :TV scaler (FIFO Out) 

1 : Camera preview local IF 

Note. When the camera preview local IF is selected, there is a 
constraint that the source of camera preview local IF must be 
memory not external camera. Transfer from memory to camera 
preview local IF can be done by MS-DMA. 


0 


EN LOCAL 


[22] 


Select Data access method, 
u. ueoicaiea uivia 
1 : Local Path 

iMOte. 1 iiib regibter riiubt aibdDiea dt trie ciNvvMN_r cubduie btdte. 


0 


BUFSTATUS 


[21] 

L J 


Buffer Status (Read Only) 

0 = buffer set 0 1 = buffer set 1 


0 


BUFSEL 


[20] 


Select Buffer set (0/1 ) 

0 = buffer set 0 1 = buffer set 1 


0 


BUFAUTOEN 


rn nil 

[19] 


Double Buffer Auto control bit 

0 = Fixed by BUFSEL, 1 = Auto changed by Trigger Input 


0 


BITSWP 


[18] 


Bit swap control bit. 

0 = Swap Disable 1 = Swap Enable 


0 


BYTSWP 


[17] 


Byte swaps control bit. 

0 = Swap Disable 1 = Swap Enable 


0 


HAWSWP 


[16] 


Half-Word swap control bit. 

0 = Swap Disable 1 = Swap Enable 


0 


reserved 


[15:14] 


Must be '0' 


0 


InRGB 


[13] 


It indicates the input color space of source image. 
(Only for 'ENLOCAU enable) 
0: RGB 
1 : YCbCr 


0 


reserved 


[12:11] 


Must be '0' 


0 
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WINC0N1 


Bit 


Description 


Initial State 


BURSTLEN 


[10:9] 


DMA's Burst Maximum Length selection: 

00 : 16 word-burst 

01 : Sword-burst 
10:4 word-burst 


0 


Reserved 


[8:7] 


Reserved 


0 


BLD_PIX 


[6] 


Select blending category 

0 = Per plane blending 

1 = Per pixel blending 


0 


BPPMODE_F 


[5:2] 


Select the BPP (Bits Per Pixel) mode Window image. 

0000 = 1 BPP 

0001 =2 BPP 

0010 = 4 BPP 

0011 =8 BPP (palletized) 

0100 = 8 BPP (non-palletized, A: 1-R:2-G:3-B:2 ) 

0101 = 16 BPP (non-palletized, R:5-G:6-B:5 ) 

0110 = 16 BPP (non-palletized, A:1 -R:5-G:5-B:5 ) 

0111 = 16 BPP (non-palletized, 1 :1-R:5-G:5-B:5 ) 

1000 = unpacked 18 BPP (non-palletized, R:6-G:6-B:6 ) 

1001 = unpacked 18 BPP (non-palletized, A:1-R:6-G:6-B:5 ) 

1010 = unpacked 19 BPP (non-palletized, A:1-R:6-G:6-B:6 ) 

1011 = unpacked 24 BPP (non-palletized R:8-G:8-B:8 ) 

1100 = unpacked 24 BPP (non-palletized A:1-R:8-G:8-B:7 ) 

1101 = unpacked 25 BPP (non-palletized A:1-R:8-G:8-B:8 ) 
1 1 1 X = reserved 

Note. 1 101 can support unpacked 28 BPP also ( non-palletized 
A:4-R:8-G:8-B:8 ) ,at BLD_PIX = 1 . 


0 


ALPHA_SEL 


[1] 


Select Alpha value by 

When Per plane blending case(BLD_PIX ==0) 

0 = using ALPHAO_R/G/B values 

1 = using ALPHA1_R/G/B values 
When Per pixel blending ( BLD_PIX ==1) 

0 = selected by AEN (A value) or chroma key 

1 = using DATA[27:24] data (only when BPPMODE_F = 4'b1 101) 


0 


ENWIN_F 


[0] 


Video output and the logic immediately enable/disable. 

0 = Disable the video output and the VIDEO control signal. 

1 = Enable the video output and the VIDEO control signal. 


0 
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14.6.9 WINDOW 2 CONTROL REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


WINC0N2 


0x77100028 


R/W 


Window 2 control register 


OxOOOO_0000 



WINC0N2 


Bit 


Description 


Initial State 


nWide/Narrow 


[27:26] 


Select color space conversion equation from YCbCr to RGB 
according to input value range. 2'00 for YCbCr Wide range and 
2'1 1 for YCbCr Narrow range 

- Wide Range : Y/Cb/Cr: 255-0 

- Narrow Range : Y: 235-1 6 , Cb/Cr: 240-1 6 


00 


Reserved 


[25:24] 


Reserved 


00 


LOCALSEL 


[23] 


Select Local Path Source 

0 :TV scaler (FIFO Out) 

1 : Camera codec local IF 

Note. When the camera codec local IF is selected, there is a 
constraint that the source of camera codec local IF must be 
memory not external camera. Transfer from memory to camera 

L/UvJUU IUL/d.1 ir L/d.11 UU UUlIU Uy IVIO LJIVIM. 


0 


EN LOCAL 


[22] 


Select Data access method. 
0: Dedicated DMA 
1 : Local Path 

iNOte. 1 iiib regibter riiubt aibdDie dt trie ciNvvMN_r aibduie btdte. 


0 




^o^ -1 Qi 


D r\ e> r\ ^\ 1 r\ 

nebervea 




BITSWP 


[18] 


Bit swap control bit. 

0 = Swap Disable 1 = Swap Enable 


0 


BYTSWP 


[17] 


Byte swaps control bit. 

U — oWdp UlbdUlt? 1 — oWdp CildUlc 


0 


nrA V V o V V 1 


n fii 


1— |p lf-\A/nrH qwph pnntrni hit 

ndll VVUIU oVVCl|J L/UIILIUI Ull. 

0 = Swap Disable 1 = Swap Enable 


n 


reserved 


[15:12] 


Must be '0' 


0 


InRGB 


[13] 


It indicates the input color space of source image. 
(Only for 'ENLOCAU enable) 
0: RGB 
1 : YCbCr 


0 


reserved 


[12:11] 


Should be '0' 


0 


BURSTLEN 


[10:9] 


DMA's Burst Maximum Length selection : 

00 : 16 word-burst 

01 : Sword-burst 
10:4 word-burst 


0 


Reserved 


[8:7] 


Reserved 


0 
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WINC0N2 


Bit 


Description 


Initiai State 


BLD_PIX 


[6] 


Select blending category 

0 = Per plane blending 

1 = Per pixel blending 


0 


BPPMODE_F 


[5:2] 


Select the BPP (Bits Per Pixel) mode Window image. 

0000 = 1 BPP 

0001 =2 BPP 

0010 = 4 BPP 

001 1 = reserved 

0100 = 8 BPP (non-palletized, A: 1-R:2-G:3-B:2 ) 

0101 = 16 BPP (non-palletized, R:5-G:6-B:5 ) 
0110 = 16 BPP (non-palletized, A:1 -R:5-G:5-B:5 ) 
0111=16 BPP (non-palletized, 1 :1 -R:5-G:5-B:5 ) 

1000 = unpacked 18 BPP (non-palletized, R:6-G:6-B:6 ) 

1001 = unpacked 18 BPP (non-palletized, A:1-R:6-G:6-B:5 ) 

1010 = unpacked 19 BPP (non-palletized, A:1-R:6-G:6-B:6 ) 

1011 = unpacked 24 BPP (non-palletized R:8-G:8-B:8 ) 

1100 = unpacked 24 BPP (non-palletized A:1-R:8-G:8-B:7 ) 

1101 = unpacked 25 BPP (non-palletized A:1-R:8-G:8-B:8 ) 
1 1 1 X = reserved 

Note. 1 101 can support unpacked 28 BPP also ( non-palletized 
A:4-R:8-G:8-B:8 ) ,at BLD_PIX = 1 . 


0 


ALPHA_SEL 


[1] 


Select Alpha value by 

When (BLD_PIX ==0) 

0 = using ALPHA0_R/G/B values 

1 = using ALPHA1_R/G/B values 

When (BLD_PIX==1) 

0 = selected by AEN (A value) or chroma key 

1 = using DATA [27:24] data (only when BPPMODE_F = 4'b1 101) 


0 


ENWIN_F 


[0] 


Video output and the logic immediately enable/disable. 

0 = Disable the video output and the VIDEO control signal. 

1 = Enable the video output and the VIDEO control signal. 


0 
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14.6.10 WINDOW 3 CONTROL REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


WINC0N3 


0x771 0002C 


R/W 


Window control 3 register 


OxOOOO_0000 



WINC0N3 



Bit 



Description 



Initial State 



BITSWP 



[18] 



Bit swap control bit. 
0 = Swap Disable 



0 



1 = Swap Enable 



BYTSWP 



[17] 



Bytes swap control bit. 

0 = Swap Disable 1 = Swap Enable 



HAWSWP 



[16] 



Half-Word swap control bit. 

0 = Swap Disable 1 = Swap Enable 



reserved 



[15:11] 



Must be '0' 



BURSTLEN 



[10:9] 



DMA's Burst Maximum Length selection: 
00 : 16 word-burst 01 : Sword-burst 
10:4 word-burst 



Reserved 



[8:7] 



Reserved 



BID PIX 



[6] 



Select blending category 

0 = Per plane blending 1 = Per pixel blending 



BPPMODE F 



[5:2] 



Select the BPP (Bits Per Pixel) mode Window image. 



0000 
0001 
0010 
0011 
0100 
0101 
0110 
0111 
1000 
1001 
1010 
1011 
1100 
1101 
lllx 



: 1 BPP (LUT) 
: 2 BPP (LUT) 
: 4 BPP (LUT) 
: reserved 
: reserved 

: 16 BPP ( non-palletized, R:5-G:6-B:5 ) 

: 16 BPP ( non-palletized, A:1-R:5-G:5-B:5 ) 

: 16 BPP ( non-palletized, I :1-R:5-G:5-B:5 ) 

: unpacked 18 BPP ( non-palletized, R:6-G:6-B:6 ) 

: unpacked 18 BPP ( non-palletized, A:1-R:6-G:6-B:5 

: unpacked 19 BPP ( non-palletized, A:1-R:6-G:6-B:6 



unpacked 24 BPP ( non-palletized R:8-G:8-B:8 ) 
unpacked 24 BPP ( non-palletized A:1-R:8-G:8-B:7 ) 
unpacked 25 BPP ( non-palletized A:1-R:8-G:8-B:8 ) 
reserved 

Note. 1 101 can support unpacked 28 BPP also ( non-palletized 
A:4-R:8-G:8-B:8 ) ,at BLD_PIX = 1 . 



ALPHA SEL 



[1] 



Select Alpha value by 
When ( BLD_PIX ==0) 

0 = using ALPHA0_R/G/B values 

1 = using ALPHA1_R/G/B values 
When ( BLD_PIX==1) 

0 = selected by AEN (A value) or chroma key 

1 = using DATA[27:24] data (only when BPPMODE_F = 4'b1 101) 



ENWIN F 



[0] 



Video output and the logic immediately enable/disable. 

0 = Disable the video output and the VIDEO control signal. 

1 = Enable the video output and the VIDEO control signal. 
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14.6.11 WINDOW 4 CONTROL REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


WINC0N4 


0x77100030 


R/W 


Window control 4 register 


OxOOOO_0000 



WINC0N4 


Bit 


Description 


Initial State 


BITSWP 


[18] 


Bit swap control bit. 

0 = Swap Disable 1 = Swap Enable 


0 


BYTSWP 


[17] 


Byte swaps control bit. 

0 = Swap Disable 1 = Swap Enable 


0 


HAWSWP 


[16] 


Half-Word swap control bit. 

0 = Swap Disable 1 = Swap Enable 


0 


Reserved 


[15:11] 


Must be '0' 


0 


BURSTLEN 


[10:9] 


DMA's Burst Maximum Length selection : 
00 : 16 word-burst 01 : 8 word-burst 
10:4 word-burst 


0 


Reserved 


[8:7] 


Reserved 


0 


BLD_PIX 


[6] 


Select blending category 

0 = Per plane blending 1 = Per pixel blending 


0 


BPPIV!ODE_F 


[5:2] 


Select the BPP (Bits Per Pixel) mode Window image. 

0000 = 1 BPP (LUX) 

0001 = 2 BPP (LUX) 

0010 = reserved 

001 1 = reserved 

0100 = reserved 

0101 = 16 BPP (non-palletized, R:5-G:6-B:5 ) 
0110 = 16 BPP (non-palletized, A:1 -R:5-G:5-B:5 ) 
0111=16 BPP (non-palletized, 1 :1 -R:5-G:5-B:5 ) 

1000 = unpacked 18 BPP (non-palletized, R:6-G:6-B:6 ) 

1001 = unpacked 18 BPP (non-palletized, A:1-R:6-G:6-B:5 ) 
1 u 1 u = unpacKea i y or r ^^non-paiieiizea, m. i -n.D-o.D-D.D ) 
1011 = unpacked 24 BPP (non-palletized R:8-G:8-B:8 ) 

1100 = unpacked 24 BPP (non-palletized A:1-R:8-G:8-B:7 ) 

1101 = unpacked 25 BPP (non-palletized A:1-R:8-G:8-B:8 ) 
1 1 1 X = reserved 

Note. 1 101 can support unpacked 28 BPP also (non-palletized A:4- 
R:8-G:8-B:8) ,at BLD_PIX=1. 


0 


ALPHA_SEL 


[1] 


Select Alpha value by 

When ( BLD_PIX ==0) 

0 = using ALPHAO_R/G/B values 

1 = using ALPHA1 R/G/B values 
When ( BLD_PIX==1) 

0 = selected by AEN (A value) or chroma key 

1 = using DATA[27:24] data (only when BPPMODE_F = 4'b1 101) 


0 


ENWIN_F 


[0] 


Video output and the logic immediately enable/disable. 

0 = Disable the video output and the VIDEO control signal. 

1 = Enable the video output and the VIDEO control signal. 


0 
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14.6.12 WINDOW 0 POSITION CONTROL A REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


VIDOSDOA 


0x77100040 


R/W 


Video Window O's position control register 


OxOOOO_0000 



VIDOSDOA 


Bit 


Description 


Initial state 


OSD_LeftTopX_F 


[21:11] 


Horizontal screen coordinate for left top pixel of OSD image 


0 


OSD_LeftTopY_F 


[10:0] 


Vertical screen coordinate for left top pixel of OSD image 

(for interlace TV output, this value MUST be set to half of the 
original screen y coordinate. And the original screen y coordinate 
MUST be even value.) 


0 



14.6.13 WINDOW 0 POSITION CONTROL B REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


VIDOSDOB 


0x77100044 


R/W 


Video Window O's position control register 


0x0000_0000 



VIDOSDOB 


Bit 


Description 


Initial state 


OSD_RightBotX_F 


[21:11] 


Horizontal screen coordinate for right bottom pixel of OSD 
image 


0 


OSD_RightBotY_F 


[10:0] 


Vertical screen coordinate for right bottom pixel of OSD image 

(for interlace TV output, this value MUST be set to half of the 
original screen y coordinate. And the original screen y 
coordinate MUST be odd value.) 


0 



NOTE: Registers must have word boundary X position. 

So, 24 BPP mode must have X position by 1 pixel. ( ex, X = 0,1 ,2,3....) 
16 BPP mode must have X position by 2 pixel. ( ex, X = 0,2,4,6....) 
8 BPP mode must have X position by 4 pixel. ( ex, X = 0,4,8,12....) 



14.6.14 WINDOW 0 POSITION CONTROL 0 REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


VIDOSDOC 


0x77100048 


R/W 


Video Window O's Size control register 


0x0000_0000 



VIDOSDOC 


Bit 


Description 


Initial state 




[25:24] 


Reserved 


0 


OSDSIZE 


[23:0] 


Window Size 

Eq. Height * Width (Number of Word) 

Note. Set filed value for YUV if (TV Encoder IF) 


0 



14-52 



ELECTRONICS 



641 ox UM 



DISPLAY CONTROLLER 



14.6.15 WINDOW 1 POSITION CONTROL A REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


VID0SD1A 


0x77100050 


R/W 


Video Window 1 's position control 2 register 


OxOOOO_0000 



VID0SD1A 


Bit 


Description 


Initial state 


OSD_LeftTopX_F 


[21:11] 


Horizontal screen coordinate for left top pixel of OSD image 


0 


OSD_LeftTopY_F 


[10:0] 


Vertical screen coordinate for left top pixel of OSD image 

(For interlace TV output, this value MUST be set to half of 
the original screen y coordinate. And the original screen y 
coordinate MUST be even value.) 


0 



14.6.16 WINDOW 1 POSITION CONTROL B REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


VID0SD1B 


0x77100054 


R/W 


Video Window 1 's position control register 


0x0000_0000 



VID0SD1B 


Bit 


Description 


Initial state 


OSD_RightBotX_F 


[21:11] 


Horizontal screen coordinate for right bottom pixel of OSD 
image 


0 


OSD_RightBotY_F 


[10:0] 


Vertical screen coordinate for right bottom pixel of OSD image 

(For interlace TV output, this value MUST be set to half of the 
original screen y coordinate. And the original screen y 
coordinate MUST be odd value.) 


0 



NOTE: Registers must have word boundary X position. 

So, 24 BPP mode must have X position by 1 pixel, (ex, X = 0,1,2,3....) 
16 BPP mode must have X position by 2 pixel. (Ex, X = 0,2,4,6....) 
8 BPP mode must have X position by 4 pixel. (Ex, X = 0,4,8,12....) 



^^^^ffpty Preliminary product information describe products tliat are in development, 
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14.6.17 WINDOW 1 POSITION CONTROL 0 REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


VID0SD1C 


0x77100058 


R/W 


Video Window 1 's alplia control register 


OxOOOO_0000 



VID0SD1C 


Bit 


Description 


Initial state 




[24] 


Reserved 


0 


ALPHA0_R 


[23:20] 


Red Alplia value(case AEN == 0) 


0 


ALPHA0_G 


[19:16] 


Green Alplia value(case AEN == 0) 


0 


ALPHAO_B 


[15:12] 


Blue Alpha value(case AEN == 0) 


0 


ALPHA1_R 


[11:8] 


Red Alpha value(case AEN == 1 ) 


0 


ALPHA1_G 


[7:4] 


Green Alpha value(case AEN == 1) 


0 


ALPHA1_B 


[3:0] 


Blue Alpha value(case AEN == 1) 


0 



14.6.18 WINDOW 1 POSITION CONTROL D REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


VID0SD1D 


0x771 0005C 


R/W 


Video Window O's Size control register 


OxOOOO_0000 



VID0SD1D 


Bit 


Description 


Initial state 




[25] 


Reserved 


0 




[24] 


Reserved 


0 


OSDSIZE 


[23:0] 


Window Size 

Eq. Height * Width(Number of Word) 

Note. Set filed value for YUV if (TV Encoder IF) 


0 



14.6.19 WINDOW 2 POSITION CONTROL A REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


VID0SD2A 


0x77100060 


R/W 


Video Window 2's position control register 


OxOOOO_0000 



VID0SD2A 


Bit 


Description 


Initial 
state 


OSD_LeftTopX_F 


[21:11] 


Horizontal screen coordinate for left top pixel of OSD image 


0 


OSD_LeftTopY_F 


[10:0] 


Vertical screen coordinate for left top pixel of OSD image 
(for interlace TV output, this value MUST be set to half of the 
original screen y coordinate. And the original screen y 
coordinate MUST be even value.) 


0 
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14.6.20 WINDOW 2 POSITION CONTROL B REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


VID0SD2B 


0x77100064 


R/W 


Video Window 2's position control register 


OxOOOO_0000 



VID0SD2B 


Bit 


Description 


Initial state 


OSD_RiglitBotX_F 


[21:11] 


Horizontal screen coordinate for right bottom pixel of OSD 
image 


0 


OSD_RiglitBotY_F 


[10:0] 


Vertical screen coordinate for right bottom pixel of OSD image 
(For interlace TV output, this value MUST be set to half of the 
original screen y coordinate. And the original screen y 
coordinate MUST be odd value.) 


0 



NOTE: Registers must have word boundary X position. 

So, 24 BPP mode must have X position by 1 pixel. ( ex, X = 0,1,2,3....) 
16 BPP mode must have X position by 2 pixel. ( ex, X = 0,2,4,6....) 
8 BPP mode must have X position by 4 pixel. ( ex, X = 0,4,8,12....) 



14.6.21 WINDOW 2 POSITION CONTROL 0 REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


VID0SD2C 


0x77100068 


R/W 


Video Window 2's alpha control register 


0x0000_0000 



VID0SD2C 


Bit 


Description 


Initial state 




[24] 


Reserved 


0 


ALPHA0_R 


[23:20] 


Red Alpha value(case AEN == 0) 


0 


ALPHA0_G 


[19:16] 


Green Alpha value(case AEN == 0) 


0 


ALPHAO_B 


[15:12] 


Blue Alpha value(case AEN == 0) 


0 


ALPHA1_R 


[11:8] 


Red Alpha value(case AEN == 1) 


0 


ALPHA1_G 


[7:4] 


Green Alpha value(case AEN == 1) 


0 


ALPHA1_B 


[3:0] 


Blue Alpha value(case AEN == 1 ) 


0 



14.6.22 WINDOW 2 POSITION CONTROL D REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


VID0SD2D 


0x7710006c 


R/W 


Video Window O's Size control register 


OxOOOO_0000 



VID0SD2D 


Bit 


Description 


Initial state 




[25:24] 


Reserved 


0 


OSDSIZE 


[23:0] 


Window Size 

Eq. Height * Width(Number of Word) 

Note. Set filed value for YUV if (TV Encoder IF) 


0 
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14.6.23 WINDOW 3 POSITION CONTROL A REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


VID0SD3A 


0x77100070 


R/W 


Video Window 3's position control register 


OxOOOO_0000 



VID0SD3A 


Bit 


Description 


Initial state 


OSD_LeftTopX_F 


[21:11] 


Horizontal screen coordinate for left top pixel of OSD image 


0 


OSD_LeftTopY_F 


[10:0] 


Vertical screen coordinate for left top pixel of OSD image 

(for interlace TV output, this value MUST be set to half of 
the original screen y coordinate. And the original screen y 
coordinate MUST be even value.) 


0 


14.6.24 WINDOW 3 POSITION CONTROL B REGISTER 


Register 


Address 


R/W 


Description 


Reset Value 


VID0SD3B 


0x77100074 


R/W 


Video Window 3's position control register 


0x0000_0000 




VID0SD3B 


Bit 


Description 


Initial state 


OSD_RightBotX_F 


[21:11] 


Horizontal screen coordinate for right bottom pixel of OSD 
image 


0 


OSD_RiglitBotY_F 


[10:0] 


Vertical screen coordinate for right bottom pixel of OSD 
image 

(For interlace TV output, this value MUST be set to half of 
the original screen y coordinate. And the original screen y 
coordinate MUST be odd value.) 


0 



NOTE: Registers must have word boundary X position. 

So, 24 BPP mode must have X position by 1 pixel. ( ex, X = 0,1 ,2,3....) 
16 BPP mode must have X position by 2 pixel. ( ex, X = 0,2,4,6....) 
8 BPP mode must have X position by 4 pixel. ( ex, X = 0,4,8,12....) 
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14.6.25 WINDOW 3 POSITION CONTROL 0 REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


VID0SD3C 


0x77100078 


R/W 


Video Window 3's alplia control register 


OxOOOO_0000 



VID0SD3C 


Bit 


Description 


Initial state 




[24] 


Reserved 


0 


ALPHAO_R 


[23:20] 


Red Alplia value(case AEN == 0) 


0 


ALPHAO_G 


[19:16] 


Green Alpha value(case AEN == 0) 


0 


ALPHAO_B 


[15:12] 


Blue Alpha value(case AEN == 0) 


0 


ALPHA1_R 


[11:8] 


Red Alpha value(case AEN == 1 ) 


0 


ALPHA1_G 


[7:4] 


Green Alpha value(case AEN == 1) 


0 


ALPHA1_B 


[3:0] 


Blue Alpha value(case AEN == 1) 


0 



14.6.26 WINDOW 4 POSITION CONTROL A REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


VID0SD4A 


0x77100080 


R/W 


Video Window 4's position control register 


OxOOOO_0000 



VID0SD4A 


Bit 


Description 


Initial state 


OSD_LeftTopX_F 


[21:11] 


Horizontal screen coordinate for left top pixel of OSD image 


0 


OSD_LeftTopY_F 


[10:0] 


Vertical screen coordinate for left top pixel of OSD image 

(for interlace TV output, this value MUST be set to half of the 
original screen y coordinate. And the original screen y 
coordinate MUST be even value.) 


0 
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14.6.27 WINDOW 4 POSITION CONTROL B REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


VID0SD4B 


0x77100084 


R/W 


Video Window 4's position control register 


OxOOOO_0000 



VID0SD4B 


Bit 


Description 


Initial state 


OSD_RightBotX_F 


[21:11] 


Horizontal screen coordinate for right bottom pixel of OSD 
image 


0 


OSD_RiglitBotY_F 


[10:0] 


Vertical screen coordinate for right bottom pixel of OSD image 

(for interlace TV output, this value MUST be set to half of the 
original screen y coordinate. And the original screen y 
coordinate MUST be odd value.) 


0 



NOTE: Registers must have word boundary X position. 

Therefore, 24 BPP mode must have X position by 1 pixel. ( ex, X = 0,1,2,3....) 
16 BPP mode must have X position by 2 pixel. ( ex, X = 0,2,4,6....) 
8 BPP mode must have X position by 4 pixel. ( ex, X = 0,4,8,12....) 



14.6.28 WINDOW 4 POSITION CONTROL 0 REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


VID0SD4C 


0x77100088 


R/W 


Video Window 4's alpha control register 


0x0000_0000 



VID0SD4C 


Bit 


Description 


Initial state 




[24] 


Reserved 


0 


ALPHA0_R 


[23:20] 


Red Alpha value(case AEN == 0) 


0 


ALPHA0_G 


[19:16] 


Green Alpha value(case AEN == 0) 


0 


ALPHA0_B 


[15:12] 


Blue Alpha value(case AEN == 0) 


0 


ALPHA1_R 


[11:8] 


Red Alpha value(case AEN == 1) 


0 


ALPHA1_G 


[7:4] 


Green Alpha value(case AEN == 1) 


0 


ALPHA1_B 


[3:0] 


Blue Alpha value(case AEN == 1 ) 


0 
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14.6.29 FRAME BUFFER ADDRESS 0 REGISTER 



Reaister 


Address 


R/W 


DescriDtion 


Reset Value 


VIDWOOADDOBO 


0x771 OOOAO 


R/W 


Window O's buffer start address register, buffer 0 


OxOOOO_0000 


VIDW00ADD0B1 


0x771 000A4 


R/W 


Window O's buffer start address register, buffer 1 


0x0000_0000 


VIDW01ADD0B0 


0x771 000A8 


R/W 


Window 1 's buffer start address register, buffer 0 


0x0000_0000 


VIDW01ADD0B1 


0x771 GOOAC 


R/W 


Window 1 's buffer start address register, buffer 1 


0x0000_0000 


VIDW02ADD0 


0x771 OOOBO 


R/W 


Window 2's buffer start address register 


0x0000_0000 


VIDW03ADD0 


0x771 000B8 


R/W 


Window 3's buffer start address register 


0x0000_0000 


VIDW04ADD0 


0x771 OOOCO 


R/W 


Window 4's buffer start address register 


0x0000_0000 



VIDWxxADDO 


Bit 


Description 


Initial State 


VBANK_F 


[31 :24] 


These bits indicate A[31 :24] of tlie banl< location for tlie video buffer 
in tlie system memory. 


0 


VBASEU_F 


[23:0] 


These bits indicate A[23:0] of the start address of the Video frame 
buffer. 


0 



14.6.30 FRAME BUFFER ADDRESS 1 REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


VIDW00ADD1B0 


0x771 OOODO 


R/W 


Window O's buffer end address register, buffer 0 


OxOOOO_0000 


VIDW00ADD1B1 


0x77100004 


R/W 


Window O's buffer end address register, buffer 1 


OxOOOO_0000 


VIDW01ADD1B0 


0x77100008 


R/W 


Window 1 's buffer end address register, buffer 0 


OxOOOO_0000 


VIDW01ADD1B1 


0x771 OOODC 


R/W 


Window 1's buffer end address register, buffer 1 


OxOOOO_0000 


VIDW02ADD1 


0x771 OOOEO 


R/W 


Window 2's buffer end address register 


OxOOOO_0000 


VIDW03ADD1 


0x771 000E8 


R/W 


Window 3's buffer end address register 


OxOOOO_0000 


VIDW04ADD1 


0x771 OOOFO 


R/W 


Window 4's buffer end address register 


OxOOOO_0000 



VIDWxxADDI 


Bit 


Description 


Initial State 


VBASEL_F 


[23:0] 


These bits indicate A[23:0] of the end address of the Video frame 
buffer. 

VBASEL = VBASEU + 
(PAGEWIOTH+OFFSIZE) x (LINEVAL+1) 


0x0 



^^^^ffpty Preliminary product information describe products that are in development, 
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14.6.31 FRAME BUFFER ADDRESS 2 REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


VIDW00ADD2 


0x77100100 


R/W 


Window O's buffer size register 


OxOOOO_0000 


VIDW01ADD2 


0x77100104 


R/W 


Window 1 's buffer size register 


OxOOOO_0000 


VIDW02ADD2 


0x77100108 


R/W 


Window 2's buffer size register 


OxOOOO_0000 


VIDW03ADD2 


0x771 001 OC 


R/W 


Window 3's buffer size register 


OxOOOO_0000 


VIDW04ADD2 


0x77100110 


R/W 


Window 4's buffer size register 


OxOOOO_0000 



VIDWXXADD2 


Bit 


Description 


Initial State 


OFFSIZE_F 


[25:13] 


Virtual screen offset size (the number of byte). 
This value defines the difference between the address of the last byte 
displayed on the previous Video line and the address of the first byte 
to be displayed in the new Video line. 

OFFSIZE_F must have value that is multiple of 4-byte size or 0. 


0 


PAGEWIDTH_F 


[12:0] 


Virtual screen page width (the number of byte). 

This value defines the width of the view port in the frame.. 

PAGEWIDTH must have bigger value than the burst size and the 
size must be aligned word boundary. 


0 



14.6.32 VIDEO INTERRUPT CONTROL 0 REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


VIDINTCONO 


0x77100130 


R/W 


Indicate the Video interrupt control 0 register 


0X3F00000 



VIDINTCONO 


Bit 


Description 


Initial state 


FIFOINTERVAL 


[25:20] 


These bits control the interval of the FIFO interrupt. 


0x3 F 


SYSMAINCON 


[19] 


Sending complete interrupt enable bit to Main LCD 
0 = Interrupt Disable. 1 = Interrupt Enable. 


0 


SYSSUBCON 


[18] 


Sending complete interrupt enable bit to Sub LCD 
0 = Interrupt Disable. 1 = Interrupt Enable. 


0 


IBOIFDONE 


[17] 


180 Interface Interrupt Enable control (only for 180 Interface mode). 
0 = Interrupt Disable. 1 = Interrupt Enable. 


0 


FRAMESELO 


[16:15] 


Video Frame Interrupt 0 at start of : 

00 = BACK Porch 01 = VSYNC 

1 0 = ACTIVE 1 1 = FRONT Porch 


0 


FRAMESEL1 


[14:13] 


Video Frame Interrupt 1 at start of : 

00 = None 01 = BACK Porch 

1 0 = VSYNC 1 1 = FRONT Porch 


0 
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VIDINTCONO 


Bit 


Description 


Initial state 


INTFRMEN 


[12] 


Video Frame interrupts Enable control bit. 

n — X/irlf^n Prj^mfi Intern int PiiQahlf^ 

U — V lUtJU 1 ICllMC IIILt;IIU|JL L^loClUlt; 

1 = Video Frame Interrupt Enable 


0 


FIFOSEL 


[11:5] 


FIFO Interrupt control bit, each bit has the meaning of 
[11] Window 4 control ( 0: disable, 1 : enable) 

n ni \A/inrln\A/ pnntrni ( D" HiQphlp 1 ■ pnphlp^ 

[ 9] Window 2 control ( 0: disable, 1 : enable) 
[ 8] reserved 
[ 7] reserved 

[ 6] Window 1 control ( 0: disable, 1 : enable) 
[ 5] Window 0 control ( 0: disable, 1 : enable) 


0 


FIFOLEVEL 


[4:2] 


Video FIFO Interrupt Level Select 

000 = 0 25% 001 = 0 50% 
010 = 0- 75% 01 1 = 0% (empty) 
100 = 100% (full) 


0 


INTFIFOEN 


[1] 


Video FIFO interrupts Enable control bit. 

0 = Video FIFO Level Interrupt Disable 

1 = Video FIFO Level Interrupt Enable 


0 


INTEN 


[0] 


Video interrupts Enable control bit. 

0 = Video Interrupt Disable 

1 = Video Interrupt Enable 


0 



14.6.33 VIDEO INTERRUPT CONTROL 1 REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


VIDINTC0N1 


0x77100134 


R/W 


the Video interrupt Pending register 


OxOOOO_0000 



VIDINTC0N1 


Bit 


Description 


Initial state 


Reserved 


[4:3] 


Reserved 


0 


INTI80PEND 


[2] 


180 Done interrupt. To clear this bit, write "1 ". 

0 = The interrupt has not been requested 

1 = 180 Done status has asserted the interrupt request 


0 


INTFRMPEND 


[1] 


Frame sync interrupt. To clear this bit, write "1". 

0 = The interrupt has not been requested 

1 = Frame sync status has asserted the interrupt request 


0 


INTFIFOPEND 


[0] 


FIFO Level interrupt. To clear this bit, write "1". 

0 = The interrupt has not been requested 

1 = FIFO empty status has asserted the interrupt request 


0 
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14.6.34 WIN1 COLOR KEY 0 REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


W1 KEYCONO 


0x77100140 


R/W 


Color key control register 


OxOOOO_0000 



W1 KEYCONO 


Bit 


Description 


Initial state 


KEYBLEN 


[26] 


Color Key (Chroma key ) Enable control 

0 = Disable ( blending operation disable ) 

1 = Blending using ALPHAO_x for non-key area, ALPHA1_x for key 
area (x=R, G, B) 


0 


KEYEN_F 


[25] 


Color Key (Chroma key ) Enable control 

0 = color key disable 

1 = color key enable 


0 


DIRCON 


[24] 


Color key (Chroma key)direction control 

0 = If the pixel value of fore-ground image matches with COLVAL, the 
pixel from back-ground image is displayed ( only in OSD area) 

1 = If the pixel value of back-ground matches with COLVAL, the pixel 
from fore-ground image is displayed ( only in OSD area) 


0 


COMPKEY 


[23:0] 


Each bit is correspond to the COLVAL[23:0]. 

If some position bit is set then that position bit of COLVAL will be 
ignored in the fore-ground or back-ground match. 


0 



NOTE: Set BLD_PIX = 1 , ALPHA_SEL =0 to use alpha blending using color key, 



14.6.35 WIN 1 COLOR KEY 1 REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


W1KEYC0N1 


0x77100144 


R/W 


Color key value ( transparent value) register 


OxOOOO_0000 



W1KEYC0N1 


Bit 


Description 


Initial state 


COLVAL 


[23:0] 


Color key value for the transparent pixel effect. 


0 
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14.6.36 WIN2 COLOR KEY 0 REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


W2KEYCON0 


0x77100148 


R/W 


Color key control register 


OxOOOO_0000 



W2KEYCON0 


Bit 


Description 


Initial state 


KEYBLEN 


[26] 


Color Key (Chroma key ) Enable control 

0 = disable ( blending operation disable ) 

1 = Blending using ALPHAO_x for non-key area, ALPHA1_x for key 
area (x=R, G, B) 


0 


KEYEN_F 


[25] 


Color Key (Chroma key ) Enable control 

0 = color key disable 

1 = color key enable 


0 


DIRCON 


[24] 


Color key (Chroma key) direction control 

0 = If the pixel value of fore-ground image matches with COLVAL, the 
pixel from back-ground image is displayed ( only in OSD area) 

1 = If the pixel value of back-ground matches with COLVAL, the pixel 
from fore-ground image is displayed ( only in OSD area) 


0 


COMPKEY 


[23:0] 


Each bit corresponds to the COLVAL[23:0]. 

If some position bit is set then that position bit of COLVAL will be 
ignored in the fore-ground or back-ground match. 


0 



NOTE: Set BLD_PIX = 1 , ALPHA_SEL =0 to use alpha blending using color key. 



14.6.37 WIN2 COLOR KEY 1 REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


W2KEYC0N1 


0x771 001 4C 


R/W 


Color key value (transparent value) register 


OxOOOO_0000 



W2KEYC0N1 


Bit 


Description 


Initial state 


COLVAL 


[23:0] 


Color key value for the transparent pixel effect. 


0 



^^^^ffpty Preliminary product information describe products that are in development, 

^^^^^^ELECTRONics whlch full characterization data and associated errata are not yet available. 14.53 

SDecifications and information herein are subiect to chanae without notice. 



DISPLAY CONTROLLER 



641 OX UM 



14.6.38 WINS COLOR KEY 0 REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


W3KEYCON0 


0x77100150 


R/W 


Color key control register 


OxOOOO_0000 



W3KEYCON0 


Bit 


Description 


Initial state 


KEYBLEN 


[26] 


Color Key (Chroma key ) Enable control 

0 = disable ( blending operation disable ) 

1 = Blending using ALPHAO_x for non-key area, ALPHA1_x for key 
area (x=R, G, B) 


0 


KEYEN_F 


[25] 


Color Key (Chroma key ) Enable control 

0 = color key disable 

1 = color key enable 


0 


DIRCON 


[24] 


Color key (Chroma key)direction control 

0 = If the pixel value of fore-ground image matches with COLVAL, the 
pixel from back-ground image is displayed ( only in OSD area) 

1 = If the pixel value of back-ground matches with COLVAL, the pixel 
from fore-ground image is displayed ( only in OSD area) 


0 


COMPKEY 


[23:0] 


Each bit is correspond to the COLVAL[23:0]. 

If some position bit is set then that position bit of COLVAL will be 
ignored in the fore-ground or back-ground match. 


0 



NOTE: Set BLD_PIX = 1 , ALPHA_SEL =0 to use alpha blending using color key, 



14.6.39 WINS COLOR KEY 1 REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


W3KEYC0N1 


0x77100154 


R/W 


Color key value ( transparent value) register 


OxOOOO_0000 



W3KEYC0N1 


Bit 


Description 


Initial state 


COLVAL 


[23:0] 


Color key value for the transparent pixel effect. 


0 
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14.6.40 WIN4 COLOR KEY 0 REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


W4KEYCON0 


0x77100158 


R/W 


Color key control register 


OxOOOO_0000 



W4KEYCON0 


Bit 


Description 


Initial state 


KEYBLEN 


[26] 


Color Key (Chroma key ) Enable control 

0 = disable ( blending operation disable ) 

1 = Blending using ALPHAO_x for non-key area, ALPHA1_x for key 
area (x=R, G, B) 


0 


KEYEN_F 


[25] 


Color Key (Chroma key ) Enable control 

0 = color key disable 

1 = color key enable 


0 


DIRCON 


[24] 


Color key (Chroma key)direction control 

0 = If the pixel value of fore-ground image matches with COLVAL, the 
pixel from back-ground image is displayed ( only in OSD area) 

1 = If the pixel value of back-ground matches with COLVAL, the pixel 
from fore-ground image is displayed ( only in OSD area) 


0 


COMPKEY 


[23:0] 


Each bit is corresponding to the COLVAL[23:0]. 

If some position bit is set then that position bit of COLVAL will be 
ignored in the fore-ground or back-ground match. 


0 



NOTE: Set BLD_PIX = 1 , ALPHA_SEL =0 to use alpha blending using color key, 
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14.6.41 WIN4 COLOR KEY 1 REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


W4KEYC0N1 


0x771 001 5C 


R/W 


Color key value (transparent value) register 


OxOOOO_0000 



W4KEYC0N1 


Bit 


Description 


Initial state 


COLVAL 


[23:0] 


Color key value for the transparent pixel effect. 


0 



NOTE: COLVAL and COMPKEY use 24-bit color data at all BPP mode. 



@ BPP24 mode: 24-bit color value is valid. 

A. COLVAL 

- Red: COLVAL[23:17] 

- Green:COLVAL[15:8] 

- Blue: COLVAL[7:0] 

B. COMPKEY 

- Red: COMPKEY[23:17] 

- Green:COMPKEY[15:8] 

- Blue: COMPKEY[7:0] 

@ BPP1 6 (5:6:5) mode: 1 6-bit color value is valid 

A. COLVAL 

- Red:COLVAL[23:19] 

- Green: C0LVAL[15: 10] 

- Blue: COLVAL[7:3] 

B. COMPKEY 

- Red: COMPKEY[23:19] 

- Green: C0MPKEY[15: 10] 

- Blue: COMPKEY[7:3] 

- COMPKEY[18:16] must be 0x7. 

- COMPKEY[9:8] must be 0x3. 

- COMPKEY[2:0] must be 0x7. 

NOTE: COMPKEY register must be set properly for the each BPP mode. 
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14.6.42 DITHERING CONTROL 1 REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


DITHMODE 


0x77100170 


R/W 


Dithering mode register. 


0x00000 



DITHMODE 


Bit 


Description 


Initial state 




[7] 


Should be zero 


0 


RDithPos 


[6:5] 


Red Dither bit control 

00 : 8-bit 

01 : 6-bit 
1 0 : 5-bit 


0 


GDithPos 


[4:3] 


Green Dither bit control 

00 : 8-bit 

01 : 6-bit 
1 0 : 5-bit 


0 


BDithPos 


[2:1] 


Blue Dither bit control 

00 : 8-bit 

01 : 6-bit 
1 0 : 5-bit 


0 


DITHEN_F 


[0] 


Dithering Enable bit 

0 = dithering disable 

1 = dithering enable 


0 



14.6.43 WINO COLOR MAP 



Register 


Address 


R/W 


Description 


Reset Value 


WINOMAP 


0x77100180 


R/W 


Window color control 


0x00000 



WINOMAP 


Bit 


Description 


Initial state 


MAPGOLEN_F 


[24] 


Window's color mapping control bit . 

If this bit is enabled then Video DMA will stop, and MAPGOLOR will 
be appear on back-ground image instead of original image. 

0 = disable 

1 = enable 


0 


MAPGOLOR 


[23:0] 


Golor Value 


0 
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14.6.44 WIN1 COLOR MAP 



Register 


Address 


R/W 


Description 


Reset Value 


WIN1MAP 


0x77100184 


R/W 


Window color control 


0x00000 



WIN1MAP 


Bit 


Description 


Initial state 


MAPCOLEN_F 


[24] 


Window's color mapping control bit . 

If this bit is enabled then Video DMA will stop, and MAPCOLOR will 
be appear on back-ground image instead of original image. 

0 = disable 

1 = enable 


0 


MAPCOLOR 


[23:0] 


Color Value 


0 



14.6.45 WIN2 COLOR MAP 



Register 


Address 


R/W 


Description 


Reset Value 


WIN2MAP 


0x77100188 


R/W 


Window color control 


0x00000 



WIN2MAP 


Bit 


Description 


Initial state 


MAPCOLEN_F 


[24] 


Window's color mapping control bit . 

If this bit is enabled then Video DMA will stop, and MAPCOLOR 
will be appear on back-ground image instead of original image. 

0 = disable 

1 = enable 


0 


MAPCOLOR 


[23:0] 


Color Value 


0 



14.6.46 WINS COLOR MAP 



Register 


Address 


R/W 


Description 


Reset Value 


WIN3MAP 


0x771 001 8C 


R/W 


Window color control 


0x00000 



WIN3MAP 


Bit 


Description 


Initial state 


MAPCOLEN_F 


[24] 


Window's color mapping control bit . 

If this bit is enabled then Video DMA will stop, and MAPCOLOR 
will be appear on back-ground image instead of original image. 

0 = disable 

1 = enable 


0 


MAPCOLOR 


[23:0] 


Color Value 


0 
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14.6.47 WIN4 COLOR MAP 



Register 


Address 


R/W 


Description 


Reset Value 


WIN4MAP 


0x77100190 


R/W 


Window color control 


OxOOOO_0000 



WIN4MAP 


Bit 


Description 


Initial state 


MAPCOLEN_F 


[24] 


Window's color mapping control bit. 

If this bit is enabled then Video DMA will stop, and MAPCOLOR 
will be appear on back-ground image instead of original image. 

0 = disable 

1 = enable 


0 


MAPCOLOR 


[23:0] 


Color Value 


0 



14.6.48 WINDOW PALETTE CONTROL REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


WPALCON 


0x771 001 AO 


R/W 


Window Palette control register 


OxOOOO_0000 



WPALCON 


Bit 


Description 


Initial state 


PALUPDATEEN 


[9] 


Palette memory access-right control bit. 
Users should set this bit before access (write or read) palette 
memory, in this case LCD controller cannot access palette. After 
update, users should clear this bit for operation of palletized LCD. 

0: Normal Mode (LCD controller access) 
1 : Enable (ARM access) 


0 


W4PAL 


[8] 


This bit determines the size of the palette data format of Window 4 
0 = 1 6-bit ( 5:6:5 ) 1=1 6-bit ( A:5:5:5 ) 


0 


W3PAL 


[7] 


This bit determines the size of the palette data format of Window 3 
0 = 1 6-bit ( 5:6:5 ) 1=1 6-bit ( A:5:5:5 ) 


0 


W2PAL 


[6] 


This bit determines the size of the palette data format of Window 2 
0 = 1 6-bit ( 5:6:5 ) 1=1 6-bit ( A:5:5:5 ) 


0 


W1 PAL 


[5:3] 


This bit determines the size of the palette data format of Window 1 
000 = 25-bit ( A:8:8:8 ) 001 = 24-bit ( 8:8:8 ) 
010 = 1 9-bit ( A:6:6:6 ) 011=1 8-bit ( A:6:6:5 ) 
1 00 = 1 8-bit ( 6:6:6 ) 101=1 6-bit ( A:5:5:5 ) 
110 = 16-bit ( 5:6:5) 


0 


WO PAL 


[2:0] 


This bit determines the size of the palette data format of Window 0 
000 = 25-bit ( A:8:8:8 ) 001 = 24-bit ( 8:8:8 ) 
010 = 1 9-bit ( A:6:6:6 ) 011=1 8-bit ( A:6:6:5 ) 
1 00 = 1 8-bit ( 6:6:6 ) 101=1 6-bit ( A:5:5:5 ) 
110 = 16-bit ( 5:6:5) 


0 
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14.6.49 180 / RGB TRIGGER CONTROL REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


TRIGCON 


0x771 001 A4 


R/W 


180 / RGB Trigger Control Register 


0x0000_0000 



TRIGCON 


Bit 


Description 


Initial State 


reserved 


[7:3] 


Must be '0' 


0 


SWFRSTATUS 


[2] 


Frame Done Status [Read Only] 

0 : Indicate 180 frame transfer is not finished 

1 : Indicate 180 frame transfer finished 

* Clear Condition: Read or New Frame Start 

* Only when TRGMODE is '1 ' 


0 


SWTRGCMD 


[1] 


1 : Software Triggering Command [Write Only] 
* Only when TRGMODE is '1 ' 


0 


TRGIVIODE 


[0] 


Software Trigger enable control 
0 : Disable 1 : Enable 


0 



14.6.50 ITU 601 INTERFACE CONTROL 0 



Register 


Address 


R/W 


Description 


Reset Value 


ITUIFCONO 


0x771 001 AS 


R/W 


ITU (BT.601) Interface Control 


0x0000_0000 



I80IFCONAX 


Bit 


Description 


Initial State 


Reserved 


[26:25] 


Reserved 


0 


SELVSYNC 


[24] 


Select the VSYNC mode 

0: Equal leading edge with HSYNC 

1 : Delayed VSYNC (standard) 




DLYVSYNC 


[23:16] 


Numbers of clock cycles for delay of the VSYNC signal 
(Only when SELVSYNC is '1') DLYSYNC+1 
*over 64 cycles (standard) 


0 


Reserved 


[15:7] 


Reserved 


0 


1601 HREF 


[6] 


The polarity of the VEN_HREF Signal 
0: normal 1 : inverted 


0 


I601VSYNC 


[5] 


The polarity of the VEN_VSYNC Signal 
0: normal 1 : inverted 


0 


I601HSYNC 


[4] 


The polarity of the VEN_HSYNC Signal 
0: normal 1 : inverted 


0 


1601 FIELD 


[3] 


The polarity of the VEN_FIELD Signal 
0: normal 1 : inverted 

* In normal mode, when the frame is even field, VEN FIELD signal is 
High. 


0 


1601 CLK 


[2] 


The polarity of the V601_CLK active edge 
0: normal 1 : inverted 


0 




[1:0] 


Reserved 


0 
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14.6.51 LCD 180 INTERFACE CONTROL 0 



Register 


Address 


R/W 


Description 


Reset Value 


I80IFCONA0 


0x771 001 BO 


R/W 


180 Interface control for Main LDI(LCD) 


0x0 


I80IFCONA1 


0x771 001 B4 


R/W 


180 Interface control for Sub LDI(LCD) 


0x0 



I80IFCONAX 


Bit 


Description 


Initial State 


Reserved 


[22:201 

L ^ J 


Reserved 


0 


LCD_CS_SETUP 


[19:16] 


Numbers of clock cycles for the active period of the address 
signal enable to the chip select enable. 


0 


LCD_WR_SETUP 


[15:12] 


Numbers of clock cycles for the active period of the CS 
signal enable to the write signal enable. 


0 


LCD_WR_ACT 


[11:8] 


Numbers of clock cycles for the active period of the chip 
select enable. 


0 


LCD_WR _HOLD 


[7:4] 


Numbers of clock cycles for the active period of the chip 
select disable to the write signal disable. 


0 


Reserved 


[3] 


Reserved 




RSPOL 


[2] 


The polarity of the RS Signal 

0: RS signal is low during video data transfer. 

1 : RS signal is high during video data transfer. 


0 


Reserved 


[1] 


Reserved 


0 


I80IFEN 


[0] 


LCD 180 Interface control 
0: Disable 
1 : Enable 


0 
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14.6.52 LCD 180 INTERFACE CONTROL 1 



Register 


Address 


R/W 


Description 


Reset Value 


I80IFCONB0 


0x77100168 


R/W 


180 Interface control for Main LDI(LCD) 


OxOOOO_0000 


I80IFCONB1 


0x771 001 BC 


R/W 


180 Interface control for Sub LDI(LCD) 


OxOOOO_0000 



laOIFCONBx 


Bit 


Description 


Initial State 


Reserved 


[11:10] 


Reserved 


0 


NORMAL_CMD_ST 


[9] 


1 : Normal Command Start 

* Auto clear after sending one set of commands 


0 


Reserved 


[8:7] 


Reserved 




FRAME_SKIP 


[6:5] 


180 Interface Output Frame Decimation Factor 

00 : 1 (Do Not Skip) 

01 :2 
10 :3 


00 


Reserved 


[4] 


Reserved 


0 


AUTO_CMD_RATE 


[3:0] 


0000 : Disable auto command 

0001 : per 2 Frames 

0010 : per 4 Frames 

001 1 : per 6 Frames 

1111 : per 30 Frames 


0000 



14.6.53 LCD ISO INTERFACE COMMAND CONTROL 0 



Register 


Address 


R/W 


Description 


Reset Value 


LDLCMDCONO 


0x771 001 DO 


R/W 


180 System Interface Command Control 0 


OxOOOO_0000 
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LDLCMDCONO 


Bit 


Description 


Initial state 


Reserved 


[31 ■24] 


Reserved 




CMD11_EN 


[23:22] 


00 
10 
11 


Disable 01 : Normal Command Enable 

Auto Command Enable 

Normal and Auto Command Enable 


00 


CMD10_EN 


[21 :20] 


00 
10 
11 


Disable 01 : Normal Command Enable 

Auto Command Enable 

Normal and Auto Command Enable 


00 


CMD9_EN 


[19:18] 


00 
10 
11 


Disable 01 : Normal Command Enable 

Auto Command Enable 

Normal and Auto Command Enable 


00 


CMD8_EN 


[17:16] 


00 
10 
11 


Disable 01 : Normal Command Enable 

Auto Command Enable 

Normal and Auto Command Enable 


00 


CMD7_EN 


[15:14] 


00 
10 
11 


Disable 01 : Normal Command Enable 

Auto Command Enable 

Normal and Auto Command Enable 


00 


CMD6_EN 


[13:12] 


00 
10 
11 


Disable 01 : Normal Command Enable 

Auto Command Enable 

Normal and Auto Command Enable 


00 


CMD5_EN 


[11:10] 


00 
10 
11 


Disable 01 : Normal Command Enable 

Auto Command Enable 

Normal and Auto Command Enable 


00 


CMD4_EN 


[9:8] 


00 
10 
11 


Disable 01 : Normal Command Enable 

Auto Command Enable 

Normal and Auto Command Enable 


00 


CMD3_EN 


[7:6] 


00 
10 
11 


Disable 01 : Normal Command Enable 

Auto Command Enable 

Normal and Auto Command Enable 


GO 


CMD2_EN 


[5:4] 


00 
10 

11 


Disable 01 : Normal Command Enable 

Auto Command Enable 

Normal and Auto Command Enable 


00 


CMD1_EN 


[3:2] 


00 
10 

11 


Disable 01 : Normal Command Enable 

Auto Command Enable 

Normal and Auto Command Enable 


00 


CMDO_EN 


[1:0] 


00 
10 

11 


Disable 01 : Normal Command Enable 

Auto Command Enable 

Normal and Auto Command Enable 


00 
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14.6.54 LCD 180 INTERFACE COMMAND CONTROL 1 



Register 


Address 


R/W 


Description 


Reset Value 


LDI_CMDC0N1 


0x771 001 D4 


R/W 


180 System Interface Command Control 1 


OxOOOO_0000 



LDI_CMDC0N1 


Bit 


Description 


Initial state 


Reserved 


[31:10] 


Reserved 


0 


GMD11_RS 


[11] 


Command 1 1 RS control 


0 


GMD10_RS 


[10] 


Command 10 RS control 


0 


CMD9_RS 


[9] 


Command 9 RS control 


0 


CMD8_RS 


[8] 


Command 8 RS control 


0 


GMD7_RS 


[7] 


Command 7 RS control 


0 


GMD6_RS 


[6] 


Command 6 RS control 


0 


CMD5_RS 


[5] 


Command 5 RS control 


0 


CMD4_RS 


[4] 


Command 4 RS control 


0 


GMD3_RS 


[3] 


Command 3 RS control 


0 


GMD2_RS 


[2] 


Command 2 RS control 


0 


CMD1_RS 


[1] 


Command 1 RS control 


0 


CMDO_RS 


[0] 


Command 0 RS control 


0 



14.6.55 180 SYSTEM INTERFACE MANUAL COMMAND CONTROL 0 



Register 


Address 


R/W 


Description 


Reset Value 


SIFCCONO 


0x771 001 EO 


R/W 


180 System Interface Manual Command Control 


0x0000 000 
0 



SIFCCONO 


Bit 


Description 


Initial State 


Reserved 


[7] 


Reserved 


0 


SYS_ST_CON 


[6] 


LCD 180 System Interface ST Signal control. 
0: Low 1 : High 


0 


SYS_RS_CON 


[5] 


LCD 180 System Interface RS Signal control. 
0: Low 1 : High 


0 


SYS_nCS0_CON 


[4] 


LCD 180 System Interface nCSO (main) Signal control 
0: Disable (High) 1 : Enable (Low) 


0 


SYS_nCS1_C0N 


[3] 


LCD 180 System Interface nCSI (sub) Signal control 
0: Disable (High) 1 : Enable (Low) 


0 


SYS_nOE_CON 


[2] 


LCD 180 System Interface nOE Signal control 
0: Disable (High) 1 : Enable (Low) 


0 


SYS_nWE_CON 


[1] 


LCD 180 System Interface nWE Signal control 
0: Disable (High) 1 : Enable (Low) 


0 


SCOMEN 


[0] 


LCD 180 System Interface Command Mode Enable 

0: Disable (Normal Mode) 

1 : Enable (Manual Command Mode) 


0 
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14.6.56 180 SYSTEM INTERFACE MANUAL COMMAND CONTROL 1 



Register 


Address 


R/W 


Description 


Reset Value 


SIFCC0N1 


0x771 001 E4 


R/W 


180 System Interface Manual Command Data Write 
Control 


0x0000 000 
0 



SIFCC0N1 


Bit 


Description 


Initial State 


SYS_WDATA 


[17:0] 


LCD 180 System Interface Write Data Control 


0 



14.6.57 180 SYSTEM INTERFACE MANUAL COMMAND CONTROL 2 



Register 


Address 


R 


Description 


Reset Value 


SIFCC0N2 


0x771 001 E8 


R 


180 System Interface Manual Command Data Read 
Control 


undefined 



SIFCC0N2 


Bit 


Description 


Initial State 


SYS_RDATA 


[17:0] 


LCD ISO System Interface Read Data Control 


undefined 
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14.6.58 LCD 180 INTERFACE COMMAND 



Register 


Address 


R/W 


Description 


Reset Value 


LDLCMDO 


0x77100280 


R/W 


180 Interface Command 0 


0x0000 000 
0 


LDI_CMD1 


0x77100284 


R/W 


180 Interface Command 1 


0x0000 000 
0 


LDI_CMD2 


0x771 00288 


R/W 


180 Interface Command 2 


0x0000 000 
0 


LDI_CMD3 


0x771 0028c 


R/W 


180 Interface Command 3 


0x0000 000 
0 


LDLCMD4 


0x77100290 


R/W 


180 Interface Command 4 


0x0000 000 
0 


LDI_CMD5 


0x77100294 


R/W 


180 Interface Command 5 


0x0000 000 
0 


LDI_CMD6 


0x77100298 


R/W 


180 Interface Command 6 


0x0000 000 
0 


LDLCMD7 


0x771 0029c 


R/W 


180 Interface Command 7 


0x0000 000 
0 


LDLCMDB 


0x771 002A0 


R/W 


180 Interface Command 8 


0x0000 000 
0 


LDI_CMD9 


0x771 002A4 


R/W 


180 Interface Command 9 


0x0000 000 
0 


LDI_CMD10 


0x771 002A8 


R/W 


180 Interface Command 10 


0x0000 000 
0 


LDLCMD11 


0x771 002AC 


R/W 


180 Interface Command 1 1 


0x0000 000 
0 



laOIFCONx 


Bit 


Description 


Initial State 


LDI_CMD 


[17:0] 


LDI command 


0 



14.6.59 WINDOW 2'S PALETTE DATA 



Register 


Address 


R/W 


Description 


Reset Value 


W2PDATA01 


0x77100300 


R/W 


Window 2 Palette Data of the Index 0,1 


0x0000 000 
0 


W2PDATA23 


0x771 00304 


R/W 


Window 2 Palette Data of the Index 2,3 


0x0000 000 
0 


W2PDATA45 


0x77100308 


R/W 


Window 2 Palette Data of the Index 4,5 


0x0000 000 
0 


W2PDATA67 


0x771 0030C 


R/W 


Window 2 Palette Data of the Index 6,7 


0x0000 000 
0 


W2PDATA89 


0x77100310 


R/W 


Window 2 Palette Data of the Index 8,9 


0x0000_000 



^^^^ffpty Preliminary product information describe products tliat are in development, 

^^^^^^ELECTRONics whlch full characterlzatlon data and associated errata are not yet available. 14.77 

Soecifications and information herein are subiect to chanae without notice. 



DISPLAY CONTROLLER 



641 OX UM 











0 


W2PDATAAB 


0x77100314 


R/W 


Window 2 Palette Data of the Index A,B 


0x0000 000 
0 


W2PDATACD 


0x77100318 


R/W 


Window 2 Palette Data of the Index C,D 


0x0000 000 
0 


W2PDATAEF 


0x771 0031 C 


R/W 


Window 2 Palette Data of the Index E,F 


0x0000 000 
0 



WSPDATAxx 


Bit 


Description 


Initial State 


ODD_VAL 


[31:16] 


Lut Value register 


0 


EVEN_VAL 


[15:0] 


Lut Value register 


0 
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14.6.60 WINDOW 3'S PALETTE DATA 



Register 


Address 


R/W 


Description 


Reset Value 


W3PDATA01 


0x77100320 


R/W 


Window 3 Palette Data of the Index 0,1 


0x0000 000 
0 


W3PDATA23 


0x77100324 


R/W 


Window 3 Palette Data of the Index 2,3 


0x0000 000 
0 


W3PDATA45 


0x77100328 


R/W 


Window 3 Palette Data of the Index 4,5 


0x0000 000 
0 


W3PDATA67 


0x771 0032C 


R/W 


Window 3 Palette Data of the Index 6,7 


0x0000 000 
0 


W3PDATA89 


0x77100330 


R/W 


Window 3 Palette Data of the Index 8,9 


0x0000 000 
0 


W3PDATAAB 


0x77100334 


R/W 


Window 3 Palette Data of the Index A,B 


0x0000 000 
0 


W3PDATACD 


0x77100338 


R/W 


Window 3 Palette Data of the Index C,D 


0x0000 000 
0 


W3PDATAEF 


0x771 0033C 


R/W 


Window 3 Palette Data of the Index E,F 


0x0000 000 
0 



W3PDATAXX 


Bit 


Description 


Initial State 


ODD_VAL 


[31:16] 


Lut Value register 


0 


EVEN_VAL 


[15:0] 


Lut Value register 


0 



14.6.61 WINDOW 4'S PALETTE DATA 



Register 


Address 


R/W 


Description 


Reset Value 


W4PDATA01 


0x77100340 


R/W 


Window 4 Palette Data of the Index 0,1 


0x0000 000 
0 


W4PDATA23 


0x77100344 


R/W 


Window 4 Palette Data of the Index 2,3 


0x0000 000 
0 



W4DATAXX 


Bit 


Description 


Initial State 


ODD_VAL 


[31:16] 


Lut Value register 


0 


EVEN_VAL 


[15:0] 


Lut Value register 


0 



14.6.62 WINO PALETTE RAM ACCESS ADDRESS (NOT SFR) 



Index 


Address 


R/W 


Description 


Reset Value 


WINO PALEN 
TRYO 


0x77100400 


R/W 


Window 0 Palette entry 0 address 


undefined 
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WINO PALEN 
TRY1 


0x771 00404 


R/W 


Window 0 Palette entry 1 address 


undefined 












WINO PALEN 
TRY255 


0x771 007FC 


R/W 


Window 0 Palette entry 255 address 


undefined 
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14.6.63 WIN1 PALETTE RAM ACCESS ADDRESS (NOT SFR) 



Index 


Address 


R/W 


Description 


Reset Value 


WINO PALEN 
TRYO 


0x77100800 


R/W 


Window 1 Palette entry 0 address 


undefined 


WINO PALEN 
TRY1 


0x77100804 


R/W 


Window 1 Palette entry 1 address 


undefined 












WINO PALEN 
TRY255 


0x771 OOBFC 


R/W 


Window 1 Palette entry 255 -address 


undefined 
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This chapter describes the functions and usage of the Postprocessor interface of the S3C641 OX. 
15.1 OVERVIEW 

The Post processor administers the video/graphic scale, video format conversion and color space conversion. It is 
composed of Data-Path, DMA controller and Register files as shown in the Figure 15-1 . 




Figure 15-1. Block Diagram of Post Processor 
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15-2 FEATURES 

• Dedicated DMA with offset address 

• 3 Channel scaling pipelines for video/graphic scaling up/down or zooming in/out 

• Video input format: 420, 422 format 

• Graphic input format: 1 6-bit (565format) or 24-bit 

• Graphics Output format to Memory: 1 6-bit (565 format) / 24-bit graphic data (progressive only) 

• Video Output format to Memory: YCbCr420, YCbCr422 

• Output format to external FIFO: YCbCr444 / RGB (30-bit) for interlace and progressive 

• FreeRun Mode Operation 

• Programmable source image size up to 4096 x 4096 resolution 

• Programmable destination image size up to 2048 x 2048 resolution 

• Programmable scaling ratio 

• Format conversion for video signals 

• Color space conversion from YCbCr to RGB 

• Color Space conversion from RGB to YCbCr 
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15-3 A SOURCE AND DESTINATION IMAGE DATA FORMAT 

In FIMV POST Processor, two output modes such as DMA mode and FIFO mode are available as shown in the 
following Figure 15-2. 

In FIFO mode (if LCDPathEnable = 1 , For more information refer to chapter 15.7 Register File List), destination 
image is transferred to the FIFO in display controller (or some other IP with FIFO interface) without additional 
memory bandwidth such as POST-to-Memory and Memory-to-Display Controller. The source image format and 
the destination image format is described in Chapter 15.3.2 FIFO mode. 



Memory 



1 Frame 




Progressive/ 
Interlace 



Figure 15-2. Input and Output modes in POST Processor Block Diagram 
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15.3.1 DMA MODE OPERATION 

Various source and destination image formats can be selected according to the mode configuration as described 
in Table 15-1 a). Source image format is one of the following YCbCr420, YCbCr422, RGB1 6-bit (565format) and 
RGB 24-bit format. Destination image format is identical to the source image format such as YGbGr420, 
YGbGr422, RGB 16-bit (565format) and RGB 24-bit format. The detail control signal is defined in Table15-1 b) 



In the case of YCbCr420 source/destination image format, each component of Y, Cb and Cr is stored in each own 
separated address space without any interleaving as shown in Case A of Figure 15-3 (a) and Figure 15-4. In the 
other cases, either byte or half-word interleaving is applied within unified address space as described in Figure 

15- 3 (b). Byte interleaving order of YCbCr422 source image can be selected either from YCbYCr or CbYCrY as 
shown in case B and C of Figure 15-3 (b) and Figure 15-4. Byte order of RGB 24-bit and half-word order of RGB 

16- bit are described in case D and E of Figure 15-3 (b) and Figure 15-4. 



In both cases of YCbCr420 and YCbCr422 source image format, whether MPEG4 format or MPEG2/H.263 format 
needs to be selected according to the sampling position of the chroma information as shown in Figure 15-4. 
Destination image have the same sampling position of source image when both source and destination image are 
YCbCr format. If source image is RGB format and destination image is YObOr format, the sampling position of 
chroma component is the same position of Luma. 



All source and destination image data must be stored in memory system aligned with word boundary. It means 
that neither byte nor half-word size DMA operations are supported (For more information refer to section 15-5 for 
DMA operation). Therefore, the width of source and destination image must be selected to satisfy the word 
boundary condition (For more information refer to section 15-4 for image size). 
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Table 15-1 a). Mode configuration for video/graphic source format and the corresponding data format 



MODErSI 
SRC420 


MODErSI 
InRGB 


MODEr21 
INTER- 
LEAVE 


MODEMI 
InRGB 
Format 


MODEM 5ir01 
InYCbCr 
Format 


Description 


Video/Graphiic 
Format 


Data Format 
in Figure15-3 and 4 


1 


0 


0 


1 


X 


420 YCbCr 
Format 


A 


0 


0 


1 


1 


00/10 


422 YCbYCr 
Format 


B/B' 


0 


0 


1 


1 


01/11 


422 CbYCrY 
Format 


C/C 


0 


1 


1 


1 


X 


RGB 24-bit true 
color 


D 


0 


1 


1 


0 


X 


RGB 16-bit 
Format 


E 



Table 15-1 b). Mode configuration for video/graphic destination format and the corresponding data format 



M0DE[18] 
OutRGB 


IVI0DE[17] 
DST420 


MODE[20][19] 
OutVCbCr 
Format 


M0DE[4] 
OutRGB 
Format 


Description 


Video/Graphiic 
Format 


Data Format 
in Figure15-3 and 4 


0 


1 


X 


X 


420 YCbCr Format 


A 


0 


0 


00/10 


X 


422 YCbYCr Format 


B/B' 


0 


0 


01/11 


X 


422 CbYCrY Format 


C/C 


1 


X 


X 


1 


RGB 24-bit true color 


D 


1 


X 


X 


0 


RGB 16-bit Format 


E 
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1 Frame 



Cb 



Cr 



WORD 
MSB LSB- 



Y 


Y 


Y 


Y 


Cb 


Cb 


Cb 


Cb 


Cr 


Cr 


Cr 


Cr 



1 Frame 



Video Data 
Or 
Graphic 
Data 



WORD 
MSB LSB 



Y 


Cb 


Y 


Cr 


B 


Cb 


Y 


Cr 


Y 


C 



X 


R 


G 


B 


PixelN+1 


PixeiN 



Memory Space 
(a) Nonlnterleaving 



Memory Space 
(b) Interleaving 



Figure 15-3. Data format stored in external 



31 



Case A 


Y/Cb/Cr N.3 


Y/Cb/Cr N.2 


Y/Cb/Cr N+1 


Y/Cb/Cr N 


Case B 


Yn+1 


Cb N 


Yn 


CrN 


Case B' 


Yn+1 


CrN 


Yn 


Cb N 


CaseC 


Cb N 


Yn+1 


CrN 


Yn 


Case C 


CrN 


Yn+1 


Cb N 


Yn 


Case D 


Don't Care 


Rn 


Gn 


Bn 


27 26 


21 20 


16 15 


11 10 


5 4 



Case E 


R[4:0] 


G[5:0] 


B[4:0] 


R[4:0] 


G[5:0] 


B[4:0] 




















Pixel N+1 






Pixel N 



Figure 15-4. Byte and half-word organization Block Diagram 
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15.3.2 FIFO MODE OPERATION 

Output data format is determined by M0DE[18] as described in Table 15-1 b). The output data format is fixed to 
30-bit data, 10-bit per each component RGB or YCbCr444. The other specific mode configuration signals 
mentioned in Table 15-1 b) are ignored if LCDPathEnable is set to "1". 



Table 15-2. Output Data Format in FIFO Mode 



OutRGB(MODE[18]) 


Output Data Format (LCDPathEnable = 1) (Progressive / Interlace) 


0 


YCbCr 444 


1 


RGB 30-bit 



In Output FIFO mode, either progressive or interlace scan mode can be selected according to "interlace" control 
register as defined in section 15.7 Register Files Lists. The "interlace" control bit is enabled only if 
LCDPathEnable = 1 , otherwise its value is unaffected to DMA mode operation which support only progressive. 

Even if an interlaced scan mode is enabled (LCDPathEnable = 1 and Interlace = 1), per frame management, 
which consists of even field and odd filed, operates automatically. This means that user interruption is 
unnecessary to inter field switching in the same frame. Therefore, the frame management scheme is identical for 
both progressive and interlace scan mode. 

15.4 IMAGE SIZE AND SCALE RATIO 

The RGB graphic source image size is determined by number of pixels adjacent to horizontal and vertical 
directions. YCbCr420 and YCbCr422 source image size is determined only by numbers of Y samples adjacent to 
horizontal and vertical directions. Destination image size is determined by dimension of final RGB graphic image, 
after color space conversion if source image is YCbCr image. 

As explained in the previous section, SRC_Width and DST_Width satisfies the word boundary constraints in such 
a way that the number of horizontal pixel can be represented by kn where n = 1 ,2,3, ... and k = 1 / 2 / 8 for 
24bppRGB / 16bppRGB / YCbCr420 image, respectively. Also SRC_Width must be 4's multiple of 
PreScale_H_Ratio and SRC_Height must be 2's multiple of PreScale_V_Ratio. 



SRC Width 



Source Image 



cq" 



DST Width 



Destination Image 



D 



cq" 



Figure 15-5. Source and Destination image size Block Diagram 
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The other control registers of pre-scaled image size, pre-scale ratio, pre-scale shift ratio and main scale ratio are 
defined according to the following equations. 



If ( SRC_Width >= 64 x DST_Width ) { Exit(-1 ); /* Out Of Horizontal Scale Range 7 } 
else if (SRC_Width >= 32 x DST_Width) { PreScale_H_Ratio = 32; H_Shift = 5; } 
else if (SRC_Width >= 1 6 x DST_Width) { PreScale_H_Ratio = 1 6; H_Shift = 4; } 



else if (SRC_Width >= 8 x DST_Width) { PreScale_H_Ratio = 8 
else if (SRC_Width >= 4 x DST_Width) { PreScale_H_Ratio = 4 
else if (SRC_Width >= 2 x DST_Width) { PreScale_H_Ratio = 2 
else { PreScale_H_Ratio = 1 ; H_Shift = 0; } 



H_Shift = 3; } 
H_Shift = 2; } 
H_Shift = 1 ; } 



PreScale_DSTWidth = SRC_Width / PreScale_H_Ratio; 
dx = ( SRC_Width « 8 ) / ( DST_Width « H_Shift); 



If ( SRC_Height >= 64 x DST_Height ) { Exit(-1 ) ; /* Out Of Vertical Scale Range 7 } 
else if (SRC_Height >= 32 x DST_Height) { PreScale_V_Ratio = 32; V_Shift = 5; } 
else if (SRC_Height >= 1 6 x DST_Height) { PreScale_V_Ratio = 1 6; V_Shift = 4; } 



else if (SRC_Height >= 8 x DST_Height) { PreScale_V_Ratio = 8 
else if (SRC_Height >= 4 x DST_Height) { PreScale_V_Ratio = 4 
else if (SRC_Height >= 2 x DST_Height) { PreScale_V_Ratio = 2 
else { PreScale_V_Ratio = 1 ; V_Shift = 0; } 



V_Shift = 3; } 
V_Shift = 2; } 
V_Shift = 1 ; } 



PreScale_DSTHeight = SRC_Height / PreScale_V_Ratio; 
dy = ( SRC_Height « 8 ) / ( DST_Height « V_Shift); 

PreScale_SHFactor = 1 0 - ( H_Shift + V_Shift); 
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15.5 DMA OPERATION OF SOURCE AND DESTINATION IMAGE 

There are three address categories such as start address, end address and offset address for DMA operation. 
Each address category consists of three source address components of Y/Cb/Cr and three destination address 
component of RGB/oCb/oCr. If a source image is stored in the non-interleaved format such as YCbCr420, all 
source address components are valid as shown in Figure 15-6 (a). If a source image is stored by the interleaved 
format such as a RGB graphic format or an YGbGr422 format, only Y component of three source components is 
valid and two chroma address components are invalid as shown in Figure 15-6 (b). If a destination image is 
stored in the non-interleaved format such as YGbGr420, all source address components RGB/oGb/oGr are valid 
as shown in Figure 15-6 (a). If a source image is stored by the interleaved format such as a RGB graphic format 
or an YGbGr422 format, only RGB component of three source components is valid and two chroma address 
components of oCb/oCr are invalid as shown in Figure 15-6 (b). 



ADDRStart_Y 
ADDREnd_Y 

ADDRStart_Cb 
ADDREnd_Cb 

ADDRStart_Cr 
ADDREnd Cr 



ADDRStart_RGB 
ADDREnd_RGB 

ADDRStart_oCb 
ADDREnd_oCb 

ADDRStart_oCr 
ADDREnd oCr 




Cb 



Cr 



> Source Image 




Destination 
Image 



Video Data 
Or 
Graphic 
Data 




ADDRStart_Y 
ADDREnd Y 



ADDRStart_RGB 
ADDREnd RGB 



(a) Non-Interleaving 



(b) Interleaving 



Figure 15-6. Start and end address set according to memory allocation type Block Diagram 
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15.5.1 START ADDRESS 

Start address of ADDRStart_Y/Cb/Cr/RGB/oCb/oCr points the first word address where the corresponding 
component of Y/Cb/Cr/RGB/oCb/oCr is read or written. Each one must be aligned with word boundary (i.e. 
ADDRStart_X[1 :0] = 00). ADDRStart_Cb and ADDRStart_Cr are valid only for the YCbCr420 source image 
format. ADDRStart_oCb and ADDRStart_oCr are valid only for the YCbCr420 destination image format. 

15.5.2 END ADDRESS 

< Source End Address > 
ADDREnd_Y 

= ADDRStart_Y + Memory size for the component of Y/RGB 

= ADDRStart_Y + (SRG_Width x SRC_Height) x ByteSize_Per_Pixel + Offset_Y x (SRC_Height-1) 

ADDREnd_Cb (Valid for YCbCr420 source format) 

= ADDRStart_Cb + Memory size for the component of Cb 

= ADDRStart_Cb + (SRC_Width/2 x SRC_Height/2) x ByteSize_Per_Pixel + Offset_Cb x (SRC_Height/2-1) 

ADDREnd_ Cr (Valid for YCbCr420 source format) 

= ADDRStart_ Cr + Memory size for the component of Cr 

= ADDRStart_Cr + (SRC_Width/2 x SRC_Height/2) x ByteSize_Per_Pixel + Offset_Cr x (SRC_Height/2-1) 

< Destination End Address > 
ADDREnd_RGB 

= ADDRStart_RGB + Memory size for the component of RGB data (or component of Y) 

= ADDRStart_RGB + (DST_Width x DST_Height) x ByteSize_Per_Pixel + Offset_RGB x (DST_Height-1) 

ADDREnd_oCb (Valid for YCbCr420 destination format) 
= ADDRStart_oCb + Memory size for the component of Cb 

= ADDRStart_oCb + (SRC_Width/2 x SRC_Height/2) x ByteSize_Per_Pixel + Offset_Cb x (SRC_Height/2-1) 

ADDREnd_ oCr (Valid for YCbCr420 destination format) 
= ADDRStart_ oCr + Memory size for the component of Cr 

= ADDRStart_oCr + (SRC_Width/2 x SRC_Height/2) x ByteSize_Per_Pixel + Offset_Cr x (SRC_Height/2-1) 
Where, 

Offset_Y/Cb/Cr/RGB 

= Memory size for offset per a horizontal line 
= Number of pixel (or sample) in horizontal offset x ByteSize_Per_Pixel (or Sample) 



ByteSize_Per_Pixel = 



1 for YCbCr420 

2 for 1 6-bit RGB and YcbCr422 
4 for 24-bit RGB 
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Offset address is used for the following two situations. One is to fetch some parts of source image in order to 
zoom in/out as shown in Figure 15-7 (a). The other is to restore destination image for PIP (picture-in-picture) 
applications as shown in Figure 15-7 (b). The word boundary constraints must be satisfied in both cases. 




(b) 



Figure 15-7. Offset address for (a) Source image for zoom in/out operation and 
(b) Destination image for PIP applications 
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15.6 FRAME MANAGEMENT OF POST PROCESSOR 
15.6.1 PER FRAME MANAGEMENT MODE 

Per frame management of POST-Processor are controlled by two controls register such as POSTENVID and 
POSTINT as shown in Figure 15-8. "POSTENVID" triggers the operation of POST PROCESSOR. It is 
automatically de-asserted when all operations of the given frame are completed. Before asserting "POSTENVID", 
all control registers must be set to the proper value as explained in the previous chapters. When all operations are 
completed, interrupt pending register is asserted (P0STINT=1), if the interrupt enable signal is asserted 
(INTEN=1). The POSTINT signal, directing to the interrupt controller, must be cleared by the interrupt service 
routine. The polling POSTENVID is used to detect the end of the operation. 



Users set (Start 
operation). 



Automatic 
clear/assertion 
(Terminate operation) 



POSTENVID 



POSTINT 



//■ 



User clear 
if asserted 



Control Register Set 



(INTEN=1) 



(INTEN=Q) 



Figure 15-8. Start and termination of POST PROCESSOR operation (AutoLoadEnable = 0) Block Diagram 
15.6.2 FREE RUN MODE 

To activate the new frame management scheme of free run operation, you must set "AutoLoadEnable" bit to 1 . In 
this mode, user can pre-define the next frame-related address set of NxtADDRXXX (defined in chapter 15.7 
Register files) even when the current frame is under operation. When the current frame is completely finished, the 
following operations are executed step-by-step. 

1 . According to INTEN, interrupt signal is asserted or not. 

2. Next frame address set of NxtADDRXXX is copied into the current frame address set of ADDRXXX. 

3. ENVID is automatically asserted and the next frame operation starts up. 



** In Free Run Mode, the other register value except the address stuff must remain the same value between the 
current frame and the next frame. 
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15.7 REGISTER FILE LISTS 



Register 


Address 


R/W 


Description 


Reset Value 


MODE 


0x77000000 


R/W 


Mode Register 


0X00070B12 


PreScale_Ratio 


0x77000004 


R/W 


Pre-Scale ratio for vertical and liorizontal 


0x0 


PrpSralplmnSizp 


0x77000008 


R/W 


Prp-Sralpd imanp 'iizp 


0x0 


SRCImgSize 


0x7700000c 


R/W 


Source image size 


0x0 


l\/lainbcale_H_Hatio 


0x77000010 


D /\A/ 

K/W 


Main scale ratio along to horizontal direction 


0x0 


MainScale_V_Ratio 


0x77000014 


R/W 


Main scale ratio along to vertical direction 


0x0 


DSTImgSize 


0x77000018 


R/W 


Destination image size 


0x0 


PreScale_SH Factor 


0x7700001 C 


R/W 


Pre-scale shift factor 


0x0 


ADDRStart_Y 


0x77000020 


R/W 


DMA (Buffer 0) Start address for source Y or 
RGB component 


0x20000000 


ADDRStart_Cb 


0x77000024 


R/W 


DMA (Buffer 0) Start address for source Ob 
component 


0x20000000 


ADDRStart_Cr 


0x77000028 


R/W 


DMA (Buffer 0) Start address for source Or 
component 


0x20000000 


ADDRStart_RGB 


0x77000020 


R/W 


DMA (Buffer 0) Start address for destination Y 
or RGB component 


0x20000000 


ADDREnd_Y 


0x77000030 


R/W 


DMA (Buffer 0) End address for source Y or 
RGB component 


0x20006300 


ADDREnd_Cb 


0x77000034 


R/W 


DMA (Buffer 0) End address for source Ob 
component 


0x20006300 


ADDREnd_Cr 


0x77000038 


R/W 


DMA (Buffer 0) End address for source Or 
component 


0x20006300 


ADDREnd_RGB 


0x7700003c 


R/W 


DMA (Buffer 0) End address for destination Y or 
RGB component 


0x20006300 


Offset_Y 


0x77000040 


R/W 


Offset of Y or RGB component for fetching 
source image 


0x0 


Offset_Cb 


0x77000044 


R/W 


Offset of Ob component for fetching source 
image 


0x0 


Offset_Cr 


0x77000048 


R/W 


Offset of Or component for fetching source 
image 


0x0 


Offset_RGB 


0X7700004C 


R/W 


Offset of Y or RGB component for restoring 
destination image 


0x0 


RESERVED 


0x77000050 








NxtADDRStart_Y 


0x77000054 


R/W 


Next Frame (Buffer 1) DMA Start address for 
source Y or RGB component 


0x20000000 


NxtADDRStart_Gb 


0x77000058 


R/W 


Next Frame (Buffer 1) DMA Start address for 
source Ob component 


0x20000000 


NxtADDRStart_Cr 


0x7700005c 


R/W 


Next Frame (Buffer 1) DMA Start address for 
source Or component 


0x20000000 


NxtADDRStart_RGB 


0x77000060 


R/W 


Next Frame (Buffer 1 ) DMA Start address for 
destination Y or RGB component 


0x20000000 


NxtADDREnd_Y 


0x77000064 


R/W 


Next Frame (Buffer 1) DMA End address for 
source Y or RGB component 


0x20006300 
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Register 


Address 


R/W 


Description 


Reset Value 


NxtADDREnd_Cb 


0x77000068 


R/W 


Next Frame (Buffer 1) DMA End address for 
source Cb component 


0x20006300 


NxtADDREnd_Cr 


0x7700006c 


R/W 


Next Frame (Buffer 1) DMA End address for 
source Cr component 


0x20006300 


NxtADDREnd_RGB 


0x77000070 


R/W 


Next Frame (Buffer 1) DMA End address for 
destination Y or RGB component 


0x20006300 


ADDRStart_oCb 


0x77000074 


R/W 


DMA (Buffer 0) Start address for destination Ob 
component 


0x20000000 


ADDRStart_oCr 


0x77000078 


R/W 


DMA (Buffer 0) Start address for destination Or 
component 


0x20000000 


ADDREnd_oCb 


0X7700007C 


R/W 


DMA (Buffer 0) End address for destination Ob 
component 


0x20000000 


ADDREnd_oCr 


0x77000080 


R/W 


DMA (Buffer 0) End address for destination Or 
component 


0x20000000 


Offset_oCb 


0x77000084 


R/W 


Offset of Ob component for fetching destination 
image 


0x0 


Offset_oCr 


0x77000088 


R/W 


Offset of Cr component for fetching destination 
image 


0x0 


INXTMUUrioTarT_OUD 


UX/ /UUUUoU 


n/ VV 


iNexT rrame uivim (^ouner i ) oiari aaaress lor 
destination Cb component 


UX^UUUDoUU 


NxtADDRStart_oCr 


0x77000090 


R/W 


Next Frame DMA (Buffer 1) Start address for 
destination Cr component 


0x20006300 


NxtADDREnd_oCb 


0x77000094 


R/W 


Next Frame DMA (Buffer 1) End address for 
destination Cb component 


0x20006300 


NxtADDREnd_oCr 


0x77000098 


R/W 


Next Frame DMA (Buffer 1) End address for 
destination Cr component 


0x20006300 


POSTENVID 


0X7700009C 


R/W 


Enable Video Processing. 


0x0 


M0DE_2 


0X770000A0 


R/W 


Mode Register 2 


0x0 
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15.7.1 MODE CONTROL REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


MODE 


0x77000000 


R/W 


Mode Register [31 :0] 


0x00070B12 



MODE 


Bit 


Description 


Initiai State 


reserved 


[31] 


Must be "0" 


0 


CLKVALUP 


[30] 


Select CLKVAL_F update timing control 

0 = always 

1 = start of a frame (only once per frame) 


0 


CLKVAL_F 


[29:24] 


Determine the rates of TSCLK and CLKVAL[5:0] 

TSCLK = Clock source / (CLKVAL+1 ), where CLKVAL >= 1 

Note. The maximum frequency of VCLK is 66MHz. 


0 


CLKDIR 


[23] 


Select the clock source as direct or divide using CLKVAL_F 
register 

0 = Direct clock (frequency of TSCLK = frequency of Clock 
source) 

1 = Divided by CLKVAL_F 


0 


CLKSEL_F 


[22:21] 


Select the Video Clock source 

00 = HCLK 

01 = Clock selected by CLK_SRC[27:26] 

(refer to Chapters. System Controller) 

1 0 = reserved 

1 1 = 27MHz Ext Clock input 


0 


OutYCbCrFormat 


[20:19] 


It determines the byte organization of word data when the 
destination image is interleaved YCbCr format. For more 
information refer to Table. 1 5-1 b) . 


0 


OutRGB 


[18] 


It indicates the output color space of destination image. 0 for 
YCbCr or 1 for RGB. 


1 


DST420 


[17] 


0 for YCbCr422 and 1 for YCbCr420 destination format. It is valid 
only for YCbCr destination image (i.e. OutRGB = 0) 


1 


R2YSel 


[16] 


Select color space conversion equation from RGB to YCbCr. 1 
for YCbCr Wide range and 0 for YCbCr Narrow range. 


1 


InYCbCrFormat 
MSB 


[15] 


It determines the MSB of byte organization of word data when 
the source image is interleaved YCbCr format. For more 
information refer to Table.15-1a). 


0 


AutoLoadEnable 


[14] 


AutoLoadEnalbe. 0 for Per Frame mode and 1 for Free Run 
mode 


0 


LCDPathEnable 


[13] 


Out FIFO Mode Enable. 1 for FIFO mode and 0 for DMA mode 


0 


Interlace 


[12] 


Output scan method selection register only when FIFO mode 
(LCDPathEnable =1). 1 for Interlace scan and 0 for progressive 
scan. In DMA mode (LCDPathEnable = 0), progressive scan is 
executed irrespective of the value given. 


0 
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MODE 


Bit 


Description 


Initial State 


Wide/Narrow 


[11:10] 


Select color space conversion equation from YCbCr to RGB 
according to input value range. 2'10 for YCbCr Wide range and 
^ ui Tor YODor Narrow range 


2'b10 


SRC420 


[8] 


0 for YCbCr422 and 1 for YCbCr420 source format. It is valid 
only Tor YODor source image (i.e. innUD = uj 


1 


IMTCM 

IN 1 tINI 




Interrupt Enable. It determines whether the POSTINT signal is 
asserted or not, when the processing of the current frame is 
finished. 0: disable, 1 : enable. 


0 


POSTINT 


[6] 


interrupt renaing bit. it in i cn is enaoiea, it is automatically 
asserted right after finishing operation of the current frame. It 
must be cleared by interrupt service routine. 0: disable, 1 : 
enable. 


U 


IRQ_LEVEL 


[5] 


It determines the interrupt generation scheme. 1 for level 
interrupt, (must oe 1 ) 


0 


OutRGBFormat 


[4] 


It determines the output format of destination image. 0 for 16-bit 
(565 format) RGB and 1 for 24-bit RGB. 


1 


InRGB 


[31 


It indicates the input color space of source image. 0 for YCbCr or 
1 for RGB. 


0 


INTERLEAVE 


[2] 


It indicates the data format of YCbCr. 0 for Non-Interleaved 
format (Each component of Y, Cb and Cr is access by the word). 
1 for Interleaved format (All components of Y, Cb and Cr are 
mixed inside single word). It should be 1 when source image is 
RGB data (or InRGB =1). 


0 


InRGBFormat 


[1] 


If the source image is in RGB color space (or lnRGB=1 ), it 
indicates the data format of graphic image. 0 for 16-bit (565 
format) and 1 for 24-bit. Otherwise (or lnRGB=0), it should be 
remains to 1. 


1 


InYCbCrFormat 
LSB 


[0] 


It determines the LSB of byte organization of word data when the 
source image is interleaved YCbCr format. For more information 
refer to Table.15-1a). 


0 



Caution:: [9] bit is reserved. 
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15.7.2 Pre-Scale Ratio Register 



Register 


Address 


R/W 


Description 


Reset Value 


PreScale_Ratio 


0x77000004 


R/W 


Pre-Scale ratio for vertical and horizontal. 


0x0 



PreScale_Ratio 


Bit 


Description 


Initial State 


PreScale_V_Ratio 


[13:7] 


Pre-scale ratio for vertical direction (For more information refer 
to chapter 1 5-4) 


0x0 


PreScale_H_Ratio 


[6:0] 


Pre-scale ratio for horizontal direction (For more information 
refer to chapter 1 5-4) 


0x0 



15.7.3 PRE-SCALE IMAGE SIZE REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


PreScalelmgSize 


0x77000008 


R/W 


Pre-Scaled image size 


0x0 



PreScalelmgSize 


Bit 


Description 


Initial State 


PreScale_DSTHeight 


[23:12] 


Pre-Scaled image height (For more information refer to 
chapter 1 5-4) 


0x0 


PreScale_DSTWidth 


[11:0] 


Pre-Scaled image width (For more information refer to 
chapter 1 5-4) 


0x0 
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15.7.4 SOURCE IMAGE SIZE REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


SRCImgSize 


0x7700000c 


R/W 


Source image size 


0x0 



SRCImgSize 


Bit 


Description 


Initial State 


SRGHeight 


[23:12] 


Source image height (For more information refer to chapter 15-4). 
When source image height is 4096, SRGHeight should be 0. 


0x0 


SRGWidth 


[11:0] 


Source image width (For more information refer to chapter 15-4). 
When source image width is 4096, SRGWidth should be 0. 


0x0 



15.7.5 HORIZONTAL MAIN SCALE RATIO REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


MainScale_H_Ratio 


0x77000010 


R/W 


Main scale ratio for horizontal direction 


0x0 



SRC_Width 


Bit 


Description 


Initial State 


MainScale_H_Ratio 


[8:0] 


Main scale ratio for horizontal direction (For more information 
refer to chapter 15-4) 


0x0 



15.7.6 VERTICAL MAIN SCALE RATIO REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


MainScale_V_Ratio 


0x77000014 


R/W 


Main scale ratio for vertical direction 


0x0 



SRC_Width 


Bit 


Description 


Initial State 


MainScale_V_Ratio 


[8:0] 


Main scale ratio for vertical direction (For more information refer 
to chapter 1 5-4) 


0x0 
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15.7.7 DESTINATION IMAGE SIZE REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


DSTImgSize 


0x77000018 


R/W 


Destination image size 


0x0 



SRCImgSize 


Bit 


Description 


Initial State 


DSTHeight 


[23:12] 


Destination image height (For more information refer to chapter 15-4) 


0x0 


DSTWidth 


[11:0] 


Destination image width (For more information refer to chapter 15-4) 


0x0 



15.7.8 PRE-SCALE SHIFT FACTOR REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


PreScale_SHFactor 


0x7700001c 


R/W 


Pre-scale shift factor 


0x0 



SRC_Width 


Bit 


Description 


Initial State 


PreScale_SHFactor 


[3:0] 


Pre-scale shift factor (For more information refer to chapter 15-4) 


0x0 



^^^^^^ 
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15.7.9 DMA START ADDRESS REGISTER 



Register 


Address 


R/W 


Bit 


Description 


Reset Value 


ADDRStart_Y 


0x77000020 


R/W 


[30:0] 


DMA (Buffer 0) Start address for 
source Y or RGB component 


0x20000000 




Register 


Address 


R/W 


Bit 


Description 


Reset Value 


ADDRStart_Cb 


0x77000024 


R/W 


[30:0] 


DMA (Buffer 0) Start address for 
source Ob component 


0x20000000 




Register 


Address 


R/W 


Bit 


Description 


Reset Value 


ADDRStart_Cr 


0x77000028 


R/W 


[30:0] 


DMA (Buffer 0) Start address for 
source Or component 


0x20000000 




Register 


Address 


R/W 


Bit 


Description 


Reset Value 


ADDRStart_RGB 


0x7700002c 


R/W 


[30:0] 


DMA (Buffer 0) Start address for 
destination Y or RGB component 


0x20000000 
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15.7.10 DMA END ADDRESS REGISTER 



Register 


Address 


R/W 


Bit 


Description 


Reset Vaiue 


ADDREnd_Y 


0x77000030 


R/W 


[30:0] 


DMA (Buffer 0) End address for source 
Y or RGB component (For more 
information refer to chapter 1 5-5) 


0x20006300 




Register 


Address 


R/W 


Bit 


Description 


Reset Vaiue 


ADDREnd_Cb 


0x77000034 


R/W 


[30:0] 


DMA (Buffer 0) End address for source 
Cb component (For more information 
refer to chiapter 1 5-5) 


0x20006300 




Register 


Address 


R/W 


Bit 


Description 


Reset Vaiue 


ADDREnd_Cr 


0x77000038 


R/W 


[30:0] 


DMA (Buffer 0) End address for source 
Cr component (For more information 
refer to chiapter 1 5-5) 


0x20006300 



Register 


Address 


R/W 


Bit 


Description 


Reset Vaiue 


ADDREnd_RGB 


0x77000030 


R/W 


[30:0] 


DMA (Buffer 0) End address for 
destination Y or RGB component (For 
more information refer to chapter 15-5) 


0x20006300 
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15.7.11 CURRENT FRAME(BUFFERO) AND NEXT FRAME(BUFFERI) OFFSET REGISTER 



Register 


Address 


R/W 


Bit 


Description 


Reset Value 


Offset_Y 


0x77000040 


R/W 


[23:0] 


Offset of Y or RGB component for fetching 
source image (For more information refer 
to chapter 1 5-5) 


0x0 




Register 


Address 


R/W 


Bit 


Description 


Reset Value 


Offset_Cb 


0x77000044 


R/W 


[23:0] 


Offset of Cb component for fetching 
source image (For more information refer 
to chapter 1 5-5) 


0x0 




Register 


Address 


R/W 


Bit 


Description 


Reset Value 


Offset_Cr 


0x77000048 


R/W 


[23:0] 


Offset of Cr component for fetching source 
image (For more information refer to 
chapter 15-5) 


0x0 




Register 


Address 


R/W 


Bit 


Description 


Reset Value 


Offset_RGB 


0x7700004c 


R/W 


[23:0] 


Offset of Y or RGB component for 
restoring destination image (For more 
information refer to chapter 15-5) 


0x0 



Caution:: 0X77000050 is reserved. 
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15.7.12 NEXT FRAME DMA START ADDRESS REGISTER 



Register 


Address 


R/W 


Bit 


Description 


Reset Value 


NxtADDRStart_Y 


0x77000054 


R/W 


[30:0] 


Next Frame (Buffer 1) DMA Start 
address for source Y or RGB 
component 


0x20000000 




Register 


Address 


R/W 


Bit 


Description 


Reset Value 


NxtADDRStart_Cb 


0x77000058 


R/W 


[30:0] 


Next Frame (Buffer 1) DMA Start 
address for source Ob component 


0x20000000 




Register 


Address 


R/W 


Bit 


Description 


Reset Value 


NxtADDRStart_Cr 


0X7700005C 


R/W 


[30:0] 


Next Frame (Buffer 1) DMA Start 
address for source Or component 


0x20000000 




Register 


Address 


R/W 


Bit 


Description 


Reset Value 


NxtADDRStart RG 
B 


0x77000060 


R/W 


[30:0] 


Next Frame (Buffer 1) DMA Start 
address for destination Y or RGB 
component 


0x20000000 
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15.7.13 NEXT FRAME DMA END ADDRESS REGISTER 



Register 


Address 


R/W 


Bit 


Description 


Reset Value 


NxtADDREnd_Y 


0x77000064 


R/W 


[30:0] 


Next Frame (Buffer 1) DMA End 
address for source Y or RGB 
component (For more information refer 
to chapter 1 5-5) 


0x20006300 




Register 


Address 


R/W 


Bit 


Description 


Reset Value 


NxtADDREnd_Cb 


0x77000068 


R/W 


[30:0] 


Next Frame (Buffer 1) DMA End 
address for source Cb component (For 
more information refer to chapter 15-5) 


0x20006300 




Register 


Address 


R/W 


Bit 


Description 


Reset Value 


NxtADDREnd_Cr 


0X7700006C 


R/W 


[30:0] 


Next Frame (Buffer 1) DMA End 
address for source Cr component (For 
more information refer to chapter 15-5) 


0x20006300 



Register 


Address 


R/W 


Bit 


Description 


Reset Value 


NxtADDREnd_RGB 


0x77000070 


R/W 


[30:0] 


Next Frame (Buffer 1) DMA End 
address for destination Y or RGB 
component (For more information refer 
to chapter 1 5-5) 


0x20006300 



15.7.14 DMA START ADDRESS REGISTER FOR OUTPUT CB AND CR 



Register 


Address 


R/W 


Bit 


Description 


Reset Value 


ADDRStart_oCb 


0x77000074 


R/W 


[30:0] 


DMA (Buffer 0) Start address for 
destination Cb component 


0x20000000 




Register 


Address 


R/W 


Bit 


Description 


Reset Value 


ADDRStart_oCr 


0x77000078 


R/W 


[30:0] 


DMA (Buffer 0) Start address for 
destination Cr component 


0x20000000 
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15.7.15 DMA END ADDRESS REGISTER FOR OUTPUT CB AND OR 



Register 


Address 


R/W 


Bit 


Description 


Reset Value 


ADDREnd_oCb 


0x7700007c 


R/W 


[30:0] 


DMA (Buffer 0) End address for 
destination Cb component (For more 
information refer to chapter 15-5) 


0x20000000 




Register 


Address 


R/W 


Bit 


Description 


Reset Value 


ADDREnd_oCr 


0x77000080 


R/W 


[30:0] 


DMA (Buffer 0) End address for 
destination Cr component (For more 
information refer to chapter 15-5) 


0x20000000 



15.7.16 CURRENT FRAME(BUFFERO) AND NEXT FRAME(BUFFERI) OFFSET REGISTER FOR OUTPUT CB 
ANDCR 



Register 


Address 


R/W 


Bit 


Description 


Reset Value 


Offset_oCb 


0x77000084 


R/W 


[23:0] 


Offset of Cb component for fetching 
destination image (For more information 
refer to chapter 15-5) 


0x0 




Register 


Address 


R/W 


Bit 


Description 


Reset Value 


Offset_oCr 


0x77000088 


R/W 


[23:0] 


Offset of Cr component for fetching 
destination image (For more information 
refer to chapter 15-5) 


0x0 



15.7.17 NEXT FRAME DMA START ADDRESS REGISTER FOR OUTPUT CB AND CR 



Register 


Address 


R/W 


Bit 


Description 


Reset Value 


NxtADDRStart_oCb 


0x77000080 


R/W 


[30:0] 


Next Frame DMA (Buffer 1) Start 
address for destination Cb component 


0x20006300 




Register 


Address 


R/W 


Bit 


Description 


Reset Value 


NxtADDRStart_oCr 


0x77000090 


R/W 


[30:0] 


Next Frame DMA (Buffer 1) Start 
address for destination Cr component 


0x20006300 
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15.7.18 NEXT FRAME DMA END ADDRESS REGISTER FOR OUTPUT CB AND OR 



Register 


Address 


R/W 


Bit 


Description 


Reset Value 


NxtADDREnd_oCb 


0x77000094 


R/W 


[30:0] 


Next Frame DMA (Buffer 1 ) End 
address for destination Cb component 
(For more information refer to chapter 
15-5) 


0x20006300 




Register 


Address 


R/W 


Bit 


Description 


Reset Value 


NxtADDREnd_oCr 


0x77000098 


R/W 


[30:0] 


Next Frame DIVIA (Buffer 1 ) End 
address for destination Cr component 
(For more information refer to chiapter 
15-5) 


0x20006300 



15.7.19 POSTENVID REGISTER TO ENABLE VIDEO PROCESSING 



Register 


Address 


R/W 


Bit 


Description 


Reset Value 


POSTENVID 


0X7700009C 


R/W 


[31] 


Enable Video Processing. It enables the operation 
of POST Processor. It is de-asserted 
automatically after operation of the current frame 
is finished. It must be disabled (POSTENVID=0) 
during control register configuration state. It can 
not be de-asserted during operation. But it can be 
de-asserted in case that POST Processor is only 
ready for operation. 


0x0 
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15.7.20 MODE CONTROL REGISTER 2 



Register 


Address 


R/W 


Description 


Reset Value 


M0DE_2 


0X770000A0 


R/W 


Mode Register 2 


0x0 



M0DE_2 


Bit 


Description 


Initial State 


ADDR_CH_DIS 


[4] 


Next Address Change Disable in Free Run Mode 
When the current frame is completely finished and ADDR_CH_DIS 
is 0, Next frame address set of NxtADDRXXX is copied into the 
current frame address set of ADDRXXX. But if ADDR_CH_DIS is 
1 , ADDRXXX is not changed. (For more information refer to 
chapter 15.6.2) 

0 = Address Change Enable 

1 = Address Change Disable 


0 


BC_SEL 


[3] 


DMA address Change Selection 

0 = Address change at EVEN/ODD FIELD end 

1 = Address change at FRAME end 


0 


reserved 


[2:0] 


Must be 0 


0 
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TV SCALER (POST PROCESSOR) 



This chapter describes the functions and usage of TV Scaler in S3C6410X. 
16.1 OVERVIEW 

TV Scaler is similar to Post Processor except FIFO size (targeted SD TV) and Input FIFO Mode (Figure 16-2). 

The TV Scaler performs video/graphic scale, video format conversion and color space conversion. It is composed 
of Data-Path, DMA controller and Register files as shown in the Figure 16-1 . 




Figure 16-1. Block Diagram of TV Scaler 
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16-2 FEATURES 

Dedicated DMA with offset address 

3 Channel scaling pipelines for video/graphic scaling up/down or zooming in/out 
Video input format: 420, 422 format 
Graphic input format: 16-bit (565format) or 24-bit 

Graphics Output format to Memory: 16-bit (565 format) / 24-bit graphic data (progressive only) 
Video Output format to Memory: YCbCr420, YCbCr422 
Input format to external FIFO: YCbCr444 / RGB (24-bit) 

Output format to external FIFO: YCbCr444 / RGB (30-bit) for interlace and progressive 
FreeRun Mode Operation 

Programmable source image size up to 800x2048 resolution 
Programmable destination image size up to 2048x2048 resolution 
Programmable scaling ratio 
Format conversion for video signals 
Color space conversion from YCbCr to RGB 

Color Space conversion from RGB to YCbCr 
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16-3 A SOURCE AND DESTINATION IMAGE DATA FORMAT 

On top of FIMV TV Scaler, there are two output modes such as DMA mode and FIFO mode as shown in the 
following Figure 16-2. 



In FIFO mode (if LCDPathEnable = 1 , for more information refer to Chapter 16.7 Register File List), destination 
image is transferred to the FIFO in display controller (or some other IP with FIFO interface) without additional 
memory bandwidth such as TV SCALER-to-Memory and Memory-to-Display Controller. The source image format 
and the destination image format are described in section 16.3.2 FIFO mode. 



Memory 



Memory 



1 Frame 



Video/ 
Graphic 



DMA 
Mode 



Progressive 

External FIFO from 
Display Controller 




FIFO 




TV Scaler 




DMA 
Mode 



1 Frame 



FIFO 
Mode 




FIFO 
Mode 



Progressive 

External FIFO to Display 
Controller or TV Encoder 



FIFO 



Progressive/ 
Interlace 



Figure 16-2. Two input and output modes in TV Scaler Block Diagram 
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16.3.1 DMA MODE OPERATION 

Various source and destination image formats can be selected according to the mode configuration as described 
in Table 16-1 a. Source image format is one of the following YCbCr420, YCbCr422, RGB1 6-bit (565format) and 
RGB 24-bit format. Destination image format is identical to the source image format such as YGbGr420, 
YGbGr422, RGB 16-bit (565format) and RGB 24-bit format. The detail control signal is define in Table 16-1 b. 



In the case of YCbCr420 source/destination image format, each component of Y, Cb and Cr is stored in each own 
separated address space without any interleaving as shown in Case A of Figure 16-3 (a) and Figure 16-4. In the 
other cases, either byte or half-word interleaving is applied within unified address space as described in Figure 
16-3 (b). Byte interleaving order of YCbCr422 source image can be selected either from YCbYCr or CbYCrY as 
shown in case B and C of Figure 1 6-3 (b) (b) and Figure 1 6-4. Byte order of RGB 24-bit and half-word order of 
RGB 16-bit are described in case D and E of Figure 16-3 (b) and Figure 16-4. 



In both cases of YCbCr420 and YCbCr422 source image format, whether MPEG4 format or MPEG2/H.263 format 
needs to be selected according to the sampling position of the chroma information as shown in Figure 16-4. 
Destination image have the same sampling position of source image when both source and destination image are 
YCbCr format. If source image is RGB format and destination image is YCbCr format, the sampling position of 
chroma component is the same position of Luma. 



All source and destination image data must be stored in memory system aligned with word boundary. It means 
that neither byte nor half-word size DMA operations are supported (For more information refer to section 16-5 for 
DMA operation). Therefore, the width of source and destination image must be selected to satisfy the word 
boundary condition (For more information refer to Section 16-4 for image size). 
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Table 16-1 a. Mode configuration for video/graphic source format and the corresponding data format 



Mnnprfti 

lyl\JUC\0\ 

SRC420 


InRGB 


INTER- 
LEAVE 


InRGB 
Format 


InYCbCr 
Format 


Description 


Video/Graphic 
Format 


Data Format 
in Figure 16-3 and 4 


1 


0 


0 


1 


X 


420 YCbCr Format 


A 


0 


0 


1 


1 


00/10 


422 YCbYCr Format 


B/B' 


0 


0 


1 


1 


01/11 


422 CbYCrY Format 


0/0' 


0 


1 


1 


1 


X 


RGB 24-bit true color 


D 


0 


1 


1 


0 


X 


RGB 16-bit Format 


E 



Table 16-1 b. Mode configuration for video/graphic destination format and the corresponding data format 



M0DE[18] 
OutRGB 


M0DE[17] 
DST420 


MODE[20][19] 
OutYCbCr 
Format 


M0DE[4] 
OutRGB 
Format 


Description 


Video/Graphic 
Format 


Data Format 
in Figure 16-3and 4 


0 


1 


X 


X 


420 YCbCr Format 


A 


0 


0 


00/10 


X 


422 YCbYCr Format 


B/B' 


0 


0 


01/11 


X 


422 CbYCrY Format 


C/C 


1 


X 


X 


1 


RGB 24-bit true color 


D 


1 


X 


X 


0 


RGB 16-bit Format 


E 
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1 Frame. 



Cb 



Cr 



WORD 

MSB LSB 



Y 


Y 


Y 


Y 


Cb 


Cb 


Cb 


Cb 


Cr 


Cr 


Cr 


Cr 



1 Frame. 



Video Data 
Or 

Graphic Data 



WORD 

MSB LSB 



Y 


Cb 


Y 


Cr 


Cb 


Y 


Cr 


Y 




X 


R 


G 


B 


PixelN,i 


PixeiN 



Memory Space 

(a) Non-Interleaving 



Memory Space 

(b) Interleaving 



B 
C 
D 
E 



Figure 16-3. Data format stored in external memory 



Case A 


Y/Cb/Cr N.3 


Y/Cb/Cr N.2 


Y/Cb/Cr N+1 


Y/Cb/Cr N 


Case B 


Yn+1 


Cb N 


Yn 


CrN 


Case B' 


Yn+1 


CrN 


Yn 


Cb N 


CaseC 


Cb N 


Yn+1 


CrN 


Yn 


Case C 


CrN 


Yn+1 


Cb N 


Yn 


Case D 


Don't Care 


Rn 


Gn 


Bn 



31 



27 26 



21 20 



16 15 



11 10 



5 4 



Case E 


R[4:0] 


G[5:0] 


B[4:0] 


R[4:0] 


G[5:0] 


B[4:0] 




















Pixel N+1 






Pixel N 



Figure 16-4. Byte and half-word organization Block Diagram 
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16.3.2 FIFO MODE OPERATION 



Output data format is determined by M0DE[18] as described in Table 16-1 b. The output data format is fixed to 
30-bit data, 10-bit per each component RGB or YCbCr444. The other specific mode configuration signals 
mentioned in Table 16-1 b are ignored if ExtFIFOIn or LCDPathEnable is set to "1". 

Table 16-2 Input and Output Data Format in FIFO Mode 



OutRGB(MODE[18]) 


Output Data Format (LCDPathEnable = 1) (Progressive / Interlace) 


0 


YCbCr 444 


1 


RGB 30-bit 



In Output FIFO mode, either progressive or interlace scan mode can be selected according to "interlace" control 
register as defined in Section 16.7. Register Files Lists. The "interlace" control bit is enabled only if 
LCDPathEnable = 1 , otherwise its value is unaffected to DMA mode operation which support only progressive. 

Even if an interlaced scan mode is enabled (LCDPathEnable = 1 and Interlace = 1), per frame management, 
which consists of even field and odd filed, operates automatically. This means that user interruption is 
unnecessary to inter field switching in the same frame. Therefore, the frame management scheme is identical for 
both progressive and interlace scan mode. 

16.4 IMAGE SIZE AND SCALE RATIO 

The RGB graphic source image size is determined by number of pixels along to horizontal and vertical directions. 
YCbCr420 and YCbCr422 source image size is determined only by numbers of Y samples along to horizontal and 
vertical directions. Destination image size is determined by final dimension of RGB graphic image. The final 
dimension of RGB graphic image is determined after color space conversion if source image is YCbCr image. 

As explained in the previous section, SRC_Width and DST_Width satisfies the word boundary constraints such 
that the number of horizontal pixel can be represented by kn where n = 1 ,2,3, ... and k = 1 / 2 / 8 for 24bppRGB / 
16bppRGB / YCbCr420 image, respectively. Also SRC_Width must be 4's multiple of PreScale_H_Ratio and 
SRC_Height must be 2's multiple of PreScale_V_Ratio. 



SRC Width 




DST Width 



Destination Image 



D 



CD 

cq" 



Figure 16-5. Source destination image size Block Diagram 
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The other control registers of pre-scaled image size, pre-scale ratio, pre-scale shift ratio and main scale ratio are 
defined according to the following equations. 

If ( SRC_Width >= 64 x DST_Width ) { Exit(-1 ); /* Out Of Horizontal Scale Range 7 } 
else if (SRC_Width >= 32 x DST_Width) { PreScale_H_Ratio = 32; H_Shift = 5; } 
else if (SRC_Width >= 1 6 x DST_Width) { PreScale_H_Ratio = 1 6; H_Shift = 4; } 



else if (SRC_Width >= 8 x DST_Width) { PreScale_H_Ratio = 8 
else if (SRC_Width >= 4 x DST_Width) { PreScale_H_Ratio = 4 
else if (SRC_Width >= 2 x DST_Width) { PreScale_H_Ratio = 2 
else { PreScale_H_Ratio = 1 ; H_Shift = 0; } 



H_Shift = 3; } 
H_Shift = 2; } 
H_Shift = 1 ; } 



PreScale_DSTWidth = SRC_Width / PreScale_H_Ratio; 
dx = ( SRC_Width « 8 ) / ( DST_Width « H_Shift); 



If ( SRC_Height >= 64 x DST_Height ) { Exit(-1 ) ; /* Out Of Vertical Scale Range V } 
else if (SRC_Height >= 32 x DST_Height) { PreScale_V_Ratio = 32; V_Shift = 5; } 
else if (SRC_Height >= 1 6 x DST_Height) { PreScale_V_Ratio = 1 6; V_Shift = 4; } 



else if (SRC_Height >= 8 x DST_Height) { PreScale_V_Ratio = 8 
else if (SRC_Height >= 4 x DST_Height) { PreScale_V_Ratio = 4 
else if (SRC_Height >= 2 x DST_Height) { PreScale_V_Ratio = 2 
else { PreScale_V_Ratio = 1 ; V_Shift = 0; } 



V_Shift = 3; } 
V_Shift = 2; } 
V_Shift = 1 ; } 



PreScale_DSTHeight = SRC_Height / PreScale_V_Ratio; 
dy = ( SRC_Height « 8 ) / ( DST_Height « V_Shift); 

PreScale_SHFactor = 1 0 - ( H_Shift + V_Shift); 
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16.5 DMA OPERATION OF SOURCE AND DESTINATION IMAGE 

There are three address categories such as start address, end address and offset address for DMA operation. 
Each address category consists of three sources address components of Y/Cb/Cr and three destinations address 
component of RGB/oCb/oCr. If a source image is stored in the non-interleaved format such as YCbCr420, all 
source address components are valid as shown in Figure 16-6 (a). If a source image is stored by the interleaved 
format such as a RGB graphic format or an YGbGr422 format, only Y component of three source components is 
valid and two chroma address components are invalid as shown in Figure 16-6 (b). If a destination image is 
stored in the non-interleaved format such as YGbGr420, all source address components RGB/oGb/oGr are valid 
as shown in Figure 16-6 (a). If a source image is stored by the interleaved format such as a RGB graphic format 
or an YGbGr422 format, only RGB component of three source components is valid and two chroma address 
components of oCb/oCr are invalid as shown in Figure 16-6 (b). 



ADDRStart_Y 
ADDREnd_Y 

ADDRStart_Cb 
ADDREnd_Cb 

ADDRStart_Cr 
ADDREnd Cr 



ADDRStart_RGB 
ADDREnd_RGB 

ADDRStart_oCb 
ADDREnd_oCb 

ADDRStart_oCr 
ADDREnd oCr 




Y 



Cb 



Cr 



Source 
Innage 




Destination 
Innage 



Video 
Or 

Graphic Data 




ADDRStart_Y 
ADDREnd Y 



ADDRStart_RGB 
ADDREnd RGB 



(a) Non-Interleaving 



(b) Interleaving 



Figure 16-6. Start and end address set according to memory allocation type 
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16.5.1 START ADDRESS 

Start address of ADDRStart_Y/Cb/Cr/RGB/oCb/oCr points the first word address where the corresponding 
component of Y/Cb/Cr/RGB/oCb/oCr is read or written. Each one must be aligned with word boundary (i.e. 
ADDRStart_X[1 :0] = 00). ADDRStart_Cb and ADDRStart_Cr are valid only for the YCbCr420 source image 
format. ADDRStart_oCb and ADDRStart_oCr are valid only for the YCbCr420 destination image format. 

16.5.2 END ADDRESS 

< Source End Address > 
ADDREnd_Y 

= ADDRStart_Y + Memory size for the component of Y/RGB 

= ADDRStart_Y + (SRG_Width x SRC_Height) x ByteSize_Per_Pixel + Offset_Y x (SRC_Height-1) 

ADDREnd_Cb (Valid for YCbCr420 source format) 

= ADDRStart_Cb + Memory size for the component of Cb 

= ADDRStart_Cb + (SRC_Width/2 x SRC_Height/2) x ByteSize_Per_Pixel + Offset_Cb x (SRC_Height/2-1) 

ADDREnd_ Cr (Valid for YCbCr420 source format) 

= ADDRStart_ Cr + Memory size for the component of Cr 

= ADDRStart_Cr + (SRC_Width/2 x SRC_Height/2) x ByteSize_Per_Pixel + Offset_Cr x (SRC_Height/2-1) 

< Destination End Address > 
ADDREnd_RGB 

= ADDRStart_RGB + Memory size for the component of RGB data (or component of Y) 

= ADDRStart_RGB + (DST_Width x DST_Height) x ByteSize_Per_Pixel + Offset_RGB x (DST_Height-1) 

ADDREnd_oCb (Valid for YCbCr420 destination format) 
= ADDRStart_oCb + Memory size for the component of Cb 

= ADDRStart_oCb + (SRC_Width/2 x SRC_Height/2) x ByteSize_Per_Pixel + Offset_Cb x (SRC_Height/2-1) 

ADDREnd_ oCr (Valid for YCbCr420 destination format) 
= ADDRStart_ oCr + Memory size for the component of Cr 

= ADDRStart_oCr + (SRC_Width/2 x SRC_Height/2) x ByteSize_Per_Pixel + Offset_Cr x (SRC_Height/2-1) 
Where, 

Offset_Y/Cb/Cr/RGB 

= Memory size for offset per a horizontal line 
= Number of pixel (or sample) in horizontal offset x ByteSize_Per_Pixel (or Sample) 



ByteSize_Per_Pixel = [ 1 for YCbCr420 



2 for 1 6-bit RGB and YcbCr422 
4 for 24-bit RGB 
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Offset address is used for the following two situations. One is to fetch some parts of source image in order to 
zoom in/out as shown in Figure 16-7 (a). The other is to restore destination image for PIP (picture-in-picture) 
applications as shown in Figure 16-7 (b). The word boundary constraints must be satisfied in both cases. 




(a) 




Source Area 



Destination Area 





Offset 



PIP Image 




Background Image 



(b) 



Figure 16-7. Offset address for (a) source image for zoom in/out operation and 
(b) Destination image for PIP applications 
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16.6 FRAME MANAGEMENT OF TV SCALER 
16.6.1 PER FRAME MANAGEMENT MODE 

Per frame management of TV Scaler are controlled by two controls register such as POSTENVID and POSTINT 
as shown in Figure 16-8. "POSTENVID" triggers the operation of TV SCALER. It is automatically de-asserted 
when all operations of the given frame are completed. Before asserting "POSTENVID", all control registers must 
be set to the proper value as explained in the previous chapters. When all operations are completed, interrupt 
pending register is asserted (P0STINT=1), if the interrupt enable signal is asserted (INTEN=1). The POSTINT 
signal, directing to the interrupt controller, must be cleared by the interrupt service routine. The polling 
POSTENVID is also used to detect the end of the operation. 



Users set 
(Start operation) 



POSTENVID 



POSTINT 



// 



Automatic 
clear/assertion 
(Te r minat^pe^t 1 0 n ) 



User clear 
if asserted 

J— 



Control Register Set 



(INTEN=1) / 



(INTEN=0) 



Figure 16-8. Start and termination of TV SCALER operation (AutoLoadEnable = 0) 
16.6.2 FREE RUN MODE 

To activate the new frame management scheme of free run operation, you must set "AutoLoadEnable" bit to 1 . In 
this mode, user can pre-define the next frame-related address set of NxtADDRXXX (defined in chapter 16.7 
Register files) even when the current frame is under operation. When the current frame is completely finished, the 
following operations are executed step-by-step. 

1 . According to INTEN, interrupt signal is asserted or not. 

2. Next frame address set of NxtADDRXXX is copied into the current frame address set of ADDRXXX. 

3. ENVID is automatically asserted and the next frame operation starts up. 



** In Free Run Mode, the other register value except the address stuff must remain same value between the 
current frame and the next frame. 
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16.7 REGISTER FILE LISTS 



Register 


Address 


R/W 


Description 


Reset Value 


MODE 


0x76300000 


R/W 


Mode Register 


0X00070B12 


PreScale Ratio 


0x76300004 


R/W 


Pre-Scale ratio for vertical and horizontal 


0x0 


PreScalelmgSize 


0x76300008 


R/W 


Pre-Scaled image size 


0x0 


bRulmgbize 


0x76300000 


R/W 


Source image size 


0x0 


MainScale_H_Ratio 


0x76300010 


R/W 


Main scale ratio along to horizontal direction 


0x0 


MainScale_V_Ratio 


0x76300014 


R/W 


Main scale ratio along to vertical direction 


0x0 


DSTImgSize 


0x76300018 


R/W 


Destination image size 


0x0 


PreScale_SHFactor 


0x7630001c 


R/W 


Pre-scale shift factor 


0x0 


ADDRStart_Y 


0x76300020 


R/W 


DMA (Buffer 0) Start address for source Y or 
RGB component 


0x20000000 


ADDRStart_Cb 


0x76300024 


R/W 


DMA (Buffer 0) Start address for source Ob 
component 


0x20000000 


ADDRStart_Cr 


0x76300028 


R/W 


DMA (Buffer 0) Start address for source Or 
component 


0x20000000 


ADDRStart_RGB 


0x76300020 


R/W 


DMA (Buffer 0) Start address for destination Y or 
RGB component 


0x20000000 


ADDREnd_Y 


0x76300030 


R/W 


DMA (Buffer 0) End address for source Y or RGB 
component 


0x20006300 


ADDREnd_Cb 


0x76300034 


R/W 


DMA (Buffer 0) End address for source Ob 
component 


0x20006300 


ADDREnd_Cr 


0x76300038 


R/W 


DMA (Buffer 0) End address for source Or 
component 


0x20006300 


ADDREnd_RGB 


0x7630003C 


R/W 


DMA (Buffer 0) End address for destination Y or 
RGB component 


0x20006300 


Offset_Y 


0x76300040 


R/W 


Offset of Y or RGB component for fetching 
source image 


0x0 


Offset_Cb 


0x76300044 


R/W 


Offset of Ob component for fetching source 
image 


0x0 


Offset_Cr 


0x76300048 


R/W 


Offset of Or component for fetching source image 


0x0 


Offset_RGB 


0X7630004C 


R/W 


Offset of Y or RGB component for restoring 
destination image 


0x0 


RESERVED 


0x76300050 








NxtADDRStart_Y 


0x76300054 


R/W 


Next Frame (Buffer 1) DMA Start address for 
source Y or RGB component 


0x20000000 


NxtADDRStart_Gb 


0x76300058 


R/W 


Next Frame (Buffer 1) DMA Start address for 
source Ob component 


0x20000000 


NxtADDRStart_Cr 


0x7630005C 


R/W 


Next Frame (Buffer 1) DMA Start address for 
source Or component 


0x20000000 


NxtADDRStart_RGB 


0x76300060 


R/W 


Next Frame (Buffer 1) DMA Start address for 
destination Y or RGB component 


0x20000000 
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Register 


Address 


R/W 


Description 


Reset Value 


NxtADDREnd_Y 


0x76300064 


R/W 


Next Frame (Buffer 1) DMA End address for 
source Y or RGB component 


0x20006300 


NxtADDREnd_Cb 


0x76300068 


R/W 


Next Frame (Buffer 1) DMA End address for 
source Cb component 


0x20006300 


NxtADDREnd_Cr 


0x7630006c 


R/W 


Next Frame (Buffer 1) DMA End address for 
source Cr component 


0x20006300 


NxtADDREnd_RGB 


0x76300070 


R/W 


Next Frame (Buffer 1) DMA End address for 
destination Y or RGB component 


0x20006300 


ADDRStart_oCb 


0x76300074 


R/W 


DMA (Buffer 0) Start address for destination Cb 
component 


0x20000000 


ADDRStart_oCr 


0x76300078 


R/W 


DMA (Buffer 0) Start address for destination Cr 
component 


0x20000000 


ADDREnd_oCb 


0x7630007c 


R/W 


DMA (Buffer 0) End address for destination Cb 
component 


0x20000000 


ADDREnd_oCr 


0x76300080 


R/W 


DMA (Buffer 0) End address for destination Cr 
component 


0x20000000 


Offset_oCb 


0x76300084 


R/W 


Offset of Cb component for fetching destination 
image 


0x0 


Offset_oCr 


0x76300088 


R/W 


Offset of Cr component for fetching destination 
image 


0x0 


NxtADDRStart_oCb 


0X7630008C 


R/W 


Next Frame DMA (Buffer 1) Start address for 
destination Cb component 


0x20006300 


NxtADDRStart_oCr 


0x76300090 


R/W 


Next Frame DMA (Buffer 1) Start address for 
destination Cr component 


0x20006300 


NxtADDREnd_oCb 


0x76300094 


R/W 


Next Frame DMA (Buffer 1) End address for 
destination Cb component 


0x20006300 


NxtADDREnd_oCr 


0x76300098 


R/W 


Next Frame DMA (Buffer 1) End address for 
destination Cr component 


0x20006300 


POSTENVID 


0X7630009C 


R/W 


Enable Video Processing. 


0x0 


M0DE_2 


0X763000A0 


R/W 


Mode Register 2 


0x0 
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16.7.1 MODE CONTROL REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


MODE 


0x76300000 


R/W 


Mode Register [31 :0] 


0x00070B12 



MODE 


Bit 


Description 


Initial State 


ExtFIFOIn 


[31] 


In FIFO Mode Enable. 1 for FIFO mode and 0 for DMA mode 


0 


CLKVALUP 


[30] 


Select CLKVAL_F update timing control 

0 = always 

1 = start of a frame (only once per frame) 


0 


CLKVAL F 


[29-241 


Determine the rates of TSCLK and CLKVALrS'Ol 

LV^IIIIIII^ Lll^ 1 CiL^O \J 1 1 \. \X\ \\^ \J ^1 X V #1^1 w ■ J 

TSCLK = Clock source / (CLKVAL+1), where CLKVAL >= 1 
Note. The maximum frequency of VCLK is 66MHz. 


0 


CLKDIR 


[23] 


liil II 1" 1 l""l " 1 1 /I f A 1 I— 

Select the clock source as direct or divide using CLKVAL_F 
register 

C\ r^ir^/^t /^lo/^l/' l^Y(^r\\ idrir»\/ T^OI 1^ fr/^ni i/^nr»\/ C^\r\r\c orM irr»ia\ 

U — L/litJL/l UlUurv ^1 1 yL|Ut?i luy Ul 1 oOLrx — MyL|Ut;ilL/y Ul OIUuK. bUUiL/y; 

1 = Divided by CLKVAL_F 


0 


1 ixo 1 — 1 i~ 

CLKSEL_F 


[22:21] 


Select the Video Clock source 
00 = HCLK 

Ul = uiocK selected by ulk_oHu[^/ .^bj 
(refer to Chapters. System Controller) 

1 0 = reserved 

1 1 = 27l\/IHz Ext Clock input 


0 


OutYCbCrFormat 


[20:19] 


It determines the byte organization of word data when the 
destination image is interleaved YCbCr format. For more 
information refer to Table 16-1 b. 


0 


OutRGB 


[18] 


It indicates the output color space of destination image. 0 for 
YCbCror 1 for RGB. 


1 


DST420 


[17] 


0 for YCbCr422 and 1 for YCbCr420 destination format. It is valid 
only for YCbCr destination image (i.e. OutRGB = 0) 


1 


R2YSel 


[16] 


Select color space conversion equation from RGB to YCbCr. 1 for 
YCbCr Wide range and 0 for YCbCr Narrow range. 


1 


InYCbCrFormat 
MSB 


[15] 


It determines the MSB of byte organization of word data when the 
source image is interleaved YCbCr format. For more information 
refer to Table 16-1 a. 


0 


AutoLoadEnable 


[14] 


AutoLoadEnalbe. 0 for Per Frame mode and 1 for Free Run mode 


0 


LCDPathEnable 


[13] 


Out FIFO Mode Enable. 1 for FIFO mode and 0 for DMA mode 


0 


Interlace 


[12] 


Output scan method selection register only when FIFO mode 
(LCDPathEnable =1). 1 for Interlace scan and 0 for progressive 
scan. In DMA mode (LCDPathEnable = 0), progressive scan is 
executed irrespective of the value given. 


0 


Wide/Narrow 


[11:10] 


Select color space conversion equation from YCbCr to RGB 
according to input value range. 2'1 0 for YCbCr Wide range and 
2'01 for YCbCr Narrow range 


2'b10 
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MODE 


Bit 


Description 


Initial State 


SRC420 


[8] 


0 for YGbGr422 and 1 for YGbGr420 source format. It is valid only 
for YGbGr source image (i.e. InRGB = 0) 


1 


INTEN 


[7] 


Interrupt Enable. It determines whether the POSTINT signal is 
asserted or not, when the processing of the current frame is 
finished. 0: disable, 1 : enable. 


0 


POSTINT 


[6] 


Interrupt Pending Bit. If INTEN is enabled, it is automatically 
asserted right after finishing operation of the current frame. It must 
be cleared by interrupt service routine. 0: disable, 1 : enable. 


0 


IRQ_LEVEL 


[5] 


It determines the interrupt generation scheme. 1 for level interrupt, 
(must be 1) 


0 


OutRGBFormat 


[4] 


It determines the output format of destination image. 0 for 1 6-bit 
(565 format) RGB and 1 for 24-bit RGB. 


1 


InRGB 


[3] 


It indicates the input color space of source image. 0 for YCbCr or 1 
for RGB. 


0 


INTERLEAVE 


[2] 


It indicates the data format of YGbGr. 0 for Non-Interleaved format 
(Each component of Y, Gb and Gr is access by the word). 1 for 
Interleaved format (All components of Y, Gb and Gr are mixed 
inside single word). It should be 1 when source image is RGB data 
(or InRGB =1). 


0 


InRGBFormat 


[1] 


If the source image is in RGB color space (or lnRGB=1 ), it indicates 
the data format of graphic image. 0 for 16-bit (565 format) and 1 for 
24-bit. Otherwise (or lnRGB=0), it should be remains to 1 . 


1 


InYCbCrFormat 
LSB 


[0] 


It determines the LSB of byte organization of word data when the 
source image is interleaved YGbGr format. For more information 
refer to Table 16-1 b. 


0 



Gaution:: [9] bit is reserved. 
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16.7.2 Pre-Scale Ratio Register 



Register 


Address 


R/W 


Description 


Reset Value 


PreScale_Ratio 


0x76300004 


R/W 


Pre-Scale ratio for vertical and horizontal. 


0x0 



PreScale_Ratio 


Bit 


Description 


Initial State 


PreScale_V_Ratio 


[13:7] 


Pre-scale ratio for vertical direction (For more information refer 
to chapter 1 6-4) 


0x0 


PreScale_H_Ratio 


[6:0] 


Pre-scale ratio for horizontal direction (For more information 
refer to chapter 1 6-4) 


0x0 



16.7.3 PRE-SCALE IMAGE SIZE REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


PreScalelmgSize 


0x76300008 


R/W 


Pre-Scaled image size 


0x0 



PreScalelmgSize 


Bit 


Description 


Initial State 


PreScale_DSTHeight 


[23:12] 


Pre-Scaled image height (For more information refer to 
chapter 1 6-4) 


0x0 


PreScale_DSTWidth 


[11:0] 


Pre-Scaled image width (For more information refer to 
chapter 1 6-4) 


0x0 
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16.7.4 SOURCE IMAGE SIZE REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


SRCImgSize 


0x7630000c 


R/W 


Source image size 


0x0 



SRCImgSize 


Bit 


Description 


Initial State 


SRGHeight 


[23:12] 


Source image height (For more information refer to chapter 16-4) 


0x0 


SRGWidth 


[11:0] 


Source image width (For more information refer to chapter 16-4) 


0x0 



16.7.5 HORIZONTAL MAIN SCALE RATIO REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


MainScale_H_Ratio 


0x76300010 


R/W 


Main scale ratio for horizontal direction 


0x0 



SRC_Width 


Bit 


Description 


Initial State 


MainScale_H_Ratio 


[8:0] 


Main scale ratio for horizontal direction (For more information 
refer to chapter 1 6-4) 


0x0 



16.7.6 VERTICAL MAIN SCALE RATIO REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


MainScale_V_Ratio 


0x76300014 


R/W 


Main scale ratio for vertical direction 


0x0 



SRC_Width 


Bit 


Description 


Initial State 


MainScale_V_Ratio 


[8:0] 


Main scale ratio for vertical direction (For more information refer 
to chapter 1 6-4) 


0x0 
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16.7.7 DESTINATION IMAGE SIZE REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


DSTImgSize 


0x76300018 


R/W 


Destination image size 


0x0 



SRCImgSize 


Bit 


Description 


Initial State 


DSTHeight 


[23:12] 


Destination image height (For more information refer to chapter 16-4) 


0x0 


DSTWidth 


[11:0] 


Destination image width (For more information refer to chapter 16-4) 


0x0 



16.7.8 PRE-SCALE SHIFT FACTOR REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


PreScale_SHFactor 


0x7630001c 


R/W 


Pre-scale shift factor 


0x0 



SRC_Width 


Bit 


Description 


Initial State 


PreScale_SHFactor 


[3:0] 


Pre-scale shift factor (For more information refer to chapter 16-4) 


0x0 
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16.7.9 DMA START ADDRESS REGISTER 



Register 


Address 


R/W 


Bit 


Description 


Reset Value 


ADDRStart_Y 


0x76300020 


R/W 


[30:0] 


DMA (Buffer 0) Start address for 
source Y or RGB component 


0x20000000 




Register 


Address 


R/W 


Bit 


Description 


Reset Value 


ADDRStart_Cb 


0x76300024 


R/W 


[30:0] 


DMA (Buffer 0) Start address for 
source Ob component 


0x20000000 




Register 


Address 


R/W 


Bit 


Description 


Reset Value 


ADDRStart_Cr 


0x76300028 


R/W 


[30:0] 


DMA (Buffer 0) Start address for 
source Or component 


0x20000000 




Register 


Address 


R/W 


Bit 


Description 


Reset Value 


ADDRStart_RGB 


0x7630002c 


R/W 


[30:0] 


DMA (Buffer 0) Start address for 
destination Y or RGB component 


0x20000000 



16.7.10 DMA END ADDRESS REGISTER 



Register 


Address 


R/W 


Bit 


Description 


Reset Vaiue 


ADDREnd_Y 


0x76300030 


R/W 


[30:0] 


DMA (Buffer 0) End address for source Y 
or RGB component (For more information 
refer to chiapter 1 6-5) 


0x20006300 




Register 


Address 


R/W 


Bit 


Description 


Reset Vaiue 


ADDREnd_Cb 


0x76300034 


R/W 


[30:0] 


DMA (Buffer 0) End address for source Cb 
component (For more information refer to 
chapter 1 6-5) 


0x20006300 




Register 


Address 


R/W 


Bit 


Description 


Reset Value 


ADDREnd_Cr 


0x76300038 


R/W 


[30:0] 


DIVIA (Buffer 0) End address for source Cr 
component (For more information refer to 
cliapter 1 6-5) 


0x20006300 




Register 


Address 


R/W 


Bit 


Description 


Reset Value 


ADDREnd_RGB 


0x7630003c 


R/W 


[30:0] 


DMA. (Buffer 0) End address for destination 
Y or RGB component (For more information 
refer to cliapter 1 6-5) 


0x20006300 
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16.7.11 CURRENT FRAME (BUFFERO) AND NEXT FRAME (BUFFER1) OFFSET REGISTER 



Register 


Address 


R/W 


Bit 


Description 


Reset Value 


Offset_Y 


0x76300040 


R/W 


[23:0] 


Offset of Y or RGB component for fetching 
source image (For more information refer 
to chapter 1 6-5) 


0x0 




Register 


Address 


R/W 


Bit 


Description 


Reset Value 


Offset_Cb 


0x76300044 


R/W 


[23:0] 


Offset of Cb component for fetching 
source image (For more information refer 
to chapter 1 6-5) 


0x0 




Register 


Address 


R/W 


Bit 


Description 


Reset Value 


Offset_Cr 


0x76300048 


R/W 


[23:0] 


Offset of Cr component for fetching source 
image (For more information refer to 
chapter 1 6-5) 


0x0 



Register 


Address 


R/W 


Bit 


Description 


Reset Value 


Offset_RGB 


0x76300040 


R/W 


[23:0] 


Offset of Y or RGB component for 
restoring destination image (For more 
information refer to chapter 16-5) 


0x0 



Caution:: 0X76300050 is reserved. 



16.7.12 NEXT FRAME DMA START ADDRESS REGISTER 



Register 


Address 


R/W 


Bit 


Description 


Reset Value 


NxtADDRStart_Y 


0x76300054 


R/W 


[30:0] 


Next Frame (Buffer 1) DMA Start address 
for source Y or RGB component 


0x20000000 



Register 


Address 


R/W 


Bit 


Description 


Reset Value 


NxtADDRStart_Gb 


0x76300058 


R/W 


[30:0] 


Next Frame (Buffer 1) DMA Start 
address for source Cb component 


0x20000000 




Register 


Address 


R/W 


Bit 


Description 


Reset Value 


NxtADDRStart_Gr 


0x76300050 


R/W 


[30:0] 


Next Frame (Buffer 1) DMA Start 
address for source Cr component 


0x20000000 




Register 


Address 


R/W 


Bit 


Description 


Reset Value 


NxtADDRStart_RGB 


0x76300060 


R/W 


[30:0] 


Next Frame (Buffer 1) DMA Start 
address for destination Y or RGB 
component 


0x20000000 
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16.7.13 NEXT FRAME DMA END ADDRESS REGISTER 



Register 


Address 


R/W 


Bit 


Description 


Reset Value 


NxtADDREnd_Y 


0x76300064 


R/W 


[30:0] 


Next Frame (Buffer 1) DMA End 
address for source Y or RGB 
component (For more information 
refer to chapter 1 6-5) 


0x20006300 




Register 


Address 


R/W 


Bit 


Description 


Reset Value 


NxtADDREnd_Cb 


0x76300068 


R/W 


[30:0] 


Next Frame (Buffer 1) DMA End 
address for source Cb component 
(For more information refer to chapter 
16-5) 


0x20006300 




Register 


Address 


R/W 


Bit 


Description 


Reset Value 


NxtADDREnd_Cr 


0X7630006C 


R/W 


[30:0] 


Next Frame (Buffer 1) DMA End 
address for source Cr component (For 
more information refer to chapter 16- 
5) 


0x20006300 



Register 


Address 


R/W 


Bit 


Description 


Reset Value 


NxtADDREnd_RGB 


0x76300070 


R/W 


[30:0] 


Next Frame (Buffer 1) DMA End 
address for destination Y or RGB 
component (For more information 
refer to chapter 1 6-5) 


0x20006300 



16.7.14 DMA START ADDRESS REGISTER FOR OUTPUT CB AND CR 



Register 


Address 


R/W 


Bit 


Description 


Reset Value 


ADDRStart_oCb 


0x76300074 


R/W 


[30:0] 


DMA (Buffer 0) Start address for 
destination Cb component 


0x20000000 




Register 


Address 


R/W 


Bit 


Description 


Reset Value 


ADDRStart_oCr 


0x76300078 


R/W 


[30:0] 


DMA (Buffer 0) Start address for 
destination Or component 


0x20000000 
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16.7.15 DMA END ADDRESS REGISTER FOR OUTPUT CB AND CR 



Register 


Address 


R/W 


Bit 


Description 


Reset Value 


ADDREnd_oCb 


0x7630007c 


R/W 


[30:0] 


DMA (Buffer 0) End address for 
destination Cb component (For more 
information refer to chapter 16-5) 


0x20000000 




Register 


Address 


R/W 


Bit 


Description 


Reset Value 


ADDREnd_oCr 


0x76300080 


R/W 


[30:0] 


DMA (Buffer 0) End address for 
destination Cr component (For more 
information refer to chapter 16-5) 


0x20000000 



16.7.16 CURRENT FRAME (BUFFERO) AND NEXT FRAME (BUFFER1) OFFSET REGISTER FOR OUTPUT 
CB AND CR 



Register 


Address 


R/W 


Bit 


Description 


Reset Value 


Offset_oCb 


0x76300084 


R/W 


[23:0] 


Offset of Cb component for fetching 
destination image (For more information 
refer to chapter 1 6-5) 


0x0 




Register 


Address 


R/W 


Bit 


Description 


Reset Value 


Offset_oCr 


0x76300088 


R/W 


[23:0] 


Offset of Cr component for fetching 
destination image (For more information 
refer to chapter 1 6-5) 


0x0 



16.7.17 NEXT FRAME DMA START ADDRESS REGISTER FOR OUTPUT CB AND CR 



Register 


Address 


R/W 


Bit 


Description 


Reset Value 


NxtADDRStart_oCb 


0x7630008 
C 


R/W 


[30:0] 


Next Frame DMA (Buffer 1 ) Start 
address for destination Cb component 


0x20006300 




Register 


Address 


R/W 


Bit 


Description 


Reset Value 


NxtADDRStart_oCr 


0x7630009 
0 


R/W 


[30:0] 


Next Frame DMA (Buffer 1 ) Start 
address for destination Or component 


0x20006300 
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16.7.18 NEXT FRAME DMA END ADDRESS REGISTER FOR OUTPUT CB AND CR 



Register 


Address 


R/W 


Bit 


Description 


Reset Value 


NxtADDREnd_oCb 


0x76300094 


R/W 


[30:0] 


Next Frame DMA (Buffer 1 ) End 
address for destination Cb component 
(For more information refer to chapter 
16-5) 


0x20006300 




Register 


Address 


R/W 


Bit 


Description 


Reset Value 


NxtADDREnd_oC 
r 


0x76300098 


R/W 


[30:0] 


Next Frame DIVIA (Buffer 1 ) End 
address for destination Cr component 
(For more information refer to chiapter 
16-5) 


0x20006300 



16.7.19 POSTENVID REGISTER FOR ENABLE VIDEO PROCESSING 



Register 


Address 


R/W 


Bit 


Description 


Reset Value 


POSTENVI 
D 


0X7630009C 


R/W 


[31] 


Enable Video Processing. It turns on the operation 
of TV Scaler. It is de-asserted automatically after 
operation of the current frame is finished. It should 
be disabled (POSTENVID=0) during control register 
configuration state. It can not be de-asserted during 
operation. But it can be de-asserted in case that TV 
Scaler is only ready for operation. 


0x0 
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16.7.20 MODE CONTROL REGISTER 2 



Register 


Address 


R/W 


Description 


Reset Value 


M0DE_2 


0X763000A0 


R/W 


Mode Register 2 


0x0 



M0DE_2 


Bit 


Description 


Initial State 


FIFO_OUT_PATH 


[6:5] 


FIFO output path selection 

00 = TV Encoder output 

01 = FIMD WIN1 
1x = FIMD WIN2 


00 


ADDR_CH_DIS 


[4] 


Next Address Change Disable in Free Run Mode 
When the current frame is completely finished and ADDR_CH_DIS 
is 0, Next frame address set of NxtADDRXXX is copied into the 
current frame address set of ADDRXXX. But if ADDR_CH_DIS is 
1 , ADDRXXX is not changed. (For more information refer to 
chapter 16.6.2) 

0 = Address Change Enable 

1 = Address Change Disable 


0 


BC_SEL 


[3] 


DMA address Change Selection 

0 = Address change at EVEN/ODD FIELD end 

1 = Address change at FRAME end 


0 


Reserved 


[2:0] 


Must be 0. 


0 



ELECTRONICS 



16-25 



641 ox UM 



TV ENCODER 




TV ENCODER 



17.1 OVERVIEW 

This is TV Encoder which coverts digital video data to analog composite. TV Encoder in S3C6410X has a few 
special features. First of all, it has the image enhancing engine. The image is enhanced by special effects. 
Second, it supports the image display of various sizes. There are full, wide and original modes. 

Additionally, TV Encoder in S3C6410X supports analog composite-out and S-video out. 



• Built in the MIE (Mobile Image Enhancer) engine 

- Black & White Stretch 

- Blue Stretch & Flesh-Tone Correction 

- Dynamic Horizontal Peaking & LTI 

- Black and White Noise reduction 

- Contrast, Sharpness, Gamma and Brightness Control 

• It is possible to display stream, which is different with LCD. 

• Original, full and wide size video-out 

• Supports following formats : 

- NTSC-M, NTSC-J 

- PAL-B/D/G/H/I , PAL-M , PAL-Nc 



17.2 FEATURE 
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17.3 BLOCK DIAGRAM 



GO 



< ^ 



SFR Control Block 



m. 



H — ^ . 

i Control Signal | 



Timing Generator 



t^'Z::2<:^!:y::^:^^^ QqIq Signal 



FIFO 
(2048 depth) 



TV Controller 





► 


Sync 




Gen 

A 





Control 
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> Macrovision 



LPF 



Y(CVBS) 



Y X 



Image 
Enhancer 



I Data Signal i 



DAC 









DAC 





Sin 



LPF 
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Sub 
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Gen 



LPF 



Enhancing & Encoding Block 



Figure 17-1. TV Encoder Block Diagram 
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17.4 FUNCTIONAL DESCRIPTIONS 

TV Encoder encodes digital pixel data to ITU-R BT.656 format. TV Encoder largely consists of 4 parts. 

The first part is the Enhancer & Encoder block. The Enhancer & Encoder block contains the encoder and the 
image enhancer. The image enhancer takes charge of an image enhancing by controlling Black & White Stretch, 
Gamma, Bright, and Contrast etc. We can get the image, which is reinforced with some effect. And then the 
encoder generated TV signal which is ITU-R BT.656 format. 

DATA PATHS 




(1) 


Post 
Processor 




Display 
Controller 




TV Scaler 




TV Encoder 


< 




(2) 


> 





Figure 17-2. TV Encoder Data Path Concept 

To display the different image at LCD and TV, there are two paths. 

(Post Processor ->) Display controller -> LCD panel, path (1) (in figure). 

Data are loaded directly from memory by either Post-Processor or Display Controller. 

TV scaler -> TV Encoder, path (2) (in figure). 

Data are loaded by TV scaler. It treats data that covert properly size and color-space. Finally, it sends them to TV 
encoder. 

This path is able to display different images between LCD and TV encoder. 
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17.4.1 COMPOSITION OF ANALOG COMPOSITE SIGNAL 



2 



White Level 



Black Level 



Blank Level 
Sync Level" 




7.5 IRE 



1 Line 



Figure 17-3. Composition of Analog Composite Signal 

Figure 17-3 shows horizontal timing. In X axis for TV composite out, it divide 3 timing parts. It is Back-Porch, 
Active and Front-Porch. Back-Porch and Front-Porch are to synchronize signal. And Active-Region contains valid 
data. 

In Y axis for TV composite out, it contains luminance and chrominance component. DC-level in Figure 17-3 
present luminance component. Also, Chrominance component is sampled by Burst frequency. Chrominance 
component is shown by sine-wave form in Figure 17-3. 

According to TV system (NTSC or PAL), it distinguishes Black-level from Blank-level. 
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17.4.2 COMMON NTSC SYSTEM 



"M" 

LINE/FIELD = 525 / 59.94 
FH = 15.734 KHZ 
FV = 59.94 HZ 
FSC = 3.579545 MHZ 

BLANKING SETUP = 7.5 IRE 
VIDEO BANDWIDTH = 4.2 MHZ 
AUDIO CARRIER = 4.5 MHZ 
CHANNEL BANDWIDTH = 6 MHZ 



"NTSC-J" 

LINE/FIELD = 525 / 59.94 
FH = 15.734 KHZ 
FV = 59.94 HZ 
FSC = 3.579545 MHZ 

BLANKING SETUP = 0 IRE 
VIDEO BANDWIDTH = 4.2 MHZ 
AUDIO CARRIER = 4.5 MHZ 
CHANNEL BANDWIDTH = 6 MHZ 



"NTSC 4.43" 

LINE/FIELD = 525 / 59.94 
FH = 15.734 KHZ 
FV = 59.94 HZ 
FSC = 4.43361875 MHZ 

BLANKING SETUP = 7.5 IRE 
VIDEO BANDWIDTH = 4.2 MHZ 
AUDIO CARRIER = 4.5 MHZ 
CHANNEL BANDWIDTH = 6 MHZ 



Figure 17-4. Common NTSC System 

Types of NTSC are NTSC-M, NTSC-J and NTSC 4.43. U. S. and Republic of Korea use NTSC-M. Japan only 
uses NTSC-J, which is different with NTSC-M in blanking level (7. SIRE, pedestal). Few South-East Asian 
countries use NTSC 4.43. NTSC 4.43 has 4.43361 875MHz sub-carrier frequency. 
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17.4.3 COMMON PAL SYSTEM 



"I" 

LINE/FIELD = 625 / 50 
FH = 15.625 KHZ 
FV = 50 HZ 

FSC = 4.43361875 MHZ 

BLANKING SETUP = 0 IRE 
VIDEO BANDWIDTH = 5.5 MHZ 
AUDIO CARRIER = 5.9996 MHZ 
CHANNEL BANDWIDTH = 8 MHZ 



"D" 

LINE/FIELD = 625 / 50 
FH = 15.625 KHZ 
FV = 50 HZ 

FSC = 4.43361875 MHZ 

BLANKING SETUP = 0 IRE 
VIDEO BANDWIDTH = 6.0 MHZ 
AUDIO CARRIER = 6.5 MHZ 
CHANNEL BANDWIDTH = 8 MHZ 



"B, B1, G, H" 

LINE/FIELD = 625 / 50 
FH = 15.625 KHZ 
FV = 50 HZ 

FSC = 4.43361875 MHZ 

BLANKING SETUP = 0 IRE 
VIDEO BANDWIDTH = 5.5 MHZ 
AUDIO CARRIER = 5.5 MHZ 
CHANNEL BANDWIDTH: 

B = 7 MHZ 

B1, G, H = 8 MHZ 



"N" 

LINE/FIELD = 625 / 50 
FH = 15.625 KHZ 
FV = 50 HZ 

FSC = 4.43361875 MHZ 

BLANKING SETUP = 7.5 IRE 
VIDEO BANDWIDTH = 5.0 MHZ 
AUDIO CARRIER = 5.5 MHZ 
CHANNEL BANDWIDTH = 6 MHZ 



"M" 

LINE/FIELD = 525 / 59.94 
FH = 15.734 KHZ 
FV = 59.94 HZ 
FSC = 3.57561149 MHZ 

BLANKING SETUP = 7.5 IRE 
VIDEO BANDWIDTH = 4.2 MHZ 
AUDIO CARRIER = 4.5 MHZ 
CHANNEL BANDWIDTH = 6 MHZ 



"Nc" 

LINE/FIELD = 625 / 50 
FH = 15.625 KHZ 
FV = 50 HZ 

FSC = 3.58205625 MHZ 

BLANKING SETUP = 0 IRE 
VIDEO BANDWIDTH = 4.2 MHZ 
AUDIO CARRIER = 4.5 MHZ 
CHANNEL BANDWIDTH = 6 MHZ 



Figure 17-5. Common PAL System 

There are several types in PAL system. For more information Refer to Figure 17-5 Common PAL System. 
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17.4.4 COMPOSITION OF SCREEN 
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N 
X 
O 
LO 

LO 
C\J 
CD 



N 
X 
O 
CD 

LO 
C\J 
LO 



Sync region X 


T Vertical 
1 Back-porch 




1440(720), 60Hz or 50Hz ^ 

LO 

CD 
1^ 
LO 

o Active region 




under-scan 
y region 




30(60Hz; 






X \ 


T Vertical 
1 Front-porch 



Horizontal 
Back-porch 



Horizontal 
Front-porch 



Figure 17-6. Composition of TV screen 

In 60Hz type, the size of a frame is 858x525. This contains synchronous and real image region. Real image is 
720x480. However, Figure 17-6 do not refer to 720 but 1440. This is because TV encoder, which embedded 
S3C6410 requires double horizontal data rate. It is used to enhance image. 

Otherwise, the size of a frame is 864x625 in 50Hz type and real image is 720x576. It is only different with 50Hz at 
vertical size. 

Additionally, all types have under-scan region. We display images, which are either 720x480 or 720x576, but 
even we can't watch whole region. 
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17.4.5 REQUESTED HORIZONTAL TIMING 



Lhs 



I hav under 
_encoder 
CHUnderscan 

Lhav_under 

_encoder ] 

(HUnderscan =A)| 



0) 



12S 



60HZ : 1716 50Hz : 1728 



A * 2 



^ ^ HUnderscan Value 

■ 0 - 255(Step Size X2] 



Lhaoifvc 
_under_enh 
EHuoderscan=0) 

Lhactive 

_under_enh 

(Hunderscan=A)_ 



1 



A * 2 



H_DemoWin 



Sync + Back Porch : 
60Hz: 244 50Hz :2S4 



Active ' 
1440 



Front Porch : 
eOHz:32 50Hz :24 ' 



r 



A * 2 h~ 



H Erihciri(jt;i Offael Value ' 
0-31 (Default : 26d] 



HUnderscan Value • 
0 - 255(Step Size X2] 

H Enhancer Offset Value : 

*~ 0 - SHDefault ; 26d) 



A * 2 



HDemoWin Start 



HDemoWin End 



I.DamoWin = H.DemoWin & V.DemoWin 



Horizontal Timing @ 27MHz 



Figure 17-7. Requested Horizontal Timing Diagram 

Figure 17-7 shows us the horizontal timing relation. The horizontal line is coinposed of active and synchronous 
region. In 60Hz, a line consists of active 1440 pixel, front porch 32 pixels and back porch (containing synch width) 
244 pixel. Also, It is possible to configure horizontal under-scan size. Horizontal enhancer offset value means that 
enhance engine which embedded TV encoder needs 26 clocks to enhance image. Therefore, we transmit data 
and control signal prior to 26 clocks to adjust timing. 

At the same ways, a line of 50Hz type consists of active 1440 pixel, front porch 24 pixels and back porch 264 
pixel. The rest is same with 60Hz 
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17.4.6 REQUESTED VERTICAL TIMING 



Field 1 



Lhs 
Lvs 

Lvactive 



525 I 1 



1 Line 



Field 2 
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Lvactive 



1 Lin 
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Figure 17-8. Requested Vertical Timing Diagram in 60Hz 



Field 1 
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Figure 17-9. Requested Vertical Timing Diagram in 50Hz 
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17.4.7 MACROVISION (ANTI TAPING) 

If you want to use anti-taping function, please contact us via e-mail, 
e-mail : apcs.sec@samsung.com 
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17.5 DAC BOARD CONFIGURE GUIDE 



lout 



DAC 



> 6.6[mA] zm 
^2 



Zo = 75 




Zs = 150[ohm] 



ZL=75[ohm] 



Figure 17-10. DAC Board Guide 

It is the current drive DAC in S3C6410. Output current is 6.6mA. Therefore, it has to load 150 [ohm] resistors. It is 
recommended to use AMP equipment. It prevents electrical damage by ESD. 
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17,6 TV ENCODER REGISTER SUMMARY 



Register 


Address 


R/W 


Description 


Reset Value 


TVCTRL 


0x76200000 


R/W 


TV Oontroller control SFR set 


0x00010000 


VBPORCH 


0x76200004 


R/W 


Vertical back porch end point 


0x01100015 


HBPORCH 


0x76200008 


R/W 


Horizontal back porch end point 


0X008000F4 


HEnhOffset 


0x76200000 


R/W 


Horizontal enhancer offset 


0x0000041 A 


VDemoWinSize 


0x76200010 


R/W 


Vertical demo window size 


OxOOFOOOOO 


HDemoWinSize 


0x76200014 


R/W 


Horizontal demo window size 


0X05A00000 


InlmageSize 


0x76200018 


R/W 


Input image size 


0x01 E005A0 


PEDCTRL 


0x76200010 


R/W 


Encoder pedestal control 


0x00000000 


YCFilterBW 


0x76200020 


R/W 


Y/0 filter bandwidth control 


0x00000043 


HUECTRL 


0x76200024 


R/W 


HUE control 


0x00000000 


FscCTRL 


0x76200028 


R/W 


Fsc(Sub Oarrier Frequency) control 


0x00000000 


FscDTOManCTRL 


0x76200020 


R/W 


Fsc DTO manual control 


0x00000000 


BGCTRL 


0x76200034 


R/W 


Background control 


0x00000110 


BGHVAVCTRL 


0x76200038 


R/W 


Background VAV & HAV control 


0xB400F000 


GontraBright 


0x76200044 


R/W 


Oontrast & Bright control 


0x00000040 


CbCrGainCTRL 


0x76200048 


R/W 


Ob & Or gain control 


0x00400040 


DemoWinCTRL 


0x76200040 


R/W 


Demo window control 


0x00000010 


FTCA 


0x76200050 


R/W 


Flesh tone control 


0x00D7008O 


BWGAIN 


0x76200058 


R/W 


Black & White stretch gain control 


0x00000034 


SharpCTRL 


0x76200060 


R/W 


Sharpness control 


0x0304501 F 


GammaCTRL 


0x76200064 


R/W 


Gamma control 


0x00000104 


FscAuxCTRL 


0x76200068 


R/W 


FSO auxiliary control 


0x00000000 


SyncSizeCTRL 


0x76200060 


R/W 


Sync size control 


0x0000003D 


BurstCTRL 


0x76200070 


R/W 


Burst signal control 


0x00690049 


MacroBurstCTRL 


0x76200074 


R/W 


Macrovision burst signal control 


0x00000041 


ActVidPoCTRL 


0x76200078 


R/W 


Active video position control 


0x03480078 


EncCTRL 


0x76200070 


R/W 


Encoder control 


0x0000001 1 


MuteCTRL 


0x76200080 


R/W 


Mute control 


0x80801001 
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17.7 INDIVIDUAL REGISTER DESCRIPTIONS 

17.7.1 TVENCREG1 



Register 


Address 


R/W 


Description 


Reset Value 


TVCTRL 


0x76200000 


R/W 


TV Controller control SFR set 


0x00010000 



TVCTRL 


Bit 


Description 


Reset Value 


Reserved 


[31-171 


Reserved 


0 


INTFIFOUR 


[16] 


FIFO under-run interrupt control 

0 : Disable 

1 : Enable 


0x1 


Reserved 


[15:13] 


Reserved 


0 


INTStatus 


[12] 


FIFO under-run status register 

If the register is high, the FIFO under-run interrupt is 
occurred. If you want to clear the interrupt, you also have 
to write high. 


0 


Reserved 


[11:9] 


Reserved 


0 


TVOUTTYPE 


[8] 


Select TV out type 

0 : Composite out 

1 : S-Video out 


0 


Reserved 


[7] 


Reserved 


0 


TVOUTFMT 


[6:4] 


Select TV Out Format 
0 : NTSC-M 

1 : NTSC-J 

2 : PAL-B/D/G/H/I 

3 : PAL-M 

4 : PAL-Nc 
Other : Reserved 


0 


Reserved 


[3:1] 


Reserved 


0 


TVONOFF 


[0] 


TV encoder on/off control 

0 :Off 

1 :0n 


0 
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17.7.2 TVENCREG2 



Register 


Address 


R/W 


Description 


Reset Value 


VBPORCH 


0x76200004 


R/W 


Vertical back porch end point 


0X011C0015 



VBPORCH 


Bit 


Description 


Reset Value 


Reserved 


[31:25] 


Reserved 


0 


VEFBPD 


[24:16] 


Vertical even field back porch end point 
NTSC : 0x1 1C(284) , PAL : 0x14F(335) 


0x1 1C 


Reserved 


[15:8] 


Reserved 


0 


VOFBPD 


[7:0] 


Vertical odd field back porch end point 
NTSC : 0x15(21), PAL: 0x16(22) 


0x15 



17.7.3 TVENCREG3 



Register 


Address 


R/W 


Description 


Reset Value 


HBPORCH 


0x76200008 


R/W 


Horizontal back porch end point 


0X008000F4 



HBPORCH 


Bit 


Description 


Reset Value 


Reserved 


[31:24] 


Reserved 


0 


HSPW 


[23:16] 


Horizontal sync pulse width 
Default : 0x80(128) (NTSC, PAL) 


0x80 


Reserved 


[15:11] 


Reserved 


0 


HBPD 


[10:0] 


Horizontal back porch end point 
NTSC : 0xF4(244), PAL : 0x108(264) 


0xF4 



17.7.4 TVENCREG4 



Register 


Address 


R/W 


Description 


Reset Value 


HEnhOffset 


0x7620000c 


R/W 


enhancer offset 


0x0000041 A 



HEnhOffset 


Bit 


Description 


Reset Value 


Reserved 


[31 :30] 


Reserved 


0 


VACTWinCenCTRL 


[29:24] 


Vertical active window center control 


0 


HACTWinCenCTRL 


[23:16] 


Horizontal active window center control 


0 


Reserved 


[15:11] 


Reserved 


0 


DTOffset 


[10:8] 


Data input timing offset value 
NTSC, PAL : 0x4(4) 


0x4 


Reserved 


[7:5] 


Reserved 


0 


HEOV 


[4:0] 


Horizontal enhancer offset value. The enhancer needs 
26-cycles before TV encoder starts( 0 ~ 31) 
Default : 0x1A(26) (NTSC, PAL) 


0x1 A 
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17.7.5 TVENCREG5 



Register 


Address 


R/W 


Description 


Reset Value 


VDemoWinSize 


0x76200010 


R/W 


Vertical demo window size 


OxOOFOOOOO 



VDemoWinSize 


Bit 


Description 


Reset Value 


Reserved 


[31:25] 


Reserved 


0 


VDWS 


[24:16] 


Vertical demo window size 
Default : 0xF0(240) 


OxFO 


Reserved 


[15:9] 


Reserved 


0 


VDWSP 


[8:0] 


Vertical demo window start point 
Default : 0x0(0) 


0 



17.7.6 TVENCREG6 



Register 


Address 


R/W 


Description 


Reset Value 


HDemoWinSize 


0x76200014 


R/W 


Horizontal demo window size 


0X05A00000 



HDemoWinSize 


Bit 


Description 


Reset Value 


Reserved 


[31:27] 


Reserved 


0 


HDWEP 


[26:16] 


Horizontal demo window size 
Default : Ox5AO(1440) 


0x5A0 


Reserved 


[15:11] 


Reserved 


0 


HDWSP 


[10:0] 


Horizontal demo window start point 
Default : 0x0(0) 


0 



17.7.7 TVENCREG7 



Register 


Address 


R/W 


Description 


Reset Value 


InlmageSize 


0x76200018 


R/W 


Input image size 


0X01E005A0 



InlmageSize 


Bit 


Description 


Reset Value 


Reserved 


[31 :26] 


Reserved 


0 


ImageHeight 


[25:16] 


Height of Input Image. (Max value : 576) 


0x1 EO 


Reserved 


[15:11] 


Reserved 


0 


ImageWidth 


[10:0] 


Width of Input Image. The input value is twice original output 
image width. For example, you must set 1440 when the image 
width is 720. (Max Value : 1440) 


0x5A0 
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ENCODER 

17.7.8 TVENCREG8 



Register 


Address 


R/W 


Description 


Reset Value 


PEDCTRL 


0x7620001 C 


R/W 


Encoder pedestal control 


0x00000000 



PEDCTRL 


Bit 


Description 


Reset Value 


Reserved 


[31:1] 


Reserved 


0 


PEDOff 


[0] 


Encoder pedestal control 

0 : Pedestal on(NTSCM & PALM) 

1 : Pedestal off(NTSCJ & PALNc & PALB/D/G/H/I) 


0 



17.7.9 TVENCREG9 



Register 


Address 


R/W 


Description 


Reset Value 


YCFilterBW 


0x76200020 


R/W 


Y/C filter bandwidth control 


0x00000043 



YCFilterBW 


Bit 


Description 


Reset Value 


Reserved 


[31:7] 


Reserved 


0 


YBW 


[6:4] 


Luminance bandwidth(-3dB) 

0 : 6.0 MHz(Recommended at S- Video out) 

1 : 3.8 MHz 

2 :3.1 MHz 

3 : 2.6 MHz 

(Recommended at composite out, PAL 4.43MHz 
notch) 

4 :2.1 MHz 

(Recommended at composite out, NTSC/PALM 3.58 
notch) 


0x4 


Reserved 


[3:2] 


Reserved 


0 


CBW 


[1:0] 


Chrominance bandwidth 

0 : 1.2 MHz 

1 : 1.0 MHz 

2 : 0.8 MHz 

3 : 0.6 MHz 


0x3 
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17.7.10 TVENCREG10 



Register 


Address 


R/W 


Description 


Reset Value 


HUECTRL 


0x76200024 


R/W 


HUE control 


0x00000000 



HUECTRL 


Bit 


Description 


Reset Value 


Reserved 


[31:8] 


Reserved 


0 


HUE 


[7:0] 


Color HUE control(with an increment of 1 .4063') 
0x00 : 0' phase shift 

0x80 : 180' phase shift 

OxFF : 358.5938' phase shift 


0 



17.7.11 TVENCREG11 



Register 


Address 


R/W 


Description 


Reset Value 


FscCTRL 


0x76200028 


R/W 


Fsc(Sub Carrier Frequency) control 


0x00000000 



FscCTRL 


Bit 


Description 


Reset Value 


Reserved 


[31:15] 


Reserved 


0 


FscCtrl 


[14:0] 


Fsc control (+ / -) 

<Equation> (note> FscCtrl : 2's) 

= Current DTO set value + FscCtrl[14:0] * (2'^9) 


0 



17.7.12 TVENCREG1 2 



Register 


Address 


R/W 


Description 


Reset Value 


FscDTOManCTRL 


0X7620002C 


R/W 


Fsc DTO manual control 


0x00000000 



FscTdoManCTRL 


Bit 


Description 


Reset Value 


FscMEn 


[31] 


Fsc DTO manually control enable 


0 


FscDTOManual 


[30:0] 


Fsc DTO manually control 
<Equation> 

FscDTOManual[30:0] = FSC * (2'^33) / Folk 
ex) NTSC 

3.5795454545 * (2'^33) / 27 = 0x43E0F83E 


0 
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17.7.13 TVENCREG14 



Register 


Address 


R/W 


Description 


Reset Value 


BGCTRL 


0x76200034 


R/W 


Background control 


0x00000110 



BGCTRL 


Bit 


Description 


Reset Value 


Reserved 


[31:9] 


Reserved 


0 


SME 


[8] 


Soft mixed enable 

0 : Disable 

1 : Enable soft mixed for background border 


1 


Reserved 


[7] 


Reserved 


0 


BGCS 


[6:4] 


Background color select 

0 : Black 

1 : Blue 

2 : Red 

3 : Magenta 

4 : Green 

5 : Cyan 

6 : Yellow 

7 : White 


1 


BGYOFS 


[3:0] 


Background luminance offset 


0 



17.7.14 TVENCREG15 



Register 


Address 


R/W 


Description 


Reset Value 


BGHVAVCTRL 


0x76200038 


R/W 


Background VAV & HAV control 


0xB400F000 



BGHVAVCTRL 


Bit 


Description 


Reset Value 


BGHL 


[31:24] 


Background HAV length (x8) 
Default : 0xB4(180) 


0xB4 


BGHS 


[23:16] 


Background HAV start position (x2) 
Default : 0x0(0) 


0x00 


BGVL 


[15:8] 


Background VAV length (x1) 
Default : 0xF0(240) 


OxFO 


BGVS 


[7:0] 


Background VAV start position (x1 ) 
Default : 0x0(0) 


0x00 
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Figure 17-11. The Calculation Method of Back-ground 
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IMAGE ENHANCER 
17.7.15 TVENCREG18 



Register 


Address 


R/W 


Description 


Reset Value 


ContraBright 


0x76200044 


R/W 


Contrast & Bright control 


0x00000040 



ContraBright 


Bit 


Description 


Reset Value 


Reserved 


[31:24] 


Reserved 


0 


BRIGHT 


[23:16] 


Brightness control(2's complement) 
0x7F : Maximum brightness 
0x80 : Minimum brightness 


0x00 


Reserved 


[15:8] 


Reserved 


0 


CONTRAST 


[7:0] 


Contrast gain control(2's complement) 


0x40 



17.7.16 TVENCREG19 



Register 


Address 


R/W 


Description 


Reset Value 


CbCrGainCTRL 


0x76200048 


R/W 


Cb & Cr gain control 


0x00400040 



CbCrGainCTRL 


Bit 


Description 


Reset Value 


Reserved 


[31:24] 


Reserved 


0 


CRGAIN 


[23:16] 


Cr gain control(2's complement) 


0x40 


Reserved 


[15:8] 


Reserved 


0 


CBGAIN 


[7:0] 


Cb gain control(2's complement) 


0x40 
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17.7.17 TVENCREG20 



Register 


Address 


R/W 


Description 


Reset Value 


DemoWinCTRL 


0x7620004c 


R/W 


Demo window control 


0x00000010 



DemoWinCTRL 


Bit 


Description 


Reset Value 


Reserved 


[31:25] 


Reserved 


0 


MVDemo 


[24] 


Enhancer demo window on/off 

0 : Normal operation 

1 : Enhancer demonstration window mode 


0 


Reserved 


[23:17] 


Reserved 


0 


FreshEn 


[16] 


Fresh tone correction on/off 

0 : Fresh tone correction disable 

1 : Fresh tone correction enable 


0 


Reserved 


[15:13] 


Reserved 


0 


BStOff 


[12] 


Black stretch off control 

0 : Black stretch enable 

1 : Black stretch disable 


0 


Reserved 


[11:9] 


Reserved 


0 


WStOff 


[8] 


White stretch off control 

0 : White stretch enable 

1 : White stretch disable 


0 


Reserved 


[7:2] 


Reserved 


0 


BSGn 


[1:0] 


Blue stretch gain control 

0 : Blue stretch off 

3 : Blue stretch max gain 


0 
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17.7.18 TVENCREG21 



Register 


Address 


R/W 


Description 


Reset Vaiue 


FTCA 


0x76200050 


R/W 


Flesh tone control 


0X00D7008C 



FTCA 


Bit 


Description 


Reset Vaiue 


Reserved 


[31:24] 


Reserved 


0 


FTCAC 


[23:16] 


Flesh tone correction angle : Cosine value 
<Equation> 

FTCAC = cos( X - 90') * (2'^8) ( x : 90 ~ 180 degree ) 
ex) X = 1 23 degree 

FTCAC = cos(123' - 90')*(2'^8) = 0xD7 


0xD7 


Reserved 


[15:8] 


Reserved 


0 


FTCAS 


[7:0] 


Flesh tone correction angle : Sine value 
<Equation> 

FTCAS = sin( x - 90') * (2'^8) ( x : 90 ~ 1 80 degree ) 
ex) X = 1 23 degree 

FTCAS = sin(123' - 90')*(2'^8) = 0x8B 


0x8C 



17.7.19 TVENCREG23 



Register 


Address 


R/W 


Description 


Reset Value 


BWGAIN 


0x76200058 


R/W 


Black & White stretch gain control 


0x00000034 



BWGAIN 


Bit 


Description 


Reset Value 


Reserved 


[31:8] 


Reserved 


0 


WGain 


[7:4] 


White stretch gain 


0x3 


BGain 


[3:0] 


Black stretch gain 


0x4 
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17.7.20 TVENCREG25 



Register 


Address 


R/W 


Description 


Reset Value 


SharpCTRL 


0x76200060 


R/W 


Sharpness control 


0x0304501 F 



SharpCTRL 


Bit 


Description 


Reset Value 


Reserved 


[31 .28J 


Reserved 


0 


o 1 1 A n n~r 

SHARPT 


[27:20] 


Dynamic sharpness tilt point 


0x30 


Reserved 


[1 y.i Oj 


Reserved 


U 






Sharpness coring control 




SDhCor 


[14:12] 


0 : Disable coring 
7 : Max coring 


0x5 


Reserved 


[11:10] 


Reserved 


0 


DShpFO 


[9:8] 


Sharpness center frequency.(recommend DShpFO 
=0x2 above VGA(640x480) which is the output, 
DShpFO=0 below QVGA(320x160)). 

0 : Low frequency(2.7MHz 3.4MHz 4.5MHz) 

2 : High frequency(2.7MHz 3.4MHz 4.5MHz) 


0 


Reserved 


[7:6] 


Reserved 


0 






Dynamic sharpness gain control 




DShpGn 


[5:0] 


0x00 : Reducing the high frequency 


0x1 F 


OxOF : No sharpness 
0x3F : Max sharpness 
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17.7.21 TVENCREG26 



Register 


Address 


R/W 


Description 


Reset Value 


GammaCTRL 


0x76200064 


R/W 


Gamma control 


0x00000104 



GammaCTRL 


Bit 


Description 


Reset Value 


Reserved 


[31:13] 


Reserved 


0 


GamEn 


[12] 


Gamma enable 

0 : Gamma disable 

1 : Gamma enable 


0 


Reserved 


[11:10] 


Reserved 


0 


GamMode 


[9:8] 


Gamma control mode 
0 : Min gamma gain 
3 : Max gamma gain 


0x1 


Reserved 


[7:3] 


Reserved 


0 


DOTRAN 


[2:0] 


DC tran gain 
0 : 80% 
5 : 100% 
7 : 110% 


0x4 



17.7.22 TVENCREG27 



Register 


Address 


R/W 


Description 


Reset Value 


FscAuxCTRL 


0x76200068 


R/W 


Fsc auxiliary control 


0x00000000 



FscAuxCTRL 


Bit 


Description 


Reset Value 


Reserved 


[31:5] 


Reserved 


0 


Phalt 


[4] 


Sub-carrier phase alternation control (for PAL) 

0 : Phase alternation disable 

1 : Phase alternation enable 


0 




[3:1] 


Reserved 


0 


Fdrst 


[0] 


Sub-carrier reset enable 

0 : Subcarrier freerun mode 

1 : Subcarrier reset mode( Subcarrier resets at every 4 fields) 


0 
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17.7.23 TVENCREG28 



Register 


Address 


R/W 


Description 


Reset Value 


SyncSizeCTRL 


0x7620006c 


R/W 


Sync size control 


OxOOOOOOSD 



SyncSizeCTRL 


Bit 


Description 


Reset Value 


Reserved 


[31:10] 


Reserved 


0 


SySize 


[9:0] 


Hsync size 
0x3D : NTSC 
0x3E : PAL 


0x3D 



17.7.24 TVENCREG29 



Register 


Address 


R/W 


Description 


Reset Value 


BurstCTRL 


0x76200070 


R/W 


Burst signal control 


0x00690049 



BurstCTRL 


Bit 


Description 


Reset Vaiue 


Reserved 


[31 :26] 


Reserved 


0 


BuEnd 


[25:16] 


Burst end position 
0x69 : NTSC 
OxGA : PAL 


0x69 


Reserved 


[15:10] 


Reserved 


0 


Bust 


[9:0] 


Burst start position 
0x49 : NTSC 
0x4A : PAL 


0x49 



17.7.25 TVENCREG30 



Register 


Address 


R/W 


Description 


Reset Value 


MacroBurstCTRL 


0x76200074 


R/W 


Macrovision burst signal control 


0x00000041 



BurstCTRL 


Bit 


Description 


Reset Value 


Reserved 


[31:10] 


Reserved 


0 


BumavSt 


[9:0] 


Macrovision burst start position 
0x41 : NTSC 
0x42 : PAL 


0x41 
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17.7.26 TVENCREG31 



Register 


Address 


R/W 


Description 


Reset Value 


ActVidPoCTRL 


0x76200078 


R/W 


Active video position control 


0x03480078 



ActVidPoCTRL 


Bit 


Description 


Reset Value 


Reserved 


[31 :26] 


Reserved 


0 


AvonEnd 


[25:16] 


Active video end position 

0x348 : NTSC 
0x352 : PAL 


0x348 


Reserved 


[15:10] 


Reserved 


0 


AvonSt 


[9:0] 


Active video start position 

0x78 : NTSC 
0x82 : PAL 


0x78 



17.7.27 TVENCREG32 



Register 


Address 


R/W 


Description 


Reset Value 


EncCTRL 


0x76200070 


R/W 


Encoder control 


0x0000001 1 



EncCTRL 


Bit 


Description 


Reset Value 


Reserved 


[31:1] 


Reserved 


0 


BGEn 


[0] 


Background enable 

0 : Disable 

1 : Enable 


0x1 


17.7.28 TVENCREG33 


Register 


Address 


R/W 


Description 


Reset Value 


MuteCTRL 


0x76200080 


R/W 


Mute control 


0x80801001 




MuteCTRL 


Bit 


Description 


Reset Value 


MuteCr 


[31:24] 


Mute Or component 


0x80 


MuteCb 


[23:16] 


Mute Cb component 


0x80 


MuteY 


[15:8] 


Mute Y component 


0x10 


Reserved 


[7:1] 


Reserved 


0 


MuteOnOff 


[0] 


Video mute control 

0 : Mute enable 

1 : Mute disable 


0x1 
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18.1 OVERVIEW 

GRAPHICS-2D is a 2D graphics accelerator that supports three types of primitive drawings: Line/Point Drawing, 
Bit Block Transfer (BitBLT) and Color Expansion (Text Drawing). 

Rendering a primitive takes two steps: 1) configure the rendering parameters, such as foreground color and the 
coordinate data, by setting the drawing-context registers; 2) start the rendering process by setting the relevant 
command registers accordingly. 

18.1.1 FEATURES 

♦ Primitives 

> Line/Point Drawing 

DDA ( Digital Differential Analyzer) algorithm 
Do-Not-Draw Last Point support 

> BitBLT 

Stretched BitBLT support ( Nearest sampling ) 
Memory to Screen 
Host to Screen 

> Color Expansion 

Memory to Screen 



♦ Per-pixel Operation 

> Maximum 2040*2040 image size 

> Window Clipping 

> 907180V270VX-flip/Y-flip Rotation 

> Totally 256 3-operand Raster Operation (ROP) 

> Alpha Blending 

♦ Alpha Blending with a user-specified 256-level alpha value 

♦ Per-pixel Alpha Blending 

> 8x8x1 6-bpp pattern drawing 



Host to Screen 
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♦ Data Format 

> 1 6/24/32-bpp color format support 

> 11.11 fixed point format for coordinate data 



18.2 COLOR FORMAT CONVERSION 

GRAPHICS-2D supports seven color formats: RGB_565, RGBA_5551, ARGB_1555, RGBA_8888, ARGB_8888, 
XRGB_8888, and RGBX_8888. The following figure illustrates the structure of each color format. 



RGB 565 



RGBA 5551 



ARGB_1555 
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Figure 18-1. Structure of Color Format 



The internal computations use ARGB_8888 format. All data (source, destination, foreground, background, blue- 
screen, pattern) are converted to ARGB_8888 format before computation, and the final result are converted to the 
color format specified by DEST_GOLOR_MODE_REG before writing to frame buffer. 

When a 1 6-bit color data is converted to 32-bit, the data of each field is shifted (8 - x) bits to left, where x is the 
bit-width of the field. The least significant (8 - x) bits of the new field data are padded with the most significant (8 - 
x) bits of the original field data. For example, if the R value in RGB_565 format is 5'b1 1 01 0, it will be converted to 
8'b1 101011 0, with three LSBs padded with three MSBs (3'b1 1 0) from the original R value. Note that, the A field in 
RGBA_5551 and ARGB_1 555 only has one bit, so it is converted to either 8'bOOOOOOOO or 8'b1 1111111 (A=1 'b1 ). 

When a 32-bit color data is converted to 1 6-bit, the data of each field is truncated to x bits, where x is the bit-width 
of the field in the new color format. For example, if the R value in RGBA_8888 format is 8'b1 1 001 1 1 0, it will be 
converted to 5'b1 1001 in the RGB_565 format, with the three LSBs discarded. Note that, if the A field of the 32-bit 
color data is not 0, the A field in RGBA_5551 and ARGB_1 555 will be 1 'b1 ; otherwise, 1 'bO. 
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18.3 COMMAND FIFO 

GRAPHICS-2D has a 32-word command FIFO. Every data written to command registers and parameter setting 
registers will be pushed into the FIFO first. If the graphics engine is idle (no command is being executed), the data 
will be written to the designated register in one cycle; otherwise, the data will be stored in the FIFO and wait to be 
dispatched after the current rendering process completes. 

It is user's responsibility to make sure that the data written to the FIFO do not exceed its maximum capacity. User 
can monitor the number of data entries used in FIFO by reading FIFO_USED bits in FIFO_STAT_REG, or ask 
graphics engine to give an interrupt signal when the number of entries in FIFO reaches a certain level by setting 
FIFO INTO REG and E bit in INTEN REG. 



18.4 RENDERING PIPELINE 

The rendering pipeline of GRAPHICS-2D is illustrated in Figure 18-2. The functionality and related registers of 
each stage are introduced in detail in the rest of this chapter. 



Primitive 
Drawing 



Rotation 



Clipping — i 



Stencil Test 



ROP 



Alpha Blending 



FrameBuffer 



Figure 18-2. GRAPHICS-2D Rendering Pipeline 



18.4.1 PRIMITIVE DRAWING 



Primitive Drawing determines the pixels to fill, and pass their coordinates to the next stage for further operations. 

GRAPHICS-2D supports three types of primitive drawing: 1) line/point drawing; 2) bit block transfer; 3) color 
expansion. 



18.4.1.1 Line/Point Drawing 

Line Drawing renders a line between the starting point (sx, sy) and the ending point (ex, ey) specified by the user. 
If the distance of these two points along y axis is greater than that along x axis ( |ey - sy| > |ex - sx| ), the Major 
Axis should be set to y-axis; otherwise, x-axis. If y-axis is the Major Axis, the y-coordinate of a pixel on the line is 
increased or decreased by 1 from its preceding pixel, while the x-coordinate increased or decreased by X-INCR 



^^^^^^ 
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(smaller than 1 ). In the same vein, if x-axis is the Major Axis, the x-coordinate is increased or decreased by 1 
while the y-coordinate by Y-INCR. Note that X-INCR and Y-INCR should be given in 2's complement format as 
shown below. 



Integer 


Fraction 


1 1 bits 


1 1 bits 



Figure 18-3. X-INCR/Y-INCR format 



Related Registers 



COORD_0 


Coordinate of the starting point 


C00RD_2 


Coordinate of the ending point ( ignored if a point is rendered). 


X-INCR 


X increment value ( ignored if x-axis is the Major Axis or a point is rendered). 
X-INCR = (ex-sx)/ |ey - sy| 


Y-INCR 


Y increment value (ignored if y-axis is the Major Axis or a point is rendered). 
Y-INCR = (ey-sy)/|ex-sx| 


FG_COLOR 


The color of the drawn line/point 


CMDR_0 


Configure the line/point drawing parameters, such as whether the Major-Axis is x- 
axis or y-axis, whether to draw a line or a point, and so on. Note that writing to this 
register starts the rendering process. 



18.4.1.2 Bit Block Transfer 



A Bit Block Transfer is a transformation of a rectangular block of pixels. Typical applications include copying the 
off-screen pixel data to frame buffer, combining to bitmap patterns by Raster Operation, changing the dimension 
of a rectangular image and so on. 

On-Screen Rendering 

On-screen bit block transfer copies a rectangular block of pixels on screen to another position on the same 
screen. Note that on-screen rendering has the following restriction: 

1 ) SRC_BASE_ADDR = DEST_BASE_ADDR 

2) SRC_HORI_RES_REG = DEST_HORI_RES_REG 

3) SRC_COLOR_MODE = DEST_COLOR_MODE 

4) If the destination block overlaps with the source block, stretch mode and rotation should not be used. 
Off-Screen Rendering 

Off-screen bit block transfer copies pixel data from off-screen memory to frame buffer. Color space conversion is 
performed automatically if SRC_COLOR_MODE differs from DEST_COLOR_MODE. 

Transparent Mode 

GRAPHICS-2D can render image in Transparent Mode. In this mode, the pixels having the same color with 
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background color (BG_COLOR) are discarded, resulting in a transparent effect. The function of Transparent Mode 
is illustrated in the images below, in which the BG_COLOR is set to white. 

GRAPHICS-2D also support Blue Screen Mode, in which the pixels having the same color with background color 
(BG_GOLOR) are replaced by the blue screen color (BS_GOLOR). 

GRAPHICS-2D supports both host-to-screen mode and memory-to-screen mode of BLT. 




Figure 18-4. Tranparent Mode 

Known Issue 

In the stretch mode (when source image is scaled), the source coordinates are always rounded to the nearest. 
This rounding may cause some problem in the boundary when users try to scale the image by integer times. For 
example, if user wants to scale the image by four times, and set the XJNCR as 0.25, the source coordinates in 
sequence are 0, 0.25, 0.50, 0.75, 1 .0 and so on. However, when the current source coordinate is 0.75, it is 
rounded to the nearest integer, which is 1 , so the first pixel only repeats three times instead of four times. Such 
problem may not be an issue when both the source and destination are big pictures or when the scale is not an 
integer, but when it comes to small icons or when user wants every pixel to repeat exactly integer times, an 
obvious error will occur. 



Related Registers 



COORD_0 


Coordinate of the leftmost topmost coordinate of the source image 


C00RD_1 


Coordinate of the rightmost bottommost coordinate of the source image 


C00RD_2 


Coordinate of the leftmost topmost coordinate of the destination image 


C00RD_3 


Coordinate of the rightmost bottommost coordinate of the destination image 


X-INCR 


X increment value of the source image coordinates. If it is greater than 1 , the image 
is shrunk horizontally; smaller than 1 , stretched. This value is ignored when S bit in 
CMDR_1 is disabled or host-to-screen mode is used. 
X-INCR = (C00RD1_X - COORD0_X) / (C00RD3_X - C00RD2_X) 


Y-INCR 


Y increment value of the source image coordinates. If it is greater than 1 , the image 
is shrunk vertically; smaller than 1 , stretched. This value is ignored when S bit in 
CMDR_1 is disabled or host-to-screen mode is used. 
Y_INCR = (C00RD1_Y - COORD0_Y) / ( C00RD3_Y - C00RD2_Y) 


SRC_BASE_ADDR 


The base address of the source image (when memory-to-screen mode is used). 
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DEST_BASE_ADDR 


The base address of the destination image (usually the frame buffer base address) 


SRC_HORLRES_REG 


The horizontal resolution of the source image 


SC_HORI_RES_REG 


The screen resolution 


SRC_COLOR_MODE 


The color mode of the source image 


DEST_COLOR_MODE 


The color mode of the destination image 


BG_COLOR 


Background color, used in the Transparent Mode and Blue Screen Mode. 


BS_COLOR 


Blue screen color, used in the Blue Screen Mode. 


HUr_HLo 


Enable/disable Transparent Mode or Blue Screen Mode. 


CMDR_1 


Writing to this register starts the rendering process of memory-to-screen Bit Block 
Transfer. If S bit is set, the image will be shrunk or stretched, depending on the 
values of X-INCR and Y-INCR. 


CMDR_2/CMDR_3 


The host provides the source image data through these two command registers. 
When the host writes the first 32-bit data into CMDR_2, the rendering process starts 
in the host-to-screen mode. Then the host should provide the rest of data by writing 
into CMDR_3 continuously. 



18.4.1.3 Color Expansion (Font Drawing) 

Color Expansion expands the monochrome color to either background (BG_COLOR) or foreground (FG_COLOR) 
color. Each bit of the source data presents a pixel, with '1' indicating the foreground color and '0' the background 
color. The bit sequence is from MSB to LSB. The MSB of the first data corresponds to the leftmost topmost pixel 
of the destination image. The image below serves as a good illustration of the function and data type of Color 
Expansion. In this example, the foreground color is blue and background white, and the destination image is 16- 
pixel wide. 
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Figure 18-5. Function and Data type of Color Expansion 

GRAPHICS-2D can render Color Expansion image in Transparent Mode. In this mode, the pixels with background 
color (the corresponding bits are 'O's) are discarded, resulting in a transparent effect. The transparent effect on 
Color Expansion is illustrated in the image below, in which the lower three lines are drawn with Transparent Mode 
enabled while the upper three disabled. Note that the background color is set to white and the foreground black. 
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Figure 18-6. Transparent effect on Color Expansion 

GRAPHICS-2D supports both host-to-screen mode and memory-to-screen mode of Color Expansion. 



Related Registers 



COORD_0 


Coordinate of the leftmost topmost coordinate of the destination window 


COORDJ 


Coordinate of the rightmost bottommost coordinate of the destination window 


FG_COLOR 


Foreground Color 


BG_COLOR 


Background Color 


ROP_REG 


Enable/disable Transparent Mode 


CMDR_3 


The base address of the font data. Note that writing to this register starts the 
rendering process in the memory-to-screen mode. 


CMDR_4/CMDR_5 


The host provides the font data through these two command registers. When the 
host writes the first 32-bit data into CMDR_4, the rendering process starts in the 
host-to-screen mode. Then the host should provide the rest of data by writing 
them into CMDR_5 continuously. 



18.4.2 ROTATION 

The pixels can be rotated around the reference point (ox, oy) by 90/180/270 degree clockwise or perform a X- 
axis/Y-axis flip around the horizontal or vertical line on which (ox, oy) lies. The effects of all rotation options are 
summarized in the following table and illustrated in Figure 18-8. 



Related Registers 



ROT_OC_REG 


Coordinate of the rotation reference point 


ROTATE_REG 


Rotation mode configuration 
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Rotation Effect 





0° 


90° 


180° 


270° 


X-flip 


Y-flip 


X 


dcx 


-day + (ox+oy) 


-dcx + 2ox 


dcy + (ox-oy) 


dcx 


-dcx + 2ox 


y 


day 


dcx - (ox-oy) 


-dcy + 2oy 


-dcx + (ox+oy) 


-dcy + 2oy 


dcy 



Original image 



FIMG-2D 



270 < 



Q 
c\J 
I 



90 < 



O 
I 

o 



X-axis flip 



180° 



Y-axis flip 



OS-OMR 



Figure 18-7. Rotation Example 



18.4.3 CLIPPING 

Clipping discards the pixels (after rotation) outside the clipping window. The discarded pixels will not go through 
the rest of rendering pipelines. 



Related Registers 



CW_LT_REG 


Coordinate of the leftmost topmost point of the clipping window 


CW_RB_REG 


Coordinate of the rightmost bottommost point of the clipping window 
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18.4.4 STENCIL TEST 

The Stencil Test conditionally discards a pixel based on the outcome of a comparison between the color value of 
this pixel of the source image and the DR(min)/DR(max) values. If each field (R, G, B, A) of the color value falls in 
the range of [ DR(min), DR(max)], this pixel is passed to the next stage; otherwise, discarded. User can disable 
the stencil test on a specific field by clearing the corresponding bits in COLORKEY_CNTL. Note that each field of 
DR MIN and DR MAX is 8-bit wide. 



Related Registers 



COLORKEY_CNTL 


Stencil Test configurations, sucli as enable/disable tlie test and so on. 


COLORKEY_DR_MIN 


Set the DR(min) value for each field 


COLORKEY_DR_MAX 


Set the DR(max) value for each field 



18.4.5 RASTER OPERATION 

Raster Operation performs Boolean operations on three operands: source, destination and third operand 
according to the 8-bit ROP value specified by the user. The truth table of ROP is given in the following table. 



Source 


Destination 


Tliird Operand 


ROP Value 


0 


0 


0 


BitO 


0 


0 


1 


Bit1 


0 


1 


0 


Bit2 


0 


1 


1 


Bits 


1 


0 


0 


Bit4 


1 


0 


1 


Bits 


1 


1 


0 


Bite 


1 


1 


1 


Bit7 



The third operand can be pattern or foreground color, configurable by the OS bit in the ROP_REG. 

Pattern is a user-specified 8x8x1 6-bpp image; the pattern data should be given in RGB565 format. The following 
equation is used to calculate the pattern index of pixel (x, y): 

index = ( ( (patternOf f setY + y) & 0x7 ) «3 ) + ( (patternOf f setX + x)&0x7), 
where patternOffsetY and patternOffsetX are the offset value specified in register PATOFF_REG. 

Here are some examples on how to use the ROP value to perform the operations: 

1 ) Final Data = Source. Only the Source data matter, so ROP Value = "1111 0000". 

2) Final Data = Destination. Only the Destination data matter, so ROP Value = "1 1 001 1 00". 

3) Final Data = Pattern. Only the Pattern data matter, so ROP Value = "1 01 01 01 0". 

4) Final Data = Source AND Destination. ROP Value = "1111 0000" & "1 1 001 1 00" = "1 1 000000" 

5) Final Data = Source OR Pattern. ROP Value = "1111 0000" | "1 01 01 01 0" = "1111101 0". 
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Related Registers 



PATTERN_REG[0:31] 


Pattern data 


PATOFF_REG 


Pattern offset X, Y 


ROP_REG 


ROP configurations and ROP Value 



18.4.6 ALPHA BLENDING 

Alpha Blending combines the source color and the destination color in the frame buffer to get the new destination 
color. GRAPHICS-2D supports 256-level user-specified alpha value and per-pixel alpha blending as well. Fading 
effect is also supported. 



User-specified alpha value: ALPHA 


(from 0 to 255) 




[Alpha Blending] 






data = ( source ^ (ALPHA+1) 


+ destination ^ (256-ALPHA) 


) >> 8 


[Fading] 






data = (( source ^ (ALPHA+1) 


) >> 8) + fading offset 





Per-pixel alpha blending: alpha (given by the source image^ from 0 to 255) 
[Alpha Blending] 

data = ( source ^ (alpha+1) + destination ^ (256-alpha) ) >> 8 
[Fading] 

data = ( (source ^ (alpha+1) ) >> 8 ) + fading offset 



Related Registers 



ROP_REG 


Alpha blending configurations: alpha blending disable/enable, per-pixel alpha 
blending disable/enable, fading disable/enable. 


ALPHA_REG 


Alpha value and fading value. 
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18.5 REGISTER DESCRIPTION 



Base address : 0x761 0_0000 


Register 


Offset 


R/W 


Description 


Reset Value 


General Registers 


CONTROL REG 


0x0000 


W 


Control register. 


0x0000 0000 


INTEN_REG 


0x0004 


R/W 


Interrupt Enable register. 


OxOOOO_0000 


CIC/^ IMXr^ DCr^ 

rlrU_M\l 1 U_Ht\ji 


UXUUUB 


D AA/ 

H/VV 


Interrupt Control register. 


UXUUUU_UU1 B 


INTC_PEND_REG 


OxOOOC 


R/W 


Interrupt Control Pending register. 


OxOOOO_0000 


FIFO_STAT_REG 


0x0010 


R 


Command FIFO Status register. 




Command Registers 








^ 


CMDO_REG 


0x0100 


W 


Command register for Line/Point drawing. 


- 


CMD1_REG 


0x0104 


W 


Command register for BitBLT. 


- 


CMD2_REG 


0x0108 


W 


Command register for Host to Screen Bitbit 
transfer start. 




CMD3_REG 


0x01 OC 


W 


Command register for Host to Screen Bitbit 
transfer continue. 




CMD4_REG 


0x0110 


W 


Command register for Color Expansion. 
(Host to Screen, Font Start) 




CMD5_REG 


0x0114 


W 


Command register for Color Expansion. 
(Host to Screen, Font Continue) 




CMD6_REG 


0x0118 


W 


Reserved 




CMD7_REG 


0x01 1C 


W 


Command register for Color Expansion. 
(Memory to Screen) 




Parameter Setting Registers 








Resolution 


SRC_ RES_REG 


0x0200 


R/W 


Source Image Resolution 


OxOOOO_0000 


SRC_HORLRES_REG 


0x0204 


R/W 


Source Image Horizontal Resolution 


OxOOOO_0000 


SRC_VERT_RES_REG 


0x0208 


R/W 


Source Image Vertical Resolution 


OxOOOO_0000 


SC_RES_REG 


0x0210 


R/W 


Screen Resolution 


OxOOOO_0000 


SC_HORLRES _REG 


0x0214 


R/W 


Screen Horizontal Resolution 


OxOOOO_0000 


SC_VERT_RES _REG 


0x0218 


R/W 


Screen Vertical Resolution 


OxOOOO_0000 


Clipping Window 


CW_LT_REG 


0x0220 


R/W 


LeftTop coordinates of Clip Window. 


OxOOOO_0000 


CW_LT_X_REG 


0x0224 


R/W 


Left X coordinate of Clip Window. 


OxOOOO_0000 


CW_LT_Y_REG 


0x0228 


R/W 


Top Y coordinate of Clip Window. 


OxOOOO_0000 


CW_RB_REG 


0x0230 


R/W 


RightBottom coordinate of Clip Window. 


OxOOOO_0000 


CW_RB_X_REG 


0x0234 


R/W 


Right X coordinate of Clip Window. 


OxOOOO_0000 
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CW_RB_Y_REG 


0x0238 


R/W 


Bottom Y coordinate of Clip Window. 


OxOOOO_0000 


Coordinates 


COORD0_REG 


0x0300 


R/W 


Coordinates 0 register. 


OxOOOO_0000 


COORD0_X_REG 


0x0304 


R/W 


X coordinate of Coordinates 0. 


OxOOOO_0000 


COORD0_Y_REG 


0x0308 


R/W 


Y coordinate of Coordinates 0. 


OxOOOO_0000 


C00RD1_REG 


0x0310 


R/W 


Coordinates 1 register. 


OxOOOO_0000 


C00RD1_X_REG 


0x0314 


R/W 


X coordinate of Coordinates 1 . 


OxOOOO_0000 


C00RD1_Y_REG 


0x0318 


R/W 


Y coordinate of Coordinates 1 . 


OxOOOO_0000 


C00RD2_REG 


0x0320 


R/W 


Coordinates 2 register. 


OxOOOO_0000 


C00RD2_X_REG 


0x0324 


R/W 


X coordinate of Coordinates 2. 


OxOOOO_0000 


C00RD2_Y_REG 


0x0328 


R/W 


Y coordinate of Coordinates 2. 


OxOOOO_0000 


C00RD3_REG 


0x0330 


R/W 


Coordinates 3 register. 


OxOOOO_0000 


C00RD3_X_REG 


0x0334 


R/W 


X coordinate of Coordinates 3. 


OxOOOO_0000 


C00RD3_Y_REG 


0x0338 


R/W 


Y coordinate of Coordinates 3. 


OxOOOO_0000 


Rotation 


ROT_OC_REG 


0x0340 


R/W 


Rotation Origin Coordinates. 


OxOOOO_0000 


ROT_OC_X_REG 


0x0344 


R/W 


X coordinate of Rotation Origin Coordinates. 


OxOOOO_0000 


ROT_OC_Y_REG 


0x0348 


R/W 


Y coorindate of Rotation Origin Coordinates. 


OxOOOO_0000 


ROTATE_REG 


0x034C 


R/W 


Rotation Mode register. 


OxOOOO_0001 


RESERVED 


0x0350 


R/W 


Reserved 


OxOOOO_0000 


X,Y Increment Setting 


X_INGR_REG 


0x0400 


R/W 


X Increment register. 


OxOOOO_0000 


Y_INGR_REG 


0x0404 


R/W 


Y Increment register. 


OxOOOO_0000 


ROP & Alpha Setting 


ROP_REG 


0x0410 


R/W 


Raster Operation register. 


OxOOOO_0000 


ALPHA_REG 


0x0420 


R/W 


Alpha value, Fading offset. 


OxOOOO_0000 


Color 


FG_COLOR_REG 


0x0500 


R/W 


Foreground Color / Alpha register. 


OxOOOO_0000 


BG_COLOR_REG 


0x0504 


R/W 


Background Color register 


OxOOOO_0000 


BS_COLOR_REG 


0x0508 


R/W 


Blue Screen Color register 


OxOOOO_0000 


SRC_COLOR_MODE_REG 


0x0510 


R/W 


Src Image Color Mode register. 


OxOOOO_0000 


DEST_COLOR_MODE_REG 


0x0514 


R/W 


Dest Image Color Mode register 


OxOOOO_0000 


Pattern 


PATTERN_REG[0:31] 


0x0600 
~0x067C 


R/W 


Pattern memory. 




PATOFF_REG 


0x0700 


R/W 


Pattern Offset XY register. 


OxOOOO_0000 


PATOFF_X_REG 


0x0704 


R/W 


Pattern Offset X register. 


OxOOOO_0000 
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PATOFF_Y_REG 


0x0708 


R/W 


Pattern Offset Y register. 


OxOOOO_0000 


Stencil Test 


STENCIL_CNTL_REG 


0x0720 


R/W 


Stencil control register 


OxOOOO_0000 


STENCIL_DR_MIN_REG 


0x0724 


W 


Stencil decision reference MIN register 


OxOOOO_0000 


STENCIL_DR_MAX_REG 


0x0728 


W 


Stencil decision reference MAX register 


OxFFFF_FFFF 


Image Base Address 


SRG_BASE_ADDR_REG 


0x0730 


R/W 


Source Image Base Address register 


OxOOOO_0000 


DEST_BASE_ADDR_REG 


0x0734 


R/W 


Dest Image Base Address register (in most 
cases, frame buffer address) 


OxOOOO_0000 



^^^^^^ 
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18.5.1 GENERAL REGISTERS 



18.5.1.1 Control Register (CONTROL_REG) 

Offset=OxOOOO, W, Reset Value=OxOOOO_0000 



Field 


Bit 


Description 


Initial State 


Reserved 


[31:1] 




0x0 


R 


[0] 


Software Reset 

Write to this bit results in a one-cycle reset signal to GRAPHICS2D 
graphics engine. Every command register and parameter setting 
register will be assigned the "Reset Value", and the command FIFO 
will be cleared. 


0x0 



18.5.1.2 Interrupt Enable REGISTER (INTEN_REG) 

Offset=0x0004, R/W, Reset Value=OxOOOO_0000 



Field 


Bit 


Description 


Initial State 


Reserved 


[31:11] 




0x0 


CCF 


[10] 


Current Command Finished interrupt enable. 
If this bit is set, when the graphics engine finishes the execution of 
current command, an interrupt occurs, and the INTP CMD FIN flag 
in INTC_PEND_REG will be set. 




ACF 


[9] 


All Commands Finished interrupt enable. 

If this bit is set, when the graphics engine finishes the execution of 
all commands in the command FIFO, an interrupt occurs, and the 
INTP_ALL_FIN flag in INTC_PEND_REG will be set. 


0x0 


FIFO_FULL 


[8] 


Command FIFO Full interrupt enable. 

If this bit is set, when command FIFO is full (32 entries), an interrupt 
occurs, and the INTP FULL flag in the interrupt pending register 
(INTC_PEND_REG) will be set. 


0x0 


Reserved 


[7:1] 




0x0 


FIFOJNT_E 


[0] 


If this bit is set, when the number of entries occupied in command 
FIFO is greater or equal to FIFO_INT_LEVEL (in FIFO_INTC_REG), 
an interrupt occurs, and the INTP_FIFO_LEVEL flag in the interrupt 
pending register (INTC_PEND_REG) will be set. 


0x0 



18-14 



ELECTRONICS 



641 ox UM GRAPHICS 2D 



18.5.1.3 FIFO Interrupt Control REGISTER (FIFO_INTC_REG) 

Offset=0x0008, R/W, Reset Value=0x0000_0018 



Field 


Bit 


Description 


Initial State 


Reserved 


[31:6] 




0x0 


FIFOJNT_LEVEL 


[5:0] 


If FIFO INT E (in INTEN REG) is set, when FIFO USED (in 
FIFO_STAT_REG) is greater or equal to FIFO_INT_LEVEL, an 
interrupt occurs. 


0x18 



18.5.1.4 Interrupt Pending REGISTER (INTC_PEND_REG) 

Offset=OxOOOC, R/W, Reset Value=OxOOOO_0000 



Field 


Bit 


Description 


Initial State 


CLRSEL 


[31] 


Level interrupt & pulse interrupt mode select. 
1 : Level interrupt mode 
0: Pulse interrupt mode 


0x0 


Reserved 


[30:11] 






INTP_GMD_FIN 


[10] 


Current Command Finished interrupt flag. 
Writing '1 ' to this bit clears this flag. 




INTP_ALL_FIN 


[9] 


All Commands Finished interrupt flag. 
Writing '1 ' to this bit clears this flag. 




INTP_FULL 


[8] 


Command FIFO Full interrupt flag. 
Writing '1 ' to this bit clears this flag. 




Reserved 


[7:1] 






INTP_FIFO_LEVEL 


[0] 


FIFO_USED reaches FIFOJNT_LEVEL interrupt flag. 
Writing '1 ' to this bit clears this flag. 





^^^^^^ 
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18.5.1.5 FIFO Status REGISTER (FIFO_STAT_REG) 

Offset=0x0010, R, Reset Value=OxXXXX_XXXX 



Field 


Bit 


Description 


Initial State 


Reserved 


[31:11] 




- 


CMD_FIN 


[10] 


J "Tl 1 ■ ■ ^" ■ 1 J.I J." X J. 1 

1 : The graphics engine finishes the execution of current command. 
0: In the middle of rendering process. 




ALL_FIN 


[9] 


1 : Graphics engine is in idle state. The graphics engine finishes the 
execution of all commands in the command FIFO. Note that 
ALL_FIN = CMD_FIN && (FIFO_USED==0). 
0: In the middle of rendering process, or FIFO_USED is greater 
than 0. 


- 


FIFO_OVERFLOW 


[8] 


1 : Command FIFO is full, no more commands can be handled 
0: Command FIFO is not full. 




Reserved 


[7] 






FIFO_USED 


[6:1] 


The number of entries occupied in command FIFO. 




FIFO_LEVELJNT 


[0] 


1 : FIFO_USED is greater or equal to FIFO_INT_LEVEL 
0: FIFO_USED is smaller than FIFO_INT_LEVEL 
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18.5.2 COMMAND REGISTERS 



18.5.2.1 Line Drawing REGISTER (CMDO_REG) 

Offset=0x0100, W 



Field 


Bit 


Description 


Initial State 


Reserved 


[31:10] 






D 


[9] 


0 : Draw Last Point 

1 : Do-not-Draw Last Point. 




M 


[8] 


0 : Major axis is Y. 

1 : Major axis is X. 




Reserved 


[7:2] 






L 


[1] 


0 : Nothing. 

1 : Line Drawing. 




P 


[0] 


0 : Nothing. 

1 : Point Drawing. 





18.5.2.2 BitBLT REGISTER (CMD1_REG) 

Offset=0x0104, W 



Field 


Bit 


Description 


Initial State 


Reserved 


[31:2] 






S 


[1] 


0 : Nothing 

1 : Stretch BitBLT 




N 


[0] 


0 : Nothing 

1 : Normal BitBLT 





18.5.2.3 Host to Screen Start BitBLT REGISTER (CMD2_REG) 

Offset=0x0108, W 



Field 


Bit 


Description 


Initial State 


Data 


[31:0] 


BitBLT data (Start) 

Note that the data written to this register represents only one pixel, 
regardless of the source color mode. If the source color mode is 16- 
bpp (e.g., RGB565), the upper 16 bits of the data are ignored. 
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18.5.2.4 Host to Screen Continue BitBLT REGISTER (CMD3_REG) 

Offset=0x010C, W 



Field 


Bit 


Description 


Initial State 


Data 


[31:0] 


BitBLT data (Continue) 

Note that the data written to this register represents only one pixel, 
regardless of the source color mode. If the source color mode is 16- 
bpp (e.g., RGB565), the upper 1 6 bits of the data are ignored. 





18.5.2.5 Host to Screen Start Color Expansion REGISTER (CMD4_REG) 

Offset=0x0110, W 



Field 


Bit 


Description 


Initial State 


Data 


[31:0] 


Color Expansion Data (Start) 





18.5.2.6 Host to Screen Continue Color Expansion REGISTER (CMD5_REG) 

Offset=0x0114, W 



Field 


Bit 


Description 


Initial State 


Data 


[31:0] 


Color Expansion Data (Continue) 





18.5.2.7 Memory to Screen Color Expansion REGISTER (CMD7_REG) 

Offset=0x011C, W 



Field 


Bit 


Description 


Initial State 


Memory 
Address 


[31:0] 


Bitmap data base address (used in memory-to-screen mode, should 
be word-aligned). 
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18.5.3 PARAMETER SETTING REGISTERS 
RESOLUTION 



18.5.3.1 Source Image Resolution (SRC_RES_REG) 

Offset=0x0200, R/W, Reset Value=OxOOOO_0000 



Field 


Bit 


Description 


Initial State 


Reserved 


[31 :27] 




0x0 


VertRes 


[26:16] 


Vertical resolution of source image. 
Range: 1 ~ 2040 


0x0 


Reserved 


[15:11] 




0x0 


HoriRes 


[10:0] 


Horizontal resolution of source image. 
Range: 1 ~ 2040. 


0x0 



18.5.3.2 Source Image Horizontal Resolution (SRC_HORI_RES_REG) 

Offset=0x0204, W, Reset Value=OxOOOO_0000 



Field 


Bit 


Description 


Initial State 


Reserved 


[31:1] 




0x0 


HoriRes 


[10:0] 


Horizontal resolution of source image. 
Range: 1 ~ 2040. 


0x0 



18.5.3.3 Source Image Vertical Resolution (SRC_VERT_RES_REG) 

Offset=0x0208, W, Reset Value=OxOOOO_0000 



Field 


Bit 


Description 


Initial State 


Reserved 


[31:1] 




0x0 


VertRes 


[10:0] 


Vertical resolution of source image. 
Range: 1 ~ 2040 


0x0 



18.5.3.4 Screen Resolution (SC_RES_REG) 

Offset=0x0210, R/W, Reset Value=0x0000_0000 



Field 


Bit 


Description 


Initial State 


Reserved 


[31 :27] 




0x0 


VertRes 


[26:16] 


Vertical resolution of the screen. 
Range: 1 ~ 2040 


0x0 


Reserved 


[15:11] 




0x0 


HoriRes 


[10:0] 


Horizontal resolution of the screen. 
Range: 1 ~ 2040 


0x0 



^^^^^^ 
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18.5.3.5 Screen Horizontal Resolution (SC_HORI_RES_REG) 

Offset=0x0214, W, Reset Value=OxOOOO_0000 



Field 


Bit 


Description 


Initial State 


Reserved 


[31:11] 




0x0 


HoriRes 


[10:0] 


Horizontal resolution of the screen. 
Range: 1 ~ 2040 


0x0 



18.5.3.6 Screen Vertical Resolution (SC_VERI_RES_REG) 

Offset=0x0218, W, Reset Value=0x0000_0000 



Field 


Bit 


Description 


Initial State 


Reserved 


[31:1] 




0x0 


VeriRes 


[10:0] 


Vertical resolution of the screen. 
Range: 1 ~ 2040 


0x0 
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CLIPPING WINDOW 



18.5.3.7 LeftTop Clipping Window (CW_LT_REG) 

Offset=0x0220, R/W, Reset Value=OxOOOO_0000 



Field 


Bit 


Description 


Initial State 


Reserved 


[31 :27] 




0x0 


TopCW_Y 


[26:16] 


Top Y Clipping Window 

Requirement: TopCW_Y < BottomCW_Y 


0x0 


Reserved 


[15:11] 




0x0 


LeftCW_X 


[10:0] 


Left X Coordinate of Clipping Window. 
Requirement: LeftCW_X < RightCW_X 


0x0 



18.5.3.8 Left X Clipping Window (CW_LT_X_REG) 

Offset=0x0224, W, Reset Value=0x0000_0000 



Field 


Bit 


Description 


Initial State 


Reserved 


[31:11] 




0x0 


LeftCW_X 


[10:0] 


Left X Clipping Window 
Requirement: LeftCW_X < RightCW_X 


0x0 



18.5.3.9 Top Y Clipping Window (CW_LT_Y_REG) 

Offset=0x0228, W, Reset Value=0x0000_0000 



Field 


Bit 


Description 


Initial State 


Reserved 


[31:11] 




0x0 


TopCW_Y 


[10:0] 


Top Y Clipping Window 

Requirement: TopCW_Y < BottomCW_Y 


0x0 



18.5.3.10 RightBottom Clipping Window (CW_RB_REG) 

Offset=0x0230, R/W, Reset Value=0x0000_0000 



Field 


Bit 


Description 


Initial State 


Reserved 


[31 :27] 




0x0 


BottomCW_Y 


[26:16] 


Bottom Y Clipping Window 

Requirement: BottomCW_Y < VeriRes (SC_VERI_RES_REG) 


0x0 


Reserved 


[15:11] 




0x0 


RightCW_X 


[10:0] 


Right X Clipping Window 

Requirement: RightCW_X < HoriRes (SC_HORI_RES_REG) 


0x0 



^^^^^^ 
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18.5.3.1 1 Right X Clipping Window (CW_RB_X_REG) 

Offset=0x0234, W, Reset Value=OxOOOO_0000 



Field 


Bit 


Description 


Initial State 


Reserved 


[31:11] 




0x0 


RightCW_X 


[10:0] 


Right X Clipping Window 

Requirement: RiglitCW_X < HoriRes (SC_HORI_RES_REG) 


0x0 



18.5.3.12 Bottom Y Clipping Window (CW_RB_Y_REG) 

Offset=0x0238, W, Reset Value=OxOOOO_0000 



Field 


Bit 


Description 


Initial State 


Reserved 


[31:11] 




0x0 


BottomCW_Y 


[10:0] 


Bottom Y Clipping Window 

Requirement: BottomCW_Y < VeriRes (SC_VERI_RES_REG) 


0x0 
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COORDINATES 



18.5.3.13 Coordinate_0 REGISTER (COORD0_REG) 

Offset=0x0300, R/W, Reset Value=OxOOOO_0000 



Field 


Bit 


Description 


Initial State 


Reserved 


[31 :27] 




0x0 


Y 


[26:16] 


Coordinated Y 
Range: 0 ~ 2039 


0x0 


Reserved 


[15:11] 




0x0 


X 


[10:0] 


Coordinate_0 X 
Range: 0 ~ 2039 


0x0 



18.5.3.14 Coordinate_0 X REGISTER (COORD0_X_REG) 

Offset=0x0304, W, Reset Value=OxOOOO_0000 



Field 


Bit 


Description 


Initial State 


Reserved 


[31:11] 




0x0 


COORD0_X 


[10:0] 


Coordinate_0 X 
Range: 0 ~ 2039 


0x0 



18.5.3.15 Coordinate_0 Y REGISTER (COORD0_Y_REG) 

Offset=0x0308, W, Reset Value=OxOOOO_0000 



Field 


Bit 


Description 


Initial State 


Reserved 


[31:11] 




0x0 


COORD0_Y 


[10:0] 


Coordinate_0 Y 
Range: 0 ~ 2039 


0x0 



18.5.3.16 Coordinate_1 REGISTER {C00RD1_ REG) 

Offset=0x0310, R/W, Reset Value=OxOOOO_0000 



Field 


Bit 


Description 


Initial State 


Reserved 


[31 ■27] 




0x0 


Y 


[26:16] 


Coordinate_1 Y 
Range: 0 ~ 2039 


0x0 


Reserved 


[15:11] 




0x0 


X 


[10:0] 


Coordinate_1 X 
Range: 0 ~ 2039 


0x0 



^^^^^^ 
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18.5.3.17 Coordinate_1 X REGISTER (C00RD1_X_REG) 

Offset=0x0314, W, Reset Value=OxOOOO_0000 



Field 


Bit 


Description 


Initial State 


Reserved 


[31:11] 




0x0 


C00RD1_X 


[10:0] 


Coordinate_1 X 
Range: 0 ~ 2039 


0x0 



18.5.3.18 Coordinate_1 Y REGISTER (C00RD1_Y_REG) 

Offset=0x0318, W, Reset Value=0x0000_0000 



Field 


Bit 


Description 


Initial State 


Reserved 


[31:11] 




0x0 


C00RD1_Y 


[10:0] 


Coordinate_1 Y 
Range: 0 ~ 2039 


0x0 



18.5.3.19 Coordinate_2 REGISTER (C00RD2_ REG) 

Offset=0x0320, R/W, Reset Value=0x0000_0000 



Field 


Bit 


Description 


Initial State 


Reserved 


[31 ■27] 




0x0 


Y 


[26:16] 


Coordinate_2 Y 
Range: 0 ~ 2039 


0x0 


Reserved 


[15:11] 




0x0 


X 


[10:0] 


Coordinate_2 X 
Range: 0 ~ 2039 


0x0 



18.5.3.20 Coordinate_2 X REGISTER (C00RD2_X_REG) 

Offset=0x0324, W, Reset Value=0x0000_0000 



Field 


Bit 


Description 


Initial State 


Reserved 


[31:11] 




0x0 


C00RD2_X 


[10:0] 


Coordinate_2 X 
Range: 0 ~ 2039 


0x0 
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18.5.3.21 Coordinate_2 Y REGISTER (C00RD2_Y_REG) 

Offset=0x0328, W, Reset Value=OxOOOO_0000 



Field 


Bit 


Description 


Initial State 


Reserved 


[31:11] 




0x0 


C00RD2_Y 


[10:0] 


Coordinate_2 Y 
Range: 0 ~ 2039 


0x0 



18.5.3.22 Common Resource Coordinate_3 REGISTER (C00RD3_ REG) 

Offset=0x0330, R/W, Reset Value=OxOOOO_0000 



Field 


Bit 


Description 


Initial State 


Reserved 


[31 :27] 




0x0 


Y 


[26:16] 


Coordinate_3 Y 
Range: 0 ~ 2039 


0x0 


Reserved 


[15:11] 




0x0 


X 


[10:0] 


Coordinate_3 X 
Range: 0 ~ 2039 


0x0 



18.5.3.23 Coordinate_3 X REGISTER (C00RD3_X_REG) 

Offset=0x0334, W, Reset Value=0x0000_0000 



Field 


Bit 


Description 


Initial State 


Reserved 


[31:11] 




0x0 


C00RD3_X 


[10:0] 


Coordinate_3 X 
Range: 0 ~ 2039 


0x0 



18.5.3.24 Coordinate_3 Y REGISTER (C00RD3_Y_REG) 

Offset=0x0338, W, Reset Value=0x0000_0000 



Field 


Bit 


Description 


Initial State 


Reserved 


[31:11] 




0x0 


C00RD3_Y 


[10:0] 


Coordinate_3 Y 
Range: 0 ~ 2039 


0x0 



^^^^^^ 
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ROTATION 



18.5.3.25 Rotation Origin Coordinate (ROT_OC_REG) 

Offset=0x0340, R/W, Reset Value=OxOOOO_0000 



Field 


Bit 


Description 


Initial State 


Reserved 


[31 ■27] 




0x0 


Y 


[26:16] 


X coordinate of the reference point of rotation 
Range: 0 ~ 2039 


0x0 


Reserved 


[15:11] 




0x0 


X 


[10:0] 


Y coordinate of the reference point of rotation 
Range 0 ~ 2039 


0x0 



18.5.3.26 Rotation Origin Coordinate X (ROT_OC_X_REG) 

Offset=0x0344, W, Reset Value=OxOOOO_0000 



Field 


Bit 


Description 


Initial State 


Reserved 


[31:11] 




0x0 


ROT_OC_X 


[10:0] 


X coordinate of the reference point of rotation 
Range: 0 ~ 2039 


0x0 



18.5.3.27 Rotation Origin Coordinate Y (ROT_OC_Y_REG) 

Offset=0x0348, W, Reset Value=0x0000_0000 



Field 


Bit 


Description 


Initial State 


Reserved 


[31:1] 




0x0 


ROT_OC_Y 


[10:0] 


Y coordinate of the reference point of rotation 
Range 0 ~ 2039 


0x0 



18.5.3.28 Rotation REGISTER (ROTATE_REG) 

Offset=0x034C, R/W, Reset Value=0x0000_0001 



Field 


Bit 


Description 


Initial State 


Reserved 


[31:6] 




0x0 


FY 


[5] 


Y-flip 


0x0 


FX 


[4] 


X-flip 


0x0 


R3 


[3] 


270° Rotation 


0x0 


R2 


[2] 


180° Rotation 


0x0 


R1 


[1] 


90° Rotation 


0x0 


RO 


[0] 


0° Rotation 


0x1 



* If the two or more of Rn are set to 1 at the same time, drawing engine operates unpredictably. 
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X,Y INCREMENT SETTING 

18.5.3.30 X Increment REGISTER (X_INCR_REG) 

Offset=0x0400, R/W, Reset Value=OxOOOO_0000 



Field 


Bit 


Description 


Initial State 


Reserved 


[31 :22] 




0x0 


XJNCR 


[21:0] 


X increment value (2's complement, 1 1 -digit fraction) 


0x0 



18.5.3.31 Y Increment REGISTER (Y_INCR_REG) 

Offset=0x0404, R/W, Reset Value=OxOOOO_0000 



Field 


Bit 


Description 


Initial State 


Reserved 


[31 :22] 




0x0 


YJNCR 


[21:0] 


Y increment value (2's complement, 1 1 -digit fraction) 


0x0 
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ROP & ALPHA SETTING 



18.5.3.32 Raster Operation REGISTER (ROP_REG) 

Offset=0x0410, R/W, Reset Value=OxOOOO_0000 



Field 


Bit 


Description 


Initial State 


Reserved 


[31:14] 




0x0 


OS 


ri3i 


Third OnpranH Rplprt ■ 

1 'bO : Pattern 

1'b1 : Foreground Color 


W A. W 


ABM 


[12:10] 


Alpha Mode : 

3'bOOO : No Alpha Blending 

3'b001 : Perpixel Alpha Blending with Source Bitmap 
3'b010 : Alpha Blending with Alpha Register 
3'b100 : Fading 
Others : Reserved 

Note that Perpixel Alpha Blending can only be applied on bit block 
transfer. 


0x0 


T 


[9] 


0 : Opaque Mode 

1 : Transparent Mode 


0x0 


B 


[8] 


0: Blue-screen Mode Disable 
1 : Blue-screen Mode Enable 
Note that T and B must not be set at the same time. 


0x0 


ROP Value 


[7:0] 


Raster Operation Value 


0x0 



18.5.3.33 Alplia REGISTER (ALPHA_REG) 

Offset=0x0420, R/W, Reset Value=0x0000_0000 



Field 


Bit 


Description 


Initial State 


Reserved 


[31:16] 




0x0 


Fading 


[15:8] 


Fading Offset Value 


0x0 


Alpha 


[7:0] 


Alpha Value 


0x0 
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COLOR 

18.5.3.34 Foreground Color REGISTER (FG_COLOR_REG) 

Offset=0x0500, R/W, Reset Value=OxOOOO_0000 



Field 


Bit 


Description 


Initial State 


ForegroundColor 


[31:0] 


Foreground Color Value. 

The alpha field of the foreground color will be discarded. 


0x0 



18.5.3.35 Background Color REGISTER (BG_COLOR_REG) 

Offset=0x0504, R/W, Reset Value=OxOOOO_0000 



Field 


Bit 


Description 


Initial State 


BackgroundColor 


[31:0] 


Background Color Value. 

The alpha field of the background color will be discarded. 


0x0 



18.5.3.36 BlueScreen Color REGISTER (BS_COLOR_REG) 

Offset=0x0508, R/W, Reset Value=OxOOOO_0000 



Field 


Bit 


Description 


Initial State 


BlueScreenColor 


[31:0] 


BlueScreen Color Value. 

The alpha field of the blue screen color will be discarded. 


0x0 


18.5.3.37 Source Image Color Mode (SRC_COLOR_MODE_REG) 




Offset=0x0510, R/W, Reset Value=OxOOOO_0000 




Field 


Bit 


Description 


Initial State 


Reserved 


[31:3] 


Should be 0 


0x0 


Color Setting 


[2:0] 


3'bOOO: RGB_565 3'bOOI: RGBA_5551 
3'b01 0: ARGB_1 555 3'b01 1 : RGBA_8888 
3'b1 00: ARGB_8888 3'b1 01 : XRGB_8888 
3'b110: RGBX_8888 


0x0 



18.5.3.38 Destination Image Color Mode (DEST_COLOR_MODE_REG) 

Offset=0x0514, R/W, Reset Value=OxOOOO_0000 



Field 


Bit 


Description 


Initial State 


Reserved 


[31:3] 




0x0 


Color Setting 


[2:0] 


3'bOOO 
3'b010 
3'b100 
3'b110 


RGB 565 3'b001: RGBA 5551 
ARGB 1555 3'b011:RGBA 8888 

ARGB 8888 3'b101:XRGB 8888 

RGBX 8888 


0x0 
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18.5.3.39 Pattern Offset REGISTER (PATOFF_REG) 

Offset=0x0700, R/W, Reset Value=OxOOOO_0000 



Field 


Bit 


Description 


Initial State 


Reserved 


[31:19] 




0x0 


POffsetY 


[18:16] 


Pattern Offset Y Value 


0x0 


Reserved 


[15:3] 




0x0 


POffsetX 


[2:0] 


Pattern OffsetX Value 


\JA.\J 


18.5.3.40 Pattern Offset X REGISTER (PATOFF_X_REG) 




Offset=0x0704, W, Reset Value=OxOOOO_0000 




Field 


Bit 


Description 


Initial State 


Reserved 


[31:3] 




0x0 


POffsetX 


[2:0] 


Pattern OffsetX Value 


0x0 


18.5.3.41 Pattern Offset Y REGISTER (PATOFF_Y_REG) 




Offset=0x0708, W, Reset Value=OxOOOO_0000 




Field 


Bit 


Description 


Initial State 


Reserved 


[31:3] 




0x0 


POffsetY 


[2:0] 


Pattern OffsetY Value 


0x0 
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18.5.3.42 Colorkey Control REGISTER (COLORKEY_CNTL_REG) 

Offset=0x0720, W, Reset Value=OxOOOO_0000 



Field 


Bit 


Description 


Initial State 


Rpcpr\/Prl 


[O 1 .OJ 




V/AVJ 


Stencillnverse 


[4] 


0: Normal stencil test 

1 ■ ln\/pr<5Prl <5tpnril tp<5t 

1 . IIIV^IO^^J Ol^l loll l^Ol 

This bit should be set to 0 if the stencil test of every color field is 
disabled. 


0x0 


StencilOnR 


[3] 


0: Stencil Test Off for R value 
1 : Stencil Test On for R value 


0x0 


StencilOnG 


[2] 


0: Stencil Test Off for G value 
1 : Stencil Test On for G value 


0x0 


StencilOnB 


[1] 


0: Stencil Test Off for B value 
1 : Stencil Test On for B value 


0x0 


StencilOnA 


[0] 


0: Stencil Test Off for A value 
1 : Stencil Test On for A value 


0x0 



18.5.3.43 Colorkey Decision Reference Minimum REGISTER (COLORKEY _DR_MIN_REG) 

Offset=0x0724, W, Reset Value=OxOOOO_0000 



Field 


Bit 


Description 


Initial State 


A_DR(min) 


[31 :24] 


Alpha DR MIN value 


0x0 


R_DR(min) 


[23:16] 


RED DR MIN value 


0x0 


G_DR(min) 


[15:8] 


GREEN DR MIN value 


0x0 


B_DR(min) 


[7:0] 


BLUE DR MIN value 


0x0 



18.5.3.44 Colorkey Decision Reference Maximum REGISTER (COLORKEY _DR_MAX_REG) 

Offset=0x0728, W, Reset Value=OxFFFF_FFFF 



Field 


Bit 


Description 


Initial State 


A_DR(max) 


[31 :24] 


Alpha DR MAX value 


OxF 


R_DR(max) 


[23:16] 


RED DR MAX value 


OxF 


G_DR(max) 


[15:8] 


GREEN DR MAX value 


OxF 


B_DR(max) 


[7:0] 


BLUE DR MAX value 


OxF 
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IMAGE BASE ADDRESS 

18.5.3.45 Source Image Base Address REGISTER (SRC_BASE_ADDR_REG) 

Offset=0x0730, W, Reset Value=OxOOOO_0000 



Field 


Bit 


Description 


Initial State 


ADDR 


[31:0] 


Base address of the source image 


0x0 


18.5.3.46 Destination Image Base Address REGISTER (DEST_BASE_ADDR_REG) 

Offset=0x0734, W, Reset Value=OxOOOO_0000 


Field 


Bit 


Description 


Initial State 


ADDR 


[31:0] 


Base address of the destination image (in most cases, it is also the 
frame buffer base address). 


0x0 
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IMAGE ROTATOR 



19.1 OVERVIEW 

Image Rotator performs rotating/flipping image data. It is composed of Rotate FSM, Rotate Buffer, AMBA AHB 2.0 
master/slave interface, and Register files. Overall features are summarized as follows. 



19.2 FEATURE 

• Supports image format: YCbCr 4:2:2(interleave), YCbCr 4:2:0(non-interleave), RGB565 and 
RGB888(unpacked) 

• Supports rotate degree: 90, 180, 270, flip vertical and flip horizontal 

19.3 BLOCK DIAGRAM 

Follow Figure 19-1 shows the block diagram of Image Rotator. 



System Bus 



Slave Bus 
Interface 



Register Bank 



I 



Rotate FSM 



Roate Buffer 



Master Bus 



Interface (System Bus 



Figure 19-1. Image Rotator Block Diagram 
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19.4 IMAGE EXAMPLE 




(c) Flip Horizontal (d) 180-degree Rotation 



(e) 90-degree Rotation (f) 270-degree Rotation 
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19.5 REGISTER DESCRIPTION 

19.5.1 MEMORY MAP 



Reaister 


Address 


R/W 


DescriDtion 


Reset Value 


CTRLCFG 


0x7720_0000 


R/W 


Rotator Control Register 


OxOOO_0000 


o n A n n i~ r\ 


0x7720_0004 


R/W 


Rotator Source Image (RGB or Y component) Address 
Register 


OxOOOO_0000 


on/^A r> n n i~ a 

bnOADDRREbl 


0x7720_000o 


n A AI 

R/W 


Rotator Source Image (CB component) Address 
Register 


r\^,r\r\r\r\ r\r\r\r\ 

OxOOOO_0000 


SRCADDRREG2 


0x7720_000C 


R/W 


Rotator Source Image (CR component) Address 
Register 


OxOOOO_0000 


SRCSIZEREG 


0x7720_0010 


R/W 


Rotator Source Image Size Register 


OxOOOO_0000 


DESTADDRREGO 


0x7720_0018 


R/W 


Rotator Destination Image (RGB or Y component) 
Address Register 


OxOOOO_0000 


DESTADDRREG1 


0x7720_001 C 


R/W 


Rotator Destination Image (OB component) Address 
Register 


OxOOOO_0000 


DESTADDRREG2 


Ox7720_0020 


R/W 


Rotator Destination Image (OR component) Address 
Register 


OxOOOO_0000 


STATCFG 


0x7720_002C 


R 


Rotator Status Register 


OxOOOO_0000 



19.5.2 ROTATOR CONTROL REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


CTRLCFG 


0x7720_0000 


R/W 


Rotator Control Register 


OxOOO_0000 



CTRLREG 


Bit 


Description 


Initial State 


Reserved 


[31:25] 


Reserved 


000b 


Enable Int. 


[24] 


Interrupt Enable 

0: Disable interrupt 1 : Enable interrupt 


Ob 


Reserved 


[23:16] 


Reserved 


0x00 


Input 

Image 

format 


[15:13] 


Input image format to be rotated 

000: YCbCr 4:2:0(non-interleave) 001 : Reserved 

01 0: Reserved 01 1 : YCbCr 4:2:2(interleave) 

1 00: RGB 565 1 01 : RGB888 (unpacked) 


000b 


Reserved 


[12:8] 


Reserved 


0_0000b 


Rotation 
Degree 


[7:6] 


Determine the rotation degree 

00: Don't rotate 01 : 90 degree 

1 0: 1 80 degree 1 1 : 270 degree 

Note: These bits should be zero, if flip direction isn't zero. 


00b 


Flip 

Direction 


[5:4] 


Determine the flip direction 
00: Don't flip 

10: Flip vertical 1 1 : Flip horizontal 

Note: These bits should be zero, if rotation degree isn't zero. 


00b 


Reserved 


[3:1] 


Reserved 


000b 


Start rotate 


[0] 


Rotate enable signal, when this bit is set. Rotator starts the 
operation. This bit is cleared when rotator starts to move image. 
0: Don't work 1 : Start rotate operation 


Ob 
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19.5.3 ROTATOR SOURCE IMAGE ADDRESS REGISTER 0 (RGB OR Y COMPONENT) 



Register 


Address 


R/W 


Description 


Reset Value 


SRCADDRREGO 


0x7720_0004 


R/W 


Rotator Source Image Address Register 


OxOOOO_0000 



SRCADDRREGO 


Bit 


Description 


Initial State 


Source Address 


[30:0] 


The address of source image. 


OxOOOO_0000 



19.5.4 ROTATOR SOURCE IMAGE ADDRESS REGISTER 1 (CB COMPONENT) 



Register 


Address 


R/W 


Description 


Reset Value 


SRCADDRREG1 


0x7720_0008 


R/W 


Rotator Source Image Address Register 


OxOOOO_0000 



SRCADDRREG1 


Bit 


Description 


Initial State 


Source Address 


[30:0] 


Tlie address of source image. 


OxOOOO_0000 



19.5.5 ROTATOR SOURCE IMAGE ADDRESS REGISTER 2 (CR COMPONENT) 



Register 


Address 


R/W 


Description 


Reset Value 


SRCADDRREG2 


0x7720_000C 


R/W 


Rotator Source Image Address Register 


OxOOOO_0000 



SRCADDRREG2 


Bit 


Description 


Initial State 


Source Address 


[30:0] 


Tlie address of source image. 


OxOOOO_0000 



19.5.6 ROTATOR SOURCE IMAGE SIZE REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


SRCSIZEREG 


0x7720_0010 


R/W 


Rotator Source Image Size Register 


OxOOOO_0000 



SRCSIZEREG 


Bit 


Description 


Initial State 


Vertical Size 


[31:16] 


Vertical Image size of source image 
Vertical image size = this value 


0x0000 


Horizontal Size 


[15:0] 


Horizontal Image size of source image 
Horizontal image size = this value 


0x0000 
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19.5.7 ROTATOR DESTINATION IMAGE ADDRESS REGISTER 0 (RGB OR Y COMPONENT) 



Register 


Address 


R/W 


Description 


Reset Value 


DESTADDRREGO 


0x7720_0018 


R/W 


Rotator Destination Image Address Register 


OxOOOO_0000 



DESTADDRREGO 


Bit 


Description 


Initial State 


Destination Address 


[30:0] 


Tlie address of destination image. 


OxOOOO_0000 



19.5.8 ROTATOR DESTINATION IMAGE ADDRESS REGISTER 1 (CB COMPONENT) 



Register 


Address 


R/W 


Description 


Reset Value 


DESTADDRREG1 


0x7720_001C 


R/W 


Rotator Destination Image Address Register 


OxOOOO_0000 



DESTADDRREG1 


Bit 


Description 


Initial State 


Destination Address 


[30:0] 


The address of destination image. 


OxOOOO_0000 



19.5.9 ROTATOR DESTINATION IMAGE ADDRESS REGISTER 2 (CR COMPONENT) 



Register 


Address 


R/W 


Description 


Reset Value 


DESTADDRREG2 


0x7720_0020 


R/W 


Rotator Destination Image Address Register 


OxOOOO_0000 



DESTADDRREG2 


Bit 


Description 


Initial State 


Destination Address 


[30:0] 


The address of destination image. 


OxOOOO_0000 



19.5.10 ROTATOR STATUS REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


STATCFG 


0x7720_002C 


R 


Rotator Status Register 


OxOOOO_0000 



STATREG 


Bit 


Description 


Initial State 


Current line 
number 


[31:16] 


Indicate where rotator accesses image. 

This value shows what line number of image is handled. 


0 


Reserved 


[15:9] 


Reserved 


0x00 


Interrupt Pending 


[8] 


This bit is set whenever a image rotation is finished. And cleared 
by read this bit. 


0 


Reserved 


[7:2] 


Reserved 


0x00 


Rotator status 


[1:0] 


This bits show what kinds of operation are doing by rotator. 
00:There is no work (IDLE) 01 : Reserved 
10: Rotating a image (BUSY) 

1 1 : Rotating a image, and has one more job to rotate (BUSY) 


0 



Note: If rotator status is 2'b1 1 , another job is pending while one job is rotating. So, if you want to set another job 
on rotating, you should set Input Image format. Rotation Degree, Flip Direction and Start rotate at BUSY state 
(Rotator status=2'b10). 
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20.1 OVERVIEW 

This specification defines the interface of camera. The CAMERA INTERFACE in S3C6410X (Fully Interactive 
Mobile Camera interface 3.2) supports ITU R BT-601/656 YCbCr 8-bit standard. Maximum input size is 
4096x4096 pixels. The CAMERA INTERFACE in S3C6410X consists of several functions. T_pattemMux is\he 
test pattern generator. Test pattern generation can be used to calibration of input sync signals as HREF and 
VSYNC. CatchCam is the capturing ITU signal and window cut. Video sync signals and pixel clock polarity can be 
inverted in the camera interface side by using register setting. Two scalers exist. The one is the preview scaler, 
which is dedicated to generate smaller size image for preview. The other one is the codec scaler, which is 
dedicated to generate codec useful image. Two Channel MSDMA(Memory Scaling DMA)can read the memory 
data for each scaling path. Two Output DMAs exist. The one is the Preview DMA. The other one is the Codec 
DMA. Two DMA are dedicated to the YCbCr 4:2:2, YCbCr 4:2:0 and RGB output. The CAMERA INTERFACE in 
S3C641 OX has image rotator (90' clockwise) and image effect. These features are very useful in folder type 
cellular phone. 



The Camera Interface supports the following features: 

• ITU-R BT 601/656 8-bit mode support 

• DZI (Digital Zoom In) capability 

• Programmable polarity of video sync signals 

• Maximum. 4096 x 4096 pixels Camera input support (refer to the table 20-1 for scaler max. size) 

• Codec / Preview Image mirror and rotation(only preview) (X-flip, Y-flip, 90° ,180° and 270° rotation) 

• Codec / Preview output image generation (RGB 1 6/1 8/24-bit format and YCbCr 4:2:0/4:2:2 format) 

• Camera image capture frame control support 

• Scan line offset support 

• YCbCr 4:2:2 image interleave format support 

• Image effect support 

• LCD controller direct path support (MSDMA only) 

• Interlace Camera input support. 



20.2 FEATURES 
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ITU-R BT 
601/656 



Memory 



YCbCr 4:2:0 
YCbCr 4:2:2 
RGB 



Display 
Controller 



Camera interface 



T_patternMux 



MSDMA 



Preview Scaler 


YCbCr / RGB 








C Pre-Scaler ) 


\ 


Main- 


Scaler 3 



MSDMA 



YCbCr / RGB 



Codec Scaler 



YCbCr444 / RGB24bit 





J 




YCbCr / RGB 


^ Color Space Conversion ? ^ 




YCbCr / RGB 




( Rotator ? ) 




YCbCr / RGB 

r 



YCbCr / RGB 



Color Space Conversion ' 



Camlf 
SFR 



YCbCr / RGB 



YCbCr444/ RGB24bit 



Preview DMA 
Flip 

RGB16/18/24bit 
YCbCr 4:2:X 



Codec DMA 
Flip 

RGB16/18/24bit 
YCbCr 4:2:X 



YCbCr / RGB 



AHB bus 



YCbCr / RGB 



IVIemory 



YCbCr 4:2:0 
YCbCr 4:2:2 
RGB 



Display 
Controller 



Figure 20-1. Camera interface overview 



Table 20-1. Preview & Codec max. Horizontal size 





Preview 


Codec 


Prescaled input Max Hsize 


720 pixels 


2048 pixels 


Scaler bypass 


4096 pixels 


4096 pixels 


TargetHsize (no rotation) 


4096 pixels (Bypass YCbCr) 
720 pixels (Except Bypass) 


4096 pixels (Bypass YCbCr) 
2048 pixels (Except Bypass) 


TargetHsize (with rotation) 


720 pixels (RGB) 
360 pixels (YCbCr) 
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20.3 EXTERNAL INTERFACE 

Camera Interface can support the next video standards. Two video standards are as follows: 

• ITU-R BT 601 YCbCr 8-bit mode 

• ITU-R BT 656 YCbCr 8-bit mode 

20.4 SIGNAL DESCRIPTION 



Table 20-2. Camera interface signal description 



Name 


I/O 


Description 


External camera processor interface signal 


XciPCLK 


1 


Pixel Clock, driven by the Camera processor A 


XciVSYNC 


1 


Frame Sync, driven by the Camera processor A 


XciHREF 


1 


Horizontal Sync, driven by the Camera processor A 


XciYDATA [7:0] 


1 


Pixel Data driven by the Camera processor A 


XciRSTn 


0 


Software Reset or Power Down for the Camera processor A 


XciCLK 


0 


Clock for a external ISP 



NOTE: I/O direction. I: input, O: output, B: bi-direction 
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20.5 TIMING DIAGRAM 



VSYNC 



HREF 



HREF(1H) 



PCLK 



DATA[7:0]^ 



1 frame 



Vertical lines 



iiilipnnfinnnni!^^ 



Horizontal width - 



ode 



8- bit mode 



Figure 20-2. ITU-R BT 601 Input timing diagram 



PCLK 



DATA[7:0] Q 



— // — 



^ Video timing 

reference codes 



-►4- 



Video timing 
reference codes 



Pixel data 



Figure 20-3. ITU-R BT 656 Input timing diagram 

There are two timing reference signals in ITU-R BT 656 format, one at the beginning of each video data block 
(start of active video, SAV) and one at the end of each video data block(end of active video, EAV) as shown in 
Figure 20-3 and Table 20-3. 

Table 20-3. Video timing reference codes of ITU-656 8bit format 



Data bit number 


First word 


Second word 


Tliird word 


Fourth! word 


7 (MSB) 




0 


0 


1 


6 




0 


0 


F 


5 




0 


0 


V 


4 




0 


0 


H 


3 




0 


0 


P3 


2 




0 


0 


P2 


1 




0 


0 


P1 


0 




0 


0 


PO 



^^^^^^ 



ELECTRONICS 



20-5 



CAMERA INTERFACE 



6410X_UM 



NOTE: F = 0 (during field 1), 1 (during field 2) 

V = 0 (elsewhere), 1 (during field blanking) 

H = 0 (in SAV : Start of Active Video), 1 (in EAV : End of Active Video) 
PO, P1 , P2, P3 = protection bit 

Camera interface logic can catch the video sync bits like H (SAV, EAV) and V (Frame Sync) after reserved data as 
"FF-00-00". 

Caution! All external camera interface lOs must not be combined with any other GPIO or bi-directional 
ports. 

Caution! All external camera interface lOs are recommended to be shmitt-trigger type 10 for noise 
reduction. 




Figure 20-4. Sync signal timing diagram 
Table 20-4. Sync signal timing requirement 





Minimum 


Maximum 


t1 


12 cycles of Pixel clock 




t2 


1 2 cycles of Pixel clock 




t3 


2 cycles of Pixel clock 




t4 


12 cycles of Pixel clock 





NOTE: If rotator is enabled, (t4 + t1) must be long enough to finish DMA transactions. It is because, DMA transaction for 
rotator line buffer are delayed by 4 or 8 horizontal lines. 
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20.6 EXTERNAL/INTERNAL CONNECTION GUIDE 

All Camera Interface input signals must not occur inter-skewing to pixel clock line. Recommend next pin location 
and routing. 




Camera A 



Chip 10 



CAM IF 



DATA A [7:0] 




Figure 20-5. 10 connection guide 
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20.7 CAMERA INTERFACE OPERATION 

20.7.1 FOUR DMA PORTS 

Camera Interface has Four DMA port. MSDMA input for preview, MSDMA input for codec, P-port(Preview out 
port) and C-port(Codec out port) are separated from each other on AHB bus. At the view of system bus, four ports 
are independent. The MSDMA reads the YCbCr 4:2:0 or YCbCr 4:2:2 or RGB image. The P-port and C-port store 
YCbCr 4:2:0 or YCbCr 4:2:2 or RGB image data in the memory. The P-port and C-port can be selected memory 
input data through MSDMA or camera input data through Camera. These four master ports support the variable 
applications like DSC (Digital Steel Camera), MPEG-4 video conference, video recording, etc. For example, P- 
port image can be used as preview image, and C-port image can be used as JPEG image in DSC application. 
The register setting can separately disabled for four DMA port. 



External 
Camera 
Processor 



5c^ 







Frame Memory (SDRAM) 



ITU format 




Preview 

YCdCr 4:2:0 
YCbCr 4:2:2 
RGB 16/18/24 bit 



Codec 

YCbCr 4:2:0 
YCbCr 4:2:2 
RGB 16/18/24 bit 



External 
Camera 
Processor 




Frame Memory (SDRAM) 



Preview 

YCbCr 4:2:0 
YCbCr 4:2:2 
RGB 16/18/24 bit 

Codec 

YCbCr 4:2:0 
YCbCr 4:2:2 
RGB 16/18/24 bit 



Figure 20-6. DMA ports through Camera processor data 
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20.7.2 CLOCK DOMAIN 

Camera Interface has two clock domains. The one is the system bus clock, which is HCLK. The other is the pixel 
clock, which is PCLK. The system clock must be faster than pixel clock . As highlighted in Figure 20- 7, CAMCLK 
must be divided from the fixed frequency like APLL or MPLL clock. If external clock oscillator is used, CAMCLK 
must be floated. Internal scaler clock is system clock. It is not mandatory for two clock domains to be 
synchronized with each other. Other signals as PCLK must be similarly connected to shimitt-triggered level shifter. 



XciCLK = HCLKx2 / d 



Normally use 



External 
Camera 
Processor 



Schm it-triggered 
Level-shifter 



External MCLK 



APLL or 
MPLL 



Variable 
Freq. 



Divide 1/1,1/2,1/3... 
Counter 1/16 



Divide 
Counter 



CAMIF 



Figure 20-7. CAMERA INTERFACE clock generation 
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20.7.3 FRAME MEMORY HIERARCHY 

Frame memories consist of four ping-pong memories for each P-ports and C-ports. Ping-pong memories have 
three element memories that are luminance Y, chrominance Cb, and chrominance Cr. It is recommended that the 
arbitration priority of CAMERA INTERFACE must be higher than any other masters except LCD controller. It is 
strongly recommended that CAMERA INTERFACE priorities must be the fixed priorities, instead of rotation 
priorities. In multi-AHB bus case, the priority of system bus including CAMERA INTERFACE must be higher than 
others. If AHB-bus is traffic enough that DMA operation is not ending during one horizontal period plus blank, it 
might be entered into mal-function. Therefore, the priority of CAMERA INTERFACE must be separated to other 
round robin or circular arbitration priorities. It is also recommended that AHB bus which includes CAMERA 
INTERFACE must have higher priority than any other multi-AHB buses in memory matrix system. CAMERA 
INTERFACE must not be the default master of AMBA AHB system. 



ITU-601/656 
YCbCr 
4:2:2 — 
8-bits 



Camera Interface 



P-port 
YCbCr 
4:2:0,2 
RGB 



C-port 
YCbCr 
4:2:0,2 
RGB 



AHB bus & 
Memorycontroller 



4-pingpong 
Frame memory 
(SDRAM) 





p-port Y 1 / RGB 1 




P-port Cb 1 




P-port Cr 1 




P-port Y 2 / RGB 2 




P-port Cb 2 




P-port Cr 2 




P-port Y 3 / RGB 3 




P-port Cb 3 




P-port Cr 3 




P-port Y 4 / RGB 4 




P-port Cb 4 




P-port Cr 4 






C-port Y 1 / RGB 1 




C-port Cb 1 




C-port Cr 1 




C-port Y 2 / RGB 2 




C-port Cb 2 




C-port Cr 2 




C-port Y 3 / RGB 3 




C-port Cb 3 




C-port Cr 3 




C-port Y 4 / RGB 4 




C-port Cb 4 




C-port Cr 4 



Figure 20-8. Ping-pong memory hierarchy 
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20.7.4 MEMORY STORING METHOD 

The little-endian method is the storing method to the frame memory. The first entering pixels stored into LSB 
sides, and the last entering pixels stored into MSB sides. The carried data by AHB bus is 32-bit word. Therefore, 
CAMERA INTERFACE makes the each Y-Cb-Cr words by little endian style. One pixel (Color 1 pixel) is one word 
for RGB 24-bit/1 8-bit format. Otherwise, two pixels are one word for RGB 16-bit format and YCbCr 4:2:2 
interleave format. Refer to Figure 20-9 for Memory storing style. 



ITU-601/656YCbCr 
4:2:2 8-bit input timing 



POLK 
DAT 




-► time 



32-bit ^ 
31 0 



04 


03 


02 


01 



32-bit 



31 24 





R8 


G8 


B8 


31 18 




R6 


G6 


B6 



32-bit 



2 1 



16-bit 



R5 G6 B5 




Y4 Y3 Y2 Y1 



Y8 



Y7 



Y6 Y5 



Little endian method 



Y frame memory 



Ob4 Ob3 Ob2 Obi Ob8 Ob7 Ob6 Ob5 



Little endian method 



Cb frame memory 



Or4 Or3 Or2 on Or8 Or7 Oi€ Or5 



Little endian method 



Cr frame memory 



Orl Y2 Obi Y1 Or2 Y4 Ob2 Y3 



Little endian method 

YCbCr 4:2:2 interleave memory 



RGB1 RGB2 RGB3 RGB4 RGBS RGB6 RGB7 RGB8 



RGB frame memory 
(24/18-bit) 



RGB2/1 RGB4/3 



RGBa? RGB1(V9 RGB12/11 RGB14/13 RGB16/15 



RGB frame memory 
(16-bit) 



Figure 20-9. Memory storing style 



^^^^^^ 



ELECTRONICS 



20-11 



CAMERA INTERFACE 



6410X_UM 



20.7.5 TIMING DIAGRAM FOR REGISTER SETTING 

The first register setting for frame capture command can occur in any part of frame period. It is recommend to do 
first setting at the VSYNC "L" state. VSYNC information can be read from status SFR. Refer to the below Figure 
20-10. All command includes ImgCptEn and is valid at VSYNC falling edge. Make sure that except first SFR 
setting, all command must be programmed in ISR (Interrupt Service Routine). It is not allowed for target size 
information to be changed during capture operation. However, image mirror or rotation, windowing, and Zoom In 
settings can change in capturing operation. If some path select MSDMA input mode, all command must be 
programmed after MSDMA and P-port or C-Port DMA operation end. 



VSYNC 



HREF 



INTERRUPT 



Image Capture. 



capturing 



SFR setting 
( ImgCptEr) 



< Frame Capture Start for external camera inj^ut 



VSYNC I ^ 



HREF 



INTERRUPT 



ii 



In Capturing 



Image Capture 



New CommancL 



New SFR 
command 



< New command valid timing diagrstm 



20-12 



^^^^^^ 



ELECTRONICS 



6410X_UM 



CAMERA INTERFACE 



Read Memory ■ 



Image Capture - 



SEL_DMA_CAM- 



SFR setting 
(ENVID_M_P or ENVID_M_C) 



SFR setting 
(lmgCptEn_PrSc or lmgCptEn_CoSC) 



SFR setting 
(SEL_DIVIA_CAI\^) 



< Frame Capture Start for MSDMA input > 



MSDMA end 



P or C-Port 
DMA end 

Read Memory 



Image Capture 



In capturing 



SFR setting 
(ENVID) 



New command 



SFR setting 
(New command) 



< New connnnand valid tinning diagram for IVISDIVIA memory input> 



Figure 20-10. Timing diagram for register setting 
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20.7.6 TIMING DIAGRAM FOR LAST IRQ (CAMERA CAPTURE MODE) 

IRQ except LastlRQ is generated before image capturing. Last IRQ which means camera signal capture-end can 
be set by following timing diagram. LastlRQEn is auto-cleared and, as mentioned, SFR setting in ISR is for next 
frame command. Therefore, for adequate last IRQ, you must follow next sequence between LastlRQEn and 
lmgCptEn/lmgCptEn_CoSc/lmgCptEnPrSC. It is recommended that lmgCptEn/lmgCptEn_CoSc/lmgCptEnPrSC 
is set at same time and at last of SFR setting in ISR. FrameCnt, which is read in ISR, means next frame count. On 
following diagram, last captured frame count is "1". That is. Frame 1 is the last-captured frame among frame 0-3. 
FrameCnt is increased by 1 at IRQ rising. 

• Camera input capture path 



ISR region ISR region ISR region ISR region ISR region ISR region ISR region 

VSYNC 



ImgCptEn(cnnd) 
LastlRQEn 
IRQ 





nl 


nl 


nl nl 


nl 






























1 

Auto cleared ^fjjUj^ 


1 








n 




n 




n 


{rr^ n 


n 








0 




' 1 


2 1 




1 





Capture O Capture O Capture O Capture X Capture O Capture O 
(Frame_3) (Frame_0) (Frame_1) (Franne_3) (Franne_0) 



Figure 20-11. Timing diagram for last IRQ (LastlRQEn is enabled) 



ISR region ISR region ISR region ISR region ISR region ISR region ISR region 



VSYNC 
ImgCptEn(cmd) 
LastlRQEn 
IRQ 





M 


nl 




n 


■ 


n 


I 


n 


■ 












1 




1 












1 

L 

1 


n 








[1 




c 


>^ w Last IRQ 
) T Low 


1 


1 


1 


f 


















1 


1 


0 



Capture O Capture O Capture O Capture X Capture O Capture O 
(Frame_3) (Frame_0) (Frame_1) (Frame_3) (Frame_0) 



Figure 20-12. Timing diagram for last IRQ (LastlRQEn is disabled) 



/SYNC_| [_ 



'A ►: A = 8 cycle of pixel clock + 3 cycle of system clock 

A 

IRQ 



1^ — ►! B = 1 cycle of system clock 



Figure 20-13. VSYNC & IRQ signals timing requirement 
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20.7.7 TIMING DIAGRAM FOR IRQ (MEMORY DATA SCALING MODE) 

MSDMA input can be selected by SFR setting. In this case, IRQ is generated after P-port or C-port DMA 
operation is completed for per frame. This mode is aware of starting point by user's SFR setting (ENVID '0' '1'). 
Therefore, this mode does not required IRQ of starting point and LastlRQ. FrameCnt is increased by 1 at 
ENVID_M_P(=ENVID_M_C) low to rising ('0' ^ '1') and lmgCptEn_PrSC(=lmgCptEn_CoSC) '1' 





SFR region SFR region SFR region SFR region SFR region SFR region SFR region 


ENVID.MS 


_l 


u 






1 




u 


1 




1 








1 FrameCnt ++ 






















ImgCptEn.PrSC 




























J 


1 










1 


ol 




1 




Preview DMA frame done 








1 


































\ 




r 




IRQ 




n 




n 






n 


n 




W 






Y 




















FrameCnt 




3 1 0 




1 


1 




1 




1 


1 




































Capture 0 




Capture 0 


Capture X 


Capture 0 




Capture 0 


Capture 0 






(Frame_3) 




(Frame_0) 




(Frame_1) 




(Frame_2) 


(Frame_3) 



Figure 20-14. Timing diagram for IRQ (MSDMA path) 



20.7.8 MSDMA FEATURE 

MSDMA supports memory data scaling. Especially two different image data is required for PIP (Picture-in-Picture) 
operation. First image is saved memory by some codec (H.264, Camera, MPEG4 etc.) Second image is saved 
memory through MSDMA path. The MSDMA path has YCbCr/RGB output format through scaler/dma path. Two 
images are displayed and controlled by LCD controller. If MSDMA is (reading the memory data) required to use in 
preview path or codec path. SFR SEL_DMA_CAM_P(=SEL_DMA_CAM_C) signal must be set '1'. This input path 
is called Memory Scaling DMA path. This path is not allowed windowing zoom function. 



NOTE: 



Memory image format for MSDMA input are: 

YCbCr 4:2:0 (non-interleave) 

YCbCr 4:2:2 (non-interleave) 

YCbCr 4:2:2 (Interleave) 

RGB 



External 
camera 



ITU-R 601/656 



Memory 



YCbCr 4:2:2 
YCbCr 4:2:X 



RGB 



MSDMA 



T_PatternMux 



CatchCam 



MSDMA path 




s 




c 




a 


Color 


1 


Space 


e 


Converter 


r 





YCbCr 4:2:X 
► 



RGB 



Figure 20-15. MSDMA or External Camera interface 
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20.7.8 CAMERA INTERLACE INPUT SUPPORT 

641 0 supports ITU-R BT 601 YCbCr 8/1 6 bit mode and ITU-R BT 656 YCbCr 8-bit mode in order to getting data 
from external camera. 6410 supports not only progressive input but also progressive input in both modes 



20.7.8.1 PROGRESSIVE INPUT 

In progressive mode, all the input data is stored in four buffers(pingpong memory which is designated by SFR) 
sequentially by the unit of frame. Refer Figure 20-8. 

20.7.8.1 INTERACED INPUT 

In interlace mode, the input data is stored in four buffers(pingpong memory which is designated by SFR). In this 
mode, even field frame data and odd field frame data is stored in turn. Therefore even field frame data is stored in 
1^^ and 3^' pingpong memory while odd field frame data is stored 2^' and 4^^ pingpong memory. In case of image 
capture, start frame is always even field frame. 



Odd line 
~ Odd" " 



Odd line 
~ Odd" " 



-> 
-> 







Even 


> 

> 







-> 
■> 



Through 



1^* frame (Even field) 




pingpong 




3'^ frame (Even field) 



pingpong 




4**^ frame (Odd field) 



Figure 20-16. Frame Buffer Control 
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20.7.8.1 601 INTERFACE 

In order to determine if the frame is even field or odd field, FIELD signal is used. If the FIELD signal is high, input 
data is for odd frame. Otherwise input data is for even frame. It is possible to invert the meaning of FIELD value. If 
you set lnvPolFIELD(CIGCCTRL : 0x7800_0008) to '1', the high state of FIELD signal means that the current 
frame is even frame. Note that you must set the FIELDMODE(CIGCCTRL : 0x7800_0008) to '1 ' when using 601 
interface mode. 



Field 1 



Field 2 





Figure 20-17. Frame Buffer Control 

20.7.8.1 656 INTERFACE 

In 656 interface, the field information of current frame is in 4^^ words in EAV and SAV. 



Horizontal Blank 



START OF OtQIiTAl. LUHE: 



BLANKIND 



BAVC43DE 

F I D I D I X 



H OClNTROL 1:|QNA1- 



i-TAHT OF DianjAL AlSnVt LINE 



C V C Y C V C Y 



NE3CriJHE 



I G 1 -V F| 



' 1 

1 


1 

F 


V 


H 


P3 


P2 


PI 


T 

PC 


< — 














— > 



8 bit 



Figure 20-18. 656 Field Capture Control 
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Data bit Number 


First WORD (FF) 


SECOND word(OO) 


Thiird word(OO) 


fourtli word(XY) 


9(MSB) 


1 


0 


0 


1 


8 


1 


0 


0 


F 


7 




0 


0 


V 


6 




0 


0 


H 


5 




0 


0 


P3 


4 




0 


0 


P2 


3 




0 


0 


P1 


2 




0 


0 


PO 


1 




0 


0 


0 


0 




0 


0 


0 


F = 0 during FIELD 1 








1 during FILED 2 








V = 0 elsewhere 








1 during field blanking 








H = 0 in SAV 








1 in EAV 








P3, P2, P1 , PO : Protection bit 









Figure 20-19. Video timing reference code 
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20.8 SOFTWARE INTERFACE (CAMERA INTERFACE IN S3C6410X SFR) 
20.8.1 CAMERA INTERFACE SPECIAL FUNCTION REGISTERS 

♦ The last 'L' column means that SFR can change at vsync edge during camera capturing. (O : possible change, 
X : impossible change). Also, 'M' column means that SFRs have relationship capturing result during using 
MSDMA path. (O : relationship, X : no relationship) 



20.8.2 CAMERA SOURCE FORMAT REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


CISRCFMT 


0x78000000 


RW 


Camera Input Source Format 


0 



CISRCFMT 


Bit 


Description 


Initial 
State 


M 


L 


ITU601_656n 


[31] 


1 : ITU-R BT.601 YCbCr 8-bit mode enable 
0 : ITU-R BT.656 YCbCr 8-bit mode enable 


0 


X 


X 


UVOffset 


[30] 


Cb,Cr value offset control. 
1 : +128 

0 : +0 (normally used) 


0 


X 


X 


reserved 


[29] 




0 


X 


X 


SrcHsize_CAM 


[28:16] 


Camera source horizontal pixel number (must be 8's multiple, 
minimum 8. It must be 4's multiple of PreHorRatio if WinOfsEn is 0) 


0 


X 


0 


Order422_CAM 


[15:14] 


C£ 


imera Input YCbCr order inforr 

8-bit mode 

00 : YCbYCr 

01 : YCrYCb 

10 : CbYCrY 

1 1 : CrYCbY 


n for 8-bit mode 


0 


X 


X 


Reserved 


[13] 




0 


X 


X 


SrcVsize_CAM 


[12:0] 


Camera source vertical pixel number (minimum 8. It must be multiple 
of PreVerRatio when scale down if WinOfsEn is 0) 


0 


X 


0 
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20.8.3 WINDOW OFFSET REGISTER 



Register 


Address 


R/W 


Description 


Reset Vaiue 


CIWDOFST 


0x78000004 


RW 


Window offset register 


0 



SourceHsize 



[V) ^(2) : WinHorOfst , WinHorOfst2 
(3) (4) : WinVerOfst j WinVerOfst2 



TargetHsize _xx 




Window Cut x 



TargetHsize _ xx 
TargetHsize _ Co or 
TargetHsize _ Pr 



Figure 20-20. Window offset scheme 
(WinHorOfst2 & WinVerOfst2 are assigned in the CIWD0FST2 register ) 



CIWDOFST 


Bit 


Description 


Initial 
State 


M 


L 


WinOfsEn 


[31] 


1 : window offset enable 
0 : no offset 


0 


X 


0 


CIrOvCoFiY 


[30] 


1 : clear the overflow indication flag of input CODEC FIFO Y 
0 : normal 


0 


X 


X 


reserved 


[29] 




0 


X 


X 


ClrOvRLB_Pr 


[28] 


Clear the overflow indication flag of Line Buffer for Rotation in 
Preview path 


0 


X 


X 


CIrOvPrFiY 


[27] 


1 : clear the overflow indication flag of input PREVIEW FIFO Y 
0 : normal 


0 


X 


X 


WinHorOfst 


[26:16] 


Window horizontal offset by pixel unit. (It must be 2's multiple) 


0 


X 


0 


CIrOvCoFiCb 


[15] 


1 : clear the overflow indication flag of input CODEC FIFO Cb 
0 : normal 


0 


X 


X 


CIrOvCoFiCr 


[14] 


1 : clear the overflow indication flag of input CODEC FIFO Cr 
0 : normal 


0 


X 


X 


CIrOvPrFiCb 


[13] 


1 : clear the overflow indication flag of input PREVIEW FIFO Cb 
0 : normal 


0 


X 


X 


CIrOvPrFiCr 


[12] 


1 : clear the overflow indication flag of input PREVIEW FIFO Cr 
0 : normal 


0 


X 


X 


Reserved 


[11] 




0 


X 


X 


WinVerOfst 


[10:0] 


Window vertical offset by pixel unit. 


0 


X 


0 



NOTE: Clear bits 
Crop Hsize ( = 
Crop Vsize ( = 
even number 



emust be set to zero after clearing the flags. 

= SourceHsize - WinHorOfst - WinHorOfst2) must be 8's multiple and 4's multiple of PreHorRatio. 

= SourceVsize - WinVerOfst - WinVerOfst2) must be multiple of PreVerRatio when scale down. Must be an 

and minimum 8 if codec output format YObOr 4:2:0 



20-20 



^^^^^^ 



ELECTRONICS 



6410X_UM 



CAMERA INTERFACE 



< Example > 



Crop Hsize 


Permitted Prescale_ratio 


PreDstWidth_xx 


8n 


2 


4n 


16n 


2 or 4 


4n 


32n 


2, 4 or 8 


4n 



20.8.4 GLOBAL CONTROL REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


CIGCTRL 


0x78000008 


RW 


Global control register 


2000_0000 



CIGCTRL 


Bit 


Description 


Initial 
State 


M 


L 


SwRst 


[31] 


Camera interface software reset. Before setting this bit, you must set the 
ITU601_656n bit of CISRCFMT as "1" temporarily at first SFR setting. 
Next sequence is recommended. 

(ITU601 case : ITU601_656n "1" ^ SwRst "1" ^ SwRst "0" for first SFR 

cottinn 
ot;LLii ly , 

ITU656 case : ITU601 656n "1 " ^ SwRst "1 " ^ SwRst "0" ^ 
ITU601_656n "0" for first SFR setting) 


0 


X 


X 


CamRst 


[30] 


External camera processor Reset or Power Down control 


0 


X 


X 


reserved 


[29] 




1 


X 


X 


TestPattern 


[28:2 

71 
'1 


This register must be set at only ITU-T 601 8-bit mode. Not allowed with 
input 16-bit mode or ITU-T 656 mode. (max. 1280 X 1024) 
00 : external camera processor input (normal) 
u 1 . color uar test pattern 

10 : horizontal increment test pattern 

1 1 . vertical increment test pattern 


0 


X 


X 


InvPolPCLK 


[26] 


1 : inverse the polarity of PCLK 0 : normal 


0 


X 


X 


InvPolVSYNC 


[25] 


1 : inverse the polarity of VSYNC 0 : normal 


0 


X 


X 


InvPolHREF 


[24] 


1 : inverse the polarity of HREF 0 : normal 


0 


X 


X 


reserved 


[23] 




0 


X 


X 


IRQ_Ovfen 


[22] 


1 : Overflow interrupt enable (Interrupt is generated during overflow 
occurrence) 

0 : Overflow interrupt disable (normal) 


0 


X 


X 


Href_mask 


[21] 


1 : mask out Href during Vsync high 
0 : no mask 


0 


X 


X 


IRQ_LEVEL 


[20] 


1 : Level interrupt 

0 : Edge trigger interrupt (default) 

* This bit should be set to '1 ' because of using level interrupt method in 
S3C6410X 


0 


X 


X 


IRQ_CLR_c 


[19] 


This bit is related only to Level interrupt. Codec path interrupt is cleared 
when IRQ_CLR_c is written to '1 '. This bit Auto-clear. 


0 


X 


X 


IRQ_CLR_p 


[18] 


This bit is related only to Level interrupt. Preview path interrupt is 
cleared when IRQ_CLR_p is written to '1'. This bit Auto-clear. 


0 


X 


X 


Reserved 


[17:3] 
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FIELDMODE 


[2] 


ITU601 Interlace field mode (Don't care this bit in ITU656 mode) 
1 : Using the FIELD port mode 0 : Reserved 


0 


X 


X 


InvPolFIELD 


[1] 


1 : inverse the polarity of FIELD 0 : normal 

* In normal, when the FIELD signal is "LOW", the frame is even field 


0 


X 


X 


Cam_lnterface 


[0] 


External Camera scan method 

1 : Interlace 0 : Progressive 


0 


X 


X 
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INTERRUPT 
(EDGE TRIGGER)" 

INTERRUPT 
(LEVEL) 

IRCLCLR 



Overflow 




(preview) 


1 ^ 




IRQ_p 



IRQ_0 vfen 











> 

Overflow ^ 


(codec) 



IRQ_c 



IRQ_CLp 



IRQ_CLc 



Auto 

r\ ^ cleared 



Low to High /Auto 
(cleared) ^ rT cleared 



n 



Interrupt SET 



SFRdRCLCLR) SET 



Figure 20-21. Interrupt generation scheme 
20.8.5 WINDOW OFFSET REGISTER 2 



Register 


Address 


R/W 


Description 


Reset Value 


CIWD0FST2 


0x78000014 


RW 


Window offset register 2 


0 



CIWD0FST2 


Bit 


Description 


Initial 
State 


M 


L 


Reserved 


[31 :27] 




0 


X 


X 


WinHorOfst2 


[26:16] 


Window horizontal offset2 by pixel unit. (It must be 2's multiple) 

Caution : SourceHsize-WinHorOfst- WinHorOfst2 must be 8's 
multiple and minimum 16. 


0 


X 


0 


Reserved 


[15:11] 




0 


X 


X 


WinVerOfst2 


[10:0] 


Window vertical offset2 by pixel unit 


0 


X 


0 
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20.8.6 CODEC OUTPUT Y1 START ADDRESS REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


CIC0YSA1 


0x78000018 


RW 


1^^ frame start address for codec DMA 


0 



CIC0YSA1 


Bit 


Description 


Initial 
State 


M 


L 


CIC0YSA1 


[31:0] 


Non-lnterleave Y, Interleave YCbCr, RGB : 1^^ frame start address 


0 


0 


X 



20.8.7 CODEC OUTPUT Y2 START ADDRESS REGISTER 



Register 


Address 


R/W 


Description 


Reset Vaiue 


CIC0YSA2 


0x7800001c 


RW 


2"*^ frame start address for codec DMA 


0 



CIC0YSA2 


Bit 


Description 


Initial 
State 


M 


L 


GIC0YSA2 


[31:0] 


Non-lnterleave Y, Interleave YCbCr, RGB : 2"'^ frame start address 


0 


0 


X 



20.8.8 CODEC OUTPUT Y3 START ADDRESS REGISTER 



Register 


Address 


R/W 


Description 


Reset Vaiue 


GIC0YSA3 


0x78000020 


RW 


3"' frame start address for codec DMA 


0 



CIC0YSA3 


Bit 


Description 


Initial 
State 


M 


L 


CIC0YSA3 


[31:0] 


Non-lnterleave Y, Interleave YCbCr, RGB : 3^^^ frame start address 


0 


0 


X 



20.8.9 CODEC OUTPUT Y4 START ADDRESS REGISTER 



Register 


Address 


R/W 


Description 


Reset Vaiue 


GIC0YSA4 


0x78000024 


RW 


4* frame start address for codec DMA 


0 



CIC0YSA4 


Bit 


Description 


Initial 
State 


M 


L 


CIC0YSA4 


[31:0] 


Non-lnterleave Y, Interleave YCbCr, RGB : 4* frame start address 


0 


0 


X 
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20.8.10 CODEC OUTPUT CB1 START ADDRESS REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


CIC0CBSA1 


0x78000028 


RW 


Cb 1^^ frame start address for codec DMA 


0 



CIC0CBSA1 


Bit 


Description 


Initial 
State 


M 


L 


CIC0CBSA1 


[31:0] 


Cb 1^^ frame start address for codec DMA 


0 


0 


X 



20.8.11 CODEC OUTPUT CB2 START ADDRESS REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


GIG0GBSA2 


0x78000020 


RW 


Ob 2"^ frame start address for codec DMA 


0 



CIC0CBSA2 


Bit 


Description 


Initial 
State 


M 


L 


GIG0GBSA2 


[31:0] 


Gb 2"^ frame start address for codec DMA 


0 


0 


X 



20.8.12 CODEC OUTPUT CBS START ADDRESS REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


CIC0CBSA3 


0x78000030 


RW 


Cb S^'' frame start address for codec DMA 


0 



CIC0CBSA3 


Bit 


Description 


Initial 
State 


M 


L 


CIC0CBSA3 


[31:0] 


Cb 3'^'^ frame start address for codec DMA 


0 


0 


X 



20.8.13 CODEC OUTPUT CB4 START ADDRESS REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


CIC0CBSA4 


0x78000034 


RW 


Cb 4* frame start address for codec DMA 


0 



CIC0CBSA4 


Bit 


Description 


Initial 
State 


M 


L 


GIC0GBSA4 


[31:0] 


Gb 4*frame start address for codec DMA 


0 


0 


X 
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20.8.14 CODEC OUTPUT CR1 START ADDRESS REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


CIC0CRSA1 


0x78000038 


RW 


Cr 1^^ frame start address for codec DMA 


0 



CIC0CRSA1 


Bit 


Description 


Initial 
State 


M 


L 


CIC0CRSA1 


[31:0] 


Cr 1^^ frame start address for codec DMA 


0 


0 


X 



20.8.15 CODEC OUTPUT CR2 START ADDRESS REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


GIG0GRSA2 


0x78000030 


RW 


Or 2"^ frame start address for codec DMA 


0 



CIC0CRSA2 


Bit 


Description 


Initial 
State 


M 


L 


GIG0GRSA2 


[31:0] 


Gr 2"^ frame start address for codec DMA 


0 


0 


X 



20.8.16 CODEC OUTPUT CR3 START ADDRESS REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


CIC0CRSA3 


0x78000040 


RW 


Cr 3'^'' frame start address for codec DMA 


0 



CIC0CRSA3 


Bit 


Description 


Initial 
State 


M 


L 


GIC0CRSA3 


[31:0] 


Cr 3^"^ frame start address for codec DMA 


0 


0 


X 



20.8.17 CODEC OUTPUT CR4 START ADDRESS REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


GIC0GRSA4 


0x78000044 


RW 


Cr 4* frame start address for codec DMA 


0 



CIC0CRSA4 


Bit 


Description 


Initial 
State 


M 


L 


CIC0CRSA4 


[31:0] 


Cr 4*frame start address for codec DMA 


0 


0 


X 
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20.8.18 CODEC TARGET FORMAT REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


CICOTRGFMT 


0x78000048 


RW 


Target image format of codec DMA 


0 



Original image 



X- axis flip 



Y- axis flip 



XY- axis flip 
(=180' clockwise 



F 



b ^ d 



0 0 



MSB 



i i 



LSB 



FlipMd 


FlipMd 


_Co[1] 


_Co[0] 



0 


1 




1 


0 




1 


1 



Figure 20-22. Codec image mirror 



CICOTRGFMT 


Bit 


Description 


Initial 
State 


M 


L 


Reserved 


[31] 




0 


X 


x 


OutFormat_Co 


[30:29] 


00 : YCbCr 4:2:0 codec output image format. (Non-interleave) 

01 : YCbCr 4:2:2 codec output image format. (Non-interleave) 

10 : YCbCr 4:2:2 codec output image format. (Interleave) 

1 1 : RGB codec output image format, (cf. RGB format register 
OutRGB_FMT_Pr) 


0 


0 


0 


TargetHsize_Co 


[28:16] 


Horizontal pixel number of target image for codec DMA (16's 
multiple, minimum 16) 


0 


0 


0 


FlipMd_Co 


[15:14] 


Image mirror and rotation for codec DMA 

00 : Normal 

01 : X-axis mirror 

10 : Y-axis mirror 

11 : 180° rotation (XY-axis mirror) 


0 


0 


0 


reserved 


[13] 










TargetVsize_Co 


[12:0] 


Vertical pixel number of target image for codec DMA. Minimum 
number is 4. 


0 


0 


0 



TargetHsize_Co and TargetVsize_Co must not be larger than Camera SourceHsize and Camera SourceVsize. 
DMA input source size can be ignored. 

NOTE: If TargetVsize_Co value is set to an odd number (N) when output format is YCbCr 4:2:0 (Recommend to use an even 
number). The odd number (N) of Y lines and the (N-1)/2 of Cb, Cr lines is generated. X-flip or XY-flip are not allowed 
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20.8.19 CODEC DMA CONTROL REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


CICOCTRL 


0X7800004C 


RW 


Codec DMA control related 


0 



CICOCTRL 



Bit 



Description 



Initial 
State 



M 



Reserved 



[31 :24] 



0 



Ybursti Co 



[23:19] 



Main burst length for codec Y frames 



O 



Yburst2 Co 



[18:14] 



Remained burst length for codec Y frames 



Cbursti Co 



[13:9] 



Main burst length for codec Cb/Cr frames 



Cburst2 Co 



[8:4] 



Remained burst length for codec Cb/Cr frames 



Reserved 



[3] 



LastlRQEn Co 



[2] 



1 : enable last IRQ at the end of frame capture (It is 
recommended to check the done signal of capturing image for 
JPEG. One pulse) 

0 : normal 



Order422 Co 



Interleaved YCbCr 4:2:2 output order memory storing style 



[1:0] 





LSB MSB 


00 


YoCboYiCro 


01 


YoCroYiCbo 


10 


CboYoCroY, 


11 


CroYoCboY, 



o 



Interleaved burst length (Interleaved YCbCr 4:2:2) 



Y burst length 


2,4,8 


C burst length (C burst length = Y burst length / 2) 


1,2,4 


Wanted burst length ( = Y + 2C) 


4,8,16 



NOTE: When Codec output format is YCbCr 4:2:2 interleave ,ScalerBypass_Co = 0 and ScaleUp_V_Co = 1 , Wanted main 
burst length = 16 and Wanted remained burst length ^^16 is not allowed. 
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♦ Non-Interleaved burst length (Y burst length - YcbCr 4:2:0, YCbCr 4:2:2) 



Y 


Main burst length = 4, 8, 16 
Remained burst length = 4, 8, 16 


C 


Main burst length = 2, 4, 8, 16 
Remained burst length = 2, 4, 8, 16 



♦ Non-Interleaved burst length (RGB burst length ) 



Y 


Main burst length = 4, 8, 16 
Remained burst length = 4, 8, 16 


C 


No meaning 



When YCbCr 4:2:2 interleave , burst size calculations are done to determine the wanted burst length. After finding 
the wanted burst length. 

The SFR fields are programmed as shown below, 

Y : wanted Main burst length = 2 * Yburst1_Co, and wanted Remained burst length = 2 * Yburst2_Co. 

Cb/Cr : wanted Main burst length = Yburst1_Co / 2 = Cburst1_Co, and wanted Remained burst length = 
Yburst2_Co / 2 = Cburst2_Co 

Example 1 : Target image size: QCIF (horizontal Y width = 1 76 pixels. 1 pixel = 1 Byte) 
If output format non-interleave YCbCr 4:2:2, 0 (1 word = 4 pixels) 
Yword = 1 76 / 4 = 44 words, 44 % 8 = 4 ^ Y main burst = 8, Y remained burst = 4 
Cword = 1 76 / 4 / 2 = 22 words, 22 % 4 = 2 ^ C main burst = 4, C remained burst = 2 
If output format YCbCr 4:2:2 interleave (1 word = 2 pixel) 

1 76 X (1 word / 2 pixies) = 88 words, 88 % 1 6 = 8 ^ Wanted main burst = 1 6, Wanted remained burst = 8 
Wanted main burst = 16 = 2* Ybursti = 4 * Cbursti , Wanted remained burst = 8 = 2* Yburst2 = 4 * Cburst2 

Example 2: Target image size: VGA (horizontal Y width = 640 pixels. 1 pixel = 1 Byte) 
If output format non-interleave YCbCr 4:2:2,0 (1 word = 4 pixel) 
Yword = 640 / 4 = 1 60 word, 1 60 % 8 = 0 ^ Y main burst = 8, Y remained burst = 8 
Cword = 640 / 4 / 2 = 80 word, 80 % 8 = 0 ^ C main burst = 8, C remained burst = 8 
If output format Interleave 4:2:2 or RGB565 mode (1 word = 2 pixel) 

640 X (1 word / 2 pixel) = 320 words, 320 % 1 6 = 0 ^ Wanted main burst = 1 6, Wanted remained burst = 1 6 
If output format RGB888/666 mode (1 word = 1 pixel) 

640 X (1 word / 1 pixels) = 640 words, 640 % 1 6 = 0 ^ Wanted main burst = 1 6, Wanted remained burst = 1 6 

Example 3: Target image size : QCIF (horizontal C width = 88 pixels. 1 pixel = 1 Byte) 
If output format non-interleave YCbCr 4:2:2,0 (1 word = 4 pixel) 

88 / 4 = 22 word. , 22 % 4 = 2 main burst = 4, remained burst = 2 (HTRANS==INCR) 
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Caution! CAMERA INTERFACE in S3C6410X generates INCR (HBURST of AMBA) transfer type at 
abnormai burst iengtli as 2, and at crossing 1024 address boundary by singie transfer. System controiier 
including CAiVIERA INTERFACE in S3C6410X must support to treat INCR burst as several singie transfer 
accesses. Watch over your memory controiier and system arbiter specification! 



20.8.20 REGISTER SETTING GUIDE FOR CODEC SCALER AND PREVIEW SCALER 

SRC_Width and DST_Width satisfy the word boundary constraints such that the number of horizontal pixel can be 
represented to kn where n = 1 ,2,3, ... and k = 1 / 2 / 8 for 24bppRGB / 1 6bppRGB / YCbCr420 image, 
respectively. TargetHsize must not be larger than Camera SourceHsize. Similarly, TargetVsize must not be larger 
than Camera SourceVsize. DMA input source size can be ignored. 











Original Input 




i — ► 

Scale Down 















SRC.Width = SourceHsize 
SRC.Height = SourceVsize 



TargetH size_xx = TargetH size_Co or TargetH size_Pr 
DST_Width = TargetHsize.xx 
DST_Height = TargetVsize.xx 



Original Input^ 





® , (D : WinHorOfst, WinHorOfst2 TargetH size.xx = TargetH size.Co or Targ etH s ize_P r 

(D , (4) : WinVerOfst, WinVerOfst2 ^^I-y!''^*^, = TargetH size.xx 

DST_Height = TargetVsize.xx 

SRC.Width = SourceHsize - (WinHorOfst + WinHorOfst2) 
SRC_Height = SourceVsize - (WinVerOfst + WinVerOfst2) 



Figure 20-23. Scaling scheme 

The other control registers of pre-scaled image size, pre-scale ratio, pre-scale shift ratio and main scale ratio are 
defined according to the following equations. 
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If ( SRC_Width >= 64 x DST_Width ) { Exit(-1); /* Out Of Horizontal Scale Range 7 } 

else if (SRC_Width >= 32 x DST_Width) { PreHorRatio_xx = 32; H_Shift = 5; } 

else if (SRC_Width >= 16 x DST_Width) { PreHorRatio_xx = 16; H_Shift = 4; } 

else if (SRC_Width >= 8 x DST_Width) { PreHorRatio_xx = 8; H_Shift = 3; } 

else if (SRC_Width >= 4 x DST_Width) { PreHorRatio_xx = 4; H_Shift = 2; } 

else if (SRC_Width >= 2 x DST_Width) { PreHorRatio_xx = 2; H_Shift = 1 ; } 

else { PreHorRatio_xx = 1 ; H_Shift = 0; } 

PreDstWidth_xx = SRC_Width / PreHorRatio_xx; 

MainHorRatio_xx = ( SRC_Width « 8 ) / ( DST_Width « H_Shift); 

If ( SRC_Height >= 64 x DST_Height ) { Exit(-I); /* Out Of Vertical Scale Range 7 } 

else if (SRC_Height >= 32 x DST_Height) { PreVerRatio_xx = 32; V_Shift = 5; } 

else if (SRC_Height >= 16 x DST_Height) { PreVerRatio_xx = 16; V_Shift = 4; } 

else if (SRC_Height >= 8 x DST_Height) { PreVerRatio_xx = 8; V_Shift = 3; } 

else if (SRC_Height >= 4 x DST_Height) { PreVerRatio_xx = 4; V_Shift = 2; } 

else if (SRC_Height >= 2 x DST_Height) { PreVerRatio_xx = 2; V_Shift = 1 ; } 

else { PreVerRatio_xx = 1 ; V_Shift = 0; } 

PreDstHeight_xx = SRC_Height / PreVerRatio_xx; 

MainVerRatio_xx = ( SRC_Height « 8 ) / ( DST_Height « V_Shift); 

SHfactor_xx = 10 - ( H_Shit + V_Shift); 

Caution! In preview patti, Pre-scaied H_widtli must be ttie iess ttian 720. (Ttie maximum size of preview 
patli scaler's iine buffer is 720.) refer to tlie tabie 20-1. 

Caution! In Zoom-In case, you must check the next equation. 

((SourceHsize - (WinHorOfst + WinHorOfst2)) / PreHorRatio_Pr) <= 720 (preview scaler max. hsize) 
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20.8.21 CODEC PRE-SCALER CONTROL REGISTER 1 



Register 


Address 


R/W 


Description 


Reset Value 


CICOSCPRERATIO 


0x78000050 


RW 


Codec pre-scaler ratio control 


0 



CICOSCPRERATIO 


Bit 


Description 


Initial 
State 


M 


L 


SHfactor_Co 


[31 :28] 


Shift factor for codec pre-scaler 


0 


0 


0 


Reserved 


[27:23] 




0 


X 


X 


PreHorRatio_Co 


[22:16] 


Horizontal ratio of codec pre-scaler 


0 


0 


0 


Reserved 


[15:7] 




0 


X 


X 


PreVerRatio_Co 


[6:0] 


Vertical ratio of codec pre-scaler 


0 


0 


0 



20.8.22 CODEC PRE-SCALER CONTROL REGISTER 2 



Register 


Address 


R/W 


Description 


Reset Vaiue 


CICOSCPREDST 


0x78000054 


RW 


Codec pre-scaler destination format 


0 



CICOSCPREDST 


Bit 


Description 


Initial 
State 


M 


L 


Reserved 


[31 :28] 




0 


X 


X 


PreDstWidtli_Co 


[27:16] 


Destination widtli for codec pre-scaler 


0 


X 


0 


Reserved 


[15:12] 




0 


X 


X 


PreDstHeight_Co 


[11:0] 


Destination height for codec pre-scaler 


0 


X 


0 
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20.8.23 CODEC MAIN-SCALER CONTROL REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


CICOSCCTRL 


0x78000058 


RW 


Codec main-scaler control 


0x18000000 



CICOSCCTRL 


Bit 


Description 


Initial 
State 


M 


L 






Codec scaler bypass. In this case, lmgCptEn_CoSC must be 0, but 
ImgCptEn must be 1. 








ScalerBypass 
Co 


[31] 


Generally this mode uses large image size upper scaler maximum 
size. Therefore it is not recommended to capturing preview image. 
(Recommend, lmgCptEn_PrSC must be 0). This mode is intended 
to capture JPEG input image for DSC application). 

In this case, input pixel buffering depends on only input FIFOs, so 
system bus must not be busy in this mode. 
SralprRvna^^ ha^ <5omp rp<^trirtion it i<^ not allowpd <^izp <^ralinn 
color space conversion, rotator and MSDMA memory input image, 
so. Input / output format is allowed YCbCr non-interleave 
4:2:0,4:2:2 & interleave 4:2:2 


0 


0 


0 


ScaleUp_H_Co 


[30] 


Horizontal ^^cale un/down flaa for codec scaler (\r\ 1 "1 scale ratio 
this bit must be "1") 1 : up, O:down 


0 


0 


0 


ScaleUp_V_Co 


[29] 


Vertical scale up/down flag for codec scaler (In 1 :1 scale ratio, this 
bit must be "1") 1 : up, O:down 


0 


0 


0 


CSCR2Y_c 


[28] 


YCbCr Data Dynamic Range Selection for the Color Space 

Conversion RGB to YCbCr (Codec path) 

1 ■ Wide -> Y/Cb/Cr (0 - 255) ■ Wide default 

0 : Narrow => Y (1 6 - 235), Cb/Cr (1 6 - 240) 

* Recommend CSC range setting 

CSCR2Y_c = CSCY2R_c (Wide=Wide or Narrow=Narrow) 


1 


0 


0 


CSCY2R_c 


[27] 


YCbCr Data Dynamic Range Selection for the Color Space 
Conversion YCbCr to RGB (Codec path) 

1 ■ WiHp Y/Ph/Pr (C\ - PRR) ■ Wirip ripfpiilt 

1 . VVlUt; — -> \ I\jVjI\j\ yj c.yjyjj . VvlUU UUIclUIL 

0 : Narrow => Y (1 6 ~ 235), Cb/Cr (16- 240) 


1 


0 


0 


LCD Path En_Co 


[26] 


FIFO Mode Enable. 1 for FIFO mode and 0 for DMA mode 


0 


0 


0 


lnterlace_Co 


[25] 


Output scan method selection register only when FIFO mode 
(LCDPathEn =1). 1 for Interlace scan and 0 for progressive scan. In 
DMA mode (LCDPathEn = 0), progressive scan is applied whatever 
this value has. This mode is not allowed when Input image data is 
from Camera processor. 


0 


0 


0 


MainHorRatio_Co 


[24:16] 


Horizontal scale ratio for codec main-scaler 


0 


0 


0 


CoScalerStart 


[15] 


Codec scaler start 

1 : scaler start 0 : scaler stop 


0 


0 


0 


lnRGB_FMT_Co 


[14:13] 


Input RGB format MSDMA for codec path dedicated 

00 : RGB565 , 01 : RGB666 , 10 : RGB888 , 11 : Reserved 


0 


0 


0 
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CICOSCCTRL 


Bit 


Description 


Initial 
State 


M 


L 


OutRGB_FMT_ 
Co 


[12:11] 


Output RGB format for Codec write DMA 

UU . noDODO , U 1 . noDDDD , lU . noDoOO , II. ricoclVcU 


0 


0 


0 


Ext_RGB_Co 


[10] 


Input RGB data extension enable bit for the conversion of 
RGB565/666 mode into RGB888 mode for codec path. 
1 : Extension , 0 : normal 

i) Input R = 5bit in RGB565 mode 
70700 -> 1 01 00 101 (Extension) 
1 01 00 -> 1 01 00000 (normal) 

ii) Input R = 6-bit in RGB666 mode 
701100 -> 101100 70 (Extension) 
101100 -> 10110000 (normal) 


0 


0 


0 


One20ne_Co 


[9] 


Non-interpolation data copy. (Caution : this register should be set 
at 1 :1 scaler size for same in-out format and Image effect cannot 
support RGB format & One20ne mode.) 

Ex) input YCbCr4:2:0 (VGA) -> output YCbCr4:2:0 (VGA) 


0 


0 


0 


MainVerRatio_Co 


[8:0] 


Vertical scale ratio for codec main-scaler 


0 


0 


0 



• DMA Mode Operation (Nomal mode) 

Source image format is one of YCbCr420, YCbCr422, and RGB1 6/1 8/24-bit format. Destination image format is 
one of YCbCr420, YCbCr422, and RGB 1 6/1 8/24 bit format. 

All source and destination image data must be stored in memory system aligned with word boundary. It means 
that neither byte nor half-word size DMA operations are supported. Therefore, the width of source and destination 
image must be selected to satisfy the word boundary condition. 

• FIFO Mode Operation 

In FIFO Mode, (LODPathEn =1), two types of color space conversion such as RGB2YGbGr and YGbGr2RGB are 
available like a DMA mode operation. Destination image is transferred to the FIFO in display controller (or some 
other IP with FIFO interface) without additional memory bandwidth such as FIMG-to-Memory and Memory-to- 
Display Gontroller. Output data format is determined by only Output format register: OutFormat_xx=RGB format 
(24bit RGB) or OutFormat_xx=YCbCr format (YCbCr444). The source image format and the destination image 
format restriction are described in the following table. 



Input Image Format 
(Progressive) 


Output image Format 
(Progressive / Interlace) 




420 YCbCr Format 




YCbCr 


422 YCbYCr (non-interleave) 


YCbCr 444 or 




422 YCbYCr (interleave) 


RGB 24-bit 


RGB 


RGB 16/18/24-bit 





In FIFO mode (LCDPathEnable =1), either progressive or interlace scan mode can be selectable according to 
"interlace" control register. Register Files Lists. The "interlace" control bit is available only if LCDPathEn=1 , 
otherwise its value is unaffected to DMA mode operation which support only progressive. 
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Even if an interlaced scan mode is enable (LCDPathEn = 1 and Interlace = 1), per frame management, which 
consists of even field and odd filed, is automic. This means that user interruption is unnecessary to inter field 
switching in the same frame. Therefore, the frame management scheme is identical for both progressive and 
interlace scan mode. Interlace is not supported when camera processor is selected input data. 



LCDFIFO Full 



LCDDATAoutValid 



LCDDATAout_Y_R 



LCDDATAout Cb G 



LCDDATAout_Cr_B 




Rl 



Gl 



Bl 



R2 



G2 



82 



R3 



iR4 



R5 



G3 i 



B3 



iG4 



iB4 



G5 



85 



Figure 20-24. I/O Timing Diagram for LCD Path 



Memory 



Memory 



1 Frame 



Video / 
Graphic 



1 Frame 



AHB Bus 




Camera 
processor 




Video/ 
Graphic 
Data 



FIMC 
(CAMIF) 



Progressive 



Display Controller 



FIFO Full 
Data 
Valid 



FIFO 



Video / Graphic 



Figure 20-25. Two input & Two output modes in FIMC 
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20.8.24 CODEC DMA TARGET AREA REGISTER 



Register 


Address 


R/W 


Description 


Reset Vaiue 


CICOTAREA 


0X7800005C 


RW 


Codec dma target area 


0 



CICOTAREA 


Bit 


Description 


Initial 
State 


M 


L 


Reserved 


[31:26] 




0 


X 


X 


CICOTAREA 


[25:0] 


Target area for codec DMA = Target H size x Target V size 


0 


0 


0 



20.8.25 CODEC STATUS REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


CICOSTATUS 


0x78000064 


R/W 


Codec path status 


0 



CICOSTATUS 


Bit 


Description 


Initial 
State 


M 


L 


OvFiY_Co 


[31] 


Overflow state of codec FIFO Y 


0 


X 


X 


OvFiCb_Co 


[30] 


Overflow state of codec FIFO Cb 


0 


X 


X 


OvFiCr_Co 


[29] 


Overflow state of codec FIFO Cr 


0 


X 


X 


VSYNC 


[28] 


Camera VSYNC (This bit can be referred by CPU for first SFR 
setting after external camera muxing. It can be seen in the ITU- 
R BT 656 mode) 


0 


X 


X 


FrameCnt_Co 


[27:26] 


Frame count of codec DMA (This counter value means the 
next frame number) 


0 


X 


X 


WinOfstEn_Co 


[25] 


Window offset enable status 


0 


X 


X 


FlipMd_Co 


[24:23] 


Flip mode of codec DMA 


0 


X 


X 


ImgCptEn 


[22] 


Image capture enable of global camera interface 


0 


X 


X 


lmgCptEn_CoSC 


[21] 


Image capture enable of codec path 


0 


X 


X 


VSYNC_A 


[20] 


External camera A VSYNC (polarity inversion was not 
adopted.) 


X 


X 


X 


reserved 


[19] 




X 


X 


X 


reserved 


[18] 




X 


X 


X 


FrameEnd_Co 


[17] 


When codec frame operation finish, FrameEnd_Co is 
generated, and FrameEnd_Co is clear by user setting '0' 


0 


X 


X 


Reserved 


[16:0] 




0 


X 


X 
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20.8.26 PREVIEW OUTPUT Y1 START ADDRESS REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


CIPRYSA1 


0X7800006C 


RW 


1^^ frame start address for preview DMA 


0 



CIPRYSA1 


Bit 


Description 


Initial 
State 


M 


L 


CIPRYSA1 


[31:0] 


Non-lnterleave Y, Interleave YCbCr, RGB : 1^^ frame start address 


0 


0 


X 



20.8.27 PREVIEW OUTPUT Y2 START ADDRESS REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


CIPRYSA2 


0x78000070 


RW 


2"^ frame start address for preview DMA 


0 



CIPRYSA2 


Bit 


Description 


Initial 
State 


M 


L 


CIPRYSA2 


[31:0] 


Non-lnterleave Y, Interleave YCbCr, RGB : 2""^ frame start address 


0 


0 


X 



20.8.28 PREVIEW OUTPUT Y3 START ADDRESS REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


GIPRYSA3 


0x78000074 


RW 


3^^ frame start address for preview DMA 


0 



CIPRYSA3 


Bit 


Description 


Initial 
State 


M 


L 


CIPRYSA3 


[31:0] 


Non-lnterleave Y, Interleave YCbCr, RGB : 3'^ frame start address 


0 


0 


X 



20.8.29 PREVIEW OUTPUT Y4 START ADDRESS REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


CIPRYSA4 


0x78000078 


RW 


4* frame start address for preview DMA 


0 



CIPRCLRSA4 


Bit 


Description 


Initial 
State 


M 


L 


CIPRYSA4 


[31:0] 


Non-lnterleave Y, Interleave YCbCr, RGB : 4* frame start address 


0 


0 


X 
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20.8.30 PREVIEW OUTPUT CB1 START ADDRESS REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


CIPRCBSA1 


0x7800007c 


RW 


1^^ frame start address for preview DMA 


0 



CIPRCBSA1 


Bit 


Description 


Initial 
State 


M 


L 


CIPRCBSA1 


[31:0] 


Cb 1^^ frame start address for preview DMA 


0 


0 


X 



20.8.31 PREVIEW OUTPUT CB2 START ADDRESS REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


CIPRCBSA2 


0x78000080 


RW 


2"^ frame start address for preview DMA 


0 



CIPRCBSA2 


Bit 


Description 


Initial 
State 


M 


L 


CIPRCBSA2 


[31:0] 


Cb 2^^ frame start address for preview DMA 


0 


0 


X 



20.8.32 PREVIEW OUTPUT CB3 START ADDRESS REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


CIPRCBSA3 


0x78000084 


RW 


3^^ frame start address for preview DMA 


0 



CIPRCBSA3 


Bit 


Description 


Initial 
State 


M 


L 


CIPRCBSA3 


[31:0] 


Cb 3'^ frame start address for preview DMA 


0 


0 


X 



20.8.33 PREVIEW OUTPUT CB4 START ADDRESS REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


CIPRCBSA4 


0x78000088 


RW 


4^^ frame start address for preview DMA 


0 



CIPRCBSA4 


Bit 


Description 


Initial 
State 


M 


L 


CIPRCBSA4 


[31:0] 


Cb 4^^frame start address for preview DMA 


0 


0 


X 
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20.8.34 PREVIEW OUTPUT CR1 START ADDRESS REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


CIPRCRSA1 


0X7800008C 


RW 


1^^ frame start address for preview DMA 


0 



CIPRCRSA1 


Bit 


Description 


Initial 
State 


M 


L 


CIPRCRSA1 


[31:0] 


Cr 1^^ frame start address for preview DMA 


0 


0 


X 



20.8.35 PREVIEW OUTPUT CR2 START ADDRESS REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


CIPRCRSA2 


0x78000090 


RW 


2"^ frame start address for preview DMA 


0 



CIPRCRSA2 


Bit 


Description 


Initial 
State 


M 


L 


CIPRCRSA2 


[31:0] 


Cr 2"^ frame start address for preview DMA 


0 


0 


X 



20.8.36 PREVIEW OUTPUT CR3 START ADDRESS REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


CIPRCRSA3 


0x78000094 


RW 


3^^ frame start address for preview DMA 


0 



CIPRCRSA3 


Bit 


Description 


Initial 
State 


M 


L 


CIPRCRSA3 


[31:0] 


Cr 3'^ frame start address for preview DMA 


0 


0 


X 



20.8.37 PREVIEW OUTPUT CR4 START ADDRESS REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


CIPRCRSA4 


0x78000098 


RW 


4^^ frame start address for preview DMA 


0 



CIPRCRSA4 


Bit 


Description 


Initial 
State 


M 


L 


CIPRCRSA4 


[31:0] 


Cr 4^^frame start address for preview DMA 


0 


0 


X 
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20.8.38 PREVIEW TARGET FORMAT REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


CIPRTRGFMT 


0x7800009c 


RW 


Target image format of preview DMA 


0000_0000 



CIPRTRGFMT 


Bit 


Description 


Initial 
State 


M 


L 


Reserved 


[31] 




0 


X 


X 


OutFormat_Pr 


[30:29] 


00 ' YCbCr 4'2'0 oreview outout imaae format (Non-interleave) 

01 : YCbCr 4:2:2 preview output image format. (Non-interleave) 

10 : YCbCr 4:2:2 preview output image format. (Interleave) 

1 1 : RGB preview output image format, (of. RGB format register 
OutRGB_FMT_Co) 


0 


0 


0 


TargetHsize_Pr 


[28:16] 


Horizontal pixel number of target image for preview DMA (16's 
multiple) 


0 


0 


0 


FliplVld_Pr 


[15:14] 


Image mirror and rotation for preview DMA 

00 : normal 

01 : X-axis mirror 

10 : y-axis mirror 

11 : 180° rotation 


0 


0 


0 


Rot90_Pr 


[13] 


1 : Rotate clockwise 90° 
0 : Rotator bypass 


0 


0 


0 


TargetVsize_Pr 


[12:0] 


Vertical pixel number of target image for preview DMA. Minimum 
number is 4. (When Rot90 Pr is set, 8's multiple but, 4's multiple 
if RGB888/666 mode & H WIDTH > 160) 


0 


0 


0 



TargetHsize_Pr and TargetVsize_Pr must not be larger than Camera SourceHsize and Camera SourceVsize. 
DMA input source size don't care. Line Buffer size for Rotation is 720 Words per line. ( It means that max 
TargetHsize is 720 pixels when RGB888/666 & Rot90_Pr=1). 



Original image 



X-axis flip Y-axis flip 180' clockwise 




1 0 


1 0 1 


0 1 


MSB 1 


i 


1 LSB 


Rot90_ 


FlipMd 


FlipMd 


Pr 


_Pr[1] 


_Pr[0] 




I 0 I 0 I ' I I 0 M I 0 I I 0 M M I 

90' clockwise 90' + X-axis flip 90' + Y-axis flip 






90' + XY-axis flip 
(= 270' clockwise) 




M M M I 



Figure 20-26. Preview image mirror and rotation 
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20.8.39 PREVIEW DMA CONTROL REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


CIPRCTRL 


0X780000A0 


RW 


Preview DMA control related 


0 



CIPRCTRL 



Bit 



Description 



Initial 
State 



M 



Reserved 



[31 :24] 



0 



Ybursti Pr 



[23:19] 



Main burst length for preview Y / RGB frames 



Yburst2 Pr 



[18:14] 



Remained burst length for preview Y / RGB frames 



Gbursti Pr 



[13:9] 



Main burst length for preview Cb/Cr frames 



Cburst2 Pr 



[8:4] 



Remained burst length for preview Cb/Cr frames 



Reserved 



[3] 



LastlRQEn Pr 



[2] 



1 : enable last IRQ at the end of frame capture (One pulse) 
0 : normal 



Order422 Pr 



Interleaved YCbCr 4:2:2 output order memory storing style 



[1:0] 





LSB MSB 


00 


YoCboYiCro 


01 


YoCroYiCbo 


10 


CboYoCroYi 


11 


CroYoCboYi 



♦ Interleaved burst length (Interleave YCbCr 4:2:2) 





Rot90_Pr = 0 


Rot90_Pr = 1 


Y burst length 


2,4,8 


2(recommend) , 1 


C burst length (C burst length = Y burst length / 2) 


1,2,4 


No meaning 


Wanted burst length ( = Y + 2C) 


4,8, 16 


4(recommend), 2 (=2Y) 



NOTE: When Preview output format is YCbCr 4:2:2 interleave ,ScalerBypass_Pr = 0 and ScaleUp_V_Pr = 1 , Wanted main 
burst length = 16 and Wanted remained burst length ^^16 is not allowed. 



♦ Non-Interleaved burst length (Y burst length - YCbCr 4:2:0, YCbCr 4:2:2) 





Rot90_Pr = 0 & YCbCr output 


Rot90_Pr = 1 & YCbCr output 


Y 


Main burst length = 4, 8, 16 
Remained burst length = 4, 8, 16 


Main burst length = 2 
Remained burst length = 2 


C 


Main burst length = 2, 4, 8, 16 
Remained burst length = 2, 4, 8, 16 


Main burst length = 1 
Remained burst length = 1 
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♦ Non-Interleaved burst length (RGB burst length) 





Rot90_Pr = 0 & RGB 


Rot90_Pr = 1 & RGB18/24bit 


Rot90_Pr = 1 & RGB16bit 


Y 


Main burst length = 4, 8, 16 
Remained burst length = 4, 8, 16 


Main burst length = 4, 8 
Remained burst length = 4, 8 


Main burst length = 4 
Remained burst length = 4 


C 


No meaning 


No meaning 


No meaning 



When YCbCr 4:2:2 interleave , burst size calculations are done to determine the wanted burst length. After finding 
the wanted burst length. 

The SFR fields are programmed as described below, 

Y : wanted Main burst length = 2 * Yburst1_Pr, and wanted Remained burst length = 2 * Yburst2_Pr. 

Cb/Cr : wanted Main burst length = Yburst1_Pr / 2 = Cburst1_Pr, 

and wanted Remained burst length = Yburst2_Pr / 2 = Cburst2_Pr 

If Rot90_Pr = 0, no rotation, the wanted burst length is calculated from targetHsize. 
If Rot90_Pr = 1 , rotateQO', the wanted burst length is calculated from targetVsize. 

When Preview output is lnterleaveYCbCr422 and OutRot90_Pr = 1 , wanted burst length must be 4. 

When Preview output is RGB565 and OutRot90_Pr = 1 , wanted burst length must be < 4. 

When Preview output is Non-lnterleave YObOr and OutRot90_Pr = 1 , wanted burst length must be 2(Y) and 1 (0). 

If Preview output is RGB888/666 mode and OutRot90_Pr = 1 , and the original target horizontal width size before 
rotation(TargetHsize) is lager than 160 pixels, wanted burst length must be < 4. But, the original target horizontal 
width size before rotation(TargetHsize) is smaller than 160 pixels, wanted burst length must be < 8. 

If Preview output is YObOr mode (Non-interleave + Interleave) and OutRot90_Pr = 1 , the original target horizontal 
width size before rotation(TargetHsize) must be smaller than 160 pixels and TargetVsize must be 8's multiple. 



Caution! Preview path contains 320 pixel line buffer for rotation. Therefore, upper 640 pixels, input images must 
be pre-scaled by over 1/2 for capturing valid preview image. 
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20.8.40 PREVIEW PRE-SCALER CONTROL REGISTER 1 



Register 


Address 


R/W 


Description 


Reset Value 


CIPRSCPRERATIO 


0X780000A4 


RW 


Preview pre-scaler ratio control 


0 



CIPRSCPRERATIO 


Bit 


Description 


Initial 
State 


M 


L 


SHfactor_Pr 


[31:28] 


Shift factor for preview pre-scaler 


0 


0 


0 


Reserved 


[27:23] 




0 


X 


X 


PreHorRatio_Pr 


[22:16] 


Horizontal ratio of preview pre-scaler 


0 


0 


0 


Reserved 


[15:7] 




0 


X 


X 


PreVerRatio_Pr 


[6:0] 


Vertical ratio of preview pre-scaler 


0 


0 


0 



NOTE: PreVerRatio must be the less than 8. 



20.8.41 PREVIEW PRE-SCALER CONTROL REGISTER 2 



Register 


Address 


R/W 


Description 


Reset Value 


CIPRSCPREDST 


0X780000A8 


RW 


Preview pre-scaler destination format 


0 



CIPRSCPREDST 


Bit 


Description 


Initial 
State 


M 


L 


Reserved 


[31 :28] 




0 


X 


X 


PreDstWidth_Pr 


[27:16] 


Destination width for preview pre-scaler 


0 


0 


0 


Reserved 


[15:12] 




0 


X 


X 


PreDstHeight_Pr 


[11:0] 


Destination height for preview pre-scaler 


0 


0 


0 
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20.8.42 PREVIEW MAIN-SCALER CONTROL REGISTER 



Register 


Address 


R/W 


Description 


Reset Vaiue 


CIPRSCCTRL 


0X780000AC 


RW 


Preview main-scaler control 


0x18000000 



CIPRSCCTRL 


Bit 


Description 


Initial 
State 


M 


L 


ScalerBypass_Pr 


[31] 


Preview scaler bypass. In this case, lmgCptEn_PrSC must be 0, 
but ImgCptEn must be 1 . Generally this mode uses large image 

<5i7P than nrpv/ipw <5rp|pr mPYlmiim <^i7P Rrp|prR\/n?i<5<5 h?!<5 <5niTip 

Ol^^ IIICIII ^I^VI^VV OV^/Cll^l II IdAII IIUIII OI^^> 0\./Cll^ll— 'y ^ClOO 1 ICIO Ot^l 1 1^ 

restriction. It is not allowed size scaling, color space conversion 
and rotator. Therefore, Input / output format is allowed YCbCr non- 
interleave 4:2:0,4:2:2 & interleave 4:2:2 


0 


0 


0 


ScaleUp_H_Pr 


[30] 


Hnri7nntal <^ralp un/dnwn flan for nrpvipw ^ralpr (\n 1 "1 <^ralp ratio 

1 iwii^wiiLcii oociiw \j Kji yjyjyy i i i icim i\Ji k^i ^ v i w vv oocii^i V''' i.i oocii^ i cm w , 

this bit must be "1") 1 : up, O:down 


0 


0 


0 


ScaleUp_V_Pr 


[29] 


Vertical scale up/down flag for preview scaler (In 1 :1 scale ratio, 
this bit must be "1") 1 : up, O:down 


0 


0 


0 


CSCR2Y_Pr 


[28] 


YCbCr Data Dynamic Range Selection for the Color Space 

Conversion RGB to YCbCr (Preview path) 

1 : Wide => Y/Cb/Cr (0 - 255) : Wide default 

0 : Narrow => Y (1 6 - 235), Cb/Cr (1 6 - 240) 

♦ Recommend CSC range setting 

CSCR2Y - CSCY2R CWide-Wide or Narrow-Narrow^ 


1 


0 


0 


CSCY2R_Pr 


[27] 


YnhOr Data Dx/namir Rannp f^plprtinn for thp Oolnr f^narp 

Conversion YCbCr to RGB (Preview path) 
1 : Wide => Y/Cb/Cr (0 ~ 255) : Wide default 
0 : Narrow => Y (1 6 ~ 235), Cb/Cr (16- 240) 


1 


0 


0 


LCDPathEn_Pr 


[26] 


FIFO Mndp Fnahip 1 fnr FIFO mndp and D fnr DMA mndp 

1 II lvlV^v>l^ ^llClkylO. 1 l\Jl 1 II 1 1 IvyvJ^ dl lv>l \J l\Jl L^l\ilr\ I I i\J\J^ 

FIFO mode output format is YCbCr4:4:4 or RGB24bit. its selection 
depends on OutFormat register. OutFormat_Pr = RGB 
RGB24bit, otherwise YCbCr4:4:4 


0 


0 


0 


lnterlace_Pr 


[25] 


Output scan method selection register only when FIFO mode 
(LCDPathEn =1). 1 for Interlace scan and 0 for progressive scan. 
In DMA mode (LCDPathEn = 0), progressive scan is applied 
whatever this value has Interlace mode is allowed when MSDMA 
input data & is not allowed when Camera processor input data 


0 


0 


0 


MainHorRatio_Pr 


[24:16] 


Horizontal scale ratio for preview main-scaler 


0 


0 


0 


PrScalerStart 


[15] 


Preview scaler start. This bit must be zero in preview sealer- 
bypass mode. 
1 : scaler start 
0 : scaler stop 


0 


0 


0 


lnRGB_FMT_Pr 


[14:13] 


Input RGB format MSDMA for preview path dedicated 

00 : RGB565 , 01 : RGB666 , 10 : RGB888 , 11 : Forbidden 


0 


0 


0 


OutRGB_FMT_Pr 


[12:11] 


Output RGB format for Preview write DMA 

00 : RGB565 , 01 : RGB666 , 10 : RGB888 , 11 : Forbidden 


0 


0 


0 
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CIPRSCCTRL 


Bit 


Description 


Initial 
State 


M 


L 


Ext_RGB_Pr 


[10] 


Input RGB data extension enable bit for the conversion of 

RGB565/666 mode into RGB888 mode for preview path 

1 : Extension , 0 : normal 

W Inniit R - S-hit in Rf^RSfiS moHp 

10100 -> 1 01 00 101 (Extension) 

10100 -> 10100000 (normal) 

ii) Input R = 6-bit in RGB666 mode 

701100 -> 101100 70 (Extension) 

101100 -> 10110000 (normal) 


0 


0 


0 


One20ne_Pr 


[9] 


Non-interpolation data copy. (Caution : this register should be set 
at 1 :1 scaler size for same in-out format and Image effect cannot 
support RGB format & One20ne mode.) 
Ex) input YCbCr4:2:0 (VGA) -> output YCbCr4:2:0 (VGA) 


0 


0 


0 


MainVerRatio_Pr 


[8:0] 


Vertical scale ratio for preview main-scaler 


0 


0 


0 



20.8.43 PREVIEW DMA TARGET AREA REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


GIPRTAREA 


0X780000B0 


RW 


Preview dma target area 


0 



CIPRTAREA 


Bit 


Description 


Initial 
State 


M 


L 


Reserved 


[31:26] 




0 


X 


X 


GIPRTAREA 


[25:0] 


Target area for preview DMA 
= Target H size x Target V size 


0 


0 


X 



20.8.44 PREVIEW STATUS REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


CIPRSTATUS 


0X780000B8 


R/W 


Preview path status 


0 



CIPRSTATUS 


Bit 


Description 


Initial 
State 


M 


L 


OvFiY_Pr 


[31] 


Overflow state of preview FIFO Y 


0 


X 


X 


OvFiCb_Pr 


[30] 


Overflow state of preview FIFO Cb 


0 


X 


X 


OvFiCr_Pr 


[29] 


Overflow state of preview FIFO Cr 


0 


X 


X 


Reserved 


[28] 




0 


X 


X 


FrameCnt_Pr 


[27:26] 


Frame count of preview DMA 


0 


X 


X 


Reserved 


[25] 




0 


X 


X 


FlipMd_Pr 


[24:23] 


Flip mode of preview DMA 


0 


X 


X 


Reserved 


[22] 




0 


X 


X 


lmgCptEn_PrSC 


[21] 


Image capture enable of preview path 


0 


X 


X 


OvRLB_Pr 


[20] 


Overflow status of Line Buffer for Rotation in Preview path 


0 


X 


X 
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FrameEnd_Pr 


[19] 


When preview frame operation finish, FrameEnd_Pr is 
generated, and FrameEnd_Pr is clear by user setting '0' 


0 


X 


X 


Reserved 


[18:0] 




0 


X 


X 



20.8.45 IMAGE CAPTURE ENABLE REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


CIIMGCPT 


0X780000C0 


RW 


Image capture enable command 


0 



CIIMGCPT 


Bit 


Description 


Initial 
State 


M 


L 


ImgCptEn 


[31] 


camera interface global capture enable 


0 


X 


0 


lmgCptEn_CoSc 


[30] 


capture enable for codec scaler. This bit must be zero in codec 
sealer-bypass mode. 


0 


X 


0 


lmgCptEn_PrSc 


[29] 


capture enable for preview scaler. This bit must be zero in preview 
sealer-bypass mode. 


0 


0 


0 


Reserved 


[28:26] 




0 


X 


X 






Capture codec frame control, (only camera input is applied) 








Cpt_FrEn_Co 


[25] 


1 : Enable (Step-by-Step frame one shot mode) 
0 : Disable (FreeRun mode) 


0 


X 


0 






Capture preview frame control, (only camera input is applied) 








Cpt_FrEn_Pr 


[24] 


1 : Enable (Step-by-Step frame one shot mode) 
0 : Disable (Free Run mode) 


0 


X 


0 


Cpt_FrPtr 


[23:19] 


Capture sequence turn-around pointer (Common preview & codec) 


0 


X 


X 






Capture frame control mode (Common preview & codec) 








Cpt_ FrMod 


[18] 


1 : Apply Cpt_FrCnt mode (capture Cpt_FrCnt frames along the 
Cpt_FrSeq after capture dma frame control becomes enable. If 
Cpt_FrCnt = 0, then no more capture) 

0 : Apply Cpt_FrEn mode (capture frames along the Cpt_FrSeq 
during Cpt_FrEn is high. This sequence will be repeated until 
capture frame control disable) 


0 


X 


X 


Cpt_ FrCnt 


[17:10] 


Wanted number of frames to be captured (Common preview & 
codec). When read, you will see the value of a shadow register 
which is downcounted when a frame is captured. That is, 
Cpt_FrCnt has an initially loaded value still after a frame is 
captured.). 


0 


X 


X 


Reserved 


[9:0] 




0 


X 


X 
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20.8.46 CAPTURE CONTROL SEQUENCE REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


CICPTSEQ 


0X780000C4 


RW 


Camera image capture sequence related 


FFFF_FFFF 



CICPTSEQ 


Bit 


Description 


Initial State 


lUI 


L 


Cpt_FrSeq 


[31:0] 


Capture sequence pattern 


FFFF_FFFF 


X 


X 



Cpt_ Fr Ptr 

31 30 29 Cpt_FrSeq[31 :0 ] 1 1 0 



1 


1 


0 




1 


0 


1 


Capture 


Capture 


No 
Capture 




Capture 












Repeat 


^ 

^ 







Figure 20-27. Capture frame control 



♦ For skipped frmes, IRQ_CI is not generated. And FrameCnt is not increased. 
20.8.47 IMAGE EFFECTS REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


CIIMGEFF 


0X780000D0 


RW 


Image Effects related 


0010_0080 



CIIMGEFF 


Bit 


Description 


Initial State 


M 


L 


IE_ON_Pr 


[31] 


0 : image effect function disable in preview path , 1 : enable 


0 


0 


0 


IE_ON_Co 


[30] 


0 : image effect function disable in codec path , 1 : enable 


0 


0 


0 


IE AFTER 
SC 


[29] 


Image Effect location 

1 : After scaling (camera and MSDMA image are applied except 
scaler bypass mode) 

0: Before scaling (only camera image must be applied) 


0 


0 


0 


FIN 


[28:26] 


Image Effect selection. (Common preview & codec path) 

3'dO : Bypass 

3'd1 : Arbitrary Cb/Cr 

3'd2 : Negative 

3'd3 : Art Freeze 

3'd4 : Embossing 

3'd5 : Silhouette 


0 


0 


0 


Reserved 


[25:21] 




0 


X 


X 


PAT_Cb 


[20:13] 


It is used only for FIN is Arbitrary Cb/Cr (Common preview & 
codec path) (PAT_Cb/Cr == 8'd128 for GRAYSCALE) 
Wide CSC Range : 0 < PAT_Cb < 255 
Narrow CSC Range : 1 6 < PAT_Cb < 240 


8'd128 


0 


0 
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CIIMGEFF 


Bit 


Description 


Initial State 


M 


L 


Reserved 


[12:8] 




0 


X 


X 


PAT_Cr 


[7:0] 


It is used only for FIN is Arbitrary Cb/Cr (Common preview & 
codec path) (PAT_Cb/Cr == 8'd128 for GRAYSCALE) 
Wide CSC Range : 0 < PAT_Cr < 255 
Narrow CSC Range : 1 6 < PAT_Cr < 240 


8'd128 


0 


0 



Cf) sepia : PAT_Cb == 8'd115 , PAT_Cr == 8'd145 

Original Arbitrary(sepia) 



Negative 
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20.8.48 MSDMA FOR CODEC Y START ADDRESS REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


MSCOYOSA 


0X780000D4 


RW 


MSDMA YO start address related 


0000_0000 



MSCOYSA 


Bit 


Description 


Initial 
State 


M 


L 


Reserved 


[31] 




0 


X 


X 


MSCOYOSA 


[30:0] 


DMA start address for Y component (non-interleave YCbCr 4:2:0, 
4:2:2) 

DMA start address for Interleave YCbCr 4:2:2 / RGB component 


0 


0 


X 



20.8.49 MSDMA FOR CODEC CB START ADDRESS REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


MSCOCBOSA 


0X780000D8 


RW 


MSDMA CbO start address related 


0000_0000 



MSCBSA 


Bit 


Description 


Initial 
State 


M 


L 


Reserved 


[31] 




0 


X 


X 


MSCOCBOSA 


[30:0] 


DMA start address for Cb component (non-interleave YCbCr 
4:2:0, 4:2:2) 


0 


0 


X 



20.8.50 MSDMA FOR CODEC CR START ADDRESS REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


MSCOCROSA 


0X780000DC 


RW 


MSDMA CrO start address related 


0000_0000 



MSCOCRSA 


Bit 


Description 


Initial 
State 


M 


L 


Reserved 


[31] 




0 


X 


X 


MSCOCROSA 


[30:0] 


DMA start address for Cr component (non-interleave YCbCr 
4:2:0, 4:2:2) 


0 


0 


X 
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20.5.51 MSDMA FOR CODEC Y END ADDRESS REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


MSCOYOEND 


0X780000E0 


RW 


MSDMA YO end address related 


0000_0000 



MSCOYEND 


Bit 


Description 


Initial 
State 


M 


L 


Reserved 


[31] 




0 


X 


X 


MSCOYOEND 


[30:0] 


DMA End address for Y component (non-interleave YObOr 
4:2:0, 4:2:2) 

DMA End address for Interleave YObOr 4:2:2 / RGB component 


0 


0 


X 



20.8.52 MSDMA FOR CODEC CB END ADDRESS REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


MSGOGBOEND 


0X780000E4 


RW 


MSDMA GbO end address related 


0000_0000 



MSCOCBEND 


Bit 


Description 


Initial 
State 


M 


L 


Reserved 


[31] 




0 


X 


X 


MSGOGBOEND 


[30:0] 


DMA End address for Gb component (non-interleave YGbGr 
4:2:0, 4:2:2) 


0 


0 


X 



20.8.53 MSDMA CR END ADDRESS REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


MSGOGROEND 


0X780000E8 


RW 


MSDMA GrO end address related 


0000_0000 



MSCOCREND 


Bit 


Description 


Initial 
State 


M 


L 


Reserved 


[31] 




0 


X 


X 


MSGOGROEND 


[30:0] 


DMA End address for Gr component (non-interleave YGbGr 4:2:0, 
4:2:2) 


0 


0 


X 
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20.8.54 MSDMA FOR CODEC Y OFFSET REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


MSCOYOFF 


0X780000EC 


RW 


MSDMA Y offset related 


0000_0000 



MSCOYOFF 


Bit 


Description 


Initial 
State 


M 


L 


Reserved 


[31 :24 
] 




0 


X 


X 


MSCOYOFF 


[23:0] 


Offset of Y component for fetching source image (non-interleave 
YCbCr 4:2:0, 4:2:2) 

Offset of Interleave YCbCr 4:2:2 / RGB component for fetching 
source image 


0 


0 


X 



20.8.55 MSDMA FOR CODEC CB OFFSET REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


MSCOCBOFF 


0X780000F0 


RW 


MSDMA Cb offset related 


0000_0000 



MSCOCBOFF 


Bit 


Description 


Initial 
State 


M 


L 


Reserved 


[31:24] 




0 


X 


X 


MSCOCBOFF 


[23:0] 


Offset of Cb component for fetching source image(non-interleave 
YCbCr 4:2:0, 4:2:2) 


0 


0 


X 



20.8.56 MSDMA FOR CODEC CR OFFSET REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


MSCOCROFF 


0X780000F4 


RW 


MSDMA Cr offset related 


0000_0000 



MSCOCROFF 


Bit 


Description 


Initial 
State 


M 


L 


Reserved 


[31 :24] 




0 


X 


X 


MSCOCROFF 


[23:0] 


Offset of Cr component for fetching source image(non-interleave 
YCbCr 4:2:0, 4:2:2) 


0 


0 


X 
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20.8.57 MSDMA FOR CODEC SOURCE IMAGE WIDTH REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


MSCOWIDTH 


0X780000F8 


RW 


MSDMA source image width related 


0000_0000 



MSCOWIDTH 


Bit 


Description 


Initial 
State 


M 


L 


AutoLoadEnable 


[31] 


MSDMA Automatically restart (Only Software trigger mode) 

At the first frame start requires ENVID start setting. After first 
frame, next frame does not need ENVID setting. 

0 : Autoload Disable , 1 : Autoload Enable 


0 


0 


X 


ADDR_CH_DIS 


[30] 


MSDMA Address Change Disable (Only Software trigger mode) 

At the first frame start needs ADDR_CH_DIS = '0' 

0 : Address change enable , 1 : Address change disable 


0 


0 


X 


Reserved 


[29:28] 




0 


X 


X 


MSCOHEIGHT 


[27:16] 


MSDMA source image vertical pixel size, minimum 8. It must be 
multiple of PreVerRatio. 


0 


0 


X 


Reserved 


[15:12] 




0 


X 


X 


MSCOWIDTH 


[11:0] 


MSDMA source image horizontal pixel size (must be 8's multiple. 
It must be 4's multiple of PreHorRatio. minimum 16) 


0 


0 


X 



♦ MSDMA Start address 

Start address of ADDRStart_Y/Cb/Cr/RGB points the first word address where the corresponding component of 
Y/Cb/Cr/RGB is read or written. Each one must be aligned with word boundary (i.e. ADDRStart_X[1 :0] = 00). 
ADDRStart_Cb and ADDRStart_Cr are valid only for the non-interleave YCbCr420, 422 source image format. 

♦ MSDMA End address 

ADDREnd_Y 

= ADDRStart_Y + Memory size for the component of Y/RGBA'CbCr(interleave) 

= ADDRStart_Y + (SRC_Width x SRC_Height) x ByteSize_Per_Pixel + Oiise\_Y x (SRC_Height-1) 

ADDREnd_Cb (Valid for YCbCr420/422 non-interleave source format) 
= ADDRStart_Cb + Memory size for the component of Cb 

= ADDRStart_Cb + (SRC_Width/2 x Real_Heighf) x ByteSize_Per_Pixel + Oiise\_Cb x (Real_Height -1) 

ADDREnd_ Cr (Valid for YCbCr420/422 non-interleave source format) 
= ADDRStart_Cr + Memory size for the component of Cr 

= ADDRStart_Cr + (SRC_Width/2 x Real_Height) x ByteSize_Per_Pixel + Oiise\_Cr x (Real_Height -1) 
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♦ MSDMA OFFSET 

Offset_Y/Cb/Cr/RGB 

= Memory size for offset per a horizontal line 

= Number of pixel (or sample) in horizontal offset x ByteSize_Per_Pixel (or Sample) 
Cf.) ByteSize_Per_Pixel = f 1 for YCbCr420 / YCbCr422 (non-interleave) 

S 2 for YCbCr422 (interleave) / RGB 1 6-bit 
L4for RGB 18/24-bit 
ReaLHeight= fSRC_Height/2 : YCbCr 420 case 

\ SRC_Height : YCbCr 422 (non-interleave) case 



20.8.58 MSDMA FOR CODEC CONTROL REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


MSCOCTRL 


0X780000FC 


RW 


MSDMA for codec control register 


0000_0000 



MSCOCTRL 



Bit 



Description 



Initial State 



M 



Reserved 



[31:7] 



0 



EOF M C 



[6] 



When MSDMA operation done, End Of Frame will be 
generated, (read only this signal) 



Order422 M C 



When source MSDMA image is interleaved YCbCr 4:2:2, 
Interleaved YCbCr 4:2:2 input order style. 



[5:4] 



[4:3] 


LSB MSB 


00 


YoCboYiCro 


01 


YoCroYiCbo 


10 


CboYoCroY, 


11 


CroYoCboY, 



SEL DMA CAM C 



[3] 



Codec path input data selection. 

0 : External camera input path 

1 : Memory data input path (MSDMA) 



InFormat M C 



[2:1] 



Source image format for MSDMA 

00 : YCbCr 4:2:0 

01 : YCbCr 4:2:2 (non-interleave) 

10 : YCbCr 4:2:2 (interleave) 

11 : RGB (cf. RGB format register lnRGB_FMT_Co) 



^^^^^^ 
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MSGOCTRL 


Bit 


Description 


Initial State 


M 


L 


ENVID_M_C 


[0] 


MSDMA operation start. (When triggered Low to High by 
software setting) Hardware doesn't clear automatically 
This register is allowed set only Software Trigger mode. If 
Hardware trigger mode, this bit is read only. 

1) SEL_DMA_CAM = '0' , ENVID don't care (using external 
camera signal for codec path) 

2) SEL_DMA_CAM = '1', ENVID is set (0^1) then 
MSDMA operation start for codec. 


0 


0 


X 



NOTE: ENVID_M_C SFR must be set at last. Starting order for using MSDMA input path. 

SEL_DMA_CAM_C (others SFR setting) Image Capture Enable SFR setting ENVID_M_C SFR setting. 



Mode) 

MSDMA input 
DMA output 



ENVID_MS 



Frame start 



0 ->1 setting 



Auto Clear 
(Frame end) 



Next frame 
start 



0 -> 1 setting 



Mode) 

MSDMA input 

LCD progressive output 



ENVID_MS 



Frame start 



I 0 ->1 setting 



Auto Clear 
(Frame end) 



Next frame 
start 



0 -> 1 setting 



Mode) 

MSDMA input 

LCD interlace output 



ENVID_MS 



Frame start 



Auto Clear 
(Even field end) 
I I 
0 ->1 setting i 



Auto Start 
(Odd field start) 



Auto Clear 
(Frame end) 



Next Frame 
start 



0 -> 1 setting 



Mode) 

MSDMA input 
AutoLoad enable mode 



ENVID_MS 



Frame start 



0 ->1 setting 



Auto Clear 
(Frame end) 



Next frame 
start 



Auto Start 

(if, autoload enable =1) 



Figure 20-28. ENVID_MS SFR setting when DMA start to read memory data 
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MSDMA Start, End, OFFSET, 
MSDMA Source image width, 
MSDMA control 



I 



SFR 



RGB start address. 
Preview Target format. 
Preview DMA Control 
etc.. 
I 
I 



SFR 



Memory 




MSDMA 




Scaler 




Preview 
DMA 




► 


► 


► 


► 



i 

Operation Done 
■■ EOF signal generation 



Operation Done 
■■ IRQ signal generation 



Figure 20-29. SFR & Operation (related each DMA when selected MSDMA input path) 



ADDR_CH_DIS 
ENVID_MS 



Frame start & 
address change 
I 
I 

\ 



Frame start 



Frame start & 
address change 



start / End ADDRESS 0 


0 XA 


AXF 




F 


(user setting) 










start / End ADDRESS 


OXA 




XF 





(for real operation) 



Figure 20-30. ADDRESS Change timing (related MSDMA) 
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20.8.59 MSDMA FOR PREVIEW YO START ADDRESS REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


MSPRYOSA 


0x78000100 


RW 


MSDMA YO start address related 


0000_0000 



MSYSA 


Bit 


Description 


Initial 
State 


M 


L 


Reserved 


[31] 




0 


X 


X 


MSPRYOSA 


[30:0] 


DMA start address for Y component (non-interleave YCbCr 4:2:0, 4:2:2) 
DMA start address for Interleave YCbCr 4:2:2 / RGB component 


0 


0 


X 



20.8.60 MSDMA FOR PREVIEW CBO START ADDRESS REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


MSPRCBOSA 


0x78000104 


RW 


MSDMA CbO start address related 


0000_0000 



MSCBSA 


Bit 


Description 


initial 
State 


M 


L 


Reserved 


[31] 




0 


X 


X 


MSPRCBOSA 


[30:0] 


DMA start address for Cb component (non-interleave YCbCr 4:2:0, 
4:2:2) 


0 


0 


X 



20.8.61 MSDMA FOR PREVIEW CRO START ADDRESS REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


MSPRCROSA 


0x78000108 


RW 


MSDMA CrO start address related 


0000_0000 



MSPRCRSA 


Bit 


Description 


Initial 
State 


M 


L 


Reserved 


[31] 




0 


X 


X 


MSPRCROSA 


[30:0] 


DMA start address for Cr component (non-interleave YCbCr 
4:2:0, 4:2:2) 


0 


0 


X 
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20.8.62 MSDMA FOR PREVIEW YO END ADDRESS REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


MSPRYOEND 


0x780001 OC 


RW 


MSDMA YO end address related 


0000_0000 



MSPRYEND 


Bit 


Description 


Initial 
State 


M 


L 


Reserved 


[31] 




0 


X 


X 


MSPRYOEND 


[30:0] 


DMA End address for Y component (non-interleave YCbCr 4:2:0, 
4:2:2) 

DMA End address for Interleave YCbCr 4:2:2 / RGB component 


0 


0 


X 



20.8.63 MSDMA FOR PREVIEW CBO END ADDRESS REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


MSPRCBOEND 


0x78000110 


RW 


MSDMA CbO end address related 


0000_0000 



MSPRCBEND 


Bit 


Description 


Initial 
State 


M 


L 


Reserved 


[31] 




0 


X 


X 


MSPRCBOEND 


[30:0] 


DMA End address for Cb component (non-interleave YCbCr 4:2:0, 
4:2:2) 


0 


0 


X 



20.8.64 MSDMA CRO END ADDRESS REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


MSPRCROEND 


0x78000114 


RW 


MSDMA CrO end address related 


0000_0000 



MSPRCREND 


Bit 


Description 


Initial 
State 


M 


L 


Reserved 


[31] 




0 


X 


X 


MSPRCROEND 


[30:0] 


DMA End address for Cr component (non-interleave YCbCr 4:2:0, 
4:2:2) 


0 


0 


X 
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20.8.65 MSDMA FOR PREVIEW Y OFFSET REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


MSPRYOFF 


0x78000118 


RW 


MSDMA Y offset related 


0000_0000 



MSPRYOFF 


Bit 


Description 


Initial 
State 


M 


L 


Reserved 


[31:24] 




0 


X 


X 


MSPRYOFF 


[23:0] 


Offset of Y component for fetching source image (non-interleave 
YCbCr 4:2:0, 4:2:2) 

Offset of Interleave YCbCr 4:2:2 / RGB component for fetching 
source image 


0 


0 


X 



20.8.66 MSDMA FOR PREVIEW CB OFFSET REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


MSPRCBOFF 


0x78000110 


RW 


MSDMA Cb offset related 


0000_0000 



MSPRCBOFF 


Bit 


Description 


Initial 
State 


M 


L 


Reserved 


[31:24] 




0 


X 


X 


MSPRCBOFF 


[23:0] 


Offset of Cb component for fetching source image(non- 
interleave YCbCr 4:2:0, 4:2:2) 


0 


0 


X 



20.8.67 MSDMA FOR PREVIEW CR OFFSET REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


MSPRCROFF 


0x78000120 


RW 


MSDMA Cr offset related 


0000_0000 



MSPRCROFF 


Bit 


Description 


Initial 
State 


M 


L 


Reserved 


[31:24] 




0 


X 


X 


MSPRCROFF 


[23:0] 


Offset of Cr component for fetching source image(non-interleave 
YCbCr 4:2:0, 4:2:2) 


0 


0 


X 
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20.8.68 MSDMA FOR PREVIEW SOURCE IMAGE WIDTH/HEIGHT & AUTOLOAD REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


MSPRWIDTH 


0x78000124 


RW 


MSDMA source image width related 


0000_0000 



MSPRWIDTH 

IVI wl^ 11 V V 1 ^/ III 


Bit 
li^i 1 


Dp^criDtlon 

I^^O\^l i|^llV/l 1 


Initial 
State 


M 


L 


AutoLoadEnable 


[31] 


MSDMA Automatically restart (Only Software trigger mode) 
At the first frame start needs ENVID start setting. After first frame, 
next frame does not need ENVID setting. 
0 : Autoload Disable , 1 : Autoload Enable 


0 


0 


X 


ADDR_CH_DIS 


[30] 


MSDMA Address Change Disable (Only Software trigger mode) 

At the first frame start needs ADDR_CH_DIS = '0' 

0 : Address change enable , 1 : Address change disable 


0 


0 


X 


Reserved 


[29:28] 




0 


X 


X 


MSPRHEIGHT 


[27:16] 


MSDMA source image vertical pixel size, minimum 8. Also, must 
be multiple of PreVerRatio. If lnRot90_Pr = 1 , must be 8's multiple. 
Also, must be 4's multiple of PreHorRatio. minimum 16 


0 


0 


X 


Reserved 


[15:12] 




0 


X 


X 


MSPRWIDTH 


[11:0] 


MSDMA source image horizontal pixel size (must be 8's multiple. 
Also, must be 4's multiple of PreHorRatio. minimum 16) 


0 


0 


X 
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20.8.69 MSDMA FOR PREVIEW CONTROL REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


MSPRCTRL 


0x78000128 


RW 


MSDMA control register for preview 


0000_0000 



MSPRCTRL 



Bit 



Description 



Initial 
State 



M 



Reserved 



[31:7] 



0 



EOF M P 



[6] 



When MSDMA operation done, End Of Frame will be generated, 
(read only this signal) 



When source MSDMA image is interleaved YCbCr 4:2:2, 
Interleaved YCbCr 4:2:2 input style. 



Order422 M P 



[5:4] 



[4:3] 


LSB MSB 


00 


YoCboYiCro 


01 


YoCroYiCbo 


10 


CboYoCroYi 


11 


CroYoCboYi 



SEL DMA CAM P 



[3] 



Preview path data selection, codec path don't care. 

0 : External camera input path 

1 : Memory data input path (MSDMA) 



InFormat M P 



[2:1] 



Source image format for MSDMA 

00 : YCbCr 4:2:0 

01 : YCbCr 4:2:2 (non-interleave) 

10 : YCbCr 4:2:2 (interleave) 

11 : RGB (cf. RGB format register lnRGB_FMT_Pr) 



ENVID M P 



[0] 



MSDMA operation start. (When triggered Low to High by 
software setting) Hardware clear automatically. 
This bit is allowed set only Software Trigger mode. If Hardware 
trigger mode, this bit is read only. 

1) SEL_DMA_CAM = '0' , ENVID don't care (using external 
camera signal for preview path) 

2) SEL_DMA_CAM = '1', ENVID is set (0^1) then MSDMA 
operation start for preview. 
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20.8.70 CODEC SCAN LINE Y OFFSET REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


CICOSCOSY 


0x7800012c 


RW 


Codec scan line Y offset related 


0 



CICOSCOS 


Bit 


Description 


Initial 
State 


M 


L 


Reserved 


[31:29] 




0 


X 


X 


lnitial_Yoffset_Co 


[28:16] 


The number of the skipped pixels for initial Y offset, scanline Y 
offset can be used when Non-interleaved Y or Interleaved 
YCbCr422 or RGB format. 


0 


X 


0 


Reserved 


[15:13] 




0 


X 


X 


Line_Yoffset_Co 


[12:0] 


The number of the skipped pixels in the screen of the target 
image when scan line is changed. Scanline offset can be used 
when Non-interleaved Y or Interleaved YCbCr422 or RGB 
format 


0 


X 


0 



SCREEN 



1 Initial offset 




• • 


Line offset 
















Targ et image 



Figure 20-31. Scan line offset 

NOTE: Scan line Offset constraint (for word boundary alignment) 

- Initial / Line Y 

Non-interleave Y : 4's multiple pixel (minimum 4) 
Interleaved YCbCr 422 / RGB565 : 2's multiple (minimum 2) 
RGB666/888 : 1's multiple (minimum 1) 

- Initial / Line Cb,Cr (YCbCr 4:2:2 , 4:2:0) 
Non-interleave Cb / Cr : 8's multiple pixel (minimum 8) 
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20.8.71 CODEC SCAN LINE CB OFFSET REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


CICOSCOSCB 


0x78000130 


RW 


Codec scan line Cb offset related 


0 



CICOSCOS 


Bit 


Description 


Initial 
State 


M 


L 


Reserved 


[31:29] 




0 


X 


X 


lnitial_Cboffset_Co 


[28:16] 


The number of the skipped pixels for initial Cb offset, scanline Cb 
offset can be used when Non-interleaved YCbCr4:2:0 / 4:2:2 


0 


X 


0 


Reserved 


[15:13] 




0 


X 


X 


Line_Cboffset_Co 


[12:0] 


The number of the skipped pixels in the screen of the target image 
when scan line is changed. Scanline Cr offset can be used when 
Non-interleaved YCbCr4:2:0 / 4:2:2 


0 


X 


0 



20.8.72 CODEC SCAN LINE CR OFFSET REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


CICOSCOSCR 


0x78000134 


RW 


Codec scan line Cr offset related 


0 



CICOSCOS 


Bit 


Description 


Initial 
State 


M 


L 


Reserved 


[31:29] 




0 


X 


X 


lnitial_Croffset_Co 


[28:16] 


The number of the skipped pixels for initial Cr offset. Scanline Cr 
offset can be used when Non-interleaved YCbCr4:2:0 / 4:2:2 


0 


X 


0 


Reserved 


[15:13] 




0 


X 


X 


Line_Croffset_Co 


[12:0] 


The number of the skipped pixels in the screen of the target image 
when scan line is changed. Scanline Cr offset can be used when 
Non-interleaved YCbCr4:2:0 / 4:2:2 


0 


X 


0 



20.8.73 PREVIEW SCAN LINE Y OFFSET REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


CIPRSCOSY 


0x78000138 


RW 


Preview scan line Y offset related 


0 



CIPRSCOS 


Bit 


Description 


Initial 
State 


M 


L 


Reserved 


[31 :29] 




0 


X 


X 


lnitial_Yoffset_Pr 


[28:16] 


The number of the skipped pixels for initial Y offset, scanline Y 
offset can be used when Non-interleaved Y or Interleaved 
YCbCr422 or RGB format. 


0 


0 


0 


Reserved 


[15:13] 




0 


X 


X 


Line_Yoffset_Pr 


[12:0] 


The number of the skipped pixels in the screen of the target image 
when scan line is changed. Scanline offset can be used when 
Non-interleaved Y or Interleaved YCbCr422 or RGB format 


0 


0 


0 
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20.8.74 PREVIEW SCAN LINE CB OFFSET REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


CIPRSCOSCB 


0x780001 3c 


RW 


Preview scan line Cb offset related 


0 



CICOSCOS 


Bit 


Description 


Initial 
State 


M 


L 


Reserved 


[31 :29] 




0 


X 


X 


lnitial_Cboffset_Pr 


[28:16] 


The number of the skipped pixels for initial Cb offset, scanline Cb 
offset can be used when Non-interleaved YCbCr4:2:0 / 4:2:2 


0 


X 


0 


Reserved 


[15:13] 




0 


X 


X 


Line_Cboffset_Pr 


[12:0] 


The number of the skipped pixels in the screen of the target 
image when scan line is changed. Scanline Cr offset can be 
used when Non-interleaved YCbCr4:2:0 / 4:2:2 


0 


X 


0 



20.8.75 PREVIEW SCAN LINE CR OFFSET REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


CIPRSCOSCR 


0x78000140 


RW 


Preview scan line Cr offset related 


0 



CICOSCOS 


Bit 


Description 


Initial 
State 


M 


L 


Reserved 


[31 :29] 




0 


X 


X 


lnitial_Croffset_Pr 


[28:16] 


The number of the skipped pixels for initial Cr offset. Scanline Cr 
offset can be used when Non-interleaved YCbCr4:2:0 / 4:2:2 


0 


X 


0 


Reserved 


[15:13] 




0 


X 


X 


Line_Croffset_Pr 


[12:0] 


The number of the skipped pixels in the screen of the target 
image when scan line is changed. Scanline Cr offset can be 
used when Non-interleaved YCbCr4:2:0 / 4:2:2 


0 


X 


0 
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This chapter describes the function and usages of Multi-Format Video codec in S3C6410X RISC microprocessor. 
21.1 OVERVIEW 

FIMV-MFC V1 .0 is a high-performance video codec IP that supports H.263P3, MPEG-4 SP, H.264 and VC-1 . 
FIMV-MFC V1 .0 consists of the embedded BIT processor and video codec core module. The BIT processor 
parses or forms bitstream and controls the video codec. To speed up the bitstream processing, some hardware 
accelerators are included in the BIT processor. The program and data for the BIT processor are downloaded 
through the AMBA APB bus and the AMBA AXI bus. 



APB3 
interface 



Hardware 
Accelerator For 
Bitstream 
Packing /Unpacking 




Shared 
(H.263P3/ 
MPEG-4/ 
H.264 /VC-1) 



(H.263P3/ 
MPEG -4/ VC-1 ) 




Figure 21-1. FIMV-MFC VI .0 block diagram 

FIMV-MFC V1 .0 video codec is optimized to reduce the logic gate count with sharing large parts of sub-modules 
for multi-standard. Motion estimation module uses a search RAM to reduce the bandwidth on the external 
SDRAM. Generally, motion estimation reads reference pixel data several times. The motion estimation module 
loads the reference pixel data from the external SDRAM and store them into the search RAM. The search RAM is 
accessed through the AMBA AHB. 
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The macroblock sequencer module schedules the processing flow of the functional blocks of the video codec to 
reduce loads on the BIT processor and complexity of the firmware. FIMV-MFC V1 .0 includes a rotation/mirroring 
module. In case of rotating and/or mirroring the source image in the encoder, no additional bandwidth is required 
for the processing. However, in the decoder, the decoded image with any rotation and/or mirroring is written to the 
external memory. 

The internal AXI arbiter module arbitrates requests from internal DMA controllers to ease the integration to user's 
SoC. 

Figure 21-2 describes roles of the BIT processor, video codec core module and how to interface with application 
software. Basically, at the frame level, a host processor communicates with FIMV-MFC V1 .0 through provided 
API's. To give the video codec more flexibility and debugging capability, all processes related to the bitstream are 
assigned to the BIT processor. 




S3G6410 



MFC 

Receiving parameters and 
command from host processor. 
Sending status to host 
processor, Parcing/forming 
bitstream (VLD/VLC)/w 
hardware acceleration. Bit-rate 
control. Video codec control 
BIT PROCESSOR 



Video codec except bitstream 
processing 
Video CODEC 



Figure 21-2. Roles of the BIT processor and the video codec module 

21.2 FEATURES 

FIMV-MFC V1 .0 is a multi-standard video codec IP that can handle the H.263P3, MPEG-4 Single Profile H.264 
Baseline Profile and VC-1 Main Profile in single codec hardware. The FIMV-MFC V1 .0 includes the following 
features. 

• Multi-standard video codec 

- MPEG-4 simple profile encoding/decoding 

- H.264/AVC baseline profile encoding/decoding 

- H.263 P3 encoding/decoding 

- VC-1 (WMV9) main profile decoding 

- Multi-party call is supported 
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Ex. Simultaneous 1 stream encoding and 3 streams decoding are possible. 

- Multi-format is supported 

Ex. The video IP encodes the MPEG-4 bitstream, and decodes H.264 bitstream in a time-division multiplexing 
manner. 

• Coding tools 

[-16, +16] 1/2 and 1/4-pel accuracy motion estimation 

- All variable block sizes are supported. 

* In case of encoding, 8x4, 4x8, and 4x4 block sizes are not supported. 

- Unrestricted motion vector 

- MPEG-4 AC/DC prediction 

- H.264/AVC intra-prediction 

- H.263 Annex I, J, K(RS=0 ), and T are supported 

* In case of encoding, the Annex I and K (RS=1 ) are not supported. 

- Error resilience tools 

MPEG-4 resync. marker & data-partitioning with RVLC 

* Fixed number of bits/macroblocks between macroblocks 
H.264/AVC FMO 

- Bit-rate control (CBR:Constant Bit Rate & VBR:Variable Bit Rate) 

- CIR(Cyclic Intra Refresh)/AIR(Adaptive Intra Refresh) 

• Pre/post rotation/mirroring 

- 8 rotation/mirroring modes for incoming image at encoder 

- 8 rotation/mirroring modes for output image at decoder 

• Programmability 

- FIMV-MFC VI .0 embeds 1 6-bit DSP processor that is dedicated to processing bitstream and controlling 
the codec hardware. 

- General purpose registers and interrupt for communication between a host processor and the video IP 

• Performance 

- Up to full-duplex VGA SOfps encoding/decoding 

- Up to half-duplex 720x480 30fps(720x576 25fps) encoding/ decoding 
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21-3 THE BIT PROCESSOR 

This section describes the BIT processor that is optimized to process bitstream in various formats such as MPEG- 
4, H.263, H.264 and VC-1. 

The BIT processor is an embedded programmable 16-bit DSP that is highly optimized to handle bitstream data. In 
addition to processing bitstream, the BIT processor controls the video codec and communicates with a host 
processor through the host interface. The BIT processor has program memory of 12KB and data memory of 4KB. 

Figure 21-3 displays the block diagram of the BIT processor. The special registers include command, interrupt, 
and code download registers. The general purpose registers, 64 32-bit registers, can be used for the host 
processor to send parameters to the video codec. If an application needs more than 64 registers, an external 
memory can be used for extension because the BIT processor can access the external memory through the AXI 
bus interface. 



(0 
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0) 
Q. 



Special registers 



Host interface 



General purpose 
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Program 
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2048x16b 
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Data 
Mem 
2048x16b 



Figure 21-3. BIT processor block diagram 
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21.3.1 HARDWARE ACCELERATION 

The BIT processor core embeds hardware acceleration sub-modules as followings. 

• Accelerator to support bitstream packing instruction such as put_bits 

• Accelerator to support bitstream unpacking instructions such as get_bits and show_bits 

• Look-up table and searching module for VLC and VLD operation 

• Motion vector prediction/reconstruction module 

• DMA controller to transfer bitstream from/to external SDRAM 

21.3.2 DOWNLOADING THE FIRMWARE 

The BIT firmware to drive the video codec module and interface with a host processor is divided into 2 parts. One 
is for boot code that is downloaded by the host processor through the APB bus. The size of the boot code is 1 024- 
byte. Another is for codes for codec processing such as MPEG-4, H.263, H.264 and VC-1 . The procedure for 
downloading the firmware is executed only once at the initialization step. 

Boot code 

Before running codec, a host processor must download the BIT boot code to the program memory, 2048x16 
synchronous single-port SRAM, through the host interface as following. 

step 1 . addr = 0; 

Step 2. code_data = (addr << 16) + bit_code[addr] 

Step 3. write code_data to the CodeDownLoad register of the host 

interface embedded in the BIT processor 
Step 4. addr = addr + 1 

Step 5. if {addr < 512) go to step 1 else go to the procedure to 
download the codec firmware (refer to the page 21-6) 

The bit_code is an array of which size is 512 * 16-bit. 

NOTE: 

Above bit_code[0-51 1] has to be also written in a region specified in the codeBufAddr register of the host 
interface. 
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Codec firmware 

In addition to the boot code, a package of the firmware for driving the IP is required. Basically, the package for 
MPEG-4, H.263P3, H.264 and VC-1 codec is provided. You must write the firmware to a region of external 
memory and send information about the base address of the region by writing it to the codeBufAddr register. At 
run-time, part of firmware is automatically loaded to the internal BIT memory. 



Code Memory Base Address 
specified in the 

CodeBufAddr register 



Boot code should be also 
loaded to the BIT internal 
memory at initialization. 



Boot Code 



Codec Firmware 



1KB 



79KB 



31 



16 15 



bit_code[n+0] 



bit_code[n+1] 



Figure 21-4. Memory space for the BIT firmware 

Following is the procedure to download the codec firmware at the video codec initialization step. 

step 1. addr = 512; 

sdram_addr = ^^CodeBufAddr + 1024; 

Step 2. code_data = (bit_code[addr] << 16) + bit_code [addr+1 ] 

Step 3. '^sdram_addr = code_data; 

Step 4 . addr = addr + 2; 

Step 5. sdram_addr = sdram_addr + 4 

Step 6. if {addr < (80*1024)) go to step 1 else finish downloading 
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21.3.3 RUNNING THE CODEC 

This section describes how the BIT processor controls the video codec and communicates with a host processor. 

The provided firmware can handle 8 processes simultaneously. Each process can have difference format 
-MPEG-4, H.263P3, H.264 or VC-1 - and codec process-encoding or decoding. For example, it is possible to 
handle 1 MPEG-4 encoding process, 1 H.264 encoding process, 1 H.263P3 decoding process and 1 VG-1 
decoding process simultaneously. You can encode image and/or decode bitstream as following. 

• Create processes: You can create and configure processes. 

• Running processes: At a proper time instance, you can run a specific process. The proper time instance 
means when the codec is in idle state and image to be encoded or bitstream to be decoded is readyin the 
external memory. 

• Quit processes: You can quit a specific process. 

Figure 21-5 illustrates simplified state diagram for running the codec. 



Idle 



Create and initialize N processes, 
process[0~N-1] 




If process!]] is available? 
Where j = 0,..,N-1 



Yes 
T 



Run process!]] 



Wait till the process!]] for 1 frame is 
finished 



Yes 
▼ 



Users want to quit process!]]? 



Yes 
f 



Quit process!]] 



All processes are closed? 




Yes 



Figure 21-5. Codec firmware state diagram 
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Process ID - Runlndex 

Each process is created with specific ID-named as Runindex- range from 0 to 7. Basically, the ID is assigned 
based on the order of creation. After creating processes at initialization step, a host processor commands the BIT 
processor to execute process specified with the Runlndex. 

If processes are created sequentially as (a) MPEG-4 encoding, (b) H.264 encoding, (c) H.263P3 decoding for 
bitstream A, (d) VC-1 decoding for bitstream B, the assigned ID will be as following. 

• (a) MPEG-4 encoding : Runlndex = 0 

• (b) H.264 encoding : Runlndex = 1 

• (c) H.263P3 decoding for bitstream A : Runlndex = 2 

• (d) VG-1 decoding for bitstream B : Runlndex = 3 

Assigning coding format - RunCodStd 

In addition to the process ID, the Runcodstd is used to define which coding standard is used in created process 
and whether the created process encodes image or decodes bitstream. 



RunCodStd = 


0: 


MPEG-4/H.263P3 decoding 


RunCodStd = 


1: 


MPEG-4/H.263P3 encoding 


RunCodStd = 


2: 


H.264 decoding 


RunCodStd = 


3: 


H.264 encoding 


RunCodStd = 


4: 


VC-1 decoding 



For example, if processes are created such as the 5.4.1 .1 , the Runlndex and the RunCodStd for each process is 
listed below: 

• (a) MPEG-4 encoding process: Runlndex = 0, RunCodStd = 1 

• (b) H.264 encoding process: Runlndex = 1 , RunCodStd = 3 

• (c) H.263P3 decoding process: Runlndex = 2, RunCodStd = 0 

• (d) VC-1 decoding process: Runlndex = 3, RunCodStd = 4 

Codec status 

FIMV-MFC VI .0 provides the BusyFlag registers and interrupts that give you information about whether a 
requested process finished encoding or decoding 1 frame as specified format. When the IP is under operation, the 
BusyFlag is read as '1'. If encoding or decoding 1 frame is finished and the IP is in the wait state that can accept a 
command from a host processor, the BusyFlag becomes '0'. At the time the BusyFlag becomes '0', the interrupt 
from the IP occurs. A host processor must clear the interrupt before requesting the next process. 
If there are some errors in processing a frame, both the BusyFlag and the interrupt are also asserted. A host 
processor can know whether a process is terminated normally or not by referring to other status registers of the 
host interface. 

21.3.4 INTERRUPT 

To a host processor 

The BIT processor can generate an interrupt request to a host processor. Basically, this interrupt is used to 
indicate completion of encoding or decoding a frame. The interrupt signal, IREQ, is active HIGH and is retained till 
the host processor clears it by writing '1 ' to interrupt clear register of the host interface. 
The IREQ is synchronized to the CCLK. 
From a host processor 

A host processor can request an interrupt to the IP by writing the '1 ' to the HostlntReq register of the host 
interface. The interrupt is automatically cleared after acknowledgement of the BIT processor. 
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21,4 VIDEO CODEC HARDWARE 

This section describes the video codec hardware of FIMV-MFC V1 .0. All video codec processing except handling 
coefficients for VLC and VLD are implemented with hardware. 

21.4.1 OVERVIEW 

21.4.1.1 H.264 encoder data flow 

Figure 21-6 highlights the data flow of FIMV-MFC V1 .0 H.264 encoding process. The inter-prediction module 
loads only chrominance data of the reference frame in encoding. The luminance data are read from the local 
memory of the motion estimation module so that additional bus-loading for the inter-prediction is removed. When 
the deblocking filter operates in the on-the-fly mode, parts of reconstructed, but not filtered, pixel data are written 
to external memory for later use in the intra-prediction module. When the deblocking filter operates in the stand- 
alone mode, a whole reconstructed pixel data in a macroblock is written to external memory, and it is filtered if all 
macroblocks are reconstructed. 
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Figure 21-6. H.264 encoder data flow 
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21.4.1.2 MPEG-4 encoder data flow 

Figure 21 -7 highlights the data flow of FIMV-MFC V1 .0 MPEG-4 encoding process. The data-flow is very similar 
to the H.264 encoding. The differences are listed below. 

• The MPEG-4 encoding process includes the AC/DC prediction instead of the intra-prediction. 

• The deblocking filtering is out of the encoding loop. 

The bus-loading is a little bit lower than the H.264 because the 1/2-pel fractional sampling needs fewer reference 
pixel data than the H.264 1/4-pel sampling. 
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Figure 21-7. MPEG-4 encoder data flow 

21.4.1.3 H.263 encoder data flow 

The H.263 encoder data flow is the same as the MPEG-4 encoder except following. 

• When the Annex I is enabled; the AC/DC prediction process is inserted before the quantization. 
NOTE: FIMV-MFC V1 .0 does not support the Annex I in encoding process. 

• When the Annex J is enabled, the deblocking filtering operates inside the encoding loop. 



21-10 



^^^^^^ 



ELECTRONICS 



6410X_UM 



MULTI-FORMAT VIDEO CODEC 



21.4.1.4 H.264 decoder data flow 

For the H.264 decoding process, the decoding data-path in the encoding loop is re-used except following. 

• Bitstream is decoded by the BIT processor and decoded coefficients are stored in the coefficient buffer with 
hard-wired reordering. 

• For the reference pixel data, the inter-prediction module reads both Y and Cb/Cr data form external memory. 
In case of encoding, the data comes from the internal memory of the motion estimation module. 

21.4.1.5 MPEG-4 decoder data flow 

The data flow of the MPEG-4 decoding process is the same as the decoding in the MPEG-4 encoding loop except 
incoming coefficients from the BIT processor and Y reference frame directly from external SDRAM, not from 
internal memory of the motion estimation module. 

21.4.1.6 H.263 decoder data flow 

The data flow of the H.263 decoding process is the same as the decoding in the H.263 encoding loop except 
incoming coefficients from the BIT processor and Y reference frame directly from external SDRAM, not from 
internal memory of the motion estimation module. 

21 .4.1 .7 VC-1 decoder data flow 

The data flow of the VG-1 decoding process is the same as the decoding in the H.264 decoding loop except using 
scaler. If there is MULTIRES flag in the sequence header, the decoded picture is scaled up by scaler. 

21.4.1.8 Full-duplex codec processing 

FIMV-MFC V1 .0 decoding data flow reuses the data-path of the decoding in the encoding loop to reduce logic 
area. For a full-duplex codec application, time slots are made. For more information refer to the Figure 21-8. 
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Figure 21-8. Full-duplex codec processing 
21.4.1.9 Full-duplex codec bus-loading 

The bus-loading for full-duplex is the same as the sum of bus-loadings for encoding and decoding. 
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21.4.2 FRAME BUFFER 

This section describes the memory map of the frame buffer used in FIMV-MFC V1 .0 video codec module. 



Base Address for Y frame 



Y 




Frame width in pixel unit 
M ► 




Stride line in pixel 


jnit 
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Base Address for U frame 



Base Address for V frame 



Frame width in pixel unit/2 



Stride line in pixel unit/2 



u 




► 









Frame width in pixel unit/2 



Stride line in pixel unit/2 



V 




► 









Figure 21-9. Frame buffer configuration 

A frame buffer is specified with the base address and the stride line. A complete image consists of Y, U, and V 
component. Therefore, an image requires 3 frame buffers for Y, U, and V components. The stride line means the 
width of the luminance component buffer in pixel unit and must be multiple of 8. The stride line for the U and V 
frame buffers is a half of the Y frame buffer and is extracted automatically based on the stride line of the Y frame 
buffer. FIMV-MFC V1 .0 supports 1 1 -bit stride line. 

Figure 21-10 highlights the memory map of the frame buffer. For V frame buffer, the memory map is the same as 
the U frame buffer except the base address. 

FIMV-MFC VI .0 supports both little and big endian system. It means Y(0,0) in the Figure 21-10 could be located 
in the bit[31 :24]. A user can specify the endian to the register of the host interface. 
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Y Frame Buffer 
Base Address 


31 24 23 16 15 8 7 0 


Y(3,0) 


Y(2,0) 


Y(1,0) 


Y(0,0) 


(Pixel X position, Pixel Y position) 


Y(7,0) 


Y(6,0) 


Y(5,0) 


Y(4,0) 


^ FW - Frame Width for Y 
FH - Frame Height for Y 




Y Frame Buffer 
Base Address + 
Stride Line 






Y(FW-1,0) 


Y(FW-2,0) 


Y(FW-3,0) 


Y(FW-4,0) 


Unused (Stride Line - FW bytes) 


Y(3,1) 


Y(2,1) 


Y(1,1) 


Y(0,1) 


Y(7,1) 


Y(6,1) 


Y(5,1) 


Y(4,1) 






Y(FW-1,1) 


Y(FW-2,1) 


Y(FW-3,1) 


Y(FW-4,1) 






Y Frame Buffer 
Base Address + 
Stride Line* (FH-1) 






Y(3,FH-1) 


Y(2,FH-1) 


Y(1,FH-1) 


Y(0,FH-1) 


Y(7,FH-1) 


Y(6,FH-1) 


Y(5,FH-1) 


Y(4,FH-1) 






Y(FW-1,FH-1) 


Y(FW-2,FH-1) 


Y(FW-3,FH-1) 


Y(FW-4,FH-1) 




U Frame Buffer 
Base Address 


31 24 23 16 15 8 7 0 




U(3,0) 


U(2,0) 


U(1,0) 


U(0,0) 




U(7,0) 


U(6,0) 


U(5,0) 


U(4,0) 




U Frame Buffer 
Base Address + 
Stride Line/2 






U(FW/2-1,0) 


U(FW/2-2,0) 


U(FW/2-3,0) 


U(FW/2-4,0) 


Unused (Stride Line/2 - FW/2 bytes) 


U(3,1) 


U(2,1) 


U(1,1) 


U(0,1) 


U(7,1) 


U(6,1) 


U(5,1) 


U(4,1) 






U(FW/2-1,1) 


U(FW/2-2,1) 


U(FW/2-3,1) 


U(FW/2-4,1) 






U Frame Buffer 
Base Address + 
Stride Line/2 * 
(FH/2-1) 






U(3, FH/2-1) 


U(2, FH/2-1) 


U(1, FH/2-1) 
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U(7, FH/2-1) 


U(6, FH/2-1) 


U(5, FH/2-1) 


U(4, FH/2-1) 
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U(FW/2-2, 
FH/2-1) 
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FH/2-1) 


U(FW/2-4, 
FH/2-1) 











Figure 21-10. Frame buffer address map in little endian 
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For encoding case, typically, 4 frame buffers are required. These buffers are used for storing incoming image from 
camera or pre-processor, encoding, storing the currently reconstructed image, and previously reconstructed 
frame. 

21.4.3 ROTATION/MIRRORING 

FIMV-MFC V1 .0 supports rotation together with mirroring function for both incoming image for encoding and 
output image of the decoder for display. The former is done by the PrP rotator module and the latter by the PP 
rotator module. 

21.4.3.1 PrP rotator module 

FIMV-MFC V1 .0 uses output from the rotator module as input to the encoder without additional bandwidth 
consumption on the external SDRAM for rotation itself. The rotated image is sent to the local buffer of the motion 
estimation module, and re-used in the intra-prediction module for intra-mode decision and residual computation 
module. The PrP rotator module does not work in decoding process. 
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Figure 21-11. PrP rotator data flow 
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21.4.3.2 PP rotator module 

The rotation/mirroring process in decoding process requires additional bandwidth because the video codec IP has 
to re-use the un-rotated image for decoding the next image. Therefore, the rotated image is written to other 
memory space. In this scheme, the display l/F has not to change memory space for displaying the decoded image 
because subsequent rotated image is written to the same space. Of course, change of target frame buffer is 
possible by setting registers that specify its base addresses. The PP rotator module does not work in encoding 
process. 
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Figure 21-12. PP rotator data flow 

21.4.3.3 Rotation/mirroring modes 

The Rotator modules support 8-types mode of 90 x n degree(n=0, 1 , 2, 3) rotating and mirroring simultaneously. 
The following table is the supporting rotating /mirroring lists and these represents all possible combinations of 
rotating and mirroring. There are two register sets. One is for the PrP module and another for PP module. 
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Table 21-1. Rotation/mirroring modes 



MODE 


Rotated/mirrored Image 


Descriptions 


NONE_ROTATE 








Original lmage(No ratoting/mirroring) 
Example Image Size : 720x480 


ROT_LEFT_90 








Rotate Left 90 (Rotate Right 270) 
Example Image Size : 480x720 


ROT_LEF_180 








Rotate Left 180 (Rotate Right180) 
Example Image Size : 720x480 


ROT_LEFT_270 








Rotate Left 270 (Rotate Right 90) 
Example Image Size : 480x720 


MIR_HORIZ 








Horizontal mirroring 

Example Image Size : 720x480 


MIR_VERT 








Vertical mirroring 

CActliipic; llilciyc; OIZ^c . / ^UaH-OU 


MIR HOR ROT RIGHT 9 
0 








Horizontal mirroring and rotate right 90 
Example Image Size : 480x720 


MIR_HOR_ROT_LEFT_90 








Horizontal mirroring and rotate left 90 
Example Image Size : 480x720 



Table 21-1 highlights rotation/mirroring modes. In above example, input to all rotation/mirroring modes is the 
same as the output image of the NONE_ROTATE mode. A host processor can select one of those modes by 



setting dedicated register. Practically, you call an API to configure the rotation mode and the information is sent to 
the BIT processor. The BIT processor sets a register of the rotation/mirroring module that specify the mode. 
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21.4.4 MOTION ESTIMATION 

The Motion Estimation Block uses full-search algorithm, and the search range is +- 16 pixel or +- 8 pixel. The 
following features are supported: 

• UMV (Unrestricted Motion Vector) mode 

• Up to quarter-pel search for H.264-BP 

• Up to half-pel search for MPEG4-SP: 

• Support 1 6x1 6/8x8 block for MPEG4-SP 

• Support 1 6x1 6/1 6x8/8x1 6/8x8 block for H.264-BP 

• Full-search algorithm 
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Figure 21-13. Motion Estimation Block Diagram 
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The ME block can impose high-priority on zero motion vector by subtracting calculated SAD by user-defined 
register value. The prediction block size (16x16, 16x8, 8x16, 8x8) decision can be prioritized in similar ways. 
There are 3 offset registers for 8x8 block, 8x16 block and 16x8 block. You can impose high-priority on large block 
size by adding calculated SAD by user-defined registers. 

The above figure highlights the Motion Estimation Block top diagram. 

The Motion Estimation Block reads current frame and reference frame. ME_DMA handles all memory operations. 
ME_CORE requests to ME_DMA for current and reference frame images, and ME_DMA reads the data and send 
it to ME CORE. 
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Figure 21-14. Motion Estimation Core Block Diagram 

ME_GORE consist of command interface (ME_GMD_IF), integer-pel search block (FPS), quarter/half-pel search 
block (QPS) and internal buffers(SW_BUF, RB_BUF, SWH_BUF). 

ME_GMD_IF block interfaces with BIT processor or GPU. Current frame image is stored in RB_BUF, and 
reference frame image is stored in SW_BUF and SWH_BUF. Interger-pel search block (FPS) uses RB_BUF for 
current frame and SW_BUF for reference frame. Quarter/half-pel search block (QPS) uses RB_BUF for current 
frame and SWH BUF for reference frame. 
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21.4.4.1 ME DMA block 
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Figure 21-15. Motion Estimation DMA Block Diagram 

ME_DMA services current and reference frame images to ME_CORE. 

SW_DMA and SWH_DMA is reference search window data request channel. SW_DMA and SWH_DMA read 
data from SDRAM. RB_DMA reads current frame data through Pre-rotator block. 
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21.4.5 INTER-PREDICTION 

The Inter-Predictor uses reconstructed motion vector that represents the displacement between the block 
currently being decoded and the corresponding location in the reference frame, to calculate interpolated pixel data 
for motion compensation. 



The Inter-Predictor consists of main controller, interpolator, DMA and local memory. The role of each sub-block is 
listed below: 



Main 
controller 


It is controlled by the BIT processor that writes control information (motion vector, block mode, 
reference picture index, picture size and run command etc.) into the control register in main 
controller. It includes data register for motion vector and reference picture base address . 


Interpolator 


It interpolates reference picture data with 2-pel/4-pel resolution. It uses temporal memory for 
calculating H.264 quarter-pels. 


DMA 


Reads reference picture data from SDRAM(decoding) or ME local memory(encoding) and 
write it into local buffer memory 



Inter-predictor supports all H.264 block mode (16x16, 16x8, 8x16, 8x8, 8x4, 4x8, 4x4), half/quarter pixel 
resolution, 16 reference frame in H.264 BP and padding pixel when the motion vector points to an area that is 
outside the image. 

The figure 21-16 is the block diagram of Inter-predictor. 

When the BIT processor set the registers (motion vectors, reference frame index, macroblock mode etc) of main 
controller, main controller controls DMA and interpolator. 

The DMA read reference pixel data from SDRAM in decoding and from ME local memory in encoding to reduce 
SDRAM bandwidth. If the motion vectors used to locate the predicted blocks in the reference frame may include 
pixel locations that are outside the boundary of the reference frame in decoding mode. In these cases, the out-of- 
bounds pixel values are the replicated values of the edge pixel by DMA. 
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Figure 21-16. The Block Diagram of Inter-prediction 

The interpolator block of inter-predictor calculates half or quarter pixel using reference pixel data in the local buffer 
memory stored by DMA. The interpolator uses the temporal memory to interpolate pixel in (1/4, 1/4), (1/4, 1/2), 
(1/2, 1/4) position indicated by reconstructed motion vector. The result interpolated pixel is written in the buffer to 
add the error residual and current pixel. 

Followings features are supported by inter-prediction module. 

• MPEG-4/H.263P3 

- UMC(unrestricted motion compensation) 

- 4MV (Both 1 6x1 6 and 8x8 block sizes are supported.) 

- 1/2-pel motion compensation 

• H.264 

- 1 6x1 6, 1 6x8, 8x1 6, 8x8, 8x4, 4x8, and 4x4 

- 1 6 reference frames 

- 1/4-pel motion compensation 
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21.4.6 INTRA-PREDICTION 

FIMV-MFC V1 .0 includes two intra-prediction modules. One is for the MPEG-4/H.263P3 AC/DC prediction and the 
other for the H.264 intra-prediction. 

Figure 21-17 highlights the data flow of intra-prediction in the MPEG-4 and the H.264. In case of H.263P3 AlC 
(Advanced Intra Coding) mode, the AC/DC prediction is performed for the transformed coefficient, not for 
quantized coefficient. 
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Figure 21-17 (a). MPEG-4 AC/DC prediction data flow 
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Figure 21-17 (b). H.264 Intra prediction data flow 

Large parts of modules are shared in both encoding and decoding. This module loads and stores the neighboring 
pixel or coefficients through the DMA controller interface with the AMBA AXI bus. 

An internal buffer is shared between both AC/DC prediction and intra-prediction module. It has dual-port because 
the prediction module is operated in the core clock and the bus interface in the bus clock, which is asynchronous 
to the core clock. 
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Figure 21-18. Intra-prediction block diagram 

In case of MPEG-4 encoding, the hardwired prediction mode decision is used. It brings high performance and low 
power consumption. The coefficient data of both encoding and decoding is re-ordered automatically based on the 
detected prediction mode. 

For the H.264 intra-prediction mode in encoding, hardwired mode decision or software-based mode decision is 
used. In case of the hardwired mode decision, a probable mode table is downloaded by the BIT processor. This 
table is used for the intra-prediction mode decision logic to search the best mode in some candidates. The 
number of candidates is configurable. For maximum quality of the encoding, all possible prediction modes could 
be estimated. 

The availabilities of the neighboring macroblock or block are managed by the BIT processor. The availability is 
determined by the slice, macroblock type, and location of current macroblock (or block). 
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21.4.7 TRANSFORM/QUANTIZATION 

FIMV-MFC V1 .0 has two transform/quantization modules. One is for the MPEG-4/H.263P3, the other for the 
H.264. 

FIMV-MFC V1 .0 H.264 T/Q block processes transform and quantization (or inverse transform and inverse 
quantization) of residual data. T/Q block compresses the residual data and send to other blocks (Coefficient 
buffer, Motion compensation block). 

21.4.7.1 Overview 

The following picture highlights the encoding and decoding flow of FIMV-MFC V1 .0 H.264 T/Q. chroma_dc block 
shared in encoding and decoding process. The trans and itrans block processes not only residual transform, but 
also 4x4 luma dc transform. 

In case of encoding, the quantized coefficients are written to the coefficient buffer, and the BIT processor reads 
them that are reordered in the coefficient buffer interface module. In the same time, the quantized coefficients are 
processed in the decoding loop of the encoding process. 

For decoding processor, the T/Q module reads coefficients that are decoded by the BIT processor and reordered 
in the coefficient buffer interface. 
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Figure 21-19. H.264 transform/quantization data flow 

21.4.7.2 Block diagram 

Figure 21-20 displays block diagram of FIMV-MFC V1 .0 H.264 T/Q block. 

TRANS block sends transform coefficient data to QUANT block by TQ_CTRL block. TRANS block can process 
residual 4x4 block transform and Hadamard transform (in case of luminance). In case Hadamard transform of 
chrominance, CHROMA_DC block processes chroma DC transform. CHROMA_DC processes both forward and 
inverse chroma DC transform. 

QUANT block transfer the quantization result of coefficient data to coefficient memory or IQUANT block. 
TQ_CTRL controls encode and decode processing of the H.264 T/Q block. 
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Figure 21-20. H.264 tranform/quantization block diagram 



21.4.7.3 MPEG-4/H.263 



The MPEG-4/H.263P3 transform/quantization module supports only the methodi quantization mode for MPEG-4 
bitstream. It can process the AlC (Advanced Intra Coding) and the modified quantization mode for H.263P3 
bitstream. 

To process one macroblock in the MPEG-4/H.263P3, FIMV-MFG V1 .0 transform/quantization requires about 500 
cycles. 
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Figure 21-21. MPEG-4/H.263 transform/quantization process 
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Figure 21-21 highlights the MPEG-4/H.263 transform/quantization process in a macroblock pipeline. In the 
encoding process, the quantized coefficients are sent to the inverse quantization module and the coefficient buffer 
interface at the same time. The coefficients in the coefficient buffer are processed again in the AC/DC prediction 
module. 

NOTE: 

The H.263 annex l-advanced intra-coding mode-is supported for the H.263P3 decoding. It is not 
supported in the encoding process. 

121.4.7.4 H.264 

There are many macroblock types in the H.264 standard such as INTRA_4X4, INTRA_16X16, inter macroblocks 
with various block sizes, and l_PCM. The l_PCM macroblock does not have any transform and quantization on its 
pixel data. Therefore, in case of l_PCM macroblock, the T/Q module by-passes incoming data to the coefficient 
buffer memory and the inverse quantization module without any processing. In case of inter-macroblock and 
INTRA_16X16 macroblock, the operation is very similar except transformation of the DC coefficient is performed 
for INTRA_16X16. For the H.264 codec, the most complex macroblock type in view point of performance and 
control is the INTRA_4X4. Except the INTRA_4X4, all processing such as transform and quantization can be 
pipelined efficiently. However, in case of encoding INTRA_4X4-type macroblock, before transform of current 4x4 
block, reconstruction of previous 4x4 block has to be finished. This is because the previously reconstructed 4x4 
block is used to do intra-prediction of current 4x4 block that is input to residual computation module. 
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Figure 21-22 H.264 encoding pipeline 
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21.4.8 OVERLAP-SMOOTHING/DEBLOCKING FILTER 
21.4.8.1 Overview 

Deblocking filter removes blocking artifacts resulted from quantization, different motion vectors. The filter 
processing is applied in both decoder and encoder. FIMV-MFC V1 .0 deblocking filter supports 
H.264/H.263/MPEG4. For H.264 and H263, the deblocking filter operates within coding loop. Filtered frames are 
used as reference frames for motion compensation of subsequent coded frames. But for MPEG4, the deblocking 
filter operates outside coding loop for only display. 

The basic coding structure of H.264 is shown in Figure 21-23. 
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Figure 21-23. H.264 deblocking filter data flow 

21.4.8.2 Processing modes 

FIMV-MFC V1 .0 supports 2 operating modes for each standard regarding to whether the filtering process is 
applied to the reconstructed image in the macroblock pipeline or not. 
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On-the-f ly mode 

In the on-the-fly mode, the macroblock output from the reconstruction is immediately filtered without saving the 
entire reconstructed output to external SDRAM. The DMA controller transfer only part of the reconstructed 
macroblock that cannot be filtered due to absence of reconstruction pixel data of neighboring macroblock. This 
mode improves the bandwidth efficiency. 
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Figure 21-24. The pipeline structure of the decoding case(for H.263 and H.264) 

Figure 21-24 illustrates the pipeline structure of the decoding case that is applied to both the H.263 and the 
H.264. The number between brackets means the macroblock address is being processed. 

Stand-alone mode 

Another mode, called as 'standalone mode', performs filtering process after making reconstructed frame, not 
macroblock. In the stand-alone mode, the deblocking filter module reads an entire frame decoded already, and 
writes it to specified frame buffer after filtering. It needs more bandwidth of external memory bus compared to the 
on-the-fly mode. In the on-the-fly mode, the input to the filter is from a buffer in the codec, not from external 
memory. 

While stand-alone deblocking filtering, other modules of the codec are in idle state. Therefore, total time for 
processing complete 1 frame is longer than the on-the-fly mode. 

The filtered frame can be stored to a specified frame buffer or overwritten to the source frame buffer where the 
input frame to the filter exists. 
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21.4.8.3 Block diagram 

The figure 21-25 highlights the overlap/deblocking filter architecture. The filtered pixel data are stored in working 
buffer. The output data is store to output buffer. The rotator/mirror block will read this output buffer. The input 
buffer and DMA buffer is used to store/load the intermediate data for processing deblock/overlap filter. 



ipbus 



Recon 
buffer 



top_ctrl 



overlap/ 
deblock 



output buffer 
spreg272x44 



input buffer 
dpreg96x40 



deb ock 
output 



SDRAM 
output buffer 
dpreg64x40 



AXI 



Read/Write DMA 



working buffer 
spreg272x44 



Figure 21-25. Overlap/deblocking filter architecture 

The main controller (top_ctrl) is controlled through ip-bus by BIT processor. The BIT processor writes control 
information (processing mode, filter mode (H.263/H.264/MPEG-4/VC-1), run command etc.) into the control 
register in main controller. 

Overlap-smoothing filter is enabled in VC-1 mode. In VC-1 mode, overlap-smoothing filtering is processed before 
deblocking filter. Deblock/overlap-smoothing filter reads the data to filter from reconstructed buffer. In stand-alone 
mode, the reconstructed data is loaded from SDRAM. Deblock/overlap-smoothing filter uses working buffer as 
temporal working buffer for filtering process. After filtering process is finished, the output data is moved to output 
buffer for next pipe-line stage. For filtering macroblock edge, the neighbor macroblock data is stored in working 
buffer. 
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21.4.8.4 H.264 Deblocking filter 

A filtering shall be applied to all 4x4 block edges of a picture, except edges at the boundary of the picture. The 
filtering is performed on a macroblock basis and processed in order of increasing macroblock addresses. For 
each macroblock, vertical edges are filtered first, from left to right, and then horizontal edges are filtered from top 
to bottom. Sample values modified during filtering of vertical edges are used as input for the filtering of the 
horizontal edges for the same macroblock. 

The filter adjusts its strength depending upon compression mode of a macroblock (Intra or Inter), the quantization 
parameter, motion vector and pixel values. Parameters for filtering operation such as boundary strength, indexA, 
indexB are set by the BIT processor. 



21.4.8.5 H.263 Annex J Deblocking filter 

The filtering is performed on 8x8 block edges, except across picture edge. The horizontal edges are filtered first 
from top to bottom, and then vertical edges are filtered from left to right. The pixels that are used in filtering across 
a horizontal edge need not be influenced by previous filtering across a vertical edge. Parameters for filtering 
operation are set by the BIT processor. 



21.4.8.6 VC-1 Overlap-smoothing filter 

VC-1 overlap-smoothing filtering shall be performed subsequent to decode the frame, and prior to deblocking 
filter. The edges of an 8x8 block that separate two intra blocks are filtered. 

Vertical edges will be filtered first, followed by the horizontal edges. Subsequent to filtering, the constant value of 
128 will be added to each pixel of the block, which will be clamped to the range [0 255] to produce the 
reconstructed output. 

The BIT processor writes the neighboring block information for overlap-smoothing filter 



21.4.8.7 VC-1 DEBLOCKING FILTER 

VC-1 deblocking filtering process operates on the pixels that border neighboring blocks. The block boundaries 
may occur at every 4^^ 8^^ 12^^ etc pixel row or column in P pictures. Filtering the I pictures occurs at every 8^^ 
^gth^ 24^^^ etc pixel row and column. 

The horizontal boundary lines will be filtered first followed by the vertical lines. All blocks and subblocks that have 
a horizontal boundary along the 8^^ 16^^ 24^^ etc horizontal lines will be filtered. Next, all subblocks that have a 
horizontal boundary along the 4^^ 12^^ 20^^ etc horizontal lines will be filtered. Next, all blocks and subblocks that 
have a vertical boundary along the 8^^ 16^^ 24^^ etc vertical lines will be filtered. Next, all subblocks that have a 
vertical boundary along the 4^^ 12^^ 20^^ etc vertical lines will be filtered 
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21.4.8.8 MPEG-4 Deblocking filter for post-processing 

FIMV-MFC V1 .0 can apply deblocking filtering for the MPEG-4 decoded image using either H.264-like filtering or 
H.263-like filtering operation. The BIT processor generates parameters suitable for selected mode based on the 
result from the MPEG-4 decoding process. 

21.4.9 COEFFICIENT BUFFER INTERFACE 

The coefficient buffer interface provides a channel for the BIT processor to read quantized coefficients resulted 
from encoding process or to send variable-length-decoded coefficients to the video codec module for decoding 
process. The coefficient buffer interface also performs reordering of coefficients based on the scan type. 

21.4.9.1 Block diagram 

Figure 21-26 illustrates the block diagram of the coefficient buffer interface. All sub-modules related to processing 
coefficient as input or as output are connected to the coefficient buffer interface. The BIT processor sets scan type 
based on the result from encoding process or from decoding process. To remove reading coefficient with zero- 
value, there are flag registers-6x64 bits- to indicate it. 
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Figure 21-26 Coefficient memory interface block diagram 
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21.4.9.2 Reordering coefficients 

Reordering is performed based on scan types set by the BIT processor. The scan types are listed below. 

• H.264 

The H.264 baseline profile uses only the zig-zag scan type. 

• MPEG-4/H.263P3 

The MPEG-4/H.263P3 uses 3 scan types zig-zag, alternative horizontal, and alternative vertical scan type. Which 
scan type is selected based on the AC/DC prediction flag and macroblock type. In case of inter-macroblock type, 
only zig-zag scan type is used. For intra-macroblock, if AC prediction flag is '1 ', the scan type is dependent on the 
prediction direction of DC coefficient. If AC prediction flag is '0', only zig-zag scan type is applied. 

21.4.9.3 Accessing the coefficient memory 

The BIT processor reads or writes coefficient in the coefficient memory by specifying the block index, scan type, 
and the corresponding coefficient index. Figure 21-27 illustrates how the BIT processor accesses the coefficient 
memory. 

• Block index : In case of the MPEG-4/H.263P3, each 8x8 block has its own index in range from 0 to 6. For the 
H.264, the range for the block index- the size of block is 4x4- is from -1 to 25. The assignment of the index is 
based on the standard. 

• Scan type : The BIT processor does not have to consider it should write or read coefficient to which position of 
the coefficient memory for both encoding and decoding. The coefficient memory interface writes or reads 
coefficients after reordering them based on the specified scan type. 
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Figure 21-27. Coefficient memory access 
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21.4.9.4 Encoder operation 

In case of encoding, quantized coefficients are written to the internal memory of the coefficient buffer interface 
without any reordering. When the BIT processor reads the coefficients, they are reordered and the flags that 
indicate corresponding coefficient has a non-zero value are sent to the BIT processor to check if there is 
coefficient to be encoded. The BIT processor can know the number of the coefficients that have non-zero value by 
simply counting number of bit that is not zero. Therefore, the BIT processor read only the non-zero coefficients 
and computes coded block pattern without consuming any computation power. 
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Figure 21-28. MPEG-4 encoding case 
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Figure 21-29. H.264 encoding case 
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21.4.9.5 Decoder operation 

The BIT processor writes decoded coefficient without reordering-inverse zig-zag scanning. The reordering 
process is performed when the inverse quantization module reads coefficients from the coefficient buffer interface. 
The sub-modules such as the quantizer and AC/DC predictor handles zero if corresponding flag of coefficient is 
zero. 
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Figure 21-30 (a). MPEG-4 decoding case 



IQUANT 



MC+ 



BIT 



MemO write/read 



MemO read 



Mem1 write 



Mem1 write/read 



Mem1 read 



MemO write 



Figure 21-30 (b). H.264 decoding case 



NOTE: 



In the Figure 21-27, Figure 21-28, Figure 21-29, and Figure 21-30, MC+ means reconstruction, and MC- 
computing residual. 
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21.4.10 MACROBLOCK CONTROLLER 

FIMV-MFC V1 .0 has a complex and large number of pipeline for high-performance. To manage it wholly by the 
BIT processor is not suitable. Therefore, FIMV-MFC V1 .0 embeds the macroblock controller to control all sub 
module of the video codec based on the configuration of pipelining by the BIT processor. This scheme reduces 
the load on the BIT processor and guarantees the programmability of the IP. 

Before the video codec encode or decode a macroblock, the BIT processor configures how the pipeline of the 
codec is structured. If all processes are completed for encoding/decoding a macroblock, the macroblock controller 
indicates its completion. 

To summarize, the BIT processor configures which sub-modules are enabled for current macroblock processing, 
and the macroblock controller manages corresponding sub-modules based on the configuration. 



BIT Processor 
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Figure 21-31. Macroblock controller connectivity 
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21.5 FIMV-MFC V1.0 PROGRAMMING MODEL (SPECIAL FUNCTION REGISTER ) 

The FIMV-MFC V1 .0 is communicated with a host processor through the APB bus interface. Table 21-2 illustrates 
the address map of the region that could be accessed via the APB. 



Table 21-2. Internal Register Address Map 



PADDR[11:9] 


Module 


Description 


3'bOOO 


Host interface of the BIT processor 




3'b001 


Macroblock controller(sequencer) 


These registers cannot be accessed by a 
host processor in normal operation. 


3'b010 


Coefficient memory interface 


3'b011 


Deblocking filter 


3'b100 


Motion estimation 


3'b101 


Inter-predictor 


3'b110 


VC-1 scaler 


3'b111 


S/W RESET 


Soft-ware reset module 
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21.5.1 BIT PROCESSOR OPERATIONS 

21.5.1.1 Description of BIT Processor Registers 

These host interface registers can be partitioned into three categories according to their usage as listed below: 

• BIT Processor Control Registers: 

Host interface registers in this category will be used to update or show BIT processor status to host 
processors. Most of these registers will be used for initializing BIT processor during boot-up. 

• BIT Processor Global Registers: 

Host interface registers in this category will be used to store all the global variables, which will be kept even 
while active instance is changed. Basically all the buffer addresses and some global options will be safely 
stored into these registers. 

• BIT Processor Command I/O Registers: 

Host interface registers in this category will be overwritten or updated whenever new command is transmitted 
from Host processor. All the commands with input arguments and all the corresponding responses with return 
values will be handled using these registers. 

Address 0x000 OxOFC (64 registers address space) are H/W registers. This register has reset values and the 
function is fixed (not configurable), and Address 0x100 ~ 0x1 FC (64 registers) are general purpose S/W registers. 
They have no reset values and are configurable by BIT firmware. They are mainly used for interface between host 
and BIT processor. 

Upper 32 registers (address 0x100 ~ 0x1 7C) are used as static parameters. The meanings or functions of those 
registers are not changed for all kinds of run commands (SEQJNIT, SEQ_END, PICTURE_RUN, ...) and applied 
to whole commands and processes. Lower 32 registers (address 0x180 ~ 0x1 FC) are used as temporal command 
arguments. The meanings or functions of those registers may be changed for each run command. 

For example BitStreamCtrl register is applied to whole processes. It means all encoding/decoding operations are 
affected by BitStreamCtrl register. But CMD_DEC_SEQ_STRIDE register is applied to only current running 
process of executing DEC_SEQ_INIT command. So that register (address 0x1 8C) will be used as different 
function for other commands. The value of [LineStride] is applied to only current process so all processes may 
have different line stride offset because BIT processor reads the CMD_DEC_SEQ_STRIDE register during 
executing DEC_SEQJNIT command and stores [LineStride] value to internal memory. 

21.5.1.2 BIT Processor Code Download 

BIT processor has 6144 words internal code memory (word : 16 bit). The internal code memory is used as the 
instruction cache controlled by BIT firmware. The total code image may be bigger than 6144 words and must 
reside in SDRAM. BIT firmware loads appropriate code image from SDRAM at run time. Host must inform the 
start SDRAM byte address of code image to the BIT processor by set [CodeBufAddr] register. 

For example, two processes (MPEG4 Decoder, H.264 Encoder) run simultaneously (full duplex case). If host 
executes ENC_PIC_RUN command after DEC_PIC_RUN command, BIT processor needs H.264 encoding code 
image to execute H.264 encoding a picture, therefore it loads automatically H.264 encoding code image from 
SDRAM (context switching). For the initial BIT processor executing (initial start after hardware reset), initial 
booting code image must be downloaded directly by host. Before executing the BIT processor by set [CodeRun] 
register, host must directly downloads booting code image (some amount of uppermost part of code image) to the 
lowest code memory (address 0) by set [CodeDownLoad] register. 

The total byte size of code image of current version of BIT firmware is 80 KB (40K words) and the booting code 
image is 1 024 byte (51 2 words). 
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Figure 21-32. How to Download Code image into the BIT Processor 
21.5.1.3 Bit Stream Buffer management 

External bit stream buffer resides in SDRAM and is composed of ring buffer. The start address of ring buffer and 
buffer size must be written by host to BIT processor. The current read or write address of ring buffer is 
automatically wrapped-around. 

In decoder case, host writes the bit stream to be decoded then BIT processor reads the bit stream. In this case, 
the bit stream overwriting or underflow may occur and if it occurs, decoding will fail. To prevent overwriting or 
underflow, current bit stream read/write pointer must be exchanged between host and BIT processor. BIT 
processor writes current read pointer of ring buffer to BitStreamRdPtr register and host must write current write 
pointer of ring buffer to BitStreamWrPtr register. BIT processor checks the bit buffer empty(undeflow) status by 
comparing current BitStreamRdPtr and BitStreamWrPtr. If no more bit stream data is available to be decoded 
(buffer empty status), BIT processor stops bit stream decoding to prevent mis-reading the bit stream and waits 
until host write more bit stream data and updates BitStreamWrPtr. Host must check the current BitStreamRdPtr 
and BitStreamWrPtr before writing more bit stream data to ring buffer to prevent overwriting bit stream data. 

In encoder case, BIT processor and host change the roll, e.g. BIT processor writes the bit stream and host read 
the encoded bit stream. Therefore BIT processor writes current write pointer of ring buffer to BitStreamWrPtr 
register and host must write current read pointer of ring buffer to BitStreamRdPtr register. BIT processor will wait 
writing encoded bit stream data if the ring buffer is full. Therefore next writing will be overwriting the pre-stored 
data, which is not read by host. Host will wait till reading encoded bit stream data if the ring buffer is empty so next 
reading will be reading again pre-read data. 
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If [BufStsCheckDis] flag in BitStreamCtrl register is "1", the option of bit stream overfow/underflow check by BIT 
processor is disabled. Therefore the encoding/decoding operation never stops because of bit stream buffer 
status. In this case, the host processor does not need the writing current read/write pointer to 
BitStreamRdPtr/BitStreamWrPtr but host guarantee that bit stream overflow/underflow will never occur. 

If [BufPicReset] flag is in BitStreamCtrl register is "1", the external bit stream buffer does not operate as a ring 
buffer for encoding case only. The encoded bit stream is always written to start of external bit stream buffer at 
every end of picture encoding. Therefore, host must read whole encoded bit stream of one picture at completion 
of ENC_PIC_RUN command. 

In addition to [BufPicReset] flag, if [EncDynBufAllocEn] flag is "1" when [BufPicReset] flag is "1", the external 
buffer start address and size can be changed frame by frame and The bit stream buffer operates like when 
[BufPicReset] flag is "1 ." So host can double buffering by setting [EncDynBufAllocEn] flag. 

If [BufPicFlush] flag in BitStreamCtrl register is "1", all of encoded bit stream data of a picture is written to the 
external bit buffer at every end of encoding a picture. The exact byte address is written to BitStreamWrPtr. 

The internal bit stream buffer also exists in the BIT processor and is used as a cache between BIT processor core 
and external bit stream buffer in SDRAM. Incase of decoding, BIT processor reads the bit stream data from 
external bit stream buffer in SDRAM and store to internal bit stream buffer. The real parsing operation is executed 
in internal buffer (not external buffer directly) for efficiency. In case of encoding, the encoded bit stream data 
stored to internal buffer first then written to external buffer later by chunk. The internal bit stream buffer is 
composed of 512 bytes. Therefore, the bit stream data is read from (or written to, for encoding case) external bit 
buffer by 512 bytes. The BitStreamRdPtr or BitStreamWrPtr is increased by 512 bytes because internal bit stream 
data is read/written by 512 byte chunk only. Therefore at the end of encoding a picture, not all of encoded bit 
stream of a picture is written to the external bit buffer. The some amount of last encoded stream data (less than 
512 byte) reside in internal bit buffer only and will be flushed later when accumulated encoded data is greater than 
512 byte. To get the remaining encoded data at end of encoding sequence, host must execute ENC_SEQ_END 
command and BIT processor flush remaining encoded bit stream to external bit buffer. After ENC_SEQ_END 
command, BitStreamWrPtr is increased to the exact byte address and host may calculate exact byte size of 
encoded bit stream. 

21.5.1.4 Description of Run Commands 

The command arguments registers must be set by host prior to executing the command. After completion of 
command, return parameter registers are available to host. Host must set command at BusyFlag register is "0". 
After BIT processor acknowledges new command, BusyFlag register is "1" and after the command completion 
BusyFlag register is "0". Host may acknowledge the command completion by polling the BusyFlag register or 
interrupt by BIT processor. 

DEC_SEQ_INIT 

This command initiates a decoding process. All of the DEC_SEQ_INIT command arguments register's value are 
stored to internal memory during executing DEC_SEQ_INIT command by BIT processor and applied to current 
process permanently. Therefore the value of DEC_SEQ_INIT command register will never be changed during 
followed command (for example DEC_PIC_RUN) 

At DEC_SEQJNIT command, BIT processor finds sequence header and parsing the header to extract the bit 
stream information such as picture size. Then the information is reported to DEC_SEQ_INIT return registers. 

ENC_SEQ_INIT 

This command initiates an encoding process. At ENC_SEQ_INIT command, BIT processor reads encoding 
parameter from command argument registers and encodes sequence header. The encoding parameters which 
exist in ENC_SEQ_INIT command argument register are applied to followed ENC_PIC_RUN commands and 
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never be changed. For example, [SliceMode] in CMD_ENC_SLICE_MODE register is applied to entire pictures 
but [PictureQs] in CMD_ENC_PIC_QS register is changed at every ENC_PIC_RUN command. If invalid encoding 
parameter is set by host, BIT processor reports error flag to RET_ENC_SEQ_SUCCESS register. 

DEC_SEQ_END 

This command terminates decoding process. After DEC_SEQ_END command, no further DEC_PIC_RUN 
command will be accepted. 

ENC_SEQ_END 

This command terminates encoding process. BIT processor transfer remaining internal encoded bit stream data 
to external bit stream buffer resides in SDRAM if [BufPicFlush] flag is "0" and [BufPicReset] flag is "0". After 
ENC_SEQ_END command, no further ENC_PIC_RUN command will be accepted. 

DEC_PIC_RUN 

This command decodes one picture. After decoding one picture, BIT processor reports successful decoding flag 
to RET_DEC_PIC_ERR_MB_NUM register and display frame buffer index to RET_DEC_PIC_IDX register. 

ENC_PIC_RUN 

This command encodes one picture. The SDRAM address of encoded source frame buffer must be set to 
command argument register. 

SET_FRAME_BUF 

This command informs frame buffer addresses to be used as a decoding/reconstructing image to BIT processor. 
Total 63 frame buffers may be used for decoding/reconstructing. The minimal number of frame buffers required 
for successful decoding is informed by RET_DEC_SEQ_FRAME_NEED register. In encoding case, two frame 
buffers are sufficient. The number of total frame buffer is set to CMD_SET_FRAME_BUF_NUM register by host. 

The decoding (decode case) / reconstructing (encode case) image must be reserved for motion compensation 
reference until not used for reference. Therefore the decoded/reconstructed frame buffer is re-used carefully. BIT 
processor receives the whole frame buffer address by this command before start of encoding/decoding pictures 
then manages the frame buffer allocation for next storage area for decoding/reconstructing. 

The frame buffer addresses are stored to SDRAM of address [ParaBufAddr]. The Luminance and two 
chrominance buffer address for each frame index must be stored. The format of addresses is illustrated in the 
following diagram: 
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Figure 21-33. How to Store Frame buffer address in the Parameter buffer area 

ENC_HEADER 

This command encodes the specific header. The sequence headers must be encoded at start of bit stream and 
BIT processor encodes the sequence header at ENC_SEQ_INIT command. In some application like video 
telephony the sequence headers must be transferred for error resilience or decoder refreshment. In this case host 
set ENC_HEADER command between ENC_PIC_RUN commands to insert the specific header in the bit stream. 
The header code of the input header syntax must be set to CMD_ENC_HEADER_CODE register. 

DEC_PARA_SET 

This command adds sequence parameter set or picture parameter set to decoder in H.264 case 

The sequence parameter set or picture parameter set may be conveyed via "out-of-band". In that case host must 
transfer the sequence parameter set or picture parameter set to decoder by this command. The sequence 
parameter set or picture parameter set must be written to Parameter Buffer of BIT processor in RBSP format prior 
to executing this command. BIT processor decodes the transferred sequence/picture parameter and stores 
decoded contents. The decoded sequence/picture parameter set is activated at decoding slice header with the 
matched sequence/picture parameter set id. 

Multiple sequence/picture parameter sets may be delivered to decoder. They are distinguished by different 
sequence/picture parameter set id. The sequence parameter set id is encoded as 5 bits (0-31) in sequence 
parameter set RBSP. The picture parameter set id is encoded as 8 bits (0 255). BIT processor can process 32 
sequence parameter sets and 256 picture parameter sets. The type (sequence or picture) and size (byte count) of 
conveyed sequence/picture parameter set must be delivered to BIT processor by command argument register. 

ENC_PARA_SET 

This command encodes sequence parameter set or picture parameter set and delivers to host via Parameter 
Buffer in H.264 case. In application that conveys sequence/picture parameter sets in "out-of-band", host can 
obtain sequence/picture parameter set RBSP by this command. 

BIT processor encodes sequence/picture parameter set and encoded RBSP stream is stored to Parameter Buffer 
instead of normal bitstream buffer. The encoded byte count of sequence/picture parameter set is returned by 
command return register. 
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MFC_SLEEP 

This command saves the current status of VPU to work buffer area. So host can power down after saving 
environment variables of VPU to get power efficiency. 

Note. VPU(Video Processor Unit) means MFC and host means ARM 11 76 CPU in the S3C6410. 
MFC_WAKEUP 

This command loads the former status of VPU which saved by host to work buffer area. So host can power on 
from sleep status after loading environment variables of VPU to get power efficiency. 



^^^^^^ 
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21.5.1.5 Parameter Buffer Management 

Parameter buffer is used for input command arguments or output return data at certain commands. The 
parameter buffer resides in SDRAM and the start byte address must be set to ParaBufAddr register. 

Frame Buffer Address 

This is the input command arguments for SET_FRAME_BUF command. For the detailed description refer to 
SET_FRAME_BUF command description. 

Encoded Macro Block Bit Number 

This is the output return data for ENC_PIC_RUN command. If [MbBitReport] flag in CMD_ENC_SEQ_OPTION 
register is "1", BIT processor stores the start bit position of each macro block from the beginning of picture to the 
parameter buffer after ENC_PIC_RUN command completion. The start bit position is stored as unsigned 16 bit for 
each macro block. The macro block row stride offset is 128 bytes so the last 128-720/16*2 = 38 bytes of each 
macro block row area is never used. The byte address of macro block position <MbX, MbY> is {ParaBufAddr + 
MbY * 128 + MbX * 2}. The maximum encoding source picture height is 576 so the maximum size of the macro 
block bit number buffer is 128 * 576/16 = 4608 byte (4.5 KB). The detailed format is illustrated in the following 
diagram. 
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Figure 21-34. How to Store the start bit position of each macro block in the Parameter buffer 

when an MbBitReport flag is set 



Encoded Slice Information 

This is the output return data for ENC_PIC_RUN command. If [SlicelnfoReport] flag in CMD_ENC_SEQ_OPTION 
register is "1", BIT processor stores the end SDRAM address in the external bit stream buffer of each encoded 
slice to the parameter buffer after ENC_PIC_RUN command completion. The total number of generated slices is 
stored to RET_ENC_PIC_SLICE_NUM register and the SDRAM address of the end position of each slice is 
stored to parameter buffer. From the end position of each slice, host may calculate exact byte count size of each 
slice. The start address of slice position buffer is {ParaBufAddr + 4608(0x1200)} just below macro block bit 
number buffer. The SDRAM address of slice end position is unsigned 32 bit for each slice. The detailed format is 
illustrated in the following diagram. 



^^^^^^ 



ELECTRONICS 



21-43 



MULTI-FORMAT VIDEO CODEC 



6410X_UM 



ParaBufAddr + 0x1200 



12 



16 



20 



SLICE #1 


SLICE #2 


SLICE #3 


SLICE #4 


SLICE #5 


SLICE #6 


END 


END 


END 


END 


END 


END 


POSITION 


POSITION 


POSITION 


POSITION 


POSITION 


POSITION 


ADDRESS 


ADDRESS 


ADDRESS 


ADDRESS 


ADDRESS 


ADDRESS 



• • • 



4 bytes for each slice 



Figure 21-35. How to Store the end address of each encoded slice in the Parameter buffer 

when a SlicelnfoReport flag is set 

Sequence/Picture parameter set RBSP 

This is the input argument for DEC_PARA_SET command or the output encoded RBSP stream for 
ENC PARA SET. 



21.5.1.6 Working Buffer Management 

This area is used for internal working buffer in SDRAM for encoding/decoding operation. For example, the 
reconstructed pixel row buffer for MPEG4 AC/DC prediction or H.264 intra prediction, context saving buffer for 
running multiple processes, bit stream re-ordering buffer for MPEG4 data partition or H.264 FMO and so on. The 
required working buffer size is varied according to decode/encode size and capability. For example, AC/DC 
prediction buffer size is determined by picture width and maximum bit stream re-ordering buffer for data partition 
is determined by the maximum bit stream size of one picture. 

The current version of firmware supports picture decoding and encoding of full D1 size picture (720 x 576) with 
bit-rate up to 10 Mbps. If working buffer configuration option is disabled in720 x 576 case, working buffer will be 
organized as follows: 

The static buffer is used commonly in whole processes/codecs and temporal picture buffer is re-used by each 
process (codec). 
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Table 21-3. Internal Register Address Map 



Type 


Name 


Description 


Size (KB) 


STATIC 


STATIC_PRC_DMEM 


BIT processor data memory of each 
process for context switching 


40^ 




STATIC_PRC_SEQ 


Static data storage of each sequence 


1602 




MP4_DEC_ACDC 


AC/DC prediction buffer of Y/Cb/Cr 


picWidth*8 


1 blVlr_rlU 
Mr4_ULU 


MP4_DEC_DP1 


Bit stream reordering buffer for data 
partition 


48 


MP4_DEC_DP2 


Bit stream reordering buffer for data 
partition 


48 




MP4_ENC_ACDC 


AC/DC prediction buffer of Y/Cb/Cr 


picWidth*8 


TEMP_PIC 
MP4_ENC 


MP4_ENC_DP1 


Bit stream reordering buffer for data 
partition 


48 


MP4_ENC_DP2 


Bit stream reordering buffer for data 
partition 


48 




AVC_DEC_IP 


Intra prediction buffer of Y/Cb/Cr 


72 




AVC_DEC_FMO 


FMO group status buffer 


5.5 




AVC_DEC_SLICE_INF 


Slice information buffer 


12.66 


TEMP PIC 


o 


Maximum 1620 slices per picture 




AVC DEC 


AVC_DEC_NAL_BUF 


Save NAL Unit Buffer 


0.5 




AVC_DEC_SLICE 


Slice data RBSP buffer 

All slice data RBSP of one picture is 
stored. Picture raw data size in worst 
case. 


XSIZE*YSIZE*1.5/1024 


TEMP_PIC 
VC1_DEC 


VC1_DEC_ACDC 


AC/DC prediction buffer of Y/Cb/Cr 


6 


VC1_DEC_DEBLK 


Overlap/deblock filter working buffer 


8 


VC1_DEC_DIRECTMV 


DirectMV working buffer 


32 


TEMP_PIC 


AVC_ENC_IP 


Intra prediction buffer of Y/Cb/Cr 


72 


AVC_ENC 


AVC_ENC_FMO 


FMO group status buffer 


256 



When application enables Work Buffer configuration option, application must carefully configure it in order to avoid 



unexpected malfunction of encoder. Work buffer can be divided into three parts, fixed static buffer, configurable 
static buffer and configurable temporal buffer, respectively. Fixed static buffer is used for context switching and 
static data storage of each instance. Size of fixed static buffer is 78 KB. Configurable static buffer is process 
buffer defined in register description section and is used when decode AVC and VC-1 . Configurable static buffer 
must be allocated each instance and not be used as other usage before each instance. Configurable temporal 
buffer is temporary buffer defined in register description section and must be allocated explained. Configurable 
temporal buffer can be used after one picture processing end and reused by each instance. For example, if 
application performs full D1 processing of one MPEG4 decoding, two AVC decoding, one VC-1 decoding, one 
MPEG4 encoding and 1 AVC encoding simultaneously, then the recommended configuration of Work Buffer will 
be as follows. 



5KB for each instance. 
2 8 KB for each instance and 96 KB for worst case test such as Allegro test streams. 



^^^^^^ 



ELECTRONICS 21-45 



MULTI-FORMAT VIDEO CODEC 



6410X_UM 



Table 21-4. Internal Register Address Map 



Type 


Name 


Description 


Size (KB) 


STATIC 


STATIC_PRC_DMEM 


BIT processor data memory of each 
process for context switching 


40 


STATIC_PRC_SEQ 


Static data storage of each 
sequence 


32 


STATIC_AVC_DEC_FMO 


Dec FIVIO group buffer 


5.5 


STATIC_AVC_DEC_NAL_BUF 


Save NAL Unit Buffer 


0.5 


STATIC(confi 
gurable) 


AVC_DEC_PS 


PS Data save buffer 


128 


VC1_DEC_DirectMV 


Direct IVIV prediction buffer 


6.33 


TEMP_PIC 
MP4_DEC 


M P4_D E C_AC D C 


AC/DC prediction buffer of Y/Cb/Cr 


picWidth 8 


MP4_DEC_DP1 


Bit stream reordering buffer for data 
partition 


48 


MP4_DEC_DP2 


Bit stream reordering buffer for data 
partition 


48 


TEMP_PIC 
MP4_ENC 


MP4_ENC_ACDC 


AC/DC prediction buffer of Y/Cb/Cr 


picWidth*8 


MP4_ENC_DP1 


Bit stream reordering buffer for data 
partition 


48 


MP4_ENC_DP2 


Bit stream reordering buffer for data 
partition 


48 


TEMP_PIC 
AVC_DEC 


AVC_DEC_IP_Y 


Intra prediction buffer of Y 


(FrameBufferStride*picHieght/ 
16)/1024 


AVC_DEC_IP_Cb 


Intra prediction buffer of Cb 


[{FrameBufferStride/2*(picHieg 
ht/2)}/8]/1024 


AVC_DEC_IP_Cr 


Intra prediction buffer of Cr 


[{FrameBufferStride/2*(picHieg 
ht/2)}/8]/1024 


AVC_DEC_SLICE_INFO 


Slice information buffer 
IVIaximum 1620 slices per picture 


12.66 


AVC_DEC_SLICE 


Slice data RBSP buffer 

All slice data RBSP of one picture is 
stored. Picture raw data size in 
worst case. 


XSIZE*YSIZE*1.5/1024 


TEMP_PIC 
AVC_ENC 


AVC_ENC_IP_Y 


Intra prediction buffer of Y 


(FrameBufferStride*picHieght/ 
16)/1024 


AVC_ENC_IP_Cb 


Intra prediction buffer of Cb 


[{FrameBufferStride/2*(picHieg 
ht/2)}/8]/1024 


AVC_ENC_IP_Cr 


Intra prediction buffer of Cr 


[{FrameBufferStride/2*(picHieg 
ht/2)}/8]/1024 


AVC_ENC_FMO 


Enc FMO group buffer 


32 * SliceGroupNum 


TEMP_PIC 
VC1_DEC 


VC1_DEC_ACDC 


AC/DC prediction buffer of Y/Cb/Cr 


6 


VC1_DEC_DEBLK 


Overlap/deblock filter working buffer 


8 



According to the requirements of target application, application could reserve Work Buffer space by selecting the 
sub-set of the buffers presented in this table. 
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21.5.1.7 Description of Run Process 

BIT processor can execute maximum 8 processes simultaneously. Each process may have different Codec 
Standard (MPEG4 DECODE, H.264 ENCODE, etc.). Each process has different bit stream buffer and related 
read/write pointer register (BitStreamRdPtrO, BitStreamWrPtrO, etc.). The process is generated by 
DEC_SEQJNIT/ENC_SEQ_INIT command and terminated by DEC_SEQ_END/ENC_SEQ_END command. 
Each process is identified with Runlndex register at executing command. Bit processor schedules every process 
by host executing command (picture by picture basis). Switching to different process requires a little 
cycle/bandwidth overhead for context switching of BIT processor. At each context switching about 8 KB data 
memory of each process is read from and written to SDRAM and additional 8 KB code memory is read from 
SDRAM if codec standard is different between previous and current process. Therefore worst-case context 
switching overhead SDRAM bandwidth is about {8KB(R)+ 8KB(W) + 8KB(R)} * 30 Hz * 8 process = 5760 KB / sec 
(at 30 frame / sec). 

BIT processor requires about 0.75 cycles / byte for reading or writing SDRAM data at burst mode. Therefore worst 
case context switching overhead cycles are about {8K + 8K + 8K} * 0.75 * 30 Hz * 8 process ~= 4.4 M Cycles 

21.5.1.8 Description of Pre/Post Rotation 

Encoding source image may be rotated prior to encoding process (pre-rotation) and decoded output image may 
be rotated after decoding process. Host may inform the pre/post rotation mode at every encoding/decoding a 
picture. 

In pre-rotation case, the rotation is performed at reading source image process. Therefore no further SDRAM 
bandwidth is needed for pre-rotation. After reading the rotated source image, remaining encoding process is 
same with no pre-rotation case. 

In post-rotation case, the rotation is performed at storing decoded image process. But the decoded image (prior to 
rotation) is used for future frame decoding for reference of motion compensation. Therefore the decoded image 
must be stored when post-rotation is enabled and further SDRAM bandwidth is needed for additional post-rotated 
image store. 

The pre/post rotation mode is composed of 4 bit field. The first bit (most significant bit) is horizontal mirroring, the 
next bit is vertical mirroring and last two bits (least significant two bits) are counterclockwise rotation degree. Each 
mirroring/rotation field (horizontal, vertical, rotation) is applied independently. 

In case of the pre-rotator, the mirroring fields are applied prior to rotating then a counterclockwise rotating is 
applied to horizontal/vertical flipped image. 

In case of the post-rotator, the rotation field is applied prior to horizontal/vertical mirroring then mirroring is applied 
to counterclockwise rotated image. 

If counterclockwise rotation field is 1 (90 degree) or 3(270 degree), the rotated image picture width/height will be 
exchanged. For example CIF size image (352 x 288) will be 288 x 352 after rotation and the decoding image and 
rotated image will be stored different format at post rotation case. 
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Figure 21-36. Description of a Rotation/Mirror operation 
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21.5.1.9 Sample operation flows 

The following flowcharts are the simple examples of executing BIT processor for specific running scenario. 
Example of Single MPEG4 Decoder 



C start ^ 
i 

BIT Code Download 

i 



Set Global Static Paiameters 
(Address 0x100- 0x1 7C) 



BIT Run Start 



I 



Wait BusyFlag = 0 



Set DECSEQINIT 
Command Parameters 



DEC_SEQ_INrr Command 

RunMdex = 0 
RunCodStd = 0(MP4_DEC) 
RunCommand = I 



I 



Wait BusyFlag = 0 



Read DEC_SEQ_INIT 
Return Parameters 



Set SEr_FRAME_BUF 
Command Parameters and 
Parameter Buffer 



SET FRAME BUF Command 

RunMdex = 0 
RimCodStd = 0(MP4_DEC) 
RunCommand = 4 



Wait BusyFlag = 0 



Set DECPICRUN 
Command Parameters 



DEC PIC RUN Command 

RunMdex = 0 
RunCodStd = 0 
RunCommand = 3 



Wait BusyFlag = 0 



Read DEC PIC RLTN 
Return Parameters 



DEC_SEQ_END Command 

RunMdex = 0 
RunCodStd = 0 
RunCommand = 2 



I 



Wait BusyFlag = 0 
i 

C end : > 



Figure 21-37. Example of Single MPEG4 Decoder 
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Example of Single H.264 Encoder 



C start ^ 

T 

BIT Code Download 

i 



Set Global Static Parameters 
(Address 0x100 ~ 0x1 7C) 



BIT Run Start 



I 



Wait BusyFlag = 0 



I 



Set ENC SEQ INIT 
Command Parameters 



ENC_SEQ_INrr Command 

RunMdex = 0 
RunCodStd = 3(AVC_ENC) 
RunCommand = 1 



Wait BusyFlag = 0 



I 



Read ENC_SEQ_INIT 
Return Parameters 



Set SEr_FRAME_BUE 
Command Parameters and 
Parameter Buffer 



SET FRAME BUF Command 

RmMdex = 0 
RmCodStd = 3(AVC_ENC) 
RunCommand = 4 



J. 



Wait BusyFlag = 0 



Set ENCPICRUN 
Command Parameters 



ENC_PIC_RUN Command 

RimJhdex = 0 
RmCodStd = 3(AVC_ENC) 
RunCommand = 3 



Wait BusyFlag = 0 



Read ENC PIC RUN 
Return Parameters 



ENC_SEQ_END Command 

RunMdex = 0 
RunCodStd = 3(AVC_ENC) 
RunCommand = 2 



Wait BusyFlag = 0 



C end ^ 



Figure 21-38. Example of Single H.264 Encoder 
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Example of H.264 Full Duplex 



C Start ) 

T 

BIT Code Dow^iiload 

i 



Set Global Static Parameters 
(Address 0x100- 0x1 7C) 



BIT Run Start 



I 



Wait BusyFlag = 0 



T 



DEC_SEQ_INIT Command 

RimMdex = 0 
RunCodStd = 2(AVC_DEC) 
RmCommand = 1 



I 



Wait BusyFlag = 0 



ENC_SEQ_INrr Command 

RmJhdex = 1 
RunCodStd = 3(AVC_ENC) 
RmCommand = 1 



Wait BusyFlag = 0 



SET FRAME BUF Command 

RimJhdex = 0 
RunCodStd = 2(AVC_DEC) 
RmCommand = 4 



Wait BusyFlag = 0 



SET FRAME BUF Command 

RmMdex = 1 
RmCodStd = 3(AVC_ENC) 
RmCommand = 4 



Wait BusyFlag = 0 



DEC PIC RUN Command 

RmMdex = 0 
RmCodStd = 2(AVC_DEC) 
RmCommand = 3 



T 



Wait BusyFlag = 0 



T 



ENC_PIC_RUN Command 

RmMdex = I 
RmCodStd = 3(AVC_ENC) 
RmCommand = 3 



I 



Wait BusyFlag = 0 



DEC_SEQ_END Command 

RmMdex = 0 
RmCodStd = 2(AVC_DEC) 
RmCommand = 2 



Wait BusyFlag = 0 



I 



DEC_SEQ_END Command 

RmMdex = I 
RmCodStd = 3(AVC_ENC) 
RmCommand = 2 



I 



Wait BusyFlag = 0 
1 

C end ^ 



Figure 21-39. Example of H.264 Full Duplex 
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21.5.2 THE HOST INTERFACE REGISTERS 

BIT Processor's registers are divided into 2 categories. 

Address 0x000 ~ OxOFC (64 registers address space) are H/W registers. These registers have reset values and 
the functions are fixed (not configurable). 

Address 0x100 ~ 0x1 FC (64 registers) are general purpose S/W registers. They have no reset values and are 
configurable by BIT firmware. They are used as interface between host and BIT processor. 

Upper 32 registers (address 0x100 0x1 7C) are used as static parameters. The meanings or functions of those 
registers are not changed for all kinds of run commands (SEQJNIT, SEQ_END, PICTURE_RUN) and applied to 
all commands. Lower 32 registers (address 0x180 0x1 FC) are used as temporal command arguments. The 
meanings or functions of those registers may be changed for each run commands. 
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21.5.2.1 Summary of host interface registers 

Table 21-5. BIT Processor Common Register Summary (BASE = 0x7E002000) 



Address 


Type 


Widt 
h 


Rese 
t 

value 


Name 


Description 


BASE+OxOOO 


w 




0 


CodeRun 


BIT run start 


BASE+0x004 


w 




0 


CodeDownLoad 


Code Download Data register 


BASE+OxOOS 


w 




0 


HostlntReq 


Host Interrupt Request to BIT 


BASE+OxOOC 


w 




0 


BitlntClear 


BIT Interrupt Clear 


BASE+0x010 


R 




0 


BitlntSts 


BIT Interrupt Status 


BASE+0x014 


W 




0 


BitCodeReset 


BIT Code Reset 


BASE+0X018 


R 




0 


BitCurPc 


BIT Current PC 


Protected for Internal Use 


BASE+OxlOO 


R/W 




N/A 


CodeBufAdddr 


CODE Table SDRAM Address 


BASE+0X104 


R/W 




N/A 


WorkBufAddr 


Working Buffer SDRAM Address 


BASE+0x108 


R/W 




N/A 


ParaBufAddr 


Argument/Return Parameter Buffer SDRAM 
Address 


BASE+0x10C 


R/W 




N/A 


BitStreamCtrl 


Bit Stream Buffer Control 


BASE+0X110 


R/W 




N/A 


FrameMemCtrl 


Frame Memory Control 


BASE+0X114 


R/W 




N/A 


DecFuncCtrl 


Decoder Function Control 


BASE+0X11C 


R/W 




N/A 


BitWorkBufCtrl 


Work Buf Control^ 


BASE+0x120 


R/W 




N/A 


BitStreamRdPtrO 


Bit Stream Buffer Read Address of Run Index 0 


BASE+0X124 


R/W 




N/A 


BitStreamWrPtrO 


Bit Stream Buffer Write Address of Run Index 0 


BASE+0X128 


R/W 




N/A 


BitStreamRdPtn 


Bit Stream Buffer Read Address of Run Index 1 


BASE+0x12C 


R/W 




N/A 


BitStreamWrPtrl 


Bit Stream Buffer Write Address of Run Index 1 


BASE+0x130 


R/W 




N/A 


BitStreamRdPtr2 


Bit Stream Buffer Read Address of Run Index 2 


BASE+0X134 


R/W 




N/A 


BitStreamWrPtr2 


Bit Stream Buffer Write Address of Run Index 2 


BASE+0X138 


R/W 




N/A 


BitStreamRdPtrS 


Bit Stream Buffer Read Address of Run Index 3 


BASE+0x13C 


R/W 




N/A 


BitStreamWrPtrS 


Bit Stream Buffer Write Address of Run Index 3 


BASE+0x140 


R/W 




N/A 


BitStreamRdPtr4 


Bit Stream Buffer Read Address of Run Index 4 


BASE+0X144 


R/W 




N/A 


BitStreamWrPtr4 


Bit Stream Buffer Write Address of Run Index 4 


BASE+0X148 


R/W 




N/A 


BitStreamRdPtrS 


Bit Stream Buffer Read Address of Run Index S 


BASE+0x14C 


R/W 




N/A 


BitStreamWrPtrS 


Bit Stream Buffer Write Address of Run Index S 


BASE+0x150 


R/W 




N/A 


BitStreamRdPtrS 


Bit Stream Buffer Read Address of Run Index 6 


BASE+Oxl 54 


R/W 




N/A 


BitStreamWrPtrS 


Bit Stream Buffer Write Address of Run Index 6 



3 This function control register is newly added to provide an escape control scheme by host processor. 

4 This Work Buffer control register is newly added to support Work Buffer configuration by host processor. 
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D A . r\wH CO 

bAbb+UXl Do 


D AA/ 
K/W 




M/A 

N/A 


DitotreamKcirtr/ 


Bit Stream Buffer Read Address of Run Index 7 


Address 


Type 


Widt 
h 


Rese 
t 

value 


Name 


Description 


BASE+0X15C 


R/W 




N/A 


BitStreamWrPtr? 


Bit Stream Buffer Write Address of Run Index 7^ 


BASE+0X160 


R 




N/A 


BusyFlag 


Processor Busy Flag 


BASE+0X164 


R/W 




N/A 


RunCommand^ 


Run Command 


BASE+0X168 


R/W 




N/A 


Runlndex 


Run Process Index 


BASE+0X16C 


R/W 




N/A 


RunCodStd 


Run Codec Standard 


BASE+0x170 


R/W 




N/A 


IntEnable 


Interrupt Enable 


BASE+0x174 


R/W 




N/A 


IntReason 


Interrupt Reason 


Protected for Internal Use 


BASE+0X180 
~ BASE + 1 D8 


R/W 




N/A 


Command I/O 
Reg 


Command I/O registers 



^ Register from 0x140 to 0x1 5C are newly added to support maximum eight instances. 

6 A new command for checking F/W version is newly added just for convenience. And new command for 

sleep/wakeup and encoder parameter change are added. 
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Table 21-6. DEC_SEQ_INIT Parameter Register Summary 



DEC_SEQ_INIT 




Address 


Type 


Name 


Description 


INPUT 


BASE+0X180 


R/W 


CMD DEC SEQ BIT BUF START 


Bitstream Buffer Address 


ARGUMENT 


BASE+0x184 


R/W 


CMD DEC SEQ BIT BUF SIZE 


Bitstream Buffer Size 




BASE+0x188 


R/W 


CMD_DEC_SEQ_0PTI0N78 


Decoding sequence option 




BASE+0x18C 


R/W 


CMD_DEC_SEQ_PRO_BUF 


Process Buffer Address 




BASE+0x190 


R/W 


CMD DEC SEQ TMP BUF 1 


Temporary Bufferl Address 




BASE+0x194 


R/W 


CMD DEC SEQ TMP BUF 2 


Temporary Buffer2 Address 




BASE+0x198 


R/W 


CMD DEC SEQ TMP BUF 3 


Temporary Buffers Address 




BASE+0x19C 


R/W 


C M D_ D E C_S E Q_T M P_ B U F_4 


Temporary Buffer4 Address 




BASE+0x1A0 


R/W 


CMD DEC SEQ TMP BUF 5 


Temporary Buffers Address^ 




BASE+0x1A4 


R/W 


CMD_DEC_SEQ_START_BYTE 


Start byte of valid stream 
data 


OUTPUT 
RETURN 


BASE+0x1C0 


R 


RET_DEC_SEQ_SUCCESS 


Command executing result 
status 




BASE+0X1C4 


R 


RET_DEC_SEQ_SRC_SIZE 


Decoded source picture size 




BASE+0X1C8 


R 


RET DEC SEQ SRC F RATE 


Decoded source frame rate 




BASE+0x1CC 


R 


RET_DEC_SEQ_FRAME_NEED 


Required minimum decoded 
frame buffer 




BASE+0x1 DO 


R 


RET_DEC_SEQ_FRAME_DELAY 


Maximum display frame 
buffer delay 




BASE+0x1 D4 


R 


RET_DEC_SEQ_INFOio 


Decoded sequence 
information 



Bits for representing File Play mode, Dynamic Buffer Allocation enable are added to this register. 
^ Bits for ignoring VUl decoding is added to this register. 

9 From 18C to 1 AO, this registers are added to provide a way to use work buffer configurable. 
""Q A bit for representing Annex-J indication is added to this register. 
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Table 21-7. ENC_SEQ_INIT Parameter Register Summary 



ENC_SEQ_INIT 




Address 


Type 


Name 


Description 


INPUT 
ARGUMENT 


BASE+0X180 


R/W 


CMD ENC SEQ BIT BUF START 


Bitstream Buffer Address 


BASE+0x184 


R/W 


CMD ENC SEQ BIT BUF SIZE 


Bitstream Buffer Size 


BASE+0x188 


R/W 


CMD_ENC_SEQ_OPTION 


Encoding sequence option^ ^ 


BASE+0x18C 


R/W 


CMD_ENC_SEQ_COD_STD 


Encode Coding Standard 


BASE+0x190 


R/W 


CMD_ENC_SEQ_SRC_SIZE 


Encode Source Frame Size 


BASE+0x194 


R/W 


IV A r\ 1 — K 1 o 1 — ^\ o n 1 — 1 — * A -I- 1 — 

CMD ENC SEQ SRC F RATE 


Encode Source Frame Rate 


BASE+0X198 


R/W 


CMD_ENC_SEQ_MP4_PARA 


Encode MPEG4 
Parameter^ ^ 


BASE+0X19C 


R/W 


CMD_ENC_SEQ_263_PARA 


Encode H.263 Parameter 


BASE+OxlAO 


R/W 


CMD_ENC_SEQ_264_PARA 


Encode H.264 Parameter 


BASE+0x1A4 


R/W 


CMD_ENC_SEQ_SLICE_MODE 


Encode Slice Mode 


BASE+0x1A8 


R/W 


CMD_ENC_SEQ_GQP_NUM 


Encode GOP Number 


BASE+OxlAC 


R/W 


CMD_ENC_SEQ_RC_PARA 


Encode Rate Control 
Parameter 


BASE+Oxl BO 


R/W 


CMD ENC SEQ RC BUF SIZE 


Encode Rate Control Buffer 
Size 


BASE+0x1 B4 


R/W 


CMD_ENC_SEQ_INTRA_MB 


Encode Intra MB Refresh 


BASE+0x1 B8 


R/W 


CMD_ENC_SEQ_FMO 


FMO configuration in H.264 


BASE+0x1 BC 


R/W 


CMD_ENC_SEQ_INTRA_QP 


l-frame Qp value. This 

nprpmptpr iq \/plirl whpn R^'^ 

|JCll Cll 1 10101 lO VCIIIVJ VVI lOI 1 \J 

bit of 

CMD_ENC_SEQ_OPTION 
register is set. 


BASE+0x1 DO 


R/W 


CMD ENC SEQ TMP BUF 1 


Temporary Bufferl Address 


BASE+Oxl D4 


R/W 


CMD ENC SEQ TMP BUF 2 


Temporary Buffer2 Address 


BASE+Oxl D8 


R/W 


CMD ENC SEQ TMP BUF 3 


Temporary Buffers 
Address 4 


BASE+Oxl DC 


R/W 


CMD ENC SEQ TMP BUF 4 


Temporary Buffer4 
Address ""^ 


OUTPUT 


BASE+0x1C0 


R 


RET_ENC_SEQ_SUCCESS 


Command executing result 



ConstlntraQpEn bit is added to this register. 
"•2 HEC enable and Version ID 1 enable bits are added to this register. 

"•2 This register controls FMO options in H.264 encoder. FMO slice save buffer size is added to this register. 
"•4 From 1 DO to 1 D8, this registers are added to provide a way to use work buffer configurable. 
"•^ This temporal buffer is dedicated buffer for FMO operation in H.264 encoder 



^^^^^^ 



21 -56 ELECTRONICS 



641 ox UM 



MULTI-FORMAT VIDEO CODEC 



RETURN 








status 
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Table 21-8. DEC_PIC_RUN Parameter Register Summary 



DEC_PIC_RUN 




Address 


Type 


Name 


Description 


INPUT 
ARGUMENT 


DAot+UXI oU 


PAA/ 
n/ Vv 


rpp pip pot 


uispiay TraiTie posT-roTaTOr 
mode 


DMot+UX 1 o4 


n/ VV 


p^y|^ rpp pip pot arrp v 


rosT-roTaiea Trame store y 
address 


DMot+UX 1 OO 


n/ VV 


o^y|^ npo pip pot arrp pr 


rosT-roiaiea irame store ud 
address 


BASE+0X18C 


R/W 


CMD_DEC_PIC_ROT_ADDR_CR 


Post-rotated frame store CR 
address 


BASE+0X190 


R/W 


CMD_DEC_PIC_DBK_ADDR_Y 


Deblocked frame store Y 
address 


BASE+0x194 


R/W 


CMD_DEC_PIC_DBK_ADDR_CB 


Deblocked frame store CB 
address 


BASE+0x198 


R/W 


CI\/ID_DEC_PIC_DBK_ADDR_CR 


Deblocked frame store CR 
address 


BASE+0x19C 


R/W 


C M D_D E C_P 1 C_ROT_ST RIDE 


Post-rotated frame stride^ ^ 


BASE+0x1 A8 


R/W 


CMD_DEC_PIC_CHUNK_SIZE 


Frame chunk size 


BASE+OxlAC 


R/W 


CMD_DEC_PIC_BB_START 


4-byte aligned start address of 
picture stream buffer 


BASE+0x1 BO 


R/W 


C M D_D EC_P 1 C_START_B YTE 


Start byte of valid stream data 


OUTPUT 
RETURN 


BASE+0x1C0 


R 


RET_DEC_PIC_FRAME_NUM 


Decoded frame number 


BASE+0x1C4 


R 


RET_DEC_PICJDX 


Display frame index 


BASE+0X1C8 


R 


RET DEC PIC ERR MB NUM 


Error MB number in decoded 
picture 


BASE+OxICC 


R 


RET_DEC_PIC_TYPE 


Decoded picture type 


BASE+0x1 D8 


R 


RET_DEC_PIC_SUGGESS 


Command executing result 
status 


BASE+0x1DC 


R 


RET_DEG_PIC_GUR_IDX 


Decode frame index 



""Q This stride register is added to provide a way to use same size frame buffer as rotated output. 
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Table 21-9. ENC_PIC_RUN Parameter Register Summary 



ENC_PIC_RUN 




Address 


Type 


Name 


Description 


INPUT 
ARGUMENT 


BASE+0X180 


R/W 


CMD_ENC_PIC_SRC_ADDR_Y 


Input source frame buffer Y 
SDRAM address 


BASE+0x184 


R/W 


CMD_ENC_PIC_SRC_ADDR_CB 


Input source frame buffer CB 
SDRAM address 


BASE+0x188 


R/W 


CMD_ENC_PIC_SRC_ADDR_CR 


Input source frame buffer CR 
SDRAM address 


BASE+0X18C 


R/W 


CMD_ENC_PIC_OS 


Encode picture quantization 
step 


BASE+0X190 


R/W 


CMD_ENC_PIC_ROT_MODE 


Input frame pre-rotator mode 


BASE+0x194 


R/W 


CMD_ENC_PIC_OPTION 


Encode picture option 


BASE+0x198 


R/W 


CMD_ENC_PIC_BB_START 


Start address of picture 
stream buffer 


BASE+0X19C 


R/W 


CMD_ENC_PIC_BB_SIZE 


Size of picture stream buffer 


OUTPUT 
RETURN 


BASE+OxICO 


R 


RET_ENC_PIC_FRAME_NUM 


Encoded frame number 


BASE+0x1C4 


R 


RET_ENC_PIC_TYPE 


Encoded picture type 


BASE+0x1C8 


R 


RET_ENC_PICJDX 


Reconstructed frame index 


BASE+OxICC 


R 


RET_ENC_PIC_SLICE_NUM 


Encoded slice number of 
picture 


BASE+Oxl DO 


R 


RET_ENC_PIC_FLAG 


Picture encoding status flag 



Table 21-10. SET FRAME BUFFER Parameter Register Summary 



SET_FRAME_BUF 




Address 


Type 


Name 


Description 


INPUT 
ARGUMENT 


BASE+Oxl 80 


R/W 


CMD_SET_FRAME_BUF_NUM 


Frame buffer number to be 
used by codec 


BASE+Oxl 84 


R/W 


CMD_SET_FRAME_BUF_STRIDE 


Frame Buffer Line Stride 


OUTPUT 
RETURN 











Table 21-11. ENC HEADER Parameter Register Summary 



ENC_HEADER 




Address 


Type 


Name 


Description 


INPUT 
ARGUMENT 


BASE+Oxl 80 


R/W 


CMD_ENC_HEADER_CODE 


Header code to be encoded 


BASE+Oxl 84 


R/W 


CMD ENC HEADER BB S 
TART 


Start address of lieader syntax 
stream buffer 


BASE+0x188 


R/W 


CMD ENC HEADER BB SI 
ZE 


Size of header syntax stream 
buffer 


OUTPUT 
RETURN 
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Table 21-12. DEC PARA SET Parameter Register Summary 



DEC_PARA_SET 




Address 


Type 


Name 


Description 


INPUT 
ARGUMENT 


BASE+0X180 


R/W 


CMD_DEC_PARA_SET_TYPE 


Sequence/Picture Parameter 
Set type 


BASE+0x184 


R/W 


CMD_DEC_PARA_SET_SIZE 


Sequence/Picture Parameter 
Set RBSP byte size 


OUTPUT 
RETURN 










Table 21-13. ENC PARA SET Parameter Register Summary 


ENC_PARA_SET 




Address 


Type 


Name 


Description 


INPUT 
ARGUMENT 


BASE+0X180 


R/W 


CMD_ENC_PARA_SET_TYPE 


Sequence/Picture Parameter 
Set type 


OUTPUT 
RETURN 


BASE+0x1C 
0 


R 


RET_ENC_PARA_SET_SIZE 


Encoded Sequence/Picture 
Parameter Set RBSP byte 
size 



Table 21-14. MFC_SLEEP Parameter Register Summary 



MFC_SLEEP 




Address 


Type 


Name 


Description 


INPUT 
ARGUMENT 










OUTPUT 
RETURN 











Table 21-15. MFC_WAKEUP Parameter Register Summary 



MFC_WAKEUP 




Address 


Type 


Name 


Description 


INPUT 
ARGUMENT 










OUTPUT 
RETURN 
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Table 21-16. GET F/W VER Parameter Register Summary 



GET_F/W_VER 




Address 


Type 


Name 


Description 


INPUT 
ARGUMENT 










OUTPUT 
RETURN 


BASE+OxICO 


R 


RET_GET_FW_VER 


Returned Version Code witli 
following format: 

[31:16]: Product No (0xF202) 

[15:0]: Ver. No. (OxMmrr) for 
M.m.rr 



^^^^^^ 
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21.5.2.2 Detailed Description of BIT Processor Registers 
CodeRun (0x000) 



Bit 


Name 


Type 


Function 


Reset Value 


0 


CodeRun 


W 


0 - BIT Processor stop execution 

1 - BIT Processor start execution 


0 


CodeDownLoad (0x004) 


Bit 


Name 


Type 


Function 


Reset Value 


15:0 


CodeData 


W 


16-bit BIT code download data 


0 


28:16 


CodeAddr 


W 


13-bit BIT code download address 

BIT code word address (16-bit address) 

* Current design has 4 K code word space (8 KB). 
Therefore CodeAddr[12:0] must be less than 4095 


0 


HostlntReq (0x008) 


Bit 


Name 


Type 


Function 


Reset Value 


0 


IntReq 


W 


Interrupt request to BIT processor. 

Host can write '1 ' to this register to request interrupt to 
BIT 

* Current firmware version does not use Interrupt from 
Host to BIT. Therefore this register is not used 


0 


BitlntClear (OxOOC) 


Bit 


Name 


Type 


Function 


Reset Value 


0 


IntClear 


W 


Writing '1 ' to this register clear BIT interrupt to host 


0 


BitlntSts (0x010) 


Bit 


Name 


Type 


Function 


Reset Value 


0 


IntSts 


R 


1 means that BIT interrupts to host is asserted. 

This bit is cleared when Host writes IntClear Register '1 ' 


0 


BitCodeReset (0x014) 


Bit 


Name 


Type 


Function 


Reset Value 


0 


CodeReset 


W 


If host write '1 ' to this register, program counter of BIT 
is set to "0" Therefore restart at initial routine 


0 
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BitCurPc (0x018) 



Bit 


Name 


Type 


Function 


Reset Value 


13:0 


CurPc 


R 


Current program counter of BIT processor. 

This register may be used for only debugging purpose 


0 



CodeBufAddr (0x100) 



Bit 


Name 


Type 


Function 


Reset Value 


31:0 


CodeBufAdd 
r 


R/W 


BIT firmware code image start byte address, which 
resides in SDRAM. 

Host must set start SDRAM byte address of BIT code 
image to this register before start executing BIT processor 

* Current design uses 80 KB for code buffer 


N/A 



WorkBufAddr (0x104) 



Bit 


Name 


Type 


Function 


Reset Vaiue 


31:0 


WorkBufAddr 


R/W 


BIT processor working buffer SDRAM byte address. 
Host must reserve working buffer in SDRAM for BIT 
processor encoding/decoding. 


N/A 



ParaBufAddr (0x108) 



Bit 


Name 


Type 


Function 


Reset 
Value 


31:0 


ParaBufAddr 


R/W 


BIT processor parameter buffer SDRAM byte address. Host 
must reserve parameter buffer in SDRAM for BIT processor 
command execution argument and return data. 

* Current design uses 8 KB for parameter buffer 


N/A 
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BitStreamCtrl (0x1 OC) 



Bit 


Name 


Type 


Function 


Reset Value 


0 


SelBigEndian 


R/W 


1 'j. J. 1 ' A 1 J. 1'J.J.I I' X J. 

0 - bit stream buffer is 4 byte little endian format 

1 - bit stream buffer is big endian 


N/A 


1 


BufStsCheckDis 


R/W 


0 - bit stream buffer overflow/underflow check enable 

1 - bit stream buffer overflow/underflow check disable 

BIT processor stop bit stream loading if bit stream 
buffer underflow occurs in decoding case and stop bit 
stream saving if bit stream buffer overflow occurs in 
encoding case. If this flag is "1 BIT does not check bit 
stream buffer overflow/underflow status. 


N/A 


2 


BufPicFlush 


R/W 


The value of "1 " means that bit stream buffer is flushed 
at every end of encoding picture. 

In encoding case, after encoding one picture internal 
bit stream buffer is flushed to external SDRAM. 
Therefore entire encoded bit stream data is available to 
host. 

IT tiiib Tidg lb u , iiuerridi Dit btredrii Duner ib Tiubiiea 
only when internal bit stream buffer is filled to its 
maximal size (512 byte). Therefore at the end of 
encoding one picture, the some (less than 512 byte) 
last encoded data is not flushed to external SDRAM 
and only resides in internal bit stream buffer. To flush 
remaining encoded data residing in internal bit stream 
buffer, host must execute ENC_SEQ_END command. 

This flag is valid only when [BufPicReset] flag is "0" 

In decoding case, this flag is ignored. 


N/A 


3 


BufPicReset 


R/W 


The value of "1 " means that bit stream buffer is reset at 
every picture encoding/decoding command. 

In encoding case, after encoding one picture bit stream 
buffer is flushed to external SDRAM and next picture 
encoded data is over-written to the start of bit stream 
buffer. Therefore host must get encoded data at every 
end of encoding picture. 

If this flag is "1 ", [BufPicFlush] bit is ignored. 

In decoding case, this flag is ignored. 


N/A 


4 


EncDynBufAllocE 
n 


R/W 


Enable dynamic picture stream buffer allocation in 
encoder operations. 

BufPicReset should also be enabled to use this option. 
If not, this value will be ignored. When this option is 
enabled, encoder stream buffer can be dynamically 
allocated at every picture encoding stage. This option 
will be helpful to achieve higher efficiency of buffering 
encoded picture stream. 
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FrameMemCtrl (0x110) 



Bit 


Name 


Type 


Function 


Reset Value 


0 


SelBigEndian 


R/W 


0 - frame memory is 4 byte little endian format 

1 - frame memory is big endian 


N/A 



^^^^^^ 
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DecFuncCtrl (0x114) 



Bit 


Name 


Type 


Function 


Reset Value 


0 


StreamEnd 


R/W 


0 - There is more bitstream to be given to the decoder. 

1 - The whole bitstream has been given to the decoder. 

In Picture Run state, BIT processor can know the end of 
bitstream by checking this bit. Host must set this flag after 
writing the whole bitstream to get the last picture of 
bitstream. Host also can clear busy state while BIT is 
waiting for the rest of bitstream corresponding to one 
picture and get one picture by setting this flag. Host can 
set/clear this flag at any stage in decoding process after 

RIX iQ initio liyf^H Onpf^ thiQ hit iq Qf^t thf^ Hf^porlf^r will nnt 

LJI 1 lo II MLICIIIZ.C^U. Wl IL/v^ LI No UIL lO Ov^L, LI Iw UwL/UUv^l VVIII 1 lUL 

accept more streams; therefore HOST must clear this flag 
to 0 before starting decoding and set this flag to 1 after 
writing the whole bitstream. 

In Seq init state, this flag is used for signaling to BIT 
processor to escape from SEQ_INIT stall state. When this 
bit is set by 1 , then BIT processor gives up parsing more 
stream data and escape from stall state with return value 
0 (Fail). 

This flag is ignored in encoding case. 


N/A 



BitWorkBufCtrl (0x11 C) 



Bit 


Name 


Type 


Function 


Reset Value 


0 


WorkBufConfig 


R/W 


0 - Work Buffer configurable setting disable 

1 - Work Buffer configurable setting enable 


N/A 



BitStreamRdPtrO (0x120) 



Bit 


Name 


Type 


Function 


Reset Value 


31:0 


Stream RdPtrO 


R/W 


In decode case, current external SDRAM Bit Stream 
Buffer read address of process index 0 is set to this 
register by BIT processor. 

In encode case; host must set current external Bit 
Stream Buffer read address of process index 0 to this 
register. 

This register is updated at every bit stream data load by 
BIT processor and wrapped around by automatically. 

* Current design load 512 bytes to internal buffer for 
each transfer. Therefore Bit Stream Read Pointer is 
increased to 512 after loading data completion. 


N/A 
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BitStreamWrPtrO (0x124) 



Bit 


Name 


Type 


Function 


Reset Value 


31:0 


StreamWrPtrO 


R/W 


In decode case; host must set current external Bit Stream 
Buffer write address of process index 0 to this register. 

In encode case, current external SDRAM Bit Stream 
Buffer write address of process index 0 is set to this 
register by BIT processor. 

This register is updated at every bit stream data save by 
BIT processor and wrapped around by automatically. 

* Current design save 512 bytes from internal buffer for 
each transfer. Therefore Bit Stream Write Pointer is 
increased to 512 after saving data completion. 


N/A 



BitStreamRdPtn (0x128) 



Bit 


Name 


Type 


Function 


Reset Value 


31:0 


StreamRdPtrl 


R/W 


External SDRAM Bit Stream Buffer read address of 
process index 1 . 


N/A 


BitStreamWrPtn (0x1 2C) 


Bit 


Name 


Type 


Function 


Reset Value 


31:0 


StreamWrPtrl 


R/W 


External SDRAM Bit Stream Buffer write address of 
process index 1 . 


N/A 


BitStreamRdPtr2 (0x130) 


Bit 


Name 


Type 


Function 


Reset Value 


31:0 


Stream RdPtr2 


R/W 


External SDRAM Bit Stream Buffer read address of 
process index 2. 


N/A 


BitStreamWrPtr2 (0x134) 


Bit 


Name 


Type 


Function 


Reset Value 


31:0 


StreamWrPtr2 


R/W 


External SDRAM Bit Stream Buffer write address of 
process index 2. 


N/A 


BitStreamRdPtr3 (0x138) 


Bit 


Name 


Type 


Function 


Reset Value 


31:0 


Stream RdPtr3 


R/W 


External SDRAM Bit Stream Buffer read address of 
process index 3. 


N/A 
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BitStreamWrPtrS (0x1 3C) 



Bit 


Name 


Type 


Function 


Reset Value 


31:0 


StreamWrPtr3 


R/W 


External SDRAM Bit Stream Buffer write address of 
process index 3. 


N/A 


BitStreamRdPtr4 (0x140) 


Bit 


Name 


Type 


Function 


Reset Value 


31:0 


Stream RdPtr4 


R/W 


External SDRAM Bit Stream Buffer read address of 
process index 4. 


N/A 


BitStreamWrPtr4 (0x144) 


Bit 


Name 


Type 


Function 


Reset Value 


31:0 


StreamWrPtr4 


R/W 


External SDRAM Bit Stream Buffer write address of 
process index 4. 


N/A 



BitStreamRdPtrS (0x148) 



Bit 


Name 


Type 


Function 


Reset Value 


31:0 


Stream RdPtrS 


R/W 


External SDRAM Bit Stream Buffer read address of 
process index 5. 


N/A 



BitStreamWrPtrS (0x1 4C) 



Bit 


Name 


Type 


Function 


Reset Value 


31:0 


StreamWrPtrS 


R/W 


External SDRAM Bit Stream Buffer write address of 
process index 5. 


N/A 


BitStreamRdPtrS (0x150) 


Bit 


Name 


Type 


Function 


Reset Value 


31:0 


Stream RdPtr6 


R/W 


External SDRAM Bit Stream Buffer read address of 
process index 6. 


N/A 


BitStreamWrPtrS (0x154) 


Bit 


Name 


Type 


Function 


Reset Value 


31:0 


StreamWrPtrS 


R/W 


External SDRAM Bit Stream Buffer writes address of 
process index 6. 


N/A 
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BitStreamRdPtr? (0x158) 



Bit 


Name 


Type 


Function 


Reset Value 


31:0 


Stream RdPtr7 


R/W 


External SDRAM Bit Stream Buffer read address of 
process index 7. 


N/A 


BitStreamWrPtr? (0x1 5C) 


Bit 


Name 


Type 


Function 


Reset Value 


31:0 


StreamWrPtr? 


R/W 


External SDRAM Bit Stream Buffer writes address of 
process index 7. 


N/A 


BusyFlag (0x160) 


Bit 


Name 


Type 


Function 


Reset Value 


0 


BusyFlag 


R 


The value of '0' means BIT processor is ready for host 
command. 

The value of '1' means BIT processor is executing host 
command and not completed yet. 

Host must check this bit before write RunCommand 
register. If this bit is '1 host must wait until the value of 
'0' to set command. 


N/A 



^^^^^^ 
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RunCommand (0x164) 



Bit 


Name 


Type 


Function 


Reset Value 


3:0 


RunCommand 


R/W 


Host writes the command code to this register. 
Command code 

3'b001 (SEQJNIT): Encode/Decode sequence initialize. In 
encode case, BIT processor analysis encoding parameter 
and encode sequence header. In decode case, BIT 
processor decode sequence header and report sequence 
header information. 

3'b010 (SEQ_END): Terminates Encode/ Decode sequence. 
In encode case, BIT processor flush internal bit stream buffer 
to external bit stream buffer. In decode case, BIT processor 
terminates process 

3'b011 (PICURE_RUN): Encode/Decode one picture. BIT 
processor encodes/decodes one picture. 

3'b100 (SET_FRAME_BUF): Set decoded/ reconstructed 
frame buffer SDRAM address and maximum frame buffer 
number. Before encode/decode picture run command, host 
must inform frame buffer SDRAM address to BIT processor 
then BIT processor arrange frame buffer for 
decoded/reconstructed image and return frame buffer index 
to host at end of encoding/decoding picture. 

3'b101 (ENCODE HEADER): Encode header. For example 
in H.264 case, SPS (Sequence Parameter Set), PPS 
(Picture Parameter Set) may be inserted between picture 
boundary by this command. 

3'b1 1 0 (ENC PARA SET): Encode SPS, PPS to BIT 
processor's parameter set buffer. In H.264, host can obtain 
SPS / PPS by this command 

3'b1 1 1 (DEC PARA SET): Add SPS, PPS to BIT processor's 
parameter set buffer. In H.264, multiple SPS / PPS is 
allowed and host may inform one of the parameter set to BIT 
processor for use in decoding process. 
4'b1001 Reserved 

4'b1010 (MFC_SLEEP): Sleep VPU. After sending this 
command and checking command done, host must save 
environment variables related VPU. Ex) host l/F registers, 
workbuffer memory area data, codebuffer area data and etc. 

4'b1011 (MFC_WAKEUP): Wake up VPU form sleep state. 
Before sending this command, host must download VPU 
F/W to internal program memory and load data which might 
be saved after completion of sleep VPU command. Using 
these commands, host control sleep/wakeup of VPU. 

4'b1 1 1 1 (GET F/W VER): A command to check F/W version. 
This command is only applicable to F/W version later than 
1.2.5. 


N/A 
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Runlndex (0x168) 



Bit 


Name 


Type 


Function 


Reset Value 


1:0 


Runlndex 


R/W 


Host writes the codec process index to this register before 
every writing run command. 

BIT processor can execute max 4 encoding/decoding 
processes simultaneously. If more than one process is 
running, each process must be assigned different process 
index by this register. For example, when 1 MPEG4 Decoder 
+ 1 AVC Decoder + 1 AVC Encoder are running 
simultaneously, MPEG4 Decoder is assigned process index 
'0', AVC Decoder is assigned process index '1 ' and AVC 
Encoder is assigned process index '2'. 


N/A 



^^^^^^ 
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RunCodStd (0x1 6C) 



Bit 


Name 


Type 


Function 


Reset Value 


2:0 


CodStd 


R/W 


Host writes the codec standard index code to tiiis 
register before every writing run command 

3'bOOO : MPEG4/H.263 DECODER 

3'b001 : MPEG4/H.263 ENCODER 

3'b010 : H.264 DECODER 

3'b011 : H.264 ENCODER 

3'b100 : VC-1 DECODER 


N/A 



IntEnable (0x170) 



Bit 


Name 


Type 


Function 


Reset Value 


15:0 


IntEnable 


R/W 


Interrupt Enable Flag register. 

Each bit of this register is interrupt enable flag of various 
interrupt. "1" means interrupt enable so BIT generates 
interrupt and "0" means interrupt disable 

0th bit (LSB) : Initialize complete. This interrupt is 
generated at once after BIT run 

1st bit : SEQJNIT command execution complete 

2nd bit: SEQ_END command execution complete 

3rd bit : PIC_RUN command execution complete 

4th bit: SET_FRAME_BUF command complete 

5th bit: ENC_HEADER command complete 

6th bit: ENC_PARA_SET command complete 

7th bit: DEC_PARA_SET command complete 

8th - 9th bit: Reserved 

10th bit : MFC_SLEEP command complete 

1 1th bit : MFC_WAKEUP command complete 

12th - 13th bits: Reserved 

14th bit: External bit stream buffer is empty status in 
decoding case 

15th bit: External bit stream buffer is full status in 
encoding case 


N/A 
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IntReason (0x174) 



Bit 


Name 


Type 


Function 


Reset Value 


15:0 


IntReason 


R/W 


Interrupt Reason Flag register. 

Each bit of this register is interrupt report flag of each 
interrupt. "1" means interrupt is generated and "0" 
means not generated. BIT writes "1 " to the bit of each 
interrupt when generates interrupt request and host may 
acknowledge which interrupt is generated by reading 
this register at interrupt service routine. Host is 
responsible for resetting this register to "0" for next 
interrupt 

The interrupt matching of each bit field is same with 
IntEnable register. 


N/A 



CMD_DEC_SEQ_BIT_BUF_START (0x180) 



Bit 


Name 


Type 


Function 


Command 


31:0 


BitBufAddr 


R/W 


Bitstream buffer SDRAM byte address 

Bitstream buffer must be 512 byte-aligned. 

Host must writes this register before executing 
DEC_SEQ_INIT command 


DEC_SEQ_INIT 


CMD DEC SEQ BIT BUF SIZE (0x184) 


Bit 


Name 


Type 


Function 


Command 


13:0 


BitBufSize 


R/W 


Bitstream buffer size in kilo bytes count 

Host must writes this register before executing 
DEC_SEQ_INIT command 

Maximal bitstream buffer size is 4G byte 


DEC SEQ 1 
NIT 
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CMD_DEC_SEQ_OPTION (0x188) 



Bit 


Name 


Type 


Function 


Command 


0 


Mp4DbkOn 


R/W 


Enable MPEG4 De-blocking filter 

If this flag is "1", MPEG-4 de-blocking filter is enabled and 
de-blocking filtered image stored to DbkAddrY, DbkAddrCb, 
DbkAddrCr address. 

The decoded image (prior to de-blocking filter) is also stored 
for future motion compensation reference. 

This flag is valid only for MPEG4 / H.263 case. 

When H.263 case, if Annex J is turned on, this flag is ignored 
and H.263+ Annex J de-blocking filter is performed. If Annex 
J is turned off, MPEG-4 de-blocking filter is enabled (same 
with MPEG-4) 


DEG SEQ 
INIT 


1 


ReorderEn 


R/W 


Enable display buffer reordering in H.264 decode case. 

In H.264 case output decoded picture may be re-ordered if 
pic_order_cnt_type is "0" or "1". In that case, decoder must 
delay output display for re-ordering but some applications 
(ex. Video telephony) don't want such display delay. 

Host may set this flag to "0" to disable output display buffer 
reordering. Then BIT processor does not re-order output 

hiiffpr whpn nir orHpr rnt tx/np i<5 "D" or "1" In 

kyUllv^l VVIIv^ll kJIO wIvJwl OIIL L y kJv7 lO \J \Jl 1 .III 

pic_order_cnt_type is "2" or MPEG4/H.263 case, this flag is 
ignored because output display buffer reordering is not 
allowed. 

If this flag is "1", BIT processor perform output decoded 
picture reordering and output display is delayed in the 
amount of [RET_DEG_SEQ_FRAME_DELAY] register's 
value. 




2 


FilePlayEn 


R/W 


Enable file-play mode in decoder operation with frame-based 
streaming. 




3 


DecDynBufAl 
locEn 


R/W 


Enable dynamic picture stream buffer allocation in file-play 
mode 

J.' ■ iii'^'i 1 1 J. 1 
If this option IS enabled in file-play mode, stream buffer 

address given with DEG_PIG_RUN command will be used 

instead of stream buffer address given with DEG_SEQ_INIT. 

By using this dynamic allocation feature, application can 

achieve higher efficiency in streaming. 




4 


IgnoreVUI 


R/W 


Enable decoding with ignoring VUl syntax element. 

If this option is enabled, H.264 decoder will decode streams 
without decoding VUl syntax. In some case of decoding 
erroneous stream with invalid VUl, this option will be useful. 
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5 


Set to 0 




VC1_Reoder 
_Disable 


R/W 


Re-ordering disable in VC-1 decoding 
This is for test only. 





^'^ This bit is shifted 



^^^^^^ 
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CMD_DEC_SEQ_PRO_BUF (0x1 8C) 



Bit 


Name 


Type 


Function 


Command 


31:0 


ProcessBufAddr 


R/W 


Process buffer SDRAM byte address 

Process buffer must be 256 byte-aligned. 

Host must write this register before executing 
DEC_SEQ_INIT command 

Process buffer is used as PS data save buffer for AVC and 
MV direct prediction buffer for VC1 and not used for mpeg4. 

Process buffer must be larger than MB number * 4 for VC1 . 
In case of AVC, process buffer size is not estimated. 
Therefore, host process allocates some amount 
temporarily. 

Process buffer must be maintained before instance closed. 
Therefore, host processor must allocate process buffer as 
instance number. 


DEC SEQ 
JNIT 


CMD_DEC_SEQ_TMP_BUF_1 (0x190) 


Bit 


Name 


Type 


Function 


Command 


31:0 


TempBufAddr 


R/W 


Temporary buffer SDRAM byte address 

Temporary buffer must be 256 byte-aligned. 

Host must writes this register before executing 
DEC_SEQ_INIT command 

Temporary buffer 1 is used as ACDC prediction buffer for 
mpeg4 and Intra prediction Y buffer for AVC and ACDC 
prediction buffer for VC1 . 

Temporary buffer 1 must be larger than picWidth*8 for 
mpeg4, stride*picHeight/16 for AVC, picWidth*8 for VC1 . 


DEC SEQ 
JNIT 


CMD_DEC_SEQ_TMP_BUF_2 (0x194) 


Bit 


Name 


Type 


Function 


Command 


31:0 


TempBufAddr 


R/W 


Temporary buffer SDRAM byte address 

Temporary buffer must be 256 byte-aligned. 

Host must writes this register before executing 
DEC_SEQ_INIT command 

Temporary buffer 2 is used as data partition part 1 save 
buffer for mpeg4 and Intra prediction Cb buffer for AVC and 
deblocking buffer for VC1 . 

Temporary buffer 2 must be larger than 
stride/2*picHeight/2/16 for AVC, picWidth*10 for VC1 . In 
case of mpeg4, temporary buffer 2 size is not estimated. 


DEC SEQ 
JNIT 
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CMD_DEC_SEQ_TMP_BUF_3 (0x198) 



Bit 


Name 


Type 


Function 


Command 


31:0 


TempBufAddr 


R/W 


Temporary buffer SDRAM byte address 

Temporary buffer must be 256 byte-aligned. 

Host must write this register before executing 
DEC_SEQ_INIT command 

Temporary buffer 3 is used as data partition part 2 save 
buffer for mpeg4 and Intra prediction Cr buffer for AVC and 
not used for VC1 . 

Temporary buffer 3 must be larger than 
stride/2*picHeight/2/16 for AVC. In case of mpeg4, 
temporary buffer 2 size is not estimated. 


DEG SEQ 
JNIT 


CMD DEC SEQ TMP BUF 4(0x19C) 


Bit 


Name 


Type 


Function 


Command 


31:0 


TempBufAddr 


R/W 


Temporary buffer SDRAM byte address 

Temporary buffer must be 256 byte-aligned. 

Host must write this register before executing 
DEG_SEQ_INIT command 

Temporary buffer 4 is used as slice information save buffer 
for AVC and not used for VG1 and mpeg4. 

Max size of temporary buffer 4 is MB number * 8 for AVG. 


DEG SEQ 
JNIT 


CMD DEC SEQ TMP BUF 5 (0x1 AO) 


Bit 


Name 


Type 


Function 


Command 


31:0 


TempBufAddr 


R/W 


Temporary buffer SDRAM byte address 
Temporary buffer must be 256 byte-aligned. 
Host must write this register before executing 
DEG_SEQ_INIT command 

Temporary buffer 5 is used as slice save buffer for AVC and 
not used for VG1 and mpeg4. 
Max size of temporary buffer 5 may be 
picwidth*picheight*1 .5. 


DEG SEQ 
JNIT 



CMD_DEC_SEQ_START_BYTE (0x1 A4) 



Bit 


Name 


Type 


Function 


Command 


1:0 


DecSeqValidByt 
eStart 


R/W 


Byte Address of valid bitstream in input stream buffer 


DEC SEQ 1 
NIT 
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RET_DEC_SEQ_SUCCESS (0x1 CO) 



Bit 


Name 


Type 


Function 


Command 


0 


RetStatus 


R 


0 - DEC_SEQ_INIT command executed with error 

1 - DEC_SEQ_INIT command executed successfully. 


DEC_SEQJNIT 



RET_DEC_SEQ_SRC_SIZE (0x1 C4) 



Bit 


Name 


Type 


Function 


Command 


9:0 


PictureHeight 


R 


Decoded picture height size in pixel 


DEC_SEQ_INIT 


19:10 


PictureWidth 


R 


Decoded picture width size in pixel 


RET DEC SEQ SRC F RATE (0x1 C8) 


Bit 


Name 


Type 


Function 


Command 


15:0 


FrameRateRes 


R 


Decoded picture frame rate residual 

Number of time units of a clock operating at the 

frequency [FrameRateDiv] Hz 

For example, 

[FrameRateDiv] = 30000 and [FrameRateRes] = 1001 
then video frame rate = 30000 / 1001 = 29.97 Hz 

[FrameRateDiv] = 1 and [FrameRateRes] = 15 then 
video frame rate = 15/1 = 1 5 Hz 


DEC SEQ 1 
NIT 


31:16 


FrameRateDivMi 
nusi 


R 


Decoded picture frame rate unit number in Hz minus 1 
[FrameRateDiv] is derived by adding this value to 1 



RET_DEC_SEQ_FRAME_NEED (0x1 CC) 



Bit 


Name 


Type 


Function 


Command 


4:0 


FrameBufNeed 


R 


Minimum decoded frame buffer need to decode stream 
successfully. 

In MPEG4/H.263 case, this value will be 2 (one for motion 
compensation reference, one for current frame store). 
In H.264 case, this value may be bigger than 2 and 
maximal value may be 18 (16 for reference, 1 for current, 1 
for display). 

Host must reserve frame buffer with the amount of 
minimum this value. 

In VC-1 case, the rotated output frame is included in this 
value. Therefore additional rotated frame is not required 
when rotator is enabled in VC-1 . 

For example, BIT returns [FrameBufNeed] with 5 and host 
prepares 7 frame buffers, informs frame buffer address by 
SET_FRAME_BUF command. BIT processor arranges 7 
frame buffers and allocates appropriate frame buffer 
address to decoded image data store. If no MMCO 
(Memory Management Control Operation) and output 
reordering, BIT processor will allocate decoded frame 
buffer 0,1,2, 3, 4,5,6,0,1,2,... and reference frame data 
over-writing will not be occurred. 


DEC SEQ 
JNIT 
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ET_DEC_SEQ_FRAME_DELAY (0x1 DO) 



Bit 


Name 


Type 


Function 


Command 


4:0 


FrameBufDelay 


R 


Maximum display frame buffer delay for buffering 
decoded picture reorder. 

BIT processor may delay decoded picture display for 
display reordering when H.264, pic_order_cnt_type "0" or 
"1 " case or VC-1 decode case. 

For example, BIT processor return [FrameBufDelay] to 
"5". Then BIT processor returns after 5 picture decoding 
at the first DEC_PIC_RUN command because during first 
5 frames, there is no decoded picture to be displayed. 

Maximum [FrameBufDelay] value may be 16. 

This value is "0" if [ReorderEn] flag is "0" at H.264 case. 

In VC-1 decode case, this value is "0" if there is no B 
picture, "1" if there is a B picture regardless [ReorderEn] 
flag. 

In MPEG4/H.263 case, this value will be 0 (no delay) 


DEC SEQ 1 
NIT 



RET_DEC_SEQJNFO (0x1 D4) 



Bit 


Name 


Type 


Function 


Command 


0 


DataPartEn 


R 


0 - Data Partition Disable 

1 - Data Partition Enable 

After executing completion of decode DEC_SEQ_INIT 
command, BIT write to this register with data partition 
enable flag from decoded sequence header 
information. 

In encode case, this register is not used. 


DEC SEQ 
JNIT 


1 


RevVlcEn 


R 


0 - Normal VLC table used 

1 - Reversible VLC table used 

This bit is ignored if DataPartEn bit is '0' 




2 


ShortVideoHeader 


R 


0 - Normal MPEG4 Stream 

1 - Short Video Header Stream 




3 


H.263 Annex J 


R 


0 - Annex J off 

1 - Annex J On 





CMD_ENC_SEQ_BIT_BUF_START (0x180) 



Bit 


Name 


Type 


Function 


Command 


31:0 


BitBufAddr 


R/W 


Bitstream buffer SDRAM byte address 

Bitstream buffer must be 512 byte-aligned. 

Host must write this register before executing NC_SEQ_INIT 

command 


ENC SEQ 
JNIT 
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CMD_ENC_SEQ_BIT_BUF_SIZE (0x184) 



Bit 


Name 


Type 


Function 


Command 


13:0 


BitBufSize 


R/W 


Bitstream buffer size in kilo bytes count 

Host must write tiiis register before executing 
ENC_SEQJNIT command 

IVIaximal bitstream buffer size is 4G byte. 


ENC SEQ 1 
NIT 



CMD_ENC_SEQ_OPTION (0x188) 



Bit 


Name 


Type 


Function 


Command 


0 


MbBitReport 


R/W 


Bit position of every MB is stored to SDRAM buffer. 

If this flag is "1", BIT processor store the start bit position of 
every MB to SDRAM. Host may access this bit position value 
after encoding one picture. The MB BIT buffer resides in 
[ParaBufAddr].. 

The bit position is counted from the start of picture 


ENC SEQ 
JNIT 


1 


SlicelnfoReport 


R/W 


Enable encoded Slice number and position in SDRAM bit 
buffer store to SDRAM buffer. 

If this flag is "1", BIT processor store encoded slice end 
position of every slice to SDRAM. Host may access this slice 
position after encoding one picture. The encoded slice number 
is stored to [EncSliceNum] of RET_ENC_PIC_SLICE_NUM 
register. 

This flag is ignored for H.263 with Annex K disable because 
H.263 without Annex K stream has no slice structure. 




2 


AUDEnable 


R/W 


Encode H.264 Access Unit Delimiter RBSP enable 

If this flag is "1", BIT encodes Access Unit Delimiter RBSP at 
every start of picture. Access Unit Delimiter RBSP is used to 
simplify the detection of the picture boundary 

This flag is ignored at MPEG4/H.263 encode case. 




3 


MbQpReport 


R/W 


Enable MB QP Store to SDRAM buffer. 

If this flag is "1 BIT processor stores QP(Quantization 

Parameter) of every MB to SDRAM. 

Host may access this QP value after encoding one picture. 

The MB QP buffer resides in [ParaBufAddr+0x1300]. 

This flag is valid only for MPEG-4/H.263 case. 




4 


Reserved 








5 


ConstlntraQp 


R/W 


Enable l-frame Quantization parameter value setting 
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CMD_ENC_SEQ_COD_STD (0x1 8C) 



Bit 


Name 


Type 


Function 


Command 


1:0 


EncCodStd 


R/W 


Encode Coding Standard 

0 - MPEG4 Simple Profile 

1 - MPEG4 Short Video Header / H.263+ 
2- H.264 

Host must writes this register before executing 
SEQJNIT command 


ENC SEQ 1 
NIT 


CMD_EMC_SEQ_SRC_SIZE (0x190) 



Bit 


Name 


Type 


Function 


Command 


9:0 


PictureHeight 


R 


Encode source picture height size in pixel 

Source picture height must be a multiple of 16, less than or 

equal to 576 


ENC SEQ 
INIT 


19:10 


PictureWidth 


R 


Encode source picture width size in pixel 

Source picture width must be a multiple of 16, less than or 

equal to 720 


CMD_ENC_SEQ_SRC_F_RATE (0x194) 


Bit 


Name 


Type 


Function 


Command 


15:0 


FrameRateRes 


R 


Encode source frame rate residual 

Number of time units of a clock operating at the frequency 

[FrameRateDiv] Hz 

Frame rate = [FrameRateRes] / [FrameRateDiv] 
If [EncCodStd] = 1 and no Annex (l,J,K,T) turns on (H.263 
without PLUSPTYPE), encode source frame rate must be 
29.97 ([FrameRateRes] = 30000, [FrameRateDiv] = 1001) 
because H.263 without PLUSPTYPE supports only 29.97 
Hz source frame rate. 


ENC SEQ 
JNIT 


31:16 


FrameRateDivM 
inusi 


R 


Encode source frame rate unit number in Hz minus 1 
[FrameRateDiv] is derived by adding this value to 1 





CMD_ENC_SEQ_MP4_PARA (0x198) 



Bit 


Name 


Type 


Function 


Command 


0 


DataPartEn 


R/W 


0 - Data Partition Disable 

1 - Data Partition Enable 


ENC SEQ 1 
NIT 


1 


RevVlcEn 


R/W 


0 - Normal VLC table used 

1 - Reversible VLC table used 

This bit is ignored if DataPartEn bit is '0' 




4:2 


IntraDcVlcThr 


R/W 


MPEG4 Intra DC VLC Threshold code 
The allowed range is [0 7] 
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CMD_ENC_SEQ_263_PARA (0x1 9C) 



Bit 


Name 


Type 


Function 


Command 


0 


Annex T 


R/W 


0 - Annex T off 

1 - Annex T on 


ENC SEQ 
JNIT 


1 


Annex K 


R/W 


0 - Annex K off 

1 - nnex K on 


2 


Annex J 


R/W 


0 - Annex J off 

1 - Annex J on 


3 


Annex 1 


R/W 


0 - Annex 1 off 

1 - Annex 1 on 

* Current design does not supports Annex 1 for encoding 
mode. Therefore this flag must be set to 0 


CMD_ENC_SEQ_AVC_PARA (0x1 AO) 


Bit 


Name 


Type 


Function 


Command 


4:0 


ChromaQpOffset 


R/W 


chroma_qp_index_offset in Picture Parameter set 

range -12 to +12 

2's complement signed 5 bit 

1_0100 :-12 

1_0101 :-11 

0_1100 :+12 


ENC SEQ 
JNIT 


5 


ConstlntraFlag 


R/W 


constrained_intra_pred_flag in Picture Parameter set 

0 - intra prediction use inter MB data 

1 - intra prediction does not use inter MB data 


7:6 


DisableDeblk 


R/W 


disable_deblocking_filter_idc in slice header 

0 - enable deblocking filter 

1 - disable deblocking filter 

2 - enable deblocking filter except slice boundary 


11:8 


DeblkAlphaOffset 


R/W 


slice_alpha_c0_offset_div2 in slice header 
range -6 to +6 

2's complement signed 4 bit 


15:12 


DeblkBetaOffset 


R/W 


slice_beta_offset_div2 in slice header 
range -6 to +6 

2's complement signed 4 bit 
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CMD_ENC_SEQ_SLICE_MODE (0x1 A4) 



Bit 


Name 


Type 


Function 


Command 


n 


OIIUUIVIUUU 


R/W 

ri/ V V 


0 /^riQ olir»/2i r^/^r K^i/^tiiro 
U — Uliy bllUt? pyi piLrLUit? 

1 - multiple slices per picture 

MPEG4 mode, re-sync marker and packet header is 
inserted between slice boundary 

H.263 mode with Annex K = 0, GOB header is 
inserted at every GOB layer start 

H.263 mode with Annex K = 1 , multiple slices are 
generated 

H.264 mode, multiple slice layer RBSP is generated 


NIT 


1 


SliceSizeMode 


R/W 


0 - Slice is changed by encoded slice bit number 

1 - Slice is changed by encoded macro-block number 
This bit is ignored if SliceMode bit is 0 

In H.263 Mode with Annex K = 0, this bit is ignored 




15:2 


SliceSizeNum 


R/W 


If SliceSizeMode is 0, macro-block number of one 
slice must be set to this register 

If SliceSizeMode is 1 , encoded bit count of one slice 
must be set to this register 

This bit is ignored if SliceMode bit is 0 

In H.263 Mode with Annex K = 0, this bit is ignored 




CMD_ENC_SEQ_GOP_NUM (0x1 A8) 


Bit 


Name 


Type 


Function 


Command 


5:0 


EncGopNum 


R/W 


Encode GOP number 

1 picture is inserted at every GOP picture number 
Maximum GOP number is 60. 

0 - 1, P, P, P, ... (only first picture is 1) 

1 - 1, 1, 1, ... (no P picture) 

2- 1, P, 1, P, ... 

3- 1, P, P, 1, P, P, 1, ... 


ENC SEQ 1 
NIT 
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CMD_ENC_SEQ_RC_PARA (0x1 AC) 



Bit 


Name 


Type 


Function 


Command 


0 


RcEnable 


R/W 


Rate Control Enable 

If this flag is set to 0, the value of register PictureQs is 
used as a Quantization Step in whole sequence. 


ENC SEQ 1 
NIT 


15:1 


BitRate 


R/W 


Target Bit Rate in kilo bit per seconds (kbps) 
This value is ignored if RcEnable = 0 
Maximum allowed value is 32767 (0x7FFF) 




30:16 


InitDelay 


R/W 


Reference Decoder initial buffer removal delay in mili- 
second (ms) 

This value is ignored if RcEnable = 0 

Maximum allowed value is 32767 (0x7FFF) 

0 : do not check Reference decoder buffer delay 
constraint 




31 


SkipDisable 


R/W 


Rate control automatic skip disable 

If this flag is "0", BIT processor may skip one picture if 
available bits are insufficient for accommodate the bit 
budget. 

If this flag is "1 BIT processor never skip the picture 
but encoded bitstream may be overflow than target bit 
rate at hard-to-encode sequences. 

This flag is ignored if [RcEnable] is "0". 




CMD_ENC_SEQ_RC_BUF_SIZE (0x180) 


Bit 


Name 


Type 


Function 


Command 


31:0 


VbvBufSize 


R/W 


Reference Decoder buffer size in bits 

This value is ignored if RcEnable = 0 or InitDelay = 0 

Maximum allowed value is 0x7FFF_FFFF 

0 : do not check Reference decoder buffer size 
constraint 


ENC SEQ 1 
NIT 



CMD_ENC_SEQ_INTRA_MB (0x1 B4) 



Bit 


Name 


Type 


Function 


Command 


15:0 


IntraMbRefreshNum 


R/W 


Intra MB refresh number 

Must be less than encoded 
(PictureHeight*PictureWidt/256) 

0 - Intra MB refresh is not used 

N - At least N number of MBs are encoded as 
Intra mode at every picture 


ENC SEQ 
INIT 
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CMD_ENC_SEQ_FMO (0x1 B8) 



Bit 


Name 


Type 


Function 


Command 


0 


FmoEnable 


R/W 


0: FMO disable 
1 . Tmo 6naDi6 


ENC_SEQ_INIT 


4:1 


FmoSliceNr 


R/W 


Number of Slice Groups (It must be a value 
between 2 and 8. 




5 


FmoType^^ 


R/W 


0: TypeO (interleaved) 
1 : Type1 (Dispersed) 




23:8 


FmoSliceBufSize 


R/W 


Fmo slice save work buffer size. 
This bits means work buffer size for 1 slice 
in KB size. So, if this bits value is 2, total 
fmo slice work buffer is 2*8=1 6KB. 





CMD_ENC_INTRA_QP (0x1 BC) 



Bit 


Name 


Type 


Function 


Command 


31:0 


IntraQp 


R/W 


Intra frame picture quantized step 
parameter for encoding process. 
In MPEG-4/H.263 mode, allowed range is 1 
to 31. 

In H.264 mode, allowed range is 0 to 51 . 
If rate control disabled, this value is ignored. 


ENG_SEQJNIT 



CMD_ENC_SEQ_TMP_BUF_1 (0x1 DO) 



Bit 


Name 


Type 


Function 


Command 


31:0 


TempBufAddr 


R/W 


Temporary buffer SDRAM byte address 

Temporary buffer must be 256 byte-aligned. 

Host must write this register before executing 
ENC_SEQ_INIT command. 

Temporary buffer 1 is used as ACDC prediction Buffer 
for Mpeg4 and Intra Prediction Y buffer for AVC. 

Temporary buffer 1 must be larger than picwidth*8 for 
mpeg4, stride*picheight/16 for AVC. 


ENC SEQ 1 
NIT 



We now provide two FMO types, interleaved (Type 0) and dispersed (Type 1) 
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CMD_ENC_SEQ_TMP_BUF_2 (0x1 D4) 



Bit 


Name 


Type 


Function 


Command 


31:0 


TempBufAddr 


R/W 


Temporary buffer SDRAM byte address 

Temporary buffer must be 256 byte-aligned. 

Host must write this register before executing 
ENC_SEQ_INIT command. 

Temporary buffer 2 is used as data partition part 2 save 
Buffer for Mpeg4 and Intra Prediction Cb buffer for AVC. 

Temporary buffer 2 must be larger than 
(stride/2)*(picheight/2)/8 for AVC. 

In case of mpeg4, temporary buffer 2 size is not 
estimated. 


ENC_SEQ_I 

NIT 

IN 1 1 
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CMD_ENC_SEQ_TMP_BUF_3 (0x1 D8) 



Bit 


Name 


Type 


Function 


Command 


31:0 


TempBufAddr 


R/W 


Temporary buffer SDRAM byte address 

Tpmnnrarv hiiffpr miiQt hp PRfi hv/tp-alinnpH 

loll i|j\ji CLi y k/uiid iiiuoL uy lo ciii^ i io\_i • 

Host must write this register before executing 
ENC_SEQ_INIT command 

Temporary buffer 3 is used as data partition part 3 save 
Buffer for Mpeg4 and Intra Prediction Cr buffer for AVC. 

Temporary buffer 3 must be larger than 
(stride/2)*(picheight/2)/8 for AVC. 

In case of mpeg4, temporary buffer 3 size is not 
estimated. 


ENC SEQ 1 
NIT 


CMD ENC SEQ TMP BUF 4 (0x1 DC) 


Bit 


Name 


Type 


Function 


Command 


31:0 


TempBufAddr 


R/W 


Temporary buffer SDRAM byte address 

Temporary buffer must be 4 byte-aligned. 

Host must write this register before executing 
ENC_SEQ_INIT command 

Temporary buffer 4 is used when FMO option is 
enabled in H.264 encoder. The size of this buffer must 
be given by (32 KB * FmoSliceNr). For example, if the 
number of slice group is 8, this buffer size should be 
32x8 KB. 


ENC SEQ 1 
NIT 


RET_ENC_SEQ_SUCCESS (0x1 CO) 


Bit 


Name 


Type 


Function 


Command 


0 


RetStatus 


R 


0 - ENC_SEQ_INIT command executed with error 

1 - ENC_SEQ_INIT command executed successfully. 


ENC SEQ 1 
NIT 
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CMD_DEC_PIC_ROT_MODE (0x180) 



Bit 


Name 


Type 


Function 


Command 


3:0 


PostRotMode 


R/W 


Post rotation mode 

PostRotMode[3:0] = {HorMir, VerMir, RotAng[1 :0]} 
HorMir : Horizontal mirroring 
VerMir : Vertical mirroring 
RotAng[1 :0] 

0 : 0 degree counterclockwise rotate 

1 : 90 degree counterclockwise rotate 

2 : 180 degree counterclockwise rotate 

3 : 270 degree counterclockwise rotate 

If this field is 4'bOOOO, post rotation is enabled but just 
copy the decoded image 


DEC PIC 
RUN 


4 


PostRotEn 


R/W 


Post rotation enable 

If this field is "1", the rotated image is stored to 
DecPicRotAddrY, DecPicRotAddrCb, DecPicRotAddrCr 
address addition to decoded image store for future 
reference. 

If this field is "0", the post rotation is disabled and 
PostRotMode field is ignored. 





CMD_DEC_PIC_ROT_ADDR_Y (0x184) 



Bit 


Name 


Type 


Function 


Command 


31:0 


DecRotAddrY 


R/W 


Rotated display frame address of luminance 

If PostRotEn field is "1", the rotated image is 
stored to this address 

In VC-1 mode, this register is not used. The 
rotated output will be one of the frames which 
previously allocated by 
RET_DEC_SEQ_FRAME_NEED(0x1 CC). 


DEC PIC 
RUN 



CMD_DEC_PIC_ROT_ADDR_CB (0x188) 



Bit 


Name 


Type 


Function 


Command 


31:0 


DecRotAddrCb 


R/W 


Rotated display frame address of Cb 

In VC-1 mode, this register is not used. The rotated 
output will be one of the frames which previously 
allocated by 

RET_DEC_SEQ_FRAME_NEED(0x1 CC). 


DEC PIC 
RUN 
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CMD_DEC_PIC_ROT_ADDR_CR (0x1 8C) 



Bit 


Name 


Type 


Function 


Command 


31:0 


DecRotAddrCr 


R/W 


Rotated display frame address of Cr 

In VC-1 mode, this register is not used. The rotated 
output will be one of the frames which previously 
allocated by RET_DEC_SEQ_FRAME_NEED(0x1CC). 


DEC PIC 
RUN 


CMD_DEC_PIC_DBK_ADDR_Y (0x190) 


Bit 


Name 


Type 


Function 


Command 


31:0 


DecDbkAddrY 


R/W 


Deblocked display frame address of luminance 

If Mp4DbkOn field is "1", the deblocked image is stored 
to this address 


DEC PIC 
RUN 



CMD_DEC_PIC_DBK_ADDR_CB (0x194) 



Bit 


Name 


Type 


Function 


Command 


31:0 


DecDbkAddrCb 


R/W 


Deblocked display frame address of Cb 


DEC_PIC_RUN 



CMD_DEC_PIC_DBK_ADDR_CR (0x198) 



Bit 


Name 


Type 


Function 


Command 


31:0 


DecDbkAddrCr 


R/W 


Deblocked display frame address of Cr 


DEC_PIC_RUN 


CMD_DEC_PIC_ROT_STRIDE (0x1 9C) 


Bit 


Name 


Type 


Function 


Command 


10:0 


DecRotStride 


R/W 


Rotated display frame Stride 


DEC_PIC_RUN 



CMD_DEC_PIC_CHUNK_SIZE (0x1 A8) 



Bit 


Name 


Type 


Function 


Command 


31:0 


DecPicChunkSize 


R/W 


Byte size of picture stream data 

This value will be only valid in file-play mode, and it will 
be used as size of stream data when BIT processor 
update write pointer of picture stream buffer. 


DEC PIC 
RUN 
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CMD_DEC_PIC_BB_START (0x1 AC) 



Bit 


Name 


Type 


Function 


Command 


31:0 


DecPicBitBufStart 


R/W 


4-byte aligned byte address of the decoder input 
picture stream buffer 

This value will only be valid if decoder dynamic buffer 
allocation option is enabled as well as file-play mode 
option. In this case, this address will be used as the 
start address of the bitstream data when BIT 
processor update write pointer of picture stream 
buffer. 


DEC PIC 
RUN 



CMD_DEC_PIC_START_BYTE (0x180) 



Bit 


Name 


Type 


Function 


Command 


1:0 


DecPicValidByteStart 


R/W 


Byte Address of valid bitstream in input picture 
stream buffer 


DEC PIC 
RUN 



RET_DEC_PIC_FRAME_NUM (0x1 CO) 



Bit 


Name 


Type 


Function 


Command 


15:0 


DecFrameNum 


R/W 


Decoded frame number. 

After BIT decodes one frame, BIT increase frame 
number and then stores frame number to this register. 


DEC PIC 
RUN 



RET_DEC_PIC_IDX (0x1 C4) 



Bit 


Name 


Type 


Function 


Command 


15:0 


DecPicldx 


R/W 


Display frame index 

After BIT decodes one frame, BIT return display frame 
index to this register. 

The frame index is the index of array of frame buffer 
address that host informs by SET_FRAME_BUF command 
If BIT return -1 (OxFFFF), it means that all pictures of given 
bitstream have already been decoded. For example, if host 
has given a bitstream containing 20 pictures, host will get -1 
value from 21th PICTURE_RUN. 

In file play mode, BIT return -3(0xFFFD) when BIT does not 
have a picture to be displayed. For example, BIT does not 
have a picture to be displayed before decodes maximum 16 
pictures when BIT decodes H.264 stream with reorderEn bit 
enable. And BIT may not have picture to be displayed 
before decodes 2 picture when BIT decodes VC-1 streams 
which have B-frames. 


DEC PIC 
RUN 
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RET_DEC_PIC_ERR_MB_NUM (0x1 C8) 



Bit 


Name 


Type 


Function 


Command 


15:0 


ErrMbNum 


R/W 


Error MB number in current decoded picture 
If BIT recognizes the stream error, BIT performs error 
concealment in MB basis and returns concealed MB 
number in whole picture. 

If this value is "0", the frame is decoded with no error. 


DEC PIC 
RUN 



RET_DEC_PIC_TYPE (0x1 CC) 



Bit 


Name 


Type 


Function 


Command 


0 


DecPicType 


R/W 


The picture type of current decoded picture. 

0 - 1 (Intra) picture 

1 - P (Inter) picture. 


DEC PIC 
RUN 



RET_DEC_PIC_SUCCESS (0x1 D8) 



Bit 


Name 


Type 


Function 


Command 


0 


RetStatus 


R 


0 - DEC_PIC_RUN command executed with error 

1 - DEC_PIC_RUN command executed successfully. 


DEC PIC 
RUN 


1 


Invalid PPS 


R 


Invalid PPS 

This bit is set when there is no valid PPS in given stream. This 
bit is set only in file play mode and valid when RetStatus bit is 
0. 





RET_DEC_PIC_CUR_IDX (0x1 DC) 



Bit 


Name 


Type 


Function 


Command 


15:0 


DecodedPicldx 


R/W 


Decoded frame index 

After BIT decodes one frame, BIT return decoded 

frame index to this register. 

The frame index is the index of array of frame 

buffer address that host informs by 

SET_FRAME_BUF command. 

BIT returns -1 (OxFFFF), if BIT doesn't decode 

picture at this picture run command. 


DEC PIC 
RUN 



CMD_ENC_PIC_SRC_ADDR_Y (0x180) 



Bit 


Name 


Type 


Function 


Command 


31:0 


SrcAddrY 


R/W 


Encoding source frame address of luminance 
Host must write this register before executing 
ENC_PIC_RUN command 

Host must set SDRAM frame buffer start address to this 
register before every encoding picture 


ENC PIC 
RUN 



^^^^^^ 
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CMD_ENC_PIC_SRC_ADDR_CB (0x184) 



Bit 


Name 


Type 


Function 


Command 


31:0 


SrcAddrCb 


R/W 


Encoding source frame address of Cb 


ENC_PIC_RUN 


CMD_ENC_PIC_SRC_ADDR_CR (0x188) 


Bit 


Name 


Type 


Function 


Command 


31:0 


SrcAddrCr 


R/W 


Encoding source frame address of Or 


ENC_PIC_RUN 
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CMD_ENC_PIC_QS (0x1 8C) 



Bit 


Name 


Type 


Function 


Command 


31:0 


PictureQs 


R/W 


Picture quantized step parameter for encoding process. 

In MPEG4/H.263 mode, allowed range is 1 to 31. 

In H.264 mode, allowed range is 0 to 51 . 

If rate control is enabled, this register is ignored. 

If rate control is disabled, BIT encodes whole MBs in current 
picture with this value. 

Host may apply its own picture-level rate control algorithm by 
regulating this value picture-by-picture basis. 


ENC PIC 
RUN 



CMD_ENC_PIC_ROT_MODE (0x190) 



Bit 


Name 


Type 


Function 


Command 


3:0 


PreRotMode 


R/W 


Pre-rotation mode 

PreRotMode[3:0] = {HorMir, VerMir, RotAng[1 :0]} 
HorMir : Horizontal mirroring 
VerMir : Vertical mirroring 
RotAng[1 :0] 
0 : 0 degree counterclockwise rotate 

1 : 90 degree counterclockwise rotate 

2 : 180 degree counterclockwise rotate 

3 : 270 degree counterclockwise rotate 

If this field is 4'bOOOO, pre-rotation is disabled. 


ENC PIC 
RUN 


4 


PreRotEn 


R/W 


Pre-rotation enable 

If this field is "1", the source image is rotated prior to 
encoding. 

If this field is "0", the pre-rotation is disabled and 
PreRotMode field is ignored. 
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CMD_ENC_PIC_OPTION (0x194) 



Bit 


Name 


Type 


Function 


Command 


0 


PicSkipEn 


R/W 


Picture skip flag 

If this field is "1 ", EncSrcAddrY, EncSrcAddrCb, EncSrcAddrCr 
are ignorea ana one SKippea piciure is encoaea. in inai case, 
the reconstructed image at decoder side is a copy of previous 
picture The skipped picture is encoded as P type (Inter) picture 
regardless of [EncGopNum]. 

Host may set this field as "1 " when next source frame to be 
encoded is not available 

For example of encoding frame rate 5 Hz case, if camera output 
is not available at 4th picture, host must set ENC_PIC_RUN 
command 5 times during one seconds and set PicSkipEn flag 
"0, 0, 0, 1,0" 


ENG PIG 
RUN 


1 


IdrPic 


R/W 


If this field is "1 ", the source image is encoded as 
IDR(lnstantaneous Decoding Refresh) picture at H.264 or 
l(lntra) picture at MPEG-4/H.263 regardless of [EncGopNum] 
value 

The IDR picture is l(lntra) picture with zero frame_num value 
and all of decoding status(ex. reference picture list) are reset. 

The first frame in bit stream is encoded IDR picture 
automatically. 

After encoding IDR picture, 1 picture period calculation is reset 
to initial state. For example, if host set [IdrPic] flag set 18th 
frame and [EncGopNum] is 15, encoded picture types are 

1st frame : 1 (IDR - automatically) 
2nd frame : P 

14th frame : P 
1 5th frame : 1 
1 6th frame : P 
1 7th frame : P 

1 oil 1 IICllllU . 1 ^IL-Ti — otJl Uy IIUoL^ 

1 9th frame : P 

32nd frame : 1 
33rd frame : P 

In MPEG-4/H.263 case, l(lntra) picture is sufficient for decoder 
refresh 

Host must set this filed as "1 " periodically for inserting decoder 
refresh point in encoded bit stream. 





CMD_ENC_PIC_BB_START (0x198) 



Bit 


Name 


Type 


Function 


Command 
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15:0 


EncPicBitBu 
fStart 


R/W 


Byte address of the encoder output picture stream buffer 

This value will only be valid if encoder dynamic buffer 
allocation option is enabled as well as stream buffer reset 
option. In this case, this address will be used as the start 
address of the bitstream data. 


ENC PIC 
RUN 


CMD_ENC_PIC_BB_SIZE (0x1 9C) 


Bit 


Name 


Type 


Function 


Command 


15:0 


EncPicBitBu 
fSize 


R/W 


Byte size of encoded picture stream buffer 

This value will only be valid if encoder dynamic buffer 
allocation option is enabled as well as stream buffer reset 
option. In this case, it will be used as the pointer of the end of 
picture stream. 


ENC PIC 
RUN 
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RET_ENC_PIC_FRAME_NUM (0x1 CO) 



Bit 


Name 


Type 


Function 


Command 


15:0 


EncFrameNum 


R/W 


Encoded frame number. 

After BIT encodes one frame, BIT increase frame 
number and then stores frame number to this register. 


ENC PIC 
RUN 



RET_ENC_PIC_TYPE (0x1 C4) 



Bit 


Name 


Type 


Function 


Command 


0 


EncPicType 


R/W 


The picture type of current encoded picture. 

0 - 1 (Intra) picture 

1 - P (Inter) picture. 


ENC PIC 
RUN 



RET_ENC_PIC_IDX (0x1 C8) 



Bit 


Name 


Type 


Function 


Command 


15:0 


RecPicldx 


R/W 


Reconstructed frame index 

After BIT encodes one frame, BIT return reconstructed frame 
index to this register 

Reconstructed frame is used for reference of future frame 


ENC PIC 
RUN 


RET_ENC_PIC_SLICE_NUM (0x1 CC) 


Bit 


Name 


Type 


Function 


Command 


14:0 


EncSliceNum 


R/W 


If [SlicelnfoReport] flag in CMD_ENC_SEQ_OPTION 
register, BIT returns encoded slice number to this register. 

The encoded slice end position of every slice is stored to 
SDRAM. 


ENC PIC 
RUN 


RET_ENC_PIC_FLAG (0x1 DO) 


Bit 


Name 


Type 


Function 


Command 


0 


BitstreamBuff 
erWrapAroun 
ded 


R/W 


This bit is set if BitstreamBuffer wrptr is wrap arounded in 
reset mode. If this bit set, bitstream generated might be 
crashed. 


ENC PIC 
RUN 
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CMD_SET_FRAME_BUF_NUM (0x180) 



Bit 


Name 


Type 


Function 


Command 


4:0 


FrameBufNum 


R/W 


Number of frames used for reference or output reodering. 

This value must be equal or greater than [FrameBufNeed] 
in RET_DEC_SEQ_FRAME_NEED register at decoding 
case and "2" at encoding case 

Host must set the associated frame buffer SDRAM 
address (Y, Cb, Cr) to SDRAM buffer of address 
[ParaBufAddr] 


SET FRAM 
E_BUF 
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CMD_SET_FRAME_BUF_STRIDE (0x184) 



Bit 


Name 


Type 


Function 


Command 


10:0 


LineStride 


R/W 


Line stride offset of picture frame memory 
Stride number is byte count 


SET FRAIVIE 
_BUF 



CMD_ENC_HEADER_CODE (0x180) 



Bit 


Name 


Type 


Function 


Command 


2:0 


HeaderCode 


R/W 


Encode header code 
In IVIPEG4, 

3'bOOO - VOL lieader 
3'bOOI - VOS lieader 
3'bOIO- VIS header 
In H.264, 

3'bOOO - SPS rbsp 
3'b001 - PPS rbsp 

In H.263, ENC_HEADER command is ignored 


ENC HEAD 
ER 


CMD_ENC_HEADER_BB_START (0x184) 


Bit 


Name 


Type 


Function 


Command 


15:0 


EncHdrBitBufStart 


R/W 


Byte address of the encoder output header syntax 
buffer 

This value will only be valid if encoder dynamic 
buffer allocation option is enabled as well as 
stream buffer reset option. In this case, this 
address will be used as the start address of the 
bitstream data. 


ENC HEAD 
ER 


CMD_ENC_HEADER_BB_SIZE (0x188) 


Bit 


Name 


Type 


Function 


Command 


15:0 


EncHdrBitBufSize 


R/W 


Byte size of encoded header stream buffer 

This value will only be valid if encoder dynamic 
buffer allocation option is enabled as well as 
stream buffer reset option. In this case, it will be 
used as the pointer of the end of picture stream. 


ENC HEAD 
ER 
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CMD_DEC_PARA_SET_TYPE (0x180) 



Bit 


Name 


Type 


Function 


Command 


0 


DecParaSetlype 


R/W 


Parameter set type 

0 - Sequence Parameter Set 

1 - Picture Parameter Set 


DEC PARA 
SET 


CMD_DEC_PARA_SET_SIZE (0x184) 


Bit 


Name 


Type 


Function 


Command 


8:0 


DecParaSetSize 


R/W 


Sequence/Picture parameter set RBSP byte size 
IVIaximum allowed RBSP size is 51 1 byte 


DEC PARA 
SET 


CMD_ENC_PARA_SET_TYPE (0x180) 


Bit 


Name 


Type 


Function 


Command 


0 


EncParaSetlype 


R/W 


Parameter set type 

0 - Sequence Parameter Set 

1 - Picture Parameter Set 


ENC PARA 
SET 
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RET_ENC_PARA_SET_SIZE (0x1 CO) 



Bit 


Name 


Type 


Function 


Command 


8:0 


EncParaSetSize 


R/W 


Encoded Sequence/Picture parameter set RBSP byte 
size 


ENC PARA 
SET 


RET_VER_NUM (0x1 CO) 


Bit 


Name 


Type 


Function 


Command 


31:16 


ProductID 


R/W 


Product ID with 16bit liexacode 


GET_FW_V 


15:0 


VersionID 


R/W 


Version ID with 1 6 bit hexacode 


ERSION 
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JPEG CODEC 



This chapter describes the functions and usage of JPEG CODEC in S3C6410X. 



22.1 OVERVIEW 



JPEG is a commonly used method of compression for photographic images. The name JPEG stands for Joint 
Photographic Experts Group, the name of the committee that created the standard. The JPEG standard 
specifies both the codec, which defines how an image is compressed into a stream of bytes and decompressed 
back into an image, and the file format used to contain that stream. 

The JPEG codec core is composed of control circuit, DCT/quantization, Huffman coder, marker process block, 
and AHB slave interface control as shown in Figure 22-1 . Both input/output image data bus and compressed data 
bus are 8-bits. It has control registers inside. It is possible to set the operation modes, specify the Huffman table 
number and DRI value into these registers. 



22.2 FEATURE 

The JPEG CODEC includes the following features: 

• Compression/decompression up to (4096 x 4096). 

• Encoding Output format : YCbCr4:2:2 or YCbCr4:2:0 

• Decoding Input format : YCbCr4:4:4, YCbCr4:2:2, YCbCr4:2:0 or Gray. 

• Support the compression of memory data in YCbCr4:2:2(interleaving only) or RGB565 format.(lnput raw data) 

• Support the general-purpose color converter. 
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22.3 BLOCK DIAGRAM 



Encoding) 



YUV4:2:2 
RGB565 



Decoding) 



JPG file 
(YUV4:4:4 
YUV4:2:2 
YUV4:2:0 
Gray) 



DCT 
& 

Quantization 




Huffman coder 
& 

marker process 


< ► 






I 










Quantization 
Table 






Huffman 
Table 


< ► 






f 




Control circuit & internal registers & AHB interface 




JPG file 
(YUV4:2:2 
YUV4:2:0) 




YUV4:2:2 



Figure 22-1. JPEG Codec Block Diagram 

22.4 FUNCTIONAL DESCRIPTIONS 

22.4.1 CONTROL CIRCUIT & AHB INTERFACE 

This block sets and initializes the operation mode. It consists of in built registers. It is possible to set the operation 
modes, quantify the Huffman table number and DRI value into these registers. 

22.4.2 DCT/QUANTIZATION 

During encoding, JPEG Codec transforms the 8x8 image data to DCT coefficients. Then the quantization process 
is performed over the DOT coefficients by utilizing the quantization tables. During decoding, dequantization will be 
done and then DOT coefficients will be transformed into the image data. 
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22.4.3 HUFFMAN CODER AND MARKER PROCESS 

Variable-length encoding and decoding are done based on Huffman table. 

22.4.4 QUANTIZATION TABLE 

It is the place to store quantization table. This is the RAM area, where users can allocate. 

22.4.5 HUFFMAN TABLE 

It is the place to store Huffman tables; this is the RAM area where users can allocate 

22.4.6 REGISTER ACCESS 

The registers can be modified: 

1 . After reset, until a new job starts. 
Or 

2. After process completion interruption signal is generated, until a new job starts. 

Other conditions indicate that the core is in the normal operation, therefore no modification is allowed. For some 
registers, either writing or reading is prohibited. 

22.4.7 TABLE ACCESS 

Four Huffman tables (AC & DC, 2 tables each) and four quantizer tables must be configured before compression. 
To set any Quantizer table and Huffman table, the corresponding entry register must be accessed first. Then burst 
write transfers must follow. For better understanding of the burst write transfer, refer to Figure 22-2. The access 
order for each table is shown below. 



1 


2 


3 


4 


5 


6 


7 


8 


9 


10 


11 


12 


13 


14 


15 


16 


17 
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47 


48 
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59 


60 
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62 


63 


64 



Figure 22-2. Access Order in Quantizer Table 
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22.4.8 INTERRUPT SIGNAL 

Interrupt signal will be generated under the following conditions (the register, JPGIRQ, which identifies causes) 

1 . Compression or decompression process for one frame is completed, 

2. JPGIRQ[3] is set high during decompression when the registers storing the image size and sampling factor 
are ready to be read out after the marker analysis. 

For interrupt 1 , the normal process is finished. To clear the pending interrupt request, read the JPGSTS register. 
If there no encoding or decoding error, JPGIRQ will be read as 0x40. 

Canceling the interrupt 2 is also done by reading JPGIRQ. If there is no header parsing error, it will be read as 
0x08. The interrupt 2 indicates that the decompression process is paused. 

3-interrupt signals (which are 'result status, bit stream parsing error and header parsing status) are used to 
distinguish interrupt occurred circumstance. 

22.4.9 INTERRUPT SETTING REGISTER 

This register sets whether the interrupt is allowed or not, when it is ready to decompress an image. To allow the 
interrupt, set JPGIRQS[3] to high, before starting the decompression process. When this interrupt occurs, JPEG 
codec pauses the process and drives JPGSTS[0] high as it is. Cancellation of the interrupt by this register setting 
is done by reading JPGIRQ. 

22.4.10 MARKER PROCESS 

The following markers are generated during compression. 

Table 22-1. Markers at JPEG CODEC 



Marker 


Codes(Hex) 


Description 


SOI 


FFD8 


Start of image 


SOFO 


FFCO 


Baseline DCT 


SOS 


FFDA 


Start of scan 


DOT 


FFDB 


Define quantization table 


DHT 


FFC4 


Define Huffman table 


DRI 


FFDD 


Define restart interval 


RSTm 


FFD0~FFD7 


Restart with module 8 count "m" 


EOl 


FFD9 


End of image 


The markers in Tab 


e 22-1 are subject to process during decompression. The other mariners except S0F1 -SOFF 



and JPG will be ignored. 

22.4.1 BITSTREAM OF COMPRESSED FILE 

The created JPEG Bit Stream is shown below. 



SOI 


DQT 


DRI 


SOFO 


DHT 


SOS 


ECS 


EOl 



Figure 22-3. Bit stream of JPEG file Block Diagram 
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22.5 PROGRAMMER'S MODEL 

Process start command instructs to start the encoding or decoding process of one frame, after setting various 
registers. It is set by writing 0x1 on the SW_JSTART register. Then, the core processing will start and then 
JPGSTS will be high. Operation can't be guaranteed when this command is issued again during processing. Do 
not set like that. 



Table 22-2. Registers that must be configured before start processing 











JPGMOD 


Process mode register 


Essential 


Essential 


JPGQHNO 


Quantization and Huffman table number register 


Essential 




JPGDRI 


Reset interval registers 


Essential 


-- 


JPGY 


Vertical size register 


Essential 




JPGX 


Horizontal size register 


Essential 




QTBLO 


Quantizer tableO entry register. 


Essential 




QTBL1 


Quantizer tablel entry register 


Essential 




QTBL2 


Quantizer table2 entry register 


Essential 




QTBL3 


Quantizer tables entry register 


Essential 




HDTBLO, 
HDGTBLGO 


DC Huffman tableO entry register 


Essential 




HACTBLO, 
HAGTBLGO 


AC Huffman tableO entry register 


Essential 




HDGTBL1, 
HDCTBLG1 


DC Huffman tablel entry register 


Essential 




HACTBL1 , 
HACTBLG1 


AC Huffman tablel entry register 


Essential 





NOTE: "Essential" means that the each register has to be configured. 



The contents of any register in Table 22-2 will not be changed unless they are written again or they are reset 
Therefore it is possible to process the next frame by only performing the process start command, after a frame 
process is completed. It is restarted by writing 0x1 on the SW_JSTART register. 
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22.6 JPEC CODEC PROGRAMMING GUIDE 

JPEG engine has its own internal pending flag that is cleared by reading a JPGIRQ by software. 
If all processes are finished, read JPGSTS to clear all internal interrupt pending flags. 

22.6.1 BASIC JPEG ENCODING SEQUENCE 



Encoding 
Start 



Set JPGMOD 



Set JPGDRI 



Set JPGGHNO 



Set 

JPGY & JPGX 



Set 
COEFFx 



Set 
QTABLE 



Set 
HTABLE 



Set 

IMG ADDRx 



Set 

HUF ADDRx 



Set 
MISC 



Set 

SW JSTART 




Figure 22-4. Example flow chart of basic encoding 

Take the following steps for basic JPEG encoding: 

1 . Set the process mode to encoding process and sub-sampling mode in JPGMOD. 

2. Set the MCU and RST marker register JPGDRI. 

3. Set the Q and H table number register JPGGHNO. 

4. Set the JPGY and JPGX registers. 

5. Set the Coefficient register C0EFF1, C0EFF2, C0EFF3 for color space conversion. 

6. Set the QTABLE and HTABLE. 

7. Set the source image data of 1 st frame Address register IMG_ADDRO. 

8. Set the destination JPEG file Address register HUFADDRO. 

9. Set the Miscellaneous register MISC 

1 0. Set the SW_JSTART to high. 

1 1 . You must read JPGIRQ and JPGSTS registers to clear internal pended IRQs. 



22-6 



^^^^^^ 



ELECTRONICS 



6410X_UM 



JPEG CODEC 



22.6.2 JPEG DECODING SEQUENCE 



r' start 
VDecoding proc, 





r 


Set JPGMOD 


J 









Set 

IMG ADDRx 



Set 

HUF ADDRx 



Set 
MISC 



Set 

SW JSTART 




Read JPGIRQ 



Set 

SW JRSTART 




Read JPGSTS 




/Encoding proc^ 
V Finished 



Figure 22-5. Example flow chart of software controlled decoding 

Take the following steps for software controlled JPEG decoding: 

1 . Set the process mode to decoding process in JPGMOD 

2. Set the destination address of 1st decoded image data IMG_ADDRO. 

3. Set the source address of 1 st JPEG file HUFADDRO. 

4. Set the Miscellaneous register MISC (set MODE_SEL to 0x1 or 0x2). 

5. Set the SW_JSTART to high. 

6. If HP IRQ is high and ERR IRQ is low , read JPGIRQ register to clear internal pended IRQ. 

7. Set the SW_JRSTART to high. 

8. If MAIN IRQ is high and ERR IRQ is low , read frame size (in byte) from JPGCNT register 

9. You must read JPGIRQ and JPGSTS registers to clear internal pended IRQs. 
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22.7 JPEC CODEC SPECIAL REGISTERS 

Table 22-3. Register summary of JPEG Codec 



Register 


Address 


R/W 


Description 


Reset Value 


JPGMOD 


0x78800000 


R/W 


Process mode register. 


0x00000000 


JPGSTS 


0x78800004 


R 


Operation status registers. 


0x00000000 


1 1 1 K 1 

JPGQHNO 


0x78800008 


R/W 


Quantization table number register and Huffman 
table number register. 


0x00000000 


JPGDRI 


0x7880000c 


R/W 


MCU, which inserts RST marker. 


0x00000000 


JPGY 


0x78800010 


R/W 


Vertical resolution. 


0x00000000 


JPGX 


0x78800014 


R/W 


Horizontal resolution 


0x00000000 


JPGCNT 


0x78800018 


R 


The amount of the compressed data in bytes 




JPGIRQS 


0x7880001 C 


R/W 


Interrupt setting register 


0x00000000 


JPGIRQ 


0x78800020 


R 


Interrupt status register 


- 


QTBLO 


0x78800400 
~ 0X788004FC 


w 


8-bit Quantization of table number 0 (64 data 
with the distance of 4 on address) 




QTBL1 


0x78800500 
~ 0X788005FC 


w 


8-bit Quantization of table number 1 (64 data 
with the distance of 4 on address) 




QTBL2 


0x78800600 
~ 0X788006FC 


1 A 1 

w 


8-bit Quantization of table number 2 (64 data 
with the distance of 4 on address) 




QTBL3 


0x78800700 
UX/ooUU/ rU 


w 


8-bit Quantization of table number 3 (64 data 
with thp di^^tanrp of 4 on addrp*^*^^ 

will 1 LI IW V^IOLCll IVy^ \Jl ~ \Jl 1 dv^v^l ^OOy 




HDGTBLO 


0x78800800 
~ 0X7880083C 


w 


The number of code per code length (16 data 
with the distance of 4 on address) 




HDGTBLGO 


0x78800840 
~ 0X7880086C 


w 


Group number of the order for occurrence (1 2 
data with the distance of 4 on address) 




HACTBLO 


0x78800880 
~ 0X788008BC 


w 


The number of code per code length (16 data 
with the distance of 4 on address) 




HACTBLGO 


0x788008C0 
~ 0X78800B44 


w 


Group number of the order for occurrence/Group 
number (1 62 data with the distance of 4 on 
address) 
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Register 


Address 


R/W 


Description 


Reset Value 


HDCTBL1 


0X78800C00 
~ 0X78800C3C 


W 


1 1 MUM lUUI Ul L/UUU |JUI L/UUU lUI ly LI 1 ^ 1 Q UClLcl 

with the distance of 4 on address) 
8-bits register 


- 




0X78800C40 
~ 0X78800C6C 


\A/ 
W 


Group number of the order for occurrence (1 2 

Hata with tho Hictanf^o nf A nn j^rlHr^^QQ^ 
UdLd Willi 11 IC UloLdl lUU Ul H- Ul 1 ClUUIUooy 

8-hitQ rpniQtpr 




HACTBL1 


0X78800C80 
~ 0X78800C8C 


w 


Thp niimhpr of roHp npr roHp Ipnnth MR Hatp 

with the distance of 4 on address) 
8-bits register 




HACTBLG1 


0X78800CC0 
~ 0X78800F44 


w 


Group number of the order for occurrence 
/Group number (1 62 data with the distance of 4 
on address) 

8-bits register 




IML:i_AUUHU 


UX/ooUl UUU 


D AA/ 

H/VV 


Source or destination image address 0 


UXUUUUUUUU 


MVIL:i_AUUri1 


UX/ ooUl UU4 


n/ Vv 


oource or aestination image aaaress i 


UXUUUUUUUU 


l-ll IFAnnRO 


UX/ ooU 1 UUo 


ri/ Vv 


oource or aesiinaiion jr iiie aaaress u 


UXUUUUUUUU 


HI JFADDRI 


0x78801 OOn 


R/W 
n/ V V 


^oiirpp or HpQtinption .IPF(^ filp pHHtpqq 1 
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OyOOOOOOOO 


SW_JSTART 


0x78801010 


R/W 


Start JPEG process 


0x00000000 


SW_JRSTART 


0x78801014 


R/W 


Restart JPEG process 


0x00000000 


SW_RESET_CON 


0x78801018 


R/W 


SW Reset JPEG 


0x00000001 


C0EF1 


0x78801020 


R/W 


Coefficient values for RGB ^ YObOr converter 


0x00000000 


C0EF2 


0x78801024 


R/W 


Coefficient values for RGB ^ YCbCr converter 


0x00000000 


C0EF3 


0x78801028 


R/W 


Coefficient values for RGB ^ YCbCr converter 


0x00000000 


MISC 


0x78801020 


R/W 


Miscellaneous 


0x00000000 
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22.7.1 JPGMOD 



Register 


Address 


Description 


Reset Value 


JPGMOD 


0x78800000 


Process mode register. 


0x00000000 



JPGMOD 


Bit 


R/W 


Description 


Reserved 


[31:4] 




Reserved 


Process_Mode 


[3] 


R/W 


Process mode. 

0: Encoding Process. 

1 : Decoding Process. 








Sub sampling Mode 

During decoding process, this is reading only. And it means following 
as 


Sub_sampling 
_Mode 


[2:0] 


R/W 


0x0: chroma 4:4:4 format 

0x1 : chroma 4:2:2 format. 

0x2: chroma 4:2:0 format 

0x3: Gray format (single component) 

Others are prohibited. 

During encoding process, this is readable and writable. And it only 
supports following as, 

0x1 : chroma 4:2:2 format. 
0x2: chroma 4:2:0 format 
Others are prohibited. 



22.7.2 JPGSTS 



Register 


Address 


Description 


Reset Value 


JPGSTS 


0x78800004 


Operation status registers. 


0x00000000 



JPGSTS 


Bit 


R/W 


Description 


Reserved 


[31:1] 




Reserved 


Status 


[0] 


R 


Process mode. It is low (or '0') while JPEG engine is running. 
Otherwise, it is high (or '1') whether operation has normally finished or 
errors have occurred. 
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22.7.3 JPGQHNO 



Register 


Address 


Description 


Reset Value 


JPGQHNO 


0x78800008 


Quantization table number register and Huffman table 
number register. 


0x00000000 



JPGQHNO 


Bit 


R/W 


Description 


Reserved 


[31:14] 




Reserved 


Q_table_num3 


[13:12] 


R/W 


Quantization table number for the 3rd color component. 


Q_table_num2 


[11:10] 


R/W 


Quantization table number for the 2nd color component 


Q_table_num1 


[9:8] 


R/W 


Quantization table number for the 1st color component. 


Reserved 


[7:6] 


R/W 


Reserved. 


H_table_num3_ac 


[5] 


R/W 


Huffman table number for the 3rd color component AC. 


H_table_num3_dc 


[4] 


R/W 


Huffman table number for the 3rd color component DC. 


H_table_num2_ac 


[3] 


R/W 


Huffman table number for the 2nd color component AC. 


H_table_num2_dc 


[2] 


R/W 


Huffman table number for the 2nd color component DC. 


H_table_num1_ac 


[1] 


R/W 


Huffman table number for the 1 st color component AC. 


H_table_num1_dc 


[0] 


R/W 


Huffman table number for the 1st color component DC. 



NOTE: When Gray mode, let the 1st to 3rd color components have the same value. (Both Quantization tables number and 
Huffman table number). There are three Q table and each of three ac/dc table. The table is selected when it is high. 
The first of all table is automatically updated by JPEG stream while decoding is running. 



22.7.4 JPGDRI 



Register 


Address 


Description 


Reset Value 


JPGDRI 


0X7880000C 


MCU, which inserts RST marker. 


0x00000000 



JPGDRI 


Bit 


R/W 


Description 


Reserved 


[31:16] 




Reserved 


Restart_lnterval 


[15:0] 


R/W 


It is the reset interval that identifies the distance between two adjacent 
RST markers in terms of MCU 



NOTE: It is valid only in compression. When JPGDRI is set zero, DRI and RST markers will not be inserted 



ELECTRONICS 



22-11 



JPEG CODEC 



6410X_UM 



22.7.5 JPGY 



Register 


Address 


Description 


Reset Vaiue 


JPGY 


0x78800010 


Vertical resolution. 


0x00000000 




JPGY 


Bit 


R/W 


Description 


Reserved 


[31:16] 




Reserved 


VSIZE 


[15:0] 


R/W 


It defines the image size value in the vertical direction. It is only valid 
during encoding mode. 

Note : It has limitation of MCU size. Refer to application note. 


22.7.6 JPGX 


Register 


Address 


Description 


Reset Value 


JPGX 


0x78800014 


Horizontal resolution 


0x00000000 



JPGX 


Bit 


R/W 


Description 


Reserved 


[31:16] 




Reserved 


HSIZE 


[15:0] 


R/W 


It defines the image size value in the horizontal direction. It is only valid 
during encoding mode. 

Note : It has limitation of MCU size. Refer to application note. 


22.7.7 JPGCNT 


Register 


Address 


Description 


Reset Vaiue 


JPGCNT 


0x78800018 


The amount of the compressed data in bytes 


0x00000000 




JPGCNT 


Bit 


R/W 


Description 


Reserved 


[31 :24] 




Reserved 


B_COUNT 


[23:0] 


R 


It defines the byte of compressed data count in the width of 24 bits. 
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22.7.8 JPGIRQS 



Register 


Address 


Description 


Reset Value 


JPGIRQS 


0x78800010 


Interrupt setting register 


0x00000000 




JPGIRQS 


Bit 


R/W 


Description 


Reserved 


[31:4] 




Reserved 


lrq_enable 


[3] 


R/W 


Interrupt enable control. 

0: Disable to read the image size and sampling factor value in the 
result of compressed data analysis during decompression. 
1 : Enable to read the image size and sampling factor value in the result 
of compressed data analysis during decompression. 


lrq_control 


[2:0] 


R/W 


Write 0x0 to set interrupt. 


22.7.9 JPGIRQ 


Register 


Address 


Description 


Reset Value 


JPGIRQ 


0x78800020 


Interrupt status register 


0x00000000 



JPGIRQ 


Bit 


R/W 


Description 


Reserved 


[31:7] 




Reserved 








Result status. 


Result_status 


[6] 


R 


0: The processing was finished abnormally. 
1 : The processing was done normally. 


Reserved 


[5] 




Reserved 








Bitstream error status. Valid during Decompression only. 


Bitstre_err_status 


[4] 


R 


0: There is no syntax error on the compressed file. 
1 : There is syntax error on the compressed file. 








Header status. Valid during Decompression only. 


Header_status 


[3] 


R 


0: Image size and sampling factor value cannot be read. 
1 : Image size and sampling factor value can be read. 


Reserved 


[2:0] 




Reserved 



NOTE: The value of this register will be clear after reading. 
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22.7.10 QTBLO 



Register 


Address 


Description 


Reset Value 


QTBLO 


0x78800400 - 
0X788004FC 


8-bit Quantization of table number 0 (64 data with the 
distance of 4 on address) 





QTBLO 


Bit 


R/W 


Description 


Reserved 


[31:8] 




Reserved 


Q_valO 


[7:0] 


W 


It defines the quantizer table 0. The user must write some value in this. 



NOTE: Address offset is increased as 0x04(word addressing). 



22.7.11 QTBL1 



Register 


Address 


Description 


Reset Value 


QTBL1 


0x78800500 - 
0X788005FC 


8-bit Quantization of table number 1 (64 data with the 
distance of 4 on address) 





QTBL1 


Bit 


R/W 


Description 


Reserved 


[31:8] 




Reserved 


Q_val1 


[7:0] 


W 


It defines the quantizer table 1 . The user must write some value in this. 



NOTE: Address offset is increased as 0x04(word addressing). 



22.7.12 QTBL2 



Register 


Address 


Description 


Reset Value 


QTBL2 


0x78800600 - 
0X788006FC 


8-bit Quantization of table number 2 (64 data with the 
distance of 4 on address) 





QTBL2 


Bit 


R/W 


Description 


Reserved 


[31:8] 




Reserved 


Q_val2 


[7:0] 


W 


It defines the quantizer table 2. The user must write some value in this. 



NOTE: Address offset is increased as 0x04(word addressing). 
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22.7.13 QTBL3 



Register 


Address 


Description 


Reset Value 


QTBL3 


0x78800700 - 
0X788007FC 


8-bit Quantization of table number 3 (64 data with the 
distance of 4 on address) 





QTBL3 


Bit 


R/W 


Description 


Reserved 


[31:8] 




Reserved 


Q_val3 


[7:0] 


W 


It defines the quantizer table 3. The user must write some value in this. 



NOTE: Address offset is increased as 0x04(word addressing). 



22.7.14 HDCTBLO 



Register 


Address 


Description 


Reset Value 


HDCTBLO 


0x78800800 - 
0X7880083C 


The number of code per code length (1 6 data with the 
distance of 4 on address) 





HDCTBLO 


Bit 


R/W 


Description 


Reserved 


[31:8] 




Reserved 


H_DC_valO 


[7:0] 


W 


It defines the number of code per code length in DC Huffman table 0. The 
user must write some value in this. 



NOTE: Address offset is increased as 0x04(word addressing). 



22.7.15 HDCTBLGO 



Register 


Address 


Description 


Reset Value 


HDCTBLGO 


0x78800840 - 
0X7880086C 


Group number of the order for occurrence (12 data with 
the distance of 4 on address) 





HDCTBLGO 


Bit 


R/W 


Description 


Reserved 


[31:8] 




Reserved 


H_DC_G_valO 


[7:0] 


W 


It defines the group number of the order for occurrence in DC Huffman 
table 0. The user must write some value in this. 



NOTE: Address offset is increased as 0x04(word addressing). 



ELECTRONICS 



22-15 



JPEG CODEC 



6410X_UM 



22.7.16 HACTBLO 



Register 


Address 


Description 


Reset Value 


HACTBLO 


0x78800880 - 
0X788008BC 


The number of code per code length (1 6 data with the 
distance of 4 on address) 





HACTBLO 


Bit 


R/W 


Description 


Reserved 


[31:8] 




Reserved 


H_AC_valO 


[7:0] 


W 


It defines the number of code per code length in AC Huffman table 0. The 
user must write some value in this. 



NOTE: Address offset is increased as 0x04(word addressing). 
22.7.17 HACTBLGO 



Register 


Address 


Description 


Reset Value 


HACTBLGO 


0X788008C0 - 
0x78800644 


Group number of the order for occurrence/Group number 
(1 62 data with the distance of 4 on address) 






HACTBLGO 


Bit 


R/W 


Description 


Reserved 


[31:8] 




Reserved 


H_AC_G_valO 


[7:0] 


W 


It defines the group number of the order for occurrence in AC Huffman 
table 0. The user must write some value in this. 


NOTE: Address offset is increased as 0x04(word addressing). 
22.7.18 HDCTBL1 


Register 


Address 


Description 


Reset Value 


HDCTBL1 


0X78800C00 - 
0X78800C3C 


The number of code per code length (1 6 data with the 
distance of 4 on address) 8-bits register 





HDCTBL1 


Bit 


R/W 


Description 


Reserved 


[31:8] 




Reserved 


H_DC_val1 


[7:0] 


W 


It defines the number of code per code length in DC Huffman table 1 . 
The user must write some value in this. 



NOTE: Address offset is increased as 0x04(word addressing). 
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22.7.19 HDCTBLG1 



Register 


Address 


Description 


Reset Value 


HDCTBLG1 


0X78800C40 - 
0X78800C6C 


Group number of the order for occurrence (1 2 data with 
the distance of 4 on address) 8-bits register 






HDCTBLG1 


Bit 


R/W 


Description 


Reserved 


[31:8] 




Reserved 


H_DC_G_val1 


[7:0] 


W 


It defines the group number of the order for occurrence in DC Huffman 
table 1 . The user must write some value in this. 


NOTE: Address offset is increased as 0x04(word addressing). 
22.7.20 HACTBL1 


Register 


Address 


Description 


Reset Value 


HACTBL1 


0X78800C80 - 
0X78800CBC 


The number of code per code length (1 6 data with the 
distance of 4 on address) 8-bits register 





HDCTBL1 


Bit 


R/W 


Description 


Reserved 


[31:8] 




Reserved 


H_AG_val1 


[7:0] 


W 


It defines the number of code per code length in AC Huffman table 1 . 
The user must write some value in this. 



NOTE: Address offset is increased as 0x04(word addressing). 
22.7.21 HACTBLG1 



Register 


Address 


Description 


Reset Value 


HACTBLG1 


0X78800CC0 - 
0X78800F44 


Group number of the order for occurrence /Group number 
(1 62 data with the distance of 4 on address) 
8-bits register 





HDCTBLG1 


Bit 


R/W 


Description 


Reserved 


[31:8] 




Reserved 


H_AG_G_val1 


[7:0] 


W 


It defines the group number of the order for occurrence in AC Huffman 
table 1 . The user must write some value in this. 



NOTE: Address offset is increased as 0x04(word addressing). 
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22.7.22 IMGADDRO 



Register 


Address 


Description 


Reset Value 


IMGADDRO 


0x78801000 


Source or destination image address 0 


OxOOOO_0000 



IMGADDRO 


Bit 


R/W 


Description 


lmage_addrO 


[31:0] 


R/W 


Source or destination Image address 0 

It is source during encoding. Otherwise, it is destination during 

decoding 



22.7.23 IMGADDR1 



Register 


Address 


Description 


Reset Value 


IMGADDR1 


0x78801004 


Source or destination image address 1 


OxOOOO_0000 



IMGADDR1 


Bit 


R/W 


Description 


Image_addr1 


[31:0] 


R/W 


Source or destination Image address 1 

It is source during encoding. Otherwise, it is destination during 

decoding 



IMGADDRO and IMGADDR1 are the start address of an image data. The data before compression are read from 
this address on encode mode, and decompressed data are stored from this address. It is needed when MISC[7:5] 
is 0x1 or 0x2. 

If process (encoding or decoding) is ended, IMG_ADDRO or IMG_ADDR1 are swapped. 
22.7.24 HUFADDRO 



Register 


Address 


Description 


Reset Value 


HUFADDRO 


0x78801008 


Source or destination JPEG file address 0 


OxOOOO_0000 



HUFADDRO 


Bit 


R/W 


Description 


HufLaddrO 


[31:0] 


R/W 


Source or destination JPEG file address 0. 

It is source during decoding. Otherwise, it is destination during 
encoding 



22-18 



ELECTRONICS 



6410X_UM 



JPEG CODEC 



22.7.25 HUFADDR1 



Register 


Address 


Description 


Reset Value 


HUFADDR1 


0x78801 OOC 


Source or destination JPEG file address 1 


OxOOOO_0000 



HUFADDR1 


Bit 


R/W 


Description 


Huff_addr1 


[31:0] 


R/W 


Source or destination JPEG file address 1 

It is source during decoding. Otherwise, it is destination during 

encoding 



HUFADDRO and HUFADDR1 are the start address for JPEG data. Both encode mode and decode mode, JPEG 
data are stored or read from this address. 

If process (encoding or decoding) is ended, HUFADDRO or HUFADDR1 are swapped. 
22.7.26 SW JSTART 



Register 


Address 


Description 


Reset Value 


SW_JSTART 


0x78801010 


Start JPEG process 


0x0000_0000 



SW_JSTART 


Bit 


R/W 


Description 


Reserved 


[31:1] 




Reserved 


S_JSTART 


[0] 


R/W 


0: Don't start JPEG process. 
1: Start JPEG process 



22.7.27 SW_JRSTART 



Register 


Address 


Description 


Reset Value 


SW_JRSTART 


0x78801014 


Restart JPEG process 


0x0000_0000 



SW_JRSTART 


Bit 


R/W 


Description 


Reserved 


[31:1] 




Reserved 


S_JRSTART 


[0] 


R/W 


This value is available in decoding process. (This bit is valid when 
HW_DEG is high.) 

0: Don't start main decoding process. 
1 : Start main decoding process. 



JPEG Decoding Process in S3C6410X S_JSTART command initiate JPEG decoding process and if JPEG engine 
get header information of JPEG file, (this mean high HDJRQ value are detected) S_JRSTART command is set 
high to start main decoding process. 
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22.7.28 SW_RESET_CON 



Register 


Address 


Description 


Reset Value 


SW_RESET_CON 


0x78801018 


SW Reset JPEG 


OxOOOO_0001 



SW_RESET_CON 


Bit 


R/W 


Description 


Reserved 


[31:1] 




Reserved 


S_RESET 


[0] 


R/W 


0: Soft Reset enable. 
1 : Soft Reset disable. 



If S_RESET flag is low, all registers except SW_RESET_CON are soft-reset. So, it has to reset when JPEG is 
initialized 

22.7.29 0EF1 



Register 


Address 


Description 


Reset Value 


C0EF1 


0x78801020 


Coefficient values for RGB YCbCr converter 


0x0000_0000 



C0EF1 


Bit 


R/W 


Description 


Reserved 


[31:24] 




Reserved 


C0EF11 


[23:16] 


R/W 


Coefficient value of C0EF1 1 


Reserved 


[15:8] 




Reserved 


C0EF13 


[7:0] 


R/W 


Coefficient value of C0EF13 



22.7.30 C0EF2 



Register 


Address 


Description 


Reset Value 


C0EF2 


0x78801024 


Coefficient values for RGB YCbCr converter 


0x0000_0000 



C0EF2 


Bit 


R/W 


Description 


Reserved 


[31:24] 




Reserved 


C0EF21 


[23:16] 


R/W 


Coefficient value of C0EF21 


COEF22 


[15:8] 


R/W 


Coefficient value of COEF22 


COEF23 


[7:0] 


R/W 


Coefficient value of COEF23 
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22.7.31 C0EF3 



Register 


Address 


Description 


Reset Value 


C0EF3 


0x78801028 


Coefficient values for RGB <-> YCbCr converter 


OxOOOO_0000 



C0EF3 


Bit 


R/W 


Description 


Reserved 


[31 :24] 




Reserved 


C0EF31 


[23:16] 


R/W 


Coefficient value of C0EF21 


COEF32 


[15:8] 


R/W 


Coefficient value of COEF22 


Reserved 


[7:0] 


R/W 


Reserved 



The calculation in YCbCr converter is based on the following matrix. YCbCr converter is used when SWSEL = 
0x2 (RGB565) on encode mode. 



R 




C0EF1 1 


0 


C0EF13 




Y-cl 


G 




C0EF21 


COEF22 


COEF23 


* 


Cb - 128 


B 




C0EF31 


COEF32 


0 




Cr- 128 



Figure 22-6. Relationshiip matrix between RGB and YCbCr format 



22.7.32 MISC 



Register 


Address 


Description 


Reset Value 


MISC 


0x7880102c 


Miscellaneous 


OxOOOO_0000 



MISC 


Bit 


R/W 


Description 


Reserved 


[31:8] 




Reserved 


MODE_SEL 


[7:5] 


R/W 


Mode selector 
0x1 : Memory (YCbCr4:2:2) 
0x2 : Memory (RGB 565) 
Others are prohibited. 


Reserved 


[4:2] 




Reserved. It has to be zero. 


M0DE_Y16 


[1] 


R/W 


MODE Y16 

0 : c1 = 0 

1 :c1 = 16 

Refer to the explanation of C0EF1 1 - COEF33 


Reserved 


[0] 




Reserved 
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23.1 OVERVIEW 

This specification defines the interface between the Base-band Modem and the Application Processor for the 
data-exchange of these two devices (Refer Figure 23-). For the data-exchange, the AP (Application Processor, 
S3C6410X) has a DPSRAM(Dual Port SRAM) buffer (on-chip) and the Modem chip can access that DPSRAM 
buffer using a typical asynchronous-SRAM interface. 



The size of the SRAM buffer is 8KByte. For the buffer status and Interrupt Requests, this specification also 
specifies a few of pre-defined special addresses. 



The Modem chip can write data in the data buffer and write interrupt control-data to the interrupt-port address for 
the interrupt request to the AP. The AP reads that data when an interrupt request is accepted and the interrupt is 
cleared when the AP accesses the interrupt-port address. In the same manner, the AP can write data in the data 
buffer and write interrupt control-data to the interrupt-port address for the interrupt request to the Modem chip. 



AP(S3C6410X) 



Modem 
Chip 



Address & 
Control signals 



Data 



Interrupt 
Request 



Modem Interface module 



AP l/F (AHB Slave l/F) 



Internal dual port SRAM buffer 
1024x32 2unit (8KByte) 



Modem l/F (Sram l/F) 



Interrupt Request 
to AP 



Interrupt 
Controller 



Figure 23-1. The interface with the Modem chip and the MODEM l/F block diagram 
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23.2 FEATURES 

• Asynchronous SRAM interface style interface 

• 1 6-bit parallel bus for data transfer 

• 8K bytes internal dual-port SRAM buffer 

• Interrupt request for data exchange 

• Programmable interrupt port address 

• Support from 1 .8V to 3.3V I/O voltage range 

• AP Booting for Modem procedure provides a dual-port memory as a Modem boot memory. 
23-3 EXTERNAL INTERFACES 



Name 


Type 


Description 


XhiADR[12:0] 


Input 


Address bus, driven by the Modem chip 


XhiCSn 


Input 


Chip select, driven by the Modem chip 


XhiCSn_main 


Input 


Chip select for LCD bypass main, driven by the Modem chip 


XhiCSn_sub 


Input 


Chip select for LCD bypass sub, driven by the Modem chip 


XhiWEn 


Input 


Write enable, driven by the Modem chip 


XhiOEn 


Input 


Read enable, driven by the Modem chip 


XhiDATA[17:0] 


Input/Output 


Data bus, driven by the Modem chip 

(Note : XhiDATA[17:16] are used only LCD Bypass mode) 


XhilNTR 


Output 


Interrupt request to the Modem chip 



23.4 MEMORY MAP 



Register 


Address 


R/W 


Description 


Reset Vaiue 


MSBM 


0x74100000 ~ 
0x741 01 FFF 


R/W 


MODEM l/F SRAM buffer memory (AP side) 


0x00000000 




Register 


Address 


R/W 


Description 


Reset Vaiue 


INT2AP 


0x74108000 


R/W 


Interrupt request to AP Register 


0x00001 FFE 


INT2M0DEM 


0x74108004 


R/W 


Interrupt request to MODEM modem Register 


0x00001 FFC 


MIFCON 


0x74108008 


R/W 


Modem Interface Control Register 


0x00000008 


MIFPCON 


0x7410800c 


R/W 


Modem Interface Port Control register 


0x00000008 


MODEMINTCLR 


0x74108010 


W 


Modem Interface Pending Interrupt Request 
Clear 
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23.5 INTERRUPT PORTS 

Interrupts are requested or cleared if the Modem chip or the AP accesses the interrupt-port (predefined special 
addresses). That special address can be configured by the AP and the default address-map is shown in the 
Table23-1 . 



Table 23-1. Interrupt request and clear conditions 



Interrupt 


Address^^ 


An Interrupt is requested, when 


The Interrupt is cleared, when 


To AP 


0x1 FFE 


Modem chip writes 


AP writes to MODEMINTCLR register in 
MODEM interface block 


To 

Modem 


0x1 FFC 


AP writes (at least one bit "High") 
or after AP Initialization process 


Modem chip writes High to the 
corresponding bits 



NOTES: 

1) This address is a default value. It can be set to the other value by the SFR (INT2AP register INT2AP_ADR field, 
INT2M0DEM register INT2M0DEM_ADR field). 

2) Modem interface block has one Interrupt Clear Registers; MODEMINTCLR. Level type interrupt request is generated by 
modem interface block and is sustained until the AP clears the interrupt clear registers by writing any value to the registers. 

3) There are 3 cases that draw out AP initialization process. They are H/W reset, STOP mode wakeup, and SLEEP mode 
wakeup. After AP initialization process has been occurred, the system clock would be stable and the reset signal would be 
released. Besides, AP makes an interrupt signal (active low) to the modem. This automatic interrupt makes a bit[0] of he 
'INT2M0DEM_REG' high. So, a bit[0] of the 'INT2M0DEM_REG' should not be written by interrupt handler. 

4) The level of XhilNTR sustains low because AP writes an interrupt signal to the modem right after system reset. So, 
modem should clear AP to Modem interrupt first in order to communicate each other. 

Modem chip or AP(S3G6410X) can read the data that indicates what event happens - data transfer requested, 
data transfer done, special command issued, etc. - from interrupt port address. That data format should be defined 
for communication between the modem chip and AP. 
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23.6 AP BOOTING FOR MODEM 

AP Booting for MODEM means that AP provides the boot area (8Kbyte memory) for MODEM. 

MODEM can boot using internal Dual-Port SRAM memory inside MODEMJF block. In this case, AP should 
provide 'MODEM Reset pin' and AP should complete boot operation. Also, AP should download the MODEM 
boot code into its Dual-Port SRAM. If the chip select of the MODEM is connected to 'XhiCSn', MODEM can boot 
without its external Boot Memory (NAND). 



Modem 



< 

CO 



V 



Addr. GontrQl 



V 



data 



Inlerrupt 



V 



Reset 



AP 
(Client) 



Boot Memory 
(NAND) 



Boot Memory 



Figure 23-2. MODEM interface for AP Booting for MODEM 

In this mode, AP should control the "H/W Reset pin of the Modem" with AP's GPIO output port. This port should 
be pulled-down at initial state. 
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WDT 



External 
Modem 



Modem l/F 



Indirect Modem l/F 



V 



TT 




■M — N 

^ 



ARM 



(1) AP write boot pgm to DPRAM (read from NAND) (1) 



(2) AP release Modem reset. AP controls 
"Modem H/W Reset pin" with its GPIO output 
ports. 

(3) BB read boot pgrm from Direct modem l/F 



Boot Memory 



Figure 23-3. AP Booting for MODEM boot procedure 
NOTES: 

1 : MODEM Reset pin (Reset pin of the MODEM) is controlled by the GPIO pin of the AP. The pin must 
be in pull-down mode when the initial power-on-reset state. 

2: The boot address Chip Select pin of the MODEM should be connected "XhiCSn". 
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23.7 ADDRESS MAPPING 



XhiADR 
[12:0] 

0x000 
~ 0x001 ~ 
~ 0x002" 
~ 0x003 ~ 



OxOFFC 
'OxOFFD 

"oxoffe" 

~OxOFFF~ 



! address 



One 
XmiADR[i; 
word(16-bi 



Modem 
Interface 



(half-word) 



0x000 



0x002 



0x004 



0x006 



0x1 FF8 



0x1 FFA 



0x1 FFC 



0x1 FFE 



of the ports 
0] is mapped to half- 
area 



Dual Port SRAM 
Buffer 



(word ) 



0x000 



0x004 



0x008 



OxOOC 



0x1 FFC 



Address map 
of S3C6410X 



(word) 



0x74100000 



0x74100004 



0x74100008 



0x741 OOOOC 



0x741 01 FFC 



8K Bytes 
buffer 
SRAM 
area 



modem 
interface 
area 



0x74108000 



0x74108004 



0x74108008 



0x741 0800C 



0x74108010 



MODEM 
IF 

AHB side 
SFR 



Figure 23-4. MODEM interface address mapping 
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When XhiCSn = '0', Address mapping of the Modem Side is following 



XhiADDR 


Host/Modem Interface select 


description 


[12] 


[11:8] 


[7] 


0 


XXX 


X 


Modem Interface (Direct interface) 






0000 


X 


Host Interface (Indirect interface) 


Xlii_ADDR[2]='0' (Fixed) 




0001 


0 


SLEEP/STOP mode Wal<eup assert 

1) 


Write Operation 




0001 


1 


SLEEP/STOP mode Wal<eup clear 


Write Operation ^' 




100X 


X 


LCD Bypass^' main 


Modem to external main LCD driver 
bypass mode 




101X 


X 


LCD Bypass^' sub 


Modem to external sub LCD driver 
bypass mode 



NOTES: 

1 : Modem Interrupt source(INT_MSM) in VIC should be enabled before AP enters STOP mode. 

2: SLEEP/STOP mode wakeup clear procedure is required for the next SLEEP/STOP mode wakeup operation. After 

STOP/SLEEP mode wakeup operation, auto interrupt to Modem would be generated. XhilNTR output would be asserted 
to Low and "INT2M0DEM_REG" bit[0] would be set to High. So, interrupt clear (write to INT2M0DEM_REG bit[0] to 1) 
should be done by Modem. Auto interrupt to Modem tells the modem that the state of AP is stable. 

3: Xhi_CSn_main, Xhi_CSn_sub are used for main LCD and sub LCD chip select signals when Modem uses LCD Bypass 
mode. About LCD Bypass mode, refer to the LCD Controller datasheet. 
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23.8 TIMING DIAGRAM 



XhiADR 



r 

V 



XhiCSn 



V 
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XhiDATA 



tAVWR 



f 



tCSVWR 



r 



WR 
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SUWR 



^ tOHWR ^ 



Figure 23-5. Modem interface write timing diagram 



Table 23-2. Modem interface write timing 



Parameter 


Description 


Min (ns) 


Max (ns) 


Notes 


tAVWR 


Address valid to address invalid 


16 ns 






tcSVWR 


Chip select active 


16 ns 






tAWR 


Address valid to write active 


4 ns 






twR 


Write active 


8 ns 






toSUWR 


Write data setup 


8 ns 






toHWR 


Write data hold 


4 ns 
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XhiADR 



XhiCSn 



XhiOEn 



XhiDATA 



tAVRD 



tCSVRD 



tCSRD 



tRD 



tRDDV 



tACSDV ^ \ 



r 



J 

► 

tADfjl 



tRDH 



Figure 23-6. Modem interface read timing diagram 



Table 23-3. Modem interface read timing 



Parameter 


Description 


Min (ns) 


Max (ns) 


Notes 


tAVRD 


Address valid to address invalid 


50 ns 






tADH 


Address hold 


0 ns 






tcSVRD 


Chip select active 


50 ns 






tcSRD 


Chip select active to Read active 


14 ns 






tRD 


Read active 


36 ns 






tRDDV 


Read active to data valid 




35 ns 




tRDH 


Read data hold 


6 ns 






tACSDV 


Address and chip select active to data valid 




49 ns 





NOTE: Output load is 30pF at room temperature (25°C) 



23-9 SOFTWARE INTERFACE AND REGISTERS 



This modem interface provides a generic data-exchange method. This interface does not implement any other 
complex features except for the interrupt-request/clear such as automatic FIFO managements, etc. The software 
should be responsible for all other required functionalities for the data exchange between the modem chip and the 
AP such as the data exchange protocol, the data buffer managements, and etc. 
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23.10 MODEM INTERFACE SPECIAL FUNCTION REGISTERS 
23.10.1 INTERRUPT REQUEST TO AP REGISTER (INT2AP) 



Register 


address 


R/W 


Description 


Reset Value 


INT2AP 


0x74108000 


R/W 


Interrupt request to AP register 


0x00001 FFE 



INT2AP 


Bit 


Description 


Initial State 


Reserved 


[31:13] 


Reserved 


0 


INT2AP_ADR 


[12:0] 


Modem interface requests the interrupt to AP when modem chip 
writes this address. This interrupt is cleared by the interrupt 
controller of AP and write access to the MODEMINTCLR register. 


1FFE 



23.10.2 INTERRUPT REQUEST TO MODEM REGISTER (INT2M0DEM) 



Register 


Address 


R/W 


Description 


Reset Value 


INT2M0DEM 


0x74108004 


R/W 


Interrupt request to Modem register 


0x00001 FFC 



INT2M0DEM 


Bit 


Description 


Initial State 


Reserved 


[31:13] 


Reserved 


0 


INT2M0DEM_ADR 


[12:0] 


AP requests the interrupt to MODEM by writing non-zero value to 
this address(INT2M0DEM_ADR contents). 

MODEM clears the interrupt by writing High to the corresponding 
bit field. 


1FFC 



NOTE: It is recommended that AP writes data with half-word access on the interrupt port because AP can overwrite the data 
in INT2AP if there are INT2AP and INT2M0DEM sharing the same word. 
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23.10.3 MODEM INTERFACE CONTROL REGISTER (MIFCON) 



Register 


Address 


R/W 


Description 


Reset Value 


MIFCON 


0x74108008 


R/W 


Modem Interface Control register 


0x00000008 



MIFCON 


Bit 


Description 


Initial State 


Reserved 


[31 ■20] 




0 


DMARXREQEN_1 


[19] 


Modem Write DMA Request (RX 1) to AP(DMA Controller) 
Enable 


0 


DMARXREQEN_0 


[18] 


Modem Write DMA Request (RX 0) to AP(DMA Controller) 

1 — ^ U. 1 

Enable 


0 


DMATXREQEN_1 


[17] 


Modem Read DMA Request (TX 1) to AP(DMA Controller) Enable 


0 


DMATXREQEN_0 


[16] 


Modem Read DMA Request (TX 0) to AP(DMA Controller) Enable 


0 


Reserved 


[15:4] 




0 


INT2M0DEMEN 


[3] 


Interrupt to Modem Enable 

: MODEM_nlRQ(XhilNTR) is interrupt signal enable. 
'0'=Disable, '1'=Enable 


1 


INT2APEN 


[2] 


MODEM(Modem) write interrupt to AP Enable 
'0'=Disable, '1'=Enable 


0 


Reserved 


[1] 


Reserved 


0 


Fixed 


[0] 


Fixed to 0 


0 



23.10.4 MODEM INTERFACE PORT CONTROL REGISTER (MIFPCON) 



Register 


Address 


R/W 


Description 


Reset Value 


MIFPCON 


0x7410800c 


R/W 


Modem Interface Port Control register 


0x00000008 



MIFCON 


Bit 


Description 


Initial State 


Reserved 


[31:6] 




0 


Reserved 


[5] 


Fixed to 0 


0 


INT2M_LEVEL 


[4] 


Interrupt to Modem Active High 

: MODEM_nlRQ(XhilNTR) interrupt signal make active high when 
this bit is set to High. 

'0'=Active Low, '1'=Active High 

Note : "INV_INTR" field of the HOST l/F block and 

"INT2M_LEVEL" of the MODEM l/F block should have same 

polarity. 


0 


SEL_BYPASS 


[3] 


Select (mux) control for LCD bypass ( from Modem/Host Interface 
to LCD 180 interface) 

'0' = Normal mode 

'1' = Bypass mode (initial value) 


1 
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SEL_RS 


[2:01 


RS selection for LCD Bypass path 


0 






3'bOOO : XhiADDR[8] -> bypass_RS 








3'b001 : XhiADDR[7] -> bypass_RS 








3'b010 : XhiADDR[6] -> bypass_RS 








3'b01 1 : XhiADDR[5] -> bypass_RS 








3'b100 : XhiADDR[4] -> bypass_RS 








3'b101 : XhiADDR[3] -> bypass_RS 








Ohters : XhiADDR[8] -> bypass_RS 





NOTE: SEL_BYPASS field initial value is 1 . But, when the Sleep mode wakeup case, if LCD Bypass is not used and 

Automatic SLP_EN is enabled (GPIO SLPEN register field 'SLPEN_CFG'), the SEL_BYPASS field shows High after 
Sleep mode wakeup. In this case, the SEL_BYPASS field should be cleared to LOW for SFR and operation 
coherency. 
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23.10.5 MODEM INTERRUPT CLEAR REGISTER (MODEMINTCLR) 



Register 


Address 


R/W 


Description 


Reset Value 


MODEMINTCLR 


0x74108010 


W 


Modem Interface Pending Interrupt Request Clear 





MODEMINTCLR 


Bit 


Description 


Initial State 




[31:0] 


Write access to this register with any data will clear the interrupt 
pending register of Modem interface. 





NOTE: The interrupt controllers of AP(S3G6410X), VIC, receive level-triggered type interrupt requests. Therefore, interrupt 
requests from MODEMJF block are maintained until ARM(the interrupt service routine S/W) clears this register by 
writing to HIGH. 

23.10.6 DMA REQUEST TX ADDRESS REGISTER (DMAREQ_TX_ADR) 



Register 


address 


R/W 


Description 


Reset Vaiue 


DMA_TX_ADR 


0x74108014 


R/W 


DMA TX request Address register 


0X07FE03FE 



INT2AP 


Bit 


Description 


Initial State 


Reserved 


[31 :29] 


Reserved 


0 


DMA_TX_ADR_1 


[28:16] 


Modem interface requests tlie DMA to AP(DMA Controller) when 
modem chip reads this address. 

Source : MODEM_IF TX 1 Request 


07FE 


Reserved 


[15:13] 


Reserved 


0 


DMA_TX_ADR_0 


[12:0] 


Modem interface requests the DMA to AP(DMA Controller) when 
modem chip reads this address. 

Source : MODEM_IF TX 0 Request 


03FE 



NOTE: DMA TX Request signal will be generated when the MODEM 
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23.10.7 DMA REQUEST RX ADDRESS REGISTER (DMAREQ_RX_ADR) 



Register 


address 


R/W 


Description 


Reset Vaiue 


DMA_RX_ADR 


0x74108018 


R/W 


DMA RX request Address register 


OxOFFEOBFE 



INT2AP 


Bit 


Description 


Initiai State 


Reserved 


[31 :29] 


Reserved 


0 


DMA_RX_ADR_1 


[28:16] 


Modem interface requests tlie DMA to AP(DMA Controller) when 
modem chip writes this address. 

Source : MODEM_IF RX 1 Request 


OFFE 


Reserved 


[15:13] 


Reserved 


0 


DMA_RX_ADR_0 


[12:0] 


Modem interface requests the DMA to AP(DMA Controller) when 
modem chip writes this address. 

Source : MODEM_IF RX 0 Request 


OBFE 
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HOST INTERFACE 



24.1 OVERVIEW 



The Host Interface block in the S3C6410X supports indirect access of the external host device (Ex: Modem Chip). 
By the selected host interface protocol, the following operations are supported: 
1 6-bit protocol register 

Single RA/V on the SFR/memory in the system memory map 
Burst RA/V on the SFR/memory in the system memory map 
Repeated Burst Write on the SFR/memory in the system memory map 
Supports Modem Booting that enables HOST to control AP boot. 



Modem 
Interface 



V 



INTR 



Host l/F 

(Indirect Modem l/F, CPUIF_CLIENT) 



Protocol Register 



288-word 
TX FIFO 
(WFIFO) 



288-word 
RX FIFO 
(L_RFIFO) 



AHB 
l/F 



V 

A 
V 



M 



M 



AHB Slave 

AHB_L 
(Memory bus) 

AHB_S 
(SFR bus) 



Figure 24-1. HOST l/F Block Diagram 
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(c) 

(a) .. 

External 
Modem 



(b) 



V 



MODEMJF 

. Decoder... 



Address 
Decoding 



AP(S3C6410) 



LCD Bypass : CPU l/F 



To LCD out 



MODEM IF 
(Direct Modem l/F) 



HOST IF 
(Indirect Host l/F, 
CPUIF_CLIENT) 



V 
A 



M 



M 



Figure 24-2. Data flow of the the External Host device (MODEM) and the AP 

The External Host Interface of the AP supports (a) the Direct Modem Interface path (MODEMJF), (b) Indirect 
Modem Interface path (HOSTJF) and (c) the LCD bypass path. (Figure 24-2) 
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When XhiCSn = '0', Address mapping of the Modem Side is following 



XhiADDR 


Host/Modem Interface select 


Description 


[12] 


[11:8] 


[7] 


0 


XXX 


X 


Modem Interface (Direct interface) 






0000 


X 


Host Interface (Indirect interface) 


Xhi_ADDR[2]='0' : Indirect Host l/F, 
Xhi_ADDR[2]='1' : Reserved 




0001 


0 


SLEEP/STOP mode Wakeup assert 


Write Operation 




0001 


1 


SLEEP/STOP mode Wakeup clear 


Write Operation 




100X 


X 


LCD Bypass main 






101X 


X 


LCD Bypass sub 





NOTE: Xhi_CSn_main, Xhi_CSn_sub : Another Chip Select signals for LCD Bypass main and sub 
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25.2 FEATURES 

Host Interface (Indirect Modem Interface) Features 

• Asynchronous indirect 16-bit SRAM-style host interface (i80) 

• Banked 1 6-bit protocol registers for host interface 

• Write-FIFO and Read-FIFO to support burst write/read transfer up to 1 Kbytes 

• A 32-bit in-mailbox register and a 32-bit out-mailbox register for data exchange 

24.3 FUNCTIONAL DESCRIPTION 




hDATA <r a 32-bit data 




(a) A 32-bit Protocol Register Write 





t 



BSEL <- Select Bank 8 



Read hDATA 



Read hDATAL (ie, lower 16 bits) 



I hDATAH (ie, upper 16 bits) 



(b) A 32-bit Protocol Register Read 




Figure24-3. A 32-bit Protocol Register Access by Using Two 16-bit Read/Write 

NOTE: 

hDATAL is "Host Interface Data Low Register" and hDATAH is "Host Interface Data High Register". For 
more information refer to the Register Description section. 
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24.3.1 READ AND WRITE OF A 16-BIT PROTOCOL REGISTER 

To access a 16-bit protocol register take the following steps: 

1 . First select a corresponding bank by writing BSEL, then 

2. Read or write the protocol register. 

24.3.2 READ AND WRITE OF TWO 16-BIT PROTOCOL REGISTERS IN THE SAME BANK 

To access two 16-bit protocol registers in the same bank take the following steps: 

1 . First select a corresponding bank by writing BSEL, 

2. Read or write the lower 1 6-bit protocol register, then 

3. Read or write the upper 1 6-bit protocol register. 

24.3.3 SINGLE WRITE 



STAT[15:8]<2 



BSEL <- Select Bank 0 




r 


Read STAT 




r 


CTRL <r RW="Write", BLEN=1 




r 


BSEL <r Select Bank 8 




r 


hDATA ^ a 32-bit address 




r 


hDATA <r a 32-bit data 



>► Single Write Packet is sent from Write_FIFO 



Figure 24-4. Single Write Procedure 
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24.3.4 SINGLE READ 



Change Bank (BSEL <- Select Bank 0) 



STAT[15:8]<2 



If STAT[0] is still 0 after a long wait, retry. 



Read STAT 



Change Bank (BSEL <- Select Bank 8) 



CTRL <r RW="Read", BLEN=1 



hDATA <- a 32-bit address 



Change Bank (BSEL <- Select Bank 0) 



Change Bank (BSEL <- Select Bank 8) 



Read STAT / Wait for INTR 



STAT[0] = 0 



>- Single Res id Packet is sent from Write_FIFO 



Read hDATA (ie, a 32-bit PHEAD) 



Read hDATA (ie, a 32-bit ADDR) 



Read hDATA (ie, a 32-bit DATA) 



Figure 24-5. Single Read Procedure 

The name "HOST l/F" means HOST Interface block and the name "HOST" means External Host device (ex. 
MODEM) in this section. 

The HOST l/F reads a result from AP (S3C6410) and it can start a new read operation before the completion of 
the previous one. There is no information on the source of the result. Therefore, the HOST must make sure that 
the results of multiple read operations are not mixed. For example, if Burst Read from a "Source area A" is issued 
and Single Read from a "Source area B" is issued without waiting for the result of Burst Read, the result of Single 
Read can arrive at the read buffer earlier. As a result, the address of the received result must be compared with 
the requested address. 

However, for multiple Read operations to the same "Source area", the orders of the results are maintained. 

The simple way to avoid the above situation (ie. Out-order Execution Issue) is that the HOST makes sure that the 
previous result is completely read by the HOST before issuing another Read command (i.e.. Single Read or Burst 
Read). 

The HOST can know the status of the 32-bit read buffer by polling a 1 6-bit status register (i.e., STAT [0]) or by 
using an interrupt scheme (i.e., INTR). If an interrupt scheme is used (i.e., the corresponding bits of INTE [15:0] 
are set high), the HOST must read the status register in ISR (Interrupt Service Routine) in order to know the cause 
of the interrupt. 
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24.3.5 BURST WRITE 



STAT[15:8]<(BLEN + 3)/2 



Read STAT 



Change Bank (BSEL <r Select Bank 0) 



CTRL <r RW="Write ", BLEN>1 



hDATA ^ a 32-bit address 



BLEN times 



Change Bank (BSEL ^ Select Bank 8) 



hDATA <r a 32-bit data 



Single Burst Packet is sent from Write_FIFO 



Note) When the burst write operation, maximum addressing size is 288-word 



Figure 24-6. Burst Write Procedure 



24.3.6 BURST READ 



STAT[15:8]<2 



Change Bank (BSEL ^ Select Bank 0) 



Change Bank (BSEL ^ Select Bank 8) 




If STAT[0] is still 0 after a long wait, retry. 



Read STAT 



CTRL <r RW="Read BLEN>1 



^tO^TA ^ a 32-blt address 

I ► Burst Read Packet is sent from Write_FIFO 




R ea>S^T / Walt for INTR 



STAT[0] = 0 



Read hDATA (le, a 32-blt PHEAD) 



Read hDATA (le, a 32-blt ADDR) 



Note) When the burst read operation, 
maximum addressing size is 288-word 



Read hDATA (le, a 32-blt DATA) ^ 



Repeat 
BLEN times 



Figure 24-7. Burst Read Procedure 
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24.3.7 REPEATED BURST WRITE TO REDUCE THE HOST (EX. MODEM) OVERHEAD 



STAT[15:8]<(BLEN + 3)/2 



DLEN times 



Read STAT 



Change Bank (BSEL <- Select Bank 0) 



CTRL <r RW="Write BLEN>1 , REP=1 

^ 



hDATA <r a 32-bit total data length (DLEN) 



Change Bank (BSEL <- Select Bank 8) 



hDATA <r a 32-blt address (SADDR) 



hDATA <r a 32-bit data 



Note) When the Repeated burst write 
operation, addressing size is unlimited 



Basically, generate an iPacket every BLEN words, 
But, the size of the last iPacket can be less than BLEN. 
In other words, DLEN don't have to be multiple of BLEN. 



Figure24-8. Repeated Burst Write Procedure 
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24.3.8 MODEM BOOTING 

MODEM Booting means that the Host (Modem) controls AP booting including Reset. In this case, AP does not 
require an External Boot Memory. Modem downloads the AP boot code from its Boot Memory to the Stepping 
Stone memory area (4Kbyte) inside AP through HOST l/F (indirect modem l/F) block. Then Modem assert the 
boot done (bit[0] field in the SYS_CTRL register) signal to release AP operation. 



Modern 
(Host) 
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I 



Addr. GontrQl 
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Inlemrupt 



Reset 
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ID 




O 









AP 

(Client) 



Boot IVfemory 
(NANO) 



Boot IVfemary 



Figure24-9. Modem Boot connection diagram 
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WDT 



(3) 



(2H — 

External 
Modem 



(1) 
Reset 



Modem l/F 



Indirect Modem] 



Direct Modem l/F 



8KByte 
DPRAM 



Wak 


eUp ^ 


GPIO 












ARM 




SYSCON 



NFCON 



Stepping Stone 



(1) Modem release AP Reset : All system except ARM 
and WDT go to normal state 

(2) Modem write booting code to S.S. Thru Indirect 
Host l/F 

(3) Modem set boot done field(HOST l/F SFR) to 
High 

(4) SYSCON release reset to ARM and WDT, so AP 
start run 




OM 



Figure 24-10. Modem Boot procedure 

Note ) When the Modem Booting procedure is used, XOM setting should be set as a Modem Booting mode 
initially. 
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24.3.9 MAILBOX INTERFACE 

The modem can use a 32-bit in-mailbox and a 32-bit out-mailbox for IPC (Inter Process Communication) between 
the modem and the AP (S3C6410). 

24.3.10 MAILBOX BASIC OPERATION 

When the modem writes a 32-bit data into the in-mailbox, the HOST l/F generates an interrupt to the AP 
(S3C6410) so that the AP (S3C6410) will read the in-mailbox to know the requests from the modem. The format of 
the in-mailbox can be freely defined by the application. The in-mailbox flag in the HOST l/F is automatically 
cleared when the AP (S3C6410) reads the in-mailbox. 

When the AP (S3C641 0) writes a 32-bit data into the out-mailbox, the HOST l/F generates an interrupt to the 
modem so that the modem will read the out-mailbox to know the requests from the AP (S3C641 0). The format of 
the out-mailbox can be freely defined by the application. The out-mailbox flag (ie, STAT1 [0]) in the HOST l/F is 
automatically cleared when the modem reads the out-mailbox. 
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Figure 24-11. In/Out Mailbox between Modem and AP 
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24.3.11 MAILBOX OPERATION WITH A BULK DATA 

When a 32-bit mailbox is not enough to transfer information, any memory of AP(S3C6410) can be used as buffer 
memory. 

For example, in order to transfer a bulk data from the host to AP(S3C641 0), the host first writes the data into a 
memory in AP(S3C6410) by using Burst Write of the HOST l/F. After checking the completion of Burst Write by 
reading the status register (ie, STAT[1] = 0), the host writes a message into the in-mailbox. 

In order to transfer a bulk data from the AP(S3C641 0) to the host, AP(S3C641 0) first prepares the data in its 
memory and writes a message into the out-mailbox by using SFR access. The write will generate an interrupt to 
the host. 



Table 24-1. Registers for Mailbox Interface 



Group 



Operation 



Registers 



Protocol register 



Registers for mail-box 



IMBL, IMBH, OMBL, OMBH 



SFR 



Mailbox 



HOSTIFCJMB, HOSTIFC_OMB 
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24.4 PROGRAMMER'S MODEL 

24.4.1 THE REGISTERS OF HOST INTERFACE ARE CLASSIFIED INTO: 

1 . Protocol Registers that are accessed through 16-bit Host Interface by modem, and 

2. Special Function Registers that are accessed through SYSTEM bus by the bus master. 

By using protocol registers, modem can execute the following operations: 

1 . Single transfer (Host Interface) 

2. Burst transfer (Host Interface) 

3. Reading of all address areas of the S3C6410 including Special Function Registers 

4. Writing of all address areas of the S3C6410 including Special Function Registers 

5. Write a 32-bit message into In-Mail box 

6. Read a 32-bit message from Out-Mail box 

By using SFR's the following operations are supported: 

1 . Write a 32-bit message into Out-Mail box 

2. Read a 32-bit message from In-Mail box 



^^^^^ 
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24.5 REGISTER DESCRIPTIONS (PROTOCOL REGISTERS) 



Register 


Bank 


MP_A[1 :0] 


R/W 


Description 


Reset Value 


CTRL 


0x0 


00 


R/W 


Control Register 


0x0000 


INTE 


01 


R/W 


Interrupt Enable Register 


0x2000 


STAT 


10 


R 


Status Register 


0x90A2 


CTRL1 


0x1 


00 


R/W 


Controll Register 


0x0000 


INTE1 


01 


R/W 


Interrupt Enablel Register 


0x0000 


STAT1 


10 


R 


Statusi Register 


0x0002 


IMBL 


0x2 


00 


R/W 


In-Mail Box Low Register 


0x0000 


IMBH 


01 


R/W 


In-Mail Box High Register 


0x0000 


OMBL 


0x3 


00 


R 


Out-Mail Box Low Register 


0x0000 


OMBH 


01 


R 


Out-Mail Box High Register 


0x0000 


hDATAL 


0x8 


00 


R/W 


Host Interface Data Low Register 




hDATAH 


01 


R/W 


Host Interface Data High Register 




SYS_CTRL 


OxB 


00 


R/W 


System Control Register 


0x0000 


Reserved 


01 


R/W 


Reserved 


0x0005 


Reserved 


10 


R 


Reserved 




BSEL 


all banks 


11 


R/W 


Bank Selection Register 


0x0000 



NOTE: MP_A[1 :0] are input pin names "XhiADDR[1 :0]", IVIP means Modem Processor and MP_A means IVIP Address". 
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24.5.1 PROTOCOL REGISTER MATRIX 

As shown in Table 24-2 and Table 24-3, protocol registers are classed into 16 banks so that BSEL[3:0] must be 
properly set before access. 



Table 24-2. Protocol Register Matrix (BankO ~ Bank?) 



MP_A[1 :0] 


Protocol Register (Selected by BSEL[3:0] ) 




BankO 


Bank1 


Bank2 


Banks 


Bank4 


Banks 


Banks 


Bank7 




(0000) 


(0001) 


(0010) 


(0011) 


(0100) 


(0101) 


(0110) 


(0111) 


00 


CTRL 


CTRL1 


IMBL 


OMBL 


Reserved 


Reserved 


Reserved 


Reserved 


01 


INTE 


INTE1 


IMBH 


OMBH 


Reserved 


Reserved 


Reserved 


Reserved 


10 


STAT 


STAT1 


reserved 


reserved 


Reserved 


Reserved 


Reserved 


Reserved 


11 


BSEL[3:0] 



Table 24-3. Protocol Register Matrix (Banks ~ Bank15) 



MP_A[1 :0] 


Protocol Register (Selected by BSEL[3:0] ) 




Banks 


Bank9 


BanklO 


Bankll 


Bank12 


BankIS 


Bank14 


BankIS 




(1000) 


(1001) 


(1010) 


(1011) 


(1100) 


(1101) 


(1110) 


(1111) 


00 


hDATAL 


Reserved 


Reserved 


SYS_CTRL 


Reserved 


Reserved 


Reserved 


Reserved 


01 


hDATAH 


Reserved 


Reserved 


Reserved 


Reserved 


Reserved 


Reserved 


Reserved 


10 


Reserved 


Reserved 


Reserved 


Reserved 


Reserved 


Reserved 


Reserved 


Reserved 


11 


BSEL[3:0] 



SFR-mirrored registers: INTE, INTE1, STAT, STAT1, IMBH, IBML, OMBH, OMBL 
Mirrored-register means the register can be accessed by both AP and MODEM side. 
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24.5.2 CONTROL REGISTER (CTRL) 

BSEL[3:0] = 0000, MP_A[1 :0] = 00, R/W, Reset value = 0x0000 



Field 


Bit 


Description 


Initial State 


Reserved 


[15:13] 




00 


BLEN[8:0] 


[12:4] 


Burst length for transfer 

The basic unit is a 32-bit word. Maximum burst length is 256 
words. 

0 = No transaction 

1 = Single Write or Single Read 

N = N-word 

* Note) BLEN must be 0 not to issue a new HOST l/F command. 


0_0000_0000 


REP_WRITE 


[3] 


Repeated Burst Write Enable 

0 = No 'Repeated Burst Write' 

1 = If set, "Burst Write" is treated as "Repeated Burst Write" 


0 


HOSTIF_RESET 


[2] 


Reset of the HOST l/F 

0 = This bit is used a soft reset signal of the HOST l/F. 

1 = Therefore, this bit must be de-asserted by software. 


0 


Reserved 


[1] 


This field must be fixed to '0' 


0 


READ_WRITE 


[0] 


Read or Write 

0 = Write operation, 

1 = Read operation 


0 



24.5.3 INTERRUPT ENABLE REGISTER (INTE) 

BSEL[3:0] = 0000, MP_A[1 :0] = 01 , R/W, Reset value = 0x2000 



Field 


Bit 


Description 


Initial State 


WFIFO_THRES 


[15:8] 


Threshold of the empty elements in WFIFO 

This value specifies the threshold of the partial emptiness. For 
example, if WFIFO_THRES is 8, STAT[7] becomes 1 when 16 
and more elements in WFIFO are empty. 


0x20 


WFIFO_PEMPTY 


[7] 


WFIFO partial empty interrupt enable 

Interrupt occurs (i.e., INTR becomes 1) when INTE [7] = 1 and 
STAT [7] = 1 . 


0 


Reserved 


[6:2] 




0 


WFIFO 


[1] 


WFIFO interrupt enable 

Interrupt occurs when INTE [1] = 1 and STAT [1] = 1 . 


0 


RFIFO 


[0] 


RFIFO interrupt enable 

Interrupt occurs when INTE [0] = 1 and STAT [0] = 1 . 


0 
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24.5.4 STATUS REGISTER (STAT) 



BSEL [3:0] = 0000, MP_A[1 :0] = 10, R, Reset value = 0x90A2 



Field 


Bit 


Description 


Initial State 


WRITABLE_CNT 


[15:8] 


Writable word counts in wfifo: Read only 

This field shows how many words can be written into WFIFO 
without checking of the WFIFO fullness. For example, if this 
field is 0x08, there are currently 16 (8 x 2) entries of wfifo so 
that the HOST can write 16 words immediately. 

Note that the reset value is 0x90 so that 288 words can be 
written without overflow. Practically, since the packet head and 
address must be written into WFIFO, the recommend maximum 
data payload size is 256-word. 


0x90 


WFIFO_PEMPTY 


[7] 


WFIFO partial empty flag (from HOST l/F itself) 

This flag becomes 1 when the number of empty elements in 
WFIFO is larger than or equal to a threshold (ie, 2 x INTE 
[15:8]). 


1 


Reserved 


[6:2] 




0 


WFIFO 


[1] 


WFIFO empty flag, (from HOST l/F itself) 

This flag becomes 1 when Write Buffer is empty so that the 
maximum capacity of Write Buffer is available right now. At 
least a single write into wfifo resets this flag. 


1 


RFIFO 


[0] 


RFIFO ready flag (from HOST l/F itself) 

This flag becomes 1 when Read Buffer is ready to read. The 
HOST read of DATAH resets this flag. 


0 
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24.5.5 INTERRUPT ENABLE1 REGISTER (INTE1) 

BSEL[3:0] = 0001 , MP_A[1 :0] = 01 , R/W, Reset value = 0x0000 



Field 


Bit 


Description 


Initial State 


Reserved 


[15:2] 




0 


IMB_EMPTY 


[1] 


1MB empty interrupt enable 

Interrupt occurs when INTE1 [1] = 1 and STAT1 [1] = 1 . 


0 


OMB_FILLED 


[0] 


0MB filled interrupt enable 

Interrupt occurs when INTE1 [0] = 1 and STAT1 [0] = 1 . 


0 


24.5.6 STATUS1 REGISTER (STAT1) 




BSEL[3:0] = 0001 , MP_A[1 :0] = 


= 10, R/W, Reset value = 0x0002 




Field 


Bit 


Description 


Initial State 


Reserved 


[15:2] 




0 


IMB_EMPTY 


[1] 


1MB (In-Mail Box) empty flag 

This flag is an inversion of the 1MB FILLED (ie, 
HOSTIFC_STAT2[17]). 


1 


OMB_FILLED 


[0] 


0MB (Out-Mail Box) filled flag 

This flag is set when the out-mailbox is written by SFR access. In 
order to clear this flag, HIGH value must be written in this bit. 


0 


24.5.7 IN-MAIL BOX LOW REGISTER (IMBL) 




BSEL[3:0] = 0010, MP_A[1 :0] = 


= 00, R/W, Reset value = 0x0000 




Field 


Bit 


Description 


Initial State 


IMBL 


[15:0] 


Lower 16 bits of In-Mail Box register 
HOST writes a 16-bit data into IMBL. 


0x0000 



24.5.8 IN-MAIL BOX HIGH REGISTER (IMBH) 

BSEL[3:0] = 0010, MP_A[1 :0] = 01 , R/W, Reset value = 0x0000 



Field 


Bit 


Description 


Initial State 


IMBH 


[15:0] 


Upper 16 bits of In-Mail Box register 

After HOST writes a 16-bit data into IMBH, HOST l/F asserts 
'IMB_flag' (an internal signal) in order to notify that a 32-bit 1MB 
contains a new value. IMB_flag is automatically cleared when 1MB 
is read by software. 


0x0000 
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24.5.9 OUT-MAIL BOX LOW REGISTER (OMBL) 

BSEL[3:0] = 001 1 , MP_A[1 :0] = 00, R, Reset value = 0x0000 



Field 


Bit 


Description 


Initial State 


OMBL 


[15:0] 


Lower 1 6 bits of Out-Mail Box register 

HOST reads a lower 1 6-bit data of a 32-bit 0MB. 


0x0000 


24.5.10 OUT-MAIL BOX HIGH REGISTER (OMBH) 




BSEL[3:0] = 001 1 , MP_A[1 :0] = 01 , R, Reset value = 0x0000 




Field 


Bit 


Description 


Initial State 


OMBH 


[15:0] 


Upper 1 6 bits of Out-Mail Box register 

When the host reads an upper 1 6-bit data of a 32-bit 0MB, 
ST ATI [0] (ie, 0MB flag) is automatically cleared. 


0x0000 



24.5.11 HOST INTERFACE DATA LOW REGISTER (HDATAL) 

BSEL[3:0] = 1000, MP_A[1 :0] = 00, R/W, Reset value = (undefined) 



Field 


Bit 


Description 


Initial State 


DATAL 


[15:0] 


Data Register 





24.5.12 HOST INTERFACE DATA HIGH REGISTER (HDATAH) 

BSEL[3:0] = 1000, MP_A[1 :0] = 01 , R/W, Reset value = (undefined) 



Field 


Bit 


Description 


Initial State 


DATAH 


[15:0] 


Data Register 




24.5.13 SYSTEM CONTROL REGISTER (SYS_CTRL) 




BSEL[3:0] = 1 01 1 , MP_A[1 :0] = 00, R/W, Reset value = 0x0000 




Field 


Bit 


Description 


Initial State 


Reserved 


[15:1] 


Data Register 


0 


BOOTDONE 


[0] 


Boot Done for Modem Booting. 

When this bit is set to High, boot done signal is asserted to System 
Controller. S3C6410(AP) boot operation starts. 

Host (Modem) must clear this bit to Low after Modem boot. 


0 
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24.5.14 BANK SELECTION REGISTER (BSEL) 

MP_A[1 :0] = 1 1 , R/W, Reset value = 0x0000 



Field 


Bit 


Description 


Initial State 


Reserved 


[15:4] 




0x000 


BSEL 


[3:0] 


Bank selection 

0000 = One of the protocol registers in BankO will be selected. 

0001 = One of the protocol registers in Banki will be selected. 

1111= One of the protocol registers in Banki 5 will be selected. 


0000 



^^^^^ 
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24.6 REGISTER DESCRIPTIONS (SPECIAL FUNCTION REGISTERS) 



Base address : 0x7400_0000 


Register 


Offset 


R/W 


Description 


Reset Value 


HOSTIFC_CTRL 


0x000 


R/W 


HOST l/F Control Register 


0x20FF_0100 


RpoprvpH 


0x004 


R/W 


RpcprvpH 


0x0000 0006 


HOSTIFC_TMP 


0x008 


R/W 


HOST l/F Temporary Register 


OxOOOO_0000 


Reserved 


OxOOC 




Reserved 


OxOOOO_0000 


HOSTIFCJMB 


0x010 


R 


HOST l/F 1MB Register 


OxOOOO_0000 


HOSTIFC_OMB 


0x014 


R/W 


HOST l/F 0MB Register 


OxOOOO_0000 


HOSTIFC_MR_STAT 


0x020 


R 


HOST l/F Status Mirrored Register 


0x0000_90A2 


H0STIFC_MR_STAT1 


0x024 


R 


HOST l/F Statusi Mirrored Register 


0x0000_0002 


H0STIFC_STAT2 


0x028 


R/W 


HOST l/F Status2 Register 


0x000 1_0000 


Reserved 


0x02C 




Reserved 


OxOOOO_0000 


HOSTIFC_MR_INTE 


0x030 


R/W 


HOST l/F Interrupt Enable Mirrored 
Register 


0x0000_2000 


H0STIFC_MR_INTE1 


0x034 


R 


HOST l/F Interrupt Enablel Mirrored 
Register 


OxOOOO_0000 


H0STIFC_INTE2 


0x038 


RW 


HOST l/F Interrupt Enable2 Register 


OxOOOO_0000 


Reserved 


OxOSC 




Reserved 


OxOOOO_0000 
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24.6.1 HOST l/F CONTROL REGISTER (HOSTIFC_CTRL) 



Register 


address 


R/W 


Description 


Reset Value 


HOSTIFC_CTRL 


0x74000000 


R/W 


HOST l/F Control Register 


0X20FF0100 



HOSTIFC_CTRL 


Bit 


Description 


Initial State 


Reserved 


[31 :30] 


- 


0 


INVJNTR 


[29] 


Polarity inversion of INTR 

0: INTR is active high so that INTR becomes HIGH when an 
interrupt occurs. 

1 : INTR is active low so that INTR becomes LOW when an 
interrupt occurs. 

Note: "INV_INTR" field of the HOST l/F block and 

"INT2M_LEVEL" of the MODEM l/F block must have same 
polarity. 


1 


Reserved 


[28:24] 




0x0 


Reserved 


[23:16] 




OxFF 


Reserved 


[15:9] 




0x0 


Reserved 


[8:0] 




0x100 



24.6.2 HOST l/F TEMPORARY REGISTER (HOSTIFC_TMP) 



Register 


address 


R/W 


Description 


Reset Value 


HOSTIFC_TMP 


0x74000008 


R/W 


HOST l/F Temporary Register 


0x00000000 



HOSTIFC_TMP 


Bit 


Description 


Initial State 


DATA 


[31:0] 


Temporary register 

This register can be used for the design revision or the 
verification. 


0x0000_0000 



24.6.3 HOST l/F 1MB REGISTER (HOSTIFCJMB) 



Register 


address 


R/W 


Description 


Reset Value 


HOSTIFCJMB 


0x74000010 


R 


HOST l/F 1MB Register 


0x00000000 



HOSTIFCJMB 


Bit 


Description 


Initial State 


1MB 


[31:0] 


A 32-bit In-MailBox Shadow register 


0x0000_0000 
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24.6.4 HOST l/F 0MB REGISTER (HOSTIFC_OMB) 



Register 


Address 


R/W 


Description 


Reset Value 


HOSTIFC_OMB 


0x74000014 


R/W 


HOST l/F 0MB Register 


0x00000000 



HOSTIFC_OMB 


Bit 


Description 


Initial State 


0MB 


[31:0] 


A 32-bit Out-MailBox register 


OxOOOO_0000 



24.6.5 HOST l/F STATUS MIRRORED REGISTER (HOSTIFC_MR_STAT) 



Register 


Address 


R/W 


Description 


Reset Value 


HOSTIFC_MR_STAT 


0x74000020 


R 


HOST l/F Status Mirrored Register 


0X000090A2 



HOSTIFC_MR_STAT 


Bit 


Description 


Initial State 


Reserved 


[31:16] 




0x0000 


STAT 


[15:0] 


Mirrored Protocol Register of STAT[15:0] 


0x90A2 



24.6.6 HOST l/F STATUS1 MIRRORED REGISTER (H0STIFC_MR_STAT1) 



Register 


Address 


R/W 


Description 


Reset Value 


H0STIFC_MR_STAT1 


0x74000024 


R 


HOST l/F Statusi Mirrored Register 


0x00000002 



H0STIFC_MR_STAT1 


Bit 


Description 


Initial State 


Reserved 


[31:16] 




0x0000 


STAT1 


[15:0] 


Mirrored Protocol Register of STAT1[15:0] 


0x0002 
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24.6.7 HOST l/F STATUS2 REGISTER (H0STIFC_STAT2) 



Register 


Address 


R/W 


Description 


Reset Value 


H0STIFC_STAT2 


0x74000028 


R/W 


HOST l/F Status2 Register 


0x00010000 



H0STIFC_STAT2 


Bit 


Description 


Initiai 
State 


Reserved 


[31 :20] 


~ 


0x000 


Reserved 


[19] 




0 


RBURST_DONE 


[18] 


Repeated burst write done flag 

This flag is set when the repeated burst write is done. In 
order to clear the flag, write HIGH value. 


0 


IMBFILLED 


[17] 


IMB (In-Mail Box) filled flag 

This flag is set when the in-mailbox is written by the modem. 
In order to clear this flag, HIGH value should be written in this 
bit. 


0 


OMB_EMPTY 


[16] 


0MB (Out-Mail Box) empty flag 

This flag is an inversion of the OMB_FILLED (ie, STAT1 [0]). 


1 


Reserved 


[15:8] 


Reserved 


0x00 


RX_FIFO_OVER_RUN 


[7] 


The over-run flag of Local RX FIFO(L RFIFO) in the HOST 
l/F 


0 


RX_FIFO_UNDER_RUN 


[6] 


The under-run flag of Local RX FIFO(L RFIFO) in the HOST 
l/F 


0 


TX_FIFO_OVER_RUN 


[5] 


The over-run flag of TX FIFO(WFIFO) in the HOST l/F 


0 


TX_FIFO_UNDER_RUN 


[4] 


The under-run flag of TX FIFO(WFIFO) in the HOST l/F 


0 


Reserved 


[3] 




0 


Reserved 


[2] 




0 


Reserved 


[1] 




0 


Reserved 


[0] 




0 



24.6.8 HOST l/F INTERRUPT ENABLE MIRRORED REGISTER (HOSTIFC_MR_INTE) 



Register 


Address 


R/W 


Description 


Reset Value 


HOSTIFC_MR_INTE 


0x74000030 


R 


HOST l/F Interrupt Enable Mirrored Register 


0x00002000 



HOSTIFC_MRJNTE 


Bit 


Description 


Initial State 


Reserved 


[31:16] 




0x0000 


INTE 


[15:0] 


Mirrored Protocol Register of INTE[15:0] 


0x2000 
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24.6.9 HOST l/F INTERRUPT ENABLE1 MIRRORED REGISTER (H0STIFC_MR_INTE1) 



Register 


Address 


R/W 


Description 


Reset Value 


H0STIFC_MR_INTE1 


0x74000034 


R 


HOST l/F Interrupt Enablel Mirrored Register 


0x00000000 



H0STIFC_MRJNTE1 


Bit 


Description 


Initial State 


Reserved 


[31:16] 




0x0000 


INTE1 


[15:0] 


Mirrored Protocol Register of INTE1[15:0] 


0x0000 



24.6.10 HOST l/F INTERRUPT ENABLE2 REGISTER (H0STIFC_INTE2) 



Register 


Address 


R/W 


Description 


Reset Value 


H0STIFCJNTE2 


0x74000038 


R/W 


HOST l/F Interrupt Enable2 Register 


0x00000000 



H0STIFCJNTE2 


Bit 


Description 


Initial State 


Reserved 


[31:16] 




0x0000 


INTE2 


[15:0] 


Each bit is an interrupt enable control bit of the 
corresponding bit of H0STIF_STAT2 


0x0000 
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25 



USB HOST CONTROLLER 



This chapter describes the Universal Serial Bus host controller (USB) implemented in S3C6410X RISC 
microprocessor. 

25-1 OVERVIEW 

S3C6410X supports 2-port USB host interface, which are as follows: 

• OHCI Rev 1 .0 compatible 

• USB Rev1.1 compatible 

• Two down stream ports 

• Support for both LowSpeed and FullSpeed USB devices 
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Figure 25-1. USB Host Controller Block Diagram 
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25.2 USB HOST CONTROLLER SPECIAL REGISTERS 



The S3C641 OX USB host controller complies with OHCI Rev 1 .0. Refer to Open Host Controller Interface Rev 1.0 
specification for detailed information. 

Table 25-1. OHCI Registers for USB Host Controller 



Register 


Base Address 


R/W 


Description 


Reset Value 


HcRevision 


0x74300000 


R 


USB Host Controller Revision Register 


OxOOOO_0010 


HcControl 


0x74300004 


R/W 


USB Host Controller Control Register 


OxOOOO_0000 


HcCommonStatus 


0x74300008 


R/W 


USB Host Controller Command Status 
Register 


OxOOOO_0000 


HclnterruptStatus 


0X7430000C 


R/W 


USB Host Controller Interrupt Status Register 


OxOOOO_0000 


HclnterruptEnable 


0x74300010 


R/W 


USB Host Controller Interrupt Enable Register 


OxOOOO_0000 


HclnterruptDisable 


0x74300014 


R/W 


USB Host Controller Interrupt Disable Register 


OxOOOO_0000 


HcHCCA 


0x74300018 


R/W 


USB Host Controller HCCA Register 


OxOOOO_0000 


HcPenodCuttentED 


0x7430001 C 


R 


1 1 1 1 J. J. 1 1 1 J. ^ 

USB Host Controller Penod Current ED 
Register 


OxOOOO_0000 


HcControlHeadED 


0x74300020 


R/W 


USB Host Controller Control Head ED 
Register 


OxOOOO_0000 


HcControlCurrentED 


0x74300024 


R/W 


USB Host Controller Control Current ED 
Register 


OxOOOO_0000 


HcBulkHeadED 


0x74300028 


R/W 


USB Host Controller Bulk Head ED Register 


OxOOOO_0000 


HcBulkCurrentED 


0x7430002c 


R/W 


USB Host Controller Bulk Current ED Register 


OxOOOO_0000 


HcDoneHead 


0x74300030 


R 


1 1 i~> 1 1 J. J. 1 1 1 1 1 J. 

USB Host Controller Done Head Register 


OxOOOO_0000 


HcRmlnterval 


0x74300034 


R/W 


1 1 1 1 J. J. 1 1 i~~ 1 1 1 r-\ 1 

USB Host Controller Fmlnterval Register 


0x0000 2ED 
F 


HcFmRemaining 


0x74300038 


R 


1 1 1 1 J. J. 1 1 ^ 

USB Host Controller Frame Remaining 
Register 


OxOOOO_0000 


HcFmNumber 


0x7430003C 


R 


USB Host Controller Frame Number Register 


0x0000_0000 


HcPeriodicStart 


0x74300040 


R/W 


USB Host Controller Periodic Start Register 


0x0000_0000 


HcLSThreshold 


0x74300044 


R/W 


USB Host Controller Low-Speed Threshold 
Register 


0x0000_0628 


HcRhDescriptorA 


0x74300048 


R/W 


USB Host Controller Root Hub Descriptor A 
Register 


0x0200_1202 


HcRhDescriptorB 


0X7430004C 


R/W 


USB Host Controller Root Hub Descriptor B 
Register 


0x0000_0000 


HcRhStatus 


0x74300050 


R/W 


USB Host Controller Root Hub Status Register 


0x0000_0000 


HcRhPortStatusI 


0x74300054 


R/W 


USB Host Controller Root Hub Port Status 1 
Register 


0x0000_0100 


HcRhPortStatus2 


0x74300058 


R/W 


USB Host Controller Root Hub Port Status 2 
Register 


0x0000_0100 



25-2 



ELECTRONICS 



641 ox UM 



USB2.0 HS OTG 




USB2.0 HS OTG 



26.1 OVERVIEW 

Samsung USB On-The-Go (OTG) is a Dual-Role Device (DRD) controller, which supports both device and host 
functions. It is fully compliant with the On-The-Go Supplement to the USB 2.0 Specification, Revision 1 .Oa. It 
supports high-speed (HS, 480-Mbps), full-speed (FS, 12-Mbps, Device only), and low-speed (LS, 1.5-Mbps, Host 
only) transfers. HS OTG can be configured as a Host-only or Device-only controller. 

26.2 FEATURE 

The USB2.0 HS OTG features include the following: 

• Complies with the On-The-Go Supplement to the USB 2.0 Specification (Revision 1 .Oa) 

• Operates in High-Speed (480 Mbps), Full-Speed (12 Mbps, Device only) and Low-Speed (1.5 Mbps, Host 
only) modes 

• Supports UTMI+ Level 3 interface (Revision 1 .0) 

• Supports SRP (Session Request Protocol) and HNP (Host Negotiation Protocol) 

• Supports only 32-bit data on the AHB 

• 1 Control Endpoint 0 for control transfer 

• 15 Device Mode programmable Endpoints 

- Programmable endpoint type: Bulk, Isochronous, or Interrupt 

- Programmable IN/OUT direction 

• 16 Host channels supportable 

• Supports packet-based, dynamic FIFO memory allocation of 6,144 depths (35-bit width) 
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26.3 BLOCK DIAGRAM 
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Figure 26-1. System Level Block Diagram 

HS OTG controller is composed of two independent blocks, USB 2.0 OTG Link Core and USB 2.0 PHY Control. 
Each has an AHB Slave, which provides the microcontroller with read and write access to the Control and Status 
Registers (CSRs). The OTG Link has an AHB Master to enable the link to transfer data on the AHB. 

The S3C6410X USB system shown in Figure 26-1 can be configured as following: 

1 . USB 1.1 Host 1 Port & USB 2.0 OTG 1 Port 

2. USB 1.1 Host 2 Ports 

To enable Serial Interface 1 and use 2 ports of Host 1 .1 , set the OPHYCLK.serial_mode register bit to 1 . 
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26.4 MODES OF OPERATION 

The application can operate the Link either in DMA mode or in Slave mode. The application cannot operate the 
core using DMA and Slave modes simultaneously. 

26.4.1 DMA MODE 

USB OTG host uses the AHB Master interface to transmit packet data fetch (AHB to USB) and receive data 
update (USB to AHB). The AHB master uses the programmed DMA address (HCDMAn register in Host mode and 
DIEPDMAn/DOEPDMAn register in Device mode) to access the data buffers. 

26.4.2 SLAVE MODE 

USB OTG can operate either in transaction-level operation or in pipelined transaction-level operation. The 
application handles one data packet at a time per channel / endpoint in transaction-level operations. In pipelined 
transaction-level operation, the application can program the OTG to perform multiple transactions. The advantage 
of pipelined operation is that the application is not interrupted on packet basis. 



26.5 SYSTEM CONTROLLER SETTING 

A register in SYSTEM CONTROLLER has to be set for USB to work appropriately. 



OTHERS 


Bit 


R/W 


Description 


Initial State 


USB_SIG_MASK 


[16] 


R_W 


USB signal mask to prevent unwanted leakage 
(This bit must be set before USB PHY is used.) 


1'bO 



The 16 bit of OTHER CONTROL register based on address 7E00_F900h is guided to be set differently 
depending on the system operation mode: 

26.5.1 NORMAL MODE 

Initial state of USB_SIG_MASK is 1'bO. It must be set to 1'b1 in order to start USB transaction. 
In this mode, USB PHY power can be cut off if USBOTG function is not used. 

26.5.2 STOP/DEEP STOP/SLEEP MODE 

In these operation modes, USB PHY power can be cut off. 

Therefore to prevent unwanted leakage current , USB_SIG_MASK must be set to 1'bO before entering these 
modes. 
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26.6 REGISTER MAP 

26.6.1 OVERVIEW 

The OTG PHY control registers based on address 7C10_0000h must be accessed to control and observe the 
OTG PHY. 

The OTG Link Core registers based on address 7C00_0000h is classified as follows: 

• Core Global Registers 

• Host Mode Registers 

- Host Global Registers 

- Host Port CSRs 

- Host Channel-Specific Registers 

• Device Mode Registers 

- Device Global Registers 

- Device Endpoint-Specific Registers 

Only the Core Global and Host Port registers can be accessed in both Host and Device modes. When the OTG 
Link is operating in either Device or Host mode, the application must not access registers from the other mode. If 
an illegal access occurs, a Mode Mismatch interrupt is generated and reflected in the Core Interrupt register. 
When the core switches from one mode to another, the registers in the new mode of operation must be 
reprogrammed as they would be after a power-on reset. 
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26.6.2 OTG LINK CSR MEMORY MAP 



Figure 26-2 shows the OTG link CSR address map. Host and Device mode registers occupy different addresses. 
All registers are implemented in the AHB Clock domain. 



OTG LINK BASE + OOOh 






Core Global CSRs 




OTG LINK BASE + 0400h 






Host Mode CSRs 




OTG LINK BASE + 0800h 






Device Mode CSRs 





Figure 26-2. OTG Link CSR Memory Map 
26.6.3 OTG FIFO ADDRESS MAPPING 



FIFO 



Periodic Tx Packets 



Non Periodic Tx Packets 



Rx Packets 



HPTXFSIZ[31:16] 



— HPTXFSIZ[15:0] 



NPTXFSIZ[31:16] 



— NPTXFSIZ[15:0] 



RXFSIZ[31:16] 



Rx starting 
Address fixed to 0 



FIFO 



Periodic-n 
Tx Packet(one) 



Periodic-1 
Tx Packet(one) 



Non-Periodic Tx Packets 



Rx Packets 



DPTXFSIZ_n[31:16] 

< DPTXFSIZ_n[15:0] 

< DPTXFSIZ_1[15:0] 

DPTXFSIZ_1[31:16] 

< DPTXFSIZ_1[15:0] 

NPTXFSIZ[31:16] 



— < NPTXFSIZ[15:0] 



— RXFSIZ[31:16] 



(a) Host Mode FIFO Address Mapping 



(b) Device Mode FIFO Address mapping 



Figure 26-3. OTG FIFO Mapping 
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Figure 26-3 shows the OTG FIFO Address Mapping. The following registers must be programmed as follows; 

In Host Mode 

RXFSIZ[15:0] = OTG_RX_DFIFO_DEPTH 
NPTXFSIZ[15:0] = OTG_RX_DFIFO_DEPTH 
NPTXFSIZ[31:16] = OTG_TX_NPERIO_DFIFO_DEPTH 
HPTXFSIZ[15:0] = RX_DFIFO_DEPTH + TX_NPERIO_DFIFO_DEPTH 
HPTXFSIZ[31:16] = TX_PERIOD_DFIFO_DEPTH 



In Device Mode 

RXFSIZ[15:0] = OTG_RX_DFIFO_DEPTH 
NPTXFSIZ[15:0] = OTG_RX_DFIFO_DEPTH 
NPTXFSIZ[31:16] = OTG_TX_NPERIO_DFIFO_DEPTH 

DPTXFSIZ_1[15:0] = OTG_RX_DFIFO_DEPTH + OTG_TX_NPERIO_DFIFO_DEPTH 
DPTXFSIZ_1[31:16] = 0TG_TX_DPERI0_DFIF0_DEPTH_1 
DPTXFSIZ_2[15:0] = DPTXFSIZE_1[15:0] + 0TG_TX_DPERI0_DFIF0_DEPTH_1 
DPTXFSIZ_2[31:16] = 0TG_TX_DPERI0_DFIF0_DEPTH2 



DPTXFSIZ_n[15:0] = DPTXFSIZE_n-1[15:0] + 0TG_TX_DPERI0_DFIF0_DEPTH_n-1 
DPTXFSIZ_n[31:16] = OTG_TX_DPERIO_DFIFO_DEPTHn 
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26.6.4 APPLICATION ACCESS TO THE CSRS 



The Access column of each register description that follows specifies how the application and the core can 
access the register fields of the CSRs. The following conventions are used. 



Read Only 

Write Only 
READ and Write 



Read, Write, and 
Self Clear 

Read, Write, Self Set, 
and Self Clear 

Read, Self set, and 
Write Clear 



RO 

WO 
R_W 

R_W_SC 

R_W_SS_SC 
R SS WC 



Read, Write Set, and R_WS_SC 
Self Clear 



Read, Self set, and Self R_SS_SC_WC 
Clear or Write Clear 



Register field can only be read by the application. Writes to 
read-only fields have no effect. 

Register field can only be written by the application. 

Register field can be read and written by the application. The 
application can set this field by writing 1'b1 and can clear it by 
writing 1'bO. 

Register field can be read and written by the application 
(Read and Write), and is cleared to 1'bO by the core (Self 
Clear). The conditions under which the core clears this field 
are explained in detail in the field's description. 

Register field can be read and written by the application 
(Read and Write), set to 1'b1 by the core on certain USB 
events (Self Set), and cleared to 1'bO by the core (Self Clear). 

Register field can be read by the application (Read), can be 
set to 1 'b1 by the core on certain internal or USB or AHB 
event (Self Set), and can be cleared to 1'bO by the application 
with a register write of 1 'b1 (Write Clear). A register write of 
1'bO has no effect on this field. 

Register field can be read by the application (Read), can be 
set to 1 'b1 by the application with a register write of 1 'b1 
(Write Set), and is cleared to 1'bO by the core (Self Clear). 
The application cannot clear this type of field, and a register 
write of 1'bO to this bit has no effect on this field. 

Register field can be read by the application (Read), can be 
set to 1 'b1 by the core on certain internal or USB or AHB 
events (Self Set), and can be cleared to 1 'bO either by the 
core itself (Self Clear) or by the application with a register 
write of 1 'b1 (Write Clear). A register write of 1 'bO to this bit 
has no effect on this field. 
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26.7 HS OTG CONTROLLER SPECIAL REGISTERS 



Table 26-1. Register summary of HS OTG Controller 



Register 


Offset 


R/W 


Description 


Reset Value 


OTG PHY CONTROL REGISTERS (Base address : 0x7C10_0000) 


OPHYPWR 


0x000 


R/W 


OTG PHY Power Control Register 


0x0000_0019 


OPHYCLK 


0x004 


R/W 


OTG PHY Clock Control Register 


OxOOOO_0000 


ORSTCON 


0x008 


R/W 


OTG Reset Control Register 


OxOOOO_0001 


OPHYTUNE 


0x020 


R/W 


OTG PHY Tuning Register 


0x0027_1B93 


OTG LINK CORE REGISTERS (Base address : 0x7C00_0000) 


Core Global Registers 


GOTGCTL 


0x000 


R/W 


OTG Control and Status Register 


0x000 1_0000 


GOTGINT 


0x004 


R/W 


OTG Interrupt Register 


OxOOOO_0000 


GAHBCFG 


0x008 


R/W 


Core AHB Configuration Register 


OxOOOO_0000 


GUSBCFG 


OxOOC 


R/W 


Core USB Configuration Register 


0x0000_1400 


GRSTCTL 


0x010 


R/W 


Core Reset Register 


0x8000_0000 


GINTSTS 


0x014 


R/W 


Core Interrupt Register 


0x0400_1020 


GINTMSK 


0x018 


R/W 


Core Interrupt Mask Register 


OxOOOO_0000 


GRXSTSR 


0x0 1C 


R 


Receive Status Debug Read Register 


- 


GRXSTSP 


0x020 


R 


Receive Status Read/Pop Register 


- 


GRXFSIZ 


0x024 


R/W 


Receive FIFO Size Register 


0x0000_1800 


GNPTXFSIZ 


0x028 


R/W 


Non-Periodic Transmit FIFO Size Register 


0x1800_1800 


GNPTXSTS 


0x02C 


R 


Non-Periodic Transmit FIFO/Queue Status Register 


0x0008_1800 


HPTXFSIZ 


0x100 


R/W 


Host Periodic Transmit FIFO Size Register 


0x0300_5A00 


DPTXFSIZ1 


0x104 


R/W 


Device Periodic Transmit FIFO-1 Size Register 


0x0300_1000 


DPTXFSIZ2 


0x108 


R/W 


Device Periodic Transmit FIFO-2 Size Register 


0x0300_3300 


DPTXFSIZ3 


0x1 OC 


R/W 


Device Periodic Transmit FIFO-3 Size Register 


0x0300_3600 


DPTXFSIZ4 


0x110 


R/W 


Device Periodic Transmit FIFO-4 Size Register 


0x0300_3900 


DPTXFSIZ5 


0x114 


R/W 


Device Periodic Transmit FIFO-5 Size Register 


0x0300_3C00 


DPTXFSIZ6 


0x118 


R/W 


Device Periodic Transmit FIFO-6 Size Register 


0x0300_3F00 


DPTXFSIZ7 


0x1 1C 


R/W 


Device Periodic Transmit FIFO-7 Size Register 


0x0300_4200 


DPTXFSIZ8 


0x120 


R/W 


Device Periodic Transmit FIFO-8 Size Register 


0x0300_4500 


DPTXFSIZ9 


0x124 


R/W 


Device Periodic Transmit FIFO-9 Size Register 


0x0300_4800 


DPTXFSIZ10 


0x128 


R/W 


Device Periodic Transmit FIFO-1 0 Size Register 


0x0300_4B00 


DPTXFSIZ1 1 


0x1 2C 


R/W 


Device Periodic Transmit FIFO-1 1 Size Register 


0x0300_4E00 


DPTXFSIZ12 


0x130 


R/W 


Device Periodic Transmit FIFO-12 Size Register 


0x0300_5100 


DPTXFSIZ13 


0x134 


R/W 


Device Periodic Transmit FIFO-1 3 Size Register 


0x0300_5400 
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DPTXFSIZ14 


0x138 


R/W 


Device Periodic Transmit FIFO-14 Size Register 


0x0300_5700 


DPTXFSIZ15 


0x1 3C 


R/W 


Device Periodic Transmit FIFO-15 Size Register 


0x0300_5A00 


Host Mode Registers 


Host Global Registers 


HCFG 


0x400 


R/W 


Host Configuration Register 


0x0020_0000 


HFIR 


0x404 


R/W 


Host Frame Interval Register 


0x0000_17D7 


HFNUM 


0x408 


R 


Host Frame Number/Frame Time Remaining Register 


OxOOOO_0000 


HPTXSTS 


0x410 


R 


Host Periodic Transmit FIFO/Queue Status Register 


0x0008_0100 


HAINT 


0x414 


R 


Host All Channels Interrupt Register 


OxOOOO_0000 


HAINTMSK 


0x418 


R/W 


Host All Channels Interrupt Mask Register 


OxOOOO_0000 


Host Port Control and Status Registers 


HPRT 


0x440 


R/W 


Host Port Control and Status Register 


OxOOOO_0000 


Host Channel-Specific Registers 


HCCHARO 


0x500 


R/W 


Host Channel 0 Characteristics Register 


OxOOOO_0000 


HCSPLTO 


0x504 


R/W 


Host Channel 0 Spilt Control Register 


OxOOOO_0000 


HCINTO 


0x508 


R/W 


Host Channel 0 Interrupt Register 


OxOOOO_0000 


HCINTMSKO 


0x50C 


R/W 


Host Channel 0 Interrupt Mask Register 


OxOOOO_0000 


HCTSIZO 


0x510 


R/W 


Host Channel 0 Transfer Size Register 


OxOOOO_0000 


HCDMAO 


0x514 


R/W 


Host Channel 0 DMA Address Register 


OxOOOO_0000 


HCCHAR1 


0x520 


R/W 


Host Channel 1 Characteristics Register 


OxOOOO_0000 


HCSPLT1 


0x524 


R/W 


Host Channel 1 Spilt Control Register 


OxOOOO_0000 


HCINT1 


0x528 


R/W 


Host Channel 1 Interrupt Register 


OxOOOO_0000 


HCINTMSK1 


0x52C 


R/W 


Host Channel 1 Interrupt Mask Register 


OxOOOO_0000 


HCTSIZ1 


0x530 


R/W 


Host Channel 1 Transfer Size Register 


OxOOOO_0000 


HCDMA1 


0x534 


R/W 


Host Channel 1 DMA Address Register 


OxOOOO_0000 


HCCHAR2 


0x540 


R/W 


Host Channel 2 Characteristics Register 


OxOOOO_0000 


HCSPLT2 


0x544 


R/W 


Host Channel 2 Spilt Control Register 


OxOOOO_0000 


HCINT2 


0x548 


R/W 


Host Channel 2 Interrupt Register 


OxOOOO_0000 


HCINTMSK2 


0x54C 


R/W 


Host Channel 2 Interrupt Mask Register 


OxOOOO_0000 


HCTSIZ2 


0x550 


R/W 


Host Channel 2 Transfer Size Register 


OxOOOO_0000 


HCDMA2 


0x554 


R/W 


Host Channel 2 DMA Address Register 


OxOOOO_0000 


HCCHAR3 


0x560 


R/W 


Host Channel 3 Characteristics Register 


OxOOOO_0000 


HCSPLT3 


0x564 


R/W 


Host Channel 3 Spilt Control Register 


OxOOOO_0000 


HCINT3 


0x568 


R/W 


Host Channel 3 Interrupt Register 


OxOOOO_0000 


HCINTMSK3 


0x56C 


R/W 


Host Channel 3 Interrupt Mask Register 


OxOOOO_0000 


HCTSIZ3 


0x570 


R/W 


Host Channel 3 Transfer Size Register 


OxOOOO_0000 


HCDMA3 


0x574 


R/W 


Host Channel 3 DMA Address Register 


OxOOOO_0000 
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HCCHAR4 


0x580 


R/W 


Host Channel 4 Characteristics Register 


OxOOOO_0000 


HCSPLT4 


0x584 


R/W 


Host Channel 4 Spilt Control Register 


OxOOOO_0000 


HCINT4 


0x588 


R/W 


Host Channel 4 Interrupt Register 


OxOOOO_0000 


HCINTMSK4 


0x58C 


R/W 


Host Channel 4 Interrupt Mask Register 


OxOOOO_0000 


HCTSIZ4 


0x580 


R/W 


Host Channel 4 Transfer Size Register 


OxOOOO_0000 


HCDMA4 


0x584 


R/W 


Host Channel 4 DMA Address Register 


OxOOOO_0000 


HCCHAR5 


0x5A0 


R/W 


Host Channel 5 Characteristics Register 


OxOOOO_0000 


HCSPLT5 


0x5A4 


R/W 


Host Channel 5 Spilt Control Register 


OxOOOO_0000 


HCINT5 


0x5A8 


R/W 


Host Channel 5 Interrupt Register 


OxOOOO_0000 


HCINTMSK5 


0x5AC 


R/W 


Host Channel 5 Interrupt Mask Register 


OxOOOO_0000 


HCTSIZ5 


0x5B0 


R/W 


Host Channel 5 Transfer Size Register 


OxOOOO_0000 


HCDMA5 


0x5B4 


R/W 


Host Channel 5 DMA Address Register 


OxOOOO_0000 


HCCHAR6 


0x5C0 


R/W 


Host Channel 6 Characteristics Register 


OxOOOO_0000 


HCSPLT6 


0x5C4 


R/W 


Host Channel 6 Spilt Control Register 


OxOOOO_0000 


HCINT6 


0x5C8 


R/W 


Host Channel 6 Interrupt Register 


OxOOOO_0000 


HCINTMSK6 


0x5CC 


R/W 


Host Channel 6 Interrupt Mask Register 


OxOOOO_0000 


HCTSIZ6 


0x5D0 


R/W 


Host Channel 6 Transfer Size Register 


OxOOOO_0000 


HCDMA6 


0x5D4 


R/W 


Host Channel 6 DMA Address Register 


OxOOOO_0000 


HCCHAR7 


0x5E0 


R/W 


Host Channel 7 Characteristics Register 


OxOOOO_0000 


HCSPLT7 


0x5E4 


R/W 


Host Channel 7 Spilt Control Register 


OxOOOO_0000 


HCINT7 


0x5E8 


R/W 


Host Channel 7 Interrupt Register 


OxOOOO_0000 


HCINTMSK7 


0x5EC 


R/W 


Host Channel 7 Interrupt Mask Register 


OxOOOO_0000 


HCTSIZ7 


0x5F0 


R/W 


Host Channel 7 Transfer Size Register 


OxOOOO_0000 


HCDMA7 


0x5F4 


R/W 


Host Channel 7 DMA Address Register 


OxOOOO_0000 


HCCHAR8 


0x600 


R/W 


Host Channel 8 Characteristics Register 


OxOOOO_0000 


HCSPLT8 


0x604 


R/W 


Host Channel 8 Spilt Control Register 


OxOOOO_0000 


HCINT8 


0x608 


R/W 


Host Channel 8 Interrupt Register 


OxOOOO_0000 


HCINTMSK8 


0x60C 


R/W 


Host Channel 8 Interrupt Mask Register 


OxOOOO_0000 


HCTSIZ8 


0x610 


R/W 


Host Channel 8 Transfer Size Register 


OxOOOO_0000 


HCDMA8 


0x614 


R/W 


Host Channel 8 DMA Address Register 


OxOOOO_0000 


HCCHAR9 


0x620 


R/W 


Host Channel 9 Characteristics Register 


OxOOOO_0000 


HCSPLT9 


0x624 


R/W 


Host Channel 9 Spilt Control Register 


OxOOOO_0000 


HCINT9 


0x628 


R/W 


Host Channel 9 Interrupt Register 


OxOOOO_0000 


HCINTMSK9 


0x62C 


R/W 


Host Channel 9 Interrupt Mask Register 


OxOOOO_0000 


HCTSIZ9 


0x630 


R/W 


Host Channel 9 Transfer Size Register 


OxOOOO_0000 


HCDMA9 


0x634 


R/W 


Host Channel 9 DMA Address Register 


OxOOOO_0000 


HCCHAR10 


0x640 


R/W 


Host Channel 10 Characteristics Register 


OxOOOO_0000 
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HCSPLT10 


0x644 


R/W 


Host Channel 10 Spilt Control Register 


OxOOOO_0000 


HCINT10 


0x648 


R/W 


Host Channel 10 Interrupt Register 


OxOOOO_0000 


HCINTMSK10 


0x64C 


R/W 


Host Channel 10 Interrupt Mask Register 


OxOOOO_0000 


HCTSIZ10 


0x650 


R/W 


Host Channel 10 Transfer Size Register 


OxOOOO_0000 


HCDMA10 


0x654 


R/W 


Host Channel 10 DMA Address Register 


OxOOOO_0000 


HCCHAR1 1 


0x660 


R/W 


Host Channel 1 1 Characteristics Register 


OxOOOO_0000 


HCSPLT11 


0x664 


R/W 


Host Channel 1 1 Spilt Control Register 


OxOOOO_0000 


HCINT11 


0x668 


R/W 


Host Channel 1 1 Interrupt Register 


OxOOOO_0000 


HCINTMSK11 


0x66C 


R/W 


Host Channel 1 1 Interrupt Mask Register 


OxOOOO_0000 


HCTSIZ1 1 


0x670 


R/W 


Host Channel 1 1 Transfer Size Register 


OxOOOO_0000 


HCDMA11 


0x674 


R/W 


Host Channel 1 1 DMA Address Register 


OxOOOO_0000 


HCCHAR12 


0x680 


R/W 


Host Channel 12 Characteristics Register 


OxOOOO_0000 


HCSPLT12 


0x684 


R/W 


Host Channel 12 Spilt Control Register 


OxOOOO_0000 


HCINT12 


0x688 


R/W 


Host Channel 12 Interrupt Register 


OxOOOO_0000 


HCINTMSK12 


0x68C 


R/W 


Host Channel 12 Interrupt Mask Register 


OxOOOO_0000 


HCTSIZ12 


0x690 


R/W 


Host Channel 12 Transfer Size Register 


OxOOOO_0000 


HCDMA12 


0x694 


R/W 


Host Channel 12 DMA Address Register 


OxOOOO_0000 


HCCHAR13 


0x6A0 


R/W 


Host Channel 13 Characteristics Register 


OxOOOO_0000 


HCSPLT13 


0x6A4 


R/W 


Host Channel 13 Spilt Control Register 


OxOOOO_0000 


HCINT13 


0x6A8 


R/W 


Host Channel 13 Interrupt Register 


OxOOOO_0000 


HCINTMSK13 


0x6AC 


R/W 


Host Channel 13 Interrupt Mask Register 


OxOOOO_0000 


HCTSIZ13 


0x6B0 


R/W 


Host Channel 13 Transfer Size Register 


OxOOOO_0000 


HCDMA13 


0x6B4 


R/W 


Host Channel 13 DMA Address Register 


OxOOOO_0000 


HCCHAR14 


0x6C0 


R/W 


Host Channel 14 Characteristics Register 


OxOOOO_0000 


HCSPLT14 


0x6C4 


R/W 


Host Channel 14 Spilt Control Register 


OxOOOO_0000 


HCINT14 


0x6C8 


R/W 


Host Channel 14 Interrupt Register 


OxOOOO_0000 


HCINTMSK14 


0x6CC 


R/W 


Host Channel 14 Interrupt Mask Register 


OxOOOO_0000 


HCTSIZ14 


0x6D0 


R/W 


Host Channel 14 Transfer Size Register 


OxOOOO_0000 


HCDMA14 


0x6D4 


R/W 


Host Channel 14 DMA Address Register 


OxOOOO_0000 


HCCHAR15 


0x6E0 


R/W 


Host Channel 15 Characteristics Register 


OxOOOO_0000 


HCSPLT15 


0x6E4 


R/W 


Host Channel 15 Spilt Control Register 


OxOOOO_0000 


HCINT15 


0x6E8 


R/W 


Host Channel 15 Interrupt Register 


OxOOOO_0000 


HCINTMSK15 


0x6EC 


R/W 


Host Channel 15 Interrupt Mask Register 


OxOOOO_0000 


HCTSIZ15 


0x6F0 


R/W 


Host Channel 15 Transfer Size Register 


OxOOOO_0000 


HCDMA15 


0x6F4 


R/W 


Host Channel 15 DMA Address Register 


OxOOOO_0000 


Device Mode Registers 


Device Global Registers 
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DCFG 


0x800 


R/W 


Device Configuration Register 


0x0020_0000 


DCTL 


0x804 


R/W 


Device Control Register 


OxOOOO_0000 


DSTS 


0x808 


R 


Dpvice Status Rpaister 


0x0000 0002 


DIEPMSK 


0x810 


R/W 


Device IN Endpoint Common Interrupt Mask Register 


OxOOOO_0000 


DOEPMSK 


0x814 


R/W 


Device OUT Endpoint Common Interrupt Mask Register 


OxOOOO_0000 


DAINT 


0x818 


R 


Device ALL Endpoints Interrupt Register 


OxOOOO_0000 


DAINTMSK 


0x81 C 


RA/V 


Device ALL Endpoints Interrupt Mask Register 


OxOOOO_0000 


DTKNQR1 


0x820 


R 


Device IN Token Sequence Learning Queue Read 
Register 1 


OxOOOO_0000 


DTKNQR2 


0x824 


R 


Device IN Token Sequence Learning Queue Read 
Register 2 


OxOOOO_0000 


DVBUSDIS 


0x828 


R/W 


Device VBUS Discharge Time Register 


0x0000_17D7 


DVBUSPULSE 


0x82C 


R/W 


Device VBUS Pulsing Time Register 


0x0000_05B8 


DTKNQR3 


0x830 


R 


Device IN Token Sequence Learning Queue Read 
Register 3 


OxOOOO_0000 


DTKNQR4 


0x834 


R 


Device IN Token Sequence Learning Queue Read 
Register 4 


OxOOOO_0000 


Device Logical IN Endpoint-Specific Registers 


DIEPCTLO 


0x900 


R/W 


Device Control IN Endpoint 0 Control Register 


0x0000_8000 


DIEPINTO 


0x908 


R/W 


Device IN Endpoint 0 Interrupt Register 


OxOOOO_0000 


DIEPTSIZO 


0x910 


R/W 


Device IN Endpoint 0 Transfer Size Register 


OxOOOO_0000 


DIEPDMAO 


0x914 


R/W 


Device IN Endpoint 0 DMA Address Register 


OxOOOO_0000 


DIEPCTL1 


0x920 


R/W 


Device Control IN Endpoint 1 Control Register 


OxOOOO_0000 


DIEPINT1 


0x928 


R/W 


Device IN Endpoint 1 Interrupt Register 


0x0000_0080 


DIEPTSIZ1 


0x930 


R/W 


Device IN Endpoint 1 Transfer Size Register 


OxOOOO_0000 


DIEPDMA1 


0x934 


R/W 


Device IN Endpoint 1 DMA Address Register 


OxOOOO_0000 


DIEPCTL2 


0x940 


R/W 


Device Control IN Endpoint 2 Control Register 


OxOOOO_0000 


DIEPINT2 


0x948 


R/W 


Device IN Endpoint 2 Interrupt Register 


0x0000_0080 


DIEPTSIZ2 


0x950 


R/W 


Device IN Endpoint 2 Transfer Size Register 


OxOOOO_0000 


DIEPDMA2 


0x954 


R/W 


Device IN Endpoint 2 DMA Address Register 


OxOOOO_0000 


DIEPCTL3 


0x960 


R/W 


Device Control IN Endpoint 3 Control Register 


OxOOOO_0000 


DIEPINT3 


0x968 


R/W 


Device IN Endpoint 3 Interrupt Register 


0x0000_0080 


DIEPTSIZ3 


0x970 


R/W 


Device IN Endpoint 3 Transfer Size Register 


OxOOOO_0000 


DIEPDMA3 


0x974 


R/W 


Device IN Endpoint 3 DMA Address Register 


OxOOOO_0000 


DIEPCTL4 


0x980 


R/W 


Device Control IN Endpoint 0 Control Register 


OxOOOO_0000 


DIEPINT4 


0x988 


R/W 


Device IN Endpoint 4 Interrupt Register 


0x0000_0080 


DIEPTSIZ4 


0x990 


R/W 


Device IN Endpoint 4 Transfer Size Register 


OxOOOO_0000 


DIEPDMA4 


0x994 


R/W 


Device IN Endpoint 4 DMA Address Register 


OxOOOO_0000 
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DIEPCTL5 


0x9A0 


R/W 


Device Control IN Endpoint 5 Control Register 


OxOOOO_0000 


DIEPINT5 


0x9A8 


R/W 


Device IN Endpoint 5 Interrupt Register 


0x0000_0080 


DIEPTSIZ5 


0x9B0 


R/W 


Device IN Endpoint 5 Transfer Size Register 


OxOOOO_0000 


DIEPDMA5 


0x9B4 


R/W 


Device IN Endpoint 5 DMA Address Register 


OxOOOO_0000 


DIEPCTL6 


0x9C0 


R/W 


Device Control IN Endpoint 6 Control Register 


OxOOOO_0000 


DIEPINT6 


0x9C8 


R/W 


Device IN Endpoint 6 Interrupt Register 


0x0000_0080 


DIEPTSIZ6 


0x9D0 


R/W 


Device IN Endpoint 6 Transfer Size Register 


OxOOOO_0000 


DIEPDMA6 


0x9D4 


R/W 


Device IN Endpoint 6 DMA Address Register 


OxOOOO_0000 


DIEPCTL7 


0x9E0 


R/W 


Device Control IN Endpoint 7 Control Register 


OxOOOO_0000 


DIEPINT7 


0x9E8 


R/W 


Device IN Endpoint 7 Interrupt Register 


0x0000_0080 


DIEPTSIZ7 


0x9F0 


R/W 


Device IN Endpoint 7 Transfer Size Register 


0x0000_0000 


DIEPDMA7 


0x9F4 


R/W 


Device IN Endpoint 7 DMA Address Register 


OxOOOO_0000 


DIEPCTL8 


OxAOO 


R/W 


Device Control IN Endpoint 8 Control Register 


OxOOOO_0000 


DIEPINT8 


0xA08 


R/W 


Device IN Endpoint 8 Interrupt Register 


0x0000_0080 


DIEPTSIZ8 


OxA10 


R/W 


Device IN Endpoint 8 Transfer Size Register 


OxOOOO_0000 


DIEPDMA8 


0xA14 


R/W 


Device IN Endpoint 8 DMA Address Register 


OxOOOO_0000 


DIEPCTL9 


0xA20 


R/W 


Device Control IN Endpoint 9 Control Register 


OxOOOO_0000 


DIEPINT9 


0xA28 


R/W 


Device IN Endpoint 9 Interrupt Register 


0x0000_0080 


DIEPTSIZ9 


0xA30 


R/W 


Device IN Endpoint 9 Transfer Size Register 


0x0000_0000 


DIEPDMA9 


0xA34 


R/W 


Device IN Endpoint 9 DMA Address Register 


OxOOOO_0000 


DIEPCTL10 


0xA40 


R/W 


Device Control IN Endpoint 10 Control Register 


OxOOOO_0000 


DIEPINT10 


0xA48 


R/W 


Device IN Endpoint 10 Interrupt Register 


0x0000_0080 


DIEPTSIZ10 


0xA50 


R/W 


Device IN Endpoint 10 Transfer Size Register 


0x0000_0000 


DIEPDMA10 


0xA54 


R/W 


Device IN Endpoint 10 DMA Address Register 


OxOOOO_0000 


DIEPCTL11 


0xA60 


R/W 


Device Control IN Endpoint 1 1 Control Register 


OxOOOO_0000 


DIEPINT11 


0xA68 


R/W 


Device IN Endpoint 1 1 Interrupt Register 


0x0000_0080 


DIEPTSIZ11 


0xA70 


R/W 


Device IN Endpoint 1 1 Transfer Size Register 


0x0000_0000 


DIEPDMA11 


0xA74 


R/W 


Device IN Endpoint 11 DMA Address Register 


OxOOOO_0000 


DIEPCTL12 


0xA80 


R/W 


Device Control IN Endpoint 12 Control Register 


OxOOOO_0000 


DIEPINT12 


0xA88 


R/W 


Device IN Endpoint 12 Interrupt Register 


0x0000_0080 


DIEPTSIZ12 


0xA90 


R/W 


Device IN Endpoint 12 Transfer Size Register 


OxOOOO_0000 


DIEPDMA12 


0xA94 


R/W 


Device IN Endpoint 12 DMA Address Register 


OxOOOO_0000 


DIEPCTL13 


OxAAO 


R/W 


Device Control IN Endpoint 13 Control Register 


OxOOOO_0000 


DIEPINT13 


0xAA8 


R/W 


Device IN Endpoint 13 Interrupt Register 


0x0000_0080 


DIEPTSIZ13 


OxABO 


R/W 


Device IN Endpoint 13 Transfer Size Register 


0x0000_0000 


DIEPDMA13 


0xAB4 


R/W 


Device IN Endpoint 13 DMA Address Register 


OxOOOO_0000 


DIEPCTL14 


OxACO 


R/W 


Device Control IN Endpoint 14 Control Register 


OxOOOO_0000 
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DIEPINT14 


OxACS 


R/W 


Device IN Endpoint 14 Interrupt Register 


0x0000_0080 


DIEPTSIZ14 


OxADO 


R/W 


Device IN Endpoint 14 Transfer Size Register 


OxOOOO_0000 


DIEPDMA14 


0xAD4 


R/W 


Device IN Endpoint 14 DMA Address Register 


OxOOOO_0000 


DIEPCTL15 


OxAEO 


R/W 


Device Control IN Endpoint 15 Control Register 


OxOOOO_0000 


DIEPINT15 


OxAES 


R/W 


Device IN Endpoint 15 Interrupt Register 


0x0000_0080 


DIEPTSIZ15 


OxAFO 


R/W 


Device IN Endpoint 15 Transfer Size Register 


OxOOOO_0000 


DIEPDMA15 


0xAF4 


R/W 


Device IN Endpoint 15 DMA Address Register 


OxOOOO_0000 


Device Logical OUT Endpoint-Specific Registers 


DOEPCTLO 


OxBOO 


R/W 


Device Control OUT Endpoint 0 Control Register 


0x0000_8000 


DOEPINTO 


0xB08 


R/W 


Device OUT Endpoint 0 Interrupt Register 


OxOOOO_0000 


DOEPTSIZO 


0x810 


R/W 


Device OUT Endpoint 0 Transfer Size Register 


OxOOOO_0000 


DOEPDMAO 


0x814 


R/W 


Device OUT Endpoint 0 DMA Address Register 


OxOOOO_0000 


D0EPCTL1 


0x820 


R/W 


Device Control OUT Endpoint 1 Control Register 


OxOOOO_0000 


D0EPINT1 


0x828 


R/W 


Device OUT Endpoint 1 Interrupt Register 


OxOOOO_0000 


D0EPTSIZ1 


0x830 


R/W 


Device OUT Endpoint 1 Transfer Size Register 


OxOOOO_0000 


D0EPDMA1 


0x834 


R/W 


Device OUT Endpoint 1 DMA Address Register 


OxOOOO_0000 


D0EPCTL2 


0x840 


R/W 


Device Control OUT Endpoint 2 Control Register 


OxOOOO_0000 


D0EPINT2 


0x848 


R/W 


Device OUT Endpoint 2 Interrupt Register 


OxOOOO_0000 


D0EPTSIZ2 


0x850 


R/W 


Device OUT Endpoint 2 Transfer Size Register 


OxOOOO_0000 


D0EPDMA2 


0x854 


R/W 


Device OUT Endpoint 2 DMA Address Register 


OxOOOO_0000 


D0EPCTL3 


0x860 


R/W 


Device Control OUT Endpoint 3 Control Register 


OxOOOO_0000 


D0EPINT3 


0x868 


R/W 


Device OUT Endpoint 3 Interrupt Register 


OxOOOO_0000 


D0EPTSIZ3 


0x870 


R/W 


Device OUT Endpoint 3 Transfer Size Register 


OxOOOO_0000 


D0EPDMA3 


0x874 


R/W 


Device OUT Endpoint 3 DMA Address Register 


OxOOOO_0000 


D0EPCTL4 


0x880 


R/W 


Device Control OUT Endpoint 4 Control Register 


OxOOOO_0000 


D0EPINT4 


0x888 


R/W 


Device OUT Endpoint 4 Interrupt Register 


OxOOOO_0000 


D0EPTSIZ4 


0x890 


R/W 


Device OUT Endpoint 4 Transfer Size Register 


OxOOOO_0000 


D0EPDMA4 


0x894 


R/W 


Device OUT Endpoint 4 DMA Address Register 


OxOOOO_0000 


D0EPCTL5 


Ox8AO 


R/W 


Device Control OUT Endpoint 5 Control Register 


OxOOOO_0000 


D0EPINT5 


0x8A8 


R/W 


Device OUT Endpoint 5 Interrupt Register 


OxOOOO_0000 


D0EPTSIZ5 


0x880 


R/W 


Device OUT Endpoint 5 Transfer Size Register 


OxOOOO_0000 


D0EPDMA5 


0x884 


R/W 


Device OUT Endpoint 5 DMA Address Register 


OxOOOO_0000 


D0EPCTL6 


Ox8CO 


R/W 


Device Control OUT Endpoint 6 Control Register 


OxOOOO_0000 


D0EPINT6 


0x8C8 


R/W 


Device OUT Endpoint 6 Interrupt Register 


OxOOOO_0000 


D0EPTSIZ6 


Ox8DO 


R/W 


Device OUT Endpoint 6 Transfer Size Register 


OxOOOO_0000 


D0EPDMA6 


0x8D4 


R/W 


Device OUT Endpoint 6 DMA Address Register 


OxOOOO_0000 


D0EPCTL7 


Ox8EO 


R/W 


Device Control OUT Endpoint 7 Control Register 


OxOOOO_0000 
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D0EPINT7 


0xBE8 


R/W 


Device OUT Endpoint 7 Interrupt Register 


OxOOOO_0000 


D0EPTSIZ7 


OxBFO 


R/W 


Device OUT Endpoint 7 Transfer Size Register 


0x0000_0000 


D0EPDMA7 


0xBF4 


R/W 


Device OUT Endpoint 7 DIVIA Address Register 


0x0000_0000 


D0EPCTL8 


OxCOO 


R/W 


Device Control OUT Endpoint 8 Control Register 


OxOOOO_0000 


D0EPINT8 


0xC08 


R/W 


Device OUT Endpoint 8 Interrupt Register 


OxOOOO_0000 


D0EPTSIZ8 


OxC10 


R/W 


Device OUT Endpoint 8 Transfer Size Register 


0x0000_0000 


D0EPDMA8 


0xC14 


R/W 


Device OUT Endpoint 8 DIVIA Address Register 


0x0000_0000 


D0EPCTL9 


0xC20 


R/W 


Device Control OUT Endpoint 9 Control Register 


OxOOOO_0000 


D0EPINT9 


0xC28 


R/W 


Device OUT Endpoint 9 Interrupt Register 


OxOOOO_0000 


D0EPTSIZ9 


0xC30 


R/W 


Device OUT Endpoint 9 Transfer Size Register 


0x0000_0000 


D0EPDMA9 


0xC34 


R/W 


Device OUT Endpoint 9 DMA Address Register 


0x0000_0000 


DOEPCTL10 


0xC40 


R/W 


Device Control OUT Endpoint 10 Control Register 


OxOOOO_0000 


DOEPINT10 


0xC48 


R/W 


Device OUT Endpoint 10 Interrupt Register 


OxOOOO_0000 


DOEPTSIZ10 


0xC50 


R/W 


Device OUT Endpoint 10 Transfer Size Register 


0x0000_0000 


DOEPDMA10 


0xC54 


R/W 


Device OUT Endpoint 10 DMA Address Register 


0x0000_0000 


D0EPCTL11 


0xC60 


R/W 


Device Control OUT Endpoint 1 1 Control Register 


OxOOOO_0000 


D0EPINT11 


0xC68 


R/W 


Device OUT Endpoint 11 Interrupt Register 


OxOOOO_0000 


D0EPTSIZ11 


0xC70 


R/W 


Device OUT Endpoint 1 1 Transfer Size Register 


0x0000_0000 


D0EPDMA11 


0xC74 


R/W 


Device OUT Endpoint 1 1 DMA Address Register 


0x0000_0000 


D0EPCTL12 


0xC80 


R/W 


Device Control OUT Endpoint 12 Control Register 


OxOOOO_0000 


D0EPINT12 


0xC88 


R/W 


Device OUT Endpoint 12 Interrupt Register 


OxOOOO_0000 


D0EPTSIZ12 


0xC90 


R/W 


Device OUT Endpoint 12 Transfer Size Register 


0x0000_0000 


D0EPDMA12 


0xC94 


R/W 


Device OUT Endpoint 12 DMA Address Register 


0x0000_0000 


D0EPCTL13 


OxCAO 


R/W 


Device Control OUT Endpoint 13 Control Register 


OxOOOO_0000 


D0EPINT13 


0xCA8 


R/W 


Device OUT Endpoint 13 Interrupt Register 


OxOOOO_0000 


D0EPTSIZ13 


OxCBO 


R/W 


Device OUT Endpoint 13 Transfer Size Register 


0x0000_0000 


D0EPDMA13 


0xCB4 


R/W 


Device OUT Endpoint 13 DMA Address Register 


0x0000_0000 


D0EPCTL14 


OxCCO 


R/W 


Device Control OUT Endpoint 14 Control Register 


OxOOOO_0000 


D0EPINT14 


0xCC8 


R/W 


Device OUT Endpoint 14 Interrupt Register 


OxOOOO_0000 


D0EPTSIZ14 


OxCDO 


R/W 


Device OUT Endpoint 14 Transfer Size Register 


0x0000_0000 


D0EPDMA14 


0xCD4 


R/W 


Device OUT Endpoint 14 DMA Address Register 


0x0000_0000 


D0EPCTL15 


OxCEO 


R/W 


Device Control OUT Endpoint 15 Control Register 


OxOOOO_0000 


D0EPINT15 


0xCE8 


R/W 


Device OUT Endpoint 15 Interrupt Register 


OxOOOO_0000 


D0EPTSIZ15 


OxCFO 


R/W 


Device OUT Endpoint 15 Transfer Size Register 


0x0000_0000 


D0EPDMA15 


0xCF4 


R/W 


Device OUT Endpoint 15 DMA Address Register 


0x0000_0000 


Power and Clock Gating Register 


PCGCCTL 


OxEOO 


R/W 


Power and Clock Gating Control Register 


OxOOOO_0000 
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NOTE: All registers of HS OTG Controller are accessible by word unit with STR/LDR instructions. 



26.8 OTG PHY CONTROL REGISTERS 

OTG PHY Power Control Register (OPHYPWR) 



Register 


Address 


R/W 


Description 


Reset Value 


OPHYPWR 


0x7C10_0000 


R/W 


OTG PHY Power Control Register 


0x00000019 



OPHYPWR 


Bit 


R/W 


Description 


Initial State 


Reserved 


[31:5] 




Reserved 


27'hO 


otg_disable 


[4] 




OTG block power down in PHY2.0 

• 1'bO : OTG block power up 

• 1'bl : OTG block power down 

If the application does not use OTG functionality, you 
can set this input high to save power. 


1'bl 


analog_powerdown 


[3] 


R_W 


Analog block power down in PHY2.0 

• 1'bO : Analog block power up (Nornnal Operation) 

• 1'bl : Analog block power down 


1'bl 


Reserved 


[2:1] 




Reserved 


2'bOO 


force_suspend 


[0] 


R_W 


Apply Suspend signal for power save 

• 1'bO : disable ( Nornnal Operation) 

• 1'bl : enable 


1'bl 
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OTG PHY Clock Control Register (OPHYCLK) 



Register 


Address 


R/W 


Description 


Reset Value 


OPHYCLK 


0x7C10_0004 


R/W 


OTG PHY Control Register 


0x00000000 



OPHYCLK 


Bit 


R/W 


Description 


Initial State 


Reserved 


[31:7] 




Reserved 


25'hO 


serial_nnode 


[6] 


R_W 


UTM I/Serial Interface Select 

When this register is asserted, USB traffic flows 
through the serial interface. 

• 1'bO: Data on the D+ and D- lines is transmitted 
and received through the UTMI. 

• 1'bl: Data on the D+ and D- lines is transnnitted 
and received through the USB1.1 Serial Interface. 


I'bO 


xo_ext_clk_enb 


[5] 


R_W 


Reference Clock Select for XO Block 

• 1'bO: external crystal 

• 1'bl: external clock/oscillator 


1'bO 


connnnon_on_n 


[4] 


R_W 


Force XO, Bias, Bandgap, and PLL to Remain 
Powered During a Suspend 
This bit controls the power-down signals of sub- 
blocks in the Common block when the USB 2.0 OTG 
PHY is suspended. 

• 1'bO : 48MHz clock on clk48m_ohci is available at 

all III Moo, CALrt;|JL III OUo|Jc;l lU lliuuc;. 

• 1'bl : 48MHz clock on clk48m_ohci is available at 
all times, even in Suspend mode. 


1'bO 


Reserved 


[3] 




Reserved 


1'bO 


id_pullup 


[2] 


R_W 


Analog ID Input Sample Enable 

• 1'bO : id_dig disable. 

• 1'bl : id_dig enable. (The id_dig output is valid, 
and within 20ms, id_dig must indicate which type of 
plug is connected.) 


1'bO 


clk_sel 


[1:0] 


R_W 


Reference Clock Frequency Select for PLL 

• 2'bOO: 48MHz 

• 2'b01 : Reserved 

• 2'b10 : 12MHz 

• 2'b11 : 24MHz 


2'bOO 
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Figure 26-4. OTG PHY Clock Path 



OTG Reset Control Register (ORSTCON) 



Register 


Address 


R/W 


Description 


Reset Value 


ORSTCON 


0x7C10_0008 


R/W 


OTG Reset Control Register 


0x00000001 




ORSTCON 


Bit 


R/W 


Description 


Initial State 


Reserved 


[31:3] 




Reserved 


29'hO 


phylnk_sw_rst 


[2] 


R_W 


OTG Link Core pliy_clock domain S/W Reset 


1'bO 


link_sw_rst 


[1] 


R_W 


OTG Link Core ticlk domain S/W Reset 


I'bO 


phy_sw_rst 


[0] 


R_W 


OTG PHY 2.0 S/W Reset 

The phy_sw_rst signal must be asserted for at least 
lOus 


1'bl 


PHY Tune Register(PHY_TUNE) 


Register 


Address 


R/W 


Description 


Reset Value 


OPHYTUNE 


0x7C10_0020 


R_W 


OTG PHY Tuning Register 


0x00271693 




OPHYTUNE 


Bit 


R/W 


Description 


Initial State 


Reserved 


[31:21] 




Reserved 


11'hl 


txpreemphasistune 


[20] 


R_W 


HS Transmitter Pre-Emphasis Enable. This signal 
enables or disables the pre-emphasis for a J-K or K- 
J state transition in HS mode. 


1'bO 
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• 1 : The HS Transmitter pre-emphasis is enabled. 










• 0 : Tlie HS Transmitter pre_empalisis is disabled. 








R_W 


Disconnect Threshold Adjustment. This bus adjusts 
the voltage level for the threshold used to detect a 
disconnect event at the host. 

• 111: +6% 

• 110 : +4.5% 


3'b011 


compdistune 


[19:17] 




• 101 : +3% 

• 100 : +1.5% 

• Oil: Design default 

• 010 : -3% 

• 001 : -4% 

• 000 : -6% 








R_W 


VBUS Valid Threshold Adjustment. This bus adjusts 
the voltage level for the VBUS Valid threshold. 

• Ill: +9% 

• 110 : +6% 

• 101 : +3% 


3'b100 


otgtune 


[16:14] 




• 100 : Design default 

• Oil: -3% 

• 010 ■ -fi% 

^ VJ 1 VJ . vJ /O 

• 001 : -9% 

• 000: -12% 








R_W 


Squelch Threshold Tune. This bus adjusts the 
voltage level for the threshold used to detect valid 
high-speed data. 

• Ill: -20% 

A -i -i A ■ -i CO/ 

• 110. -15 /o 


3'b011 


sqrxtune 


[13:11] 




• 101 : -10% 

• 100 : -5% 

• 01 1 : Design default 

• 010: +5% 

• 001 : +10% 

• 000 : +15% 








R_W 


FS/LS Pull-Up Resistance Adjustment. This bus 
adjusts the low-and full-speed pull-up resistance 
based on nominal power, voltage, and temperature. 

• 1111 : -2.5% 


4'b0111 


txfslstune 


[10:7] 




• 01 1 1 : Design default 

• 001 1 : +2.5% 

• 0001 : +5% 

• 0000 : +7.5% 




txrisetune 


[6] 


R_W 


HS Transmitter Rise/Fall Time Adjustment. This bus 


1'bO 



ELECTRONICS 



26-19 



USB2.0 HS OTG 



6410X_UM 



adjusts the rise/fall times of the high speed 
waveform. 

• 1 : -8% 

• 0 : Design default 



R W 



txhsxvtune 



[5:4] 



Transmitter High-Speed Crossover adjustment. This 
bus adjusts the voltage at which the DP and DM 
signals cross while transmitting in HS mode. 

1 1 : The crossover voltage is increased by 15mV 

10 : The crossover voltage is increased by 30mV 

01 : Default setting 

00 : Reserved 



2'b01 



R W 



txvreftune 



[3:0] 



HS DC Voltage Level Adjustment. This bus adjusts 
the voltage which the high-speed DC level is tuned. 



4'b0011 



1111 


+8.75% 


1110 


+7.5% 


1101 


+6.25% 


1100 


+5% 


1011 


+3.75% 


1010 


+2.5% 


1001 


+1.25% 


1000 




0111 


-1.25% 


0110 


-2.5% 


0101 


-3.75% 


0100 


-5% 


0011 


Design default 


0010 


-7.5% 


0001 


-8.75% 


0000 : 
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26.9 OTG LINK CORE REGISTERS 

26.9.1 OTG GLOBAL REGISTERS 

These registers are available in both Host and Device modes, and not required to be reprogrammed when 
switching between these modes. 



OTG Control and Status Register (GOTGCTL) 

The OTG Control and Status register controls the behavior and reflects the status of the OTG function of the core. 



Register 


Address 


R/W 


Description 


Reset Value 


GOTGCTL 


0x7C00_0000 


R/W 


OTG Control and Status Register 


0x00010000 



GOTGCTL 


Bit 


R/W 


Description 


Initial State 


Reserved 


[31 :20] 




Reserved 


12'h0 


BSesVId 


[19] 


RO 


B-Session Valid 

Indicates the Device mode transceiver status. 

• 1'bO : B-session is not valid 

• 1'bl : B-session is valid 


1'bO 


ASesVId 


[18] 


RO 


A-Session Valid 

Indicates the Host mode transceiver status. 

• 1'bO : A-session is not valid 

• 1'bl : A-session is valid 


I'bO 


DbncTime 


[17] 


RO 


Long/Short Debounce Time 

Indicates the debounce time of a detected connection. 

• 1'bO : Long debounce time, used for physical connections 

• 1'bl : Short debounce time, used for soft connections 


1'bO 


ConlDSts 


L ' "J 


RO 


Connpctor ID Status 

Indicates the connector ID status. 

• 1'bO : The OTG core is in A-device mode 

• 1'bl : The OTG core is in B-device mode 


1'bl 


Reserved 


[15:12] 




Reserved 


4'hO 


DevHNPEn 


[11] 


R_W 


Device HNP Enable 

The application sets the bit when it successfully receives a 
SetFeature. 

• 1'bO : HNP is not enabled in the application 

• 1'bl : HNP is enabled in the application 


1'bO 


HstSetHNPE 
n 


[10] 


R_W 


Host Set HNP Enable 

The application sets this bit when it has successfully enabled 
HNP on the connected device. 

• 1'bO : Host Set HNP is not enabled 

• 1'bl : Host Set HNP is enabled 


1'bO 


HNPReq 


[9] 


R_W 


HNP Request 

The application sets this bit to initiate an HNP request to the 
connected USB host. The core clears this bit when the 
HstNegSucStsChng bit is cleared. 

• 1'bO : No HNP request 

• 1'bl : HNP request 


1'bO 
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GOTGCTL 


Bit 


R/W 


Description 


Initial State 


HstNegScs 


[8] 


RO 


Host Negotiation Success 

The core sets this bit when host negotiation is successful. 
The core clears this bit when the HNP Request (HNPReq) 
bit in this register is set. 

• 1'bO : Host negotiation failure 

• 1'b1 : Host negotiation success 


1'bO 


Reserved 


[7:2] 




Reserved 


6'hO 


SesReq 


[1] 


R_W 


Session Request 

The application sets this bit to initiate a session request on 
the USB. The core clears this bit when the 
HstNegSucStsChng bit is cleared. 

• 1'bO : No session request 

• 1'b1 : Session request 


1'bO 


SesReqScs 


[0] 


RO 


Session Request Success 

The core sets this bit when a session request initiation is 
successful. 

• 1'bO : Session request failure 

• 1'b1 : Session request success 


1'bO 
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OTG Interrupt Register (GOTGINT) 



The application reads this register whenever there is an OTG interrupt and clears the bits in this register to clear 
the OTG interrupt. 



Register 


Address 


R/W 


Description 


Reset Value 


GOTGINT 


0x7C00_0004 


R/W 


OTG Interrupt Register 


0x00000000 



GOTGINT 


Bit 


R/W 


Description 


Initial State 


Reserved 


[31:20] 




Reserved 


12'h0 


DbnceDone 


[19] 


R SS 
WC 


Debounce Done 

The core sets this bit when the debounce is completed 
after the device connects. This bit is only valid when the 
HNP Capable or SRP Capable bit is set in the Core USB 
Configuration register. 


I'bO 


ADevTOUTCh 

g 


[18] 


R SS 
WC 


A-Device Timeout Change 

The core sets this bit to indicate that the A-device has 
timed out while waiting for the B-device to connect. 


I'bO 


HstNegDet 


r«i "71 

[17] 


K bb 
WC 


Host Negotiation Detected. 

The core sets this bit when it detects a host negotiation 
request on the USB. 


1 bO 


Reserved 


[16:10] 




Reserved 


7'hO 


HstnegSuc 
StsChng 


[9] 


R SS 
WC 


Host Negotiation Success Status Change 

The core sets this bit on the success or failure of a 

USB host negotiation request. 


I'bO 


SesReq 
SucStsChng 


[8] 


R SS 
WC 


Session Request Success Status Change 

The core sets this bit on the success or failure of a session 

request. 


I'bO 


Reserved 


[7:3] 




Reserved 


5'hO 


SesEndDet 


[2] 


R SS 
WC 


Session End Detected 

The core sets this bit when the b_valid signal is 
deasserted. 


I'bO 


Reserved 


[1:0] 




Reserved 


2'hO 
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OTG AHB Configuration Register (GAHBCFG) 

This register can be used to configure the core after power-on or a change in mode of operation. This register 
mainly contains AHB system-related configuration parameters. Do not change this register after the initial 
programming. The application must program this register before starting any transactions on either the AHB or the 
USB. 



Register 


Address 


R/W 


Description 


Reset Value 


GAHBCFG 


0x7C00_0008 


R/W 


Core AHB Configuration Register 


0x00000000 



GAHBCFG 


Bit 


R/W 


Description 


Initial State 


Reserved 


[31 -91 




Reserved 


23'hO 


PTxFEmpLvl 


[8] 


R_W 


Periodic TxFIFO Empty Level 

Indicates when the Periodic TxFIFO Empty Interrupt bit in 
the Core Interrupt register (GINTSTS.PTxFEmp) is 
triggered. This bit is used only in Slave mode. 

• I'bO : GINTSTS.PTxFEmp interrupt indicates that the 
Periodic TxFIFO is half empty 

• 1'bl : GINTSTS.PTxFEmp interrupt indicates that the 
Periodic TxFIFO is completely empty 


I'bO 


NPTxFEmpLvl 


[7] 


R_W 


Non-Periodic TxFIFO Empty Level 

Indicates when the Non-Periodic TxFIFO Empty Interrupt bit 
in the Core Interrupt register (GINSTS.NPTxFEmp) is 
triggered. This bit is used only in Slave mode. 

• I'bO : GINTSTS.NPTxFEmp interrupt indicates that the 
Non-Periodic TxFIFO is half empty 

• I'bl : GINTSTS.NPTxFEmp interrupt indicates that the 
Non Periodic TxFIFO is completely empty 


I'bO 


Reserved 


[6] 




Reserved 


I'bO 


DMAEn 


[5] 


R_W 


DMA Enable 

• I'bO : Core operates in Slave mode 

• 1'bl : Core operates in a DMA mode 


I'bO 


HBstLen 


[4:1] 


R_W 


Burst Length/Type 

Internal DMA Mode - AHB Master burst type: 

• 4'bOOOO : Single 

• 4'b0001 : INCR 

• 4'b0011 : INCR4 

• 4'b0101 : INCR8 

• 4'b0111 : INCR16 

• Others : Reserved 


4'bO 


GIbllntrMsk 


[0] 


R_W 


Global Interrupt Mask 

The application uses this bit to mask or unmask the interrupt 
line assertion to itself. 

• I'bO : Mask the interrupt assertion to the application 

• 1'bl : Unmask the interrupt assertion to the application 


I'bO 



26-24 



ELECTRONICS 



6410X_UM 



USB2.0 HS OTG 



OTG USB Configuration Register (GUSBCFG) 

This register can be used to configure the core after power-on or a changing to Host mode or Device mode. It 
contains USB and USB-PHY related configuration parameters. The application must program this register before 
starting any transactions on either the AHB or the USB. Do not make changes to this register after the initial 
programming. 



Register 


Address 


R/W 


Description 


Reset Value 


GUSBCFG 


0x7C00 000 
C 


R/W 


Core USB Configuration Register 


0x00001400 



GUSBCFG 


Bit 


R/W 


Description 


Initial State 


Reserved 


[31:16] 




Reserved 


16'h0 


PHY Low-Power 
Clocl< Select 


[15] 




PHY Low-Power Clocl< Select 

Selects either 480-MHz or 48-l\/IHz (low-power) PHY 
mode. In FS and LS modes, the PHY can usually operate 
on a 48-l\/IHz clock to save power. 

• I'bO : 480-l\/!Hz Internal PLL clock 

• 1'bl : 48-MHz External clock 

*Note : This bit must be configured with 
OPHYPWR.pll_powerdown. 


1'bO 


Reserved 


[14:10] 




Reserved 


5'h5 


HNPCap 


[9] 


R_W 


HNP - Capable 

The application uses this bit to control the OTG cores's 
HNP capabilities. 

• 1'bO : HNP capability is not enabled 

• 1'bl : HNP capability is enabled 


1'bO 


SRPCap 


[8] 


R_W 


SRP - Capable 

The application uses this bit to control the OTG core's SRP 
capabilities. 

• 1'bO : SRP capability is not enabled 

• 1'bl : SRP capability is enabled 


1'bO 


Reserved 


[7:4] 




Reserved 


4'hO 


PHYIf 


[3] 


R_W 


PHY Interface 

The application uses this bit to configure the core to 
support a UTMI+ PHY with an 8- or 16-bit interface. 

Only 16-bit interface is supported. This bit must be set to 1 . 

• 1'b0:8bits 

• 1'bl : 16 bits 


1'bO 


TOutCal 


[2:0] 


R_W 


HS/FS Timeout Calibration 
Set this bit to 3'h7. 


3'hO 
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Core Reset Register (GRSTCTL) 

The application uses this register to reset various hardware features inside the core. 



Register 


Address 


R/W 


Description 


Reset Value 


GRSTCTL 


0x7C00_0010 


R/W 


Core Reset Register 


0x80000000 



GRSTCTL 


Bit 


R/W 


Description 


Initial State 


AHBIdle 


[31] 


RO 


AHB Master Idle 

Indicates that the AHB Master State Machine is in the IDLE 
condition. 


rbi 


DMAReq 


[30] 


RO 


DMA Request Signal 

Indicates that the DMA request is in progress. Used for debug. 


rbo 


Reserved 


[29:11] 




Reserved 


19'h0 


TxFNunn 


[10:6] 


R_W 


TxFIFO Number 

This is the FIFO nunnber that nnust be flushed using the TxFIFO 
Flush bit. This field nnust not be changed until the core clears the 
TxFIFO Flush bit. 

• 5'hO : Non-Periodic TxFIFO flush 

• 5'h1 : Periodic TxFIFO 1 flush in Device mode for 
Periodic TxFIFO flush in Host mode 

• 5'h2 : Periodic TxFIFO 2 flush in Device mode 

• • • 

• 5'hF: Periodic TxFIFO 15 flush in Device mode 

• 5'h10: Flush all the Periodic and Non-Periodic TxFIFOs in the 
core 


5'hO 


TxFFIsh 


[5] 


R W 
S_SC 


TxFIFO Flush 

This bit selectively flushes a single or all transmit FIFOs, but 

ppinnnt Hn if thp mrp in thp nnirl^t nf trPin^PiPtinn Thp 

OCII II IV^L \J\J OV^ II LI lO OV^I O lO II 1 LI lO 1 1 IIUOL V^l CI LI Cll lOCIOLIV^I 1. 1 1 lO 

application must only write this bit after checking that the core is 
neither writing to the TxFIFO nor reading from the TxFIFO. The 
application must wait until the core clears this bit before 
performing any operations. This bit takes 8 clocks to clear. 


rbo 


RxFFIsh 

1 X/\ III \J 1 1 


[41 

L^J 


R W 
S_SC 


RxFIFO Flush 

1 X/v 1 II \m/ I 1 \A 0 1 1 

The application can flush the entire RxFIFO using this bit, but 
must first ensure that the core is not in the middle of a 
transaction. The application must only write to this bit after 
checking that the core is neither reading from the RxFIFO nor 
writing to the RxFIFO. The application must wait until the bit is 
cleared before performing any other operations. This bit will take 
8 clocks to clear. 


1'bO 


INTknQFIs 
h 


[3] 


R W 
S_SC 


IN Token Sequence Learning Queue Flush 

The application writes this bit to flush the IN Token Sequence 

Learning Queue. 


rbo 


FrmCntrRs 
t 


[2] 


R W 
S_SC 


Host Frame Counter Reset 

The application writes this bit to reset the (micro) frame number 
counter inside the core. When the (micro) frame counter is reset, 
the subsequent SOF sent out by the core will have a (micro )frame 
number of 0. 


rbo 
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GRSTCTL 


Bit 


R/W 


Description 


Initial State 


HSftRst 


[1] 


R WS 
_SC 


HCIk Soft Reset 

The application uses this bit to flush the control logic in the 
AHB Clock domain. Only AHB Clock Domain pipelines are 
reset. 

• FIFOs are not flushed with this bit. 

• All state machines in the AHB clock Domain are reset to 
IDLE state after terminating the transactions on the AHB, 
following the protocol. 

• Control bits in the CSRs that the AHB Clock domain state 
machines use are cleared. 

• Status mask bits generated by the AHB Clock domain state 
machine that control the interrupt status, are cleared to clear 
the interrupt. 

• Because interrupt status bits are not cleared, the application 
can get the status of any core events that occurred after it set 
this bit. 

This is a self-clearing bit that the core clears after all necessary 
logic is reset in the core. This may take several clocks, 
depending on the core's current state. 


1'bO 


CSftRst 


[0] 


R WS 
_SC 


Core Soft Reset 

Resets the hclk and phy_clock domains as follows: 

• Clears the interrupts and all the CSR registers except the 
following register bits: 

- HCFG.FSLSPclkSel 

- DCFG.DevSpd 

• All module state machines (except the AHB Slave Unit) are 
reset to the IDLE state, and all the transmit FIFOs and the 
receive FIFO are flushed. 

• Any transactions on the AHB Master are terminated as soon 
as possible, after gracefully completing the last data phase of 
an AHB transfer. Any transactions on the USB are terminated 
immediately. 

The application can write to this bit any time it wants to reset 
the core. This is a self-clearing bit and the core clears this bit 
after all the necessary logic is reset in the core, which may 
take several clocks, depending on the current state of the core. 
Once this bit is cleared software must wait at least 3 PHY 
clocks before doing any access to the PHY domain. Software 
must also check that bit 31 of this register is 1 (AHB Master is 
IDLE) before starting any operation. Typically software reset is 
used during software development and also when you 
dynamically change the PHY selection bits in the USB 
configuration registers listed above. When you change the 
PHY, the corresponding clock for the PHY is selected and 
used in the PHY domain. Once a new clock is selected, the 
PHY domain has to be reset for proper operation. 


rbo 
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Core Interrupt Register (GINTSTS) 



This register interrupts the application for system-level events in the current mode of operation (Device mode or 
Host mode). 



Register 


Address 


R/W 


Description 


Reset Value 


GINTSTS 


0x7C00_0014 


R/W 


Core Interrupt Register 


0x04001020 



GINTSTS 


Bit 


R/W 


Description 


Initial State 


WkUpInt 


[31] 


R SS 
WC 


Resume/Remote Wakeup Detected Interrupt 
In Device mode, this interrupt is asserted when a resume is 
detected on the USB. In Host mode, this interrupt is asserted 
when a remote wakeuo is detected on the USB 


1'bO 


SessReqInt 


[30] 


R SS 
WC 


Session Request/New Session Detected Interrupt 
In Host mode, this interrupt is asserted when a session request 
is detected from the device. In Device mode, this interrupt is 
asserted when the b_valid signal goes high. 


rbo 


Disconnint 


[29] 


R SS 
WC 


Disconnect Detected Interrupt 

Asserted when a device disconnect is detected. 


rbo 


ConlDSts 
Chng 


[28] 


R SS 
WC 


Connector ID Status Change The 
core sets this bit when there is a change in connector ID 
status. 


rbo 


Reserved 


[27] 




Reserved 


1'bO 


PTxFEmp 


[26] 


RO 


Periodic TxFIFO Empty 

Asserted when the Periodic Transmit FIFO is either half or 
completely empty and there is space for at least one entry to 
be written in the Periodic Request Queue. The half or 
comnletelv emntv status is determined bv the Periodic TxFIFO 
Empty Level bit in the Core AHB Configuration register. 


rbi 


HChInt 


[25] 


RO 


Host Channels Interrupt The 
core sets this bit to indicate that an interrupt is pending on one 
of the channels of the core (in Host mode). The application 
must read the Host All Channels Interrupt (HAINT) register to 
determine the exact number of the channel on which the 
interrupt occurred, and then read the corresponding Host 
Channel-n Interrupt (HCINTn) register to determine the exact 
cause of the interrupt. The application must clear the 
appropriate status bit in the HCINTn register to clear this bit. 


1'bO 


Prtint 


[24] 


RO 


Host Port Interrupt 

The core sets this bit to indicate a change in port status of one 
of the OTG core ports in Host mode. The application must read 
the Host Port Control and Status (HPRT) register to determine 
the exact event that caused this interrupt. The application must 
clear the appropriate status bit in the Host Port Control and 
Status register to clear this bit. 


1'bO 


Reserved 


[23] 




Reserved 


1'bO 
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GINTSTS 


Bit 


R/W 


Description 


Initial State 


FetSusp 


[22] 


R SS 
WC 


Data Fetch Suspended. This interrupt is valid only in DMA 

nnode. This interrupt indicates that the core has stopped fetching 

data for IN endpoints due to the unavailability of TxFIFO space 

or Request Queue space. This interrupt is used by the 

application for an endpoint misnnatch algorithm. 

For example, after detecting an endpoint mismatch, the 

application: 

• Sets a global non-periodic IN NAK handshake 

• Disables In endpoints 

• Flushes the FIFO 

• Determines the token sequence from the IN Token Sequence 
Learning Queue 

• Re-enables the endpoints 

• Clears the global non-periodic IN NAK handshake 

If the global non-periodic IN NAK is cleared, the core has not yet 

fetched data for the IN endpoint, and the IN token received: the 

core generates an "IN token received when FIFO empty" 

interrupt. The OTG then sends the host a NAK response. To 

avoid this scenario, the application can check the 

GINSTS. FetSusp interrupt, which ensures that the FIFO is full 

before clearing a global NAK handshake. 

Alternatively, the application can mask the "IN token received 

when FIFO empty" interrupt when clearing a global IN NAK 

handshake. 


1'bO 


incompIP 

incompl 
SOOUT 


[21] 


R SS 
WC 


Incomplete Periodic Transfer. In Host mode, the core sets this 
interrupt bit when there are incomplete periodic transactions still 
pending which are scheduled for the current microframe. 


I'bO 


Inminnlptp l^nphrnnnii^ Ol JT frpin^fpr Thp r)p\/ipp nrinrlp thp 

1 1 lOV^I 1 1 k^lO lOV^OI II V^l IV^UO \^ \J 1 IICIIIOIOI. IIIO l_/0 V 1 1 1 iV^U O , LI lO 

core sets this interrupt to indicate that there is at least one 
isochronous OUT endpoint on which the transfer is not 
completed in the current microframe. This interrupt is asserted 
along with the End of Periodic Frame Interrupt (EOPF) bit in this 
register. 


Incompl 
SOIN 


[20] 


R SS 
WC 


Incomplete Isochronous IN Transfer. The core sets this interrupt 
to indicate that there is at least one isochronous IN endpoint on 
which the transfer is not completed in the current microframe. 
This interruot is asserted alonn with the End of Periodic Frame 

1 1 IIO II 1 LV./ 1 1 ky L lO C400\.yl L\../Vm<I C4IVyl IV^ VV 1 LI 1 LI 1 ^—1 t\Ji \^ t 1 K^l IVyV^IIVy 1 1 C4 1 1 l\^ 

Interrupt (EOPF) bit in this register. 


I'bO 


OEPInt 


[19] 


RO 


OUT Endpoints Interrupt. The core sets this bit to indicate that 
an interrupt is pending on one of the OUT endpoints of the core 
(in Device mode). The application must read the Device All 
Endpoints Interrupt (DAINT) register to determine the exact 
number of the OUT endpoint on which the interrupt occurred, 
and then read the corresponding Device OUT Endpoint-n 
interrupt (DOEPINTn) register to determine the exact cause of 
the interrupt. The application must clear the appropriate status 
bit in the corresponding DOEPINTn register to clear this bit. 


I'bO 
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GINTSTS 


Bit 


R/W 


Dp^crintion 


Initial Statp 


lEPInt 


[18] 


RO 


IN Endpoints Interrupt 

The core sets this bit to indicate that an interrupt is pending on 
one of the IN endpoints of the core (in Device mode). The 
application must read the Device All Endpoints Interrupt 

^DAINT^ rpni^tpr tn riptprnninp thp pyart niiinhpr nf thp IN 

ll_//^IIN 1 1 lO^IOLOl WJ VJ^L^I 1 1 III LI 1^ ^/VCIV^L llUlllk^OI V^l LI 1^ IIN 

endpoint on which the interrupt occurred, and then read the 
corresponding Device IN Endpoint-n Interrupt (DIEPINTn) 
register to determine the exact cause of the interrupt. The 
application must clear the appropriate status bit in the 
corresponding DIEPINTn register to clear this bit. 


1'bO 


EPMis 


[17] 


R SS 
WC 


Endpoint Mismatch Interrupt 

Indicates that an IN token has been received for a non-periodic 
endpoint, but the data for another endpoint is present in the top 
of the Non-Periodic Transmit FIFO and the IN endpoint 
mismatch count programmed by the application has expired. 


1'bO 


Reserved 


[16] 




Reserved 


1'bO 


EOPF 


[15] 


R SS 
WC 


End of Periodic Frame Interrupt 

Indicates that the period specified in the Periodic Frame Interval 
field of the Device Configuration register (DCFG.PerFrInt) has 
been reached in the current microframe. 


I'bO 


ISOutDrop 


[14] 


R SS 
WC 


Isochronous OUT Packet Dropped Interrupt 
The core sets this bit when it fails to write an isochronous OUT 
packet into the RxFIFO because the RxFIFO doesn't have 
enough space to accommodate a maximum packet size packet 
for the isochronous OUT endpoint. 


1'bO 


EnumDone 


[13] 


R SS 
WC 


Enumeration Done The 
core sets this bit to indicate that speed enumeration is complete. 
The application must read the Device Status (DSTS) register to 
obtain the enumerated speed. 


I'bO 


USBRst 


[12] 


R SS 
WC 


USB Reset 

The core sets this bit to indicate that a reset is detected on the 
USB. 


I'bl 


USBSusp 


[11] 


R SS 
WC 


USB Suspend The core 
sets this bit to indicate that a suspend was detected on the USB. 
The core enters the Suspended state when there is no activity 
on the line_state signal for an extended period of time. 


I'bO 


ErIySusp 


[10] 


R SS 
WC 


Early Suspend The 
core sets this bit to indicate that an Idle state has been detected 
on the USB for 3 ms. 


I'bO 


Reserved 


[9] 




Reserved 


I'bO 


Reserved 


[8] 




Reserved 


I'bO 


GOUTNak 
Eff 


[7] 


RO 


Global OUT NAK Effective 

Indicates that the Set Global OUT NAK bit in the Device Control 
register (DCTL.SGOUTNak), set by the application, has taken 
effect in the core. This bit can be cleared by writing the Clear 
Global OUT NAK bit in the Device Control register. 


I'bO 
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GINTSTS 


Bit 


R/W 


Description 


Initial State 


GINNakEff 


[6] 


RO 


Global IN Non-Periodic NAK Effective 
Indicates that the Set Global Non-Periodic IN NAK bit in the 
Device Control register (DCTL.SGNPInNak), set by the 
application, has taken effect in the core. That is, the core has 
sampled the Global IN NAK bit set by the application. This bit can 
be cleared by clearing the Clear Global Non-Periodic IN NAK bit 
set by the application. This bit can be cleared by clearing the 
Clear Global Non-Periodic IN NAK bit in the Device Control 
register (DCTL.CGNPInNak). This interrupt does not necessarily 
mean that a NAK handshake is sent out on the USB. The STALL 
bit takes precedence over the NAK bit. 


1 bO 


NPTxFEmp 


[5] 


RO 


Non-Periodic TxFIFO Empty 

This interrupt is asserted when the Non-Periodic TxFIFO is either 
half or completely empty, and there is space for at least one entry 
to be written to the Non-Periodic Transmit Request Queue. The 
half or completely empty status is determined by the Non-Periodic 
TxFIFO Empty Level bit in the Core AHB Configuration register 
(GAHBCFG.NPTxFEmpLvl). 


1'b1 


RxFLvl 


[4] 


RO 


RxFIFO Non-Empty 

InHippitpc; thpit thprp Pit Ippi^t nnp npipkpt npnrlinn tn hp rppiH frnnri 

IIIVJIV^OLOO LI lOL LI lOI O lO OL lOOOL VJI lO |s^OOi\OL |s^OIIVJIII^ WJ VJ^ 1 IIVJIII 

the RxFIFO. 


1'bO 


Sof 


[3] 


R SS 
_WC 


Start of (micro) Frame In Host 
mode, the core sets this bit to indicate that an SOF (FS), micro- 
SOF (HS), or Keep-Alive (LS) is transmitted on the USB. The 
application must write a 1 to this bit to clear the interrupt. In 

Dpvipp iTinrjp in thp pnrp ^pfc; thi^ hit tn inHippitp thpit Pin ^OF 

L^OVIV-rO 1 1 IVJVJO, III LI lO V-rVJI O OOLO LI HO VJ\\. \.\J IIIVJIOOLO LIIOL all Ov^l 

token has been received on the USB. The application can read 
the Device Status register to get the current (micro) frame 
number. This interrupt is seen only when the core is operating at 
either HS or FS. 


1'bO 


OTGInt 


[2] 


RO 


OTG Interrupt The 
core sets this bit to indicate an OTG protocol event. The 
application must read the OTG Interrupt Status (GOTGINT) 
register to determine the exact event that caused this interrupt. 
The application must clear the appropriate status bit in the 
GOTGINT register to clear this bit. 


1'bO 


ModeMis 


[1] 


R SS 
_WC 


Mode Mismatch Interrupt 

The core sets this bit when the application is trying to access: 

• A Host mode register, when the core is operating in Device 
mode 

• A Device mode register, when the core is operating in Host 
mode 


1'bO 


CurMod 


[0] 


RO 


Current Mode Of Operation 

Indicates the current mode of operation. 

• 1'bO : Device mode 

• 1'b1 : Host mode 


1'bO 
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Core Interrupt Mask Register (GINTMSK) 

This register works with the Core Interrupt register to interrupt the application. When an interrupt bit is masked, 
the interrupt associated with that bit will not be generated. However, the Core Interrupt (GINTSTS) register bit 
corresponding to that interrupt will still be set. 

• Mask interrupt: 1'bO 

• Unmask interrupt: 1'b1 



Register 


Address 


R/W 


Description 


Reset Value 


GINTMSK 


0x7C00_0018 


R/W 


Core Interrupt Mask Register 


0x00000000 



GINTMSK 


Bit 


D /lAf 
R/W 


Description 


Initial State 


WkUplntMsk 


[31] 


K_W 


Resume/Remote Wakeup Detected Interrupt Mask 


1 bO 


oessKeqlntMsk 


[oOJ 


K_W 


Session Request/New Session Detected Interrupt Mask 


1 bO 


DisconnlntMsk 


[29] 


K_W 


Disconnect Detected Interrupt Mask 


1 bO 


GonlDotsuhngMsk 


rooi 

[28] 


K_W 


Connector ID otatus unange Mask 


1 bO 


Reserved 


ro"7i 

[27] 




Reserved 


1 bO 


PTxPEmpMsk 


[26] 


n \ A / 
K_W 


Periodic TxFIFO Empty Mask 


1 bO 


HGhlntMsk 


[25] 


n \ A / 
K_W 


Host Channels Interrupt Mask 


1 bO 


PrtlntMsk 


[24] 


n \ A / 
K_W 


Host Port Interrupt Mask 


1 bO 


Reserved 


rooi 

[23] 




Reserved 


1 bO 


FetouspMsk 


rooi 

[22] 


r— ) \ A/ 

K_W 


Data Fetch Suspended Mask 


1 bO 


incomplPMsk 
incompiouuu i ivisk 


ro «i 1 

[21] 


n \ A / 
K_W 


Incomplete Periodic Transfer Mask 


1 bO 


Incomplete Isochronous OUT Transfer Mask 


incomplSOINMsk 


[20] 


R_W 


Incomplete Isochronous IN Transfer Mask 


1'bO 


OEPIntMsk 


[19] 


R_W 


OUT Endpoints Interrupt Mask 


1'bO 


INEPIntMsk 


[18] 


R_W 


IN Endpoints Interrupt Mask 


1'bO 


EPMisMsk 


[17] 


R_W 


Endpoint Mismatch Interrupt Mask 


1'bO 


Reserved 


[16] 




Reserved 


1'bO 


EOPFMsk 


[15] 


R_W 


End of Periodic Frame Interrupt Mask 


1'bO 


ISOOutDropMsk 


[14] 


R_W 


Isochronous OUT Packet Dropped Interrupt Mask 


1'bO 


EnumDoneMsk 


[13] 


R_W 


Enumeration Done Mask 


1'bO 


USBRstMsk 


[12] 


R_W 


USB Reset Mask 


1'bO 


USBSuspMsk 


[11] 


R_W 


USB Suspend Mask 


I'bO 


ErIySuspMsk 


[10] 


R_W 


Early Suspend Mask 


1'bO 


Reserved 


[9] 




Reserved 


1'bO 


Reserved 


[8] 




Reserved 


1'bO 


GOUTNakEffMsk 


[7] 


R_W 


Global OUT NAK Effective Mask 


I'bO 


GINNakEffMsk 


[6] 


R_W 


Global Non-Periodic IN NAK Effective Mask 


1'bO 


NPTxFEmpMsk 


[5] 


R_W 


Non-Periodic TxFIFO Empty Mask 


I'bO 


RxFLvlMsk 


[4] 


R_W 


Receive FIFO Non-Empty Mask 


I'bO 


SofMsk 


[3] 


R_W 


Start of (micro)Frame Mask 


I'bO 


OTGIntMsk 


[2] 


R_W 


OTG Interrupt Mask 


I'bO 


ModeMisMsk 


[1] 


R_W 


Mode Mismatch Interrupt Mask 


I'bO 


Reserved 


[0] 




Reserved 


I'bO 
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Receive Status Debug Read/Status Read and Pop Registers (GRXSTSR/GRXSTSP) 

A read to the Receive Status Debug Read register returns the contents of the top of the Receive FIFO. A read to 
the Receive Status Read and Pop register additionally pops the top data entry out of the RxFIFO. 

The receive status contents must be interpreted differently in Host and Device modes. The core ignores the 
receive status pop/read when the receive FIFO is empty and returns a value of 32'h0000_0000. The application 
must only pop the Receive Status FIFO when the Receive FIFO Non-Empty bit of the Core Interrupt register 
(GINTSTS.RxFLvl) is asserted. 



Host Mode Receive Status Debug Read/Status Read and Pop Registers (GRXSTSR/GRXSTSP) 



Register 


Address 


R/W 


Description 


Reset Value 


GRXSTSR/ 
GRXSTSP 


0x7000 001 
C 

0x7000 0020 


R 


Host Mode Receive Status Debug Read/ Status 
Read and Pop Registers 






GRXSTSR/ 
GRXSTSP 


Bit 


R/W 


Description 


Initial State 


Reserved 


[31:21] 




Reserved 




PktSts 


[20:17] 


RO 


Packet Status 

Indicates the status of the received packet. 

• 4'b0010 : IN data packet received 

• 4'b001 1 : IN transfer completed (triggers an 
interrupt) 

• 4'b0101 : Data toggle error (triggers an interrupt) 

• 4'b01 1 1 : Channel halted (triggers an interrupt) 

• others : Reserved 




DPID 


[16:15] 


RO 


Data PID 

Indicates the Data PID of the received packet. 

• 2'bOO : DATAO 

• 2'b10 : DATA1 

• 2'b01 : DATA2 

• 2'b11 : MDATA 




BCnt 


[14:4] 


RO 


Byte Count 

Indicates the byte count of the received IN data 
packet. 




ChNum 


[3:0] 


RO 


Channel number 

Indicates the channel number to which the current 
received packet belongs. 
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Device Mode Receive Status Debug Read/Status Read and Pop Registers (GRXSTSR/GRXSTSP) 



Register 


Address 


R/W 


Description 


Reset Value 


GRXSTSR/ 
GRXSTSP 


0x7C00 001 
C 

0x7C00 0020 


R 


Device Mode Receive Status Debug Read/Status 
Read and Pop Registers 


OxFFFFFFFF 




GRXSTSR/ 
GRXSTSP 


Bit 


R/W 


Description 


Initial State 


Reserved 


[31:25] 




Reserved 


7'h3F 


FN 


[24:21] 


RO 


Frame Number 

This is the least significant 4 bits of the (micro )frame 
number in which the pacl<et is received on the USB. 
This field is supported only when isochronous OUT 
endpoints are supported. 


4'hF 


PktSts 


[20:17] 


RO 


Packet Status 

Indicates the status of the received packet. 

• 4'b0001 : Global OUT NAK (triggers an interrupt) 

• 4'b0010 : OUT data packet received 

• 4'hnni 1 ■ Ol IT trpin^fpr pnmnlptpri ^trinnprQ an 

• ""T U\J\J 1 1 . v^V_/ 1 LI Cll lOIOI \j\Jl 1 l|^IOLOU yil I^^OI O Cll 1 

interrupt) 

• 4'b0100 : SETUP transaction completed (triggers 
an interrupt) 

• 4'b0110 : SETUP data packet received 

• others : Reserved 


4'b1111 


DPID 


[16:15] 


RO 


Data PID 

Indicates the Data PID of the received OUT data 
packet. 

• 2'bOO : DATAO 

• 2'b10 : DATA1 

• 2'b01 : DATA2 

• 2'b11 : MDATA 


2'b11 


BCnt 


[14:4] 


RO 


Byte Count 

Indicates the byte count of the received data packet. 


11'h3FF 


EPNum 


[3:0] 


RO 


Endpoint number 

Indicates the endpoint number to which the current 
received packet belongs. 


4'hF 
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Receive FIFO Size Register (GRXFSIZ) 



The application can program the RAM size that must be allocated to the RxFIFO. 



Register 


Address 


R/W 


Description 


Reset Value 


GRXFSIZ 


0x7C00_0024 


R/W 


Receive FIFO Size Register 


0x00001800 




GRXFSIZ 


Bit 


R/W 


Description 


Initial State 


Reserved 


[31:16] 




Reserved 


16'h0 


RxFDep 


[15:0] 


R_W 


RxFIFO Depth 

This value is in terms of 32-bit words. 

• Minimum value is 16 

• Maximum value is 6144 

The power-on reset value of this register is specified 
as the Largest Rx Data FIFO Depth. 

A new value must be written to this field. 
Programmed values must not exceed the power-on 
value set. 


16'h1800 



Non-Periodic Transmit FIFO Size Register (GNPTXFSIZ) 

The application can program the RAM size and the memory start address for the Non-Periodic TxFIFO. 



Register 


Address 


R/W 


Description 


Reset Value 


GNPTXFSIZ 


0x7C00_0028 


R/W 


Non-periodic Transmit Size FIFO Register 


0x18001800 



GNPTXFSIZ 


Bit 


R/W 


Description 


Initial State 


NPTxFDep 


[31:16] 


R_W 


Non-Periodic TxFIFO Depth 

This value is in terms of 32-bit words. 

• Minimum value is 16 

• Maximum value is 32768 

The power-on reset value of this register is specified 
as the Largest Non-Periodic Tx Data FIFO Depth 
(6144). 

A new value must be written to this field. 
Programmed values must not exceed the power-on 
value set. 


16'h1800 


NPTxFStAddr 


[15:0] 


R_W 


Non-Periodic Transmit Start Address 

This field contains the memory start address for 

Non-Periodic Transmit FIFO RAM. 

The power-on reset value of this register is specified 

as the Largest Rx Data FIFO Depth (6144). 

A new value must be written to this field. 

Programmed values must not exceed the power-on 

value set. 


16'h1800 
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Non-Periodic Transmit FIFO/Queue Status Register (GNPTXSTS) 



This read-only register contains the free space information for the Non-Periodic TxFIFO and the Non-Periodic 
Transmit Request Queue. 



Register 


Address 


R/W 


Description 


Reset Value 


GNPTXSTS 


Ox/coo 002 
C 


R 


Non-periodic Transmit FIFO/Queue Status Register 


0x00081800 



GNPTXSTS 


Bit 


R/W 


Description 


Initial State 


Reserved 


[31] 




Reserved 


1'bO 


NPTxQTop 


[30:24] 


RO 


Top of the Non-Periodic Transmit Request Queue 
Entry in the Non-Periodic Tx Request Queue that is 
currently being processed by the MAC. 

• Bits[30:27] : Channel/endpoint number 

• Bits[26:25] : 

• 2'bOO : IN/OUT token 

• 2'b01 : Zero-length transmit packet (device IN/host 
OUT) 

• 2'b10 : PING/CSPLIT token 

• 2'b1 1 : Channel halt command 

• Bit[24] : Terminate (last entry for selected 
channel/endpoint) 


7'hO 


NPTxQSpcAvail 


[23:16] 


RO 


Non-Periodic Transmit Request Queue Space 
Available 

Indicates the amount of free space available in the 
Non-Ppriodic Transmit Rpoupst Oupup This oupup 
holds both IN and OUT requests in Host mode. 
Device mode has only IN requests. 

• 8'hO : Non-Periodic Transmit Request Queue is full 

• 8'h1 : 1 location available 

• 8'h2 : 2 locations available 

• n : n locations available(0<n<8) 

• Others : Reserved 


8'h08 


NPTxFSpcAvail 


[15:0] 


RO 


Non-Periodic TxFIFO Space Available 

Indicates the amount of free space available in the 

Non-Periodic TxFIFO. 

Values are in terms of 32-bit words. 

• 16'h0 : Non-Periodic TxFIFO is full 

• 16'h1 : 1 word available 

• 16'h2 : 2 words available 

• 16'hn : n words available (where 0<n<32768) 
16'h8000 : 32768 words available 

• Others : Reserved 


16'h1800 
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Host Periodic Transmit FIFO Size Register (HPTXFSIZ) 



This register holds the size and the memory start address of the Periodic TxFIFO. 



Register 


Address 


R/W 


Description 


Reset Value 


HPTXFSIZ 


0x7C00_0100 


R/W 


Host Periodic Transmit FIFO SIZE Register 


0x03005A00 



HPTXFSIZ 


Bit 


R/W 


Description 


Initial State 


PTxFSize 


[31:16] 


R_W 


Host Periodic TxFIFO Depth 

This value is in terms of 32-bit words 

• Minimum value is 16 

• Maximum value is 6144 

A new value must be written to this field. Programmed 
values must not exceed the Maximum value. 


16'h0300 


PTxFStAddr 


[15:0] 


R_W 


Host Periodic TxFIFO Start Address 
The power-on reset value of this register is sum of the 
Largest Rx Data FIFO Depth and Largest Non -Periodic 
Tx Data FIFO Depth specified. 

If you have programmed new values for the RxFIFO or 
Non-Periodic TxFIFO, you can write their sum in this field. 
Programmed values must not exceed the power-on value. 


16'h5A00 
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Device Periodic Transmit FIFO-N Size Register (DPTXFSIZN) 

FIFO number : 1<n<15 



This register holds the memory start address of each periodic TxFIFO to implement in Device mode. Each 
periodic FIFO holds the data for one periodic IN endpoint. This register is repeated for each periodic FIFO 
instantiated. 



Register 


Address 


R/W 


Description 


Reset Value 


DPTXFSIZn 


0x7000 0104 
+(n-1)*04h 


R/W 


Device Periodic Transmit FIFO - n Size Register 


OxOSOOXXXX 



DPTXFSIZn 


Bit 


R/W 


Description 


Initial State 


DPTxFSize 


[31:16] 


R_W 


Device Periodic TxFIFO Size 

This value is in terms of 32-bit words 

• Minimum value is 4 

• Maximum value is 768 

The power-on reset value of this register is the 
Largest Device Mode Periodic Tx Data FIFO-n 
Depth. You can write a new value to this field. 


n :1 (16'h300) 
n :2 (16'h300) 
n :3 (16'h300) 
n :4 (16'h300) 
n :5(16'h300) 
n :6 (16'h300) 
n :7 (16'h300) 
n :8 (16'h300) 
n :9 (16'h300) 
n :10 (16'h300) 
n :11 (16'h300) 
n :12 (16'h300) 
n :13 (16'h300) 
n :14 (16'h300) 
n :15(16'h300) 


DPTxFStAddr 


[15:0] 


R_W 


Device Periodic TxFIFO RAM Start Address 
Holds the start address in the RAM for this periodic 
FIFO. 

The power-on reset value of this register is sum of 
the Largest Rx Data FIFO Depth, Largest Non- 
Periodic Tx Data FIFO Depth, and all lower 
numbered Largest Device Mode Periodic Tx Data 
FIFOn Depth specified. 

If you have programmed new values for the 
RxFIFO, Non-Periodic TxFIFO, or device Periodic 
TxFIFOs you can write their sum in this field. 
Programmed values must not exceed the power-on 
value set. 


n :1 (16'h1000) 
n :2(16'h3300) 
n :3(16'h3600) 
n :4(16'h3900) 
n :5(16'h3C00) 
n :6 (16'h3F00) 
n :7(16'h4200) 
n :8(16'h4500) 
n :9(16'h4800) 
n :10 (16'h4B00) 
n :11 (16'h4E00) 
n :12 (16'h5100) 
n :13 (16'h5400) 
n :14 (16'h5700) 
n :15 (16'h5A00) 
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26.9.2 HOST MODE REGISTERS 

These registers affect the operation of the core in the Host mode. Host mode registers must not be accessed in 
Device mode, as the results are undefined. Host Mode registers can be categorized as follows: 

• Host Global registers 

• Host Port Control and Status registers 

• Host Channel-Specific registers 

26.9.2.1 HOST GLOBAL REGISTERS 
Host Configuration Register (HCFG) 



This register configures the core after power-on. Do not make changes to this register after initializing the host. 



Register 


Address 


R/W 


Description 


Reset Value 


HCFG 


0x7C00_0400 


R/W 


OTG Control and Status Register 


0x00200000 



HCFG 


Bit 


R/W 


Description 


Initial State 


Reserved 


[31:3] 




Reserved 


29'h0040000 


FSLSSupp 


[2] 


R_W 


FS- and LS- Only Support 

The application uses this bit to control the core's 
enumeration speed. Using this bit, the application can 
make the core enumerate as a FS host, even if the 
connected device supports HS traffic. Do not make 
changes to this field after initial programming. 

• 1'bO : HS/FS/LS, based on the maximum speed 
supported by the connected device 

• 1'bl : FS/LS -only, even if the connected device can 
support HS 


I'bO 


FSLSPclkSel 


[1:0] 


R_W 


FS/LS PHY Clock Select 

When the core is in FS Host mode 

• 2'bOO : PHY clock is 30/60 MHz 

• 2'b01 : PHY clock is 48 MHz 

• Others : Reserved 

When the core is in LS Host mode 

• 2'bOO : PHY clock is 30/60 MHz 

• 2'b01 : PHY clock is 48 MHz 

• 2'b10:PHY clock is 6 MHz 

• 2'b11 : Reserved 


2'bO 
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Host Frame Interval Register (HFIR) 



This register stores the frame interval information for the current speed to which the core has enumerated 



Register 


Address 


R/W 


Description 


Reset Value 


HFIR 


0x7C00_0404 


R/W 


Host Frame Interval Register 


0x00001 7D7 




HFNUM 


Bit 


R/W 


Description 


Initial State 


Reserved 


[31:16] 




Reserved 


16'h0 


Print 


[15:0] 


R/W 


Frame Interval 

The value that the application programs to this field 
specifies the interval between two consecutive SOFs 
(FS) or micro- SOFs (HS) or Keep-Alive tokens (HS). 
This field contains the number of PHY clocks that 
constitute the required frame interval. The default 
value set in this field for a FS operation when the 
PHY clock frequency is 60 MHz. The application can 
write a value to this register only after the Port 
Enable bit of the Host Port Control and Status 
register (HPRT.PrtEnaPort) has been set. If no value 
is programmed, the core calculates the value based 
on the PHY clock specified in the FS/LS PHY Clock 
Select field of the Host Configuration register 
(HCFG.FSLSPclkSel). Do not change the value of 
this field after the initial configuration. 

• 125 |js * (PHY clock frequency for HS) 

• 1 ms * (PHY clock frequency for FS/LS) 


16'h17D7 
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Host Frame Number/Frame Time Remaining Register (HFNUM) 



This register indicates the current franne nunnber. It also indicates the tinne rennaining in the current franne. 



Register 


Address 


R/W 


Description 


Reset Value 


HFNUM 


0x7C00_0408 


R 


Host Franne Number/Frame Tinne Rennaining 
Register 


0x00000000 




HFNUM 


Bit 


R/W 


Description 


Initial State 


FrRenn 


[31:16] 


RO 


Franne Time Rennaining 

Indicates the amount of time remaining in the current 
microframe(HS) or frame(FS/LS), in terms of PHY 
clocks. This field decrements on each PHY clock. 
When it reaches zero, this field is reloaded with the 
value in the Frame Interval register and a new SOF 
is transmitted on the USB. 


16'h0 


FrNunn 


[15:0] 


RO 


Frame Number 

This field increment when a new SOF is transmitted 
on the USB, and is reset to 0 when it reaches 
16'h3FFF. 


16'h0 
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Host Periodic Transmit FIFO/QUEUE Status Register (HPTXSTS) 



This read-only register contains the free space information for the Periodic TxFIFO and the Periodic Transmit 
Request Queue. 



Register 


Address 


R/W 


Description 


Reset Value 


HPTXSTS 


0x7C00_0410 


R 


Host Periodic Transmit FIFO/Queue Status Register 


0x00080100 



HPTXSTS 


Bit 


R/W 


Description 


Initial State 


PTxQTop 


[31:24] 


RO 


Top of the Periodic Transmit Request Queue 
This indicates the entry in the Periodic Tx Request 
Queue that is currently being processes by the MAC. 
This register is used for debugging. 

• Bit [31] : Odd/Even (micro )frame 
- 1 'bO : send in even (micro )frame 
- 1'bl : send in odd (micro )frame 

• Bits [30:27] : Channel/endpoint number 

• Bits [26:25] : Type 
-2'bOO : IN/OUT 

-2'b01 : Zero-length packet 
-2'b10 : CSPLIT 

-2'b1 1 : Disable channel command 

• Bit[24] : Terminate 


8'hO 


PTxQSpcAvail 


[23:16] 


RO 


Periodic Transmit Request Queue Space Available 
Indicates the number of free locations available to be 
written in the Periodic Transmit Request Queue. This 
queue holds both IN and OUT requests. 

• 8'hO : Periodic Transmit Request Queue is full 

• 8'h1 : 1 location available 

• 8'h2 : 2 location available 

• n : n locations available (0<n<8) 

• Others : Reserved 


8'h8 


PTxFSpcAvail 


[15:0] 


RO 


Periodic Transmit Data FIFO Space Available 
Indicates the number of free locations available to be 
written to in the Periodic TxFIFO. 
Values are in terms of 32-bit words 

• 16'h0: Periodic TxFIFO is full 

• 16'h1: 1 word available 

• 16'h2: 2 words available 

• n: n words available (0<n<8) • 
Others: Reserved 


16'h0100 
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Host All Channels Interrupt Register (HAINT) 

When a significant event occurs on a channel, the Host All Channels Interrupt register interrupts the application 
using the Host Channels Interrupt bit of the Core Interrupt register. There is one interrupt bit per channel, up to a 
maximunn of 16 bits. Bits in this register are set and cleared when the application sets and clears bits in the 
corresponding Host Channel-n Interrupt register. 



Register 


Address 


R/W 


Description 


Reset Value 


HAINT 


0x7C00_0414 


R 


Host All Channels Interrupt Register 


0x00000000 




HAINT 


Bit 


R/W 


Description 


Initial State 


Reserved 


[31:16] 




Reserved 


16'h0 


HAINT 


[15:0] 


RO 


Channel Interrupts 

One bit per channel: Bit 0 for Channel 0, bit 15 for 
Channel 15 


16'h0 



Host All Channels Interrupt Mask Register (HAINTMSK) 

The Host All Channel Interrupt Mask register works with the Host All Channel Interrupt register to interrupt the 
application when an event occurs on a channel. There is one interrupt mask bit per channel, up to a maximunn of 
16 bits. 

• Msk interrupt: 1'bO 



• Unmask interrupt: 1'bO 



Register 


Address 


R/W 


Description 


Reset Value 


HAINTMSK 


0x7C00_0418 


R/W 


Host All Channels Interrupt Mask Register 


0x00000000 




HAINTMSK 


Bit 


R/W 


Description 


Initial State 


Reserved 


[31:16] 




Reserved 


16'h0 


HAINTMsk 


[15:0] 


R_W 


Channel Interrupt Mask 

One bit per channel: Bit 0 for Channel 0, bit 15 for 
Channel 15 


16'h0 
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26.9.2.2 HOST Port Control and Status Registers 
Host Port Control and Status Register (HPRT) 

This register is available in both Host and Device modes. Currently, the OTG Host supports only one port. A 
single register holds USB port-related information such as USB reset, enable, suspend, resume, connect status, 
connect status, and test mode for each port. The R_SS_WC bits in this register can trigger an interrupt to the 
application through the Host Port Interrupt bit of the Core Interrupt register. On a Port Interrupt, the application 
must read this register and clear the bit that caused the interrupt. For the R_SS_WC bits, the application must 
write a 1 to the bit to clear the interrupt. 



Register 


Address 


R/W 


Description 


Reset Value 


HPRT 


0x7C00_0440 


R/W 


Host Port Control and Status Register 


0x00000000 



HPRT 


Bit 


R/W 


Description 


Initial State 


Reserved 


[31:19] 




Reserved 


13'h0 


PrtSpd 


[18:17] 


RO 


Port Speed 

Indicates the speed of the device attached to this port. 

• 2'bOO : High speed 

• 2'b01 : Full speed 

• 2 b10 : Low speed 

• 2'b11 : Reserved 


2'bO 


PrtTstCtI 


[16:13] 


R_W 


Port Test Control 

The application writes a nonzero value to this field to put the 
port into a Test mode, and the corresponding pattern is 
signaled on the port. 

• 4'bOOOO : Test mode disabled 

• 4'b0001 : Test_J mode 

• 4'b0010 : Test_K mode 

• 4'b001 1 : Test_SEO_NAK mode 

• 4'b0100 : Test_Packet mode 

• 4'b0101 : Test_Force_Enable 

• Others : Reserved 


4'hO 


PrtPwr 


[12] 


R W 
SC 


Port Power 

The application uses this field to control power to this port, 
and the core clears this bit on an overcurrent condition. 

• 1'bO : Power off 

• 1'b1 : Power on 


I'bO 


PrtLnSts 


[11:10] 


RO 


Port Line Status 

Indicates the current logic level USB data lines 

• Bit [10] : Logic level of D- 

• Bit [11] : Logic level of D+ 


2'bO 


Reserved 


[9] 




Reserved 


I'bO 
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HPRT 


Bit 


R/W 


Description 


Initial State 


PrtRst 


[8] 


R_W 


Port Reset When the 
application sets this bit, a reset sequence is started on this port. 
The application must tinne the reset period and clear this bit after 
the reset sequence is connplete. 

• 1'bO : Port not in reset 

• 1'b1 : Port in reset The 
application nnust leave this bit set for at least a nnininnunn duration 
nnentioned below to start a reset on the port. The application can 
leave it set for another lOms in addition to the required nnininnunn 
duration, before clearing the bit, even though there is no 
maximum limit set by the USB standard. 

• High speed : 50 ms • 
Full speed/Low speed : 10ms 


rbo 


prtSusp 


[7] 


R W 
S_SC 


Port Suspend The 
application sets this bit to put this port in Suspend mode. The 
core only stops sending SOFs when this is set. To stop the PHY 
clock, the application must set the Port Clock Stop bit, which will 
assert the suspend input pin of the PHY. 
The read value of this bit reflects the current suspend status of 
the port. This bit is cleared by the core after a remote wakeup 
signal is detected or the application sets the Port Reset bit or Port 
Resume bit in this register or the Resume/Remote Wakeup 
Detected Interrupt bit or Disconnect Detected Interrupt bit in the 
Core Interrupt register. 

• 1'bO : Port not in Suspend mode 

• 1'b1 : Port in Suspend mode 


rbo 


PrtRes 


[6] 


R_W_ 
SS S 
C 


Port Resume 

The application sets this bit to drive resume signaling on the port. 
The core continues to drive the resume signal until the application 
clears this bit. If the core detects a USB remote wakeup 
sequence, as indicated by the Port Resume/Remote Wakeup 
nptpptpfl Intprriint hit nf thp Onrp Intprriint rpni^tpr thp rnrp ^tart^ 

■-/OLOV^LOVJ II ILOI 1 U |«y L k/IL V^l LI lO v^V^I O II ILOI 1 U|«yL 1 O^IOLOI , LI lO V^V^I O OLCll LO 

driving resume signaling without application intervention and 
clears this bit when it detects a disconnect condition. The read 
value of this bit indicates whether the core is currently driving 
resume signaling. 

• 1'bO : No resume driven 

• 1'b1 : Resume driven 


rbo 


PrtOvr 
CurrChng 


[51 

L^J 


R SS 
_WC 


Port Overcurrent Change 

The core sets this bit when the status of the Port Overcurrent 
Active bit (bit 4) in this register changes. 


rbo 


PrtOvr 
CurrAct 


[4] 


RO 


Port Overcurrent Active 

Indicates the overcurrent condition of the port. 

• 1'bO : No overcurrent condition 

• 1'b1 : Overcurrent condition 


rbo 


PrtEnChng 


[3] 


R SS 
_WC 


Port Enable/Disable Change 

The core sets this bit when the status of the Port Enable bit [2] of 
this register changes. 


rbo 
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HPRT 


Bit 


R/W 


Description 


Initial State 


PrtEna 


[2] 


R_SS_ 
SC_WC 


Port Enable 

A port is enabled only by the core after a reset sequence, 
and is disabled by an overcurrent condition, a disconnect 
condition, or by the application clearing this bit. The 
application cannot set this bit by a register write. It can only 
clear it to disable the port. This bit does not trigger any 
interrupt to the application. 

• 1'bO : Port disabled 

• 1'b1 : Port enabled 


rbo 


PrtConnDet 


[1] 


R SS 
WC 


Port Connect Detected 

The core sets this bit when a device connection is detected 
to trigger an interrupt to the application using the Host Port 
Interrupt bit of the Core Interrupt register. The application 
must write a 1 to this bit to clear the interrupt. 


rbo 


PrtConnSts 


[0] 


RO 


Port Connect Status 

• 1'bO : No device is attached to the port 

• 1'b1 : A device is attached to the port 


rbo 



26.9.2.3 HOST CHANNEL-SPECIFIC Registers 

Host Channel-N Characteristics Register (HCCHARN) 



Channel number: 0<n<1 5 



Register 


Address 


R/W 


Description 


Reset Value 


HCCHARn 


Ox/coo 0500 
+n*20h 


R/W 


Host Channel-n Characteristics Register 


0x00000000 



HCCHARn 


Bit 


R/W 


Description 


Initial State 


ChEna 


[31] 


R WS 
SC 


Channel Enable 

This field is set by the application and cleared by the 
OTG host. • 
1'bO : Channel disabled 
• 1'b1 : Channel enabled 


1'bO 


ChDis 


[30] 


R WS 
SC 


Channel Disable 

The application sets this bit to stop 
transmitting/receiving data on a channel, even before 
the transfer for that channel is complete. The application 
must wait for the Channel Disabled interrupt before 
treating the channel as disabled. 


rbo 
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HCCHARn 


Bit 


R/W 


Description 


Initial State 


OddFrm 


[29] 


R_W 


Odd Frame 

This field is set (reset) by the application to indicate 
that the OTG host must perform a transfer in an odd 
(micro )frame. This field is applicable for only periodic 
transactions. 

• 1'bO : Even (micro )frame 

• 1'bl : Odd (micro )frame 


1'bO 


DevAddr 


[28:22] 


R_W 


Device Address 

This field selects the specific device serving as the 
data source or sink. 


7'hO 


MC/EC 


[21:20] 


R_W 


Multi Count/Error Count 

When the Split Enable bit of the Host Channel-n Split 
Control register is reset (1'bO), this field indicates to 
the host the number of transactions that must be 
executed per microframe for this endpoint. 

• 2'bOO : Reserved 

• 2'b01 : 1 transaction 

• 2'b10 : 2 transactions to be issued for this endpoint 
per microframe 

• 2'b1 1 : 3 transactions to be issued for this endpoint 
per microframe 

When HCSPLTn.SpltEna is set, this field indicates 
the number of immediate retries to be performed for 
a periodic split transactions on transaction errors. 
This field must be set to at least 2 bOI . 


2'bO 


EPType 


[19:18] 


R_W 


Endpoint Type 

Indicates the transfer type selected. 

• 2'bOO : Control 

• 2'b01 : Isochronous 

• 2'b10 ■ Bulk 

^ ^ kJ Ivy . 1— ' U 1 r\ 

• 2'b1 1 : Interrupt 


2'bO 


LSpdDev 


[17] 


R_W 


Low-Speed Device 

1 lllo MclU lo otJl Uy lilt; dppilLrClLiUII LU IIIUILrClLo llldl 11 Ho 

channel is communicating to a low-speed device. 


I'bO 




[16] 




Reserved 


1'bO 


EPDir 


[15] 


R_W 


Endpoint Direction Endpoint Type 
Indicates the transfer type selected. 

• I'bO : OUT 

• I'bl : IN 


rbO 


EPNum 


[14:11] 


R_W 


Endpoint Number 

Indicates the endpoint number on the device serving 
as the data source or sink. 


4'hO 


MPS 


[10:0] 


R_W 


Maximum Packet Size 

Indicates the maximum packet size of the associated 
endpoint. 


11 'hO 
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Host Channel-n Split Register (HCSPLTn) 



Channel number : 0<n<15 



Register 


Address 


R/W 


Description 


Reset Value 


HCSPLTn 


0x7C00 0504 
+n*20h 


R/W 


Host Channel-n Split Register 


0x00000000 



HCSPLTn 


Bit 


R/W 


Description 


Initial State 


SpltEna 


[31] 


R_W 


Split Enable 

The application sets this field to indicate that this 

ph?5nnpl i<5 pnahlpH tn nprfnrm <?nlit tr?in<53Ptinn<? 

^^1 ICII II 1^1 lO ^1 ICtUI^\J l,\J k/^l IVi^l 1 1 1 Ok/Ill 11 Cll lOClOll^JI lO. 


1'bO 


Reserved 


[30:17] 




Reserved 


14'h0 


CompSpIt 


[16] 


R_W 


Do Complete Split 

The application sets this field to request the OTG 
host to perform a complete split transaction. 


rbo 


XactPos 


[15:14] 


R_W 


Transaction Position 

This field is used to determine whether to send all, 
first, middle, or last payloads with each OUT 
transaction. 

• 2'b1 1 : All. This is the entire data payload is of this 
transaction. 

• 2'b10 : Begin. This is the first data payload of this 
transaction. 

• 2'bOO : Mid. This is the middle payload of this 
transaction. 

• 2'b01 : End. This is the last payload of this 
transaction. 


2'hO 


HubAddr 


[13:7] 


R_W 


Hub Address 

This field holds the device address of the transaction 
translator's hub. 


7'hO 


PrtAddr 


[6:0] 


R_W 


Port Address 

This field is the port number of the recipient 
transaction translator. 


7'hO 
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Host Channel-n interrupt Register (HCINTn) 

Channel_nunnber : 0<n<15 

This register indicates the status of a channel with respect to USB- and AHB-related events. The application must 
read this register when the Host Channels Interrupt bit of the Core Interrupt register is set. Before the application 
can read this register, it must first read the Host All Channels Interrupt register to get the exact channel number 
for the Host Channel-n Interrupt register. The application must clear the appropriate bit in this register to clear the 
corresponding bits in the HAINT and GINTSTS registers. 



Register 


Address 


R/W 


Description 


Reset Value 


HCINTn 


0x7C00 0508 
+n*20h 


R/W 


Host Channel-n interrupt Register 


0x00000000 



HCINTn 


Bit 


R/W 


Description 


Initial State 


Reserved 


[31:11] 




Reserved 


21 'hO 


DataTglErr 


[10] 


R_SS_WC 


Data Toggle Error 


1'bO 


FrmOvrun 


[9] 


R_SS_WC 


Frame Overrun 


I'bO 


BblErr 


[8] 


R_SS_WC 


Babble Error 


I'bO 


XactErr 


[7] 


R_SS_WC 


Transaction Error 


I'bO 


NYET 


[6] 


R_SS_WC 


NYET Response Received Interrupt 


I'bO 


ACK 


[5] 


R_SS_WC 


ACK Response Received Interrupt 


I'bO 


NAK 


[4] 


R_SS_WC 


NAK Response Received Interrupt 


I'bO 


STALL 


[3] 


R_SS_WC 


STALL Response Received Interrupt 


I'bO 


AHBErr 


[2] 


R_SS_WC 


AHB Error 

This is generated only in Internal DMA mode when 
there is an AHB error during AHB read/write. The 
application can read the corresponding channel's 
DMA address register to get the error address. 


I'bO 


ChHItd 


[1] 


R_SS_WC 


Channel Halted 

Indicates the transfer completed abnormally either 
because of any USB transaction error or in response 
to disable request by the application. 


I'bO 


XferCompI 


[0] 


R_SS_WC 


Transfer Completed 

Transfer completed normally without any errors. 


I'bO 
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Host Channel-n interrupt Mask Register (HCINTMSKn) 

Channel_nunnber : 0<n<15 

This register reflects tine mask for eacli cliannel status described in the previous section. 

• IVIask interrupt : 1'bO 

• Unmask interrupt : 1'b1 



Register 


Address 


R/W 


Description 


Reset Value 


HCINTMSKn 


0x7C00 050 
C+n*20h 


R/W 


Host Channel-n interrupt Mask Register 


0x00000000 




HCINTMSKn 


Bit 


R/W 


Description 


Initial State 


Reserved 


[31:11] 




Reserved 


21 'hO 


DataTglErrMsk 


[10] 


R_W 


Data Toggle Error Mask 


I'bO 


FrmOvrunMsk 


[9] 


R_W 


Frame Overrun Mask 


1'bO 


BblErrMsk 


[8] 


R_W 


Babble Error Mask 


I'bO 


XactErrMsk 


[7] 


R_W 


Transaction Error Mask 


1'bO 


NyetMsk 


[6] 


R_W 


NYET Response Received Interrupt Mask 


I'bO 


AckMsk 


[5] 


R_W 


ACK Response Received Interrupt Mask 


I'bO 


NakMsk 


[4] 


R_W 


NAK Response Received Interrupt Mask 


I'bO 


StallMsk 


[3] 


R_W 


STALL Response Received Interrupt Mask 


I'bO 


AHBErrMsk 


[2] 


R_W 


AHB Error Mask 


I'bO 


ChHItdMsk 


[1] 


R_W 


Channel Halted Mask 


I'bO 


XferComplMsk 


[0] 


R_W 


Transfer Completed Mask 


I'bO 
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Host Channel-n Transfer Size Register (HCTSIZn) 



Channel number : 0<n<15 



Register 


Address 


R/W 


Description 


Reset Value 


HCTSIZn 


Ox/coo 0510 
+n*20h 


R/W 


Host Channel-n Transfer Size Register 


0x00000000 



HCTSIZn 


Bit 


R/W 


Description 


Initial State 


DoPng 


[31] 


R_W 


Do Ping 

Setting this field to 1 directs the host to do PING 
protocol. 


I'hO 


Pid 


[30:29] 


R_W 


PID 

The application programs this field with the type of 
PID to use for the initial transaction. The host will 
maintain this field for the rest of the transfer. 

• 2'bOO: DATAO 

• 2'b01: DATA1 

• 2'b10: DATA2 

• 2'b11: MDATA(non-control)/SETUP(control) 


2'bO 


PktCnt 


[28:19] 


R_W 


Packet Count 

This field is programmed by the application with the 
expected number of packets to be transmitted (OUT) 
or received (IN). The host decrements this count on 
every successful transmission or reception of an 
OUT/IN packet. Once this count reaches zero, the 
application is interrupted to indicate normal 
completion. 


10'bO 


XferSize 


[18:0] 


R_W 


Transfer Size 

For an OUT, this field is the number of data bytes 

the host will send during the transfer. 

For an IN, this field is the buffer size that the 

application has reserved for the transfer. The 

application is expected to program this field as an 

integer multiple of the maximum packet size for IN 

transactions. 


19'b0 



NOTE: Transfer Size for a Host Channel must equal [Packet Count * Max Packet Size] for accurate data transfer. 
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Host Channel-n DMA Address Register (HCDMAn) 

Channel number: 0<n<1 5 



This register is used by the OTG host in the internal DMA mode to maintain the buffer pointer for IN/OUT 
transactions. 



Register 


Address 


R/W 


Description 


Reset Value 


HCDMAn 


0x7C00 0514 
+n*20h 


R/W 


Host Channel-n DMA Address Register 


0x00000000 




HCDMAn 


Bit 


R/W 


Description 


Initial State 


DMAAddr 


[31:0] 


R_W 


DMA Address 

This field holds the start address in the external 
memory from which the data for the endpoint must 
be fetched or to which it must be stored. This 
register is incremented on every AHB transaction. 


32'hO 



26.9.3 DEVICE MODE REGISTERS 

These registers are visible only in Device mode and must not be accessed in Host mode, as the results are 
unknown. Some of them affect all the endpoints uniformly, while others affect only a specific endpoint. Device 
Mode registers fall into two categories: 

• Device Global registers 

• Device logical endpoint-specific registers 

26.9.3.1 DEVICE GLOBAL REGISTERS 
Device Configuration Register (DCFG) 

This register configures the core after power-on or after certain control commands or enumeration. Do not make 
changes to this register after initial programming. 



Register 


Address 


R/W 


Description 


Reset Value 


DCFG 


0x7C00_0800 


R/W 


Device Configuration Register 


0x00200000 



DCFG 


Bit 


R/W 


Description 


Initial State 


Reserved 


[31:23] 




Reserved 


9'hO 


EPMisCnt 


[22:18] 


R_W 


IN Endpoint Mismatch Count 

The application programs this field with a count that determines 
when the core generates an Endpoint Mismatch interrupt. The 
core loads this value into an internal counter and decrements it. 
The counter is reloaded whenever there is a match or when the 
counter expires. The width of this counter depends on the depth 
of the Token Queue. 


5'h8 
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DCFG 


Bit 


R/W 


Description 


Initial State 




[17:13] 




Reserved 


5'hO 


PerFrInt 


[12:11] 


R_W 


Periodic Frame Interval 

Indicates the time within a (micro )frame at which the application 
must be notified using the End Of Periodic Frame Interrupt. This 
can be used to determine if all the isochronous traffic for that 
(micro )frame is complete. 

• 2'bOO : 80% of the (micro )frame interval 

• 2'b01 : 85% 

• 2'b10:90% 

• 2'b11 :95% 


2'hO 


DevAddr 


[10:4] 


R_W 


Device Address 

The application must program this field after every SetAddress 
control command. 


7'hO 


Reserved 


[3] 

L^J 




Reserved 


1'bO 


NZSts 
OUTHShk 


[2] 


R_W 


Non-Zero-Length Status OUT Handshake 
The application can use this field to select the handshake the 
core sends on receiving a nonzero-length data packet during the 
OUT transaction of a control transfer's Status stage. 

• 1'bO: Send a STALL handshake on a nonzero-length status 
OUT transaction and do not send the received OUT packet to the 
application. 

• 1'b1: Send the received OUT packet to the application and send 
a handshake based on the NAK and STALL bits for the endpoint 
in the Device Endpoint Control register. 


I'bO 


DevSod 


\^■o^ 


R W 


Device Soeed 

Indicates the speed at which the application requires the core to 
enumerate, or the maximum speed the application can support. 
However the actual bus speed is determined only after the chirp 
sequence is completed, and is based on the speed of the USB 
host to which the core is connected. 

• 2'bOO: High speed (USB 2.0 PHY clock is 30 MHz or 60 MHz) 

• 2'b01 : Full speed (USB 2.0 PHY clock is 30 MHz or 60 MHz) 

• 2'b10: Low speed (USB 1.1 transceiver clock is 6 MHz). If you 
select 6 MHz LS mode, you must do a soft reset. 

• 2'b1 1 : Full speed (USB 1.1 transceiver clock is 48 MHz). 


2'bO 
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Device Control Register (DCTL) 



Register 


Address 


R/W 


Description 


Reset Value 


DCTL 


0x7C00_0804 


R/W 


Device Control Register 


0x00000000 



DCTL 


Bit 


R/W 


Description 


Initial State 


Reserved 


[31-121 




Reserved 


20'h0 


PWROnPrgDone 


[11] 


R_W 


Power-On Programming Done 

The application uses this bit to indicate that register 
programming is completed after a wake-up from Power 
Down mode. 


I'bO 


CGOUTNal< 


[10] 


WO 


Clear Global OUT NAK 

A write to this field clears the Global OUT NAK. 


I'bO 


SGOUTNal< 


[9] 


WO 


Set Global OUT NAK 

A write to this field sets the Global OUT NAK. 

The application uses this bit to send a NAK handshake on 

all OUT endpoints. 

The application must set the his bit only after making sure 
that the Global OUT NAK Effective bit in the Core Interrupt 
Register is cleared. 


I'bO 


CGNPInNAK 


[8] 


WO 


Clear Global Non-Periodic IN NAK 

A write to this field clears the Global Non-Periodic IN NAK. 


I'bO 


SGNPInNAK 


[7] 


WO 


Set Global Non-Periodic IN NAK 

A write to this field sets the Global Non-Periodic IN NAK. 
The application uses this bit to send a NAK handshake on 
all non-periodic IN endpoints. The core can also set this bit 
when a timeout condition is detected on a non-periodic 
endpoint. The application must set this bit only after 
making sure that the Global IN NAK Effective bit in the 
Core Interrupt Register is cleared. 


I'bO 


TstCtI 


[6:4] 


R_W 


Test Control 

• 3'bOOO : Test mode disabled 

• 3'bOOI : Test_J mode 

• 3'bOIO : Test K mode 

• 3'bOII : Test_SEO_NAK mode 

• 3'b100 : Test_Packet mode 

• 3'b101 : Test_Force_Enable 

• Others : Reserved 


3'bO 


GOUTNal<Sts 


[3] 


RO 


Global OUT NAK Status 

• 1'bO : A handshake is sent based on the FIFO Status 
and the NAK and STALL bit settings. 

• 1'bl : No data is written to the RxFIFO, irrespective of 
space availability. Sends a NAK handshake on all packets, 
except on SETUP transactions. All isochronous OUT 
packets are dropped. 


I'bO 
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DCTL 


Bit 


R/W 


Description 


Initial State 


GNPINNakSts 


[2] 


RO 


Global Non-Periodic IN NAK Status • 
1'bO : A handshake is sent based on the data availability in 
the transmit FIFO. 

• 1'b1 : A NAK handshake is sent out on all non-periodic 
IN endpoints, irrespective of the data availability in the 
transmit FIFO. 


rbo 


SftDiscon 


[1] 


R_W 


Soft Disconnect 

The application uses this bit to signal the OTG core to do a 
soft disconnect. As long as this bit is set, the host will not 
see that the device is connected, and the device will not 
receive signals on the USB. The core stays in the 
disconnected state until the application clears this bit. 

• 1'bO : Normal operation. When this bit is cleared after a 
soft disconnect, the core drives the opmode signal on the 
UTMI+ to 2'bOO, which generates a device connect event 
to the USB host. When the device is reconnected, the USB 
host restarts device enumeration. 

• 1'b1 : The core drives the opmode signal on the UTMI+ 
to 2'b01 , which generates a device disconnect event to the 
USB host. 


rbo 


RmtWkUpSig 


[0] 


R_W 


Remote Wakeup Signaling 

When the application sets this bit, the core initiates remote 
signaling to wake up the USB host. The application must 
set this bit to instruct the core to exit the Suspend state. As 
specified in the USB 2.0 specification, the application must 
clear this bit 1 -1 5ms after setting it. 


1'bO 



The following table lists the minimum duration under various conditions for which the SoftDisconnect bit must be 
set for the USB host to detect a device disconnect. To accommodate clock jitter, it is recommended that the 
application add some extra delay to the specified minimum duration. 



Operating Speed 


Device state 


Minimum Duration 


High speed 


Suspended 


1ms + 2.5|Lis 


High speed 


Idle 


3ms + 2.5 |Lis 


High speed 


Not Idle or Suspended 
(Performing transactions) 


125 |is 


Full speed/Low speed 


Suspended 


1ms + 2.5 |Lis 


Full speed/Low speed 


Idle 


2.5 |Lis 


Full speed/Low speed 


Not Idle or Suspended 
(Performing transactions) 


2.5 |Lis 
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Device Status Register (DSTS) 



This register indicates the status of the core with respect to USB-related events. It must be read on interrupts from 
Device ALL Interrupts (DAINT) register. 



Register 


Address 


R/W 


Description 


Reset Value 


DSTS 


0x7C00_0808 


R 


Device Status Register 


0x00000002 



DSTS 


Bit 


R/W 


Description 


Initial State 


Reserved 


[31:22] 




Reserved 


10'hO 


SOFFN 


[21:8] 


RO 


Frame or Microframe Number of the Received SOF 
When the core is operating at high speed; this field 
contains a microframe number. When the core is 
operating at full or low speed, this field contains a frame 
number. 


14'h0 


Reserved 


[7:4] 




Reserved 


4'hO 


ErrticErr 


[3] 


RO 


Erratic Error 

The core sets this bit to report any erratic errors seen on 
the UTMI+. Due to erratic errors, the OTG core goes into 
Suspended state and an interrupt is generated to the 
application with Early Suspend bit of the Core Interrupt 
register. If the early suspend is asserted due to an erratic 
error, the application can only perform a soft disconnect 
recover. 


I'bO 


EnumSpd 


[2:1] 


RO 


Enumerated Speed 

Indicates the speed at which the OTG core has come up 
after speed detection through a chirp sequence. 

• 2'bOO : High speed (PHY clock is 30 MHz or 60 MHz) 

• 2'b01 : Full speed (PHY clock is 30 MHz or 60 MHz) 

• 2'b10 : Low speed (PHY clock is 6 MHz). 

• 2'b1 1 : Full speed (PHY clock is 48 MHz). 

Low speed is not supported for devices using a UTMI+ 
PHY. 


2'b01 


SuspSts 


[0] 


RO 


Suspend Status 

In device mode, this bit is set as long as a Suspend 
condition is detected on the USB. The core enters the 
Suspended state when there is no activity on the 
line_state signal for an extended period of time. The core 
comes out of the suspend: 

• When there is any activity on the line_state signal 

• When the application writes to the Remote Wakeup 
Signaling bit in the Device Control register. 


I'bO 
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Device IN Endpoint Common Interrupt Mask Register (DIEPMSK) 

This register works with each of the Device IN Endpoint Interrupt registers for all endpoints to generate an 
interrupt per IN endpoint. The IN endpoint interrupt for a specific status in the DIEPINTn register can be nnasked 
by writing to the corresponding bit in this register. Status bits are nnasked by default. 

• Mask interrupt : 1'bO 

• Unnnask interrupt : 1'b1 



Register 


Address 


R/W 


Description 


Reset Value 


DIEPMSK 


0x7C00_0810 


R/W 


Device IN Endpoint Common Interrupt Mask 


0x00000000 




DIEPMSK 


Bit 


R/W 


Description 


Initial State 


Reserved 


[31:7] 




Reserved 


25'hO 


INEPNakEffMsk 


[6] 


R_W 


IN Endpoint NAK Effective Mask 


rbo 


INTknEPMisMsk 


[5] 


R_W 


IN Token received with EP Mismatch Mask 


1'bO 


INTknTXFEmpMsk 


[4] 


R_W 


IN Token received with TxFIFO Empty mask 


1'bO 


TimeOUTMsk 


[3] 


R_W 


Timeout Condition Mask 


rbO 


AHBErrMsk 


[2] 


R_W 


AHB Error Mask 


rbo 


EPDisbldMsk 


[1] 


R_W 


Endpoint Disabled Interrupt Mask 


1'bO 


XferComplMsk 


[0] 


R_W 


Transfer Completed Interrupt Mask 


1'bO 



Device OUT Endpoint Common Interrupt Mask Register (DOEPMSK) 

This register works with each of the Device OUT Endpoint Interrupt registers for all endpoints to generate an 
interrupt per OUT endpoint. The OUT endpoint interrupts for a specific status in the DOEPINTn register can be 
nnasked by writing to the corresponding bit in this register. Status bits are nnasked by default. 

• Mask interrupt : 1'bO 

• Unnnask interrupt : 1'b1 



Register 


Address 


R/W 


Description 


Reset Value 


DOEPMSK 


0x7C00_0814 


R/W 


Device OUT Endpoint Common Interrupt Mask 


0x00000000 




DOEPMSK 


Bit 


R/W 


Description 


Initial State 


Reserved 


[31:7] 




Reserved 


27'hO 


Back2BackSETup 


[6] 


R_W 


Back-to-Back SETUP Packets Received Mask 
Applies to control OUT endpoints only. 


1'bO 


Reserved 


[5] 




Reserved 


1'bO 


OUTTknEPdisMsk 


[4] 


R_W 


OUT Token Received When Endpoint Disabled 
Applies to control OUT endpoints only. 


rbo 


SetUPMsk 


[3] 


R_W 


SETUP Phase Done Mask 
Applies to control endpoints only. 


rbo 


AHBErrMsk 


[2] 


R_W 


AHB Error 


1'bO 


EPDisbldMsk 


[1] 


R_W 


Endpoint Disabled Interrupt Mask 


rbo 


XferComplMsk 


[0] 


R_W 


Transfer Completed Interrupt Mask 


rbo 
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Device ALL Endpoints Interrupt Register (DAINT) 

When a significant event occurs on an endpoint, a Device All Endpoints Interrupt register interrupts the application 
using the Device OUT Endpoints Interrupt bit or Device IN Endpoints Interrupt bit of the Core Interrupt register. 
There is one interrupt bit per endpoint, up to a nnaxinnunn of 16 bits for OUT endpoints and 16 bits for IN 
endpoints. For a bidirectional endpoint, the corresponding IN and OUT interrupt bits are used. Bits in this register 
are set and cleared when the application sets and clears bits in the corresponding Device Endpoint - n Interrupt 
register. 



Register 


Address 


R/W 


Description 


Reset Value 


DAINT 


0x7C00_0818 


R 


Device ALL Endpoints Interrupt Register 


0x00000000 



DAINT 


Bit 


R/W 


Description 


Initial State 


OutEPInt 


[31:16] 


RO 


OUT Endpoint Interrupt Bits 
One bit per OUT endpoint : 

Bit 16 for OUT endpoint 0, bit 31 for OUT endpoint 15 


16'h0 


InEpInt 


[15:0] 


RO 


IN Endpoint Interrupt Bits 

One bit per IN endpoint : 

Bit 0 for IN endpoint 0, bit 15 for endpoint 15 


16'h0 



Device ALL Endpoints Interrupt Mask Register (DAINTMSK) 

The Device Endpoint Interrupt Mask register works with the Device Endpoint Interrupt register to interrupt the 
application when an event occurs on a device endpoint. However, the Device all Endpoints Interrupt register bit 
corresponding to that interrupt will still be set. 

• Mask interrupt : 1'bO 



• Unmask interrupt : 1'b1 



Register 


Address 


R/W 


Description 


Reset Value 


DAINTMSK 


0x7C00_081C 


R/W 


Device ALL Endpoints Interrupt Mask Register 


0x00000000 




DAINTMSK 


Bit 


R/W 


Description 


Initial State 


OutEPMsk 


[31:16] 


R_W 


OUT EP Interrupt Mask Bits 

One bit per OUT endpoint : 

Bit 16 for OUT EP 0, bit 31 for OUT EP 15 


16'h0 


InEpMsk 


[15:0] 


R_W 


IN EP Interrupt Mask Bits 

One bit per IN endpoint : 

Bit 0 for IN EP 0, bit 15 for IN EP 15 


16'h0 
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Device IN Token Sequence Learning Queue Read Register 1 (DTKNQR1) 



The queue is 4 bits wide to store the endpoint number. A read from this register returns the first 5 endpoint entries 
of the IN Token Sequence Learning Queue. When the Queue is full, the new token is pushed into the queue and 
oldest token is discarded. 



Register 


Address 


R/W 


Description 


Reset Value 


DTKNQR1 


0x7C00_0820 


R 


Device IN Token Sequence Learning Queue Read 
Register 1 


0x00000000 



DTKNQR1 


Bit 


R/W 


Description 


Initial State 


EPTI<n 


[31:8] 


RO 


Endpoint Tol<en Four 
bits per token represent tlie endpoint number of the 
token : 

• Bits [31 :28] : Endpoint number of Token 5 

• Bits [27:24] : Endpoint number of Token 4 

• • • 

• Bits [15:12] : Endpoint number of Token 1 

• Bits [1 1 :8] : Endpoint number of Token 0 


24'hO 


WrapBIt 


[7] 


RO 


Wrap Bit 

Tliis bit is set when the write pointer wraps. It is cleared 
when the learning queue is cleared. 


1'bO 




[6:5] 


RO 


Reserved 


2'hO 


INTKnWPtr 


[4:0] 


RO 


IN Token QUEUE Write Pointer 


5'hO 



Device IN Token Sequence Learning Queue Read Register 2 (DTKNQR2) 

Read fronn this register returns the next 8 endpoint entries of the learning queue. 



Register 


Address 


R/W 


Description 


Reset Value 


DTKNQR2 


0x7C00_0824 


R 


Device IN Token Sequence Learning Queue Read 
Register 2 


0x00000000 



DTKNQR2 


Bit 


R/W 


Description 


Initial State 


EPTkn 


[31:0] 


RO 


Endpoint Token 

Four bits per token represent the endpoint number of 
the token : 

• Bits [31 :28] : Endpoint number of Token 1 3 

• Bits [27:24] : Endpoint number of Token 12 

• • • 

• Bits [7:4] : Endpoint number of Token 7 

• Bits [3:0] : Endpoint number of Token 6 


32'hO 



ELECTRONICS 



26-59 



USB2.0 HS OTG 



6410X_UM 



Device IN Token Sequence Learning Queue Read Register 3 (DTKNQR3) 



Read from this register returns the next 8 endpoint entries of the learning queue. 



Register 


Address 


R/W 


Description 


Reset Value 


DTKNQR3 


0x7C00_0830 


R 


Device IN Token Sequence Learning Queue Read 
Register 3 


0x00000000 




DTKNQR3 


Bit 


R/W 


Description 


Initial State 


EPTkn 


[31:0] 


RO 


Endpoint Token 

Four bits per token represent the endpoint number of 
the token: 

• Bits [31 :28]: Endpoint number of Token 21 

• Bits [27:24] : Endpoint number of Token 20 

• • • 

• Bits [7:4] : Endpoint number of Token 15 

• Bits [3:0] : Endpoint number of Token 14 


32'hO 



Device IN Token Sequence Learning Queue Read Register 4 (DTKNQR4) 

Read from this register returns the next 8 endpoint entries of the learning queue. 



Register 


Address 


R/W 


Description 


Reset Value 


DTKNQR4 


0x7C00_0834 


R 


Device IN Token Sequence Learning Queue Read 
Register 4 


0x00000000 



DTKNQR4 


Bit 


R/W 


Description 


Initial State 


EPTkn 


[31:0] 


RO 


Endpoint Token 

Four bits per token represent the endpoint number of 
the token: 

• Bits [31 :28] : Endpoint number of Token 29 

• Bits [27:24] : Endpoint number of Token 28 

• • • 

• Bits [7:4] : Endpoint number of Token 23 

• Bits [3:0] : Endpoint number of Token 22 


32'hO 
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Device VBUS Discharge Time Register (DVBUSDIS) 

This register specifies the Vbus discharge time after Vbus pulsing during SRP. 



Register 


Address 


R/W 


Description 


Reset Value 


DVBUSDIS 


0x7C00_0828 


R/W 


Device VBUS Discharge Time Register 


0x00001 7D7 



DVBUSDIS 


Bit 


R/W 


Description 


Initial State 


Reserved 


[31:16] 




Reserved 


16'h0 


DVBUSDis 


[15:0] 


R_W 


Device Vbus Discharge Time 

Specifies the Vbus discharge time after Vbus pulsing 

during SRP. This value equals : 

Vbus discharge time in PHY clocks /1 ,024 


16'h17D7 



Device VBUS Pulsing Time Register (DVBUSPULSE) 

This register specifies the Vbus discharge time during SRP. 



Register 


Address 


R/W 


Description 


Reset Value 


DVBUSPULSE 0 


x7C00_082C 


R/W 


Device VBUS Discharge Time Register 


0x000005B8 




DVBUSPULSE 


Bit 


R/W 


Description 


Initial State 


Reserved 


[31:12] 




Reserved 


16'h0 


DVBUSPulse 


[11:0] 


R_W 


Device Vbus Pulsing Time 

Specifies the Vbus pulsing time during SRP. This 

value equals : 

Vbus pulse time in PHY clocks /1 ,024 


12'h5B8 
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26.9.3.2 Device Logical Endpoint-Specific Registers 

A logical endpoint is unidirectional: it can be either IN or OUT. To represent a bidirectional endpoint, two logical 
endpoints are required, one for the IN direction and the other for the OUT direction. This is also true for control 
endpoints. The registers and register fields described in this section nnay pertain to IN or OUT endpoints, or both, 
or specific endpoint types are noted. 

Device Control IN Endpoint 0 Control Register (DIEPCTLO) 



This section describes the Control IN Endpoint 0 Control register. Nonzero control endpoints use registers for 
endpoints 1-15. 



Register 


Address 


R/W 


Description 


Reset Value 


DIEPCTLO 


0x7C00_0900 


R/W 


Device Control IN Endpoint 0 Control Register 


0x00008000 



DIEPCTLO 


Bit 


R/W 


Description 


Initial State 


EPEna 


[31] 


R WS 
_SC 


Endpoint Enable 

Indicates that data is ready to be transmitted on the endpoint. 
The core clears this bit before setting any of the following 
interrupts on this endpoint. 

• Endpoint Disabled 

• Transfer Completed 


1'bO 


EPDis 


[30] 


R WS 
_SC 


Endpoint Disable 

The application sets this bit to stop transmitting data on an 
endpoint, even before the transfer for that endpoint is 

LrUllipioLo. 1 llo ctppilLrClLiUil IIIUoL vVcllL lUl Lilt; CIIUpUIIIL L/lodUloU 

interrupt before treating the endpoint as disabled. The core 
clears this bit before setting the Endpoint Disabled Interrupt. 
The application nnust set this bit only if Endpoint Enable is 
already set for this endpoint. 


1'bO 


Reserved 


[29:28] 




Reserved 


2'bO 


SetNAK 


[27] 


WO 


Set NAK 

A write to this bit sets the NAK bit for the endpoint. 
Using this bit, the application can control the transnnission of 
NAK handshakes on an endpoint. The core can also set this 
bit for an endpoint after a SETUP packet is received on that 
endpoint. 


I'bO 


CNAK 


[26] 


WO 


Clear NAK 

A write to this bit clears the NAK bit for the endpoint. 


I'bO 


TxFNum 


[25:22] 


RO 


TxFIFO Nunnber This 
value is always set to 0, indicating that control IN endpoint 0 
data is always written in the Non-Periodic Transnnit FIFO. 


4'hO 


Stall 


[21] 


R WS 
_SC 


STALL Handshake 

The application can only set this bit, and the core clears it, 
when a SETUP token is received for this endpoint. If a NAK bit. 
Global Non-Periodic IN NAK, or Global OUT NAK is set along 
with this bit, the STALL bit takes priority. 


I'bO 


Reserved 


[20] 




Reserved 


I'bO 
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DIEPCTLO 


Bit 


R/W 


Description 


Initial State 


EPType 


[19:18] 


RO 


Endpoint Type 
Hardcoded to 00 for control 


2'hO 


NAKsts 


[17] 


RO 


NAK Status 
Indicates the following: 

• 1'bO : The core is transmitting non-NAK handshakes 
based on the FIFO status 

• 1'bl : The core is transmitting NAK handshakes on this 
endpoint When 
this bit is set, either by the application or core, the core 
stops transmitting data, even if there is data available in 
the TxFIFO. Irrespective of this bit's setting, the core 
always responds to SETUP data packets with an ACK 
handshake. 


I'bO 


Reserved 


L ' 




Reserved 


1'bO 


USBActEP 


L ' 


RO 


USB Active Endpoint 

This bit is always set to 1 , indicating that control endpoint 0 
is always active in all configurations and interfaces. 


1'bl 


NextEp 


[14:11] 


R_W 


Next Endpoint 

Applies to non-periodic IN endpoints only. 
Indicates the endpoint number to be fetched after the data 
for the current endpoint is fetched. The core can access 
this field, even when the Endpoint Enable bit is not set. 
This field is not valid in Slave mode operation. 


4'bO 


Reserved 


[10:2] 




Reserved 


9'hO 


MPS 


[1:0] 


R_W 


Maximum Packet Size 

Applies to IN and OUT endpoints. 

The application must program this field with the maximum 
packet size for the current logical endpoint. 

• 2'bOO : 64 bytes • 
2'b01 : 32 bytes 

• 2'b10 : 16 bytes 

• 2'b11 : 8 bytes 


2'hO 
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Device Control OUT Endpoint 0 Control Register (DOEPCTLO) 



This section describes the Control OUT Endpoint 0 Control register. Nonzero control endpoints use registers for 
endpoints 1-15. 



Register 


Address 


R/W 


Description 


Reset Value 


DOEPCTLO 


0x7C00_0B00 


R/W 


Device Control OUT Endpoint 0 Control Register 


0x00008000 



DOEPCTLO 


Bit 


R/W 


Description 


Initial State 


EPEna 


[31] 


R WS 
SC 


Endpoint Enable 

Indicates that the application has allocated the memory to 

Qtj^rt rpppix/inn rlj^t^i from thp 1 I^R Thp pnrp pIpjitq thiQ hit 

oLdl L 1 COdVII 1^ VJdLd II VJI 1 1 LI IC V_/OLJ. 1 1 IC OVJI C OlCdl o LI llo L/IL 

before setting any of the following interrupts on this 
endpoint. 

• SETUP Phase Done 

• Endpoint Disabled 

• Transfer Complete 

Note : In DMA mode, this bit must be set for the core to 
transfer SETUP data packets into memory. 


1'bO 


EPDis 


[30] 


RO 


Endpoint Disable 

The application cannot disable control OUT endpoint 0. 


I'bO 


Reserved 


[29:28] 




Reserved 


2'bO 


SetNAK 


[27] 


WO 


Set NAK 

A write to this bit sets the NAK bit for the endpoint. 
Using this bit, the application can control the transmission 
of NAK handshakes on an endpoint. The core can also set 
this bit on a Transfer Completed interrupt, or after a 
SETUP is received on the endpoint. 


1'bO 


CNAK 


[26] 


WO 


Clear NAK 

A write to this bit clears the NAK bit for the endpoint. 


1'bO 


Reserved 


[25:22] 




Reserved 


4'hO 


Stall 


[21] 


R WS 
SC 


STALL Handshake 

The application can only set this bit, and the core clears it, 
when a SETUP token is received for this endpoint. If a 
NAK bit or Global OUT NAK is set along with this bit, the 
STALL bit takes priority. Irrespective of this bit's setting, 
the core always responds to SETUP data packets with an 
ACK handshake. 


1'bO 


Snp 


[20] 


R_W 


Snoop Mode 

This bit configures the endpoint to Snoop mode. In Snoop 
mode, the core does not check the correctness of OUT 
packets before transferring them to application memory. 


1'bO 


EPType 


[19:18] 


RO 


Endpoint Type 

Hardcoded to 2'bOO for control. 


2'hO 
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DOEPCTLO 


Bit 


R/W 


Description 


Initial State 


NAKsts 


[17] 


RO 


NAK Status 
Indicates the following: 

• 1'bO: The core is transnnitting non-NAK handshakes 
based on the FIFO status 

• 1'bl: The core is transnnitting NAK handshakes on this 
endpoint When 
either the application or the core sets this bit, the core 
stops receiving data, even if there is space in the RxFIFO 
to acconnnnodate the inconning packet. Irrespective of this 
bit's setting, the core always responds to SETUP data 
packets with an ACK handshake. 


I'bO 


Reserved 


[16] 




Reserved 


1'bO 


USBActEP 


[15] 


RO 


USB Active Endpoint 

This bit is always set to 1 , indicating that a control endpoint 
0 is always active in all configurations and interfaces. 


1'bl 


Reserved 


[14:2] 




Reserved 


13'h0 


MPS 


[1:0] 


RO 


Maximum Packet Size 

The maximum packet size for control OUT endpoint 0 is 
the same as what is programmed in control IN Endpoint 0. 

• 2'bOO: 64 bytes 

• 2'b01 : 32 bytes 

• 2'b10: 16 bytes 

• 2'b11 : 8 bytes 


2'hO 
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Device Endpoint-N Control Register (DIEPCTLN/DOEPCTLN) 



Endpoint_nunnber :1<n<15 

The application uses this register to control the behavior of each logical endpoint other than endpoint 0. 



Register 


Address 


R/W 


Description 


Reset Value 


DIEPCTLn/ 
DOEPCTLn 


Ox/coo 0900+ n*20h 
/0x7C00_0B00+ n*20h 


R/W 


Device Endpoint-n Control Register 


0x00000000 



DIEPCTLn/ 
DOEPCTLn 


Bit 


R/W 


Description 


Initial State 


EPEna 


[31] 


R W 
S_SC 


Endpoint Enable Applies 
to IN and OUT endpoints. 

For IN endpoint, this bit indicates that data is ready to be 
transnnitted on the endpoint. For OUT endpoints, this bit indicates 
that the application has allocated the nnennory to start receiving 
data from the USB. The core clears this bit before setting any of 
the following interrupts on this endpoint : 

• SETUP Phase Done (OUT only) • 
Endpoint Disabled 

• Transfer Connplete Transfer Connpleted 

Note: For control OUT endpoints in DMA nnode, this bit nnust be 
set to be able to transfer SETUP data packets in nnennory. 


rbo 


EPDis 


[30] 


R W 
S_SC 


Endpoint Disable 

Applies to IN and OUT endpoints. 

The application sets this bit to stop transmitting/receiving data on 
an endpoint, even before the transfer for that endpoint is 
connplete. The application must wait for the Endpoint Disabled 
interrupt before treating the endpoint as disabled. The core clears 
this bit before setting the Endpoint Disabled Interrupt. The 
application must set this bit only if Endpoint Enable is already set 
for this endpoint. 


rbo 


SetDIPID 
SetOddFr 


[29] 


WO 


Set DATA1 PID Applies 
to interrupt/bulk IN and OUT endpoints only. 
Writing to this field sets the Endpoint Data PID (DPID) field in this 
register to DATA1 . 


rbo 






Set Odd (micro )frame 

Applies to isochronous IN and OUT endpoints only. 

Writing to this field sets the Even/Odd (micro )frame field to odd 

(micro )frame. 




SetDOPID 
SetEvenFr 


[28] 


WO 


Set DATAO PID Applies 
to interrupt/bulk IN and OUT endpoints only. Writing to this 
field sets the Endpoint Data PID (DPID) field in this register to 
DATAO. 


1'bO 






Set Even (micro )frame 

Applies to isochronous IN and OUT endpoints only. 

Writing to this field sets the Even/Odd (micro )frame field to even 

(micro )frame. 
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DIEPCTLn/ 
DOEPCTLn 


Bit 


R/W 


Description 


Initial State 


SNAK 


[27] 


WO 


Set NAK 

Applies to IN and OUT endpoints. 

A write to this bit sets the NAK bit for the endpoint. 

Using this bit, the application can control the transmission of 

NAK handshakes on an endpoint. The core can also set this 

bit for OUT endpoints on a Transfer Completed interrupt, or 

after a SETUP packet is received on that endpoint. 


1'bO 


CNAK 


[26] 


wo 


Clear NAK 

Applies to IN and OUT endpoints. A write to this bit clears 
the NAK bit for the endpoint. 


I'bO 


TxFNum 


[25:22] 


R_W 


TxFIFO Number 

Applies to IN endpoints only. 

Non-periodic endpoints must set this bit to zero. Periodic 
endpoints must map this to the corresponding Periodic 
TxFIFO number. 

• 4'hO : Non-Periodic TxFIFO 

• Others : Specified Periodic TxFIFO number 

Note: An interrupt IN endpoint could be configured as a 
non-periodic endpoint for applications like mass storage. 


4'hO 


Stall 


[21] 


R_W 
R WS 


STALL Handshake 

Applies to non-control, non-isochronous IN and OUT 
endpoints only. The application sets this bit to stall all 
tokens from the USB host to this endpoint. If a NAK bit. 
Global Non-Periodic In NAK, or Global OUT NAK is set 
along with this bit, the STALL bit takes priority. Only the 
application can clear this bit, never the core. 


I'bO 






_SC 


Applies to control endpoints only The 
application can only set this bit, and the core clears it, when 
a SETUP token is received for this endpoint. If a NAK bit. 
Global Non-Periodic IN NAK, or Global OUT NAK is set 
along with this bit, the STALL bit takes priority. Irrespective 
of this bit's setting, the core always responds to SETUP 
data packets with an ACK handshake. 




Snp 


[20] 


R_W 


Snoop Mode 

Applies to OUT endpoints only. 

This bit configures the endpoint to Snoop mode. In Snoop 
mode, the core does not check the correctness of OUT 
packets before transferring them to application memory. 


1'bO 


EPType 


[19:18] 


RO 


Endpoint Type 

Applies to IN and OUT endpoints. 

This is the transfer type supported by this logical endpoint. 

• 2'bOO : Control 

• 2'b01 : Isochronous 

• 2'b10 : Bulk 

• 2'b11 : Interrupt 


2'hO 
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DIEPCTLn/ 
DOEPCTLn 


Bit 


R/W 


Description 


Initial State 


NAKsts 


[17] 


RO 


NAK Status 

Applies to IN and OUT endpoints. 
Indicates the following: 

• 1'bO : The core is transmitting non-NAK handshakes 
based on the FIFO status 

• 1'bl : The core is transmitting NAK handshakes on this 
endpoint When 
either the application or the core sets this bit: 

• 1 lie LrUlt; oLUpb ItJUtJIVIIiy dlly UdLd UN all \J\u \ olIUpUIIIL, 

even if there is space in the RxFIFO to accommoclate the 
incoming packet. 

• For non-isochronous IN endpoints : The core stops 
transmitting any data on an IN endpoint, even if there data 
is available in the TxFIFO. 

• For isochronous IN endpoints : The core sends out a zero- 
length data packet, even if there data is available in the 
TxFIFO. 

Irrespective of this bit's setting, the core always responds to 
SETUP data packets with an ACK handshake. 


1'bO 


DPID 

EO_FrNunn 


[16] 


RO 


Endpoint Data PID 

Applies to interrupt/bulk IN and OUT endpoints only. 
Contains the PID of the packet to be received or transmitted 
on this endpoint. The application must program the PID of 
the first packet to be received or transmitted on this 
endpoint, after the endpoint is activated. Applications use 
the SetDIPID and SetDOPID fields of this register to 
program either DATAO or DATA1 PID. 
• rbO : DATAO • I'bl : DATA1 


1'bO 


Even/Odd (Micro) Frame 

Applies to isochronous IN and OUT endpoints only. 
Indicates the (micro )frame number in which the core 
transmits/receives isochronous data for this endpoint. The 
application must program the even/odd (micro )frame 
number in which it intends to transmit/receive isochronous 
data for this endpoint using the SetEvnFr and SetOddFr 
fields in this register. 

• 1'bO : Even (micro )frame 

• 1'b1 : Odd (micro )frame 


USBActEP 


[15] 


R W 
SO 


USB Active Endpoint 

Applies to IN and OUT endpoints. 

Indicates whether this endpoint is active in the current 

configuration and interface. The core clears this bit for all 

endpoints after detecting a USB reset. After receiving the 

SetConfiguration and Setlnterface commands, the 

application must program endpoint registers accordingly 

and set this bit. 


1'bO 
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DIEPCTLn/ 
DOEPCTLn 


Bit 


R/W 


Description 


Initial State 


NextEp 


[14:11] 


R_W 


Next Endpoint 

Applies to non-periodic IN endpoints only. 
Indicates the endpoint number to be fetched after the data 
for the current endpoint is fetched. The core can access 
this field, even when the Endpoint Enable bit is low. This 
field is not valid in Slave mode operation. 


4'hO 


MPS 


[10:0] 


R_W 


Maximum Packet Size 

Applies to IN and OUT endpoints. 

The application must program this field with the maximum 
packet size for the current logical endpoint. This value is in 
bytes. 


11 'hO 



Device Endpoint-N Interrupt Register (DIEPINTN/DOEPINTN) 

Endpoint_number : 0<n<15 

This register indicates the status of an endpoint with respect to USB- and AHB-related events. The application 
must read this register when the OUT Endpoints Interrupt bit or IN Endpoints Interrupt bit of the Core Interrupt 
register is set. Before the application can read this register, it must first read the Device All Endpoints Interrupt 
(DAINT) register to get the exact endpoint number for the Device Endpoint-n Interrupt register. The application 
must clear the appropriate bit in this register to clear the corresponding bits in the DAINT and GINTSTS registers. 



Register 


Address 


R/W 


Description 


Reset Value 


DIEPINTn/ 
DOEPINTn 


0x7000 0908+n*20h/ 
0x7O00_0B08 +n*20h 


R/W 


Device Endpoint-n Interrupt Register 


0x00000080 



DIEPINTn/ 
DOEPINTn 


Bit 


R/W 


Description 


Initial State 


EPEna 


[31:7] 




Reserved 


25'h1 


INEPNakEff 
Back2BackSETup 


[6] 


RO 


IN Endpoint NAK Effective 
Applies to periodic IN endpoints only. 
Indicates that the IN endpoint NAK bit set by the 
application has taken effect in the core. This bit can 
be cleared when the application clears the IN 
endpoint NAK by writing to DIEPOTLn.ONAK. 
This interrupt indicates that the core has sampled 
the NAK bit set. 

This interrupt does not necessarily mean that a NAK 
handshake is sent on the USB. A STALL bit takes 
priority over a NAK bit. 


I'bO 




R_W 


Back-to-Back SETUP Packets Received 

Applies to Oontrol OUT endpoints only. 

This bit indicates that core has received more than 

three back-to-back SETUP packets for this particular 

endpoint. 
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DIEPINTn/ 
DOEPINTn 


Bit 


R/W 


Description 


Initial State 


INTknEPMis 


[5] 


R SS 
WC 


IN Token Received with EP Mismatch 

Applies to periodic IN endpoints only. 

Indicates that the data in the top of the non-periodic 

TxFIFO belongs to an endpoint other than the one for 

which the IN token was received. This interrupt is 

asserted on the endpoint for which the IN token was 

received. 


rbo 


For OUT endpoints, this bit is reserved. 


INTknTXFErriD 

■ IN 1 rvi 1 1 /XI 1— 1 1 1 

OUTTknEPdis 


r4i 

L^J 


R SS 
WC~ 


IN Tnkpn RpppIvpH Whpn TyFIFO Fmntv 
Applies to non-periodic IN endpoints only. 
Indicates that an IN token was received when the 
associated TxFIFO was empty. This interrupt is 
asserted on the endpoint for which the IN token was 
received. 


1'bO 


OUT Token Received When Endpoint Disabled 
Applies only to control OUT endpoints. 
Indicates that an OUT token was received when the 
endpoint was not yet enabled. This interrupt is asserted 
on the endpoint for which the OUT token was received. 


TimeOUT 

1 1 1 1 1 \^ 1 

Setup 




R SS 
WC~ 


Tinripniit Onnditinn 

1 1 1 1 1 N^vy U I 1 11 1 1 

Applies to non-isochronous IN endpoints only. 
Indicates that the core has detected a timeout condition 
on the USB for the last IN token on this endpoint. 


1'bO 


SETUP Phase Done 

Applies to control OUT endpoints only. 

Indiratp^ that thp ^FTl JP nha^p fnr thp rnntrni pndnnint 

II IVJIV^CILOO LI ICIL LI lO W ^ 1 V_/ 1 |«VI IClOO IV^I LI lO V^V^I 1 LI V^l Ol l\J|«yV^il IL 

is complete and no more back-to-back SETUP packets 
were received for the current control transfer. On this 
interrupt, the application can decode the received 
SETUP data packet. 


AHBErr 


[2] 


R SS 
WC 


AHB Error 

Applies to IN and OUT endpoints. 
This is generated only in Internal DMA mode when there 
is an AHB error during an AHB read/write. The 
application can read the corresponding endpoint DMA 
address register to get the error address. 


rbO 


EPDisbId 


[1] 


R SS 
WC 


Endpoint Disabled Interrupt 

Applies to IN and OUT endpoints. 

This bit indicates that the endpoint is disabled per the 

application's request. 


rbo 


XferCompI 


[0] 


R SS 
WC 


Transfer Completed Interrupt 

Applies to IN and OUT endpoints. 

Indicates that the programmed transfer is complete on 

the AHB as well as on the USB, for this endpoint. 


rbo 
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Device Endpoint 0 Transfer Size Register (DIEPTSIZO) 



The application must modify this register before enabling endpoint 0. Once endpoint 0 is enabled using Endpoint 
Enable bit of the Device Control Endpoint 0 Control registers, the core modifies this register. The application can 
only read this register once the core has cleared the Endpoint Enable bit. 



Register 


Address 


R/W 


Description 


Reset Value 


DIEPTSIZO 


0x7C00_0910 


R/W 


Device IN Endpoint 0 Transfer Size Register 


0x00000000 



DIEPTSIZO 


Bit 


R/W 


Description 


Initial State 


Reserved 


[31:21] 




Reserved 


11 'hO 


PktCnt 


[20:19] 


R_W 


Packet Count 

Indicates the total number of USB packets that constitute 
the Transfer Size amount of data for endpoint 0. 
This field is decremented every time a packet is read from 
the TxFIFO. 


2'bO 


Reserved 


[18:7] 




Reserved 


12'h0 


XferSize 


[6:0] 


R_W 


Transfer Size 

Indicates the transfer size in bytes for endpoint 0. The core 
interrupts the application only after it has exhausted the 
transfer size amount of data. The transfer size can be set to 
the maximum packet size of the endpoint, to be interrupted 
at the end of each packet. 

The core decrements this field every time a packet from the 
external memory is written to the TxFIFO. 


7'hO 
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Device OUT Endpoint 0 Transfer Size Register (DOEPTSIZO) 



Register 


Address 


R/W 


Description 


Reset Value 


DOEPTSIZO 


0x7C00_0B10 


R/W 


Device OUT Endpoint 0 Transfer Size Register 


0x00000000 



DOFPTSIZn 


Bit 


R/W 

n/ vv 


npQprintinn 


Initio! ^t^itp 


Reserved 


[31] 




Reserved 


1'bO 


SUPCnt 


[30:29] 


R_W 


SETUP Packet Count 

This field specifies the number of back-to-back 
SETUP data packets the endpoint can receive. 

• 2'b01 : 1 packet 

• 2'b10 : 2 packets 

• 2'b1 1 : 3 packets 


2'hO 


Reserved 


[28:20] 




Reserved 


9'hO 


PktCnt 


[19] 


R_W 


Packet Count 

This field is decrennented to zero after a packet is 
written into the RxFIFO. 


1'bO 


Reserved 


[18:7] 




Reserved 


12'h0 


XferSize 


[6:0] 


R_W 


Transfer Size 

Indicates the transfer size in bytes for endpoint 0. 
The core interrupts the application only after it has 
exhausted the transfer size amount of data. The 
transfer size can be set to the maximum packet size 
of the endpoint, to be interrupted at the end of each 
packet. 

The core decrements this field every time a packet is 
read from RxFIFO and written to the external 
memory. 


7'hO 
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Device Endpoint-N Transfer Size Register (DIEPTSIZN/DOEPTSIZN) 

Endpoint_nunnber: 1<n<15 

The application must modify this register before enabling the endpoint. Once the endpoint is enabled using 
endpoint Enable bit of the Device Endpoint-n Control registers, the core modifies this register. The application can 
only read this register once the core has cleared the Endpoint Enable bit. This register is used only for endpoints 
other than Endpoint 0. 



Register 


Address 


R/W 


Description 


Reset Value 


DIEPTSIZn/ 
DOEPTSIZn 


Ox/coo 0910+n*20h/ 
0x7C00_0B10+n*20h 


R/W 


Device Endpoint-n Transfer Size Register 


0x00000000 



DIEPTSIZn/ 
DOEPTSIZn 


Bit 


R/W 


Description 


Initial 
State 


Reserved 


[31] 




Reserved 


rbo 


MC 


[30:29] 


R_W 


Multi Count 

Applies to IN endpoints only. 

For periodic IN endpoints, this field indicates the number of 
packets that must be transmitted per microframe on the USB. 
The core uses this field to calculate the data PID for 
isochronous IN endpoints. 

• 2'b01 : 1 packet 

• 2'b10 : 2 packets 

• 2'b1 1 : 3 packets 


2'bO 






RO 


For non-periodic IN endpoints, this field is valid only in Internal 
DMA mode. It specifies the number of packets the core must 
fetch for an IN endpoint before it switches to the endpoint 
pointed to by the Next Endpoint field of the Device Endpoint-n 
Control register. 




RxDPID 




RO 


Received Data PID 

Applies to isochronous OUT endpoints only. 

This is the data PID received in the last packet for this endpoint. 

• 2'bOO : DATAO 

• 2'b01 : DATA1 

• 2'b10 : DATA2 

• 2'b11 : MDATA 




SUPCnt 




R_W 


SETUP Packet Count 

Applies to control OUT Endpoints only. This field specifies the 
number of back-to-back SETUP data packets the endpoint can 
receive. 

• 2'b01: 1 packet 

• 2'b10: 2 packets 

• 2'b11: 3 packets 
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DIEPTSIZn/ 
DOEPTSIZn 


Bit 


R/W 


Description 


Initial 
State 


PktCnt 


[28:19] 


R_W 


Packet Count 

Indicates the total number of USB packets that constitute the 
Transfer Size annount of data for this endpoint. 

• IN Endpoints: This field is decrennented every tinne a packet is 
read fronn the TxFIFO 

• OUT Endpoints: This field is decrennented every time a packet 
is written to the RxFIFO 


10'hO 


XferSize 


[18:0] 


R_W 


Transfer Size 

This field contains the transfer size in bytes for the current 
endpoint. The core only interrupts the application after it has 
exhausted the transfer size amount of data. The transfer size 
can be set to the maximum packet size of the endpoint, to be 
interrupted at the end of each packet. 

• IN Endpoints : The core decrements this field every time a 
packet from the external memory is written to the TxFIFO. 

• OUT Endpoints : The core decrements this field every time a 
packet is read from the RxFIFO and written to the external 
memory. 


19'h0 



NOTE: Transfer Size for a Device Endpoint must equal [Packet Count * Max Packet Size] for accurate data transfer. 



Device Endpoint-N DMA Address (DIEPDMAN/DOEPDMAN) 

Endpoint_number : 0<n<15 



The starting DMA address must be DWORD-aligned. 



Register 


Address 


R/W 


Description 


Reset Value 


DIEPDMAn/ 
DOEPDMAn 


Ox/coo 0914+n*20h/ 
0x7C00_0B14+n*20h 


R/W 


Device Endpoint-n DMA Address 


0x00000000 



DIEPDMAn/ 
DOEPDMAn 


Bit 


R/W 


Description 


Initial State 


DMAAddr 


[31:0] 


R_W 


DMA Address 

Holds the start address of the external memory for 
storing or fetching endpoint data. This register is 
incremented on every AHB transaction. 
Note: For control endpoints, this address stores 
control OUT data packets as well as SETUP 
transaction data packets. If multiple SETUP packets 
are received back-to-back, the SETUP data packet 
in the memory is overwritten. 


32'hO 
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26.9.3 POWER AND CLOCK GATING REGISTER 
Power and Clock Gating control register (PCGCCTL) 

The application can use this register to control OTG's clock gating. 



Register 


Address 


R/W 


Description 


Reset Value 


PCGCCTL 


0x7C00_0E00 


R/W 


Power and Clock Gating Control Register 


0x00000000 




DIEPTSIZO 


Bit 


R/W 


Description 


Initial State 


Reserved 


[31:1] 




Reserved 


31'h0 


StopPclk 


[0] 


R_W 


STOP Pclk 

The application sets this bit to stop the PHY clock 
when the USB is suspended, the session is not valid, 
or the device is disconnected. The application clears 
this bit when the USB is resumed or a new session 
starts. 


1'bO 
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SD/MMC HOST CONTROLLER 



This chapter describes the SD/SDIO/MMC/CE-ATA host controller and related registers supported by S3C6410X 
RISC microprocessor. 

27.1 OVERVIEW 

The SD/MMC host controller is a combo host for Secure Digital card and MultiMediaCard. This host is compatible 
for SD Association's (SDA) Host Standard Specification. 

You can interface your system with SD card and MMC card. The performance of this host is very powerful, you 
would get 50Mhz clock rate and access 8-bit data pin simultaneously. 

27.2 FEATURES 

The High-Speed MMC controller supports: 

• SD Standard Host Specification (ver 2.0) compatible 

• SD Memory Card Specificatio (ver 2.0) / High Speed MMC Spec(4.2) compatible 

• SDIO Card Specification (Ver 1 .0) compatible 

• 51 2 bytes FIFO for data Tx/Rx 

• CPU Interface and DMA data transfer mode 

• 1 -bit / 4-bit / 8-bit mode switch support 

• Auto CMD1 2 support 

• Suspend / Resume support 

• Read Wait operation support 

• Card Interrupt support 

• CE-ATA mode support 
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27.3 BLOCK DIAGRAM 
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Figure 27-1. HSMMC block diagram 
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27.4 SEQUENCE 

This section defines basic sequence flow chart divided into several sub sequences. "Wait for interrupts" is used in 
the flow chart. This means the Host Driver waits until specified interrupts are asserted. If already asserted, then 
follow the next step in the flow chart. Timeout checking required to detect no interrupt generated. This is not 
described in the flow chart. 

27.4.1 SD CARD DETECTION SEQUENCE 



START 



(1) 



Enable Int of Card Detect 



(2) 



Card Detect Int Occur 



Clear Card Detect Int Status 




Card Inserted is 1b, then 
recognize as insertion 



Card Inserted is Ob, then 
recognize as removal 



End 



Figure 27-2. SD Card Detect Sequence 

The flow chart for detecting a SD card is shown in Figure 27-2. Each step is executed as follows: 

(1) To enable interrupt for card detection, write 1 to the following bits: 

Card Insertion Status Enable(ENSTACARDNS) in the Normal Interrupt Status Enable register 
Card Insertion Signal Enable(ENSIGCARDNS) in the Normal Interrupt Signal Enable register 
Card Removal Status Enable(ENSTACARDREM) in the Normal Interrupt Status Enable register 
Card Removal Signal Enable(ENSIGCARDREM) in the Normal Interrupt Signal Enable register 

(2) When the Host Driver detects the card insertion or removal, it clears the interrupt statuses. If Card Insertion 
interrupt(STACARDINS) is generated, write 1 to Card Insertion in the Normal Interrupt Status register. If Card 
Removal interrupt(STACARDREM) is generated, write 1 to Card Removal in the Normal Interrupt Status 
register. 

(3) Check Card Inserted in the Present State register. In this case where Card Inserted(INSCARD) is 1 , the Host 
Driver can supply the power and the clock to the SD card. In this case where Card Inserted is 0, the other 
executing processes of the Host Driver shall be immediately closed. 



^^^^^^ 
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27.4.2 SD CLOCK SUPPLY SEQUENCE 



START 



(1) 



Calculate a divisor for SD Clock frequency 



(2) 



Set SDCLK frequency select and 
Internal Clock Enable 




Set SD Clock ON 

IT 



End 



Figure 27-3. SD Clock Supply Sequence 

The sequence for supplying SD Clock to a SD card is described in Figure 27-3. The clock shall be supplied to the 
card before one of the following actions is taken. 

a) Issuing a SD command 

b) Detect an interrupt from a SD card in 4-bit mode. 

(1) Calculate a divisor to determine SD Clock frequency for SD Clock by reading Base Clock Frequency. 
Refer to clock control register. 

(2) Set Internal Clock Enable(ENINTCLK) and SDCLK Frequency Select in the Clock Control register in 
accordance with the calculated result of step (1). 

(3) Check Internal Clock Stable(STBLINTCLK) in the Clock Control register. Repeat this step until Clock Stable is 
1. 

(4) Set SD Clock Enable(ENSDCLK) in the Clock Control register to 1 . Then, the Host Controller starts to supply 
the SD Clock. 



27-4 
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27.4.3 SD CLOCK STOP SEQUENCE 



START 



(1) 




Set SD Clock OFF 




Stop SD Clock 



END 



Figure 27-4. SD Clock Stop Sequence 

The flow chart for stopping the SD Clock is shown in Figure 27-4. The Host Driver does not stop the SD Clock 
when a SD transaction takes place on the SD Bus -- namely, when either Coirnnand Inhibit (DAT) or Cominand 
Inhibit (CMD) in the Present State register is set to 1 . 

(1) Set SD Clock Enable(ENSDCLK) in the Clock Control register to 0. Then the Host Controller stops supplying 
the SD Clock. 



27.4.4 SD CLOCK FREQUENCY CHANGE SEQUENCE 



START 
(1) i 



SD Clock stop 



(2) I 




SD Clock Supply 









END 



Figure 27-5. SD Clock Change Sequence 



The sequence for changing SD Clock frequency is shown in Figure 27-5. When SD Clock is still off, step (1 ) is 
omitted. 

(1) Perform SD Clock Stop Sequence. Refer to 27.4.2 

(2) Perform SD Clock Supply Sequence. Refer to 27.4.3 



^^^^^^ 
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27.4.5 SD BUS POWER CONTROL SEQUENCE 



START 



(1) 



Get the support voltage of the 
Host Controller 



(2) 



Set SD Bus voltage select with 
supported maximum voltage 

(3) I 

Set SD Bus Power 

(4) I 

Get OCR value of the SD Card 



(5) 



changed ? 

change 

(6) 1 




Clear SD Bus Power 


(7) 1 




Set SD Bus voltage select 


(8) 1 




Set SD Bus Power 


' ► 







END 



Figure 27-6. SD Bus Power Control Sequence 

The sequence for controlling the SD Bus Power is described in Figure 27-6 and steps are described below: 
(1 ) By reading the Capabilities register, get the support voltage of the Host Controller. 

Set SD Bus Voltage Select in external power regulator (optional) with maximum voltage that the Host 
Controller supports. 

Set SD Bus Power(PWRON) in the Power Control register to 1 . 
Get the OCR value of all function internal of SD card. 

Judge whether SD Bus voltage must be changed or not. If SD Bus voltage must be changed, go to step (6). If 
SD Bus voltage does not to be changed, go to 'End'. 

Set SD Bus Power in the Power Control register to 0 for clearing this bit. The card requires voltage rising from 
0 volt to detect it correctly. The Host Driver shall clear SD Bus Power before changing voltage by setting SD 
Bus Voltage Select. 

Set SD Bus Voltage Select(SELPWRLVL) in the Power Control register. 
Set SD Bus Power(PWRON) in the Power Control register to 1 . 



(2) 

(3) 
(4) 
(5) 

(6) 



(7) 
(8) 



NOTE: Step (2) and step (3) can be executed at same time. Also, step (7) and step (8) can be executed at same time. 
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27.4.6 CHANGE BUS WIDTH SEQUENCE 



START 



(1) 



Disable Card Interrupt in Host 



(2) 

^^D Memory Only^^ yes 


Card ? 




(3) 


no 




Mask Card Interrupt in Card 












(4) 




Cliange Bit Mode in Card 




(5) 




Cliange Bit Mode for Host 









(6) 



^-^^ Card ? 
(7) Tno 


Enable Card Interrupt in Card 




(8) 1 


Enable Card Interrupt In Host 






\ 1 





END 



Figure 27-7. Change Bus Width Sequence 

The sequence for changing bit mode on SD Bus is shown in Figure 27-7. 

(1) Set Card Interrupt Status Enable(STACARDINT) in the Normal Interrupt Status Enable register to 0 for 
masking incorrect interrupts that may occur while changing the bus width. 

(2) In case of SD memory card, go to step (4). In case of other card, go to step (3). 

(3) Set "lENM" of the CCCR in a SDIO or SD combo card to 0 by CMD52. 

(4) Change the bit mode for a SD card. Change SD memory card bus width by ACMD6(Set bus width) and SDIO 
card bus width by setting Bus Width of Bus Interface Control register in CCCR. 

(5) In case of you want to change to 4-bit mode, set Data Transfer Width(WIDE4) in the Host Control register to 
1 . In another case (1 -bit mode), set this bit to 0. 

(6) In case of SD memory card, go to the 'End'. In case of other card, go to step (7). 

(7) Set "lENM" of the CCCR in a SDIO or SD combo card to 1 by CMD52. 

(8) Set Card Interrupt Status Enable in the Normal Interrupt Status Enable register to 1 . 
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27.4.7 TIMEOUT SETTING FOR DAT LINE 



START 



Calculate a Divisor for detecting Timeout 
(2) X 



Set Timeout Detection Timer 



END 



Figure 27-8. Timeout Setting Sequence 

In order to detect timeout errors on DAT line, the Host Driver will execute the following two steps before any SD 
transaction. 

(1 ) To calculate a divisor for detecting timeout, refer to Timeout Control Register. 

(2) Set Data Timeout Counter Value(TIMEOUTCON) in the Timeout Control register in accordance with the value 
from step (1) above. 

27.4.8 SD TRANSACTION GENERATION 

This section describes the sequence to generate and control various kinds of SD transactions. SD transactions 
are classified into three cases: 

(1 ) Transactions that do not use the DAT line. 

(2) Transactions that use the DAT line only for the busy signal. 

(3) Transactions that use the DAT line for transferring data. 

In this specification the first and the second case's transactions are classified as "Transaction Control without 
Data Transfer using DAT Line", the third case's transaction is classified as "Transaction Control with Data 
Transfer using DAT Line". 

Please refer to the specifications below for the detailed specifications on the SD Command itself: 

• SD Memory Card Specification Part 1 
PHYSICAL LAYER SPECIFICATION Version 1 .01 

• SD Card Specification PART E1 

Secure Digital Input/Output (SDIO) Specification Version 1.00 
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27.4.9 SD COMMAND ISSUE SEQUENCE 



CMD Line free 




CMD Line used 



^H^ue the CommantI 
witli tine Busy ? 



y®s Issue Abort 

Command ? 



DAT Line used 



(5) 



DAT Line free 

New command can be issued 



Set Argument Reg 
(6) I 



Set Command Reg 



(7) 



Command Complete Sequence 



End 



Figure 27-9. Timeout Setting Sequence 
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Take the following steps for Timeout Setting: 

(1) Check Command Inhibit(CMD) in the Present State register. Repeat this step until Command Inhibit(CMD) is 

0. That is, when Command Inhibit(CMD) is 1 , the Host Driver will not issue a SD Command. 

(2) If the Host Driver issues a SD Command with busy signal, go to step (3). If without busy signal, go to step (5). 

(3) If the Host Driver issues an abort command, go to step (5). In the case of no abort command, go to step (4). 

(4) Check Command Inhibit(DAT) in the Present State register. Repeat this step until Command Inhibit(DAT) is 0. 

(5) Set the value corresponding to the issued command in the Argument register. 

(6) Set the value corresponding to the issued command in the Command register. 

Note: Writing the upper byte in the Command register causes a SD command to be issued. 

(7) Perform Command Complete Sequence 

27.4.10 COMMAND COMPLETE SEQUENCE 

The sequence for completing the SD Command is shown in Figure 27-10. There is a possibility that the errors 
(Command Index/End bit/CRC/Timeout Error) occur during this sequence. 

(1) Wait for the Command Complete Interrupt. If the Command Complete Interrupt occurs, go to step (2). 

(2) Write 1 to Command Complete(STACMDCMPLT) in the Normal Interrupt Status register to clear this bit. 

(3) Read the Response register and get necessary information in accordance with the issued command. 

(4) Judge whether the command uses the Transfer Complete Interrupt or not. If it uses Transfer Complete, 
proceed with step (5). If not, go to step (7). 

(5) Wait for the Transfer Complete Interrupt. If the Transfer Complete Interrupt has occurred, go to step (6). 

(6) Write 1 to Transfer Complete(STATRANCMPLT) in the Normal Interrupt Status register to clear this bit. 

(7) Check for errors in Response Data. If there is no error, proceed with step (8). If there is an error, go to step 
(9). 

(8) Return Status of "No Error". 

(9) Return Status of "Response Contents Error". 

NOTES: 

1 . While waiting for the Transfer Complete interrupt, the Host Driver will only issue commands that do 
not 

use the busy signal. 

2. The Host Driver judges the Auto CMD1 2(Stop Command) complete by monitoring Transfer Complete. 

3. When the last block of un-protected area is read using memory multiple blocks read command 
(CMD18), OUT_OF_RANGE error may occur even if the sequence is correct. The Host Driver must 
ignore it. This error will appear in the response of Auto CMD12 or in the response of the next memory 
command. 
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START 



Wait for Command 
Complete Int 



(2) 


Command Complete Int occur 


Clear Command Complete Status 





(3) 



I 



Get Response Data 




(6) 



Transfer Complete Int occur 



Clear Transfer Complete Status 




Error 



(9) 



Return Status 
(No Error) 



Return Status 
(Response Contents Error) 



END 



Figure 27-10. Command Complete Sequence 
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27.4.11 TRANSACTION CONTROL WITH DATA TRANSFER USING DAT LINE 

Depending on whether DMA (optional) is used or not, there are two execution methods. The sequence not using 
DMA is shown in Figure 27-1 1 and the sequence using DMA is shown in Figure 27-1 2. 

In addition, the sequences for SD transfers are basically classified according to how the number of blocks is 
specified. The three kinds of classification are as follows: 

1 ) Single Block Transfer: 

The number of blocks is specified to the Host Controller before the transfer. The number of blocks specified is 
always one. 

2) Multiple Block Transfer: 

The number of blocks is specified to the Host Controller before the transfer. The number of blocks specified 
shall be one or more. 

3) Infinite Block Transfer: 

The number of blocks is not specified to the Host Controller before the transfer. This transfer is continued until an 
abort transaction is executed. This abort transaction is performed by CMD12(Stop Command) in the case of a SD 
memory card and by CMD52(IO_RW_DIRECT) in the case of a SDIO card. 
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27.4.12 NOT USING DMA 



START 

(1) i 

Set Block Size Reg 

(2) I 

Set Block Count Reg 

(3) I 

Set Argument Reg 

(4) I 

Set Transfer Mode Reg 



(5) I 

Set Command Reg 

(6) I 

Wait for Command 
Complete Interrupt 





Command Complete Interrupt 




^occur 




Clear Command Complete 




Status 





(8) I 




Get Response Data 








(11-W) 



Buffer Write Ready 
Int occur 



Clear Buffer Write Ready 
Status 






Buffer Read Ready 


(11-R) 


^Int occur 




Clear Buffer Read Ready 




Status 





Figure 27-11. Transaction Control with Data Transfer Using DAT Line Sequence (Not using DMA) 
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(1 ) Set the value corresponding to the executed data byte length of one block to Block Size register. 

(2) Set the value corresponding to the executed data block count to Block Count register. 

(3) Set the value corresponding to the issued command to Argument register. 

(4) Set the value to Multi / Single Block Select and Block Count Enable. And at this time, set the value 
corresponding to the issued command to Data Transfer Direction, Auto CMD12 Enable and DMA Enable. 

(5) Set the value corresponding to the issued command to Command register. 
NOTE: When writing the upper byte of Command register, SD command is issued. 

(6) Wait for the Command Complete Interrupt. 

(7) Write 1 to the Command Complete(STACMDCMPLT) in the Normal Interrupt Status register for clearing this 
bit. 

(8) Read Response register and get necessary information in accordance with the issued command. 

(9) If this sequence is for write to a card, proceed to step (1 0-W). In case of read from a card, go to step (1 0-R). 
(1 0-W) Wait for Buffer Write Ready Interrupt. 

(11 -W) Write 1 to the Buffer Write Ready(STABUFWTRDY) in the Normal Interrupt Status register for clearing 
this bit. 

(12-W) Write block data (in according to the number of bytes specified at the step (1)) to Buffer Data Port 
register. 

(13-W) Repeat until all blocks are sent and then go to step (14). 
(1 0-R) Wait for the Buffer Read Ready Interrupt. 

(1 1-R) Write 1 to the Buffer Read Ready(STABUFRDRDY) in the Normal Interrupt Status register for clearing 
this bit. 

(1 2-R) Read block data (in according to the number of bytes specified at the step (1 )) from the Buffer Data Port 
register. 

(13-R) Repeat until all blocks are received and proceed to step (14). 

(14) If this sequence is for Single or Multiple Block Transfer, proceed to step (15). In case of Infinite Block 
Transfer, go to step (17). 

(1 5) Wait for Transfer Complete Interrupt. 

(1 6) Write 1 to the Transfer Complete(STATRANCMPLT) in the Normal Interrupt Status register for clearing 
this bit. 

(1 7) Perform the sequence for Abort Transaction. 

NOTE: Step (1) and Step (2) can be executed at same time. Step (4) and Step (5) can be executed at same time 
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27.4.13 USING DMA 



START 



(1) 



Set System Address Reg 

i 



J2) 

Set Block Size Reg 
(3) I 



(4) 



Set Block Count Reg 



Set Argument Reg 
(5) I 



(6) 



Set Transfer Mode Reg 

i 



Set Command Reg 

Wait for Command 
Complete Interrupt 



(8) 


Command Complete Int occur 


Clear Command Complete 




Status 





(9) 



I 



Get Response Data 



(10) 



Wait for Transfer 
Complete Int and DMA 
Interrupt 




Transfer Complete 
Interrupt occur 



Clear DMA Status Interrupt 

i 



(13) 



Set System Address Reg 



(14) 



Clear Transfer Complete 
status 

Clear DMA Interrupt status 



T 



END 



Figure 27-12. Transaction Control with Data Transfer Using DAT Line Sequence (Using DMA) 

(1 ) Set the system address for DMA in the System Address register. 

(2) Set the value corresponding to the executed data byte length of one block in the Block Size register. 

(3) Set the value corresponding to the executed data block count in the Block Count register(BLKCNT). 

(4) Set the value corresponding to the issued command in the Argument register(ARGUMENT). 

(5) Set the values for Multi / Single Block Select and Block Count Enable. 

And at this time, set the value corresponding to the issued command for Data Transfer Direction, Auto 
CMD12 Enable and DMA Enable. 

(6) Set the value corresponding to the issued command in the Command register(CMDREG). 
NOTE: When writing to the upper byte of the Command register, the SD command is issued and DMA is started. 
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(7) Wait for the Command Complete Interrupt. 

(8) Write 1 to the Command Complete(STACMDCMPLT) in the Normal Interrupt Status register to clear this bit. 

(9) Read Response register and get necessary information in accordance with the issued command. 

(10) Wait for the Transfer Complete Interrupt and DMA Interrupt. 

(11) If Transfer Complete(STATRANCMPLT) is set 1 , go to Step (14) else if DMA Interrupt is set to 1 ; proceed to 

Step (12). Transfer Complete is higher priority than DMA Interrupt. 

(12) Write 1 to the DMA Interrupt in the Normal Interrupt Status register to clear this bit. 

(1 3) Set the next system address of the next data position to the System Address register and go to Step (1 0). 

(14) Write 1 to the Transfer Complete and DMA Interrupt in the Normal Interrupt Status register to clear this bit. 

NOTE: Step (2) and Step (3) can be executed simultaneously. Step (5) and Step (6) can also be executed simultaneously. 



27.5 ABORT TRANSACTION 

Abort transaction is performed by issuing CMD12(Stop Command) for a SD memory card and by issuing CMD52 
for a SDIO card. There are two cases where the Host Driver needs to do an Abort Transaction. The first case is 
when the Host Driver stops Infinite Block Transfers. The second case is when the Host Driver stops transfers 
while a Multiple Block Transfer is executing. 

There are two ways to issue an Abort Command. The first is an asynchronous abort. The second is a 
synchronous abort. In an asynchronous abort sequence, the Host Driver can issue an Abort Command at anytime 
unless Command Inhibit (CMD) in the Present State register is set to 1 . In a synchronous abort, the Host Driver 
shall issue an Abort Command after the data transfer stopped by using Stop At Block Gap Request in the Block 
Gap Control register. 



27.6 DMA TRANSACTION 

DMA allows a peripheral to read and write memory without intervention from the CPU. Only one SD command 
transaction can be executed by DMA. Host Controllers that support DMA shall support both single block and 
multiple block transfers. 

The System Address register points to the first data address, and data is then accessed sequentially from that 
address. Host Controller registers shall remain accessible for issuing non-DAT line commands during a DMA 
transfer. The result of a DMA transfer shall be the same regardless of the system bus transaction method used. 
DMA shall not support infinite transfers. 

DMA transfers can be stopped and restarted using control bits in the Block Gap Control register. When the Stop 
At Block Gap Request is set, DMA transfers shall be suspended. When the Continue Request is set or a Resume 
Command is issued, DMA shall continue to execute transfers. Refer to the Block Gap Control register for details. 
If SD Bus errors occur, SD Bus transfers shall be stopped and DMA transfers shall be stopped. Setting the 
Software Reset For DAT Line in the Software Reset register shall abort DMA transfers. 
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27,7 SD/MMC HOST CONTROLLER SPECIAL REGISTERS 
27.7.1 CONFIGURATION REGISTER TYPES 



Configuration register fields are assigned to one of the attributes described below: 



Reaister Attribute 


DescriDtion 


RO 


Read-only register: Register bits are read-only and cannot be altered by software or 
any reset operation. Writes to these bits are ignored. 


ROC 


Read-only status: These bits are initialized to zero at reset. Writes to these bits are 
ignored. 


RW or R/W 


Read-write register: Register bits are read-write and may be either set or cleared by 
software to the desired state. 


RW1C 


Read-only status, Write-1 -to-clear status: Register bits indicate status when read, a 
set bit indicating a status event may be cleared by writing a 1 . Writing a 0 to RW1 C 
bits has no effect. 


RWAC 


Read-Write, automatic clear register: The Host Driver requests a Host Controller 
operation by setting the bit. The Host Controllers shall clear the bit automatically when 
the operation is complete. Writing a 0 to RWAC bits has no effect. 


HWInit 


Hardware Initialized: Register bits are initialized by firmware or hardware mechanisms 
such as pin strapping or serial EEPROM. Bits are read-only after initialization, and 
writes to these bits are ignored. 


Rsvd or Reserved 


Reserved. These bits are initialized to zero, and writes to them are ignored. 
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27.7.2 SOMA SYSTEM ADDRESS REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


SDMASYSADO 


0X7C200000 


R/W 


SDMA System Address register (Channel 0) 


0x0 


SDMASYSAD1 


0X7C300000 


R/W 


SDMA System Address register (Channel 1) 


0x0 


SDMASYSAD2 


0X7C400000 


R/W 


SDMA System Address register (Channel 2) 


0x0 



This register contains the physical system memory address used for DMA transfers. 



^1 

Name 


Bit 


Description 


Initial Value 


SDMASY 
SAD 


[30:0] 


SDIVIA System Address 

This register contains the system memory address for a DMA transfer. 
When the Host Controller stops a DMA transfer, this register shall point to 
the system address of the next contiguous data position. It can be accessed 
only if no transaction is executing (i.e., after a transaction has stopped). 
Read operations during transfers may return an invalid value. 
The Host Driver shall initialize this register before starting a DMA 

transaction. After DMA has stopped, the next system address of the next 

contiguous data position can be read from this register. 
The DMA transfer waits at the every boundary specified by the Host SDMA 
Buffer Boundary in the Block Size register. The Host Controller generates 
DMA Interrupt to request the Host Driver to update this register. The Host 
Driver set the next system address of the next data position to this register. 
When the most upper byte of this register (003h) is written, the Host 
Controller restarts the DMA transfer. When restarting DMA by the Resume 
command or by setting Continue Request in the Block Gap Control 
register, the Host Controller shall start at the next contiguous address 
stored here in the System Address register. 


0x00 
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27.7.3 BLOCK SIZE REGISTER 



This register is used to configure the number of bytes in a data block. 



Register 


Address 


R/W 


Description 


Reset Value 


BLKSIZEO 


0X7C200004 


R/W 


Host DMA Buffer Boundary and Transfer Block Size 
Register (Channel 0) 


0x0 


BLKSIZE1 


0X7C300004 


R/W 


Host DMA Buffer Boundary and Transfer Block Size 
Register (Channel 1) 


0x0 


BLKSIZE2 


0X7C400004 


R/W 


Host DMA Buffer Boundary and Transfer Block Size 
Register (Channel 2) 


0x0 



Name 


Bit 


Description 


Initial Value 




[15] 


Reserved 


0 


BUFB 
OUND 


[14:12] 


Host DMA Buffer Boundary 

The large contiguous memory space may not be available in the virtual 
memory system. To perform long SDMA transfer, System Address register 
shall be updated at every system memory boundary during SDMA transfer. 
These bits specify the size of contiguous buffer in the system memory. The 
SDMA transfer shall wait at the every boundary specified by these fields and 
the Host Controller generates the DMA Interrupt to request the Host Driver to 
update the SDMA System Address register. At the end of transfer, the Host 
Controller may issue or may not issue DMA Interrupt. In particular, DMA 
Interrupt shall not be issued after Transfer Complete Interrupt is issued. 
In case of this register is set to 0 (buffer size = 4K bytes), lower 12-bit of byte 
address points data in the contiguous buffer and the upper 20-bit points the 
location of the buffer in the system memory. The DMA transfer stops when 
the Host Controller detects carry out of the address from bit 11 to 1 2. 
These bits shall be supported when the SDMA Support in the Capabilities 
register is set to 1 and this function is active when the DMA Enable in the 
Transfer Mode register is set to 1 . 

000b = 4K bytes (Detects A1 1 carry out) 
001 b = 8K bytes (Detects A1 2 carry out) 
01 Ob = 1 6K Bytes (Detects A1 3 carry out) 
01 1 b = 32K Bytes (Detects A1 4 carry out) 
100b = 64K bytes (Detects A1 5 carry out) 
1 01 b = 1 28K Bytes (Detects A1 6 carry out) 
1 1 0b = 256K Bytes (Detects A1 7 carry out) 
1 1 1 b = 51 2K Bytes (Detects A1 8 carry out) 


0 
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Name 



Bit 



Description 



Initial Value 



BLKSI [1 1 :0] Transfer Block Size 

ZE This register specifies the block size of data transfers for CMD1 7, CMD1 8, 

CMD24, CMD25, and CMD53. Values ranging from 1 up to the maximum 
buffer size can be set. In case of memory, it shall be set up to 512 bytes. It 
can be accessed only if no transaction is executing (i.e., after a transaction 
has stopped). Read operations during transfers may return an invalid value, 
and write operations shall be ignored. 
0200h = 512Bytes 
01FFh = 511 Bytes 

0004h = 4 Bytes 
OOOSh = 3 Bytes 
0002h = 2 Bytes 
0001h = 1 Byte 
OOOOh = No data transfer 



0 
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27.7.4 BLOCK COUNT REGISTER 



This register is used to configure the number of data blocks. 



Register 


Address 


R/W 


Description 


Reset Value 


BLKCNTO 


0X7C200006 


R/W 


Blocks Count For Current Transfer (Channel 
0) 


0x0 


BLKCNT1 


0X7C300006 


R/W 


Blocks Count For Current Transfer (Channel 
1) 


0x0 


BLKCNT2 


0X7C400006 


R/W 


Blocks Count For Current Transfer (Channel 
2) 


0x0 



Name 


Bit 


Description 


Initial Value 


BLKCNT 


[15:0] 


Blocks Count For Current Transfer 

This register is enabled when Block Count Enable in the Transfer Mode 
register is set to 1 and is valid only for multiple block transfers. The Host 
Driver shall set this register to a value between 1 and the maximum block 
count. The Host Controller decrements the block count after each block 
transfer and stops when the count reaches zero. Setting the block count to 

0 results in no data blocks being transferred. 

This register must be accessed only when no transaction is executing (i.e., 
after transactions are stopped). During data transfer, read operations on 
this register may return an invalid value and write operations are ignored. 
When saving transfer context as a result of a Suspend command, the 
number of blocks yet to be transferred can be determined by reading this 
register. When restoring transfer context prior to issuing a Resume 
command, the Host Driver shall restore the previously saved block count. 
FFFFh = 65535 blocks 

0002h = 2 blocks 

0001 h = 1 block 
OOOOh = Stop Count 


0 
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27.7.5 ARGUMENT REGISTER 

This register contains the SD Command Argument. 



Register 


Address 


R/W 


Description 


Reset Value 


ARGUMENTO 


0X7C200008 


R/W 


Command Argument Register (Channel 0) 


0x0 


ARGUMENT1 


0X7C300008 


R/W 


Command Argument Register (Channel 1) 


0x0 


ARGUMENT2 


0X7C400008 


R/W 


Command Argument Register (Channel 2) 


0x0 



Name 


Bit 


Description 


Initial Value 


ARGUM 
ENT 


[31:0] 


Command Argument 

The SD Command Argument is specified as bit[39:8] of Command-Format 
in the SD Memory Card Physical Layer Specification. 


0 
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27.7.6 TRANSFER MODE REGISTER 

This register is used to control the operation of data transfers. The Host Driver shall set this register before issuing 
a command which transfers data (Refer to Data Present Select in the Command register), or before issuing a 
Resume command. The Host Driver shall save the value of this register when the data transfer is suspended (as 
a result of a Suspend command) and restore it before issuing a Resume command. To prevent data loss, the 
Host Controller shall implement write protection for this register during data transactions. Writes to this register 
shall be ignored when the Command Inhibit (DAT) in the Present State register is 1 . 



Register 


Address 


R/W 


Description 


Reset Value 


TRNMODO 


0X7C20000C 


R/W 


Transfer Mode Setting Register (Cliannel 0) 


0x0 


TRNM0D1 


0X7C30000C 


R/W 


Transfer Mode Setting Register (Channel 1 ) 


0x0 


TRNM0D2 


0X7C40000C 


R/W 


Transfer Mode Setting Register (Channel 2) 


0x0 



Name 


Bit 


Description 


Initial Value 




[15:10] 


Reserved 


0 


CCSCON 


[9:8] 


Command Completion Signal Control 

'00' = No CCS Operation (Normal operation, Not CE-ATA mode) 
'or = Read or Write data transfer CCS enable (Only CE-ATA mode) 
'10' = Without data transfer CCS enable (Only CE-ATA mode) 
'11' = Abort Completion Signal (ACS) generation (Only CE-ATA mode) 


0 




[7:6] 


Reserved 


0 


MUL1SIN0 


[5] 


Multi / Single Block Select 

This bit enables multiple block DAT line data transfers. For any other 
commands, this bit shall be set to 0. If this bit is 0, it is not necessary to 
set the Block Count register. (Refer to the Table below "Determination of 
Transfer Type") 

1 = Multiple Block 
0 = Single Block 


0 


RD1WT0 


[4] 


Data Transfer Direction Select 


0 






This bit defines the direction of DAT line data transfers. The bit is set to 1 
by 

the Host Driver to transfer data from the SD card to the SD Host 
Controller and it is set to 0 for all other commands. 














1 = Read (Card to Host) 
0 = Write (Host to Card) 






[3] 


Reserved 


0 
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Bit 




Initial X/sliio 


ENACMD12 


[2] 


Auto CMD12 Enable 

Multiple block transfers for memory require CMD12 to stop the transaction. 

When this bit is set to 1 , the Host Controller shall issue CMD1 2 
automatically when last block transfer is completed. The Host Driver shall 
not set this bit to issue commands that do not require CMD1 2 to stop data 
transfer. 

1 = Enable 

0 = Disable 


0 


ENBLKCNT 


[1] 


Block Count Enable 

This bit is used to enable the Block Count register, which is only relevant for 

multiple block transfers. When this bit is 0, the Block Count register is 
disabled, which is useful in executing an infinite transfer. (Refer to the Table 
below "Determination of Transfer Type" ) 

1 = Enable 

0 = Disable 


0 


ENDMA 


[0] 


DMA Enable 

This bit enables DMA functionality. DMA can be enabled only if it is 
supported as indicated in the DMA Support in the Capabilities register. If 
DMA is not supported, this bit is meaningless and shall always read 0. If 
this bit is set to 1 , a DMA operation shall begin when the Host Driver writes 
to the upper byte of Command register (OOFh). 

1 = Enable 

0 = Disable 


0 



Table below shows the summary of how register settings determine types of data transfer. 

Table 27-1. Determination of Transfer Type 



Multi/Single Block Select 


Block Count Enable 


Block Count 


Function 


0 


Don't care 


Don't care 


Single Transfer 


1 


0 


Don't care 


Infinite Transfer 


1 


1 


Not Zero 


Multiple Transfer 


1 


1 


Zero 


Stop Multiple Transfer 



NOTE: For CE-ATA access, (Auto) CMD12 must be issued after Command Completion Signal Disable. 
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27.7.7 COMMAND REGISTER 



This register contains the SD Command Argument. 



Register 


Address 


R/W 


Description 


Reset Value 


CMDREGO 


0X7C20000E 


R/W 


Command Register (Channel 0) 


0x0 


CMDREG1 


0X7C30000E 


R/W 


Command Register (Channel 1) 


0x0 


CMDREG2 


0X7C40000E 


R/W 


Command Register (Channel 2) 


0x0 



The Host Driver shall check the Command Inhibit (DAT) bit and Command Inhibit (CMD) bit in the Present 
State register before writing to this register. Writing to the upper byte of this register triggers SD command 
generation. The Host Driver is responsible to write this register because the Host Controller does not protect for 
writing when Command Inhibit (CMD) is set. 



Name 


Bit 


Description 


Initial Value 




[15:14] 


Reserved 




GMDIDX 


[13:8] 


Command Index 

These bits shall be set to the command number (GMDO-63, AGMDO-63) 
that is specified in bits 45-40 of the Gommand-Format in the SD Memory 
Card Physical Layer Specification and SDIO Card Specification. 




GMDTYP 


[7:6] 


Command Type 

There are three types of special commands: Suspend, Resume and Abort. 
These bits shall be set to 00b for all other commands. 

• Suspend Command 

If the Suspend command succeeds, the Host Controller shall assume the 
SD Bus has been released and that it is possible to issue the next 
command, which uses the 047 line. The Host Controller shall de-assert 
Read Wait for read transactions and stop checking busy for write 
transactions. The interrupt cycle shall start, in 4-bit mode. If the Suspend 
command fails, the Host Controller shall maintain its current state, and the 
Host Driver shall restart the transfer by setting Continue Request in the 
Block Gap Control register. 

• Resume Command 

The Host Driver re-starts the data transfer by restoring the registers in the 
range of 000-OODh. (Refer to Suspend and Resume mechanism) The Host 
Controller shall check for busy before starting write transfers. 

• Abort Command 

If this command is set when executing a read transfer, the Host Controller 
shall stop reads to the buffer. If this command is set when executing a write 
transfer, the Host Controller shall stop driving the 047 line. After issuing 
the Abort command, the Host Driver must issue a softwares reset. (Refer to 
Abort Transaction) 

1 lb = Abort CMD12, CMD52 for writing "I/O Abort" in CCCR 
10b = Resume CMD52 for writing "Function Select" in CCCR 
01 b = Suspend CMD52 for writing "Bus Suspend" in CCCR 
00b = Normal Other commands 
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Name 


Bit 


Description 


Initial Value 


DATAPR 
NT 


[5] 


Data Present Select 

This bit is set to 1 to indicate that data is present and shall be transferred 
using the 047 line. It is set to 0 for the following: 

(1) Commands using only CMD line (ex. CMD52). 

(2) Commands with no data transfer but using busy signal on DAT[0] line 
(R1bor R5b ex. CMD38) 

(3) Resume command 
1 = Data Present 

0 = No Data Present 




ENCMDI 
DX 


[4] 


Command Index Check Enable 

If this bit is set to 1 , the Host Controller shall check the Index field in the 
response to see if it has the same value as the command index. If it is not, it 
is reported as a Command Index Error. If this bit is set to 0, the Index field is 
not checked. 

1 = Enable 0 = Disable 




ENCMD 
CRC 


[3] 


Command CRC Check Enable 

If this bit is set to 1 , the Host Controller shall check the CRC field in the 
response. If an error is detected, it is reported as a Command CRC Error. If 
this bit is set to 0, the CRC field is not checked. The number of bits checked 
by the CRC field value changes according to the length of the response. 
1 = Enable 0 = Disable 






[2] 


Reserved 




RSPTYP 


[1:0] 


Response Type Select 

00 = No Response 

01 = Response Length 136 

1 0 = Response Length 48 

1 1 = Response Length 48 check Busy after response 





Table 27-2. Relation Between Parameters and the Name of Response Type 



Response Type 


Index Check Enable 


CRC Check Enable 


Name of Response Type 


00 


0 


0 


No Response 


01 


0 


1 


R2 


10 


0 


0 


R3, R4 


10 


1 


1 


R1, R6, R5 


11 


1 


1 


Rib, R5b 



These bits determine Response types. 
NOTES: 

1 . In the SDIO specification, response type notation of R5b is not defined. R5 includes R5b in the SDIO 
specification. But R5b is defined in this specification to specify the Host Controller shall check busy after 
receiving response. For example, usually CMD52 is used as R5 but I/O abort command shall be used as 
R5b. 

2. For CMD52 to read BS after writing "Bus Suspend," Command Type must be "Suspend" as well. 



^^^^^^ 



ELECTRONICS 



27-27 



SD/MMC HOST CONTROLLER 



6410X_UM 



27.7.8 RESPONSE REGISTER 

This register is used to store responses from SD cards. 



Register 


Address 


R/W 


Description 


Reset Value 


RSPREGO_0 


0x70200010 


ROO 


Response Register 0 (Ohannel 0) 


0x0 


RSPREG1_0 


0x70200014 


ROO 


Response Register 1 (Ohannel 0) 


0x0 


RSPREG2_0 


0x70200018 


ROO 


Response Register 2 (Oliannel 0) 


0x0 


RSPREG3_0 


0x7020001 0 


ROO 


Response Register 3 (Oliannel 0) 


0x0 



Register 


Address 


R/W 


Description 


Reset Value 


RSPREGOJ 


0x70300010 


ROO 


Response Register 0 (Ohannel 1 ) 


0x0 


RSPREG1_1 


0x70300014 


ROO 


Response Register 1 (Ohannel 1 ) 


0x0 


RSPREG2_1 


0x70300018 


ROO 


Response Register 2 (Ohannel 1 ) 


0x0 


RSPREGSJ 


0x70300010 


ROO 


Response Register 3 (Ohannel 1 ) 


0x0 



Register 


Address 


R/W 


Description 


Reset Value 


RSPREG0_2 


0x70400010 


ROO 


Response Register 0 (Ohannel 2) 


0x0 


RSPREG1_2 


0x70400014 


ROO 


Response Register 1 (Ohannel 2) 


0x0 


RSPREG2_2 


0x70400018 


ROO 


Response Register 2 (Ohannel 2) 


0x0 


RSPREG3_2 


0x70400010 


ROO 


Response Register 3 (Ohannel 2) 


0x0 



Name 


Bit 


Description 


Initial Value 


OMDRSP 


[127:0] 


Command Response 

The Table below describes the mapping of command responses from the 
SD Bus to this register for each response type. In the table, R[] refers to a 
bit range within the response data as transmitted on the SD Bus, REP[] 
refers to a bit range within the Response register. 

128-bit Response bit order : {RSPREG3, RSPREG2, RSPREG1, 
RSPREGO} 
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Response Bit Definition for Each Response Type. 



ixina OT n6spons6 


ivi6aniny oi n6spons6 


ri6spons6 ri6ia 


Response Register 


R1, R1b (normal response) 


Card Status 


R [39:8] 


REP [31:0] 


R1b (Auto CMD12 response) 


Card Status for Auto CMD12 


R [39:8] 


REP [127:96] 


R2 (CID, CSD register) 


CID or CSD reg. incl. 


R [127:8] 


REP [119:0] 


R3 (OCR register) 


OCR register for memory 


R [39:8] 


REP [31 


0] 


R4 (OCR register) 


OCR register for I/O etc 


R [39:8] 


REP [31 


0] 


R5,R5b 


SDIO response 


R [39:8] 


REP [31 


0] 


R6 (Published RCA response) 


New published RCA[31 :16] etc 


R [39:8] 


REP [31 


0] 



The Response Field indicates bit positions of "Responses" defined in the PHYSICAL LAYER SPECIFICATION 
Version 1 .01 . The Table (upper) shows that most responses with a length of 48 (R[47:0]) have 32 bits of the 
response data (R[39:8]) stored in the Response register at REP[31 :0]. Responses of type R1b (Auto CMD12 
responses) have response data bits R[39:8] stored in the Response register at REP[1 27:96]. Responses with 
length 136 (R[135:0]) have 120 bits of the response data (R[127:8]) stored in the Response register at 
REP[119:0]. 

To be able to read the response status efficiently, the Host Controller only stores part of the response data in the 
Response register. This enables the Host Driver to efficiently read 32 bits of response data in one read cycle on a 
32-bit bus system. Parts of the response, the Index field and the CRC, are checked by the Host Controller (as 
specified by the Command Index Check Enable and the Command CRC Check Enable bits in the Command 
register) and generate an error interrupt if an error is detected. The bit range for the CRC check depends on the 
response length. If the response length is 48, the Host Controller shall check R[47:1], and if the response length is 
1 36 the Host Controller shall check R[1 19:1]. 

Since the Host Controller may have a multiple block data DAT line transfer executing concurrently with a 
CMD_wo_DAT command, the Host Controller stores the Auto CMD12 response in the upper bits (REP[1 27:96]) of 
the Response register. The CMD_wo_DAT response is stored in REP[31 :0]. This allows the Host Controller to 
avoid overwriting the Auto CMD12 response with the CMD_wo_DAT and vice versa. 

When the Host Controller modifies part of the Response register, as shown in the Table above, it shall preserve 
the unmodified bits. 
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27.7.9 BUFFER DATA PORT REGISTER 

32-bit data port register to access internal buffer. 



Register 


Address 


R/W 


Description 


Reset Value 


BDATAO 


0x7C200020 


R/W 


Buffer Data Register (Channel 0) 


0x0 


BDATA1 


0X7C300020 


R/W 


Buffer Data Register (Channel 1 ) 


0x0 


BDATA2 


0X7C400020 


R/W 


Buffer Data Register (Channel 2) 


0x0 



Name 


Bit 


Description 


Initial Value 


BUFDAT 




Buffer Data 

The Host Controller buffer can be accessed through this 32-bit single port 
SRAM memory. Write and Read memories are separated. 


0 



Detailed documents are to be copied from SD Host Standard Specification. 
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27.7.10 PRESENT STATE REGISTER 



This register contains the SD Command Argument. 



Register 


Address 


R/W 


Description 


Reset Value 


PRNSTSO 


0x7C200024 


RO/RO 
C 


Present State Register (Channel 0) 


OxOOOAOOOO 


PRNSTS1 


0x70300024 


RO/RO 
0 


Present State Register (Channel 1) 


OxOOOAOOOO 


PRNSTS2 


0x70400024 


RO/RO 
0 


Present State Register (Channel 2) 


OxOOOAOOOO 



Name 


Bit 


Description 


Initial Value 




[31 :25] 


Reserved 


0 


PRNTCMD 


[24] 


CMD Line Signal Level (RO) 

This status is used to check the CMD line level to recover from errors, 
and for debugging. 

Note: CMD port is mapped to SDO_CMD pin 


0 


PRNTDAT 


[23:20] 


DAT[3:0] Line Signal Level (RO) 

This status is used to check the DATWne level to recover from errors, 

and for debugging. This is especially useful in detecting the busy signal 

level from DATIO]. 

D23 : DAT[3] 

D22 : DAT[2] 

D21 : DAT[1] 

D20 : DAT[0] 

Note: DATport is mapped to SDO_DATp\n 


Line State 




[19] 


Reserved 


1 


PRNTCD 


[18] 


Card Detect Pin Level (RO) 

This bit reflects the inverse value of the SDCD# p\n. Debouncing is not 
performed on this bit. This bit may be valid when Card State Stable is 
set to 1 , but it is not guaranteed because of propagation delay. Use of 
this bit is limited to testing since it must be debounced by software. 
1 = Card present {SDCD#=0) 
0 = No card present (SDCD#=^ ) 

Note: SDCD# port is mapped to SDO_nCDpm, SD2_nCD(Channel 2) 
port is fixed to LOW. 


Line 
State 


STBLCARD 


[17] 


Card State Stable (RO) 

This bit is used for testing. If it is 0, the Card Detect Pin Level is not 
stable. If this bit is set to 1 , it means the Card Detect Pin Level is 
stable. No Card state can be detected by this bit is set to 1 and Card 
Inserted is set to 0. The Software Reset For All in the Software Reset 
register shall not affect this bit. 
1 = No Card or Inserted 
0 = Reset or Debouncing 


1 

(After Reset) 
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Name 


Bit 


Description 


Initial Value 


INSCARD 


[16] 


Card Inserted (RO) 

This bit indicates whether a card has been inserted. The Host Controller 
shall debounce this signal so that the Host Driver will not need to wait 
for it to stabilize. Changing from 0 to 1 generates a Card Insertion 
interrupt in the Normal Interrupt Status register and changing from 1 to 0 
generates a Card Removal interrupt in the Normal Interrupt Status 
register. The Software Reset For All in the Software fiesef register will 
not affect this bit. If a card is removed when its power is on and its clock 
is oscillating, the Host Controller shall clear SD Bus Power in the 
Power Control register and SD Clock Enable in the Clock Control 
register. 

When this bit is changed from 1 to 0, the Host Controller shall 
immediately stop driving CMD and DAT[3:0] (tri-state). In addition, the 
Host Driver must clear the Host Controller by the Software Reset For 
All in Software fiesef register. The card detect is active regardless of 
the SD Bus Power. 
1 = Card Inserted 

0 = Reset or Debouncing or No Card 


0 




[15:12] 


Reserved 




BUFRDRDY 


[11] 


Buffer Read Enable (ROC) 

This status is used for non-DMA read transfers. The Host Controller 
may implement multiple buffers to transfer data efficiently. This read 
only flag indicates that valid data exists in the host side buffer status. If 
this bit is 1 , readable data exists in the buffer. A change of this bit from 1 
to 0 occurs when all the block data is read from the buffer. A change of 
this bit from 0 to 1 occurs when block data is ready in the buffer and 
generates the Buffer Read Ready interrupt. 

1 = Read enable 
0 = Read disable 


0 


BUFWTRDY 


[10] 


Buffer Write Enable (ROC) 

This status is used for non-DMA write transfers. The Host 
Controller can implement multiple buffers to transfer data 
efficiently. This read only flag indicates if space is available for 
write data. If this bit is 1, data can be written to the buffer. A 
change of this bit from 1 to 0 occurs when all the block data is 
written to the buffer. A change of this bit from 0 to 1 occurs when 
top of block data can be written to the buffer and generates the 
Buffer Write Ready interrupt. 
1 = Write enable 
0 = Write disable 


0 
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Name 


Bit 


Description 


Initial Value 


RDTRA 
NACT 


[9] 


Read Transfer Active (ROC) 

This status is used for detecting completion of a read transfer. 
This bit is set to 1 for either of the following conditions: 

(1 ) After the end bit of the read command. 

(2) When writing a 1 to Continue Request in the Block Gap Control register 
to restart a read transfer. 

This bit is cleared to 0 for either of the following conditions: 

(1 ) When the last data block as specified by block length is transferred to the 
System. 

(2) When all valid data blocks have been transferred to the System and no 
current block transfers are being sent as a result of the Stop At Block Gap 
Request being set to 1 . A Transfer Complete interrupt is generated when 
this bit changes to 0. 

1 = Transferring data 
0 = No valid data 


0 


WTTRA 
NACT 


[8] 


Write Transfer Active (ROC) 

This status indicates a write transfer is active. If this bit is 0, it means no valid 
write data exists in the Host Controller. 
This bit is set in either of the following cases: 

(1 ) After the end bit of the write command. 

(2) When writing a 1 to Continue Request in the Block Gap Control register 
to restart a write transfer. 

This bit is cleared in either of the following cases: 

(1 ) After getting the CRC status of the last data block as specified by the 
transfer count (Single and Multiple) 

(2) After getting the CRC status of any block where data transmission is 
about to be stopped by a Stop At Block Gap Request. 

During a write transaction, a Block Gap Event interrupt is generated when 
this bit is changed to 0, as result of the Stop At Block Gap Request being 
set. This status is useful for the Host Driver in determining when to issue 
commands during write busy. 
1 = Transferring data 
0 = No valid data 


0 
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Name 


Bit 


Description 


Initial Value 




[7:3] 


Reserved 


0 


DATLIN 
EACT 


[2] 


DAT Line Active (ROC) 

This bit indicates whether one of the 047 line on SD Bus is in use. 

(a) In the case of read transactions 

This status indicates if a read transfer is executing on the SD Bus. Change 
in this value from 1 to 0 between data blocks generates a Block Gap Event 
interrupt in the Normal Interrupt Status register. 

This bit can be set in either of the following cases: 

(1) After the end bit of the read command. 

(2) When writing a 1 to Continue Request in the Block Gap Control register 
to restart a read transfer. 

This bit can be cleared in either of the following cases: 

(1 ) When the end bit of the last data block is sent from the SD Bus to the 
Host Controller. 

(2) When beginning a wait read transfer at a stop at the block gap initiated 
by a Stop At Block Gap Request. 

The Host Controller will wait at the next block gap by driving Read Wait at 
the start of the interrupt cycle. If the Read Wait signal is already driven (data 
buffer cannot receive data), the Host Controller can wait for current block 
gap by continuing to drive the Read Wait signal. It is necessary to support 
Read Wait in order to use the suspend / resume function. 

(b) In the case of write transactions 

This status indicates that a write transfer is executing on the SD Bus. 
Change in this value from 1 to 0 generates a Transfer Complete interrupt in 
the Normal Interrupt Status register. 

This bit can be set in either of the following cases: 

(1 ) After the end bit of the write command. 

(2) When writing to 1 to Continue Request in the Block Gap Control register 
to continue a write transfer. 

This bit can be cleared in either of the following cases: 

(1 ) When the SD card releases write busy of the last data block the Host 
Controller will detect if output is not busy. If SD card does not drive busy 
signal for 8 SD Clocks, the Host Controller will consider the card drive "Not 
Busy". 

(2) When the SD card releases write busy prior to waiting for write transfer 
as a result of a Stop At Block Gap Request. 

1 = DAT Line Active 
0 = DAT Line Inactive 


0 
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Name 


Bit 


Description 


Initial Value 


CMDIN 
HDAT 


[1] 


Command Inhibit (DAT) (ROC) 
(ROC) 

This status bit is generated if either the DAT Line Active or the Read 
Transfer Active is set to 1 . If this bit is 0, it indicates the Host Controller can 
issue the next SD Command. Commands with busy signal belong to 
Command Inhibit (DAT) (ex. R1b, R5b type). Changing from 1 to 0 
generates a Transfer Complete interrupt in the Normal Interrupt Status 
register. 

Note: The SD Host Driver can save registers in the range of 000-OODh for a 
suspend transaction after this bit has changed from 1 to 0. 
1 = Cannot issue command which uses the D^TIine 
0 = Can issue command which uses the DATWne 


0 


CMDIN 
HCMD 


[0] 


Command Inhibit (CMD) (ROC) 

If this bit is 0, it indicates the CMD line is not in use and the Host Controller 
can issue a SD Command using the CMD line. 

This bit is set immediately after the Command register (OOFh) is written. This 
bit is cleared when the command response is received. Even if the 
Command Inhibit (DAT) is set to 1 , Commands using only the CMD line 
can be issued if this bit is 0. Changing from 1 to 0 generates a Command 

Complete interrupt in the Normal Interrupt Status register. If the Host 
Controller cannot issue the command because of a command conflict error 
(Refer to Command CRC Error) or because of Command Not Issued By 
Auto CMD12 Error, this bit shall remain 1 and the Command Complete is 

not set. Status issuing Auto CMD12 is not read from this bit. 

1 = Cannot issue command 

0 = Can issue command using only CMD line 


0 



NOTE: Buffer Write Enable in Present register must not be asserted for DMA transfers since it generates Buffer Write 
Ready interrupt 



Stable 




Figure 27-13. Card Detect State 

The above Figure 27-13 shows the state definitions of hardware that handles "Debouncing". 
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CMD Line 
DAT Line 
CMDINHCMD 
CMDINHDAT 



Command 



Response 









Write or 
Read Data 




Last Block 








Data \ 





























Figure 27-14. Timing of Command Inhibit (DAT) and Command Inhibit (CMD) with data transfer 



CMD Line 
DAT[0] 




Figure 27-15. Timing of Command Inhibit (DAT) for the case of response with busy 



CMD Line 



CMDINHCMD 



Command 



The Host Controller clears CMDINHCMD if the connnnand is issued successfully. 



Figure 27-16. Timing of Command Inhibit (CMD) for the case of no response command 
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27.7.11 HOST CONTROL REGISTER 



This register contains the SD Command Argument. 



Register 


Address 


R/W 


Description 


Reset Value 


HOSTCTLO 


0x7C200028 


R/W 


Present State Register (Channel 0) 


0x0 


H0STCTL1 


0X7C300028 


R/W 


Present State Register (Channel 1) 


0x0 


H0STCTL2 


0x70400028 


R/W 


Present State Register (Channel 2) 


0x0 



Name 


Bit 


Description 


Initial Value 




[7] 


Reserved 

This field should be fixed to LOW 


0 




[6] 


Reserved 

This field should be fixed to LOW 


0 


V V 1 L^^O 


rsi 
pj 


CAlcllUcU Udld 1 rdllolt;! VVIUllI ^IL lo lUi IVMVIO O UIL L/d.iU.y 

'1' = 8-bit operation 

'0' = the bit width is designated by the bit 1 (Data Transfer Width) 


0 
u 


DMAS 
EL 


[4:3] 


DMA Select 

One of supported DMA modes can be selected. The host driver shall check 

<^iinnnrt of DMA mnrlp<^ hv rpfprrinn thp Dpnp/i/7/Y/p<? rpni<^tpr 1 l<^p of <^p|prtprl 

DMA is determined by DMA Enable of the Transfer Mode register. 

00 = SDMA is selected 

01 = Reserved 

10 = 32-bit Address ADMA2 is selected 

1 1 = 64-bit Address ADMA2 is selected (Not supported) 


0 


ENHIG 
HSPD 


[2] 


High Speed Enable 

This bit is optional. Before setting this bit, the Host Driver shall check the High 
Speed Support in the Capabilities register. If this bit is set to 0 (default), the 
Host Controller outputs CMD line and 047 lines at the falling edge of the SD 
Clock (up to 25MHz). If this bit is set to 1 , the Host Controller outputs CMD line 
and D4r lines at the rising edge of the SD Clock (up to 50MHz). 
'1' = High Speed mode 
'0' = Normal Speed mode 


0 


WIDE4 


[1] 


Data Transfer Width 

This bit selects the data width of the Host Controller. The Host Driver shall set 
it to match the data width of the SD card. 
'1' = 4-bit mode 
'0' = 1-bit mode 


0 




[0] 


Reserved 


0 



NOTE: Card Detect Pin Level does not simply reflect SDGD# pin, but selects from SDGD, DAT[3], or GDTestlvl depending 
on GDSSigSel and SDGDSel values. 
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27.7.12 POWER CONTROL REGISTER 

This register contains the SD Command Argument. 



Register 


Address 


R/W 


Description 


Reset Value 


PWRCONO 


0x7C200029 


R/W 


Present State Register (Channel 0) 


0x0 


PWRC0N1 


0X7C300029 


R/W 


Present State Register (Channel 1) 


0x0 


PWRC0N2 


0X7C400029 


R/W 


Present State Register (Channel 2) 


0x0 



Name 


Bit 


Description 


Initial Value 




[7:4] 


Reserved 




SELPWR 


[3:1] 


SD Bus Voltage Select 


0 


LVL 




By setting these bits, the Host Driver selects the voltage level for the SD 
card. Before setting this register, the Host Driver will check the Voltage 
Support bits in the Capabilities register. If an unsupported voltage is 
selected, the Host System will not supply SD Bus voltage. 

'111b' = 3.3V (Typ.) 

'110b' = 3.0V (Typ.) 

'101b' = 1.8V (Typ.) 

'1 00b' - '000b' = Reserved 




PWRON 


[0] 


SD Bus Power 

Before setting this bit, the SD Host Driver will set SD Bus Voltage Select. If 
the Host Controller detects the No Card state, this bit will be cleared. 

If this bit is cleared, the Host Controller will immediately stop driving CMD 
and DAT[3:0] (tri-state) and drive SDCLKXo low level. 

'1' = Power on 

'0' = Power off 


0 
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27.7.13 BLOCK GAP CONTROL REGISTER 



This register contains the SD Command Argument. 



Register 


Address 


R/W 


Description 


Reset Value 


BLKGAPO 


0X7G20002A 


R/W 


Block Gap Control Register (Channel 0) 


0x0 


BLKGAP1 


0X7C30002A 


R/W 


Block Gap Control Register (Channel 1) 


0x0 


BLKGAP2 


0X7C40002A 


R/W 


Block Gap Control Register (Channel 2) 


0x0 



Name 


Bit 


Description 


Initial Value 




[7:4] 


Reserved 


0 


ENINT 


[3] 


Interrupt At Block Gap 


0 


BGAP 




This bit is valid only in 4-bit mode of the SDIO card and selects a sample point 
in the interrupt cycle. Setting to 1 enables interrupt detection at the block gap 
for a multiple block transfer. Setting to 0 disables interrupt detection during a 
multiple block transfer. If the SD card cannot signal an interrupt during a 
multiple block transfer, this bit must be set to 0. When the Host Driver detects 
an SD card insertion, it will set this bit according to the CCCR of the SDIO card. 
(RW) 

'1' = Enabled, '0' = Disabled 

Note ) Interrupt at Block Gap operation is not supported in S3C6410 controller, 
it should be fixed to 0. 




ENRW 


[2] 


Read Wait Control 


0 


AIT 




The read wait function is optional for SDIO cards. If the card supports read wait, 
set this bit to enable use of the read wait protocol to stop read data using the 
DAT12] line. Otherwise the Host Controller has to stop the SD Clock to hold 
read data, which restricts commands generation. When the Host Driver detects 
an SD card insertion, it will set this bit according to the CCCR of the SDIO card. 
If the card does not support read wait, this bit will never be set to 1 otherwise 
DAT Wne conflict may occur. If this bit is set to 0, Suspend/Resume cannot be 
supported. (RW) 

'1' = Enable Read Wait Control, '0' = Disable Read Wait Control 




CONT 


[1] 


Continue Request 


0 


REQ 




This bit is used to restart a transaction which was stopped using the Stop At 
Block Gap Request. To cancel stop at the block gap, set Stop At Block Gap 
Request to 0 and set this bit 1 to restart the transfer. 

The Host Controller automatically clears this bit in either of the following cases: 

(1) If a read transaction, the DAT Line Active changes from 0 to 1 as a read 
transaction restarts. 

(2) If a write transaction, the Write Transfer Active changes from 0 to 1 as the 
write transaction restarts. 

Therefore it is not necessary for Host Driver to set this bit to 0. If Stop At Block 
Gap Request is set to 1 , any write to this bit is ignored. (RWAC) 

'1' = Restart, '0' = Not affect 
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Name 



Bit 



Description 



Initial Value 



STOP 
BGAP 



[0] 



Stop At Block Gap Request 

This bit is used to stop executing a transaction at the next block gap for both 
DMA and non-DMA transfers. Until the Transfer Complete is set to 1 , 
indicating a transfer completion the Host Driver will leave this bit set to 1 . 

Clearing both the Stop At Block Gap Request and Continue Request will not 
cause the transaction to restart. Read Wait is used to stop the read transaction 
at the block gap. The Host Controller shall honour Stop At Block Gap Request 

for write transfers, but for read transfers it requires that the SD card support 
Read Wait. Therefore the Host Driver does not set this bit during read transfers 
unless the SD card supports Read Wait and has set Read Wait Control to 1 . In 
the case of write transfers in which the Host Driver writes data to the Buffer 
Data Port register, the Host Driver sets this bit after all block data is written. If 
this bit is set to 1 , the Host Driver does not write data to Buffer Data Port 
register. 

This bit affects Read Transfer Active, Write Transfer Active, DAT Line 
Active and Command Inhibit (DAT) in the Present State register. Regarding 
detailed control of bits D01 and DOO. (RW) 

'1' = Stop 

'0' = Transfer 



0 



There are three cases to restart the transfer after stop at the block gap. Which case is appropriate depends on 
whether the Host Controller issues a Suspend command or the SD card accepts the Suspend command. 

Cases are as follows: 

(1) If the Host Driver does not issue a Suspend command, the Continue Request can be used to restart the 
transfer. 

(2) If the Host Driver issues a Suspend command and the SD card accepts it, a Resume command is used to 
restart the transfer. 

(3) If the Host Driver issues a Suspend command and the SD card does not accept it, the Continue Request is 
used to restart the transfer. 

Any time Stop At Block Gap Request stops the data transfer, the Host Driver will wait for Transfer Complete (in 
the Normal Interrupt Status register) before attempting to restart the transfer. When the data transfer by Continue 
Request is restarted, the Host Driver clears Stop At Block Gap Request before or simultaneously. 

NOTE: 

After setting Stop At Block Gap Request field, it must not be cleared unless Block Gap Event or 
Transfer Complete interrupt occurs. Otherwise, the module hangs. 
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27.7.14 WAKEUP CONTROL REGISTER 

This register is mandatory for the Host Controller, but wakeup functionality depends on the Host Controller system 
hardware and software. The Host Driver maintains voltage on the SD Bus, by setting SD Bus Power to 1 in the 
Power Control register, when wakeup event via Card Interrupt is desired. 



Register 


Address 


R/W 


Description 


Reset Value 


WAKCONO 


0x7C20002B 


R/W 


Wakeup Control Register (Channel 0) 


0x0 


WAKC0N1 


0x7C30002B 


R/W 


Wakeup Control Register (Channel 1) 


0x0 


WAKC0N2 


0X7C40002B 


R/W 


Wakeup Control Register (Channel 2) 


0x0 



Name 


Bit 


Description 


Initial Value 




[7:3] 


Reserved 


0 


ENWKUP 


[2] 


Walteup Event Enable On SD Card Removal 


0 


REM 




This bit enables wakeup event via Card Removal assertion in the Normal 
Interrupt Status register. FN_WUS (Wake Up Support) in CIS does not 
affect this bit. (RW) 

'1' = Enable 

'0' = Disable 




ENWKUPI 


[1] 


Wakeup Event Enable On SD Card Insertion 


0 


NS 




This bit enables wakeup event via Card Insertion assertion in the Normal 
Interrupt Status register. FN_WUS (Wake Up Support) in CIS does not 
affect this bit. (RW) 

'1' = Enable 

'0' = Disable 




ENWKUPI 


[0] 


Wakeup Event Enable On Card Interrupt 


0 


NT 




This bit enables wakeup event via Card Interrupt assertion in the Normal 
Interrupt Status register. This bit can be set to 1 if FN_WUS (Wake Up 
Support) in CIS is set to 1 . (RW) 

'1' = Enable 

'0' = Disable 
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27.7.15 CLOCK CONTROL REGISTER 



At the initialization of the Host Controller, the Host Driver sets the SDCLK Frequency Select according to the 
Capabilities register. 



Register 


Address 


R/W 


Description 


Reset Value 


CLKCONO 


0X7C20002C 


R/W 


Command Register (Channel 0) 


0x0 


CLKC0N1 


0X7C30002C 


R/W 


Command Register (Cliannel 1) 


0x0 


CLKC0N2 


0X7C40002C 


R/W 


Command Register (Cliannel 2) 


0x0 



Name 



Bit 



Description 



Initial Value 



SELFREQ 



[15:8] 



SDCLK Frequency Select 

This register is used to select the frequency of SDCLK p\n. The frequency 
is not programmed directly; rather this register holds the divisor of the Base 
Clock Frequency For SD Clock in the Capabilities register. Only the 
following settings are allowed. 



0 



80h 


base clocl< divided by 256 


40li 


base clocl< divided by 1 28 


20li 


base clocl< divided by 64 


10li 


base clocl< divided by 32 


0811 


base clocl< divided by 1 6 


04li 


base clocl< divided by 8 


02li 


base clocl< divided by 4 


01li 


base clocl< divided by 2 


OOli 


base clocl< (10MHz-63IV!Hz) 



Setting OOh specifies the highest frequency of the SD Clock. Setting 
multiple bits, the most significant bit is used as the divisor. But multiple bits 
must not be set. The two default divider values can be calculated by the 
frequency that is defined by the Base Clock Frequency For SD Clock in 
the Capabilities register. 

(1 ) 25MHz divider value (2) 400kHz divider value 

According to the SD Physical Specification Version 1 .01 and the SDIO 
Card Specification Version 1.0, maximum SD Clock frequency is 25MHz, 
and never exceeds this limit. 

The frequency of SDCLK is set by the following formula: 
Clock Frequency = (Base Clock) / divisor 

Therefore, select the smallest possible divisor which results in a clock 
frequency that is less than or equal to the target frequency. 
For example, if the Base Clock Frequency For SD Clock in the 
Capabilities register has the value 33MHz, and the target frequency is 
25MHz, then selecting the divisor value of 01 h will yield 1 6.5MHz, which is 
the nearest frequency less than or equal to the target. Similarly, to 
approach a clock value of 400kHz, the divisor value of 40h yields the 
optimal clock value of 258kHz. 



Name 


Bit 


Description 


Initial Value 




[7:4] 


Reserved 
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[3] 


Reserved 


0 


^ K 1 1 1 X 

ENSDCLK 


[2] 


SD Clock Enable 

The Host Controller stops SDCLK when writing this bit to 0. SDCLK 
Frequency Select can be changed when this bit is 0. Then, the Host 
Controller shall maintain the same clock frequency until SDCLK \s 
stopped (Stop at SDCLK=0). If the Card Inserted in the Present State 
register \s cleared, this bit will be cleared. (RW) 

'1' = Enable 
'0' = Disable 


0 


STBLINTCL 


L ' J 


Internal Clock Stable 


0 


K 




This bit is set to 1 when SD Clock is stable after writing to Internal Clock 
Enable in this register to 1 . The SD Host Driver shall wait to set SD Clock 
Enable until this bit is set to 1 . 

Note: This is useful when using PLL for a clock oscillator that requires 
setup time. (ROC) 

'1' = Ready 
'0' = Not Ready 




ENINTCLK 


[0] 


Internal Clock Enable 

This bit is set to 0 when the Host Driver is not using the Host Controller or 
the Host Controller awaits a wakeup interrupt. The Host Controller must 
stop its internal clock to go very low power state. Still, registers shall be 
able to be read and written. Clock starts to oscillate when this bit is set to 
1 . When clock oscillation is stable, the Host Controller can be set Internal 
Clock Stable in this register to 1 . This bit shall not affect card detection. 
(RW) 

'1' = Oscillate 
'0' = Stop 
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27.7.16 TIMEOUT CONTROL REGISTER 

At the initialization of the Host Controller, the Host Driver can set the Data Timeout Counter Value according to 
the Capabilities register. 



Register 


Address 


R/W 


Description 


Reset Value 


TIMEOUTCONO 


0x7C20002E 


R/W 


Timeout Control Register (Channel 0) 


0x0 


TIME0UTC0N1 


0X7C30002E 


R/W 


Timeout Control Register (Channel 1) 


0x0 


TIME0UTC0N2 


0X7C40002E 


R/W 


Timeout Control Register (Channel 2) 


0x0 



Name 


Bit 


Description 


Initial Value 




[7:4] 


Reserved 


0 


TIMEOU 


[3:0] 


Data Timeout Counter Value 


0 


TCON 




This value determines the interval by which DAT line timeouts are 
detected. Refer to the Data Timeout Error in the Error Interrupt Status 
register for information on factors that dictate timeout generation. Timeout 
clock frequency will be generated by dividing the base clock TMCLK value 
by this value. When setting this register, prevent inadvertent timeout 
events by clearing the Data Timeout Error Status Enable (in the Error 
Interrupt tatus Enable register) 

1111b Reserved 

1110b TMCLK X 2^^ 

1101bTMCLKx2^^ 

0001b TMCLK x2^'* 
0000b TMCLK x 2^^ 
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27.7.17 SOFTWARE RESET REGISTER 



A reset pulse is generated when writing 1 to each bit of this register. After completing the reset, the Host 
Controller clears each bit. Because it takes some time to complete software reset, the SD Host Driver shall 
confirm that these bits are 0. 



Register 


Address 


R/W 


Description 


Reset Value 


SWRSTO 


0X7C20002F 


R/W 


Software Reset Register (Channel 0) 


0x0 


SWRST1 


0X7C30002F 


R/W 


Software Reset Register (Channel 1) 


0x0 


SWRST2 


0X7C40002F 


R/W 


Software Reset Register (Channel 2) 


0x0 



Name 


Bit 


Description 


Initial Value 




[7:3] 


Reserved 


0 


RSTDAT 


[2] 


Software Reset For DAT Line 

Only part of data circuit is reset. DMA circuit is also reset. (RWAC) 
The following registers and bits are cleared by this bit: 
Buffer Data Port register 
Buffer is cleared and initialized. 
Present State register 

Buffer Read Enable 
Buffer Write Enable 
Read Transfer Active 
Write Transfer Active 
DAT Line Active 
Command Inhibit (DAT) 

Block Gap Control register 

Continue Request 

Stop At Block Gap Request 

Normal Interrupt Status register 
Buffer Read Ready 
Buffer Write Ready 
DMA Interrupt 
Block Gap Event 
Transfer Complete 

'1' = Reset 
'0' = Work 


0 


RSTCMD 


[1] 


Software Reset For CMD Line 

Only part of command circuit is reset. (RWAC). 

The following registers and bits are cleared by this bit: 

Present State register 

Command Inhibit (CMD) 

Normal Interrupt Status register 

Command Complete 

'1' = Reset 

'0' = Work 


0 
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Name 


Bit 


Description 


Initial Value 


RSTALL 


[01 

L^J 


Software Reset For All 

This reset affects the entire Host Controller except for the card detection 
circuit. Register bits of type ROC, RW, RW1C, RWAC, HWInit are cleared 
to 0. During its initialization, the Host Driver sets this bit to 1 to reset the 
Host Controller. The Host Controller reset this bit to 0 when capabilities 
registers are valid and the Host Driver can read them. If this bit is set to 1 , 
the SD card shall reset itself and must be reinitialized by the Host Driver. 
(RWAC) 
'1' = Reset 
'0' = Work 


0 
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27.7.18 NORMAL INTERRUPT STATUS REGISTER 

The Normal Interrupt Status Enable affects reads of this register, but Normal Interrupt Signal Enable does not 
affect these reads. An interrupt is generated when the Normal Interrupt Signal Enable is enabled and at least one 
of the status bits is set to 1 . For all bits except Card Interrupt and Error Interrupt, writing 1 to a bit clears it; 
writing to 0 keeps the bit unchanged. More than one status can be cleared with a single register write. The Card 
Interrupt is cleared when the card stops asserting the interrupt; that is, when the Card Driver services the 
interrupt condition. 



Register 


Address 


R/W 


Description 


Reset Value 


NORINTSTSO 


0X7C200030 


R0C/RW1C 


Normal Interrupt Status Register (Channel 0) 


0x0 


N0RINTSTS1 


0X7C300030 


R0C/RW1C 


Normal Interrupt Status Register (Channel 1) 


0x0 


N0RINTSTS2 


0X7C400030 


R0C/RW1C 


Normal Interrupt Status Register (Channel 2) 


0x0 



Name 


Bit 


Description 


Initial Value 


STAERR 


[15] 


Error Interrupt 

If any of the bits in the Error Interrupt Status register are set, then this bit 
is set. Therefore the Host Driver can efficiently test for an error by 
checking this bit first. This bit is read only. (ROC) 

'0' = No Error 
'1' = Error 


0 


STAFIA3 


[14] 


FIFO SD Address Pointer Interrupt 3 Status (RW1C) 

'0' = Occurred 
'1' = Not Occurred 

When the FIFO Address of the SD clock side reaches the FIFO Interrupt 
Address register 3 values, this status bit is asserted. 


0 


STAFIA2 


[13] 


FIFO SD Address Pointer Interrupt 2 Status (RW1C) 

'0' = Occurred 
'1' = Not Occurred 

When the FIFO Address of the SD clock side reaches the FIFO Interrupt 
Address register 2 values, this status bit is asserted. 


0 
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Name 


Bit 


Description 


Initial Value 


STAFIA1 


[12] 


FIFO SD Address Pointer Interrupt 1 Status (RW1C) 

'0' = Occurred '1 ' = Not Occurred 

When the FIFO Address of the SD clock side reaches the FIFO Interrupt 
Address register 1 value, this status bit is asserted. 


0 


STAFIAO 


[11] 


FIFO SD Address Pointer Interrupt 0 Status (RW1C) 

'0' = Occurred '1 ' = Not Occurred 

When the FIFO Address of the SD clock side reaches the FIFO Interrupt 
Aaoress regisTGr u vaiuG, tnis status Dii is assGriGO. 


0 


STARWAIT 


[10] 


Read Wait Interrupt Status (RW1C) 

'0' = RGad Wait IntGrrupt Not OccurrGd 
'1 ' = RGad Wait IntGrrupt OccurrGd 

Notp1 ^ Aftpr rhprkinn rp<^non<^p for thp ^u^npnd rommand rp|p?5<^p Rpad 
Wait intorrupt status manually if BS = 0 (BS moans 'Bus Status' fiold 'Bus 
Suspend' rogistor in the SDIO card spec) 

Note2) Read Wait operation procedure is started after 4-SDCLK from the 
end of the block data read transfer. 


0 


STACCS 


[9] 


CCS Interrupt Status (RW1C) 

Command Complete Signal Interrupt Status bit is for CE-ATA interface 
mode. 

'0' = CCS Interrupt Occurred, '1' = CCS Interrupt Not Occurred 


0 


STACARDI 


[8] 


Card Interrupt 


0 


NT 




Writing this bit to 1 does not clear this bit. It is cleared by resetting the SD 
card interrupt factor. In 1-bit mode, the Host Controller shall detect the 
Card Interrupt without SD Clock to support wakeup. In 4-bit mode, the 
card interrupt signal is sampled during the interrupt cycle, so there are 
some sample delays between the interrupt signal from the SD card and 
the interrupt to the Host System. It is necessary to define how to handle 
this delay. 

When this status has been set and the Host Driver needs to start this 

intprriint <^pr\/irp Oarrl Intpmint Rinnril Enahlp in thp Nnrmal Intprriint 

II IL^I 1 Ulo/L OOl V 1 V_»0 , V^Cl 1 \A III 1^1 IU|^1 wi^liai ^liaii^l^ lll lll^ INwIIIICII ill LOI 1 U |o/L 

Signal Enable register must be set to 0 in order to clear the card interrupt 
status latched in the Host Controller and to stop driving the interrupt signal 
to the Host System. After completion of the card interrupt service (It must 
reset interrupt factors in the SD card and the interrupt signal may not be 
asserted), write to one clear to this register field(RW1 C) and set Card 
Interrupt Signal Enable to 1 to re-start sampling the interrupt signal. The 
Card Interrupt Status Enable must be remain set to high. (RW1C) Note2,3 

'1' = Generate Card Interrupt 
'0' = No Card Interrupt 
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Name 


Bit 


Description 


Initial Value 


STACARD 


[7] 


Card Removal 


0 


REM 




This status is set if tlie Card Inserted in the Present State register changes 
from 1 to 0. When the Host Driver writes this bit to 1 to clear this status, the 
status of the Card Inserted in the Present State register must be confirmed. 
Because the card detect state may possibly be changed when the Host 
Driver clear this bit and interrupt event may not be generated. (RW1C) 
'1' = Card removed 
0 = Card state stable or Debouncing 




STACARD 


[6] 


Card Insertion 


0 


INS 




This status is set if the Card Inserted in the Present State register changes 

from 0 to 1 . When the Host Driver writes this bit to 1 to clear this status, the 

status of the Card Inserted in the Present State register must be confirmed. 
i—\ ii 1 1 J. J. J. J. 'Ill 1 II J.I 1 1 J. 
Because the card detect state may possibly be changed when the Host 

Driver clear this bit and interrupt event may not be generated. (RW1 C) 

'1' = Card inserted 

'0' = Card state stable or Debouncing 




STABUFR 


[5] 


Buffer Read Ready 


0 


DRDY 




This status is set if the Buffer Read Enable changes from 0 to 1 . Refer to 
the Buffer Read Enable in the Present State register. (RW1C) 
'1 ' = Ready to read buffer 
'0' = Not ready to read buffer 




STABUF 


[4] 


Buffer Write Ready 


0 


WTRDY 




This status is set if the Buffer Write Enable changes from 0 to 1 . Refer to 
the Buffer Write Enable in the Present State register. (RW1C) 
'1 ' = Ready to write buffer 
'0' = Not ready to write buffer 




STADMAI 
NT 


[3] 


DMA Interrupt 

This status is set if the Host Controller detects the Host SDMA Buffer 
boundary during transfer. Refer to the Host SDMA Buffer Boundary in the 
Block Size register. Other DMA interrupt factors may be added in the future. 
In case of ADMA, by setting interrupt field in the descriptor table, Host 
Controller generates this interrupt. Suppose that it is used for debugging. 
This interrupt shall not be generated after the Transfer Complete. (RW1 C) 
'1' = DMA Interrupt is generated 
0' = No DMA Interrupt 


0 


STABLKG 


[2] 


Block Gap Event 


0 


AP 




IT ine oiop MI DiocK oap riec|uesi in ine diock oap uoniroi regisier is sei, 
this bit is set when both a read / write transaction is stopped at a block gap. 
If Stop At Block Gap Request is not set to 1 , this bit is not set to 1 . (RW1 C) 

(1) In the case of a Read Transaction 

This bit is set at the falling edge of the DAT Line Active Status (When the 
transaction is stopped at SD Bus timing. The Read Wait must be supported 
in order to use this function. 

(2) Case of Write Transaction 

This bit is set at the falling edge of Write Transfer Active Status (After 
getting CRC status at SD Bus timing). 
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'1 ' = Transaction stopped at block gap 
'0' = No Block Gap Event 



STATRAN 
CMPLT 



[1] 



Transfer Complete 

This bit is set when a read / write transfer is completed. 

(1) In the case of a Read Transaction 

This bit is set at the falling edge of Read Transfer Active Status. There are 
two cases in which this interrupt is generated. The first is when a data 
transfer is completed as specified by data length (After the last data has 
been read to the Host System). The second is when data has stopped at 
the block gap and completed the data transfer by setting the Stop At Block 
Gap Request in the Block Gap Control register (After valid data has been 
read to the Host System). 

(2) In the case of a Write Transaction 

This bit is set at the falling edge of the DAT Line Active Status. There are 
two cases in which this interrupt is generated. The first is when the last data 
is written to the SD card as specified by data length and the busy signal 
released. The second is when data transfers are stopped at the block gap 
by setting Stop At Block Gap Request in the Block Gap Control register and 
data transfers completed. (After valid data is written to the SD card and the 
busy signal released). (RW1C) 

The table below shows that Transfer Complete has higher priority than Data 
Timeout Error. If both bits are set to 1 , the data transfer can be considered 
complete. Relation between Transfer Complete and Data 



Transfer 


Data Timeout 


Meaning of the status 


Complete 


Error 




0 


0 


Interrupted by another factor 


0 


1 


Timeout occur during transfer 


1 


Don't care 


Data transfer complete 



'1 ' = Data Transfer Complete 
'0' = No transfer complete 



STACMD 
CMPLT 



[0] 



Command Complete 

This bit is set when get the end bit of the command response. (Except Auto 
CMD12) Refer to Command Inhibit (CMD) in the Present State register. 
The table below shows that Command Timeout Error has higher priority 
than Command Complete. If both bits are set to 1 , it can be considered that 
the response was not received correctly. (RW1C) 



Command 


Command 


Meaning of the status 


Complete 


Timeout Error 




0 


0 


Interrupted by another factor 


Don't care 


1 


Response not received within 






64 SDCLK cycles. 


1 


0 


Response received 



'1' = Command Complete 
'0' = No command complete 



NOTES: 

1 . Host Driver may check if interrupt is actually cleared by polling or monitoring the INTREQ port. If HOLK is much faster 
than SDCLK, it takes long time to be cleared for the bits actually. 

2. Card Interrupt status bit keeps previous value until next card interrupt period (level interrupt) and can be cleared when 
write to 1 (RW1G). 

3. SD/MMC Controller of the S3C6410 does not support "card interrupt at block gap" used when the multiple block 4-bit 
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27.7.19 ERROR INTERRUPT STATUS REGISTER 

Signals defined in this register can be enabled by the Error Interrupt Status Enable register, but not by the Error 
Interrupt Signal Enable register. The interrupt is generated when the Error Interrupt Signal Enable is enabled and 
at least one of the statuses is set to 1 . Writing to 1 clears the bit and writing to 0 keeps the bit unchanged. More 
than one status can be cleared at the one register write. 



Register 


Address 


R/W 


Description 


Reset Value 


ERRINTSTSO 


0x7C200032 


R0C/RW1C 


Error Interrupt Status Register (Channel 0) 


0x0 


ERRINTSTS1 


0X7C300032 


R0C/RW1C 


Error Interrupt Status Register (Channel 1) 


0x0 


ERRINTSTS2 


0X7C400032 


R0C/RW1C 


Error Interrupt Status Register (Channel 2) 


0x0 



Name 


Bit 


Description 


Initial Value 




[15:10] 


Reserved 


0 


STAADM 
AERR 


[9] 


ADIVIA Error 

This bit is set when the Host Controller detects errors during ADMA based 
data transfer. The state of the ADMA at an error occurrence is saved in 
the ADMA Error Status Register, In addition, the Host Controller generates 
this Interrupt when it detects invalid descriptor data (Valid=0) at the 
ST_FDS state. ADIVIA Error State in the ADMA Error Status indicates that 
an error occurs in ST_FDS state. The Host Driver may find that Valid bit is 
not set at the error descriptor. 
'1' = Error 
'0' = No Error 


0 


STAACM 
DERR 


[8] 


Auto CMD12 Error 

Occurs when detecting that one of the bits in Auto CMD12 Error Status 
register has changed from 0 to 1 . This bit is set to 1 , not only when the 
errors in auto uiviui^ occur out aiso wnen auio uiviui^ is not execuiea 
due to the previous command error. 
'1' = Error 
'0' = No Error 


0 


STACURE 
RR 


[7] 


Current Limit Error 

Not implemented in this version. Always 0. 


0 


STADEND 
ERR 


[6] 


Data End Bit Error 

Occurs either when detecting 0 at the end bit position of read data which 
uses the 047 line or at the end bit position of the CRC Status. 
'1' = Error 
'0' = No Error 


0 


STADATC 
RCERR 


[5] 


Data CRC Error 

Occurs when detecting CRC error when transferring read data which uses 
the DAT Wne or when detecting the Write CRC status having a value of 
other than "010". 
'1' = Error 
'0' = No Error 


0 


STADATT 
OUTERR 


[4] 


Data Timeout Error 

Occurs when detecting one of following timeout conditions. 

(1 ) Busy timeout for R1 b, R5b type 

(2) Busy timeout after Write CRC status 

(3) Write CRC Status timeout 

(4) Read Data timeout. 


0 
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'1' = Timeout 
'0' = No Error 




STACMDI 
DXERR 


[3] 


Command Index Error 

Occurs if a Command Index error occurs in the command response. 
'1' = Error 
'0' = No Error 


0 


STACMD 
EBITERR 


[2] 


Command End Bit Error 

Occurs when detecting that the end bit of a command response is 0. 
'1' = End bit Error generated 
'0' = No Error 




STACMD 
CRCERR 


[1] 


Command CRC Error 

Command CRC Error is generated in two cases. 

(1) If a response is returned and the Command Timeout Error is set to 0 

(indicating no timeout), this bit is set to 1 when detecting a CRC error in 
the command response. 

(2) The Host Controller detects a CMD line conflict by monitoring the CMD 
line when a command is issued. If the Host Controller drives the CMD line 
to 1 level, but detects 0 levels on the CMD line at the next SDCLK edge, 
then the Host Controller will abort the command (Stop driving CMD line) 
and set this bit to 1 . The Command Timeout Error shall also be set to 1 to 
distinguish CMD line conflict. 

'1' = CRC Error generated 
'0' = No Error 


0 


STACMD 
TOUTER 
R 


[0] 


Command Timeout Error 

Occurs only if no response is returned within 64 SDCL/C cycles from the 
end bit of the command. If the Host Controller detects a CMD line conflict, 
in which case Command CRC Error shall also be set as shown in Table 
33, this bit shall be set without waiting for 64 SDCL/C cycles because the 
command will be aborted by the Host Controller. 
'1' = Timeout 
'0' = No Error 


0 
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The relation between Command CRC Error and Command Timeout Error is shown in Table below. 
The relation between Command CRC Error and Command Timeout Error 



Command CRC Error 


Command Timeout Error 


Kinds of error 


0 


0 


No Error 


0 


1 


Response Timeout Error 


1 


0 


Response CRC Error 


1 


1 


CMD line conflict 
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27.7.20 NORMAL INTERRUPT STATUS ENABLE REGISTER 



Setting to 1 enables Interrupt Status. 



Register 


Address 


R/W 


Description 


Reset Value 


NORINTSTSENO 


0x7C200034 


R/W 


Normal Interrupt Status Enable Register 
(Channel 0) 


0x0 


N0RINTSTSEN1 


0X7C300034 


R/W 


Normal Interrupt Status Enable Register 
(Channel 1) 


0x0 


N0RINTSTSEN2 


0X7C400034 


R/W 


Normal Interrupt Status Enable Register 
(Channel 2) 


0x0 



Name 


Bit 


Description 


Initial Value 




[15] 


Fixed to 0 

The Host Driver shall control error interrupts using the Error Interrupt 
Status Enable register. (RO) 


0 


ENSTAFIA3 


[14] 


FIFO SD Address Pointer Interrupt 3 Status Enable 

'1' = Enabled 
'0' = Masked 


0 


ENSTAFIA2 


[13] 


FIFO SD Address Pointer Interrupt 2 Status Enable 

'1' = Enabled 
'0' = Masked 


0 


ENSTAFIA1 


[12] 


FIFO SD Address Pointer Interrupt 1 Status Enable 

'1' = Enabled 
'0' = Masked 


0 


ENSTAFIAO 


[11] 


FIFO SD Address Pointer Interrupt 0 Status Enable 

'1' = Enabled 
'0' = Masked 


0 


ENSTARWAIT 


[10] 


Read Wait interrupt status enable 

'1' = Enabled 
'0' = Masked 


0 


ENSTACCS 


[9] 


CCS Interrupt Status Enable 

'1' = Enabled 
'0' = Masked 


0 


ENSTACARDINT 


[8] 


Card Interrupt Status Enable 

If this bit is set to 0, the Host Controller clears interrupt request to the 
System. The Card Interrupt detection is stopped when this bit is 
cleared and restarted when this bit is set to 1 . The Host Driver must 
clear the Card Interrupt Status Enable before servicing the Card 
Interrupt and must set this bit again after all interrupt requests from 
the card are cleared to prevent inadvertent interrupts. 
'1' = Enabled 
'0' = Masked 


0 
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Name 


Bit 


Description 


Initial Value 


p^lQTAPAR^RP^yl 

ciNo 1 MOMriUricivi 


r7i 


Card Removal Status Enable 

1 — CildUI^U 

'0' = Masked 


u 






Card Insertion Status Enable 

1 — CildUI^U 

'0' = Masked 


u 






Buffer Read Ready Status Enable 

1 — CildUI^U 

'0' = Masked 


u 


PMQTARI IPWTRRV 
CINO iMDurvv 1 nuT 




Buffer Write Ready Status Enable 

1 — CildUI^U 

'0' = Masked 


u 


^l\IO 1 r\U\\/\r\ 


r^i 
L^J 


DMA Interrupt Status Enable 

'1 ' - FnahlpH 

1 — ^1 IdUIUU 

'0' = Masked 


n 
u 


ENSTABLKGAP 


[2] 


Block Gap Event Status Enable 

'1' = Enabled 
'0' = Masked 


0 


ENSTASTANSCMPLT 


[1] 


Transfer Complete Status Enable 

'1' = Enabled 
'0' = Masked 


0 


ENSTACMDCMPLT 


[0] 


Command Complete Status Enable 

'1' = Enabled 
'0' = Masked 


0 
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27.7.21 ERROR INTERRUPT STATUS ENABLE REGISTER 



Setting to 1 enables Error Interrupt Status. 



Register 


Address 


R/W 


Description 


Reset Vaiue 


ERRINTSTSENO 


0X7C200036 


R/W 


Error Interrupt Status Enable Register (Channel 0) 


0x0 


ERRINTSTSEN1 


0X7C300036 


R/W 


Error Interrupt Status Enable Register (Channel 1) 


0x0 


ERRINTSTSEN2 


0X7C400036 


R/W 


Error Interrupt Status Enable Register (Channel 2) 


0x0 



Name 


Bit 


Description 


Initial Value 




[15:10] 


Reserved 


0 


ENSTAADM 
AERR 


[9] 


ADMA Error Status Enable 

'1' = Enabled 
'0' = Masked 


0 


ENSTAACM 
DERR 


[8] 


Auto CIVID12 Error Status Enable 

'1' = Enabled 
'0' = Masked 


0 


ENSTACUR 
ERR 


[7] 


Current Limit Error Status Enable 

This function is not implemented in this version. 
'1' = Enabled 
'0' = Masked 


0 


ENSTADEN 
DERR 


[6] 


Data End Bit Error Status Enable 

'1' = Enabled 
'0' = Masked 


0 


ENSTADAT 
CRCERR 


[5] 


Data CRC Error Status Enable 

'1' = Enabled 
'0' = Masked 


0 


ENSTADAT 
TOUTERR 


[4] 


Data Timeout Error Status Enable 

'1' = Enabled 
'0' = Masked 


0 


ENSTACMD 
IDXERR 


[3] 


Command Index Error Status Enable 

'1' = Enabled 
'0' = Masked 


0 


ENSTACMD 
EBITERR 


[2] 


Command End Bit Error Status Enable 

'1' = Enabled 
'0' = Masked 


0 


ENSTACMD 
CRCERR 


[1] 


Command CRC Error Status Enable 

'1' = Enabled 
'0' = Masked 


0 


ENSTACMD 
TOUTERR 


[0] 


Command Timeout Error Status Enable 

'1' = Enabled 
'0' = Masked 


0 
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27.7.22 NORMAL INTERRUPT SIGNAL ENABLE REGISTER 



This register is used to select which interrupt status is indicated to the Host System as the interrupt. These status 
bits all share the samel bit interrupt line. To enable interrupt generate set any of this bit to 1 . 



Register 


Address 


R/W 


Description 


Reset Value 


NORINTSIGENO 


0x70200038 


R/W 


Normal Interrupt Signal Enable Register 
(Ohannel 0) 


0x0 


N0RINTSIGEN1 


0x70300038 


R/W 


Normal Interrupt Signal Enable Register 
(Ohannel 1) 


0x0 


N0RINTSIGEN2 


0x70400038 


R/W 


Normal Interrupt Signal Enable Register 
(Ohannel 2) 


0x0 



Name 


Bit 


Description 


Initial Value 




[15] 


Fixed to 0 

The Host Driver shall control error interrupts using the Error Interrupt 
Signal Enable register. 


0 


ENSIGFIA3 


[14] 


FIFO SD Address Pointer Interrupt 3 Signal Enable 

'1' = Enabled 
'0' = Masked 


0 


ENSIGFIA2 


[13] 


FIFO SD Address Pointer Interrupt 2 Signal Enable 

'1' = Enabled 
'0' = Masked 


0 


ENSIGFIA1 


[12] 


FIFO SD Address Pointer Interrupt 1 Signal Enable 

'1' = Enabled 
'0' = Masked 


0 


ENSIGFIAO 


[11] 


FIFO SD Address Pointer Interrupt 0 Signal Enable 

'1' = Enabled 
'0' = Masked 


0 


ENSIGRWAIT 


[10] 


Read Wait Interrupt Signal Enable 

'1' = Enabled 
'0' = Masked 


0 


ENSIGOOS 


[9] 


CCS Interrupt Signal Enable 

Oommand Oomplete Singal Interrupt Status bit is for OE-ATA 
interface mode. 
'1' = Enabled 
'0' = Masked 


0 


ENSIGOARDINT 


[8] 


Card Interrupt Signal Enable 

'1' = Enabled 
'0' = Masked 


0 
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Rit 




Initicil X/oliio 
lllllldl VdlUc 


ENSIGCARD 
REM 


m 


Card Removal Signal Enable 

'1' = Enabled 
'0' = Masked 


0 


ENSIGCARD 
NS 


[6] 


Card Insertion Signal Enable 

'1' = Enabled 
'0' = Masked 


0 


ENSIGBUFR 
DRDY 


[5] 


Buffer Read Ready Signal Enable 

'1' = Enabled 
'0' = Masked 


0 


ENSIGBUFW 
TRDY 


[4] 


Buffer Write Ready Signal Enable 

'1' = Enabled 
'0' = Masked 


0 


ENSIGDMA 


[3] 


DMA Interrupt Signal Enable 

'1' = Enabled 
'0' = Masked 


0 


ENSIGBLKG 
AP 


[2] 


Block Gap Event Signal Enable 

'1' = Enabled 
'0' = Masked 


0 


ENSIGSTAN 
SCMPLT 


[1] 


Transfer Complete Signal Enable 

'1' = Enabled 
'0' = Masked 


0 


ENSIGCMD 
CMPLT 


[0] 


Command Complete Signal Enable 

'1' = Enabled 
'0' = Masked 


0 
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27.7.23 ERROR INTERRUPT SIGNAL ENABLE REGISTER 



This register is used to select which interrupt status is notified to the Host System as the interrupt. These status 
bits all share the same 1 bit interrupt line. To enable interrupt generate set any of this bit to 1 . 



Register 


Address 


R/W 


Description 


Reset Value 


ERRINTSIGENO 


0x7C20003A 


R/W 


Error Interrupt Signal Enable Register (Channel 
0) 


0x0 


ERRINTSIGEN1 


0X7C30003A 


R/W 


Error Interrupt Signal Enable Register (Channel 
1) 


0x0 


ERRINTSIGEN2 


0X7C40003A 


R/W 


Error Interrupt Signal Enable Register (Channel 
2) 


0x0 



Name 


Bit 


Description 


Initial Value 




[15:10] 


Reserved 


0 


tlNOHjAUIVI 

AERR 


[9] 


ADMA Error Signal Enable 

'1' = Enabled 
'0' = Masked 


0 


ENSIGACM 
DERR 


[8] 


Auto CMD12 Error Signal Enable 

'1' = Enabled 
'0' = Masked 


0 


ENSIGCUR 
ERR 


m 


Current Limit Error Signal Enable 

This function is not implemented in this version. 
'1' = Enabled 
'0' = Masked 


0 


ENSIGDEN 
DERR 


[6] 


Data End Bit Error Signal Enable 

'1' = Enabled 
'0' = Masked 


0 


ENSIGDAT 
CRCERR 


[5] 


Data CRC Error Signal Enable 

'1' = Enabled 
'0' = Masked 


0 


ENSIGDAT 
TOUTERR 


[4] 


Data Timeout Error Signal Enable 

'1' = Enabled 
'0' = Masked 


0 


ENSIGCMD 
IDXERR 


[3] 


Command Index Error Signal Enable 

'1' = Enabled 
'0' = Masked 


0 


ENSIGCMD 
EBITERR 


[2] 


Command End Bit Error Signal Enable 

'1' = Enabled 
'0' = Masked 


0 


ENSIGCMD 
CRCERR 


[1] 


Command CRC Error Signal Enable 

'1' = Enabled 
'0' = Masked 


0 


ENSIGCMD 
TOUTERR 


[0] 


Command Timeout Error Signal Enable 

'1' = Enabled 
'0' = Masked 


0 



Detailed documents are to be copied from SD Host Standard Specification. 
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27.7.24 AUT0CMD12 ERROR STATUS REGISTER 



When Auto CMD12 Error Status is set, the Host Driver checks this register to identify what kind of error Auto 
CMD12 indicated. This register is valid only when the Auto CMD12 Error is set. 



Register 


Address 


R/W 


Description 


Reset Value 


ACMD12ERRSTS0 


0X7C20003C 


ROC 


Auto CMD12 Error Status Register (Channel 
0) 


0x0 


ACMD12ERRSTS1 


0X7C30003C 


ROC 


Auto CMD12 Error Status Register (Channel 
1) 


0x0 


ACMD12ERRSTS2 


0X7C40003C 


ROC 


Auto CMD12 Error Status Register (Channel 
2) 


0x0 



Name 


Bit 


Description 


Initial Value 




[15:8] 


Reserved 


0 


STANCMD 
AER 


[7] 


Command Not Issued By Auto CMD12 Error 

Setting this bit to 1 means CMD_wo_DAT is not executed due to an Auto 
CMD12 Error (D04-D01) in this register. 
'1' = Not Issued 
'0' = No error 


0 




[6:5] 


Reserved 


0 


STACMDI 
DXERR 


[4] 


Auto CMD12 Index Error 

Occurs if the Command Index error occurs in response to a command. 
'1 ' = Error 
'0' = No Error 


0 


STACMDE 
BITAER 


[3] 


Auto CiVID12 End Bit Error 

Occurs when detecting that the end bit of command response is 0. 
'1 ' = End Bit Error Generated 
'0' = No Error 


0 


STACMDC 
RCAER 


[2] 


Auto CMD12 ORG Error 

Occurs when detecting a CRC error in the command response. 
'1' = CRC Error Generated 
'0' = No Error 


0 


STACMDT 
OUTAER 


[1] 


Auto CMD12 Timeout Error 

Occurs if no response is returned within 64 SDCZ./C cycles from the end 
bit of command. If this bit is set to1 , the other error status bits (D04-D02) 
are meaningless. 
'1' = Time out 
'0' = No Error 


0 


STANACM 
DAER 


[0] 


Auto CiVID12 Not Executed 

If memory multiple block data transfer is not started due to command 
error, this bit is not set because it is not necessary to issue Auto CMD12. 
Setting this bit to 1 means the Host Controller cannot issue Auto CMD12 
to stop memory multiple block data transfer due to some error. If this bit is 
set to 1 , other error status bits (D04-D01 ) are meaningless. 
'1' = Not executed 
'0' = Executed 


0 
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The relation between Auto CMD12 CRC Error and Auto CMD12 Timeout Error is shown below. 



Table 27-3. The relation between Command CRC Error and Command Timeout Error 



Auto CMD12 CRC Error 


Auto CMD12 Timeout Error 


Kinds of error 


0 


0 


No Error 


0 


1 


Response Timeout Error 


1 


0 


Response CRC Error 


1 


1 


CMD line conflict 



The timing of changing Auto CMD12 Error Status can be classified in three scenarios: 

(1) When the Host Controller is going to issue Auto CMD12 

Set DOO to 1 if Auto CMD12 cannot be issued due to an error in the previous command. 
Set DOO to 0 if Auto CMD12 is issued. 

(2) At the end bit of an Auto CMD1 2 response 

Check received responses by checking the error bits D01 , D02, DOS and D04. 
Set to 1 if error is detected. 
Set to 0 if error is not detected. 

(3) Before reading the Auto CMD12 Error Status bit D07 
Set D07 to 1 if there is a command cannot be issued 

Set D07 to 0 if there is no command to issue 

Timing of generating the Auto CMD12 Error and writing to the Command register are asynchronous. Then D07 
are sampled when driver never writing to the Command register. So just before reading the Auto CMD12 Error 
Status register set the D07 status bit. An Auto CMD12 Error Interrupt is generated when one of the error bits DOO 
to D04 is set to 1 . The Command Not Issued By Auto CMD12 Error does not generate an interrupt. 
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27.7.25 CAPABILITIES REGISTER 

This register provides the Host Driver with information specific to the Host Controller implementation. The Host 
Controller may implement these values as fixed or loaded from flash memory during power on initialization. Refer 
to Software Reset For All in the Software Reset register for loading from flash memory and completion timing 
control. 



Register 


Address 


R/W 


Description 


Reset Value 


CAPAREGO 


0x7C200040 


HWInit 


Capabilities Register (Channel 0) 


0X05E00080 


CAPAREG1 


0X7C300040 


HWInit 


Capabilities Register (Channel 1) 


0X05E00080 


CAPAREG2 


0x70400040 


HWInit 


Capabilities Register (Channel 2) 


0X05E00080 



Name 


Bit 


Description 


Initial Value 




[31 :27] 


Reserved 




CAPAV18 


[26] 


Voitage Support 1.8V (HWInit) 
'1'=1.8V Supported 
'0'=1.8V Not Supported 


1 


CAPAV30 


1251 


Voltage Support 3.0V (HWInit) 
'1'=3 OV SuDDorted 
'0'=3.0V Not Supported 


0 


CAPAV33 


[24] 


Voltage Support 3.3V (HWInit) 
'1'=3.3V Supported 
'0'=3.3V Not Supported 


1 


CAPASUS 
RES 


[231 


Suspend/Resume Support (HWInit) 

This bit indicates whether the Host Controller supports Suspend / 
Resume functionality. If this bit is 0, the Suspend and Resume 
mechanism are not supported and the Host Driver does not issue either 
Suspend or Resume commands. 
'1'=Supported 
'0'=Not Supported 


1 


CAPADM 
A 


[22] 


DMA Support (HWInit) 

This bit indicates whether the Host Controller is capable of using DMA to 
transfer data between system memory and the Host Controller directly. 
'1'=DMA Supported 
'0'=DMA Not Supported 


1 


CAPAHSP 
D 


[21] 


High Speed Support (HWInit) 

This bit indicates whether the Host Controller and the Host System 
support High Speed mode and they can supply SD Clock frequency from 
25MHz to 50MHz. 
'1'=High Speed Supported 
'0'= High Speed Not Supported 


1 




[20] 


Reserved 


0 


CAPAAD 
MA2 


[19] 


ADMA2 Support 

This bit indicates whether the Host Controller is capable of using 
ADMA2. 

'1'=ADMA2 Support 
'0'=ADMA2 not Support 


1 




[28] 


Reserved 


0 
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Name 


Bit 


Description 


Initial Value 


CAPAMAX 
BLKLEN 


[17:16] 


Max Block Length (HWInit) 

This value indicates the maximum block size that the Host Driver can 
read and write to the buffer in the Host Controller. The buffer transfers 
this block size without wait cycles. Three sizes can be defined as 
indicated below. 

'00=51 2-byte, '01'=1024-byte, '10'=2048-byte, '11'=Reserved 


0 




[15:14] 


Reserved 


0 


CAPABAS 
ECLK 


ri3-8i 


Base Clock Frequency For SD Clock (HWInit) 
This value indicates the base (maximum) clock frequency for the SD 
Clock. Unit values are 1 MHz. If the real frequency is 1 6.5MHz, the lager 
value is set to 01 0001 b (1 7MHz) because the Host Driver use this value 
to calculate the clock divider value (Refer to the SDCLK Frequency 
Select in the Clock Control reaister ^ and it does not exceed unner limit 

V^wlwWl II 1 LI Iw \^ \ III \y 1 1 V^^lwLV^I . 1 Ul 1^ IL 1 IWl w/Xvyww^ *^KJKJ\^ 1 III 1 ML 

of the SD Clock frequency. The supported clock range is 1 0MHz to 

63MHz. If these bits are all 0, the Host System has to get information via 

another method. 

Not '0'=1MHz to 63MHz 

000000b = Get information via another method 


0 


CAPATOU 
TUNIT 


U] 


Timeout Clock Unit (HWInit) 

This bit shows the unit of base clock frequency used to detect Data 
Timeout Error. 

'0'=KHz, '1'=MHz 


1 




[6] 


Reserved 


0 


CAPATOU 
TCLK 


[5:0] 


Timeout Clock Frequency (HWInit) 

This bit shows the base clock frequency used to detect Data Timeout 

Error. The Timeout Clock Unit defines the unit of this field value. 

Timeout Clock Unit =0 [kHz] unit: 1kHz to 63kHz 

Timeout Clock Unit =1 [MHz] unit: 1 MHz to 63MHz 

Not 0 = 1 kHz to 63kHz or 1 MHz to 63MHz 

00 0000b = Get information via another method 


0 
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27.7.26 MAXIMUM CURRENT CAPABILITIES REGISTER 

These registers indicate maximum current capability for each voltage. The value is meaningful if Voltage Support 
is set in the Capabilities register. If this information is supplied by the Host System via another method, all 
Maximum Current Capabilities register will be 0. 



Register 


Address 


R/W 


Description 


Reset Value 


MAXCURRO 


0x7C200048 


HWInit 


Maximum Current Capabilities Register 
(Channel 0) 


0x0 


MAXCURR1 


0X7C300048 


HWInit 


Maximum Current Capabilities Register 
(Channel 1) 


0x0 


MAXCURR2 


0X7C400048 


HWInit 


Maximum Current Capabilities Register 
(Channel 2) 


0x0 



Name 


Bit 


Description 


Initial Value 




[31 :24] 


Reserved 




MAXCURR18 


[23:16] 


Maximum Current for 1.8V (HWInit) 


0 


MAXCURR30 


[15:8] 


Maximum Current for 3.0V (HWInit) 


0 


MAXCURR33 


[7:0] 


Maximum Current for 3.3V (HWInit) 


0 



This register measures current in 4mA steps. Each voltage level's current support is described using the Table 
below. 



Table 27-4. Maximum Current Value Definition 



Register Value 


Current Value 


0 


Get information via another method 


1 


4mA 


2 


8mA 


3 


12mA 






255 


1020mA 
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27.7.27 CONTROL REGISTER 2 



This register contains the SD Command Argument. 



Register 


Address 


R/W 


Description 


Reset Value 


CONTROL2_0 


0X7C200080 


R/W 


Control register 2 (Channel 0) 


0x0 


C0NTR0L2_1 


0X7C300080 


R/W 


Control register 2 (Channel 1) 


0x0 


CONTROL2_2 


0X7C400080 


R/W 


Control register 2 (Channel 2) 


0x0 



Name 


Bit 


Description 


Initial Value 


ENSTAASYN 
CCLR 


[31] 


Write Status Clear Async Mode Enable 

This bit can make async-clear enable about Normal and Error interrupt 
status bit. During the initialization procedure command operation, this 
bit should be enabled. 
'0' = Disable 
'1' = Enable 


0 


ENCMDCNF 
MSK 


[30] 


Command Conflict Mask Enable 

This bit can mask enable the Command Conflict Status (bit [1 :0] of the 
"ERROR INTERRUPT STATUS REGISTER") 
0=Mask Disable, 1=Mask Enable 

Note) When the ENHIGHSPD field in the Host Control Register is set 
(High Speed data transfer), this field should be enabled to prevent from 
command conflict status alarm. 


0 


CDINVRXD3 


[29] 


Card Detect signal inversion for RX_DAT[3] 

0=Disable, 1=Enable 


0 


SELCARDO 
UT 


[28] 


Card Removed Condition Selection 

0= Card Removed condition is "Not Card Insert" State (When the 
transition from "Card Inserted" state to "Debouncing" state in Figure 27- 
13) 

1 = Card Removed state is "Card Out" State (When the transition from 
"Debouncing state to "No Card" state in Figure 27-13) 


0 


FLTCLKSEL 


[27:24] 


Filter Clock (IFLTCLK) Selection 

Filter Clock period = 2^(FltClkSel + 5) x iSDCLK period 

0000 = 25 X iSDCLK, 0001 = 26 x iSDCLK ... 1 1 1 1 = 220 x iSDCLK 


0 


LVLDAT 


[23:16] 


DAT line level 

Bit[23]=DAT[7], BIT[22]=DAT[6], BIT[21]=DAT[5], BIT[20]=DAT[4], 

Bit[19]=DAT[3], BIT[18]=DAT[2], BIT[17]=DAT[1], BIT[16]=DAT[0] 
(Read Only) 


Line state 


ENFBCLKTX 


[15] 


Feedback Clock Enable for Tx Data/Command Clock 

'0'=Disable, '1'=Enable 


0 


ENFBCLKRX 


[14] 


Feedback Clock Enable for Rx Data/Command Clock 

'0'=Disable, '1'=Enable 


0 
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Name 


Bit 


Description 


Initial Value 


SDCDSEL 


[13] 


SD Card Detect Signal Selection 

Card Detect Pin Level does not simply reflect SDCD# pin, but chooses 
from SDCD, DAT[3], or CDTestlvl depending on CDSigSel and this field 
(SDCDSel) values 

'0'=nSDCD is used for SD Card Detect Signal 
'1'=DAT[3] is used for SD Card Detect Signal 


0 


SDSIGPC 


[12] 


SD Output Signal Power Control Support 

This field is used to enable output CMD and DAT referencing SD Bus 

Power bit in the "PWRCON register", when being set. 

'0'= CMD and DAT outputs are not controlled by SD Bus Power bit 

'1'= CMD and DAT outputs are controlled(masked) by SD Bus Power 

bit 


0 


ENBUSYCHKT 
XSTART 


nil 

L ' ' J 


CE-ATA l/F mode 

Busy state check before Tx Data start state 
0=Disable, 1=Enable 


0 


DFCNT 


[10:9] 


Debounce Filter Count 

Debounce Filter Count setting register for Card Detect signal input 
(SDCD#) 

00=No use debounce filter, 01 =4 iSDCLK, 
1 0-1 6 iSDOLK 1 1 -64 iSDOLK 


0 


ENCLKOUTH 
OLD 


[8] 


SDCLK Hold Enable 

The enter and exit of the SDCLK Hold state is done by Host Controller. 
0=Disable, 1=Enable 


0 


RWAITMODE 


[7] 

L' J 


Read Wait Release Control 

0=Read Wait state is released by the Host Controller (Auto) 
1=Read Wait state is released by the Host Driver (Manual) 


0 


DISBUFRD 


[61 


Buffer Read Disable 

0=Normal mode, user can read buffer(FIFO) data using 0x20 register 
1=User cannot read buffer(FIFO) data using 0x20 register. In this case, 
the buffer memory only can be read through memory area. (Debug 
purpose) 


0 


SELBASECLK 


[5:4] 


Base Clock Source Select 

00 or 01 =HCLK, 1 0=EPLL out Clock (from SYSCON), 1 1 =External 
Clock source (XT! or XEXTCLK) 


00 


PWRSYNC 


[3] 


SD OP Power Sync Support with SD Card 

This field is used to enable input CMD and DAT referencing SD Bus 
Power bit in the "PWRCON register", when being set. 

'0'=No Sync, no switch input enable signal (Command, Data) 
'1'=Sync, control input enable signal (Command, Data) 


0 




[2] 


Reserved 


0 


ENCLKOUTM 
SKCON 


[1] 


SDCLK output clock masking when Card Insert cleared 

This field when High is used not to stop SDCLK when No Card state. 


0 
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'0'=Disable, '1'=Enable 




HWINITFIN 


[0] 


SD Host Controller Hardware Initialization Finish 

0=Not Finish, 1=Finish 


0 



NOTES: 

1 . Ensure to always set SDCLK Hold Enable (EnSCHold) if the card does not support Read Wait to guarantee for 
Receive data not overwritten to the internal FIFO memory. 

2. CMD_wo_DAT issue is prohibited during READ transfer when SDCLK Hold Enable is set. 
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27.2.28 CONTROL REGISTERS 3 REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


CONTROL3_0 


0x70200084 


R/W 


FIFO Interrupt Control (Control Register 3) 
(Channel 0) 


0X7F5F3F1F 


C0NTR0L3_1 


0X7C300084 


R/W 


FIFO Interrupt Control (Control Register 3) 
(Channel 1) 


0x7F5F3F1F 


CONTROL3_2 


0x7C400084 


R/W 


FIFO Interrupt Control (Control Register 3) 
(Channel 2) 


0x7F5F3F1F 



Name 


Bit 


Description 


Initial Value 


FCSEL3 


[31] 


Feedback Ciocit Select [3] 

Reference Note (1) 


0x0 


FIA3 


[30:24] 


FIFO Interrupt Address register 3 

FIFO (512Byte Buffer memory, word address unit) 

Initial value(0x7F) generates at 51 2-byte(1 28-word) position. 


0x7F 


FCSEL2 


[23] 


Feedback Clock Select [2] 

Reference Note (1) 


0x0 


FIA2 


[22:16] 


FIFO Interrupt Address register 2 

FIFO (512Byte Buffer memory, word address unit) 

Initial value(0x5F) generates at 384-byte(96-word) position. 


0x5F 


FCSEL1 


[15] 


Feedback Clock Select [1] 

Reference Note (2) 


0x0 


FIA1 


[14:8] 


FIFO Interrupt Address register 1 

FIFO (512Byte Buffer memory, word address unit) 

Initial value(0x3F) generates at 256-byte(64-word) position. 


0x3F 


FCSELO 


m 


Feedback Clock Select [0] 

Reference Note (2) 


0x0 


FIAO 


[6:0] 


FIFO Interrupt Address register 0 

FIFO (512Byte Buffer memory, word address unit) 

Initial value(OxlF) generates at 1 28-byte(32-word) position. 


0x1 F 



NOTES: 

1. FCSel[3:2] : Tx Feedback Clock Delay Control : Inverter delay means 10ns delay when SDCLK 50MHz setting 
'01 '=Delay1 (basic delay), '1 1 '=Delay2 (basic delay + 2ns), 

'00'=Delay3 (inverter delay), '10'=Delay4 (inverter delay + 2ns) 

2. FCSel[1 :0] : Rx Feedback Clock Delay Control : Inverter delay meansi 0ns delay when SDCLK 50MHz setting 
'01 '=Delay1 (basic delay), '1 1 '=Delay2 (basic delay + 2ns), 

'00'=Delay3 (inverter delay), '10'=Delay4 (inverter delay + 2ns) 

3. Tx Feedback inversion setting (FCSel[3:2] = '00' or '10'), Tx Feedback clock enable (ENFBCLKTX=0) and 
Normal Speed mode (ENHIGHSPD = 0) setting make Tx data transfer mismatch (Do not set). 
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27.2.29 CONTROL REGISTER 4 



Register 


Address 


R/W 


Description 


Reset Value 


CONTROL4_0 


0X7C20008C 


R/W 


Control register 4 (Channel 0) 


0x0 


C0NTR0L4_1 


0X7C30008C 


R/W 


Control register 4 (Channel 1 ) 


0x0 


CONTROL4_2 


0X7C40008C 


R/W 


Control register 4 (Channel 2) 


0x0 



Name 


Bit 


Description 


Initial 
Value 




[31:18] 


Reserved 


0 


SELCLKPADDS 


[17:16] 


SD Clock Output PAD Drive Strength Select 

'GO' = 2mA, '01 ' = 4mA, '10' = 7mA, '11' = 9mA 

Note ) This setting is for only HSMMC Controller Channel 0 and 1 . For 

HSMMC Channel 2, "SELCLKPADDS" is located in SPCON(Special 

Port Control) register bit[19:18](DRVCON_SPICLK[1]) in GPIO 

module. 


0 






Reserved 




STABUSY 


[0] 


Status Busy 

This bit is "High" when the clock domain crossing (HCLK to SDCLK) 
operation is processing. This bit is status bit and Read Only (RO) 


0 



27-70 



ELECTRONICS 



6410X_UM 



SD/MMC HOST CONTROLLER 



27.2.30 FORCE EVENT REGISTER FOR AUTO CMD12 ERROR STATUS 



Register 


Address 


R/W 


Description 


Reset Value 


FEAERO 


0X7C200050 


WO 


Force Event Auto CMD12 Error Interrupt 
Register (Channel 0) 


0x0000 


FEAER1 


0X7C300050 


wo 


Force Event Auto CMD12 Error Interrupt 
Register (Channel 1) 


0x0000 


FEAER2 


0X7C400050 


wo 


Force Event Auto CMD12 Error Interrupt 
Register (Channel 2) 


0x0000 



The Force Event Register is not a physically implemented register. Rather, it is an address at which the Auto 
CMD12 Error Status Register can be written. 

Writing 1 : set each bit of the Auto CMD12 Error Status Register 
Writing 0 : no effect 
D15 D12 



Name 


Bit 


Description 


Initial Value 




[15:8] 




0x0 


FENCMD 
AER 




Force Event for Command Not Issued By Auto CMD12 Error 




[7] 


1 =lnterrupt is generated 
0=No Interrupt 


0 




[6:5] 




0 


FECMDID 
XERR 




Force Event for Auto CMD12 Index Error 




[4] 


1 =lnterrupt is generated 
0=No Interrupt 


0 


FECMDE 




Force Event for Auto CMD12 End Bit Error 




BITAER 


[3] 


1 =lnterrupt is generated 
0=No Interrupt 


0 


FECMDC 




Force Event for Auto CMD12 CRC Error 




RCAER 


[2] 


1 =lnterrupt is generated 
0=No Interrupt 


0 


FECMDT 




Force Event for Auto CMD12 Timeout Error 




OUTAER 


[1] 


1 =lnterrupt is generated 
0=No Interrupt 


0 


FENACM 




Force Event for Auto CMD12 Not Executed 




DAER 


[0] 


1 =lnterrupt is generated 
0=No Interrupt 


0 
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27.2.31 FORCE EVENT REGISTER FOR ERROR INTERRUPT STATUS 



Register 


Address 


R/W 


Description 


Reset Value 


FEERRO 


0x70200052 


WO 


Force Event Error Interrupt Register Error 
Interrupt (Channel 0) 


0x0000 


FEERR1 


0X7C300052 


wo 


Force Event Error Interrupt Register Error 
Interrupt (Channel 1) 


0x0000 


FEERR2 


0X7C400052 


wo 


Force Event Error Interrupt Register Error 
Interrupt (Channel 2) 


0x0000 



The Force Event Register is not a physically implemented register. Rather, it is an address at which the Error 
Interrupt Status register can be written. The effect of a write to this address will be reflected in the Error Interrupt 
Status Register if the corresponding bit of the Error Interrupt Status Enable Register is set. 

Writing 1 : set each bit of the Error Interrupt Status Register 
Writing 0 : no effect 

Note: By setting this register, the Error Interrupt can be set in the Error Interrupt Status register. In order to 
generate interrupt signal, both the Error Interrupt Status Enable and Error Interrupt Signal Enable shall be set. 



D15 D12 



Name 


Bit 


Description 


Initial Value 




[15:12] 


Force Event for Vendor Specific Error Status 

Additional status bits can be defined in this register by the vendor. 

1 =lnterrupt is generated 
0=No Interrupt 


0x0 




[11:10] 






FEADMAE 
RR 


[9] 


Force Event for ADMA Error 

1 =lnterrupt is generated 
0=No Interrupt 


0 


FEACMD 
ERR 


[8] 


Force Event for Auto CMD12 Error 

1 =lnterrupt is generated 
0=No Interrupt 


0 


FECURER 
R 


[7] 


Force Event for Current Limit Error 

1 =lnterrupt is generated 
0=No Interrupt 


0 


FEDENDE 
RR 


[6] 


Force Event for Data End Bit Error 

1 =lnterrupt is generated 
0=No Interrupt 


0 


FEDATCR 
CERR 


[5] 


Force Event for Data ORG Error 

1 =lnterrupt is generated 
0=No Interrupt 


0 


FEDATTO 
UTERR 


[4] 


Force Event for Data Timeout Error 

1 =lnterrupt is generated 
0=No Interrupt 


0 


FECMDID 


[3] 


Force Event for Command Index Error 


0 
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XERR 




1=lnterrupt is generated 
u=NO intGrrupt 




FECMDE 
bl 1 bKK 


[2] 


Force Event for Command End Bit Error 

1=lnterrupt is generated 
0=No Interrupt 


0 


FECMDC 
RCERR 


[1] 


Force Event for Command CRC Error 

1=lnterrupt is generated 
0=No Interrupt 


0 


FECMDT 
OUTERR 


[0] 


Force Event for Command Timeout Error 

1=lnterrupt is generated 
0=No Interrupt 


0 



^^^^^^ 
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27.2.32 ADMA ERROR STATUS REGISTER 

When ADMA Error Interrupt is occurred, the ADMA Error States field in this register holds the ADMA state and 
the ADMA System Address Register holds the address around the error descriptor. For recovering the error, the 
Host Driver requires the ADMA state to identify the error descriptor address as follows: 

ST_STOP: Previous location set in the ADMA System Address register is the error descriptor address 

ST_FDS: Current location set in the ADMA System Address register is the error descriptor address 

ST_CADR: This sate is never set because do not generate ADMA error in this state. 

ST_TFR: Previous location set in the ADMA System Address register is the error descriptor address 

In case of write operation, the Host Driver should use ACMD22 to get the number of written block rather than 
using this information, since unwritten data may exist in the Host Controller. 

The Host Controller generates the ADMA Error Interrupt when it detects invalid descriptor data (Valid=0) at the 
ST_FDS state. In this case, ADMA Error State indicates that an error occurs at ST_FDS state. The Host Driver 
may find that the Valid bit is not set in the error descriptor. 



Register 


Address 


R/W 


Description 


Reset Value 


ADMAERRO 


0x70200054 


R/W 


ADMA Error Status Register (Channel 0) 


0x00 


ADMAERR1 


0X7C300054 


R/W 


ADMA Error Status Register (Channel 1) 


0x00 


ADMAERR2 


0x7C400054 


R/W 


ADMA Error Status Register (Channel 2) 


0x00 



Name 


Bit 


Description 


Initial Value 




[31:11] 


Reserved 


0x00 






ADMA Final Block Transferred (ROC) 




STAADMAFIN 
BLK 


[10] 


In ADMA operation mode, this field is set to High when the Transfer 
Complete condition and the block is final (no block transfer remains). 

If this bit is Low when the Transfer Complete condition, Transfer 
Complete is done due to the Stop at Block Gap, so data to be 
transferred still remains. 


0 


ADMACONTR 
EQ 


[9] 


ADMA Continue Request (WO) 

When the stop state by ADMA Interrupt, ADMA operation continues 
by setting this bit to HIGH. 


0 






ADMA Interrupt Status (RW1C) 




ADMASTAINT 


[8] 


This bit is set to HIGH when INT attribute in the ADMA Descriptor 
Table is asserted. This bit is not affected by ADMA error interrupt. 


0 




[7:3] 


Reserved 


0 






ADMA Length Mismatch Error 




ADMALENMIS 


[2] 


This error occurs in the following 2 cases. 


00 


ERR 


(1) While Block Count Enable being set, the total data length 
specified by the Descriptor table is different from that specified by 
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the Block Count and Block Length. 

(2) Total data length can not be divided by the block length. 

'0' = No Error 
'1'= Error 



ADMAERRST 



[1:0] 



ADMA Error State 

This field indicates the state of ADMA when error is occurred during 
ADMA data transfer. This field never indicates "10" because ADMA 
never stops in this state. 

D01 - DOO ADMA Error State when error is occurred Contents of 
SYS_SDR register 

'00' = ST_STOP (Stop DMA) Points next of the error descriptor 
'01' = ST_FDS (Fetch Descriptor) Points the error descriptor 
'10' = Never set this state (Not used) 

'11' = ST_TFR (Transfer Data) Points the next of the error descriptor 



^^^^^^ 
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27.2.33 ADMA SYSTEM ADDRESS REGISTER 



This register contains the physical Descriptor address used for ADMA data transfer. 



Register 


Address 


R/W 


Description 


Reset Value 


ADMASYSADDRO 


0X7C200058 


R/W 


ADMA System Address Register (Channel 0) 


0x00 


ADMASYSADDR1 


0X7C300058 


R/W 


ADMA System Address Register (Channel 1) 


0x00 


ADMASYSADDR2 


0X7C400058 


R/W 


ADMA System Address Register (Channel 2) 


0x00 



Name 


Bit 


Description 


Initial Value 


ADMASYS 
AD 


[31:0] 


ADMA System Address 

This register holds byte address of executing command of the Descriptor 
table. 

32-bit Address Descriptor uses lower 32-bit of this register. At the start of 

MLJIvIM, 11 It^ nUol LJllVt^l olld.ll otJl oLdlL d.UUl t^oo Ul lilt? LJcoL/l ipiUl LdUlt;. 1 lie 

ADMA increments this register address, which points to next line, when 
every fetching a Descriptor line. When the ADMA Error Interrupt is 
generated, this register shall hold valid Descriptor address depending on 
the ADMA state. The Host Driver shall program Descriptor Table on 32-bit 
boundary and set 32-bit boundary address to this register. ADMA2 ignores 
lower 2-bit of this register and assumes it to be 00b. 

32-bit Address ADMA 

Register Value 32-bit System Address 
xxxxxxxx OOOOOOOOh OOOOOOOOh 
xxxxxxxx 00000004h 00000004h 
xxxxxxxx OOOOOOOSh OOOOOOOSh 
xxxxxxxx OOOOOOOOh OOOOOOOOh 

xxxxxxxx FFFFFFFOh FFFFFFFOh 

Note) The data length of the ADMA Descriptor Table should be the word 
unit (multiple of the 4-byte). 


00 
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27.7.34 HOST CONTROLLER VERSION REGISTER 

This register contains the SD Command Argument. 



Register 


Address 


R/W 


Description 


Reset Value 


HCVERO 


0X7C2000FE 


HWInit 


Host Controller Version Register (Channel 0) 


0x0401 


HCVER1 


0X7C3000FE 


HWInit 


Host Controller Version Register (Channel 1) 


0x0401 


HCVER2 


0X7C4000FE 


HWInit 


Host Controller Version Register (Channel 2) 


0x0401 



Name 


Bit 


Description 


Initial Value 


VENVER 


[15:8] 


Vendor Version Number 

This status is reserved for the vendor version number. The Host Driver 
should not use this status. 

0x04 : SDMMC4.0 Host Controller 


0x04 


SPECVER 


[7:0] 


Specification Version Number 

This status indicates the Host Controller Spec. Version. The upper and 

lower 4-bits indicate the version 

'00' = SD Host Specification Version 1 .0 

'01 ' = SD Host Specification Version 2.00 Including the feature of the 
ADMA and Test Register 

Others = Reserved 


0x01 
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MIPI HSI INTERFACE CONTROLLER 



28.1 OVERVIEW 

MIPI HSI interface is a kind of high speed synchronous serial interface. 
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Figure 28-1. MIPI HSI signal definition Block Diagram 
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Figure 28-2. MIPI HSI transmitting example Block Diagram 
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28.2 FEATURES 

The MIPI HSI Rx/Tx controller features: 

The MIPI HSI interface is a uni-direction interface. 

MIPI HSI Rx maximum bandwidth is 1 00Mbps. MIPI HSI TX controller uses PCLK for data transmitting. 

28.2.1 TX MODULE: 

• Status register 

- FIFO status (fifo full, fifo empty, fifo write point, fifo read point) 

- MIPI status (internal status : current status & next status) 

• Configuration register 

- Operation mode select (stream mode or frame mode) 

- Fixed channel ID mode 

- Number of channel 

- Generated Error clear 

- TxHOLD state timer & enable 

- TxIDLE state timer & enable 

- TxREQ state timer & enable 

• Interrupt source register 

- FIFO empty 

- Break frame transfer done 

- TxHOLD state timeout 

- TxIDLE state timeout 

- TxREQ state timeout 

• Interrupt mask register 

• Software reset register 

• Channel ID register 

• Data register 

- Tx FIFO input 

- Tx FIFO size (Flip-Flop FIFO, not memory) 
♦ 32-bit width X 32 depth (1 28Byte) 
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28.2.3 RX MODULE: 

• Status register 

- FIFO status (fifo full, fifo empty, fifo write point, fifo read point) 

- MIPI status (internal status : current status & next status) 

• Configuration register 0 

- Operation mode select (stream mode or frame mode) 

- Fixed channel ID mode 

- Number of channel 

- Generated Error clear 

- RxACK state timer & enable 

- Rx state timer 

• Configuration register 1 

- Rx FIFO clear 

- Rx FIFO timer & enable 

• Interrupt source register 

- Rx FIFO full 

- Rx FIFO timeout 

- Data Receiving Done 

- Break frame received 

- Break frame receiving error 

- RxACK state timeout 

- Missed clock input 

- Added clock input 

• Software reset register 

• Channel ID register 

• Data register 

- Rx FIFO input 

- Rx FIFO size (Flip-Flop FIFO, not memory) 
♦ 32-bit width X 64 depth (256Byte) 
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28.3 BLOCK DIAGRAM 

28.3.1 TOP-LEVEL BLOCK DIAGRAM 

Basic architectures of the Rx module part & the Tx module part are similar. 
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Figure 28-3. MIPI HSI interface controller Tx module Top Block Diagram 
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Figure 28-4. MIPI HSI interface controller Rx module Top Block Diagram 
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Tx module part parallel-to-serial block 
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Figure 28-5. Parallel -to- Serial block (Tx module Part) 
Rx module part serial-to-parallel block 
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Figure 28-6. Serial-to-Parallel block (Rx module Part) 
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28.4 I/O DESCRIPTION 
28.4.1 TX MODULE I/O LIST 



Table 28-1. Tx I/O Description 



Name 


#bits 


I/O 


Function 


MIPI HSI interface Signals (Tx) 


TX_DATA 


1 


0 


MIPI HSI data line 


TX_FLAG 


1 


0 


MIPI HSI flag line 


TX_WAKE 


1 


0 


MIPI HSI wake up line to the other side Rx 


TX_READY 


1 


1 


MIPI HSI ready line from the other side Rx 



If DMA request enable bit at interrupt & DMA request mask register is 'enable', Tx module will request DMA when 
FIFO is empty. 
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28.4.2 RX MODULE I/O LIST 



Table 28-2. RX I/O Description 



Name 


#bits 


I/O 


Function 


MIPI HSI interface Signals (Rx) 


RX_DATA 


1 


1 


MIPI HSI data line 


RX_FLAG 


1 


1 


MIPI HSI flag line 


RX_WAKE 


1 


1 


MIPI HSI wake up line from the other side Tx 


RX_READY 


1 


0 


MIPI HSI ready line to the other side Tx 



If DMA request enable bit at interrupt & DMA request mask register is 'enable' and DMA request threshold value 
bits at configuration registerO is set(0x00-'0x11), Rx module will request DMA operation when the number of data 
in Rx FIFO is more than threshold value in configuration registerO. 
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28.5 TIMING DIAGRAM 

28.5.1 WAVEFORM 
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Figure 28-7. Waveform Block Diagram 



28.5.2 SIGNAL TIMINGS 



Table 28-3. Signal timings 



Parameter 


Description 


1 Mbit/s 


100 Mbit/s 


TNomBit 


Nominal bit time 


1000 ns 


10 ns 


TMinEdgeSep 


Minimum allowed separation of DATA and 
FLAG signal transitions 


500 ns 


5 ns 


TMaxSkew 


Maximum allowed time for combined skew 
and jitter 


249 ns 


1.5 ns 


tRise and tFall 


Minimum allowed signal rise and fall time 


2 ns 


2 ns 
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28.5.3 SINGLE/BURST CHANNEL ID MODE 
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Figure 28-8. Example of Burst channel ID mode Block Diagram 

In the Single channel ID mode, channel ID is attached in front of each data to send. In the Burst channel ID mode, 
channel ID is attached only in front of the first data frame which is sent after the IDLE state, and then only 32bit 
data are sent until going into IDLE mode again. The variable channel mode has a wider bandwidth in transferring 
a large data compared to the fixed channel ID mode, because the number of transferring channel ID is reduced. 



28.5.4 STREAM MODE 
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Figure 28-9. Example of Stream mode Block Diagram 



^^^^^^ 



ELECTRONICS 



28-9 



MIPI HSI 



6410X_UM 



28.5.5 FRAME MODE 
Normal mode 
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Figure 28-10. Example of Frame mode (normal mode) Block Diagram 
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Figure 28-11. Break frame Block Diagram 

The flag signal continues to toggle until the transfer is finished, because the break frame is transferring more than 
36 'O's. Tx module does not monitor the ready signal while it transfers the break frame, which is different from the 
normal mode. Therefore, ready signal is ignored as shown in Figure 28-1 1 . 
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28.6 FUNCTIONAL DESCRIPTION 
28.6.1 MIPI HSI TX CONTROLLER PART 
Finite State Machine 



tx_end && 
'-fifo_empty 




(Shift_cnt == 
data_2ndbit) 
&& Ready 



state timeout 



Figure 28-12. FSM of Tx module Part Block Diagram 
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28.6.2 MIPI HSI RX CONTROLLER PART 
Finite State Machine 



(shift_cnt == 
expected_dat 

a_cnt) && 
state timeout 



Break error 




Frame_mode 
&& (frame_bit 
== 0) 



Figure 28-13. FSM of Rx module Part 

Rx state is operated by a timer, which is set as the clock frequency input through MIPI HSI interface, the operation 
mode and the number of channel IDs. For example, let's assume that the clock frequency of MIPI is 1 0OMHz, the 
number of channel IDs is 3, the operation mode is frame mode and the operating clock frequency of Rx module is 
1 33MHz. One date frame is 1 0ns x 36 cycles, which requires 360ns to transfer. Dividing this value by 7.5ns 
(1/133MHz) yields 27cycles to transfer. By setting SFR as the value of 27-1 , the Rx state timer can operate in 
optimal case. RxRST state of the FSM is a state to prepare for the next operation by reset the shift registers used 
for MIPI HSI. 

The break frame can be fed even in the error state. The state goes to RxBREAK state if the frame bit is '0' when 
the clock toggles. (Ready signal is disabled in error state.) 
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28.7 SPECIAL FUNCTION REGISTERS 

28.7.1 REGISTER MAP 

MIPI HSI Tx Controller Register Map Table 



Table 28-4. Tx Controller Register Map Table 



Register 


Address 


Description 


Reset Value 


TX_STATUS_REG 


0X7E006000 


MIPI HSI Tx controller status register 


0x00010000 


TX_CONFIG_REG 


0x7E006004 


MIPI HSI Tx controller configuration register 


0xFFFFFF02 


Reseved 


0X7E006008 


Reserved register area 


0x00000000 


TX_INTSRC_REG 


0X7E00600C 


MIPI HSI Tx controller interrupt source register 


0x00000000 


TX_INTMSK_REG 


0X7E006010 


MIPI HSI Tx controller interrupt mask register 


0x8000001 F 


TX_SWRST_REG 


0x7E006014 


Tx controller software reset 


0x00000000 


TX_GHID_REG 


0X7E006018 


MIPI HSI Tx controller channel ID register 


0x00000000 


TX_DATA_REG 


0X7E00601C 


MIPI HSI Tx controller data register (FIFO input) 


0x00000000 



MIPI HSI Rx Controller Register Map Table 



Table 28-5. Rx Controller Register Map Table 



Register 


Address 


Description 


Reset Value 


RX_STATUS_REG 


0X7E007000 


MIPI HSI Rx controller status register 


0x00010000 


RX_CONFIG0_REG 


0x7E007004 


MIPI HSI Rx controller configuration register 


0X0FFFFF02 


RX_C0NFIG1_REG 


0X7E007008 


MIPI HSI Rx controller configuration register 


OxOOFFFFFF 


RX_INTSRG_REG 


0X7E00700C 


MIPI HSI Rx controller interrupt source register 


0x00000000 


RX_INTMSK_REG 


0X7E007010 


MIPI HSI Rx controller interrupt mask register 


0x800001 FF 


RX_SWRST_REG 


0x7E007014 


Rx controller software reset 


0x00000000 


RX_CHID_REG 


0x7E007018 


MIPI HSI Rx controller channel ID register 


0x00000000 


RX_DATA_REG 


0X7E00701C 


MIPI HSI Rx controller data register (FIFO output) 


0x00000000 
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28.8 INDIVIDUAL REGISTER DESCRIPTIONS (TX CONTROLLER) 

28.8.1 TX_STATUS_REG 

TX_STATUS_REG is an internal logic monitoring window. 



Table 28-6. TX_STATUS_REG register description 



Register 


Address 


R/W 


Description 


Reset Vaiue 


TX_STATUS_REG 


0x7E00_6000 


R 


MIPI HSI Tx controller status register 


0x00010000 



Bits 


Name 


Description 


R/W 


Reset Vaiue 


[31] 


reserved 


Reserved bit 


R 


0x0 


[30:28] 


next_state 


Next state* 


R 


0x0 


[27] 


reserved 


Reserved bit 


R 


0x0 


[26:24] 


current state 


Current state* 


R 


0x0 


[23:18] 


reserved 


Reserved bits 


R 


0x00 


[17] 


FIFOJull 


TxFIFO full 

0 : FIFO not full 1 : FIFO full 


R 


0x0 


[16] 


FIFO_empty 


TxFIFO empty 

0 : FIFO not empty 1 : FIFO empty 


R 


0x1 


[15:13] 


reserved 


Reserved bits 


R 


0x0 


[12:8] 


tx_rd_point 


TxFIFO read point 


R 


0x00 


[7:5] 


reserved 


Reserved bits 


R 


0x0 


[4:0] 


tx_wr_point 


TxFIFO write point 


R 


0x00 



State register value 






000 : IDLE 


001 


: TxREQ 


010 :Tx 


Oil 


: TxHOLD 


100 :TxlDLE 


101 


: Reserved state 


110 :TxBRK 


111 


: TxERR 
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28.8.2 TX_CONFIG_REG 

CONFIG_REG is used to set the configuration of Tx controller. 

Table 28-7. TX_CONFIG_REG register description 



Register 


Address 


R/W 


Description 


Reset Value 


TX_CONFIG_REG 


0x7E00_6004 


R/W 


MIPI HSI Tx controller configuration register 


0XFFFFFF02 



Bits 


Name 


Description 


R/W 


Reset Value 


[31:241 


TxHOLD time 


TxHOLD state timer setting value 


R/W 


OxFF 


[23:16] 


TxIDLE time 


TxIDLE state timer setting value 


R/W 


OxFF 


[15"81 


TxREQ time 


TxREQ state timer setting value 


R/W 


OxFF 


[7] 


TxHOLD time_en 


TxHOLD state timer enabler 

0 : disable 1 : enable 


R/W 


0x0 


[6] 


TxIDLE time_en 


TxIDLE state timer enabler 

0 : disable 1 : enable 


R/W 


0x0 


[5] 


TxREQ time_en 


TxREQ state timer enabler 

0 : disable 1 : enable 


R/W 


0x0 


[4] 


Err_clr 


Generated Error clear 

0 : stay 1 : clear 


R/W 


0x0 


[3:2] 


Width of CHID 


Width of channel ID 


R/W 


0x0 


[1] 


Burst_mode 


Fixed channel ID mode 

0 : Burst ch ID mode 1 : Single ch ID mode 


R/W 


0x1 


[0] 


Frame_mode 


Frame mode 

0 : Stream mode 1 : Frame mode 


R/W 


0x0 



28.8.3 TX_INTSRC_REG 

INTSRC_REG is interrupt source pending register. 

Table 28-8. TX_INTSRC_REG register description 



Register 


Address 


R/W 


Description 


Reset Value 


TX_INTSRC_REG 


0x7E00_600C 


R/W 


MIPI HSI Tx controller interrupt source register 


0x00000000 



Bits 


Name 


Description 


R/W 


Reset Value 


[31:5] 


Reserved 


Reserved bits 


R 


0x0000001 


[4] 


TxH_timeout 


TxHOLD state timeout interrupt (set '1 ' for clearing) 


R/W 


0x0 


[3] 


Txl_timeout 


TxIDLE state timeout interrupt (set '1 ' for clearing) 


R/W 


0x0 


[2] 


TxR_timeout 


TxREQ state timeout interrupt (set '1' for clearing) 


R/W 


0x0 
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Bits 


Name 


Description 


R/W 


Reset Value 


[1] 


Brframe_end 


Break frame transfer-done in Frame mode 
(set '1' for clearing) 


R/W 


0x0 


[0] 


TxFIFO_empty 


TxFIFO empty interrupt (set '1 ' for clearing) 


R/W 


0x1 



28.8.4 TX_INTMSK_REG 

INTMSK_REG is interrupt mask & DMA request enabler register. 

Table 28-9. TX_INTMSK_REG register description 



Register 


Address 


R/W 


Description 


Reset Value 


TX_INTMSK_REG 


0x7E00_601 0 


R/W 


MIPI HSI Tx controller interrupt mask register 


0x8000001 F 



Bits 


Name 


Description 


R/W 


Reset Value 


[31] 


DMA_req_en 


DMA request signal enable 

0: enable 1 : disable 


R/W 


0x1 


[30:5] 


Reserved 


Reserved bits 


R 


0x0000000 


[4] 


TxH_timeout_msk 


TxHOLD state timeout interrupt mask 
0 : unmask 1 : mask 


R/W 


0x1 


[3] 


Txl_timeout_msk 


TxIDLE state timeout interrupt mask 
0 : unmask 1 : mask 


R/W 


0x1 


[2] 


TxR_timeout_msk 


TxREQ state timeout interrupt mask 
0 : unmask 1 : mask 


R/W 


0x1 


[1] 


Brframe_end_msk 


Break frame transfer-done mask (in Frame mode) 
0 : unmask 1 : mask 


R/W 


0x1 


[0] 


TxFI FO_empty_msk 


TxFIFO empty interrupt mask 

0 : unmask 1 : mask 


R/W 


0x1 
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28.8.5 TX_SWRST_REG 

SWRST_REG is software reset. 



Table 28-10. TX_SWRST_REG register description 



Register 


Address 


R/W 


Description 


Reset Value 


TX_SWRST_REG 


0x7E00_6014 


R/W 


Tx controller software reset 


0x00000000 



Bits 


Name 


Description 


R/W 


Reset Value 


[31:1] 


Reserved 


Reserved bits 


R 


0x00000000 


[0] 


Sw_rst 


Software reset 

0 : set 1 : reset 


R/W 


0x0 



28.8.6 TX_CHID_REG 

CHID REG is used to transfer channel ID. 



Table 28-11. TX_CHID_REG register description 



Register 


Address 


R/W 


Description 


Reset Value 


TX_GHID_REG 


0x7E00_6018 


R/W 


MIPI HSI Tx controller channel ID register 


0x00000000 



Bits 


Name 


Description 


R/W 


Reset Value 


[31] 


Break_frame 


Break frame transfer in Frame mode 
In auto clear mode, this bit is automatically cleared. 
But the other mode, TxDATA send '0' stream during 
setting '1 ' at br_frame_clr bit. 


R/W/C 


0x0 


[30] 


Auto_clr 


Break frame auto clear bit 

0 : auto clear & TxBRK state end 

1 : auto clear disable & TxBRK state continue 


R/W 


0x0 


[29] 


Br_frame_clr 


Stop break frame continuing transfer 


W 


0x0 


[28:3] 


Reserved 


Reserved bits 


R 


0x0000000 


[2:0] 


CHID 


Channel ID 


R/W 


0x0 



NOTE: In order to send data , the TX_CHID_REG must be set first and then the data to be 

transfered are pushed into the data fife. The same channel ID is attached to each of the data when it sent through 
TxDATA. If the channel ID is different from the previous one, you must set the new channel ID into the 
TX_CHID_REG before pushing data into the data fifo. Break frame is sent to Rx side when '1 ' is inputted for the 
Break_frame bit in the frame mode. This bit is automatically cleared after the transmission is completed (36 'O's 
are transffered) in the auto clear mode (auto clear bit =0). In this case, the internal state goes to IDLE state. If not in 
the auto clear mode, the TxDATA continues to transfer '0' while the internal state maintained in TxBRK state. 
Meanwhile, if the br_frame_clr bit is written as '1 ', the state changes from RxBRK to IDLE and the TxDATA stops to 
transfer 'O's. 
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28.8.7 TX_DATA_REG 

TX_DATA_REG is TxFIFO input. 



Table 28-12. DATA_REG register description 



Register 


Address 


R/W 


Description 


Reset Value 


TX_DATA_REG 


0x7E00_601C 


R/W 


MIPI HSI Tx controller data register (FIFO input) 


0x00000000 



Bits 


Name 


Description 


R/W 


Reset Value 


[31:0] 


TxFIFO in 


TxFIFO data input for transmitting 


W 


0x0 



NOTE: As soon as data are loaded on TxFIFO, data in TxFIFO are transferred to the other side's RX 
through IVIIPI HSI Tx controller until TxFIFO is fully empty. 
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28.9 INDIVIDUAL REGISTER DESCRIPTIONS (RX CONTROLLER) 

28.9.1 RX_STATUS_REG 

RX_STATUS_REG is an internal logic monitoring window. 



Table 28-13. RX_STATUS_REG register description 



Register 


Address 


R/W 


Description 


Reset Value 


RX_STATUS_REG 


0x7E00_7000 


R/W 


MIPI HSI Rx controller status register 


0x00010000 



DllS 


iMame 


uescripiion 


R/W 
ril VV 


nesei value 


[31] 


Reserved 


Reserved bit 


R 


0x0 


[30:28] 


Next_state 


Next state* 


R 


0x0 


[27] 


Reserved 


Reserved bit 


R 


0x0 


[26:24] 


Curr_state 


Current state* 


R 


0x0 


[23:19] 


Reserved 


Reserved bits 


R 


0x00 


[18] 


FIFOjimeout 


RxFIFO read timeout 

0 : in time 1 : time out 


R 


0x0 


[17] 


FIFOJull 


RxFIFO full 

0: FIFO not full 1: FIFO full 


R 


0x0 


[16] 


FIFO_empty 


RxFIFO empty 

0 : FIFO not empty 1 : FIFO empty 


R 


0x1 


[15:14] 


Reserved 


Reserved bits 


R 


0x0 


[13:8] 


Rx_rd_point 


RxFIFO read point 


R 


0x00 


[7:6] 


Reserved 


Reserved bits 


R 


0x0 


[5:0] 


Rx_wr_point 


RxFIFO write point 


R 


0x00 



State 


register value 






000 : 


IDLE 


001 


: RxACK 


010 : 


Rx 


Oil 


: RxHOLD 


100 : 


RxBREAK 


101 


: Reserved state 


110 : 


RxRST 


111 


: RxERR 
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28.9.2 RX_CONFIG0_REG 

RX_CONFIG0_REG is used to set the configuration of Rx controller. 

Table 28-14. RX_CONFIG0_REG register description 



Register 


Address 


R/W 


Description 


Reset Value 


RX_CONFIG0_REG 


0x7E00_7004 


R/W 


MIPI HSI Rx controller configuration register 


0X0FFFFF02 



Bits 


Name 


Description 


R/W 


Reset Value 


[O 1 .OUJ 




Rpcprx/pH hitQ 


n 
fi 


UAU 




HRFO thrpQ 


PiK/IA rpni iPQt thrPchnlH \/^Iiip 

DMA rpnijp<^t <^innal i<5 artivp whpn valid data in FIFO i<^ 

LyiVin l^v^U^OL OI^IICll lO ClOLIV^ VVII^II y V^CILCI III 1 II lO 

0x00 : full 

0x01 : more than 4word 
0x10 : more than Sword 
0x1 1 : more than 1 6word 


R/W 

ixl V V 


UAUU 


[27:16] 


Rx_state time 


Rx state timer setting value 


R/W 


OxFFF 


[15:8] 


RxACK time 


RxACK state timer setting value 


R/W 


OxFF 


[7] 


Reserved 


Reserved bit 


R 


0x0 


[6] 


RxACK time_en 


RxACK state timer enabler 

0 : disable 1 : enable 


R/W 


0x0 


[5] 


Break_clr 


RxBREAK state clear bit 

0 : disable 1 : enable 


R/W 


0x0 


[4] 


Err_clr 


Generated Error clear 


R/W 


0x0 


[3:2] 


Width of CHID 


Width of channel ID 


R/W 


0x0 


[1] 


Burst_mode 


Fixed channel ID mode 

0 : Burst ch ID mode 1 : Single ch ID mode 


R/W 


0x1 


[0] 


Frame_mode 


Frame mode 

0 : Stream mode 1 : Frame mode 


R/W 


0x0 
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28.9.3 RX_C0NFIG1_REG 

RX_C0NFIG1_REG is used to set the configuration of Rx FIFO. 

Table 28-15. RX_C0NFIG1_REG register description 



Register 


Address 


R/W 


Description 


Reset Value 


RX_C0NFIG1_REG 


0x7E00_7008 


R/W 


MIPI HSI Rx controller configuration register 


OxOOFFFFFF 



Bits 


Name 


Description 


R/W 


Reset Value 


[31] 


RxFIFO_clr 


Break frame receiving timer setting value 


R/W 


0x0 


[30:28] 


Reserved 


Reserved bits 


R 


0x0 


[27] 


RxFIFO_timer_en 


RxFIFO timer enabler 


R/W 


0x0 


[26:24] 


Reserved 


Reserved bits 


R 


0x0 


[23:0] 


RxFIFOjime 


RxFIFO timer setting value 


R/W 


OxFFFFFF 



28.9.4 RX_INTSRC_REG 

INTSRC_REG is interrupt source panding register. 

Table 28-16. RX_INTSRC_REG register description 



Register 


Address 


R/W 


Description 


Reset Value 


RX_INTSRC_REG 


0x7E00_700C 


R/W 


MIPI HSI Rx controller interrupt source register 


0x00000000 



Bits 


Name 


Description 


R/W 


Reset Value 


[31:8] 


Reserved 


Reserved bits 


R 


0x000000 


m 


Break_done 


Received Break frame in Frame mode 
(set '1' for clearing) 


R/W 


0x0 


[6] 


Added_clock 


Added clock input (set '1 ' for clearing) 


R/W 


0x0 


[5] 


Missed_clock 


Missed clock input interrupt (set '1 ' for clearing) 


R/W 


0x0 


[4] 


RxACKjimeout 


RxACK state timeout interrupt (set '1' for clearing) 


R/W 


0x0 


[3] 


Brframe_err 


Received data is not break frame, 
(set '1' for clearing) 


R/W 


0x0 


[2] 


RxDONE 


Data receiving is Done, 
(set '1' for clearing) 


R/W 


0x0 


[1] 


RxFIFOjimeout 


RxFIFO timeout but RxFIFO is not empty, 
(set '1' for clearing) 


R/W 


0x0 


[0] 


RxFIFOJull 


RxFIFO full interrupt (set '1 ' for clearing) 


R/W 


0x0 
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28.9.5 RX_INTMSK_REG 

RX_INTMSK_REG is interrupt mask & DMA reqeust enabler register. 

Table 28-17. RX_INTMSK_REG register description 



Register 


Address 


R/W 


Description 


Reset Value 


RX_INTMSK_REG 


0x7E00_7010 


R/W 


MIPI HSI Rx controller interrupt mask register 


0x800001 FF 



Bits 


Name 


Description 


R/W 


Reset Vaiue 


[31] 


DMA_req_en 


DMA request signal enable 

0: enable 1 : disable 


R/W 


0x1 


[30:9] 


Reserved 


Reserved bits 


R 


0x0000000 


[8] 


wakeup_enn 


MIPI wake up enabler 

0 : enable 1 : disable 


R/W 


0x1 


[7] 


Break_done_msk 


Break frame done interrupt mask 

0 : unmask 1 : mask 


R/W 


0x1 


[6] 


Added_clock_msk 


Added clock input interrupt mask 

0 : unmask 1 : mask 


R/W 


0x1 


[5] 


Missed_clock_msk 


Missed clock input interrupt mask 
0 : unmask 1 : mask 


R/W 


0x1 


[4] 


RxACK_timeout_msk 


RxACK state timeout interrupt mask 
0 : unmask 1 : mask 


R/W 


0x1 


[3] 


Brframe_err_msk 


Break frame err interrupt mask 

0 : unmask 1 : mask 


R/W 


0x1 


[2] 


RxDONE_msk 


RxDONE interrupt mask 

0 : unmask 1 : mask 


R/W 


0x1 


[1] 


RxFIFO_timeout_msk 


RxFIFO_timeout interrupt mask 

0 : unmask 1 : mask 


R/W 


0x1 


[0] 


RxFIFOJulLmsk 


RxFIFO full interrupt mask 

0 : unmask 1 : mask 


R/W 


0x1 
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28.9.6 RX_SWRST_REG 

SWRST_REG is software reset. 

Table 28-18. RX_SWRST_REG register description 



Register 


Address 


R/W 


Description 


Reset Value 


RX_SWRST_REG 


0x7E00_7014 


R/W 


Rx controller software reset 


0x00000000 



Bits 


Name 


Description 


R/W 


Reset Value 


[31:1] 


Reserved 


Reserved bits 


R 


0x00000000 


[0] 


Sw_rst 


Software reset 

0 : set 1 : reset 


R/W 


0x0 



28.9.7 RX_CHID_REG 

RX_CHID_REG is channel ID RxFIFO output. 



Table 28-19. RX_CHID_REG register description 



Register 


Address 


R/W 


Description 


Reset Value 


RX_CHID_REG 


0x7E00_7018 


R/W 


MIPI HSI Rx controller channel ID register 


0x00000000 



Bits 


Name 


Description 


R/W 


Reset Value 


[31:3] 


Reserved 


Reserved bits 


R 


0x0000000 


[2:0] 


CURRJD 


Current Channel ID 


R 


0x0 



NOTE: Because Data in RxFIFO have the same channel ID, Channel ID should be changed after making RxFIFO empty,. 



28.9.8 RX_DATA_REG 

RX_DATA_REG is RxFIFO output. 



Table 28-20. RX_DATA_REG register description 



Register 


Address 


R/W 


Description 


Reset Value 


RX_DATA_REG 


0x7E00_701C 


R 


MIPI HSI Rx controller data register (FIFO output) 


0x00000000 



Bits 


Name 


Description 


R/W 


Reset Value 


[31:0] 


RxFIFO out 


RxFIFO data output 


R 


0x0 
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29-1 OVERVIEW 



The Serial Peripheral Interface (SPI) can interface the serial data transfer. SPI includes two 8, 16, 32-bit shift 
registers for transmission and receiving, respectively. During SPI transfer, data is simultaneously transmitted 
(shifted out serially) and received (shifted in serially). SPI supports the protocols for National Semiconductor 
Microwire and Motorola Serial Peripheral Interface. 

29.2 FEATURES 

The SPI supports the following features: 

• Full duplex 

• 8/1 6/32-bit shift register for TX/RX 

• 8-bit prescale logic 

• 3 clocks source 

• 8-bit/1 6-bit/32-bit bus interface 

• The Motorola SPI protocol and National Semiconductor Microwire 

• Two independent transmit and receive FIFOs, each 16 samples deep by 32-bits wide 

• Master-mode and Slave-mode 

• Receive-without-transmit operation 

• Tx/ Rx maximum frequency at up to 50MHz 
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29.3 SIGNAL DESCRIPTIONS 

The following table lists the external signals between the SPI and external device. All ports of the SPI can be used 
as General Purpose I/O ports when disable. For more information refer to "General Purpose I/O" chapter. 



Table 29-1. External signals description 



Name 


Direction 


Description 


XspiCLK 


Inout 


XspiCLK is the serial clock used to control time to transfer data. 


XspiMISO 


Inout 


In Master mode, this port is the input port. Input mode is used to get data from slave 
output port. Data are transmitted to master through this port in slave mode. 


XspiMOSI 


Inout 


In Master mode, this port is the output port. This port is used to transfer data from 
master output port. Data are received from master through this port in slave mode. 


XspiCS 


Inout 


Slave selection signal, all data TX/RX sequences are executed when XspiCS is low. 



29,4 OPERATION 

The SPI in S3C6410x transfers 1-bit serial data between S3C6410x and external device. The SPI in S3C6410x 
supports the CPU or DMA to transmit or receive FIFOs separately and to transfer data in both directions 
simultaneously. SPI has 2 channels, TX channel and RX channel. TX channel has the path from Tx FIFO to 
external device. RX channel has the path from external device to RX FIFO. 

CPU (or DMA) must write data on the register SPI_TX_DATA, to write data in FIFO. Data on the register are 
automatically moved to Tx FIFOs. To read data from Rx FIFOs, CPU (or DMA) must access the register 
SPI_RX_DATA and then data are automatically sent to the register SPI_RX_DATA. 

29.4.1 OPERATION MODE 

HS_SPI has 2 modes, master and slave mode. In master mode, HS_SPICLK is generated and transmitted to 
external device. XspiCS#, which is the signal to select slave, indicates data valid when it is low level. XspiCS# 
must be set low before packets starts to be transmitted or received. 

29.4.2 FIFO ACCESS 

The SPI in S3C6410x supports CPU access and DMA access to FIFOs. Data size of CPU access and DMA 
access to FIFOs can be selected from 8-bit/1 6-bit/32-bit data. If 8-bit data size is selected, valid bits are from 0 bit 
to 7 bit. CPU accesses are normally on and off by trigger threshold, which is user defined. The trigger level of 
each FIFOs is set from Obyte to 64bytes. TxDMAOn or RxDMAOn bit of SPI_MODE_CFG register must be set to 
use DMA access. DMA access supports only single transfer and 4-burst transfer. In TX FIFO, DMA request signal 
is high until that FIFO is full. In RX FIFO, DMA request signal is high if FIFO is not empty. 

29.4.3 TRAILING BYTES IN THE RX FIFO 

When the number of samples in Rx FIFO is less than the threshold value in INT mode or DMA 4 burst mode and 
no additional data is received, the remaining bytes are called trailing bytes. To remove these bytes in RX FIFO, 
internal timer and interrupt signal are used. The value of internal timer can be set up to 1024 clocks based on 
APB BUS clock. When timer value is to be zero, interrupt signal is occurred and CPU can remove trailing bytes in 
FIFO. 
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29.4.4 PACKET NUMBER CONTROL 



SPI can control the number of packets to be received in master mode. If there is any number of packets to be 
received, just set the SFR (Packet_Count_reg). SPI stops generating SPICLK when the number of packets is the 
same as what you set. It is mandatory to follow software or hardware reset before this function is reloaded. 
(Software reset can clear all registers except special function registers, but hardware reset clears all registers.) 

29.4.5 CHIP SELECT CONTROL 



XspiCS# can be selected auto control or manual control. 

29.4.5.1 MANUAL CONTROL MODE 

AUTO_N_MANUAL must be clear (default value is 0). XspiCS# level is controlled by NSSOUT bit. 

29.4.5.2 AUTO CONTROL MODE 

AUTO_N_MANUAL must be set. XspiCS toggled between packet and packet automatically. XspiCS inactive 
period is controlled by NCS_TIME_COUNT. NSSOUT is not available at this time. 
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29.4.6 SPI TRANSFER FORMAT 



The S3C6410X supports 4 different formats to transfer the data. Figure 29-1 describes four waveforms for 
SPICLK. 



CPOL = 0, CPHA = 0 (Format A) 
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CPOL = 0, CPHA = 1 (Format B) 
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CPOL = 1 , CPHA = 0 (Format A) 
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CPOL = 1 , CPHA = 1 (Format B) 
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Figure 29-1. SPI Transfer Format 
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29.6 Special Function Register Descriptions 

29.6.1 SETTING SEQUENCE OF SPECIAL FUNCTION REGISTER 

Special Function Register must be set in the following sequence. (nCS manual mode) 

1 . Set Transfer Type. (CPOL & CPHA set ) 

2. Set Clock configuration register. 

3. Set SPI MODE configuration register. 

4. Set SPI INT_EN register. 

5. Set Packet Count configuration register if necessary. 

6. Set Tx or Rx Channel on. 

7. Set NSSOUT low to start Tx or Rx operation. 

A. Set NSSOUT Bit to low, then start TX data writing. 

B. If auto chip selection bit is set, should not control NSSOUT. 
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29.6.2 SPECIAL FUNCTION REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


CH_CFG(ChO) 


0x7F00B000 


R/W 


SPI configuration register 


0x40 


CH_CFG(Ch1) 


0X7F00C000 


R/W 


SPI configuration register 


0x40 



CH_CFG 


Bit 




Description 


Initial State 


D_EN 




n/ vv 


Qlci\/o Ty oi itr\i it timo rrvntrol Kit 
Olavt; 1 /\ UUipUL IIIIIU L/UllllUI Ull. 

If this bit is set in CPHA 0, Slave TX output time is 
reduced as much as half period of SPICLKout period. 
SPI clock is less than 30MHz, this bit should be clear. 

0: disable 1 : enable 


1 


C\A/ DCT 

oVV_Ho 1 


pj 


H/VV 


Software reset. 

The following registers and bits are cleared by this bit. 
Rx/Tx FIFO Data SPI STATUS 

1 1 /\l 1 /\ 1 II \^ l_/ Ci L Ci J \J 1 1 \J 1 #1 1 \J \ J 

Once reset, this bit must be clear manually. 
0: inactive 1 : active 


U 


SLAVE 


[4] 


R/W 


Whether SPI Channel is Master or Slave 
0: Master 1: Slave 


0 


CPOL 


[3] 


R/W 


Determine an active high or active low clock 
0: active high 1 : active low 


0 


CPHA 


[2] 


R/W 


Select one of the two fundamentally different transfer 
format 

0: format A 1: format B 


0 


RX_CH_ON 


[1] 


R/W 


SPI Rx Channel On 

0: Channel Off 1 : Channel On 


0 


TX_CH_ON 


[0] 


R/W 


SPI Tx Channel On 

0: Channel Off 1 : Channel On 


0 
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Register 


Address 


R/W 


Description 


Reset Value 


CLK_CFG(ChO) 


0x7F00B004 


R/W 


Clock configuration register 


0x0 


CLK_CFG(Ch1) 


0X7F00C004 


R/W 


Clocl< configuration register 


0x0 



CLK_CFG 


Bit 




Description 


Initial State 


SPLCLKSEL 


[10:9] 


R/W 


Clocl< source selection to generate SPI clock-out 

00 : PCLK 01 : USBCLK 
10 : Epil clock 1 1 : reserved 

* For using USBCLK source, The USB_SIG_MASK at 
system controller must be set. 

*Epll clock is from System Controller and has 4 sources: 
MOUTepll, DOUTmpll, FINepll, 27MHz 


0 


ENCLK 


[8] 


R/W 


Clock enable/disable 

0 : disable 1 : enable 


0 


SPLSCALER 


[7:0] 


R/W 


SPI clock-out division rate 

SPI clock-out = Clock source / (2 x (Prescaler value +1)) 


0 
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Register 


Address 


R/W 


Description 


Reset Value 


MODE_CFG(ChO) 


0x7F00B008 


R/W 


SPI FIFO control register 


0x0 


M0DE_CFG(Ch1) 


0X7F00C008 


R/W 


SPI FIFO control register 


0x0 



l\flODE_CFG 


Bit 




Description 


Initial State 


CH_WIDTH 


[30:29] 


R/W 


00 : Byte 01 : Halfword 
1 0 : Word 1 1 : reserved 


0 


TRAILING_CNT 


[28:19] 


R/W 


Count value from writing the last data in RX FIFO to flush 
trailing bytes in FIFO 


0 


BUS_WIDTH 


[18:17] 


R/W 


00: Byte 01: Halfword 

1 n ■ \A/nrH 1 1 TPQPrx/pH 


0 


RX_RDY_LVL 


[16:11] 


R/W 


Rx FIFO trigger level in INT mode. Trigger level is from 0 
to 63. The value means byte number in RX FIFO 


0 


TX_RDY_LVL 


[10:5] 


R/W 


Tx FIFO trigger level in INT mode. Trigger level is from 0 to 
63. The value means byte number in TX FIFO 


0 


reserved 


[4:3] 








RX_DMA_SW 


[2] 


R/W 


Rx DMA mode enable/disable 

0 : DMA mode disable 1 : DMA mode enable 


0 


TX_DMA_SW 


[1] 


R/W 


Tx DMA mode on/off 

0 : DMA mode disable 1 : DMA mode enable 


0 


DMA_TYPE 


[0] 


R/W 


DMA transfer type, single or 4 busts. 

0 : single 1 : 4 burst 

DMA transfer size must be set as the same size in DMA as 

it is in SPI. 


0 



Note 1 . CH_WIDTH is shift-register width. 



Note 2. BUS_WIDTH is SPI FIFO width, transfer data size should be aligned at BUS_WIDTH. 
Note 3. CH WIDTH must be smaller than BUS WIDTH or the same as. 
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Register 


Address 


R/W 


Description 


Reset Vaiue 


CS_REG(ChO) 


0X7F00B00C 


R/W 


Slave selection signal control register 


0x1 


CS_REG(Ch1) 


0X7F00C00C 


R/W 


Slave selection signal control register 


0x1 



CS_REG 


Bit 




Description 


Initiai State 


NCS_TIME_COUNT 


[9:4] 


R/W 


NSSOUT inactive time = 
((nCS_time_count+3)/2) x SPICLKout 


0 


reserved 


[3:2] 




reserved - 




AUTO_N_MANUAL 


[1] 


R/W 


Chip select toggle manual or auto selection 
0: manual 1 : Auto 


0 


NSSOUT 


[0] 


R/W 


Slave selection signal (manual only) 
0: active 1 : inactive 


1 


Note. If AUTO_N_MANUAL is set, N 


SSOUT is controlled by SPI controller and data transfer is performed 



discontinuously. Unit data size depends on CH_WIDTH. 



SPICLK 




NCS_TIME_COUNT 



Figure 29-2. Auto chip select mode waveform (CPOL=0, CPHA=0, CH_WIDTH=Byte) 
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Register 


Address 


R/W 


Description 


Reset Value 


SPIJNT_EN(ChO) 


0X7F00B010 


R/W 


SPI Interrupt Enable register 


0x0 


SPI_INT_EN(Ch1) 


0X7F00C010 


R/W 


SPI Interrupt Enable register 


0x0 



SPIJNT_EN 


Bit 




Description 


Initial State 


INT_EN_TRAILING 


[6] 


R/W 


Interrupt Enable for trailing count to be zero 
0: Disable 1 :Enable 


0 


INT_EN_RX_OVERRUN 


[5] 


R/W 


Interrupt Enable for RxOverrun 

0: Disable 1 :Enable 


0 


INT_EN_RX_UNDERRUN 


[4] 


R/W 


Interrupt Enable for RxUnderrun 

0: Disable 1 :Enable 


0 


INT_EN_TX_OVERRUN 


[3] 


R/W 


Interrupt Enable for TxOverrun 

0: Disable 1 :Enable 


0 


INT_EN_TX_UNDERRUN 


[2] 


R/W 


Interrupt Enable for TxUnderrun. In slave mode, this 
bit must be clear first after turning on slave TX path. 

0: Disable 1 :Enable 


0 


INT_EN_RX_FIFO_RDY 


[1] 


R/W 


Interrupt Enable for RxFifoRdy(INT mode) 
0: Disable 1 :Enable 


0 


INT_EN_TX_FIFO_RDY 


[0] 


R/W 


Interrupt Enable for TxFifoRdy(INT mode) 
0: Disable 1 :Enable 


0 
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Register 


Address 


R/W 


Description 


Reset Value 


SPLSTATUS(ChO) 


0X7F00B014 


R 


SPI status register 


0x0 


SPI_STATUS(Ch1) 


0x7F00C014 


R 


SPI status register 


0x0 



SPLSTATUS 


Bit 




Description 


Initial State 


TX_DONE 


[21] 


R 


Indication of transfer done in Shift register(master 
mode only) 

0 : all case except blow case 

1 : when tx fifo and shift register are empty 


0 


TRAILING_BYTE 


[20] 


R 


Indication that trailing count is zero 


0 


RX_FIFO_LVL 


[19:13] 


R 


Data level in RX FIFO 
0-64 byte 


0 


TX_FIFO_LVL 


[12:6] 


R 


Data level in TX FIFO 
0-64 byte 


0 


RX_OVERRUN 


[5] 


R 


Rx Fifo overrun error 

0: no error, 1 : overrun error 


0 


RX_UNDERRUN 


[4] 


R 


Rx Fifo underrun error 

0: no error, 1 : underrun error 


0 


TX_OVERRUN 


[3] 


R 


Tx Fifo overrun error 

0: no error, 1 : overrun error 


0 


TX_UNDERRUN 


[2] 


R 


Tx Fifo underrun error 

Tx Fifo underrun error is occurred if TX Fifo is empty in 
slave mode. (no emoty state in slave Tx mode) 

0: no error, 1 : underrun error 


0 


RX_FIFO_RDY 


[1] 


R 


0 : data in FIFO less than trigger level 

1 : data in FIFO more than trigger level 


0 


TX_FIFO_RDY 


[0] 


R 


0 : data in FIFO more than trigger level 

1 : data in FIFO less than trigger level 


0 
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Register 


Address 


R/W 


Description 


Reset Value 


SPLTX_DATA(ChO) 


0X7F00B018 


W 


SPI TX DATA register 


0x0 


SPI_TX_DATA(Ch1) 


0X7F00C018 


w 


SPI TX DATA register 


0x0 



SPLTX_DATA 


Bit 




Description 


Initial State 


TX_DATA 


[31:0] 


W 


Tiiis field contains the data to be transmitted over the SPI 
channel. 


0 



Register 


Address 


R/W 


Description 


Reset Value 


SPI_RX_DATA(ChO) 


0x7F00B01C 


R 


SPI RX DATA register 


0x0 


SPI_RX_DATA(Ch1) 


0X7F00C01C 


R 


SPI RX DATA register 


0x0 



SPI_RX_DATA 


Bit 




Description 


Initial State 


RX_DATA 


[31:0] 


R 


This field contains the data to be received over the SPI 
channel. 


0 



Register 


Address 


R/W 


Description 


Reset Value 


PACKET_CNT_REG(ChO) 


0x7F00B020 


R/W 


Count how many data master gets 


0x0 


PACKET_CNT_REG(Ch1 ) 


0X7F00C020 


R/W 


Count how many data master gets 


0x0 



PACKET_CNT_REG 


Bit 




Description 


Initial State 


PACKET_CNT_EN 


[16] 


R/W 


Enable bit for packet count 

0: Disable 1 :Enable 


1'bO 


COUNT_VALUE 


[15:0] 


R/W 


Packet count value 


0 
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Register 


Address 


R/W 


Description 


Reset Value 


PENDING_CLR_REG(ChO) 


0X7F00B024 


R/W 


Status pending clear register 


0x0 


PENDING_CLR_REG(Ch1 ) 


0x7F00C024 


R/W 


Status pending clear register 


0x0 



PENDING_CLR_REG 


Bit 


R/W 


Description 


Initial State 


TX_UNDERRUN_GLR 


[4] 


R/W 


TX underrun pending clear bit 

0: non-clear 1 :clear 


0 


TX_OVERRUN_CLR 


[3] 


R/W 


TX overrun pending clear bit 

0: non-clear 1 :clear 


0 


RX_UNDERRUN_CLR 


[2] 


R/W 


RX underrun pending clear bit 

0: non-clear 1 :clear 


0 


RX_OVERRUN_GLR 


[1] 


R/W 


RX overrun pending clear bit 

0: non-clear 1 :clear 


0 


TRAILING_CLR 


[0] 


R/W 


Trailing pending clear bit 

0: non-clear 1 :clear 


0 
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Register 


Address 


R/W 


Description 


Reset Value 


SWAP_CFG(ChO) 


0X7F00B028 


R/W 


SWAP config register 


0x0 


SWAP_CFG (Ch1) 


0X7F00C028 


R/W 


SWAP config register 


0x0 



SWAP_CFG 


Bit 




Description 


Initial State 


RX_HWORD_SWAP 


m 


R/W 


0:off 


1 : swap 


0 


RX_BYTE_SWAP 


[6] 


R/W 


O:off 


1 : swap 


0 


RX_BIT_SWAP 


[5] 


R/W 


O:off 


1 : swap 


0 


RX_SWAP_EN 


[4] 


R/W 


Swap enable 
0 : normal 


1 : swap 


0 


TX_HWORD_SWAP 


[3] 


R/W 


O:off 


1 : swap 


0 


TX_BYTE_SWAP 


[2] 


R/W 


O:off 


1 : swap 


0 


TX_BIT_SWAP 


[1] 


R/W 


O:off 


1 : swap 


0 


TX_SWAP_EN 


[0] 


R/W 


Swap enable 
0 : normal 


1 : swap 


0 



** Data size must be larger than swap size. 



Register 


Address 


R/W 


Description 


Reset Value 


FB_CLK_SEL (GhO) 


0x7F00B02C 


R/W 


Feedback clock selecting register. 


0x3 


FB_CLK_SEL(Ch1) 


0x7F00C02C 


R/W 


Feedback clock selecting register. 


0x3 



FB_CLK_SEL 


Bit 




Description 


Initial State 


FB_CLK_SEL 


[1:0] 


R/W 


00 
01 
10 

11 

* De 


OnS additional delay 
3nS additional delay 
6nS additional delay 
9nS additional delay 
ay based on typical condition. 


0x3 



29.6.3 SPECIAL FUNCTION REGISTER 

PAD driving strength of SPI can be controlled by setting SPCON register in GPIO. 
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IIC-BUS INTERFACE 



This chapter describes the functions and usage of IIC-BUS Interface in S3C6410X RISC microprocessor. 
30.1 OVERVIEW 

The S3C6410 RISC microprocessor can support 2-ch multi-master llC-bus serial interface. A serial data line 
(SDA) and a serial clock line (SCL) carry information between bus masters and peripheral devices, which are 
connected to the llC-bus. The SDA and SCL lines are bi-directional. 

In multi-master llC-bus mode, multiple S3C6410 RISC microprocessors can receive or transmit serial data to or 
from slave devices. The master S3C6410 can initiate and terminate a data transfer over the llC-bus. The llC-bus 
in the S3C6410 uses Standard bus arbitration procedure. 

To control multi-master llC-bus operations, values must be written to the following registers: 

— Multi-master llC-bus control register, IICCON 

— Multi-master llC-bus control/status register, IICSTAT 

— Multi-master llC-bus Tx/Rx data shift register, IICDS 

— Multi-master llC-bus address register, IICADD 

When the llC-bus is free, the SDA and SCL lines must be both at High level. A High-to-Low transition of SDA can 
initiate a Start condition. A Low-to-High transition of SDA can initiate a Stop condition while SCL remains steady 
at High Level. 

The Start and Stop conditions can always be generated by the master devices. After the Start condition has been 
initiated, the master selects the slave device by writing its 7-bit address in the first outgoing data byte. The 8th bit 
determines the direction of the transfer (read or write). 

Every data byte put onto the SDA line must be eight bits in total. There is no limit to send or receive bytes during 
the bus transfer operation. Data is always sent first from most-significant bit (MSB) and every byte must be 
immediately followed by acknowledge (ACK) bit. 
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SCL 
PCLK 



IIC-Bus Control Logic 



IICCON 



IICSTAT 



4-bit Prescaler 



Address Register 



Comparator 



Shift Register 



SDA 



Shift Register 
(HCDS) 



Data Bus 



Figure 30-1. IIC-Bus Block Diagram 
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30.2 IIC-BUS INTERFACE 



The S3C6410 llC-bus interface has four operation modes: 

— IVIaster transmitter mode 

— Master receive mode 

— Slave transmitter mode 

— Slave receive mode 

Functional relationships among these operating modes are described below. 
30.3 START AND STOP CONDITIONS 

When the llC-bus interface is inactive, it is usually in Slave mode. In other words, the interface must be in Slave 
mode before detecting a Start condition on the SDA line (a Start condition can be initiated with a High-to-Low 
transition of the SDA line while the clock signal of SCL is high). When the interface state is changed to Master 
mode, a data transfer on the SDA line can be initiated and SCL signal generated. 

A Start condition can transfer a one-byte serial data over the SDA line and a Stop condition can terminate the 
data transfer. A Stop condition is a Low-to-High transition of the SDA line while SCL is High. Start and Stop 
conditions are always generated by the master. The llC-bus gets busy when a Start condition is generated. A 
Stop condition will make the llC-bus free. 

When a master initiates a Start condition, it will send a slave address to notify the slave device. One byte of 
address field consists of a 7-bit address and a 1-bit transfer direction indicator (showing write or read). 
If bit 8 is 0, it indicates a write operation (transmit operation); if bit 8 is 1 , it indicates a request for data read 
(receive operation). 

The master will complete the transfer operation by transmitting a Stop condition. If the master wants to continue 
the data transmission to the bus, it will generate another Start condition and a slave address. In this way, the 
read-write operation can be performed in various formats. 



SDA 




SDA 



SCL 





SCL 



Start 
Condition 



Stop 
Condition 



Figure 30-2. Start and Stop Condition Block Diagram 




ELECTRONICS 



30-3 



IIC-BUS INTERFACE 



6410X_UM 



30.4 DATA TRANSFER FORMAT 

Every byte placed on the SDA line must be eight bits in length. The bytes can be unlimitedly transmitted per 
transfer. The first byte following a Start condition will have the address field. The address field can be transmitted 
by the master when the llC-bus is operating in Master mode. Each byte is followed by an acknowledgement 
(ACK) bit. The MSB bit of the serial data and addresses are always sent first. 



Write Mode Format with 7-bit Addresses 



S Slave Address 7bits R/W A 



"0" 
(Write) 



DATA(IByte) 



Data Transferred 
(Data + Acknowledge) 



Read Mode Format with 7-bit Addresses 



S Slave Address 7 bits R/W A 



"1" 
(Read) 



DATA 



Data Transferred 
(Data + Acknowledge) 

NOTES: 

1.8: Start, rS: Repeat Start, P : Stop, A: Acknowledge 
2. □ : From Master to Slave, □ : From Slave to Master 



Figure 30-3. Data Transfer on the IIC-Bus Block Diagram 



SDA 



MSB 



Acknowledgement 
Signal from Receiver 



Acknowledgement 
Signal from Receiver I 



SCL 



ACK A A 



Byte Complete, Interrupt 
within Receiver 



Clock Line Held Low by 
receiver and/or transmitter 



Figure 30-4. Data Transfer on the IIC-Bus Block Diagram 
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30.5 ACK SIGNAL TRANSMISSION 

To complete a one-byte transfer operation, the receiver must send an ACK bit to the transmitter. The ACK pulse 
occurs at the ninth clock of the SCL line. Eight clocks are required for the one-byte data transfer. The master will 
generate the clock pulse required to transmit the ACK bit. 

The transmitter releases the SDA line by making the SDA line High when the ACK clock pulse is received. The 
receiver drives the SDA line Low during the ACK clock pulse so that the SDA keeps Low during the High period of 
the ninth SCL pulse. 

The ACK bit transmit function can be enabled or disabled by software (IICSTAT). However, the ACK pulse on the 
ninth clock of SCL is required to complete the one-byte data transfer operation. 



Clock to Output 



Data Output by 
Transmitter 



Data Output by 
Receiver 



SOL from 
Master 



Start 
Condition 




Clock Pulse for Acknowledgment 



Figure 30-5. Acknowledge on the IIC-Bus Block Diagram 
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30.6 READ-WRITE OPERATION 

When the data is transferred in the Transmitter mode, the llC-bus interface will wait until llC-bus Data Shift 
(IICDS) register receives a new data. Before the new data is written into the register, the SCL line will be held low 
and then released after it is written. The S3C6410 holds the interrupt to identify the completion of current data 
transfer. After the CPU receives the interrupt request, it writes a new data again into the IICDS register. 

When data is received in the Receive mode, the llC-bus interface will wait until IICDS register is read. Before the 
new data is read out, the SCL line will be held low and then released after it is read. The S3C6410 holds the 
interrupt to identify the completion of the new data reception. After the CPU receives the interrupt request, it reads 
the data from the IICDS register. 

30.7 BUS ARBITRATION PROCEDURES 

Arbitration takes place on the SDA line to prevent the contention on the bus between two masters. If a master with 
a SDA High level detects the other master with a SDA active Low level, it will not initiate a data transfer because 
the current level on the bus does not correspond to its own. The arbitration procedure will be extended until the 
SDA line turns High. 

However, when the masters simultaneously lower the SDA line, each master evaluates whether the mastership is 
allocated itself or not. For the purpose of evaluation, each master must detect the address bits. While each master 
generates the slave address, it also detects the address bit on the SDA line because the SDA line is likely to get 
Low rather than to keep High. Assume that one master generates a Low as first address bit, while the other 
master is maintaining High. In this case, both masters will detect Low on the bus because the Low status is 
superior to the High status in power. When this happens. Low (as the first bit of address) generating master will 
get the mastership while High (as the first bit of address) generating master will withdraw the mastership. If both 
masters generate Low as the first bit of address, there will be arbitration again for the second address bit. This 
arbitration will continue to the end of last address bit. Assume that both masters are each trying to address the 
same device, there will be arbitration again for the data-bits. 

30.8 ABORT CONDITIONS 

If a slave receiver cannot acknowledge the confirmation of the slave address, it will hold the level of the SDA line 
High. In this case, the master generates a Stop condition to abort the transfer. 

If a master receiver is involved in the aborted transfer, it signals the end of the slave transmit operation by 
canceling the generation of an ACK after the last data byte received from the slave. The slave transmitter 
releases the SDA to allow a master to generate a Stop condition. 

30.9 CONFIGURING IIC-BUS 

To control the frequency of the serial clock (SCL), the 4-bit prescaler value can be programmed in the IICCON 
register. The llC-bus interface address is stored in the llC-bus address (IICADD) register. (By default, the llC-bus 
interface address has an unknown value.) 



30-6 



ELECTRONICS 



641 ox UM IIC-BUS INTERFACE 



30.10 FLOWCHARTS OF OPERATIONS IN EACH MODE 

The following steps must be executed before any IIC Tx/Rx operations. 

1 . Write own slave address on IICADD register, if needed. 

2. Set IICCON register. 

a) Enable interrupts 

b) Define SCL period 

3. Set IICSTAT to enable Serial Output 



( START ~^ 



Master Tx mode has 
been configured. 



Write slave address to 
IICDS. 



Write OxFO (M/T 
Start) to IICSTAT. 



The data of the IICDS is 
transmitted. 



ACK period and then 
interrupt is pending. 




Stop? 
1^ 



Write new data 
transmitted to IICDS. 



Clear pending bit to 
resume. 



The data of the IICDS is 
shifted to SDA. 



Write OxDO (M/T 
Stop) to IICSTAT. 



Clear pending bit , 



Wait until the stop 
condition takes effect. 



c 



END 



Figure 30-6. Operations for Master/Transmitter Mode 
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( START ) 

i 

Master Rx mode has 
been configured. 



Write slave address to 
IICDS. 



Write OxBO (M/R 
Start) tollCSTAT. 



The data of the IICDS (slave 
address) is transmitted. 



ACK period and then 
interrupt is pending. 




Read a new data from 
IICDS. 



Clear pending bit to 
resume. 



SDA is shifted to IICDS. 



Write 0x90 (M/R 
Stop) tollCSTAT. 



Clear pending bit , 



Wait until the stop 
condition takes effect. 



c 



END 



3 



Figure 30-7. Operations for Master/Receiver Mode 
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( START ~) 



Slave Tx mode has 
been configured. 



lie detects start signal, and, IICDS 
receives data. 



lie compares IICADD and IICDS (the 
received slave address). 




N 





The lie address match 
interrupt is generated. 







Write data to IICDS. 






Clear pending bit to 
resume. 






The data of the IICDS is 
shifted to SDA. 






Interrupt is pending. 







c 



END 



Figure 30-8. Operations for Slave/Transmitter Mode 
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( START ~) 



Slave Rx mode has 
been configured. 



lie detects start signal, and, IICDS 
receives data. 



lie compares IICADD and IICDS (the 
received slave address). 




Matched? ^ 



N 





The lie address match 
interrupt is generated. 


K 




Read data from IICDS. 






Clear pending bit to 
resume. 


^Slop?^ 




SDA is shifted to IICDS. 






Interrupt is pending. 







c 



END 



Figure 30-9. Operations for Slave/Receiver Mode 



30-10 



^^^^^^ 



ELECTRONICS 



641 ox UM 



IIC-BUS INTERFACE 



30.11 IIC-BUS INTERFACE SPECIAL REGISTERS 



30.11.1 MULTI-MASTER IIC-BUS CONTROL (IICCON) REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


IICCON 


0X7F004000 


R/W 


lie Channel 0 Bus control register 


OxOX 


0X7F00F000 


R/W 


lie Channel 1 Bus control register 


OxOX 



IICCON 


Bit 


Description 


Initial State 


Acknowledge generation 
(1) 


[7] 


llC-bus acknowledge (ACK) enable bit. 
0: Disable 
1 : Enable 

In Tx mode, the IICSDA is free in the ACK time. 
In Rx mode, the IICSDA is L in the ACK time. 


0 


Tx clock source selection 


[6] 


Source clock of llC-bus transmit clock prescaler 

selection bit. 

0: IICCLK = PCLK/16 

1 : IICCLK = rCLK /51 2 


0 


Tx/Rx Interrupt (5) 


[5] 


IIC-Bus Tx/Rx interrupt enable/disable bit. 
0: Disable, 1 : Enable 


0 


Interrupt pending flag (2) 
(3) 


[4] 


llC-bus Tx/Rx interrupt pending flag. This bit cannot be 
written to 1 . When this bit is read as 1 , the IICSCL is 
tied to L and the IIC is stopped. To resume the 
operation, clear this bit as 0. 

0: 1) No interrupt pending (when read). 

2) Clear pending condition & 

Resume the operation (when write). 
1:1) Interrupt is pending (when read) 

2) N/A (when write) 


0 


Transmit clock value (4) 


[3:0] 


IIC-Bus transmit clock prescaler. 

IIC-Bus transmit clock frequency is determined by this 

4-bit prescaler value, according to the following 

formula: 

Tx clock = IICCLK/(IICCON[3:0]+1). 


Undefined 



NOTES: 



1 . Interfacing with EEPROM, the acknowledge (ACK) generation may be disabled before reading the last data in 
order to generate the STOP condition in Rx mode. 

2. An IIG-bus interrupt occurs 1) when a 1-byte transmits or a receive operation is completed, 2) when a general call or 
a slave address match occurs, or 3) if bus arbitration fails. 

3. To adjust the setup time of SDA before SOL rising edge, NODS has to be written before clearing the 110 interrupt 
pending bit. 

4. IICCLK is determined by IICCON [6]. 

Tx clock can vary by SOL transition time. 

When IIOOON[6]=0, IIOOON[3:0]=0x0 or 0x1 is not available. 

5. If the IIOOON[5]=0, IIOOON[4] does not operate correctly. 

So, It is recommended that you set IIOOON[5]=1 , although you does not use the 110 interrupt. 
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30.11.2 MULTI-MASTER IIC-BUS CONTROL/STATUS (IICSTAT) REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


IICSTAT 


0X7F004004 


R/W 


Channel 0 control/status register 


0x00 


0X7F00F004 


R/W 


Channel 1 control/status register 


0x00 



IICSTAT 


Bit 


Description 


Initial State 


Mode selection 


[7:6] 


llC-bus master/slave Tx/Rx mode select bits. 

00: Slave receive mode 
01 : Slave transmit mode 
10: Master receive mode 
1 1 : Master transmit mode 


00 


Busy signal status / 


[5] 


IIC-Bus busy signal status bit. 


0 


START STOP condition 




0: Read) Not busy (when read) 

Write) STOP signal generation 
1 : Read) Busy (when read) 

Write) START signal generation. 

The data in IICDS will be transferred 

1 1 1 \^ \^ LC^ III II \^ \>i^ V V 1 1 1 ki/ w L 1 C4 1 1 w 1 w 1 1 

automatically just after the start signal. 




Serial output 


[4] 


llC-bus data output enable/disable bit. 
0: Disable Rx/Tx, 1 : Enable Rx/Tx 


0 


Arbitration status flag 


[3] 


llC-bus arbitration procedure status flag bit. 


0 


(Read Only) 




0: Bus arbitration successful 

1 : Bus arbitration failed during serial I/O 




Address-as-slave status 


[2] 


llC-bus address-as-slave status flag bit. 


0 


flag 

(Read Only) 




0: Cleared after reading of IICSTAT register 
1 : Received slave address matches the address 
value in the IICADD 




Address zero status flag 


[1] 


llC-bus addresses zero status flag bit. 


0 


(Read Only) 




0: Cleared when START/STOP condition was detected 
1 : Received slave address is 00000000b. 




Last-received bit status flag 


[0] 


llC-bus last-received bit status flag bit. 


0 


(Read Only) 




0: Last-received bit is 0 (ACK was received). 
1 : Last-received bit is 1 (ACK was not received). 
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30.11.3 MULTI-MASTER IIC-BUS ADDRESS (IICADD) REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


IICADD 


0X7F004008 


R/W 


Channel 0 address register 


Undefined 


0X7F00F008 


R/W 


Channel 1 address register 


Undefined 



IICADD 


Bit 


Description 


Initial State 


Slave address 


[7:0] 


7-bit slave address, latched from the llC-bus. 
When IICSTAT [4] = 0 (Serial Output Disable), IICADD is write- 
enabled. The IICADD value can be read any time, regardless of 
the current serial output enable bit (IICSTAT) setting. 

Slave address : [7:1] 
Not mapped : [0] 


Undefined 



30.11.4 MULTI-MASTER IIC-BUS TRANSMIT/RECEIVE DATA SHIFT (IICDS) REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


IICDS 


0X7F00400C 


R/W 


Channel 0 transmit/receive data shift register 


Undefined 


0X7F00F00C 


R/W 


Channel 1 transmit/receive data shift register 


Undefined 



IICDS 


Bit 


Description 


Initial State 


Data shift 


[7:0] 


8-bit data shift register for llC-bus Tx/Rx operation. 
When IICSTAT [4] = 1 (Serial Output Enable), IICDS is write- 
enabled. The IICDS value can be read any time, regardless of the 
current serial output enable bit (IICSTAT) setting. 


Undefined 



ELECTRONICS 



30-13 



IIC-BUS INTERFACE 



6410X_UM 



30.11.5 MULTI-MASTER IIC-BUS LINE CONTROL (IICLC) REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


IICLC 


0X7F004010 


R/W 


Channel 0 multi-master line control register 


0x00 


0X7F00F010 


R/W 


Channel 1 multi-master line control register 


0x00 



IICLC 


Bit 


Description 


Initial State 


Filter enable 


[2] 


llC-bus filter enable bit. 

When SDA port is operating as input, this bit should be set 1 . This 
filter can prevent from occurred error by a glitch during double of 
PCLK time. 

0: Filter disable 
1 : Filter enable 


0 


SDA output delay 


[1:0] 


IIC-Bus SDA line delay length selection bits. 
SDA line is delayed as following clock time(PCLK) 

00: 0 clocks 01: 5 clocks 
10: 10 clocks 11: 15 clocks 


00 
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This chapter describes the universal asynchronous receiver/transmitter (UART) serial ports included in the 
S3C6410X RISC microprocessor. 

31.1 OVERVIEW 

The S3C6410X UART provide four independent asynchronous serial I/O (SIO) ports. Each of asynchronous serial 
I/O (SIO) ports can operate in interrupt-based or DMA-based mode. In other words, the UART can generate an 
interrupt or a DMA request to transfer data between MEM and the UART. The UART can support bit rates of 
maximum 3Mbps. Each UART channel contains two 64-byte FIFO's for both reception and transmission. 

The S3C6410X UART includes programmable baud rates, infra-red (IR) transmit/receive, one or two stop bit 
insertion, 5-bit, 6-bit, 7-bit or 8-bit data width and parity checking. 

Each UART contains a baud-rate generator, a transmitter, a receiver and a control unit, as shown in Figure 31-1 . 
The baud-rate generator can be clocked by PCLK, EXT_UCLKO or EXT_UCLK1 . The transmitter and the receiver 
contain 64-byte FIFOs and data shifters. Data is written to FIFO and then copied to the transmit shifter before 
being transmitted. The data is then shifted out by the transmit data pin (TxDn). Meanwhile, received data is shifted 
from the receive data pin (RxDn), and then copied to FIFO from the shifter. 



31.2 FEATURES 

The UART features include: 

• RxDO, TxDO, RxD1 , TxD1 , RxD2, TxD2, RxD3 and TxD3 with DMA-based or interrupt-based operation 

• UART Ch 0, 1 , 2 and 3 with IrDA 1 .0 & 64-byte FIFO 

• UART Ch 0 and 1 with nRTSO, nCTSO, nRTS1 , and nCTSI 

• Supports high-speed operation in UART 

• Supports handshake transmit/receive 
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Peripheral BUS 



Transmitter 



Transmit Buffer 
Register(64 Byte) 



Transmit FIFO Register 
(FIFO mode) 



.Transmit Holding Register 
(Non-FIFO mode) 



Transmit Shifter 



Control 
Unit 



Buad-rate 
Generator 



Clock Source 



Receiver 



Receive Shifter 



Receive Buffer 
Register(64 Byte) 



Receive Holding Register 
(Non-FIFO mode only) 



Receive FIFO Register 
(FIFO mode) 



-> TXDn 



RXDn 



In FIFO mode, all 64 Byte of Buffer register are used as FIFO register. 

In non-FIFO mode, only 1 Byte of Buffer register is used as Holding register. 



Figure 31-1. UART Block Diagram 
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31.3 DESCRIPTION 

The following sections describe the UART operations that include data transmission, data reception, interrupt 
generation, baud-rate generation, Loopback mode. Infra-red mode, and auto flow control. 

31.3.1 DATA TRANSMISSION 

The data frame for transmission is programmable. It consists of a start bit, 5 to 8 data bits, an optional parity bit 
and 1 to 2 stop bits, which can be specified by the line control register (ULCONn). The transmitter can also 
produce the break condition, which forces the serial output to logic 0 state for one frame transmission time. This 
block transmits break signals after the present transmission word is transmitted completely. After the break signal 
transmission, it continuously transmits data into the Tx FIFO (Tx holding register in the case of Non-FIFO mode). 

31.3.2 DATA RECEPTION 

Like the transmission, the data frame for reception is also programmable. It consists of a start bit, 5 to 8 data bits, 
an optional parity bit and 1 to 2 stop bits in the line control register (ULCONn). The receiver can detect overrun 
error, parity error, frame error and break condition, each of which can set an error flag. 

• The overrun error indicates that new data has overwritten the old data before the old data has been read. 

• The parity error indicates that the receiver has detected an unexpected parity condition. 

• The frame error indicates that the received data does not have a valid stop bit. 

• The break condition indicates that the RxDn input is held in the logic 0 state for a duration longer than one 
frame transmission time. 



Receive time-out condition occurs when it does not receive any data during the 3 word time (this interval follows 
the setting of Word Length bit) and the Rx FIFO is not empty in the FIFO mode. 
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31.3.3 AUTO FLOW CONTROL(AFC) 

The S3C6410X UART 0 and UART 1 support auto flow control with nRTS and nCTS signals. In case, it can be 
connected to external UARTs. If you want to connect a UART to a Modem, you must disable auto flow control bit 
in UMCONn register and control the signal of nRTS by software. 

In AFC, nRTS depends on the condition of the receiver and nCTS signals control the operation of the transmitter. 
The UART's transmitter transfers the data in FIFO only when nCTS signals are activated (in AFC, nCTS means 
that other UART's FIFO is ready to receive data). Before the UART receives data, nRTS has to be activated when 
its receive FIFO has a spare of more than 2-byte and has to be inactivated when its receive FIFO has a spare 
under 1-byte (in AFC, nRTS means that its own receive FIFO is ready to receive data). 



Transmission case in 
UART A 


Reception case in 
UART A 




UART A 




UART B 




UART A 




UART B 






TxD 




RxD 




RxD 




TxD 






► 




< 






nCTS 




nRTS 




nRTS 




nCTS 






< 




► 

















Figure 31-2. UART AFC interface 



31.3.3.1 Example of Non Auto-Flow control (controlling nRTS and nCTS by software) 

— Rx operation with FIFO 

1 . Select receive mode (Interrupt or DMA mode). 

2. Select Rx FIFO trigger level to 1 6 

Check the value of Rx FIFO count in UFSTATn register. If the value is less than 1 6 you must set the 
value of UMCONn[0] to '1' (activating nRTS), and if it is equal or larger than 16 you must set the value to 
•0' (inactivating nRTS). 

3. Repeat the Step 2. 

— Tx operation with FIFO 

1 . Select transmit mode (Interrupt or DMA mode). 

2. Check the value of UMSTATn[0]. If the value is '1 ' (activating nCTS), you must write the data to Tx FIFO 
register. 

3. Repeat the Step 2. 
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31.3.4 RS-232C INTERFACE 

To connect the UART to modem interface (instead of null modem), nRTS, nCTS, nDSR, nDTR, DCD and nRI 
signals are needed. But, UART of S3C6410 supports nRTS and nCTS. In this case, you can control these signals 
with general I/O ports by software because the AFC does not support the RS-232C interface. 

31.3.5 INTERRUPT/DMA REQUEST GENERATION 

Each UART of the S3C6410X has seven status (Tx/Rx/Error) signals: Overrun error. Parity error. Frame error. 
Break, Receive buffer data ready. Transmit buffer empty, and Transmit shifter empty. All seven status signals are 
indicated by the corresponding UART status register (UTRSTATn/UERSTATn). 

The overrun error, parity error, frame error and break condition are referred as the receive error status. Each of 
which can cause the receive error status interrupt request, if the receive-error-status-interrupt-enable bit is set to 
one in the control register, UCONn. When a receive-error-status-interrupt-request is detected, the signal causing 
the request can be identified by reading the value of UERSTSTn. 

When the receiver transfers the data of the receive shifter to the receive FIFO register in FIFO mode and the 
number of received data reaches Rx FIFO Trigger Level, Rx interrupt is generated. Rx interrupt is generated if 
Receive mode in control register (UCONn) is selected as 1 (Interrupt request or polling mode). 

In the Non-FIFO mode, transferring the data of the receive shifter to the receive holding register will cause Rx 
interrupt under the Interrupt request and polling mode. 

When the transmitter transfers data from its transmit FIFO register to its transmit shifter and the number of data 
left in transmit FIFO reaches Tx FIFO Trigger Level, Tx interrupt is generated. Tx interrupt is generated if Transmit 
mode in control register is selected as Interrupt request or polling mode. 

In the Non-FIFO mode, transferring data from the transmit holding register to the transmit shifter will cause Tx 
interrupt under the Interrupt request and polling mode. 

Note that the Tx interrupt is always requested whenever the number of data in the transmit FIFO is smaller than 
the trigger level. This means that an interrupt is requested as soon as you enable the Tx interrupt unless you fill 
the Tx buffer prior to that. It is recommended to fill the Tx buffer first and then enable the Tx interrupt. 

The interrupt controllers of S3C6410X are level-triggered type. You must set the interrupt type as 'Level' whenever 
you program the UART control registers. 

If the Receive mode and Transmit mode in control register are selected as the DMAn request mode^ then DMAn 
request occurs instead of Rx or Tx interrupt in the situation mentioned above. 
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Table 31-1. Interrupts in Connection with FIFO 



Type 


FIFO Mode 


Non-FIFO Mode 


Rx interrupt 


Generated whenever receive data reaches the 
trigger level of receive FIFO. 

Generated when the number of data in FIFO 
does not reaches Rx FIFO trigger Level and 
does not receive any data during 3 word time 
(receive time out). This interval follows the 
setting of Word Length bit. 


Generated by the receive holding register 
whenever receive buffer becomes full. 


Tx interrupt 


Generated whenever transmit data reaches the 
trigger level of transmit FIFO (Tx FIFO trigger 
Level). 


Generated by the transmit holding register 
whenever transmit buffer is empty. 


Error 
interrupt 


Generated when frame error, parity error, or 
break signal are detected. 

Generated when it gets to the top of the receive 
FIFO without reading out data in it (overrun 
error). 


Generated by all errors. However if another 
error occurs at the same time, only one 
interrupt is generated. 



31.3.6 UART ERROR STATUS FIFO 

UART has the error status FIFO besides the Rx FIFO register. The error status FIFO indicates which data, among 
FIFO registers, is received with an error. The error interrupt will be issued only when the data, which has an error, 
is ready to read out. To clear the error status FIFO, the URXHn with an error and UERSTATn must be read out. 

For example: 

It is assumed that the UART Rx FIFO receives A, B, C, D, and E characters sequentially and the frame error 
occurs while receiving 'B', and the parity error occurs while receiving 'D'. 

The actual UART receive error will not generate any error interrupt because the character, which was received 
with an error, has not been read yet. The error interrupt will occur when the character is read out. 



Figure 31-3 shows the UART receiving the five characters including the two errors. 



Time 


Sequence Flow 


Error Interrupt 


Note 


#0 


When no character is read out 






#1 


A, B, C, D, and E is received 






#2 


After A is read out 


The frame error (in B) interrupt 
occurs. 


The 'B' has to be read 
out. 


#3 


After B is read out 






#4 


After C is read out 


The parity error (in D) interrupt 
occurs. 


The 'D' has to be read 
out. 


#5 


After D is read out 






#6 


After E is read out 
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1 RxFIFO 


1 Error Status FIFO , 

. 1 . .1 . 1 
break error parity error frame error 
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•c 




















1/ 
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\/ 
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URXHn UERSTATn ^— 


Error Status Generator Unit 





Figure 31-3. Example showing UART Receiving 5 Characters with 2 Errors 



31.3.7 INFRA-RED (IR) MODE 

The S3C6410X UART block supports infra-red (IR) transmission and reception, which can be selected by setting 
the Infra-red-mode bit in the UART line control register (ULCONn). Figure 31-4 illustrates how to implement the IR 
mode. 



In IR transmit mode, the transmit pulse comes out at a rate of 3/16, the normal serial transmit rate (when the 
transmit data bit is zero); In IR receive mode, the receiver must detect the 3/16 pulsed period to recognize a zero 
value (see the frame timing diagrams shown in Figure 31-6 and Figure 31-7). 





TxD 




IRS 


UART 




Block 






RxD 



IrDA Tx 
Encoder 



-> TxD 



IrDA Rx 
Decoder 



RxD 



IRS : Infrared mode selection signal (ULC0Nn[6]) 



Figure 31-4. IrDA Function Block Diagram 
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SIO Frame 



Start 
Bit 



Data Bits 



Stop 
Bit 



Figure 31-5. Serial I/O Frame Timing Diagram (Normal UART) 



Start 
Bit 



Bit 
Time 



IR Transmit Frame 



Data Bits 



Stop 
Bit 



M — Pulse Width = 3/16 Bit Frame 



Figure 31-6. Infra-Red Transmit Mode Frame Timing Diagram 



IR Receive Frame 



Start 
Bit 



Data Bits 



Stop 
Bit 



Figure 31-7. Infra-Red Receive Mode Frame Timing Diagram 
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31.4 EXTERNAL INTERFACES 



Name 


Type 


Description 


XuRXD[0] 


Input 


Receive data for UARTO 


XuTXD[0] 


Output 


Transmit data for UARTO 


XuCTSn[0] 


Input 


Clear to Send(active low) for UARTO 


XuRTSn[0] 


Output 


Request to Send(active low) for UARTO 


XuRXD[1] 


Input 


Receive data for UART1 


XuTXD[1] 


Output 


Transmit data for UART1 


XuCTSn[1] 


Input 


Clear to Send(active low) for UART1 


XuRTSn[1] 


Output 


Request to Send(active low) for UART1 


XuRXD[2] 


Input 


Receive data for UART2 


XuTXD[2] 


Output 


Transmit data for UART2 


XuRXD[3] 


Input 


Receive data for UART3 


XuTXD[3] 


Output 


Transmit data for UART3 



NOTE: UART external pin are shared with other Controllers like CFCON, IrDA and etc. In order to use these pads for UART, 
GPIO must be set before the UART started. For more information refer to the GPIO chapter of this manual for proper 
GPIO settings. 



^^^^^ 
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31.5 REGISTER DESCRIPTION 

31.5.1 MEMORY MAP 



Register 


Address 


R/W 


Description 


Reset Vaiue 


ULCONO 


0X7F005000 


R/W 


UART channel 0 line control register 


0x00 


UCONO 


0X7F005004 


R/W 


UART channel 0 control register 


0x00 


UFCONO 


0X7F005008 


R/W 


UART channel 0 FIFO control register 


0x0 


UMCONO 


0X7F00500C 


R/W 


UART channel 0 Modem control register 


0x0 


UTRSTATO 


0X7F005010 


R 


UART channel 0 Tx/Rx status register 


0x6 


UERSTATO 


Ox7F005014 


R 


UART channel 0 Rx error status register 


0x0 


UFSTATO 


0X7F005018 


R 


UART channel 0 FIFO status register 


0x00 


UMSTATO 


0X7F00501C 


R 


UART channel 0 Modem status register 


0x0 


UTXHO 


0X7F005020 


W 


UART channel 0 transmit buffer register 


- 


URXHO 


0x7F005024 


R 


UART channel 0 receive buffer register 


0x00 


UBRDIVO 


0X7F005028 


R/W 


UART channel 0 Baud rate divisior register 


0x0000 


UDIVSLOTO 


0X7F00502C 


R/W 


UART channel 0 Dividing slot register 


0x0000 


UINTPO 


0X7F005030 


R/W 


UART channel 0 Interrupt Pending Register 


0x0 


UINTSPO 


0X7F005034 


R/W 


UART channel 0 Interrupt Source Pending Register 


0x0 


UINTMO 


0X7F005038 


R/W 


UART channel 0 Interrupt Mask Register 


0x0 


ULC0N1 


Ox7F005400 


R/W 


UART channel 1 line control register 


0x00 


UC0N1 


0X7F005404 


R/W 


UART channel 1 control register 


0x00 


UFC0N1 


0X7F005408 


R/W 


UART channel 1 FIFO control register 


0x0 


UMC0N1 


0X7F00540C 


R/W 


UART channel 1 Modem control register 


0x0 


UTRSTAT1 


Ox7F005410 


R 


UART channel 1 Tx/Rx status register 


0x6 


UERSTAT1 


Ox7F005414 


R 


UART channel 1 Rx error status register 


0x0 


UFSTAT1 


0X7F005418 


R 


UART channel 1 FIFO status register 


0x00 


UMSTAT1 


0X7F00541C 


R 


UART channel 1 Modem status register 


0x0 


UTXH1 


0x7F005420 


W 


UART channel 1 transmit buffer register 




URXH1 


Ox7F005424 


R 


UART channel 1 receive buffer register 


0x00 


UBRDIV1 


0x7F005428 


R/W 


UART channel 1 Baud rate divisior register 


0x0000 


UDIVSL0T1 


0X7F00542C 


R/W 


UART channel 1 Dividing slot register 


0x0000 


UINTP1 


0X7F005430 


R/W 


UART channel 1 Interrupt Pending Register 


0x0 


UINTSP1 


0x7F005434 


R/W 


UART channel 1 Interrupt Source Pending Register 


0x0 


UINTM1 


0X7F005438 


R/W 


UART channel 1 Interrupt Mask Register 


0x0 
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Rpni^tpr 




R/W 


npQprintinn 


Rpcpt VfllllP 


ULCON2 


WA. / 1 \J\J\J\J\J\J 


R/W 


1 lART rhannpl P linp rnntrni rpni<^tpr 

\^/^l I 1 Ol ICll II lOI ^ III 1^ VyWl III \Jl 1 ^MIOL^I 


vy A Vy Vy 


UCON2 


0x7F005804 


R/W 


UART rhannpl 2 rnntrni rpni<^tpr 

V^/il I 1 vyi ICll 11 iwi vy Vy 1 ILI vyi 1 w^lOLwi 


0x00 


UFCON2 


0x7F005808 


R/W 


UART rhannpl 2 FIFO rnntrni rpni<^tpr 

V>//il I 1 vyi ICll 11 iwi ^1 II vyVyl ILI VyI 1 w^lOLV^I 


0x0 


UTRSTAT2 
\j 1 1 1 #1 1 ^ 


0x7F005810 


R 


UART rhannpl 2 Tx/Rx <^t?5tij<^ rpni<^tpr 

\J r\l I 1 VyI ICll II Iwl ^ 1 A/ 1 lA OLCILLJO 1 w^lOLwl 


0x6 


UERSTAT2 


nx7Fnn^8i4 


R 


1 lART rhannpl 2 Rx prrnr <^tptii<^ rpni<^tpr 

\Jr\l I 1 Ol ICll II lOI ^ 1 lA ^1 1 \Ji OLCILUO 1 O^IOLOI 


OxD 

Vy A vy 


UFSTAT2 


nx7Fnn^8i8 

vyA / 1 vy vy OLy I <j 


R 


1 lART rhannpl 2 FIFO <^tptii<^ rpni<^tpr 

VJ /\ 1 11 OIIClllll^l ^ 1 II W OLCILUO 1 O^IOLwl 


Dxnn 

Vy A vy Vy 


UTXH2 


0x7F005820 


W 


UART rhannpl 2 tran<^mit huffpr rpni<^tpr 

\J r\ III Vy 1 1 Cll 1 1 1^ 1 LI CLI lOIIIIL k^LJIIWI Iw^lOLwl 




URXH2 


0x7F005824 

\jy\i 1 vy vy w vy ^ i 


R 


UART rhannpl 2 rpppivp huffpr rpni<^tpr 

\J r \ III Vy 1 ICLI II 1^1 IWvywIV^ kyL>lllwl Iw^lOLwl 


0x00 


UBRDIV2 


0x7F005828 


R/W 


UART rhannpl 2 Baud ratp divi^^inr rpni<^tpr 

\J #1 III Vy 1 1 dl 1 1 1^ 1 ^ L^Cl V^ V^ 1 CI Lw V^IVIOIVyl Iw^lOLV^I 


0x0000 


UDIVSLOT2 


nx7Fnn^820 

vy/V / 1 vy vyOVJ^ w 


R/W 


1 lART rhannpl 2 DiviHinn <^lnt rpni<^tpr 

\y / \ 1 I 1 OIICIIIIIOI ^ IVIvJIIIM OlvyL 1 lO L^l 


nxonnn 


INTP2 


nx7Fnn^83n 

VyA / 1 Vy Vy OVyOVy 


R/W 


UART rhannpl 2 Intprrunt PpnHinn Rpni<^tpr 

\y / \ 1 I 1 Ol ICll II Iwl ^ 11 llwl 1 ULyl 1 ^1 lv>lll IM 1 I^MIOIOI 


0x0 

Vy AVy 


UINTSP2 
\j 1 1 >i 1 \j 1 ^ 


0x7F005834 

vy A / 1 Vy vy v-/ VJ O 1 


R/W 


UART rhannpl 2 Intprrunt S^nurrp Rpndinn Rpni<^tpr 

V>//i III VyI ICLI IIIWI IIILwIILJkyL v.^^ Vy Ivyw 1 Vi^llv>IIIIVJ 1 Iw^lOLwl 


0x0 


UINTM2 

1 1 N 1 1 V 1^ 


0x7F005838 

vy A / 1 \J\J\J\J\J\J 


R/W 


UART rhannpl 2 Intprrunt Ma<^k Rpni<^tpr 

V^/il I 1 vyI ICLI II Iwl II ILwl 1 ky L IvICLOix 1 IwvJIOLwl 


0x0 


ULCON3 


nx7Fnn^onn 

VyA / 1 \J\J\J\j\J\J 


R/W 


1 lART rhannpl linp rnntrni rpni<^tpr 

l^/^l I 1 Ol ICll II Iwl vy III 1^ VyWl III \Jl 1 OMIOl^l 


0x00 

Vy A Vy Vy 


UCON3 


nx7Fnn^on4 

VyA / 1 Vy Vy O w VyT^ 


R/W 


1 lART rhannpl rnntrni rpni<^tpr 

l^/^ 1 11 OIICIIIIIOI vy Vyvy 1 1 11 vy 1 1 lO 1^1 


0x00 

vy A vy Vy 


UFCON3 


0x7F005C08 


R/W 


UART rhannpl 3 FIFO rnntrni rpni^tpr 

\J r \ III VyI ICLI 1 1 1 W 1 vy 1 II vyvyl ILI vyI 1 wvJIOLwl 


0x0 


UTRSTAT3 


0x7F005C10 

vyA / 1 \J\J\J\J 1 vy 


R 


UART rhannpl 3 Tx/Rx ^tatu9 rpni^tpr 

KJi\l I 1 VyI Idl II Iwl vy 1 A/ 1 lA OLCILUO 1 ^MlOL^I 


0x6 


UERSTAT3 


0x7F005C14 

vy A / 1 vy vy w i i 


R 


UART rhannpl 3 Rx prrnr ^tatu9 rpni<=itpr 

^^/%l I 1 VyI ICLI II Iwl vy 1 lA ^1 1 VyI OLCLLLJO 1 wvJIOLwl 


0x0 


UFSTAT3 


0x7F005C18 

vy/\ # 1 vyvyN-zv^ i vy 


R 


UART channel 3 FIFO status reaistpr 

V^#ii I 1 Vyi idl 11 iV^i vy i 11 >^ vyLULV^vy i V^^ivyLV^i 


0x00 


UTXH3 


0X7F005C20 


W 


UART channel 3 transmit buffer register 




URXH3 


0x7F005C24 


R 


UART channel 3 receive buffer register 


0x00 


UBRDIV3 


0x7F005C28 


R/W 


UART channel 3 Baud rate divisior register 


0x0000 


UDIVSL0T3 


0x7F005C2C 


R/W 


UART channel 3 Dividing slot register 


0x0000 


INTP3 


0x7F005C30 


R/W 


UART channel 3 Interrupt Pending Register 


0x0 


UINTSP3 


0x7F005C34 


R/W 


UART channel 3 Interrupt Source Pending Register 


0x0 


UINTM3 


0x7F005C38 


R/W 


UART channel 3 Interrupt Mask Register 


0x0 
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31.6 INDIVIDUAL REGISTER DESCRIPTIONS 



31.6.1 UART LINE CONTROL REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


ULCONO 


0X7F005000 


R/W 


UART channel 0 line control register 


0x00 


ULC0N1 


Ox7F005400 


R/W 


UART channel 1 line control register 


0x00 


ULC0N2 


0X7F005800 


R/W 


UART channel 2 line control register 


0x00 


ULC0N3 


0X7F005C00 


R/W 


UART channel 3 line control register 


0x00 



There are three UART line control registers including ULCONO, ULC0N1 , ULC0N2 and ULC0N3 in the UART 
block. 



ULCONn 


Bit 


Description 


Initial State 


Reserved 


[7] 




0 


Infra-Red Mode 


[6] 


Determine whether or not to use the Infra-Red mode. 

0 = Normal mode operation 

1 = Infra-Red Tx/Rx mode 


0 


Parity Mode 


[5:3] 


Specify the type of parity generation and checking during 
UART transmit and receive operation. 

Oxx = No parity 

1 00 = Odd parity 

101 = Even parity 

110 = Parity forced/checked as 1 
111= Parity forced/checked as 0 


000 


Number of Stop Bit 


[2] 


Specify how many stop bits are to be used for end-of-frame 
signal. 

0 = One stop bit per frame 

1 = Two stop bit per frame 


0 


Word Length 


[1:0] 


Indicate the number of data bits to be transmitted or received 
per frame. 

00 = 5-bit 01 = 6-bit 
10 = 7-bit 11 = 8-bit 


00 
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31.6.2 UART CONTROL REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


UCONO 


0X7F005004 


R/W 


UART channel 0 control register 


0x00 


UC0N1 


0x7F005404 


R/W 


UART channel 1 control register 


0x00 


UC0N2 


0x7F005804 


R/W 


UART channel 2 control register 


0x00 


UC0N3 


0X7F005C04 


R/W 


UART channel 3 control register 


0x00 



There are three UART control registers including UCONO, UC0N1 , UC0N2 and UC0N3 in the UART block. 



UCONn 


Bit 


Description 


Initial State 


Clock Selection 


[11:10] 


Select PCLK or EXT.UCLKO"^^ or EXT_UCLKl'^^ clock for the UART 
baud rate. 

xO = PCLK : DIV VAL^^ = (PCLK / (bps x 1 6) ) -1 

01 =EXT UCLKO: DIV VAL^^ = (EXT UCLKO / (bps x 16) ) -1 

1 1 = EXT_UCLK1 : DIV_VAL^^ = (EXT_UCLK1 / (bps x 1 6) ) -1 


0 


Tx Interrupt Type 


[9] 


Interrupt request type. 

0 = Pulse (Interrupt is requested as soon as the Tx buffer becomes 
empty in Non-FIFO mode or reaches Tx FIFO Trigger Level in FIFO 
mode.) 

1 = Level (Interrupt is requested while Tx buffer is empty in Non- 
FIFO mode or reaches Tx FIFO Trigger Level in FIFO mode.) 


0 


Rx Interrupt 


[8] 


Interrupt request type. 


0 


Type 




0 = Pulse (Interrupt is requested the instant Rx buffer receives the 
data in Non-FIFO mode or reaches Rx FIFO Trigger Level in FIFO 

1 = Level (Interrupt is requested while Rx buffer is receiving data in 
Non-FIFO mode or reaches Rx FIFO Trigger Level in FIFO mode.) 




Rx Time Out 
Enable 


[7] 


Enable/Disable Rx time-out interrupts when UART FIFO is enabled. 
The interrupt is a receive interrupt. 

0 = Disable 1 = Enable 


0 


Rx Error Status 
Interrupt Enable 


[6] 


Enable the UART to generate an interrupt upon an exception, such 
as a break, frame error, parity error, or overrun error during a receive 
operation. 

0 = Do not generate receive error status interrupt. 

1 = Generate receive error status interrupt. 


0 


Loop-back Mode 


[5] 


Setting loop-back bit to 1 cause the UART to enter the loop-back 
mode. This mode is provided for test purposes only. 

0 = Normal operation 1 = Loop-back mode 


0 


Send Break 
Signal 


[4] 


Setting this bit causes the UART to send a break during 1 frame 
time. This bit is automatically cleared after sending the break signal. 

0 = Normal transmit 1 = Send break signal 


0 
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UCONn 


Bit 


Description 


Initial State 


Transmit Mode 


[3:2] 


Determine which function is currently able to write Tx data to the 
UART transmit buffer register. 

DO - Di<^ahlp 

\J\J — L^IOClkylW 

01 = Interrupt request or polling mode 

10 = DMA request (DMA UARTO) 

1 1 = DMA request (DMA_UART1 ) 


00 


Receive Mode 


[1:0] 


Determine which function is currently able to read data from UART 
receive buffer register. 

00 = Disable 

01 = Interrupt request or polling mode 

10 = DMA request (DMA_UART0) 

1 1 = DMA request (DMA UART1 ) 


00 



NOTES: 

1) DIV_VAL = UBRDIVn + (num of 1's in UDIVSL0Tn)/16. Refer to UART Baud Rate Configure Registers. 

2) RX interrupt type must be set to pulse for every transfer in S3C641 0. 

3) When the UART does not reach the FIFO trigger level and does not receive data during 3 word time in DMA receive mode 
with FIFO, the Rx interrupt will be generated (receive time out), and then you must check the FIFO status and read out the 
rest. 

4) EXT_UCLK0 clock is external clock.(XpwmECLK PAD input) 

EXT_UCLK1 clock is generated clock by SYSCON. SYSCON generates EXT_UCLK1 for dividing EPLL or MPLL output. 
When you want to change EXT_UCLK0 to PCLK for UART baudrate , clock selection field must be set to 2'bOO. 
But, when you want to change EXT_UCLK1 to PCLK for UART baudrate , clock selection field must be set to 2'b10. 



31-14 



ELECTRONICS 



6410X_UM 



UART 



31.6.3 UART FIFO CONTROL REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


UFCONO 


0X7F005008 


R/W 


UART channel 0 FIFO control register 


0x0 


UFC0N1 


0X7F005408 


R/W 


UART channel 1 FIFO control register 


0x0 


UFC0N2 


0X7F005808 


R/W 


UART channel 2 FIFO control register 


0x0 


UFC0N3 


0X7F005C08 


R/W 


UART channel 3 FIFO control register 


0x0 



There are three UART FIFO control registers including UFCONO, UFC0N1 , UFC0N2 and UFC0N3 in the UART 
block. 



UFCONn 


Bit 


Description 


Initial State 


Tx FIFO Trigger Level 


[7:6] 


Determine the trigger level of transmit FIFO. 
00 = Empty 01 = 16-byte 
10 = 32-byte 11 = 48-byte 


00 


Rx FIFO Trigger Level 


[5:4] 


Determine the trigger level of receive FIF0.1) 
00 = 1 -byte 01= 8-byte 
10 = 16-byte 11=32-byte 


00 


Reserved 


[3] 




0 


Tx FIFO Reset 


[2] 


Auto-cleared after resetting FIFO 

0 = Normal 1 = Tx FIFO reset 


0 


Rx FIFO Reset 


[1] 


Auto-cleared after resetting FIFO 

0 = Normal 1 = Rx FIFO reset 


0 


FIFO Enable 


[0] 


0 = Disable 1 = Enable 


0 



NOTES: 

1) For using RX DMA in FIFO mode, Rx FIFO trigger level must be same value as DMA burst size. 
When using DMA single operation, RX FIFO trigger level must be set to 1-byte. 
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31.6.4 UART MODEM CONTROL REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


UMCONO 


0X7F00500C 


R/W 


UART channel 0 Modem control register 


0x0 


UMC0N1 


0X7F00540C 


R/W 


UART channel 1 Modem control register 


0x0 


Reserved 


0X7F00580C 




Reserved 


Undef 


Reserved 


0X7F005C0C 




Reserved 


Undef 



There are two UART MODEM control registers including UMCONO and UMC0N1 in the UART block. 



UMCONn 


Bit 


Description 


Initial State 


RTS trigger Level 


[7:5] 


When AFC bit is enabled, these bits determine when to 


000 






inactivate nRTS signal. 








000 = When RX FIFO contains 63 bytes. 








001 = When RX FIFO contains 56 bytes. 








010 = When RX FIFO contains 48 bytes. 








01 1 = When RX FIFO contains 40 bytes. 








100 = When RX FIFO contains 32 bytes. 








101 = When RX FIFO contains 24 bytes. 








110 = When RX FIFO contains 1 6 bytes. 








111= When RX FIFO contains 8 bytes. 




Auto Flow Control (AFC) 


[4] 


0 = Disable 1 = Enable 


0 


Modem Interrupt enable 


[3] 


Modem interrupt enable 


000 






0 = Disable 1 = Enable 




Reserved 


[2:1] 


These bits must be O's 


000 


Request to Send 


[0] 


If AFC bit is enabled, this value will be ignored. In this case 


0 






the S3C6410 will control nRTS automatically. 








If AFC bit is disabled, nRTS must be controlled by software. 








0 = 'H' level (Inactivate nRTS) 1 = 'L' level (Activate nRTS) 





NOTE: UART 2 does not support AFC function, because the 830641 0 has no nRTS2 and nGTS2. 
UART 3 does not support AFC function, because the 830641 0 has no nRT83 and nOT83. 
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31.6.5 UART TX/RX STATUS REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


UTRSTATO 


0X7F005010 


R 


UART channel 0 Tx/Rx status register 


0x6 


UTRSTAT1 


0x7F005410 


R 


UART channel 1 Tx/Rx status register 


0x6 


UTRSTAT2 


0X7F005810 


R 


UART channel 2 Tx/Rx status register 


0x6 


UTRSTAT3 


0X7F005C10 


R 


UART channel 3 Tx/Rx status register 


0x6 



There are three UART Tx/Rx status registers including UTRSTATO, UTRSTAT1 , UTRSTAT2 and UTRSTAT3 in 
the UART block. 



UTRSTATn 


Bit 


Description 


Initial State 


Transmitter empty 


[2] 


Set to 1 automatically when the transmit buffer register has 
no valid data to transmit and the transmit shift register is 
empty. 

0 = Not empty 

1 = Transmitter (transmit buffer & shifter register) empty 


1 


Transmit buffer empty 


[1] 


Set to 1 automatically when transmit buffer register is empty. 

0 =The buffer register is not empty 

1 = Empty 

(In Non-FIFO mode, Interrupt or DMA is requested. 
In FIFO mode, Interrupt or DMA is requested, when Tx 
FIFO Trigger Level is set to 00 (Empty)) 

If the UART uses the FIFO, you must check Tx FIFO Count 
bits and Tx FIFO Full bit in the UFSTAT register instead of 
this bit. 


1 


Receive buffer data ready 


[0] 


Set to 1 automatically whenever receive buffer register 
contains valid data, received over the RXDn port. 

0 = Empty 

1 = The buffer register has a received data 

(In Non-FIFO mode. Interrupt or DMA is requested) 

If the UART uses the FIFO, you must check Rx FIFO Count 
bits and Rx FIFO Full bit in the UFSTAT register instead of 
this bit. 


0 
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31.6.6 UART ERROR STATUS REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


UERSTATO 


0X7F005014 


R 


UART channel 0 Rx error status register 


0x0 


UERSTAT1 


0x7F005414 


R 


UART channel 1 Rx error status register 


0x0 


UERSTAT2 


0x7F005814 


R 


UART channel 2 Rx error status register 


0x0 


UERSTAT3 


0X7F005C14 


R 


UART channel 3 Rx error status register 


0x0 



There are three UART Rx error status registers including UERSTATO, UERSTAT1 , UERSTAT2 and UERSTAT3 
in the UART block. 



UERSTATn 


Bit 


Description 


Initial State 


Break Detect 


[3] 


Set to 1 automatically to indicate that a break signal has been 
received. 

0 = Send Break signal is not received 

1 = Send Break (signal is received Interrupt is requested.) 


0 


Frame Error 


[2] 


Set to 1 automatically whenever a frame error occurs during 
reception operation. 

0 = No frame error during reception 

1 = Frame error (Interrupt is requested.) 


0 


Parity Error 


[1] 


Set to 1 automatically whenever a parity error occurs during 
receive operation. 

0 = No parity error during reception 

1 = Parity error (Interrupt is requested.) 


0 


Overrun Error 


[0] 


Set to 1 automatically whenever an overrun error occurs during 
receive operation. 

0 = No overrun error during reception 

1 = Overrun error (Interrupt is requested.) 


0 



NOTE: These bits (UERSATn[3:0]) are automatically cleared to 0 when the UART error status register is read. 
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31.6.7 UART FIFO STATUS REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


UFSTATO 


0X7F005018 


R 


UART channel 0 FIFO status register 


0x00 


UFSTAT1 


0x7F005418 


R 


UART channel 1 FIFO status register 


0x00 


UFSTAT2 


0X7F005818 


R 


UART channel 2 FIFO status register 


0x00 


UFSTAT3 


0X7F005C18 


R 


UART channel 3 FIFO status register 


0x00 



There are three UART FIFO status registers including UFSTATO, UFSTAT1, UFSTAT2 and UFSTAT3 in the 
UART block. 



UFSTATn 


Bit 


Description 


Initial State 


Reserved 


[15] 




0 


Tx FIFO Full 


[14] 


Set to 1 automatically whenever transmit FIFO is full 
during transmit operation 

0 = 0-byte < Tx FIFO data < 63-byte 

1 = Full 


0 


Tx FIFO Count 


[13:8] 


Number of data in Tx FIFO 


0 


Reserved 


[7] 




0 


Rx FIFO Full 


[6] 


Set to 1 automatically whenever receive FIFO is full during 
receive operation 

0 = 0-byte < Rx FIFO data < 63-byte 

1 = Full 


0 


Rx FIFO Count 


[5:0] 


Number of data in Rx FIFO 


0 



^^^^^ 
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31.6.8 UART MODEM STATUS REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


UMSTATO 


0X7F00501C 


R 


UART channel 0 Modem status register 


0x0 


UMSTAT1 


0x7F00541C 


R 


UART channel 1 Modem status register 


0x0 


Reserved 


0X7F00581C 




Reserved 


Undef 


Reserved 


0X7F005C1C 




Reserved 


Undef 



There are two UART modem status registers including UMSTATO and UMSTAT1 in the UART block. 



UMSTATO 


Bit 


Description 


Initial State 


Reserved 


[7:5] 


reserved 


000 


Delta CTS 


[4] 


Indicate that the nCTS input to the S3C641 0 has changed 
state since the last time it was read by CPU. (Figure 31-8) 

0 = Has not changed 

1 = Has changed 


0 


Reserved 


[3:1] 


reserved 


00 


Clear to Send 


[0] 


0 = CTS signal is not activated (nCTS pin is high) 

1 = CTS signal is activated (nCTS pin is low) 


0 



nCTS 

Delta CTS . 
ReacLUMSTAT 

Modem_interrupt_ 




Figure 31-8. nCTS and Delta CTS Timing Diagram 
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31.6.9 UART TRANSMIT BUFFER REGISTER (HOLDING REGISTER & FIFO REGISTER) 



Register 


Address 


R/W 


Description 


Reset Value 


UTXHO 


0X7F005020 


W 


UART channel 0 transmit buffer register 




UTXH1 


0x7F005420 


w 


UART channel 1 transmit buffer register 




UTXH2 


0X7F005820 


w 


UART channel 2 transmit buffer register 




UTXH3 


0X7F005C20 


w 


UART channel 3 transmit buffer register 





There are four UART transmitting buffer registers including UTXHO, UTXH1 , UTXH2 and UTXH3 in the UART 
block. UTXHn has an 8-bit data for transmitting data. 



UTXHn 


Bit 


Description 


Initial State 


TXDATAn 


[7:0] 


Transmit data for UARTn 





31.6.10 UART RECIVE BUFFER REGISTER (HOLDING REGISTER & FIFO REGISTER) 

There are four UART receiving buffer registers including URXHO, URXH1, URXH2 and URXH3 in the UART 
block. URXHn has an 8-bit data for received data. 



Register 


Address 


R/W 


Description 


Reset Value 


URXHO 


0X7F005024 


R 


UART channel 0 receive buffer register 


0x00 


URXH1 


0X7F005424 


R 


UART channel 1 receive buffer register 


0x00 


URXH2 


0x7F005824 


R 


UART channel 2 receive buffer register 


0x00 


URXH3 


0x7F005C24 


R 


UART channel 3 receive buffer register 


0x00 



URXHn 


Bit 


Description 


Initial State 


RXDATAn 


[7:0] 


Receive data for UARTn 


0x00 



NOTE: When an overrun error occurs, the URXHn must be read. If not, the next received data will also make an 
overrun error, even though the overrun bit of UERSTATn had been cleared. 
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31.6.11 UART BAUD RATE CONFIGURE REGISTER 

There are four UART baud rate divisor registers including UBRDIVO, UBRDIV1 , UBRDIV2 and UBRDIV3 in the 
UART blocl<. 

The value stored in the baud rate divisor register (UBRDIVn) and dividing slot register(UDIVSLOTn), are used to 
determine the serial Tx/Rx clock rate (baud rate) as follows: 

DIV_VAL = UBRDIVn + (num of 1's in UDIVSL0Tn)/16 
DIV_VAL = (PCLK / (bps x 1 6 ) ) -1 
DIV_VAL = (EXT_UCLKO / (bps x 1 6 ) ) -1 
or 

DIV_VAL = (EXT_UCLK1 / (bps x 16 ) ) -1 

Where, the divisor must be from 1 to (2^®-1) 

Using UDIVSLOT, you can make more accurate baud rate. 

For example, if the baud-rate is 1 1 5200 bps and EXT_UCLKO is UART baud-rate clock and 40 MHz, UBRDIVn 
and UDIVSLOTn are: 

DIV_VAL = (40000000 / (1 1 5200 x 1 6) ) -1 
= 21.7-1 
= 20.7 

UBRDIVn = 20 (integer part of DIV_VAL ) 
(num of 1's in UDIVSL0Tn)/16 = 0.7 
then, (num of 1 's in UDIVSLOTn) = 1 1 

so, UDIVSLOTn can be 1 6'b1 1 1 0_1 1 1 0_1 1 1 0_1 01 0 or 1 6'b01 1 1_01 1 1_01 1 1_01 01 , etc. 
We recommend selecting UDIVSLOTn as described in the following table: 



Num of 1's 


UDIVSLOTn 


Num of 1's 


UDIVSLOTn 


0 


OxOOOO(0000_0000_0000_OOOOb) 


8 


0x5555(01 01_01 01_01 01_01 01 b) 


1 


0x0080(0000_0000_0000_1 000b) 


9 


0xD555(1101_0101_0101_0101b) 


2 


0x0808(0000_1 000_0000_1 000b) 


10 


0xD5D5(1 1 01_01 01_1 1 01_01 01 b) 


3 


0x0888(0000_1 000_1 000_1 000b) 


11 


0xDDD5(1 1 01_1 1 01_1 1 01_01 01 b) 


4 


0x2222(001 0_001 0_001 0_001 Ob) 


12 


OxDDDD(1 1 01_1 1 01_1 1 01_1 1 01 b) 


5 


0x4924(01 00_1 001_001 0_01 00b) 


13 


OxDFDD(1 1 01_1 1 1 1_1 1 01_1 1 01 b) 


6 


Ox4A52(01 00_1 01 0_01 01_001 Ob) 


14 


OxDFDF(1 1 01_1 1 1 1_1 1 01_1 1 1 1 b) 


7 


0x54AA(01 01_01 00_1 01 0_1 01 Ob) 


15 


OxFFDF(1 1 1 1_1 1 1 1_1 1 01_1 1 1 1 b) 



31.6.12 BAUD-RATE ERROR TOLERANCE 

UART Frame error should be less than 1.87%(3/160) 

tUPCLK = (UBRDIVn + 1 ) x 1 6 x 1 Frame / (PCLK ,EXT_UCLKO or EXT_UCLK1 ) tUPCLK: Real UART Clock 
tEXTUARTCLK = 1 Frame / baud-rate tEXTUARTCLK: Ideal UART Clock 

UART error = (tUPCLK - tEXTUARTCLK) / tEXTUARTCLK x 100% 

NOTE: 1 Frame = start bit + data bit + parity bit + stop bit. 



^^^^^ 
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31.6.13 UART CLOCK AND PCLK RELATION 

There is a constraint on the ratio of clock frequencies for PCLK to UARTCLK. 
The frequency of UARTCLK must be no more than 5.5/3 times faster than the frequency of PCLK : 

FuARTCLK <= 5.5/3 X Fpclk Fuartclk = baudrate x 16 

This allows sufficient time to write the received data to the receive FIFO 



Register 


Address 


R/W 


Description 


Reset Value 


UBRDIVO 


0X7F005028 


R/W 


Baud rate divisior register 0 


0x0000 


UBRDIV1 


0X7F005428 


R/W 


Baud rate divisior register 1 


0x0000 


UBRDIV2 


0X7F005828 


R/W 


Baud rate divisior register 2 


0x0000 


UBRDIV3 


0X7F005C28 


R/W 


Baud rate divisior register 3 


0x0000 



UBRDIV n 


Bit 


Description 


Initial State 


UBRDIV 


[15:0] 


Baud rate division value 

(When UART clock source is PCLK, UBRDIVn must be 
more than 0 (UBRDIVn >0)) 





NOTE: If UBRDIV value is 0, UART baudrate is not affected by UDIVSLOT value. 



Register 


Address 


R/W 


Description 


Reset Value 


UDIVSLOTO 


0x7F00502C 


R/W 


Baud rate divisior register 0 


0x0000 


UDIVSL0T1 


0X7F00542C 


R/W 


Baud rate divisior register 1 


0x0000 


UDIVSL0T2 


0X7F00582C 


R/W 


Baud rate divisior register 2 


0x0000 


UDIVSL0T3 


0X7F005C2C 


R/W 


Baud rate divisior register 3 


0x0000 



UDIVSLOT n 


Bit 


Description 


Initial State 


UDIVSLOT 


[15:0] 


Select the slot where clock generator divide clock 
source 
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31.6.14 UART INTERRUPT PENDING REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


UINTPO 


0X7F005030 


R/W 


Interrupt Pending Register for UART cliannel 0 


0x0 


UINTP1 


0X7F005430 


R/W 


Interrupt Pending Register for UART channel 1 


0x0 


UINTP2 


0X7F005830 


R/W 


Interrupt Pending Register for UART channel 2 


0x0 


UINTP3 


0X7F005C30 


R/W 


Interrupt Pending Register for UART channel 3 


0x0 



Interrupt pending register contains the information of the interrupts, which are generated. 



UlNTPn 


Bit 


Description 


Initial State 


MODEM 


[3] 


Modem interrupt generated. 


0 


TXD 


[2] 


Transmit interrupt generated. 


0 


ERROR 


[1] 


Error interrupt generated. 


0 


RXD 


[0] 


Receive interrupt generated. 


0 



Whenever one of above 4 bits is logical high ('1'), each UART channel generates interrupt. 
This register has to be cleared in the interrupt service routine. 

You can clear specific bits of UINTP register by writing 1 's to the bits that you want to clear. 
31.6.15 UART INTERRUPT SOURCE PENDING REGISTER 

Interrupt Source Pending Register contains the information which interrupt are generated regardless of the value 
of Interrupt Mask Register 

You can clear specific bits of UINTSP register by writing 1 's to the bits that you want to clear. 



Register 


Address 


R/W 


Description 


Reset Value 


UINTSPO 


0X7F005034 


R/W 


Interrupt Source Pending Register 0 


0x0 


UINTSP1 


0X7F005434 


R/W 


Interrupt Source Pending Register 1 


0x0 


UINTSP2 


0X7F005834 


R/W 


Interrupt Source Pending Register 2 


0x0 


UINTSP3 


0X7F005C34 


R/W 


Interrupt Source Pending Register 3 


0x0 



UlNTSPn 


Bit 


Description 


Initial State 


MODEM 


[3] 


Modem interrupt generated. 


0 


TXD 


[2] 


Transmit interrupt generated. 


0 


ERROR 


[1] 


Error interrupt generated. 


0 


RXD 


[0] 


Receive interrupt generated. 


0 
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31.6.16 UART INTERRUPT MASK REGISTER 

Interrupt mask register contains the information of the masked interrupt. If a specific bit is set to 1 , interrupt 
request signal to Interrupt Controller is not generated even though corresponding interrupt is generated. (Note that 
even in such a case, the corresponding bit of UlNTSPn register is set to 1). If the mask bit is 0, the interrupt 
request can be serviced from the corresponding interrupt source 

(Note that even in such a case, the corresponding bit of UlNTSPn register is set to 1). 



Register 


Address 


R/W 


Description 


Reset Value 


UINTMO 


0X7F005038 


R/W 


Interrupt Mask Register for UART channel 0 


0x0 


UINTM1 


0X7F005438 


R/W 


Interrupt Mask Register for UART channel 1 


0x0 


UINTM2 


0X7F005838 


R/W 


Interrupt Mask Register for UART channel 2 


0x0 


UINTM3 


0X7F005C38 


R/W 


Interrupt Mask Register for UART channel 3 


0x0 



UlNTIUIn 


Bit 


Description 


Initial State 


MODEM 


[3] 


Mask Modem interrupt. 


0 


TXD 


[2] 


Mask Transmit interrupt. 


0 


ERROR 


[1] 


Mask Error interrupt. 


0 


RXD 


[0] 


Mask Receive interrupt. 


0 



UART INKUART interrup 



I 



UINTSP 



UINTM 



UINTP 



Figure 31-9. UINTSP,UINTP and UINTM blocit diagram 
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This chapter describes the functions and usage of PWM TIMER in S3C6410X RISC microprocessor. 
32-1 OVERVIEW 



The S3C6410X RISC microprocessor comprises of five 32-bit timers. These timers are used to generate internal 
interrupts to the ARM subsystem. In addition, Timers 0 and 1 include a PWM function (Pulse Width Modulation), 
which can drive an external I/O signal. The PWM for timer 0 and 1 have an optional dead-zone generator 
capability, which can be utilized to support a large current device. Timer 2, 3 and 4 are internal timers with no 



32-2 FEATURES 

The Features supported by the PWM are as follows: 

• Five 32-bit Timers. 

• Two 8-bit Clock Prescalers providing first level of division for the PCLK, Five Clock Dividers and Multiplexers 
providing second level of division for the Prescaler clock and External Clocks. 

• Programmable Clock Select Logic for individual PWM Channels. 

• Two Independent PWM Channels with Programmable Duty Control and Polarity. 

• Supports Auto-Reload Mode and One-Shot Pulse Mode. 

• Supports for external inputs to start PWM. 

• Dead Zone Generator on two PWM Outputs. 

• Supports DMA Transfers. 

• Optional Pulse or Level Interrupt Generation. 

The PWM has two operation modes: 

• Auto-Reload Mode 

Continuous PWM pulses are generated based on programmed duty cycle and polarity. 

• One-Shot Pulse Mode 

Only one PWM pulse is generated based on programmed duty cycle and polarity. 



output pins. 
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To control the functionality of PWM, 16 special function registers are provided. The PWM is a programmable 
output. The 16 special function registers within PWM are accessed via APB transactions. 



PCLK 



8BIT 
f^RESCALER 
0 



XpwmECLK 



8BIT 
PRESCALErt 



1 



1/1 
1/2 

1/4 

1/8 

1/16 



1/1 
1/2 
1/4 
1/8 
1/16 



TCLl 

6:1 
UX 



6:1 
JMUX 



TCLh 

6:1 
UX 



6:1 
>^MUX 



tcDki 



6:1 



^MUX 



TCMPBO TCNTBO 



A i 











Control 
LogicO 


->> 



DeadZone 
Generator 



TCMPB1 TCNTB1 



Control 
Logici 



XpwmTOi^T O 



Deadzone 



XpwmTOUT I 



t 

Deadzone 



TCMPB2 TCNTB2 





Control 


No pin 






Logic2 


► 



TCMPB3 TCNTB3 









Control 


No pin 






Logics 





rCNTB4 

3 



Control 
Logic4 



No pin 



Figure 32-1. PWMTIMER Clock Tree Diagram 

The Figure 32- 1 depict tine clock generation scfieme for individual PWM Channels. 
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Timers 0 and 1 share a programmable 8-bit prescaler that provides the first level of division for the PCLK. Timer 2, 
3, and 4 share a different 8-bit prescaler. Each timer has its own, private clock-divider that provides a second level 
of clock division (prescaler divided by 2,4,8, or 16). Alternatively, the Timers select a clock source from an external 
pin. Timers 0 and 1 can select the external clock TCLKO. Timers 2, 3, and 4 can select the external clock TCLK1 . 
Each timer has its own 32-bit down-counter which is driven by the timer clock. The down-counter is initially loaded 
from the Timer Count Buffer register (TCNTBn). When the down-counter reaches zero, the timer interrupt request 
is generated to inform the CPU that the timer operation is completed. When the timer down-counter reaches zero, 
the value of corresponding TCNTBn can be automatically reloaded into the down-counter to start the next cycle. 
However, if the timer stops, for example, by clearing the timer enable bit of TCONn during the timer running mode, 
the value of TCNTBn will not be reloaded into the counter. 



The Pulse Width Modulation function (PWM) uses the value of the TCMPBn register. The timer control logic 
changes the output level when the down-counter value matches the value of the compare register in the timer 
control logic. Therefore, the compare register determines the turn-on time (or turn-off time) of a PWM output. 
The TCNTBn and TCMPBn registers are double buffered to allow the timer parameters to be updated in the 
middle of a cycle. The new values will not take effect until the current timer cycle completes. 
A simple example of a PWM cycle is shown in the figure below. 




Figure 32-2. Simple Example of PWM Cycle Block Diagram 



1 . Initialize the TCNTBn with 1 59(50+1 09) and the TCMPBn with 1 09. 

2. Start Timer by setting the start bit and manual update bit off. 

The TCNTBn value of 159 is loaded into the down-counter, the output is driven low. 

3. When down-counter counts down to the value in the TCMPBn register 1 09, 
the output is changed from low to high 

4. When the down-counter reaches 0, the interrupt request is generated. 

5. The down-counter is automatically reloaded with TCNTBn, which restarts the cycle. 
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The Figure 32-3 depicts the block diagram for PWM Timer. 



PCLK 



PCLK 



PCLK 



APB 



INTF 
PWM 



COUNT 
PWM 



CONTROL 
PWM 



XpwmTOUTO 



XpwmTOUTI 



DMAACK 



DMAREQ 



PCLK 



TIMER 
REQ 



INTO 



INT 1 



INT2 



I NTS 



INT4 



Figure 32-3. PWMTIMER Block Diagram 

32,3 PWM OPERATION 

32.3.1 PRESCALER & DIVIDER 

An 8-bit prescaler and 4-bit divider makes the following output frequencies: 

Table 32-1. Min. and Max. Resolution based on Prescaler and Clock Divider Values 



4-bit divider settings 


iUlinimum resoiution 
(prescaler=1) 


Maximum resolution 
(prescaler=255) 


Maximum interval 
(TCNTBn=4294967295) 


1/1(PCLK=66MHz) 


0.030US ( 33.0 MHz ) 


3.87us( 258 kHz) 


16621.52s 


1/2(PCLK=66MHz) 


0.060US ( 16.5 MHz) 


7.75us( 129 kHz) 


33243.05s 


1/4(PCLK=66MHz) 


0.1 21 us (8.25 MHz) 


15.5us(64.5 kHz) 


66486.09s 


1/8(PCLK=66MHz) 


0.242us( 4.13 MHz) 


31.0us(32.2 kHz) 


132972.19s 


1/16 (PCLK=66 MHz) 


0.484US ( 2.07 MHz ) 


62.1 us ( 16.1 kHz) 


265944.37s 
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32.3.2 BASIC TIMER OPERATION 



1 start bit=1 | 


timer is started 




TCNTn=TCIVIPn 




auto-reload 






f 




r 


r 



TCMPn 



TCNTn 



I I I I I I 

I I ■l auto-reload=0| 



TCNTBn=3 
TCI\/IPBn=1 
manual update=1 
auto-reload=1 



TCNTBn=2 
TCMPBn=0 
manual update=0 
auto-reload=1 



interrupt request 



interrupt request 



XpwmTOUTn 



I command 
I status 



Figure 32-4. Basic Timer operations example 

A tinier (except the tinier channel 4) has TCNTBn, TCNTn, TCMPBn and TCMPn. TCNTBn and TCMPBn are 
loaded into TCNTn and TCMPn when the tinier reaches 0. When TCNTn reaches 0, the interrupt request will 
occur if the interrupt is enabled. (TCNTn and TCMPn are the names of the internal registers. The TCNTn register 
can be read from the TCNTOn register) 

If you want to generate interrupt at intervals Scycle of XpwmTOUTn, set TCNTBn, TCMPBn and TCON register 
like Figure 32-4 . 
That is: 

1 . Set TCNTBn=3 and TCMPBn=1 . 

2. Set auto-reload=1 and manual update=1 . 

When manual update bit is 1 , TCNTBn and TCMPBn value are loaded to TCNTn and TCMPn. 

3. Set TCNTBn=2 and TCMPBn=0 for next operation. 

4. Set auto-reload=1 and manual update=0. 

If you set manual update=1 at this time, TCNTn is changed to 2 and TCMP is changed to 0. 
So, interrupt is generated at interval 2cycle instead of 3cycle. 
You must set auto-reload=1 automatically for next operation. 

5. Set start = 1 for operation start and then TCNTn is down counting. 

When TCNTn is 0, interrupt is generated and if auto-reload is enable, TCNTn is loaded 2(TCNTBn value) and 
TCMPn is loade 0(TCMPn value). 

6. Before stop, TCNTn is down counting. 
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32.3.3 AUTO-RELOAD AND DOUBLE BUFFERING 



The Timers have a double buffering feature, which can change the reload value for the next timer operation 
without stopping the current timer operation. Though the new timer value is set, current timer operation is 
completed successfully. 

The timer value can be written into TCNTBn (Timer Count Buffer register) and the current counter value of the 
timer can be read from TCNTOn (Timer Count Observation register). If TCNTBn is read, the read value is the 
reload value for the next timer duration not the current state of the counter. 

The auto-reload is the operation, which copies the TCNTBn into TCNTn when TCNTn reaches 0. The value, 
written into TCNTBn, is loaded to TCNTn only when the TCNTn reaches to 0 and auto-reload is enabled. If the 
TCNTn is 0 and the auto-reload bit is 0, the TCNTn does not operate further. 



Write 

TCNTBn=100 

Start 

TCNTBn=150 



Write 

TCNTBn=200 



auto_reloac 


















150 


101 


101 


201 





interrupt 



{ 



If TCNT is 0^ interrupt signal is 
generated and then load the next TCNTB 



Figure 32-5. Example of Double Buffering Feature Block Diagram 
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32.3.4 TIMER OPERATION EXAMPLE 



The result of the following procedure is shown in Figure 32-6. 



10 



TOUTn 



50 



109 



-►i 1^ 



I 40 I 39 I 20 ' 



59 



110 



40 



60 



8 



11 



Figure 32-6. Example of a Timer Operation 

1 . Enable the auto-reload feature. Set the TCNTBn as 1 59(50+1 09) and the TCMPBn as 1 09. Set the manual 
update bit and inverter bit(on/off). The manual update bit sets the TCNTn,TCMPn to the value of 
TCNTBnJCMPBn. 

And then, set TCNTBnJCMPBn as 79(40+39) and 39. 

2. Start Timer by setting the start bit and manual update bit off. 

3. When TCNTn has the same value with TCMPn, the logic level of TOUTn is changed from low to high 

4. As soon as TCNTn reaches to 0, the interrupt request is generated. 

5. TCNTn and TCMPn are reloaded automatically with TCNTBnJCMPBn as (79(40+39)) and 39. In the 
ISR(interrupt service routine), the TCNTBn and TCMPBn are set as 79(20+59) and 59. 

6. When TCNTn has the same value with TCMPn, the logic level of TOUTn is changed from low to high 

7. As soon as TCNTn reaches to 0, the interrupt request is generated. 

8. TCNTn and TCMPn are reloaded automatically with TCNTBn,TCMPBn as (79(20+59)) and 59. In the 
ISR(interrupt service routine), auto-reload and interrupt request are disabled to stop the timer. 

9. When TCNTn has the same value with TCMPn, the logic level of TOUTn is changed from low to high 

1 0. Even when TCNTn reaches to 0, No interrupt request is generated. 

1 1 . TCNTn is not any more reloaded and the timer is stopped because auto-reload is disabled. 
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32.3.5 INITIALIZE TIMER (SETTING MANUAL-UP DATA AND INVERTER) 

Because an auto-reload operation of the timer occurs when the down counter reaches to 0, a starting value of the 
TCNTn has to be defined by the user at first. In this case, the starting value has to be loaded by the manual 
update bit. Take the following steps to start a Timer; 

1 ) Write the initial value into TCNTBn and TCMPBn. 

2) Set the manual update bit of the corresponding timer. 
(Recommended setting the inverter on/off bit (whether using inverter or not)). 

3) Set the start bit of the corresponding timer to start the timer and clear only manual update bit. 

32.3.6 PWM (PULSE WIDTH MODULATION) 




60 



Write TCMPBn=60 




Write TCMPBn=40 



Write TCMPBn=30 



Write TCMPBn=50 



Write TCMPBn=30 



Write TCMPBn 
=next PWM 



Figure 32-7. Example of PWM 



NOTE: 



PWM feature can implement by using the TCMPBn. PWM frequency is determined by TCNTBn. A PWM 
value is determined by TCMPBn as shown in the Figure 32-7. 

For higher PWM value, decrease TCMPBn value. For lower PWM value, increase TCMPBn value. If 
output inverter is enabled, the increment/decrement may be opposite. 

Because of double buffering feature, TCMPBn, for a next PWM cycle, can be written in any point of 
current PWM cycle by ISR. 



^^^^^ 
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32.3.7 OUTPUT LEVEL CONTROL 



Inverter off 



inverter on 



Initial State 



Period 1 



Period 2 



Timer stop 



Figure 32-8. Inverter on/off 



The following methods can be used to maintain TOUT as high or low. (Assuming the inverter is off) 

1 . Turn off the auto-reload bit. Then, TOUTn goes to high level and the timer is stopped after TCNTn reaches to 
0. This method is recommended. 

2. Stop the timer by clearing the timer start/stop bit to 0. If TCNTn <= TCMPn, the ouput level is high. If TCNTn 
>TCMPn, the output level is low. 

3. TOUTn can be inverted by the inverter on/off bit in TCON. The inverter removes the additional circuit to 
adjust the output level. 




ELECTRONICS 



32-9 



PWM TIMER 



6410X_UM 



32.3.8 DEAD ZONE GENERATOR 

The deadzone is for the PWM control of power devices. This feature is used to insert the time gap between a turn- 
off of a switching device and a turn on of the other switching device. This time gap prohibit the two switching 
device turning on simultaneously even for a very short time. 

TOUTO is the PWM output. nTOUTO is the inversion of the TOUTO. If the dead-zone is enabled, the output wave- 
form of TOUTO, nTOUTO will be TOUT0_DZ and nTOUT0_DZ. TOUT0_DZ and nTOUT0_DZ never can be 
turned on simultaneously by the dead zone interval. For functional correctness, the deadzone length must be set 
smaller than compare counter value. 



TOUTO 



nTOUTO 



DEADZONE 
INTERVAL 



TOUTO DZ 



nTOUTO DZ 



Figure 32-9. The waveform when a deadzone feature is enabied. 



^^^^^ 
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32.3.9 DMA REQUEST MODE 

Instead of sending an Interrupt at the end of the down-counter cycle, a Timer can be configured to send a DMA 
request signal to one of the DMA channels. This mode is intended to allow DMA transfers between a source and 
destination to occur at regular intervals. 

The timer will keep the DMA request signal (DMA_REQ) active (high) until the timer receives the ACK signal from 
the DMA unit. When the timer receives the ACK signal, it makes the request signal inactive. 

Only one Timer at a time can be configured as the DMA request source. The timer that generates the DMA 
request is determined by setting DMA mode bits (in TCFG1 register). If a particular timer is configured as DMA 
request mode, that timer sends the DMA request and generate the normal ARM interrupt request simultaneously. 
However the other Timers, which are not configured for DMA mode, can still generate ARM interrupts normally. If 
none of the Timers are configured in DMA mode, then all of them can generate normal interrupts. 

The Figure 32-10 shows how the DMA request will remain active until the DMA sends the ACK signal. 



INT4tmp 



DMAreq_en X 101 

DMAACK 

DMAREQ 



Figure 32-10. DMA Operation 

The table below shows the action of each Timer at the completion of the down-count as a function of the DMA 
mode configuration: 

32.3.10 TIMER INTERRUPT GENERATION 

The PWMTIMER provides flexibility to generate Pulse and Level Interrupts by controlling the 'INTRGEN_SEL' port 
status. When the port 'INTRGEN_SEL' is tied to logic 1 , optional level interrupts will be generated or optional 
pulse interrupts will be generated. The interrupt generation is controlled by writing specific values to the 
TINT_CSTAT' register within PWMTIMER. Interrupt generation is optional based on programmed value in 
TINT_CSTAr register. 



^^^^^ 
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32.4 SPECIAL FUNCTION REGISTERS 

32.4.1 REGISTER MAP 



Register 


Offset 


R/W 


Description 


Reset Value 


TCFGO 


0X7F006000 


R/W 


Timer Configuration Register 0 that configures the 
two 8-bit Prescaler and DeadZone Length 


OxOOOO_0101 


TCFG1 


0x7F006004 


R/W 


Timer Configuration Register 1 that controls 5 MUX 
ana uivim ivioae o6I6CT dit 


OxOOOO_0000 


1 U^IN 


UX/ rUUDUUo 


ri/ VV 


1 imer uoniroi riegisier 


uxuuuu_uuuu 


TPMTRO 
1 UIN 1 DU 


UX/ ruuDUUU 


ri/ VV 


1 imer u uoum Duner negisier 


uxuuuu_uuuu 


1 UlVIr DU 


UX/ ruuDU 1 u 


n/ VV 


1 imer u uompare Duner negisier 


nvnnnn nnnn 
uxuuuu_uuuu 


1 UIN 1 vJU 


UX / ruuDU 1 


R 

ri 


1 imer u uouni <^Dser vaiion negisier 


nvnnnn nnnn 
uxuuuu_uuuu 


TPMTR1 
1 OIN 1 D 1 


UX / ruuDU 1 o 


n/ VV 


1 iiiier 1 wUUiiL Duiiei neyioier 


nvnnnn nnnn 
uxuuuu uuuu 


TCMPB1 


0x7F00601c 


R/W 


Timer 1 Compare Buffer Register 


OxOOOO_0000 


TCNT01 


0X7F006020 


R 


Timer 1 Count Observation Register 


OxOOOO_0000 


TCNTB2 


0X7F006024 


R/W 


Timer 2 Count Buffer Register 


OxOOOO_0000 


TCNT02 


0x7F00602c 


R 


Timer 2 Count Observation Register 


OxOOOO_0000 


TCNTB3 


0X7F006030 


R/W 


Timer 3 Count Buffer Register 


OxOOOO_0000 


TCNT03 


0X7F006038 


R 


Timer 3 Count Observation Register 


OxOOOO_0000 


TCNTB4 


0x7F00603c 


R/W 


Timer 4 Count Buffer Register 


OxOOOO_0000 


TCNT04 


0X7F006040 


R 


Timer 4 Count Observation Register 


OxOOOO_0000 


TINT_CSTAT 


0x7F006044 


R/W 


Timer Interrupt Control and Status Register 


OxOOOO_0000 
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32.4.1.1 TCFGO (Timer Configuration Register) 



Register 


Offset 


R/W 


Description 


Reset Value 


TCFGO 


0X7F006000 


R/W 


Timer Configuration Register 0 that configures the 
two 8-bit Prescaler and DeadZone Length 


OxOOOO_0101 



Timer input clock Frequency = PCLK / ( {prescaler value + 1} ) / {divider value} 

{prescaler value} = 1 --255 

{divider value} = 1 , 2, 4, 8, 1 6, TCLK 



TCFGO 


Bit 


R/W 


Description 


Initial State 


Reserved 


[31 ■24] 


R 


Reserved Bits 


0x00 


Dead zone length 


[23:16] 


R/W 


Dead zone length 


0x00 


Prescaler 1 


[15:8] 


R/W 


Prescaler 1 value for Timer 2, 3 and 4 


0x01 


Prescaler 0 


[7:0] 


R/W 


Prescaler 0 value for timer 0 & 1 


0x01 



32.4.1.2 TCFG1 (Timer Configuration Register) 



Register 


Offset 


R/W 


Description 


Reset Value 


TCFG1 


0x7F006004 


R/W 


Timer Configuration Register 1 that controls 5 MUX 
and DMA Mode Select Bit 


0x0000_0000 



TCFG1 


Bit 


R/W 


Description 


Initial State 


Reserved 


[31 :24] 


R 


Reserved Bits 


0x00 


DMA mode 


[23:20] 


R/W 


Select DMA Request Channel Select Bit 

0000: No select 0001 : INTO 
0010: INT1 0011: INT2 
0100: INT3 0101: INT4 
0110: No select 01 1 1 : No select 


0x0 


Divider MUX4 


[19:16] 


R/W 


Select Mux input for PWM Timer 4 

0000:1/1 0001:1/2 
0010:1/4 0011:1/8 
0100:1/16 0101: External TCLK1 
0110: External TCLK1 0111: External TCLK1 


0x0 


Divider MUX3 


[15:12] 


R/W 


Select Mux input for PWM Timer 3 

0000:1/1 0001:1/2 
0010:1/4 0011:1/8 
0100:1/16 0101: External TCLK1 
0110: External TCLK1 0111: External TCLK1 


0x0 


Divider MUX2 


[11:8] 


R/W 


Select Mux input for PWM Timer 2 

0000:1/1 0001:1/2 
0010:1/4 0011:1/8 
0100:1/16 0101: External TCLK1 
01 1 0: External TCLK1 0111: External TCLK1 


0x0 


Divider MUX1 


[7:4] 


R/W 


Select Mux input for PWM Timer 1 


0x0 
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0000:1/1 0001:1/2 
0010:1/4 0011:1/8 
0100:1/16 0101: External TCLKO 
0110: External TCLKO 0111: External TCLKO 




Divider MUXO 


[3:0] 


R/W 


Select Mux input for PWM Timer 0 

0000:1/1 0001:1/2 

0010:1/4 0011:1/8 

0100:1/16 0101: External TCLKO 

0110: External TCLKO 0111: External TCLKO 


0x0 



32.4.1.3 ICON (Timer Control Register) 



Register 


Offset 


R/W 


Description 


Reset Value 


TCON 


0X7F006008 


R/W 


Timer Control Register 


OxOOOO_0000 



TCON 


Bit 


R/W 


Description 


Initial 
btate 


Reserved 


[ol .do\ 


D 

H 


Reserved Bits 


UXUUU 


Timer 4 Auto Reload on/off 


[22] 


H/VV 


u. une-bnot i . interval Mocie(Auto-Heioaci) 


U 


Timer 4 Manual Update 


[21] 


D l\M 

H/VV 


u. No Operation i . update i on i d4 


U 


1 imer 4 btart/otop 


[20] 


H/VV 


u. otop 1 . otart 1 imer 4 


U 


\ imer o muto neioaa on/OTT 


\A Ql 


n/ VV 


u. <^ne-onoT i. interval ivioae^^Muio-rieioaaj 


u 


Reserved 


[18] 


R/W 


Reserved Bits 


0 


Timer 3 Manual Update 


[17] 


R/W 


0: No Operation 1 :Update TCNTB3,TCMPB3 


0 


Timer 3 Start/Stop 


[16] 


R/W 


0: Stop 1 : Start Timer 3 


0 


Timer 2 Auto Reload on/off 


[15] 


R/W 


0: One-Shot 1 : Interval Mode(Auto-Reload) 


0 


Reserved 


[14] 


R/W 


Reserved Bits 


0 


Timer 2 Manual Update 


[13] 


R/W 


0: No Operation 1 : Update TCNTB2,TCMPB2 


0 


Timer 2 Start/Stop 


[12] 


R/W 


0: Stop 1 : Start Timer 2 


0 


Timer 1 Auto Reload on/off 


[11] 


R/W 


0: One-Shot 1 : Interval Mode(Auto-Reload) 


0 


Timer 1 Output Inverter on/off 


[10] 


R/W 


0: Inverter Off 1 : T0UT1 Inverter-On 


0 


Timer 1 Manual Update 


[9] 


R/W 


0: No Operation 1 : Update TCNTB1 ,TCMPB1 


0 


Timer 1 Start/Stop 


[8] 


R/W 


0: Stop 1: Start Timer 1 


0 


Reserved 


[7:5] 


R/W 


Reserved Bits 


000 


Dead zone enable/disable 


[4] 


R/W 


Deadzone Generator Enable/Disable 


0 


Timer 0 Auto Reload on/off 


[3] 


R/W 


0: One-Shot 1 : Interval Mode(Auto-Reload) 


0 


Timer 0 Output Inverter on/off 


[2] 


R/W 


0: Inverter Off 1 : TOUTO Inverter-On 


0 


Timer 0 Manual Update 


[1] 


R/W 


0: No Operation 1 : Update TCNTBOJCMPBO 


0 


Timer 0 Start/Stop 


[0] 


R/W 


0: Stop 1 : Start Timer 0 


0 
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32.4.1.4 TCNTBO (TimerO Counter Register) 



Register 


Offset 


R/W 


Description 


Reset Value 


TCNTBO 


0X7F00600C 


R/W 


Timer 0 Count Buffer Register 


OxOOOO_0000 



TCNTBO 


Bit 


R/W 


Description 


Initial State 


Timer 0 Count Buffer 


[31:0] 


R/W 


Timer 0 Count Buffer Register 


0x00000000 



32.4.1.5 TCMPBO (TimerO Compare Register) 



Register 


Offset 


R/W 


Description 


Reset Value 


TCIVIPBO 


0X7F006010 


R/W 


Timer 0 Compare Buffer Register 


OxOOOO_0000 



TCMPBO 


Bit 


R/W 


Description 


Initial State 


Timer 0 Compare Buffer 


[31:0] 


R/W 


Timer 0 Compare Buffer Register 


0x00000000 



32.4.1.6 TCNTOO (TimerO Observation Register) 



Register 


Offset 


R/W 


Description 


Reset Value 


TCNTOO 


0X7F006014 


R 


Timer 0 Count Observation Register 


0x0000_0000 



TCNTOO 


Bit 


R/W 


Description 


Initial State 


Timer 0 Count Observation 


[31:0] 


R 


Timer 0 Count Observation Register 


0x00000000 


32.4.1 .7 TCNTB1 (Timerl Counter Register) 


Register 


Offset 


R/W 


Description 


Reset Value 


TCNTB1 


0X7F006018 


R/W 


Timer 1 Count Buffer Register 


OxOOOO_0000 




TCNTB1 


Bit 


R/W 


Description 


Initial State 


Timer 1 Count Buffer 


[31:0] 


R/W 


Timer 1 Count Buffer Register 


0x00000000 



32.4.1 .8 TCMPB1 (TIMER1 COMPARE REGISTER) 



Register 


Offset 


R/W 


Description 


Reset Value 


TCIVIPB1 


0x7F00601c 


R/W 


Timer 1 Compare Buffer Register 


OxOOOO_0000 




TCMPB1 


Bit 


R/W 


Description 


Initial State 


Timer 1 Compare Buffer 


[31:0] 


R/W 


Timer 1 Compare Buffer Register 


0x00000000 
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32.4.1.9 TCNT01 (Timer! Observation Register) 



Register 


Offset 


R/W 


Description 


Reset Value 


TCNT01 


0X7F006020 


R 


Timer 1 Count Observation Register 


OxOOOO_0000 



TCNT01 


Bit 


R/W 


Description 


Initial State 


Timer 1 Count Observation 


[31:0] 


R 


Timer 1 Count Observation Register 


0x00000000 


32.4.1.10 TCNTB2 (Timer2 Counter Register) 


Register 


Offset 


R/W 


Description 


Reset Value 


TCNTB2 


0x7F006024 


R/W 


Timer 2 Count Buffer Register 


OxOOOO_0000 




TCNTB2 


Bit 


R/W 


Description 


Initial State 


Timer 2 Count Buffer 


[31:0] 


R/W 


Timer 2 Count Buffer Register 


0x00000000 



32.4.1.11 TCNT02 (Timer2 Observation Register) 



Register 


Offset 


R/W 


Description 


Reset Value 


TCNT02 


0X7F00602C 


R 


Timer 2 Count Observation Register 


0x0000_0000 



TCNT02 


Bit 


R/W 


Description 


Initial State 


Timer 2 Count Observation 


[31:0] 


R 


Timer 2 Count Observation Register 


0x00000000 



32.4.1.12 TCNTB3 (Timer3 Counter Register) 



Register 


Offset 


R/W 


Description 


Reset Value 


TCNTB3 


0X7F006030 


R/W 


Timer 3 Count Buffer Register 


OxOOOO_0000 



TCNTB3 


Bit 


R/W 


Description 


Initial State 


Timer 3 Count Buffer 


[31:0] 


R/W 


Timer 3 Count Buffer Register 


0x00000000 



32.4.1.13 TCNT03 (Timer3 Observation Register) 



Register 


Offset 


R/W 


Description 


Reset Value 


TCNT03 


0X7F006038 


R 


Timer 3 Count Observation Register 


OxOOOO_0000 



TCNT03 


Bit 


R/W 


Description 


Initial State 


Timer 3 Count Observation 


[31:0] 


R 


Timer 3 Count Observation Register 


0x00000000 
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32.4.1.14 TCNTB4 (Timer4 Counter Register) 



Register 


Offset 


R/W 


Description 


Reset Value 


TCNTB4 


0X7F00603C 


R/W 


Timer 4 Count Buffer Register 


OxOOOO_0000 




TCNTB4 


Bit 


R/W 


Description 


Initial State 


Timer 4 Count Buffer 


[31:0] 


R/W 


Timer 4 Count Buffer Register 


0x00000000 


32.4.1.15 TCNT04 (Timer4 Observation Register) 


Register 


Offset 


R/W 


Description 


Reset Value 


TCNT04 


0x7F006040 


R 


Timer 4 Count Observation Register 


OxOOOO_0000 




TCNT04 


Bit 


R/W 


Description 


Initial State 


Timer 4 Count Observation 


[31:0] 


R 


Timer 4 Count Observation Register 


0x00000000 



^^^^^ 
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32.4.1.16 TINT_CSTAT (Interrupt Control And Status Register) 



Register 


Offset 


R/W 


Description 


Reset Value 


TINT_CSTAT 


0X7F006044 


R/W 


Timer Interrupt Control and Status Register 


OxOOOO_0000 



TINT_CSTAT 


Bit 


R/W 


Description 


Initial State 


Reserved 


[31:10] 


R 


Reserved Bits 


0x00000 


Timer 4 Interrupt Status 


[9] 


R/W 


Timer 4 Interrupt Status Bit. Clears by writing '1 ' 
on this bit. 


0x0 


Timer 3 Interrupt Status 


[8] 


R/W 


Timer 3 Interrupt Status Bit. Clears by writing '1 ' 
on this bit. 


0x0 


1 imer d. interrupt otatus 




RAA/ 
n/ Vv 


1 imer d. interrupt otatus Dit. uiears oy writing i 
on this bit. 


uxu 


Timer 1 Interrupt Status 


[6] 


R/W 


Timer 1 Interrupt Status Bit. Clears by writing '1' 
on this bit. 


0x0 


Timer 0 Interrupt Status 


[5] 


R/W 


Timer 0 Interrupt Status Bit. Clears by writing '1' 
on this bit. 


0x0 


Timer 4 interrupt Enable 


[4] 


R/W 


Timer 4 Interrupt Enable. 

1 - Enabled 0 - Disabled 


0x0 


Timer 3 interrupt Enable 


[3] 


R/W 


Timer 3 Interrupt Enable. 

1 - Enabled 0 - Disabled 


0x0 


Timer 2 interrupt Enable 


[2] 


R/W 


Timer 2 Interrupt Enable. 

1 - Enabled 0 - Disabled 


0x0 


Timer 1 interrupt Enable 


[1] 


R/W 


Timer 1 Interrupt Enable. 

1 - Enabled 0 - Disabled 


0x0 


Timer 0 interrupt Enable 


[0] 


R/W 


Timer 0 Interrupt Enable. 

1 - Enabled 0 - Disabled 


0x0 
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REAL TIME CLOCK (RTC) 



This chapter describes the functions and usage of Real Time Clock (RTC) in S3C6410X RISC microprocessor. 
33-1 OVERVIEW 



The Real Time Clock (RTC) unit can be operated by the backup battery when the system power is off. The data 
include the time by second, minute, hour, date, day, month, and year. The RTC unit works with an external 32.768 
KHz crystal and can perform the alarm function. 



The Real Time Clock includes the following features: 

• BCD number: second, minute, hour, date, day, month, and year. 

• Leap year generator 

• Alarm function: alarm-interrupt or wake-up from power-off mode. 

• Tick counter function: tick-interrupt or wake-up from power-off mode. 

• Year 2000 problem is removed. 

• Independent power pin (RTCVDD). 

• Supports millisecond tick time interrupt for RTOS kernel time tick. 



33.2 FEATURES 
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33.3 REAL TIME CLOCK OPERATION DESCRIPTION 



Tl CNT 



Ti me Tick Gener at or 



XTI rtc 



XTOrtc 



Tl CK I NT 



Tl CK WK 



IHz -32 KHz 



RTCRST 



215 CI ock 
Di vi der 



Reset 
Regi st er 



1 Hz 



Control 
Regi st er 



Leap Year Gener at or 



SEC 



HOUR 



DATE 



DAY 



YEAR 



Al arm Gener at or 



RTCCON 



RTCALM 



ALARM WK 



ALARM I NT 



Figure 33-1. Real Time Clock Block Diagram 



33.3.1 LEAP YEAR GENERATOR 



The leap year generator can determine the last date of each month out of 28, 29, 30, or 31 , based on data from 
BCDDAY, BCDMON, and BCDYEAR. This block considers leap year in deciding on the last date. An 8-bit counter 
can only represent 2 BCD digits, therefore it cannot decide whether "00" year (the year with its last two digits 
zeros) is a leap year or not. For example, it cannot discriminate between 1900 and 2000. To solve this problem, 
the RTC block in S3C6410 has hard-wired logic to support the leap year in 2000. Note 1900 is not leap year while 
2000 is leap year. Therefore, two digits of 00 in S3C6410 denote 2000, not 1900. 
So, RTC in S3C6410 supports from 1901 to 2099. 

33.3.2 READ/WRITE REGISTER 

Bit 0 of the RTCCON register must be set high in order to write the BCD register in RTC block. To display the 
second, minute, hour, day, date, month, and year, the CPU must read the data in BCDSEC, BCDMIN, BCDHOUR, 
BCDDATE, BCDDAY, BCDMON, and BCDYEAR registers respectively in the RTC block. However, a one second 
deviation may exist because multiple registers are read. For example, when the user reads the registers from 
BCDYEAR to BCDMIN, the result is assumed to be 2059 (Year), 12 (Month), 31 (Date), 23 (Hour) and 59 (Minute). 
When the user read the BCDSEC register and the value ranges from 1 to 59 (Second), there is no problem, but, if 
the value is 0 sec, the year, month, date, hour, and minute may be changed to 2060 (Year), 1 (Month), 1 (Date), 0 
(Hour) and 0 (Minute) because of the one second deviation that was mentioned. In this case, the user must re- 
read from BCDYEAR to BCDSEC if BCDSEC is zero. 



^^^^^ 



33-2 



ELECTRONICS 



6410X_UM 



REAL TIME CLOCK 



33.3.3 BACKUP BATTERY OPERATION 



The RTC logic can be driven by the backup battery, which supplies the power through the RTCVDD pin into the 
RTC block, even if the system power is off. When the system is off, the interfaces of the CPU and RTC logic must 
be blocked, and the backup battery only drives the oscillation circuit and the BCD counters to minimize power 
dissipation. 



33.3.4 ALARM FUNCTION 



The RTC generates ALARM_INT(alarm interrupt) and ALARM_WK(alarm wake-up) at a specified time in the 
power-down mode, power off mode or normal operation mode. In normal operation mode. If ALARM register 
value is a same to BCD register, ALARM_INT is activated as well as the ALARM_WK. In the power-off and power- 
down. If ALARM register value is a same to BCD register,ALARM_WK is activated. The RTC alarm register 
(RTCALM) determines the alarm enable/disable status and the condition of the alarm time setting. 



33.3.5 TICK TIME INTERRUPT 



The RTC tick time is used for interrupt request. The RTCC0N[8] register has an interrupt enable bit. The count 
value reaches '0' when the tick time interrupt occurs. Then the period of interrupt is as follows: 
Period = (n+1 )/32768 second (n= tick counter value) 

Table 33-1 Tick interrupt resolution 



Tick counter clock 
source selection 


Tick clock 
source frequency(Hz) 


Clock range (s) 


Resolution (ms) 


4'bOOOO 


32768 (2'^15) 


0-2 


0.03 


4'b0001 


16384 (2'^ 14) 


0-4 


0.06 


4'b0010 


8192 (2'^13) 


0-8 


0.12 


4'b001 1 


4096 (2'^12) 


0-16 


0.24 


4'b0100 


2048 (2'^11) 


0-32 


0.49 


4'b0101 


1024 (2'^10) 


0-64 


0.97 


4'b0110 


512(2^^9) 


0 - 128 


1.95 


4'b01 1 1 


256 (2'^8) 


0 - 256 


3.90 


4'b1000 


128 (2"?) 


0 - 512 


7.81 


4'b1001 


64 (2'^6) 


0 - 1024 


15.62 


4'b1010 


32 (2'^5) 


0 - 2048 


31.25 


4'b1011 


16 (2M) 


0 - 4096 


62.50 


4'b1100 


8 (2'^3) 


0-8192 


125 
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4'b1101 


4 (2'^2) 


0 ~ 16384 


250 


4'b1110 


2 


0 ~ 32768 


500 


4'b1111 


1 


0 ~ 65535 


1000 



NOTES: 

1 . Tick time resolution can be extended by selecting the appropriate tick time clock source. 

2. This RTC time tick may be used for real time operating system (RTOS) kernel time tick. 

If time tick is generated by the RTC time tick, the time related function of RTOS will always synchronized in real time. 



^^^^^ 
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33.3.6 32.768 KHZ X-TAL CONNECTION EXAMPLE 

The Figure 33-2 shows a circuit of the RTC unit oscillation at 32.768 Khz. 



22pF 


XTIrtc 


□ 32768Hz 

^ — 


XTOrtc 



Figure 33-2. Main Osciilator Circuit Exampie 



3.7 EXTERNAL INTERFACE 



Name 


Direction 


Description 


XT! 


Input 


32 KHz RTC Oscillator Clock Input 


XTO 


Input 


32 KHz RTC Oscillator Clock output 



^^^^^ 
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33.8 REGISTER DESCRIPTION 

33.8.1 MEMORY MAP 



Table 33-2. RTC Register summary 



ri6gisi6r 




R/W 

ni vv 


uescripiion 


ri6S61 ValU6 


INTP 


0X7E005030 


R/W 


Interrupt pending Register 


0x0 


RTCCON 


Ox7E005040 


R/W 


RTC control Register 


0x0 


1 lUON 1 


Ox7E005044 


R/W 


Tick time count Register 


0x0 


RTCALM 


0x7E005050 


R/W 


RTC alarm control Register 


0x0 


ALMSEC 


0x7E005054 


R/W 


Alarm second data Register 


0x0 


ALMMIN 


0x7E005058 


R/W 


Alarm minute data Register 


0x00 


ALMHOUR 


0X7E00505C 


R/W 


Alarm hour data Register 


0x0 


ALMDATE 


0x7E005060 


R/W 


Alarm date data Register 


0x01 


ALMMON 


0X7E005064 


R/W 


Alarm month data Register 


0x01 


ALMYEAR 


0X7E005068 


R/W 


Alarm year data Register 


0x0 


BCDSEC 


0X7E005070 


R/W 


BCD second Register 


Undefined 


BCDMIN 


0X7E005074 


R/W 


BCD minute Register 


Undefined 


BCDHOUR 


0X7E005078 


R/W 


BCD hour Register 


Undefined 


BCDDATE 


0X7E00507C 


R/W 


BCD date Register 


Undefined 


BCDDAY 


0X7E005080 


R/W 


BCD day Register 


Undefined 


BCDMON 


0X7E005084 


R/W 


BCD month Register 


Undefined 


BCDYEAR 


0X7E005088 


R/W 


BCD year Register 


Undefined 


CURTICCNT 


0X7E005090 


R 


Current Tick time counter 
Register 


0x0 
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33.9 INDIVIDUAL REGISTER DESCRIPTIONS 

33.9.1 REAL TIME CLOCK CONTROL (RTCCON) REGISTER 



The RTCCON register consists of 9 bits . It controls the read/write enable of the CLKSEL, CNTSEL and CLKRST 
for testing. 

RTCEN bit can control all interfaces between the CPU and the RTC, Therefore it must be set to 1 in an RTC 

control routine to enable data read/write after a system reset. Before power off, the RTCEN bit is cleared to 0 to 

prevent inadvertent writing into BCD counter register. 

CLKRST is counter reset for 2^^ Clock divider.(reference to Figure 33-1 ) 

Before RTC clock setting, 2^^ Clock divider must be reset for exact RTC operation. 



Register 


Address 


R/W 


Description 


Reset Value 


RTCCON 


0X7E005040 


R/W 


RTC control Register 


0x0 



RTCCON 


Bit 


Description 


Initial State 


TIGEN 


[8] 


Tick timer enable 

0 = Disable 1 = 


Enable 


0 


TIGGKSEL 


[7:4] 


Tick timer sub clock selection. 


4'bOOOO 






4'bOOOO = 32768 hz 
4'b0010 = 8192 hz 
4'b0100 = 2048 hz 
4'b0110 =512 hz 
4'b1000 =128 hz 
4'b1010 =32 hz 
4'b1100 =8 hz 
4'b1110 =2 hz 


4'b0001 = 16384 hz 
4'b001 1 = 4096 hz 
4'b0101 =1024 hz 
4'b01 1 1 =256 hz 
4'b1001 =64 hz 
4'b1011 =16 hz 
4'b1101 =4 hz 
4'b1111 =1 hz 




CLKRST 


[3] 


RTC clock count reset. 

0 = RTC counter(2^^ Clock divider) enable, 

1 = RTC counter reset and disable. 

Note: When RTCEN is enable, CLKRST affects RTC. 


0 


CNTSEL 


[2] 


BCD count select. 

0 = Merge BCD counters 

1 = Reserved (Separate BCD counters) 

Note: When RTCEN is enable, CNTSEL affects RTC. 


0 


CLKSEL 


[1] 


BCD clock select. 

0 = XTAL 1/2^^ divided clock 

1 = Reserved (XTAL clock only for test) 

Note: When RTCEN is enable, CLKSEL affects RTC. 


0 


RTCEN 


[0] 


RTC control enable. 

0 = Disable 1 = Enable 

Note: When RTCEN is enable, BCD time count setting, 2^^ Clock 
divider reset, BCD counter select and BCD clock selecting. 


0 



^^^^^ 
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33.9.2 TICK TIME COUNT REGISTER (TICNT) 



Register 


Address 


R/W 


Description 


Reset Value 


TICNT 


0x7E005044 


R/W 


Tick time count register 


0x0 



TICNT 


Bit 


Description 


Initial State 


TICK TIME 
COUNT 


[31:0] 


32 bit tick time count value 


0x0 



33.9.3 RTC ALARM CONTROL (RTCALM) REGISTER 

The RTCALM register determines tine alarm enable and the alarm time. Note that the RTCALM register generates 
the alarm signal through both ALMINT and ALARM_WK as power mode. 
For using ALMIN and ALARM_WK, ALMEN must be enable. 
If compare value is year, ALMEN and YEAREN must be enable. 

If compare values are year,mon,date,hour,min and sec, ALMEN,YEAREN,MONEN,DATEEN,HOUREN,MINEN 
and SECEN must be enable. 



Register 


Address 


R/W 


Description 


Reset Value 


RTCALM 


0X7E005050 


R/W 


RTC alarm control Register 


0x0 



RTCALM 


Bit 


Description 


Initial State 


Reserved 


[7] 




0 


ALMEN 


[6] 


Alarm global enable 

0 = Disable, 1 = Enable 

Note: For using ALMIN and ALARM WK, set 

ALMEN=1'b1 


0 


YEAREN 


[5] 


Year alarm enable 

0 = Disable, 1 = Enable 


0 


MONEN 


[4] 


Month alarm enable 

0 = Disable, 1 = Enable 


0 


DATEEN 


[3] 


Date alarm enable 

0 = Disable, 1 = Enable 


0 


HOUREN 


[2] 


Hour alarm enable 

0 = Disable, 1 = Enable 


0 


MINEN 


[1] 


Minute alarm enable 

0 = Disable, 1 = Enable 


0 


SECEN 


[0] 


Second alarm enable 
0 = Disable, 1 = Enable 


0 
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33.9.4 ALARM SECOND DATA (ALMSEC) REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


ALMSEC 


0x7E005054 


R/W 


Alarm second data Register 


0x0 



ALIUISEC 


Bit 


Description 


Initial State 


Reserved 


[7] 




0 


SECDATA 


[6:4] 


BCD value for alarm second. 
0-5 


000 


[3:0] 


0-9 


0000 



33.9.5 ALARM MIN DATA (ALMMIN) REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


ALMMIN 


0X7E005058 


R/W 


Alarm minute data Register 


0x00 



ALMMIN 


Bit 


Description 


Initial State 


Reserved 


[7] 




0 


MINDATA 


[6:4] 


BCD value for alarm minute. 
0-5 


000 


[3:01 


0-9 


0000 



33.9.6 ALARM HOUR DATA (ALMHOUR) REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


ALMHOUR 


0X7E00505C 


R/W 


Alarm hour data Register 


0x0 



ALMHOUR 


Bit 


Description 


Initial State 


Reserved 


[7:6] 




00 


HOURDATA 


[5:4] 


BCD value for alarm hour. 
0-2 


00 


[3:0] 


0-9 


0000 



33.9.7 ALARM DATE DATA (ALMDATE) REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


ALMDATE 


0X7E005060 


R/W 


Alarm day data Register 


0x01 



ALMDATE 


Bit 


Description 


Initial State 


Reserved 


[7:6] 




00 


DATE DATA 


[5:4] 


BCD value for alarm date, from 0 to 28, 29, 30, 31 . 
0-3 


00 


[3:0] 


0-9 


0001 
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33.9.8 ALARM MONTH DATA (ALMMON) REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


ALMMON 


0X7E005064 


R/W 


Alarm month data Register 


0x01 



ALMMON 


Bit 


Description 


Initial State 


Reserved 


[7:5] 




00 


MONDATA 


[4] 


BCD value for alarm month. 
0 ~ 1 


0 




[3:0] 


0-9 


0001 



33.9.10 ALARM YEAR DATA (ALMYEAR) REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


ALMYEAR 


0X7E005068 


R/W 


Alarm year data Register 


0x0 



ALMYEAR 


Bit 


Description 


Initial State 


YEARDATA 


[7:4] 


BCD value for year. 
0-9 


0x0 


[3:0] 


0-9 


0x0 



33.9.11 BCD SECOND (BCDSEC) REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


BCDSEC 


0X7E005070 


R/W 


BCD second Register 


Undefined 



BCDSEC 


Bit 


Description 


Initial State 


SECDATA 


[6:4] 


BCD value for second. 
0-5 




[3:01 


0-9 





33.9.12 BCD MINUTE (BCDMIN) REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


BCDMIN 


0X7E005074 


R/W 


BCD minute Register 


Undefined 



BCDMIN 


Bit 


Description 


Initial State 


MINDATA 


[6:4] 


BCD value for minute. 
0-5 




[3:01 


0-9 
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33.9.13 BCD HOUR(BCDHOUR) REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


BCDHOUR 


0X7E005078 


R/W 


BCD hour Register 


Undefined 



BCDHOUR 


Bit 


Description 


Initial State 


Reserved 


[7:6] 






HOURDATA 


[5:4] 


BCD value for hour. 
0-2 






[3:0] 


0-9 





33.9.14 BCD DATE (BCDDATE) REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


BCDDATE 


0X7E00507C 


R/W 


BCD DATE Register 


Undefined 



BCDDAY 


Bit 


Description 


Initial State 


Reserved 


[7:61 






DATE DATA 


[5:4] 


BCD value for date. 
0-3 






[3:01 


0-9 





33.9.15 BCD DAY (BCDDAY) REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


BCDDAY 


0X7E005080 


R/W 


BCD DAY Register 


Undefined 



BCDDAY 


Bit 


Description 


Initial State 


Reserved 


[7:3] 






DAYDATA 


[2:0] 


BCD value for a day of the week. 
1 - 7 





33.9.16 BCD MONTH (BCDMON) REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


BCDMON 


0x7E005084 


R/W 


BCD month Register 


Undefined 



BCDMON 


Bit 


Description 


Initial State 


Reserved 


[7:5] 






MONDATA 


[4] 


BCD value for month. 
0 - 1 




[3:01 


0-9 
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33.9.17 BCD YEAR (BCDYEAR) REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


BCDYEAR 


0X7E005088 


R/W 


BCD year Register 


Undefined 



BCDYEAR 


Bit 


Description 


Initial State 


YEARDATA 


[7:4] 


BCD value for year. 
0-9 




[3:0] 


0-9 





NOTE: For setting BCD registers, RTCEN(RTCCON[0] bit) must be enable. 

But at no setting BCD registers, RTCEN must be disable for reducing power comsumption. 



33.9.18 TICK COUNTER REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


CURTICCNT 


0X7E005090 


R 


Current tick count value 


32'hO 



CURTICCNT 


Bit 


Description 


Initial State 


Tick counter 
observation 


[31:0] 


Current tick count value 





33.9.19 INTERRUPT PENDING REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


INTP 


0X7E005030 


R/W 


Interrupt pending register 


Undefined 



You can clear specific bits of INTP register by writing 1 's to the bits that you want to clear regardless of the value 
of RTCEN. 



INTP 


Bit 


Description 


Initial State 


Reserved 


[7:2] 


Reserved. 


00 


ALARM 


[1] 


Alarm interrupt pending bit 

0 : no interrupt occurred 

1 : interrupt occurred 


0 


Time TIC 


[0] 


Time TIC interrupt pending bit 

0 : no interrupt occurred 

1 : interrupt occurred. 


0 
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WATCHDOG TIMER 



This chapter describes the functions and usage of Watchdog Timer in S3C6410X RISC microprocessor. 
34.1 OVERVIEW 

The S3C6410X RISC microprocessor watchdog timer is used to resume the controller operation whenever it is 
disturbed by malfunctions such as noise and system errors. The watchdog timer generates the reset signal. 
It can be used as a normal 16-bit interval timer to request interrupt service. 

Advantage in using WDT instead of PWM timer is that WDT generates the reset signal. 



34.2 FEATURES 



The Watchdog Timer includes the following features: 



Normal interval timer mode with interrupt request. 

Internal reset signal is activated when the timer count value reaches 0 (time-out). 
Level-triggered Interrupt mechanism. 
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34.3 FUNCTIONAL DESCRIPTION 

34.3.1 WATCHDOG TIMER OPERATION 

Figure 34-1 shows the functional block diagram of the watchdog timer. The watchdog timer uses only PCLK as its 
source clock. The PCLK frequency is prescaled to generate the corresponding watchdog timer clock, and the 
resulting frequency is divided again. 



PCLK 



8-bit Prescaler 



1/16 
1/32 
1/64 
1/128 



MUX 



WTDAT 



WTCNT 
(Down Counter) 



Interrupt 



WTCON[15:8] 



t 

WTCON[4:3] 



Reset Signal Generator 



RESET 



WTC0N[2] WTCON[0] 



Figure 34-1. Watchdog Timer Block Diagram 

The prescaler value and the frequency division factor are specified in the watchdog timer control (WTCON) 
register. Valid prescaler values range from 0 to 2^-1 . The frequency division factor can be selected as 16, 32, 64, 
on 28. 

Use the following equation to calculate the watchdog timer clock frequency and the duration of each timer clock 
cycle: 

t_watchdog = 1/( PCLK / (Prescaler value + 1 ) / Division_factor ) 



34.3.2 WTDAT & WTCNT 

Once the watchdog timer is enabled, the value of watchdog timer data (WTDAT) register cannot be automatically 
reloaded into the timer counter (WTCNT). For this reason, an initial value must be written to the watchdog timer 
count (WTCNT) register, before the watchdog timer starts. 



34.3.3 CONSIDERATION OF DEBUGGING ENVIRONMENT 

When the S3C6410 is in debug mode using Embedded ICE, the watchdog timer must not operate. 

The watchdog timer can determine whether or not it is currently in the debug mode from the CPU core signal 
(DBGACK signal). Once the DBGACK signal is asserted, the reset output of the watchdog timer is not activated as 
the watchdog timer is expired. 



^^^^^ 
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34.4 SPECIAL FUNCTION REGISTER 
34.4.1 MEMORY MAP 



Register 


Address 


R/W 


Description 


Reset Value 


WTCON 


Ox7E004000 


R/W 


Watchdog timer control register 


0x8021 


WTDAT 


Ox7E004004 


R/W 


Watchdog timer data register 


0x8000 


WTCNT 


Ox7E004008 


R/W 


Watchdog timer count register 


0x8000 


WTCLRINT 


0X7E00400C 


W 


Watchdog timer interrupt clear register 





34.5 INDIVIDUAL REGISTER DESCRIPTION 

34.5.1 WATCHDOG TIMER CONTROL (WTCON) REGISTER 

The WTCON register allows the user to enable/disable the watchdog timer, select the clock signal from 4 different 
sources, enable/disable interrupts, and enable/disable the watchdog timer output. 

The Watchdog timer is used to resume the S3G6410 restart on mal-function after its power on. At this time, 
disable the interrupt generation and enable the Watchdog timer output for reset signal. 

If controller restart is not desired and if the user wants to use the normal timer only, which is provided by the 
Watchdog timer, enable the interrupt generation and disable the Watchdog timer output for reset signal. 



Register 


Address 


R/W 


Description 


Reset Value 


WTCON 


0X7E004000 


R/W 


Watchdog timer control register 


0x8021 



WTCON 


Bit 


Description 


Initial State 


Prescaler value 


[15:8] 


Prescaler value. 

The valid range is from 0 to (2^-1). 


0x80 


Reserved 


[7:6] 


Reserved. 

These two bits must be 00 in normal operation. 


00 


Watchdog timer 


[5] 


Enable or disable bit of Watchdog timer. 

0 = Disable 

1 = Enable 


1 


Clock select 


[4:3] 


Determine the clock division factor. 
00: 16 01 :32 
10:64 11 : 128 


00 


Interrupt generation 


[2] 


Enable or disable bit of the interrupt. 

0 = Disable 

1 = Enable 


0 


Reserved 


[1] 


Reserved. 

This bit must be 0 in normal operation. 


0 


Reset enable/disable 


[0] 


Enable or disable bit of Watchdog timer output for reset signal. 
1 : Assert reset signal of the S3C641 0 at watchdog time-out 
0: Disable the reset function of the watchdog timer. 


1 
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Note: Initial state of 'Reset enable/disable' is 1 (reset enable). If user do not disable this bit, S3C6410 will be 
rebooted in about 5.63sec (In the case of PCLK is 12MHz). So at boot loader, this bit should be disabled before 
under control of Operating System, or Firmware. 

34.5.2 WATCHDOG TIMER DATA (WTDAT) REGISTER 



The WTDAT register is used to specify the time-out duration. The content of WTDAT cannot be automatically 
loaded into the timer counter at initial watchdog timer operation. However, using 0x8000 (initial value of WTCNT) 
will drive the first time-out. Then, the value of WTDAT will be automatically reloaded into WTCNT. 



Register 


Address 


R/W 


Description 


Reset Value 


WTDAT 


0X7E004004 


R/W 


Watchdog timer data register 


0x8000 



WTDAT 


Bit 


Description 


Initial State 


Count reload value 


[15:0] 


Watchdog timer count value for reload. 


0x8000 



34.5.3 WATCHDOG TIMER COUNT (WTCNT) REGISTER 

The WTCNT register contains the current count values for the watchdog timer during normal operation. 

NOTE: 

The content of the WTDAT register cannot be automatically loaded into the timer count register when the 
watchdog timer is enabled initially, so the WTCNT register must be set to an initial value before enabling 
it. 



Register 


Address 


R/W 


Description 


Reset Value 


WTCNT 


Ox7E004008 


R/W 


Watchdog timer count register 


0x8000 



WTCNT 


Bit 


Description 


Initial State 


Count value 


[15:0] 


The current count value of the watchdog timer 


0x8000 



34.5.4 WATCHDOG TIMER INTERRUPT CLEAR (WTCLRINT) REGISTER 



The WTCLRINT register is used to clear the interrupt. Interrupt service routine is responsible for clearing the 
relevant interrupt after the interrupt service is completed. Writing any values on this register clears the interrupt. 
Reading this register is not allowed. 



Register 


Address 


R/W 


Description 


Reset Value 


WTCLRINT 


0X7E00400C 


W 


Watchdog timer interrupt clear register 





WTCLRINT 


Bit 


Description 


Initial State 


Interrupt clear 


[0] 


Write any values clears the interrupt 





^^^^^ 
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AC97 CONTROLLER 



This chapter describes the functions and usage of AC97 Controller in SC6410X66 RISC microprocessor. 



35.1 OVERVIEW 

The AC97 Controller Unit of the S3C6410 supports the AC97 revision 2.0 features. AC97 Controller 
communicates with AC97 Codec using audio controller link (AC-link). Controller sends the stereo PCM data to 
Codec. The external digital-to-analog converter (DAC) in the Codec converts the audio sample to an analog audio 
waveform. Controller receives the stereo PCM data and the mono Mic data from Codec then store in memories. 
This chapter describes the programming model for the AC97 Controller Unit. The prerequisite in this chapter 
requires an understanding of the AC97 revision 2.0 specifications. 

35.2 FEATURES 

The AC97 Controller includes the following features: 

Independent channels for stereo PCM ln(Slot3, Slot4), mono MIC ln(Slot 6), stereo PCM Out(Slot3, Slot4). 
DMA-based operation and interrupt based operation. 
All of the channels support only 1 6-bit samples. 
Variable sampling rate AC97 Codec interface (48KHz and below) 
1 6-bit, 1 6 depth FIFOs per channel 
Only primary Codec support 

35.3 SIGNALS 



Name 


Direction 


Description 


X97RESETn 


Output 


AC_RESETn : Active-low CODEC reset. 


X97BITCLK 


Input 


AC_BIT_CLK : 12.288MHz bit-rate clock 


X97SYNC 


Output 


AC_SYNC : 48 kHz frame indicator and synchronizer 


X97SDO 


Output 


AC_SDO : Serial audio output data. 


X97SDI 


Input 


AC_SDI : Serial audio input data. 



^^^^^ 
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35.4 AC97 CONTROLLER OPERATION 

This section explains the AC97 Controller operation such as AC-Link, Power-down sequence and Wake-up 
sequence. 

35.4.1 BLOCK DIAGRAM 

Figure 35-1 shows the functional block diagram of S3C6410 AC97 Controller. The AC97 signals form the AC-link, 
which is a point-to-point synchronous serial inter-connecting that supports full-duplex data transfers. All digital 
audio streams and command/status information are communicated over the AC-link. 



APB 



APB 

l/F 



SFR 



DMA 
Engine 



Interrupt 
Control 



FSM & Control 



PCM in 
FIFO 



PCM 
out FIFO 



MIC in 
FIFO 



AC-link 
l/F 



AC-link 



Figure 35-1. AC97 Block Diagram 
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35.4.2 INTERNAL DATA PATH 

Figure 35-2 shows the internal data path of S3C6410 AC97 Controller. It has stereo Pulse Code Modulated 
(PCM) In, Stereo PCM Out and mono Mic-in buffers, which consist of 16-bit and 16 entries buffer. It also has 20- 
bit I/O shift register via AC-link. 




Command Addr 
Register 
(Slot 1) 



Command Data 
Register 
(Slot 2) 



PWDATA 



PRDATA 



PCM Out Buffer 
(Regfile 16 bit x 
2x16 Entry) 
(Slot 3, Slot4) 



PCM In Buffer 
(Regfile 16 bit x 
2x16 Entry) 
(Slot 3, 4) 



Mic In Buffer 
(RegFile 16 bit 
x16 Entry) 
(Slot 6) 



Response Data 
Register 
(Slot 2) 





Output 






Shift 


SDATA OUT 


► 


Register 


► 




(20 bit) 





Input 
Shift 
Register 
(20 bit) 



SDATA_ 




Figure 35-2. Internal Data Path 
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35.4.3 OPERATION FLOW CHART 

When you initialize the AC97 controller, you must assert system reset or cold reset, because we don't know the 
previous state of the external AC97 audio-codec. This assures that GPIO is already ready. Then you enable the 
codec ready interrupt. You can check codec ready interrupt by polling or interrupt. When interrupt is occurred, you 
must de-assert codec ready interrupt. You can now transmit data from memory to register or from register to 
memory by using DMA or PIO (directly to write data to register). If internal FIFOs (TX FIFO or RX FIFO) are not 
empty, then let data be transmitted. In addition, you can previously turn on AC-Link. 



System reset or Cold reset 



Set GPIO and Release 
INTMSK/SUBINTMSKbits 





Enable Codec Ready interrupt 


No 




r 






No 



Yes 




Controller off 



Disable Codec Ready interrupt 



DMA operation or 
PIO (Interrupt or Polling) operation 



Figure 35-3. AC97 Operation Flow Chart 
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35.4.4 AC-LINK DIGITAL INTERFACE PROTOCOL 

Each AC97 Codec incorporates a five-pin digital serial interface that links it to the S3C6410 AC97 Controller. AC- 
link is a full-duplex, fixed-clock and PCM digital stream. It employs a time division multiplexed (TDM) scheme to 
handle control register accesses and multiple input and output audio streams. The AC-link architecture divides 
each audio frame into 12 outgoing and 12 incoming data streams. Each stream has 20-bit sample resolution and 
requires a DAC and an analog-to-digital converter (ADC) with a minimum 16-bit resolution. 



Slot# 



SYNC 



10 



11 



12 



TAG 
Phase"* 



Data 
" Phase ' 



SDATA_OUT 


TAG 


CMD 
ADDR 


CMD 
DATA 


PCM 
LEFT 


PCM 
RIGHT 


RSRVD 


RSRVD 


RSRVD 


RSRVD 


RSRVD 


RSRVD 


RSRVD 


RSRVD 






























SDATAJN 


TAG 


STATUS 
ADDR 


STATUS 
DATA 


PCM 
LEFT 


PCM 
RIGHT 


RSRVD 


PCM 
MIC 


RSRVD 


RSRVD 


RSRVD 


RSRVD 


RSRVD 


RSRVD 



Figure 35-4. Bi-directional AC-link Frame with Slot Assignments 

Figure 35-4 shows the slot definitions supported by S3C6410 AC97 Controller. The S3C6410 AC97 Controller 
provides synchronization for all data transaction on the AC-link. 

A data transaction is made up of 256 bits of information broken up into groups of 13 time slots and is called a 
frame. Time slot 0 is called the Tag Phase and it is 16 bits long. The other 12 time slots are called the Data 
Phase. The Tag Phase contains one bit that identifies a valid frame and 12 bits that identify the time slots in the 
Data Phase that contain valid data. Each time slot in the Data Phase is 20 bits long. A frame begins when SYNC 
goes high. The amount of time that SYNC is high corresponds to the Tag Phase. AC97 frames occur at fixed 48 
kHz intervals and are synchronous to the 12.288 MHz bit rate clock, BITCLK. The controller and the Codec use 
the SYNC and BITCLK to determine when to send transmit data and when to sample received data. A transmitter 
transitions the serial data stream on each rising edge of BITCLK and a receiver samples the serial data stream on 
falling edges of BITCLK. The transmitter must tag the valid slots in its serial data stream. The valid slots are 
tagged in slot 0. Serial data on the AC-link is ordered most significant bit (MSB) to least significant bit (LSB). The 
Tag Phase's first bit is bit 15 and the first bit of each slot in Data Phase is bit 19. The last bit in any slot is bit 0. 



^^^^^ 
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35.4.5 AC-LINK OUTPUT FRAME (SDATA_OUT) 
Slot 0: Tag Phase 

In slot 0, the first bit is a bit (SDATA_OUT, bit 15) which represents the validity of the entire frame. If bit 15 is a 1 , 
the current frame contains at least a valid time slot. The next 12 bit positions correspond each 12 times slot 
contains valid data. Bits 0 and 1 of slot 0 are used as CODEC 10 bits for I/O reads and writes to the CODEC 
registers as described in the next section. In this way, data streams of differing sample rate can be transmitted 
across AC-link at its fixed 48kHz audio frame rate. 

Slot 1: Command Address Port 

In slot 1, it communicates control register address and write/read command information to the AC97 controller. 
When software accesses the primary CODEC, the hardware configures the frame as follows : 

- In slot 0, the valid bit for 1 , 2 slots are set. 

- In slot 1 , bit 19 is set (read) or clear(write). Bits 18-12 (of slot 1) are configured to specify the index to the 
CODEC register. Others are filled with O's(reserved). 

In slot 2, it configured with the data, which is for writing because of output frame. 
Slot 2: Command Data Port 

In slot 2, this is the write data with 16-bit resolution. ([19:4] is valid data) 
Slot 3: PCM Playback Left channel 

Slot 3, which is audio output frame is the composite digital audio left stream. If a sample has a resolution that is 
less than 16 bits, the AC97 controller fills all training non-valid bit positions in the slot with zeroes. 

Slot 4: PCM Playback Right channel 

Slot 4, which is audio output frame is the composite digital audio right stream. If a sample has a resolution that is 
less than 16 bits, the AC97 controller fills all training non-valid bit positions in the slot with zeroes. 



Tag Phase 



Data Phase 



48KHZ 



SYNC 



AC '97 samples SYNC assertion here 
\C'9 



^ AC '97 Controller samples first SDATA_OUT bit of frame here -► 



SDATA our 



orevious Audio Frame ^ START of C 



1^^,^^,^ , END of Data Fra^ 

END of previous Audio Frame ' START of Data phase Slot# 1 2 

Slot# 1 



Figure 35-5. AC-link Output Frame 
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35.4.6 AC-LINK INPUT FRAME (SDATAJN) 
Slot 0: Tag Phase 

In slot 0, the first bit (SDATA_OUT, bit 15) indicates whether the AC97 controller is in the CODEC ready state. If 
the CODEC Ready bit is 0, it means that the AC97 controller is not ready for normal operation. This condition is 
normal after the power is de-asserted on reset and the AC97 controller voltage references are settling. 

Slot 1: Status Address Port/SLOTREQ bits 

The status port monitors the status for the AC97 controller functions. It is not limited to mixer settings and power 
management. Audio input frame slot 1s stream echoes the control register index for the data to be returned in slot 
2, if the controller tags slots 1 and 2 as valid during slot 0. The controller only accepts status data if the 
accompanying status address matches the last valid command address issued during the most recent read 
command. For multiple sample rate output, the CODEC examines its sample-rate control registers, its FIFOs' 
states, and the incoming SDATA_OUT tag bits at the beginning of each audio output frame to determine which 
SLOTREQ bits to set active (low). SLOTREQ bits asserted during the current audio input frame indicate which 
output slots require data from the controller in the next audio output frame. For fixed 48 kHz operation, the 
SLOTREQ bits are set active (low), and a sample is transferred in each frame. For multiple sample-rate input, the 
"tag" bit for each input slot indicates whether valid data is present. 



Table 35-1. Input Slot 1 Bit Definitions 



Bit 


Description 


19 


RESERVED (Filled with zero) 


18-12 


Control register index (Filled with zeroes if AC97 tags is invalid) 


11 


Slot 3 request : PCM Left channel 


10 


Slot 4 request : PCM Right channel 


9 


Slot 5 request : NA 


8 


Slot 6 request : MIC channel 


7 


Slot 7 request : NA 


6 


Slot 8 request : NA 


5 


Slot 9 request : NA 


4 


Slot 1 0 request : NA 


3 


Slot 1 1 request : NA 


2 


Slot 1 2 request : NA 


1,0 


RESERVED (Filled with zero) 



Slot 2: Status Data Port 

In slot 2, this is the status data with 16-bit resolution. ([19:4] is valid data) 
Slot 3: PCM Record Left channel 

Slot 3, which is audio input frame is the left channel audio output of the AC97 Codec. If a sample has a resolution 
that is less than 1 6 bits, the AC97 Codec fills all training non-valid bit positions in the slot with zeroes. 
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Slot 4: PCM Record Right channel 

Slot 4, which is audio input frame is the right channel audio output of the AC97 Codec. If a sample has a 
resolution that is less than 16 bits, the AC97 Codec fills all training non-valid bit positions in the slot with zeroes. 

Slot 6: Microphone Record Data 

The AC97 Controller only supports 16-bit resolution for the MIC-in channel. 



SYNC 



AC '97 samples SYNC assertion here 
^ AC '97 Controller samples first SDATAJN bit of frame here 



^uruuui juuuuui juui tit 



SDATA_OUT 



END of previous Audio Frame ^ START of Data phase 

Slot# 1 



END of Data Frai^ 
Slot#12 



Figure 35-6. AC-link Input Frame 
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35.4.7 AC97 POWER-DOWN 



SYNC 



BIT_CLK 



SDATA OUT 



SDATA IN 



Y TAG 
prev.frame A 



slot 12 



Write to 
0X26 



Data 
PR4 



Y 

prev.frame A 



TAG 



Figure 35-7. AC97 Power-down Timing 



Powering Down the AO-link 



The AC-link signals enter a low power mode when the AC97 Codec Power-down register (0x26) bit PR4 is set to 
1 (by writing 0x1000). Then the Priinary Codec drives both BITCLK and SDATAJN to a logic low voltage level. 
The sequence follows the timing diagram as shown in Figure 35-7. 

The AC97 Controller transmits the write to Power-down register (0x26) over the AC-link. Set up the AC97 
Controller so that it does not transmit data to slots 3-12 when it writes to the Power-down register bit PR4 (data 
0x1000), and it does not require the Codec to process other data when it receives a power down request. When 
the Codec processes the request it immediately transitions BITCLK and SDATAJN to a logic low level. The AC97 
Controller drives SYNC and SDATA_OUT to a logic low level after programming the AC_GLBCTRL register. 

Waking up the AO-link - Wake Up Triggered by the A097 Oontroller 

AC-link protocol provides a cold AC97 reset and a warm AC97 reset. The current power-down state ultimately 
dictates which AC97 reset is used. Registers must stay in the same state during all power-down modes unless a 
cold AC97 reset is performed. In a cold AC97 reset, the AC97 registers are initialized to their default values. After 
a power down, the AC-link must wait for a minimum of four audio frame times after the frame in which the power 
down occurred before it can be reactivated by reasserting the SYNC signal. When AC-link powers up, it indicates 
readiness through the Codec ready bit (input slot 0, bit 15). 



^^^^^ 



ELECTRONICS 



35-9 



AC97 CONTROLLER 



6410X_UM 



Cold AC97 Reset 

A cold reset is generated when the nRESET pin is asserted through the AC_GLBCTRL. Asserting and 
deasserting nRESET activates BITCLK and SDATA_OUT. All AC97 control registers are initialized to their default 
power on reset values. nRESET is an asynchronous AC97 input. 

Warm AC97 Reset 

A Warm AC97 reset reactivates the AC-link without altering the current AC97 register values. A warm reset is 
generated when BITCLK is absent and SYNC is driven high. In normal audio frames, SYNC is a synchronous 
AC97 input. When BITCLK is absent, SYNC is treated as an asynchronous input used to generate a warm reset 
to AC97.The AC97 Controller must not activate BITCLK until it samples SYNC low again. This prevents a new 
audio frame from being falsely detected. 



^^^^^ 
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35.4.8 AC97 STATE DIAGRAM 




: PCLK rising 

5) • ACLINK_ON 

5) • CODEC.READY & TRANS.DATA & NORMAL_SYNC 

5) '■ ~CODEC_READY I --TRANS.DATA 

5) - !ACLINK_ON 

5) • POWER_DOWN 

5) • WARM.RESET 

5) '■ CODEC.WAKEUP 

^9) : COLD.RESET I -PRESETn 



Figure 35-8. AC97 State Diagram 

This is the state diagram of AC97 controller. It is helpful to understand AC97 controller state machine. State 
above figure is synchronized by peripheral clock (PCLK). It is able to monitor state at AC_GLBSTAT register. 



^^^^^ 
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35.5 AC97 CONTROLLER SPECIAL REGISTERS 



AC97 Special function register summary 



Register 


Address 


R/W 


Description 


Reset Value 


AC_GLBCTRL 


0X7F001000 


R/W 


AC97 Global Control Register 


0x00000000 


AC_GLBSTAT 


0x7F001004 


R 


AC97 Global Status Register 


0x00000001 


AC_CODEC_CMD 


0X7F001008 


R/W 


AC97 Codec Command Register 


0x00000000 


AC_CODEC_STAT 


0X7F00100C 


R 


AC97 Codec Status Register 


0x00000000 


AC_PCMADDR 


0x7F001010 


R 


AC97 PCM Out/In Channel FIFO Address 
Register 


0x00000000 


AC_MICADDR 


0x7F001014 


R 


AC97 Mic In Channel FIFO Address Register 


0x00000000 


AC_PCMDATA 


0X7F001018 


R/W 


AC97 PCM Out/In Channel FIFO Data Register 


0x00000000 


AC_MICDATA 


0X7F00101C 


R 


AC97 MIC In Channel FIFO Data Register 


0x00000000 



35.5.1 AC97 GLOBAL CONTROL REGISTER (AC_GLBCTRL) 

This is the global register of the AC97 controller. There are interrupt control registers, DMA control registers, AC- 
Link control register, data transmission control register and related reset control register. 



Register 


Address 


R/W 


Description 


Reset Value 


AC_GLBCTRL 


0X7F001000 


R/W 


AC97 Global Control Register 


0x000000 



AC_GLBCTRL 


Bit 


Description 


Initial State 




[31] 


Reserved. 


0 


Codec ready interrupt clear 


[30] 


1 : Interrupt clear(write only) 


0 


PCM out channel underrun interrupt 
clear 


[29] 


1 : Interrupt clear(write only) 


0 


PCM in channel overrun interrupt 
clear 


[28] 


1 : Interrupt clear(write only) 


0 


Mic in channel overrun interrupt clear 


[27] 


1 : Interrupt clear(write only) 


0 


PCM out channel threshold interrupt 
clear 


[26] 


1 : Interrupt clear(write only) 


0 


PCM in channel threshold interrupt 
clear 


[25] 


1 : Interrupt clear(write only) 


0 


MIC in channel threshold interrupt 
clear 


[24] 


1 : Interrupt clear(write only) 


0 




[23] 


Reserved 


0 


Codec ready interrupt enable 


[22] 


0 : Disable 1 : Enable 


0 


PCM out channel underrun interrupt 
enable 


[21] 


0 : Disable 

1 : Enable ( FIFO is empty) 


0 
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AC_GLBCTRL 


Bit 


Description 


Initial State 


PCM in channel overrun interrupt 
enable 


[20] 


0 : Disable 

1 : Enable (FIFO is full) 


n 


Mic in channel overrun interrupt 
enable 


[19] 


0 : Disable 

1 : Enable ( FIFO is full) 


0 


Ik » J. 1 1 J.I 1 1 1 ■ J. J. 

PCM out channel threshold interrupt 


[18] 


0 : Disable 

1 ■ Fnphip ( FIFO iq half pmntx/^ 
1 . ^1 iciuiu ^ 1 ii v»/ lo iiciii diijjiyy 


0 


POK/I in phannf^l thrPchnlH intf^rnint 

1 OIVI III L/l ICII II Iwl LIIIOOIIUIU 1 1 1 LCi^l 1 UIJL 

enable 


n 71 

L ' ' J 


U . L^loClUlU 

1 : Enable ( FIFO is half full) 


0 


MIC in channel threshold interrupt 
enable 


[16] 


0 : Disable 

1 : Enable ( FIFO is half full) 


0 




[15:14] 


Reserved. 


00 


POK/I ni it phannf^l trancff^r mnrlf^ 

1 OIVI UUL Ul ICll II Iwl LIClllOlv^l 1 1 lUUvi; 




nn ■ Off ni ■ Pin in ■ dma ii ■ RpcprvpH 

UU . Wl 1 U 1 . 1 1 W 1 U . L/IVIAA II . ritJOd VtJU 




PCM in channel transfer mode 


[11:10] 


00 : Off 01 : PIO 10 : DMA 1 1 : Reserved 


00 


MIC in channel transfer mode 


[9.8] 


00 : Off 01 : PIO 10 : DMA 1 1 : Reserved 


00 




[7:4] 


Reserved. 


0000 


Transfer data enable using AC-link 


[3] 


0 : Disable 1 : Enable 


0 


AC-Link on 


[2] 


0 :Off 

1 : SYNC signal transfer to Codec 


0 


Warm reset 


[1] 


0 : Normal 

1 : Wake up codec from power down 


0 


Cold reset 


[0] 


0 : Normal 

1 : Reset Codec and Controller Registers 


0 



35.5.2 AC97 GLOBAL STATUS REGISTER (AC_GLBSTAT) 

This is the status register. When the interrupt is occurs, you can check what the interrupt source is. 



Register 


Address 


R/W 


Description 


Reset Value 


AC_GLBSTAT 


0X7F001004 


R 


AC97 Global Status Register 


0x00000001 



AC_GLBSTAT 


Bit 


Description 


Initial State 




[31:23] 


Reserved. 


0x00 


Codec ready interrupt 


[22] 


0 : Not requested 1 : Requested 


0 


PCM out channel underrun 
interrupt 


[21] 


0 : Not requested 1 : Requested 


0 


PCM in channel overrun interrupt 


[20] 


0 : Not requested 1 : Requested 


0 


MIC in channel overrun interrupt 


[19] 


0 : Not requested 1 : Requested 


0 


PCM out channel threshold 
interrupt 


[18] 


0 : Not requested 1 : Requested 


0 


PCM in channel threshold interrupt 


[17] 


0 : Not requested 1 : Requested 


0 


MIC in channel threshold interrupt 


[16] 


0 : Not requested 1 : Requested 


0 




[15:3] 


Reserved. 


0x000 


Controller main state 


[2:0] 


000 : Idle 001 : Init 010 : Ready 
Oil : Active 100 : LP 101 : Warm 


001 
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35.5.3 AC97 CODEC COMMAND REGISTER (AC_CODEC_CMD) 

When you control writing or reading, you must set the Read enable bit. If you want to write data to the AC97 
Codec, you set the index (or address) of the AC97 Codec and data. 



Register 


Address 


R/W 


Description 


Reset Value 


AC_CODEC_CMD 


0X7F001008 


R/W 


AC97 Codec Command Register 


0x00000000 



AC_CODEC_CMD 


Bit 


Description 


Initial State 




[31 :24] 


Reserved 


0x00 


Read enable 


[23] 


0 : Command write (1 ) 1 : Status read 


0 


Address 


[22:16] 


Codec command address 


0x00 


Data 


[15:0] 


Codec command data 


0x0000 



^OTE: When the commands are written on the AC_CODDEC_CMD register, It is recommended to have the delay time 



between the command and the next command is more than 1 / 48kHz. 
35.5.4 AC97 CODEC STATUS REGISTER (AC_CODEC_STAT) 

If the Read enable bit is 1 and Codec command address is valid. Codec status data is also valid. 



Register 


Address 


R/W 


Description 


Reset Value 


AC_CODEC_STAT 


0X7F00100C 


R 


AC97 Codec Status Register 


0x00000000 



AC_CODEC_STAT 


Bit 


Description 


Initial State 




[31 :23] 


Reserved. 


0x00 


Address 


[22:16] 


Codec status address 


0x00 


Data 


[15:0] 


Codec status data 


0x0000 



NOTES: If you want to read data from AC97 codec register via the AC_CODDEC_STAT register, you must follow the 
following steps. 

1 . Write command address and data on the AC_CODEC_CMD register with Bit[23] =1 . 

2. Have a proper delay. It depends on Codec type 

3. Read command address and data from AG_GODEG_STAT register. 
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35.5.5 AC97 PCM OUT/IN CHANNEL FIFO ADDRESS REGISTER (AC_PCMADDR) 

To index the internal PCM FIFOs address. 



Register 


Address 


R/W 


Description 


Reset Value 


AC_PCMADDR 


0x7F001010 


R 


AC97 PCM Out/In Channel FIFO Address Register 


0x00000000 



AC_PCIVIADDR 


Bit 


Description 


Initial State 




[31 ■28] 


Reserved. 


0000 


Out read address 


[27:24] 


PCM out channel FIFO read address 


0000 




[23:20] 


Reserved. 


0000 


In read address 


[19:16] 


PCM in channel FIFO read address 


0000 




[15:12] 


Reserved. 


0000 


Out write address 


[11:8] 


PCM out channel FIFO write address 


0000 




[7:4] 


Reserved. 


0000 


In write address 


[3:0] 


PCM in channel FIFO write address 


0000 



35.5.6 AC97 MIC IN CHANNEL FIFO ADDRESS REGISTER (AC_MICADDR) 

To index the internal MIC-in FIFO address. 



Register 


Address 


R/W 


Description 


Reset Value 


AC_MICADDR 


Ox7F001014 


R 


AC97 MIC In Channel FIFO Address Register 


0x00000000 



AC_MICADDR 


Bit 


Description 


Initial State 




[31 :20] 


Reserved. 


0000 


Read address 


[19:16] 


MIC in channel FIFO read address 


0000 




[15:4] 


Reserved. 


0x000 


Write address 


[3:0] 


MIC in channel FIFO write address 


0000 
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35.5.7 AC97 PCM OUT/IN CHANNEL FIFO DATA REGISTER (AC_PCMDATA) 

This is PCM out/in channel FIFO data register. 



Register 


Address 


R/W 


Description 


Reset Value 


AC_PCMDATA 


0X7F001018 


R/W 


AC97 PCM Out/In Channel FIFO Data Register 


0x00000000 



AC_PCMDATA 


Bit 


Description 


Initial State 


Right data 


[31:16] 


PCM out/in right channel FIFO data 
Read : PCM in right channel 
Write : PCM out right channel 


0x0000 


Left data 


[15:0] 


PCM out/in left channel FIFO data 
Read : PCM in left channel 
Write : PCM out left channel 


0x0000 



35.5.8 AC97 MIC IN CHANNEL FIFO DATA REGISTER (AC_MICDATA) 

This is MIC-in cliannel FIFO data register. 



Register 


Address 


R/W 


Description 


Reset Value 


AC_IV!ICDATA 


0X7F00101C 


R 


AC97 IVIIC In Channel FIFO Data Register 


0x00000000 



AC_MICDATA 


Bit 


Description 


Initial State 




[31:16] 


Reserved 


0x0000 


Mono data 


[15:0] 


MIC in mono channel FIFO data 


0x0000 
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MS-BUS INTERFACE 



36.1 OVERVIEW 



IIS (Inter-IC Sound) is one of the popular digital audio interface. The bus only handles audio data, while the other 
signals, such as sub-coding and control, are transferred separately. It is possible to transnnit data between two IIS 
bus. To minimize the number of pins required and to keep wiring simple, a 3-line serial bus is used consisting of a 
line for two time-multiplexed data channels, a word select line and a clock line.. 

IIS interface transmits or receives sound data from external stereo audio codec. For transmitting and receiving 
data, two 16x32bit FIFOs (First-In-First-Out) data structures are included. DMA transfer mode for transmitting or 
receiving samples can be supported. 



The MS-BUS interface includes the following features: 

• 2-ports stereo IIS bus for audio interface with DMA-based operation 

• Serial, 8/16/24 bit per channel data transfers 

• Supports sampling rate from 8kHz to 192kHz 

• Supports IIS, MSB-justified and LSB-justified data format 

• 64 Bytes Tx FIFO/64 Bytes Rx FIFO per each port 



36.2 FEATURE 
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36.3 SIGNAL DESCRIPTIONS 

IIS external pads are shared with other IPs like PCM, AC97 and etc. In order to use these pads for IIS, GPIO must 
be set before the IIS started. For more information, refer to the GPIO chapter of this manual for proper GPIO 
setting. 



iMarn6 


Type 


iK^A/^^Aoti notion 


uescripiion 


Xi2sCLK[0] 


Input/Output 


Pad 


llS-busO serial clock(bit clock) 


Xi2sCDCLK[0] 


Input/Output 


Pad 


IISO Codec system clock or IISEXTCLK source 


Xi2sLRCK[0] 


Input/Output 


Pad 


llS-busO channel select(word select) clock 


Xi2sDI[0] 


Input 


Pad 


llS-busO serial data input 


Xi2sDO[0] 


Output 


Pad 


llS-busO serial data output 


Xi2sCLK[1] 


Input/Output 


Pad 


IIS-bus1 serial clock(bit clock) 


Xi2sCDCLK[1] 


Input/Output 


Pad 


IIS1 Codec system clock or IISEXTCLK source 


Xi2sLRCK[1] 


Input/Output 


Pad 


IIS-bus1 channel select(word select) clock 


Xi2sDI[1] 


Input 


Pad 


IIS-bus1 serial data input 


Xi2sD0[1] 


Output 


Pad 


IIS-bus1 serial data output 



36.4 BLOCK DIAGRAM 



TxDREQ ^ 
TxDACK 



System 
Bus 



RxDREQ ^ 
RxDACK 



TxDMA 
FSM 



Register 
File 



TxFIFO 



TxR 
Channel 
Control 



RxFIFO 



RxDMA 
FSM 



Clock 
Control 



>■ I2SSCLK 



>■ I2SLRCLK 



Tx Shift 
Register 



I2SSD0 



Rx Shift 
Register 



I2SSDI 



CDCLK 



Figure 36-1. IIS-Bus Block Diagram 
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36.5 FUNCTIONAL DESCRIPTIONS 

IIS interface consists of register bank, FIFOs, shift registers, clock control, DMA finite state machine, and channel 
control block as shown in Figure 36-1. Note that each FIFO has 32-bit width and 16 depths structure, which 
contains left/right channel data. Therefore FIFO access and data transfer are handled with left/right pair unit. 
Figure 36-1 shows the functional block diagram of IIS interface. 

36.5.1 MASTER/SLAVE MODE 

Master or slave mode can be selected by setting IMS bit of IISMOD register. In master mode, l2SSCLK(serial 
clock or bit clock) and l2SLRCLK(word select or channel select) are generated internally and supplied to external 
device. Therefore a l2SCDCLK(System clock) is needed for generating I2SSCLK and I2SLRCLK by dividing. The 
IIS pre-scaler (clock divider) is employed for generating a I2SCDCLK with divided frequency from internal system 
clock. In external master mode, the I2SCDCLK can be fed from IIS external. The I2SSCLK and I2SLRCLK are 
supplied from the pin (GPIOs) in slave mode. 

Master/Slave mode is different with TX/RX. Master/Slave mode presents the direction of I2SLRCLK and 
I2SSCLK. Direction of I2SCDCLK (This is only auxiliary.) is not important. If IIS bus interface transmits clock 
signals to IIS codec, IIS bus is in master mode. But if IIS bus interface receives clock signal from IIS codec, IIS 
bus is in slave mode. TX/RX mode indicates the direction of data flow. If IIS bus interface transmits data to IIS 
codec, this is TX mode. Conversely, IIS bus interface receives data from IIS codec that is RX mode. Let's 
distinguish Master/Slave mode from TX/RX mode. 

Figure 36-2 shows the route of the I2SCDCLK with internal master or external master mode setting in IIS clock 
control block and system controller. Note that RCLK indicates root clock and this clock can be supplied to external 
IIS codec chip at internal master mode. 




PCLK • 



3[x] 





1/N 


RC 


LK 


1/M 









BCLKmaster 



IIS 



CDCLKCON 



Xi2sCDCLK[x] 



IIS External CLK 



Figure 36-2. IIS Clock Control Block Diagram 
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36.5.2 DMA TRANSFER 

In the DMA transfer mode, the transmitter or receiver FIFO are accessible by DMA controller. DMA service 
request is activated internally by the transmitter or receiver FIFO state. The FTXEMPT, FRXEMPT, FTXFULL, 
and FRXFULL bits of I2SC0N register represent the transmitter or receiver FIFO data state. Especially, 
FTXEMPT and FRXFULL bit are the ready flag for DMA service request; the transmit DMA service request is 
activated when TXFIFO is not empty and the receiver DMA service request is activated when RXFIFO is not full. 

The DMA transfer uses only handshaking method for single data. Note that during DMA acknowledge activation; 
the data read or write operation must be performed. 

* DMA request point 

- TX mode : ( FIFO is not full ) & ( TXDMACTIVE is active ) 

- RX mode : ( FIFO is not empty ) & ( RXDMACTIVE is active ) 

* Note : It only supports single transfer in DMA mode. 



36.6 AUDIO SERIAL DATA FORMAT 

36.6.1 MS-BUS FORMAT 

The IIS bus has four lines including serial data input I2SSDI, serial data output I2SSD0, left/right channel select 
clock I2SLRCLK, and serial bit clock I2SBCLK; the device generating I2SLRCLK and I2SBCLK is the master. 

Serial data is transmitted in 2's complement with the MSB first with a fixed position, whereas the position of the 
LSB depends on the word length. The transmitter sends the MSB of the next word at one clock period after the 
I2SLRCLK is changed. Serial data sent by the transmitter may be synchronized with either the trailing or the 
leading edge of the clock signal. However, the serial data must be latched into the receiver on the leading edge of 
the serial clock signal. Therefore transmitting data that is synchronized with the leading edge has some 
restrictions. 

The LR channel select line indicates the channel being transmitted. I2SLRCLK may be changed either on a 
trailing or leading edge of the serial clock, but it is not mandatory to be symmetrical. In the slave, this signal is 
latched on the leading edge of the clock signal. The I2SLRCLK line changes one clock period before the MSB is 
transmitted. This allows the slave transmitter to derive synchronous timing of the serial data that will be set up for 
transmission. Furthermore, it enables the receiver to store the previous word and clear the input for the next word. 

36.6.2 MSB (LEFT) JUSTIFIED 

MSB-Justified (Left-Justified) format is similar to IIS bus format, except that in MSB-justified format, the transmitter 
always sends the MSB of the next word at the same time whenever the I2SLRCLK is changed. 

36.6.3 LSB (RIGHT) JUSTIFIED 

LSB-Justified (Right-Justified) format is opposite to the MSB-justified format. In other word, the transferring serial 
data is aligned with ending point of I2SLRCLK transition. 

Figure 36-3 shows the audio serial format of IIS, MSB-justified, and LSB-justified. Note that in this figure, the word 
length is 16-bit and I2SLRCLK makes transition every 24 cycle of I2SBCLK (BFS is 48 fs, where fs is sampling 
frequency; I2SLRCLK frequency). 



^^^^^^ 



36-4 ELECTRONICS 



6410X_UM 



MS-BUS INTERFACE 



LRCLK \ LEFT / RIGHT 



BCLK 



SD 



mRRRRpjmRRRpjmr 

y — \( — y MSB y y — f^^rfif — y msb y y — y^^iTfif — y — 



12s Format (N=8 or 16) 



LRCLK / LEFT \ RIGHT 



BCLK 



SD 



y — \i MSB y 2nd y — y"^;;ry — f "ii msb y 2nd y — y"^:;ry — fi — y — 

A ^J!fLA_^Li A_^Li A I A A A_^lJ A.__4 A 



MSB Justified ( Left Justified ) Format ( N=8 or 16 ) 



LRCLK / LEFT \ RIGHT 



BCLK 



SD 




mruxpjxpj^juxpjmnnr 

"1 — yiri/ — Y N-ith y lsb f—i — y^ri/ — y u-m y lsb \i — y — 
._i IjlJ A Bit A (Nth) I A A ^ A I A 



LSB Justified ( Riglit Justified ) Format ( N=8 or 16 ) 



Figure 36-3. IIS Audio Serial Data Formats 
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36.7 SAMPLING FREQUENCY AND MASTER CLOCK 

Master clock frequency (RCLK) can be selected by sampling frequency as shown in Table 36-1. Because RCLK 
is made by IIS pre-scaler, the pre-scaler value and RCLK type (256fs or 384fs or 512fs or 768fs) must be 
determined properly. 



Table 36-1. CODEC clock (CODECLK = 256fs, 384fs, 512fs, 768fs) 



IISLRCK 

(fs) 


8.000 
kHz 


11.025 
kHz 


16.000 
kHz 


22.050 
kHz 


32.000 
kHz 


44.100 
kHz 


48.000 
kHz 


64.000 
kHz 


88.200 
kHz 


96.000 
kHz 


CODECL 
K 

(MHz) 


256fs 


2.0480 


2.8224 


4.0960 


5.6448 


8.1920 


1 1 .2896 


12.2880 


16.3840 


22.5792 


24.5760 


384fs 


3.0720 


4.2336 


6.1440 


8.4672 


12.2880 


16.9344 


18.4320 


24.5760 


33.8688 


36.8640 


512fs 


4.0960 


5.6448 


8.1920 


1 1 .2900 


16.3840 


22.5790 


24.5760 


32.7680 


45.1580 


49.1520 


768fs 


6.1440 


8.4672 


12.2880 


16.9340 


24.5760 


33.8690 


36.8640 


49.1520 







Note : fs represents sampling frequency. 

CODECLK Frequency = fs * (256 or 384 or 512 or 768) 

36.8 IIS CLOCK MAPPING TABLE 

On selecting BFS, RFS, and BLC bits of I2SM0D register, you must refer to the following table. Table 36-2 shows 
the allowable clock frequency mapping relations. 



Table 36-2. IIS clock mapping table 



Clock Frequency 


RFS 


256 fs (OOB) 


512 fs (01 B) 


384 fs (108) 


768 fs (11B) 


BFS 


16fs(10B) 


(a) 


(a) 


(a) 


(a) 


24 fs (118) 






(a) 


(a) 


32 fs (008) 


(a) (b) 


(a) (b) 


(a) (b) 


(a) (b) 


48fs(018) 






(a) (b) (0) 


(a) (b) (0) 


Descriptions 


(a) Allowed when 8LC is 8-bit 

(b) Allowed when 8LC is 16-bit 

(c) Allowed when 8LC is 24-bit 



Note : Bit Clock Frequency > fs * (bit length * 2). The codec clock is a multiple of the bit clock. 
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36.9 PROGRAMMING GUIDE 

The IIS bus interface can be accessed either by the processor using programmed I/O instructions or by the DMA 
controller. 

36.9.1 INITIALIZATION 

1 . Before you use IIS bus interface, you have to configure GPIOs to IIS mode and check signal's direction. 
I2SLRCLK, I2SSCLK and I2SCDCLK is inout-type. The each of I2SSDI and I2SSD0 is a input and output. 

2. You must select a clock source. S3C6410 has five clock sources. Those are MPLL, EPLL, PCLK, system 
external clock and IIS external clock. For more information please refer to Figure 36-2. 

36.9.2 PLAY MODE (TX MODE) WITH DMA 

1 . TXFIFO is flushed before operation. If you don't distinguish Master/Slave mode from TX/RX mode, you must 
study Master/Slave mode and TX/RX mode. For more information please refer to Master/Slave chapter. 

2. Configure I2SM0D register and I2SPSR (IIS pre-scaler register) correctly. 

3. To operate system in stability, the internal TXFIFO must be nearly full before transmission. DMA starts 
because of this reason. 

4. IIS bus doesn't support the interrupt. You can only check the state by polling through accessing SFR. 

5. If TXFIFO is full, you make I2SACTIVE be asserted. 

36.9.3 RECORDING MODE (RX MODE) WITH DMA 

1 . RXFIFO is flushed before operation. If you don't distinguish between Master/Slave mode and TX/RX mode, 
you must study Master/Slave mode and TX/RX mode. For more information please refer to Master/Slave 
chapter. 

2. Configure I2SM0D register and I2SPSR (IIS pre-scaler register) correctly. 

3. To operate system in stability, the internal RXFIFO must have at least one data before DMA operation. 
Because of this reason, you make I2SACTIVE be asserted. 

4. Check RXFIFO state by polling through accessing SFR. 

5. If RXFIFO is not empty, start the RXDMACTIVE. 
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36.9.4 EXAMPLE CODE 
TX CHANNEL 

The I2S TX channel provides a single stereo compliant output. The transmit channel can operate in master or 
Slave mode. Data is transferred between the processor and the I2S controller via an APB access or a DMA 
access. 

The processor must write words in multiples of two (i.e. for left and right audio sample). The words are 
serially shifted out timed with respect to the audio bitclk, BCLK and word select clock, LRCLK. 

TX Channel has 16X32 bit wide FIFO where the processor or DMA can write upto 16 left/right data samples 
After enabling the channel for transmission. 
An Example sequence is as the following. 

Ensure the POLK and CODCLKI are coming correctly to the I2S controller and FLUSH the TX FIFO using 
the TFLUSH bit in the 

Please ensure that I2S Controller is configured in one of the following modes. 

• TX only mode 

• TX/RX simultaneous mode 



31 16 15 0 



RIGHT CHANNEL 


LEFT CHANNEL 































































Figure 36-4. TX FIFO Structure for BLC = 00 or BLC = 01 
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The Data is aligned in the TX FIFO for 24-bits/channel BLC as shown 









BLC = 10 (24-bits/channel) 
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Figure 36-5. TX FIFO Structure for BLC = 10 (24-bits/channel) 
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RX CHANNEL 

The I2S RX channel provides a single stereo compliant output. The receive channel can operate in master or 
slave mode. Data is received from the input line and transferred into the RX FIFO. The processor can then 
read this data via an APB read or a DMA access can access this data. 

RX Channel has a 16X32 bit wide RX FIFO where the processor or DMA can read upto 16 left/right data 
samples after enabling the channel for reception. 



BLC = 00 



BLC = 01 



31 



16 15 
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LEFT CHANNEL 
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Figure 36-6. RX FIFO Structure for BLC = 00 or BLC = 01 
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The Data is aligned in the RX FIFO for 24-bits/channel BLC as shown 
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Figure 36-7. RX FIFO Structure for BLC = 10 (24-bits/channel) 
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36.10 IIS-BUS INTERFACE SPECIAL REGISTERS 

Table 36-3. Register summary of IIS interface 



Register 


Address 


R/W 


Description 


Reset Value 


IISCON 


0x7F002000 
0x7F003000 


R/W 


IIS interface control register 


OxEOO 


IISMOD 


0x7F002004 
0X7F003004 


R/W 


IIS interface mode register 


0x0 


IISFIC 


0x7F002008 
0x7F003008 


R/W 


IIS interface FIFO control register 


0x0 


IISPSR 


0X7F00200C 
0X7F00300C 


R/W 


IIS interface clock divider control register 


0x0 


IISTXD 


0x7F002010 
0x7F003010 


W 


IIS interface transmit data register 


0x0 


IISRXD 


0x7F002014 
0x7F003014 


R 


IIS interface receive data register 


0x0 



36.10.1 IISCON 



Register 


Address 


Description 


Reset Value 


IISCON 


0X7F002000 
0X7F003000 


IIS interface control register 


0x0000_0E00 



IISCON 


Bit 


R/W 


Description 


Reserved 


[31 :20] 


R/W 


Reserved. Program to zero. 


FRXORSTATUS 


[19] 


R/W 


RX FIFO over-run interrupt status. And this is used by interrupt clear 
bit. When this is high, you can do interrupt clear by writing '1'. 

0 : Interrupt didn't be occurred. 

1 : Interrupt was occurred. 


FRXORINTEN 


[18] 


R/W 


RX FIFO Over-run Interrupt Enable 

0: RXFIFO Over-run INT disable 
1: RXFIFO Over-run INT enable 


FTXURSTATUS 


[17] 


R/W 


TX FIFO under-run interrupt status. And this is used by interrupt clear 
bit. When this is high, you can do interrupt clear by writing '1'. 

0 : Interrupt didn't be occurred. 

1 : Interrupt was occurred. 


FTXURINTEN 


[16] 


R/W 


TX FIFO Under-run Interrupt Enable 

0: TXFIFO Under-run INT disable 
1: TXFIFO Under-run INT enable 


Reserved 


[15:12] 


R/W 


Reserved. Program to zero. 


LRI 


[11] 


R 


Left/Right channel clock indication. Note that LRI meaning is 
dependent on the value of LRP bit of I2SM0D register. 
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0: Left (when LRP bit is low) or right (when LRP bit is high) 
1 : Right (when LRP bit is low) or left (when LRP bit is high) 


1 — TV/ 1 — 1\ /I r~)~r 

FTXEMPT 


[10] 


K 


Tx FIFO empty status indication. 

0: FIFO is not empty (ready for transmit data to channel) 
1 : FIFO is empty (not ready for transmit data to channel) 


1 — n v/ 1 — IV /lOT 

FRXEMPT 


[9] 


K 


Rx FIFO empty status indication. 

0: FIFO is not empty 1 : FIFO is empty 


FTXFULL 


[8] 


R 


Tx FIFO full status indication. 

0: FIFO is not full 1: FIFO is full 


FRXFULL 


[71 

L' J 


R 


Rx FIFO full status indication. 

0: FIFO is not full (ready for receive data from channel) 
1 : FIFO is full (not ready for receive data from channel) 


TXDMAPAUSE 


[6] 


R/W 


Tx DMA operation pause command. Note that when this bit is activated 
at any time, the DMA request will be halted after current on-going DMA 
transfer is completed. 

0: No pause DMA operation 
1 : Pause DMA operation 


RXDMAPAUSE 


[5] 


R/W 


Rx DMA operation pause command. Note that when this bit is activated 
at any time, the DMA request will be halted after current on-going DMA 
transfer is completed. 

0: No pause DMA operation 
1 : Pause DMA operation 


TXCHPAUSE 


[4] 


R/W 


Tx channel operation pause command. Note that when this bit is 
activated at any time, the channel operation will be halted after left-right 
channel data transfer is completed. 

0: No pause operation 
1 : Pause operation 


RXCHPAUSE 


[31 

L^J 


R/W 


Rx channel operation pause command. Note that when this bit is 
activated at any time, the channel operation will be halted after left-right 
channel data transfer is completed. 

0: No pause operation 
1 : Pause operation 


TXDMACTIVE 


[2] 


R/W 


Tx DMA active (start DMA request). Note that when this bit is set from 
nign lo low, ine uivia operation win oe lorcea lo stop immeuiaieiy. 

0: Inactive, 1: Active 


RXDMACTIVE 


[1] 


R/W 


Rx DMA active (start DMA request). Note that when this bit is set from 
high to low, the DMA operation will be forced to stop immediately. 

0: Inactive, 1: Active 


I2SACTIVE 


[0] 


R/W 


IIS interface active (start operation). 
0: Inactive, 1:Active 



ELECTRONICS 



36-13 



MS-BUS INTERFACE 



6410X_UM 



36.10.2 IISMOD 



Register 


Address 


Description 


Reset Value 


IISMOD 


0x7F002004 
0x7F003004 


IIS interface mode register 


OxOOOO_0000 



IISMOD 


Bit 


R/W 


Description 


Reserved 


[31:15] 


R/W 


Reserved. Program to zero. 


BLC 


[14:13] 


R/W 


Bit Length Control Bit Which decides transmission of 8/16 bits per audio 
channel 

00:16 Bits per channel 01:8 Bits Per Channel 
10:24 Bits Per Channel 11:Reserved 


CDCLKCON 


[12] 


R/W 


Determine codec clock source 

0 : Use internal codec clock source 

1 : Get codec clock source from external codec chip 
(For more information refer to Figure 36-2) 


IMS 


[11:10] 


R/W 


IIS master (internal/external) or slave mode select. 

00: Master mode (, using PCLK) 

01 : Master mode (, using CLKAUDIO[x]) 

10: Slave mode (divide mode, using PCLK) 

11: Slave mode (bypass mode, using I2SCLK) 

(For more information refer to Figure 36-2) 


TXR 


[9:8] 


R/W 


Transmit or receive mode select. 

00: Transmit only mode 01 : Receive only mode 

10: Transmit and receive simultaneous mode 

1 1 : Reserved 


LRP 


[7] 


R/W 


Left/Right channel clock polarity select. 

0: Low for left channel and high for right channel 

1 : High for left channel and low for right channel 


OLT 


[D.OJ 


RAA/ 
r\/ V V 


Ot;i Idl UdLd lUllllclL. 

00: IIS format 

01: MSB-justified (left-justified) format 
10: LSB-justified (right-justified) format 
1 1 : Reserved 


RFS 


[4:3] 


R/W 


IIS root clock (codec clock) frequency select. 
00: 256 fs, where fs is sampling frequency 
01: 512fs 
10: 384 fs 
11: 768fs 


BFS 


[2:1] 


R/W 


Bit clock frequency select. 

00: 32 fs, where fs is sampling frequency 

01:48fs 

10:16fs 

1 1 : 24 fs 


Reserved 


[0] 


R/W 


Reserved. Program to zero. 
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36.10.3 IISFIC 



Register 


Address 


Description 


Reset Value 


IISFIC 


0x7F002008 
0X7F003008 


IIS interface FIFO control register 


OxOOOO_0000 



IISFIC 


Bit 


R/W 


Description 


Reserved 


[31:16] 


R/W 


Reserved. Program to zero. 


TFLUSH 


[15] 


R/W 


TX FIFO flush command. 
0: No flush, 1: Flush 


Reserved 


[14:13] 


R/W 


Reserved. Program to zero. 


FTXCNT 


[12:8] 


R 


TX FIFO data count. FIFO has 16 depth, so value ranges from 0 to 16. 
N: Data count N of FIFO 


RFLUSH 


[7] 


R/W 


RX FIFO flush command. 
0: No flush, 1: Flush 


Reserved 


[6:5] 


R/W 


Reserved. Program to zero. 


FRXCNT 


[4:0] 


R 


RX FIFO data count. FIFO has 16 depth, so value ranges from 0 to 16. 
N: Data count N of FIFO 



36.10.4 IISPSR 



Register 


Address 


Description 


Reset Value 


IISPSR 


0X7F00200C 
0x7F00300C 


IIS interface clock divider control register 


OxOOOO_0000 



IISPSR 


Bit 


R/W 


Description 


Reserved 


[31:16] 


R/W 


Reserved. Program to zero. 


PSRAEN 


[15] 


R/W 


Pre-scaler (Clock divider) active. 
0: Inactive, 1: Active 


Reserved 


[14] 


R/W 


Reserved. SBZ 


PSVALA 


[13:8] 


R/W 


Pre-scaler (Clock divider) division value. 
N: Division factor is N+1 


Reserved 


[7:0] 


R/W 


Reserved. Program to zero. 
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36.10.5 IISTXD 



Register 


Address 


Description 


Reset Value 


IISTXD 


0X7F002010 
0X7F003010 


IIS interface transmit data register 


OxOOOO_0000 




IISTXD 


Bit 


R/W 


Description 


IISTXD 


[31:0] 


W 


TX FIFO write data. Note that the left/right channel data is allocated as 
the following bit fields. 

R[31:16], L[15:0] when 16-bit BLC 

R[23:16], L[7:0] when 8-bit BLC 


36.10.6 IISRXD 


Register 


Address 


Description 


Reset Value 


IISRXD 


0x7F002014 
0x7F003014 


IIS interface receive data register 


OxOOOO_0000 




IISRXD 


Bit 


R/W 


Description 


IISRXD 


[31:0] 


R 


RX FIFO read data. Note that the left/right channel data is allocated as 
the following bit fields. 

R[31:16], L[15:0] when 16-bit BLC 

R[23:16], L[7:0] when 8-bit BLC 
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PCM AUDIO INTERFACE 



This chapter describes the functions and usage of PCM Audio interface in S3C6410X RISC microprocessor. 



37.1 OVERVIEW 

The S3C6410X has two ports of PCM Audio Interface module. Each port provides PCM bi-directional serial 
interface to an external Codec. 



37.2 FEATURE 

The PCM Audio interface includes the following features: 

Mono, 16bit PCM, 2 ports audio interface. 
Master mode: This block always sources the main serial clock. 

The sources of PCM clock are based on an internal PCLK or Audio clock from system contoller. 
It is possible that external PCM Audio clock(from PCMEXTCLK pad). is used as extra clock of PCMs. 
Input(16bit 32depth) and output(16bit 32depth) FIFO to buffer data. 
Optional DMA interface for TX and/or RX. 



37.3 SIGNALS 



Name 


Direction 


Description 


XpcmSCLKO 
XpcmSCLKI 


Output 


Serial shift clock. 


XpcmFSYNCO 
XpcmFSYNCI 


Output 


Serial data indicator and synchronizer 


XpcmSINO 
XpcmSINI 


Input 


Serial PCM Input data 


XpcmSOUTO 
XpcmSOUTI 


Output 


Serial PCM output data. 


XpcmEXTCLKO 
XpcmEXTCLKI 


Input 


Optional External clock source 
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37.4 PCM AUDIO INTERFACE 

The PCM Audio Interface provides a serial interface to an external Codec. The PCM module receives an input 
PCMSOURCE_CLK that is used to generate the serial shift timing. The PCM interface outputs a serial data out, a 
serial shift clock, and a sync signal. Data is received from the external Codec over a serial input line. The serial 
data in, serial data out, and sync signal are synchronized to the serial shift clock. 

The serial shift clock, PCMSCLK, is generated from a programmable divide of the input PCMSOURCE_CLK. The 
sync signal PCMFSYNC, is generated based upon a programmable number of serial clocks and is one serial data 
clock wide. 

The PCM data words are 16-bits wide and serially shifted out 1-bit per PCMSCLK. Only one 16-bit word is shifted 
out for each PCMFSYNC. The PCMSCLK will continue to toggle even after all 1 6-bits have been shifted out. The 
PCMSOUT data will be undefined after the 1 6-bit word is completed. The next PCMFSYNC will signal the start of 
the next PCM data word. 

The TX FIFO provides the 16-bit data word to be serially shifted out. This data is serially shifted out MSB first, one 
bit per PCMSCLK. The PCM serial output data PCMSOUT is clocked out using the rising edge of the PCMSCLK. 
The MSB bit position relative to the PCMFSYNC is programmable to be either coincident with the PCMFSYNC or 
one PCMSCLK later. After all 16-bits have been shifted out, an interrupt can optionally be generated indicating the 
end of the transfer. 

When the data is being shifted out, the PCMSIN input is used to serially shift data in from the external codec. The 
data is received MSB first and is clocked in the falling edge of PCMSCLK. The position of the first bit is 
programmable to be coincident with the PCMFSYNC or one PCMSCLK later. 

The first 16-bits are serially shifted into the PCM_DATAIN register which is later loaded into the RX FIFO. 
Subsequent bits are ignored until the next PCMFSYNC. 

Various Interrupts are available to indicate the status of the RX and TX FIFO. Each FIFO has a programmable 
flag to indicate when the CPU needs to service the FIFO. For the RX FIFO there is an interrupt, which will be 
raised when the FIFO exceeds a certain programmable ALMOST_FULL depth. Similarly there is a programmable 
ALMOST_EMPTY interrupt for the TX FIFO. 



37.4.1 PCM TIMING 

The following figures show the timing relationship for the PCM transfers. 



Figure 37-1 shows a PCM transfer with the MSB configured to be coincident with the PCMFSYNC. This MSB 
positioning corresponds to setting the TX_MSB_POS and RX_MSB_POS bits in PCMCTL register to be 0. 
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Figure 37-1. PCM timing, TX_POS_MSB/ RX_POS_MSB = 0 

Figure 37-2 shows a PCM transfer with the MSB configured one shift clock after the PCMFSYNC. This MSB 
positioning corresponds to setting the TX_MSB_POS and RX_MSB_POS bits in PCMCTL register to be 1 . 
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Figure 37-2. PCM timing, TX_POS_MSB/ RX_POS_MSB = 1 

Note In all cases, the PGM shift timing is derived by dividing the input clock, PGMSOURGE_GLK. While the timing 
is based upon the PGMSOURGE_GLK, there is no attempt to realign the rising edge of the output PGMSGLK with 
the original PGMSOURGE_GLK input clock. These edges will be skewed by internal delay through the pads as 
well as the divider logic. This does not represent a problem because the actual shift clock, PGMSGLK, is output 
with the data. If the PGMSGLK output is not used, the skew will be significantly less than the period of the 
PGMSOURGE_GLK. It should not represent a problem since most PGM interfaces capture data on the falling 
edge of the clock. 
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37.4.2 PCM INPUT CLOCK DIAGRAM 
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Figure 37-3. Input Clock Diagram for PCM 

S3C6410X can provide PCM with a variety of clock. As described in the Figure 37-3, PCM interface is able to 
select clock from two PCLK or AUDIO clock(CLKAUDIOI) which is from system controller. We can also select 
CLKAUDIO among PLL or external input clock(PCMEXTCLK). To select CLKAUDIO, please refer to the SYSCON 
(chapter 6). 
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37.5 PCM REGISTERS 

There are 8 control special function registers (SFRs) for each PCM Port. Since there are two ports, the total 
number of SFR is 16. Base Address of Port 0 is 0x7F00900 and Port 1 is 0x7F00A000. 

37.5.1 PCM REGISTER SUMMARY 



Register 


Address 


R/W 


Description 


Reset Value 


PCM CTL 

1 \_/ 1 V 1 \_/ 1 1— 


0x7F009000 
0X7F00A000 


R/W 


PCM Main Control 

1 IVI IV 1 di 1 i vy 1 1 LI vy i 


0x00000000 


PCM CLKCTL 


0x7F009004 
0X7F00A004 


R/W 


PCM Clock Control 

1 1 V 1 v^lvyvyix ILI \Ji 


0x00000000 


PCM TX FIFO 

1 IVI l/X 1 II Vm/ 


0x7F009008 
0X7F00A008 


R/W 


PCM TX FIFO write Dort 

1 IVI i/x 1 II xm/ V V I I ky 1 L 


0x00000000 


PCM_RX_FIFO 


0X7F00900C 
0x7F00A00C 


R/W 


PCM RXFIFO read port 


0x00000000 


PCMJRQ_CTL 


0X7F009010 
0X7F00A01 0 


R/W 


PCM Interrupt Control 


0x00000000 


PCM_IRQ_STAT 


0x7F009014 
0X7F00A014 


R 


PCM Interrupt Status 


0x00000000 


PCM_FIFO_STAT 


0X7F009018 
0x7F00A018 


R 


PCM FIFO Status 


0x00000000 


PCM_CLRINT 


0X7F009020 
0x7F00A020 


W 


PCM INTERRUPT CLEAR 


0x00000000 
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37.5.2 PCM CONTROL REGISTER 



The PCM_CTL register is used to control the various aspects of the PCM module. It also provides a status bit to 
provide the option to use polling instead of interrupt based control. 



Register 


Address 


R/W 


Description 


Reset Value 


PCM_CTL 


0X7F009000 
Ox/FOOAOOO 


R/W 


Control the PCM Audio Inteface 


0x00000000 



The bit definitions for the PGM_GTL Control Register are described below: 



PCM_CTL 


Bit 


Description 


Initial State 


Reserved 


[31:19] 


Reserved 




TX_FIFO_DIPSTICK 


[18:13] 


Determines when the TX ALMOST FULL, 
TX_ALMOST_EMPTY flags go active for the TX FIFO 

TX_ALMOST_EMPTY: 

TX_FIFO_DEPTH < TX_FIFO_DIPSTICK 

TX_ALMOST_FULL: 

TX_FIFO_DEPTH > (0x20 - TX_FIFO_DIPSTICK) 

NOTE: When TX_FIFO_DIPSTICK is 0, 

TX_ALMOST_EMPTY, TX_ALMOST_FULL are invalid 

NOTE: For DMA loading of TX FIFO, TX_FIFO_DIPSTICK is 
0x2 or more. 

This is required since the PCM_TXDMA uses 
TX_ALMOST_FULL as the DMA request (keep requesting 
data until the FIFO is almost full) In some circumstances, the 
DMA write one more word after the DMA_req goes away. 
Thus the TX_ALMOST_FULL flag mostly go active with at 
least space for one extra word in the FIFO 


0 
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PCM_CTL 


Bit 


Description 


Initial State 


RX_FIFO_DIPSTICK 


[12:7] 


Determines when the RX ALMOST FULL, 
RX_ALMOST_EMPTY flags go active for the RX FIFO 

RX_ALMOST_EMPTY: 

RX_FIFO_DEPTH < RX_FIFO_DIPSTICK 

RX_ALMOST_FULL: 

RX_FIFO_DEPTH > (0x20 - RX_FIFO_DIPSTICK) 
NOTE: When RX_FIFO_DIPSTICK is 0x0, 

RX_ALMOST_EMPTY, RX_ALMOST_FULL are 

invalid 

NOTE: for DMA, RX_FIFO_DIPSTICK is a don't care 

DMA unloading of RX FIFO uses the RX_ALMOST_EMPTY 
flag as the DMA request 

NOTE: non-DMA IRO/polling RXFIFO_DIPSTICK must be 
0x20. 

This will have the effect of RX FIFO ALMOST FULL acting 
as a RX_FIFO_NOT_EMPTY flag. 


0 


PCM_TX_DMA_EN 


[6] 


Enable the DMA interface for the TXFIFO 

DMA must operate in the demand mode. 

DMA TX request will occur whenever the TX FIFO is not 
TX_ALMOST_FULL 


0 


PCM_RX_DMA_EN 


[5] 


Enable the DMA interface for the RXFIFO 

DMA must operate in the demand mode. 

DMA RX rpniip'it will npnir whpnpvpr thp RXFIFO i"? not 

■_/ 1 V i#\ 1 i/\ iw\>^m^OL will i vvii^ii^v^i lii^ i i/\ i 1 1 \^ lo i i \y l 

empty. 


0 


TX_MSB_POS 


[4] 


Controls the position of the MSB bit in the serial output stream 
relative to the PCMFSYNC signal 

0: MSB sent during the same clock that PCMFSYNC is high 

1 : MSB sent on the next PCMSCLK cycle after PCMFSYNC 
ic hinh 

lo 1 1 1^ 1 1 


0 


RX MSB POS 


[31 


Cnntrnl*^ thp nn<^itinn of thp M5^B hit in thp ciprial innut <^trpam 

V^vyllLlvylO LI k^V^OILIv^ll \Ji LI 1^ iViwLJ kjll. Ill LI 1^ O^l ICll lllkJLJL OLI^CLIII 

relative to the PCMFSYNC signal 

0: MSB IS captured on the falling edge of PCMSCLK dunng 
the same cycle that PCMFSYNC is high 

1 : MSB is captured on the falling edge of PCMSCLK during 
the cycle after the PCMFSYNC is high 


0 


PCM_TXFIFO_EN 


[2] 


Enable the TXFIFO 


0 


PCM_RXFIFO_EN 


[1] 


Enable the RXFIFO 


0 
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PCM_CTL 


Bit 


Description 


Initial State 


PCM_PCM_ENABLE 


[0] 


PCM enable signal. 

1 : Enables the serial shift state machines. 

The enable must be set HIGH for the PCM to operate. 

0: The PCMSOUT will not toggle. 


0 
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37.5.3 PCM CLK CONTROL REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


PCM_CLKCTL 


0X7F009004 
0x7F00A004 


R/W 


Control the PCM Audio Inteface 


0x00000000 



The bit definitions for the PCM_CTL Control Register are described below: 



PCM_CLKCTL 


Bit 


Description 


Initial State 


Reserved 


[31 :20] 


Reserved 




CTL_SERCLK_EN 


[19] 


Enable the serial clock division logic. 

Must be HIGH for the PCM to operate 

(if it is high, PCMSCLK and PCMFSYNC is operated.) 


0 


CTL_SERCLK_SEL 


[18] 


Select the source of the PCMSCLK 

0 - CLKAUDIOI 

1 - PCLK 


0 


SCLK_DIV 


[17:9] 


Controls the divider used to create the PCMSCLK based on 
the PCMSOURCE_CLK 

PCMSCLK will be PCMSOURCE_CLK / 2*(SCLK_DIV+1 ) 


000 


SYNC_DIV 


[8:0] 


Controls the frequency of the PCMFSYNC signal based on 
the PCMSCLK. 

PCMFSYNC will be PCMSCLK/(SYNC_DIV+1) 


000 
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37.5.4 THE PCM TX FIFO REGISTER 



Register 


Address 


R/W 


Description 


Reset Vaiue 


PCM_TXFIFO 


0X7F009008 
0x7F00A008 


R/W 


Control the PCM Audio Inteface 


0x00000000 



The bit definitions for the PCM_TX_FIFO Register are described below: 



PCM_TX_FIFO 


Bit 


Description 


Initial State 


Reserved 


[31:17] 


Reserved 




TX_FIFO_D VALID 


[16] 


TX FIFO data is valid 
Write: Not Valid 
Read: TX FIFO read data valid 
1 : valid 

0: invalid (probably read an empty FIFO) 


0 


TX_FIFO_DATA 


[15:0] 


TX FIFO DATA 

Write: TX_FIFO_DATA is written into the TX FIFO 
Read: TX FIFO is read using the ARB interface 
NOTE: reading the TX FIFO is meant to support debugging. 
Online the TX FIFO is read by the PCM serial shift engine, 
not the ARB 


0 
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37.5.5 PCM RX FIFO REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


PCM_RXFIFO 


0X7F00900C 
0x7F00A00C 


R/W 


Control the PCM Audio Inteface 


0x00000000 



The bit definitions for the PCM_RXFIFO Register are described below: 



PCM_RXFIFO 


Bit 


Description 


Initial State 


Reserved 


[31:17] 


Reserved 




RXFIFO_DVALID 


[16] 


RX FIFO data is valid 
Write: Not Valid 
Read: RX FIFO read data valid 
1 : valid 

0: invalid (probably read an empty fifo) 


0 


RXFIFO_DATA 


[15:0] 


RX FIFO DATA 

Write: RX_FIFO_DATA is written into the RX FIFO 
NOTE: writing the RX FIFO is meant to support debugging. 
Online the RXFIFO is written by the PCM serial shift engine, 
not the ARB 

Read: RX FIFO is read using the ARB interface 


0 
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37.5.6 PCM INTERRUPT CONTROL REGISTER 



The PCM_IRQ_CTL register is used to control the various aspects of the PCM interrupts. 



Register 


Address 


R/W 


Description 


Reset Vaiue 


PCM_IRQ_CTL 


0X7F009010 
0x7F00A010 


R/W 


Control the PCM Interrupts 


0x00000000 



The bit definitions for the PCM_IRQ_CTL Control Register are described below: 



PCM_IRQ_CTL 


Bit 


Description 


Initial State 


Reserved 


[31:15] 


Reserved 




EN_IRQ_TO_ARM 


[14] 


Controls whether the PCM interrupt is sent to the ARM or not 

1 : PCM IRQ is forwarded to the ARM subsystem 

0: PCM IRQ is NOT forwarded to the ARM subsystem 


0 


Reserved 


[13] 


Reserved 


0 


TRANSrER_DONE 


[12] 


Interrupt is generated every time the serial shift for a 1 6bit PCM 
Data word completes 
1 : IRQ source enabled 
0: IRQ source disabled 


0 


TX_FIFO_EMPTY 


[11] 


Interrupt is generated whenever the TX FIFO is EMPTY 
1 : IRQ source enabled 
u. iriL>^ source aisauiea 


0 


TX FIFO ALMOST 
_EMPTY 


[10] 


Interrupt is generated whenever the TX FIFO is 
ALMOST_EMPTY. 

ALMOST EMPTY is defined as TX FIFO DEPTH < 
TX_FIFO_DIPSTICK 

1 : IRQ source enabled 
0: IRQ source disabled 


0 


TX_FIFO_FULL 


[9] 


Interrupt is generated whenever the TX FIFO is FULL 
1 : IRQ source enabled 
0: IRQ source disabled 


0 


TX FIFO ALMOST 
_FULL 


[8] 


Interrupt is generated whenever the TX FIFO is 
ALMOST_FULL. 

ALMOST FULL is defined as TX FIFO DEPTH > (32- 
TX_FIFO_DIPSTICK) 

1 : IRQ source enabled 
0: IRQ source disabled 


0 
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PCMJRQ_CTL 


Bit 


Description 


Initial State 


TX FIFO ERROR 
_STARVE 


[7] 


Interrupt is generated for TX FIFO starve ERROR. 

This occurs whenever the TX FIFO is read when it is still empty. 

This is considered as a ERROR and will have unexpected 

results 

1 : IRQ source enabled 
0: IRQ source disabled 


0 


TX FIFO ERROR 
_OVERFLOW 


[6] 


Interrupt is generated for TX FIFO overflow ERROR. 

This occurs whenever the TX FIFO is written when it is already 

full. 

This is considered as a ERROR and will have unexpected 
results 

1 : IRQ source enabled 
0: IRQ source disabled 


0 


RX_FIFO_EMPTY 


[5] 


Interrupt is generated whenever the RX FIFO is empty 
1 : IRQ source enabled 
0: IRQ source disabled 


0 


RX FIFO ALMOST 
_EMPTY 


[4] 


Interrupt is generated whenever the RX FIFO is 
ALMOST_EMPTY. 

ALMOST EMPTY is defined as RX FIFO DEPTH < 
RX_FIFO_DIPSTICK 

1 : IRQ source enabled 
0: IRQ source disabled 


0 


RX_FIFO_FULL 


[3] 


Interrupt is generated whenever the RX FIFO is full 
1 : IRQ source enabled 
0: IRQ source disabled 


0 


RX FIFO ALMOST 
_FULL 


[2] 


Interrupt is generated whenever the RX FIFO is 
ALMOST_FULL. 

ALMOST FULL is defined as RX FIFO DEPTH > (32- 
RX_FIFO_DIPSTICK) 

1 : IRQ source enabled 
0: IRQ source disabled 


0 


RX FIFO ERROR 
_STARVE 


[1] 


Interrupt is generated for RX FIFO starve ERROR. 

This occurs whenever the RX FIFO is read when it is still empty. 

This is considered as a ERROR and will have unexpected 

results 

1 : IRQ source enabled 
0: IRQ source disabled 


0 
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PCM_IRQ_CTL 


Bit 


Description 


Initial State 


RX FIFO ERROR 
.OVERFLOW 


[0] 


Interrupt is generated for RX FIFO overflow ERROR. 

This occurs whenever the RX FIFO is written when it is already 

full. 

This is considered as a ERROR and will have unexpected 
results 

1 : IRQ source enabled 
0: IRQ source disabled 


0 
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37.5.7 PCM INTERRUPT STATUS REGISTER 



The PCM_IRQ_STAT register is used to report IRQ status. 



Register 


Address 


R/W 


Description 


Reset Value 


PCM_IRQ_STAT 


0x7F009014 
0x7F00A014 


R 


PCM Interrupt Status 


0x00000000 



The bit definitions for the PCM_IRQ_STATUS Register are described below: 



PCM_IRQ_STAT 


Bit 


Description 


Initial State 


Reserved 


[31.14] 


Reserved 




IRQ_PENDING 


[13] 


Monitoring PCM IRQ. 
1: PCM IRQ is occurred. 

0: PCM IRQ is not occurred. 


0 


TRANSFER_DONE 


[12] 


Interrupt is generated every time the serial shift for a word 

completes 

1 : IRQ is occurred. 

0: IRQ is not occurred. 


0 


TXFIFO_EMPTY 


[11] 


Interrupt is generated whenever the TX FIFO is empty 

1 : IRQ is occurred. 
0: IRQ is not occurred. 


0 


TXFIFO ALMOST 
_EMPTY 


[10] 


Interrupt is generated whenever the TXFIFO is ALMOST empty. 
Almost empty is defined as FIXME words remaining 
1 : IRQ is occurred. 
0: IRQ is not occurred. 


0 


TXFIFO_FULL 


[9] 


Interrupt is generated whenever the TX FIFO is full 
1 : IRQ is occurred. 
0: IRQ is not occurred. 


0 


TXFIFO ALMOST 
_FULL 


[8] 


Interrupt is generated whenever the TX FIFO is ALMOST full. 
Almost full is defined as FIXME words remaining 
1 : IRQ is occurred. 
0: IRQ is not occurred. 


0 


TXFIFO ERROR 
_STARVE 


[7] 


Interrupt is generated for TX FIFO starve ERROR. 

This occurs whenever the TX FIFO is read when it is still empty. 

This is considered as a ERROR and will have unexpected 

results 

1 : IRQ is occurred. 
0: IRQ is not occurred. 


0 
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PCM_IRQ_STAT 


Bit 


Description 


Initial State 


TXFIFO ERROR 
_OVERFLOW 


[6] 


Interrupt is generated for TX FIFO overflow ERROR. 

This occurs whenever the TX FIFO is written when it is already 

full. 

This IS considered as a ERROR and will have unexpected 
results 

1 : IRQ is occurred. 
0: IRQ is not occurred. 


0 


RXFIFO_EMPTY 


[5] 


Interrupt is generated whenever the RX FIFO is empty 
1 : IRQ is occurred. 
0: IRQ is not occurred. 


0 


RXFIFO ALMOST 
_EMPTY 


[4] 


Interrupt is generated whenever the RX FIFO is ALMOST 
empty. 

Almost empty is defined as FIXME words remaining 
1 : IRQ is occurred. 
0: IRQ is not occurred. 


0 


RX_FIFO_FULL 


[3] 


Interrupt is generated whenever the RX FIFO is full 
1 : IRQ is occurred. 
0: IRQ is not occurred. 


0 


RX FIFO ALMOST 
_FULL 


[2] 


Interrupt is generated whenever the RX FIFO is ALMOST full. 
Almost full is defined as FIXME words remaining 
1 : IRQ is occurred. 
0: IRQ is not occurred. 


0 


RXFIFO ERROR 
_STARVE 


[1] 


Interrupt is generated for RX FIFO starve ERROR. 

This occurs whenever the RX FIFO is read when it is still empty. 

This is considered as a ERROR and will have unexpected 

results 

1 : IRQ is occurred. 
0: IRQ is not occurred. 


0 


RXFIFO ERROR 
_OVERFLOW 


[0] 


Interrupt is generated for RX FIFO overflow ERROR. 

This occurs whenever the RX FIFO is written when it is already 

full. 

This is considered as a ERROR and will have unexpected 
results 

1 : IRQ is occurred. 
0: IRQ is not occurred. 


0 
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37.4.8 PCM FIFO STATUS REGISTER 

The PCM_FIFO_STAT register is used to report FIFO status. 



Register 


Address 


R/W 


Description 


Reset Value 


PCM_FIFO_STAT 


0X7F009018 
0X7F00A018 


R 


PCM FIFO Status 


0x00000000 



The bit definitions for the PCM_FIFO_STATUS Register are described below: 



PCM_FIFO_STAT 


Bit 


Description 


Initial State 


Reserved 


[31 :20] 


Reserved 




TXFIFO_COUNT 


[19:14] 


TX FIFO data count(OxO ~ 0x20). 


0 


TXFIFO_EMPTY 


[13] 


Indicate whether TXFIFO is empty or not. 
0 : not empty 1 : empty 


0 


TXFIFO_ALMOST_EMPTY 


[12] 


To indicate whether TXFIFO is ALMOST_EIV!PTY or 
not. 

0 : not ALMOST_EMPTY 1 : ALMOST_EMPTY 


0 


TXFIFO_FULL 


[11] 


To indicate whether TXFIFO is full or not. 
0 : not full 1 : full 


0 


TXFIFO_ALMOST_FULL 


[10] 


To indicate whether TXFIFO is ALMOST_FULL. 
0 : not ALMOST_FULL 1 : ALMOST_FULL 


0 


RXFIFO_COUNT 


[9:4] 


RX FIFO data count(OxO ~ Ox 20) 




RXFIFO_EMPTY 


[3] 


Indicate whether RX FIFO is empty or not. 
0: not empty 1: empty 


0 


RXFIFO_ALMOST_EMPTY 


[2] 


Indicate whether RX FIFO is ALMOST_EMPTY or not 
0: not ALMOST_FULL 1 : ALMOST_FULL 


0 


RX_FIFO_FULL 


[1] 


Indicate whether RXFIFO is full or not. 
0: not full 1:full 


0 


RX_FIFO_ALMOST_FULL 


[0] 


Indicate whether RXFIFO is ALMOST_FULL or not 
0: not ALMOST_FULL 1 : ALMOST_FULL 


0 
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37.4.9 PCM INTERRUPT CLEAR REGISTER 

The PCM_CLRINT register is used to clear the interrupt. Interrupt service routine is responsible for clearing 
interrupt asserted. Writing any values on this register clears interrupts for ARM. Reading this register is not 
allowed. Clearing interrupt must be prior to resolving the interrupt condition; otherwise another interrupt that would 
occur after this interrupt may be ignored. 



Register 


Address 


R/W 


Description 


Reset Vaiue 


PCM_CLRINT 


0x7F009020 
0X7F00A020 


W 


PCM INTERRUPT CLEAR 





The bit definitions for the PGM_GLRINT Register are described below: 



PCM_CLRINT 


Bit 


Description 


Initial State 


Reserved 


[31:1] 


Reserved 


0 


GLRINT 


[0] 


Interrupt register clear 


0 
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This chapter describes the functions and usage of IrDA Controller in S3C6410X RISC microprocessor. 



The Samsung IrDA Core is a wireless serial communication controller. The Samsung IrDA Core supports two 
different types of IrDA speed (MIR, FIR). This core can transmit Ir(lnfrared) pulses up to 4 Mbps speed. It includes 
configurable FIFO feature to reduce the CPU burden. This makes it easy to adjust the internal FIFO sizes. 

You can program the core by accessing 16 internal registers. When receiving the Ir pulses, this core detects three 
kinds of line errors such as CRC-error, PHY-error and payload length error. 



The IrDA Controller supports: 

• IrDA specification compliant 

IrDA 1.1 physical layer specification 

• FIFO operation in the MIR and FIR mode (4Mbps, 1.152Mpbs and 0.576Mbps) 

• 64-byte FIFO size 

• Back-to-Back Transactions 

• Software in selecting Temic-IBM or HP transceiver 



38.1 OVERVIEW 



38.2 FEATURES 
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38.3 BLOCK DIAGRAM 
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MASTER Control 



LSR 
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TX FIFO 
RAM 
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RAM 
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J 
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IRDA SDBW 



IRDA RX 



IRDA TX 



Figure 38-1. Block Diagram 



38.4 EXTERNAL INTERFACE SIGNALS 



IRDA_TX 
IRDA_RX 
IRDA_SDBW 
MCLK 



: IrDA Tx signal (output) 
: IrDA Rx signal (input) 

: IrDA Transceiver control (Shutdown, Bandwidth) (output) 

: IrDA operation clock; Must set up IrDA Clock in SYSCON as 48MHz 
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Table 38-1. IrDA signals 



Group 


Name 


Bit 


Direction 


Source/Destination 


IrDA 


MCLK 


1 


IN 


SYSCON 

(IrDA operation clock : must be 48MHz) 
Source Clock : USB clock, PLL clock 


special 
signal 










lrDA_Rx 


1 


IN 


PAD 


lrDA_Tx 


1 


OUT 


PAD 




lrDA_SDBW 


1 


OUT 


PAD 



38.5 FUNCTION DESCRIPTION 

38.5.1 FAST-SPEED INFRARED (FIR) MODE (IRDA 1.1) 

In FIR mode, data communicates at the baud rate speed of 4 Mbps. In the data transmission mode, core encodes 
the payload data into 4PPM format and attaches the Preamble, Start Flag, CRC-32, and Stop flag on the encoded 
payload and shifts them out serially. In data receive mode, the core works in reverse direction. First, when Ir pulse 
is detected, the core recovers receiver clock from the incoming data and removes the Preamble and Start Flag. 
Then it extracts the payload from the received 4PPM data until it meets the Stop Flag. The core detects three 
different kinds of errors, which may occur in the middle of transmission. These errors are the Phy-Error, the 
Frame-Length Error and the CRC error. The CRC error is checked when the entire payload data is received. The 
micro-controller can monitor the error status of the received frame by reading the Line Status Register 
(IRDA_LSR) at the end of the each received frame. 

The below diagram shows the frame structure of the fir data frame (The specific information of the each field can 
be found in IrDA specification.) 



Preamble 


Start flag 


Link layer frame(Payload) 


CRC32 


Stop flag 



Preamble : 1 000, 0000, 1 01 0, 1 000 

Start Fiag : 0000, 1 1 00, 0000, 1 1 00, 01 1 0, 0000, 01 1 0,0000 
Stop Fiag : 0000,1 1 00, 0000, 1 1 00, 0000, 01 1 0, 0000, 01 1 0 
The number of preambles is 16. 
* Note: 4 PPM Coding 



Data Bit Pair(DBP) 


4PPM Data Symbol(DD) 


00 


1000 


01 


0100 


10 


0010 


11 


0001 
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— ^ Preamble 
/ V Transmit 



tx enable 



tx enable 




Figure 38-2. FIR modulation process 

Figure 38-2 shows the FIR modulation state machine. The FIR transmission mode can be selected by 
programming IRDA_CNT register. If an under run condition occurs, the state machine appends the payload with 
error crc data and terminates the transmission. 
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y Detect j 






f Pay Load \ 
f Detect ] 
&4 ppm decoor 






/ Pay Load \ 
I Detect & j 
V CRC check/ 






f CRC \ 
( Decoding j 
Vfor syndrom j 






1 Stop \ 
Flag ) 
V Detect J 






. yes^^^^^ no J 

^RX Enable ^^——^ 





Figure 38-3. FIR demodulation process 

Figure 38-3 shows FIR demodulation state machine. The state machine starts when IRDA_CNT register bit 6 is 
set to logic high. The incoming data will be depacketized by removing preamble and start flag and stop flag. 
4PPM decoding and CRC decoding is carried out. 
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38.5.2 MEDIUM-SPEED INFRARED (MIR) MODE (IRDA1.1) 



In MIR mode, data communicates at the speed of 1 .152Mbps, and 0.576Mbps (half mode). The payload data is 
wrapped around by Start Flags, CRC-16, and Stop Flags. The Start Flag must be at least 3 bytes. In transmitting 
and receiving process, the basic wrapping and de-wrapping processes are same as the FIR mode. The MIR 
mode needs a bit-stuffing procedure. Bit stuffing in MIR mode have the core insert zero bit per every 5 
consecutive ones in transmission mode. In receiving mode, the stuffed bit must be removed. Like the fir mode 
case, three different kinds of errors (crc, phy and frame length error) can be reported to the microcontroller in 
receiving mode by reading the IRDA_LSR register. 

The diagram below shows the data structure of MIR frame. 



STA 


STA 


Link layer frame (Payload) 


CRC16 


STO 



STA : Beginning flag, 01111110 binary 
CRC16 :CCITT16bitCRC 
STO : Ending flag, 01111110 binary 
The MIR pulse is modulated by 1/4 pulse format. The below diagram shows the pulse generation. 



1.1 52M 



jiimiijijijijijijijijijijijijij^^ 



NRZ Data 



MIR Pulse 



Figure 38-4. Pulse modulation in MIR mode 
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Figure 38-5. MIR modulation process 

Figure 38-5 describes MIR modulation state machine. This machine works very similarly as FIR modulation state 
machine. The major difference is that the MIR data transmission needs bit stuffing. After the every 5 consecutive 
ones, a zero data should be stuffed in MIR payload data. The state machine for this bit-stuffing is not presented 
here. 
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Figure 38-6. MIR demodulation process 

Figure 38-6 shows the MIR demodulation state machine. It has similar structure as FIR demodulation state 
machine. Instead of 4 PPM demodulation phase, it has the stage of removing stuffed bits from payload data 
stream. Since the MIR data stream doesn't have preamble data, the preamble/start flag data detection stage in 
MIR demodulation is simplified to start flag detection state. 
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38.5.3 CORE INITIALIZATION PROCEDURE 
MIR/FIR Mode Initialization Operation 

1 . Program the IRDA_MDR register to select the MIR/FIR mode. 

2. Program the IRDA_CNT register to select the transceiver type. 

- For the Temic-IBM type transceiver, program twice in IRDA_CNT[0] = 1 'bO and IRDA_CNT[0] = 1 'b1 . 

- For the HP type transceiver, program just once in IRDA_CNT[0] = 1 'bO to FIR/MIR mode. 

3. Program the IRDA_PLR register to select the number of start flag, and TX threshold level. 

4. Program the IRDA_RXFLL and IRDA_RXFLH register (maximum available receive bytes in frame). 

5. Program the IRDA_TXFLL and IRDA_TXFLH register (transmit bytes in transmission frame). 

6. Program the IRDA_FCR register (FIFO size and RX threshold level). 

7. Program the IRDAJER register (the types of interrupt). 

8. Program the IRDA_CNT register (TX enable or RX enable). 

9. Program the IRDAJER register (interrupt enable). 

10. Service Interrupt signal from the core. 
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38.6 SPECIAL FUNCTION REGISTERS 



38.6.1 IRDA CONTROL REGISTER(IRDA_CNT) 



Register 


Address 


R/W 


Description 


Reset Value 


IRDA_CNT 


0x7F00_7000 


R/W 


IrDA Control Register 


0x00 



IRDA_CNT 


Bit 


Description 


Initial State 


TX enable 


[7] 


TX enabled. Bit 7 must be set to '1 ' to enable data 
transmission in MIR/FIR Ir modes. 


0 


RX enable 


[6] 


RX enabled. Bit 6 must be set to '1 ' to enable data receive in 
all MIR/FIR Ir modes. 


0 


Core loop 


[5] 


Core loop for software debugging. The IRRX port connects 
directly to the IRTX internally. 


0 


MIR half mode 


[4] 


MIR half mode. When bit 4 is set to a '1 the operating speed 
in the MIR mode changes from 1 .1 52 Mbps to 0.576 Mbps. 


0 


Send IR pulse 


[3] 


Send 1 .6-us IR pulse. When the IRDA_MDR[4] bit equals to a 
'1 ' and the CPU writes a '1 ' to this bit, the transmitting 
interface device sends a 1 .6-us IR pulse at the end of the 
frame. Bit 3 is cleared automatically by the transmitting 
interface device at the end of 1 .6-us IR pulse data 
transmission. 


0 


Reserved 


[2] 


Reserved 


0 


Frame abort 


[1] 


Frame abort. The CPU can intentionally abort data 
transmission of a frame by writing a '1 ' to bit 1 . Neither the 
end flag nor the CRC bits are appended to the frame. The 
receiver will find the frame with the abort pattern in the MIR 
mode and a PHY-error in the FIR mode. The CPU must reset 
the TX FIFO and reset this bit by writing a '0' to bit '1 ' before 
next frame can be transmitted. 


0 


SD/BW 


[0] 


This signal controls lrDA_SDBW output signal. 

It is used for controlling mode (shutdown, band width) of IrDA 
transceiver. 


0 
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38.6.2 IRDA MODE DEFINITION REGISTER(IRDA_MDR) 



Register 


Address 


R/W 


Description 


Reset Value 


IRDA_MDR 


0x7F00_7004 


R/W 


IrDA Mode Definition Register 


0x00 



IRDA_MDR 


Bit 


Description 


Initial State 


Reserved 


[7:5] 


Reserved 


0 


SIP Select 


[4] 


SIP select method. If this bit is set to '1 ' and the 
IRDA_CNT[3] is set to '1', the SIP pulse is appended at the 
end of FIR/MIR TX frame. Likewise, when this bit is set to 
a '0', SIP is generated at the end of the every FIR/MIR 
frames. If IRDA_CNT[3] is set to '0', setting this bit to '1 ' 
doesn't help to generate SIP. Along with IRDA_CNT[3] bit, 
the way of SIP generation can be controlled. 


0 


Temic select 


[3] 


Bit 3 is Temic transceiver select bit. When bit 3 is clear to 
"0", core automatically selects in Temic transceiver mode. 


0 


Reserved 


[2:1] 


Reserved 


00 


Mode select 


[0] 


select the mode of operation as 

0: FIR Mode 1 : MIR Mode 


0 



38.6.3 IRDA INTERRUPT / DMA CONFIGURATION REGISTER (IRDA_CNF) 



Register 


Address 


R/W 


Description 


Reset Value 


IRDA_CNF 


0x7F00_7008 


R/W 


IrDA Interrupt / DMA Configuration Register 


0x00 



IRDA_CNF 


Bit 


Description 


Initial State 


Reserved 


[7:4] 


Reserved 


0 


DMA Enable 


[3] 


0 : DMA Disable 


1 : DMA Enable 


0 


DMA Mode 


[2] 


0 : Tx DMA 


1 : Rx DMA 


0 


Reserved 


[1] 


Reserved 


0 


Interrupt Enable 


[0] 


The bit 0 enables Interrupt output signal. 
0 : Disable 1 : Enable 


0 
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38.6.4 IRDA INTERUPT ENALBLE REGISTER(IRDA_IER) 



Register 


Address 


R/W 


Description 


Reset Value 


IRDAJER 


0x7F00_700C 


R/W 


IrDA Interrupt Enable Register 


0x00 



IRDAJER 


Bit 


Description 


Initial State 


Last byte to Rx FIFO 


[7] 


Enables state indication interrupt. When Last byte write to 

DV FIFO 


0 


Error indication 


[6] 


Enables error status indication interrupt in data receiving 
mode. 


0 


Tx Underrun 


[5] 


Enables transmitter under-run interrupt. 


0 


Last byte detect 


[4] 


Detect stop-flag interrupt enable. If this bit is set to "1", an 
interrupt signal will be activated when the last byte of the 
received data frame comes into the demodulation block 
and then CRC decoding is finished. 


0 


Rx overrun 


[3] 


Enables receiver over-run interrupt. 


0 


Last byte read from Rx 
FIFO 


[2] 


Bit 2 enables last byte from RX FIFO interrupt which is 
generated when the microcontroller reads the last byte of 
the frame from the RX FIFO. 


0 


Tx FIFO below 
threshold 


[1] 


Bit 1 enables an TX FIFO below threshold level interrupt 
when the available empty space in TX FIFO is over the 
threshold level. 


0 


Rx FIFO over threshold 


[0] 


Bit 0 enables received data in RX FIFO over threshold 
level interrupt when the RX FIFO is equal to or above the 
threshold level. 


0 
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38.6.5 IRDA INTERUPT IDENTIFICATION REGISTER(IRDA_IIR) 



Register 


Address 


R/W 


Description 


Reset Value 


IRDAJIR 


0x7F00_7010 


R 


IrDA Interrupt Identification Register 


0x00 



IRDAJIR 


Bit 


Description 


Initial State 


Last byte to Rx FIFO 


[7] 


Last byte write to RX FIFO interrupt pending. When the 
last payload byte of the frame is loaded into the RX FIFO, 
bit 7 is set to '1 '. Bit 7 is set prior to bit 2. Bit 7 is cleared 
when it is read. 


0 


Error indication 


[6] 


Receiver line error Indication. Bit 6 is set to a '1 ' if one of 
three possible errors occurs in the RX process. With the 
corresponding interrupt enable bit active, one of PHY, CRC 
and Frame length errors let this bit go active. Bit 6 is 
cleared when the source of the error is cleared. 


0 


Tx Underrun 


[5] 


Transmit under-run interrupt pending. When corresponding 
interrupt enable bit is active, bit 5 is set to '1 ' if an under- 
run occurs in TX FIFO. Bit 5 is cleared by serving the 
under-run. 


0 


Last byte detect 


[4] 


Detects last byte of a frame interrupt pending. If the 
corresponding interrupt enable bit is active, bit 4 is set to 
'1 ' when the demodulation block detects the last byte of a 
received frame and the CRC decoding is finished. Bit 4 is 
cleared when it is read. 


0 


Rx overrun 


[3] 


RX FIFO over-run interrupt. When corresponding interrupt 
enable bit is set, bit3 is active, bit 3 is set to '1 ' when an 
overrun occurs in the RX FIFO. Bit 3 is cleared by serving 
the over-run. 


0 


Last byte read from Rx 
FIFO 


[2] 


RX FIFO last byte read interrupt. When corresponding 
interrupt enable bit is active, it is set to '1 ' when the CPU 
reads the last byte of a frame from the RX FIFO. It is 
cleared when it is read. 


0 


Tx FIFO below 
threshold 


[1] 


TX FIFO below threshold interrupt pending. Bit 1 is set to 
'1' when the transmitter FIFO level is below its threshold 
level. 


0 


Rx FIFO over threshold 


[0] 


RX FIFO over threshold interrupt pending. Bit 0 is set to '1 ' 
when the receiver FIFO level is equal to or above its 
threshold level. 


0 
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38.6.6 IRDA LINE STATUS REGISTER(IRDA_LSR) 



Register 


Address 


R/W 


Description 


Reset Value 


IRDA_LSR 


0x7F00_7014 


R 


IrDA Line Status Register 


0x83 



IRDA_LSR 


Bit 


Description 


Initial State 


Tx empty 


[7] 


Transmitter empty. This bit is set to '1 ' when TX FIFO is 
empty and the transmitter front-end is idle. 


1 


Reserved 


[6] 


Reserved 


0 


Received last byte from 
Rx FIFO 


[5] 


Last byte received from RX FIFO. It is set to a '1 ' when the 
microcontroller reads the last byte of a frame from the RX 
FIFO and cleared when the MCU reads the IRDA_LSR 
register. 


0 


Frame length error 


[4] 


Frame length error. It is set to '1 ' when a frame exceeding 
the maximum frame length predefined by IRDA_RXFLL and 
IRDA_RXFLH register is received. This bit is cleared when 
the microcontroller reads the IRDA_LSR register. When this 
error is detected, current frame reception is terminated. 
Data receiving is stopped until the next BOF is detected. Bit 
4 is cleared to '0' when the IRDA_LSR register is read by 
the microcontroller. 


0 


PHY error 


[3] 


PHY error. In FIR mode, It is set to a '1 ' when an illegal 
4PPM symbol is received. In IRDA_MIR mode, if an abort 
pattern (more than 7 consecutive '1's) is received during 
reception, this bit is set to '1 '. It is cleared when 
microcontroller reads the IRDA_LSR register. 


0 


CRC error 


[2] 


CRC error. Bit 2 is set to '1 ' when a bad IrDA CRC is 
detected on data receive. It is cleared to '0' when 
microcontroller reads the LSR register. 


0 


Reserved 


[1] 


Reserved 


1 


Rx FIFO empty 


[0] 


RX FIFO empty. It indicates that the RX FIFO is empty. 
When the state of RX FIFO turns into empty, it is set to '1 '. 
When the RX FIFO is not empty, it is set to '0'. 


1 
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38.6.7 IRDA FIFO CONTROL REGISTER(IRDA_FCR) 



Register 


Address 


R/W 


Description 


Reset Value 


IRDA_FCR 


0x7F00_7018 


R/W 


IrDA FIFO Control Register 


0x00 



IRDA FCR 



Bit 



Description 



Initial State 



Rx FIFO Trigger level 
select 



[7:6] 



Receiver FIFO triggers level selection. 



Bit 7 


Bite 


64-byte RX FIFO 


0 


0 


01 


0 


1 


16 


1 


0 


32 


1 


1 


56 



00 



Reserved 



[5] 



Must set '1' 



TX FIFO Clear 
Notification 



[4] 



This bit will be activated when the FIFO clear is over. This 
bit is cleared by the CPU reads this register. 



RX FIFO Clear 
Notification 



[3] 



This bit will be activated when the FIFO clear is over. This 
bit is cleared by the CPU reads this register. 



Tx FIFO reset 



[2] 



TX FIFO reset. When set to '1 bit 2 clears all bytes in the 
transmitter FIFO and reset its counter to '0'. A '1 ' written to 
bit 2 is self-clearing. 



Rx FIFO reset 



[1] 



RX FIFO reset. When set to '1 bit 1 clears all bytes in the 
receiver FIFO and reset its counter to '0'. A '1 ' written to bit 
1 is self clearing. 



FIFO enable 



[0] 



FIFO enabled. When set to '1 bit 0 enables both the 
transmitter and receiver FIFOs. Bit 0 must be a '1' when 
setting other IRDA_FCR bits. Changing bit 0 clears the 
FIFO. 
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38.6.8 IRDA PREAMBLE LENGTH REGISTER(IRDA_PLR) 



Register 


Address 


R/W 


Description 


Reset Value 


IRDA_PLR 


0x7F00_701C 


R/W 


IrDA Preamble Length Register 


0x12 



REG PLR 



Bit 



Description 



Initial State 



Reserved 



[7:6] 



Reserved 



00 



TX FIFO trigger level 
select 



[5:4] 



Transceiver FIFO triggers level selection. 



Bits 


Bit 4 


64-byte FIFO 


0 


0 


Reserved 


0 


1 


48 


1 


0 


32 


1 


1 


08 



Note: Tx Trigger level value means total number data empty. 



01 



Number of start flags in 
MIR mode 



[3:0] 



Number of start flags in MIR mode. The number of start 
flags to be transmitted at the beginning of a frame is equal 
to the IRDA_PLR [3:0] value. The minimum value is 3. 



0010 



38.6.9 IRDA RECEIVER & TRANSMITTER BUFFER REGISTER(IRDA_RBR) 



Register 


Address 


R/W 


Description 


Reset Value 


IRDA_RBR 
IRDA_THR 


0x7F00_7020 


R/W 


IrDA Receiver & Transmitter Buffer Register 


0x00 



IRDA_RBR 


Bit 


Description 


Initial State 


Rx/Tx data 


[7:0] 


Received data (When read data) 
Data to transmit (When write data) 


0x00 



38.6.10 IRDA TOTAL NUMBER OF DATA BYTES REMAINED IN TX FIFO(IRDA_TXNO) 



Register 


Address 


R/W 


Description 


Reset Value 


IRDA_TXNO 


0x7F00_7024 


R 


The total number of data bytes remained in Tx FIFO 


0x00 



IRDA _TXNO 


Bit 


Description 


Initial State 


Tx data total number 


[7:0] 


The total number of data bytes remained in Tx FIFO 


0x00 
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38.6.11 IRDA TOTAL NUMBER OF DATA BYTES REMAINED IN RX FIFO(IRDA_RXNO) 



Register 


Address 


R/W 


Description 


Reset Value 


IRDA_RXNO 


0x7F00_7028 


R 


The total number of data bytes remained in Rx FIFO 


0x00 



IRDA_RXNO 


Bit 


Description 


Initial State 


Rx data total number 


[7:0] 


The total number of data bytes remained in Rx FIFO. 


00 



38.6.12 IRDA TRANSMIT FRAME-LENGTH REGISTER LOW(IRDA_TXFLL) 



Register 


Address 


R/W 


Description 


Reset Value 


IRDA_TXFLL 


0x7F00_702C 


R/W 


IrDA Transmit Frame-Length Register Low 


0x00 



IRDA_TXFLL 


Bit 


Description 


Initial State 


Tx frame length low 


[7:0] 


TXFLL stores the lower 8 bits of the byte number of the 
frame to be transmitted. 


00 



38.6.13 IRDA TRANSMIT FRAME-LENGTH REGISTER HIGH(IRDA_TXFLH) 



Register 


Address 


R/W 


Description 


Reset Value 


IRDA_TXFLH 


0x7F00_7030 


R/W 


IrDA Transmit Frame-Length Register High 


0x00 



IRDA_TXFLH 


Bit 


Description 


Initial State 


Tx frame length high 


[7:0] 


TXFLH stores the upper 8 bits of the byte number of the 
frame to be transmitted. 


00 



38.6.14 IRDA RECEIVER FRAME-LENGTH REGISTER LOW(IRDA_RXFLL) 



Register 


Address 


R/W 


Description 


Reset Value 


IRDA_RXFLL 


0x7F00_7034 


R/W 


IrDA Receive Frame-Length Register Low 


0x00 



IRDA_RXFLL 


Bit 


Description 


Initial State 


Rx frame length low 


[7:0] 


RXFLL stores the lower 8 bits of the maximum byte 
number of the frame to be received. 


00 
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38.6.15 IRDA RECEIVER FRAME-LENGTH REGISTER HIGH(IRDA_RXFLH) 



Register 


Address 


R/W 


Description 


Reset Value 


IRDA_RXFLH 


0x7F00_7038 


R/W 


IrDA Receive Frame-Length Register High 


0x00 



IRDA_RXFLH 


Bit 


Description 


Initial State 


Reserved 


[7:6] 


Reserved 


00 


Rx frame length high 


[5:0] 


TXFLL stores the upper 6 bits of the maximum byte 
number of the frame to be received. 





38.6.16 IRDA INTERRUPT CLEAR REGISTER (IRDAJNTCLR) 



Register 


Address 


R/W 


Description 


Reset Value 


IRDAJNTCLR 


0x7E00_903C 


W 


IrDA Interrupt Clear Register 





IRDAJNTCLR 


Bit 


Description 


Initial State 


Interrupt Clear 


[31:0] 


Read undefined. Write any value to make IrDA interrupt clear. 
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ADC & TOUCH SCREEN INTERFACE 



This chapter describes the functions and usage of ADC & Touch Screen interface S3C6410X RISC 
microprocessor. 

39.1 OVERVIEW 

The 1 0-bit/1 2-bit CMOS ADC (Analog to Digital Converter) is a recycling type device with 8-channel analog 
inputs. It converts the analog input signal into 10-bit/1 2-bit binary digital codes at a maximum conversion rate of 
1 MSPS with 5MHz A/D converter clock. A/D converter operates with on-chip sample-and-hold function. The 
power down mode is supported. 

Touch Screen Interface can control input pads (XP, XM, YP, and YM) to obtain XA^-position on the external touch 
screen device. Touch Screen Interface contains three main blocks; these are touch screen pads control logic, 
ADC interface logic and interrupt generation logic. 

39.2 FEATURES 

The ADC & Touch Screen interface includes the following features: 

• Resolution: 10-bit/1 2-bit 

• Differential Nonlinearity: ± 2.0 LSB 

• Integral Nonlinearity: ± 4.0 LSB 

• Maximum Conversion Rate: 1MSPS 

• Low Power Consumption 

• Power Supply Voltage: 3.3V 

• Analog Input Range: 0 - 3.3V 

• On-chip sample-and-hold function 

• Normal Conversion Mode 

• Separate X/Y position conversion Mode 

• Auto(Sequential) X/Y Position Conversion Mode 

• Waiting for Interrupt Mode 

• STOP mode wakeup source 
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39.3 ADC & TOUCH SCREEN INTERFACE OPERATION 

39.3.1 BLOCK DIAGRAM 

Figure 39-1 shows the functional block diagram of A/D converter and Touch Screen Interface. 



AIN7(XP) Q 
AIN6(XM) 



AIN5(YP) 



AIN4(YM) Q- 



AIN[3:0] Q- 



1^ 



VDDAj iDC 



PULL_UP 




XM_SEN 
YM_SEN 
XP_SEN 


Touch screen 


pads control 


YP_SEN 





8:1 
MUX 




A/D 
Converter 



ADC 
interface 
& 

Touch 
screen 
control 



ADC input 
control 



Waiting for interrupt 



Interrupt 
generation 



INT_ADC 
— ► 



INT_PNDNUP 
— ► 



Figure 39-1. ADC and Touch Screen Interface Functional Block Diagram 

NOTE 

When Touch Screen device is used, XM or YM is only connected to ground for Touch Screen l/F. 

When Touch Screen device is not used, XM or YM is connecting Analog Input Signal for Normal ADC conversion. 
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39.4 FUNCTION DESCRIPTIONS 

39.4.1 A/D CONVERSION TIME 

When the PCLK frequency is 50MHz and the prescaler value is 49, total 10-bit or 12-bit conversion time is as 
follows. 

A/D converter freq. = 50MHz/(49+1) = 1MHz 
Conversion time = 1/(1 MHz / (Scycles)) = 1/200KHz =5 us 

Note: 

This A/D converter was designed to operate at maximum 5MHz clock, so the conversion rate can go up to 1 MSPS. 

39.4.2 TOUCH SCREEN INTERFACE MODE 



1. Normal Conversion Mode (AUTO_PST=0, XY_PST=0) 

The operation of this mode is identical with AINO-'AINS's. It can be initialized by setting the ADCCON (ADC 
Control Register) and ADOTSO (ADO touch screen control register). All of the switches and pull-up resistor 
should be turned off (reset value 0x58 makes switches turn-off). The converted data can be read out from 
ADODATO (ADO conversion data 0 register). 

2. Separate X/Y position conversion Mode (AUTO_PST=0, XY_PST: control) 

This mode consists of two states; one is X-position measurement state and the other is Y-position 
measurement state. 

X-position measurement state is operated as the following way; set XY_PST is '2b'01 ' and read out the 
converted data (X-position) from ADODATO. When XY_PST is '1 XP and XM switch is automatically on and 
ADO channel selection bits are automatically changed to '5'. The end of X-position conversion can be notified 
by interrupt (INT_ADG). 

Y-position measurement state is operated as the following way; set XY_PST is '2' and read out the converted 
data (Y-position) from ADGDAT1 . When XY_PST is '2', YP and YM switch is automatically on and ADO 
channel selection bits are automatically changed to 7'. The end of Y-position conversion can be notified by 
interrupt (INT_ADG). 



state 


XP 


XM 


YP 


YM 


X-position measurement 


VDDA_ADC 


VSSA_ADC 


AIN5 


Hi-z 


Y-position measurement 


AIN7 


Hi-z 


VDDA_ADC 


VSSA_ADC 



3. Auto(Sequential) X/Y Position Conversion Mode (AUT0_PST=1, XY_PST=0) 

Auto (Sequential) X/Y Position Conversion Mode is operated in the following method: Touch screen controller 
sequentially converts X-Position and Y-Position that is touched. After Touch screen controller writes X- 
measurement data to ADODATO and writes Y-measurement data to ADGDAT1 , Touch screen interface 
generates Interrupt (INT_ADG). The measurement states are automatically changed. When X-Position is 
detected, XP and XM switch is automatically on and ADG channel selection bits are automatically changed 
to '5'. And then when X-Position is detected, YP and YM switch is automatically on and ADG channel selection 
bits are automatically changed to 7'. After Auto X/Y position conversion, mode is changed for pull-up interrupt 
detection (ADGTSG = 0x173) 
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4. Waiting for Interrupt Mode (ADCTSC=0xd3) 

Touch screen controller generates an interrupt signal (INT_PNDNUP) when the stylus pen is down or up. The 
value of ADCTSC(ADC touch screen control register) is '0xd3', PULL_UP is '0', XP_SEN is '1', XM_SEN is '0', 
YP_SEN is '1 ' and YM_SEN is '1 '. 

After touch screen controller generates interrupt signal (INT_PNDNUP), waiting for interrupt Mode must be 
cleared. (XY_PST sets to the No operation Mode) 



Mode 


XP 


XM 


YP 


YM 


Waiting for Interrupt Mode 


VDDA_ADC(Pull-up enable) 


Hi-z 


Hi-z 


VSSA_ADC 



39.4.3 STANDBY MODE 

Standby mode is activated when ADCCON [2] is set to '1'. In this mode, A/D conversion operation is halted and 
ADCDATO, ADCDAT1 register contains the previous converted data. 
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39.5 PROGRAMMING NOTES 

1 . The A/D converted data can be accessed by means of interrupt or polling method. With interrupt method, the 
overall conversion time - from A/D converter start to convert data read - may be delayed because of the return 
time of interrupt service routine and data access time. With polling method, by checking the ADCCON [15] - 
end of conversion flag - bit, the read time from ADCDAT register can be determined. 

2. A/D conversion can be activated in different way. After ADCCON [1] - A/D conversion start-by-read mode-is 
set to 1 . A/D conversion starts simultaneously when converted data is read. 



X-Conversion Y-Conversion 



XP 



Stylus Down 



Stylus Up ' 



YP 



A ' B ' C 

A = D X (1/Xrtc clock) or D x (1/X-tal clock) or D x (1/EXTCLK clock) 
B = D X (1/PCLK clock) + 5 x (1/PCLK clock) x (PRSCVL+1 ) 
C = D X (1/PCLK clock) + 5 x (1/PCLK clock) x (PRSCVL+1 ) 

D = Delay value of ADCDLY register 



Figure 39-2. ADC and Touch Screen Operation signal (Touch Normal Operation) 



If pen down/up interrupt is used as a wakeup source in STOP mode, XY_PST bit (ADCTSC [1 :0]) should be 
set to waiting for interrupt mode (2b'1 1). To choose stylus pen up or pen down wakeup, UD_SEN bit (ADCTSC 
[8]) is used. 
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39.6 ADC AND TOUCH SCREEN INTERFACE SPECIAL REGISTERS 
39.6.1 REGISTER MAP 



Register 


Address 


R/W 


Description 


Reset Value 


ADCCON 


0x7E00_B000 


R/W 


ADC Control Register 


0x0000_3FC4 


ADCTSC 


0x7E00_B004 


R/W 


ADC Touch Screen Control Register 


0x0000_0058 


ADCDLY 


0x7E00_B008 


R/W 


ADC Start or Interval Delay Register 


0x0000_00FF 


ADCDATO 


0x7E00 BOO 
C 


R 


ADC Conversion Data Register 




ADCDAT1 


0x7E00_B010 


R 


ADC Conversion Data Register 




ADCUPDN 


Ox7EOO_B014 


R/W 


Stylus Up or Down Interrupt Register 


OxOOOO_0000 


ADCCLRINT 


0x7E00_B018 


W 


Clear ADC Interrupt 




Reserved 


0x7E00 B01 
C 




reserved 




ADCCLRINTPNDNU 
P 


0x7E00_B020 


W 


Clear Pen Down/Up Interrupt 
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39.6.2 ADC CONTROL REGISTER (ADCCON) 



Register 


Address 


R/W 


Description 


Reset Value 


ADCCON 


Ox/EOOBOOO 


R/W 


ADC Control Register 


0x3 FC4 



ADCCON 



Bit 



Description 



Initial State 



RESSEL 



[16] 



A/D converter resolution selection 

0 = 1 0-bit A/D conversion 

1 = 12-bit A/D conversion 



0 



ECFLG 



[15] 



End of conversion flag(Read only) 

0 = A/D conversion in process 

1 = End of A/D conversion 



PRSCEN 



[14] 



A/D converter prescaler enable 

0 = Disable 

1 = Enable 



PRSCVL 



[13:6] 



A/D converter prescaler value 
Data value: 5 - 255 

NOTE: 

Note that division factor is (N+1) when the prescaler value is N. 

ADC frequency should be set less than PCLK by 5 times. 
(Ex. If PCLK=10MHz, ADC Frequency<2MHz) 

This A/D converter is designed to operate at maximum 5MHz 
clock 



OxFF 



SEL MUX 



[5:3] 



Analog input channel select 



000 


= AIN 0 


001 


= AIN 1 


010 


= AIN 2 


oil 


= AIN 3 


100 


= YM 


101 


= YP 


110 


= XM 


111 


= XP 



STDBM 



[2] 



Standby mode select 

0 = Normal operation mode 

1 = Standby mode 



READ START 



[1] 



A/D conversion start by read 

0 = Disable start by read operation 

1 = Enable start by read operation 



ENABLE START 



[0] 



A/D conversion starts by enable. 

If READ_START is enabled, this value is not valid. 

0 = No operation 

1 = A/D conversion starts and this bit is cleared after the start-up. 
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39.6.3 ADC TOUCH SCREEN CONTROL REGISTER (ADCTSC) 



Register 


Address 


R/W 


Description 


Reset Value 


ADCTSC 


0x7E00B004 


R/W 


ADC Touch Screen Control Register 


0x58 



ADCTSC 


Bit 


Description 


Initial State 


Reserved 


[11:9] 




000 


UD_SEN 


[8] 


Detect Stylus Up or Down status. 

0 = Detect Stylus Down Interrupt Signal. 

1 = Detect Stylus Up Interrupt Signal. 


0 


YM_SEN 


[7] 


YM to GND Switch Enable 

0 = Switch disable (YM = AIN4, Hi-z) 

1 = Switch enable (YM = VSSA_ADC) 


0 


YP_SEN 


[6] 


YP to VDD Switch Enable 

0 = Switch enable (YP=VDDA ADC) 

1 = Switch disable (YP=AIN5, Hi-z) 


1 


XM_SEN 


[5] 


XM to GND Switch Enable 

0 = Switch disable (XM = AIN6, Hi-z) 

1 = Switch enable (XM=VSSA_ADC) 


0 


XP_SEN 


[4] 


XP to VDD Switch Enable 

0 = Switch enable (XP=VDDA ADC) 

1 = Switch disable (XP=AIN7, Hi-z) 


1 


PULL_UP 


[3] 


Pull-up Switch Enable 

0 = XP Pull-up Enable. 

1 = XP Pull-up Disable. 


1 


AUTO_PST 


[2] 


Automatic sequencing conversion of X-Position and Y-Position 

0 = Normal ADC conversion. 

1 = Auto Sequential measurement of X-position, Y-position. 


0 


XY_PST 


[1:0] 


Manually measurement of X-Position or Y-Position. 

00 = No operation mode 

01 = X-position measurement 

10 = Y-position measurement 

1 1 = Waiting for Interrupt Mode 


0 



Note: 1) While waiting for Touch screen Interrupt, XP_SEN bit must be set to '1', namely 'Switch disable' 
and PULL_UP bit must be set to '0', namely 'XP Pull-up enable'. 

2) AUTO_PST bit should be set '1' only in Automatic & Sequential X/Y Position conversion. 

3) If you don't use AIN[7], you must tie AIN [7] to VDDA_ADC or ADCTSC register must be setting to 0xd3. 



Touch screen pin conditions in X/Y position conversion. 





XP 


XM 


YP 


YM 


ADC ch. select 


X Position 


Vref 


GND 


AIN[5] 


Hi-z 


YP 


Y Position 


AIN [7] 


Hi-z 


Vref 


GND 


XP 
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39.6.4 ADC START DELAY REGISTER (ADCDLY) 



Register 


Address 


R/W 


Description 


Reset Value 


ADCDLY 


0X7E00B008 


R/W 


ADC Start or Interval Delay Register 


OxOOff 



ADCDLY 


Bit 


Description 


Initial State 


FILCLKsrc 


[16] 


ADCDLY clock source. 

In waiting for interrupt mode, FILCLKsrc is used as delay filter clock 
source. 

0 = External input clock. (XXTI or XEXTCLK) 

1 = RTC clock. (XrtcXTI) 


0 


DELAY 


[15:0] 


1) In case of ADC conversion mode (Normal, Separate, Auto 
conversion); ADC conversion is delayed by counting this value. 
Counting clock is PCLK. 

ADC conversion delay value. 

2) In case of waiting for Interrupt mode; 

when stylus down occurs in waiting for interrupt mode, it generates 
interrupt signal (INT_PNDNUP) at interval of several ms for Auto 
X/Y position conversion. 

If this interrupt occurs in STOP mode, it generates Wake-Up signal, 
having interval (several ms), for Exiting STOP MODE. 

Note: Do not use Zero value(OxOOOO) 


OxOOff 



Note: Before ADC conversion. Touch screen uses X-tal clock (3.68MHz). 
During ADC conversion PCLK (Max. 50MHz) is used. 
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39.6.5 ADC CONVERSION DATA REGISTER (ADCDATO) 



Register 


Address 


R/W 


Description 


Reset Value 


ADCDATO 


0X7E00B00C 


R 


ADC Conversion Data Register 





ADCDATO 


Bit 


Description 


Initial State 


UPDOWN 


[151 


Ud or Down state of Stvlus at Waitino for Interruot Mode 

0 = Stylus down state. 

1 = Stylus up state. 




AUTO_PST 


[141 


Automatic sequencing conversion of X-Position and 
Y-Position 

0 = Normal ADC conversion. 

1 = Sequencing measurement of X-position, Y-position. 




XY_PST 


[13:12] 


Manual measurement of X-Position or Y-Position. 

00 = No operation mode 

01 = X-position measurement 

10 = Y-position measurement 

1 1 = Waiting for Interrupt Mode 




XPDATA_12 


[11:10] 


When A/D resolution is 12bit, this is X-position 
conversion data [1 1 :0] value. 




XPDATA 
(Normal ADC) 


[9:0] 


X-Position Conversion data value 

(Includes Normal ADC Conversion data value) 

Data value : 0x0 - 0x3FF 
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39.6.6 ADC CONVERSION DATA REGISTER (ADCDAT1) 



Register 


Address 


R/W 


Description 


Reset Value 


ADCDAT1 


0X7E00B010 


R 


ADC Conversion Data Register 





ADCDAT1 


Bit 


Description 


Initial State 


UP DOWN 


ri5i 


Ud or Down state of Stvlus at Waitino for interruot Mode 

0 = Stylus down state. 

1 = No stylus down state. 




AUTO_PST 


[14] 


Automatic sequencing conversion of X-Position and Y- 
Position 

0 = Normal ADC conversion. 

1 = Sequencing measurement of X-position, Y-position. 




XY_PST 


[13:12] 


Manual measurement of X-Position or Y-Position. 

00 = No operation mode 

01 = X-position measurement 

10 = Y-position measurement 

1 1 = Waiting for Interrupt Mode 




YPDATA_12 


[11:10] 


When A/D resolution is 12bit, this is Y-position 
conversion data [1 1 :0] value. 




YPDATA 


[9:0] 


Y-Position Conversion data value 
Data value : 0x0 - 0x3FF 
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39.6.7 ADC TOUCH SCREEN UP-DOWN REGISTER (ADCUPDN) 



Register 


Address 


R/W 


Description 


Reset Value 


ADCUPDN 


0X7E00B014 


R/W 


Stylus Up or Down Interrupt Register 


0x0 



ADCUPDN 


Bit 


Description 


Initial State 


TSC_UP 


[1] 


Stylus Up Interrupt history. (After check, this bit should 
be cleared manually) 

0 = No stylus up state. 

1 = Stylus up interrupt has been occurred. 


0 


TSC_DN 


[0] 


Stylus Down Interrupt history. (After check, this bit should 
be cleared manually) 

0 = No stylus down state. 

1 = Stylus down interrupt has been occurred. 


0 



39.6.8 ADC TOUCH SCREEN INTERRUPT CLEAR REGISTER 

These registers are used to clear the interrupts. Interrupt service routine is responsible for clearing interrupts after 
the interrupt service is completed. Writing any values on this register will clear up the relevant interrupts asserted. 
When it is read, undefined value will be returned. 



Register 


Address 


R/W 


Description 


Reset Value 


ADCCLRINT 


0x7E00B018 


W 


Clear ADC Interrupt 





ADCCLRINT 


Bit 


Description 


Initial State 


INT_ADC_CLR 


[0] 


INT_ADC interrupt clear 





Register 


Address 


R/W 


Description 


Reset Value 


ADCCLRINTPNDNUP 


0x7E00B020 


W 


Clear Pen Down/Up Interrupt 





ADCCLRINTPNDNUP 


Bit 


Description 


Initial State 


INT_PNDNUP_CLR 


[0] 


INT_PNDNUP interrupt clear 
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KEYPAD INTERFACE 



40.1 OVERVIEW 

The Key Pad Interface block in S3C6410X facilitates communication with external keypad devices. The ports 
multiplexed with GPIO ports provide up to 8 rows and 8 columns. The events of key press or key release are 
detected to the CPU by an interrupt. When any of the interrupt from row lines occurs, the software will scan the 
column lines using the proper procedure to detect one or multiple key press or release. 

It provides interrupt status register bits when key pressed or key released or both cases (when two interrupt 
conditions are enabled). To prevent the switching noises, internal debouncing filter is provided. 
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Figure 40-1. Key Matrix Interface External Connection Guide 
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40.2 DEBOUNCING FILTER 

The debouncing filter is supported for keypad interrupt of any key input. The filtering width is approximately 
62.5usec ("FLT_CLK" two-clock, when the FLT_CLK is 32 kHz). The keypad interrupt (key pressed or key 
released) to the CPU is an ANDed signal of the all row input lines after filtering. 



FILTER IN 



FILTER OUT 




\ 

Filter width : FCLK two-clock 

Filter Clock(FCLK) is a FLT_CLK or the division of that clock. 
FLT_CLK is come from 0SCIN(ex:12Mhz) 



Figure 40-2. Internal Debouncing Filter Operation 



40.2.1 FILTER CLOCK 



KEYPAD interface debouncing filter clock (FCLK) is divided from FLT_CLK that is OSCJN. User can set compare 
value for 1 0-bit up-counter (KEYIFFC). When filter enable bit(FC_EN) is HIGH, filter clock divider is ON. The 
frequency of FCLK is frequency of FLT_CLK/ ((KEYIFFC + 1) x 2). On the contrary FC_EN is Low, filter clock 
divider does not divide FLT CLK . 
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40.3 PIN MULTIPLEXING 

In S3C6410X, the Keypad interface input, output ports are multiplexed with GPIO K and L ports. The input and 
output port counts are controlled by bit up to 8 inputs and 8 outputs. 



Table 40-1. Keypad interface pin multiplexing 



GPIO Dort 1 


GPIO nnrt 2 


Kevnad interface nnrt 


I/O 


GPIOKrSl 


GPIONFOl 


ROW INFOl 




GPIOKr91 


GPIONni 


ROW INni 

1 V ¥ 1 1 N 1 1 J 




GPIOKnOl 


GPIONr21 


ROW IN [21 

1 V V 1 1 N 1 ^ J 




GPiOKnn 
1 1 \^ 1 \i 1 1 J 


GPIONrSl 


ROW IN [31 

1 V V 1 1 N 1 w J 




GPI0Kri21 


GPI0N[4] 


ROW IN [4] 




GPI0K[13] 


GPI0N[5] 


R0W_IN[5] 




GPI0K[14] 


GPI0N[6] 


R0W_IN[6] 




GPI0K[15] 


GPI0N[7] 


R0W_IN[7] 




GPIOL[0] 


GPIOH[0] 


COL_OUT [0] 


0 


GPI0L[1] 


GPI0H[1] 


COL_OUT [1] 


0 


GPI0L[2] 


GPI0H[2] 


COL_OUT [2] 


0 


GPI0L[3] 


GPI0H[3] 


COL_OUT [3] 


0 


GPI0L[4] 


GPI0H[4] 


COL_OUT [4] 


0 


GPI0L[5] 


GPI0H[5] 


COL_OUT [5] 


0 


GPI0L[6] 


GPI0H[6] 


COL_OUT [6] 


0 


GPI0L[7] 


GPI0H[7] 


COL_OUT [7] 


0 



40.4 WAKEUP SOURCE 

When the Key input is used for wakeup source from STOP or SLEEP mode, KEYPAD l/F register setting is not 
required. GPIO register setting (GPKCON) for KEYPAD l/F and SYSCON register (PWR_CFG) for masking are 
required for wakeup. 
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40.5 SOFTWARE KEY SCANNING PROCEDURE 

At initial state, all column lines (outputs) are low level. When no key pressed state, all row lines (inputs) are high 
(used pull-up pads). When any key is pressed, the corresponding row and column lines are connected together 
and a low level is driven on the corresponding row line, generating a keypad interrupt. The CPU (software) writes 
with a LOW level on one column line and HIGH on the others to the KEYIFCOL register. In each write time, the 
CPU reads the value of the KEYIFROW register and detects if one key of the corresponding column line is 
pressed. When the scanning procedure is end, the pressed key (one or more) can be detected. 



S3C6410 



SCAN_X[7:0] 
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SCAN_Y[7:0: 



0 , 

y^ 




56 
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external blocking resistor for 
avoiding short 



Figure 40-3. Keypad scanning procedure I 
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Scan Procedure (S/W) 

: make one output LOW, the 

others HIGH and Read KEYIN 



Figure 40-4. Keypad scanning procedure II 



S3C6410 



When write KEYOUT '11101111', 
Read KEYIN '11 1 01 1 1 1 ' : can know 4th 
row and 4th colunnn (27th) key pressed 




SCAN_ft/:0] 
H 



H 
L 

H, H, H 



y 



Y 



Y 



Y 



Y 



S3C641 0 



SCAN_X[7:g 



When 2-key (different rows) pressed case, 

KEYIN 2 bits are LOW. 

But interrupt occuring timirng is different 




Figure 40-5.Keypad scanning procedure III 
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Pressed Key 
(filtered view) 



1 St Row Key 



2nd Row Key 



Key Press Interrupt Occured 
: S/W (ISR) proceed scanning 
procedure 



Key Release Interrupt Occured 
: S/W (ISR) set flag (option) 



1 St Row Key interrupt 

: S/W(in ISR), pressed key is 

detected (row, column) 



1 St Row Key 
pressed state 



1st Row Key interrupt 

: set to Released key state 



2nd Row Key interrupt 

: S/W(in ISR) pressed key is detected. 

S/W detect when the 1st Row Key pressed 
state. 



2nd Row Key 
pressed state 



2nd Row Key Interrupt 
: set to Released key 
state 



Figure 40-6. Keypad Scanning Procedure when the two-key pressed with different row 
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FLT_CLK' 



OSCIN clock (12Mhz) 



Interrupt 
to INTC 



APB bus 
Interface 
< — 



KEYIFFC 
(10-bit 
Counter) 



FC_EN 




Positive 
One pulse, 
(keypress, 
Keyrelease ) 



INT_R_EN 
INT_F_EN 



control 
signals 



Debouncing Filter 
: 2-filter clock 



WAKEUPJNT_EN 




KEY_WAKEUP_INT 
(from ALIVE block) 



KEYFLTO 



KEYFLT1 
KEYFLT2 



KEYFLT3 



KEYFLT4 



KEYFLT5 



KEYFLT6 



KEYFLT7 



SCAN_X 



SFR Write / Read 



SCAN_Y 



7:0] 



SCAN_YEN[^0 ] 



:N[f:( 



Figure 40-7. Keypad l/F block diagram 
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40.6 KEYPAD INTERFACE REGISTER 

40.6.1 MEMORY MAP 



Register 


Address 


R/W 


Description 


Reset Value 


KEYIFCON 


0x7E00A000 


R/W 


KEYPAD interface control register 


0x00000000 


KEYIFSTSCLR 


Ox7EOOA004 


R/W 


KEYPAD interface status and clear register 


0x00000000 


KEYIFCOL 


0X7E00A008 


R/W 


KEYPAD interface column data output register 


OxOOOOFFOO 


KEYIFROW 


0X7E00A00C 


R 


KEYPAD interface row data input register 


Reflects input 
ports 


KEYIFFC 


0x7E00A010 


R/W 


KEYPAD interface debouncing filter clock division 
register 


0x00000000 



40.7 REGISTER DESCRIPTION 

40.7.1 KEYPAD INTERFACE CONTROL REGISTERS (KEYIFCON) 



Register 


address 


R/W 


Description 


Reset Value 


KEYIFCON 


0X7E00A000 


R/W 


KEYPAD interface control register 


0x00 



KEYIFCON 


Bit 


Description 


Reserved 


[31:5] 




WAKEUP_INT_EN 


[4] 


KEYPAD input Stop/ Sleep/Idle mode wakeup interrupt enable. 

Wakeup Interrupt signal is to VIC. 

'0'=Disable, 

'1'=Key input Low Level (while key-pressed) wakeup interrupt enable- 


FC_EN 


[3] 


1 0-bit counter (for Debouncing digital filter clock) enable 
'0'=Disable : Disable use division counter 
'1'=Enable : use division counter 


DF_EN 


[2] 


KEYPAD input port debouncing filter enable 
'0'=Disable, '1'=Enable 


INT_R_EN 


[1] 


KEYPAD input port rising edge (key-released) interrupt 
'0'=Disable, '1'=Enable 


INT_F_EN 


[0] 


KEYPAD input port falling edge (key-pressed) interrupt 
'0'=Disable, '1'=Enable 



NOTE: Both edge interrupt is selected when both INT_F_EN and INT_R_EN are set. 
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40.7.2 KEYPAD INTERRUPT STATUS AND CLEAR REGISTER 



Register 


address 


R/W 


Description 


Reset Value 


KEYIFSTSCLR 


0X7E00A004 


R/W 


KEYPAD interface status and clear register 


0x0 



KEYIFSTSCLR 


Bit 


Description 


PJNT 


[7:0] 


KEYPAD input press interrupts (falling edge) status(read) and clear(write) 

Read : '1'=Pressed interrupt occurred, 

'0'=Does not occur 

Write : Pressed interrupt is cleared when write data is '1' 

The P_INT[7:0] indicate that each key pressed from 0 to 7 has a dedicated 
interrupt to it from P_INT[0] to PJNT[7] 


RJNT 


[15:8] 


KEYPAD input "release" interrupts (rising edge) status(read) and clear(write) 

Read : '1'=Released interrupt occurred, '0'=Does not occur 

Write : Released interrupt is cleared when write data is '1 ' 

The R_INT[15:8] indicate that each key released from 0 to 7 has a dedicated 
interrupt to it from R_INT[8] to RJN T[15] 


Reserved 


[31:16] 





NOTE: Keypad wakeup interrupt is also cleared when the write access to the KEYIFSTSCLR. 
40.7.3 KEYPAD INTERFACE COLUMN DATA OUTPUT REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


KEYIFCOL 


0X7E00A008 


R/W 


KEYPAD interface column data output register 


OxOOOOFFOO 



KEYIFCOL 


Bit 


Description 


KEYIFCOL 


[7:0] 


KEYPAD interface column data output register 


KEYIFCOLEN 


[15:8] 


KEYPAD interface column data output tri-state enable register 

Each bit is for each KEYIFCOL bit. 

'0'= Output pad tri-state buffer enable(Normal output), 

'1 '= Output pad Tri-state buffer disable(High-Z output) (@ reset) 


Reserved 


[31:16] 
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40.7.4 KEYPAD INTERFACE ROW DATA INPUT REGISTER 



Register 


address 


R/W 


Description 


Reset Value 


KEYIFROW 


Ox/EOOAOOC 


R 


KEYPAD interface row data input register 


Reflects input ports 



KEYIFROW 


Bit 


Description 


KEYIFROW 


[7:0] 


KEYPAD interface row data input register (read only) 


Reserved 


[31:8] 





40.7.5 KEYPAD INTERFACE DEBOUNCING FILTER CLOCK DIVISION REGISTER 



Register 


address 


R/W 


Description 


Reset Value 


KEYIFFC 


0X7E00A010 


R/W 


KEYPAD interface debouncing filter clock division 
register 


0x0 



KEYIFFC 


Bit 


Description 


KEYIFFC 


[9:0] 


KEYPAD interface debouncing filter clock division register. 
User can set compare value for 10-bit up-counter. 
This register value means when FC_EN bit is HIGH. 
FCLK freq = FLT_CLK freq / ((KEYIFFC[9:0] + 1) x 2) 
(FLT_CLK is OSCJN (10 ~ 12MHz) ) 


Reserved 


[31:10] 
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41.1 OVERVIEW 

IIS (Inter-IC Sound) is one of the popular digital audio interface. The bus only handles audio data, while the other 
signals, such as sub-coding and control, are transferred separately. It is possible to transmit data between two IIS 
bus. To minimize the number of pins required and to keep wiring simple, a 3-line serial bus is used consisting of a 
line for two time-multiplexed data channels, a word select line and a clock line. 

IIS interface transmits or receives sound data from external stereo audio codec. For transmitting and receiving 
data, two 16x32-bit FIFOs (First-In-First-Out) data structures are included. DMA transfer mode for transmitting or 
receiving samples can be supported. 

41.2 FEATURE 

The IIS-BUS interface includes the following features: 

• Up to 5.1ch llS-bus for audio interface with DMA-based operation 

• Serial, 8/1 6/24 bit per channel data transfers 

• Supports sampling rate from 8kHz to 192kHz 

• Supports IIS, MSB-justified and LSB-justified data format 

• 64 Bytes Tx FIFO/64 Bytes Rx FIFO per each port 
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41.3 SIGNAL DESCRIPTIONS 

IIS external pads are shared with other IPs like PCM, AC97 and etc. In order to use these pads for IIS, GPIO must 
be set before the IIS started. For more information, refer to the GPIO chapter of this manual for proper GPIO 
setting. 



Name 


Type 


Source/Destination 


Description 


XmmcDATA1[4] 


Input/Output 


Pad 


IIS Multi Audio serial clock(bit clock) 


XmmcDATA1[5] 


Input/Output 


Pad 


IIS Multi Audio Codec system clock or 
IISMultiEXTCLK source 


XmmcDATA1[6] 


Input/Output 


Pad 


IIS Multi Audio channel select(word select) clock 


XmmcDATA[7] 


Input 


Pad 


IIS Multi Audio serial data input 


XspiMIS0[1] 


Output 


Pad 


IIS Multi Audio serial data output 0 


XspiCLK[1] 


Output 


Pad 


IIS Multi Audio serial data output 1 


XspiCSn[1] 


Output 


Pad 


IIS Multi Audio serial data output 2 



41.4 BLOCK DIAGRAM 



TxDREQ ^ 
TxDACK — 



System 
Bus 



RxDREQ ^ 
RxDACK — 



TxDMA 
FSM 




TxFIFO 



RxFIFO 



RxDMA 
FSM 



TxR 
Channel 
Control 



Clock 
Control 



Tx Shift 
Register 



Tx Shift 
Register 



Tx Shift 
Register 



Rx Shift 
Register 



I2SBCLK 



I2SLRCLK 



-pm I2SSDO0 



-^H I2SSD01 



-^H I2SSD02 



I2SSDI 



-^H I2SCODCLKO 



Figure 41-1. IIS-Bus Block Diagram 
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41.5 FUNCTIONAL DESCRIPTIONS 

IIS interface consists of register bank, FIFOs, shift registers, clock control, DMA finite state machine, and channel 
control block as shown in Figure 41-1. Note that each FIFO has 32-bit width and 16 depths structure, which 
contains left/right channel data. Therefore FIFO access and data transfer are handled with left/right pair unit. 
Figure 41-1 shows the functional block diagram of IIS interface. 

41.5.1 MASTER/SLAVE MODE 

Master or slave mode can be selected by setting IMS bit of IISMOD register. In master mode, l2SSCLK(serial 
clock or bit clock) and l2SLRCLK(word select or channel select) are generated internally and supplied to external 
device. Therefore a l2SCDCLK(System clock) is needed for generating I2SSCLK and I2SLRCLK by dividing. The 
IIS pre-scaler (clock divider) is employed for generating a I2SCDCLK with divided frequency from internal system 
clock. In external master mode, the I2SCDCLK can be fed from IIS external. The I2SSCLK and I2SLRCLK are 
supplied from the pin (GPIOs) in slave mode. 

Master/Slave mode is different with TX/RX. Master/Slave mode presents the direction of I2SLRCLK and 
I2SSCLK. Direction of I2SCDCLK (This is only auxiliary.) is not important. If IIS bus interface transmits clock 
signals to IIS codec, IIS bus is in master mode. But if IIS bus interface receives clock signal from IIS codec, IIS 
bus is in slave mode. TX/RX mode indicates the direction of data flow. If IIS bus interface transmits data to IIS 
codec, this is TX mode. Conversely, IIS bus interface receives data from IIS codec that is RX mode. Let's 
distinguish Master/Slave mode from TX/RX mode. 

Figure 41-2 shows the route of the I2SCDCLK with internal master or external master mode setting in IIS clock 
control block and system controller. Note that RCLK indicates root clock and this clock can be supplied to external 
IIS codec chip at internal master mode. 




3[x] 





1/N 


RC 


LK 


1/M 









IIS 



XmmcDATAI [5] 



IIS External CLK 



Figure 41-2. IIS Clock Control Block Diagram 
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41.5.2 DMA TRANSFER 

In the DMA transfer mode, the transmitter or receiver FIFO are accessible by DMA controller. DMA service 
request is activated internally by the transmitter or receiver FIFO state. The FTXEMPT, FRXEMPT, FTXFULL, 
and FRXFULL bits of I2SC0N register represent the transmitter or receiver FIFO data state. Especially, 
FTXEMPT and FRXFULL bit are the ready flag for DMA service request; the transmit DMA service request is 
activated when TXFIFO is not empty and the receiver DMA service request is activated when RXFIFO is not full. 

The DMA transfer uses only handshaking method for single data. Note that during DMA acknowledge activation; 
the data read or write operation must be performed. 

* DMA request point 

- TX mode : (FIFO is not full ) & (TXDMACTIVE is active) 

- RX mode : (FIFO is not empty ) & (RXDMACTIVE is active) 

NOTE: 

It only supports single transfer in DMA mode. 



41.6 AUDIO SERIAL DATA FORMAT 

41.6.1 MS-BUS FORMAT 

The IIS bus has four lines including serial data input I2SSDI, serial data output I2SSD0, left/right channel select 
clock I2SLRCLK, and serial bit clock I2SBCLK; the device generating I2SLRCLK and I2SBCLK is the master. 

Serial data is transmitted in 2's complement with the MSB first with a fixed position, whereas the position of the 
LSB depends on the word length. The transmitter sends the MSB of the next word at one clock period after the 
I2SLRCLK is changed. Serial data sent by the transmitter may be synchronized with either the trailing or the 
leading edge of the clock signal. However, the serial data must be latched into the receiver on the leading edge of 
the serial clock signal. Therefore transmitting data that is synchronized with the leading edge has some 
restrictions. 

The LR channel select line indicates the channel being transmitted. I2SLRCLK may be changed either on a 
trailing or leading edge of the serial clock, but it is not mandatory to be symmetrical. In the slave, this signal is 
latched on the leading edge of the clock signal. The I2SLRCLK line changes one clock period before the MSB is 
transmitted. This allows the slave transmitter to derive synchronous timing of the serial data that will be set up for 
transmission. Furthermore, it enables the receiver to store the previous word and clear the input for the next word. 

41.6.2 MSB (LEFT) JUSTIFIED 

MSB-Justified (Left-Justified) format is similar to IIS bus format, except that in MSB-justified format, the transmitter 
always sends the MSB of the next word at the same time whenever the I2SLRCLK is changed. 

41.6.3 LSB (RIGHT) JUSTIFIED 

LSB-Justified (Right-Justified) format is opposite to the MSB-justified format. In other word, the transferring serial 
data is aligned with ending point of I2SLRCLK transition. 

Figure 41-3 shows the audio serial format of IIS, MSB-justified, and LSB-justified. Note that in this figure, the word 
length is 16-bit and I2SLRCLK makes transition every 24 cycle of I2SBCLK (BFS is 48 fs, where fs is sampling 
frequency; I2SLRCLK frequency). 
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12s Format (N=8 or 16) 
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RIGHT 
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' MSB y y V N,h Y y — ^ 

i (13.) A Bi. A A B« A A 


' MSB y 2nd y y V y — i 
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MSB Justified ( Left Justified ) Format ( N=8 or 16 ) 



LRCLK 


1 ' 

jvRRimr' 


^ RIGHT ^ 


f 


BCLK \ / 1 


' ~\__/ — \ / — ^ ^ — ^ j — ^ ^ — ^ 


r— V V is. V V N-i.h V LSB ' 
L..i A A A A 1 


1 V V 1S, V V N-1,h V LSB 1 

1 A A A A A 1 


1 1 



LSB Justified ( Riglit Justified ) Format ( N=8 or 16 ) 



Figure 41-3. IIS Audio Serial Data Formats 
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41.7 SAMPLING FREQUENCY AND MASTER CLOCK 

Master clock frequency (RCLK) can be selected by sampling frequency as shown in Table 41-1. Because RCLK 
is made by IIS pre-scaler, the pre-scaler value and RCLK type (256fs or 384fs or 512fs or 768fs) must be 
determined properly. 



Table 41-1. CODEC clock (CODECLK = 256fs, 384fs, 512fs, 768fs) 



IISLRCK 


8.000 


11.025 


16.000 


22.050 


32.000 


44.100 


48.000 


64.000 


88.200 


96.000 


(fs) 


kHz 


kHz 


kHz 


kHz 


kHz 


kHz 


kHz 


kHz 


kHz 


kHz 




256fs* 




2.0480 


2.8224 


4.0960 


5.6448 


8.1920 


1 1 .2896 


12.2880 


16.3840 


22.5792 


24.5760 




384fs* 


CODECLK 


3.0720 


4.2336 


6.1440 


8.4672 


12.2880 


16.9344 


18.4320 


24.5760 


33.8688 


36.8640 


(MHz) 


512fs* 




4.0960 


5.6448 


8.1920 


1 1 .2900 


16.3840 


22.5790 


24.5760 


32.7680 


45.1580 


49.1520 




768fs* 




6.1440 


8.4672 


12.2880 


16.9340 


24.5760 


33.8690 


36.8640 


49.1520 







NOTE: * : fs represents sampling frequency. CODEC clock is fs * (256, 384, 51 2 or 768) 



41.8 IIS CLOCK MAPPING TABLE 

On selecting BFS, RFS, and BLC bits of I2SM0D register, you must refer to the following table. Table 41-2 shows 
the allowable clock frequency mapping relations. 



Table 41-2. IIS clock mapping table 



Clock Frequency 


RFS 


256 fs (OOB) 


512 fs (GIB) 


384 fs (10B) 


768 fs (11B) 


BFS 


16fs(10B) 


(a) 


(a) 


(a) 


(a) 


24 fs(IIB) 






(a) 


(a) 


32 fs (OOB) 


(a) (b) 


(a) (b) 


(a) (b) 


(a) (b) 


48 fs (01 B) 






(a) (b) (c) 


(a) (b) (c) 


Descriptions 


(a) Allowed when BLC is 8-bit 

(b) Allowed when BLC is 16-bit 

(c) Allowed when BLC is 24-bit 



NOTE: Bit Clock Frequency > fs * (bit length * 2). The codec clock is a multiple of the bit clock. 
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41.9 PROGRAMMING GUIDE 

The IIS bus interface can be accessed either by the processor using programmed I/O instructions or by the DMA 
controller. 

41.9.1 INITIALIZATION 

1 . Before you use IIS bus interface, you have to configure GPIOs to IIS mode and check signal's direction. 
I2SLRCLK, I2SSCLK and I2SCDCLK is inout-type. The each of I2SSDI and I2SSD0 is a input and output. 

2. You must select a clock source. S3C6410 has five clock sources. Those are MPLL, EPLL, PCLK, system 
external clock and IIS external clock. For more information please refer to Figure 41-2. 

41.9.2 PLAY MODE (TX MODE) WITH DMA 

1 . TXFIFO is flushed before operation. If you don't distinguish Master/Slave mode from TX/RX mode, you must 
study Master/Slave mode and TX/RX mode. For more information please refer to Master/Slave chapter. 

2. Configure I2SM0D register and I2SPSR (IIS pre-scaler register) correctly. 

3. To operate system in stability, the internal TXFIFO must be nearly full before transmission. DMA starts 
because of this reason. 

4. IIS bus doesn't support the interrupt. You can only check the state by polling through accessing SFR. 

5. If TXFIFO is full, you make I2SACTIVE be asserted. 

41.9.3 RECORDING MODE (RX MODE) WITH DMA 

1 . RXFIFO is flushed before operation. If you don't distinguish between Master/Slave mode and TX/RX mode, 
you must study Master/Slave mode and TX/RX mode. For more information please refer to Master/Slave 
chapter. 

2. Configure I2SM0D register and I2SPSR (IIS pre-scaler register) correctly. 

3. To operate system in stability, the internal RXFIFO must have at least one data before DMA operation. 
Because of this reason, you make I2SACTIVE be asserted. 

4. Check RXFIFO state by polling through accessing SFR. 

5. If RXFIFO is not empty, start the RXDMACTIVE. 
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41.9.4 EXAMPLE CODE 
TX CHANNEL 

The I2S TX channel provides a single stereo compliant output. The transmit channel can operate in master or 
Slave mode. Data is transferred between the processor and the I2S controller via an APB access or a DMA 
access. 

The processor must write words in multiples of two (i.e. for left and right audio sample).The words are 
serially shifted out timed with respect to the audio bitclk, BCLK and word select clock, LRCLK. 

TX Channel has 16X32-bit wide FIFO where the processor or DMA can write upto 16 left/right data samples 
After enabling the channel for transmission. 
An Example sequence is as the following. 

Ensure the PCLK and CODCLKI are coming correctly to the I2S controller and FLUSH the TX FIFO using 
the TFLUSH bit in the Please ensure that I2S Controller is configured in one of the following modes. 

• TX only mode 

• TX/RX simultaneous mode 



31 16 15 0 



RIGHT CHANNEL 


LEFT CHANNEL 































































Figure 41-4. TX FIFO Structure for BLC = 00 or BLC = 01 
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The Data is aligned in the TX FIFO for 24-bits/channel BLC as shown 



BLC = 10(24-bits/channel) 
< ► 

31 23 0 



INVALID 


LEFT CHANNEL 


1 OP n 


INVALID 


RIGHT CHANNEL 




INVALID 


LEFT CHANNEL 




INVALID 


RIGHT CHANNEL 


1 OP Q 






1 PiP A 






LOG 5 






L0C6 






L0C7 






L0C8 






L0C9 






LOC 10 






LOC 11 






LOC 12 






LOC 13 






LOC 14 






LOC 15 



Figure 41-5. TX FIFO Structure for BLC = 10 (24-blts/channel) 
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RX CHANNEL 

The I2S RX channel provides a single stereo compliant output. The receive channel can operate in master or 
slave mode. Data is received from the input line and transferred into the RX FIFO. The processor can then 
read this data via an ARB read or a DMA access can access this data. 

RX Channel has a 16X32-bit wide RX FIFO where the processor or DMA can read upto 16 left/right data 
samples after enabling the channel for reception. 



BLC = 00 BLC = 01 



31 16 15 0 



RIGHT CHANNEL 


LEFT CHANNEL 


LOG 0 
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LOGS 
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Figure 41-6. RX FIFO Structure for BLC = 00 or BLC = 01 
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The Data is aligned in the RX FIFO for 24-bits/channel BLC as shown 



BLC = 10 (24-bit/channel) 



31 23 0 
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LEFT CHANNEL 


LOC 0 


INVALID 


RIGHT CHANNEL 


LOC 1 


INVALID 


LEFT CHANNEL 
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INVALID 


RIGHT CHANNEL 
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Figure 41-7. RX FIFO Structure for BLC = 10 (24-bits/channel) 
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41.10 MS-BUS INTERFACE SPECIAL REGISTERS 

Table 41-3. Register summary of IIS interface 



Register 


Address 


R/W 


Description 


Reset Value 


IISCON 


0x7F00D000 


R/W 


IIS interface control register 


OxEOO 


IISMOD 


0x7F00D004 


R/W 


IIS interface mode register 


0x0 


IISFIC 


0x7F00D008 


R/W 


IIS interface FIFO control register 


0x0 


IISPSR 


0x7F00D00C 


R/W 


IIS interface clock divider control register 


0x0 


IISTXD 


0x7F00D010 


W 


IIS interface transmit data register 


0x0 


IISRXD 


0x7F00D014 


R 


IIS interface receive data register 


0x0 



41.10.1 IISCON 



Register 


Address 


Description 


Reset Value 


IISCON 


0x7F00D000 


IIS interface control register 


OxOOOO_OEOO 



IISCON 


Bit 


R/W 


Description 


Reserved 


[31:18] 


R/W 


Reserved. Program to zero. 


FTXURSTATUS 


[17] 


R/W 


TX FIFO under-run interrupt status. And this is used by interrupt clear bit. 
When this is high, you can do interrupt clear by writing '1 '. 

0: Interrupt didn't be occurred. 

1 : Interrupt was occurred. 


FTXURINTEN 


[16] 


R/W 


TX FIFO Under-run Interrupt Enable 
0: TXFIFO Under-run INT disable 
1 : TXFIFO Under-run INT enable 


FTX2EMPT 


[15] 


R 


TX FIF02 empty Status Indication 

0:TX FIF02 is not empty(Ready to transmit Data) 

1 :TX FIF02 is empty (Not Ready to transmit Data) 


FTX1EMPT 


[14] 


R 


TX FIF01 empty Status Indication 

0:TX FIF01 is not empty(Ready to transmit Data) 

1 :TX FIF01 is empty (Not Ready to transmit Data) 


FTX2FULL 


[13] 


R 


TX FIF02 full Status Indication 

0:TX FIF02 is not full 1 :TX FIF02 is full 


FTX1FULL 


[12] 


R 


TX FIF01 full Status Indication 

0:TX FIF01 is not full 1 :TX FIF01 is full 


LRI 


[11] 


R 


Left/Right channel clock indication. Note that LRI meaning is dependent 
on the value of LRP bit of I2SM0D register. 

0: Left (when LRP bit is low) or right (when LRP bit is high) 
1 : Right (when LRP bit is low) or left (when LRP bit is high) 



41-12 



^^^^^^ 



641 ox UM IIS MULTI AUDIO INTERFACE 



IISCON 


Bit 


R/W 


Description 


[— -r\/r\ cz r A n~r 
h 1 AObMr 1 


[10] 


H 


Tx FIFOO empty status indication. 

0: FIFO is not empty (ready for transmit data to channel) 
1 : FIFO is empty (not ready for transmit data to channel) 


rnALMr 1 


[9] 


R 


Rx FIFO empty status indication. 

0: FIFO is not empty 
1 : FIFO is empty 


FTXOFULL 


[8] 


R 


Tx FIFOO full status indication. 

0: FIFO is not full 
1: FIFO is full 


FRXFULL 


[7] 


R 


Rx FIFO full status indication. 

0: FIFO is not full (ready for receive data from channel) 
1 : FIFO is full (not ready for receive data from channel) 


TXDMAPAUSE 


[61 

L'-'J 


R/W 


Tx DMA operation pause command. Note that when this bit is activated 
at any time, the DMA request will be halted after current on-going DMA 
transfer is completed. 

0: No pause DMA operation 
1 : Pause DMA operation 


RXDMAPAUSE 


[51 

L^J 


R/W 


Rx DMA operation pause command. Note that when this bit is activated 
at any time, the DMA request will be halted after current on-going DMA 
transfer is completed. 

0: No pause DMA operation 
1 : Pause DMA operation 


TXCHPAUSE 


[41 

L^J 


R/W 


Tx channel operation pause command. Note that when this bit is 
activated at any time, the channel operation will be halted after left-right 
channel data transfer is completed. 

0: No pause operation 
1 : Pause operation 


RXCHPAUSE 


[3] 


R/W 


Rx channel operation pause command. Note that when this bit is 
activated at any time, the channel operation will be halted after left-right 
channel data transfer is completed. 

0: No pause operation 
1 : Pause operation 


TXDMACTIVE 


[2] 


R/W 


Tx DMA active (start DMA request). Note that when this bit is set from 
high to low, the DMA operation will be forced to stop immediately. 

0: Inactive, 1 : Active 


RXDMACTIVE 


[1] 


R/W 


Rx DMA active (start DMA request). Note that when this bit is set from 
high to low, the DMA operation will be forced to stop immediately. 

0: Inactive, 1 : Active 


I2SACTIVE 


[0] 


R/W 


IIS interface active (start operation). 
0: Inactive, 1 :Active 
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41.10.2 IISMOD 



Register 


Address 


Description 


Reset Value 


IISMOD 


0x7F00D004 


IIS interface mode register 


OxOOOO_0000 



IISMOD 


Bit 


R/W 


Description 


Reserved 


[31 :22] 


R/W 


Reserved. Program to zero. 


CDD2 


[21 :20] 


R/W 


Channel-2 Data Discard. Discard means zero padding. It only supports 8/16 bit 
mode. 

00 : No Discard 

01 : 12STXD[15:0] Discard 

10 : 12STXD[31:16] Discard 

1 1 : Reserved 


CDD1 


[19:18] 


R/W 


Channel-1 Data Discard. Discard means zero padding. It only supports 8/16 bit 
mode. 

00 : No Discard 

01 : 12STXD[15:0] Discard 

10 : 12STXD[31 :16] Discard 

1 1 : Reserved 


DCE 


[17:16] 


R/W 


Data Channel Enable. 

[17] : SD2 channel enable 
[16] : SD1 channel enable 


Reserved 


[15] 


R/W 


Reserved, Program to Zero 


BLC 


[14:13] 


R/W 


Bit Length Control Bit Which decides transmission of 8/16 bits per audio 
channel 

00:16 Bits per channel 
01 :8 Bits Per Channel 
10:24 Bits Per Channel 
1 1 : Reserved 


CDCLK 


[12] 


R/W 


Determine codec clock source 


CON 






0 : Use internal codec clock source 

1 : Get codec clock source from external codec chip 
(For more information refer to Figure 41-2) 


IMS 


[11:10] 


R/W 


IIS master (internal/external) or slave mode select. 

00: Master mode (, using PCLK) 
01 : Master mode (, using CLKAUDIO[x]) 
10: Slave mode (divide mode, using PCLK) 
1 1 : Slave mode (bypass mode, using I2SCLK) 
(For more information refer to Figure 41-2) 


TXR 


[9:8] 


R/W 


Transmit or receive mode select. 

00: Transmit only mode 

01 : Receive only mode 

10: Transmit and receive simultaneous mode 

1 1 : Reserved 



41-14 



^^^^^^ 



641 ox UM IIS MULTI AUDIO INTERFACE 



IISMOD 


Bit 


R/W 


Description 


LRP 


[7] 


R/W 


Left/Right channel clock polarity select. 

0: Low for left channel and high for right channel 
1 : High for left channel and low for right channel 


SDF 


[6:5] 


R/W 


Serial data format. 
00: IIS format 

01 : MSB-justified (left-justified) format 
10: LSB-justified (right-justified) format 
1 1 : Reserved 


RFS 


[4:3] 


R/W 


IIS root clock (codec clock) frequency select. 

00: 256 fs, where fs is sampling frequency 
01:512fs 
10:384 fs 
1 1 : 768 fs 


BFS 


[2:1] 


R/W 


Bit clock frequency select. 

00: 32 fs, where fs is sampling frequency 
01 : 48 fs 
10:1 6 fs 
1 1 : 24 fs 


Reserved 


[0] 


R/W 


Reserved. Program to zero. 



^^^^^^ 



41-15 



IIS MULTI AUDIO INTERFACE 



6410X_UM 



41.10.3 IISFIC 



Register 


Address 


Description 


Reset Value 


IISFIC 


0x7F00D008 


IIS interface FIFO control register 


OxOOOO_0000 



IISFIC 


Bit 


R/W 


Description 


Reserved 


[31 :29] 


R/W 


Reserved. Program to zero. 


FTX2CNT 


[28:24] 


R 


TX FIF02 data count. FIFO has 16 depth, so value ranges from 0 to 15. 
N: Data count N of FIFO 


Reserved 


[23:21] 


R/W 


Reserved. Program to zero. 


FTX1CNT 


[20:16] 


R 


TX FIF01 data count. FIFO has 16 depth, so value ranges from 0 to 15. 
N: Data count N of FIFO 


TFLUSH 


[15] 


R/W 


TX FIFO flush command. 
0: No flush, 1: Flush 


Reserved 


[14:13] 


R/W 


Reserved. Program to zero. 


FTXOCNT 


[12:8] 


R 


TX FIFOO data count. FIFO has 16 depth, so value ranges from 0 to 16. 
N: Data count N of FIFO 


RFLUSH 


[7] 


R/W 


RX FIFO flush command. 
0: No flush, 1: Flush 


Reserved 


[6:5] 


R/W 


Reserved. Program to zero. 


FRXCNT 


[4:0] 


R 


RX FIFO data count. FIFO has 16 depth, so value ranges from 0 to 16. 
N: Data count N of FIFO 



41.10.4 IISPSR 



Register 


Address 


Description 


Reset Value 


IISPSR 


0x7F00D00C 


IIS interface clock divider control register 


OxOOOO_0000 



IISPSR 


Bit 


R/W 


Description 


Reserved 


[31:16] 


R/W 


Reserved. Program to zero. 


PSRAEN 


[15] 


R/W 


Pre-scaler (Clock divider) active. 
0: Inactive, 1 : Active 


Reserved 


[14] 


R/W 


Reserved. SBZ 


PSVALA 


[13:8] 


R/W 


Pre-scaler (Clock divider) division value. 
N: Division factor is N+1 


Reserved 


[7:0] 


R/W 


Reserved. Program to zero. 
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41.10.5 IISTXD 



Register 


Address 


Description 


Reset Value 


IISTXD 


0x7F00D010 


IIS interface transmit data register 


OxOOOO_0000 




IISTXD 


Bit 


R/W 


Description 


IISTXD 


[31:0] 


W 


TX FIFO write data. Note that the left/right channel data is allocated as 
the following bit fields. 

R[31 :1 6], L[1 5:0] when 1 6-bit BLC 

R[23:16], L[7:0] when 8-bit BLC 


41.10.6 IISRXD 


Register 


Address 


Description 


Reset Value 


IISRXD 


0x7F002014 
0x7F003014 


IIS interface receive data register 


OxOOOO_0000 



IISRXD 


Bit 


R/W 


Description 


IISRXD 


[31:0] 


R 


RX FIFO read data. Note that the left/right channel data is allocated as 
the following bit fields. 

R[31 :1 6], L[1 5:0] when 1 6-bit BLC 

R[23:16], L[7:0] when 8-bit BLC 



^^^^^^ 
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42.1 OVERVIEW 

Graphic 3D (hereinafter 3D Engine) is a 3D Graphics Hardware Accelerator which can accelerate OpenGL ES 1 .1 
& 2.0 rendering. This 3D Engine is mainly targeting for mobile handsets and its key features are as follows. This 
3D Engine includes two programmable shaders: one vertex shader and one pixel shader. Also, maximum 8 
attributes (color or texture) can be supported in single rendering pass. In addition, high quality images can be 
obtained since this 3D engine is designed using 32-bit Floating-Point pipeline. And, hierarchical texture caching 
and texture compression technique are used for low memory bandwidth requirement. This 3D Engine uses one 
AHB channel for Host Interface and two AX! channels for frame buffer accesses follows. 



42.1.1 FEATURES 

• 4M triangles/s @133MHz (Transform Only) 

• 75.8M pixels/s fill-rates @1 33MHz (shaded pixels) 

• Programmable Shader Model 3.0 support 

• 1 28-bit (32-bit x 4) Floating-point Vertex Shader 
- Geometry-texture cache support 

• 1 28-bit (32-bit x 4) Floating-point two Fragment Shaders 

• Max. 4K X 4K frame-buffer (1 6/32-bpp) 

• 32-bit depth buffer (8-bit stencil/24-bit Z) 

• Texture format: 1/2/4/8/1 6/32-bpp RGB, YUV 422, S3TG Compressed 

• Support max. 8 surfaces (max. 8 user-defined textures) 

• API Support: OpenGL ES 1 .1 & 2.0, D3D Mobile 

• Intelligent Host Interface 

- 15 input data-types. Vertex Buffer & Vertex Cache 

• H/W Clipping (Near & Far) 

• 8-stage five-threaded Shader architecture 

• Primitive assembly & hard-wired triangle setup engine 

• One pixels/cycle hard-wired rasterizer 
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• One texturing engine (one bilinear-filtered texel/cycle each) 

- Nearest/bilinear/trilinear filtering 

- 8-layered multi-texturing support 

• Fragment processing: Alpha/Stencil/Z/Dither/Mask/ROP 

• Memory bandwidth optimization through hierarchical caching 

- L1/L2 Texture-caches, Z/Color caches 

• System bus interface 

- Host interface: 32-bit AHB (AMBA 2.0) 

- Memory Interface: two 64-bit AX! (AMBA 3.0) channels 

42.1.2 BLOCK DIAGRAM 



32-bit_ 
AHB 



Host 
Interface 
(Hi) 



Post 
Vertex 
Cache 
(PVC) 



Primitive 
Engine 
(PE) 



Triangle 
Setup 

Engine 
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Rasterizer 
(RA) 



Vertex 
Shader 
(VS) 



Vertex Texture 
Unit 



Vertex Texture 
L1 Cache 



Texture 

L2 
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B 05 

X O 



V 



Pixel 
Shader 
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CD 






Per- 


N « 
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Pixel 
Cache 
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V V 



DMA 



64-bit AXI (2channel) 



Figure 42-1. Block Diagram 
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42.2 SPECIAL FUNCTION REGISTERS 

42.2.1 GLOBAL REGISTERS 
42.2.1.1 Overview 

Global registers is a set of overall states in GRAPHIC 3D. 
THE ROLE OF FGGB_PIPESTATE SFRS 

Each bit field in FGGB_PIPESTATE represents whether the corresponding block processes the geometry data. If 
one of bits is 1 , then this means the geometry data is processed in the corresponding block. The 0 value 
represents the corresponding block waits for the geometry data and does nothing. FGGB_PI RESTATE is used to 
determine the timming when the state of each block is updated. For example, after CPU sending the geometry 
data, CPU wants to set the next state of the per-fragment unit. If CPU updated the new state of the per-fragment 
unit when the previsous geometry data is in the vertex shader, the remain data would be affected by the new state 
of the per-fragment unit. The result would be wrong. In this case, CPU checks the FGGB_PIPESTATE and 
determines where the gemoetry data is processed. CPU waits for the geometry data to be transferred after the 
per-fragment unit. Only when all the blocks before the per-fragment unit is free, the state of the per-fragment unit 
can be updated. 

All the geometry data can be processed and sent to the frame buffer. At this moment, CPU can update the state of 
the per-fragment unit safely. However, this can affect the performace of GRAPHIC 3D waiting the whole pipeline 
to be empty. Regarding to the perfomance, this is not desirable. If CPU knows the proper time to update states, 
then the perfomance will be increased. This is the reason why FGGB_P I RESTATE exists. 

DATA TRANSFER USING GRAPHIC 3D'S INTERRUPT 

The data transfer includes the modification of SFR values and the geometry data transfer; interrupts can be used 
to change SFR values and send geometry data. 

Interrupts from GRAPHIC 3D's pipeline-state can be used to know when to change SFR values for a GRAPHIC 
3D block. SFR values for a block can be changed only when the previous blocks are empty for the safe operation. 
Otherwise, the remained geometry data in the GRAPHIC 3D pipeline is affected by the new SFR value instead of 
the previous SFR values intended to be applied to geometry data. CPU can repeat to read the pipeline-state, 
which is known as polling, to know when to update SFRs. However, CPU should do another job instead of 
investigating pipeline-state and spending cycles. In this case, CPU can set interrupt conditions and do another 
job. If the interrupt condition is met and an interrupt occurs, CPU can change the SFR values. 
Interrupts can be used to transfer geometry data. CPU transfers geometry data when there is free space in the 
Host-FIFO of GRAPHIC 3D's Host Interface. CPU can keep watching pipeline-state in order to know when to 
transfer the other geometry data to the Host-FIFO of GRAPHIC 3D's Host Interface with polling. This wastes 
performance investigating the pipeline-state. Interrupts can be used for this situation. In this case, CPU sets 
interrupt conditions for the next geometry data after sending a bunch of geometry data and performs another 
pending job. When an interrupt occurs, CPU can transfer the rest of geometry data to GRAPHIC 3D. 
The following shows an example illustrating how to transfer geometry data. 
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. < 3D Application > 




< KERNEL > 

<SWI handler > note : IRQ is masked in SWT handler 
Identify SWI; 

if (SWI is from FIMG-3DSE trying to transfer geometry data) 
FlagPreparedDataTransf erDone = FALSE; 
Set FIMG-3DSE Interrupt SFR; // FGGB_PIPETGTSTATE 
// and FGGB_PIPEMASK 
Enable FIMG-3DSE Interrupt; // FGGBJNTMASK 
else if ... 

Execute Scheduler; 

< Scheduler > 



f (3D Application is selected & FlagPreparedDataTransf erDone) ^^^^^^^^^""^^^fiflli^n 



Kernel uses 

the geometry data prepared 
in the 3D application. 



- SWI return to the 3D Application process; 
else if (...) 

SWI return to the other pending process; - 

< FIMG-3DSE Interrupt Handler > 

Clear FIMG-3DSE's Interrupt; // FGGBJNTPENDING ^ — -P^^^^Gzd^SRjn > 

if( FIMG-3D SE wants to transfer geometry data) ^ , (IRQ)^^ 

__^ransfer1:he prepared data according to the size of HI FIFO; T'^'fepip.ff^ 
if(the prepared data is transferred completely) I ^^"^es 

Disable FIMG-3DSE's Interrupt; // FGGBJNTMASK 

FlagPreparedDataTransf erDone = TRUE; 



^ < The Other Application > 
Timer Interrupt causes the context- 
switching betw een processes . 





instruction , 



instruction , 



NOTE: FGGBJNTPENDING is not used in this example because the only interrupt source is the pipeline-state. 
CPU knows the pipeline-state condition generates an interrupt without reading FGGBJNTPENDING. 



Figure 42-2. USING GRAPHIC 3D'S INTERRUPT with Geometry data 

Note that when GRAPHIC 3D is empty, the pipeline-state generates an interrupt right after GRAPHIC 3D interrupt 
is enabled. However, the GRAPHIC 3D interrupt handler is executed when CPU executes the other user-mode 
application program (IRQ interrupt in enabled); in the above figure. 

The following illustrates how to change SFR values. SFR can be changed when all the pipe-state becomes empty. 



, < 3D Application > 




< KERNEL > 

< SWT handler > note : IRQ is masked in SWI handler 
Identify SWI; 

if (SWI is from FIMG-3DSE trying to change SFR values) 

FlagPipeStateSatifyCondition = FALSE; 

Set FIMG-3DSE Interrupt SFR; // FGGB_PIPETGTSTATE 
// and FGGB_PIPEMASK 

Enable FIMG-3DSE Interrupt; // FGGBJNTMASK 
else if ... 

Execute Scheduler; 

< Scheduler > 

if(3D Application is selected & FlagPipeStateSatifyCondition) 

SWI return to the 3D Application process; 

else if (...) 

SWI return to the other pending process; - 



< FIMG-3DSE Interrupt Handler > 

Clear FIMG-3DSE's Interrupt; // FGGBJNTPENDING 
Disable FIMG-3DSE's Interrupt; // FGGBJNTMASK 
FlagPipeStateSatifyCondition = TRUE; 

// You can make Scheduler execute the 3D Application here. 



— < The Other Application > 
Timer Interrupt causes the context- 
switching betw een processes . 




NOTE: FGGBJNTPENDING is not used in this example because the only interrupt source is the pipeline-state. 
CPU knows the pipeline-state condition generates an interrupt without reading FGGBJNTPENDING. 



Figure 42-3. USING GRAPHIC 3D'S INTERRUPT 

Note that the above scheme can be used also to transfer geometry data. 
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42.3 GLOBAL SPECIAL REGISTERS 



42.3.1 PIPELINE STATUS REGISTER (FGGB_PIPESTATE) 



Register 


Address 


R/W 


Description 


Reset Value 


FGGB_P IP ESTATE 


0x72000000 


R 


The status of pipeline 


0x00000000 



FGGB_PIPESTATE 


Bit 


Description 


Initial State 


reserved 


[31:19] 


reserved 


0 


CCacheO 


[181 


Ob = color cacheO is empty. 

lb = color cacheO is not empty (busy). 


Ob 


reserved 


[171 

L ' ' J 


reserved 


0 


PFO 


[161 


Ob = per-fragment unit 0 is empty. 

lb = per-fragment unit 0 is not empty (busy). 


Ob 


reserved 


[15:13] 


reserved 


0 


PSO 


[12] 


Ob = pixel shader unit 0 is empty. 

lb = pixel shader unit 0 is not empty (busy). 


Ob 


reserved 


[11] 


reserved 


0 


RA 


[10] 


Ob = raster engine is empty. 

lb = raster engine is not empty (busy). 


Ob 


TSE 


[9] 


Ob = triangle setup engine is empty. 

1 b = triangle setup engine is not empty (busy). 


Ob 


PE 


[8] 


Ob = primitive engine is empty. 

lb = primitive engine is not empty (busy). 


Ob 


reserved 


[7:5] 


reserved 


0 


VS 


[4] 


Ob = vertex shader is empty. 

1 b = vertex shader is not empty (busy). 


Ob 


VC 


[3] 


Ob = vertex cache is empty. 

1 b = vertex cache is not empty (busy). 


Ob 


HVF 


[2] 


Ob = FIFO between Host Interface and vertex shader is 
empty. 

lb = FIFO between Host Interface and vertex shader is not 
empty (busy). 


0 


HI 


[1] 


Ob = Host Interface is empty. 

lb = Host Interface is not empty (busy). 


Ob 


HOST-FIFO 


[0] 


Ob = Host-FIFO in Host Interface is empty. 

lb = Host-FIFO in Host Interface is not empty (busy). 


Ob 
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42.3.2 CACHE CONTROL REGISTER (FGGB_CACHECTL) 

If you set VTCCLEAR to 1 , VTCCLEAR becomes 0 automatically after a cycle. TCCLEAR is used to invalidate the 
contents of texture cacheO and texture cachel . You can set TCCLEAR to 01 , 1 0, or 11 . After a cycle, TCCLEAR 
becomes 00. CCFLUSH and ZCFLUSH fields in FGGB_CACHECTL are used to flush cache data into color and z 
buffer. If you set CCFLUSH to 1 1 , CCFULSH becomes 00 automatically when the flush operation is completed. 
ZCFLUSH's operation is as same as CCFULSH. 



Register 


Address 


R/W 


Description 


Reset Value 


FGGB_CACHECTL 


0x72000004 


R/W 


Cache control register 


0x00000000 



FGGB_CACHECTL 


Bit 


Description 


Initial State 


reserved 


[31:13] 


reserved 


0 


VTCCLEAR 


[12] 


Vertex texture cache clear (Automatically set to Ob after a cycle) 
0: default states; vertex texture cache invalidation unchanged. 
1 : vertex texture cache starts invalidation. 


Ob 


reserved 


[11:10] 


reserved 


0 


TCCLEAR 


[9:8] 


Texture cache clear (Automatically set to Ob after a cycle) 
00: default states; texture cache unchanged. 
1 1 : texture cache start invalidation 


00b 


reserved 


[7:6] 


reserved 


0 


CCFLUSH 


[5:4] 


Color cache flush (Automatically set to 00b after flushing) 
00: color cache flush end 
1 1 : color cache flush start 


00b 


reserved 


[3:2] 


reserved 


0 


ZCFLUSH 


[1:0] 


Z cache flush (Automatically set to 00b after flushing) 
00b = Z cacheO flush end 
1 1 b = Z cacheO flush start 


00b 
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42.3.3 SOFTWARE RESET REGISTER (FGGB_RST) 

You can reset the core of GRAPHIC 3D with FGGB_RST register. However, the SFR values are not affected by 
FGGB_RST. The reset bit of FGGB_RST is not recovered to 0 automatically. You must set FGGB_RST to 0 for 
the GRAPHIC 3D's operation. 



Register 


Address 


R/W 


Description 


Reset Value 


FGGB_RST 


0x72000008 


W 


The SW reset control 


OxbadlffOO 



FGGB_RST 


Bit 


Description 


Initial State 


reserved 


[31:8] 


reserved 


0 


reset 


[0] 


Reset signal for GRAPHIC 3D core (logic and internal memory) 
1 = Reset, 0 = Work 


Ob 



42.3.4 VERSION INFORMATION REGISTER (FGGB_VERSION) 

By reading FGGB INFO register, you can identify wliicli GRAPHIC 3D is implemented in a system. 



Register 


Address 


R/W 


Description 


Reset Value 


FGGB_VERSION 


0x72000010 


R 


Version Information 


0x01050000 



FGGB_VERSION 


Bit 


Description 


Initial State 


major 


[31 :24] 


Major version. 


0x01 


minor 


[23:0] 


Minor version. 

Ex) Version 1.2.1 : FGGBJNFO = 0x01020100 


0x050000 
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42.3.5 INTERRUPT PENDING REGISTER (FGGBJNTPENDING) 

When CPU receives an interrupt from GRAPHIC 3D, CPU must investigate which functional block in GRAPHIC 
3D generates an interrupt. CPU can figure out the interrupt-generating block by reading FGGBJNTPENDING. 
Any value must be written into FGGBJNTPENDING in the interrupt service routine to clear interrupts from 
GRAPHIC 3D. By writing any value into FGGBJNTPENDING, FGGBJNTPENDING is automatically cleared and 
GRAPHIC 3D can generate another interrupt. The written value into FGGBJNTPENDING is not important; the 
write operation into FGGBJNTPENDING clears its value. 

Currently, FGGB_PIPESTATE(Pipeline-State) in HI can only generate an interrupt. Once GRAPHIC 3D generates 
an interrupt, CPU knows that FGGB_PIPESTATE is the interrupt source without reading FGGBJNTPENDING. 



Register 


Address 


R/W 


Description 


Reset Value 


FGGBJNTPENDING 


0x72000040 


R/W 


Interrupt Pending Register 


0x00000000 



FGGBJNTPENDING 


Bit 


Description 


Initial State 


reserved 


[31:1] 


reserved 


0 


Pipeline-State 


[0] 


Read: "Pipeline State interrupt" is generated. 

1 = Interrupt Occurs, 0 = No Interrupt. 

Write: Clear the value into zero. The written value is not 

important. 


Ob 



42.3.6 INTERRUPT MASK REGISTER (FGGBJNTMASK) 

FGGBJNTMASK can enable or disable interrupts from GRAPHIC 3D. Currently, interrupts can be generated only 
by HI (Pipeline-State). Hence, LSB of FGGBJNTMASK is used to enable or disable interrupts. 
Note: There is another method to disable interrupts from the Pipeline Status; refer to the explanation for the 
FGGB_PIPEMASK. FGGBJNTMASK is the global control while FGGB_PIPEMASK is the bit-wise control. 



Register 


Address 


R/W 


Description 


Reset Value 


FGGBJNTMASK 


0x72000044 


R/W 


Enables of Disables interrupts. 


0x00000000 



FGGBJNTMASK 


Bit 


Description 


Initial State 


reserved 


[31:1] 


reserved 


0 


Pipeline State 


[0] 


"Pipeline State" generates an interrupt. 
1 = Enable Interrupt, 0 = Disable Interrupt. 


Ob 
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42.3.7 PIPELINE MASK REGISTER (FGGB_PIPEMASK) 

FGGB_PIPEMASK specifies the interesting GRAPHIC 3D block for interrupt generation. The GRAPHIC 3D blocks 
having value one in FGGB_PIPEMASK are candidates for interrupts; the blocks having zero value are ignored 
during interrupt generation. 



Register 


Address 


R/W 


Description 


Reset Value 


FGGB_PIPEMASK 


0x72000048 


R/W 


Specifies the blocks in GRAPHIC 3D which are 
candidates to generate interrupts. The bit position 
of each block is as same as that of 
FGGB_PIPESTATE. 


0x00000000 



FGGB_PIPEMASK 


Bit 


Description 


Initial State 


reserved 


[31:17] 


reserved 


0 


PFO 


[16] 


Ob = don't care 

1 b = used to generate interrupts 


Ob 


reserved 


[15:13] 


reserved 


0 


PSO 


I ' '-J 


Ob = don't carp 

1 b = used to generate interrupts 


Ob 


reserved 


nil 

L ' ' J 


reserved 


0 


RA 


[10] 


Ob = don't care 

1 b = used to Generate interruots 


Ob 


TSE 


[9] 


Ob = don't care 

1b = used to generate interrupts 


Ob 


PE 


[8] 


Ob = don't care 

1b = used to generate interrupts 


Ob 


reserved 


[7:5] 


reserved 


0 


VS 


[4] 


Ob = don't care 

lb = used to generate interrupts 


Ob 


VC 


[3] 


Ob = don't care 

1 b = used to generate interrupts 


Ob 


HVF 


[2] 


Ob = don't care 

1 b = used to generate interrupts 


Ob 


HI 


[1] 


Ob = don't care 

1 b = used to generate interrupts 


Ob 


HOSTFIFO 


[0] 


Ob = don't care 

lb = used to generate interrupts 


Ob 
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42.3.8 PIPELINE TARGET STATE REGISTER (FGGB_PIPETGTSTATE) 

As mentioned before, FGGB_PIPEMASK specifies the interesting GRAPHIC 3D block for interrupt generation. 
FGGB_PIPETGTSTATE specifies the value of pipeline-state when interrupts occur. Note that the 
FGGB_PIPETGTSTATE value for a block with 0 value in FGGB_PIPEMASK is ignored. 



Register 


Address 


R/W 


Description 


Reset Value 


FGGB_PIPETGTSTATE 


0x72000040 


R/W 


Specifies the value of pipeline-state when 
interrupts are to occur. 


0x00000000 



FGGB_PIPETGTSTATE 


Bit 


Description 


Initial State 


reserved 


[31 :16] 


reserved 


0 


PFO 


[16] 


Ob = interrupts when the PFO is not worl<ing. (empty) 
1b = interrupts when the PFO is working, (not-empty) 


Ob 


reserved 


[15:13] 


Reserved 


0 


PSO 


[12] 


Ob = interrupts when the PSO is not working, (empty) 
1b = interrupts when the PSO is working, (not-empty) 


Ob 


reserved 


[11] 


reserved 


0 


RA 


noi 

L ' '-'J 


Ob = interrupts when the RA is not working, (empty) 
lb = interrupts when the RA is working, (not-empty) 


Ob 


TSE 


[91 

L^J 


Ob = interrupts when the TSE is not working, (empty) 
lb = interrupts when the TSE is working, (not-empty) 


Ob 


PE 


[8] 


Ob = interrupts when the PE is not working, (empty) 
lb = interrupts when the PE is working, (not-empty) 


Ob 


reserved 


[7:5] 


reserved 


0 


VS 


[4] 


Ob = interrupts when the VS is not working, (empty) 
lb = interrupts when the VS is working, (not-empty) 


Ob 


VC 


[3] 


Ob = interrupts when the VC is not working, 
lb = interrupts when the VC is working. 


0 


HVF 


[2] 


Ob = interrupts when the FIFO between HI and VS is 
empty. 

lb = interrupts when the FIFO between HI and VS is not- 
empty. 


Ob 


HI 


[1] 


Ob = interrupts when the HI is not working, (empty) 
lb = interrupts when the HI is working, (not-empty) 


Ob 


HOSTFIFO 


[0] 


Ob = interrupts when the Host-FIFO is not working, 
(empty) 

lb = interrupts when the Host-FIFO is working, (not- 
empty) 


Ob 
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42.3.9 PIPELINE INTERRUPT STATE REGISTER (FGGB_PIPEINTSTATE) 

FGGB_PIPEINTSTATE captures the pipeline-state when interrupts occur. When several interrupts occur, the 

FGGB_PIPEINTSTAE holds the first pipeline-state. 

Note that FGGB_PIPEINTSTATE depends on FGGB_PIPEMASKE. 



Register 


Address 


R/W 


Description 


Reset Value 


FGGB_PIPEINTSTATE 


0x72000050 


R 


Captures the first pipeline-state when 
several interrupts occur. 


0x00000000 



FGGB_PIPEINTSTATE 


Bit 


Description 


Initial State 


reserved 


[31:17] 


reserved 


0 


PFO 


[16] 


Ob = the PFO was empty when an interrupt occurred. 
1 b = the PFO was not empty when an interrupt occurred. 


Ob 


reserved 


[15:13] 


reserved 


0 


PSO 


[12] 


Ob = the PSO was empty when an interrupt occurred. 
1b = the PSO was not empty when an interrupt occurred. 


Ob 


reserved 


[11] 


reserved 


0 


R A 


[1UJ 


uu — trie riM wdb eriipty wrieri dii iruerrupt ouuurrea. 
1 b = the RA was not empty when an interrupt occurred. 


Oh 
UD 


1 oc 


FQl 


Uu — lilt? 1 OC Wdb tJllipiy Wliyil dll llUtJilUpi UL/L/Ullt?U. 

1 b = the TSE was not empty when an interrupt occurred. 


nh 
uu 


PE 


[8] 


Ob = the PE was empty when an interrupt occurred. 
1 b = the PE was not empty when an interrupt occurred. 


Ob 


reserved 


[7:5] 


reserved 


0 


VS 


[4] 


Ob = the VS was empty when an interrupt occurred. 
1 b = the VS was not empty when an interrupt occurred. 


Ob 


VC 


[3] 


Ob = the VC was empty when an interrupt occurred. 
1 b = the VC was not empty when an interrupt occurred. 


Ob 


HVF 


[2] 


Ob = the FIFO between HI and VS was empty when an 
interrupt occurred. 

1 b = the FIFO between HI and VS was not empty when an 
interrupt occurred. 


0 


HI 


[1] 


Ob = the HI was empty when an interrupt occurred. 
1b = the HI was not empty when an interrupt occurred. 


Ob 


HOSTFIFO 


[0] 


Ob = the Host-FIFO was empty when an interrupt occurred. 
1 b = the Host-FIFO was not empty when an interrupt 
occurred. 


Ob 
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42.4 HOST INTERFACE 

42.4.1 OVERVIEW 

The major function of the Host Interface unit is to receive data from CPU converting several data format into 
floating point data format. The Host Interface also transfers state data (SFR values, VS inst-memory, etc) to CPU. 
The data transferred from CPU to GRAPHIC 3D are classified according to the data characteristics; state and 
geometry data. The CPU set the state data first. And then, the geometry data is transferred to GRAPHIC 3D. 
GRAPHIC 3D renders the transferred geometry data using the state data. For the next geometry data to be 
rendered, the appropriate state data must be transferred to GRAPHIC 3D. At this moment, the previous geometry 
data can be affected by the new state. Hence, state data can be transferred to the GRAPHIC 3D only when the 
state data does not affect the previous geometry. PIPELINE STATUS REGISTER (FGGB_PIPESTATE), which is 
explained the previous chapter, is used to query where the geometry data is processed in GRAPHIC 3D. (CPU 
decides when to update the states using FGGB_PIPESTATE.) Suppose there are blocks. A, B, C, and D in 
GRAPHIC 3D and the state data of C is to be updated. If B processes the geometry data, then CPU must not 
update the state of C because the geometry data in B can be affected by the new state of C instead of the 
previous state. CPU must wait for the geometry data in B to pass through C and reach to D. At this time, CPU can 
update the state of C because A, B, and C are empty (there is no geometry to be affected by the new state data). 
If the contents of the frame buffer are to be used for textures, CPU must copy the frame buffer data to the texture. 
The next section describes how to feed the geometry data to the Host Interface. 

42.4.2 OPERATING MODE 

Two modes can be used for Host Interface depending on the way how to transfer the geometry data: index mode, 
and non-index mode. 

Index mode: After CPU stores the geometry data (input attributes to vertex shader) into the Vertex Buffer in Host 
Interface, CPU transfers the indices to the stored geometry. This scheme consumes low bus bandwidth. 
Non-index mode: CPU transfers the geometry data directly. This scheme is useful when there is no space in the 
Vertex Buffer. Also the infrequently used geometry data can be transferred to Host Interface using this scheme. 
42.4.2.1 INDEX MODE 

Index mode uses the Vertex Buffer in Host Interface. There are two operation modes: auto-increment mode and 
index-transfer mode. NOTE: All of the geometry data must be in the Vertex Buffer. Also, the range of used indices 
is deeply related to the VB size: the VB address calculated with indices must be the available VB address. Hence 
the indices must be carefully controlled by the application program (or the device driver). 

• Auto-increment mode (FGHI_C0NTR0L.EnVB=1, FGHI_CONTROL.Autolnc=1): CPU sends two DWORDs 
representing a count (the number of vertices) and an index (the first index into the Vertex Buffer), to the Host 
Interface. Host Interface uses the transferred index for the index to the Vertex Buffer. And then, the next index 
is automatically calculated; FGHIJDXOFFSET.VALUE is added to the previous index (usually set to 1). This 
process is repeated count-times. Each pair of DWORDs (count and index value) represents a set of indices. 
Therefore, this scheme maximizes the performance in transferring geometry data. 



^^^^^^ 
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HOST 
(ARM) 



ciDcDcDcDcDc 



Auto-Increment Mode 



Host 
Interface 



In the above figure, 6 sets of the geometries are transferred from CPU. 

• Index-transfer mode (FGHI_C0NTR0L.EnVB=1, FGHI_CONTROL.Autolnc=0): In index-transfer mode, 
PU sends the individual indices. After CPU sending the number of indices (count), a set of random indices are 
transferred. These indices are used to index the Vertex Buffer. {TO BE DONE: FGHIJDXOFFSET can be 
used to bias the sent index; (sent index + FGHIJDXOFFSET) is used as a new index}. 



HOST 
(ARM) 



I I 



I 


I 


I 


I 


I 


I 


I 



Index-Transfer Mode 



Host 
Interface 



NON-INDEX MODE (FGHI_CONTROL.EnVB=0, FGHI_CONTROL.Autolnc=1) 

In non-index mode, the Vertex Buffer is not used. Instead, CPU sends all of the geometry data. Just like index- 
mode, the number of vertices and an index must be transferred first. In this case, a dummy value (OxFFFFFFFF) 
must be used as an index. 



HOST 
(ARM) 


dummy 
index 




D 


n !ffff| 
^ |ffff| 









dummy 
index 



D 



D 



D 



D 



D 



D 



FFFFI 

fffI 



Non-Index Mode 



Host 
Interface 



The transferred data are decoded using FGHLATTRIBO-FGHLATTRIBQ. 

Note that when float or half-float format data is transferred to the Host-Interface, it must not be NaN or Infinite. 



^^^^^^ 
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42.4.3 HOW TO SET SPECIAL REGISTER FOR THE HOST INTERFACE 

A geometry data is transferred from CPU or from the Vertex Buffer in the Host Interface after special registers for 
Host Interface are set (explained in the next section). The geometry data is a set of input attributes to vertex 
shader. In other words, a number of attributes for a vertex can be transferred from CPU or from the Vertex Buffer. 
(From time to time, a vertex can have only an attribute.) A set of attributes constituting of a vertex is defined in 
FGHI_ATTRIB0'-FGHI_ATTRIB9. The number of components in each attributes is determined by 
FGHI_ATTRIBA?.NumComp. The LastAttr bit in FGHI_ATTRIBa? represents whether the FGHI_ATTRIBa7 is used or 
not. For example, FGHI_ATTRIBO.LastAttr = FGHI_ATTRIB1 .LastAttr = FGHI_ATTRIB2.LastAttr = 0 and 
FGHI_ATTRIB3. LastAttr = 1 mean that a vertex is composed of 4 attributes. (FGHI_ATTRIB4.LastAttr and so on 
do not determine the number of attributes for a vertex.) 

The number of vertices (count) is transferred only by CPU. (The count is written into FGHI_DWENTRY of the Host 
Interface.) Then, CPU can transfer indices or raw geometry data into the same FGHI_DWENTRY. However, the 
Vertex Buffer can feed only geometry data to the Host Interface. The usage of the Vertex Buffer is determined by 
FGHI_CONTROL.EnVB. If the Vertex Buffer is used, indices are required to index the geometry data in the Vertex 
Buffer. The required indices can be sent by CPU (index-transfer mode) or can be generated in the Host Interface 
(auto-increment mode). There can be several indices in a DWORD from CPU depending on 
FGHI_CONTROL.IdxType (data type of index). These transferred or generated indices are used in the following 
way. 

1. Get a coanf from CPU 

2. Get an /nc/exfrom CPU or previous index; // depending on FGHI_CONTROL.Autolnc. In Non-Index mode, 
OxFFFFFFFF is used. 

3. Add FGHIJDXOFFSET.VALUE to the index ior Index mode // In Non-Index mode, this step is skipped. 

4. for each n from 0x0 to OxF 

5. if(FGHI_CONTROL.EnVB == 1 && FGHI_ATTRIB[n]_VBCTRL.Range != 0 && index < 
FGHI_ATTRIB[n]_VBCTRL.Range) 

6. Use DWORDs fetched from 

VertexBuffer[FGHI_ATTRIB[A?]_VBBASE.Addr + 
/>7dex*FGHI_ATTRIB[A?]_VBCTRL.Stride]; // Index mode 

7. else 

8. Fetch DWORDs from CPU and use them as the geometry data; // Non-Index mode 

9. Transform DWORDs into floating point using FGHI_ATTRIB[/7].Dt and send them to vertex shader. 

10. if (FGHI_ATTRIB[A7].LastAttrib = 1) break; 

11. end for 

1 2. repeat step 2-1 1 (count) times. // the (count) value in step 1 is used. 

In step 8 and 9, the number of used DWORDs is determined by FGHI_ATTRIB/7.Dt (data type of transferred 
DWORD) and FGHI_ATTRIB/7.NumComp (the number of components for each attribute). In step 8, the Host 
Interface does not recognize what the DWORDs really are. The Host Interface only fetches the required number of 
DWORDs from CPU. This is the reason why CPU must transfer indices and geometry data properly. 
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In step 9, FGHI_ATTRIB[n].Dt determines how the transferred DWORD is transformed into the floating point 
format. (Normalization can be performed.) Also, in the same step, the order of components of each attribute can 
be switched by SrcX-SrcW in each FGHI_ATTRIBa?. SrcX-^SrcW is initialized as 0 value mapping first 
transferred data to SrcX-SrcW. If (x, y, z, w) attribute is to be transferred in order, SrcW-SrcX must be set to the 
value 2'b1 1 , 2'b1 0, 2'b01 , 2'bOO respectively. This configuration is useful when color value is transferred in BGRA 
instead of RGBA. If the number of each component is not four, then 0.0, 0.0, and 1 .0 are automatically appended. 
For example, if (x, y) data is transferred, then (FLOAT(x), FLOAT(y), 0.0, 1 .0) is sent to the vertex shader. 
Note that DWORDs transferred from CPU or in the Vertex Buffer for vertex attributes must be DWORD aligned. If 
(8-bit X, 8-bit y, 8-bit z) is to be transferred, the last 8-bit data ([31 :24] fields of the transferred DWORD) is ignored. 

42.4.4 HOW TO SEND DWORDS FROM CPU TO THE HOST INTERFACE 

There is a Host-FIFO in the Host Interface. CPU can transfer only DWORD data to the Host Interface. If CPU 
writes more data than the Host-FIFO can actually store, the Host Interface makes HREADY, one of AMBA bus 
signals, low. In this case, AMBA bus is granted to GRAPHIC 3D and any other IP on the same AMBA bus can not 
get a right to use the bus, which is not a desirable situation. The read-only FGHI_DWSPACE register is used to 
ease this situation. FGHI_DWSPACE holds the number of empty DWORD space in the Host-FIFO. Host-FIFO is 
in Host Interface and is able to store upto 32 DWORDs. Whenever CPU sends the count, indices, or the 
geometry data, CPU must get FGHI_DWSPACE value and transfer DWORDs as much as the value of 
FGHLDWSPACE. 

Generally speaking, FGHI_DWSPACE does not tell CPU the exact empty space because the clock signals fed 
into GRAPHIC 3D and AMBA bus can be different. (If clock signals are same, FGHI_DWSPACE has the exact 
value.) Hence, FGHI_DWSPACE is affected by both AMBA bus (writing DWORDs into the Host-FIFO) and the 
internal situation (fetching DWORDs from the Host-FIFO). 

If the read value of FGHI_DWSPACE is less than the actual free space in the Host-FIFO, the writing operation 

ends without any problem. On the other hand, if the read value of FGHI_DWSPACE is more than the number of 

written DWORDs, the Host Interface makes HREADY signal low and extends the transfer. However, the 

difference between the read FGHI_DWSPACE value and the actual value is usually small. 

After CPU reading FGHI_DWSPACE and transferring DWORDs as much as the read value, CPU can do the other 

job or process, or continue to send the other part of the geometry data repeating the same procedure. The CPU 

can use the interrupt scheme of GRAPHIC 3D. It depends wholy on the device driver. 

Interrupts and Vertex Buffer are very useful schemes when a geometry is transferred. (See Section "HOW TO 

USE THE VERTEX BUFFER AS A TEMPORAL BUFFER USING INTERRRUPTS" for more information.) 

42.4.5 THE TYPE OF INDEX TRANSFERRED FROM CPU 

The IdxType field in FGHI_CONTROL controls how much index exists in a DWORD from CPU. If IdxType is 
unsigned int type, there is only one 32-bit index in a transferred DWORD. In the case of unsigned short type, two 
16-bit indices are in a DWORD. In the case of unsigned byte type, four 8-bit indices are available. 
The remained indices in a DWORD, when all indices are used, are ignored. For example, if three vertices with 
unsigned byte index type are transferred, a DWORD data is used for them. In this case, the last unsigned byte in 
the DWORD is ignored. 
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42.4.6 DATA TRANSFER TO THE VERTEX BUFFER 

Before the contents of the Vertex Buffer are used, the geometry data must be resided in the Vertex Buffer. First, 
the 16-byte-aligned destination address in the Vertex Buffer is set to FGHI_VBADDR. And then, a serise of 
DWORD written into FGHI_VBDATA is stored into the Vertex Buffer (Burst writes are possible). The address in 
FGHI_VBADDR is automatically incremented by 16 (in bytes) whenever 4 DWORDs are written into 
FGHI_VBDATA. Therefore, the destination address does not need to be updated for every DWORD written into 
FGHLVBDATA. Note that the number of DWORD written into FGHI_VBDATA must be the multiples of 4. Only 
when four DWORDs are transferred from CPU, thoes four DWORDs are stored into the Vertex Buffer. (If 3 
DWORDs are transferred, those DWORDs are not stored into the Vertex Buffer wating another DWORD to be 
transferred.) 

If the size of the geometry is not a multiples of 4, then send addtitional DWORD (usually 0x00000000) into the 
Vertex Buffer. The additional DWORDs for dword-aligned does not affect the value of FGHI_ATTRIB/7_VBCT- 
RL.Range. The value of actual index range must be written in FGHI_ATTRIB/7_VBCTRL.Range. 
Note that NaN or infinite floating point or half-float value must not be written in the Vertex Buffer just like Non- 
Index Mode. 

Also, note that the geometry data in the Vertex Buffer must be DWORD aligned. Refer to the "Attribute 
Control Register" in section "HOST INTERFACE SPECIAL REGISTERS." 

42.4.7 HOW TO USE THE VERTEX BUFFER AS A TEMPORAL BUFFER USING INTERRUPTS 

There are 32 DWORD space in Host-FIFO. If CPU sends a lot of DWORDs with FGHI_DWSPACE polling, CPU 
has to waste lots of cycles reading FGHI_DWSPACE without doing any other useful job until all the DWORDs are 
transferred. This is an undesirable situation. 

Vertex buffer and interrupt scheme can be used in this situation. Vertex buffer is used for one-time used 
geometries in this situation: remind that Vertex Buffer usually stores geometry data which is supposed to be used 
several times for performance. 

CPU sends a part of DWORDs for geometries into Vertex Buffer instead of Host-FIFO. After saving DWORDs into 
Vertex Buffer, CPU sets GRAPHIC 3D's interrupt scheme making the interrupt-unit send an interrupt to CPU when 
the values of FGGB_PIPESTATE for Host-FIFO and Host Interface become zero. At this time, CPU can do other 
valuable job, such as Operating-System or Sound related processes, waiting for an interrupt from GRAPHIC 3D. If 
an interrupt from GRAPHIC 3D is occurred and CPU is allowed to handle the geometry-sending process, CPU 
continues to send the rest of geometries using the same procedure. 

You can make an interrupt occur when all the GRAPHIC 3D pipeline stages become empty. You can make your 
own decision when to make an interrupt occur. There is one thing you should pay attention to in this case: you 
must send the exact number of vertices. For example, when the Primitive-Engine, which is the next block to the 
Vertex Cache, is supposed to get a TRIANGLE data, the number of vertices must be the multiples of 3. If (3n+1) 
vertices are sent and interrupt unit is waiting for the FGHI_P I RESTATE to be zero, an interrupt from GRAPHIC 3D 
never occurs under this situation because the Primitive-Engine's value of FGHI_PIPESTATE is 1 waiting for 
another two vertices. (However, if the Primitive-Engine is set to receive triangle strip data, the number of 
transferred vertices is not important.) 

If Vertex Buffer is used in this way. Vertex Cache is suggested to be disabled because all DWORDs (or Indices) 
are used only one time; Vertex Cache does not have Hit-Case. 
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42.4.8 VERTEX CACHE CONTROL 

The EnVC and NumOutAttrib fields in FGHI_CONTROL controls the way how the vertex cache works. If EnVC 
field is 0, then the vertex cache is disabled. The NumOutAttrib field stores the number of output attributes from the 
vertex shader. The number of output attributes determined by NumOutAttrib field is transferred to the primitive 
engine. 

Note that when FGHI_CONTROL is wrtten by CPU, the Post Vertex Cache is cleared (or initialized) automatically. 
When you send a series of indices for a geometry data, you send another different geometry. In this case, the 
index for the previous geometry data which is remained in Vertex Cache can be hit when the index of the new 
geometry data is sent. Hence, when you send multiple geometry data using index mode, you must clear the 
content of Vertex Cache between geometries. Vertex Cache is cleared automatically when FGHI_CONTROL is 
written by CPU. Although the FGHI_CONTROL value is not changed, FGHI_CONTROL can be rewritten with the 
same value to clear the contents of Vertex Cache. 
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42-5 HOST INTERFACE SPECIAL REGISTERS 



Note: Host Interface is abbribiated to HI. 

42.5.1 HOST-FIFO'S FREE DWORD SPACE REGISTER (FGHI_DWSPACE) 



Register 


Address 


R/W 


Description 


Reset Value 


FGHLDWSPACE 


0x72008000 


R 


The number of empty slots of the Host-FIFO in HI. 


0x00000000 



FES 


Bit 


Description 


Initial State 


VAL 


[31:0] 


A number of empty slots 


0x0 



42.5.2 HOST-FIFO ENTRY PORT REGISTER (FGHI_DWENTRY) 



Register 


Address 


R/W 


Description 


Reset Value 


FGHLDWENTRY 


0X7200C000 
- 0X7200DFFF 


W 


The input port of the Host-FIFO in HI. 
Burst writes are possible. 

DWORDs written in OxOOOOCOOO - OxOOOODFFF are 
stored into Host-FIFO of Host Interface 





FGHLDWENTRY 


Bit 


Description 


Initial State 


DATA 


[31:0] 


The number of vertices, indices, and the geometry data is 
transferred into this register. 





42.5.3 HOST INTERFACE CONTROL REGISTER (FGHI_CONTROL) 



Register 


Address 


R/W 


Description 


Reset Value 


FGHLCONTROL 


0x72008008 


R/W 


Host Interface control register. Note that VC is initialized 
automatically when FGHI_CONGROL is written. 


0x00010000 



FGHLCONTROL 


Bit 


Description 


Initial State 


EnVB 


[31] 


Enable Vertex Buffer 


Ob 


reserved 


[30:26] 


reserved 


0 


IdxType 


[25:24] 


Transferred index type 
00b = unsigned int 
01b = unsigned short 
1 0b = reserved 
lib = unsigned byte 


00b 


reserved 


[23:17] 


reserved 


0 


Autoinc 


[16] 


Auto increment mode 


lb 


reserved 


[15:5] 


reserved 


0 


EnVC 


[4] 


Enable vertex cache 


Ob 


NumOutAttrib 


[3:0] 


The number of vertex shader output attributes. 

When point-sprite is used, this number must be (the number of 

shader outputs + 1). See the Raster Engine chapter for more 

information. 


0000b 
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42.5.4 INDEX OFFSET REGISTER ( 


[FGHIJDXOFFSET) 


Register 


Address 


R/W 


Description 


Reset Value 


FGHIJDXOFFSET 


0X7200800C 


R/W 


Index offset register (signed value) 


0x00000001 



FGHIJDXOFFSET 


Bit 


Description 


Initial State 


VAL 


[31:0] 


Index offset value 

When an index is auto-incremented, VAL is added to the index. 
The first transferred index from CPU is used as is. Therefore, 
the used indices are: index, index+VAL, index+2*VAL, etc. 
When indices transferred from CPU are used, VAL is added to 
each transferred indices. Let's say indexO, indexl , index2, etc 
are sent from CPU. Then, the used indices in the HI are: 
indexO+VAL, indexl +VAL, index2+VAL, etc. 
If the recalculated indices are within 

FGHI_ATTRIB/7_VBCTRL.Range, the geometry data in Vertex 
Buffer is used. 


0x00000001 



42.5.5 VERTEX BUFFER ADDRESS REGISTER (FGHI_VBADDR) 



Register 


Address 


R/W 


Description 


Reset Value 


FGHLVBADDR 


0x72008010 


R/W 


Write: Set the destination address register into which 
attributes are transferred in VB. (Address must be 16- 
byte-aligned) 

Read: The address which will be used for the next 
transferred geometry data into VB is read. This value can 
be used to calculate how many data is transferred. 
FGHI_VBADDR is automatically updated whenever four 
DWORDs are written into Vertex Buffer. 


0x00000000 




FGHI_VBADDR 


Bit 


Description 


Initial State 


VAL 


[31:0] 


Start address of attribute to copy the geometry data. 


0x0 



42.5.6 VERTEX BUFFER ENTRY PORT REGISTER (FGHI_VBDATA) 



Register 


Address 


R/W 


Description 


Reset Value 


FGHLVBDATA 


0X7200E000 
- 0X7200FFFF 


R/W 


Write : Used to write geometry data into VB. 
Burst writes are possible. 

DWORDs written in OxOOOOEOOO-OxOOOOFFFF are 
stored in Vertex Buffer 

Read : The last data written into FGHI_VBDATA is read. 


0x00000000 



VBD 


Bit 


Description 


Initial State 


DATA 


[31:0] 


Data input port to Vertex Buffer. This register should be written in 
multiples of 4. The start address is incremented automatically. 


0x0 
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42.5.7 ATTRIBUTE CONTROL REGISTER (FGHI_ATTRIB0~FGHI_ATTRIB9) 

If vertex data type is byte, unsigned byte, normalized byte, or normalized unsigned byte, a DWORD transferred 
from CPU to Host Interface must contain four components. In the last DWORD, the unused 8-bit data is ignored. 





r 

V 


Vertex Position Data = { 
byte X; 
byte Y; 
byte Z; 
byte W; 

} 


31 0 1 


W[7:0] Z[7:0] Y[7:0] X[7:0] 


J 





In the above example, (8-bit x, 8-bit y, 8-bit z, 8-bit w) attribute can be transferred with one DWORD. 

If vertex data type is short, unsigned short, normalized short, or normalized unsigned short, two attributes can be 

reside in a DWORD. Therefore, two DWORDs are required for (16-bit x, 16-bit y, 16-bit z, 16-bit w). 



r 


Vertex Position Data = { 




31 






0 




short X; 
short Y; 


OxN 


Y[15:0] 


X[15:0] 




short Z; 
short W; 


OxN+1 


W[15:0] 


Z[15:0] 


V 


} 













Note that when DWORDs are stored in the Vertex Buffer, the above rule is also applied. 



Register 


Address 


R/W 


Description 


Reset Value 


FGHLATTRIBO 


0x72008040 


R/W 


Input attribute 0 control register 


0X800000E4 


FGHI_ATTRIB1 


0x72008044 


R/W 


Input attribute 1 control register 


0X800000E4 


FGHI_ATTRIB2 


0x72008048 


R/W 


Input attribute 2 control register 


0X800000E4 


FGHI_ATTRIB3 


0x72008040 


R/W 


Input attribute 3 control register 


0X800000E4 


FGHI_ATTRIB4 


0x72008050 


R/W 


Input attribute 4 control register 


0X800000E4 


FGHI_ATTRIB5 


0x72008054 


R/W 


Input attribute 5 control register 


0X800000E4 


FGHI_ATTRIB6 


0x72008058 


R/W 


Input attribute 6 control register 


0X800000E4 


FGHI_ATTRIB7 


0x72008050 


R/W 


Input attribute 7 control register 


0X800000E4 


FGHI_ATTRIB8 


0x72008060 


R/W 


Input attribute 8 control register 


0X800000E4 


FGHI_ATTRIB9 


0x72008064 


R/W 


Input attribute 9 control register 


0X800000E4 



FGHI_ATTRIBn 


Bit 


Description 


Initial State 


LastAttr 


[31] 


Ob = indicates the ATTRIBn is used 

1b = indicates the ATTRIBn is the last attribute 

After reset, all the "last" value is zero, which means one attribute 

is used by default. 

Ex) FGHI_ATTRIB0[31] = 0, FGHI_ATTRIB1 [31] = 0, 

FGHI ATTRIB2[31] = 1, FGHI ATTRIB3~9[31] = don't care ^ 

FGHLATTRIBO ~ 2 are used. 


1b 


reserved 


[30:16] 


reserved 


0 
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FGHI ATTRIBn 



Bit 



Description 



Initial State 



Dt 



[15:12] 



Each component of attribute n is transferred as 



0 



Dll 


uata 1 ypG 


riange 


UUUU 


byte 


-id/ ~ 1 do 


UUU1 


short 


-doloo ~ odiol 


UUl U 


int 




0011 


fixed 


-32768 ~ 32768 


0100 


unsigned byte 


0 ~ 255 


0101 


unsigned sort 


0 ~ 65535 


0110 


unsigned int 


0 ~ 4294967295 


0111 


float 


IEEE 754 single precision 


1000 


normalized byte 


-I.Of ~ I.Of 


1001 


normalized short 


-I.Of ~ I.Of 


1010 


normalized int 


-I.Of - I.Of 


1011 


normalized fixed 


O.Of ~ I.Of 


1100 


normalized 


O.Of ~ I.Of 


unsigned byte 


1101 


normalized 


O.Of ~ 1 .Of 


unsigned short 


1110 


normalized 


O.Of ~ I.Of 


unsigned int 


1111 


Half-float (h) 


s/5/1 0 format 



When floating-point or half-float data type is used, NaN or infinite 
number must not be used. 



reserved 



[11:10] 



reserved 



NumComp 



[9:8] 



Number of components 

00b = only one component is transferred 

(a, b, c, d) = (1^ 0,0,1) 

01b = two component are transferred 

(a, b, c, d) = (1^ 2"^ 0,1) 

10b = three component are transferred 

(a, b, c, d) = (1^ 2!^^) 

1 1 b = four component are transferred 

(a, b, c, d) = (1^ 2>'\ 4^') 

(a, b, c, d) is used to select (X, Y, Z, W) generally 



00b 



SrcW 



[7:6] 



Select W component 

00b = select 'a' component as W 

01b = select 'b' component as W 

1 0b = select 'c' component as W 

1 1 b = select 'd' component as W 

NOTE : a-^d are defined in NumComp field. 



lib 



^^^^^^ 
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FGHI_ATTRIBn 


Bit 


Description 


Initial State 


SrcZ 


[5:4] 


Select Z component 

00b = select 'a' component as Z 

01b = select 'b' component as Z 

1 0b = select 'c' component as Z 

1 1 b = select 'd' component as Z 

NOTE : a~d are defined in NumComp field. 


10b 


SrcY 


[3:2] 


Select Y component 

00b = select 'a' component as Y 

01b = select 'b' component as Y 

1 0b = select 'c' component as Y 

1 1 b = select 'd' component as Y 

NOTE : a~d are defined in NumComp field 


01b 


SrcX 


[1:0] 


Select X component 

00b = select 'a' component as X 

01b = select 'b' component as X 

1 0b = select 'c' component as X 

1 1 b = select 'd' component as X 

NOTE : a-^d are defined in NumComp field 


00b 



42.5.8 VERTEX BUFFER CONTROL REGISTER (FGHI_ATTRIBO_VBCTRL ~ FGHI_ATTRIB9_VBCTRL) 

FGHI_ATTRIBn_VBCTRL.Stride represents the number of bytes to the next input attribute in the Vertex Buffer. 
FGHI_ATTRIBn_VBCTRL.num represnets how many the input attributes are in the Vertex Buffer. 



Register 


Address 


R/W 


Description 


Reset Value 


FGHI_ATTRIBO_VBCTRL 


0x72008080 


R/W 


Vertex buffer control of input attribute 0 


0x00000000 


FGHI_ATTRIB1_VBCTRL 


0x72008084 


R/W 


Vertex buffer control of input attribute 1 


0x00000000 


FGHI_ATTRIB2_VBCTRL 


0x72008088 


R/W 


Vertex buffer control of input attribute 2 


0x00000000 


FGHI_ATTRIB3_VBCTRL 


0X7200808C 


R/W 


Vertex buffer control of input attribute 3 


0x00000000 


FGHI_ATTRIB4_VBCTRL 


0x72008090 


R/W 


Vertex buffer control of input attribute 4 


0x00000000 


FGHI_ATTRIB5_VBCTRL 


0x72008094 


R/W 


Vertex buffer control of input attribute 5 


0x00000000 


FGHI_ATTRIB6_VBGTRL 


0x72008098 


R/W 


Vertex buffer control of input attribute 6 


0x00000000 


FGHI_ATTRIB7_VBGTRL 


0x7200809C 


R/W 


Vertex buffer control of input attribute 7 


0x00000000 


FGHI_ATTRIB8_VBCTRL 


0X720080A0 


R/W 


Vertex buffer control of input attribute 8 


0x00000000 


FGHI_ATTRIB9_VBCTRL 


0X720080A4 


R/W 


Vertex buffer control of input attribute 9 


0x00000000 



FGHI_ATTRIBn_VBCTRL 


Bit 


Description 


Initial State 


Stride 


[31 :24] 


Next attribute position in bytes 


0x0 


reserved 


[31:16] 


reserved 


0 


Range 


[15:0] 


Valid index range of index in Vertex Buffer. 

This value is used to decide whether the geometry data 

for an index is in the Vertex Buffer or not. 


0x0 
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42.5.9 VERTEX BUFFER BASE ADDRESS REGISTER (FGHI_ATTR0_VBBASE~FGHI_ATTR9_VBBASE) 



Register 


Address 


R/W 


Description 


Reset Value 


FGHI_ATTRIBO_VBBASE 


0X720080C0 


R/W 


Vertex buffer base address of input attribute 0 


0x00000000 


FGHI_ATTRIB1_VBBASE 


0x720080C4 


R/W 


Vertex buffer base address of input attribute 1 


0x00000000 


FGHI_ATTRIB2_VBBASE 


0X720080C8 


R/W 


Vertex buffer base address of input attribute 2 


0x00000000 


FGHI_ATTRIB3_VBBASE 


0x72008000 


R/W 


Vertex buffer base address of input attribute 3 


0x00000000 


FGHI_ATTRIB4_VBBASE 


0x720080D0 


R/W 


Vertex buffer base address of input attribute 4 


0x00000000 


FGHI_ATTRIB5_VBBASE 


0x720080 D4 


R/W 


Vertex buffer base address of input attribute 5 


0x00000000 


FGHI_ATTRIB6_VBBASE 


0x720080D8 


R/W 


Vertex buffer base address of input attribute 6 


0x00000000 


FGHI_ATTRIB7_VBBASE 


0X720080DO 


R/W 


Vertex buffer base address of input attribute 7 


0x00000000 


FGHI_ATTRIB8_VBBASE 


0X720080E0 


R/W 


Vertex buffer base address of input attribute 8 


0x00000000 


FGHI_ATTRIB9_VBBASE 


0x720080E4 


R/W 


Vertex buffer base address of input attribute 9 


0x00000000 



FGHI_ATTRIBn_VBBASE 


Bit 


Description 


initial State 


reserved 


[31:16] 


reserved 


0 


Addr 


[15:0] 


Base address of input attribute n in Vertex Buffer 


0x0 
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42.6 VERTEX SHADER 

42.6.1 OVERVIEW 

The vertex shader is the 3D graphics specific processor that processes vertices instead of traditional fixed- 
function graphics pipeline. The vertex shader can enable the user-defined special effects more than the common 
transform and lighting. This vertex shader supports the shader model 3.0 including the features of vertex texture 
and various flow controls. Refer DirectX reference, OpenGL 2.0 specification and OpenGL shading language 
specification for more information. 

42.6.2 INITIAL OPERATION 

Vertex shader program is composed of instruction sequences, constant floating-point values for the arithmetic 
operations, constant integer and boolean values for the flow control. These should be stored in the register or 
memory region before executing the program. Vertex shader starts automatically when the host writes all 
attributes for a vertex. 

42.6.3 VERTEX SHADER SPECIAL REGISTERS 

The shader instruction and the constant values should be stored in the special register region for the vertex 
shader operation. These registers can be updated via the host interface. 



42.6.3.1 INSTRUCTION MEMORY 

The instruction memory has 512 slots and 1 slot is composed of 4 words. 



Register 


Address 


R/W 


Description 


Reset Value 


FGVSJNSTMEM 


0x72010000 ~ 
0x7201 1FFF 


R/W 


Instruction memory of the vertex shader 


OxX 



See the Programmable Shader S/W Developer's Guide for more detail. 



42.6.3.2 CONSTANT FLOAT REGISTER 

The constant floating-point numbers can be stored in the constant float register for calculating in the program. The 
constant float register has 256 entries. Each entry is composed of 4 channels, x, y, z, w. Each channel is 32-bit 
word and has IEEE single precision floating-point format. (De-normalized number is not supported.) 



Register 


Address 


R/W 


Description 


Reset Value 


FGVS_C FLOAT 


0x72014000 ~ 
0x7201 4FFF 


R/W 


Constant float register of the vertex shader 





Word 3 (0x7201 4XXC) 



WORDS 


Bit 


Description 


Initial State 


W 


[127:96] 


Constant float W component value 


OxXXXXXXXX 


Word 2 (0x720 14XX8) 


W0RD2 


Bit 


Description 


Initial State 


Z 


[95:64] 


Constant float Z component value 


OxXXXXXXXX 
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Word 1 (0x7201 4XX4) 



W0RD1 


Bit 


Description 


Initial State 


Y 


[63:32] 


Constant float Y component value 


OxXXXXXXXX 


Word 0 (0x720 14XX0) 


WORDO 


Bit 


Description 


Initial State 


X 


[31:0] 


Constant float X component value 


OxXXXXXXXX 


* IEEE single precision floating-point format 




Bit 


Description 


Initial State 


S 


[31] 


Sign bit 


XXXXXXh 


E 


[30:23] 


Biased exponent 


XXh 


F 


[22:0] 


Fraction 





Floating-point value V is Not a Number(NaN) if E=255 and F is nonzero 

• -lnfinity(-INF) if E=255 and F=0 and S=1 

• +lnfinity(+INF) if E=255 and F=0 and S=0 

(-1)^ * 2^^'^^^^ * (1 .F) if 0<E<255 where "1 .F" is intended to represent the binary number created by prefixing F with 
an implicit leading 1 and a binary point 

De-normalized number (-1)^ * 2^'^^^^ * (O.F) if E=0 and F is nonzero (Not supported) 

• -0 if E=0 and F=0 and S=1 

• +0 if E=0 and F=0 and S=0 

42.6.3.3 CONSTANT INTEGER REGISTER 

The constant integer values can be stored in the constant integer register. The constant integer value is only used 
for the flow control - that is the iteration count for loop or the index of relative addressing. The constant integer 
register has 16 entries, and each entry is composed of 4-channel 8-bit unsigned integer value. 



Register 


Address 


R/W 


Description 


Reset Value 


FGVS_CINT 


0x72018000 ~ 
0x7201 803F 


R/W 


A constant integer register of vertex shader 


OxXXXXXXXX 



WORD (0x7201 8XX0) 



WORD 


Bit 


Description 


Initial State 


W 


[31 :24] 


Constant integer W component value 


OxX 


z 


[23:16] 


Constant integer Z component value 


OxX 


Y 


[15:8] 


Constant integer Y component value 


OxX 


X 


[7:0] 


Constant integer X component value 


OxX 
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42.6.3.4 CONSTANT BOOL REGISTER 

The constant bool value can be stored in the constant bool register. The constant boo! value is only used for the 
static flow control. It is referenced in the conditional branch instruction. The constant bool register is 16-bit boolean 
register. The register number corresponds to the each bit position. TRUE' is represented by '1' and 'FALSE' by 
'0'. 



Register 


Address 


R/W 


Description 


Reset Value 


FGVS_CBOOL 


0x72018400 


R/W 


A constant boolean register of vertex shader 


OxXXXXXXXX 



CBOOL 


Bit 


Description 


Initial State 


reserved 


[S1:16] 


reserved 


OxXXXX 


REG15 


[15] 


Constant Bool register 1 5 


X 


REG14 


[14] 


Constant Bool register 1 4 


X 


REG13 


[13] 


Constant Bool register 1 3 


X 


REG12 


[12] 


Constant Bool register 1 2 


X 


REG11 


[11] 


Constant Bool register 1 1 


X 


REG10 


[10] 


Constant Bool register 1 0 


X 


REG9 


[9] 


Constant Bool register 9 


X 


REGS 


[8] 


Constant Bool register S 


X 


REG7 


[7] 


Constant Bool register 7 


X 


REG6 


[6] 


Constant Bool register 6 


X 


REGS 


[5] 


Constant Bool register 5 


X 


REG4 


[4] 


Constant Bool register 4 


X 


REGS 


[3] 


Constant Bool register S 


X 


REG2 


[2] 


Constant Bool register 2 


X 


REG1 


[1] 


Constant Bool register 1 


X 


REGO 


[0] 


Constant Bool register 0 


X 
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42.6.3.5 CONFIGURATION REGISTER FOR VERTEX SHADER 

Global register contains various configurations and environment setting for global operation. 



Register 


Address 


R/W 


Description 


Reset Value 


FGVS_Config 


0x7201 C800 


W 


Configuration register of vertex shader 


0x00000000 


FGVS_Status 


0x7201 C804 


R 


Internal status register (Reserved) 


0x00000000 


FGVS_PGRange 


0x72020000 


R/W 


Vertex shader program start and end address 


OxOIFFOOOO 


FGVS_AttributeNum 


0x72020004 


R/W 


The number of attributes of current context 


0x00010001 



FGVS_Config 


Bit 


Description 


Initial State 


reserved 


[31:1] 


reserved 


0 


CIrStatus 


[1] 


When this bit is set to '1', the all values of FGVS_Status register are 
cleared. This bit is automatically cleared to '0' after clear operation. 


Ob 


CopyPC 


[0] 


When this bit is set to '1', FGVS_PCRange register value is actually 
copied to the vertex shader inside. This bit is cleared to '0' after copy 
automatically. Without copy command, the value of FGVS_PCRange 
is not used, and the previous values are used for program start and 
end address. 


Ob 



FGVS_PCRange 


Bit 


Description 


Initial State 


IgnorePCEnd 


[31] 


When this bit is set to 1 , PCEnd value is ignored and the only 
program counter stack empty condition is used for program 
termination. 


0 


reserved 


[30:25] 


reserved 


0 


PCEnd 


[24:16] 


When the program counter is reached at the value of PCEnd, the 
shader program is terminated after execution of the instruction at 
this register. This method can save instruction slot and number of 
instruction count to execute. 
The other way to terminate vertex shader program: 
Vertex shader program can be terminated by the extra "ret" 
instruction which makes program counter stack empty condition. 
Usually, "call" and "ret" instruction works a pair. But the intentional 
unmatched "ret" makes vertex shader termination condition. By 
this exception, vertex shader program can be terminated. 


0x1 FF 


reserved 


[15:9] 


reserved 


0 


Restart 


[8:0] 


When the vertex shader start operation, the first instruction, which 
is stored at PCStart, is fetched from instruction memory. 
This register value should be copied to vertex shader program 
counter by PCCopy register before shader starts. 


0x00 



FGVS_AttributeNum 


Bit 


Description 


Initial State 


reserved 


[31:4] 


reserved 


0x0001000 


InAttributeNum 


[3:0] 


The number of attributes for the vertex shader input. 

This should be match the number of input registers in current 

shader program. 


0x1 
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42.6.3.6 INDEX REGISTER FOR INPUT ATTRIBUTE 

Generally, the register number of the input register of the vertex shader matches with the order of input attributes 
from the host. This relationship can be remapped by the input attribute index registers for flexibility. The N-th input 
attribute from host is actually read from the position indicated by the index looked up from the AttribN 
corresponding to the register number of input register in the shader program. 



Register 


Address 


R/W 


Description 


Reset Value 


FGVS_lnAttrlndexO 


0x72020008 


W 


Index of input attributes 0-3 


0x03020100 


FGVS_lnAttrlndex1 


0X7202000C 


w 


Index of input attributes 4-7 


0x07060504 


FGVS_lnAttrlndex2 


0x72020010 


w 


Index of input attributes 8-9 


0X0B0A0908 



FGVSJnAttrlndexO 


Bit 


Description 


Initial State 


reserved 


[31 :28] 


reserved 


0 


AttribS 


[27:24] 


Index of input attribute 3 


0x3 


reserved 


[23:20] 


reserved 


0 


Attrib 2 


[19:16] 


Index of input attribute 2 


0x2 


reserved 


[15:12] 


reserved 


0 


Attrib 1 


[11:8] 


Index of input attribute 1 


0x1 


reserved 


[7:4] 


reserved 


0 


Attrib 0 


[3:0] 


Index of input attribute 0 


0x0 



FGVSJnAttrlndexl 


Bit 


Description 


Initial State 


reserved 


[31 :28] 


reserved 


0 


Attrib7 


[27:24] 


Index of input attribute 7 


0x7 


reserved 


[23:20] 


reserved 


0 


Attrib6 


[19:16] 


Index of input attribute 6 


0x6 


reserved 


[15:12] 


reserved 


0 


Attrib5 


[11:8] 


Index of input attribute 5 


0x5 


reserved 


[7:4] 


reserved 


0 


Attrib4 


[3:0] 


Index of input attribute 4 


0x4 



FGVS_lnAttrlndex2 


Bit 


Description 


Initial State 


reserved 


[31:12] 


reserved 


0x0 BO AO 


Attrib9 


[11:8] 


Index of input attribute 9 


0x9 


reserved 


[7:4] 


reserved 


0 


Attrib8 


[3:0] 


Index of input attribute 8 


0x8 
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42.6.3.7 INDEX REGISTER FOR OUTPUT ATTRIBUTE 

Generally, the register number of input register for pixel shader corresponds to those of output register for vertex 
shader. This relationship can be remapped by the output attributes index registers. The N-th output attribute is 
actually written to the position indicated by the index looked up from the AttribN corresponding to the register 
number of output register in the shader program. The input register 0 gets the value from the output register 1 
becuase the output register 0 of the vertex shader is specially dedicated for the position. So, the output registers 
1 -8 of the vertex shader correspond to the input registers 0-7 of the pixel shader. 



Register 


Address 


R/W 


Description 


Reset Value 


FGVS_OutAttrlndexO 


0x72020014 


W 


Index of output attributes 0-3 


0x03020100 


FGVS_0utAttrlndex1 


0x72020018 


w 


Index of output attributes 4~7 


0x07060504 


FGVS_0utAttrlndex2 


0x7202001 C 


w 


Index of output attributes 8~9 


0X0B0A0908 



FGVS_OutAttrlndexO 


Bit 


Description 


Initial State 


reserved 


[31:28] 


reserved 


0 


AttribS 


[27:24] 


Index of output attribute 3 


0x3 


reserved 


[23:20] 


reserved 


0 


Attrib2 


[19:16] 


Index of output attribute 2 


0x2 


reserved 


[15:12] 


reserved 


0 


Attribi 


[11:8] 


Index of output attribute 1 


0x1 


reserved 


[7:4] 


reserved 


0 


AttribO 


[3:0] 


Index of output attribute 0 


0x0 



FGVS_0utAttrlndex1 


Bit 


Description 


Initial State 


reserved 


[31:28] 


reserved 


0 


Attrib7 


[27:24] 


Index of output attribute 7 


0x7 


reserved 


[23:20] 


reserved 


0 


Attrib6 


[19:16] 


Index of output attribute 6 


0x6 


reserved 


[15:12] 


reserved 


0 


AttribS 


[11:8] 


Index of output attribute 5 


0x5 


reserved 


[7:4] 


reserved 


0 


Attrib4 


[3:0] 


Index of output attribute 4 


0x4 



FGVS_0utAttrlndex2 


Bit 


Description 


Initial State 


reserved 


[31:12] 


reserved 


OxOBOAO 


Attrib9 


[11:8] 


Index of output attribute 9 


0x9 


reserved 


[7:4] 


reserved 


0 


Attrib8 


[3:0] 


Index of output attribute 8 


0x8 
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42.7 PRIMITIVE ENGINES 



42.7.1 OVERVIEW 

Primitive engine is a hardware-wired block that is processing a series of operations including primitive assembly, 
flat shading, view frustum clipping, perspective division and viewport mapping. View frustum clipping is divided 
into near/far plane clipping operations and left/right/top/bottom plane clipping operations. In primitive engine, only 
near/far plane clipping is processed, except when the w-coordinates of clipped vertex is zero. Using the window 
clipping operation, other clipping operations are processed by triangle setup engine and rasterizer. When the w- 
coordinates of a vertex is zero, the primitive engine perform other clipping operations to avoid the w-coordinates of 
the output vertex to be zero. 

The following figure represents the conceptual functional level block diagram of primitive engine to illustrate 
operations of the primitive engine. 



Vertex From Shader 
(Clip coordinate system) 



Primitive Engine 



Primitive 
Assembly 



Shade 
Model 



Frustum 
Clipping 



Perspective 
Division 



Viewport 
Mapping 



To Triangle Setup 
(Window coordinate system) 



42.7.2 PRIMITIVE ENGINE SPECIAL REGISTERS 

There are two kinds of special registers in primitive engine. One is for vertex information such as primitive types, 
the number of associated data, and the shade model. And the other is for viewport parameters. 

42.7.2.1 VERTEX CONTEXT REGISTER 

Vertex context register is divided into three kinds of information for processing an input vertex in the primitive 
engine. The bit fields between 29 and 19 represent the primitive type to render. In the primitive engine, triangles, 
triangle fan, triangle strip, line, line loop, line strip, point, and point sprite are supported. The other types such as 
polygon, quad, and quad strip are not supported but the reserved bits for the types exist in the bit fields. Each bit 
field for the primitive types is orthogonal to another. This implies that the bit for point sprite must be set with 
resetting the bit for points when using point sprite mode. 

The bit fields between 13 and 10 represent the number of associated data with the vertex in encoded format. MSB 
is bit 13 and the LSB is bit 10. The number of associated data is counted assuming that the bit width of associated 
data is 1 28. If the associated data of a vertex are five 32-bit values, then the number of associated data will be set 
as 2. When you want to use vertex shader program point size mode, the number of associated data must be 
increased by 1 . As described above, it is related with the varying variable of vertex shader and vertex shader 
program point size mode, so it ranges from 0 to 9. The number of associated data, VSOUT, can be expressed as 
follows. 
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VSOUT^ 



(thenumberof varyingvariable^ 



(thenumberof varyingvariable^ 



+ 1 , when vertx programpoint size mode 
, otherwise 



The bit fields between 9 and 0 represent the shade model information. The bit field 9 is the master flag that 
represents where shade model is smooth or flat. The bit field from 0 to 8 is associated with the vertex shader 
output slot. When the master flag is 0, the bit fields associated with vertex shader output slot are ignored. For 
example, to use vertex shader output slotO as flat color channel, bit field 9 and bit field 0 must be set as 1 . 
The bit field 31 and 30 are used internally, so don't touch these bit fields. 

Note. In GRAPHIC 3D, the vertex shader supports the number of input attributes up to 8 and that of varying 
variables up to 32. 



Register 


Address 


R/W 


Description 


Reset Value 


FGPE_VERTEX_CONTEXT 


0x72030000 


R/W 


Vertex context format definition 


0x00000000 



VCTX 


Bit 


Description 


Initial State 


INTUSE 


[31 :30] 


Reserved for internal usage. Don't touch this bit field. 


Ob 


POLYGON 


[29] 


Reserved for polygon primitive type 


Ob 


OUADS 


[28] 


Reserved for quads primitive type 


Ob 


QUADSTRIP 


[27] 


Reserved for quad strip primitive type 


Ob 


TRIANGLES 


[26] 


lb = triangles primitive type 
Ob = not triangles primitive type 


Ob 


TRIANGLEFAN 


[25] 


1 b = triangle fan primitive type 
Ob = not triangle fan primitive type 


Ob 


TRIANGLESTRIP 


[24] 


1 b = triangle strip primitive type 
Ob = not triangle strip primitive type 


Ob 


LINES 


[23] 


lb = lines primitive type 
Ob = not lines primitive type 


Ob 


LINELOOP 


[22] 


lb = line loop primitive type 
Ob = not line loop primitive type 


Ob 


LINESTRIP 


[21] 


1 b = line strip primitive type 
Ob = not line strip primitive type 


Ob 


POINTS 


[20] 


1 b = points primitive type 
Ob = not points primitive type 


Ob 


POINTSPRITE 


[19] 


1 b = point sprite primitive type 
Ob = not point sprite primitive type 


Ob 


VERTEXPROGRAIV! 
POINTSIZE 


[18] 


lb = vertex shader program point size mode 
Ob = not vertex shader program point size mode 


Ob 
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VCTX 


Bit 


Description 


Initial state 


reserved 


[17:14] 


reserved 


0 


VSOUT[3:0] 


[13:10] 


Excluding position, the number of output that vertex shader 
uses. 


0x0 


FLAT_SHADE 


[9] 


1 b = using flat shade model, 
Ob = using smooth shade model 


Ob 


FLAT_l\/IODEL8 


[8] 


1b = vertex shader outputs is use flat shade model, 
Ob = vertex shader outputs using smooth shade model. 


Ob 


FLAT_l\/IODEL7 


[7] 


1b = vertex shader output? is use flat shade model, 
Ob = vertex shader output? using smooth shade model 


Ob 


i~i AT ^ /i/^rM — 1 

FLAT_l\/IODEL6 


[6] 


lb = vertex shader outputs is use flat shade model, 
Ob = vertex shader outputs using smooth shade model 


Ob 


i~i AT ^ /i/^rM — 1 i~ 

FLAT_l\/IODEL5 


[5] 


lb = vertex shader outputs is use flat shade model, 
Ob = vertex shader outputs using smooth shade model 


Ob 


i~i AT ^ /i/^rM — 1 A 

FLAT_l\/IODEL4 


r yll 

[4] 


lb = vertex shader output4 is use flat shade model, 
Ob = vertex shader output4 using smooth shade model 


Ob 


F L AT_I\/1 0 D E L3 


[3] 


lb = vertex shader outputs is use flat shade model, 
Ob = vertex shader outputs using smooth shade model 


Ob 


FLAT_M0DEL2 


[2] 


lb = vertex shader output2 is use flat shade model, 
Ob = vertex shader output2 using smooth shade model 


Ob 


FLAT_M0DEL1 


[1] 


lb = vertex shader outputi is use flat shade model, 
Ob = vertex shader outputi using smooth shade model 


Ob 


FLAT_MODEL0 


[0] 


lb = vertex shader outputO is use flat shade model, 
Ob = vertex shader outputO using smooth shade model 


Ob 
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42.7.2.2 VIEWPORT PARAMETER REGISTERS 

The viewport transformation is determined by the viewport's width and height in pixels, p^and Py, respectively, and 



y M 



are given by 



its center (o^, Oy) also in pixels. The vertex's window coordinates. 



The factor and offset applied to z^y encoded by near depth range, n and far depth range, f. The center of viewport, 
(Ox, Oy) can be expressed as (xo+Px/2, yo+Py/2), assuming that the origin of viewport is (xq, yo)- In GRAPHIC 3D, y- 
axes flipped window coordinates system is used. To generate y-axes flipped window coordinates system, we 
simply replace y-axes related equations, yw=(Py/2)yci+0y and Oy=yo+Py/2mVc\ yw=(-Py/2)yci+0y and Oy=(window 
height) -yo-Py/2, respectively. 



fx ^ 




r 


y w 










J(/ 



Register 


Address 


R/W 


Description 


Reset Value 


FGPE_VIEWPORT_OX 


0x72030004 


R/W 


The x-coordinate of viewport center 


OxX 


FGPE_VIEWPORT_OY 


0x72030008 


R/W 


The y-coordinate of viewport center 


OxX 


FGPE_VIEWPORT_HALF_PX 


0X7203000C 


R/W 


Half of viewport width 


OxX 


FGPE_VIEWPORT_HALF_PY 


0x72030010 


R/W 


Half of viewport height 


OxX 


FGPE DEPTHRANGE HALF 
_F_SUB_N 


0x72030014 


R/W 


Half of depth range far minus near 


0X3F000000 


FGPE DEPTHRANGE HALF 
_F_ADD_N 


0x72030018 


R/W 


Half of depth range far plus near 


0X3F000000 



The detailed descriptions are using the following notation. 

• Pxi the width of viewport in terms of pixel 

• Py! the height of viewport in terms of pixel 

• Xq: the y-coordiante of the viewport origin in widow coordinate system 

• yg: the y-coordiante of the viewport origin in widow coordinate system 

• n: near value of the depth range 

• f : far value of the depth range 

• H: the height of the window in terms of pixel 





Bit 


Description 


Initial State 


FGPE_VIEWPORT_OX 


[31:0] 


The x-coordinate of viewport center 

° 2 


OxX 
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Bit 


Description 


Initial State 


FGPE_VIEWPORT_OY 


[31:0] 


The y-coordinate of viewport center 

If you want to generate y-flipped window coordinates, 
set this SFR as follows. 


OxX 






Bit 


Description 


Initial State 


FGPE VIEWPORT HALF 
PX 


[31:0] 


The half value of viewport width 

2 


OxX 





Bit 


Description 


Initial State 


FGPE VIEWPORT 
_HALF_PY 


[31:0] 


Half of viewport height 

2 

If you want to generate y-flipped window coordinates, 
set this SFR as follows. 

2 


OxX 





Bit 


Description 


Initial State 


FGPE DEPTHRANGE HA 
LF_F_SUB_N 


[31:0] 


The half value of subtract depth range far from near 

f-n (n,/e[0,l]) 
2 


0X3F000000 






Bit 


Description 


Initial State 


FGPE DEPTHRANGE 
_HALF_F_ADD_N 


[31:0] 


The half value of add depth range far to near 

f + n (n,/e[0,l]) 
2 


0X3F000000 
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42.8 RASTER ENGINES 

42.8.1 OVERVIEW 

Raster engine include triangle setup engine and rasterizer. 



Triangle setup engine overview 

Primitive y-value bounding 

Back face culling 
Edge interpolation 
Triangle gradients calculation 
Depth offset calculation 



From Primitive 
Engine 



A triangle is composed by 
three geometry informations 



Y Clipping 



Back-Face Cull 



Depth offset 



Surface Information 
(96bit/transfer) 



Edge Information 
(64bit/tansfer) 



Rasterizer overview 

• Triangle, Line, Point, and Point Sprite are supported. (aliased only) 

• 1 -fragment is generated per cycle by a 1 x1 stamp. 

• Fragment position value calculation, (screen coordinates[x, y], depth[z, iw]) 

• Fragment value calculation, (color / fog / normal / texture coordinates) 

• Coefficients calculation for LOD selection. 



Surface 
Information 



Edge 
Information 



Input 
Buffe 
rs 



Span Filling 
(find valid pixels) 



Interpolators 
(W/Z/RGBA/STRQ) " 



Pixel 
Distri 
butor 



LOD generator 
(face information) 



butor 



Pixel 
Shader 
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42.8.2 INITIAL OPERATION 

The details of raster engine operation: 

Sampling position control register: This register indicates whether pixel is sampled at the center or corner of the 
pixel. So, it is enough to set this value one time initially. 

Depth offset control register: It is necessary to set this register and the values of factor and units for an object that 

uses depth offset. This register value can be changed only in context switching time. 

Back face culling control register: To process back face cull, cull face register, front face register and enable 

register all should be set properly. This register value can be changed only in context switching time. 

LOD control register: It is necessary to set this register if pixel shader uses DDX/DDY/LOD. This register value 

should be set to Ob when pixel shader doesn't use DDX/DDY/LOD. This register value can be changed only in 

context switching time. 

Window X/Y-Clipping region control register: To clip window region given by viewing frustum. 
Coord Replace control register: It is used for only Point Sprite rendering. For PointSprite, texture coordinate 
attribute generated in TSE is attached behind of the last attribute. Therefore, the Coord Replace control bit should 
be set correctly in the attribute number corresponding to the attached texture coordinate attribute. And, the 
number of attributes should be set to the number increased by one for the attached texture coordinate 
attribute. (That is, NumOutAttrib in FGHI_CONTROL register and VSOUTin FGPE_VERTEX_CONTEXT 
register shouid be increased by one respectively. ) 

Point Width control register: Point size value can be set by the SFR, PointWidth. Or, Point size value can be given 
from Vertex Shader. For this, the VPPS (VERTEXPROGRAMPOINTSIZE) SFR in Primitive Engine should be set. 
And then, the selected Point size is clamped by both PointSize_Min and PointSize_Max. 
Line Width control register: It is used to assign Line Width value. 
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42.9 RASTER ENGINE SPECIAL REGISTERS 



42.9.1 SAMPLING POSITION REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


FGRA_PixSamp 


0x72038000 


RW 


Indicate pixel sampling position register 


0x00000000 




FGRA_PixSamp 


Bit 


Description 


Initial State 


reserved 


[31:1] 


reserved 




PixCornerSamp 


[0] 


Select sample position used when fetching pixels for texture 
and shading 

Ob = (0.5, 0.5) center position 
lb = (0, 0) left-top corner position 


Ob 



42.9.2 DEPTH OFFSET REGISTERS 

The offset value o for a polygon is 
0 = m * factor + r* units. 

m means the maximum value of incremental ratio to polygon's depth value, o can have the value of [0, 1] range. 
And, r (0x33800002) is a H/W characteristic value related to the usable resolution of the depth buffer. The factor 
scales m and the units scales r. The offset value o is applied to depth values of all pixels of a polygon. 



Register 


Address 


R/W 


Description 


Reset Value 


FGRA_DOffEn 


0x72038004 


RW 


Depth offset enable register 


0x00000000 


FGRA_DOff Factor 


0x72038008 


RW 


Depth offset factor register 


0x00000000 


FGRA_DOff Units 


0x72038000 


RW 


Depth offset units register 


0x00000000 


FGRA_DOffRln 


0x72038010 


RW 


Depth offset implementation constant r value 


0x34000001 




FGRA_DOffEn 


Bit 


Description 


Initial State 


reserved 


[31:1] 


reserved 


0 


DOffEn 


[0] 


Depth offset usage control register 

Ob = Disable lb = Enable 


Ob 




FGRA_DOff Factor 


Bit 


Description 


Initial State 


DOffFactor 


[31:0] 


Factor scales the max depth slope of the polygon. 
Used to calculate the depth offset value. 


0x0 




FGRA_DOffUnits 


Bit 


Description 


Initial State 


DOffUnits 


[31:0] 


Unit scale an implementation dependent constant that relates 
to the usable resolution of the depth buffer. 
Used to calculate the depth offset value. 


0x0 
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FGRA_DOffRln 


Bit 


Description 


Initial State 


DOffRIn 


[31:0] 


An implementation dependent constant that relates to the 
usable resolution of the depth buffer. (Do not change.) 
Used to calculate the depth offset value of a polygon. 


0x33800002 



42.9.3 BACK-FACE CULL CONTROL REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


FGRA_BFCULL 


0x72038014 


RW 


Back-face culling control register 


0x00000000 



FGRA_BFCULL 


Bit 


Description 


Initial State 


reserved 


[31:4] 


reserved 


0 


BCullEn 


[3] 


Back-face culling enable 

Ob = Disable lb = Enable 


Ob 


BCullFront 


[2] 


Front face selection 

Ob = CCW 1 b = CW 


Ob 


BCullFace 


[1:0] 


Culling face selection 

00b = back 01 b = front 

1 0b = reserved 1 1 b = front and back 


00b 



42.9.4 WINDOW Y CLIPPING REGION REGISTER 

In programmer's view, screen has (0, 0) pixel in the left-bottom corner. But, in the view of HA/V, (0, 0) pixel is in the 
left-top corner. So, it is necessary to flip the y coordinate value when Y clipping value is set. After receiving the 
value of dd_min_val and dd_max_val from device driver, the following equation is used to get MIN, MAX values. 
MAX = (screen_height_val - 1) - dd_min_val 

MIN = (screen_height_val - 1) - dd_max_val 



Register 


Address 


R/W 


Description 


Reset Value 


FGRA_YCLIP 


0x72038018 


RW 


Y clipping coordinate register 


0x00000000 



FGRA_YCLIP 


Bit 


Description 


Initial State 


reserved 


[31 :28] 


reserved 


0 


YMaxVal 


[27:16] 


Y clipping max coordinate (y < YMaxVal) 


0x0 


reserved 


[15:12] 


reserved 


0 


YMinVal 


[11:0] 


Y clipping min coordinate (YMinVal < y) 


0x0 
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42.9.5 LEVEL OF DETAIL CONTROL REGISTER 

This register serves more programmability to pixel shader. LOD coefficients (K1 ~ K12) can be used in pixel 
shader and are controlled by LODCTL. LOD coefficients generated according to LODCTL are as follows. 



DDY 


L_/ l_/ /\ 


1 on 


LOD coefficients 






0 


0 


0 


No 








0 


0 


1 


K1 K3 K5 


K2 K4 K6 






0 


1 


0 


K1 K3 


K2 K4 


K7 K9 




K8 K10 








0 


1 


1 


K1 K3 K5 
K10 


K2 K4 K6 


K7K9 


K8 


1 


0 


0 


K1 K5 


K2 


K6 K7 


K11 


K8 


K12 






1 


0 


1 


K1 K3 K5 
K12 


K2 K4 K6 


K7 K11 


K8 


1 


1 


0 


K1 K3 K5 
K12 


K2 K4 K6 


K7 K9 K1 1 


K8 K10 


1 


1 


1 


K1 K3 K5 


K2 K4 K6 


K7 K9 K1 1 


K8 K10 


K12 









Register 


Address 


R/W 


Description 


Reset Value 


FGRA_LODCTL 


0X7203C000 


RW 


Indicate LOD calculation control register 


0x00000000 



FGRA_LODCTL 


Bit 


Description 


Initial State 


reserved 


[31 :24] 


reserved 


0 


LodCon7 


[23:21] 


{DDY, DDX, LOD} for attribute 7 
000b = all LOD coefficient disable 
001b = LOD coefficients calculation enable 
010b = DDX coefficients calculation enable 
01 lb = DDX & LOD coefficients enable 
100b = DDY coefficients calculation enable 
101b = DDY & LOD coefficient enable 
1 1 0b = DDY & DDX coefficient enable 
1 1 1 b = all LOD coefficient enable 


000b 


LodCone 


[20:18] 


Same as above 


000b 


LodConS 


[17:15] 


Same as above 


000b 


LodCon4 


[14:12] 


Same as above 


000b 


LodCon3 


[11:9] 


Same as above 


000b 


LodCon2 


[8:6] 


Same as above 


000b 


LodConI 


[5:3] 


Same as above 


000b 


LodConO 


[2:0] 


Same as above 


000b 
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42.9.6 WINDOW X CLIPPING REGION REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


FGRA_CLIPX 


0x7203C004 


RW 


X clip coordinate register 


0x00000000 



FGRA_CLIPX 


Bit 


Description 


Initial State 


reserved 


[31 ■28] 


reserved 


0 


Xright 


[27:16] 


X-clip right(Max) coordinate (x < Xright) 


0x0 


reserved 


[15:12] 


reserved 


0 


Xleft 


[11:0] 


X clip left(Min) coordinate (Xleft < x) 


0x0 



42.9.7 POINT WIDTH CONTROL REGISTERS 

Point width value is clamped by Point Width Min and Point Width Max values. 



Register 


Address 


R/W 


Description 


Reset Value 


FGRA_P WIDTH 


0x7203801c 


RW 


Point Width control register 


0X3F800000 


FGRA_PSIZE_MIN 


0x72038020 


RW 


Point Width Min value control register 


0X3F800000 


FGRA_PSIZE_MAX 


0x72038024 


RW 


Point Width Max value control register 


0x45000000 



FGRA_PWIDTH 


Bit 


Description 


Initial State 


PointWidth 


[31:0] 


Specify point width value (floating point). 


0X3F800000 




FGRA_PSIZE_MIN 


Bit 


Description 


Initial State 


PointSize_Min 


[31:0] 


Specify point width minimum value (floating point). 


0X3F800000 




FGRA_PSIZE_MAX 


Bit 


Description 


Initial State 


PointSize_Max 


[31:0] 


Specify point width maximum value (floating point). 


0x45000000 
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42.9.8 COORD REPLACE CONTROL REGISTER 

This register is used for texture coordinate generation in time of Point Sprite rendering. Only one bit of the eight 
control bits should be activated. Generated texture coordinates for Point Sprite are stored in the attribute 
register denoted by the selected number. 



Register 


Address 


R/W 


Description 


Reset Value 


FGRA_COORDREPLACE 


0x72038028 


RW 


Coord Replace control register 


0x00000000 



FGRA_COORDREPLAC 


Bit 


Description 


Initial State 


reserved 


[31:8] 


reserved 


0x0 


Coord Replace? 


[7] 


Coord Replace control bit for Attribute #7 


0 


Coord Replaces 


[6] 


Coord Replace control bit for Attribute #6 


0 


Coord Replaces 


[5] 


Coord Replace control bit for Attribute #5 


0 


Coord Replace4 


[4] 


Coord Replace control bit for Attribute #4 


0 


Coord Replaces 


[3] 


Coord Replace control bit for Attribute #3 


0 


Coord Replace2 


[2] 


Coord Replace control bit for Attribute #2 


0 


Coord Replace 1 


[1] 


Coord Replace control bit for Attribute #1 


0 


Coord ReplaceO 


[0] 


Coord Replace control bit for Attribute #0 


0 



42.9.9 LINE WIDTH CONTROL REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


FGRA_LWIDTH 


0x7203802C 


RW 


Line Width control register 


0x3F800000 



FGRA_LWIDTH 


Bit 


Description 


Initial State 


LineWidth 


[31:0] 


Specify line width value (floating point). 


0x3F800000 
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42.10 PIXEL SHADER 

42.10.1 OVERVIEW 

The proposed shader consists of 4-way floating point SIMD architecture and small scalar core. Each data path 
has 4-way float type register and scalar register, respectively. 

The simplified pixel shader block diagram and its interface are shown in the Figure 6-1 . The input data is pixel 
attributes such as position, color and texture coordinate coming from rasterizer. Instruction and predefined 
constants are downloaded from host processor for the shader execution. Temporary register, loop counter 
register, predicate register are cooperated for pixel processing. For the texture mapping, the pixel shader interacts 
with texture unit. The processed pixel data is finally transferred to per-fragment units through output register. 



From HOST 



From 

Rasterizer 



Position 
Register 



Face 
Register 



Input 



Loop 
Count 



Temporary 



Predicate 
Register 







Constant 

F 


1 


R 



Instruction 
Memory 



Pixel Shader 
Data Path 



Program 
Counter & 



Output 
Register 



0 Per 
■ragment 



Figure 6-1 Pixel Shader Block Diagram 

Programmable shader has two register groups according to its usage. One is special function register (SFR) for 
HW configuration and the other is program register for shader program. SFR can be accessed by only HOST 
CPU. Some of program registers such as instruction memory, constant float register, constant integer register and 
constant Boolean register can be access by both HOST CPU and shader itself according to programmable shader 
operation mode. Other program register can be access by programmable shader and interface block such as 
rasterizer or per-fragment unit. In this document, the register which can be accessed by HOST CPU is briefly 
overviewed. The details of pixel shader operation are covered separated document "the Programmable Shader 
S/W Developer's Guide". 



42-42 



^^^^^^ 



ELECTRONICS 



6410X_UM 



GRAPHIC 3D 



42.10.2 INSTRUCTION MEMORY 

The instruction memory has 512 slots and 1 slot is composed of 4 words. 



Register 


Address 


R/W 


Description 


Reset Value 


INSTMEM 


0x72040000 ~ 
0x72041 FFF 


W 


Instruction memory of pixel shader 


OxX 



See the Programmable Shader S/W Developer's Guide for more detail. 



42.10.3 CONSTANT FLOAT REGISTER 

The constant floating-point numbers can be stored in the constant float register for calculating in the program. The 
constant float register has 256 entries. Each entry is composed of 4 channels, x, y, z, w. Each channel is 32-bit 
word and has IEEE single precision floating-point format. (De-normalized number is not supported.) 



Register 


Address 


R/W 


Description 


Reset Vaiue 


FGPS_C FLOAT 


0x72044000 ~ 
Ox72044FFF 


W 


Constant float register of pixel shader 





Word 3 (0X72044XXC) 



WORDS 


Bit 


Description 


Initial State 


W 


[127:96] 


Constant float W component value 


OxXXXXXXXX 


Word 2 (Ox72044XX8) 


W0RD2 


Bit 


Description 


Initial State 


Z 


[95:64] 


Constant float Z component value 


OxXXXXXXXX 



Word 1 (Ox72044XX4) 



W0RD1 


Bit 


Description 


Initial State 


Y 


[63:32] 


Constant float Y component value 


OxXXXXXXXX 


Word 0 (0X72044XX0) 


WORDO 


Bit 


Description 


Initial State 


X 


[31:0] 


Constant float X component value 


OxXXXXXXXX 
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* IEEE single precision floating-point format 





Bit 


Description 


Initial State 


s 


[15] 


Sign bit 


OxXXXXXX 


E 


[14:10] 


Biased exponent 


OxXX 


F 


[9:0] 


Fraction 


OxXX 



Floating-point value V is Not a Number(NaN) if E=63 and F is nonzero 

• -lnfinity(-INF) if E=63 and F=0 and S=1 

• +lnfinity(+INF) if E=63 and F=0 and S=0 

(-1 f * 2^^'^^^ * (1 .F) if 0<E<63 where "1 .F" is intended to represent the binary number created by prefixing F with 
an implicit leading 1 and a binary point 

De-normalized number (-1)^ * 2^'^^^^ * (O.F) if E=0 and F is nonzero (Not supported) 

• -0 if E=0 and F=0 and S=1 

• +0 if E=0 and F=0 and S=0 

42.10.4 CONSTANT INTEGER REGISTER 

The constant integer values can be stored in the constant integer register. The constant integer value is only used 
for the flow control - that is the iteration count for loop or the index of relative addressing. The constant integer 
register has 16 entries, and each entry is composed of 4-channel 8-bit unsigned integer value. 



Register 


Address 


R/W 


Description 


Reset Value 


FGPS_CINT 


0x72048000 ~ 
0x7204803F 


W 


A constant integer register of pixel sliader 


OxXXXXXXXX 



Word (0X72048XX0) 



WORD 


Bit 


Description 


Initial State 


W 


[31 :24] 


Constant integer W component value 


OxX 


z 


[23:16] 


Constant integer Z component value 


OxX 


Y 


[15:8] 


Constant integer Y component value 


OxX 


X 


[7:0] 


Constant integer X component value 


OxX 
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42.10.5 CONSTANT BOOL REGISTER 

The constant bool value can be stored in the constant bool register. The constant boo! value is only used for the 
static flow control. It is referenced in the conditional branch instruction. The constant bool register is 16-bit boolean 
register. The register number corresponds to the each bit position. TRUE' is represented by '1' and 'FALSE' by 
'0'. 



Register 


Address 


R/W 


Description 


Reset Value 


FGPS_CBOOL 


0x72048400 


W 


Constant bool register of the pixel shader 


0x0 



FGPS_CBOOL 


Bit 


Description 


Initial State 


reserved 


[S1:16] 


reserved 


0 


REG15 


[15] 


Constant Bool register 15 


0 


REG14 


[14] 


Constant Bool register 14 


0 


REG13 


[13] 


Constant Bool register 13 


0 


REG12 


[12] 


Constant Bool register 12 


0 


REG11 


[11] 


Constant Bool register 1 1 


0 


REG10 


[10] 


Constant Bool register 10 


0 


REG9 


[9] 


Constant Bool register 9 


0 


REGS 


[8] 


Constant Bool register S 


0 


REG7 


[7] 


Constant Bool register 7 


0 


REG6 


[6] 


Constant Bool register 6 


0 


REGS 


[5] 


Constant Bool register 5 


0 


REG4 


[4] 


Constant Bool register 4 


0 


REGS 


[3] 


Constant Bool register S 


0 


REG2 


[2] 


Constant Bool register 2 


0 


REG1 


[1] 


Constant Bool register 1 


0 


REGO 


[0] 


Constant Bool register 0 


0 
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42.10.6 SPECIAL FUNCTION REGISTER FOR HW CONFIGURATION 



Register 


Address 


R/W 


Description 


Reset Value 


FGPS ExeMode 


0x7204C800 


R/W 


Pixel shader execution mode control register 


0x0 


FGPS_PCStart 


0X7204C804 


R/W 


Start address of pixel shader program 


0x0 


FGPS_PCEnd 


0X7204C808 


R/W 


End address of pixel shader program 


0x0 


FGPS_PGGopy 


0X7204C80C 


R/W 


Copy PSPCS_ADDR value to program counter 


0x0 


FGPS_AttributeNum 


0X7204C810 


R/W 


Number of attribute of current context 


0x0 


FGPS_IBStatus 


0X7204C814 


R 


Stauts signal of PS Input Buffer initialization is 
NotReady 

0 : Ready 1 : Not Ready 


0x0 



FGPS_ExeMode 


Bit 


Description 


Initial State 


reserved 


[31:1] 


reserved 


0 


FGPS_ExeMode 


[0] 


Select Pixel Shader Execution Mode Register 
0: HOST Access Mode (PSHostMode). HOST CPU can access 
HW configuration register. Some program register such as 
instruction memory, float/integer/bool constant register cab be 
downloaded in this mode. 

1 : Pixel Shader Execution Mode. (PSExeMode). Pixel shader 

runs normal operation. In this mode, host CPU can read only 

the status register of FGPS_IBStatus and FGPSJsNotEmpty. 

If host CPU change the other registers value, the pixel shader 

operation is unpredictable. 

The mode change constraints. 

PSHostMode PSExeMode : 

Set All configuration register value 

Load Instruction, Constant F/B/l register 

Confirm FGPSJBStatus is '0'. 

Assert FGPS_ExeMode to '1'. 

PSExeMode PSHostMode : 

Confirm lsNotEmpty_PS is '0' for all pixel shader. 

Assert FGPS_ExeMode to '0' 


Ob 




FGPS_PCStart 


Bit 


Description 


Initial State 


reserved 


[31:9] 


reserved 


0 


FGPS_PCStart 


[8:0] 


When the pixel shader start operation, the first instruction, which 
is stored at FGPS_PCStart, is fetched from instruction memory. 
This register value should be copied to pixel shader program 
counter by FGPS_PCCopy register before shader starts.This 
value is the address of first instruction which is executed when 
the pixel shader starts. It is copied to program counter of pixel 
shader by command. 


0x0 
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FGPS_PCEnd 


Bit 


Description 


Initial State 


reserved 


[31:10] 


reserved 


0 


FGPS IgnorePC 
End 


[9] 


When this bit is set to 1 , FGPS_PGEnd value is ignored and the 
only program counter stack empty condition is used for program 
termination. 


0 


FGPS_PCEnd 


[8:0] 


When the program counter is reached at the value of 
FGPS_PGEnd, the shader program is terminated after 
execution of the instruction at this register. This method can 
save instruction slot and number of instruction count to execute. 
The other way to terminate pixel shader program : 
Pixel shader program can be terminated by the extra "ret" 
instruction which makes program counter stack empty condition. 
Usually, "call" and "ret" instruction works a pair. But the 
intentional unmatched "ret" makes pixel shader termination 
condition. By this exception, pixel shader program can be 
terminated. 


0x1 FF 




FGPS_PCCopy 


Bit 


Description 


Initial State 


reserved 


[31:1] 


reserved 


0 


FGPS_PCCopy 


[0] 


When this bit is set to '1 ', FGPS_PCStart register value is 
actually copied to the pixel shader inside. This bit is auto 
cleared to '0' after copy. 

Without copy command, the value of FGPS_PCStart is not 
used, and the previous value is used for program start. 


Ob 




FGPS_Attribute 
Num 


Bit 


Description 


Initial State 


reserved 


[31:4] 


reserved 


0 


FGPS_AttributeN 
um 


[3:0] 


This register value can have the value ranged between 1 and 8 
according to the number of semantics such as color and texture 
coordinate which are transferred to pixel shader input register 
from rasterizer. 

If no semantics are transferred into input register and only 
position is transferred to position register, FGPS_ AttributeNum 
should be set to '1 '. Otherwise, this register is set to the number 
of semantics transferred to pixel shader input register. 
If pixel shader program use more semantics than that 
transferred to pixel shader input register, the pixel shader 
output is unpredictable. 


0x8 
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FGPSJBStatus 


Bit 


Description 


Initial State 


reserved 


[31:1] 


reserved 


0 


FGPSJBStatus 


[0] 


This is read only register for monitoring pixel shader input 
buffer IsNotReady. 

When FGPS_AttributeNum value is changed, the pixel 
shader input buffer initialization sequence starts. During the 
input bffer initialization, this bit is set to '1'. After initialization, 
it is automatically cleared to '0'. 


Ob 
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42-11 TEXTURE UNITS 

42.11.1 OVERVIEW 
Texture unit (for pixel) 

Texture unit includes address generation logic, filtering unit, texture cache, and decompression unit. Vertex 
texture unit includes address generation unit and vertex texture cache. 
Texture unit supports Non 2'^-sized Textures (Arbitrary Rectangular Texture). 

• Up to Eight Simultaneous Textures (Max. 8 Texture Samplers) 

♦ Each texture context is fully configured by dedicated register sets. 

♦ Controllable Min./Max. Mipmap levels for each texture. 

• Max. Width/Height of Textures: 2048x2048 

• Min. Width/Height of Textures: 1x1 

• Max. Mipmap Levels: 12 Levels 

• Texture Size fo Mipmap Level / 

♦ Max[1 , floor{(Width of level 0 texture) / 2'}] x Max[1 , floor{(Height of level 0 texture) / 2'}] 

• Texture unit supports 2D texture, Cubemap, and 3D texture. 

♦ For 3D textures. Level 0 texture only 

• Bilinear, Trilinear Filtering is supported. Also S3TC compression format and paletted texture format are 
supported. 

♦ For S3TC compression format, Min. Width/Height of Textures is 4 x 4. 

♦ Paletted texture format: 1 bpp, 2bpp, 4bpp, 8bpp 

• Mipmapping and the following Wrap Modes are supported 

♦ Non-parametric coordinate: Clamp to edge 

♦ Parametric coordinate: Repeat, Flip (Mirrored repeat). Clamp to edge 
Vertex texture unit (for vertex) 

Filtering is not supported. Vertex texture unit is only used to fetch 32-bit texture data. 
Both compress format and paletted texture are not supported. 
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42.11.2 TEXTURE UNITS SPECIAL REGISTERS 
42.11.2.1 Texture Status Register 



Register 


Address 


R/W 


Description 


Reset Value 


FGTU_TSTAO 


0x72060000 


R/W 


Texture O's status 


0x08000000 


FGTU_TSTA1 


0x72060050 


R/W 


Texture 1's status 


0x08000000 


FGTU_TSTA2 


0X720600A0 


R/W 


Texture 2's status 


0x08000000 


FGTU_TSTA3 


0X720600F0 


R/W 


Texture 3's status 


0x08000000 


FGTU_TSTA4 


0x72060140 


R/W 


Texture 4's status 


0x08000000 


FGTU_TSTA5 


0x72060190 


R/W 


Texture 5's status 


0x08000000 


FGTU_TSTA6 


0x720601 EO 


R/W 


Texture 6's status 


0x08000000 


FGTU_TSTA7 


0x72060230 


R/W 


Texture 7's status 


0x08000000 



FGTU_TSTAn 


Bit 


Description 


Initial State 


reserved 


[31:29] 


reserved 


000b 


TYPE 


[28-271 


Texture tvoe 

00b = reserved 01 b = 2D enable 
1 0b = Cube Enable 11 b = 3D enable 


01b 


reserved 


[26:23] 


reserved 


0000b 


CK_SEL 


[22:21] 


Color Key Enable/Selection 
00b = Disable 

01b = Enable (Use Color Key Register 1 or Color Key YUV 

Register) 

10b = Disable 

1 1 b = Enable (Use Color Key Register 2 or Color Key YUV 
Register) 


00b 


TEX_EXP 


[20] 


Texture Value Expansion Method 
Ob = Duplicate LSB 
lb = Zero Padding 


Ob 


AFORMAT 
_SEL 


[19] 


Alpha Location Selection 
Ob = ARGB 
1b = RGBA 


Ob 


PAL TEX FO 
RMAT 


[18:17] 


RGB Format in Palette 
00b = 1555 
01b = 565 
10b = 4444 
lib = 8888 


00b 
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FGTU_TSTAn 


Bit 


Description 


Initial State 


TEXTURE 
_FORMAT 


[16:12] 


Texture Format 

00000b = 1555 00001b = 565 

0001 Ob = 4444 0001 1 b = Depth Component 1 6 

00100b = 88(intensity/alpha) 

UU lU lU — O ^IIIUI lULrl II Ul 1 IdLIO II Idp, 1 UpilLrClLUU III dll Ol Idl II lUly 

001 10b = 8888 
00111b = 1BPP 

01000b = 2BPP 01001b = 4BPP 
01010b = 8BPP 01011b = S3TC 
01 1 00b = YUV422 , Y1 VYOU ordering 
01 1 01 b = YUV422 , VY1 UYO ordering 
01 1 1 0b = YUV422 , Y1 UYOV ordering 
01 1 1 1 b = YUV422 , UY1 VYO ordering 
10000b~1 111 lb = reserved 


00000b 


UADDR 
MODE 


[11:10] 


Mode used in U address 

UUD = Hepeat ui D = riip 

1 0b = Clamp to edge 11 b = reserved 

*Note: In non-parametric coordinate system, UADDR_MODE are 

set to clamp to edge. 


00b 


VADDR 
MODE 


[9:8] 


Mode used in V address 

UUD = Hepeat ui d = riip 

1 0b = Clamp to edge 1 1 b = reserved 

*Note: In non-parametric coordinate system, VADDR_MODE are 

set to clamp to edge 


00b 


PADDR 
_MODE 


[7:6] 


Mode used in P address 

00b = Repeat 01 b = Flip 

1 0b = Clamp to edge 1 1 b = reserved 

*Note: In non-parametric coordinate system, PADDR_MODE are 

set to clamp to edge 


00b 


reserved 


[5] 


reserved 


Ob 


TEX_COOR 


[4] 


Texture Addressing Coordinate System 
Ob = Parametric 
1 b = Non-parametric 


Ob 


MAG_FILTER 


[3] 


Bilinear Filter Control (Magnification) 
Ob = Don't filter between pixels in a map 
1 b = Bilinear filter between pixels in a map 


Ob 


TEX_FLT_EN 


[2] 


Bilinear filter Control (Minification) 

Ob = Don't filter between pixels in a map 

lb = Bilinear filter between pixels in a map 


Ob 


MIPMAP_EN 


[1:0] 


MIPMAP Control 

00b = Don't use MIPAMP 

01b = MIPMAP use, select nearest map 

10b = MIPMAP use, and linear interpolation between maps. 

1 1 b = reserved 


00b 
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42.11.2.2 TEXTURE U SIZE REGISTER 0-7 



Register 


Address 


R/W 


Description 


Reset Value 


FGTU_USIZEO 


0x72060004 


R/W 


Texture O's U Size 


0x00000000 


FGTU_USIZE1 


0x72060054 


R/W 


Texture 1's U Size 


0x00000000 


FGTU_USIZE2 


0x720600A4 


R/W 


Texture 2's U Size 


0x00000000 


FGTU_USIZE3 


0x720600F4 


R/W 


Texture 3's U Size 


0x00000000 


FGTU_USIZE4 


0x72060144 


R/W 


Texture 4's U Size 


0x00000000 


FGTU_USIZE5 


0x72060194 


R/W 


Texture 5's U Size 


0x00000000 


FGTU_USIZE6 


0x720601 E4 


R/W 


Texture 6's U Size 


0x00000000 


FGTU_USIZE7 


0x72060234 


R/W 


Texture 7's U Size 


0x00000000 



FGTU_USIZEn 


Bit 


Description 


Initial State 


reserved 


[31:11] 


reserved 


0 


U_SIZE 


[10:0] 


U Size of Level 0 Texture 


0x0 



42.11.2.3 TEXTURE V SIZE REGISTER 0-7 



Register 


Address 


R/W 


Description 


Reset Value 


FGTU_VSIZE0 


0x72060008 


R/W 


Texture O's V Size 


0x00000000 


FGTU_VSIZE1 


0x72060058 


R/W 


Texture 1's V Size 


0x00000000 


FGTU_VSIZE2 


0X720600A8 


R/W 


Texture 2's V Size 


0x00000000 


FGTU_VSIZE3 


0x720600F8 


R/W 


Texture 3's V Size 


0x00000000 


FGTU_VSIZE4 


0x72060148 


R/W 


Texture 4's V Size 


0x00000000 


FGTU_VSIZE5 


0x72060198 


R/W 


Texture 5's V Size 


0x00000000 


FGTU_VSIZE6 


0x720601 E8 


R/W 


Texture 6's V Size 


0x00000000 


FGTU_VSIZE7 


0x72060238 


R/W 


Texture 7's V Size 


0x00000000 



FGTU_VSIZEn 


Bit 


Description 


Initial State 


reserved 


[31:11] 


reserved 


0 


V_SIZE 


[10:0] 


V Size of Level 0 Texture 


0x0 
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42.1 1 .2.4 TEXTURE P SIZE REGISTER 0-7 



Register 


Address 


R/W 


Description 


Reset Value 


FGTU_PSIZEO 


0x72060000 


R/W 


Texture O's P Size 


0x00000000 


FGTU_PSIZE1 


0X7206005C 


R/W 


Texture 1's P Size 


0x00000000 


FGTU_PSIZE2 


0x720600AC 


R/W 


Texture 2's P Size 


0x00000000 


FGTU_PSIZE3 


0X720600FC 


R/W 


Texture 3's P Size 


0x00000000 


FGTU_PSIZE4 


0x72060 14C 


R/W 


Texture 4's P Size 


0x00000000 


FGTU_PSIZE5 


0x720601 9C 


R/W 


Texture 5's P Size 


0x00000000 


FGTU_PSIZE6 


0x720601 EC 


R/W 


Texture 6's P Size 


0x00000000 


FGTU_PSIZE7 


0x7206023C 


R/W 


Texture 7's P Size 


0x00000000 



FGTU_PSIZEn 


Bit 


Description 


Initial State 


reserved 


[31:11] 


reserved 


0 


P_SIZE 


[10:0] 


P Size of Level 0 Texture (the Deptli of 3D Textures) 


0x0 



42.11.2.5 TEXTURE L1 OFFSET REGISTER 0-7 



Register 


Address 


R/W 


Description 


Reset Value 


FGTU_TOFFS_L1_0 


0x72060010 


R/W 


Texture O's Level 1 Texture Offset 


0x00000000 


FGTU_T0FFS_L1_1 


0x72060060 


R/W 


Texture 1's Level 1 Texture Offset 


0x00000000 


FGTU_T0FFS_L1_2 


0x72060060 


R/W 


Texture 2's Level 1 Texture Offset 


0x00000000 


FGTU_T0FFS_L1_3 


0x720601 00 


R/W 


Texture 3's Level 1 Texture Offset 


0x00000000 


FGTU_T0FFS_L1_4 


0x72060150 


R/W 


Texture 4's Level 1 Texture Offset 


0x00000000 


FGTU_T0FFS_L1_5 


0x720601 AO 


R/W 


Texture 5's Level 1 Texture Offset 


0x00000000 


FGTU_T0FFS_L1_6 


0x720601 FO 


R/W 


Texture 6's Level 1 Texture Offset 


0x00000000 


FGTU_T0FFS_L1_7 


0x72060240 


R/W 


Texture 7's Level 1 Texture Offset 


0x00000000 



FGTU_T0FFS_L1n 


Bit 


Description 


Initial State 


reserved 


[31 :23] 


reserved 


0 


OFFSET 


[22:0] 


Level 1 Texture Offset 


0x0 



ELECTRONICS 



42-53 



GRAPHIC 3D 



6410X_UM 



42.11.2.6 TEXTURE L2 OFFSET REGISTER 0-7 



Register 


Address 


R/W 


Description 


Reset Value 


FGTU_TOFFS_L2_0 


0x72060014 


R/W 


Texture O's Level 2 Texture Offset 


0x00000000 


FGTU_T0FFS_L2_1 


0x72060064 


R/W 


Texture 1 's Level 2 Texture Offset 


0x00000000 


FGTU_TOFFS_L2_2 


0x720600B4 


R/W 


Texture 2's Level 2 Texture Offset 


0x00000000 


FGTU_TOFFS_L2_3 


0x72060104 


R/W 


Texture 3's Level 2 Texture Offset 


0x00000000 


FGTU_TOFFS_L2_4 


0x72060154 


R/W 


Texture 4's Level 2 Texture Offset 


0x00000000 


FGTU_TOFFS_L2_5 


0x720601 A4 


R/W 


Texture 5's Level 2 Texture Offset 


0x00000000 


FGTU_TOFFS_L2_6 


0x720601 F4 


R/W 


Texture 6's Level 2 Texture Offset 


0x00000000 


FGTU_TOFFS_L2_7 


0x72060244 


R/W 


Texture 7's Level 2 Texture Offset 


0x00000000 



FGTU_T0FFS_L2n 


Bit 


Description 


Initial State 


reserved 


[31 :23] 


reserved 


0 


OFFSET 


[22:0] 


Level 2 Texture Offset 


0x0 



42.11.2.7 TEXTURE L3 OFFSET REGISTER 0-7 



Register 


Address 


R/W 


Description 


Reset Value 


FGTU_TOFFS_L3_0 


0x72060018 


R/W 


Texture O's Level 3 Texture Offset 


0x00000000 


FGTU_T0FFS_L3_1 


0x72060068 


R/W 


Texture 1 's Level 3 Texture Offset 


0x00000000 


FGTU_TOFFS_L3_2 


0x72060068 


R/W 


Texture 2's Level 3 Texture Offset 


0x00000000 


FGTU_TOFFS_L3_3 


0x72060108 


R/W 


Texture 3's Level 3 Texture Offset 


0x00000000 


FGTU_TOFFS_L3_4 


0x72060158 


R/W 


Texture 4's Level 3 Texture Offset 


0x00000000 


FGTU_TOFFS_L3_5 


0x720601 A8 


R/W 


Texture 5's Level 3 Texture Offset 


0x00000000 


FGTU_TOFFS_L3_6 


0x720601 F8 


R/W 


Texture O's Level 3 Texture Offset 


0x00000000 


FGTU_TOFFS_L3_7 


0x72060248 


R/W 


Texture 7's Level 3 Texture Offset 


0x00000000 



FGTU_T0FFS_L3n 


Bit 


Description 


Initial State 


Reserved 


[31 :23] 


reserved 


0 


OFFSET 


[22:0] 


Level 3 Texture Offset 


0x0 
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42.11.2.8 TEXTURE L4 OFFSET REGISTER 0-7 



Register 


Address 


R/W 


Description 


Reset Vaiue 


FGTU_TOFFS_L4_0 


0x72060010 


R/W 


Texture O's Level 4 Texture Offset 


0x00000000 


FGTU_T0FFS_L4_1 


0x72060060 


R/W 


Texture 1 's Level 4 Texture Offset 


0x00000000 


FGTU_TOFFS_L4_2 


0x720600BC 


R/W 


Texture 2's Level 4 Texture Offset 


0x00000000 


FGTU_TOFFS_L4_3 


0x72060100 


R/W 


Texture 3's Level 4 Texture Offset 


0x00000000 


FGTU_TOFFS_L4_4 


0x72060150 


R/W 


Texture 4's Level 4 Texture Offset 


0x00000000 


FGTU_TOFFS_L4_5 


0x720601 AO 


R/W 


Texture 5's Level 4 Texture Offset 


0x00000000 


FGTU_TOFFS_L4_6 


0x720601 FC 


R/W 


Texture 6's Level 4 Texture Offset 


0x00000000 


FGTU_TOFFS_L4_7 


0x72060240 


R/W 


Texture 7's Level 4 Texture Offset 


0x00000000 



FGTU_T0FFS_L4n 


Bit 


Description 


Initiai State 


reserved 


[31 :23] 


Reserved 


0 


OFFSET 


[22:0] 


Level 4 Texture Offset 


0x0 



42.11.2.9 TEXTURE L5 OFFSET REGISTER 0-7 



Register 


Address 


R/W 


Description 


Reset Vaiue 


FGTU_TOFFS_L5_0 


0x72060020 


R/W 


Texture O's Level 5 Texture Offset 


0x00000000 


FGTU_T0FFS_L5_1 


0x72060070 


R/W 


Texture 1 's Level 5 Texture Offset 


0x00000000 


FGTU_TOFFS_L5_2 


0x72060000 


R/W 


Texture 2's Level 5 Texture Offset 


0x00000000 


FGTU_TOFFS_L5_3 


0x72060110 


R/W 


Texture 3's Level 5 Texture Offset 


0x00000000 


FGTU_TOFFS_L5_4 


0x720601 60 


R/W 


Texture 4's Level 5 Texture Offset 


0x00000000 


FGTU_TOFFS_L5_5 


0x72060160 


R/W 


Texture 5's Level 5 Texture Offset 


0x00000000 


FGTU_TOFFS_L5_6 


0x72060200 


R/W 


Texture 6's Level 5 Texture Offset 


0x00000000 


FGTU_TOFFS_L5_7 


0x72060250 


R/W 


Texture 7's Level 5 Texture Offset 


0x00000000 



FGTU_T0FFS_L5n 


Bit 


Description 


Initiai State 


reserved 


[31 :23] 


Reserved 


0 


OFFSET 


[22:0] 


Level 5 Texture Offset 


0x0 



ELECTRONICS 



42-55 



GRAPHIC 3D 



6410X_UM 



42.11.2.10 TEXTURE L6 OFFSET REGISTER 0-7 



Register 


Address 


R/W 


Description 


Reset Vaiue 


FGTU_TOFFS_L6_0 


0x72060024 


R/W 


Texture O's Level 6 Texture Offset 


0x00000000 


FGTU_T0FFS_L6_1 


0x72060074 


R/W 


Texture 1 's Level 6 Texture Offset 


0x00000000 


FGTU_TOFFS_L6_2 


0X720600C4 


R/W 


Texture 2's Level 6 Texture Offset 


0x00000000 


FGTU_TOFFS_L6_3 


0x72060114 


R/W 


Texture 3's Level 6 Texture Offset 


0x00000000 


FGTU_TOFFS_L6_4 


0x72060164 


R/W 


Texture 4's Level 6 Texture Offset 


0x00000000 


FGTU_TOFFS_L6_5 


0x720601 B4 


R/W 


Texture 5's Level 6 Texture Offset 


0x00000000 


FGTU_TOFFS_L6_6 


0x72060204 


R/W 


Texture 6's Level 6 Texture Offset 


0x00000000 


FGTU_TOFFS_L6_7 


0x72060254 


R/W 


Texture 7's Level 6 Texture Offset 


0x00000000 



FGTU_T0FFS_L6n 


Bit 


Description 


Initiai State 


reserved 


[31 :23] 


reserved 


0 


OFFSET 


[22:0] 


Level 6 Texture Offset 


0x0 



42.11.2.11 TEXTURE L7 OFFSET REGISTER 0-7 



Register 


Address 


R/W 


Description 


Reset Vaiue 


FGTU_TOFFS_L7_0 


0x72060028 


R/W 


Texture O's Level 7 Texture Offset 


0x00000000 


FGTU_T0FFS_L7_1 


0x72060078 


R/W 


Texture 1 's Level 7 Texture Offset 


0x00000000 


FGTU_TOFFS_L7_2 


0X720600C8 


R/W 


Texture 2's Level 7 Texture Offset 


0x00000000 


FGTU_TOFFS_L7_3 


0x72060118 


R/W 


Texture 3's Level 7 Texture Offset 


0x00000000 


FGTU_TOFFS_L7_4 


0x72060168 


R/W 


Texture 4's Level 7 Texture Offset 


0x00000000 


FGTU_TOFFS_L7_5 


0x720601 B8 


R/W 


Texture 5's Level 7 Texture Offset 


0x00000000 


FGTU_TOFFS_L7_6 


0x72060208 


R/W 


Texture 6's Level 7 Texture Offset 


0x00000000 


FGTU_TOFFS_L7_7 


0x72060258 


R/W 


Texture 7's Level 7 Texture Offset 


0x00000000 



FGTU_T0FFS_L7n 


Bit 


Description 


Initiai State 


Reserved 


[31 :23] 


reserved 


0 


OFFSET 


[22:0] 


Level 7 Texture Offset 


0x0 
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42.11.2.12 TEXTURE L8 OFFSET REGISTER 0-7 



Register 


Address 


R/W 


Description 


Reset Vaiue 


FGTU_TOFFS_L8_0 


0x72060020 


R/W 


Texture O's Level 8 Texture Offset 


0x00000000 


FGTU_T0FFS_L8_1 


0x72060070 


R/W 


Texture 1 's Level 8 Texture Offset 


0x00000000 


FGTU_TOFFS_L8_2 


0x72060000 


R/W 


Texture 2's Level 8 Texture Offset 


0x00000000 


FGTU_TOFFS_L8_3 


0x72060110 


R/W 


Texture 3's Level 8 Texture Offset 


0x00000000 


FGTU_TOFFS_L8_4 


0x72060160 


R/W 


Texture 4's Level 8 Texture Offset 


0x00000000 


FGTU_TOFFS_L8_5 


0x720601 BO 


R/W 


Texture 5's Level 8 Texture Offset 


0x00000000 


FGTU_TOFFS_L8_6 


0x72060200 


R/W 


Texture 6's Level 8 Texture Offset 


0x00000000 


FGTU_TOFFS_L8_7 


0x72060250 


R/W 


Texture 7's Level 8 Texture Offset 


0x00000000 



FGTU_T0FFS_L8n 


Bit 


Description 


Initiai State 


Reserved 


[31 :23] 


reserved 


0 


OFFSET 


[22:0] 


Level 8 Texture Offset 


0x0 



42.11.2.13 TEXTURE L9 OFFSET REGISTER 0-7 



Register 


Address 


R/W 


Description 


Reset Vaiue 


FGTU_TOFFS_L9_0 


0x72060030 


R/W 


Texture O's Level 9 Texture Offset 


0x00000000 


FGTU_T0FFS_L9_1 


0x72060080 


R/W 


Texture 1 's Level 9 Texture Offset 


0x00000000 


FGTU_TOFFS_L9_2 


0X720600D0 


R/W 


Texture 2's Level 9 Texture Offset 


0x00000000 


FGTU_TOFFS_L9_3 


0x72060120 


R/W 


Texture 3's Level 9 Texture Offset 


0x00000000 


FGTU_TOFFS_L9_4 


0x720601 70 


R/W 


Texture 4's Level 9 Texture Offset 


0x00000000 


FGTU_TOFFS_L9_5 


0x72060100 


R/W 


Texture 5's Level 9 Texture Offset 


0x00000000 


FGTU_TOFFS_L9_6 


0x72060210 


R/W 


Texture 6's Level 9 Texture Offset 


0x00000000 


FGTU_TOFFS_L9_7 


0x72060260 


R/W 


Texture 7's Level 9 Texture Offset 


0x00000000 



FGTU_T0FFS_L9n 


Bit 


Description 


Initiai State 


reserved 


[31 :23] 


reserved 


0 


OFFSET 


[22:0] 


Level 9 Texture Offset 


0x0 
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42.11.2.14 TEXTURE L10 OFFSET REGISTER 0-7 



Register 


Address 


R/W 


Description 


Reset Value 


FGTU_TOFFS_L10_0 


0x72060034 


R/W 


Texture O's Level 1 0 Texture Offset 


0x00000000 


FGTU_TOFFS_L10_1 


0x72060084 


R/W 


Texture 1's Level 10 Texture Offset 


0x00000000 


FGTU_TOFFS_L10_2 


0x720600D4 


R/W 


Texture 2's Level 1 0 Texture Offset 


0x00000000 


FGTU_TOFFS_L10_3 


0x72060124 


R/W 


Texture 3's Level 1 0 Texture Offset 


0x00000000 


FGTU_TOFFS_L10_4 


0x72060174 


R/W 


Texture 4's Level 1 0 Texture Offset 


0x00000000 


FGTU_TOFFS_L10_5 


0x720601 C4 


R/W 


Texture 5's Level 1 0 Texture Offset 


0x00000000 


FGTU_TOFFS_L10_6 


0x72060214 


R/W 


Texture 6's Level 1 0 Texture Offset 


0x00000000 


FGTU_TOFFS_L10_7 


0x72060264 


R/W 


Texture 7's Level 1 0 Texture Offset 


0x00000000 



FGTU_TOFFS_L10n 


Bit 


Description 


Initial State 


reserved 


[31 :23] 


reserved 


0 


OFFSET 


[22:0] 


Level 10 Texture Offset 


0x0 



42.11.2.15 TEXTURE L11 OFFSET REGISTER 0-7 



Register 


Address 


R/W 


Description 


Reset Value 


FGTU_TOFFS_L11_0 


0x72060038 


R/W 


Texture O's Level 1 1 Texture Offset 


0x00000000 


FGTU_T0FFS_L11_1 


0x72060088 


R/W 


Texture 1's Level 1 1 Texture Offset 


0x00000000 


FGTU_T0FFS_L11_2 


0X720600D8 


R/W 


Texture 2's Level 1 1 Texture Offset 


0x00000000 


FGTU_T0FFS_L11_3 


0x72060128 


R/W 


Texture 3's Level 1 1 Texture Offset 


0x00000000 


FGTU_T0FFS_L11_4 


0x72060178 


R/W 


Texture 4's Level 1 1 Texture Offset 


0x00000000 


FGTU_T0FFS_L11_5 


0x720601 C8 


R/W 


Texture 5's Level 1 1 Texture Offset 


0x00000000 


FGTU_T0FFS_L11_6 


0x72060218 


R/W 


Texture 6's Level 1 1 Texture Offset 


0x00000000 


FGTU_T0FFS_L11_7 


0x72060268 


R/W 


Texture 7's Level 1 1 Texture Offset 


0x00000000 



FGTU_T0FFS_L11n 


Bit 


Description 


Initial State 


reserved 


[31 :23] 


reserved 


0 


OFFSET 


[22:0] 


Level 1 1 Texture Offset 


0x0 
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42.11.2.16 TEXTURE MIN LEVEL REGISTER 0-7 



Register 


Address 


R/W 


Description 


Reset Vaiue 


FGTU_T_MIN_LO 


0X7206003C 


R/W 


Texture O's Mipmap Min Level 


0x00000000 


FGTU_T_MIN_L 1 


0X7206008C 


R/W 


Texture 1's Mipmap Min Level 


0x00000000 


FGTU_T_MIN_L 2 


0x720600DC 


R/W 


Texture 2's Mipmap Min Level 


0x00000000 


FGTU_T_MIN_L 3 


0x720601 2C 


R/W 


Texture 3's Mipmap Min Level 


0x00000000 


FGTU_T_MIN_L 4 


0x720601 7C 


R/W 


Texture 4's Mipmap Min Level 


0x00000000 


FGTU_T_MIN_L 5 


0x720601 GC 


R/W 


Texture 5's Mipmap Min Level 


0x00000000 


FGTU_T_MIN_L 6 


0x7206021 C 


R/W 


Texture 6's Mipmap Min Level 


0x00000000 


FGTU_T_MIN_L 7 


0x72060260 


R/W 


Texture 7's Mipmap Min Level 


0x00000000 



FGTU_T_MIN_Ln 


Bit 


Description 


Initial State 


reserved 


[31:4] 


reserved 


0 


MIN_LEVEL 


[3:0] 


Texture Mipmap Min level 


0x0 



42.11.2.17 TEXTURE MAX LEVEL REGISTER 0-7 



Register 


Address 


R/W 


Description 


Reset Value 


FGTU_T_MAX_LO 


0x72060040 


R/W 


Texture O's Mipmap Max Level 


0x00000000 


FGTU_T_MAX_L1 


0x72060090 


R/W 


Texture 1 's Mipmap Max Level 


0x00000000 


FGTU_T_MAX_L2 


0X720600E0 


R/W 


Texture 2's Mipmap Max Level 


0x00000000 


FGTU_T_MAX_L3 


0x72060130 


R/W 


Texture 3's Mipmap Max Level 


0x00000000 


FGTU_T_MAX_L4 


0x72060180 


R/W 


Texture 4's Mipmap Max Level 


0x00000000 


FGTU_T_MAX_L5 


0x720601 DO 


R/W 


Texture 5's Mipmap Max Level 


0x00000000 


FGTU_T_MAX_L6 


0x72060220 


R/W 


Texture 6's Mipmap Max Level 


0x00000000 


FGTU_T_MAX_L7 


0x72060270 


R/W 


Texture 7's Mipmap Max Level 


0x00000000 



FGTU_T_MAX_Ln 


Bit 


Description 


Initial State 


reserved 


[31:4] 


reserved 


0 


MAX_LEVEL 


[3:0] 


Texture Mipmap Max Level 


0x0 
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42.11.2.18 TEXTURE BASE ADDRESS REGISTER 0-7 



Register 


Address 


R/W 


Description 


Reset Value 


FGTU_TBADDO 


0x72060044 


R/W 


Texture O's base address 


0x00000000 


FGTU_TBADD1 


0x72060094 


R/W 


Texture 1's base address 


0x00000000 


FGTU_TBADD2 


0x720600E4 


R/W 


Texture 2's base address 


0x00000000 


FGTU_TBADD3 


0x72060134 


R/W 


Texture 3's base address 


0x00000000 


FGTU_TBADD4 


0x72060184 


R/W 


Texture 4's base address 


0x00000000 


FGTU_TBADD5 


0x720601 D4 


R/W 


Texture 5's base address 


0x00000000 


FGTU_TBADD6 


0x72060224 


R/W 


Texture 6's base address 


0x00000000 


FGTU_TBADD7 


0x72060274 


R/W 


Texture 7's base address 


0x00000000 



FGTU_TBADDn 


Bit 


Description 


Initial State 


ADDR 


[31:0] 


Texture Base Address for Level 0 


OxXXXXXXXX 



42.11.2.19 TEXTURE COLOR KEY REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


FGTU_CKEY1 


0x72060280 


R/W 


3D color keyl register 


0x00000000 


FGTU_CKEY2 


0x72060284 


R/W 


3D color key2 register 


0x00000000 


FGTU_CKYUV 


0x72060288 


R/W 


3D color key YUV register 


0x00000000 


FGTU_CKMASK 


0X7206028C 


R/W 


3D color key mask register 


0x00000000 


FGTU_PALLETTE_ADDR 


0x72060290 


W 


Palette address for indexed texture 


0x00000000 


FGTU_PALLETTEJN 


0x72060294 


W 


Palette data in 


0x00000000 



FGTU_CKEY1 


Bit 


Description 


Initial State 


reserved 


[31 :24] 


reserved 




R 


[23:16] 


Color key red value 

not YUV and CK_SEL = 01 


0x0 


G 


[15:8] 


Color key green value 
not YUV and CK_SEL = 01 


0x0 


B 


[7:0] 


Color key blue value 

not YUV and CK_SEL = 01 


0x0 
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FGTU CKEY2 


Bit 


DescriDtion 


Initial State 


reserved 


[31 ■24] 


reserved 




R 


[23:16] 


Color key red value 

not YUV and CK_SEL = 1 1 


0x0 


G 


[15:8] 


Color key green value 
not YUV and CK_SEL = 1 1 


0x0 


B 


[7:0] 


Color key blue value 

not YUV and CK_SEL = 1 1 


0x0 



FGTU_CKYUV 


Bit 


Description 


Initial State 


reserved 


[31:0] 


reserved 




VALU 


[15:8] 


Color key U value 
YUV and CK_SEL(0) = 1 


0x0 


VALV 


[7:0] 


Color key V value 
YUV and CK_SEL(0) = 1 


0x0 



FGTU_CKMASK 


Bit 


Description 


Initial State 


reserved 


[31:3] 


Reserved 




VAL 


[2:0] 


000b = mask no bits of color key 
001 b = mask 1 Isb of each CK color component 
01 Ob = mask 2 Isb of each CK color component 
01 1 b = mask 3 Isb of each CK color component 
1 00b = mask 4 Isb of each CK color component 
1 01 b = mask 5 Isb of each CK color component 
1 1 0b = mask 6 Isb of each CK color component 
1 1 1 b = mask 7 Isb of each CK color component 


000b 



FGTU_PALLETTE_ADDR 


Bit 


Description 


Initial State 


reserved 


[31:8] 


Reserved 


0 


ADDR 


[7:0] 


Palette address 


0x0 




FGTU_PALLETTE_IN 


Bit 


Description 


Initial State 


DATA 


[31:0] 


Palette data in 


0x0 
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42.11.2.20 VERTEX TEXTURE STATUS REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


FGVTU_VTSTAO 


0x72060200 


R/W 


Vertex texture O's status 


0x00000000 


FGVTU_VTSTA1 


0x72060208 


R/W 


Vertex texture 1 's status 


0x00000000 


FGVTU_VTSTA2 


0x720602D0 


R/W 


Vertex texture 2's status 


0x00000000 


FGVTU_VTSTA3 


0x720602D8 


R/W 


Vertex texture 3's status 


0x00000000 



FGVTU_VTSTAn 


Bit 


Description 


Initial State 


reserved 


[31:12] 


reserved 




UMOD 


[11:10] 


Mode used in u address 

00b = repeat 

1 1 b = clamp to edge 


01 b = flip 

1 1 b = reserved 


00b 


VMOD 


[9:8] 


Mode used in v address 

UUU — ItJjJUcll 

11 b = clamp to edge 


ni h - flin 
U 1 u — 1 lip 

1 1 b = reserved 


00b 


USIZE 


[7:4] 


Texture u size 

0000b = 1 pixel 

001 Ob = 4 pixels 

01 00b = 16 pixels 

0110b = 64 pixels 

1000b = 256 pixels 

1 01 Ob = 1024 pixels 

1 1 00b - 1 1 1 1 b = reserved 


0001b = 2 pixels 
0011b = 8 pixels 
01 01b = 32 pixels 
01 1 lb = 128 pixels 
1001b = 512 pixels 
1011b = 2048 pixels 


0x0 


VSIZE 


[3:0] 


Texture v size 
0000b = 1 pixel 
001 Ob = 4 pixels 
0100b = 16 pixels 
0110b = 64 pixels 
1000b = 256 pixels 
1 01 Ob = 1024 pixels 
1 1 00b - 1 1 1 1 b = reserved 


0001b = 2 pixels 
001 lb = 8 pixels 
0101b = 32 pixels 
0111b = 128 pixels 
1001b = 51 2 pixels 
1011b = 2048 pixels 


0x0 
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42.11.2.21 VERTEX TEXTURE BASE ADDRESS REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


FGVTU_VTBADDRO 


0X720602C4 


R/W 


Vertex texture O's base address 


0x00000000 


FGVTU_VTBADDR1 


0x72060200 


R/W 


Vertex texture 1 's base address 


0x00000000 


FGVTU_VTBADDR2 


0x720602D4 


R/W 


Vertex texture 2's base address 


0x00000000 


FGVTU_VTBADDR3 


0x720602DC 


R/W 


Vertex texture 3's base address 


0x00000000 



FGVTU_VTBADDRn 


Bit 


Description 


Initial State 


ADDR 


[31:0] 


Vertex texture bass address 


OxXXXXXXXX 



^^^^^^ 
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42.12 PER-FRAGMENT UNIT 



42.12.1 OVERVIEW 

All OpenGL 2.0 per-fragment operations are supported. Depth Buffer and Stencil Buffer are supported, depth 
buffer bit depth is 24-bit and stencil buffer bit depth is 8-bit. 
Per-Fragment Unit support Scissor Test 

Per-Fragment Unit support Alpha Test 

Per-Fragment Unit support Stencil Test (Stencil Buffer is 8-bit ) and Stencil Operation. Also support both front 
stencil buffer and back stencil buffer. 

Per-Fragment Unit support Depth Test (Depth Buffer is 24-bit) 
Per-Fragment Unit Support Alpha Blending 
Per-Fragment Unit Support Logical Operation 
Per-Fragment Unit Support 16/32bit color mode 
For Enhanced Color Per-Fragment Unit support Dithering 



Pixel ownership test is determining whether the destination pixel is visible or obscured by an overlapping window. 



1 



Alpha Test & 




Scissor Test 









Alpha Blending & 
Logical Op. 



Color Format 
conversion & 
Dithering 



z/stencil 
cache 







Stencil Test & 
Depth Test 




M 


1 



Color cache 



z/stencil 
cache 



Color cache 
-► 



Above Figure is Per-fragment unit's functional block diagram 
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42.12.2 PER-FRAGMENT UNIT SPECIAL REGISTERS 
42.12.2.1 SCISSOR TEST CONTROL REGISTER 

If you want to discard all fragments, please set XMin=0, XMax=0, YMin=0 and YMax=0. Also if you want to pass 
all fragments, please set XMin=0, XMax= Max screen X width, YMin=0, and YMax= Max screen Y height. 



Register 


Address 


R/W 


Description 


Reset Value 


FGPF_SCISSOR_X 


0x72070000 


R/W 


X coordinate pixel clipping region 

(X coordinate's range is from 0 to 2047) 


0x00000000 


FGPF_SCISSOR_Y 


0x72070004 


R/W 


Y coordinate pixel clipping region 

(Y coordinate's range is from 0 to 2047) 


0x00000000 



FGPF_SCISSOR_X 


Bit 


Description 


Initial State 


ScissorTestEnable 


[31] 


Scissor test enable bit 
Ob = disable 
lb = enable 


Ob 


reserved 


[30:28] 


reserved 


0 


XMax 


[27:16] 


Pixel's X coordinate >= MAX is not written to the frame buffer 


0x0 


reserved 


[15:12] 


Reserved 


0 


XMin 


[11:0] 


Pixel's X coordinate < MIN is not written to the frame buffer 


0x0 



FGPF_SCISSOR_Y 


Bit 


Description 


Initial State 


reserved 


[31 :28] 


reserved 


0 


YMax 


[27:16] 


Pixel's Y coordinate >= MAX is not written to the frame buffer 


0x0 


Reserved 


[15:12] 


Reserved 


0 


YMin 


[11:0] 


Pixel's Y coordinate < MIN is not written to the frame buffer 


0x0 



42.12.2.2 ALPHA TEST CONTROL REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


FGPF_ALPHAT 


0x72070008 


R/W 


Alpha test control register 


0x00000000 



FGPF_ALPHAT 


Bit 


Description 


Initial State 


reserved 


[31:12] 


reserved 


0 


AlphalestValue 


[11:4] 


8bit alpha test reference value 


0x0 


AlphalestMode 


[3:1] 


Mode used in alpha test 

000b = NEVER 001 b = ALWAYS 
010b = LESS 

01 1 b = LEQUAL( less than or equal to) 

1 00b = EQUAL 1 01 b = GREATER 

110b = GEQUAL 1 1 1b = NOTEQUAL 


000b 


AlphalestEnable 


[0] 


Alpha test enable 

Ob = alpha test disabled 1 b = alpha test enabled 


Ob 
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42.12.2.3 STENCIL TEST CONTROL REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


FGPF_FRONTST 


0x72070000 


R/W 


Front face stencil test control register 


0x0000000 


FGPF_BACKST 


0x72070010 


R/W 


Back face stencil test control register 


0x0000000 



FG Pr_r RONTST 


Bit 


Description 


Initial State 


FrontStencil_dppass 


[31 :29] 


Stencil depth buffer pass action 

000b = KEEP 001 b = ZERO 

01 Ob = REPLACE 01 1 b = INCR 

100b = DECR 101b = INVERT 

1 1 0b = INCR_WRAP 1 1 1 b = DECR_WRAP 


000b 


FrontStencil_dpfail 


[28:26] 


Stencil depth buffer fail action 
Same as above 


000b 


FrontStencil_sfail 


[25:23] 


Stencil fail action 
Same as above 


000b 


reserved 


[22:20] 


reserved 




FrontStencilMaskValue 


[19:12] 


8-bit stencil mask value 


0x0 


FrontStencilTestValue 


[11:4] 


8-bit stencil reference value 


0x0 


FrontStencilTestMode 


[3:1] 


Mode used in stencil test 

000b = NEVER 001 b = ALWAYS 

01 Ob = LESS 

01 1 b = LEQUAL(less than or equal to) 

1 00b = EQUAL 1 01 b = GREATER 

1 1 0b = GEQUAL 1 1 1 b = NOTEQUAL 


000b 


StencilTestEnable 


[0] 


Ob = stencil test disabled 
lb = stencil test enabled 


Ob 
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FGPF_BACKST 


Bit 


Description 


Initial State 


DacKoTGncii_Qppass 




Stencil depth buffer pass action 

000b = KEEP 001b = ZERO 


UUUD 






01 Ob = REPLACE 


011b = INCR 








100b = DECR 


101b = INVERT 








110b = INCR_WRAP 


111b = DECR_WRAP 




BackStencil_dpfail 


[28:26] 


Stencil depth buffer fail action 
Same as above 


OOOb 


BackStencil_sfail 


[25:23] 


Stencil fail action 
Same as above 


000b 


reserved 


[22:20] 


reserved 




BackStencilMaskValue 


[19:12] 


8-bit Stencil mask value 


0x0 


BackStencilTestValue 


[11:4] 


8-bit Stencil reference value 


0x0 


BackStencilTestMode 


[3:1] 


Mode used in Stencil test 
000b = NEVER 
01 Ob = LESS 
1 00b = EQUAL 
110b = GEQUAL 


001 b = ALWAYS 
01 lb = LEQUAL 
101b = GREATER 
1 1 1 b = NOTEQUAL 


OOOb 


reserved 


[0] 


reserved 


0 



42.12.2.4 DEPTH TEST CONTROL REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


FGPF_DEPTHT 


0x72070014 


R/W 


Depth test control register 


0x00000002 



FGPF_DEPTHT 


Bit 


Description 


Initial State 


reserved 


[31:4] 


reserved 




DepthTestMode 


[3:1] 


Mode used in depth test 

OOOb = N EVE R 00 1 b = ALWAYS 
010b = LESS 01 lb = LEQUAL 
1 00b = EQUAL 1 01 b = GREATER 
110b = GEQUAL 1 1 lb = NQTEQUAL 


001b 


DepthTestEnable 


[0] 


Ob = depth buffer test disabled 
1 b = depth buffer test enabled 


Ob 
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42.12.2.5 BLENDING CONTROL REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


FGPF_CCLR 


0x72070018 


R/W 


Blend constant color 


0x00000000 


FGPF_BLEND 


0x7207001 C 


R/W 


Blending control register 


0x00000000 



FGPF_CCLR 


Bit 


Description 


Initial State 


VAL 


[31:0] 


Blend constant RGBA color 


0x0 



FGPFBLEND 


Bit 


Description 


Initial State 


reserved 


[31 :23] 


reserved 


0 


ARIpnrlFni iptinn 


rpp-pm 


AInhp RIpnrI Fni iptinn 

rAI|JI Id LJIOI IVJ l_V^UClLlwl 1 


nnnh 

\J\J\JU 






OOOu = Add 001 D = buDtract 








01 Ob = Reverse Subtract 01 1 b = Min 








100b = Max 




BlendEquation 


[19-171 


Blend Equation 


000b 






000b = Add 001 b = Subtract 








01 Ob = Reverse Subtract 01 1 b = Min 








1 00b = Max 




Aloha DstBlendFunc 


[16:13] 


Mode u<5ed in Blendino destination function 


0x0 






nnnnh - zero 








0001b = ONE 








001 Ob = SRC COLOR 








001 lb = ONE_MINUS_SRC_COLOR 








01 00b = DST_COLOR 








UlUlD = UNb MINUo Uo 1 UULUK 








01 1 0b = SRC ALPHA 








01 1 lb = ONE MINUS SRC ALPHA 








1000b = DST ALPHA 








1001b = ONE MINUS DST ALPHA 








1 01 Ob = CONSTANT COLOR 








101 lb = ONE MINUS CONSTANT COLOR 








11 00b = CONSTANT ALPHA 








1101b = ONE MINUS CONSTANT ALPHA 








1 1 1 0b = SRC_ALPHA_SATURATE 




ColorDstBlendFunc 


[12:9] 


Mode used in Blending destination function 


0x0 






Same as above 




AlphaSrcBlendFunc 


[8:5] 


Mode used in Blending source function 


0x0 






Same as above 




ColorSrcBlendFunc 


[4:1] 


Mode used in Blending source function 


0x0 






Same as above 




BlendingEnable 


[0] 


Ob = blending disabled 


Ob 






lb = blending enabled 
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42.12.2.6 LOGICAL OPERATION CONTROL REGISTER 

Object^l color^F alpha^A^* source S^H frame buffer^l color^l- alpha ?a^# 

^^^1 binary logic operations ^S&tiK 



destination 



Register 


Address 


R/W 


Description 


Reset Value 


FGPF_LOGOP 


0x72070020 


R/W 


RGBA color logical operation enable & function 


0x00000000 



FGPF_LOGOP 


Bit 


Description 


Initial State 


reserved 


[31:9] 


Reserved 


0 


AlphaLogOpEnable 


[8-51 


Mode used in Logical Operation 




0x0 








Argument value 


Operation 








0000 


CLEAR 


0 








0001 


AND 


s&d 








0010 


AND_REVERSE 


s& ~d 








0011 


COPY 


s 








0100 


ANDJNVERTED 


~s&d 








0101 


NOOP 


d 








0110 


XOR 


s xord 








0111 


OR 


s|d 








1000 


NOR 


~(s 1 d) 








1001 


EQUIV 


~(s xor d) 








1010 


INVERT 


~d 








1011 


OR_REVERSE 


s 1 ~d 








1100 


COPYJNVERTED 


~s 








1101 


ORJNVERTED 


~s|d 








1110 


NAND 


~(s & d) 








1111 


SET 


all 1's 




GolorLogOpEnable 


[4:1] 


Mode used in color logical operation. Same as above. 


0x0 


LogOpEnable 


[0] 


Ob = color logical operation disabled 
1 b = color logical operation enabled 




Ob 



^^^^^^ 
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42.12.2.7 COLOR BUFFER WRITE MASK REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


FGPF_CBMSK 


0x72070024 


R/W 


Color write mask in RGBA mode 


0x00000000 



FGPF_CBMSK 


Bit 


Description 


Initial State 


reserved 


[31:4] 


reserved 




FbColorWrMask 


[3:0] 


This register is used to mask the writing of R, G, B and A values to 
the color buffer or buffers, r, g, b, and a indicate whether R, G, B, or 
A values, respectively, are written or not. In the initial state, all bits 
and all color values are enabled for writing. 
0000b = all mask disable 
0001 b = a mask enable 
001 Ob = b mask enable 
01 00b = g mask enable 
1000b = r mask enable 


0x0 



42.12.2.8 DEPTH/STENCIL BUFFER WRITE MASK REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


FGPF_DBMSK 


0x72070028 


R/W 


Depth/Stencil buffer write mask 


0x00000000 



FGPF_DBMSK 


Bit 


Description 


Initial State 


Back_FbStencil 
WrMask 


[31 :24] 


This register is used for stencil buffer write mask. Especially for 
Back side pixel. 

The stencil buffer write can be enabled or disabled. In the initial 

state, the stencil buffer is enabled for writing when stencil test turns 

on. Stencil buffer is consist of 8-bit per pixel, so each bit of this 

register can mask each value of stencil buffer 

For example, 

00000000b, in this case 

All 8bits are updated to stencil buffer. 

00000001b, in this case 

All 8bits are updated to stencil buffer except Isb 1-bit. 
00000011b, in this case 

All 8bits are updated to stencil buffer except Isb 2-bit. 


0x0 


Front FbStenci 
IWrMask 


[23:16] 


This register is used for stencil buffer write mask. Especially for 
Front side pixel. 

The stencil buffer write can be enabled or disabled. In the initial 
state, the stencil buffer is enabled for writing when stencil test turns 
on. Stencil buffer is consist of 8-bit per pixel, so each bit of this 
register can mask each value of stencil buffer 


0x0 


reserved 


[15:1] 


reserved 


0 


FbDepthWr 
Mask 


[0] 


The depth buffer can be enabled or disabled for writing depth value. 
In the initial state, the depth buffer is enabled for writing. 
Ob = depth buffer writing 
1 b = no depth buffer writing 


Ob 
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42.12.2.9 FRAME BUFFER CONTROL REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


FGPF_FBCTL 


0x7207002c 


R/W 


Frame buffer write control register 


0x00000000 



FGPF_FBCTL 


Bit 


Description 


Initial State 


reserved 


[31:21] 


reserved 


0 


OpaqueAlpha 


[20] 


1 : After alpha blending , Alpha value is forced to opaque 
0: Normal operation 


Ob 


Alphalhreshold 


[19:12] 


Used when encoding 16-bit 1555 format. 
If( Internal alpha value > Alpha threshold value) 
Alpha = 1 ; 

else 

Alpha = 0; 


OxOh 


AlphaConst 


[1 1 .4] 


Constant alpha value 


OxOn 


DitherOn 


[3] 


Control conversion of pixels from internal ARGB8888 format to 
16-bit output pixel 

Ob = dithering disable 1 b = dithering enable 


Ob 


ColorMode 


[2:0] 


Mode used in Frame Buffer Color 

000b = 555, RGB, 16-bit (top bit written as register alpha[7]) 
001b = 565, RGB, 16-bit 
01 Ob = 4444, RGB, 16-bit 
01 lb = 1555, ARGB, 16-bit 

100b = 0888, RGB, 32-bit(top byte written as register alpha) 
101b = 8888, ARGB, 32-bit 
1 1 0 1 1 1 b = reserved 


000b 



42.12.2.10 DEPTH BUFFER BASE ADDRESS REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


FGPF_DBADDR 


0x72070030 


R/W 


Depth buffer offset address 


0x00000000 



FGPF_DBADDR 


Bit 


Description 


Initial State 


FbDepthOffset 


[31:0] 


Depth buffer offset address 


0x00000000 



42.12.2.11 COLOR BUFFER BASE ADDRESS REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


FGPF_CBADDR 


0x72070034 


R/W 


Color buffer offset address 


0x0000000 



FGPF_CBADDR 


Bit 


Description 


Initial State 


FbColorOffset 


[31:0] 


Color buffer offset address 


OOOOOOOOh 
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42.12.2.12 FRAME BUFFER WIDTH REGISTER 



Register 


Address 


R/W 


Description 


Reset Value 


FGPF_FBW 


0x72070038 


R/W 


Frame buffer width 


0X000007FF 



FGPF_FBW 


Bit 


Description 


Initial State 


reserved 


[31:11] 


reserved 


0 


FbWidth 


[11:0] 


Frame buffer width (0-2048) 


800h 
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42.13 AXI ARBITER & AXI DMA 



42.13.1 OVERVIEW 



Per 
Fragment 
Block 



Texture 
Unit 



Vertex 
Texture 
Unit 



Z/Stencil 
cache 



Pixel 
cache 



AXI 
ARBITER 



AXI DMA 



L1 cache 



Texture 
L2 Cache 



Vertex 
Texture 
Cache 



AXI 
ARBITER 



AXI 
BUS 



AXI 
DMA 



Figure ??? 

• AXI ARBITER FEATURES 

♦ 2X1 Arbiter 

♦ Zero Wait Arbitration 

♦ AXI DMA INTERFACE 
-FIFO INTERFACE 

-GIVE TRANSACTION ID TO AXI DMA FOR EFFICIENT MEMOTY ACCESS 

♦ IP CORE INTERFACE 
-FIFO INTERFACE 

- EASY TO CONNECT WITH IP CORE 



^^^^^^ 
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• AXI DMA FEATURES 

♦ AXI BUS INTERFACE 

-SEPARATE ADDR/CRTL, DATA CHANNEL 
-SEPARATE READ, WRITE CHANNEL 
-SUPPORT 64-bit DATA BUS SIZE 

- SUPPORT VARIOUS BURST LENGTH 
-SUPPORT READ MULTIPLE OUTSTANDING ADDRESS 

- SUPPORT WRITE MULTIPLE OUTSTANDING ADDRESS 
-SUPPORT WRITE BYTE MASK 

- SUPPORT VARIOUS BURST TYPE(INCR , WRAP) 
-SUPPORT LOW POWER CHANNEL 

♦ IP CORE INTERFACE 
-FIFO INTERFACE 

- EASY TO CONNECT WITH IP CORE 

Interface with AXI ArbiterO (z/stencil cache or color cache) 

• Interface between AXI Arbiter and DMA is FIFO Interface 

• Separate Read Address Channel and Read Data Channel 

• Separate Write Address Channel and Write Data Channel 

• Burst length is fixed to INCR8 or WRAPS 

• Data transfer size is fixed to Two Word (64-Bit) 

Interface with AXI Arbterl (Vertex texture cache / Texture L2 cache) 

• Interface between AXI Arbiter and DMA is FIFO Interface 

• Separate Read Address Channel and Read Data Channel 

• Burst length is fixed to INCR8 or WRAPS 

• Data transfer size is fixed to Two Word (64-Bit) 

Interface with AXI Bus 

• GRAPHIC 3D AXI DMA support AMBA AXI BUS protocol 
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43.1 OVERVIEW 

S3C6410X holds following three AXI buses, which interconnects different building blocks together to form a single 
SoC. 

• AXI_SYS serves as a system bus. 

• AXI_PERI implements a channel for SFR access. 

• AXI_SFR supplements AXI_PERI for SFR accesses to AHB sub-systems. 



• Sparse connection options to reduce gate count and improve security 

• Support for AXI at 32-bit or 64-bit data widths 

• Support for AMBA 2 ARB and AMBA 3 ARB at 32-bit data width 

• Programmable QoS scheme 

• ARB interface to provide access to programming registers 



43.2 FEATURES 
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43.3 ARBITRATION SCHEME 

All AXI buses, i.e., AXI_SYS, AXI_PERI, and AXI_SFR, implement arbiter, which makes it possible to arbitrate 
between multiple bus masters. Arbitration scheme can be any of the followings. 

• Fixed-priority 

• Round-robin 

• Combination of fixed-priority and round-robin 



The default arbitration scheme uses both fixed-priority and round-roubind scheme but users can change the 
scheme anytime during boot or run-time by updating arbitration control registers you can access through an ARB 
port. Each AXI bus implements a single shared arbiter for both read and write channels. This means that a slave 
can only accept simultaneous read and write transactions from the same master. 



43.3.1 PRIORITY GROUPS 

All masters with the same priority form a priority group. As a result of arbitration, a master can move within its 
priority group, but cannot leave its group and no new masters can join the group. Arbitration is granted to the 
highest priority group of which a member is trying to win access, and within that group, to the highest master at 
that time. When a master wins arbitration, it is relegated to the bottom of its group to ensure that is cannot prevent 
other masters in its group from accessing the slave. 



43.3.2 FIXED PRIORITY OPERATION 

If all master arbitration order values are the same, then a round-robin style priority scheme is implemented. The 
reason that it behaves like a round-robin style priority scheme is because the process of relegating the master 
that was last granted access to the bottom of its group results in the masters being ordered from the Least 
Recently Granted (LRG) master at the top, to the Most Recently Granted (MRG) at the bottom. 



43.3.3 CONCURRENT OPERATION 

The round-robin and fixed priority modes concurrently exist when the control registers are programmed with a 
combination of identical and unique arbitration order values. You can mix priority groups that contain one member 
with priority groups that contain more than one member in an arbitrary manner. The arbiter places no restriction 
on the number of groups or their membership. 
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43.4 PROGRAMMABLE QUALITY-OF-SERVICE (QOS) 
43.4.1 QOS TIDEMARK REGISTER 

You can program this with the number of slots of the combined issuing capability of the master interface that you 
want to reserve for QoS. The maximum value that you can write to this location is one less than the combined 
issuing capability of the master interface. This ensures that there is always at least one unreserved slot so that 
deadlock does not occur. If you attempt to write a greater value, then afterwards the register contains the 
maximum permitted value, and no error is given. This permits the following process to discover the maximum 
number of reserved slots for the master interface: 

1 . Attempt to write 31 , that is 0x1 F, to the qosjidemark register. 

2. Read back the register contents. 

The value obtained is the maximum possible number of reserved slots. 



43.4.2 QOS ACCESS CONTROL REGISTER 

A 1 in any bit of this register indicates that the slave interface corresponding to the bit position is permitted to use 
the reserved slots of the connected combined acceptance capability of the slaves. 

The maximum value that you can write to this register is: 

(2^<total number of slave interfaces>) -1 

If you attempt to write a greater value, then afterwards the register contains the maximum permitted value, and no 
error is given. Changes to these values occur on the first possible arbitration time after they are written. 
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43.5 BUS INTERCONNECTION 

This section shows interconnection of AXI buses. 

43.5.1 SLAVE INTERFACE (MASTER PORT) OF AXI_SYS 



Port ID 


Interconnection 


Initial arbitration order 


SO 


AHBJ 


1 


S1 


AHB_F 


0 


S2 


AHB_P 


2 


S3 


AXIV 


7 




A 1 1 n yy 

AHB_X 


8 


S5 


AHB_T 


9 


S6 


AHB_M 


3 


S7 


AHB_S 


4 


S8 


ARMJ 


11 


S9 


ARM_RW 


12 


S10 


ARM_DMA 


13 


S11 


AHB_CF 


10 


S12 


G3D_PF0 


5 


S13 


G3D_TC 


6 


S14 


G2D 


2 



43.5.2 MASTER INTERFACE (SLAVE PORT) OF AXI_SYS 



Port ID 


Interconnection 


MO 


AHBJ ROM 


Ml 


AHB_SMC 


M2 


RESERVED 


M3 


DMC1 
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43.5.3 SLAVE INTERFACE (MASTER PORT) OF AXI_PERI 



Port ID 


Interconnection 


Initial arbitration order 


SO 


ARM_P 


0 


S1 


AHB_M 


1 


S2 


AHB_T 


2 


S3 


AHB_S 


3 


43.5.4 MASTER INTERFACE (SLAVE PORT) OF AXI_PERI 


Port ID 


Interconnection 


MO 


AHB_SMC 


M1 


AHB_VICTZIC 


M2 


AHB_G3D 


M3 


AXLSFR 


M4 


APBO 


M5 


APB1 


43.5.5 SLAVE INTERFACE (MASTER PORT) OF AXI_SFR 


Port ID 


Interconnection 


Initial arbitration order 


SO 


AXLPERI 


0 


43.5.6 MASTER INTERFACE (SLAVE PORT) OF AXI_SFR 


Port ID 


Interconnection 


MO 


ETB 


M1 


AHB_T 


M2 


AHB_M 


MS 


AHB_P 


M4 


AHB_F 


MS 


AHBJ 


M6 


AHB_X 


M7 


AHB_S 



^^^^^^ 
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43.6 SPARSE INTERCONNECTION 

PL301 implements spare interconneciton. 

43.6.1 SPARE INTERCONNECTION OF AXI SYS 



Following table shows sparse interconnection of AXI_SYS bus. 





MO 


M1 


M2 


MS 


so 


X 


0 


0 


0 


S1 


X 


0 


0 


0 


S2 


X 


0 


0 


0 


S3 


X 


0 


0 


0 


S4 


X 


0 


0 


0 


S5 


X 


0 


0 


0 


S6 


X 


0 


0 


0 


S7 


0 


0 


0 


0 


S8 


0 


0 


0 


0 


S9 


0 


0 


0 


0 


S10 


0 


0 


0 


0 


S11 


X 


0 


0 


0 


S12 


X 


0 


0 


0 


S13 


X 


0 


0 


0 


S14 


X 


0 


0 


0 



43.6.2 SPARE INTERCONNECTION OF AXI PERI 



Following table shows sparse interconnection of AXI_PERI bus. 





MO 


M1 


M2 


M3 


M4 


M5 


SO 


0 


0 


0 


0 


0 


0 


S1 


0 


X 


0 


0 


0 


0 


S2 


0 


0 


0 


0 


0 


0 


S3 


0 


X 


0 


0 


0 


0 



43.6.3 SPARE INTERCONNECTION OF AXI_SFR 

AXI_SFR does not implement sparse interconnection. And all bus masters can access all bus slaves. 



43-6 



ELECTRONICS 



6410X_UM 



AXI BUSES 



43.7 CONNECTING 32BIT BUS MASTER TO 64BIT AXI_SYS 

AXI_SYS is implemented with AXI-compliant backbone bus with 64-bit data width. When bus master with 32bit 
data width is accessing AXI_SYS with 64bit data width, there are two choices how to generate 64-bit backbone 
data from 32-bit data. 

1 . Just use lower 32-bit of AXI_SYS backbone channel and invalid the remaining upper 32-bit. This is inefficient 
in terms of bus usage but it can be applied to any combinations of bus master and slaves without limitations. 

2. To minimize the traffic of AXI_SYS, two 32-bit bus transfers can be packed together to become a single 64-bit 
transfer on AXI_SYS. This is efficient use of AXI_SYS bus channel, but this is not applicable to all bus master 
and slave pairs. 

Following table shows whether packing of two 32-bit bus transactions are possible for each bus master and slave 
pair. 





MO 


M1 


M2 


MS 


so 


No channel 


NO-PACKING 


PACKING 


PACKING 


S1 


No channel 


NO-PACKING 


PACKING 


PACKING 


S2 


No channel 


NO-PACKING 


PACKING 


PACKING 


S3 


No channel 


NO-PACKING 


PACKING 


PACKING 


S4 


No channel 


NO-PACKING 


PACKING 


PACKING 


S5 


No channel 


NO-PACKING 


PACKING 


PACKING 


S6 


No channel 


NO-PACKING 


PACKING 


PACKING 


S7 


NO-PACKING 


NO-PACKING 


PACKING 


PACKING 


S8 


64bit bus master 


64bit bus master 


64bit bus master 


64bit bus master 


S9 


64bit bus master 


64bit bus master 


64bit bus master 


64bit bus master 


S10 


64bit bus master 


64bit bus master 


64bit bus master 


64bit bus master 


S11 


No channel 


NO-PACKING 


PACKING 


PACKING 


S12 


No channel 


64bit bus master 


64bit bus master 


64bit bus master 


S13 


No channel 


64bit bus master 


64bit bus master 


64bit bus master 


S14 


No channel 


64bit bus master 


64bit bus master 


64bit bus master 



Each partition in the upper table has following meanings. 

* No channel: There is no channel between bus master and slave due to spare interconnection. 

* NO-PACKING: Packing of two 32-bit transactions to a single 64-bit transaction is not allowed. 

* PACKING: Packing of two 32-bit transactions to a single 64-bit transaction is possible. 

* 64-bit bus master: The bus master is 64bit-wide, so no packing is needed. 

The decision whether packing is used or not is decided by BUS_CACHEABLE_CON residing at address 
0x7E00_F834. Refer to system controller manual for details. 
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43.8 AXI BUS MASTER IDS 

On AXI bus, each bus mater has a dedicated unique ID for use for bus slave. 



AXI ID 


Master bus name 


Related IPs 


0000_0000 


1 Block 


Camera, JPEG 


0000_0001 


F Block 


Display Controller 


0000_0010 


P Block 


2D, TV Encoder, TV Scaler 


XXXX_001 1 1 


V Block 


MFC 


0000_0100 


X Block 


HSMMC, USB OTG 


0000_0101 


T Block 


Host l/F 


0000_0110 


M Block 


DMAO, DMA1 


0000_01 1 1 


S Block 


Security Sub Block, SDMAO, SDMA1 


OOOOJOOO 


ARM Instruction 


ARM Core Instruction 


0000_1001 


ARM Data 


ARM Core Data 


0000_1010 


ARM DMA 


ARM Core DMA 


0000_1011 


CF 


CFCON 


000X_11001 


G block 


G3D 


000X_11011 


G block 


G3D 


0000_1 1 1 0 


G2D 


G2D 



^ X refers to ID that can be dynamically changed by bus master. 
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43.9 REGISTER DESCRIPTION 



43.9.1 ARBITRATION ORDER NUMBER FOR AXI SYS 



Kegisier 


AQaress 


D/\A/ 

ril vv 


uesci ipiion 


nesei vaiue 


AXI_SYS_ARBIT_CTRL_ 


0X7E003000 


RW 


Arbitration order number for slave interface 0 


OxOOOO_0001 


AXI_SYS_ARBIT_CTRL_ 


0x7E003020 


RW 


Arbitration order number for slave interface 1 


OxOOOO_0000 


AXLSYS_ARBIT_CTRL_ 


0X7E003040 


RW 


Arbitration order number for slave interface 2 


0x0000_0002 


AXI_SYS_ARBIT_CTRL_ 


0X7E003060 


RW 


Arbitration order number for slave interface 3 


0x0000_0007 


AXI_SYS_ARBIT_CTRL_ 


0X7E003080 


RW 


Arbitration order number for slave interface 4 


0x0000_0008 


AXI_SYS_ARBIT_CTRL_ 


0x7E0030A0 


RW 


Arbitration order number for slave interface 5 


0x0000_0009 


AXI_SYS_ARBIT_CTRL_ 


0X7E0030C0 


RW 


Arbitration order number for slave interface 6 


0x0000_0003 


AXI_SYS_ARBIT_CTRL_ 


0X7E0030E0 


RW 


Arbitration order number for slave interface 7 


0x0000_0004 


AXI_SYS_ARBIT_CTRL_ 


0X7E003100 


RW 


Arbitration order number for slave interface 8 


OxOOOO_OOOB 


AXI_SYS_ARBIT_CTRL_ 


0x7E003120 


RW 


Arbitration order number for slave interface 9 


OxOOOO_OOOC 


AXI SYS ARBIT CTRL 
REG10 


0X7E003140 


RW 


Arbitration order number for slave interface 10 


OxOOOO_OOOD 


AXI SYS ARBIT CTRL 
REG11 


0X7E003160 


RW 


Arbitration order number for slave interface 1 1 


OxOOOO_OOOA 


AXI SYS ARBIT CTRL 
REG12 


0X7E003180 


RW 


Arbitration order number for slave interface 12 


0x0000_0005 


AXI SYS ARBIT CTRL 
REG13 


0x7E0031A0 


RW 


Arbitration order number for slave interface 13 


0x0000_0006 


AXI SYS ARBIT CTRL 
REG14 


0X7E0031C0 


RW 


Arbitration order number for slave interface 14 


0x0000_0002 



AXI SYS ARBI 
T_CTRL_REGn 


Bit 


Description 


Initial State 


Reserved 


[31:8] 


Reserved 


OxOOOO_000 


order value 


[7:0] 


Arbitration order number for slave interface n 
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43.9.2 QOS TIDEMARK FOR AXI SYS 



Register 


Address 


R/W 


Description 


Reset Value 


AXI_SYS_QOS_CTRL_REG 
0 


0X7E003400 


RW 


QoS Tiemark for master interface 0. 


OxOOOO_0000 


AXI_SYS_QOS_CTRL_REG 

1 


0x7E003404 


RW 


QoS Access Control for master interface 0. 


OxOOOO_0000 


AXI_SYS_QOS_CTRL_REG 


0x7E003420 


RW 


QoS Tiemark for master interface 1 . 


OxOOOO_0000 


AXI_SYS_QOS_CTRL_REG 

Q 

o 


0X7E003424 


RW 


QoS Access Control for master interface 1 . 


OxOOOO_0000 


AXLSYS_QOS_CTRL_REG 
4 


0X7E003440 


RW 


QoS Tiemark for master interface 2. 


OxOOOO_0000 


AXI SYS QOS CTRL REG 
5 


0x7E003444 


RW 


QoS Access Control for master interface 2. 


OxOOOO_0000 


AXI SYS QOS CTRL REG 
6 


0X7E003460 


RW 


QoS Tiemark for master interface 3. 


OxOOOO_0000 


AXI_SYS_QOS_CTRL_REG 
7 


0X7E003464 


RW 


QoS Access Control for master interface 3. 


OxOOOO_0000 



AXI_SYS_ARBIT_CTRL_REGO 


Bit 


Description 


Initial State 


Reserved 


[31:0] 


Reserved 


0x0000 000 
0 



AXI_SYS_ARBIT_CTRL_REG1 


Bit 


Description 


Initial State 


Reserved 


[31:0] 


Reserved 


0x0000 000 
0 



AXI SYS ARBIT CTRL REG2 



Bit 



Description 



Initial State 



Reserved 



[31:0] 



Reserved 



OxOOOO_000 
0 



AXI SYS ARBIT CTRL REGS 



Bit 



Description 



Initial State 



Reserved 



[31:0] 



Reserved 



OxOOOO_000 
0 



AXI SYS ARBIT CTRL REG4 



Bit 



Description 



Initial State 



Reserved 



[31:6] 



Reserved 



0x0 



QoS Tidemark 



[5:0] 



QoS Tidemark for master interface 2. 



0x0 



^ QoS Tidemark can be set between 0 and 7. If write data bigger than 7 is written to this location, it is set to 7. 



^^^^^^ 
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AXI_SYS_ARBIT_CTRL_REG5 


Bit 


Description 


Initial State 


Reserved 


[31:15] 


Reserved 


0x0 


QoS Tidemark 


[14:0] 


QoS Access Control for master interface 2? 


0x0 




AXI_SYS_ARBIT_CTRL_REG6 


Bit 


Description 


Initial State 


Reserved 


[31:6] 


Reserved 


0x0 


QoS Tidemark 


[5:0] 


QoS Tidemark for master interface 3.^ 


0x0 




AXI_SYS_ARBIT_CTRL_REG7 


Bit 


Description 


Initial State 


Reserved 


[31:15] 


Reserved 


0x0 


QoS Tidemark 


[14:0] 


QoS Access Control for master interface 3.^ 


0x0 



43.5.3 ARBITRATION ORDER NUMBER FOR AXI PERI 



Register 


Address 


R/W 


Description 


Reset Value 


AXI PERI ARBIT CTRL 
_REGO 


0X7E008000 


RW 


Arbitration order number for slave interface 0 


0x0000_0000 


AXI PERI ARBIT CTRL 
_REG1 


0X7E008020 


RW 


Arbitration order number for slave interface 1 


0x0000_0001 


AXI PERI ARBIT CTRL 
_REG2 


0X7E008040 


RW 


Arbitration order number for slave interface 2 


0x0000_0002 


AXI PERI ARBIT CTRL 
_REG3 


0X7E008060 


RW 


Arbitration order number for slave interface 3 


0x0000_0003 




AXI_PERI_ARBIT_CTRL_REGn 


Bit 


Description 


Initial State 


Reserved 


[31:8] 


Reserved 


0x0000_000 


order value 


[7:0] 


Arbitration order number for slave interface n 





^ Each bit position corresponds to slave interface of AXI_SYS. 



^^^^^^ 
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43.9.4 QOS TIDEMARK FOR AXI PERI 



Register 


Address 


D/1A# 
K/W 


Description 


neset Value 


AXLPERI_QOS_CTRL_ 

D con 


0X7E008400 


RW 


QoS Tiemark for master interface 0. 


OxOOOO_0000 


AXI_PERI_QOS_CTRL_ 


0x7E008404 


RW 


QoS Access Control for master interface 0. 


OxOOOO_0000 


AXLPERI_QOS_CTRL_ 

D coo 


0x7E008420 


RW 


QoS Tiemark for master interface 1 . 


OxOOOO_0000 


AXI_PERI_QOS_CTRL_ 

D coo 


0X7E008424 


RW 


QoS Access Control for master interface 1 . 


OxOOOO_0000 


AX l_P E R l_QOS_CT R L_ 
HbUi4 


0X7E008440 


RW 


QoS Tiemark for master interface 2. 


OxOOOO_0000 


AXI_PERI_QOS_CTRL_ 

D COC 


0x7E008444 


RW 


QoS Access Control for master interface 2. 


OxOOOO_0000 


AXI_PERI_QOS_CTRL_ 

D COC 


0x7E008460 


RW 


QoS Tiemark for master interface 3. 


OxOOOO_0000 


AXI_PERI_QOS_CTRL_ 


0X7E008464 


RW 


QoS Access Control for master interface 3. 


OxOOOO_0000 


AXI PERI QOS CTRL 
REGS 


0X7E008480 


RW 


QoS Tiemark for master interface 4. 


OxOOOO_0000 


AXI PERI QOS CTRL 
REG9 


0x7E008484 


RW 


QoS Access Control for master interface 4. 


OxOOOO_0000 


AXI PERI QOS CTRL 
REG10 


0x7E0084A0 


RW 


QoS Tiemark for master interface 5. 


OxOOOO_0000 


AXI PERI QOS CTRL 
REG11 


0X7E0084A4 


RW 


QoS Access Control for master interface 5. 


OxOOOO_0000 



AXI_PERI_ARBIT_CTRL_REGn 


Bit 


Description 


Initial State 


Reserved 


[31:0] 


Reserved 


0x0000 000 
0 



43.9.5 ARBITRATION ORDER NUMBER FOR AXI SFR 



Register 


Address 


R/W 


Description 


Reset Value 


AXI SFR ARBIT CTRL 
REGO 


0X7E009000 


RW 


Arbitration order number for slave interface 0 


0x0000_0000 



AXI_SFR_ARBIT_CTRL_REGn 


Bit 


Description 


Initial State 


Reserved 


[31:8] 


Reserved 


OxOOOO_000 


order value 


[7:0] 


Arbitration order number for slave interface n 
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43.9.6 QOS TIDEMARK FOR AXI SFR 



Register 


Address 


R/W 


Description 


Reset Value 


AXI SFR QOS CTR 
L_REGO 


0X7E009400 


RW 


OoS Tiemark for master interface 0. 


OxOOOO_0000 


AXI SFR QOS CTR 
L_REG1 


0x7E009404 


RW 


QoS Access Control for master interface 0. 


OxOOOO_0000 


AXI SFR QOS CTR 
L_REG2 


0x7E009420 


RW 


OoS Tiemarl< for master interface 1 . 


OxOOOO_0000 


AXI SFR QOS CTR 
L_REG3 


0X7E009424 


RW 


OoS Access Control for master interface 1 . 


OxOOOO_0000 


AXI SFR QOS CTR 
L_REG4 


0X7E009440 


RW 


OoS Tiemarl< for master interface 2. 


OxOOOO_0000 


AXI SFR QOS CTR 
L_REG5 


0x7E009444 


RW 


OoS Access Control for master interface 2. 


OxOOOO_0000 


AXI SFR QOS CTR 
L_REG6 


0x7E009460 


RW 


OoS Tiemarl< for master interface 3. 


OxOOOO_0000 


AXI SFR QOS CTR 
L_REG7 


0X7E009464 


RW 


OoS Access Control for master interface 3. 


OxOOOO_0000 


AXI SFR QOS CTR 
L_REG8 


0X7E009480 


RW 


OoS Tiemarl< for master interface 4. 


OxOOOO_0000 


AXI SFR QOS CTR 
L_REG9 


0x7E009484 


RW 


OoS Access Control for master interface 4. 


OxOOOO_0000 


AXI SFR QOS CTR 
L_REG10 


0x7E0094A0 


RW 


OoS Tiemark for master interface 5. 


OxOOOO_0000 


AXI SFR QOS CTR 
L_REG11 


0X7E0094A4 


RW 


OoS Access Control for master interface 5. 


OxOOOO_0000 


AXI SFR QOS CTR 
L_REG12 


0X7E0094C0 


RW 


OoS Tiemark for master interface 6. 


OxOOOO_0000 


AXI SFR QOS CTR 
L_REG13 


0x7E0094C4 


RW 


OoS Access Control for master interface 6. 


OxOOOO_0000 


AXI SFR QOS CTR 
L_REG14 


0x7E0094E0 


RW 


OoS Tiemark for master interface 7. 


OxOOOO_0000 


AXI SFR QOS CTR 
L_REG15 


0X7E0094E4 


RW 


OoS Access Control for master interface 7. 


OxOOOO_0000 



AXI SFR ARBI 
T_CTRL_REGn 


Bit 


Description 


Initial State 


Reserved 


[31:0] 


Reserved 


0x0000 000 
0 
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44.1 ABSOLUTE MAXIMUM RATINGS 

The following list of absolute maximunn ratings is specified over operating junction temperature range. 
Stresses beyond those listed under "absolute maximunn ratings" may cause permanent damage to the device. 
These are stress ratings only and functional operation of the device at these or any other conditions beyond 
those indicated under "recommended operating conditions" is not implied. Exposure to absolute-maximum rated 
conditions for extended periods may affect device reliability. 



Table 44-1. Absolute Maximum Rating 



Parameter 


Symbol 


Min 


Max 


Unit 




VDDapll, VDDepll, 
VDDmpll, VDDotgi, 
VDDINT, VDDalive 


-0.5 


1.8 






VDDarm 


-0.5 


1.8 




DC Supply Voltage 


VDDmm, VDDhi, VDDlcd, 
VDDpcm, VDDext, 
VDDsys 


-0.5 


4.6 






VDDADC, VDDDAC 


-0.5 


4.6 






VDDmO, VDDss, VDDm1 


-0.5 


3.6 


V 




VDDotg, VDDuh 


-0.5 


4.6 




VDDrtc 


-0.5 


4.6 






VIN(1.8v Input buffer) 


-0.5 


2.5 




DC Input Voltage 


VIN(2.5v Input buffer) 


-0.5 


3.6 






VIN(3.3v Input buffer) 


-0.5 


4.6 






V0UT(1.8v output buffer) 


-0.5 


2.5 




DC Output Voltage 


VOUT(2.5v output buffer) 


-0.5 


3.6 






VOUT(3.3v output buffer) 


-0.5 


4.6 
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DC Input Current 


UN 


±20 


mA 


Storage Temperature 


TSTG 


-65 to 150 


°C 



44.2 RECOMMENDED OPERATING CONDITIONS 

S3C6410X must be used under the operating conditions listed in Table 44-2. 

Table 44-2. Recommended Operating Conditions 



Parameter 


Symbol 


Min 


Typ 


Max 


Unit 


DC Supply Voltage for Alive Block 


VDDalive 


1.15 


1.2 


1.25 


V 


DC Supply Voltage for PLL 


VDHpnll 

VDDmpll, 

VDDapll, 


1.15 


1.2 


1.25 




DC Supply Voltage for Internal 
@ ARM Core Frequency:533Mhz 


VDDint 


1.15 


1.2 


1.25 




DC Supply Voltage for Internal 

^ AR^yl Pnrp Frpni ipnr\/"RR7Mh7 


VDDint 


1.25 


1.3 


1.35 




L/O ou|j|jiy vuiLciyc lui o d kj \ o i_uvjiLr 


\/nnntni 


1 .2-5% 


1.2 


1 .2+5% 




DC Supply Voltage for ARM Core 
@ ARM Core Frequency:533Mhz 


VDDarm 


1.05 


1.1 


1.15 




DC Supply Voltage for ARM Core 
@ ARM Core Frequency:667Mhz 


VDDarm 


1.15 


1.2 


1.25 




DC Supply Voltage for I/O Block 


VDDmm 


1.7 


1.8-3.3 


3.6 






VDDhi 


1.7 


1.8-3.3 


3.6 






VDDIcd 


1.7 


1.8-3.3 


3.6 






VDDpcm 


1.7 


1.8-3.3 


3.6 






VDDext 


1.7 


1.8-3.3 


3.6 






VDDsys 


1.7 


1.8-3.3 


3.6 






VDDss 


1.7 


1.8-3.3 


3.6 





2 
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DC Supply Voltage for Memory 
Interface 


VDDmO 


H "7 

1 .7 


«1 o o o 

1 .o~o.o 


o.b 






VDDm1 


1.75 


1.8/2.5 


2.7 




DC Supply Voltage for RTC 


VDDrtc 


1.7 


3.0 


3.3 




DC Supply Voltage for USB 


VDDotg, 


3.3-5% 


3.3 


3.3+5% 




DC Supply Voltage for USB Host 


VDDuh 


3.0 


3.3 


3.6 




DC Supply Voltage for ADC 


VDDADC 


3.0 


3.3 


3.6 




DC Supply Voltage for DAC 


VDDDAC 


3.0 


3.3 


3.6 




DC Input Voltage 


VIN 


3.0 


3.3 


3.6 








2.3 


2.5 


2.7 








1.7 


1.8 


1.9 




DC Output Voltage 


VOUT 


3.0 


3.3 


3.6 








2.3 


2.5 


2.7 








1.7 


1.8 


1.9 




Operating Temperature 


TA 


Industrial 


-40 to 85 


°C 






Extended 


-20 to 70 
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44-3 D.C. ELECTRICAL CHARACTERISTICS 

All The DC characteristics for each pin include input sense levels, output drive levels, and currents. 
These parameters can be used to determine maximum DC loading and to determine maximum 
transition times for a given load. Table 44-3 and 44.4 shows the DC operating conditions for the high- and 
low-strength input, output, and I/O pins. . 

Table 44-3. Normal I/O PAD DC Electrical Characteristics (Vtyp - 3.3v) 



VDD=1.7v-3.60v, Vext=3.0-3.6v, TA=-40 to 85°C 



Parameter 


Condition 


Min 


Typ 


Max 


Unit 


Vih 


High Level Input Voltage 




LVCMOS Interface 




0.7VDD 




VDD+0.3 


V 


Vil 


Low Level Input Voltage 




LVCMOS Interface 




-0.3 




0.3VDD 


V 


AV 


Hysteresis Voltage 




0.1VDD 






V 


lih 


High Level Input Current 




Input Buffer 


Vin=VDD 


-10 




10 


uA 


Tolerant Input 
Buffer** 


Vin=Vext 


-10 




10 


uA 


Input Buffer with 
pull-down 


Vin=VDD 


VDD=3.3V 


20 


70 


130 


uA 


VDD=2.5V 


10 


40 


80 


VDD=1.8V 


5 


20 


40 


Tolerant Input Buffer 
with pull-up** 


Vin=5V 


VDD=3.3V 


10 


30 


60 


uA 


Vin=3.3V 


VDD=2.5V 


6 


16 


50 


Vin=3.3V 


VDD=1.8V 


2 


8 


18 


lil 


Low Level Input Current 




Input Buffer 


Vin=VSS 


-10 




10 


uA 


Input Buffer with 
pull-up 


Vin=VSS 


VDD=3.3V 


-130 


-70 


-20 


uA 


VDD=2.5V 


-80 


-40 


-10 


VDD=1.8V 


-40 


-20 


-5 


Voh 


Type A,B,C 


loh=-100uA 


VDD-0.2 






V 


Vol 


Type A,B,C 


lol=100uA 






0.2 


V 


loz 


Tri-State Output 
Leakage Current 


Vout=VSS or VDD 


-10 




10 


uA 


CIN 


Input capacitance 


Any input and Bidirectional buffers 






5 


PF 


COUT 


Output capacitance 


Any output buffer 






5 


PF 



4 
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Table 44-4. Normal I/O PAD DC Electrical Characteristics (Vtyp - 2.5v) 



VDD=1 .7V~2.7V, Vext=3.0~3.6V , Ta = -40 to 85 °C 



Parameter JHH^ Condition^^^^^^^^V^^^' 


Max ^^Unit^ 


Vih 


High Level Input Voltage 




LVCMOS Interface 




0.7VDD 




VDD+0.3 


V 


Vil 


Low Level Input Voltag 


e 




LVCMOS Interface 




-0.3 




0.3VDD 


V 


AV 


Hysteresis Voltage 




0.1VDD 






V 


lih 


High Level Input Current 




Input Buffer 


Vin=VDD 


-10 




10 


uA 


Tolerant Input 
Buffer** 


Vin=Vext 


-10 




10 


uA 


Input Buffer with 
pull-down 




VDD=2.5V 


10 


40 


80 


uA 


Vin=VDD 




VDD=1.8V 


5 


20 


40 


Tolerant Input Buffer 


Vin=3.3V 


VDD=2.5V 


3 


10 


40 


uA 


with pull-up** 


Vin=3.3V 


VDD=1.8V 


1 


4 


10 


lil 


Low Level Input Current 




Input Buffer 


Vin=VSS 


-10 




10 


uA 


Input Buffer with 
pull-up 


Vin=VSS 


VDD=2.5V 


-80 


-40 


-10 


uA 


VDD=1.8V 


-40 


-20 


-5 


Voh 


Type A,B,C 


loh=-100uA 


VDD-0.2 






V 


Vol 


Type A,B,C 


lol=100uA 






0.2 


V 


loz 


Tri-State Output 
Leakage Current 


Vout=VSS orVDD 


-10 




10 


uA 


CIN 


Input capacitance 


Any input and Bidirectional buffers 






5 


PF 


COUT 


Output capacitance 


Any output buffer 






5 


PF 



Table 44-5. Special Memory I/O PAD DC Electrical Characteristics (Memory Port 0) 



Symbol 


Parameter 


Min 


Typ 


Max 


Unit 


VDDmO 


Output supply voltage 


1.7 


2.5 


3.6 


V 


VDDINT 


Internal Voltage 


1.15 


1.2 


1.25 


V 


Temp 


Ambient Temperature 


-40 


25 


85 


°c 


V,H 


dc Input Logic High 


0.7 * VDDmO 




VDDmO+0.3 


V 
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ViL 


dc Input Logic Low 


-0.3 




0.3 * VDDmO 


V 


l|H 


High Level Input Current 


-10 


- 


10 


uA 


l|L 


Low Level Input Current 


-10 




10 


uA 


l|H 


High Level Input Current with Pull Down 
(VDD=3.3V) 




7(1 


1 ou 


iiA 
yjr\ 


High Level Input Current with Pull Down 

/\ /rM~\ o iz\ /\ 

(VDD=2.5V) 


10 


40 


80 


uA 


High Level Input Current with Pull Down 
(VDD=1.8V) 


5 


20 


40 


uA 


l|L 


Low Level Input Current with Pull Up 
(VDD=3.3V) 


-130 


-70 


-20 


uA 


1 r\\At 1 o\/ol lnr>i it Oi irront \A/ith Pi ill 1 lr> 
l—UvV l_t;Vt;l liipUL OUllollL WILII r UN yJ[J 

(VDD=2.5V) 


-80 


-40 


-10 


uA 


Low Level Input Current with Pull Up 
(VDD=2.5V) 


-40 


-20 


-5 


uA 


VoH 


Output High Voltage(@loh=-100uA) 


VDDmO - 0.2 






V 


Vol 


Output Low Voltage(@lol=100uA) 






0.2 


V 


Table 44-6. Special Memory DDR I/O PAD DC Electrical Characteristics (Memory Port 1) 


Symbol 


Parameter 


Mln 


Typ 


Max 


Unit 


VDDm1 


Output supply voltage 


1.75 


1.8/2.5 


2.7 


V 


VDDINT 


Internal Voltage 


1.15 


1.2 


1.25 


V 


Temp 


Ambient Temperature 


-40 


25 


85 


°c 


VlH 


dc Input Logic High 


0.7* VDDml 




VDDml+0.3 


V 


V|L 


dc Input Logic Low 


-0.3 




0.3 * VDDml 


V 


llH 


High Level Input Current 


-10 




10 


uA 


IlL 


Low Level Input Current 


-10 




10 


uA 


l|H 


High Level Input Current with Pull Down 
(VDD=2.5V) 


10 


40 


80 


uA 


High Level Input Current with Pull Down 
(VDD=1.8V) 


5 


20 


40 


uA 


IlL 


Low Level Input Current with Pull Up 
(VDD=2.5V) 


-80 


-40 


-10 


uA 


Low Level Input Current with Pull Up 
(VDD=2.5V) 


-40 


-20 


-5 


uA 
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VoH 


Output High Voltage(@loh=-100uA) 


VDDm1 -0.2 






V 


Vol 


Output Low Voltage(@lol=100uA) 






0.2 


V 



Table 44-7. USB DC Electrical Characteristics 



Symbol 


Parameter 


Condition 


Min 


Max 


Unit 


VlH 


High level input voltage 




2.0 




V 


V|L 


Low level input voltage 






0.8 


V 


l|M 


High level input current 


Vin = 3.3V 


-10 


10 


laA 


IlL 


Low level input current 


Vin = O.OV 


-10 


10 


I^A 


VoH 


Static Output High 


15Kohmto GND 


2.8 


3.6 


V 


Vol 


Static Output Low 


1 .5Kohm to 3.6V 




0.3 


V 



Table 44-8. RTC OSC DC Electrical Characteristics 



Symbol 


Parameter 


Min 


Type 


Max 


Unit 


VDDrtc 


Output supply voltage 


1.7 


1.8-3.0 


3.3 


V 


VlH 


DC input logic high 


0.7*VDDrtc 






V 


V|L 


DC input logic low 






0.3*VDDrtc 


V 


llH 


High level input current 


-10 




10 


loA 


IlL 


Low level input current 


-10 




10 


loA 



^^^^^ 
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44-4 CLK A.C- ELECTRICAL CHARACTERISTICS 

A pin's alternating-current (AC) characteristics include input and output capacitance. These factors determine the 
loading for external drivers and other load analyses. The AC characteristics also include a derating factor, which 
indicates how nnuch the AC tinnings nnight vary with different loads. 



1/2 VDD SYS. 



tXTALCYC 



1/2 VDD SYS 



NOTE: The clock input from the Xiipii pin. 



Figure 44-1. XTIpll Clock Timing 



1/2 VDD SYS 



tEXTCYC 



.A 



tEXTHIGH 



VlH 



VlH 



tEXTLOW 



ViL 



ViL 



7" 



1/2 VDD SYS 



NOTE: The clock input from the EXTCLK pin. 



Figure 44-2. EXTCLK Clock Input Timing 



EXTCLK 



HCLK 
(internal) 



tEX2HC 



Figure 44-3. EXTCLK/HCLK in case that EXTCLK is used without the PLL 
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EXTCLK 



nRESET 





tRESW 




\ 


< ► 

\ 1 


1 



Figure 44-4. Manual Reset Input Timing 
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VDDJO 

VDDALIVE 
XPWRRGTON 

VDDINT/ARM/PLL 

XTIpll or 
EXTCLK 

nRESET 



Clock 
Disable 




VCO 
output 



FCLK 



VCO is adapted to new clock frequency 




tRST2RUN 



t MCU operates by XTIpll 

^ or EXTCLK cicok ^^^K is new frequency 



Figure 44-5. Power-On Oscillation Setting Timing 



10 
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EXTCLK 



Vvvvl/vvvl/VvVl/l/l/vv 



XTIpll 







Clock 
Disable 



r 



Wake up from sleep mode 



tOSC2 



VCO 
Output 



FCLK 



m 



Several slow clock cycles (XTIpll or EXTCLK) 



Sleep mode is initiated. 



Figure 44-6. Sleep Mode Return Oscillation Setting Timing 
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Table 44-9. Clock Timing Constants 

(VDDINT= 1 ■2V± 0.05V, TA = -40 to 85°C, VDDSYS = 3.3V ± 0.3V, 2.5V ± 0.2V, 1 .SV ± 0. 



1V) 



Parameter 


Symbol 


Min 


Typ 


Max 


Unit 


VDDpadIO to VDDalive 


tOA 


0 






ms 


VDDalive to VDDINT/VDDarm 


tAI 


1 






us 


VDDarm to PWR_EN(PWRRGTON) 


tAE 


1 




10 


ns 


VDDLOGIC/VDDarnn to Oscillator stabilization 


tosc 


10 






cycle 


Oscillator stabilization to nRESET & nlRST high 


tOR 


1 






us 


External clock input high level pulse width 


%XTHIGH 


25 






ns 


External clock to HCLK (without PLL) 


%X2HC 


5 




10 


ns 


HCLK (internal) to CLKOUT 


^HC2CK 


4 




10 


ns 


HCLK (internal) to SCLK 


*HC2SCLK 


2 




8 


ns 


Reset assert time after clock stabilization 


*RESW 


4 






XTIpll or 
EXTCLK 


APLL&MPLL Lock Time 


tpLL 






300 


us 


EPLL Lock Time 








300 


us 


Sleep mode return oscillation setting time. 


^0SC2 


2' 






XTIpll or 
EXTCLK 


The interval before CPU runs after nRESET is 
released. 


Wt2RUN 


5 






XTIpll or 
EXTCLK 



12 
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44.5 ROM/SRAM AC ELECTRICAL CHARACTERISTICS 



HCLK 



XmOADDR- 



XmOCSn[x] 



XmOOEn 



XmOBEn[n] 



XmOWAITn 
(R) 



XmODATA_ 
(R) 



XmOWEn 



XmOWAITn 
(W) 



XmODATA_ 
(W) 



tRAD 



tRAD 



ADDRESS 



Tacs 



tRCD 



Tcos 



tROD 



tRBED 



jtWS 



Tcos 



tRWD 



tws 



tRDD 



tRCD 



^ Tcah ^1 



tROD 



Taicc 



J ^Tcoh ^ 1 



tRBED 



Samplirpg 
nWAlIT 



tWH 



tRDH 



DATA 



tRWD 



tWH 



tRDD 



DATA 



Figure 44-7. ROM/SRAM Timing 
(Tacs = 0, Tcos = 0, Tacc = 2, Tcoh = 0, Tcah = 0, PMC = 0, ST = 0, DW = 16-bit) 
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Table 44-10. ROM/SRAM Bus Timing Constants 



(VDDINT = 1 .2V± 0.05V, TA = -40 to 85°C, VDDmO = 1 .7V - 3.6V) 


Parameter 


Svmbol 


Min 


Max 


Unit 


K^^ivi/oKAivi Aoaress ueiay 


^RAD 




/ .oZZU 


ns 


K^^ivi/oKAivi onip oeieci u ueiay 


tpQD 




D.D4Uo 


ns 


K^^ivi/oKAivi onip oeieci i ueiay 


tpQD 


1 Q700 




ns 


K^^ivi/oKAivi onip oeieci z ueiay 


^RCD 


1 .o / / 0 


D. 1 D 1 4 


ns 


K^^ivi/oKAivi omp oeieci o ueiay 


tpQD 


1 . / oo 1 


D.UooZ 


ns 


ROM/^RAM Phin Qf^if^pt A Rf^law 
r\v>'ivi/or\Mivi oiiip ooioCL t LJciciy 


^RCD 


1 77Qn 


D. 1 *+OU 


ns 


ROM/SRAM Chip Select 5 Delay 


Wd 


1 .8434 


6.4550 


ns 


ROM/SRAM nOE(Output Enable) Delay 


^ROD 


1.8143 


6.4113 


ns 


ROM/SRAM nWE(Write Enable) Delay 


^RWD 


1 .7700 


6.2336 


ns 


ROM/SRAM Byte Enable Delay 


Wed 


1 .8072 


6.5093 


ns 


ROM/SRAM Output Data Delay 


*RDD 


1.1940 


8.2706 


ns 


ROM/SRAM Read Data Setup Time 


*RDS 


2.0000 




ns 


ROM/SRAM Write Data Hold Time 


*RDH 


1.0000 




ns 



14 
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44.6 ONENAND AC ELECTRICAL CHARACTERISTICS 



XmOSMCLK tCER 



XmOADRVALID 



XmORDYO_ALE/ 
XmORDY1_CLE 




Asynchronous 
Read Timing 



XmOADRVALID 



XmORDYO_ALE/ '^'Z' 
XmORDYl CLE 



JCA^ ^ tAVDO 
i tCE i i 



Asynclironous 
Write Timing 



tCEZ 
tOEZ 



READ DATA 



) ( ADDR )( WRITE DAlA )( ADDR~)( WRITE DaIa 

IDS 



Figure 44-8. OneNand Flash Timing 
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Table 44-11. OneNAND Bus Timing Constants 



(VDDINT= 1 .2V± 0.05V, TA = -40 to 85°C, VDDmO = 1 .7V - 1 .9V) 


Parameter 


Svmbol 


Min 


Max 


Unit 


^^neiNAiNU oivioLrx cycie 


^CLK 


15 




ns 


^^neiNAiNU olocK nign iime 


^CLKH 


5 




ns 


^^neiNAiNU olocK LOW iime 


^CLKL 


5 




ns 


^^neiNAiNU oon oeiup time lo oivioLrx 


^CES 


6 




ns 


^^neiNAiNLj iniLiai Access iime 


t|AA 




70 


ns 


^^neiNAiNLj Dursi Access iime vaiiu oiviolix to v^utput ueiay 


t^A 




11.5 


ns 


^^neiNAiNLJ uata noiu time irom next ciock cycie 


tgDH 


3.5 




ns 


OnoKIAKIP^ Oi i+r»i 1+ PnoKlo +r» P4o+o 

^^neiNAiNu v^utput tnaDie to uata 


toE 




20 


ns 


^^neiNAiNU oon uisaoie to <^utput nign z. 


^CEZ 




20 


ns 


Or»£iMAMP4 OPn PilooKl^i +n Oi i+rM it 1— linh "7 

^^neiNAiNU vjtn uisaoie to <^utput nign z. 


^OEZ 




15 


ns 


Or»£iMAMP4 Arlrlr£ioo Q^i+iir* tlmci +n Q^ylOI 

^^neiNAiNU Aoaress oetup time to oivioLrx 


^ACS 


5 




ns 


Or»£iMAMn Arlrlr£ioo UlnlH tirn/ii +n Q^/IOI 

^^neiNAiNU Aoaress noia time to oivioLrx 


^ACH 


6 




ns 


OnoMAMn AHRX/Al IH Qoti in timo to Q^ylPI W 

^^neiNAiNLJ AUKVALiu oetup time to oiviolix 


t^VDS 


5 




ns 


OnoMAMn AHRX/Al IH WolH timo to Q^ylPI W 

^^neiNAiNLJ AUKVALIU rioiu time to olVlOLr\ 


t^VDH 


6 




ns 


OnoMANin Writo Rjata Qoti in timo tn Q^ylPI W 

^^neiNAiNU write uata oetup time to oiviolix 


tyvDS 


5 




ns 


OnoMANin Writo Rata WnlH timo tn Q^ylPI K 

^^neiNAiNU write uata noiu time to oiviolix 


tyvDH 


2 




ns 


OnoMANin \A/Pr» Qoti in timo tn Q^/IOI 

^^neiNAiNU wtn oetup time to oivioLrx 


tyvES 


5 




ns 


OnoMAKin \A/Pn Wnlrl timo tn Q^/IPI W 

^^neiNAiNU wtn noia time to oiviOLrx 


tyvEH 


6 




ns 


OnoMAKin AnD\/AI IH hinh tn OPn ln\A/ 

^^neiNAiNU AUKVALIU nign to v^tn low 


t^VDO 


0 




ns 


OnoMAKin Q^/IPI W tn DRV x/olirl 

^^neiNAiNU oivioLrx to kut vaiia 


^RDYO 




11.5 


ns 


OnoMANin Q^ylPI W tn RHV Qoti in timo 

^^neiNAiNU oivioLix to kut oetup time 


tpDYA 




11.5 


ns 


OnoMANin DRV Qoti in timo tn Q^/l<^l 

uneiNAiNU KUT oetup time to oivioLrx 


^RDYS 




11.5 


ns 


OnoMAMP^ r^Qn ln\A/ tn DP^V \/oli/H 

uneiNAiNu oon low to kuy vaiia 


^CER 




15 


ns 


OneNAND Access time from CSn low 


tcE 




76 


ns 


OneNAND Asynchronous Access time from ADRVALID low 


Ua 




76 


ns 


OneNAND Asynchronous Access time from address valid 


Ucc 




76 


ns 


OneNAND Read Cycle time 


^RC 


76 




ns 


OneNAND ADRVALID low pulse width 


Wdp 


12 




ns 


OneNAND Address Setup to rising edge of ADRVALID 


WvDS 


5 




ns 


OneNAND Address Hold to rising edge of ADRVALID 


WvDH 


7 




ns 


OneNAND CSn Setup to ADRVALID falling edge 


^CA 


0 




ns 



16 



ELECTRONICS 



6410X_UM 



ELECTRICAL DATA 



K 1 A K 1 1 A f " III A / a i i i i 

OneNAND WEn Disable to ADRVALID enable 




1 S 
1 \j 




1 lo 


OneNAND Address to OEn low 


^ASO 


10 
1 u 




1 lo 


OneNAND WEn Cycle tinne 




70 




1 lo 


K 1 A K 1 l~N J. ^ J. J." 

OneNAND Data Setup tinne 




'^0 




1 lo 


OneNAND Data Hold time 


^DH 


0 




ns 


OneNAND CSn Setup tinne 




0 




ns 


OneNAND CSn Hold time 


^CH 


0 




ns 


OneNAND WEn Pulse width low 


Wl 


40 




ns 


OneNAND WEn Pulse width high 




30 




ns 



44.7 NFCON AC ELECTRICAL CHARACTERISTICS 



HCLK 



XmORDYl CLE 



XmOINTsmO FWEn 



XmODATA 



TACLS TWRPHO TWRPH1 
►r^ ►r^ ► 



tCLED 



HCLK 



XmOINTsmO FWEn 



XmODATA 



tWED 



tWDD 



tWEp 



. tCLED 



COMMAND 



tWDD 



HCLK 



XmORDYO ALE 



XmOINTsmO FWEn 



XmODATA 



TACLS TWRPHO TWRPH1 
M ►^^ ►^^ ►] 



tALED 



tWDD 



tWED 
^ U-tWED| 



. tALED 



ADDRESS 



tWDD 



TWRPHO TWRPH1 



TWRPHO TWRPH1 



tWED 




-tWEDi 



HCLK 



XmOINTsmI FREn 



tRED 



-tREDi 



tWDD 



WDATA 



tWDDi 



XmODATA 



i-#4RDS 



RCATA 



^RDH 



Figure 44-9. Nand Flash Timing 
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Table 44-12. NFCON Bus Timing Constants 



(VDDINT= 1 .2V+ 0.05V, TA = -40 to 85°C, VDDmO = 1 .7V - 3.6V) 


Do KO tin At 


oyrriDoi 


iviin 


IvIclX 


1 Init 


NruuN unip bnaDie aeiay 


^CED 




6.85 


ns 


NFCON CLE delay 


^CLED 




7.72 


ns 


NFCON ALE delay 


Wed 




7.73 


ns 


NFCON Write Enable delay 


Wed 




8.61 


ns 


NFCON Read Enable delay 


^RED 




7.91 


ns 


NFCON Write Data delay 


Wdd 




8.42 


ns 


NFCON Read Data Setup requirement time 


^RDS 


1.00 




ns 


NFCON Read Data Hold requirement time 


*RDH 


0.20 




ns 



44.8 SDRAM AC ELECTRICAL CHARACTERISTICS 



Xm1ADDR[10] 



Xm1DQM[n] 




Figure 44-10. SDR SDRAM READ / WRITE Timing (Trp = 2, Trcd = 2, Tel = 2, DW = 16-bit) 
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XmlSCLK 



XmlCKE '1 



XmlADDR 



Xm1ADDR[10] 



XmlCSnx 



XmlRASn 



XmlCASn 



Xm1DQM[n] 



XmlWEn 



XmlDATA 




Figure 44-11. SDRAM MRS Timing and Auto Refresh Timing (Trp = 2, Trc = 4) 



NOTE: Before executing auto/self refreshing connnnand, all banks must be in idle state. 
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Table 44-13. Memory Port 1 Interface Timing Constants (SDR SDRAM) 



(VDDINT= 1 .2V± 0.05V, TA = -40 to 85°C, VDDm1 = 1 .75V - 2.70V) 


Parameter 


Svmbol 


Min 


Max 


Unit 


oUKAivi Aoaress ueiay 


^8 AD 


1 .3640 


3.8910 


ns 


oUKAivi onip oeieci ueiay 


^SCSD 


1 .2760 


3.7090 


ns 


OUKAIVI Kow aciive ueiay 


^SRD 


1 .2460 


3.6590 


ns 


OUrxAIVI OUIUIIIII aLrLIVc Ucldy 


to n\ 


1 .2860 


3.6890 


ns 


SDRAM Byte Enable Delay 


^SBED 


2.3360 


5.0760 


ns 


SDRAM Write enable Delay 


Wd 


1 .2290 


3.6100 


ns 


SDRAM read Data Setup time 


*SDS 


3.0000 




ns 


SDRAM read Data Hold time 


^SDH 


1 .5000 




ns 


SDRAM output Data Delay 


^SDD 


2.2380 


5.1940 


ns 


SDRAM Clock Enable Delay 


*CKED 


1 .2070 


3.6990 


ns 


SDRAM Access time from Clock 


Uc 




6.0000 


ns 



Load Capacitance 




Xml* 


< 15pF 
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ELECTRICAL DATA 



Xm1ADDR[10] 



Xm1DQS[n] 



Xm1DQS[n] 



Xm1DQM[n] 




Figure 44-12. DDR SDRAM READ / WRITE Timing (Trp = 2, Trcd = 2, Tel = 2, DW = 16-bit) 
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Table 44-14. Memory Port 1 Interface Timing Constants (DDR SDRAM) 



(VDDINT= 1 .2V± 0.05V, TA = -40 to 85°C, VDDm1 = 1 .75V - 2.7V) 


Parameter 


Svmbol 


Min 


Max 


Unit 


uuK oUKAivi Aoaress ueiay 


tSAD 


1 .3640 


3.8910 


ns 


UUK oUKAivi onip oeieci ueiay 


tSCSD 


1 .2760 


3.7090 


ns 


UUK OUKAIVI Kow aciive ueiay 


tSRD 


1.2460 


3.6590 


ns 


UUK OUKAIVI oolumn active ueiay 


tSCD 


1 .2860 


3.6890 


ns 


UUK OUKAIVI Dyie tnaDie ueiay 


tSBED 


2.3360 


5.0760 


ns 


P^P^D QP^DA^/l \A/ri+o onoKlo P4olo\/ 

UUK OUKAIVI vvnie enaDie ueiay 


tSWD 


1 .2290 


3.6100 


ns 


UUK OUKAIVI v^uiput uaia access iime Trom or\ 


tSAC 


2.0000 


5.5000 


ns 


P^P^D QP^DA^/l Dr»\A/ Dror^horno timo 

UUK OUKAIVI KOW precnarye iime 


tRP 


22.5000 


- 


ns 


nnp Q^PA^/l daq +r» paq HoIox/ 
UUK OUKAIVI KAO lo oAO oeiay 


tRCD 


22.5000 


- 


ns 


UUK OUKAIVI vvnie recovery iime 


tWR 


12.0000 


- 


ns 


PiPiD QP^DA^/l r^lnr^l^ \n\M Ic^x/^^l xA/i/H+h 

UUK OUKAIVI olocK low levei wiain 


tCL 


3.4751 


3.6220 


ns 


P^PiD QP^DA^/l D^io/H DrciomKl^i 

UUK OUKAIVI Keaa preamDie 


tRPRE 


6.7500 


8.2500 


ns 


UUK OUKAIVI KedU r UoLalllUie 


tRPST 


3.0000 


4.5000 


ns 


DDR SDRAM Write Postamble time 


tWPST 


3.0000 


4.5000 


ns 


DDR SDRAM Clock to valid DQS-ln 


tDQSS 


9.1423 


9.3750 


ns 


DDR SDRAM DQS-ln Setup time 


tWPRES 


1.3000 




ns 


DDR SDRAM DQS-ln Hold time 


tWPREH 


1.3000 




ns 


DDR SDRAM DQS-ln high level width 


tDQSH 


3.0000 


4.5000 


ns 


DDR SDRAM DQS-ln low level width 


tDQSL 


3.0000 


4.5000 


ns 


DDR SDRAM read Data Setup time 


tDDS 




0.5000 


ns 



Load Capacitance 




Xmr 


< 15pF 
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44.9 LCD CONTROLLER AC ELECTRICAL CHARACTERISTICS 



VSYNC 



HSYNC 



VDEN 



HSYNC 



VCLK 



VD 



VDEN 



Tf2hsetup 



Tf2hhold 



->K- 



I 

' Tvspw ' Tvbpd ' 



^* — »i 

' Tvfpd ■ 



J 



TI2csetup 



Tvcikh I I I jlvclk 



^^^^^^^^^ 



Tvclkl 



frvdhold I 



Tvdsetup 



. Tve2hold 



Figure 44-13. TFT LCD Controller Timing 
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Table 44-15. TFT LCD Controller Module Signal Timing Constants 

(VDDINT= 1 ■2V± 0.05V, TA = -40 to 85°C, VDDIcd = 1 .ZV - 3.6V) 



Parameter 


Svmbol 


Min 


TvDe 


Max 


Units 


voLrx puise wiain 


Tvclk 


18 


200 




ns 


\/C^\ W miico \A/iH+h hinh 

voLrx puio6 wicjin nign 


Tvcikh 


0.3 


_ 


_ 


Pvclk(1) 


VOLrx pUlo6 WlCJin lOW 


Tvclkl 


0.3 








Pvclk 


veriical sync puio6 wiain 


Tvspw 


VSPW + 1 








Phclk(2) 


\/oH"i/^ol l^o/^l/' r^/^r/^h <Holo\/ 
VcrULrdl UduK porLrll Ucldy 


Tvbpd 


VBPD+1 


_ 


_ 


Phclk 


Vertical front porch dealy 


Tvfpd 


VFPD+1 


- 


- 


Phclk 


Hsync setup to VCLK falling edge 


TI2csetup 


0.3 






Pvclk 


VDEN set up to VCLK falling edge 


Tde2csetup 


0.3 






Pvclk 


VDEN hold from VCLK falling edge 


Tde2chold 


0.3 






Pvclk 


VD setup to VCLK falling edge 


Tvd2csetup 


0.3 






Pvclk 


VD hold from VCLK falling edge 


Tvd2chold 


0.3 






Pvclk 


VSYNC setup to HSYNC falling edge 


Tf2hsetup 


HSPW + 1 






Pvclk 


VSYNC hold from HSYNC falling edge 


Tf2hhold 


HBPD + HFPD + 
HOZVAL + 3 






Pvclk 



NOTES: 

1. VCLK period 

2. HSYNC period 
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VCLK(internal) 



SYS RS 



SYS CSn 



SYS WE 



SYS VD 



' cssetup 

\< ►! 



' wrsetup 

!4 ►! 



Twrhold 

►! 




Twract 

< 



Figure 44-14. LCD 180 InterfaceTiming 



Table 44-16. LCD 180 Interface Signal Timing Constants 



Parameter 


Symbol 


Min 


Type 


Max 


Units 


SYS RS to SYS CSn Low 


Tcssetup 




LCD_CS_SETUP + 1 




Pvclk* 


SYS CSn Low to SYS WR Low 


Twrsetup 




LCD_WR_SETUP + 1 




Pvclk 


SYS WE Pulse Width 


Twract 




LCD_WR_ACT + 1 




Pvclk 


SYS_WE Might to SYS_CSn High 


Twrhold 




LCD_WR_HOLD + 1 




Pvclk 



NOTE: 



Internal VCLK period 
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44.10 MODEMIF AC ELECTRICAL CHARACTERISTICS 



XhiADR 



XhiCSn 



XhiWEn 



XhiDATA 



tAVWR 




tCSVWR 



r 



tAWR 



^ tWR ^ 



A 



t: 



SUWR 



f 
V 



^ tOHWR ^ 



Figure 44-15. Modem interface write timing diagram 



Table 44-17. Modem interface write timing 



Parameter 


Description 


Min (ns) 


Max (ns) 


Notes 


tAVWR 


Address valid to address invalid 


20 ns 






tcSVWR 


Chip select active 


20 ns 






tAWR 


Address valid to write active 


5 ns 






twR 


Write active 


10 ns 






toSUWR 


Write data setup 


10 ns 






toHWR 


Write data hold 


5 ns 







NOTE: Output load is 30pF at roonn temperature (25°C) 
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XhiADR 



r 

V 



XhiCSn 



XhiOEn 



XhiDATA 



tAVRD 



tCSVRD 



r 



tCSRD 



tRD 



tRDDV 



^ tACSDV ^ 



r 



tADfH 



r 



tRDH 



Figure 44-16. Modem interface read timing diagram 



Table 44-18. Modem interface read timing 



1V) 



Parameter 


Description 


Min (ns) 


Max (ns) 


Notes 


UvRD 


Address valid to address invalid 


40 ns 






Udh 


Address hold 


0 ns 






tcSVRD 


Chip select active 


40 ns 






tcSRD 


Chip select active to Read active 


10 ns 






tRD 


Read active 


20 ns 






tRDDV 


Read active to data valid 




35 ns 




tRDH 


Read data hold 


6 ns 






tACSDV 


Address and chip select active to data valid 




49 ns 





NOTE: Output load is 30pF at room temperature (25°C) 



^^^^^ 



ELECTRONICS 



27 



ELECTRICAL DATA 



6410X_UM 



44.11 LCD BYPASS AC ELECTRICAL CHARACTERISTICS 



XhiADDR 



XhiCSn_main 
XhiCSn sub 



Xlb_mCSn 
Xlb sCSn 



XI b RS 



XhiWEn 



Xlb WEn 



XhiOEn 



Xlb OEn 



:tC2CS; 



tiA2CS : 



;tC2RS; 



tA2RS 



X 



/ 



1 



/ 



tWE2WE 













M 



/ 



tOE20E 



Figure 44-17. LCD Bypass Control signal timing diagram 
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XhiDATA 



Xlb DATA 



IX 



X 



I 



X 



tWD 



XlbDATA 



Xhi DATA 



IX 



X 



X 



X 



tRD 



Figure 44-18. LCD Bypass Data for write and read timing diagram 

Table 44-19. LCD Bypass timing Timing 

(VDDINT= 1 ■2V± 0.05V, TA = -40 to 85°C, VDDhi = 1 .ZV - 3.6V) 



Parameter 


Description 


Min (ns) 


Max (ns) 


Unit 


tA2CS 


Host Address to LCD Chip Select 


5 


26 


ns 


tC2CS 


Host Chip Select to LCD Chip Select 


5 


24 


ns 


tA2RS 


Host Address to LCD Read Select 


6 


25 


ns 


tWE2WE 


Host Write Enable to LCD Write Enable 


3 


12 


ns 


tOE20E 


Host Read Enable to LCD Read Enable 


5 


18 


ns 


tWD 


Host Write Data to LCD Data 


5 


23 


ns 


tRD 


Host Read Data from LCD Data 


4 


22 


ns 



NOTE: Output load is 30pF at room temperature (25°C) 
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44-12 CAMERA INTERFACE AC ELECTRICAL CHARACTERISTICS 



XciPCLK 



XciVSYNC 



XciPCLK 



XciVSYNC 



Tssvsync 



Thvsync 



Tssvsync 



Thvsync 



( lnvPolPCLK= 1 ) 



Figure 44-19. Camera Interface VSYNC Timing 



XciPCLK / \ 


/ 


' \ . 




\ / 


Tsshref 

XciHREF / 






Thhref 

\ 


< — ► 


< — ► 







XciPCLK \ / 


\ 

< — ► 


^ / ^ 


\ 


/ \ ( InvPolPCLK = 1 ) 


Tssliref 

XciHREF / 




< ► 


Tliliref 

\ 


/ 











Figure 44-20. Camera Interface HREF Timing 
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XciPCLK 



XciDATA 



XciPCLK 



XciDATA 



Tssdata 



7V 



D1 



Thdata 



D2 



Tssdata 



7V 



D1 



( InvPolPCLK = 1 ) 



Thdata 



D2 



Figure 44-21. Camera Interface Data Timing 
Table 44-20. Camera Controller Module Signal Timing Constants 



Parameter 


Symbol 


Min 


Type 


Max 


Units 


XciVSYNC input Setup time 


Tssvsync 


2.4 






ns 


XciVSYNC input Hold time 


Thvsync 


2 






ns 


XciHREF input Setup time 


Tsshref 


2.5 






ns 


XciHREF input Hold time 


Thhref 


2 






ns 


XciDATA input Setup time 


Tssdata 


1.8 






ns 


XciDATA input Hold time 


Thdata 


3 






ns 
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44-13 SDMMC AC ELECTRICAL CHARACTERISTICS 



HS SDCLK 



HS_SDCMD (out) 



HS_SDCMD (in) 



HS_SDDATA[7:0] (out) 



tHSDCD 



tHSDCS 



! tHSDCH 



tHSDDD 



tHSDDS 



K 



! tHSDDH 



HS_SDDATA[7:0] (in) 



Figure 44-22. High Speed SDMMC Interface Timing 
Table 44-21. High Speed SDMMC Interface Transmit/Receive Timing Constants 



Parameter 


Symbol 


Min 


Type. 


Max 


Unit 


SD Command output Delay time 


tSDCD 


1.0 




14.0 


ns 


SD Command input Setup time 


tSDCS 


4.0<^' 






ns 


SD Command input Hold time 


tSDCH 






0.1 


ns 


SD Data output Delay time 


tSDDD 


1.0 




14.0 


ns 


SD Data input Setup time 


tSDDS 


4.0<^' 






ns 


SD Data input Hold time 


tSDDH 






0.1 


ns 



NOTE (1), (2): This values shows when the Rx Feedback Clock selections are enabled. If the Rx Feedback Clock selection 
disabled, setup time is increased to 14ns (this setting should be used when low speed mode). 
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44.14 SPI AC ELECTRICAL CHARACTERISTICS 



SPICLK 



XspiMOSI 
(MO) 



XspiMISO 
(Ml) 



XspiMISO 
(SO) 



XspiMOSI 
(SI) 



XspiCS 



tSPIMIH 




m. 



tSPlCSSD 

J 



tSPICSSS 



Figure 44-23. SPI Interface Timing (CPHA = 0, CPOL = 1) 
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Table 44-22. SPI Interface Transmit/Receive Timing Constants 

( VDDINT= 1 ■2V± 0.05V, TA = -40 to VDDext = 3.3V ) 



Parameter 


Symbol 


Min 


Typ. 


Max 


Unit 


Ch 0 


SPI MOSI Master Output Delay 
time 


tSPIMOD 


- 


- 


4 


ns 


SPI MISO Master Input Setup 
time(Feedback Delay- OnS) 


tSPIMIS 


2 


- 


- 


ns 


SPI MISO Master Input Setup 
time(Feedback Delay- 2nS) 


1 


- 


- 


ns 


SPI MISO Master Input Setup 
time(Feedback Delay- 4nS) 


1 


- 


- 


ns 


SPI MISO Master Input Setup 
time(Feedback Delay- 6nS) 


0 


- 


- 


ns 


SPI MISO Master Input Hold 
time(Feedback Delay- OnS) 


tSPIMIH 

LO F 1 1 VI 1 1 1 


Q 
O 






ns 


SPI MISO Master Input Hold 
time(Feedback Delay- 2nS) 


D 






in o 
Hb 


SPI MISO Master Master Input 
Hold time(FeedbaGk Delay- 4nS) 


Q 






1 lo 


SPI MISO Master Input Hold 
time(Feedback Delay- 6nS) 


1 1 

1 1 






1 lo 


SPI MOSI Slave Input Setup time 


tSPISIS 


3 






ns 


SPI MOSI Slave Input Hold time 


tSPISIH 


3 


- 




ns 


SPI MISO Slave output Delay time 


tSPISOD 






10 


ns 


SPI nSS Master Output Delay time 


tSPICSSD 


- 


- 


19 


ns 


SPI nSS Slave Input Setup time 


tSPICSSS 






20 


ns 


Ch 1 


SPI MOSI Master Output Delay 
time 


tSPIMOD 






4 


ns 


SPI MISO Master Input Setup 
time(Feedback Delay- OnS) 


tSPIMIS 


3 






ns 


SPI MISO Master Input Setup 
time(Feedback Delay- 2nS) 


2 






ns 


SPI MISO Master Input Setup — 


1 






— OS — 



34 



ELECTRONICS 



6410X_UM 



ELECTRICAL DATA 



time(Feedback Delay- 4nS) 












bri MlbU Master Input betup 
time(Feedback Delay- 6nS) 


1 


- 


- 


ns 


brI MlbU Master Input Hold 
time(Feedback Delay- OnS) 


tSPIMIH 


4 


- 


- 


ns 


brI MlbU Master Input Hold 
iime^reeoDacK ueiay- znoj 


5 


- 


- 


ns 


ori iviloU iviasier iviasier inpui 

1— Ir^lrl f imci^PciCirlKjar'U' Piciiiax/- AnQ\ 
nuiu Lii 1 ic^rccuuciurx L/ciciy H-iioy 


7 


- 


- 


ns 


SPI MISO Master Input Hold 
tinne( Feed back Delay- 6nS) 


Q 






ns 


bri iviuol oiave input oeiup time 


fCDICIC 

tor Iblo 


Q 

O 






ns 


SPI MOSI Slave Input Hold time 


tSPISIH 


3 






ns 


SPI MISO Slave output Delay time 


tSPISOD 






9 


ns 


SPI nSS Master Output Delay time 


tSPICSSD 






23 


ns 


SPI nSS Slave Input Setup time 


tSPICSSS 






20 


ns 



NOTE: SPICLKout = 50MHz 

VDDEXT connects to SPIO 
VDDmmc connects to SPI1 

44.15 MIPI-HSI AC ELECTRICAL CHARACTERISTICS 



tMinHgeSsp 

IRse— 



Data 



Rag 



tNomOt- 



-2nMaxSkew 



tRjII- 



-tMnBdgeSep 
-2MMax3<ew 



■tNomBit 



Figure 44-24. MIPI HSI Timing Diagram 
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Table 44-23. MIPI HSI Interface Transmit/Receive Timing Constants 

(VDDINT= 1 ■2V± 0 05V, TA = -40 to 85°C, VDDhi = 3.3V ± 0.3V, 2.5V ± 0.2V 1 .SV ± 0. 1V) 



Parameter 


Description 


1 Mbit/s 


100 Mbit/s 


TNomBit 


Nominal bit time 


1000 ns 


10 ns 


TMinEdgeSep 


Minimum allowed separation of DATA and FLAG signal 
transitions 


500 ns 


5 ns 


TMaxSkew 


Maximum allowed time for combined skew and jitter 


249 ns 


1.5 ns 


tRise and tFall 


Minimum allowed signal rise and fall time 


2 ns 


2 ns 



44.16 IIS AC ELECTRICAL CHARACTERISTICS 



l2SLRCLK(0utput) 



l2SSCLK(Output) 



l2SSD0(0utput) 



l2SSDI(input) 




Figure 44-25. IIS Interface Timing (Master) 



Table 44-24. IIS Controller Module Signal Timing Constants(l2S Master / TX) 



(VDDINT= 1 .2V± 0.05V, TA = -40 to 85°C, VD 


Dpcm = 3.3V ± 0.3V, 2.5V ± 0.2V, 1 .8V ± 0.1V) 


Parameter 


Symbol 


Min. 


Type. 


Max 


Unit 


LR Clock Out Delay 


TLROd 


0.2 




2.5 


ns 


Serial Data Out Delay 


TDOd 


0 






ns 


Serial Data In Setup Time 


Tds 


15 






ns 


Serial Data In Hold Time 


Tdh 


5 






ns 
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l2SLRCLK(lnput) 



l2SSCLK(lnput) 



l2SSD0(0utput) 



l2SSDI(input) 



ifLRId 



iDQd 




Figure 44-26. IIS Interface Timing (Slave) 



Table 44-25. IIS Controller Module Signal Timing Constants(l2S Slave / RX) 

(VDDINT= 1 ■2V± 0.05V, TA = -40 to 85°C, VDDpcm = 3.3V ± 0.3V, 2.5V ± 0.2V, 1 .SV ± 0.1 V) 



Parameter 


Symbol 


Min. 


Type. 


Max 


Unit 


LR Clock Input Delay 


TLRId 


0 






ns 


Serial Data Out Delay 


TDOd 


7 






ns 


Serial Data Setup Time 


Tds 


2 






ns 


Serial Data Hold Time 


Tdh 


5 






ns 
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44-17 USB H0ST1.1 AC ELECTRICAL CHARACTERISTICS 

Table 44-26. AC Electrical Characteristics (Driver@FS) 



Parameter 


Symbol 


Conditions 


Min 


Type 


Max 


Unit 


Rise Time 


Tr 


CL = 50 pF 


4 




20 


ns 


Fall Time 


Tf 


CL = 50 pF 


4 




20 


ns 


Differential Rise and Fall Timing 
Matching 


TRFIV! 




90 




111.11 


% 


Output Signal Crossover Voltage 


VCRS 




1.3 




2.0 


V 


Driver Output Resistance 


ZDRV 


Steady State Drive 
External Resistance 39 Q 


39 




44 


Q 



Table 44-27. AC Electrical Characteristics (Driver@LS) 



Parameter 


Symbol 


Conditions 


Min 


Type 


Max 


Unit 


Rise Time 


Tr 


CL = 200 ~450pF 


75 




300 


ns 


Fall Time 


Tf 


CL = 200 ~450pF 


75 




300 


ns 


Differential Rise and Fall Timing Matching 


TRFM 




80 




125 


% 


Output Signal Crossover Voltage 


VCRS 




1.3 




2.0 


V 
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44.18 PCM AC ELECTRICAL CHARACTERISTICS 



tdFSYNC 



tew tdSOUT 



tholdSIN 
^ >^ 



PCMSCLK 



PCMFSYNC 



PCMSOUT 



PCMSIN 



UetupSiN 

k — ►! 



Figure 44-27. PCM Interface Timing 



Table 44-28. PCM Module Signal Timing Constants 



Parameter 


Symbol 


Min. 


Typ. 


Max 


Unit 


PCMSCLK clock width 


1/tcw 


0.128 




8.192 


MHz 


PCMSCLK to PCMFSYNC delay 


tdFSYNC 


0.5 






ns 


PCMSCLK to PCMSOUT delay 


tdSOUT 


-0.5 






ns 


PCMSIN setup time 


tsetupSIN 


15 






ns 


PCMSIN hold time 


tholdSIN 


5 






ns 



NOTE: This table is applied to PCMO and PCM1 , respectively 
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44-19 I2C AC ELECTRICAL CHARACTERISTICS 

Table 44-29. NO BUS controller Module Signal Timing 

(VDDINT, VDDarm = 1.2 + 0.05V , TA = -40 to 85°C, VDDext = 3.3V + 0.3V) 



Parameter 


symbol 


Min 


Typ. 


Max 


Unit 


SCL clock frequency 


fSCL 






otH 1 DO 

oLU. 1 UU 

fast 400 


kHz 


SCL high level pulse width 


tSCLHIGH 


Ctrl A n 

fast 0.6 








SCL low level pulse width 


tSCLLOW 


std. 4.7 
fast 1 .3 






//s 


Bus free time between STOP and START 


tBUF 


std 4.7 
fast 1 .3 






//s 


START hold time 


tSTARTS 


std. 4.0 
fast 0.6 






lis 


SDA hold time 


tSDAH 


std. 0 
fastO 




std. -fast 
0.9 


JjtS 


SDA setup time 


tSDAS 


std. 250 
fast 100 






ns 


STOP setup time 


tSTOPH 


std. 4.0 
fast 0.6 






JjtS 



NOTES : std. means Standard Mode and fast means Fast Mode. 

1. The lie data hold time(tSDAH) is minimum 0ns. 

(lie data hold time is minimum 0ns for standard/fast bus mode IIC specification v2.1) 
Please check the data hold time of your IIC device if it's 0 ns or not. 

2. The IIC controller supports only IIC bus device(standard/fast bus mode), not C bus device. 
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< X — H 
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fSCL 



tSDAH 



y 



Figure 44-28. IIC Interface Timing 
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